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Nano-phononic metamaterials enable an
anomalous enhancement in the interfacial thermal
conductance of the GaN/AlN heterojunction†

Cheng-Wei Wu,a Hui Pan,b Yu-Jia Zeng,b Wu-Xing Zhou,*a Ke-Qiu Chen *b and
Gang Zhang *c

Improving the interfacial thermal conductance (ITC) is very important for heat dissipation in microelec-

tronic and optoelectronic devices. In this work, taking GaN–AlN contact as an example, we demonstrated

a new mechanism to enhance the interfacial thermal conductance using nano-phononic metamaterials.

First, how a superlattice affects the ITC is investigated, and it is found that with decreasing superlattice

periodic length, the ITC first decreases and then increases, because of the coherent phonon interference

effect. However, although constructing a superlattice is effective for tuning the ITC, it cannot enhance

the ITC. We suggest that the ITC can be enhanced by 9% through constructing an interfacial nano phono-

nic metamaterial, which is contributed by the additional phonon transport channels for high-frequency

phonons with a wide incidence-angle range. These results not only establish a deep understanding of the

fundamental physics of the interfacial thermal conductance, but also provide a robust and scalable

mechanism, which provides a degree of freedom for efficient thermal management.

1. Introduction

The concept of interfacial thermal resistance describes the
phenomenon whereby the transport of phonons is hindered
when they cross the interface between two dissimilar contacts.1

In recent years, with increasing integration density, heat dissi-
pation has become a bottleneck for developing future micro-
electronic and nanoelectronic devices2–4 because high power
densities during operation lead to excessive temperature,
which could cause system failure. Nanomaterials are used
widely in microelectronic and nanoelectronic devices, so the
heat dissipation in these devices depends on the thermal pro-
perties of the nanomaterials.5,6 Moreover, in nanoscale
devices, with the increasing number of interfaces, the inter-
facial thermal conductance (ITC) is becoming increasingly
important and even dominant in the heat dissipation

process.7,8 There have been many experimental and theoretical
studies of the ITC in different systems, including graphene–
BN,9 graphene–carbon nanotubes,10 graphene–polymer inter-
faces,11 Si–Ge interfaces,12 silicon–nanomembrane inter-
faces,13 MXene–SiO2 interfaces,

14 solid–superfluid interfaces,15

solid–liquid interfaces,16 metal–nonmetal interfaces,17 and
van der Waals interfaces,18–21 as well as the ITC between two
silica clusters.22

Conventional strategies for improving the ITC are to (i) fill
the gap between the two contacting surfaces with a thermal-
interface material,23 (ii) improve the coupling strength of the
interface, or (iii) increase the density of covalent bonds.24 A
fourfold increase in the ITC between copper and silica was
reported with a bonding organic nanomolecular monolayer,
which provides a strong bonding interaction with both metal
and dielectric materials.25 A similar increase in ITC through a
molecular bridge was also reported in a gold and amorphous
polyethylene system.26 However, even for two ideal smooth
interfaces connected through strong covalent bonds, the inter-
facial thermal resistance still exists because of the large differ-
ences in lattice constants and intrinsic phonon properties
between two dissimilar materials.27,28 Much effort has gone
into enhancing the ITC of interfaces with strong covalent
bonding. For example, Tian et al. found that the interfacial
roughness induced by atomic mixing can enhance the phonon
transmission coefficient and ITC.29 Also, although point
defects reduce the thermal conductivity in nanomaterials, it
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was found that topological defects can release interfacial stress
and thus induce an unexpected increase in ITC.30

In the present work, we studied the ITC of GaN–AlN inter-
faces and found that it first decreases and then increases with
decreasing superlattice (SL) periodic length. This is because of
the wave nature of phonons. However, the SL interface can
only tune the ITC but cannot enhance it. To increase the ITC,
we constructed a nano-phononic metamaterial that improves
the ITC significantly, because it introduces additional phonon
transport channels.

2. Computational methodology

Based on a simulation using the non-equilibrium Green’s
function (NEGF), the system composed of GaN–AlN has three
parts, i.e., the left and right leads and the center region. The
left lead is made of GaN, the right lead is made of AlN, and
the center region is used to simulate their interfacial structure,
as shown in Fig. 1. Here, the total length of the system is fixed,
the transport direction is set along the z axis (corresponding to
the [001] crystallographic direction of the conventional unit, as
shown in Fig. 1), and periodic boundary conditions are
applied in the xy plane. We then design different interfacial
structures to adjust the ITC of the GaN–AlN interface: (i) a het-
erojunction (HJ) structure to simulate the conventional GaN–
AlN interface; (ii) an SL of GaN–AlN with different periodic
lengths (labeled as SL-1, SL-2, SL-3, and SL-4); (iii) a GaN–AlN
nano-phononic metamaterial (NPM).31,32

In recent years, the Stillinger–Weber (SW) potential has
been proved to accurately describe the Al–Ga–N system, and it
has been widely used in the study of thermal transport in the
Al–Ga–N system.33–35 Therefore, the SW potential combined
with the NEGF method was used to investigate the phonon
transmission coefficient of the Al–Ga–N system in this work.
We use the supercell method to calculate the second-order
force constant with a 5 × 5 × 1 supercell, and the grid sampling
of k points in the xy plane is 11 × 11. The structures are opti-

mized by the conjugated gradient method implemented by
LAMMPS with a force tolerance of 10−8 eV Å−1, and then the
dynamical matrix (Hamiltonian) of the phonons is the Fourier
transform of the second-order force constant, i.e.,

Hαβ
ij ¼ 1ffiffiffiffiffiffiffiffiffiffiffi

mimj
p

X
R?

Φαβ
ij expð�iq? � ΔR?Þ; ð1Þ

where Φ is the second-order force constant, q⊥ is the wave
vector in the transverse direction, and ΔR⊥ is the lattice vector
pointing to the l-th supercell. The mode-resolved phonon
transmission is calculated based on the method proposed by
Ong et al., whose theoretical details can be found in the
literature.36–38 Note that anharmonic effects are introduced rig-
orously in the framework of the NEGF method,39–41 but
because the effect of temperature on interfacial phonon scat-
tering in such a system has been shown to be weak,42 anhar-
monic phonon effects are not considered in the present work.

To assess quantitatively how the heterostructures affect the
ITC, it is useful to investigate the normalized cumulative
thermal conductance43

σcðωÞ ¼ 1
h

ðω
0
ω′Tðω′Þ @fBðω′;TÞ

@T
dω′; ð2Þ

where h is Planck’s constant, T (ω) is the total phonon trans-
mission spectrum, and fB is the Bose–Einstein distribution
function. The total phonon transmission is given by44

TðωÞ ¼ Tr½ΓLG retΓRG adv�; ð3Þ
where Gret and Gadv are the retarded and advanced Green’s
function, respectively, and ΓL and ΓR are the couplings of the
left and right leads, respectively. “Tr” is a mathematical func-
tion symbol that is used to represent the trace of a matrix. See
the ESI† for the detailed setup of the mode-resolved
calculation.

3. Results and discussion

Firstly, we investigate how the ITC varies with the periodic
length of the GaN–AlN SL. For the total thermal conductance,
as shown in Fig. 2(a) and (b), there is a trend of first decreasing
and then increasing, and the minimum ITC can be observed at
different temperatures. This variation trend of ITC is consist-
ent with the previous experimental and theoretical results for
SLs revealing the wave nature of phonons. To explore this
phenomenon, Fig. 2(c) shows how the total phonon trans-
mission varies with the SL periodic length. As shown in Fig. 2,
the phonon transport changes obviously with the SL periodic
length, in particular in the frequency range of 2.5–11 THz. The
large transmission gap at 12–25 THz results from the acoustic-
optical phonon frequency gap in GaN, which leads to a giant
mismatch in the phonon frequency between GaN and AlN,
consequently reducing the phonon transmission. Given that
phonon transmission above 11 THz contributes slightly to the
ITC, we mainly discuss the phonon transport properties in the

Fig. 1 Left: Schematic of the non-equilibrium Green’s function (NEGF)
calculation domain comprising left and right leads and a central scatter-
ing region. The structures of GaN and AlN are also shown here, and the
blue dotted frame represents the primitive cell. Right: Schematics of a
single interfacial heterojunction (HJ), superlattices (SL-1–4), and nano-
phononic metamaterials (NPM) for the central region.

Nanoscale Paper

This journal is © The Royal Society of Chemistry 2023 Nanoscale, 2023, 15, 6732–6737 | 6733

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
M

ar
ch

 2
02

3.
 D

ow
nl

oa
de

d 
on

 1
1/

10
/2

02
4 

4:
38

:1
7 

A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d2nr05954a


range of 0–11 THz. For the total phonon transmission, it is
clear that the phonon transport is suppressed at both low and
high frequencies with the introduction of interfacial layers, as
shown in Fig. 2(c). In particular, there is an obvious dip in
phonon transmission around 7.8 THz in SL-2, which leads to a
jump in the cumulative thermal conductance at this frequency
(see Fig. S1†). This effect is caused mainly by the single-path
Bragg-like phonon interference.45 When the periodic length of
the SL decreases, the phonon transmission of low-frequency
phonons recovers to a level comparable to that of the HJ,
which leads to an increased ITC.

In addition, we study the transmission probability of the
phonon mode to explain this phenomenon furthermore. Fig. 3
shows the mode-resolved phonon transmission probability for
HJ, SL-2, and SL-4 at kx = ky = 0,46 which means that the
phonons are at normal incidence at the interface. As can be
seen, the phonon transport probability of normal incidence is
equal to 3 in the range of 0–5 THz, which is provided by two
degeneracy transverse acoustic modes and a longitudinal
acoustic mode. For the low-frequency phonons, especially in
the range of 0–2 THz, the three transport channels in the three
different configurations are unaffected due to the phonon
wavelength being significantly larger than the periodic length
of the SL. When the phonon frequency exceeds 2 THz, the

transmission spectrum of SL-2 contains several transport
valleys, which is shown in Fig. 3(d) and is caused by phonon
coherence. Moreover, Fig. 3(b) and (f) show that these trans-
port valleys are caused specifically by these phonon modes.
For the HJ and SL-4 configurations, Fig. 3(a) and (g) (for HJ)
and Fig. 3(c) and (e) (for SL-4) show that the phonon trans-
mission contributed by different phonon modes is maintained
at the same level. Furthermore, we calculated the angular
phonon transmission probability distribution for HJ, SL-2, and
SL-4 in the first Brillouin zone which is presented in the ESI
(see Fig. S2†). The angular phonon transmission at three repre-
sentative frequencies (3.9 THz, 4.8 THz, and 8.1 THz) is shown
in Fig. S3† as cut planes for HJ, SL-2, and SL-4. The results
show that the heterostructure with a relatively large periodic
length affects mainly the low-frequency phonons, whereas
these phonons are mostly unaffected when the periodic length
is decreased. However, in the GaN–AlN SL-4, there is an
obvious selection effect for high-frequency phonons with a
specific angle of incidence, which leads to an increased ITC.
Therefore, the ITC of SL-4 is higher than that of SL-2 but
always lower than that of HJ, as shown in Fig. 2(a) and (b).

In general, the SL structure is effective for tuning the ITC
but cannot enhance it. For enhancing the ITC, we constructed
a new interfacial NPM, as shown in Fig. 1 (right). Fig. 4(a)

Fig. 2 (a) Interfacial thermal conductance (ITC) of HJ and SL-1 to SL-4 as a function of temperature; (b) variation of ITC of different SL structures at
100 K, 200 K, 300 K, and 500 K; (c) total phonon transmission coefficient for HJ and SL-1 to SL-4.

Fig. 3 (a)–(c) Transmission probability of normal-incident phonons from GaN to AlN; (d) total transmission spectrum and (e)–(g) transmission prob-
ability of normal-incident phonons from AlN to GaN at kx = ky = 0. The red, green, and orange rectangular panels correspond to HJ, SL-2, and SL-4,
respectively, and the color dots indicate the mode-resolved transmission probability projected in the phonon dispersion curves for GaN (left) and
AlN (right).
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shows how the total thermal conductance of HJ and NPM
varies with temperature. It is obvious that compared with the
ITC of HJ, that of NPM is enhanced significantly in the entire
temperature range (0–600 K). The total phonon transmission
shows the same trend, as shown in Fig. 4(b). The SLs actually
modify the phonon transport in the whole range of frequency,
as shown in Fig. 2(c). In contrast, the NPM only affects the
phonon transport above 5 THz. Fig. 4(c) shows the normal-
incidence phonon transmission probability for NPM: the low-
frequency phonons behave the same as for HJ, but the phonon
transport of NPM from the GaN lead to the AlN lead exhibits

additional phonon transport channels compared with HJ. This
is demonstrated clearly by the non-zero transmission prob-
ability for optical phonon modes as shown in Fig. 4(c). In
NPM, in the frequency ranges of 0–5 THz, 7–8 THz, and 10–11
THz, the mode match between the GaN and AlN makes the
total transmission of normal-incidence phonon modes higher
than that of HJ. Moreover, the normal-incidence transmission
spectrum of NPM is slightly enhanced compared with that of
HJ, revealing that the contribution of non-normal-incidence
phonon modes is also important.

Fig. 5(a) and (b) show the full-angle phonon transmission
distribution for HJ and NPM, respectively. To understand more
intuitively the transport behavior of full-angle phonons, we
also show the angle-dependent phonon transmission prob-
ability of the NPM configuration in Fig. 5(f )–(h) and that of
the HJ configuration in Fig. 5(c)–(e). The non-zero phonon
transmission probability at 3.9 THz and 4.8 THz of the NPM
configuration is completely consistent with those of the HJ
configuration, and the transmission probabilities of phonons
with different angles of incidence are slightly enhanced. In
addition, there is a significant difference in NPM compared
with HJ and SL-1–4 at 8.1 THz. Fig. 5(h) shows an additional
phonon transport channel in both the GaN and AlN sides of
NPM compared with HJ. This is consistent with the analysis of
the transmission probability of normal-incidence phonons,
revealing that the NPM provides additional transport channels
for high-frequency phonons with a wide incidence-angle
range. Moreover, compared with SL-4, the phonon trans-
mission of NPM has a weak dependence on the incident angle
of phonons, which results in the suppressed interface phonon
scattering; consequently, the phonon transmission spectrum
is enhanced. Although the transmission probability of the orig-
inal phonon channel on the GaN side is suppressed to a
certain extent, the total phonon transmission of NPM near 8.1
THz is enhanced significantly by the sum of the transmission

Fig. 4 (a) ITC of HJ and NPM as a function of temperature; (b) phonon
transmission for HJ and NPM; (c) normal-incidence phonon trans-
mission probability of NPM at kx = ky = 0, and the total transmission of
NPM compared with that of HJ.

Fig. 5 Phonon transmission probability of the first Brillouin zone for (a) HJ and (b) NPM; here, the color bar indicates the transmission probability,
and colored dots are plotted only for the phonon transmission probability α > 0.05. The angular resolved phonon transmission probability of HJ at ω
= (c) 3.9 THz, (d) 4.8 THz, and (e) 8.1 THz, and that of NPM at ω = (f ) 3.9 THz, (g) 4.8 THz, and (h) 8.1 THz. The shaded rectangle in the middle corres-
ponds to the first Brillouin zone, with the red and blue shaded rectangles corresponding to GaN and AlN, respectively.
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probabilities of the two channels, leading to an increased ITC.
Therefore, the NPM structure can enhance the ITC signifi-
cantly because it provides additional phonon transport chan-
nels. And NPMs with different cross-sectional formats can all
enhance ITC, as demonstrated in Fig. S4 in the ESI.†

4. Conclusions

In conclusion, we performed individual-phonon-mode-
resolved NEGF calculations for phonon transmission through
GaN–AlN SL structures using the force constants from the
Stillinger–Weber potential. The results showed that the ITC
first decreases and then increases with decreasing SL periodic
length, because of the wave nature of phonons. However, the
SL interface can only tune the ITC but cannot improve it. To
enhance the ITC, we suggested an NPM that can enhance the
ITC significantly. Through a systematic investigation on the
transmission spectrum of both normal-incidence and non-
normal-incidence phonons, it is found that the NPM intro-
duces additional phonon transport channels, and thus can
enhance the transmission coefficient of phonons with a fre-
quency above 5 THz. Therefore, our work provides mode-
resolved insights into phonon transport across NPMs and
offers a novel strategy to enhance the interfacial thermal con-
ductance, which benefits various ranges of applications
including thermal management of micro-/nano-electronic
devices.
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