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Skin-mountable electronics are considered to be the future of the next generation of portable electronics,

due to their softness and seamless integration with human skin. However, impermeable materials limit

device comfort and reliability for long-term, continuous usage. The recent emergence of permeable

skin-mountable electronics has attracted tremendous attention in the soft electronics field. Herein, we

provide a comprehensive and systematic review of permeable skin-mountable electronics. Typical porous

materials and structures are first highlighted, followed by discussion of important device properties. Then,

we review the latest representative applications of breathable skin-mountable electronics, such as bioe-

lectrical sensors, temperature sensors, humidity and hydration sensors, strain and pressure sensors, and

energy harvesting and storage devices. Finally, a conclusion and future directions for permeable skin elec-

tronics are provided.

1. Introduction

Flexible electronic devices have received significant attention
for their wide range of applications in recent years. They have
been gradually moving towards miniaturization and ‘true’
wearability through innovative material and structure design.
As the largest organ of the human body, human skin has
many intrinsic characteristics, such as excellent mechanical
properties and tactile sensing capabilities.1,2 Electronic
devices attached directly to human skin, i.e., skin-mountable
electronics, also known as skin electronics, have been
designed by mimicking skin functionalities. Such devices can
perceive a person’s internal state and/or external environment
and convey information to the user. Skin-mountable elec-
tronics are considered to be one of the most important direc-
tions of next-generation wearable electronics.3–5 To date, great
efforts have been made to develop high-performance skin-

mountable electronics, such as temperature sensors,6 energy
harvesting and storage devices,7,8 actuators and displays.9,10

From the perspective of physiological requirements, healthy
skin is always in a stable microenvironment that ensures
effective sweat drainage. Non-permeable skin-mountable elec-
tronics can cause skin inflammation or irritation after long-
term attachment. Furthermore, the resulting sweat accumu-
lation leads to low-quality bio-signal acquirement.11 In the
past three decades, the development of skin-mountable elec-
tronics has mainly focused on enhancing mechanical and
sensing properties, while gas permeability has been often neg-
lected. Most existing skin-mountable electronics are composed
of impermeable materials with thick film-based or bulky
layered structures.12–14 For long-term applications, e.g., disease
prevention,15,16 screening,17 diagnosis,18,19 and treatment,20–22

skin-mountable electronics need to be breathable, i.e., gas-per-
meable. Breathable skin-mountable electronics were reported
by Rogers’s group in 2014.23 Such developed breathable skin-
mountable electronics can realize the continuous, long-term
collection of high-fidelity bioelectrical, biochemical, and bio-
physical information.23,24

Together with advanced material and structure design,
various breathable skin-mountable electronics have been
reported, such as bioelectrical sensors,25 temperature
sensors,26 humidity and hydration sensors,27 strain and
pressure sensors,28 and energy harvesting and storage
devices.29 Fig. 1 shows the development of representative
examples in recent years. In terms of breathable soft elec-
tronics, the existing reviews have been focused on triboelectric
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electronics,30 electrospun nanofibre-based soft electronics,31

paper-based wearable electronics,32 permeable conductors,33

fibre-based electronics,34–36 textile-based electronics37 and
breathable electronics for physiological signal monitoring.38

Recently, Huang et al. summarized critical metrics and design
strategies towards permeable electronics.24 However, there

lacks a comprehensive and systematic review on breathable
skin-mountable electronics discussing all aspects of materials
and structures, device properties, and applications. Here, we
provide a bird’s eye view of the latest advancements in breath-
able skin-mountable electronics by summarizing typical
porous materials and structures, device properties, and appli-
cations. We further discuss current challenges and pertinent
solutions in this field to boost future continuous development.

2. Material and structure strategy

For device development, material and structure strategies play
a decisive role in the performance and applications of breath-
able skin-mountable electronics. In the past few years, signifi-
cant efforts have been made to design unconventional porous
materials and structures for high-performance breathable
skin-mountable electronics. Here, we summarize four
approaches: ultrathin materials and devices, electrospun nano-
fibre-based, yarn/fabric-based, and structure design (Fig. 2).

2.1. Ultrathin materials and devices

The excessive thickness of skin-mountable electronics can
limit permeability, thus affecting long-term health monitoring.
To achieve breathability, one typical strategy is to fabricate
ultrathin materials and devices. In general, ultrathin materials
and devices include free-standing conductive membranes,
metallic meshes, and electronic tattoos from carbon-based
materials.

Free-standing ultrathin conductive membranes are usually
made from conductive polymer membranes and hybrid nano-
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Fig. 1 Representative examples of advanced breathable skin-mountable electronics (2014–2022). Reproduced with permission from ref. 23, 39–46
Copyright 2014, 2015, 2016, 2017, 2019, 2021 Nature Publishing Group; 2018 American Chemical Society; 2020 American Association for the
Advancement of Science; 2022 Wiley-VCH.
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films. In the past two decades, conductive polymers have
attracted great interest in skin-mountable electronics due to
their unique properties (e.g., light weight, flexibility, stretch-
ability, and corrosive resistivity) and a variety of co-tailored fea-
tures to suit specific needs. Among the various polymeric con-
ductive materials, poly(3,4-ethylenedioxythiophene):poly-
styrene sulfonate (PEDOT:PSS) is considered to be one of the
most popular and widely studied materials.47 As for breathable
ultrathin polymer membranes, a typical example is ultrathin
skin-mountable electrodes with a sub-micron structure. The
hybrid electrodes are composed of a silver nanowires (AgNWs)
network and conductive polymer films. By depositing AgNWs
on PEDOT:PSS, the PEDOT:PSS/AgNWs hybrid electrode had
an ultrathin structure (230 nm) and excellent gas permeability
(Fig. 3a and b). It exhibited lower impedance than that of com-
mercial gel electrodes and superior signal acquisition capabili-
ties for ECG and EMG.48 Free-standing hybrid nanofilms have
also been developed as breathable skin-mountable
electronics.44,49 For example, Wang et al. reported robust, self-
adhesive, permeable nanofilms with an ultrathin thickness
(95 nm). The fabrication process is shown in Fig. 3c, where the
hybrid breathable nanofilms were prepared by a simple dip-
coating technique. The polyurethane (PU)/polydimethyl-
siloxane (PDMS) nanofilms had strong adhesion properties
and directly adhered to human skin. The thinness geometry
and great skin compliance were confirmed by scanning elec-
tron microscope (SEM) and optical images (Fig. 3d). The Au-
coated nanofilm dry electrodes enabled continuous monitor-
ing of human physiological signals for up to 1 week with high
signal-to-noise ratio (SNR) (34 dB).49 Wang et al. also devel-
oped an ultrathin (only 430 ± 18 nm) nanomesh strain gauge

with excellent gas permeability (Fig. 3e). The strain sensor
exhibited impressive mechanical durability of 5000 cycles
stretch/release under 60% strain. Nanomesh sensors were suc-
cessfully used to evaluate strain mapping of facial skin defor-
mation during speech, and the results were compared with
thin-film PDMS samples. It was demonstrated that the gas-per-
meable device had minimal mechanical interference with the
facial skin during speech. The skin-attached strain sensors
moved naturally with dynamic skin deformations (Fig. 3f).
This excellent consistency originated from the thin and porous
geometry, ultralight weight, and softness of the device.44

Freestanding ultrathin metallic meshes have been devel-
oped as breathable skin-mountable electronics due to their
great conductivity, low skin–electrode impedance, and ease of
fabrication.54 For example, Xu et al. used a low-cost method to
fabricate a lightweight freestanding MnO2–Au–Ni mesh elec-
trode. A two-step electrodeposition process was introduced to
deposit the MnO2–Au on the Ni-reticulated electrode. The
hybrid MnO2–Au–Ni electrode exhibited an excellent air per-
meability of 2600 mm s−1 at 10 Pa and a thickness of only
6 µm. The as-assembled all-solid-state supercapacitor had a
great optical transparency (86%) and withstood varying
degrees of deformation (e.g., bending, crumpling and
folding).55 Li et al. reported a novel ultrathin (10 μm) per-
meable sensor for glucose monitoring. The non-enzymatic
glucose sensor was fabricated by in situ growth of Cu nano-
particles on a Ni electrode. The sensor showed an extremely
low detection limit (2 μM) and superior sensitivity (8.51 mA
cm−2 mM−1).56 Besides, metal nanowire percolation networks
are promising electrodes components, including AgNWs
network electrodes57–61 and CuNWs electrodes.62–66 Their
ultra-thin thickness, porosity, and high conductivity demon-
strate great potential for developing gas-permeable skin-moun-
table electronics.

Carbon-based electronic tattoos, such as graphene-based,
have been utilized to prepare breathable skin-mountable
electronics.67,68 These devices showed great skin compliance
and excellent electrical conductivity, and hold great promise
for high-fidelity health monitoring. For instance, Ameri et al.
reported ultrathin graphene multimode electronic tattoos (463
± 30 nm) (Fig. 3g). The tattoos exhibited optical transparency
of 85%, stretchability of over 40% strain, and impressive per-
meability (Fig. 3h). As dry electrodes, these electronic tattoos
can be directly attached to human skin for ECG, EMG, and
EEG monitoring.53 Kireev et al. reported breathable graphene
electronic tattoo sensors with low interface impedance (6.8 ±
0.6 kΩ at 10 kHz). Porous structures were introduced to the
graphene tattoos to achieve a breathability of 2770 ± 494 g m−2

d−1. The breathable electronic tattoos were further utilized as
skin-mountable electronic heaters, demonstrating excellent
heating efficiency (6 mW °C−1).13

2.2. Electrospun nanofibre-based

Electrospun nanofibres provide an excellent building block for
the development of breathable skin-mountable electronics.
This is because nanofibre mats prepared by the electro-

Fig. 2 Four approaches to material and structure strategy for breath-
able skin-mountable electronics. Reproduced with permission from ref.
50–53. Copyright 2020 Elsevier; 2021, 2020 American Chemical
Society; 2018, 2019 Wiley-VCH.
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spinning technique tend to have large porosity and surface
area, as well as superior mechanical flexibility.69–71 Most elec-
trospinnable materials are organic polymers in solution or
melt forms.72 To date, there are over 100 organic polymers that
can directly produce nanofibres through solution electro-
spinning. Typical polymers include polyvinyl alcohol (PVA),73

PU,74,75 thermoplastic polyurethane (TPU),76 polystyrene
(PS),77 poly(vinylidene fluoride) (PVDF),78 poly(vinyl chloride)
(PVC),79 etc. A large number of gas-permeable skin-mountable
electronics have been developed using the electrospun nanofi-
bre-based approach on such polymer materials.31,73,80,81 Here,
we will discuss electrospun nanofibres as the sacrificial layer
and/or the support scaffold layer for preparing breathable
skin-mountable electronics.

A typical example is gas-permeable, inflammation-free
nanomesh on-skin sensors fabricated by Miyamoto et al.41 PVA
nanofibres were first fabricated by electrospinning, and then

Au layers were deposited on them using shadow masks. As PVA
is water-soluble, the substrate-free Au nanomesh conductor
was successfully attached to human skin, and the thickness of
the prepared Au layer was only 70–100 nm (Fig. 4a). Compared
with traditional flat substrates, the nanomesh had good
adhesion to human skin. And due to its excellent air per-
meability and great biocompatibility, it can meet the require-
ments of long-term use. By depositing a thin layer of metals
(e.g., Au, Cu, Ag, and Al) on PVA electrospun nanofibre mats by
vacuum deposition, Wu et al. fabricated transparent metal
nanotrough networks. After dissolving the PVA electrospun
mat template, the transparent metal nanotrough networks can
be firmly attached to various substrates (plastic films and
papers). SEM images showed a thickness of only 400 nm
(Fig. 4b). The nanofibres used as sacrificial layers have thin
thickness and porous structure, thus providing the basis for
permeable skin-mountable electronics.71

Fig. 3 Ultrathin materials and devices of breathable skin-mountable electronics. (a) Schematic diagram of the manufacturing process for freestand-
ing PAP hybrid electrodes. (b) Optical images of PAP hybrid electrodes attached to human skin. Reproduced with permission from ref. 48. Copyright
2020 American Chemical Society. (c) Schematic diagram of the fabrication of polyurethane–PDMS nanofilms. (d) SEM images of a cross-section of a
nanofilm attached on the anodisc substrate and an image of nanofilm applied to the back of a hand. Reproduced with permission from ref. 49.
Copyright 2022 National Academy of Sciences. (e) Schematic and SEM image of PU-PDMS nanomesh conductors. (f ) Microscopic image of the
device on the fingertip replica and photograph of a face during speech of “O”. Reproduced with permission from ref. 44 Copyright 2020 American
Association for the Advancement of Science. (g) Schematic of the graphene electronic tattoo sensor. (h) Graphene electronic tattoo mounted on
skin and its compressed image. Reproduced with permission from ref. 53. Copyright 2017 American Chemical Society.
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Besides sacrificial layers, electrospun nanofibres can be fab-
ricated as supporting scaffolds to prepare breathable skin-
mountable electronics.82,83 Customized depositions of conduc-
tive materials on the fibres enhance the conductivity and
detection limits of the sensors. For example, Fan et al. fabri-
cated a scaffold-reinforced conductive nanonetwork by electro-
spinning. Using vacuum filtration, solution-dispersed AgNWs
penetrated polyamide nanofibre scaffolds (Fig. 4c). The nanofi-
bres have an average diameter of 80 nm and form a continuous
network. The assembled breathable epidermal electrodes
showed great light transmission (84.9%) and excellent skin
adhesion (Fig. 4d). The fibrous device with excellent per-
meability can be utilized as a touch sensor with a low sheet re-
sistance of 8.2 Ω sq−1.42 Another example is the nanomesh
elastic strain sensor made by Jiang et al. It was composed of
PU nanofibres and AgNWs. The morphology of randomly inter-
connected AgNWs on PU nanofibres could be observed by
SEM images. The average diameters of AgNWs and PU nanofi-
bres were 153 nm and 0.74 µm, respectively (Fig. 4e). The
porous strain sensor presented impressive electrical conduc-
tivity (9190 S cm−1), superior stretchability (310% strain), and
great mechanical durability (1000 cycles under 70% strain).
Besides, the elastic conductors had an excellent water vapor
transmission rate (WVTR) of 9.6 mg cm−2 h−1, which was
attributed to the porous nanostructures (Fig. 4f).84

Furthermore, layered strategies have been applied by many
research groups to fabricate all-fibre-based breathable skin-
mountable electronics, such as acoustic sensors,85 triboelectric
nanogenerators (TENG),86,87 strain and pressure sensors,88,89

and temperature sensors, etc.90,91

2.3. Yarn/fabric-based

As a composite unit of textiles, yarn/fabric has obvious porous
characteristics and is widely utilized in breathable skin-moun-
table electronics.92,93 Excellent breathability can be obtained
by creating gaps among fibrous weaving. Also, based on the
yarn structure, sensor-based yarn/fabric can be easily inte-
grated into garments.94 In summary, yarn/fabric-based breath-
able skin-mountable electronics can be prepared in several
ways, such as weaving, knitting, stitching, embroidery, nonwo-
ven, and printing (Fig. 5). Each fabrication technique has
unique advantages, and its outstanding mechanical flexibility
and highly integrated structure integration can provide novel
materials and device solutions for exploring gas-permeable
skin-mountable electronics.

Yarns or fabrics have been widely used as supporting
materials due to their flexibility and machinability.95,96 Using
coating techniques, conductive materials such as carbon nano-
tubes (CNTs) fabrics,97 graphene textiles,98 and AgNWs
fabrics99 can be deposited on the surface of fabrics or yarns. A
representative example is the silk sericin-assisted washable
electronic textile. A scalable and facile dyeing process was used
to make a uniform and stable sericin-decorated graphene.
SEM images revealed that the graphene textiles were composed
of several loop-structured yarns. Also, the breathability of the
fabric was demonstrated by measuring the WVTR on the

textile. It exhibited a similar WVTR to that of the pristine
textile (p > 0.05). The combination of hydrophilicity and
breathability allowed the fabric to wick away perspiration
quickly and improved wearing comfort. Furthermore, the
porous textiles can be fabricated as bioelectrical sensors for
EMG monitoring. These sensors were built into a fully textured
multimode system to perform complex human motion reco-
gnition.100 Liu et al. reported a yarn-based strain sensor made
by polymer-assisted metal deposition and in situ Cu growth on
viscose yarn. After the removal of the PVA substrate, the con-
tinuous conductive yarns formed a strain-sensing network
with huge sensitivity (Gauge Factor (GF) = 49.5). In particular,
the yarn-based sensor exhibited remarkable permeability (air
and WVTR was over 1500 L m−2 s−1 and 25 g m−2 h−1, respect-
ively) due to pore channels. The strain sensor showed accurate
perception of small body movements such as chewing, throat
vibration, and breathing. Based on its great sensitivity, wide
sensing range (0–100 kPa), and remarkable breathability, it
can be successfully utilized to monitor full-range human body
movements.101

The direct spinning method is widely applied to prepare
high-performance yarn-based breathable skin-mountable elec-
tronics. Typical spinning methods include ring-spinning,108

rotor-spinning,109 twisting,110,111 wrap-spinning,112 and core-
spinning.113,114 Among these methods, twisting is an effective
and popular way of enhancing the cohesion between yarns.
For example, Zhang et al. fabricated Fermat-spiral-based
energy yarns (FSBEY) electrodes with improved dynamic struc-
tural stability. FSBEY electrodes were composed of core stretch-
able spandex yarn electrodes and sheathed dielectric PVDF
nanofibres. Firstly, the stretchable yarns were made by wrap-
ping spandex with conductive fibres using a fast-speed braid-
ing machine. Then the PVDF-trifluoroethylene nanofibres were
twisted on the surface of the pre-stretched core yarn using the
conjugated electrospinning technique. The stretchable electro-
des exhibited great stretchability (200% strain), high conduc-
tivity (298 S cm−1), and excellent breathability (0.024 g cm−2

h−1). FSBEY electrodes were further woven into energy devices
with a maximum peak power density of 1.25 W m−2. In
addition, these devices were employed for gesture recognition
and harvesting energy from water droplets.115

Other methods to fabricate yarn/fabric-based breathable
skin-mountable electronics include nonwoven,116 knit-
ting,105,117,118 embroidery,106 and printing.107,119,120 Here, we
discuss the nonwoven technique. For instance, Sun et al.
reported a flexible and breathable skin-mountable pressure
sensor for nonwoven fabrics using MXene as an electrode and
gel as an electrolyte. The fabric pressure sensor had a great
sensitivity (31.4 kPa−1) and an impressive breathability
(1330.9 mm s−1) due to its porous structure. Furthermore, it
can be utilized to perform health monitoring by directly
attaching to the hand and chest.104 A dual-sided nonwoven
was fabricated by electrospinning PI and vacuum filtration
AgNWs. During the preparation process, the pore structure of
the nonwoven was retained, which exhibited excellent breath-
ability (65 mg cm−2 d−1). Additionally, the nonwoven with
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dense AgNWs networks possessed low electrical resistance
(0.23 Ω sq−1) and IR reflectance of over 80%. It can be
employed as a personal thermal management device to
achieve active electric and passive heating.116

In addition to physical methods, various chemical
approaches have been utilized to fabricate yarn-based breath-
able skin-mountable electronics.121,122 For example, Hye Moon
Lee et al. designed a new chemical solution process (soaked
AlCl3 with LiAlH4 in dibutyl ether (O–(C4H9)2) for 4 h) to
deposit Al onto the fabrics to fabricate flexible electric cir-
cuits.121 Other metals such as Ni,122 Cu,123 and Ag124 can also
be chemically deposited onto fabrics to make permeable skin-
mountable electronics.

2.4 Structure design

Another typical approach to develop breathable skin-mounta-
ble electronics is structure design, primarily by fabricating

porous structures to meet the permeability requirements. In
this part, we will discuss representative porous devices using
structure design via fabrication methods including templating,
solution casting, breathing diagram, and hydrogel.

The template method is widely used to prepare breathable
skin-mountable electronics because of its stable homogeneous
size and excellent microstructure.128,129 For instance, Min
et al. reported a breathable conductive polymer strain sensor
(Fig. 6a). It was fabricated by casting a mixture of polyurethane
and conductive materials (CNTs and Ag flakes) directly onto a
PDMS master mould with a hexagonal mesh pattern. The
reported porous films had great stretchability (150% strain)
and visible air and water permeability (Fig. 6b).125 A limitation
of the templating technique is the porous material being too
thick (>5 mm), but He et al. reported a layered microporous
composite piezoresistive sensor with a thickness of less than
1 mm. The porous PU films were prepared by the solution

Fig. 4 Electrospun nanofibre-based breathable skin-mountable electronics. (a) Schematic diagram of a nanomesh conductor and image of a nano-
mesh conductor attached to a fingertip. SEM image of a nanomesh conductor formed on a silicone skin replica by dissolving PVA nanofibers.
Reproduced with permission from ref. 11. Copyright 2017 Nature Publishing Group. (b) Schematic diagram of the polymer–nanofibre template
process and SEM images of its top and cross-section. Reproduced with permission from ref. 71. Copyright 2013 Nature Publishing Group. (c)
Schematic diagram of the fabrication process of scaffold-reinforced conductive nanonetworks. SEM images of the scaffold-reinforced conductive
nanonetworks in top-down and cross-sectional view. (d) Scaffold-enhanced conductive nanomesh attached to the back of the hand and photo of
scaffold-enhanced conductive nanonetworks for touch sensors. Reproduced with permission from ref. 42. Copyright 2018 American Chemical
Society. (e) SEM image of an ultra-thin porous nanomesh conductor and a schematic representation of the adhesion inside the conductor. (f ) SEM
image of the interface between AgNWs and PU nanofibre and gas permeability of conductor. Reproduced with permission from ref. 84. Copyright
2019 Wiley-VCH.
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casting method, and were then dip-coated with CNTs (Fig. 6c).
During the preparation process, the porosity of the PU film
was adjusted by controlling the concentration of film solution
to form porous structures with different gradients (40.27%–

64.25%). The permeability of the PU@CNTs sensor was 8
times greater than that of the non-porous film, which exhibi-
ted 1802 g m−2 d−1 (Fig. 6d).126 Another method is the breath-
ing diagram, which is a simple, efficient, and scalable self-
assembly process. A gas-permeable, transparent stretchable
electrode was fabricated by self-assembled porous substrates
and conductive nanostructures. It was composed of porous
TPU nanofilms fabricated by the breath figure method and
AgNWs made by dip-coating (Fig. 6e and f). The hybrid films
exhibited high transmission (61%), low plate resistance (7.3 Ω
sq−1), and excellent breathability (23 mg cm−2 h−1). The
reported permeable electrode can be employed to achieve

high-quality EMG detection (24.9 dB). Furthermore, it can be
used to achieve real-time response to finger touch with a
response time of 0.1 s.52

In addition, there are a few examples of porous
hydrogels for the fabrication of breathable skin-mountable
electronics.127,130 Liu et al. reported a flexible and adjustable
porous organohydrogel, which was fabricated from gelatine/
polypyrrole (PPy)/reduced graphene oxide (rGO) under mild
conditions (Fig. 6g). It had a porous structure with a size of
35–650 µm due to the special fermentation process.
Compared with non-penetrating polyvinyl chloride mem-
branes, the gel/PPy/rGO organohydrogel presented excellent
breathability (14 mg cm−2 h−1), which was superior to cotton
(Fig. 6h). The porous organohydrogel was successfully
employed as bioelectrical sensors to accurately monitor ECG
and EMG.127

Fig. 5 Yarn/fabric-based breathable skin-mountable electronics. (a) Schematic diagram of a coaxially structured adaptive textile and a textile in a
smart home control system. Reproduced with permission from ref. 102. Copyright 2019 Wiley-VCH. (b) Schematic diagram of a textile sensor manu-
factured using a sewing machine and a photograph, SEM images of a PVDF stripe stitch. SEM image of the interface between AgNWs and PU NFs.
Reproduced with permission from ref. 103. Copyright 2018 Royal Society of Chemistry. (c) Schematic diagram of the preparation of a fabric pressure
sensor, which was successfully sewn into a tight-fitting, quick-drying garment and used to measure the respiration rate of the wearer. Schematic
diagram of PET film, medical tape, and breathable sensor covering the front of the skin. Reproduced with permission from ref. 104. Copyright 2022
American Chemical Society. (d) The fabrication process of the core–sheath yarn and TENG. Reproduced with permission from ref. 105. Copyright
2020 Elsevier. (e) Schematic diagram of the preparation of conductive silver-plated nylon yarn. Reproduced with permission from ref. 106. Copyright
2019 SpringerLink. (f ) Schematic diagram of the entire inkjet-printed graphene textile manufacturing process and experimental image of two fingers
placed on a printed graphene patch. Reproduced with permission from ref. 107. Copyright 2017 Royal Society of Chemistry.
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3. Properties

In on-skin applications, device functionalities and physiologi-
cal comfort need to be considered for utilizing breathable
skin-mountable electronics. In this section, we will discuss the
following important properties: breathability, biocompatibility,
adhesion, stretchability, and long-term usage.

3.1. Breathability

One of the principal functions of healthy human skin is to
maintain the balance of heat and moisture. A person loses

∼0.6–2.3 L of insensible sweat volume daily, which is equi-
valent to 12–42 g m−2 h−1.131 If perspiration cannot quickly
and sufficiently escape from the skin, moisture will accumu-
late on the skin surface and within the covering, leading to
uncomfortable sensations such as dampness and clamminess.
Poorly permeable electronics cause skin inflammation, irri-
tation, occlusion, or other skin issues after long-term attach-
ment. Further, the lack of breathability largely reduces the sen-
sitivity of the monitoring signals due to sweat accumulation.24

Here, we will introduce representative approaches to evaluate
the permeability of skin-mountable electronics.

Fig. 6 Structure design of breathable skin-mountable electronics. (a) Schematic diagram of a hexagonal lattice pattern of conductive polymer com-
posite with a layered structure. (b) Schematic representation of the bendability, twistability, stretchability, permeability and water permeability of
conductive polymer composite films. Reproduced with permission from ref. 125. Copyright 2020 American Chemical Society. (c) Schematic diagram
of the preparation process of porous PU@CNT films. (d) SEM image of a cross-section of porous PU@CNT films and a schematic representation of
the film attached to human skin. Reproduced with permission from ref. 126. Copyright 2020 Elsevier. (e) Schematic diagram of the fabrication
process of porous AgNWs/TPU film. (f ) SEM image of porous AgNWs/TPU film and photograph of an electrode attached to the forearm for EMG
sensor. Reproduced with permission from ref. 52. Copyright 2022 American Chemical Society. (g) Schematic diagram of the process of fabrication
gel/PPy/rGO porous organohydrogel. (h) SEM images of gel/PPy/rGO porous hydrogels and WVTR of gel/PPy/rGO porous organohydrogel, cotton,
and PVC films fermented at different times. Reproduced with permission from ref. 127. Copyright 2022 Elsevier.
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WVTR, the amount of water vapor passing through a film
material over a period of time under a given condition (certain
temperature and humidity), is considered as a typical para-
meter for quantifying the moisture permeability of skin-moun-
table electronics. ASTM E96 is commonly used as a test stan-
dard method for moisture permeability. In this method, the
WVTR is usually estimated in grams per square meter per
hour (or kilograms per day).52,84 For instance, using electro-
spinning and printing techniques, polystyrene–butadiene–
styrene (SBS)–liquid metal (LM) fibre mats were fabricated.
The moisture permeability tests of the fibre mats were deter-
mined by measuring the weight loss of the water vapour in a
cup with its opening firmly covered by the tested specimen at
22 °C and 63% relative humidity. During the tests, the fibre
mats exhibited a superior breathability (520 g m−2 d−1).132

Chen et al. reported an ultra-lightweight, highly permeable
organic electrochemical transistor for on-skin bioelectronics.
The porous fibrous electrolytes were synthesized by polymer/
ionic-liquid fibres through a simple electrospinning process.
To evaluate the fibres’ breathability, the weight loss of water in
a bottle before and after covering with fibrous membrane was
measured. A negligible difference in water evaporation rate
was obtained after the fibrous covering, which is the same as
that under no covering, demonstrating a superior permeability
(Fig. 7a and b).133 Air permeability can be defined by ASTM
D737 standard as the rate of airflow through a known area at a
specific air pressure difference between two surfaces of a
material, expressed in cm3 s−1 (or mm s−1). For example, by

combining electrospinning PVA and spray techniques, He et al.
reported CNTs/PVP/PU composite thermoelectric fabrics. In
this work, the YG461G automatic measuring instrument was
utilized to evaluate air permeability, which exhibited an
impressive result (425 mm s−1).134

In addition to quantitative tests (WVTR and air flow rate),
qualitative investigations can be utilized to demonstrate the
breathability of skin-mountable electronics. For instance, the
SBS-LM fibre mats were wrapped around a glass tube through
which air was blown, demonstrating its impressive breathabil-
ity (Fig. 7c). It was as permeable as human skin, enabling
sweat to evaporate freely by allowing gas molecules to pass
through the fibre mats.132 Furthermore, the permeability of a
fibrous PVDF-hexafluoropropylene membrane was evaluated
by covering the fibre electrolytes in a beaker containing hot
water. It was possible to observe small water droplets suspend-
ing on the hydrophobic surface. In addition, water vapour can
pass freely through the fibre electrolytes without restrictions
(Fig. 7d).133 Besides, the permeability of the skin-mountable
electronics can be demonstrated by testing skin epidermis
temperature under long-term wear. For instance, a breathable
PI/poly(methyl methacrylate) (PMMA)/styrene–ethylene–buty-
lene–styrene (SEBS) film and different hybrid films were
attached to the forearm of a healthy volunteer during
30 minutes of exercise. An infrared camera was utilized to
measure skin temperature before and after exercise (Fig. 7e
and f). Compared with different hybrid films (37.4 °C and
34.5 °C), the surface temperature of the skin covered with PI/

Fig. 7 Breathability of breathable skin-mountable electronics. (a) Schematic diagram of the water droplet and permeability of fibrous electronics.
(b) Different pore size is the water loss rate of the fibrous membrane. (c) Schematic illustration of the electrospun SBS fibre–EGaIn electrode and its
performance in underwater permeability. Reproduced with permission from ref. 132. Copyright 2021 Nature Publishing Group. (d) Schematic
diagram of water droplets suspended on a hydrophobic surface with water vapor passing freely through the fibre membrane. Reproduced with per-
mission from ref. 133. Copyright 2022 Wiley-VCH. (e) A picture showing three different samples attached on the forearm. (f ) Infrared thermal images
of the skin before (middle) and after (right) running exercise. Reproduced with permission from ref. 135. Copyright 2022 Wiley-VCH.
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PMMA/SEBS induced little variation of the skin temperature
(32 °C), indicating effective cooling by sweat evaporation.136

3.2. Biocompatibility

Highly biocompatible, skin-mountable electronics can be worn
for long periods without causing any allergies or rashes on
human skin.137,138 Use of biomass-based nanomaterials as the
substrate of skin-mountable electronics, e.g., silk protein,139,140

gelatin,141 cellulose,142,143 chitin,144 and alginate,145 is con-
sidered as one of the most straightforward ways to achieve excel-
lent biocompatibility for breathable skin-mountable electronics.
Here, we will elaborate on silk protein. For example, Chao et al.
reported a breathable, degradable MXene/silk protein nano-
composite-based pressure sensor. The silk protein nanofibres
were prepared by electrospinning from regenerated silk films.
This porous pressure sensor exhibited a wide sensing range
(over 39.3 kPa), superior sensitivity (298.4 kPa−1, 1.4–15.7 kPa),
and reliable permeability (98% water retention in 25 °C, 44%
humidity, 24 h). Besides, it can be employed to detect tactile
signals, pressure distribution, and to recognise tiny motions,
such as phonation.146 Yan et al. reported a three-layer nanofi-
bre-based epidermal electrode composed of protein nanofibres,
polytetrafluoroethylene and AgNWs. The porous electrode was
attached to human skin for 24 h; no redness, swelling or allergy
was observed. Besides, this permeable (2553 g m−2 d−1 at 35 °C)
electrode can successfully be utilized in ECG and EMG monitor-
ing with high SNR (22.59 dB).147

In vitro study is considered as a representative way to quan-
tify the biocompatibility of skin-mountable electronics.148,149

For example, a permeable fibre mat was fabricated by coating
EGaIn on electrospun SBS mats. To demonstrate the great bio-
compatibility of LM fibre mats, L-929 cells (as the model cell)
were employed in this study. Bright-field and fluorescent live/
dead staining images revealed that all samples (SBS mats,
LM-SBS mats) had regular cell morphology, except for the posi-
tive control group, which had severe cell death. After 24 h,
quantification of the live/dead-stained cells exhibited excellent
cell viability of 95%, with no major difference between all tested
groups (Fig. 8a). The absorption at 570 nm in the colorimetric
assay (proportional to cell number) increased significantly with
incubation time from day 1 to day 3, demonstrating that the LM
fibre mats were not toxic (Fig. 8b and c). Breathable electronic
devices can also improve their biocompatibility with human
skin. On-skin tests were utilized to further indicate biocompat-
ibility. Three samples were applied to the forearm of one volun-
teer for one week. All non-permeable samples caused significant
skin erythema. In contrast, neither the SBS pad nor the EGaIn-
SBS caused any negative effects on human skin (Fig. 8d).45 It
should be noted that biocompatibility and adhesion are both
important properties of breathable skin-mountable electronics.
Skin irritation or inflammation can be avoided due to high bio-
compatibility of permeable skin-mountable electronics.
However, if the adhesion force of the device is too high, peeling-
off will induce skin irritation after measurement. It is highly
desirable to develop skin-mountable electronics with adjusted
adhesion force.150

3.3. Adhesion

For breathable skin-mountable electronics, strong adhesion is
essential to acquire high-quality bio-signals. For example,
breathable dry electrodes with nano-scale thickness self-
adhere to human skin for a long time and reduce the effects of
skin deformation and sweating during signal collection.
However, it has been a challenge to achieve both high per-
meability and strong adhesion in skin-mountable electronics.

An effective way to obtain skin adhesion is to decrease
device thickness, as the mechanical conformability of a plate
film is highly correlated to its flexural rigidity.151 By reducing
thickness to a few hundred nanometers, nanofilms or nano-
mesh structures exhibit great adhesion to human skin without
external fixation methods or adhesives while maintaining
great permeability.44,152 For example, Wang et al. reported a
self-adhesive, gas-permeable nanofilm composed of electro-
spun PU nanofibre and PDMS film. The nanofilms were only
95 nm thick and exhibited high area adhesion energy of 159 μJ
cm−2. These nanofilms can adhere to human skin for 1 week
by van der Waals forces alone. Nanofilms behave like a
“sticky” glue when being applied to and peeled off from
human skin. Along with the skin’s normal movements, such
as stretching and contracting, the attached nanofilms can also
move freely. The capacity of the nanofilm to stretch across sig-
nificant lengths in all directions was attributed to the strong
dynamic adhesion. Due to their excellent self-adhesion and
permeability, dry electrodes made of Au-coated nanofilms were
successfully employed to enable continuous monitoring of
ECG signals for 1 week with a high SNR (34 dB).49 Yang et al.
reported an ultrathin (150 nm) epidermal electrode based on
freestanding thermoplastic elastomer (TPE) nanofilms by a
bubble-blowing process. It exhibited super breathability
(580.18 g m−2 d−1), self-adhesiveness, ultrahigh sensitivity
(969.3 kPa−1), and impressive SNR (51 dB) over the wide fre-
quency range of 0–22 000 Hz. The average peel strength of the
ultrathin AgNWs-TPE electrode was 216 mN cm−1, indicating
the ability to provide secure and intimate adhesion on the
target surface. In particular, the step-by-step magnified photos
of the nanofilms laminated to human skin without the use of
any glue exhibited great skin conformability.153

Besides thickness reduction, another approach is to use
adhesive materials, such as silk147,154 and hydrogel,155,156 to
develop breathable skin-mountable electronics. For instance, a
skin-friendly conductive hydrogel with multiple hydrogen
bonds was reported based on PVA, phytic acid (PA), and gelatin
(Gel). Due to its typical porous structure, permeability (220 g
m−2 d−1) of the PVA/PA/Gel hydrogel was guaranteed. The good
adhesion of the hydrogel was attributed to the synergistic
effect of hydrogen bonding and ionic bonding. The PVA/PA/Gel
hydrogels were successfully attached to pigskin with a load-
bearing capacity of about 100 g.156

To decrease the influence of sweat on device adhesion,
many efforts have been made to develop breathable sweat-
proof skin-mountable devices.157,158 For instance, Rogers et al.
reported a permeable microfluidic-based sweat sensor. The
device exhibited great adhesion to the skin, even under
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extreme sport conditions, such as 45 min swimming and
30 min biking exercise.159 To systemically investigate the influ-
ence of sweat chemicals on adhesion performance, we need
in-depth investigation in the future.

3.4. Stretchability

Considering that human joints can undergo a maximum defor-
mation up to 60% strain, excellent stretchability of breathable
skin-mountable electronics is emphasized. To promote confor-
mal contact with dynamic human skin, sensors and devices that
can elongate with skin deformation are required. It is worth
noting that skin-mountable electronics are required to move
along with large joint motions with stretchability of up to 60%
strain. Furthermore, for applications in soft robots and human–
machine interactive devices, breathable skin-mountable elec-

tronics require higher stretching capability of up to 1000%
strain.160,161 There are two main strategies to obtain the desired
stretchability for the target applications of gas-permeable skin-
mountable electronics.38,162,163 Popular intrinsically stretchable
materials include metallic/carbon-based materials, conductive
polymers and stretchable elastomer substrates.137,164 For
instance, Ma et al. introduced LM on electrospun SEBS nanofi-
bres to fabricate LM micromesh electrodes. They exhibited
superior stretchability (>1000% strain), low surface resistance
(0.38 Ω sq−1), and great permeability (14.1 g m−2 h−1). In optical
images, LM micromesh had uniform colour distributions even
when stretched to 1000% strain. It provided sufficient internal
space for the microfibres due to the porous structure. The actual
strain on the individual microfibres was mostly mitigated by
bending deformation. In addition, the prepared LM micromesh

Fig. 8 Biocompatibility of breathable skin-mountable electronics. (a) Bright field and fluorescence images of cells cultured in medium with
samples. (b) Quantification of L-929 cell viability in different incubation groups. (c) Absorption at 570 nm in colorimetric assay of different incubation
groups after 1, 2, and 3 days of incubation. (d) Digital images showing the results of skin irritation on the forearms of a volunteer with different
materials. Reproduced with permission from ref. 132. Copyright 2021 Nature Publishing Group.
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electrodes can be attached to human skin for 12 h continuously
without any adverse reactions. These electrodes were success-
fully utilized for EMG monitoring with a high SNR (23 dB).165

The other strategy is to design breathable conductors or
devices with extrinsic structures. For example, corrugated struc-
tures, and kirigami structures were employed to achieve the
stretchability of breathable skin-mountable electronics.166–168

Here, we elaborate kirigami structures. Li et al. reported a kiri-
gami-structured electrode using an electrospinning SEBS and
laser cutting technique. The device exhibited an ultralow
modulus of 5 kPa in 50% strain, which was attributed to the kir-
igami structure. The WVTR of a continuous SEBS nanofibrous
structure with no kirigami was eight times higher than that of a
100 μm-thick PDMS film.136 Xu et al. developed a breathable kir-
igami-shaped ionotronic strain sensor by integrating silk fabric
and ionic hydrogel. The fabricated sensor exhibited excellent
breathability (542.3 mm s−1) due to the porous loop structure. It
can be stretched up to 100% strain and showed great mechani-
cal stability (over 1000 cycles at 20% strain).169

3.5. Long-term usage

Long-term usage of breathable skin-mountable electronics is
very significant, especially in vital sign monitoring for indivi-
dualized health care management. It requires a deep under-
standing of the relationship between porous material structure
and device performance.170,171 Among the existing breathable
skin-mountable electronics, certain achievements for long-
term usage have been reported.172–174 Creating a robust device/
skin interface is the main method to fabricate breathable skin-
mountable electronics for long-term use.175

A fully perforated skin-mountable device inspired by sweat
pores was developed by Yeon et al. By fabricating PI films and
porous PDMS binders to form an engineered pore pattern
(dumbbell holes), the sweat pathways and stable mechanical
properties of the sensor are guaranteed. The transepidermal
water loss rate was measured to evaluate the vapor per-
meability of the sensor (94.54% transepidermal water loss).
Sodium lauryl sulfate solution was used to induce erythema
on the skin. The recovery of the damaged skin was tested in
three stages by using a corneometer. The skin area laminated
by this sensor exhibited the exact same track of skin recovery
over 2 weeks as measured by the corneometer. Furthermore,
the hydration sensor was successfully employed for long-term
health monitoring, including skin regeneration tracks and
daily activity checks over a 1-week period.176

Nanofibres with porous structure are popular materials for
the preparation of breathable skin-mountable electronics to
achieve long-term usage.25 For instance, Nayeem et al. reported
an all-fibre-based mechanoacoustic sensor composed of elec-
trospun PVDF/PU nanofibres. Owing to the porous structure of
nanofibre layers, the sensor indicated excellent breathability
(12.4 kg m−2 d−1). In addition, with the sensors attached to the
human chest the stable monitoring of heart rate was per-
formed over 10 h with high SNR (40.9 dB).179 Recently, Wang
et al. reported an ultrathin, breathable PU/PDMS nanofilm
with a thickness of only 95 nm. The nanofilm exhibited great

area skin adhesion energy (159 µJ cm−2). The assembled Au/
PU/PDMS dry electrodes can self-adhere to human skin by van
der Waals forces and have a high SNR (34 dB) with continuous
ECG monitoring for 1 week.49

4. Soft electronic applications

In this section, we will discuss recent representative appli-
cations of breathable skin-mountable electronics, such as bioe-
lectrical sensors, temperature sensors, humidity and hydration
sensors, strain and pressure sensors, energy harvesting and
storage devices, etc.

4.1. Bioelectrical sensors

Breathable skin-mountable bioelectrical sensors can measure
biopotential signals through the skin non-invasively. They can
be classified as gel-assisted wet electrodes and dry electro-
des.180 Typical bioelectrical signals include ECG, EEG, EMG
and EOG. In this part, we will discuss gas-permeable skin-
mountable dry electrodes.

Efforts are underway to develop gas-permeable skin-moun-
table bioelectrical sensors.181–185 One method is to fabricate
electronic tattoos.25,186 For example, a breathable electronic
tattoo sensor was prepared using laser-induced hierarchical
carbon nanofibres (LIHCNFs). The dehydrofluorinated CNTs
were firstly attached to porous PDMS substrates by a double-
sided biomedical tape, then an electronic tattoo with a spider
web shape was fabricated by direct laser scribing and cutting
instructions (Fig. 9a). The bioelectrical tattoo had a great per-
meability (14 mg cm−2 h−1) due to its porous substrate, and
can be utilized for ECG, EMG and EEG monitoring.177 ECG
signals can be derived by directly measuring the distance from
the LIHCNF tattoos to the vibrator (Fig. 9b). The LIHCNFs
tattoo had a low impedance (23.59 kΩ cm2). It can be utilized
to distinguish the low-strength EMG signals generated by the
fingers executing bending or extension (Fig. 9c). The electronic
tattoo can be used to identify EMG signals in different finger
movements (H, E, L, L, and O). EEG signals can be detected at
low frequencies (8–13 Hz) by attaching the electronic tattoo to
the volunteer’s forehead (eyes closed and opened) (Fig. 9d).177

The other method is to fabricate bioelectrical sensors based
on porous substrates. Various conductive materials, such as
metals, carbon-based materials, and conductive polymers, can
be grown in situ on porous substrates. Graphene, CNTs, and
their composite as porous substrates can be produced by
chemical reduction and laser-induced graphitization.188,189 For
example, Xu et al. reported an ultrathin (90 μm), permeable
PU-graphene EOG sensor. It was firstly prepared using laser-
induced honeycomb graphene, then transferred onto a piece
of PU tape (Fig. 9e and f). The thickness of the honeycomb
graphene was about 100 nm, as shown in SEM images. Such
porous structures ensured the great breathability of graphene
electrodes. These electrodes were attached to eyes for EOG
monitoring. Two electrodes (named C and D) were placed
above the eyebrow and below the eye, and showed that the eye-
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blink period was 1.15 s. The period between opening and
closing the eyes of the volunteers was 0.46 s, and the ampli-
tude of the output signal was approximately −0.68 mV with
excellent SNR (38.7 dB) (Fig. 9g and h).178

4.2. Temperature sensors

Accurate, real-time detection of body temperature changes is
critical for thermal homeostasis analysis and understanding
complex health conditions in the human body. It is note-
worthy that deviation of a few degrees from core body tempera-
ture can cause impairment or even death. Immense efforts
have been dedicated to developing breathable skin-mountable
temperature sensors.190–192

Typical breathable skin-mountable temperature sensors are
thermo-sensitive conductive composites and conductors.
Nanofibres/fabrics have been used as porous substrates for the
fabrication of breathable skin-mountable temperature sensors.

These porous-structured temperature sensors were attractive
alternatives to perform versatile functions in continuous
healthcare monitoring systems.208,209 For example, based on
electrospun Pt nanofibres, AgNWs nanofibres and silk fibroin,
an integrated thermo-sensitive temperature sensor had great
sensitivity (0.205% °C−1) and excellent air permeability
(21.2 mm s−1). Notably, a stable cycle of resistance changes
responding to temperature ranges from 20 °C and 60 °C was
maintained over 70 000 s, indicating the high reliability of this
temperature sensor. Pt nanofibre temperature sensor cells
were stuck onto fingers that grasped a hot water cup. The
temperature values converted by the change in resistance of
the Pt nanofibers sensors exhibited small variation (<0.5 °C)
compared with the temperature detected by commercial
thermometers. In addition, an integrated device facilitated per-
sonal thermal management for arthritis relief in physiother-
apy.193 Chen et al. reported a TPU/ionic liquid fibrous mat

Fig. 9 Breathable skin-mountable bioelectrical sensors. (a) Schematic illustration of the fabrication of electronic tattoos based on LIHCNFs. (b)
Schematic diagram of the ECG test and ECG signals at different measurement distances. (c) EMG signals generated by different gestures. (d) Position
of the electronic tattoo in the eye in EEG testing and EEG signal values of electronic tattoos and commercial electrodes. Reproduced with per-
mission from ref. 177. Copyright 2021 Wiley-VCH. (e) Fabrication procedure of breathable honeycomb graphene electrode arrays. (f ) SEM images of
the graphene electrode surface and cross-section. (g) Schematic diagram of graphene electrodes attached around the human eye during EEG
testing. (h) Single-cycle blink signals and continuous fast eye-blink signals extracted from part D. Reproduced with permission from ref. 178.
Copyright 2022 American Chemical Society.
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developed through solution blending and electrospinning.
Owing to the porous structures, the gas from an injector could
easily pass through the nanofibre ionogel mats into the water.
This demonstrated that the nanofibre ionogel mats had
impressive breathability (532.45 g m−2 d−1). The mats were
then assembled into a breathable temperature sensor. Due to
the accelerated ion mobility with increasing temperature, the
temperature resistance change value decreased monotonically
as the temperature increased from 30 °C to 100 °C. This fibre
mat temperature sensor showed a superior thermal sensitivity
(2.75% °C−1), which was superior to the traditional tempera-
ture sensor. The accuracy of the sensor in temperature moni-
toring was evaluated by investigating the resistance response
of the sensor to a step increase in temperature from 37 °C to
38 °C in 0.1 °C intervals. In addition, the response time of the
temperature sensor was 2.46 s, which was much shorter than
that of a commercial mercurial thermometer.90 To improve the
stability of breathable temperature sensors under harsh con-
ditions, Luo et al. developed a superhydrophobic and breath-
able textile-based sensor. Firstly, dopamine was used to
modify the original elastic textile. MXene nanosheets with a
large number of functional groups were coated onto the fibre
surface by dip coating. Lastly, a PDMS layer was used to
package the dopamine/MXene textiles. The as-fabricated temp-
erature sensor exhibited great breathability and excellent water-
proof performance. With an excellent photoelectro-thermal
response, the breathable temperature sensor showed a wide
temperature-measuring range (25–100 °C) and a high tempera-
ture coefficient resistance (−1.8% °C−1).204

In addition, ultra-sensitive skin-temperature sensors are
important for developing breathable skin-mountable
electronics.205–207 For instance, Jaeho Shin et al. reported a
highly flexible NiO temperature sensor. It was designed by
using a combined strategy of monolithic and low thermal

budget laser activation processes, and exhibited an excellent
sensitivity (−9.2% °C−1) and a high level of integrity.207 Table 1
provides a summary of breathable skin-mountable tempera-
ture sensors in the last five years.

4.3. Humidity and hydration sensors

Humidity and hydration sensors have been extensively devel-
oped over the past two decades, and have been employed in
various wearable applications such as breathing behaviour,
noncontact switch, and baby diaper monitoring.27,210,211 Many
researchers have been working to improve the performance of
breathable skin-mountable humidity and hydration
sensors.212–214 Here, we will discuss the breathable skin-moun-
table humidity and hydration sensors separately.

A typical example is the gas-permeable nanomesh humidity
sensor. In brief, by deposition of Parylene C and Au, a humid-
ity sensor was assembled onto electrospun PVA nanomesh
(Fig. 10a and b). By attaching a humidity sensor to human
skin, the impedance changes under different body states were
tested through artificially adjusting the skin humidity
(Fig. 10c). The humidity sensor was also attached to the
surface of a human back that released sweat through exercise
(30 push-ups) to increase skin humidity. The results show that
the humidity sensor resistance’s real-time changes can be dis-
played (Fig. 10d) at a constant ambient humidity (25%).187 In
addition, hybrid nanofilms can be utilized to prepare breath-
able skin-mountable humidity sensors.215–217 For instance, a
breathable humidity sensor composed of cellulose nanocrys-
tal/iron(III) ion/PVA (CNC/Fe3+/PVA) hybrid film was fabricated.
Due to the porous structure of the CNC/Fe3+/PVA film, the
sensor showed excellent permeability (3.03 kg m−2 d−1). When
the hybrid film mounted on skin was connected to a multi-
meter, the real-time change of temperature and humidity of
the skin could be monitored.218 Yue et al. reported a collagen

Table 1 Summary of breathable skin-mountable temperature sensors in the last five years

Materials Breathability Sensitivity Temperature range Ref.

Pt networks/silk fibroin composite membranes — 0.205% °C−1 — 193
MOX/C-PNHM 90% water remaining after 7 days 0.23% °C−1 30–70 °C 191
Ionic liquid/TPU 427.62–532.45 g m−2 d−1 3.28% °C−1 30–100 °C 90
Graphene/Cellulose Soaked in 5% paraformaldehyde in 24 h −0.195% °C−1 30–50 °C 194
AgNWs/TPU/PET 7.1 mg h−1 0.88% °C−1 28–45 °C 195
SEBS/PMMA 1.6 g m−2 h−1 — 10–30 °C 196
AgNWs/PI — 0.47 Ω °C−1 25–60 °C 197
MCNT/PDMS — — 10–60 °C 198
Graphene fibre/Lycra warp 48 g m−2 h−1 — 20–40 °C 88
PVA/PVDF 20% air permeation 0.0075 Ω °C−1 25–55 °C 199
SEBS/AgNWs 0.0206 g cm−2 h−1 2.14 × 10−3° C−1 20–60 °C 200
PEDOT:PSS/spacer fabric 102.85 mm s−1 25 μV K−1 10–60 K 201
PCB/PI 31.04% air permeation — 25–40 °C 202
CNC/Fe3+/PVA 3.03 kg m−2 d−1 4.29% °C−1 25–175 °C 203
PDA/MXene/PDMS 0.55 kg m−2 h−1 −1.8% °C−1 25–100 °C 204
Ag/AAm/AAc — −0.0289% °C−1 27–40 °C 205
Au/SiNM — −37 270.72 ppm °C−1 25–40 °C 206
PET/NiO — −9.2% °C−1 25–70 °C 207

MOX moxifloxacin hydrochloride, C-PNHM thermoresponsive poly(N-isopropyl acrylamide-coN-methylol acrylamide), PI polyimide, PCB printed
circuit board, PDA polydopamine, SiNM silicon nanomembrane, PET poly(ethylene terephthalate), AAm acrylamide, AAC acrylic acid.

Review Nanoscale

3064 | Nanoscale, 2023, 15, 3051–3078 This journal is © The Royal Society of Chemistry 2023

Pu
bl

is
he

d 
on

 0
3 

Ja
nu

ar
y 

20
23

. D
ow

nl
oa

de
d 

on
 1

2/
4/

20
25

 9
:1

8:
57

 P
M

. 
View Article Online

https://doi.org/10.1039/d2nr06236d


aggregate/bead-chain-net PVA/PVDF hybrid nanofilm by
electrospinning. The hybrid film-assembled humidity sensor
exhibited great air permeability (20.87 mm s−1), rapid response
time (16 s), and fast recovery time (25 s) under a wide humidity
range (25–85%).199

Skin hydration is a significant indicator of human physi-
ology. Particularly during prolonged exercise, abnormalities in
hydration will cause serious health problems, e.g., headache,
tiredness and dry mouth.25,219 To achieve breathable skin-
mountable hydration sensors, the main strategy is to prepare
sensors based on porous substrates.217,220 Inspired by human
sweat pores, Yeon et al. reported a skin hydration sensor with
a perforated dumbbell-shaped structure. The auxetic dumbbell
hole patterns were integrated into the modules to fabricate the
skin electronics, including the electronic components (Au
interconnects and PI packages) as well as the PDMS adhesive
(Fig. 10e and f). The porous hydration sensor exhibited excel-
lent permeability (94.54% ± 7.33% trans-epidermal water loss).
The quantitative analysis of the sweat retention area was
measured by an image analyser. The results proved that sweat

was effectively drained from the perforated skin electronics.
The hydration level of the forearm was qualified by this
sensor, which showed a level consistent with that of commer-
cial sensors after 15 min continuous testing (Fig. 10g).171

4.4. Strain and pressure sensors

Over the last two decades, significant advancements in strain
and pressure sensors have been obtained in a variety of appli-
cations in robotics, prosthetics, wearables, and health moni-
toring because of their extensive customizability, convenience
of integration, and outstanding mechanical perform-
ance.221–224 Nanofibres as porous substrates have been applied
to prepare breathable strain sensors due to their excellent per-
meability and superior mechanical properties.84,101,153,170 For
example, a novel breathable skin-mountable strain sensor was
fabricated by electrospinning TPU fibres on a polyethylene
terephthalate support, and then AgNWs solution was sprayed
onto the fibres. A finely optimized photonic sintering process
was introduced to increase the durability (10 000 cycles at 40%
strain) of the AgNWs/TPU sensor. Besides, the strain sensor

Fig. 10 Breathable skin-mountable humidity and hydration sensors. (a) Schematic diagram of nanomesh humidity sensor and SEM image of the
single nanofiber. (b) Schematic diagram of the working principle of the humidity sensor. (c) Humidity sensor images of human fingers and real-time
sensor response to human breath. (d) Image of the humidity sensor on the back of the body and the real-time response of the sensor to sweat.
Reproduced with permission from ref. 187. Copyright 2019 American Chemical Society. (e) Schematic diagram of perforated sensor with auxiliary
dumbbell through-hole pattern. (f ) Schematic diagram of capacitive-type gold hydration sensor. (g) Dehydration monitoring of the moisturized
forearm and curve of changes in skin hydration levels after heavy forehead sweating. Reproduced with permission from ref. 171. Copyright 2021
American Association for the Advancement of Science.
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showed excellent breathability (7.1 mg h−1) due to its porous
structures.195 Conductive inks can be applied to TPU fibres to
fabricate strain sensors as well. The sensors achieved great air
permeability (80 mm s−1), impressive stretchability (GF = 520),
and a wide operating range (up to 500% strain).225 Wang et al.
reported a breathable strain sensor based on carbonized silk
fabrics. The original silk fabric was carbonized by heat treat-
ment under an inert atmosphere and then further encapsu-
lated (Fig. 11a). The warp yarn of this structure was composed
of twisted silk fibres and the weft yarn was consisted of parallel
silk fibres. The strain sensor made from such a structure
showed high sensitivity, with strains of up to 520% strain and
fast response time (70 ms) (Fig. 11b). Due to the excellent flexi-
bility and high sensitivity, this sensor can be used in wearable
devices to monitor human activity in real time, e.g., voice
monitoring and knee movement monitoring (Fig. 11c).226

Table 2 summarizes representative breathable skin-mountable
strain sensors in the last five years.

Gas-permeable skin-mountable pressure sensors have been
used to evaluate external stimuli on curvilinear and dynamic

human skin surfaces.228 A typical approach is to use fibres as
conductive/dielectric layers (one or more layers) to assemble
breathable skin-mountable pressure sensors.28,229 Based on
pressure-sensing mechanisms, there are four different types:
piezoresistive, capacitive, piezoelectric, and triboelectric.230,231 Fu
et al. reported a sandwich-structured gas-permeable capacitive
pressure sensor, which was composed of electrospun TiO2 nano-
fibres, AgNWs, and PI films (Fig. 11d). The capacitive pressure
sensor was highly breathable. The water evaporation rate of the
sensor exhibited a rapid deceased of the water content by 57.6%
at 65 °C for 48 h, which was attributed to the porosity of the
TiO2 nanofibre network (Fig. 11e). Owing to the excellent
mechanical stability of the ceramic nanofibre network, the
pressure sensor exhibited superior durability (50 000 cycles at 1
kPa). Also, it achieved real-time health monitoring (Fig. 11f).227

Breathable skin-mountable devices based on other
pressure-sensing mechanisms (piezoresistive, triboelectric,
and piezoelectric) have also been reported.232–234 For instance,
Zheng et al. developed a MXene/CNTs/cellulose nanofibre
piezoresistive pressure sensor through a layer-by-layer assem-

Fig. 11 Breathable skin-mountable strain and pressure sensors. (a) Schematic representation of the layered structure and manufacture of the carbo-
nized silk fabrics strain sensor. (b) Relative change in resistance versus strain curve and response curve for the carbonized silk fabrics strain sensor.
(c) Silk fabric-derived hierarchically structured carbon-based flexible strain sensors for speech monitoring and knee-joint-motion monitoring.
Reproduced with permission from ref. 226. Copyright 2016 Wiley-VCH. (d) Schematic diagram of the fabrication process of the TiO2 nanofibre
network. (e) Schematic diagram of a breathable and wearable sensor and water evaporation experiment. (f ) Breathable pressure sensors for real-
time and in situ human physiological monitoring (breathing monitoring before and after exercise, blink monitoring, sound monitoring, and finger
flexion monitoring). Reproduced with permission from ref. 227. Copyright 2020 Wiley-VCH.
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bly and roll-to-roll process. The sensor had excellent air per-
meability (838.7 ± 22.6 mm s−1) due to its porous structure.
Also, a bark-shaped CNT/MXene-decorated pressure sensor
had a high sensitivity (0.245 kPa−1) and a wide response range
(0.128–12.9 kPa).235 Li et al. reported a triboelectric pressure
sensor composed of all-fibre structures (hydrophobic PVDF
nanofibres, conductive carbon nanofibres, and PU nanofibres).
This pressure sensor exhibited an impressive permeability
(10.26 kg m−2 d−1) and a high sensitivity (0.18 V kPa−1) over a
range of 0–175 kPa.236 To optimize piezoelectric responses, a
breathable pressure sensor was fabricated by electrospinning
PU, PVDF-trifluoroethylene/BaTiO3 and CNTs. The all-fibre
based structures determined the great air permeability
(565.43 g m−2 d−1) of the pressure sensor. In addition, the
sensor was repeatedly loaded/unloaded over 12 000 cycles at a
constant force of 5 N, and the current output performance
remained almost unchanged, demonstrating excellent stabi-
lity.232 Table 3 summarizes breathable skin-mountable
pressure sensors in the last five years.

4.5. Energy-harvesting devices

Energy-harvesting devices collect energy from the environment
(solar, thermal, mechanical, etc.) and convert it into electrical
energy. They are capable of providing sustainable power, realiz-
ing long-term usage of breathable skin-mountable
electronics.257,258 For instance, self-powered sensors, i.e.,
human motion sensors, can convert small-scale energy from
vibrations and motions into electrical power. Furthermore,
such energy can be utilized for real-time health monitoring.

Porous materials such as electrospun nanofibres,259,260

fabrics,261–263 and paper264 have been widely used to fabricate

typical breathable skin-mountable harvesting devices, e.g.,
TENG265–267 and piezoelectric nanogenerators (PENG).268,269

For example, Shi et al. developed a gas-permeable skin-moun-
table TENG, which was composed of electrospun TPU nanofi-
bres, AgNWs, PVA, and chitosan. The as-achieved TENG had a
three-dimensional layered porous structure (Fig. 12a) with
great pressure sensitivity (0.3086 V kPa−1) and impressive
breathability (10.32 kg m−2 d−1). Besides, the device can be
adopted as a skin array (2 × 3) to realize self-powered sensing
in volleyball reception statistics (open-circuit voltage up to 130
km h−1).270 Three-layer PVDF/PU/carbon nanofibers have been
employed to fabricate a breathable TENG. The all-nanofibre
structure showed excellent gas-permeability (10.26 kg m−2

d−1). This device was utilized for real-time spatial mapping. In
short, visible LED signals can be generated from a finger
touch on the board (Fig. 12b). In addition, this fibre-based
TENG was attached to a hand and acted as a self-sufficient
tactile sensor. The single sensor unit (4 × 4 cm2) can be driven
by manual hand-tapping with a voltage signal of up to 220 V
(Fig. 12c).87 Fabrics with compelling features of being light-
weight, breathable and flexible provide a novel way of fabricat-
ing breathable skin-mountable energy-harvesting
devices.271,272 For instance, Qiu et al. reported a breathable
and tailorable TENG, which was composed of PVDF nanofi-
bres, PET fabrics, and polytetrafluoroethylene nanoparticles by
an electrospinning and electrospray technique (Fig. 12d). Due
to its porous structure, this device exhibited impressive breath-
ability (8.837 kg m−1 d−1) (Fig. 12e). The power-generating
fabrics were directly integrated into garments (6 cm × 8 cm).
The TENG produced an open-circuit voltage of 94.8 V and a
current of 1.9 μA when a person walked or stepped naturally.

Table 2 Summary of breathable skin-mountable strain sensors in the last five years

Materials Breathability GF Stretchability Durability Ref.

Copper/PVA 25 g m−2 h−1 49.5 100% 3000 cycles (50% strain) 101
PDMS/CNT/CB 10.9375 mg cm−2 h−1 7.747 80% 10 000 cycles (30%) 237
PDA/MXene/PDMS 0.55 kg m−2 h−1 0.68–3.50 100% 100 cycles (20% strain) 204
Graphene fibre/Lycra warp 48 g m−2 h−1 63 48.5% 3000 cycles (30% strain) 88
Ionic liquid/TPU 427.62–532.45 g m−2 d−1 — 200% 1000 cycles (100% strain) 90
MXene/nylon — 24.35 20% 500 cycles (6% strain) 238
Conductive polyester fabric/Al-doped ZnO 33.2 g m−2 h−1 (−2.12)–(−0.06) 130% 3000 cycles (20% strain) 239
Single-walled CNTs/Cotton bandage 1200 g m−2 d−1 1.2–6 150% 50 000 cycles (40% strain) 240
AgNWs/TPU/PET 7.1 mg h−1 30–125 50% 10 000 cycles (40% strain) 195
CNC/Fe3+/PVA 3.03 kg m−2 d−1 7.64 80% 5000 cycles (40%) 203
rGO/Spandex fabric/PDMS 13.6 mg cm−2 h−1 17.7 70% 14 500 cycles (30% strain) 241
CNTs/PU/PVA 400 mm s−1 2.5 250% — 134
TPU/polyester 80 mm s−1 520 500% 1000 cycles (30% strain) 225
CB/TPU/CNTs/F-SiO2 125 mm s−1 12.05–60.42 100% 1000 cycles (70% strain) 242
Graphene nanoribbons/TPU — 35.7 100% 5000 cycles (100% strain) 243
AgNWs/TPE 580.18 g m−2 d−1 — 62% — 153
AgNWs/PU 9.9 mg cm−2 h−1 — 310% 1000 cycles (82% strain) 84
α-CD/C9-PVA/glycerol 726 g m−2 d−1 — 598% 1500 cycles (20% strain) 244
MoS2/isopropanol/Au film 4.4 mg cm−2 h−1 — 100% 100 cycles (40% strain) 245
EO/AMS /Polyacrylate — 0.7524–1.9428 100% 400 cycles (20% strain) 246
Carbonized silk fabric/PDMS — 9.6–37.5 500% 6000 cycles (100% strain) 226
Silk fabric/AAm/LiCl/APS/MBAA 542 mm s−1 — 100% 10 000 cycles (10% strain) 169

CB carbon black, α-CD α-cyclodextrin, EO essential oil, AMS load mesoporous silica, AAm acrylamide, APS ammonium persulfate, MBAA N,N-
methylenebisacrylamide.
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The porous TENG was successfully used as a human motion
sensor to monitor the amplitude of movements and postures.
When the human arm moved upwards at different angles
(15°–90°), the output current increased from 0.5 μA to 1.4 μA,
and the output voltage also increased from 41.04 V to 113.21 V
(Fig. 12f).263

In addition, a breathable paper-based TENG was developed
by Yang et al. Air-laid paper was successfully utilized as the
packed substrate for the TENG, which was composed of PVDF
nanofilms and multi-walled CNTs. Based on the punched
paper electrodes, air permeability (35.7 mm s−1) of the paper-
based TENG was greatly improved, while 96% output voltage
and 94% output current was retained.264

4.6. Energy storage devices

Regarding breathable skin-mountable energy storage devices,
supercapacitors and batteries are the two most prominent
representatives.273,274 Supercapacitors that have excellent
electrochemical properties (e.g., fast charging speed, high
energy densities, and long cycle life) are widely used in new
energy and the Internet of Things.277,278 For example, Xu et al.
reported ultrathin (6 μm) freestanding MnO2–Au–Ni mesh elec-
trodes. The mesh electrodes were further assembled into all-
solid-state symmetric supercapacitors with attractive air per-
meability (45.4 mm s−1, 100 Pa), superior electrochemical per-
formances (21.25 mF cm−2), and excellent durability (90.1%
capacitance retention after 10 000 cycles).55 Paper-based elec-
trodes were fabricated by depositing CNTs and aqueous PU on
dust-free paper using a simple spray technique. The TENG and

supercapacitors were made by the airflow mesh structure of
the paper electrodes (Fig. 13a). The resultant supercapacitors
exhibited excellent breathability (333 mm s−1) due to their
porous structures. The relationship between the CNTs’ coating
layers and the permeability is shown in Fig. 13b. After 20
cycles of coating, the electrodes still maintained a permeability
of 214 mm s−1 and a resistance of only 1.2 Ω sq−1. The typical
capacitance behaviours at different scan rates showed excellent
cycling stability, with no significant change in the cycling vol-
tammetry (CV) curve at 50 mV s−1 after 20 000 cycles
(Fig. 13c).275

Batteries, the most common form of mobile power, have
been widely applied in intelligent electronics of different sizes
owing to their continuous, stable, and long-term operation.279

There are two typical breathable skin-mountable batteries:
lithium-ion batteries and sweat-activated batteries. Lithium-
ion batteries have gained extensive attention because of their
immense energy density and low self-discharge.280,281 For
example, based on a carbon cloth-based substrate and a
PVA-LiNO3 gel polymer electrolyte, a quasi-solid-state aqueous
lithium-ion battery was reported. This battery exhibited
impressive cycling stability (79.8% capacity at 0.5 A g−1 reten-
tion after 500 cycles), which was attributed to the protective
polypyrrole coating layers on the LiNO3 and the solid gel
polymer electrolyte. The permeability of the lithium-ion
battery was achieved by punching hundreds of tiny through-
holes in the device.282 A breathable wood-derived cathode for a
lithium–oxygen battery was fabricated by Song et al. Inspired
by natural wood, this breathable cathode had a 3D layered

Table 3 Summary of breathable skin-mountable pressure sensors in the last five years

Materials Breathability Sensitivity Durability Detection range Ref.

Cu/PVA 25 g m−2 h−1 0.006 kPa−1 — 0–100 kPa 101
CNTs/CB/PDMS/CIP 10.9375 mg cm−2 h−1 −0.0198 kPa−1 10 000 cycles (150 kPa) 0–200 kPa 237
PU/CNTs 357.3 g m−2 d−1 51.53 kPa−1 8000 cycles (3 kPa) 0–16 kPa 126
PVP/PPy/PAN 1008 g m−2 d−1 4.4 kPa−1–11.5

kPa−1
1500 cycles (0.5 kPa) 0–20 kPa 247

Ionic liquid/TPU 88% water remaining after 60 min 6.21 kPa−1 6000 cycles (25.5 kPa) 23–120 kPa 248
MXene/silk fibroin
nanofibre

— 298.4 kPa−1 10 000 cycles (7142 Pa) 89 Pa–39.28 kPa 249

AgNWs/PVA/PLGA 120 mm s−1 0.011 kPa−1 50 000 cycles (40 N) 0–50 kPa 170
PCBDA/AgNPs/CFN 25.48 mm s−1 — 1000 cycles (a human body

weight)
0–400 kPa 250

TPU/AgNWs 7.56 cm3 s−1 cm−2 8.31 kPa−1 10 000 cycles (bending angle of
40°)

0.5 Pa–80 kPa 76

C-MOF/polyaniline/PU 50% water remaining (7 days) 158.26 kPa−1 15 000 cycles (3 kPa) 0–60 kPa 251
KC/SPP/KC Mass increased 0.42 g in 7 days 2.54 kPa−1 >2000 cycles (53 kPa) 0–165.3 kPa 252
PDMS/CNTs — 0.213 kPa−1 1000 cycles 0–12 kPa 198
AgNWs/TPU 138 mm s−1 7.24 kPa−1 1000 cycles (0.125 kPa) 9.0 × 10−3–0.98

kPa
253

MXene/nonwoven fabric 1476.9 mm s−1 31.40 kPa−1 1500 cycles (1 kPa) 0–80 kPa 104
Cowskin/Pyrrole 1087 g m−2 d−1 0.144 kPa−1 15 000 cycles (1.3 kPa) 0.027–2.72 kPa 254
MXene/PVDF 30% water remaining after 8 days 1970.65 kPa−1 10 000 cycles (0.95 kPa) 25 Pa–30 kPa 89
AgNWs fabric/Ecoflex 245.58 g m−2 h−1 58 kPa−1 >27 500 cycles (0.9 kPa) 2.7 Pa–2.3 kPa 255
TiO2/PVDF/PVA 57.6% water contented at 65 °C for

48 h
4.4 kPa−1 50 000 cycles (1 kPa) <0.8 Pa 256

PPy polypyrrole, PAN polyacrylonitrile, CIP carbonyl iron particles, PVP polyvinylpyrrolidone, PLGA polylactic-co-glycolic acid, KC/SPP/KC
K-carrageenan/silk fibroin poly(lactic-coglycolic acid) polyaniline (PANI)/K-carrageenan, C-MOF carbonized metalorganic framework, PCBDA/
AgNPs/CFN poly(carboxybetaine-co-dopaminemethacrylamide) copolymers/silver nanoparticles/collagen fibre network.
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porous structure with a thickness of 700 µm. The assembled
Li–O2 batteries exhibited excellent areal specific capacity
(8.58 mA h cm−2) at 0.1 mA cm−2.283

Sweat-activated batteries are also considered to be a promis-
ing energy supply candidate.284,285 For instance, Liu et al.
reported an ultrathin breathable bandage-based sweat-acti-
vated battery, composed of two encapsulation PDMS layers
(the top layer of 0.8 mm and bottom layer of 1.6 mm) and a
series of electronic components.276 The Ni/graphene foam
sweat-activated battery was attached to human skin via a
bandage, with breathable sports tape (0.3 mm) for air
exchange. The graphene coating was stored in the foam metal
to increase the strength of the redox (Fig. 13d). Besides, the
flexible sweat-activated battery generated a high capacity of
74.4 mA h (Fig. 13e). The generated energy can be utilized to
continuously illuminate 120 LEDs for over 4 h and monitor
ECG, EMG for more than 1.2 h (Fig. 13f).

In addition to Li-ion batteries and sweat-activated batteries,
other batteries such as Na–O2 batteries and Zn–air batteries
have also been used to develop breathable skin-mountable
energy storage devices.286–288 For example, by 3D printing of

hierarchical porous structures for rGO air electrodes, Na–O2

permeable batteries were fabricated. Na–O2 batteries using “O2

breathable” electronics achieved a high capacity of
13 484.6 mA h g−1 at 0.2 A g−1 and an excellent cycling per-
formance (120 cycles with a cutoff capacity of 500 mA h g−1 at
0.5 A g−1).

4.7. Others

Other applications of breathable skin-mountable electronics
include actuators,289–291 chemical sensors,292–294 solar cells,7

and organic electrochemical transistors,133 etc. For example,
Chen et al. developed an organic chemical transistor using
electrospun PVDF-hexafluoropropylene as the ionic polymer
matrix and 1-ethyl-3-methylimidazolium bis(trifluoromethyl-
sulfonyl)amide as the ionic source. Then, the authors de-
posited Au electrode and spray-coated PEDOT:PSS layer on the
fibrous membrane. To evaluate its gas permeability, the weight
loss of water in a bottle before and after covering with hybrid
films was measured. The results showed that the difference in
WVTR was negligible. The fibrous organic chemical transistor
electrodes have been successfully utilized for long-term health-

Fig. 12 Breathable skin-mountable energy harvesting devices. (a) Schematic diagram of the all-fibre-based TENG. The inset shows a partial mag-
nification of a single sensor attached to the arm and an SEM image of a cross-section of the TENG. (b) TENG maps different touch events on the
wrist and biomechanical energy harvesting from a single wrist. (c) Human biomechanical energy and voltage signals are collected from a single
TENG attached to a human finger. Reproduced with permission from ref. 87. Copyright 2019 Wiley-VCH. (d) Schematic diagram of the fabrication of
the power-generation fabric. (e) SEM image of conductive fabric and demonstration of breathability of power-generation fabric. (f ) Current and
voltage output of the power-generating fabric as the human arm was moved upwards at different angles. Reproduced with permission from ref.
263. Copyright 2022 Elsevier.
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care monitoring, with excellent stability of the ECG signals
(21.7 dB) during 1 week.133 A breathable PVA-poly(4-styrenesul-
phonic acid)-GO film alcohol fuel cell sensor was fabricated by
a simple solution casting method. Due to the porous structure,
the film sensor exhibited great permeability. The sensor had
excellent electrical properties with conductivities of 0.13 S
cm−1 (in-plane) and 22.6 S cm−1 (out-of-plane) at 75 °C.
Meanwhile, this semi-penetrating network-assembled alcohol
fuel sensor exhibited a low ethanol-monitoring limit (25 ppm)
and excellent water retention.295 Nayeem et al. reported an all-
nanofibre mechanoacoustic sensor based on electrospun PU/
PVDF. The all-fibre structures of the sensor showed excellent
permeability (12.4 kg m−2 d−1) and high sensitivity of
10 050.6 mV Pa−1 in the low-frequency region (<500 Hz). In
addition, the breathable mechanoacoustic sensor could be uti-
lized to continuously measure the heart signals with an SNR of
up to 40.9 dB over 10 h.179 An ultralight (1.25 mg cm−2)
glucose-monitoring patch was fabricated by depositing Cu2O
(glucose biorecognition element) onto a Ni micromesh. This
glucose biosensor showed an impressive gas permeability
(>2500 mm s−1 at 10 Pa). The resulting glucose-monitoring

electrodes exhibited excellent glucose-detection responses
including high sensitivity (15 420 µA cm−2 mM−1) and low
detection limit (50 nM).296

Multifunctionality and robust sensing types are important
research directions to develop high-performance permeable
skin-mountable electronics.297–299 For instance, Liang et al.
reported a breathable graphene decorated textile multimodal
smart wearable system. This device can successfully monitor
strain and biopotential signals at the same time.100

5. Conclusions and prospects

In this report, we comprehensively review recent advances in
breathable skin-mountable electronics. First, materials and
structure strategies are described in detail, including ultrathin
materials and devices, electrospun nanofibre-based, yarn/
fabric-based, and structure design. Then, we discuss five
device properties, i.e., breathability, biocompatibility,
adhesion, stretchability, and long-term usage. Finally, we
present representative applications of breathable skin-mounta-

Fig. 13 Breathable skin-mountable energy storage devices. (a) Schematic diagram of the fabrication of TENG and supercapacitor based on air-laid
paper. (b) Images and SEM images of paper electrodes, and sheet resistance and air permeability of paper electrodes with different coating times. (c)
CV curves and cycle performance of CNTs@WPU supercapacitor. Reproduced with permission from ref. 275. Copyright 2019 Wiley-VCH. (d)
Schematic diagram of a sweat-activated battery. Optical images and SEM images of graphene-coated nickel foam. (e) Optical images of a sweat-
activated battery mounted on a human forearm. Power density versus voltage of the sweat-activated battery under constant conditions. (f ) The
optical image of the entire system during movement with Bluetooth wireless real-time monitoring of human physiological signals. Reproduced with
permission from ref. 276. Copyright 2022 Elsevier.
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ble electronics, such as bioelectrical sensors, temperature
sensors, humidity and hydration sensors, strain and pressure
sensors, energy harvesting and storage devices, etc. Despite
much progress achieved in this field, there are still challenges
in the following directions that await further development. In
the following part, we outline several remaining challenges
with pertinent solutions.

5.1 Material and structure design

Despite numerous developments in porous materials and
devices, such as ultrathin materials and devices, electrospun
nanofibre-based, yarn/fibre-based, and structure designs,
breathable skin-mountable electronics are still underdeve-
loped due to uncontrollable pore structure and poor sample
consistency. Advanced fabrication and assembling techniques,
such as spinning and printing, are necessary to achieve
uniform porous materials and devices. Representative
approaches for device structures in gas-permeable skin-moun-
table electronics include ultrathin and porous form factors.24

However, if a device is thin enough to realise breathability, the
mechanical properties are usually weak. Similarly, a porous-
designed breathable electronic device is usually thick and
layered-based, leading to limited skin compliance. Therefore,
novel materials and structure designs are required to overcome
these trade-offs. For example, reinforced materials can be con-
sidered for ultrathin design, and adhesive materials for porous
design, to fabricate high-performance breathable skin-mounta-
ble electronic devices.

5.2 Multifunctional integration

The ultimate goal of breathable skin-mountable electronics is to
develop a closed-loop system that can operate autonomously
and efficiently. In recent years, laboratory research has prepared
tremendous high-performance sensors and energy devices for
physiological monitoring, energy harvesting and storage; most
of these are single device-based platforms. However, research in
multifunction integration is still lacking. Future research will
require the integration of various gas-permeable sensors, energy
devices, actuators, etc., in a single platform. Such platforms sig-
nificantly increase device density and realize multifunctional-
ities, including self-sustainability and simultaneous monitoring
of bioelectrical, biophysical, and biochemical signals. To
achieve this, collaborative efforts from experts in materials, elec-
trical, mechanical, and biological engieering are required for
technological advancement.25 Furthermore, the interference
between different sensors and energy devices, and the compat-
ibility with the substrate materials of breathable skin-mounta-
ble electronics, should be considered.300

5.3 System intelligence

Nowadays, integrated with artificial intelligence (AI) and
machine learning techniques (e.g., artificial neural networks,
decision trees and hierarchical cluster analysis), soft elec-
tronics can accurately predict prostate cancer,301 diabetes,302

Covid-19,303 etc. Breathable skin-mountable electronics are
appealing and promissing to enable truly individualized

patient care by providing long-term health care applications.
However, most breathable skin-mountable electronics are not
intelligent, severely limiting their full potential applications in
disease analysis and management. Regarding this, advanced
data management techniques are necessary to realize the intel-
ligence of breathable sensors and devices, thus providing solu-
tions for clinical decision-making. Despite the excellence of AI
algorithms in disease diagnosis, matching AI algorithms with
medical expertise remains a challenge. In addition, high-
quality data training is also required to build complete disease
databases.304,305

Despite the existence of unresolved challenges, we believe
that with the continued development of all the above aspects,
breathable skin-mountable electronics will realize their full
potential. In the future, high-performance, integrated, and intel-
ligent breathable skin-mountable electronics are capable of long-
term, continuous health care management throughout daily life,
promising to revolutionize traditional clinical practices.
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