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lysis of low temperature alkali
pretreated wheat straw using immobilized b-
xylanase nanoparticles

Attia Hamid, a Asma Zafar, b Sabahat Latif,c Liangcai Peng,d Yanting Wang, d

Iram Liaqat, e Muhammad Sohail Afzal,f Ikram ul-Haqa

and Muhammad Nauman Aftab *a

A low temperature alkali (LTA) pretreatment method was used to treat wheat straw. In order to obtain good

results, different factors like temperature, incubation time, NaOH concentration and solid to liquid ratio for

the pretreatment process were optimized. Wheat straw is a potential biomass for the production of

monomeric sugars. The objective of the current study was to observe the saccharification (%) of wheat

straw with immobilized magnetic nanoparticles (MNPs). For this purpose, immobilized MNPs of purified

b-xylanase enzyme was used for hydrolysis of pretreated wheat straw. Wheat straw was pretreated using

the LTA method and analyzed by SEM analysis. After completion of the saccharification process,

saccharification% was calculated by using a DNS method. Scanning electron micrographs revealed that

the hemicellulose, cellulose and lignin were partially removed and changes in the cell wall structure of

the wheat straw had caused it to become deformed, increasing the specific surface area, so more fibers

of the wheat straw were exposed to the immobilized b-xylanase enzyme after alkali pretreatment. The

maximum saccharification potential of wheat straw was about 20.61% obtained after pretreatment with

optimized conditions of 6% NaOH, 1/10 S/L, 30 °C and 72 hours. Our results indicate the reusability of

the b-xylanase enzyme immobilized magnetic nanoparticles and showed a 15% residual activity after the

11th cycle. HPLC analysis of the enzyme-hydrolyzed filtrate also revealed the presence of sugars like

xylose, arabinose, xylobiose, xylotriose and xylotetrose. The time duration of the pretreatment has an

important effect on thermal energy consumption for the low-temperature alkali method.
Introduction

Recently sustainable energy and biofuel production from
renewable resources have attained global attention. These
resources are lignocellulosic biomass, residues from wood, the
agro-industry and energy crops, and are the most plentiful
renewable resources on earth and require less agricultural effort
for their production.1 Lignocellulose is a heterogeneous poly-
meric material consisting of cellulose, lignin and hemi-
celluloses.2 The exploitation of such renewable resources in
biofuel production has developed four different generations of
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biofuels. The rst and second generation biofuels are produced
by utilizing grain or food resources and non-grain or non-food
resources such as lignocellulosic biomass respectively. Third
generation biofuels are produced from algal biomass that has
a unique growth yield in contrast to classical lignocellulosic
biomass.3,4 However, fourth-generation biofuels are produced
by coupling the use of genetically engineered feedstock and
genetically modied microorganisms like cyanobacteria. Cya-
nobacteria possess the ability to produce bioenergy at a high
rate. However, the competition amongst energy crops and food
has created a food-over-fuel conict which is worsened because
of higher food prices.5,6

The annual global yield of the lignocellulosic biomass
including agriculture, forestry residues and agro-industries is
around 100 to 500million tons that comprise roughly half of the
total global biomass production. Also its availability to massive
quantities at low cost, carbohydrate content of lignocellulosic
biomass is high, such a reason has encouraged the use of
lignocellulosic biomass as a resustained and unique source for
sugar platform based organic chemicals and fuels.7,8

Cellulose and hemicellulose are the abundant poly-
saccharides that are long utilized for the purpose of ethanol
© 2023 The Author(s). Published by the Royal Society of Chemistry
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production. Lignin is a tough aromatic polymer that protect
plant cell from damage by bacteria and fungi.9 The actual steps
involved in bioethanol production from lignocellulosic
biomasses are biomass pretreatment, saccharication of
hemicellulose and cellulose, fermentation of sugar and product
separation.10 Hence, an operative pretreatment process is
essential to enhance the accessibility to hemicellulose and
cellulose and also to eliminate lignin content present in the
biomass.11

Varieties of physical, biological and chemical pretreatment
methods are being used to remove lignins and soen the
cellulosic contents which facilitate the removal of sugars from
lignocellulosic biomasses. These methods possess different
deciencies that include low conversion efficiency, high energy
consumption and technological impasses.12,13 The choice of
a suitable pretreatment method acts an essential part in
enhancing the efficiency of lignocellulosic biomasses sacchari-
cation. The features that are extreme important during
chemical pre-treatment methods consists of temperature,
energy requirements, solid loading and time of incubation.14

Physical methods of pretreatment of biomass include the
size reduction of particles to expose more surface area and
reduction in the degree of polymerization.15 Chemical methods
of biomass pretreatment include various acids and alkalis
treatment in which concentrated and diluted chemicals are
used to expose the cellulosic contents of plant biomass.16–18

Biological pretreatment methods include the utilization of
biocatalyst (microorganisms or enzymes) to dignify the ligno-
cellulosic biomass for efficient polymerization into fermentable
sugars.19 Chemical and physical methods of biomass pretreat-
ment resulted into good yield as compared to biological
methods but there are some limitations associated with these
methods such as environment degradation as well as expensive
equipment are required.20 On the other hand, biological
methods of pretreatment are eco-friendly as well as low energy
consumption but the main limitation of these include the low
enzymatic activity, long time duration as well as high cost.21

Another pretreatment method of lignocellulosic biomass, is
the physico-chemical method which is a combination of phys-
ical and chemical pretreatment methods. Different types of
physico-chemical pretreatment methods include steam
pretreatment, liquid hot water pretreatment, dilute acid treat-
ment, ammonia explosion, lime pretreatment in combination
with wet oxidative pretreatment process, organo-solvent
pretreatment, carbon dioxide explosion and ionic liquid
pretreatment.22 Low temperature alkali pretreatment method is
another effective physico-chemical pretreatment methods
widely used for the delignication of plant biomass.

Alkali pretreatment process is one of the best methods which
are widely explored as it uses less energy and is relatively inex-
pensive. The main feature of alkali pretreatment process is the
effective delignication of lignocellulose, therefore increasing
the release of the residual carbohydrates.23 Another important
feature of this method is the breakdown of the intermolecular
hydrogen bonding between lignocellulosic materials. Alkaline
pretreatment process is performed by dipping the biomass in
sodium hydroxide (NaOH) under mild conditions, at moderate
© 2023 The Author(s). Published by the Royal Society of Chemistry
temperature (room temperature to 50 °C) with different incu-
bation period.24,25

Wheat is one of the main crops of the whole world. Pakistan
has rich agricultural potential with around 25 million tonnes of
annual wheat production in large amount but unfortunately
these residues of wheat straw burned in the elds resulting in
the environmental pollution according to Pakistan economic
survey, 2021. Wheat straw is abundant and inexpensive that
could be used as source for the renewable energy.26

The objective of this work was to analyze various factors of
pretreatment like time of incubation, NaOH concentration and
solid to liquid (S/L) ratio resulted in increased enzymatic
saccharication of wheat straw by utilization of b-xylanase
enzyme immobilized with magnetic nanoparticles. The reus-
ability aspect of immobilized b-xylanase enzyme is a main
novelty and concern for industrial applicability. Thus, the
useful lifetime of immobilized enzyme as a novelty in this
research work was assessed by subjecting the mixture to 11
successive cycles. It also present many advantages of the
immobilized enzyme over enzymes in solution, including
higher stability, economic convenience, and the possibility to
be easily removed from the reaction mixture leading to pure
product isolation.
Methodology
Materials

The wheat straw was collected from agricultural sites of Lahore,
Pakistan. Wheat straw was dried and grind using grinder
named as Thomas-Wiley Mini Mill tted with a 40-mesh screen
to separate the ne particles (Model 3383-L10 Arthur H. Thomas
Co., Philadelphia, PA, USA). About 1 g biomass (wheat straw)
was grinded. Grinding of wheat straw was carried out for 10
minutes. Analytical grade chemicals were used.
Cloning and expression of b-xylanase gene in pET-21a(+) and
its purication

b-Xylanase gene from T. naphthophila was cloned and expressed
into E. coli BL21(+)-xylanase-IIB previously.27 Double restricted
pET-21a(+) vector and b-xylanase with HindIII and NdeI were
ligated with T4 DNA ligase enzyme and transformed into the
competent cells of E. coli BL21 (DE3). Aer transformation,
colonies were selected randomly and tested for the presence of
ligated product (pET-21a(+)/b-xylanase gene) through colony
PCR as well as double restriction of isolated recombinant
plasmid. The cloned E. coli BL21(+)-xylanase-IIB strain was
grown in LB broth in the presence of isopropyl b-d-1-thio-
galactopyranoside (IPTG) of about 0.5 mM IPTG and incubated
at 37 °C for 4 hours. The optimized conditions of IPTG
concentration, time of induction, temperature and pH factors
were already studied.27 The inoculated culture of E. coli cells
were centrifuged for 10 minutes at 10 000 rpm and the pellet
was suspended into sodium citrate phosphate buffer (50 mM,
pH 7.0). E. coli cells further go through 30 cycles of sonication,
each cycle with 60% amplitude with 30 seconds on/off turn in
a sonication system at 4 °C (Bandelin, Sonoplus). The sonicated
RSC Adv., 2023, 13, 1434–1445 | 1435
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sample was put on ice for 30 minutes and centrifuged at 10
000 rpm at 4 °C for 15 minutes.

The b-xylanase produced was puried using heat treatment
method for 1 hour at 70 °C and immobilized metal anionic
chromatography technique using Protino® Ni-TED kit.
Immobilization of recombinant b-xylanase enzyme on MNPs

b-Xylanase enzyme immobilization on magnetic nanoparticles
(MNPs) was also performed and presented in previous study.28

Magnetic nanoparticles were obtained from Dr Muller, Ger-
many. b-Xylanase enzyme was immobilized onto MNPs by
following the method of Jordan et al.29 with somemodications.
For b-xylanase binding, magnetic nanoparticles (50 mg) were
transferred into 5 ml (8 mg ml−1) of 1-(3-dimethylaminopropyl)-
3-ethylcarbodiimide hydrochloride (EDC). The reaction mixture
was allowed to sonicate for 3 minutes and then incubated on ice
for 30 minutes. 1 ml of enzyme solution (0–25mgml−1 in water)
was then added and followed with sonication for an additional 3
minutes. The reaction contents were again sonicated for 3
minutes and incubated at 4 °C for 2 hours. The reaction
contents were sonicated repeatedly for 3 minutes aer every 1
hour of interval until uniform dispersion was achieved. Aer
complete dispersion, the reaction contents were sonicated and
incubated at 30 °C for 10 minutes. A strong magnet was used to
isolate the magnetic nanoparticles immobilized with b-xyla-
nase. MNPs were washed with distilled water and then enzyme
activity was estimated. About 1 minute aer the application of
magnetic eld, magnetic nanoparticles separated. And the
magnet was obtained from a local market in Lahore, Pakistan
and then checked the magnetic eld that was between 40–50
kOe.
Enzyme activity assay

The enzyme assay was carried out by utilizing the method of
Miller30 using dinitrosalicylic acid (DNS) that was specic for
reducing sugar. Xylanase enzyme activity was resolved through
mixing the enzyme with xylan (1%) in citrate–phosphate buffer
(50 mM, pH 7.0) at 80 °C. Reducing sugar was analyzed by
observing with spectrophotometer at optical density of 540 nm.
Xylose was used as standard. One unit of enzyme activity was
dened as “one enzyme unit that is needed to liberate one
mmole of reducing sugar per minute from substrate under
standard conditions of enzyme assay”.
Pretreatment of biomass

In this study, pretreatment of lignocellulosic biomass was per-
formed by following our previous methods with some modi-
cations.31,32 Optimization of alkali pretreatment process
includes parameters like temperature, incubation time, NaOH
concentration and solid–liquid ratio. The pretreatment of
biomass was performed in a 250 ml conical ask placed in
a shaking incubator with a rotation speed of 200 rpm. 2 g wheat
straw biomass was weighed and put in a 250 ml conical ask in
a ratio of 1/10 S/L immersed in a solution of 6% (w/v) NaOH. The
contents were incubated for 72 hours at 200 rpm at 30 °C. The
1436 | RSC Adv., 2023, 13, 1434–1445
biomass was then ltered, washed with double distilled water
and set to dry for overnight at room temperature.
Optimization of alkali pretreatment process

In order to obtain the good results of alkali pretreatment of
biomass, various factors were optimized. The effect of different
temperatures (25–45 °C), duration (24–96 hours), different
NaOH concentration (2–10%) and solid/liquid ratios (1/5–1/20)
of pretreatment was determined by incubating the wheat straw
at these conditions. It was performed in one factor at a time.
First, the effect of pretreatment temperature (25–40 °C) on the
wheat straw was observed using 48 hours, 4.0% NaOH and 1/10
for the S/L ratio. Further, wheat straw was treated with different
concentrations of best pretreatment time (24–96 hours) and S/L
ratios (w/v) of 1/5, 1/10, 1/15 and nally the different concen-
trations of NaOH (2.0%, 4.0%, 6.0%, 8.0% and 10.0% (w/v)) was
investigated using the other optimized conditions. The total
reducing sugars obtained was calculated by dinitrosalicylic acid
(DNS) method.30 All reactions were run in triplicate. Removal of
lignin and hemicellulose was also determined reported.
SEM analysis of the pretreated samples

To evaluate the changes in the structure of untreated, pretreated
and enzymatic-hydrolyzed pretreated wheat straw, SEM analysis
was performed (MAIA3, Tescan). The SEM analysis was per-
formed in the Bartin University, Turkey. Before SEM analysis,
a thin layer of gold was layered on all samples in order to avoid
any degradation and ber conductivity and to promote the
emission of secondary electrons so that the specimen conducts
evenly, and to provide a homogeneous surface for imaging.
Reusability of immobilized MNPs

In a 250 ml conical ask, the process of saccharication was
performed. Pretreated plant biomass (wheat straw 0.5 g) was
added along with immobilized magnetic nanoparticles and
incubated at 50 °C. Total reaction volume of experimental ask
(25 ml of sodium citrate phosphate buffer (50 mM, pH 7.0)) was
placed in a shaking incubator for 6 hours at 150 rpm. Pretreated
biomass was hydrolyzed using immobilized magnetic nano-
particles. Tetracycline (10 mg ml−1) was added in each ask in
order to prevent any contamination by microorganisms. All
experiments were run in triplicate. A control was also run
parallel to the experiment. Miller method was used to evaluate
the reducing sugars released during saccharication process.
Aer the completion of process, MNPs were isolated using an
external magnetic source. Immobilized MNPs then again used
in saccharication with pre-treated wheat straw. The b-xylanase-
MNPs were used repetitively in saccharication. The reaction
was continued until enzyme activity was signicantly reduced.

Saccharification ð%Þ ¼

reducing sugars
�
mg ml�1

�� 0:9� total reaction volume� 100

substrate concentration
�
mg ml�1

�

© 2023 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d2ra07231a


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

5 
Ja

nu
ar

y 
20

23
. D

ow
nl

oa
de

d 
on

 7
/7

/2
02

4 
8:

14
:0

2 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
HPLC analysis of wheat straw ltrate aer saccharication

The hydrolysis of pretreated wheat straw under optimal stan-
dard conditions was observed using HPLC utilizing Hi-plex H
column. Product details of Hi-plex H column with an UltiMate
3000 system (Agilent, Santa Clara, US) is that this HPLC system
uses water or dilute acid in isocratic conditions and up to 30%
acetonitrile as a modier. The particle size of this system is 10
mM. About 30 ml ltrate sample was inserted into the system.
HPLC was using grade water as the mobile phase having ow
rate of about 1 ml min−1 with a retention time of about 20
minutes at room temperature. Carbohydrates including
monosaccharide and disaccharides were examined with
a RefractoMax 520 refractive index detector.
Results
Expression of recombinant enzyme

The isolated recombinant plasmid was restricted and colony
PCR to conrm the cloning process (Fig. 1). The recombinant b-
xylanase enzyme activity was calculated in the intracellular
fraction to be 4.5 ± 0.23 U ml−1 min−1. Total proteins were
estimated to be 4.25 ± 0.27 mg ml−1.
Immobilization of b-xylanase enzyme on MNPs

b-Xylanase enzyme was immobilized onto magnetic nano-
particles through establishment of covalent bond between
enzyme and magnetic nanoparticles through 1-(3-
dimethylaminopropyl)-3-ethylcarbodiimide hydrochloride
(EDC). These magnetic nanoparticles exhibited an additional
benet as these particles are recovered by an external magnetic
source and reused several times. MNPs were washed using
distilled water and enzyme activity was calculated to be 6.5 U
ml−1 min−1.
Fig. 1 Amplified T. naphthophila b-xylanase gene is shown on agarose
gel; DNA marker in lane 1, amplified b-xylanase gene in lane 2, single
restricted recombinant pET-21a(+) with b-xylanase gene in lane 3 and
b-xylanase product after colony PCR in lane 4.

© 2023 The Author(s). Published by the Royal Society of Chemistry
Wheat straw composition

The general composition of wheat straw is mentioned in Table
1. The lignin exhibited an important part of the total biomass
raw material. The contents of cellulose and hemicelluloses in
wheat straw are 22–39% and 23–24%. Lignin amount in wheat
straw is about 11–25%.
Optimization of alkali pretreatment process

Following parameters were optimized in order to improve the
pretreatment of the wheat straw.
Temperature and time

The effect of different temperatures (25–45 °C) and time periods
(24–96 hours) on biomass was evaluated. Maximum total
reducing sugars (3.21 mg ml−1) was calculated aer pretreated
biomass was incubated at 30 °C for 72 hours (Fig. 2a and b). At
various temperatures and time periods, calculated sugar
contents were less in comparison to the optimized conditions.
In Table 2, the hemicellulose, cellulose and lignin content were
determined (Table 2) in the pretreated samples according to the
experimental protocols of the NREL (National Renewable
Energy Laboratory).37 Increasing pretreatment temperature and
time of incubation effected in higher concentrations of total
reducing sugar (Fig. 2a and b). Maximum total reducing sugar
(3.21 mg ml−1 ± 0.015, 3.51 ± 0.032) was observed at the
highest temperature 30 °C and 72 hours of incubation respec-
tively. However, further increase result in the decrease of total
sugars. The highest lignin removal was also observed at 30 °C
and 72 hours of incubation of about 37 ± 0.005 and 40 ± 0.03
respectively in pretreated solid.
NaOH concentration and solid/liquid ratio

Different NaOH concentration (2–10%) and solid/liquid ratio (1/
5–1/20) was used to determine the effect on pretreated biomass.
Total reducing sugars were calculated aer using the NaOH
concentration of 6% (w/v) and at a solid/liquid ratio of 1/10 as
shown in Fig. 2c and d. At other NaOH concentrations and
solid/liquid ratio, the calculated sugar contents were less as
compared to the optimize concentration. In Table 2, hemi-
cellulose, cellulose and lignin contents were determined (Table
2) in the pretreated sample.37 Total reducing sugar were
Table 1 Composition of raw wheat straw

Components

This study
(raw wheat
straw) (%)

This study
(pretreated
wheat straw) (%)

Values from
literature (%) References

Cellulose 14 12.2 22–39 33
Hemicellulose 21 18.5 23–24 34
Xylan 17 13.56 19–22 14
Glucose 12 9.98 16–40 35
Arabinan 2.5 1.06 3.63–2.17 36
Lignin 13 8.65 11–25 36
Ash 1.1 0.6 1.4–1.1 37

RSC Adv., 2023, 13, 1434–1445 | 1437
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Fig. 2 Optimization of various parameters to determine its effect of alkali pre-treatment on wheat straw. (a) Effect of temperature (°C) (b) effect
of time (hours) (c) effect of solid to liquid ratio (d) effect of NaOH concentration (%).

Table 2 Experimental6 data on removal of cellulose, hemicellulose and
lignin as means of ±SDs of three replicates

Hemicellulose
removal (%) Lignin removal (%)

Cellulose removal
(%)

Pretreatment temperature (°C): 2.0% NaOH, 48 hours, 1/5 S/L
25 26 � 0.001 26 � 0.0031 56 � 0.003
30 30 � 0.004 37 � 0.0054 61 � 0.001
35 24 � 0.003 28 � 0.002 62 � 0.021
40 22 � 0.002 23 � 0.0012 65 � 0.031

Pretreatment time (hours): 30 °C, 2.0% NaOH, 1/5 S/L
24 28 � 0.003 27 � 0.0021 78 � 0.005
48 30 � 0.0021 31 � 0.019 70 � 0.011
72 35 � 0.0421 40 � 0.0321 66 � 0.023
96 27 � 0.0023 34 � 0.0023 62 � 0.003

Solid to liquid ratio (S/L): 72 hours, 30 °C, 2.0% NaOH
1/5 36 � 0.018 46 � 0.014 75 � 0.041
1/10 45 � 0.0341 52 � 0.0319 71 � 0.003
1/15 31 � 0.013 41 � 0.023 68 � 0.037

NaOH concentration (%): 1/10 S/L, 30 °C, 72 hours
2 45 � 0.016 42 � 0.0012 80 � 0.145
4 50 � 0.178 55 � 0.013 72 � 0.003
6 65 � 0.2 56 58 � 0.280 72 � 0.031
8 52 � 0.145 53 � 0.164 74 � 0.176
10 35 � 0.003 48 � 0.004 81 � 0.003

1438 | RSC Adv., 2023, 13, 1434–1445
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maximum released at 1/10 SL and 6% of NaOH of about 3.76 ±

0.03 and 4.23 ± 0.037 respectively, however, more increase in
the SL ratio and NaOH concentration go to a decline for total
sugar (Fig. 2c and d). The highest lignin elimination was also
observed at 1/10 SL and 6% NaOH of about 52 ± 0.03 and 58 ±

0.28 respectively in pretreated solid.
At last, from the data acquired in this work, pretreatment

with 6% NaOH at 1/10 S/L for 72 h would be chosen as the
standard conditions to enhance the glucose yield.
SEM analysis of pretreated biomass

The wheat straw was pre-treated as stated in the methodology
section. SEM was performed to evaluate the structures of
untreated, pre-treated and enzyme-hydrolyzed wheat straw.
Electron micrograph of native sample showed regular, highly
compressed, woody, smooth and compact surface, represent-
ing the extremely well-organized surface structure (Fig. 3a),
while pretreated sample revealed an irregular and uneven
structure and demonstrated loosened inner zones of hemi-
cellulose and cellulose content. Delignication of wheat straw
aer pretreatment leads to increased accessibility of enzyme
to hemicellulose. Delignication because of sodium
hydroxide pretreatment enhanced the surface area that
increased the convenience for enzyme as well as resulted in
the dissociation of bers because of loosening of the brous
network (Fig. 3b).
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Scanning electron micrographs of (a) untreated wheat straw (b) pretreated wheat straw (c) enzyme-hydrolyzed wheat straw.

Table 3 Saccharification potential of immobilized MNPs

Reuse of immobilized
MNPs in
saccharication

Residual
activity (%) Saccharication (%)

Reducing
sugar
(mg ml−1)

1st cycle 100 20.61 4.58
2nd cycle 96 20.46 4.43
3rd cycle 90 20.18 4.37
4th cycle 81 19.79 4.19
5th cycle 72 19.48 4.06
6th cycle 64 19.21 3.97
7th cycle 57 18.72 3.91
8th cycle 39 18.19 3.90
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Enzyme-hydrolyzed sample revealed the good enzyme
digestibility of the hemicellulose contents. The accessible
surface area was improved aer alkali pretreatment that is
encouraging for action of immobilized b-xylanase enzyme. The
rigorous degradation seen on the surface of the enzyme-
hydrolyzed sample, which represents the lignin frame, was
again reduced and more cracks and holes were seen on the
sample surface demonstrating that most of the hemicellulose
was degraded by the b-xylanase enzyme as shown in Fig. 3c.
Alkali pretreatment improved the surface area of biomass that
present enzyme with better convenience for saccharication of
hemicellulosic content of plant biomass.
9th cycle 27 17.60 3.42
10th cycle 23 17.23 3.10
11th cycle 15 16.49 2.89
Reusability of immobilized MNPs in saccharication

The reusability of the immobilized MNPs (with b-xylanase) was
examined. Maximum saccharication potential of enzyme
immobilized MNPs was calculated to be 20.61% with wheat
straw. It was observed that immobilized MNPs could be reused
for 11th time for saccharication process. Residual activity up
to 81% was calculated aer 4th time of usage of immobilized
MNPs. However, 72% residual activity was present aer 5th
cycle of usage. The residual activity was dropped to 15% aer
11th time use of MNPs. The saccharication potential of
© 2023 The Author(s). Published by the Royal Society of Chemistry
immobilized MNPs was observed to be 19.48% aer 5th cycle.
Table 3 represents the saccharication potential and residual
activity of MNPS-b-xylanase enzyme.
HPLC analysis of ltrate aer saccharication process

Existence of different reducing sugars in ltrate of enzyme-
hydrolysate of sodium hydroxide pretreated wheat straw was
RSC Adv., 2023, 13, 1434–1445 | 1439
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analyzed by HPLC that visibly showed the releasing of high
quantity of xylotrioses 3.75 mg, xylose 5.1 mg, xylotriose 4.8 mg,
arabinose 1 mg and xylobiose 1.24 mg etc. Improved sacchari-
cation of pretreated wheat straw by immobilized MNPs is
because of the elimination of lignin and hemicellulose aer
sodium hydroxide pretreatment. This obviously exposed the
existence of lignin as barricade for the enzymatic hydrolysis of
hemicellulose. Arabinose and xylose were the predominant
monosaccharide sugars in wheat straw according to the HPLC
analysis. The ratio of produced xylose and arabinose from pre-
treated wheat straw is approximately 5.1 : 1.

Discussion

In this research work, recombinant thermostable b-xylanase
gene from Thermotoga naphthophila was cloned and expressed
in E. coli BL21(+)-xylanase-IIB and then immobilized on to
magnetic nanoparticles.27,28 The formation of stable activated
MNPs-b-xylanase complex was prepared due to the formation of
an amide bond between an amine group on the magnetic
nanoparticle surface (conversion of the C–O to C–N) and the
carboxyl group on the b-xylanase enzyme. Catalytic activity of
the MNPs bound enzyme was examined by DNS method.30

The NaOH is considered as one of the strong bases which
solubilizes lignin and hemicellulose signicantly under denite
conditions.38–40 By using the NaOH pretreatment process, it is
veried that better efficiency of saccharication was achieved as
compared to other alkaline pretreatment processes. NaOH
efficiently breaks the bond between lignin and hemicellulose in
lignin carbohydrate complexes (LCC); particularly, the ester and
ether linkages in the LCC complex are broken. Sodium
hydroxide is also utilized for breakdown of the carbon-to-carbon
(C–C) and ester linkages in lignin molecules (ferulic acid).34,41,42

Alkali (NaOH) can deform cell wall polymers by cleaving
hydrogen and covalent bonds, and eliminate lignin compe-
tently.43,44 Surface area of wheat straw biomass is also increased
by removal of lignin and hemicelluloses. Aer pretreatment,
hemicelluloses and cellulose are hydrolyzed into fermentable
sugars.45

The advantage of usage of thermostable enzymes as a cata-
lyst in various industrial procedures, as high temperature is
oen employed in many industries. Further recovery of costly
enzymes used in industrial processes needs to be developed.
Carriers or supportive materials for enzymes immobilization
were developed recently.46,47 These materials also include
nanoparticles immobilized with zinc-superoxide dismutase and
superoxide dismutase enzymes through carrier molecules.
Magnetic nanoparticles (MNPs) are unique in nature which can
be reutilized several times.

For pretreatment of biomass, various methods are used; one
is alkali treatment which is less toxic as compared to the acidic
chemicals, sulte and sulfuric acid. Alkaline pretreatment
methods are performed under mild conditions at normal
temperature utilizing sodium hydroxide or ammonium
hydroxide. These processes eliminate the requirement of
expensive chemicals and use of unique designs to manage
difficult reaction conditions and corrosion.48,49 Recently,
1440 | RSC Adv., 2023, 13, 1434–1445
researchers have combined the alkaline method with ultra-
sound waves and determined the delignication aer the
pretreatment method for the enzyme hydrolysis of wheat waste
biomass.50 In another strategy, carbonate–oxygen pretreatment
was used which have several advantages like economical
processes, easiness of chemical recycling and sustainable
pretreatment of biomass.51,52

The structural composition of untreated wheat straw
biomass is presented in Table 1. The composition is determined
by accumulative work of many workers. Cellulose and hemi-
celluloses contents in raw wheat straw are 37, 41 and from
literature wheat straw 32.28% and 45% respectively. The
difference in contents could be attributed to different locations,
soil conditions and different times of harvest.53

Temperature, incubation time, S/L ratio and NaOH concen-
tration are involved in the alkali pretreatment of wheat straw
method. The structural changes in the biomass during pre-
treatment have great inuence during the saccharication
process. The present study showed that the wheat straw was
effectively pretreated when incubated at 30 °C for 72 hours.
Total reducing sugar determined aer process of pretreatment
varies in between 0.9 and 4.23 mg ml−1 at standard conditions
(Fig. 1).

However, S/L ratio has an immense effect on the cellulose,
lignin and hemicellulose elimination. Higher NaOH concen-
tration andmore volume of liquid resulted in carbohydrate loss,
particularly cellulose; maximum hemicellulose removal
(40.08%) was observed with 1/10 of S/L and 6.0% NaOH. In
different studies, alkali pretreatment process mostly affected
the hemicellulose solubilization as compared to cellulose.54–56

Chaudhary et al.57 also described the removal of 50% hemi-
cellulose at 7% NaOH concentration during alkali pretreatment
of S. spontaneum. Li et al.58 also reported the removal of hemi-
cellulose content from corn stover with NaOH concentration up
to 4% and S/L ratio of about 1/10.

As it is observed from Table 2, 6% NaOH pretreatment
resulted in degradation of 65% hemicellulose. Similarly, lignin
contents aer the alkali pretreatment were relatively low, indi-
cating that lignin was effectively removed (58%) by splitting the
ester bonds. In the alkaline pretreatment, porosity of the
biomass is maximum. Similar results are narrated by Zheng
et al.,59 who reported alkaline pretreatment with 2% NaOH for 1
hour, lignin and hemicellulose degradation by 84% and 31.4%
respectively. Xin et al.60 also reported the use of NaOH in the
range of 3 to 9%, at low temperature (28 °C) up to 7 days for the
rice straw delignication.

Lignin is made up of cross-linked polymers of the phenolic
components; representing high degree of complexity in the
molecular structure of biomass. Hence, it is obvious that
breakdown of lignocellulosic content resulted in the production
of different phenolic compounds present in liquid phase.34 Ho
et al.61 reported the maximum delignication of the biomass,
probably because of the successive oxidation reactions of the
phenolic compounds aer using the hydroxyl radicals produced
in the hydrolysis with hydrogen peroxide.

To observe the structural changes in the wheat straw samples
aer pretreatment and saccharication, SEM was performed
© 2023 The Author(s). Published by the Royal Society of Chemistry
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(Fig. 3a–c). The hemicellulose and lignin of the pretreated
wheat straw sample was partially removed. The wheat straw
became irregular in structure, and showed ber porosity on its
surface in contrast to the control wheat straw sample. These
outcomes are quite related to Du et al.62 who reported the
alkaline pretreatment of cotton stalk and stated that alkaline
pretreatment had removed the cellulose–hemicellulose–lignin
network, thus eliminating certain external bers.

The loosening of the internal structures in the pretreated
wheat straw sample increases the accessibility of immobilized
b-xylanase enzyme to the cellulosic and hemicellulosic
contents, thus enhancing the saccharication process and
resulted in change in hemicellulose structure. Surface of the
enzyme-hydrolyzed wheat straw sample indicates the efficient
removal of the lignin/hemicellulose and a good enzymatic
digestibility of the hemicellulose in the pre-treated wheat straw.
Our ndings are quite similar to the Jiang et al.63 and Zheng
et al.59 who observed the changes in the reed and wheat straw
respectively aer the SEM analysis. Yu et al.64 also determined
the SEM analysis of control and pretreated wheat straw samples
aer ammonium sulphite based pretreatment method and
showed the better efficiency of saccharication.

Saccharication potential (20.66%) was observed when
4.52 mg ml−1 sugar was produced from pretreated wheat straw
using the immobilized MNPs. It was found that immobilized
enzyme-MNPs were used for 11 times in enzyme hydrolysis
process. Aer completion of the 5th cycle, b-xylanase bound
MNPs showed 72% residual activity. However, aer the 7th and
8th cycle, the residual activity was reduced to 57% and 39%
respectively. This fall in the activity was due to the washing
process in which b-xylanase was separated from MNPs and also
some MNPs were also washed away from the reaction mixture.
Table 4 Saccharification potential of different enzymes on wheat straw

S. no. Enzymes Chemical method u

1 Cloned b-xylanase Low-temperature al
2 Xylanase KOH pretreatment
3 Cellulase Microwave oven
4 Cellulase Dilute acid pretreat
5 b-Glucosidase Alkaline peroxide p

Table 5 Monomeric sugar yield after saccharification analysisa

Biomass
Glucose
(mg g−1)

Xylose
(mg g−1)

Ma
(mg

Wheat straw 7.3 13.4 1.04
Sugar cane
bagasse

1.12 2.18 ND

Rice straw 1.75 1.05 ND
Sago palm bark 4.26 ND ND
Wheat straw 0.5 5.3 ND
Wheat straw 1.06 3.01 ND

a ND = not detected.

© 2023 The Author(s). Published by the Royal Society of Chemistry
Another researcher determined the enzymatic saccharication in
hemicelluloses-rich Miscanthus species under alkali pretreat-
ment process using 4%NaOH.65Wu et al.66 reported the 3.5 times
more saccharication potential of the rice straw as compared to
the untreated rice straw. Zafar et al.67 also reported the enzymatic
hydrolysis by using xylanase enzyme from Bacillus licheniformis.
In another study, maximum saccharication potential was
checked against sugarcane bagasse using the recombinant xyla-
nase enzyme.68 The saccharication efficiency obtained here be
compared and discussed with saccharication efficiencies
measured by other researchers are enlisted in Table 4.

The analysis from the reusability in the present work present
an estimation of the minimum number of recycles of the
immobilized enzyme to make the process economically advan-
tageous compared to the use of a native enzyme. Use of the
immobilize enzyme is a prominent tool that is cost-effective
mainly when applied on a large scale because of increasing
enzyme stability, reusability and activity.

HPLC analysis of ltrate clearly show the release of high
amount of arabinose, cellobiose, xylose, glucose, and other
sugars. Increased saccharication of pretreated wheat straw
using b-xylanase enzymes is because of the elimination of lignin
and hemicellulose aer sodium hydroxide pretreatment. This
clearly indicates that lignin hinders in the enzymatic hydrolysis
of lignocellulosic biomass. Lignin has been reported as the
main inhibitor for cellulolytic enzymes because of irreversible
binding to enzymes and non-productive matters as well as
a protective covering that restrict the enzymes accessibility to
cellulose.71,72 Enzymatic hydrolysis of pretreated wheat straw
leads to release of monomeric sugars i.e. glucose can be used as
sugar feedstock in microbial fermentation for biofuels and in
further economically demanding products74 (Table 5).
pretreated by different methods

sed Saccharication (%) References

kali (LTA) 20.66 This study
20.17 69

80
ment 17.8 70
retreated 15.1 70

nnose
g−1)

Arabinose
(mg g−1)

Total
(mg g−1) References

ND 21.74 73
0.5 3.8 75

1.25 4.05 76
1.49 5.68 77
6.3 12.1 78
0.05 4.12 79
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Conclusion

Alkali pretreatment method has reected one of the most
operative method since it has several benets. These comprise
operative delignication, mild reaction conditions and insig-
nicant interaction with hemicellulose. LTA method used for
pretreatment of wheat straw increase the subsequence enzy-
matic hydrolysis step because of its ability to disturb lignin,
hemicellulose and cellulose structure. The residual activity of
immobilized enzyme was 57% for 7th cycles and then from 10–
11th cycles it start to decline during saccharication. About
saccharication 20.61% was obtained with optimized condi-
tions. Furthermore, it is possible to recover and reuse b-xyla-
nase enzyme immobilized on MNPs. Alkali pretreatment
process is highly selective for removal of cellulose, hemi-
cellulose and lignin. It is expected that alkali pretreatment
could play an important part in the bio-renery industry since it
can be used not merely as a pretreatment reagent but also as
a process for fractionation.
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