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rry anthocyanin/TiO2 composite
layer-based photoanode and N-doped porous
blueberry-derived carbon-loaded Ni nanoparticle-
based counter electrode for dye-sensitized solar
cells†

Xiang Qin,‡ab Jingjing Liu,‡ab Genhui Teng,ab Baorui Liu,ab Yanhui Xie,ab Lin Maab

and Dongying Hu *ab

P25/PBP (TiO2, anthocyanins) prepared by combining PBP (blueberry peels) with P25, and N-doped porous

carbon-supported Ni nanoparticles (Ni@NPC-X) prepared using blueberry-derived carbon were used for

the application as photoanode and the counter electrode, respectively, in dye-sensitized solar cells

(DSSCs) to create a new perspective for blueberry-based photo-powered energy systems. PBP was

introduced into the P25 photoanode and carbonized to form a C-like structure after annealing that

improved its adsorption capacity for N719 dye, contributing a 17.3% higher power conversion efficiency

(PCE) of P25/PBP-Pt (5.82%) than that of P25-Pt (4.96%). The structure of the porous carbon changes

from a flat surface to a petal-like structure due to the N doping by melamine, and the specific surface

area increases. N-doped three-dimensional porous carbon supported the loading and reduced the

agglomeration of Ni nanoparticles, reducing the charge transfer resistance, and providing a fast electron

transfer path. The doping of Ni and N on the porous carbon worked synergistically to enhance the

electrocatalytic activity of the Ni@NPC-X electrode. The PCE of the DSSCs assembled by Ni@NPC-1.5

and P25/PBP was 4.86%. Also, the Ni@NPC-1.5 electrode exhibited 116.12 F g−1 and a capacitance

retention rate of 98.2% (10 000 cycles), further confirming good electrocatalysis and cycle stability.
1 Introduction

The continuous progress of urbanization has put forward new
demands and higher requirements for energy demand and
sustainable development.1 Priority selection of clean energy is
undoubtedly the right direction to solve the above problems.
Solar cells can effectively convert clean-energy solar radiation
into one of the most convenient forms of electricity, high-
lighting its dominant position.2,3 Among them, the design of
dye-sensitized solar cells (DSSCs) is inspired by nature and then
applied to the energy supply of the human environment
through simple utilization.4 For DSSCs, the research on pho-
toanodes and counter-electrode materials has never faded out
of the research eld due to its dominant position.5–7
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Taking the common titanium dioxide (TiO2) photoanode as
basic, great effects have been adopted in improving the photo-
anode by means of micro–nano structure design, multiple
heterogeneous doping, physical/chemical modication, and
other methods. Compared with transition metal element
doping and precious metal deposition, carbon material doping
has attracted widespread attention due to its wide material
sources and adjustable structure, including graphitic carbon
nitride,8,9 carbon nanotubes, porous carbon, and graphite.10 Lu
et al. doped hierarchical carbon nanobers (CFs) in TiO2 and
the photoelectron migration in the photoanode was improved.11

Khan et al. synthesized cobalt-reduced graphene oxide Co-
doped TiO2 nanoparticles by the sol–gel method, which effec-
tively improved the electron transport ability of the Co/rGO-TiO2

photoanode.12 The doping of carbon materials in the TiO2 layer
is a very effective method to improve the electron collection
characteristics of DSSCs devices.13 This is because the good
conductivity of carbon-based materials and the synergistic
effect of TiO2 photoelectric properties can effectively promote
electron transport and inhibit electronic recombination.
Moreover, carbon materials acting on the photoanode may have
a certain positive effect on the improvement of dye absorption
and catalytic photoelectric activity.14,15 Inspired by the above
RSC Adv., 2023, 13, 7267–7279 | 7267
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View Article Online
advantages, we mixed non-carbonized materials (such as chlo-
rophyll and anthocyanins natural dyes) with TiO2 before doping
and then calcined the mixture to form carbon materials natu-
rally dispersed in TiO2. The abundant functional groups of
anthocyanins, particularly hydroxyl and carboxyl groups can
interact with the Ti–O bond on TiO2 molecules to form colored
TiO2. The functional groups were adsorbed on TiO2 at high-
temperature to form carbon materials and were evenly
dispersed in TiO2. Compared with the traditional mechanical
method of doping carbon materials into TiO2, the use of
molecular bond adsorption could make the carbon materials
disperse more evenly in TiO2, thereby reducing the obstruction
of the electron shuttle and further increasing electron
migration.

The commonly used CE is the rare and precious metal Pt,
which is costly and harmful to the environment, and severely
restricts the development and application of DSSCs.16 For this
reason, research work on carbonaceous materials,17,18 transition
metal compounds19 and intrinsic conducting polymers20 as
alternatives to Pt has received attention. Among them, carbon-
based materials have the advantages of low cost, strong elec-
tron transport ability, and corrosion resistance in electrolytes.
However, the contact between carbon-based materials and the
transparent conductive substrate is unstable, which seriously
affects the electrocatalytic ability of the electrode. In addition,
metal compounds are prone to corrosion when in contact with
electrolytes, which limits their direct application.21 Yun et al.
combined bio-based carbon (BC) with transition metal
compounds (TMCs) for counter electrodes, and its PCE was
about 15% and 74% higher than that of BC CE and TMC CE.22

Qureshi et al. synthesized a hybrid GO/Fe3O4 nanocomposite,
which was also used as the counter electrode of DSSCs, and its
PCE was 57% of Pt CE.23 Hence, the combination of carbon
materials and metal compounds is an effective and direct
means to improve the electrocatalytic properties of carbon-
based materials and apply them as DSSCs. Compared with Pt,
Ni, and Pt share similar valence electron congurations and
adjacent positions, which are expected to be low-cost analogs of
Pt. Wang et al. prepared NiCo2S4 nanoparticles loaded on
carbon nanobers (CNFs), benetting from the tubular struc-
ture of CNFs, nickel and cobalt ions were loaded on the surface
of CNFs to exhibit high conductivity.24 Based on these, we used
the residue aer extracting the pigment from blueberries to
prepare N-doped blueberry-derived porous carbon-loaded Ni
nanoparticles (Ni@NPC-X) for use in DSSC counter electrodes.

Herein, we have creatively designed two functional electrode
materials (photoanode, counter electrode) with blueberries as
the key performance improvement, and veried the contribu-
tion of blueberries to the DSSC electrode. The P25/PBP photo-
anode was prepared by mixing TiO2 (P25) and the blueberry dye,
while the Ni@NPC-X counter electrode was prepared by loading
Ni nanoparticles onto biomass blueberry-based N-doped carbon
material. The elemental composition, structural composition,
surface morphology, and photovoltaic parameters were
analyzed by XRD, Raman spectroscopy, XPS, SEM, and J–V
curves. The electrochemical characteristics of the Ni@NPC-X
material in the supercapacitor electrodes were used to further
7268 | RSC Adv., 2023, 13, 7267–7279
conrm their excellent electrocatalytic performance and energy
storage capacity. This research provided new ideas for
blueberry-based photovoltaic-electric energy systems.

2 Experimental sections
2.1 Materials and reagents

Nickel acetate tetrahydrate (Ni(CH3COO)2$4H2O), chlor-
oplatinic acid hexahydrate (H2PtCl6$6H2O), Ru-based photo-
sensitizer dye (N719) were provided by Aladdin Chemical
Reagent Co., Ltd (Shanghai, China). Polymer spacers (Surlyn)
with a thickness of 60 mm and FTO glass slides with a size of 2.5
× 2 cm (resistivity of ∼7 ohm sq−1) were provided by Yingkou
Opivite New Energy Technology Co., Ltd (Yingkou, Liaoning,
China). Fresh blueberries (produced in Peru) were obtained
from Beijing Jingdong Century Trading Co., Ltd (Beijing,
China).

2.2 Preparation of electrode materials

2.2.1 Preparation of the P25/PBP composite. 1 g of blue-
berry powder (BP) was dissolved in 30 ml of ethanol to extract
the blueberry dye (anthocyanins) to obtain a puried and dis-
solved blueberry dye solution. The above solution was dried at
50 °C for 12 h and ground into powder (PBP). 1.2 g TiO2 (P25)
and 0.05 g PBP were mixed with an appropriate amount of
ethanol to obtain a TiO2-blueberry dye composite (P25/PBP). To
obtain P25/PBP with different PBP contents, the added amount
of PBP was 0.025 g, 0.1 g, and 0.2 g, respectively, denoted as P25/
PBP-1, P25/PBP-2, and P25/PBP-3, respectively.

The preparation strategy of the Ni@NPC-X composite is
represented in Fig. S1.† Blueberry powder (BP) was pre-
carbonized in nitrogen at 700 °C for 2 h to obtain a pre-
carbonized BP. 1 g of pre-carbonized BP was added to 20 ml
of 2 g KOH solution and homogenized by stirring at 25 °C for
4 h. The mixed solution was concentrated at 70 °C for 24 h, then
annealed at 700 °C for 2 h in nitrogen, and aer the temperature
dropped to 25 °C, the resulting sample was stirred in 1 M HCl
for 2 h. The samples were then puried with distilled water and
ethanol until the cleaning solution was neutral, and dried at
80 °C to obtain PC. 1 g of PC, 0.5 g of Ni(CH3COO)2$4H2O, and
1 g of melamine (1.5 g or 2 g) were added into 60 ml distilled
water, hydrothermal heating at 160 °C for 12 h, and then
annealing at 600 °C for 3 h under N2 atmosphere. Finally, the N-
doped porous carbon composites loaded with Ni nanoparticles
were obtained and named Ni@NPC-X (X = 1, 1.5, and 2, rep-
resenting the amount of melamine added). In addition, in order
to compare the effect of N-doping, Ni@PC was prepared by the
same method, except that melamine was not added.

2.3 Assembling of DSSCs

2.3.1 The preparation of photoanodes. FTO conductive
glass was washed twice with detergent, conductive glass clean-
ing solution, and distilled water in a sequence, and dried in an
oven. Firstly, the P25/PBP sol was evenly scraped on the clean
FTO glass by the scraper technique to obtain the P25/PBP
electrode by sintering at 450 °C for 30 min. The upper P25/
© 2023 The Author(s). Published by the Royal Society of Chemistry
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PBP electrode was then kept in a 40 mM TiCl4 solution at 70 °C
for 30 min and re-sintered at 450 °C for 30 min. Finally, the
prepared P25/PBP electrode was immersed in 0.5 mM N719 dye
at 25 °C for 18 h in dark to obtain a dye-sensitized photoanode.

2.3.2 Preparation of counter electrodes (CEs). 0.2 g of the
prepared Ni@NPC-X, 15 mg of TiO2, and 20 mL of Triton X-100
were placed in 1 ml of distilled water to obtain the mixed
slurry by ultrasonication for 1 h. The mixed slurry was evenly
scraped on the clean FTO glass by the scraper technique to
obtain Ni@NPC-X CEs by sintering at 450 °C for 30min under N2

atmosphere. Pt CEwas obtained by adding 20mMH2PtCl6$6H2O
onto FTO glass as a control and sintering at 450 °C for 30 min.

2.3.3 The assembly of DSSCs. The dye-adsorbed photo-
anode (P25/PBP, P25) and counter electrode (Ni@NPC-X, Pt)
were assembled with a 60 mm Surlyn lm to obtain the DSSCs.
Then, an electrolyte consisting of 0.025 M I2, 0.1 M guanidine
thiocyanate, 0.5 M 4-tert-butylpyridine, 0.6 M 1-methyl-3-
propylimidazolium iodide in a mixture of acetonitrile/
valeronitrile (85 : 15 v%) was lled into the through hole of
the CE cell, and then the hole was sealed with a sealing lm.
2.4 Characterization and performance tests

The physical/chemical structures of the DSSCs electrodes were
characterized using an X-ray diffractometer (XRD), scanning
electron microscope (FE-SEM), X-ray photoelectron spectros-
copy (XPS), Fourier transform infrared spectrometer (FTIR),
Raman spectrometer, and Brunau–Emmett–Taylor (BET), as
detailed in the ESI.† DSSCs performance tests included photo-
current density voltage (J–V) curves, electrochemical impedance
spectroscopy, Tafel polarization, cyclic voltammetry, and open
circuit voltage decay (OCVD) curves, as detailed in the ESI.†
3 Results and discussion
3.1 Morphology and composition analysis

In order to explore the effect of PBP doping on the morphology
of P25 particles, P25 and P25/PBP were characterized by SEM.
Fig. 1 SEM images of P25 (a–c) and P25/PBP (d–f).

© 2023 The Author(s). Published by the Royal Society of Chemistry
The surface of the P25 photoanode hints at the homogeneity of
the TiO2 particle distribution (Fig. 1a–c). Aer adding PBP, the
particle size of TiO2 in P25/PBP (Fig. 1e and f) increases, and the
interparticle gap becomes larger, which can enable better
adsorption of the N719 dye. Further, as shown in Fig. S2,† the
addition of PBP increased the SBET of P25/PBP (36.89 m2 g−1)
compared with P25 (24.59 m2 g−1), which is conducive to
increasing the dye loading capacity of N719.

For CEs, it can be clearly seen that the blueberry powder-
based carbon (PC) displayed a porous structure (Fig. 2a–c) orig-
inating from KOH-activated etching. In Ni@PC that is not doped
with N, the Ni nanoparticles were loaded on the surface of PC,
and the pore structure may have been covered, causing the
diffusion of the electrolyte through the material to be hindered
(Fig. 2d–f). Notably, when N was doped into the Ni@PC, the base
morphology of the Ni@PC changed from a at surface to a 3D
petal-like shape (Fig. 2g–i). This promoted the diffusion of the
electrolyte through the material, and the characteristic shape
facilitated the loading of Ni nanoparticles. As shown in Fig. 2i,
there were no other impurities on the surface of the Ni@NPC-1.5
composite material. Its morphology presented an open petal-like
shape, and the size of the Ni particles loaded was ∼10 nm.
Furthermore, the SEM mapping shown in Fig. 2j revealed the
uniform elemental distribution of C, N, and Ni in the entire
Ni@NPC-1.5, suggesting the uniformity of Ni nanoparticles onN-
doped PC from the aspect of morphology distribution.

Further to understand the inuence of N doping on the
morphology of Ni@NPC-X, morphologies at different N doping
levels were studied, as shown in Fig. S3.† The structural char-
acteristics of the Ni@NPC-1.5 composite material showed that
the morphology of the composite material can be adjusted by
reasonably controlling the N-doped content. The pore charac-
teristics of PC, Ni@PC, Ni@NPC-1, Ni@NPC-1.5, and Ni@NPC-
2 are represented in Fig. S4.† Carbon-based materials exhibited
a large specic surface area (SBET), which enhanced the number
of active sites and electrolyte contact, and thus reecting as
prospective to improve the electrochemical performance of CE.
RSC Adv., 2023, 13, 7267–7279 | 7269
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Fig. 2 SEM images of PC (a–c), Ni@PC (d–f), Ni@NPC-1.5 (g–i), and SEM mapping (j) of Ni@NPC-1.5.
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PBP and P25 were bonded through functional groups to form
a colored P25 powder. The crystal structure and composition of
PBP, P25, and P25/PBP aer calcination at 450 °C were analyzed
by XRD and Raman spectroscopy (Fig. 3a). For P25, the
diffraction peaks at 2q = 25.27°, 37.01°, 37.70°, 38.49°, 48.11°,
53.90°, 55.11°, 62.08°, 62.71°, 68.69°, 70.30°, 74.02°, and 75.06°
corresponded to the (101), (103), (004), (112), (200), (105), (211),
(213), (204), (116), (220), (107), and (215) crystal planes of
anatase.25 The diffraction peaks at 2q = 27.40°, 36.11°, 39.18°,
41.19°, 44.10°, and 54.29° corresponded to (110), (101), (200),
(111), (210), and (211) crystal planes of rutile.26 The diffraction
peak at 2q = 23° was attributed to the (002) crystal plane of
amorphous carbon, suggesting that PBP was constructed by
sintering at 450 °C is an impurity-free carbon, which was also
veried from the FTIR analysis (Fig. S5a†).27 P25 and P25/PBP
showed little difference in diffraction peaks, suggesting that
PBP did not have a negative effect on P25 from the lattice
structure level. The Raman spectroscopy analysis of PBP, P25,
and P25/PBP, shown in Fig. 3b, also conrmed the same anal-
ysis results. The appearance of anatase titanium dioxide located
at 143, 397, 515, and 639 cm−1, and the D and G peaks of the
7270 | RSC Adv., 2023, 13, 7267–7279
graphite at 1365 and 1590 cm−1 in P25 suggested the existence
of P25 and C atoms in the P25/PBP composite.25

The crystal characteristics of the nitrogen-doped porous
carbon-supported Ni composites (Ni@NPC-X) were investigated
using XRD and Raman spectroscopy (Fig. 3c and d). The (002)
and (100) planes of the typical graphitic carbon were found in all
samples near 2q = 23° and 43.5°, implying the main features of
amorphous carbon.27 Compared with PC and Ni@PC without N
doping, the diffraction peak of Ni@NPC-X on the (002) crystal
plane was shied, and the shi amplitude increased with the
increase in the melamine proportion, which may be due to the
double effect of KOH and melamine leading to more defects in
the carbon-based material.28 In addition, the (111), (200), and
(220) planes of Ni were also found at 2q= 44.3°, 51.6°, and 76.2°,
respectively.29 In Fig. 3d, the distinct peaks at ∼1351 cm−1 and
∼1589 cm−1 were considered to be typical D and G peaks of
graphite.30 Furthermore, ID/IG of Ni@NPC-1.5 (0.99) was stronger
than that of Ni@NPC-1 (0.94), and Ni@NPC-2 (0.96), indicating
that the structure of Ni@NPC-1.5 had many structural defects,
which resulted in the increase of electrochemically active sites
and the benecial effect of the electrolyte transport.31
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 XRD patterns (a and c) and Raman spectra (b and d).
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Furthermore, Fig. 4 shows the chemical composition,
chemical bond properties, and bonding states of the surface
elements on P25/PBP and Ni@NPC-1.5 surfaces. For P25/PBP
(Fig. 4a), the presence of Ti, O, and C is supported. The high-
resolution Ti 2p spectrum showed representative strong
binding energy peaks at 458.4 eV and 464.1 eV ascribed to Ti
2p3/2 and Ti 2p1/2, respectively.32 The deconvolution of the high-
resolution O 1s spectrum indicated peaks at 529.7 eV and
530.6 eV, due to Ti–O and OH on the Ni@NPC-1.5 surface
(Fig. 4e). The high-resolution spectrum of C 1s indicated peaks
at 284.4 eV, 285.6 eV, and 288.3 eV corresponding to C–C, C–O,
and C]O, respectively.33,34

In particular, the full spectrum Ni@NPC-1.5 shown in Fig. 4c
indicated the presence of C, N, and Ni elements, which
conrmed that N was doped into the sample. The formation of
N-doped PC was further illustrated by the presence of C–N and
C]N bonds indicated by the peaks at 285.8 eV and 286.7 eV in
the high-resolution C 1s spectrum in Fig. 4g.35 Analysis of the N
1s spectrum revealed that the proportions of pyridine N,
pyrrolic N, and graphitic N at 398.5, 400.5, and 402.9 eV were
8.4, 51, and 40.6%, respectively.36 The high proportion of
pyridine N and pyrrole N formed in the carbon structure has the
potential for electrocatalysis.37 Graphite N can improve the
electrical conductivity of carbon materials, and both can play
a vital role in improving the catalytic reduction performance of
carbon materials.38 Moreover, as shown in Fig. 4i, the charac-
teristic peak at 854.8 eV for the high-resolution Ni 2p belongs to
© 2023 The Author(s). Published by the Royal Society of Chemistry
metallic Ni, which provides the basis for that Ni(CH3COO)2-
$4H2O was carbo-thermally reduced to Ni monomers.39 The
trace Ni2+ with the characteristic peak at 860.9 eVmay be caused
by the surface oxidation in the air.
3.2 Performance of DSSCs assembled using P25/PBP and Pt

The fabricated DSSCs of P25-Pt, P25/PBP-Pt, P25/PBP-1-Pt, P25/
PBP-2-Pt, and P25/PBP-3-Pt were tested under 1 sun condition
with 0.25 cm2. As shown in Table 1 and Fig. 5, the analysis
results of the J–V curve showed that the descending order of PCE
was P25/PBP-Pt (5.82%) > P25/PBP-2-Pt (5.63%) > P25/PBP-1-Pt
(5.46%) > P25-Pt (4.96%) > P25/PBP-3-Pt (4.11%) (Fig. 5a). P25/
PBP-Pt showed the highest PCE, which is better than pure
P25-Pt. The open circuit voltage (Voc) was 0.71 V for both P25/
PBP-Pt and P25-Pt, and the ll factor (FF) increased with the
addition of PBP, possibly due to the better conductivity of
carbon materials.40 The Jsc of P25/PBP-Pt (14.66 mA cm−2) was
13.3% higher than that of P25-Pt (12.94 mA cm−2), which
enhanced the performance of P25/PBP-Pt. The addition of PBP
played a positive role in the enhancement of photocurrent,
which was also reected in PCE. The addition of PBP increased
the optical absorbance of P25/PBP in the visible region (sup-
ported by Fig. S5b†). The Nyquist plots (Fig. 5b) and Bode plots
(Fig. 5c) of DSSCs fabricated at different contents of PBP, and J–
V curves (Fig. 5d) of P25-Pt and P25/PBP-Pt further conrmed
the effect of PBP on the PCE enhancement.
RSC Adv., 2023, 13, 7267–7279 | 7271
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Fig. 4 XPS spectra of P25/PBP, Ni@PC, PC and Ni@NPC-1.5 (a–i).

Table 1 Performances of P25-Pt and P25/PBP-Pta

DSSCs Voc (V) Jsc (mA cm−2) FF PCE (%) Rs (U) Rct (U) fmax (Hz)

P25-Pt 0.71 � 0.01 12.94 � 0.2 0.54 � 0.01 4.96 � 0.08 23.1 83.9 12.10
P25/PBP-Pt 0.71 � 0.01 14.66 � 0.1 0.56 � 0.01 5.82 � 0.08 21.6 76.8 5.63
P25/PBP-1-Pt 0.71 � 0.01 12.62 � 0.2 0.61 � 0.01 5.46 � 0.02 21.0 86.9 8.06
P25/PBP-2-Pt 0.67 � 0.01 13.56 � 0.2 0.62 � 0.01 5.63 � 0.06 23.5 78.7 6.62
P25/PBP-3-Pt 0.72 � 0.01 8.38 � 0.3 0.68 � 0.01 4.11 � 0.08 23.7 100.7 8.46

a Voc: open-circuit voltage, Jsc: short-circuit current density, FF: ll factor, PCE: power conversion efficiency, Rs: volume resistance, Rct: charge-
transfer resistance.
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EIS-curve analysis was adopted as a more comprehensive
understanding of the relationship and underlying reasons
between the introduction of PBP and the enhancement of opto-
electronic properties (Fig. 5e). Rs and R1 between the electrolyte/
CE interfaces of P25/PBP-Pt and P25-Pt were approximately the
same,41 due to the use of Pt CEs. The main difference is that the
Rct between the TiO2/dye/electrolyte interfaces (76.8 U) of P25/
PBP-Pt was less than P25-Pt (83.9 U), which meant that P25/
PBP-Pt had better electron transfer ability.42 This is benecial
to substantially increase the PCE of DSSCs.
7272 | RSC Adv., 2023, 13, 7267–7279
Fig. 5f depicts the Bode plots of P25/PBP-Pt and P25-Pt.
Compared with ∼12.1 Hz for P25-PT, the fmax value for P25/
PP-PT had a benecial decrease (∼5.63 Hz). According to the
electronic lifetime calculation formula: sn = 1/2pfmax,43 it can be
seen that P25/PBP-Pt had a larger sn and a faster electron
transfer ability. This result indicates that the addition of PBP
has a positive effect on accelerating the electron transfer ability
of the P25 photoanode.

Dark current and OCVD tests and analyses are necessary to
study the effect of adding PBP on the electron lifetime. Fig. 5g
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 J–V curves (a), Nyquist plots (b), and Bode plots (c) of DSSCs assembled with different contents of PBP; J–V curves (d), Nyquist plots (e),
Bode plots (f), dark current diagrams (g), V–T curves (h), UV-vis absorption spectra (i) of P25/PBP and P25.

Fig. 6 The electrochemical stability of DSSCs based on P25 and P25/
PBP photoanode.
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shows the J–V curve of P25/PBP-Pt and P25-Pt under dark
condition. Under the additional voltage, P25/PBP-Pt showed
a lower dark current, indicating that the dark reaction and the
hole–electron recombination of P25/PBP-Pt were small. As can
be seen from the OCVD curve in Fig. 5h, the voltage decay rate of
P25/PBP-Pt was slower while the light source was removed. As
shown in the sn–V curves in the inset of Fig. 5h, in the voltage
range of 0–0.7 V, the sn of the P25/PBP-Pt is greater than that of
P25-Pt.44

Furthermore, as shown in Fig. 5i, the UV-vis absorptions of
the photoanode aer the dye adsorption on P25/PBP and P25
with similar thickness were tested. Both P25/PBP and P25
showed strong absorption peaks at 550 nm in the visible region
of 300–800 nm, corresponding to the main absorption peak of
N719 dye. The absorbance of P25/PBP at the maximum
absorption peak was 6.8% higher than that of P25. This result
showed that the addition of PBP enhanced the absorption
capacity of P25/PBP to N719 dye, thereby, increasing Jsc. Using
0.5 M NaOH to analyze the content of N719 dye loaded on the
photoanode, the loading of the P25/PBP (15.3 × 10−8 mol cm−2)
was greater than that of P25 (16.8 × 10−8 mol cm−2).
© 2023 The Author(s). Published by the Royal Society of Chemistry RSC Adv., 2023, 13, 7267–7279 | 7273
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The electrochemical stability of DSSCs assembled with P25/
PBP photoanode and Pt CE was measured under simulated
illumination in the I−/I3

− electrolyte for 72 h against the P25
photoanode. As shown in Fig. 6, the Voc and Jsc of the DSSCs
based on the P25 photoanode continued to decrease aer the
test, resulting in a decrease in the PCE value from the initial
value of 4.96% to 2.8%, and the decay rate reached 43.5%. For
DSSCs assembled with the P25/PBP photoanode, Voc decreased
from 0.71 V to 0.68 V, Jsc decreased from 14.66 mA cm−2 to 12.21
mA cm−2, and the PCE decay rate was only 28.7%with the initial
value of 5.82%; the decay rate of P25/PBP photoanode was lower
than that of the P25 photoanode. PBP not only increased the
adsorption of dyes on the photoanode but also effectively
inhibited the decay of DSSCs to a certain extent, providing
a sustainable and stable capacity.
Fig. 7 J–V curves (a), schematic of the assembled DSSCs of P25/PBP
Ni@NPC-X, Pt, and PC at 50 mV s−1.

Table 2 Photovoltaic and electrochemical parameters of the cells with

CEs Vov (V) Jsc (mA cm−2) FF

PC 0.63 � 0.01 8.93 � 0.2 0.33 � 0.01
Ni@PC 0.68 � 0.01 8.49 � 0.4 0.51 � 0.02
Ni@NPC-1 0.72 � 0.01 9.49 � 0.2 0.55 � 0.01
Ni@NPC-1.5 0.70 � 0.01 11.17 � 0.4 0.62 � 0.02
Ni@NPC-2 0.67 � 0.01 9.13 � 0.5 0.49 � 0.02
Pt 0.71 � 0.01 14.66 � 0.1 0.56 � 0.01

a Ip: current density of cathode peak, Ep: difference of REDOX peaks, Rct:

7274 | RSC Adv., 2023, 13, 7267–7279
3.3 Performance of DSSCs assembled by P25/PBP and
Ni@NPC-X

Nitrogen-doped porous carbon-covered Ni composites (Ni@NPC)
were strategically prepared by using the natural three-
dimensional network structure of biomass-based carbon as
a carrier and introducing Ni nanoparticles to reduce the
agglomeration of metal particles. Therefore, the comprehensive
performance of the DSSCs assembled with Ni@NPC as the
counter electrode and P25/PBP as the photoanode was evaluated.

Fig. 7a shows the J–V curves of the DSSCs assembled with
P25/PBP and Ni@NPC-X. Fig. 7b shows the schematic of the
assembled DSSCs of the P25/PBP photoanode and Ni@NPC-X
CEs. The relevant PV evaluation indexes are represented in
Tables 2 and S1.† The PCE of Ni@PC-based DSSCs (2.94%) is
greater than that of PC-based DSSCs (1.86%), reecting the
photoanode and Ni@NPC-X CEs (b), CV curves (c and d) of Ni@PC,

different CEsa

PCE (%) Ep (mV) Ip (mA cm−2) Rct (U) Rs1 (U)

1.86 � 0.02 882 −4.83 13.61 20.67
2.94 � 0.04 742 −6.02 9.82 22.96
3.88 � 0.05 682 −6.50 5.39 16.67
4.86 � 0.08 628 −8.50 3.02 20.09
2.99 � 0.05 721 −7.83 7.08 17.53
5.82 � 0.08 588 −6.15 4.91 17.29

charge transfer resistance, Rs1: series resistance.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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enhanced catalytic reduction ability of PC for I3
− aer Ni

addition. In addition, DSSCs based on N-doped Ni@NPC-X CEs
have signicantly improved the photovoltaic performance
compared to that showed by PC and Ni@PC, and showed an
enhanced effect in the catalytic reduction of I3

−. With the
increase in the N doping content, the FF values from Ni@NPC-1
to Ni@NPC-1.5 gradually increased, and the increase in the FF
value promoted the improvement in the PCE values. The addi-
tion of excessive melamine reduces the SBET, resulting in the
reduction of the surface contact between the electrolyte and
electrode and the increase of the internal resistance of the
electron transmission, which is reected in the decrease of FF
value at Ni@NPC-2. Correspondingly, the PCE of Ni@NPC-X (X
= 0, 1, and 1.5) CEs has a certain relationship with the amount
of N doping, which changes from an increasing trend to
decreasing trend, that is, when the N doping amount reaches
2 g, the PCE decreased. Only when the amount of N doping is
appropriate, the PCE of Ni@NPC-1.5 is the highest, reaching
4.86%, with Voc of 0.70 V, Jsc of 11.17 mA cm−2, and FF of 0.62.

The electrocatalytic activity and I3
− reduction reversibility of

PC, Ni@NPC-X, and Pt CEs were studied from CV curves, and
the photovoltaic performance differences of different CEs-based
DSSCs were evaluated.45 The CV curves of CEs at 50 mV s−1 are
illustrated in Fig. 7c and d. Notably, Ni@NPC-X has a much
larger background current density than PC, Ni@PC, and Pt due
to the increase of vacancy defects in the N-doped composites
and the effective adsorption of I3

− ions at the defect sites, which
is benecial for the generation of double capacitance.46 It can be
seen that in all composite materials CEs, the Ip values vary from
Fig. 8 Nyquist plots (a) of PC, Ni@PC, Ni@NPC-X, and Pt under a bias
a symmetrical cell assembled based on Ni@NPC-X CE (b), PCE and Rct v

© 2023 The Author(s). Published by the Royal Society of Chemistry
high to low, following Ip(Ni@NPC-1.5: 8.5 mA cm−2) > Ip(-
Ni@NPC-2: 7.83 mA cm−2) > Ip(Ni@NPC-1: 6.5 mA cm−2) > Ip(-
Ni@PC: 6.02 mA cm−2) > Ip(PC: 4.83 mA cm−2), which is the
basis for the highest electrocatalytic activity of Ni@NPC-1.5.47

The order of DEp values varying from low to high is DEp(-
Ni@NPC-1.5: 628 mV) < DEp(Ni@NPC-1: 682 mV) < DEp(-
Ni@NPC-2: 721 mV) < DEp(Ni@PC: 742 mV) < DEp(PC: 882 mV),
showing that the increase of reaction power speed leads to the
decrease of DEp value.48 The higher Ip and smaller DEp value of
Ni@NPC-1.5 comprehensively reect its superiority in catalytic
reduction of I3

−. The reason may lie in the enhancement of the
specic surface area of the vacancy defect sites and carbon-
based materials by N doping, promoting the adsorption of
electrolytes and accelerating the transfer of charge, which are
benecial to the realization of high electrocatalysis during the
catalytic reduction of I3

− and fast reaction kinetics.
Analysis of the Nyquist plots of symmetric cells assembled

based on the same CE is essential to further explain the
difference in key properties of DSSCs constructed from different
CEs (Fig. 8a and 9).49 The schematic diagram of the symmetrical
cell assembled based on Ni@NPC-X CE is shown in Fig. 8b. In
fact, the Rs1 value of all CEs is close to that of Pt, concentrated
between 16–23 U, indicating that the prepared CEs material has
good adhesion to conductive glass. Notably, Ni@NPC-X
exhibited a low Rct of 3–8 U, in contrast to PC (13.61 U) and
Ni@PC (9.82 U), which also implied that N doping enhanced
the well-being of I3

− reduction through good electrocatalytic
activity. As shown in Fig. 8d, the excellent electrocatalytic
performance of the three-dimensional network structure of
voltage of 0 V based on the symmetrical cells, Schematic diagram of
alues (c), schematic of Ni@NPC-X CE reduction I3

− (d).
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Fig. 9 Nyquist plots at various bias voltages.
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multiple defect sites provided by the N-doped biochar cooper-
ates with Ni metal ions. Therefore, the proper N-doped
Ni@NPC-1.5 has the lowest Rct of 3.02 U, which is even lower
Table 3 PCE values of DSSCs based on various biomass-derived carbon

Biomass carbon CE Voc (V) Jsc (mA cm−2) FF

Aloe peel51 0.68 13.25 0.58
Pomelo peel52 0.67 13.40 0.53
Chitin53 0.69 11.33 0.61
Poplar54 0.62 12.15 0.24
Rice husk55 0.67 13.97 0.59
Bagasse56 0.69 10.70 0.37
Waste carton57 0.65 11.69 0.60
Blueberry (this work) 0.70 10.77 0.63

7276 | RSC Adv., 2023, 13, 7267–7279
than that of Pt (4.91 U). Ni@NPC-1.5 with low Rct has a higher
PCE that is closer to that of Pt, which corresponds to the Rct and
PCE curves shown in Fig. 8c.
CE

PCE (%) PCE (Pt) (%) SBET (m2 g−1)

5.20 6.46 —
4.45 6.71 534.45
4.81 6.30 359.7
1.89 6.23 272.8
5.54 6.32 268.7
2.48 6.08 —
6.19 7.51 655.36
4.86 5.84 1185.7

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. S7† represents the Tafel polarization curves of
symmetric cells assembled by the various CEs, which are
mainly adopted to explain the relationship between the over-
potential voltage (V) and the logarithmic current density (log
J). The exchange current density (J0) (0.002 mA cm−2) of the
Ni@NPC-1.5 composite was greater than that of PC (0.00093
mA cm−2), Ni@PC (0.001 mA cm−2), Ni@NPC-1 (0.0014 mA
cm−2) and Ni@NPC-2 (0.00128 mA cm−2) and Pt (0.0015 mA
cm−2), indicating that Ni@NPC-1.5 has good electrocatalysis
on I3

− reduction.50 According to eqn (1), the result of the Jo
value is also consistent with the changing trend of Rct in the
Nyquist plots.

J0 ¼ RT

nFRct

(1)

In addition, the limiting diffusion current density (Jlim) value
of the Ni@NPC-1.5 composite material is also greater than that
of other CE materials. According to eqn (2), it can be conrmed
that the surface between the I3

− ion in the electrolyte and
Ni@NPC-1.5 has a larger diffusion coefficient (D).

Jlim ¼ 2neDCNA

l
(2)
Fig. 10 CV curves (a) of Ni@NPC-1.5, GCD curves (b), specific capacitanc
000 cycles (d).

© 2023 The Author(s). Published by the Royal Society of Chemistry
The strong diffusion coefficient of the as-prepared composite
CEs is mainly due to the great SBET and mesoporous pores,
which is conducive to the diffusion of I3

− ions and the contri-
bution of N doping is that the provision of a large number of
defect sites, contributes to the increase in charge transfer,
which ultimately ensures the electrocatalytic activity of
Ni@NPC-1.5 for reducing I3

− ions.
To more intuitively evaluate the photovoltaic performance of

the biomass-blueberry composites as CEs for DSSCs, the PCE
values of other biomass-derived carbons were compared. As
shown in Table 3, the PCE value (4.86%) of the blueberry-based
CEs assembly was higher than or not signicantly different
from that previously reported for biomass carbon-based CEs
(PCE= 1.89–5.54%). In this experiment, through the synergistic
effect of KOH activation andmelamine, the specic surface area
of the blueberry carbon-basedmaterial was increased, making it
exhibit excellent electrocatalytic activity.

3.4 Analysis of the electrochemical performance of
Ni@NPC-1.5

Ni@NPC-1.5 exhibits a nearly rectangular and well-symmetrical
CV curve even with an increased scan rate (Fig. 10a). As can be
seen fromFig. 10b, the potential varies linearly with time and has
a symmetrical triangle shape. Observing the GCD curve, almost
e values (c), cycling performance for the Ni@NPC-1.5 at 6 A g−1 over 10
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no voltage drop was observed, indicating that the electrode has
a low internal resistance, can be charged/discharged quickly, and
has good rate performance. The specic capacitance of Ni@NPC-
1.5 is 120.55, 116.12, 112.46, 108.88, 107.37, 106.66, 103.94,
99.02, and 91.27 F g−1 at 0.5, 1, 2, 4, 6, 8, 10, 20 and 30 A g−1,
respectively (Fig. 10c). The cycling stability shown in Fig. 10d
represents a good capacitance retention of 98.2% aer 10 000
cycles. So, the above analysis further provides a basis for sup-
porting the good electrochemical stability and reversibility of
Ni@NPC-1.5 from an electrochemical point of view.

4 Conclusions

In the current work, the P25/blueberry anthocyanin (P25/PBP,
photoanode) composite material and the blueberry-derived N-
doped porous carbon-loaded Ni nanoparticle composite mate-
rial (Ni@NPC-X, CE) served as two functional electrodes for the
fabrication of blueberry-based DSSCs and their characteristics
and performance were evaluated. When the masses of anthocya-
nins introduced into P25 were 0.025 g, 0.05 g, 0.1 g, and 0.2 g,
different PCE values of 5.46%, 5.82%, 5.63%, and 4.11%,
respectively, were observed. Among them, the PCEwas the highest
(5.82%) with the addition of 0.05 g of anthocyanin, which is
higher than that with pure P25 (4.96%). According to electro-
chemical and UV-visible results, the combination of PBP and TiO2

reduces charge recombination and improves the dye adsorption
capacity of the photoanode. In addition, by adding 1 g, 1.5 g, and
2 g of melamine, N-doped porous carbon materials loaded Ni
nanoparticle composites (Ni@NPC-1, Ni@NPC-1.5, and Ni@NPC-
2) were constructed. Melamine changes the microscopic
morphology of bio-based materials into petals and increases the
SBET. In the Ni@NPC-X composite, PC with a porous three-
dimensional network structure was used as the electrocatalytic
Ni carrier material to reduce the agglomeration of Ni nano-
particles. Ni@NPC-1.5 showed excellent electron transfer ability
in electrochemistry with a lower Rct of 3.02U than that of Pt (Rct of
4.91 U). The PCE values of the DSSCs fabricated by Ni@NPC-1,
Ni@NPC-1.5, and Ni@NPC-2 composite materials as the
counter electrode and P25/PBP as the photoanode were 3.88%,
4.86%, and 2.99%, respectively. Among them, the PCE of DSSCs
with Ni@NPC-1.5 as CE (4.86%) was the highest close to that of Pt
as CE (5.82%). Moreover, from an electrochemical point of view, it
provides the basis for supporting the good electrochemical
stability and reversibility of Ni@NPC-1.5. The reported blueberry
electrode material not only improved the electrochemical perfor-
mance of the photoanode but also showed a performance close to
that of Pt as the counter electrode, which provided new ideas for
blueberries-based photovoltaic-electric energy systems for DSSCs.
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