
RSC Advances

PAPER

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
M

ay
 2

02
3.

 D
ow

nl
oa

de
d 

on
 7

/2
9/

20
25

 1
2:

35
:1

3 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue
Electrochemical
Materials Electrochemistry Research Labo

Institute of Science and Technology,

prasantn1@srmist.edu.in

† Electronic supplementary informa
https://doi.org/10.1039/d3ra01657a

Cite this: RSC Adv., 2023, 13, 14139

Received 13th March 2023
Accepted 30th April 2023

DOI: 10.1039/d3ra01657a

rsc.li/rsc-advances

© 2023 The Author(s). Published by
capacitance properties of pre-
sodiated manganese oxide for aqueous Na-ion
supercapacitors†

Aneesh Anand Nechikott and Prasant Kumar Nayak *

Mn-based oxides are widely investigated as electrode materials for electrochemical supercapacitors,

because of their high specific capacitance in addition to the high abundance, low cost, and

environmental friendliness of Mn. The pre-insertion of alkali metal ions is found to improve the

capacitance properties of MnO2. While the capacitance properties of MnO2, Mn2O3, P2-Na0.5MnO2, and

O3-NaMnO2 etc. are reported, there is no report yet on the capacitive performance of P2-Na2/3MnO2,

which has already been studied as a potential positive electrode material for Na-ion batteries. In this

work, we have synthesized sodiated manganese oxide, P2-Na2/3MnO2 by a hydrothermal method

followed by annealing at a high temperature of about 900 °C for 12 h. For comparison, manganese

oxide Mn2O3 (without pre-sodiation) is synthesized by following the same method, but annealing at

400 °C. While P2-Na2/3MnO2 exhibits a high specific capacitance of 234 F g−1, Mn2O3 can deliver only

115 F g−1 when cycled at 0.4 A g−1 in an aqueous electrolyte of 1.0 M Na2SO4 in a three-electrode cell.

An asymmetric supercapacitor Na2/3MnO2‖AC is assembled, which can exhibit a SC of 37.7 F g−1 at

0.1 A g−1 with an energy density of 20.9 W h kg−1, based on the total weight of Na2/3MnO2 and AC with

an operational voltage of 2.0 V and possesses excellent cycling stability. This asymmetric Na2/3MnO2‖AC

supercapacitor can be cost-effective considering the high abundance, low-cost and environmental

friendliness of Mn-based oxides and aqueous Na2SO4 electrolyte.
1. Introduction

There is growing research interest in electrochemical super-
capacitors because of their high-power density and long cycle-
life.1–6 While batteries possess high energy density
(>50 W h kg−1), conventional capacitors exhibit a high-power
density of 103 kW kg−1. Electrochemical supercapacitors pos-
sessing intermediate energy density (5–10 W h kg−1) and power
density (>103W kg−1) bridge the gap between them.1,6 Currently,
aqueous Zn-ion hybrid capacitors and batteries with higher
energy to power ratio nd great potential to overcome the low
energy density of aqueous supercapacitors.7,8 While super-
capacitors can nd many applications, these can be used
complementary to batteries in electric vehicles where they can
withstand high pulse power. Depending on the charge storage
mechanism, there are two types of supercapacitors, namely
electrical double-layer capacitors, where the capacitance arises
due to the physisorption of ions from/to the electrode, and
pseudo-capacitors involving the Faradaic redox reaction of
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tion (ESI) available. See DOI:

the Royal Society of Chemistry
active material.9–11 The double-layer capacitance of activated
carbon (AC) is limited to 100–250 F g−1 depending on the
surface area of the AC sample as well as the electrolyte used.12,13

Pseudo-capacitances of transition metal oxides are found to be
higher than the double-layer SC of AC. Among transition metal
oxides, RuO2 is a promising electrode material, because of its
high SC of 700–800 F g−1.14–17 However, low-cost and
environment-friendly metal oxides such asMnO2, NiO, Ni(OH)2,
NiCo2O4 are widely studied as alternatives to toxic and costly
RuO2.18–27 For example, Munawar et al. synthesized ower-like
NiO by a surfactant-assisted method, which exhibited a SC of
397 F g−1 at a specic current of 1 A g−1.26 Recently, Yewale et al.
synthesized plate-like NiCo2O4 by a hydrothermal method,
which exhibited a SC of 550 F g−1.27 Also, there is growing
interest on transition metal suldes such as CuCo2S4, Co3S4,
NiCo2S4 etc., because of their high specic capacitance
values.28–31 Abuali et al. synthesized CuCo2S4 nanoparticles in
polyaniline hollow spheres, which can exhibit a SC of 1120 F g−1

at a specic current of 1 A g−1.29 However, these materials
exhibit their capacitance properties in alkali solutions, which
are not environmentally friendly.

Mn-based cheap oxides can exhibit SC of 150–300 F g−1

depending on the crystallographic form, morphology and the
nature of the aqueous electrolyte used. The pre-insertion of
alkali metal ions (Na+, K+) is found to inuence the capacitance
RSC Adv., 2023, 13, 14139–14149 | 14139
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properties of MnO2.32,33 While the capacitance properties of
MnO2, Na0.21MnO2, Na0.5MnO2, and NaMnO2 etc. are well
studied and reported, the performance of P2-Na2/3MnO2 (which
has been investigated as a potential positive electrode material
for Na-ion batteries) is not yet studied. The capacitive perfor-
mance of MnO2 and alkali metal ion pre-inserted MnO2 are
listed along with our current work in Table 1.32–42

The energy density of supercapacitors depends on the
specic capacitance of electrode materials and the operating
voltage that depends on the stability of the electrolyte. Based on
the electrode materials used, there are two types of super-
capacitors, namely symmetric as well as asymmetric super-
capacitors. The symmetric supercapacitors involving two
similar electrodes possess limited energy density due to low
operational voltage in aqueous electrolytes. However, asym-
metric supercapacitors employing two different types of elec-
trodes can be operated with a higher voltage, thus increasing
their energy density as compared to symmetric supercapacitors.
Among various asymmetric supercapacitors, MnO2‖AC,43–47

NaMnO2‖AC,34–36,48 and NiCoO2‖AC49–52 are reported to exhibit
energy density of 10–30 W h kg−1. Asymmetric supercapacitors
based on MnO2‖AC use mostly amorphous MnO2, which does
not exhibit good cycling performance. Layered sodiated transi-
tion metal oxides are classied as O3 and P2-type depending on
the site which Na occupies. P2-Na2/3MnO2 is widely studied as
a positive electrode material for rechargeable Na-ion
batteries.53–56 Although the electrochemical performance of
O3-type NaMnO2 and P2-type Na0.21MnO2 and Na0.5MnO2 for
supercapacitor studies is reported, to the best of the authors'
knowledge the electrochemical performance of P2-Na2/3MnO2

as a pseudo-capacitive electrode material is not yet evaluated.
In this work, we have synthesized P2-Na2/3MnO2 by a hydro-

thermal method followed by annealing at 900 °C for 12 h. In
order to emphasize the importance of pre-sodiation, manga-
nese oxide without pre-sodiation is synthesized by the same
hydrothermal method and then annealing at 400 °C. We have
systematically investigated the electrochemical capacitive
performance of both materials by cyclic voltammetry and
charge–discharge cycling. While P2-Na2/3MnO2 exhibits a SC of
234 F g−1, Mn2O3 can deliver only 115 F g−1 when cycled at
Table 1 Specific capacitances of Mn-based oxides in an aqueous Na2SO

Electrode material Electrolyte Potent

Mesoporous MnO2 0.1 M Na2SO4 0–1.0 V
Mesoporous MnO2 0.1 M Ca(NO3)2 0–1.0
a-MnO2 0.1 M Na2SO4 0–1.0 V
d-MnO2 1.0 M Na2SO4 0–1.0 V
MnO2 nano wire 0.1 M Na2SO4 0–0.9 V
b-MnO2 nano wire 1.0 M Na2SO4 0–0.8 V
K0.6MnO2 1.0 M KTFSI 0–1.2 V
Na0.5MnO2 1.0 M Na2SO4 0–1.2 V
Na0.21MnO2 0.5 M Na2SO4 0–1.3 V
Na0.35MnO2 0.5 M Na2SO4 0–1.0 V
Na0.95MnO2 0.5 M Na2SO4 0–1.0 V
NaMnO2 0.5 M Na2SO4 0–1.1 V
Na2/3MnO2 1.0 M Na2SO4 −0.2–1

14140 | RSC Adv., 2023, 13, 14139–14149
0.4 A g−1 in 1.0 M Na2SO4 electrolyte with good cycling stability
over 4000 cycles. Finally, an asymmetric Na2/3MnO2‖AC super-
capacitor is assembled using Na2/3MnO2 as a positive and
activated carbon as a negative electrode in an aqueous electro-
lyte of 1.0 M Na2SO4, which exhibits a SC of 37.7 F g−1 within
2.0 V operating voltage with excellent cycling stability over 6000
cycles.
2. Materials and methods
2.1 Materials used

Analytical grade chemicals such as manganese nitrate, sodium
nitrate, urea, N-methyl-2-pyrrolidinone (NMP), poly(vinylidene
uoride) (PVDF), commercial activated carbon (AC) powder and
sodium sulphate were used as received. Double distilled (DD)
water was used to dissolve the metal salts and urea.
2.2 Methods

2.2.1 Synthesis and characterization of Na2/3MnO2. P2-type
Na2/3MnO2 was synthesized by a hydrothermal method followed
by annealing at 900 °C for 12 h. In a typical preparation, 5.020 g
of manganese nitrate and 1.071 g of NaNO3 were dissolved in
40 ml of DD water with stirring. Another solution containing
urea was added dropwise to this solution with continuous
stirring for 2 h. Then, the solution was transferred to a Teon-
lined stainless-steel autoclave, which is then heated at 150 °C
for 12 h. The precipitate was ltered upon cooling to room
temperature and dried, which was then heated at 500 °C for 3 h.
The obtained sample was ground to powder form and then
annealed at 900 °C for 12 h. Mn2O3 was synthesized from
manganese nitrate and urea by following the same procedure,
however, annealed at 400 °C. The obtained powder samples
ware characterized using a Bruker Advance 8 powder X-ray
diffractometer (XRD) with monochromatized Cu Ka radiation
(l= 1.54056 Å). The morphology of both samples was examined
by scanning electron microscopy (SEM) (FEI, Quanta 200). The
transmission electron microscopy (TEM) analysis was per-
formed using a JEM-2100 plus Microscope JEOL (Japan).

2.2.2 Electrode preparation and electrochemical measure-
ments. The active mass (75 wt%) was mixed with 15 wt% of
4 electrolyte

ial Specic capacitance Reference

190 F g−1 (1 A g−1) 37
240 F g−1 (1.0 A g−1) 38
166 F g−1 (0.2 A g−1) 39
210 F g−1 (0.3 A g−1) 40
350 F g−1 (0.1 mA cm−2) 41
453 F g−1 (0.5 A g−1) 42
254 F g−1 (1.0 A g−1) 32
287 F g−1 (1.0 A g−1) 33
184 F g−1 (3.0 A g−1) 34
157 F g−1 (0.2 A g−1) 35
95 F g−1 (0.2 A g−1) 35
140 F g−1 (1.0 A g−1) 36

.2 V 234 F g−1 (0.4 A g−1) This work

© 2023 The Author(s). Published by the Royal Society of Chemistry
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conductive super P carbon and 10 wt% of PVDF binder and
ground in a mortar. A few drops of N-methyl-2-pyrrolidinone
(NMP) solvent were added to the mixture and ground to
obtain a homogeneous slurry. For preparing the AC electrode,
Fig. 1 XRD patterns of (a) Na2/3MnO2, (b) Mn2O3 synthesized by hydroth

Fig. 2 SEM images (a) top view and (b) side view of Na2/3MnO2 and (c)

© 2023 The Author(s). Published by the Royal Society of Chemistry
the proportion of active mass, super P carbon and PVDF was
80 : 10 : 10 by wt%. Electrodes were prepared by repeated brush
coating onto graphite foil current collectors (0.30 mm thick) and
drying to get the desired mass. The electrodes were nally dried
ermal method followed by annealing.

Mn2O3 synthesized by hydrothermal method followed by annealing.

RSC Adv., 2023, 13, 14139–14149 | 14141
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at 100 °C for 6 h in a vacuum oven before assembling for their
electrochemical testing. The electrode area was 1.0 cm2 and the
loading of the active mass was 1.0 mg cm−2. The cyclic vol-
tammetry (CV) and galvanostatic charge–discharge (GCD) tests
of individual electrodes were performed using a three-electrode
cell using Pt foil and saturated calomel electrode (SCE) as
counter and reference electrodes, respectively, in an aqueous
solution of 1.0 M Na2SO4. The experimental results such as the
specic capacitance of the Na2/3MnO2 and Mn2O3 are reported
here aer performing the experiments for at least 2–3 times.
The experimental error is within 2–4%. The asymmetric Na2/
3MnO2‖AC supercapacitor was assembled using 4 cm × 4 cm
electrodes with a commercial cellulose acetatemembrane as the
separator and tested in a two-electrode cell using an aqueous
electrolyte solution of 1.0 M Na2SO4. The electrochemical
impedance spectra (EIS) were measured at open circuit poten-
tial (OCP) with an AC amplitude of 10mV in the frequency range
of 10 kHz to 0.01 Hz using ZIVE SP1 potentiostat/galvanostat.
3. Results and discussion

The XRD pattern measured for the synthesized Na2/3MnO2

powder material (Fig. 1a) matched well with the reported
pattern (JCPDF 27-0751).57,58 The XRD peaks at 2q of 15.8°,
31.83°, 36.29°, 39.63°, 43.62°, 48.72°, 61.95°, 64.73° and 67.09°
correspond to (002), (004), (100), (102), (103), (104), (106), (110)
and (008), respectively. Na2/3MnO2 crystallizes in hexagonal P63/
mmc space group. The alkali Na+ cation occupies the trigonal
Fig. 3 TEM results of Na2/3MnO2 showing (a) bright-field image, (b) selec

3MnO2 synthesized by hydrothermal method and annealed at 900 °C.

14142 | RSC Adv., 2023, 13, 14139–14149
prismatic site and is sandwiched between the MO2 sheets. The
lattice parameters analyzed with Xpert High score are found to
be a = b = 2.8802 Å, c = 11.264 Å with cell volume of 80.93 Å3.
The XRD pattern of Mn2O3 is matching well with the reported
pattern (JCPDF 98-005-1463) and peaks at 2q of 23.15°, 33.02°,
36.18°, 38.25°, 45.14°, 49.29°, 35.14° and 65.89° correspond to
(112), (222), (123), (004), (233), (134), (044) and (226) planes,
respectively. The synthesized materials are found to be highly
crystalline, indicated by the sharp diffraction peaks as shown in
Fig. 1. The morphology of both materials was observed by SEM.
A hexagonal plate-like morphology was observed for Na2/3MnO2

and the average particle size is found to be 2.273 mm as shown
in Fig. 2a. On the other hand, agglomerated particles were
found in case of Mn2O3 (Fig. 2c). The EDX pattern with atomic%
of Mn (38.85%) and O (61.15%) in Fig. 2c clearly indicates the
formation of Mn2O3. In TEM, the bright-eld image (Fig. 3a)
again clearly shows the platelet-like morphology of Na2/3MnO2

whereas the selected area electron diffraction shows the crys-
talline nature of the sample (Fig. 3b). The high-resolution TEM
shows fringes with an interplanar spacing of about 0.428 nm
corresponding to the (002) plane of hexagonal Na2/3MnO2.

The cyclic voltammograms (CVs) of Na2/3MnO2 were carried
out at 10 mV s−1 in order to nd the suitable potential range
where it exhibits the capacitance properties. Rectangular-
shaped CV is an indication of ideal double-layer capacitance
property whereas CVs with redox peaks indicate the pseudo-
capacitance property. A pair of redox peaks at 0.58 V and
0.40 V during anodic and cathodic sweeps, respectively, are
ted area electron diffraction (SAED) pattern, (c) HRTEM images of Na2/

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a) Cyclic voltammetry (CV) of Na2/3MnO2 in different potential ranges in an aqueous solution of 1.0 M Na2SO4, (b) CVs of Na2/3MnO2 at
different scan rates in −0.2–1.2 V vs. SCE, (c) anodic peak current vs. square root of scan rate, (d) cathodic peak current vs. square root of scan
rate, (e) CVs of Mn2O3 in different potential ranges in an aqueous solution of 1.0 MNa2SO4, (f) CVs of Mn2O3 at different scan rates in the potential
range of −0.2–1.2 V vs. SCE.
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clearly observed in the CVs measured (Fig. 4a) in the potential
range of −0.2–1.2 V, indicating the pseudo-capacitance of Na2/
3MnO2 in a wide potential range. The CVs were repeated at
different sweep rates in the potential range of −0.2 to 1.2 V vs.
SCE (Fig. 4b). Both the anodic and cathodic peak currents are
found to increase with an increase in the sweep rate, indicating
a diffusion-controlled electrode process. The peak currents were
plotted against the square root of sweep rates, which is found to
be linear (Fig. 4c and d). From the slope of these plots, the
diffusion coefficient of ions was calculated by using the Ran-
dles–Sevcik equation:
© 2023 The Author(s). Published by the Royal Society of Chemistry
Ip = 0.4463(nFD/RT)1/2ACn1/2 (1)

where Ip is the peak current, n is the number of electrons
transferred in a redox reaction, F is the Faraday's constant, R is
the universal gas constant, T is the absolute temperature, A is
the working electrode area (cm2), C is the molar concentration
of the redox-active species (mol cm−3), D is the diffusion coef-
cient (cm2 s−1), n is the scan rate (V s−1). The diffusion coef-
cient corresponding to anodic and cathodic processes are
calculated and found to be 5.1943 × 10−8 cm2 s−1 and 1.7570 ×

10−7 cm2 s−1, respectively.59 In the case of Mn2O3, the CVs were
found to be mostly rectangular with indistinct peaks when
RSC Adv., 2023, 13, 14139–14149 | 14143
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measured at 10 mV s−1 in the potential range of−0.2–1.2 V, and
the CVs were found to be symmetric without deviating from the
rectangular shape with increased scan rates (Fig. 4e and f),
similar to the previous report.60

Galvanostatic charge–discharge (GCD) cycling is widely used
to determine the SC of various electrode materials. The galva-
nostatic charge–discharge of Na2/3MnO2 andMn2O3 was carried
out at 0.4 A g−1 in various potential ranges of 0–1.0, 0–1.2 and
−0.2–1.2 V, which is shown in Fig. 5. The specic capacitances
(SC) were evaluated by using the equation:

SC = I × t/m(DV) (2)

where I is the current and (I/m) is the specic current, t is the
charge/discharge time and DV is the operating voltage vs. SCE. It
can be seen that the time taken for the charge/discharge for Na2/
3MnO2 is higher, indicating the higher specic capacitance of
Na2/3MnO2 over Mn2O3. The specic capacitances of Na2/3MnO2
Fig. 5 Galvanostatic charge–discharge cycling of (a) Na2/3MnO2, (b) Mn2
in an aqueous solution of 1.0 M Na2SO4.

14144 | RSC Adv., 2023, 13, 14139–14149
andMn2O3 were found to be 249, 226, 234 and 98.8, 102.3, 115.1
F g−1 at 0.4 A g−1 in the potential ranges of 0–1.0, 0–1.2 and
−0.2–1.2 V, respectively. Thus, Na2/3MnO2 exhibits better
capacitance property as compared to that of Mn2O3 synthesized
by following the same hydrothermal method. These SCs of Na2/
3MnO2 are found to be higher than that of NaxMnO2 in an
aqueous Na2SO4 solution already reported.32–35 It should be
noted that hydrothermally synthesized MnO2 at 140 °C for 6 h
exhibited a SC of only 193 F g−1 in 1.0 M Na2SO4 aqueous
solution.61 Also, SCs in the range of 72–168 F g−1 were reported
for MnO2 synthesized by the hydrothermal method.62 Thus, this
study clearly indicates the higher SC of hydrothermally
synthesized Na2/3MnO2 over MnO2 and Mn2O3 when studied in
an aqueous solution of Na2SO4.

The GCD cycling of Na2/3MnO2 and Mn2O3 was carried out at
different specic currents, the variation of potential w.r.t. time
in the wide potential range of −0.2–1.2 V (Fig. 6a and b) and the
plot of SC against the specic currents are shown in Fig. 6c. The
O3 at a current density of 0.4 A g−1 in different potential ranges vs. SCE

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 Galvanostatic charge–discharge cycling at various specific currents for (a) Na2/3MnO2, (b) Mn2O3, (c) plot of specific capacitances of Na2/
3MnO2 and Mn2O3 vs. specific currents in the potential range of −0.2 to 1.2 V vs. SCE.

Fig. 7 Cycling stability of Na2/3MnO2 and Mn2O3 at a specific current
of 2.0 A g−1 in the potential range of−0.2 to 1.2 V vs. SCE in an aqueous
solution of 1.0 M Na2SO4.
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SC decreased upon an increase of the specic current in both
cases, i.e., for Na2/3MnO2 about 160 F g−1 when cycled at 2 A g−1

and about 90 F g−1 at 10 A g−1 and for Mn2O3, it was about 70.8
F g−1 when cycled at 2 A g−1 and about 36.4 F g−1 at 10 A g−1.
© 2023 The Author(s). Published by the Royal Society of Chemistry
Thus, the SC decreased for both samples with an increase in
current, which can be due to the decreased utilization of active
mass at high currents. However, this result indicates the higher
rate capability of Na2/3MnO2 over Mn2O3.

In order to evaluate the long-term cycling stability of Na2/
3MnO2 and Mn2O3, the galvanostatic charge–discharge cycling
was carried out at 2.0 A g−1 in the potential range of −0.2–1.2 V
for about 4000 cycles, which is shown in Fig. 7. The initial SC of
Na2/3MnO2 was found to be 165 F g−1, which increased gradu-
ally to a value of about 170 F g−1 during initial 1600 cycles and
then started to decrease. Finally, a SC of about 160 F g−1 was
obtained aer the completion of 4000 cycles. Thus, this study
clearly indicated the long-term cycling stability of Na2/3MnO2 in
1.0 M aqueous Na2SO4 electrolyte. In the case of Mn2O3, an
initial SC of 71 F g−1 was obtained at 2.0 A g−1 when cycled in
the same potential range, which decreased to 66 F g−1 aer 4000
cycles. Thus, this result clearly indicates the importance of pre-
sodiation in the improved capacitance properties of
manganese-based oxides.

3.1 Performance of Na2/3MnO2‖AC asymmetric capacitor

Considering the better capacitance properties of Na2/3MnO2

over Mn2O3, we tried to evaluate its performance in an asym-
metric capacitor. In order to assemble an asymmetric capacitor
with activated carbon (AC) as the negative electrode, the
RSC Adv., 2023, 13, 14139–14149 | 14145
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capacitance property of AC was evaluated in 1.0 M aqueous
Na2SO4 electrolyte. The CVs of AC were recorded in various
potential ranges, whereas the GCD of AC was measured in the
potential range of 0–(−0.8 V) vs. SCE. AC shows a rectangular-
shaped CV without any redox activity, indicating its ideal
double-layer capacitive property (Fig. S1†). A SC of about 250 F
g−1 was obtained from the GCD of AC at 0.5 A g−1 (Fig. S1(b)†).
Thus, in the three-electrode cell with Pt as the auxiliary elec-
trode, both Na2/3MnO2 and AC exhibited high specic capaci-
tances of 234 and 250 F g−1, respectively, in the 1.0 M Na2SO4

electrolyte. However, in real two-electrode supercapacitors, AC
is used as the negative electrode. Hence, we also performed the
separate capacitance measurements of Na2/3MnO2 and AC
using AC as the auxiliary and SCE as the reference electrode.
The specic capacitances of Na2/3MnO2 and AC were found to
be 80 and 60 F g−1, respectively, in the potential ranges of 0–
1.2 V and 0–(−0.8) V vs. SCE (Fig. S2†). It should be noted that,
while high specic capacitances are reported in the literature
using three-electrode cells, the specic capacitances reported
for the electrochemical supercapacitors are usually less. Of
course, the SC of the supercapacitor device should be around (14)
th of the SC measured for the individual electrodes in three-
electrode cells due to the series combination of both elec-
trodes. The mass ratio of positive to negative electrode plays
a signicant factor in the evaluation of specic capacitance of
an asymmetric capacitor. Wu et al. have studied the inuence of
this mass ratio on the performance of NiCo LDH‖ AC hybrid
SC.62 Taking into account the SCs of Na2/3MnO2 and AC and the
Fig. 8 (a) CVs of asymmetric Na2/3MnO2‖AC supercapacitor in different
scan rates, (c) galvanostatic charge–discharge cycles at a specific current
an aqueous solution of 1.0 M Na2SO4.

14146 | RSC Adv., 2023, 13, 14139–14149
potential windows of individual electrodes, the mass ratio was
xed at 1 : 1.4 by following the equation as reported earlier,63,64

m+/m− = SC− × DE−/SC+ × DE+ (3)

The CVs were measured in different voltage ranges in order
to get an appropriate voltage where it shows the capacitive
property. A pair of redox peaks are clearly visible in the CVs,
indicating the pseudocapacitive properties of the asymmetric
supercapacitor, as shown in Fig. 8. It can be seen that the
supercapacitor can be cycled to 2.0 V without any sharp oxida-
tion peak at high voltages (Fig. 8). Asymmetric supercapacitors
of MnO2‖AC and NaMnO2‖AC are already reported with
working voltages of 2.0 V in aqueous electrolytes of Na2SO4.36,63

The GCD was carried out at 0.1 A g−1 in order to evaluate the SC
of this assembled supercapacitor device, which is shown in
Fig. 8c. There is a linear variation of voltage with time, which
indicates the capacitance property of the asymmetric super-
capacitor within 2.0 V. A SC of about 37.7 F g−1 was obtained at
0.1 A g−1 based on the total masses of Na2/3MnO2 and AC with
an operational voltage of 2.0 V. The GCD was carried out at
different specic currents (Fig. 8d) in order to evaluate its power
characteristic. A SC of about 16 F g−1 was obtained at 4.0 A g−1,
which indicates the high-power characteristic of this asym-
metric supercapacitor.

The long-term cycling stability was performed by galvano-
static charge–discharge cycling at 0.8 A g−1 in 0–2.0 V. An initial
SC of about 31.6 F g−1 was obtained, which increased to a value
potential ranges, (b) CVs of the asymmetric supercapacitor at different
of 0.1 A g−1, and (d) rate capability tests at different specific currents in

© 2023 The Author(s). Published by the Royal Society of Chemistry
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of 32.4 F g−1 during initial 1000 cycles and then stabilized even
aer 6000 cycles (Fig. 9). This result conrmed the long-term
cycling stability of this asymmetric Na2/3MnO2‖AC super-
capacitor. Thus, Na2/3MnO2‖AC can be a promising asymmetric
supercapacitor considering the low cost and high abundance of
Mn as well as Na.

The electrochemical impedance spectra (EIS) of the asym-
metric capacitor were measured at open circuit potential during
cycling, which is shown in Fig. 10. A semicircle at the high-
frequency region corresponding to the parallel combination of
charge transfer resistance and double-layer capacitance, fol-
lowed by a linear spike at low frequency was observed in the
Nyquist plots.63 The intercepts at high frequency were found to
be the same for the spectra measured aer 1000 and 6000
cycles, indicating that the ohmic resistance (about 0.47 ohm)
Fig. 11 Ragone plot of asymmetric Na2/3MnO2‖AC supercapacitor in
an aqueous solution of 1.0 M Na2SO4.

Fig. 10 Electrochemical impedance spectra (EIS) of asymmetric Na2/
3MnO2‖AC supercapacitor measured at open circuit potential during
extensive cycling in an aqueous solution of 1.0 M Na2SO4.

Fig. 9 Cycling stability of asymmetric Na2/3MnO2‖AC supercapacitor
at 0.8 A g−1 in an aqueous solution of 1.0 M Na2SO4.

© 2023 The Author(s). Published by the Royal Society of Chemistry
does not change upon cycling. Also, the charge transfer resis-
tance (Rct) at the electrode/electrolyte interface indicated by the
diameter of semicircles decreased slightly upon cycling, which
can support the slight increase in the SC of the asymmetric
supercapacitor with cycling.
3.2 Calculation of energy and power density

Energy density and power density are the important character-
istic features of a supercapacitor. The energy density (E) and
power density (P) of this asymmetric capacitor were evaluated by
using equations:

E ¼ 1

2
CV 2 (4)

P ¼ 1

2
VI (5)

where C is SC, V is the voltage and I is the charge–discharge
current, plotted as Ragone plot in Fig. 11. An energy density of
20.9 W h kg−1 is obtained for this asymmetric supercapacitor,
which is comparable with the reported energy density of 8–
20 W h kg−1 for MnO2 and NaMnO2-based asymmetric super-
capacitors.36,48,63,65 It should be noted that symmetric capacitors
based on AC‖AC can provide an energy density of 5–6 W h kg−1

in aqueous electrolytes, because of low voltage. Thus, the
asymmetric supercapacitor based on an aqueous electrolyte
exhibits a higher energy density than the symmetric AC super-
capacitors. A maximum power density of 4 kW kg−1 is achieved
at the specic current of 4.0 A g−1.
4. Conclusions

In this study, P2-Na2/3MnO2 and Mn2O3 are synthesized by
a hydrothermal method followed by annealing at 900 °C for
12 h. A SC of 234 F g−1 was obtained for Na2/3MnO2 whereas it
was only 115 F g−1 for Mn2O3 when cycled at a specic current of
0.4 A g−1 in 1.0 M aqueous Na2SO4 electrolyte. The specic
RSC Adv., 2023, 13, 14139–14149 | 14147
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capacitance of the asymmetric Na2/3MnO2‖AC supercapacitor
slightly increased from 31.6 to 32.4 F g−1 when cycled at
a specic current of 0.8 A g−1 during initial 1000 cycles and then
stabilized even aer 6000 cycles within 2.0 V, indicating its
remarkable cycling stability. The electrochemical impedance
study indicated that the charge transfer resistance did not
change signicantly upon extensive cycling, thus supporting the
cycling stability of the asymmetric Na2/3MnO2‖AC super-
capacitor. Additionally, the asymmetric supercapacitor exhibi-
ted an energy density of 20.9 W h kg−1 and a power density of 4
kW kg−1. Thus, the asymmetric Na2/3MnO2‖AC supercapacitor
can be very promising considering the low cost and environ-
mental friendliness of Mn-based oxides as well as that of
Na2SO4 electrolyte.
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