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biogas production: anaerobic digestion
performance and the Gompertz model
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A comparative study was performed to estimate biogas production from sludge produced by organic and

inorganic chemically enhanced primary treatments (CEPTs). To this end, the effects of two coagulants,

polyaluminum chloride (PACl) and Moringa oleifera (MO), on CEPT and biogas production in anaerobic

digestion were surveyed within an incubation period of 24 days. The optimal dosage and pH of PACl and

MO were optimized in terms of sCOD, TSS and VS parameters in the CEPT process. Next, the digestion

performance of anaerobic digestion reactors fed with sludge obtained from PACl and MO coagulants at

a batch mesophilic reactor (37 ± 1 °C) was surveyed from the biogas production, volatile solid reduction

(VSR) and Gompertz model. At the optimal conditions (pH = 7 and dosage = 5 mg L−1), the removal

efficiency of COD, TSS and VS in CEPT assisted with PACL was 63, 81 and 56%, respectively. Moreover,

CEPT assisted with MO led to the removal efficiency of COD, TSS and VS until 55, 68 and 25%,

respectively. The highest methane yield (0.598 L gVS removed
−1) was obtained in an anaerobic digestion

reactor with sludge from the MO coagulant. The anaerobic digestion of CEPT sludge instead of primary

sludge resulted in higher sCOD removal efficiency, and 43–50% of sCOD was observed compared with

the removal of 32% for the primary sludge. Furthermore, the high coefficient of determination (R2)

demonstrated the trustworthy predictive precision of the modified Gompertz model with actual data.

The combination of CEPT and anaerobic digestion, especially using natural coagulants, provides a cost-

effective and practical way to increase BMP from primary sludge.
1. Introduction

Nowadays, the rapid increase in population and urbanization
has led to an increase in sewage production. Therefore, waste-
water treatment has been known as a critical need in recent
decades. Wastewater treatment recycles and reuses water and
deals with energy and resource recovery.1 However, wastewater
treatment plants (WWTPs) produce a signicant amount of
sludge as a byproduct of the treatment process; it is estimated to
be 1% of the total raw wastewater.2 Sludge produced from
municipal WWTPs commonly contains 60–80% biodegradable
organic matter. Sludge management is a complicated and
expensive process. However, if managed properly, it can save
more than 50% of the cost of a treatment.3 Sludge management
Technology, Iran University of Medical
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and treatment have ve main stages: thickening, stabilization,
conditioning, dewatering and drying.4 Among these stages,
stabilization is a chemical and physical process that leads to the
destruction of pathogens, reducing or eliminating the potential
for odor production and reducing substances that have the
potential to attract carriers.4 There are different methods for
sludge stabilization, such as aerobic stabilization, alkaline
stabilization, composting and anaerobic stabilization.5–8 One of
the disadvantages of the alkaline stabilization method is the
increase in mass due to the addition of alkaline substances. In
addition, in the aerobic digestion method, the energy
consumption of the process is high owing to mixing and oxygen
transfer stage.4 However, among these methods, anaerobic
digestion has gained much attention owing to the production of
renewable energy.9,10 Anaerobic digestion is a biological process
for the stabilization of biomass, and it produces biogas rich in
methane.11,12 In addition, the anaerobic digestion process is
also used to reduce the volume of sludge and pathogens.9

However, the entry of sludge with desirable nutrients and
suitable total solids (TS) is one of the main concerns for
RSC Adv., 2023, 13, 17121–17129 | 17121
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Table 1 Characteristics of raw wastewater and inoculum

Parameter Raw wastewater Inoculum

pH 7.2 7.4
TS (mg L−1) 777.5 � 74.24 18 630
VS (mg L−1) 360 � 70.71 12 275
sCOD (mg L−1) 201.5 � 47.37 10 401
COD (mg L−1) 504 � 79.19 —
TSS (mg L−1) 170 � 76.36 —
TVFA (mg L−1) — 1351
Alkalinity (mg L−1) — 5404
VS/DS (%) 46 70
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View Article Online
anaerobic digesters. One of the treatment processes with the
production of sludge rich in organic matter to feed anaerobic
reactors is the chemically enhanced primary treatment (CEPT)
process.13

CEPT is a procedure that involves the addition of coagulants
to the initial sedimentation basin to enhance the capture of
organic matter into the sludge and optimize the coagulation
and occulation process for better settling results.14 CEPT
increases the removal efficiency of suspended solids, phos-
phorus, and organic matter compared to conventional primary
sedimentation; these pollutants are concentrated in the
produced sludge, which can be used as a suitable source to
increase gas production in anaerobic digestion.15,16 Further-
more, CEPT is highly recommended because of its low energy
consumption and easy operation and maintenance; it is
economical compared to biological processes.17 Coagulants
commonly used in the CEPT process include synthetic and
natural coagulants.18 Among the synthetic coagulants, poly-
aluminum chloride (PACl) is known as the most active type of
aluminum coagulant owing to the presence of Al13

7+ complex in
its structure and its high positive charge and strong binding
ability.19 In addition, some researchers have indicated that
some metal ions resulting from the chemical coagulants in the
CEPT process or the addition of PACl lead to the intensication
of the process of the anaerobic digestion of sludge, conse-
quently increasing the production of biogas by 10% and
21%.3,20,21 In addition, CEPT improves volatile organic solids by
more than 40%.22 Another type of coagulant is a natural coag-
ulant, which is non-toxic, biodegradable and environmentally
friendly.23 One of these natural coagulants is Moringa oleifera
(MO). The protein responsible for the coagulation activity in MO
seeds is observed to have a low molecular weight and cationic
peptides.24 In 1995, Gassenschmidt and colleagues studied the
composition of amino acids in MO seeds. They discovered that
the biopolymer was rich in glutamine, arginine, and proline,
along with 60 other residues. The protein was found to have
eight positively charged amino acids, including 7 arginine and 1
histidine, and 15 glutamine residues.24 The negatively charged
particles in the system are attracted to the cationic charges of
the MO protein through electrostatic interactions, resulting in
particle collisions and neutralization of charges. This ultimately
leads to the coagulation of the suspended particles and the
formation of the coagulum.24 In addition, the organic matter in
moringa contains more than 40% fat, providing a suitable
substrate for biogas production via anaerobic digestion.25

Zhang et al. (2022) employed the CEPT process to produce net
energy from sewage sludge through combined CEPT sludge and
anaerobic digestion. The authors reported an increased net
energy of treatment from 0.06 to 0.36 kW h per cubic meter of
treated sewage, which reduces the aeration process.26 The
transfer of organic carbon to CEPT sludge can either boost the
production of gas in anaerobic digestion or trigger self-
sustained combustion during sludge incineration.18 The
methane produced from the anaerobic digestion process is
used as renewable energy to keep the digesters warm, which are
mainly operated at a temperature of 35 °C.27 Feng et al. (2016)
also performed anaerobic digestion of the sludge produced
17122 | RSC Adv., 2023, 13, 17121–17129
from the CEPT process with iron chloride coagulant; the results
showed that the amount of biogas produced from the sludge of
the CEPT process was about 0.92 m3 kgVS

−1.28

The open literature review shows that, so far, all the con-
ducted studies have focused on applying the CEPT process to
increase biogas production from anaerobic digestion using
chemical coagulants. However, there are few studies on using
natural coagulants and comparing them with chemical coagu-
lants. Therefore, this study was developed to investigate the
efficiency and comparison of two coagulants, polyaluminum
chloride (PACl) and Moringa oleifera (MO) in the CEPT process
to measure the production of biogas from the sludge obtained
from CEPT in the anaerobic complete mixing digester and to
use the Gompertz model to predict biogas production.
2. Materials and methods
2.1. Material characteristics

In this study, municipal wastewater samples were withdrawn
from the southern Tehran wastewater treatment plant
(STWWTP), located in the south of Tehran, to produce sludge
via the CEPT process. Samples of wastewater were taken from
the grit chamber discharge and immediately transported to the
laboratory in a cold box at a temperature of 4 °C for further
examination. The characteristics of the wastewater samples are
summarized in Table 1. The inoculum was taken from a full-
scale mesophilic anaerobic digester from the same treatment
facility. It was incubated at a temperature of 37 ± 1 °C for 10
days to reduce the biogas production from any residual biode-
gradable organic materials.
2.2. Chemically enhanced primary treatment experiment
(CEPT experiment)

To perform the CEPT analysis, a jar test with six 1 L glass
containers was used. In this study, two types of coagulants, PACl
and Moringa oleifera, were used to produce sludge rich in an
organic load before feeding to anaerobic digesters. To this end,
different dosages of Moringa oleifera (10–50 mg L−1) and PACl
(5–30 mg L−1) were added to jars by considering different pH
values (PACl (6–8) and Moringa oleifera (3–9)).29–33 In addition,
Zetag8180 cationic polyelectrolyte coagulant aid (1.5 mL L−1) for
PACl and ferric chloride coagulant aid (20 mL L−1) for Moringa
oleifera were added to jars and mixed in two steps (rapid mixing
© 2023 The Author(s). Published by the Royal Society of Chemistry
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View Article Online
(250 rpm for 1 min) and slow mixing (60 rpm for 20 min)) and
settling (30 min) to determine the optimal condition for further
experiments. Following the coagulant jar test, the wastewater
supernatant was collected, and the Total Suspended Solids
(TSS), Chemical Oxygen Demand (COD), and Volatile Solids (VS)
parameters were measured using the procedures described in
the standard method for wastewater examination.
2.3. Anaerobic digestion reactors

In this study, to investigate the production of methane gas from
the anaerobic digestion of sludge produced by the CEPT
process, three batch bioreactors were incubated: (1) fed with
sludge from PAC coagulant with cationic polyelectrolyte
Zetag8180, (2) fed with sludge from MO coagulant with ferric
chloride (FeCl3) and (3) control sludge (C) without adding
coagulant. To assess the impact of CEPT on the Biochemical
Methane Potential (BMP) in anaerobic digestion, a total of 3
glass anaerobic reactors were used; each has a total volume of
1 L and a working volume of 500 mL. The reactors were placed
in a hot water bath. A constant volume of the inoculum (10% of
the working volume) was added to each reactor. Before incu-
bation, the batch reactors were purged with pure nitrogen gas
for 5 minutes and sealed with gas-tight rubber stoppers to
maintain anaerobic conditions. A stable mesophilic tempera-
ture of 37 ± 1 °C was maintained through hot water circulation
and monitored with a thermometer. Mixing was achieved using
a magnetic stirrer rotating at 60 rpm with 5 minutes on and 1
minute off. The volume of methane gas produced in the
anaerobic reactors during digestion was measured using the
water displacement method.34 A special gas transfer hose was
connected to the valve installed on the lid of the bottles, and the
end of this hose was placed inside a cylindrical glass column
with a capacity of 1 L, which was placed upside down and lled
Fig. 1 Schematic diagram of a lab-scale batch mode anaerobic digestio

© 2023 The Author(s). Published by the Royal Society of Chemistry
with acidic water. The reason for acidifying the water inside the
cylinder is to prevent the dissolution of carbon dioxide in the
water. Once a day, the gas outlet valve is opened, and the
amount of water displacement was recorded. Aer forming
biogas and measuring its volume, the biogas was injected into
a manometer tube lled with a 3 M soda solution. Carbon
dioxide and hydrogen sulde were dissolved in a 3 M soda
solution, and the volume of methane gas was calculated by
measuring the displacement of the soda column inside the
manometer. A diagram of the laboratory setup for the anaerobic
reactors is shown in Fig. 1. During the incubation period, other
operational parameters, such as soluble Chemical Oxygen
Demand (sCOD), Total Volatile Fatty Acids (TVFA), Dry Solids
(DS), Volatile Solids (VS), and pH, were analyzed on specic
days. All measurements were conducted three times to ensure
accuracy.

In addition, the methane content in the biogas composition
was determined with a biogas analyzer portable (Portable gas
detector, 3140 COSMOS, Japan) on a predetermined day within
the incubation period.
2.4. Analytical method

Samples of the anaerobic digestate were collected at pre-
determined intervals during the incubation period to evaluate
the performance of the anaerobic digestion reactors. The
digestates from the control, PACl, and MO anaerobic reactors
were centrifuged (using a K240 centrifuge from Centurion
Scientic in the UK) at 3000 rpm for 10 minutes at room
temperature.35 The resulting supernatants were then ltered
through 0.45 mm pore-sized lters (made of PTFE-L) to measure
soluble Chemical Oxygen Demand (sCOD), pH, alkalinity, and
Total Volatile Fatty Acids (TVFAs). The concentration of soluble
COD was measured using Hach COD high-range vials and the
n reactor.

RSC Adv., 2023, 13, 17121–17129 | 17123
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View Article Online
digestion and spectrophotometer method (MN Mano-color UV/
vis). The pH of the solutions was determined using a pH meter
(WTW inoLab pH 720, Xylem – WTW, Germany). The alkalinity
and total volatile fatty acids were measured based on the
Nordmann method (DOC316.52.93087) using 0.1 N H2SO4, with
endpoints of pH 5.0 and 4.4, respectively, to determine alka-
linity (in mg L−1 CaCO3) and TVFA (in mg L−1 CH3COOH).36 DS,
VS and TS were measured based on procedures outlined in the
standard method for wastewater examination. Additionally, the
volatile solid reduction (VSR) was calculated using the Van
Kleeck formula:

VSR ð%Þ ¼ WVS in feed �WVS in digested sludge

WVS in feed �
�
WVS in digested sludge

��
WVS in feed

�
� 100;

where Wvsin feed denotes the weight fraction of digested sludge
volatile solid content per total dry solids and Wvs in digested sludge

denotes the weight fraction of volatile out of digester per total
dry solids.

The measurements were repeated three times, and the
results are displayed as the average value along with the stan-
dard deviation.
2.5. Modeling the biogas production process

The kinetics of biogas production is investigated to describe
and evaluate methanogenesis by matching the laboratory data
of biogas production to kinetic equations.37,38 Assuming that
methane production in the discontinuous bioreactor is a func-
tion of bacterial growth,38 the kinetic parameters are adapted to
the modied Gompertz model. The modied Gompertz model
is dened as follows:

P ¼ A� exp

�
�exp

�
U � e

A
ðl� tÞ þ 1

��
;

where P is cumulative biogas production (mL gVS
−1) at the end

of the desired time for anaerobic digestion, i.e. t (days). A is the
methane production efficiency (N mL gVS

−1), U is the maximum
methane production rate (N mL gVS

−1 day−1), and e is the
natural constant or Nepper number (2.71828). l is delay phase
Fig. 2 Changes in operational parameters in different pH values of PAC

17124 | RSC Adv., 2023, 13, 17121–17129
duration (days), t is incubation time (days), and the regression
coefficient and the relative error rate (R2) are used to evaluate
the agreement of the laboratory data of methane biogas
production with the modied Gompertz model.

2.6. Statistical analysis

A statistical analysis of variance (ANOVA) was employed to
evaluate the accuracy of the response value and tted data on
the quadratic model.

3. Results and discussion
3.1. Characteristics of substrates and inoculums

The physico-chemical characteristics of the raw wastewater
samples collected at the output of the grit chamber are
summarized in Table 1. As shown in Table 1, the total COD and
sCOD of the raw wastewater samples were 504 ± 79.19 and 201
± 47.37 mg L−1, respectively. Notably, VS/TS ratio of raw sewage
was determined to be 46%. In addition, detailed information on
inoculum characteristics obtained from full-scale anaerobic
reactors is summarized in Table 1. Considering the high VS/TS
ratio in the inoculum (70%) sampled from anaerobic digesters,
it has sufficient microbial inoculum resources to increase
methane gas production potential.39

3.2. CEPT experiment

3.2.1. The effect of pH of coagulant on increased sedi-
mentation of organic matter. pH is one of the important factors
in most chemical reactions; some coagulants may show
different performances under different pH conditions.40

Therefore, providing ideal conditions is necessary to improve
the efficiency and effectiveness of the process. Fig. 2(a) and (b)
shows the changes in TSS, COD and VS at different pH values
(3–9) and (6–8) for MO and PACl, respectively. As shown in
Fig. 2(a), the highest removal efficiency of TSS, COD and VS in
the effluent of the CEPT process with PACl was observed to be
95, 68, and 65%, respectively, at a pH value of 7. Zarei et al.
(2022) reported that the highest TSS (97.34%) and COD
(75.76%) removal efficiency in the CEPT process with PACl was
l (a) and MO (b) coagulants.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Changes in COD, TSS, and VS variables in different doses of PACl (a) and MO (b) coagulants.
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View Article Online
observed at pH 7.5, which is consistent with the results ob-
tained in this study.41 The most possible reason for choosing
the optimal pH of 7 in this study was the effect of neutral pH on
the coagulant performance, proper sedimentation of materials
and elements in wastewater and signicant removal of TSS. In
the case of the CEPT process with Moringa oleifera, the highest
removal efficiency of TSS (72%), COD (63%) and VS (35%) in
supernatant were observed at pH 7. Boulaadjoul et al. (2018)
reported that the addition of 150 mg L−1 of MO at a pH range of
6–8 led to 97% turbidity removal efficiency.42

Additionally, according to a study conducted by Muthura-
man and Sasikala (2014), among natural coagulants (such asM.
oleifera, Strychnos potatorum, and Proteus vulgaris), the extract
from MO seeds showed the best performance in reducing
turbidity, reaching 99% in water containing articially added
kaolin turbidity (at a pH value of 7 and a dosage of
250 mg L−1).43 This is comparable to the results of this study.

3.2.2. Effect of coagulant concentration on increased
sedimentation of organic matter. Amongst the important
parameters inuencing the efficiency of a suitable method for
wastewater treatment using coagulants or new processes, such as
CEPT, the coagulant dose is of great importance. The production
of sludge in the treatment plant and the amount of chemical
consumption and coagulant should be reduced as much as
possible.4 Moreover, the addition of excessive amounts of coag-
ulant contributes to instability in the settling tank system.44 In
this study, dosage variations were investigated for two coagulants,
PACl and MO. Fig. 3(a) and (b) shows the variation of TSS, COD
and VS in different dosages for MO and PACl. As shown in
Fig. 3(a), the highest removal efficiency of COD, TSS and VS
parameters in wastewater was observed at a dose of 10 mg L−1 for
PACl with values 72, 90 and 60%, respectively. The removal effi-
ciency of COD, TSS and VS parameters in the effluent for PACl at
a dose of 5 mg L−1 were 63, 81 and 56%, respectively. As shown in
Fig. 3(b), the highest removal efficiency of COD, TSS and VS
parameters was observed for MO at a dose of 20 mg L−1 with
values of 63, 70 and 30%. The removal efficiency of COD, TSS, and
VS parameters in the effluent from the CEPT process was also
observed using MO at doses of 10 mg L−1, 55, 68, and 25%,
respectively. Considering that the removal of COD, TSS and VS
© 2023 The Author(s). Published by the Royal Society of Chemistry
efficiency in doses of 5 and 10 for PACl and doses of 10 and
20 mg L−1 for MO did not have much difference in terms of the
sedimentation of wastewater pollutants, in this study, the lower
dose of coagulant was chosen owing to economic points. In
addition, Yulistri et al. (2016) reported that Moringa oleifera, as
a coagulant, improves the quality of wastewater and groundwater.
The authors concluded that when theMO concentration exceeded
the optimal dose (100 mg L−1), the turbidity increased because all
the colloids were neutralized and precipitated at the optimal dose;
excess coagulants cause water turbidity; they do not interact with
the oppositely charged colloidal particles.45 Therefore, an increase
in the coagulant cycle could indicate the remaining turbidity
beyond the optimal limit. Thus, the optimal dose in this section
was 10 mg L−1 for MO and 5 mg L−1 for PACl. In another study,
10 mg L−1 of PACl and 1.5 mg L−1 of cationic polyelectrolyte
zetag8180 were used as coagulants in CEPT, and a combination of
CEPT process with a trickling lter led to a reduction of 96% and
89% in COD and TSS parameters, respectively,30 which is similar
to our study with the removal efficiency of 72 and 90% of COD
and TSS at a dose of 10 mg L−1 of PACL.
3.3. Biogas and methane production

In this study, the biomethane potential (BMP) of sewage sludge
produced from the CEPT process with PACl andMOwas examined
via the anaerobic digestion process within 24 days of the incuba-
tion period. The results of the anaerobic digestion process in
terms of daily and total methane production are shown in Fig. 4(a)
and (b) for each of the reactors. The cumulative methane
production potential obtained in anaerobic reactors fed with
sludge produced by the CEPT process with MO and PACl under
optimal conditions was observed to be 7622 mL and 5133 mL,
respectively. The cumulative methane production for the control
reactor was 1688 mL. In contrast, the cumulative methane
production in the reactors fed with sludge treated using CEPTwith
MO and PACl increased 4.51 and 3.04 times, respectively,
compared to the control. According to the results, the maximum
cumulative production of methane (7622 mL) was observed in the
MO, where the reactor fed with sludge was produced from the MO
coagulate. In other similar studies, the use of MO coagulants
RSC Adv., 2023, 13, 17121–17129 | 17125
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Fig. 4 Process performance of anaerobic digested reactors in terms of daily methane profile (a) and cumulative methane production (b).
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yields good results for biogas and methane production.46 For
instance, Yap et al. (2021) reported that Moringa oleifera consti-
tutes 55% of the carbon source and is useful for microbial diges-
tion.46 Therefore, the use of natural coagulants due to the presence
of organic substances can operate much better than chemical
coagulants and increase gas production. It can be observed as
a viable and environmentally friendly option for the treatment of
wastewater and the production of renewable energy from sludge in
wastewater treatment plants. Fig. 4(b) shows the daily methane
production for various anaerobic reactors. The initial methane
production in the anaerobic reactors fed with sludge treated with
CEPT and PACl orMO coagulants was observed on day 2, while the
control reactor had a lag phase of 3 days. The highest daily
methane production of 657mLwas observed in theMO reactor on
day 10, followed by the PACl reactor with 482 mL on day 10, and
the control reactor with 190 mL on day 7. The early high
production of methane was due to rapid hydrolysis and the
production of fatty acids from easily biodegradable organic
materials.35 However, from the 10th day of the incubation period
onwards, gas production experienced a decreasing trend due to
the reduction of biodegradable organic materials.47,48

The methane yield (L gVS removed
−1) and methane content for

various reactors are summarized in Table 2. The highest
methane yield in various anaerobic reactors belongs to the
reactor containing sludge from the MO coagulant (0.598 L gVS
removed

−1), followed by the reactor from the CEPT process with
PACl (0.499 L gVS removed

−1). The lowest biogas potential (0.408 L
gVS removed

−1) was observed in the control reactor fed with the
sludge obtained from the conventional primary sludge. Koo-
jimn et al. (2017) also showed that the anaerobic digestion of
sludge from the CEPT process resulted in a methane yield range
of 0.27–0.3 L gVS

−1.49 Furthermore, the methane content in
Table 2 Comparative assessment of different anaerobic digestion
reactors in terms of methane yield and methane content

Parameter PACl MO C

Methane yield (L gVS removed
−1) 0.499 0.598 0.408

Methane content 71 � 2 62 � 2 56 � 3

17126 | RSC Adv., 2023, 13, 17121–17129
different anaerobic digestion reactors was measured to be
between 56 and 71%.
3.4. Digestion performance

3.4.1. Soluble COD reduction. Fig. 5 displays the trend of
variations in soluble COD levels in various anaerobic reactors.
The laboratory results indicated that the pattern of changes in
sCOD was consistent across all reactors; at the beginning of the
reactor operation period until the 10th day for PAC and MO
sludge and until the 5th day for the control sludge, the sCOD
concentration increased following the hydrolysis and acidi-
cation processes. Aer this period, and with the consumption of
COD by methanogenic bacteria to produce biogas, sCOD grad-
ually decreased. The highest sCOD (6900 mg L−1) was observed
in the reactor fed with MO sludge. The rst 10 days showed an
increase in the initial sCOD concentration in the reactor using
MO sludge, increasing from 1960 mg L−1 to 6900 mg L−1. The
removal efficiency of sCOD in anaerobic reactors with CEPT
Fig. 5 Changes in sCOD over time in different anaerobic digestion
reactors treated with CEPT and the control were studied.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Table 3 Initial and final amounts of volatile solids in different anaer-
obic digestion reactors using CEPT and control processes

Parameter PACl MO C

Initial VS/DS (%) 0.68 0.71 0.68
Final VS/DS (%) 0.56 0.58 0.57
VSR (%) 40.1 43.59 37.6
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sludge was signicantly higher compared to that in the control
reactors; the removal efficiency of sCOD in the PACl and MO
reactors was 50% and 43%, respectively, and in the reactor with
control was 32%. Bezirgianidis et al. (2020)3 investigated the
production of biogas from anaerobic sludge reactors by adding
10 mg L−1 of PACl and 1.5 mg L−1 of cationic polyelectrolyte
zetag8180, and they reported that the removal efficiency of
tCOD was found to be from 46 to 51%, which agrees with the
results of our study.

3.4.2. Volatile solid (VS) removal. According to previous
studies, volatile solid removal (VSR) efficiency is one of themain
parameters used to evaluate reactor performance.35 Information
related to VSR and the fraction of volatile solids in the initial
and nal days of the incubation period in different anaerobic
digestion reactors is summarized in Table 3. According to
Table 3, the highest VSR was observed in the reactor fed with
sludge from coagulation enhanced with Moringa oleifera. The
most possible reason is that the seeds and extract extracted
from MO, in addition to coagulation, occulation, and precip-
itation of mineral pollutants, have an organic nature. Jang et al.
(2017) also reported a removal percentage of 43.54 ± 70% in the
anaerobic digestion of CEPT sludge with the addition of
100 mg L−1 of FeCl3.50

The results obtained from this study are similar to those of
Bezirgianidis et al. (2020), who reported that the removal effi-
ciency of volatile suspended solids during the anaerobic diges-
tion of primary sludge without a coagulant was 20.34 ± 3.39%.
This was lower compared to the efficiency observed when using
CEPT sewage sludge as the feed, which was 35–28%.3

3.4.3. pH and TVFA and alkalinity changes during biore-
actor operation. Given that biogas production occurred in a pH
Fig. 6 Changes in pH (a) and TVFA (b) over time in the different anaero

© 2023 The Author(s). Published by the Royal Society of Chemistry
range close to neutral and due to the activity of acidic or meth-
anogenic bacteria,51 it is necessary to provide the optimal pH for
the reactions. For efficient methanogenesis, the appropriate pH
should be maintained in the range of 6.9–7.0; a pH less than 6
and more than 8 has an inhibitory effect on methanogens.52 The
variations in the pH of the three anaerobic digestion reactors are
shown in Fig. 6(a). As shown in Fig. 6(a), during the rst 5 days of
the reaction, the pH of the environment decreased, remained
stable from the 5th to the 10th day, and then increased slightly
from the 10th day to the 24th day. However, the pHof the reaction
has oen been in the appropriate range (mostly 6.9–7) for the
activities of methanogenic and acidic bacteria and microorgan-
isms of anaerobic digestion.35 In addition, the amount of TVFA
and its ratio with alkalinity are important to check digester
stability. The proportion of TVFA to alkalinity in a linear fashion
is crucial for maintaining stability in the anaerobic digestion
process. Table 4 summarizes the ratio of TVFA/alkalinity for
anaerobic reactors on various days. As depicted in Table 4, the
TVFA/alkalinity ratio in different anaerobic sludge digestion
reactors was about 0.4, indicating the stability of the anaerobic
digestion process.35,53 As demonstrated in Fig. 6(b), TVFA
increased aer the start of the experimental period until the h
day, and the highest value (1917 mg L−1) among the reactors
belonged to the reactor withMO sludge. The highest TVFA during
the rst ve days indicated the hydrolysis and acidication pha-
ses. Following the production of volatile fatty acids, the pH also
decreases aer the maximum increase in TVFA in the reactors;
owing to gas production in the remaining days and entering the
methanation stage, the amount of TVFA decreased. In addition,
the pH value was maintained in the range of 7.2–7.8 during the
entire incubation period, which was suitable for bacterial activity
and methane gas production.
3.5. Kinetic modeling

The modied Gompertz model predicts the amount of gas
production using experimental data. This model is proposed to
describe bacterial density with respect to time in the growth
curve by considering the exponential growth rate and lag phase
time. The Gompertz model, with modications, predicts the
bic digestion reactors with and without CEPT assistance.

RSC Adv., 2023, 13, 17121–17129 | 17127

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra02112b


Table 4 Relative changes in total volatile fatty acids to alkalinity in anaerobic reactors

TVFA/alkalinity Day (1) Day (5) Day (10) Day (14) Day (19) Day (24)

PACl 0.4 0.43 0.45 0.46 0.46 0.42
MO 0.41 0.45 0.53 0.53 0.5 0.46
C 0.42 0.47 0.48 0.48 0.43 0.4

Table 5 Kinetic parameters of the Gompertz model

Parameters Unit PACL MO C

Predicted methane mL 5253.4 8069.2 1692.5
Maximum CH4 production
rate

mL 452.1 610.5 174.4

Lag phase Day 4 3.6 3.2
R2 — 1 0.999 0.998
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rate at which methane gas is produced in an anaerobic reactor
by considering the increase in bacterial growth in batch reac-
tors.38,54 Table 5 shows the results obtained from the Gompertz
model in terms of mL. The greatest yield of methane gas (8069.2
mL) was generated in the reactor using MO, which indicated the
highest level of substrate utilization in the anaerobic reactors.
The results obtained from the present study comparable with
Ambrose et al. study (2020), who investigated the effect of pre-
treated sludge with microwave and H2O2 on the efficiency of
single-stage and two-stage anaerobic digesters, so that in this
study, the amount of methane production potential in the two-
stage reactor, 1305.72 mL and the maximum daily production
rate of 117.1 were obtained.55 In this model, the negative values
for the lag phase caused by the tting gas are due to the tting
equation and are usually observed in many studies.56,57 These
negative values had no physical period,57 which means that the
microorganisms were active and the substrates were easily
biodegradable; the lag phase of methanogen growth occurred
faster than the time predicted by the Gompertz model.58 In this
study, the values obtained for the lag phase were not negative.
For the sludge containing MO, PACl, and the control, the values
were 3.6, 4, and 3.2, respectively. In the study conducted by
Sakaveli et al. (2021), the value of the number obtained for the
lag phase was from 2.63 to 0.27, which was below zero and
negative on average. The fact that themicroorganisms started to
become fully active in a short period is probably because the
inoculum in this study was obtained from MWTP mesophilic
digesters.58 Additionally, the high coefficient of determination
demonstrates the trustworthy and precise forecasting abilities
of the modied Gompertz model.35 Thus, in this study, the
production of methane gas in the PAC sludge reactor follows
a perfect linear regression (R2 = 1) from the Gompertz model.
The results of Cheng et al.'s study showed a linear regression
that is equal to 0.998.59
4. Conclusion

In this study, a comprehensive analysis was performed to
determine the roles of two coagulants, chemical (PACl) and
17128 | RSC Adv., 2023, 13, 17121–17129
natural (Moringa oleifera) coagulants, in the CEPT process in
anaerobic digestion and methane production. This study indi-
cated that at the optimal pH of 7 for PACl and MO coagulants
and at the optimal dosage of 5 mg L−1 for PACl and 10 mg L−1

for MO, the removal efficiency of COD, TSS and VS parameters
increased. In addition, the analysis of anaerobic digestion
performance showed that the anaerobic digestion of sludge
from the CEPT process withMoringa oleifera produced 4.5 times
more methane than the control sludge. In addition, the high R2

indicated agreement with the laboratory data based on the
changes in the growth of microorganisms in the Gompertz
model. Hence, utilizing the CEPT method as a preliminary step
and employing Moringa oleifera as a natural coagulant is
a favorable and economical approach. However, further studies
are required to enhance the amount of methane produced and
the economic benets of using natural coagulants.
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