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ction pathways for green diesel
production towards biojet fuel applications

Zeni Rahmawati,a Liangga Santoso,a Alan McCue, b Nor Laili Azua Jamari,c

Sri Yayu Ninglasari,d Triyanda Gunawan a and Hamzah Fansuria

Green diesel is the second generation biofuel with the same structure as fossil fuels (alkanes), allowing this

biofuel to provide excellent fuel properties over biodiesel such as higher energy content and lower

hazardous gas emission. Generally, green diesel can be produced through the deoxygenation/

hydrogenation of natural oil and/or its derivatives at 200–400 °C and 1–10 MPa over supported metal

catalysts. This process comprises of three reaction pathways: hydrodeoxygenation, decarboxylation, and

decarbonylation. The extent to which these three different pathways are involved is strongly influenced

by the catalyst, pressure, and temperature. Subsequently, the determination of catalyst and reaction

condition plays a significant role owing to the feasibility of the process and the economic point of view.

This article emphasizes the reaction pathway of green diesel production as well as the parameters

influencing the predominant reaction route.
1. Introduction

The consumption of fossil fuel has been increasing day by day,
as shown by the use of 76 quadrillion British thermal units (Btu)
of non-renewable fuel in 2021 and 33 quadrillion Btu per May
2022.1 By 2050, the global use of fossil fuel is forecasted to reach
800 quadrillion Btu where industrial sector accounts for 50.9%
followed by transportation with 27.9%. This elevating
consumption of fossil fuel causes an adverse effect on the
environment and the depletion of petroleum storage.2

As consequence, the high energy demand urges the devel-
opment of renewable energy resource to address the issues
related to fossil fuels. Many studies have been attempted to shi
the non-renewable energy to the sustainable sources such as
electrication, clean hydrogen and its derivatives, as well as
renewable energy in the form of wind, solar, and biofuels.
Among those alternatives, biofuel is projected as the most
promising one for the reasons of feasible application and ability
in particular areas such as aviation.3–5

Biofuel is classied into categories based upon the raw
material: rst, second, third, and fourth generation. The rst
generation is the conventional biofuel produced from food
crops, including biodiesel through the esterication or
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transesterication of natural oil and animal fats. This genera-
tion also comprises bioethanol via fermentation process.6

Second generation biofuel is synthesized from non-edible
feedstock and organic waste. This second generation involves
the production of biofuel with the same structure as fossil fuel
such as green diesel.7–11 The third generation biofuel refers to
the biodiesel generated from microalgae.12 Lastly, the fourth
generation biofuel refers to the metabolism of genetically
modied algae.13

In terms of productivity, fourth generation biofuel exhibited
a promising superiority with 20–300 folds production above
traditional biomass crops in a shorter harvesting cycle. It also
performs high photosynthesis efficiency and requires lower
bioproductive land as well as freshwater supplies. Despite those
advantages, this type of biofuel shows several drawbacks asso-
ciated with the high production cost, insufficient biomass
production, human health and environmental risk.14 The rst
and third generation biofuel provides several advantages in
terms of the practicality of the process and the fuel properties.
Transesterication reaction has very simple procedure under
mild condition. Biodiesel is nontoxic, biodegradable, and
having a high cetane number between 49–60.15 The exhaust gas
from biodiesel combustion contains no SOx and relatively small
amounts of CO.16 Aside of those excellent properties, biodiesel
exhibits several downsides compared to fossil fuel. High oxygen
content of biodiesel causes an incomplete combustion, leading
to an accumulation of carbon in the engine, lter and nozzles.
Therefore, biodiesel is unable to be applied directly to the
engine without mixing with fossil fuel. In addition, degradation
of properties proceeds during the storage due to oxidation and
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 The number of articles on green diesel studies published in the
span on 1972–2022.
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polymerization.17–19 These challenges can be addressed by green
diesel or renewable hydrocarbon.

Green diesel is the second generation of biofuel having the
same structure as fossil fuels (alkanes) and has the ability to
reduce greenhouse gas emission.20 Green diesel increases the
Green House Gas (GHG) saving up to 60% higher compared to
the Renewable Energy Use Directive (RED) reduction target.
This value has not been achieved by the rst generation of
biofuel.21

Green diesel has been extensively studied and developed
globally. Multinational company called Neste has become the
main capitol of green diesel production in Europe, with
production capacity of 3.37 billion litres per year.5 USA produces
about 960 million gallons of renewable diesel annually, which
are used for Sustainable Aviation Fuel (SAF).22 In Indonesia, the
development of green diesel for biojet fuel has just started
recently even though the initiative has emerged since 2013
through Indonesia Aviation Biofuels and Renewable Energy
Task Force.23 Biojet fuel performed a debut in Indonesia by the
application of J.24 (Jet fuel containing 2.4% bioavtur from palm
oil) to CN 235-22 plane that ew 10 000 feet above West Java in
September 2021.24 However, this development was behind the
time according to some media and global organisation focused
on renewable energy. This opinion was derived upon the fact
that many kinds of biojet feedstock such as natural oils and
biodiesel abundantly present in Indonesia.

Green diesel can be produced from vegetable oil through
deoxygenation reaction. Mostly, the reaction is conducted at
200–400 °C and 1–10 MPa over supported metal catalysts.25

Fatty acids and fatty acid methyl esters (FAME or biodiesel) are
also employed as the feedstock noting that natural oil deoxy-
genation comprises of complicated steps. Fatty acid methyl
ester is preferable since the transesterication of natural oil to
produce FAME is more feasible than oil splitting to generate
fatty acid. Furthermore, deoxygenation of biodiesel enables the
oxygen removal leading to excellent fuel properties.26

Green diesel production involves several reactions including
hydrodeoxygenation (HDO), decarboxylation (DCO2) and
decarbonylation (DCO). Hydrodeoxygenation removes oxygen
via hydrogen insertion. This route produces water and hydro-
carbons with the same carbon number as the feedstock.27 In
decarboxylation pathway, oxygen is released by discharging CO2

resulting hydrocarbons with one less carbon atom. Meanwhile,
decarbonylation eliminates oxygen from fatty acid through CO
formation in the presence of hydrogen.28 The extent to which
these three different pathways involved is strongly inuenced by
the catalyst, pressure, and temperature.29

The selectivity of HDO and DCO/DCO2 pathways is benecial
to observe since the route of desired hydrocarbon is associated
to the reaction condition leading to the production cost and
energy considerations.30,31 For example, HDO requires more
hydrogen while DCO/DCO2 proceeds at higher temperature.
Moreover, the products also meet the fuel properties: higher
carbon in green diesel demonstrates higher cetane number and
a lower ignition delay.

In this paper, the selectivity of HDO and DCO/DCO2 routes in
green diesel production will be discussed based upon the
© 2023 The Author(s). Published by the Royal Society of Chemistry
catalyst design and reaction conditions. This review also
provides a profound outlook through a bibliometric study as
well as the future challenges in this area, which still unavailable
in other reviews as far.
2. Green diesel outlook:
a bibliometric study

The bibliometric analysis provides green diesel outlook and its
development through the years. The data was collected from
Scopus database with the following sequence of query: TOPIC =

Green diesel, LANGUAGE = English, timespan: 1972–2023, and
keyword: 5 words. Without rening the data, 3150 sources were
obtained from three categories: articles, reviews, and proceed-
ings. The bibliometric analysis result was dened on the
number of articles per year, sources, country, and citation
network. The VOSviewer was selected to analyse this result.

The number of article related to green diesel per years was
depicted in Fig. 1. The term green diesel was rstly considered
through two articles published in 1972. Aerwards, this
research area gained a very slight interest in a consistent
number within 5 articles per year till 2000. Beyond this point,
the number of published articles associated with green diesel
continuously heightened up to 372 in 2022, affirming the
enormous importance of green diesel as the promising renew-
able energy source.

The enormous interest on green diesel research was spread
all over the world as depicted in Fig. 2. Among 3150 articles, the
highest studies (544) were conducted in India, followed by the
US with 431 articles. China was positioned at third highest
contributor with 372 articles and Malaysia run aerward with
197 articles. Below that, various countries also generated arti-
cles with variety of article numbers.

In the span of 50 years, these 3150 articles related to green
diesel have been published in various journals. In general, the
authors opted to report green diesel studies in several journals
related to the fuel, sustainable energy, green chemistry, envi-
ronment, biomass and bioconversion. The articles akin to green
RSC Adv., 2023, 13, 13698–13714 | 13699
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Fig. 3 Citation network on bibliometric result of green diesel studies.

Table 1 Physico-chemical properties of biodiesel and green diesel6

Fuel properties Unit Biodiesel Green diesel

Density kg m−3 880 790
Viscosity at 40 °C mm2 s−1 2.9–11 2–4
Flash point °C 100–180 59–138
Low heating value MJ kg−1 37.2–38 43.7–44.5
Cetane number 45–65 70–90
Oxygen wt% 11.2 0

Fig. 2 The origin of green diesel studies published in various journals.

Fig. 5 Reaction pathway for green diesel production from fatty acid.

Fig. 4 Reaction pathway for free fatty acids production from
triglycerides.
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diesel without noting the exact term was not included for the
purpose of simplication.

A profound bibliographical study based upon the abstract
key words was conducted as illustrated in Fig. 3. In terms of
green diesel, the most mentioned keywords were related to the
reaction pathways, feedstock, catalyst, and its function (blue
line and dots). Deoxygenation was the highest mentioned
keyword since it is the main reaction to produce green diesel
with several reaction pathways such as decarboxylation and
decarbonylation. Similar term such as co-processing and
hydrotreatment were also used in several articles with palm oil
as well as stearic acid were usually employed as the feedstock.
The supported nickel was the most employed catalyst in green
diesel production and activated carbon was the common
support for the catalyst. Green diesel function as the renewable
diesel was conrmed by the interrelated keywords of green
diesel–biofuel–biodiesel (blue-yellow-purple lines and dots).
Together with biodiesel, green diesel is very promising biofuel
as renewable energy source, where green diesel enables the
upgrade the biodiesel to the second generation biofuel apart
from other feedstocks such as natural oil and its derivatives.
The specic application of green diesel as biojet fuel was also
highlighted since long chain alkanes was the predominates
result. Subsequently, it is benecial to investigate the route of
13700 | RSC Adv., 2023, 13, 13698–13714
green diesel production and the parameter inuencing the
conversion as well as the alkane selectivity.
3. Green diesel

Green diesel, a second generation of biofuel with an alkane
structure of fossil fuels, meets all the criteria for biofuel which
is renewable, widely available, well distributed around the
world, and has the potential to lower the greenhouse gaseous
emissions.26,32–35 The biofuel can be prepared from low quality
feedstock with high fatty acid content that causes saponica-
tion reaction in biodiesel synthesis.

The most advantage of green diesel lays on the superior fuel
properties over biodiesel. It fullls the standard of ASTM D-975
regarding the density, viscosity, and cetane number.31 More-
over, the study of emission and fuel consumption of green
diesel and biodiesel tested by heavy duty diesel inferred that
green diesel has better performance in the reduction of NOx and
lower fuel consumption.6 Green diesel generated NOx emission
of 6.64 g kW−1 h−1.36 Table 1 shows the properties comparison
between biodiesel and green diesel.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 Several steps of hydrodeoxygenation route.

Review RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

4 
M

ay
 2

02
3.

 D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
5:

33
:3

4 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
Generally, green diesel can be produced from natural oil
through deoxygenation reaction at 200–400 °C and 1–10 MPa
over metal catalysts.37–41 The initial step of deoxygenation is the
hydrogenation of fatty ester or fatty acid containing double
bonds, due to the reactivity of double bond being thermody-
namically higher than the acid group.42 This step is followed by
the cracking of hydrogenated triglycerides to produce free fatty
acids (Fig. 4).

Aerwards, free fatty acid is converted to alkanes through
the hydrodeoxygenation, decarboxylation and decarbonylation
pathways (Fig. 5).43 The main reaction pathway is associated to
the catalysts and reaction condition.

4. Hydrodeoxygenation

Hydrodeoxygenation (HDO) removes oxygen from fatty acids by
insertion of hydrogen resulting hydrocarbons with the same
carbon number as feedstock. This route is very efficient yet
unpreferable sometimes, considering the requirement of high
pressure of hydrogen.44 In addition, this pathway consists of
several intermediates such as aldehydes and fatty alcohols
(Fig. 6). Subsequently, this route is also adopted to produce fatty
alcohol by a manipulation on certain reaction conditions and
catalyst. Nevertheless, HDO is mostly adopted in green diesel
production at industrial scale such as Neste oil from the renery
in Porvoo, Finland.45

5. Decarboxylation/decarbonylation

Deoxygenation term will be frequently use in this section to
indicate the process of oxygen removal which reecting hydro-
deoxygenation, decarboxylation and decarbonylation pathways.
In decarboxylation, oxygen is removed from fatty acids by
releasing CO2 and producing hydrocarbons with one less
Fig. 7 Decarboxylation and decarbonylation routes.

Fig. 8 Methanation and the water gas shift reaction in DCO/DCO2.

© 2023 The Author(s). Published by the Royal Society of Chemistry
carbon atom. Meanwhile, decarbonylation eliminates oxygen
from fatty acid by forming CO in the presence of hydrogen
(Fig. 7). Both routes occur at higher temperatures to allow C–C
cleavage.

Decarbonylation requires less hydrogen than hydro-
deoxygenation, whereas decarboxylation proceeds in the
absence of hydrogen.46,47 The excess of hydrogen initiates
methanation or water gas shi reaction, where the CO or CO2

reacting with hydrogen as described in Fig. 8.48 Under hydrogen
atmosphere, methanation and water gas shi might occur
causing the decarboxylation and decarbonylation hardly to be
distinguished.

The deoxygenation process has been employed on the
production of green diesel from several feedstocks such as
natural oils, fatty acids, and FAME (biodiesel). Waste cooking
oil was successfully converted to green diesel aer two hours.
The deoxygenation was conducted at 300 °C and produced
heptadecane–octadecane as the main product and several
intermediates including fatty alcohols, fatty esters, and fatty
acids.49 Deoxygenation of oleic acid over Pt/P@MIL-101 exhibi-
ted 95% yield with 75.5% heptadecane selectivity, conveying the
preferable decarboxylation/decarbonylation route.50 Šimáček
and Kubička51 reported that rapeseed oil was completely con-
verted at 280 °C aer one hour reaction. Hexadecane, hepta-
decane, and octadecane were the main products with fatty
alcohols, fatty esters, and fatty acids as the intermediates.
Soybean was successfully deoxygenated over NiMo/Al2O3, Ni/
Al2O3 and Pd/Al2O3.52 The highest conversion was reported to be
92.9% generated over a bimetallic catalyst NiMo/Al2O3. Decar-
boxylation was favoured over Ni/Al2O3 and Pd/Al2O3 indicated
by the high selectivity of heptadecane up to 80%. Srifa et al.53

investigated the catalytic behaviour of Ni/g-Al2O3 and Co/g-
Al2O3 on the hydrodeoxygenation of palm oil. Catalysts exhibi-
ted excellent performances with more than 90% yield. The
selectivity of the product was inuenced by the catalysts, where
decarboxylation/decarbonylation was favourable over Ni/g-
Al2O3 and all routes were dominant over Co/g-Al2O3.

The complicated steps of natural oil deoxygenation has lead
many attempts to adopt simpler compound as feedstock such as
fatty acid and FAME. A simple fatty acid was mostly applied as
model compound to investigate the mechanism of deoxygen-
ation, reaction steps, and some related parameters. In addition,
saturated fatty acid was the most attractive model compound
that avoid the competition between the hydrogenation of
double bond and fatty acid. Since the enthalpy required to break
C]C bond (614 kJ mol−1) is lower than a C]O bond
(799 kJ mol−1), the hydrogenation of C]C double bond
proceeds before deoxygenation,54 as conrmed by the study of
oleic acid and palmitic deoxygenation. Oleic acid deoxygenation
attained 92% conversion while palmitic acid was completely
transformed at the same reaction condition.55 Similar result was
observed on the deoxygenation of oleic acid over catalyst Ni2P/
Al-SBA-15.56 Oliveira Camargo et al.56 investigated the deoxy-
genation of oleic acid over catalyst Ni2P/Al-SBA-15. Decarbon-
ylation was proposed as the main route with heptadecane as the
main product. Pimenta et al. claimed that hydrodeoxygenation
was two folds more selective in the deoxygenation of stearic acid
RSC Adv., 2023, 13, 13698–13714 | 13701
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Fig. 9 Proposed mechanism of fatty acid decarbonylation on Ni–MoS2 catalyst.
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over NiMo catalysts. Other catalysts like NiMo/Al2O3, the
selectively favoured decarboxylation.57

A reaction mechanism study on fatty acid deoxygenation was
reported in many studies. Wagenhofer et al. proposed a mech-
anism for decarbonylation of fatty acids over Ni–MoS2 catalyst
as illustrated in Fig. 9.58 Partial replacement of Mo with Ni
reduced the bonding energy of sulphur atoms, hence increasing
the number of sulphur vacancies. These sulfur vacancies and
metallic Ni acted as active sites in decarbonylation.

The reduction of sulphur binding energy inclined electron
density of neighbouring sulphur, consequently increasing the
basicity of sulphur to deprotonate fatty acids. First, fatty acids
are adsorbed onto sulphur and Ni to form Ni–O bonds and
activated acyl compounds. Aerwards, the C–O bond scission
was induced by a strong interaction with the oxophilic Mo
Fig. 10 The influence of catalyst, temperature, and pressure on the reac
been adapted from ref. 65 with permission from Elsevier, copyright 202

13702 | RSC Adv., 2023, 13, 13698–13714
cation and the sulphur atom catches the alpha hydrogen to
produce the ketene intermediate. This ketene subsequently
formed a h2(C–C) geometry complex. Furthermore, the C–C
bond scission on the ketene generated CO gas. Finally, the
removal of the substrate on the surface of catalyst generated
alkanes or alkene (Cn−1).58

The mechanism of carboxylic acid decarboxylation was
studied on a Pd/C in the form of a-phase palladium hydride (a-
PdHx). The C–H bond of carboxylic acid was cleaved on the
surface of Pd creating intermediate R(Cn−1)–CH*–COO*.
Furthermore, the intermediate underwent C–COO bond
cleavage resulting in R(Cn−1)–CH* and reacted with two adsor-
bed H to produce R(Cn−1)–CH3.59 A similar explanation can be
seen in other studies.60,61
tion mechanism of FAME deoxygenation over Co/ZrO2. This figure has
0.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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The last promising feedstock is biodiesel or fatty acid methyl
ester (FAME). This feedstock is benecial since biodiesel can be
prepared from natural oil through a simple transesterication.
Deoxygenation reaction allows the catalytic upgrade of methyl
ester with associated fuel properties issues to alkanes. Several
studies reported the successful transformation of FAME
through deoxygenation. Yang et al.62 tested the activity of the
catalyst Ni–ZrO2 for the deoxygenation of methyl laurate at 280 °
C and 2 MPa. Undecane was the main product over dodecane
conrming the dominance of decarboxylation/decarbonylation
pathway over hydrodeoxygenation. Lauric acid appeared to be
the primary intermediate followed by lauryl alcohol. Bie et al.63

investigated deoxygenation of methyl palmitate over catalyst
Rh/ZrO2 at 270 °C and 8 MPa. Decarboxylation/decarbonylation
was the major reaction route affirmed by higher selectivity of
pentadecane than hexadecane. Several intermediates involved
in the process including palmitic acid, hexadecanol, palmityl
palmitate and hexadecanal. The deoxygenation of methyl stea-
rate was accomplished using Ru/H-ZSM-5. This catalyst
demonstrated high activity with 98.2% conversion aer 8 hours
reaction at 220 °C. Heptadecane and octadecane were the main
product, resulted from several steps including hydrogenolysis
and hydrolysis.64 Methyl palmitate was oxygenated to pentade-
cane over Ni/Al-SBA-15 catalyst through decarbonylation route,
with 66% selectivity at 99.3% conversion.65

Regardless of the feedstock, the green diesel production as
well as the main reaction pathway are determined by several
parameters including temperature, pressure, and catalyst. For
instance, the deoxygenation FAME over Co/ZrO2 where the
reaction route and the product were inuenced by the catalyst,
reaction temperature and pressure (Fig. 10).66

6. Influence of temperature

Reaction temperature signicantly effects the green diesel
production. In general, deoxygenation reaction proceeds at the
temperature range of 200–400 °C. Higher temperature is not
advisable due to the possibility of alkane cracking that result
many compounds in various range leading to the lower selec-
tivity of desired alkanes. In addition, catalysts mostly proned to
deactivation due to coke formation, carbon deposition and
sintering at high temperature. The collapsed structure due to an
elevated temperature also lowered the catalytic activity.67,68 The
increase of temperature improves conversion or yield of green
diesel. The optimum yield of tall oil fatty acid deoxygenation
was obtained at 350 °C.69,70 Altering the temperature from 260 °
C to 300 °C permitted the completely converted of methyl
stearate from initial conversion of 65%.71 The incline of
conversion from 52% to 89% was also occurred on the deoxy-
genation of oleic acid when the temperature rose from 300 to
350 °C.72 The optimum yield of palm oil deoxygenation was
obtained at 375 °C.67 Šimáček et al.70 declared that conversion of
rapeseed oil increased with the raise of temperature where all
reactants as well as intermediates were completely transformed
at 310 °C. Similar result were also observed elsewhere.11,73–80

Apart from conversion, reaction temperature also deter-
mines the reaction pathway assigned by the selectivity of the
© 2023 The Author(s). Published by the Royal Society of Chemistry
products. Higher temperature favours decarboxylation/
decarbonylation since this condition allow C–C cleavage and
carboxylic group release as CO2 or CO. The optimum tempera-
ture to break the carboxylic group was 375 °C.81

The inuence of reaction temperature on the reaction route
was mentioned in many studies. At an elevating temperature of
260 °C to 300 °C on the deoxygenation of methyl stearate over
CoNi/HAP, the selectivity of heptadecane inclined, followed by
the decline of octadecanol selectivity indicating the occurrence
of DCO/DCO2.71 Deoxygenation of rapeseed oil at a span
temperature of 260–340 °C affirmed that higher temperature
favoured decarboxylation indicated by low C18/C17 ratio.82

Moreover, deoxygenation of palmitic acid produced CO2 as
indicator of decarboxylation presented at above 290 °C.83 A
similar result was obtained from numerous studies.70,84–87

Some studies suggested that the high temperature was not
applicable due to sintering phenomenon. To address this issue,
HZSM-5 was opted to hinder the movement of metal particles at
high temperature.88 Another study proposed ionic liquid as
coating material to stabilize single atom catalyst such as Pd1/
HAP. Ionic liquid covered the metal atom increased the kinetic
barrier for the formation of metal–metal bond on the catalyst
surface. In addition, the presence of ionic liquid caused the
formation of metal aggregates become thermodynamically less
favorable.89

7. Influence of pressure

The presence of hydrogen is critical for deoxygenation, espe-
cially, oxygen removal and catalytic activity maintenance.90

Overall, green diesel production occurs at hydrogen pressure
within the range of 1–10 MPa.17

Comparable to reaction temperature, hydrogen pressure also
has a signicant role in both reaction results and pathways. In
terms of oil feedstock, hydrogen is urgently required to trans-
form triglycerides into fatty acids. Higher pressures of hydrogen
generates higher conversions as reported in the deoxygenation
of soybean oil, palmitic acid, and other feedstocks.69,91,92

Oleic acid was 55.5% converted over Ni–Fe/ZrO2 at 1 MPa
and 97.98% at 3 MPa.93 Raising the hydrogen pressure from 0.7
to 3 MPa improved the stearic conversion from 53% to 99% at
deoxygenation of stearic acid over Ni–g-Al2O3 catalyst.94

Notably, high pressure provided sufficient hydrogen to
completely transform the feedstock.95 The enhanced conversion
due to hydrogen pressure can be observed in other
studies.67,96–98

Aside from conversion, hydrogen pressure also regulates the
reaction pathway. Under rich hydrogen environment, hydro-
deoxygenation takes place predominantly.25,99,100 Low hydrogen
availability encouraged decarbonylation route, however the
presence of hydrogen unnecessarily required in the
decarboxylation.

The inuence of hydrogen pressure on the reaction pathway
was conrmed in the deoxygenation of methyl palmitate over
Co3Mo3N catalyst. Within the range of hydrogen pressure 1–
4 MPa, the hydrodeoxygenation progressed as inferred by the
improvement of hexadecane selectivity from 54% to 97%.101 The
RSC Adv., 2023, 13, 13698–13714 | 13703
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ratio of C18/C17 in the deoxygenation of rapeseed oil inclined
with the rise of hydrogen pressure.100 Furthermore, higher
hydrogen pressure inhibited decarboxylation in the decarbox-
ylation of free fatty acids over 5 wt% Pd/C at 300 °C under 5%
H2.99 The reaction pathway shied from decarboxylation to
decarbonylation was proven by the transformation of CO2 to CO
with the increase of hydrogen pressure.

Contrary, the pentadecane was the main product in deoxy-
genation of methyl palmitate over B2O3/ZrO2 even when the
hydrogen pressure was varied between 2-8 MPa.29 Similar result
was observed in the deoxygenation of stearic acid over Ni/g-
Al2O3. Heptadecane selectivity shied from 49% to 96% when
the pressure increased.102 Furthermore, HDO pathway produces
intermediates like aldehydes that enable DCO pathway to take
over. These contradictive results underlined the other factor
inuencing the reaction route, especially the catalyst.
8. Influence of reaction time

Reaction time is the most common and unemphasized
parameter in green diesel production. This parameter is auto-
matically investigated in every study which the general result
inferred that conversion inclined as the function of reaction
time.103 Prolonged reaction time provided adequate interaction
between reactant and catalyst. The value of reaction time is
varied from 30 minutes to 48 hours and slightly beyond.104

Notably, the maximum reaction differed depends upon the
Fig. 11 Active metal and support material commonly used in biojet prod

13704 | RSC Adv., 2023, 13, 13698–13714
other reaction condition such as feedstock, catalyst, reaction
temperature and pressure.105

The explicit reaction time inuence was investigated on
deoxygenation of waste cooking oil and its derivatives over
NiCo/SBA-15.11 Within 2 hours, the product yield increased
from 18% to 80% and hydrocarbon selectivity inclined from
31% to 70%. The study on methyl laurate over Co/ZSM-5 re-
ported similar trend with the maximum conversion was
attained aer 4 hours.106

Nevertheless, excessive extended reaction time was inadvis-
able in regards to product selectivity. The products underwent
side reactions such as cracking, isomerisation, cyclization, and
dimerization in prolonged reaction time leading to low hydro-
carbon selectivity.67,107

In the matter of reaction pathway, the inuence of reaction
time was reported negligible below the maximum region. The
deoxygenation of oleic acid over Ni/MgO–Al2O3 claimed the
raising conversion and hydrocarbon yield without any change
on the selectivity prole. Octadecane was produced in a rapid
rate compared to heptadecane affirming HDO as the min
pathway. The shi of pathway was not observed within 3 hours
of reaction.108
9. Influence of catalyst

Catalyst is the most important factor in the deoxygenation of
vegetable oil and its derivatives. Supported metal catalysts are
the most applied catalysts in most research. Several properties
uction.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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of catalyst are crucial for deoxygenation with the purpose of
promoting hydrogenation and C–C cleavage, such as high
acidity, small particle size with high metal area, excellent
dispersion, superior thermal stability.46,109,110 In terms of
hydrodeoxygenation, the ability to split H2 is inevitable for the
catalyst. These benecial characteristics are associated with the
active metal site, metal concentration, catalyst amount and
catalyst support. Hence, the employ of metal and support
individually dene the conversion as well as product selectivity.
Fig. 11 explains the active metal and support material employed
on deoxygenation of natural oil and its derivatives.
9.1. Effect of metal

In supported metal catalyst, metal performs as the active site
accommodating the hydrogen split, hydrogen insertion and
C–C cleavage. Metal active sites determine the deoxygenation
pathway (HDO, DCO, and DCO2). In general, metal species in
catalysts is classied into noble metals and transition metals.
Transition noble metals like platinum (Pt), palladium (Pd), and
ruthenium (Ru) are the main metals extensively applied owing
to their excellent performance in activity and product selectivity.
Nevertheless, these metals demonstrated several issues
including expensive cost, water poisoning, deactivation, and
dependence on the support which driving these catalysts
became less preferable.45,109,111 Alternatively, nickel (Ni), cobalt
(Co) and molybdenum (Mo) were opted as the promising
alternative.52,81,110–113 Pd@PPN catalyst performed a high activity
on the deoxygenation of stearic acid with 90% conversion and
83% C17 selectivity. The study claimed that the excellent result
was attributed to the electron rich palladium (Pd) that activated
the interface bound H2. Another advantage of Pd was robust-
ness to high temperature as claimed in the study of waste
cooking oil deoxygenation at 400 °C. However, the maximum
desired alkane selectivity only achieved 77% because the alkane
underwent cracking process.114 Comparable result was observed
in the activity of platinum (Pt) as deoxygenation catalyst.
Generally, Pt catalyst converted about 90% feedstock with 60%
main product selectivity.9,115–117 Excluding the hydrogen pres-
sure, Pd and Pt drive the reaction pathway towards DCO/DCO2.

Noble metal likes ruthenium (Ru) exhibits highest activity
compared to Pt and Pd. Ru/C catalyst activated with ZnCl2 gave
100% conversion of stearic acid at low temperature (140 °C).
The selectivity for C17 is 88% and C18 is 12%, indicating the
DCO/DCO2 pathway is preferable to HDO.118

Another study used Ru/TiO2 for the conversion of ethyl
stearate under moderate temperature of 220 °C. Ru/TiO2 cata-
lyst performed 98.4% conversion with selectivity of C17 and C18

were 63.8% and 29.5%, respectively.119 These results indicated
the high activity of Ru and its selectivity for the DCO/DCO2

pathway. Higher activity of Ru compared to Pt and Pd was
supported by the high specic rate and turnover frequency
(TOF) of the Ru catalyst followed by Pt and Pd. In addition, the
surface acid–base characteristics greatly affected the Pt and Pd
catalysts, where the presence of phosphate on the carbon
support severely reduced the activity of DCO and DCO2.
However, this phenomenon was hardly observed during the
© 2023 The Author(s). Published by the Royal Society of Chemistry
employ of Ru catalyst, conrming its superiority in the
conversion of fatty acids.115

The high price of noble metal catalysts promoted many
attempts to pursuit the cheaper and abundant materials such as
transition metals. Study on the drubber seed oil deoxygenation
claimed that Mo/g-Al2O3 was capable to convert 95% of the oil.
Combination of Mo6+ andMo4+ active sites directed the reaction
pathway toward hydrodeoxygenation with 47% contribution. It
is worth noted that the addition of molybdenum (Mo) loading
inclined the HDO selectivity.8 Other results conrmed the
application of Mo within conversion in the range of 54–98%
with various preference on HDO and/or DCO/DCO2.120–122

Nickel (Ni) and cobalt (Co) were reported as the most
promising catalyst since these transition metals embodied
excellent properties for deoxygenation reaction. A high conver-
sion of 96.7% was attained from deoxygenation of oleic acid
over Ni/MgO–Al2O3 at 300 °C and 2 MPa. The metal active site
together with the acid site available on support engineered the
reaction pathway towards HDO with C18 and C16 selectivity of
45.9%. The interface of Ni and support provided hydride and
protons for reactants. Apart from that, the active site of Ni metal
accommodated the hydrogen split and C–C cleavage.108 Inter-
estingly, Ni also directed the reaction route to DCO/DCO2 in the
deoxygenation of stearic acid at 250 °C and 3 MPa. It was
claimed that metal area of Ni was responsible for the high
heptadecane selectivity of 90%. Many similar results concluded
that Ni catalyst favoured DCO/DCO2 pathway.8,116,128,130,132

In contrast, cobalt catalyst was infamous for proportionally
navigating the deoxygenation towards all routes. The Co/ZrO2

successfully transformed ethyl palmitate to hexadecane and
pentadecane at 240 °C and 2 MPa. DCO/DCO2 pathway was
dominant referred by pentadecane selectivity of 54.3%.66 The
cobalt in the form of Co3O4/SiO2–Al2O3 catalyzed methyl stea-
rate at 250 °C and 3 MPa. The highest octadecane selectivity of
88% represented the HDO as the major pathway. High disper-
sion was claimed as the most inuencing properties where
Co3O4 undertook in situ reduction to metallic cobalt.134 The
essential role of cobalt in conversion and reaction pathway can
also be found elsewhere.85,106,129,135

In the quest of the promising transition metal catalyst, some
metals have been attempted to provide high conversion with
a compromising cost such as copper (Cu), ferum (Fe) and
stannum (Sn). Monometallic Cu converted 96% oleic acid at
330 °C and 1 MPa N2 for 3 hours with tetralin as hydrogen
source, where this result was claimed higher over monometallic
nickel with 82% conversion at the same reaction conditions.
This is because Cu has a better hydrogen liberation ability than
Ni as seen from Cu ability to convert tetralin (47%) which is
better than Ni (33%).43

The high catalytic activity of monometallic Cu was also re-
ported in the production of green diesel from stearic acid.136

Supported by quantum-chemical simulation, DCO was claimed
as the major pathway due to the lower activation energy where
DCO2 required 77.0 kJ mol−1 while DCO within the gap of
61.5 kJ mol−1.137 Improvement on catalytic activity of Cu was
attempted by the addition of CeO2 as promotor. Stearic acid was
converted to 96.37% product with alkane selectivity of 88.79%.
RSC Adv., 2023, 13, 13698–13714 | 13705
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The presence of CeO2 initiate the oxygen vacancies on the
surface of Cu permitting the two oxygens of carboxylic func-
tional group to attach on the surface of Cu.105 Similar results
were also observed elsewhere.138,139

The application of Fe was also aimed as a cost-effective
catalyst in which the Fe3+ was expected to promote DCO2

pathway via the formation of Fe3+ complex with COO− as
ligands.142 The Fe/HMS was tested on triolein deoxygenation at
380 °C for 2 hours. This reaction generated 81.4% conversion
and 96.4% C8–C18 selectivity with DCO/DCO2 as the favourable
route. This result was claimed as the result of excellent
dispersion of Fe and the synergistic interaction of Fe–SiO
bonds. Newly formed Fe–SiO bond created new acid site, thus
increase the amount of weak-medium acid site leading to the
high conversion and selectivity.140

In a contrast, lower alkane selectivity of 52% was reported on
the deoxygenation of palmitic acid over Fe/AC at 450 °C for 30
minutes with hydrocarbon yield of 55%.141 A slightly higher
alkane selectivity of 60.7% was also found in the palmitic acid
over Fe2O3/Al-MCM-41.142 Despite the excellent alkane selec-
tivity, the employ of Fe catalyst generated lower conversion
compared to other catalyst such as nickel. The conversion
remained within the range of 75–89%.143,144

Those phenomena commenced the idea of Ni application
alongside with Fe as bimetallic catalyst. The Ni–Fe/ZrO2 catalyst
elevated the conversion of oleic acid up to 98.7% over the
following reaction conditions: 240 °C, 2 MPa and 3 hours.93 In
terms of selectivity, the existence of Fe assisted the reaction
pathway owing to the oxophilic Fe that particularly adsorbed
and activated the carboxylic acid towards DCO/DCO2.145 Never-
theless, Fe behaved as promotor to Ni and assisted the reduc-
tion time by lowering the NiO reduction temperature leading to
the smaller particle size and higher surface area.93 Similar
results can be seen in other studies.48,146,147

Another less applicable metal in deoxygenation is Sn which
commonly used in the form of bimetal catalyst. The sole Sn
metal displayed low to moderate conversion and selectivity
causing the role of Sn as the promotor metal. For instance,
deoxygenation of rapeseed oil over Pt–Sn/Al2O3 achieved
87.37% conversion and promoted the HDO pathway.148,154,155 In
monometallic Pt, two oxygen atoms of fatty acid formed
a chelate with Pt on catalyst surface and underwent hydro-
genolysis to produce aldehyde. Aerwards, the aldehyde
undertook C–C scission and CO was released. The addition of
Sn hindered the decarbonylation by adsorbing the oxygen atom
of aldehyde carbonyl group permitting further hydrogenation to
occur.149 This pathway was supported by the high activity of Pt
in hydrogen split. Under a rich hydrogen environment, the
aldehyde was transformed to alcohol and then alkanes. More-
over, Sn was also in charge of lowering the reduction tempera-
ture producing Pt with smaller particle size and improved
surface area, as exhibited in the Pt–Sn/SAPO-11.150 Furthermore,
the presence of Sn also increased the Lewis acid sites that
enhanced the catalytic activity. Other studies can be found
elsewhere.151–153

In general, the noble metal catalyst performed high activity
at relatively lower temperature and effectively drove the pathway
13706 | RSC Adv., 2023, 13, 13698–13714
towards DCO/DCO2 in the absence of hydrogen. At rich
hydrogen environment, noble metal catalysts favoured HDO
route. On the other hand, transition metal required high
temperature and depended on the associated reaction condi-
tion to engineer the reaction pathway. Table 2 summarizes the
inuence of catalyst and reaction condition of deoxygenation of
various feedstocks.

As far, metal concentration and dispersion were highlighted
as the main effecting properties followed by the acidity of the
support. The increase of Ni loading from 1 wt% to 15 wt%
generated higher conversion of FAME from 24.8% to 89.3%.156

The effect of metal loading was also conrmed by Miao et al.83

Higher conversion of palmitic acid was obtained with the
increase of metal loading from 0 wt% to 20 wt%. Conversion of
soybean oil over Ni/Al2O3 sharply inclined from 60.8% to 95.9%
by the addition of catalyst amount.52 Kwon et al. investigated the
impact of catalyst amount in deoxygenation of canola oil over
NiMo/g-Al2O3 within the catalyst mass range of 0.026–0.102 g.157

The result described that heptadecane and octadecane simul-
taneously increased as a function of the catalyst amount.157

Another inuential factor of catalyst was the catalyst support
that steer the reaction leaning towards particular pathway as
described in the following section.
9.2. Effect of support

Catalyst support embodies excellent criteria in terms of
porosity, metal–support interaction, acidity and thermal acidity.
The nature of porosity supplies fundamental characteristic of
heterogeneous catalyst including surface area, pore size and
pore volume.46,109 These characteristics address the availability
of the internal surface to accommodate the active sites, and the
accessibility of reactant toward active sites.158 Thermal stability
was high necessity since the impregnation method involves
calcination and deoxygenation process carried out at elevated
temperature. The other catalyst support characteristics display
the important function to direct the reaction pathway in green
diesel production.

Pore size was claimed as the main property of the Ni/zeolite Y
on the deoxygenation of microalgae biodiesel. The large pore
size of zeolite Y (3.9 nm) prevented mass transfer limitation
since methyl palmitate molecule size was smaller (2.5 nm).
Expectedly, high conversion of 91.5%was attained at 275 °C and
2 MPa.159 The critical function of pore size was also implied by
the deoxygenation of triglycerides over beta zeolite supported
catalysts. Low conversion was reported as the result of pore
accessibility issues as beta zeolite pore diameter was 5.7 nm
while triglyceride size was 7.5 nm.160

Apart from the porosity, acidity of zeolite also plays signi-
cant role as elaborated in the deoxygenation of palm fatty acid
with 84.8% conversion and 78.2% selectivity of C15–17. The
acidity of zeolite that inuenced by the Si/Al, addressed the
availability of Lewis and Brønsted acid sites.161 The addition of
metal into zeolite replaced the proton through an ion exchange,
lowering number of Brønsted acid sites and increasing Lewis
acid sites.47 Lowered Brønsted acid sites inhibited the cracking
and coking process.
© 2023 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra02281a


Table 2 Studies on the biojet production using noble and transition metal catalysts

Catalysts Feedstock Condition Conv. (%) Selectivity Ref.

Pd@PPN Stearic acid 150 °C, 2 MPa H2, 14 h, batch reactor 90 C17 = 83% 123
Pd/SBA-15 Stearic acid 300 °C, 1.7 MPa 5% H2, 5 h, semi batch

reactor
96 C17 = 98% 124

Pd/C Waste cooking oil 400 °C, no H2, 2 h, batch reactor 100 n-Paraffin = 71% 114
Pd/C Stearic acid 300 °C, 1.7 MPa 5% H2, 3 h, semi batch

reactor
94 C17 = 99% 110

Pd/C Stearic acid 300 °C, 1.5 MPa 10% H2, 0.5 h, batch
reactor

100 C17 = 98% 125

Pd/C Stearic acid 300 °C, 1.5 MPa 5%H2, 3 h, batch reactor 95 C17 = 99% 99
Pd/C Lauric acid 300 °C, 2 MPa H2, 5 h, semi batch reactor 70 C11 = 90% 126
Pd/C Tall oil fatty acid 300 °C, 1.7 MPa 1%H2, 3 h, batch reactor 90 C17 = 95% 69
Pd/C Castor oil 340 °C, 2.5 MPa H2, 7 h, batch reactor 95 C17 = 87% 127

C18 = 9%
Pd/AC Tristearin 326 °C, 3 h, batch reactor 100 C17 = 54% 115
Pd Soybean oil 400 °C, 9.2 MPa H2, 2 h, batch reactor 91 C17 = 96% 128
Pd/Al2O3 Palm oil 330 °C, 4 MPa H2, ow reactor 100 C17 = 79.5% 129

C18 = 4.7%
Pt/AC Tristearin 326 °C, 3 h, batch reactor 100 C17 = 64% 115
Pt/Al2O3 Palm oil 330 °C, 4 MPa H2, ow reactor 100 C17 = 72% 129

C18 = 7.6%
Pt/Al2O3 Tristearin 260 °C, 4 MPa H2, 3 h, semi batch reactor 5 C17 = 65% 116
Pt/q-Al2O3 Soybean oil 360 °C, 5 MPa H2, 2 h, xed bed reactor 81 C13,15,17 = 63% 117
Pt/C Crude palm kernel oil 420 °C, 3.5 MPa H2, 10 h, xed bed

reactor
59 C8–16 = 28% 9

Ru/C Stearic acid 140 °C, 5 MPa H2, 6 h, batch reactor 100 C17 = 88% 118
C18 = 12%

Ru/C Corn stover oil 3000 °C, 12.5 MPa H2, 4 h, batch reactor 66 — 84
Ru/TiO2 Ethyl stearate 220 °C, 10 MPa H2, 6 h, batch reactor 98 C17 = 64% 119

C18 = 30%
Mo/g-Al2O3 Rubber seed oil 350.15 °C, 3.5 MPa H2, 3 h, xed bed

reactor
95 C17 = 20% 8

C18 = 32%
Mo/Al2O3 Rapeseed oil 270 °C, 3.5 MPa H2, 4 h, xed bed reactor 100 C18 = 90% 100
Mo/AC Palm fatty acid distillate 350 °C, no H2, 1 h, batch reactor 54 C15+17 = 45% 120
Pt–MoOx/ZrO2 Oleic acid 220 °C, 2 MPa H2, 5 h, batch reactor 94 C17 = 14% 121

C18 = 63%
MoS2/g-Al2O3 Oleic acid 400 °C, 4 MPa H2, 3 h, batch reactor 97.91 C17 = 65% 122

C18 = 35%
Ni/CeO2–Al2O3 Methyl laurate 300 °C, 3 MPa 10%H2/N2, 4 h, semi batch

reactor
100 C11 = 99% 130

C12 = 2%
Ni/Al2O3 Tristearin 260 °C, 4 MPa H2, 3 h, semi batch reactor 2 C17 = 83% 116
Ni/Al2O3 Palm oil 330 °C, 4 MPa H2, ow reactor 100 C17 = 80% 129

C18 = 2%
Ni/g-Al2O3 Rubber seed oil 350.15 °C, 3.5 MPa H2, 3 h, xed bed

reactor
95 C17 = 22% 8

C18 = 5%
C15 = 23%

Ni/MgO–Al2O3 Oleic acid 300 °C, 2 MPa H2, 3 h, batch reactor 96.7 C16–18 = 46% 108
NiMo/Al2O3 Rapeseed oil 260 °C, 7 MPa H2, 2 h, ow reactor — C18 = 39.6% 70

C17 = 4.7%
NiMoC/Al-SBA-15 Soybean oil 400 °C, 4.5 MPa H2, 2 d, xed bed reactor 96 C15–18 = 97% 131
Ni/HPS Stearic acid 250 °C, 3 MPa N2, 1 h, xed bed reactor 100 C17 = 90% 132
Co/ZrO2 Ethyl palmitate 240 °C, 2 MPa H2, 8 h, batch reactor 100 C15 = 54% 133

C16 = 12%
Co/Al2O3 Palm oil 330 °C, 4 MPa H2, ow reactor 100 C17 = 34% 129

C18 = 50%
Co3O4/SiO2–Al2O3 Methyl stearate 250 °C, 3 MPa H2, 6 h, batch reactor 100 C17 = 10% 134

C18 = 88%
CoMo/Al2O3 Rapeseed oil 270 °C, 5 MPa H2, batch reactor 100 C18/C17 = 20 85
Co@SiO2 Palmitic acid 300 °C, 2 MPa H2, 4 h, batch reactor 100 C16 = 71% 135
Co-MOF-700 Methyl laurate 280 °C, 2 MPa H2, 4 h, batch reactor 100 C11 = 68% 106

C12 = 18%
Cu Oleic acid 330 °C, 1 MPa N2, 3 h, batch reactor 96 C17 = 28% 43
Cu/g-Al2O3 Stearic acid 350 °C, 1.4 MPa H2, 6 h, batch reactor 95,5 C17 = 78% 136
Cu/g-Al2O3 Stearic acid 350 °C, 1.4 MPa H2, 1 h, batch reactor 45 C17 = 67% 137

© 2023 The Author(s). Published by the Royal Society of Chemistry RSC Adv., 2023, 13, 13698–13714 | 13707

Review RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

4 
M

ay
 2

02
3.

 D
ow

nl
oa

de
d 

on
 1

1/
10

/2
02

5 
5:

33
:3

4 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra02281a


Table 2 (Contd. )

Catalysts Feedstock Condition Conv. (%) Selectivity Ref.

CuO–CeO2/g-Al2O3 Stearic acid 300 °C, 4 MPa H2, 12 h, batch reactor 96 — 105
CuCo/CNT Stearic acid 260 °C, 3 MPa H2, 4 h, batch reactor 100 C17 = 88% 138

C18 = 6%
Cu–Ni/ZrO2 Oleic acid 350 °C, 3 h, batch reactor 100 C17 = 67% 139
Fe/HMS Triolein 380 °C, 2 h, batch reactor 82 C8–18 = 97% 140
Fe/AC Waste cooking oil 450 °C, 0.5 h, xed bed reactor 94 C15+17 = 52% 141
Fe2O3/Al-MCM-41 Palmitic acid 350 °C, 2 h, batch reactor 77 C15 = 61% 142
CFeAl Oleic acid 300 °C, 3 h, batch reactor 89 C13–20 = 77% 143
Fe/CMD900 Waste cooking oil 390 °C, 0.5 h, batch reactor 55 C13–20 = 38% 144
Ni–Fe/ZrO2 Oleic acid 240 °C, 2 MPa H2, 3 h, batch reactor 99 — 93
FeNi/C Stearic acid 330 °C, 3 h, batch reactor 100 C17 = 77% 145
NiO–Fe2O3/MWCNT Jatropha curcas oil 350 °C, 1 h, semi-batch reactor 73 C15+17 = 63% 48
Ni–Fe/Al2O3 Waste cooking oil 375 °C, 24 h, xed bed reactor 100 C10–20 = 95% 146
Ni–Fe/SBA-15 Waste cooking oil 350 °C, 2 h, semi batch reactor 73 C15–17 = 41% 147
Pt–Sn/Al2O3 Rapeseed oil 400 °C, xed bed reactor 100 C18 = 84% 148
PtSn/SAPO-11 Methyl palmitate 375 °C, 3 MPa H2, 3 h, xed bed reactor 87 C15+16 = 79% 149
Pt–Sn/SAPO-11 Waste lard oil 380 °C, 5 MPa H2, xed bed reactor 97 C15–18 = 65% 150
Pt–Sn/Al2O3 Rapeseed oil 400 °C, 5 MPa H2, xed bed reactor 100 C18 = 84% 151
Ni–Sn/C Methyl palmitate 330 °C, 1 MPa N2, 6 h, batch reactor 99 C15 = 88% 152

C16 = 5%
Ni–Sn/Al2O3 Tristearin 350 °C, 4 MPa N2, 6 h, semi batch reactor 99 C17 = 55% 153
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Brønsted acid site enabled protonmobility and improved the
contact between the external acid site with metal particle that
leads to the DCO/DCO2 pathway.162 On the other hand, Lewis
acid sites activated carboxylate and carbonyl group, promoting
HDO route.134 Other studies claimed zeolite acid sites improved
metal dispersion and metal–support interaction.163

The second common catalyst support is Al2O3 which asso-
ciated with metal–support interaction properties and metal
dispersion. Higher dispersion provides more active site exposed
on the surface of catalyst. Al2O3 support inclined the dispersion
of Ni–Mo–S metal on the NiMoS2/Al2O3 catalyst leading to high
conversion and hydrocarbon yield on the deoxygenation of
palm oil at 300 °C and 4 MPa.164

Profound study of Al2O3 crystal structure on Pt dispersion in
the deoxygenation of triglyceride had been carried out by Oh
et al. Gamma and beta alumina displayed the highest Pt
dispersion due to the availability of pentacoordinate site. In
terms of catalytic activity Pt/g-Al2O3 displayed highest paraffin
yield of 78% at higher conversion due to the larger pore size
over q-Al2O3.117 In case of Ni/Al2O3, the strong Ni interaction
with Al2O3 created NiAl2O4, a new active site as DCO/DCO2

driving force.165

The next common catalyst support is SiO2 which is less
acidic compared to Al2O3. Many studies reported the employ of
SiO2 support combined with various metals. Deoxygenation of
oleic acid over CoxNi1−xP/SiO2 at 320 °C and 2 MPa generated
98% conversion and 86% heptadecane selectivity.166 The
favored DCO/DCO2 pathway was also found in the deoxygen-
ation of palmitic acid over Co/SiO2 at 260 °C and 2 MPa with
51.9% C15 selectivity. This high result was due to the high
surface area (315 m2 g−1) and large pore diameter (36 nm).
Notably, the acidity level of this catalyst was very low (0.01 mmol
NH3 per g) that susceptible for further hydrogenation to
13708 | RSC Adv., 2023, 13, 13698–13714
occur.167 Other studies also mentioned the application of SiO2

as catalyst support.135

Other studies attempt to combine Al2O3 and SiO2. An
improvement in terms of conversion and selectivity was re-
ported in the deoxygenation of tristearin over Ni–Pd/Al2O3–SiO2.
About 99.5% tristearin was achieved over this following reaction
conditions: 260 °C, 4 MPa for 3 hours. The application of this
catalyst shied the reaction pathway towards HDO from 0% to
31% selectivity of C18.168

Another support mentioned in the literature is ZrO2. For the
sake of comparison, Papageridis et al., investigated the inu-
ence of catalyst supports (Al2O3, SiO2, ZrO2) on palm oil
conversion. The Ni/ZrO2 exhibited the highest dispersion and
more abundance of acid sites. This superior characteristic
rendered the ZrO2 as the most effective support in the lowest
optimal temperature.169 Furthermore, ZrO2 support provided
oxygen vacancies acting as active site for ethyl palmitate
adsorption, activating the carbonyl groups and stabilizing
intermediates.66

The same phenomenon was also observed in TiO2 support as
proposed in the mechanism of deoxygenation over Pd/TiO2.
Nanoparticle Pd facilitated H2 dissociation where the hydrogen
was able to migrate TiO2 and induced the reduction of Ti4+ to
Ti3+. This hydrogen spill over caused some defect in TiO2

structure and oxygen vacancy was formed. The reduction
induced the feasible movement of electron from reduced TiO2

to Pd. Subsequently, electron rich Pd effectively activate oxygen
in carboxylic/carbonyl group. In addition, the defects on TiO2

provide anchorage sites for Pd particles thereby preventing
particle size growth, leading to higher Pd dispersion.170 In spite
of high selectivity, the conversion generated from deoxygen-
ationmetal supported TiO2 was still below the common support
such as Al2O3, SiO2 and zeolite. The WO3/Pt/TiO2 transformed
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 13 Carbon dioxide emissions from commercial aviation world-
wide from 2004 to 2022 (https://www.statista.com/statistics/
1186820/co2-emissions-commercial-aviation-worldwide).
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86% of jatropha fatty acids at 410 °C and 4 MPa (10% H2), with
the C15+17 selectivity of 65%.171 The use of TiO2 as catalyst
support was also mentioned in other studies.28,172

In respect of surface area, activated carbon attracted many
attempts to be applied in deoxygenation reaction. For instance,
Ni/AC contain surface area of 584 m2 g−1 with acid sites of 19
120 mmol g−1. This trait was in charge of C–O activation and C–C
cleavage. Moreover, Ni/AC possessed low tomoderate basic sites
of 4960 mmol g−1, enhancing the C–O scission in DCO pathway.
This characteristic enable to convert 90% of waste cooking oil to
89% of C15 and C17, indicating the DCO/DCO2 route. Although
Ni catalyst was commonly prone to deactivation due to coke
formation, the high surface area of activated carbon contain
sufficient space for adsorption of hydrocarbons formed during
deoxygenation.173 The role of basic sites on directing the reac-
tion route was also investigated in the conversion of chicken fat
oil over Ni–Mn/MWCNT. The CO2 production inclined as the
function of the number of basic sites. The preferable decar-
boxylation route was acclaimed by the selectivity of C15+17 up to
83%.174 Contrary, very low conversion of 6% was resulted from
deoxygenation of methyl laurate over Co/C due to the high
strength adsorption capacity of C, making it hardly released the
products.106 This was the reason activated carbon rarely used as
support material in deoxygenation. Similar result can be seen in
other studies.175,176
10. Future outlook

Paris Agreement that set a goal to limit the global emissions to
zero and temperature increases to 1.5 °C by 2050, reects
a heightened level of concern about the negative effects of
climate change.177 This ultimate goal can be achieved by
focusing on the elevation of the existing solutions involving six
technological avenues to reach 36.9 giga tonnes CO2 emission
cut off (Fig. 12).178 Renewable energy was positioned in the same
level priority as electricity efficiency with renewable sustainable
biomass as the primary driver.178 In addition, rapid decarbon-
ising has been achieved through the electricity efficiency as well
as electrication generated from green resource involving solar,
wind and hydro. However, long distance transport particularly
aviation remained as challenging issue and takes decade away
Fig. 12 Reducing emissions by 2050 through six technological
avenues (redraw from ref. 177)

© 2023 The Author(s). Published by the Royal Society of Chemistry
to commercialise.5 This matter has urged many attempts to ne
the solution since aviation sector contributed on 2% of global
CO2 emission and about 671 metric tonnes in 2022 (Fig. 13).177

Therefore, the application of biojet/sustainable aviation fuel is
benecial.

The current development of sustainable aviation fuel has
been reported by The International Civil Aviation Organization
by 2022. About 350 000 commercial ights have used biojet fuel
which distributed in 45 airports. About 21.6 billion liters of SAF
is under oake agreements and 9 conversion processes has
been certied. Moreover, 22 policies associated to sustainable
aviation fuel has been adopted or under development.179

Nevertheless, ongoing improvement seems hardly achieve the
net zero target and the acceleration is urgently required.178 In
consequence, the biojet demand will rapidly increase for the
following future.

On a net zero trajectory, biofuel demand is estimated to
reach 14 EJ in 2040 and acceleration up to 30% in 2027.180 In
more detail, the demand of biodiesel together with biojet fuel is
estimated to incline by 44% or 21 billion litres in the span of
2022–2027 (Fig. 14). This consumption growth is the result of
increasing demand in major countries such as The United
States, Europe, Brazil and Indonesia. In United State, the bio-
fuel requirement is fullled by the domestic production using
various feedstocks including soybean oil, rapeseed oil, corn oil,
used cooking oil and animal fats. The most increasing demand
Fig. 14 Total biofuel growth from 2021 to 2027 (estimation).179
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of renewable diesel and biojet occurs in Europe, which trying to
shi the feedstock from palm oil to wastes, residues and rape-
seed oil, while Brazilian biojet relies on soybean oil. In Indo-
nesia, there is a blending mandates entitled B30 consisting of
fossil fuel and biofuel in 70 : 30 proportion, which boosts the
biofuel consumption that generated majorly from palm oil.

In summary, the biojet fuel is forecasted to develop swily in
the near future, followed by the research improvement in this
area. This phenomenon is also supported by the result of bib-
liometric analysis showing the increasing number of articles
aligned to green diesel. For instance, about 33 articles was
published in the beginning of 2023.
11. Conclusions

The favoured pathway on green diesel production through
deoxygenation depended upon several factors including
temperature, hydrogen pressure and catalyst. High temperature
preferred DCO/DCO2 owing to the high energy requirement for
C–C cleavage and rich hydrogen environment directed the
reaction towards HDO. In regards of catalyst, the reaction route
was determined by two main categories: metal catalyst and
support. Type of metal, metal area, and dispersion involved in
the selectivity of the route. The characteristic of catalyst support
was represented by the availability of Lewis acid sites, porosity
and metal–support interaction.
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