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In 21st century, the energy demand has grown incredibly due to globalization, human population explosion

and growing megacities. This energy demand is being mostly fulfilled by fossil-based sources, which are

non-renewable and a major cause of global warming. Energy from these fossil-based sources is cheaper,

however challenges exist in terms of climate change. This makes renewable energy sources more

promising and viable for the future. Hydrogen is a promising renewable energy carrier for fulfilling the

increasing energy demand due to its high energy density, non-toxic and environment friendly

characteristics. It is a non-toxic energy carrier as combustion of hydrogen produces water as the

byproduct whereas other conventional fuels produce harmful gases and carcinogens. Because of its

lighter weight, hydrogen leaks are also easily dispersed in the atmosphere. Hydrogen is one of the most

abundant elements on Earth, yet it is not readily available in nature like other fossil fuels. Hence, it is

a secondary energy source and hydrogen needs to be produced from water or biomass-based feedstock

for it to be considered renewable and sustainable. This paper reviews the renewable hydrogen

generation pathways such as water splitting, thermochemical conversion of biomass and biological

conversion technologies. Purification and storage technologies of hydrogen is also discussed. The paper

also discusses the hydrogen economy and future prospects from an Indian context. Hydrogen

purification is necessary because of high purity requirements in particular applications like space, fuel

cells etc. Various applications of hydrogen are also addressed and a cost comparison of various

hydrogen generation technologies is also analyzed. In conclusion, this study can assist researchers in

getting a better grasp of various renewable hydrogen generation pathways, it's purification and storage

technologies along with applications of hydrogen in understanding the hydrogen economy and its future

prospect.
1. Introduction

Globalization and modernization in the 21st century are based
on energy consumption and the majority of the world's energy
demand is met by the utilization of fossil fuel-based resources.
This continuous and systematic usage has led to dwindling
fossil-based resources, and the focus of researchers has shied
towards alternate sources of energy.1 Additionally, escalating
prices and serious impacts on the environment due to extensive
burning of fossil fuels has shied the world's focus towards
clean and renewable energies.2 This increasing and signicant
need for developing a renewable and clean energy source owing
ndian Institute of Technology, Guwahati,

Institute of Technology, Delhi, India.

ndian Institute of Technology, Guwahati,

Institute of Technology, Delhi, India.
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to greenhouse effects and environmental pollution has aroused
interest in hydrogen (H2) as a fuel because of its high caloric
value.3

Hydrogen is not readily accessible in nature unlike other
fuels derived from fossil-based resources and hence it is
a secondary energy source which can be produced from
different primary sources of energy. It can be produced by fossil
fuel gasication (natural gas and coal), water splitting by
photolysis, water electrolysis, and thermochemical and biolog-
ical biomass conversion.4 Hydrogen can be utilized in fuel cells
for producing electricity and in internal combustion engines for
direct combustion.5

Hydrogen is a clean, non-toxic, and emission-free fuel with
an energy yield of 122 kJ g−1 i.e., approximately 2.75 times
higher than most hydrocarbon fuels.7 Fig. 1 shows the energy
content comparison of different fuels (drawn using data from
ref. 6). The renewable energy policies throughout the world are
centered on the application of hydrogen as a fuel in combustion
engines and electric vehicles by the use of fuel cells. Imple-
mentation of hydrogen as a fuel in transportation systems is
RSC Adv., 2023, 13, 25253–25275 | 25253
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Fig. 1 Energy content of different fuels (drawn using data from ref. 6).
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free of toxic gas and CO2 emission and the byproduct is only
water vapour.8 Different industries, such as, chemical, petro-
leum and food processing plants utilize hydrogen as feedstock
in huge amounts. It is also utilized for hydro-treating, desul-
furization and chemical manufacturing.9 Despite its unique
characteristics, such as, eco-friendly nature, efficient energy
carrier and high caloric value, there are some practical limi-
tations of hydrogen, such as, obtaining higher percentage of
purity and storage. Due to a low density of hydrogen 0.082 kg
m−3 at STP and high inammability, its storage possess
challenges.10

Some challenges are encountered during the usage of
renewable energy sources for the production of hydrogen.
Specic ambient conditions, such as, solar irradiation in the
case of solar energy and wind speed for wind energy vary the
output of energy produced from these renewable resources. In
the case of biomass, the need for the availability of a required
amount of biomass at a particular place hampers the energy
production from this resource. Such dependence and inter-
mittent nature of renewable resources uctuate the production
of hydrogen.11

An energy storage system is required for utilizing the true
potential of renewable energy sources.12 Numerous technolo-
gies are available to store hydrogen. The commercial and most
common method for hydrogen storage is in high pressure
cylinders by compression.13 The volume requirement of cylin-
ders for such hydrogen storage is large as hydrogen has lower
density than that of other fuels.14 Other ways in which hydrogen
can be stored are metal hydrides and in cryogenic form ref. 15.

The present review article discusses different reported
renewable technologies for hydrogen production. It also
discusses the purication technologies, storage systems, and
presents a brief discussion on the applications of hydrogen and
its cost analysis. It provides important details that can be used
for design and development of different technologies for
hydrogen production, its purication and storage. This review
will be helpful in academic research concerning hydrogen and
hydrogen economy.
25254 | RSC Adv., 2023, 13, 25253–25275
2. Hydrogen economy and future
prospects for India

The concept of a hydrogen economy means that hydrogen will
be produced from various renewable sources in large quantities,
and it would be used to substitute fossil-based fuels in trans-
portation, residential, commercial and industrial sectors.
Developing a successful hydrogen economy will mean advan-
tageous for the energy security of a country, its economy and
environment, and nally the consumers.16 Although hydrogen
is quite scarcely available in its free state, it is abundantly
available in the environment in the form of hydrocarbons and
water, etc. Because of this scarce availability in free state, we
need to rst produce hydrogen from various sources, then store
(in metal hydrides, cryogenic form or compressed form), and
transport it for end-user applications.14 Fig. 2 presents a sche-
matic of a hydrogen economy.

Given India's current progress in the renewable energy sector,
it is evident that hydrogen derived from renewable resources will
have a signicant impact on the country's overall energy sector.
In the Indian transportation sector, green hydrogen will be the
key in providing sustainable solution. The demand for hydrogen
will augment from the present 6 Mt to 28Mt by the year 2050 and
the hydrogen generation cost from renewable sources will
decline around 50% by the year 2030 as predicted by The Energy
and Research Institute (TERI) of India. The institute claims,
approximately 80% of hydrogen will be generated using renew-
able sources in India by the year 2050.17 Fossil fuels provide
exibility to the end user in various applications, which at the
time cannot be provided by renewable sources. Nonetheless,
hydrogen generation integrated with renewable sources can
provide the required exibility. Hydrogen can become a feasible
option in meeting the carbon neutrality targets set by 2015 Paris
agreement which targets to restrict global warming below 2 °C.
With above-mentioned numerous advantages, hydrogen is
considered by researchers as a prospective player to meet energy
demands while addressing air pollution challenges and
increasing energy security.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 Schematic of hydrogen economy.
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Numerous public and governmental institutions in India are
making investments in development and research of technology
in the eld of hydrogen, notably in developing new systems,
processes, materials etc. Indian institutions such as Tata
Motors, Bharat Heavy Electricals Limited (BHEL), Indian Oil
Corporation (IOCL) and Indian Space Research Organization
(ISRO) are diligently working in technologies based on fuel cell
and hydrogen. This continuous exploration will help India in
facing several challenges concerning standards formulations,
regulations, fuel cell technology acceptance etc. India is one of
the participants in Mission Innovation (MI). It is working on
innovation challenges put forth by the mission, which are
focused on clean and renewable hydrogen.18
3. Renewable hydrogen generation
pathways

In the past few years, the expenses related to renewable energy
has witnessed considerable drop due to uncertainty and varia-
tions in oil and natural gas prices in international markets.19

Hydrogen is produced from various energy sources, such as,
fossil-based or renewable sources. Various techniques, such as,
coal gasication, biomass gasication, steam reforming,
biomass pyrolysis, electrolysis of water, etc., are utilized for the
extraction of hydrogen. On a commercial scale, hydrogen is
majorly produced by steam reforming, which also emits CO2. In
recent times, researchers and governments of most countries
have put more effort towards developing environmental friendly
renewable sources for hydrogen generation. This growth in
renewable energy sources has led to the design of additional
efficient fuel production systems. In this review, emphasis has
been given to the techniques of hydrogen generation using
renewable resources, such as, water splitting, thermochemical
conversion of biomass and biological conversion of biomass.20

The various renewable hydrogen generation pathways are rep-
resented in Fig. 3.
© 2023 The Author(s). Published by the Royal Society of Chemistry
3.1. Hydrogen from water splitting

Water consists of hydrogen and oxygen and this makes it the
most abundant source for hydrogen generation. Electrical,
thermal and photonic energy is used for hydrogen production
by splitting of water.21 Hydrogen generation from water can be
categorized into three major types, namely, hydrogen from
water using electricity (electrolysis),22 using photons (photol-
ysis)23 and using thermal energy (thermolysis).21

3.1.1. Electrolysis. Water electrolysis has been carried out
for hydrogen production for a long time. Today renewable
sources, such as, solar and wind energy are used for water
electrolysis to produce hydrogen which releases zero carbon
emissions and is a sustainable way of production. Water elec-
trolysis using renewable sources will play a pivotal role in energy
transition from fossil fuel-based sources. Alkaline, solid oxide
and proton exchange membrane electrolysis are few different
technologies of hydrogen production from water.24 The effi-
ciency of water electrolysis process can be enhanced by the use
of catalyst. The use of catalyst plays an important role in
hydrogen and oxygen evolution rate. The use of alkaline media
in alkaline electrolysis broadens the selection of catalysts to
non-noble metals or metal oxides. The design of catalysts with
high catalytic activity and low cost for water splitting is chal-
lenging and extensive research is being carried out.25 Noble
metals such as platinum (Pt) shows excellent catalytic activity
and enhances the hydrogen generation rate. Sun et al. devel-
oped ultrane PtNi nanoparticle-decorated Ni nanosheet array
on carbon cloth (PtNi–Ni NA/CC) which showed better hydrogen
generation rate.26

Alkaline electrolysis is a mature form of technology. The
electrolyzers which are being used in alkaline electrolysis are
commercially available in MW scales.27 The temperature during
the process ranges from 60 °C to 80 °C. The process utilizes
NaOH or KOH as electrolytes and nickel is used in electrodes.
The electrolyte concentration can vary from 20% to 30%. A
diaphragm made of asbestos is used to separate the two
RSC Adv., 2023, 13, 25253–25275 | 25255
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Fig. 3 Renewable hydrogen generation pathways.
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electrodes.28 The efficiency of alkaline electrolysis process is
approximately 50–60% and the hydrogen produced has a purity
of 99.5–99.9%.28 The reactions taking place in cathode and
anode of alkaline electrolysis are as follows-

Reaction at anode: 2OH− / H2O + 1
2
O2 + 2e−

Reaction at cathode: 2H2O + 2e− / H2 + 2OH−

Net reaction of cell: H2O / H2 +
1
2
O2

The schematic diagram of the alkaline electrolysis process is
depicted in the Fig. 4.29,30 Anion exchange membrane is a new
Fig. 4 Alkaline electrolysis cell.

25256 | RSC Adv., 2023, 13, 25253–25275
step towards alkaline electrolysis process of water splitting. The
membranes are made up of polymers in place of asbestos.31,32

Solid oxide electrolysis is being researched on laboratory
scales and is a relatively new technology. The operating
temperature ranges from 700–900 °C and a solid ion-
conducting ceramic is utilized as electrolyte.33 The efficiency
of solid oxide electrolysis is in the range of 85–90% at higher
temperatures. This is due to improvement in reaction kinetics34

and higher thermodynamic efficiency.35

The PEM electrolyzers in proton exchange membrane elec-
trolysis (Fig. 5) use iridium and platinum black electrode cata-
lyst. The membrane separating the electrodes is made of
Fig. 5 PEM electrolysis cell.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Naon. The process is limited to a maximum temperature of
80 °C.27 High water purity, system complexity and costs are
major drawbacks of proton exchange membrane electrolysis.33

The reactions taking place in the anode and cathode of PEM cell
may be written as:22

Reaction at anode: H2O / 2H+ + 1
2
O2 + 2e−

Reaction at cathode: 2H+ + 2e− / H2

Net reaction of cell: 2H2O / H2 +
1
2
O2

Let us consider we have 150 kg water and we use the water
electrolysis process to produce hydrogen. The molar masses of
water (H2O) and hydrogen (H2) are 18.015 and 2.016. According
to the reaction H2O / H2 + 1

2O2, we have 0.1119 kgH2/kgH2O.
Hence, for 150 kg water, total mass of hydrogen produced using
water electrolysis process = (150 kg) × (0.1119 kgH2/kgH2O) =
16.785 kgH2.

3.1.2. Photolysis. A process called photolysis uses light
energy to disassemble molecules into their component
elements. Photolysis is a key component of a process called
“photoelectrochemical (PEC) water splitting” or “photo-
electrolysis,” which is used to produce hydrogen from water.

Using renewable energy sources, such as sunshine, PEC
water splitting is a useful method for creating hydrogen fuel. A
semiconductor substance that serves as a photocatalyst is oen
used in the process. In the presence of sunshine, this semi-
conductor material absorbs photons and produces electron–
hole pairs. The water-splitting reaction is then fueled by the
excited electrons and holes participating in redox reactions.

According to PEC water splitting, the general reaction for
producing hydrogen from water (see Fig. 6) is as follows:36

Energy (sunlight) + 2H2O(l) / 2H2(g) + O2(g)

The energy from sunlight is used in this reaction to split
water (H2O) into hydrogen gas (H2) and oxygen gas (O2). This
process is greatly aided by the photocatalyst, which is frequently
a semiconductor substance like titanium dioxide (TiO2) or other
metal oxides. As a result of the photocatalyst absorbing light
energy, the photolysis component of this process causes water
molecules to disintegrate into their component hydrogen and
oxygen atoms. In semiconductors, electrons are excited and
Fig. 6 Schematic diagram of photolysis.36

© 2023 The Author(s). Published by the Royal Society of Chemistry
form electron–hole pairs when photons with a high enough
energy strike the semiconductor surface. The excited electrons
can reduce protons (H+) at the semiconductor's surface to
generate hydrogen gas, and the holes in the semiconductor's
valence band serve as electron acceptors.

Themain benet of using photolysis for hydrogen creation is
that it makes use of free, abundant, and renewable solar energy,
making it a sustainable and green way to make hydrogen fuel.
To make this method more economically viable and scalable for
large-scale hydrogen production from water, it is necessary to
address some issues, such as enhancing the effectiveness of the
photocatalysts and guaranteeing stability and longevity in
practical settings. To increase the effectiveness and utility of
this process, scientists are still investigating and developing
new photocatalysts and engineering methods.

3.1.3. Thermolysis. Thermolysis of water or thermochem-
ical water splitting process uses high temperatures to split water
into hydrogen and oxygen. Waste heat from various processes or
concentrated solar power (CSP) is used to achieve these high
temperatures (400–2000 °C). With the help of such high
temperatures water is decomposed through chemical reactions
in repetitive series. This is carried out using substances and
intermediate reactions which get recycled during thermolysis
process. It is basically a closed loop process where water gets
consumed and the output of the overall reaction is hydrogen
and oxygen. An example of thermolysis cycle is two step cerium
oxide cycle. The schematic diagram of the cycle is shown in
Fig. 7.37 The reaction involved is depicted below

Reduction: 2Ce(IV)O2 / Ce(III)2O3 +
1
2
O2
Fig. 7 Two-step cerium oxide water splitting cycle.

RSC Adv., 2023, 13, 25253–25275 | 25257

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra04148d


RSC Advances Review

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

3 
A

ug
us

t 2
02

3.
 D

ow
nl

oa
de

d 
on

 1
/2

0/
20

26
 5

:5
9:

25
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
Oxidation: Ce(III)2O3 + H2O / 2Ce(IV)O2 + H2

Net reaction: H2O / 1
2
O2 + H2

The advantages of thermolysis process is that it has a higher
working temperature range of 400–2000 °C and for separating
oxygen-hydrogen, membrane is not required.38,39 In this process
hydrogen can be produced by the decomposition of water in
a single step but it requires temperature higher than 2000 °C.38

Due to the higher temperature requirement in single step
decomposition, two or multi step thermolysis process is
proposed for hydrogen production using water splitting.40
3.2. Hydrogen from thermochemical conversion of biomass

Pyrolysis and gasication technologies are types of thermo-
chemical conversion of biomass that are utilized to produce
hydrogen. In this approach chemical conversion of biomass at
elevated temperatures produces hydrogen and hydrogen rich
gas mixtures.41

3.2.1. Pyrolysis of biomass. In pyrolysis, biomass is heated
at temperatures ranging from 650–800 K and at pressure
ranging from 0.1–0.5 MPa in the absence of air.42 The process of
pyrolysis depends on essential factors, such as, type of catalyst
used, temperature, feedstock type and biomass residence
time.43 Flash pyrolysis and fast pyrolysis are the two types of
techniques used in the biomass pyrolysis.44 In this process
control parameters, such as, rate of heating and cooling,
temperature, pressure, catalyst used and residence time are
vital for the production of hydrogen.45 Catalytic pyrolysis has
resulted in more than 50% mole of hydrogen gas in the overall
gas mixture composition.46 Numerous studies have been con-
ducted by utilizing different types of catalyst, such as, CaCO3,
K2CO3,47 Y-type zeolite48 and nickel based catalyst49 to observe
the decomposition of hydrocarbon in tar.

3.2.2. Gasication of biomass. Biomass comprises a range
of renewable organic materials which consists of plants,
animals and microbes. It also consists of forestry and agricul-
tural waste, which includes wood waste, agricultural waste, and
agro-industrial and municipal waste. The use of biomass as
renewable energy has expanded during the oil crisis as it is
considered a sustainable material due to its enormous supplies
and cheap cost. The production of hydrogen from biomass has
received huge interest of researchers in recent times.50

Biomass gasication can be dened as the thermochemical
conversion of carbonaceous biomass into gaseous fuel. The
process begins with biomass being heated to produce a gas
which primarily consists of H2, CO2, CO, H2O vapours, CH4 and
N2. Char particles, tar and ash are some contaminants which
are found in gaseous fuel. The process of gasication occurs in
a special type of reactor called a gasier. The gasication
process is a partial oxidation process which occurs at elevated
temperature and pressure inside a gasier. In gasier, a gasi-
fying agent is inserted which comes in contact with the biomass
feed. A series of chemical reactions occur within the gasier
which convert the biomass feed into syngas and ash. The heat
released during the partial oxidation process is used for the
25258 | RSC Adv., 2023, 13, 25253–25275
gasication reactions. Air, steam, oxygen or a combination of
these in limited supply serve as the gasifying agent. The process
of gasication with oxygen as the gasifying agent is not
economical and therefore more attention is being given to
steam as a gasifying agent as it produces syngas with a higher
percentage of hydrogen. It is also capable of removing
contaminants, such as, char and tar through steam
reformation.51

The effect of using different gasication agents has been
observed in various reported studies which affect the hydrogen
concentration and also its yield during the biomass gasication.
For example, Song et al.52 in their review found that the
concentration of hydrogen ranged 5–25% in response to air
gasication while the range of hydrogen concentration varied
20–60% with steam gasication. The yield of hydrogen ranged
0–20 ml g−1 for air gasication and it ranged 200–1400 ml g−1

for steam gasication. It can be observed that the utilization of
steam gasication provides syngas with a higher hydrogen
concentration and yield. Air is selected as a gasifying agent due
to its lower costs, but the heating value of syngas is low (4–7 MJ
Nm−3) due to higher concentration of nitrogen in air. The use of
oxygen as the gasifying agent helps to increase the heating value
of syngas in the range 12–28 MJ Nm−3., but as oxygen is
expensive it is used less frequently. Steam is mostly preferred as
the gasifying agent to produce hydrogen as it gives a suitable
heating value of the obtained syngas in the range 10–18 MJ
Nm−3.53 Guan et al.54 reported that the optimal steam-to-
biomass ratio (S/B) was 0.6–0.9 for higher hydrogen produc-
tion in biomass gasication.

Biomass gasication depends on other gasication param-
eters, such as, temperature inside the gasier, the biomass
feedstock used and also the equivalence ratio (ER). Boudard
reaction, steam reformation reaction and water-gas shi reac-
tion are endothermic reactions that take place in biomass
gasication and higher temperatures favour the product of
endothermic reactions. Li et al.55 observed that with increasing
temperature gradient, hydrogen concentration rst increased
and then decreased before levelling out. Maximum hydrogen
concentration was observed at temperature of 917 °C. At 1300 °
C tar concentration decreased to less than 0.2 g Nm3 as reported
by Briesemeister et al.56 Al-Zareer et al.57 reported that three
constituents of biomass, xed carbon content, ash content and
volatile matter, had a positive effect on hydrogen concentration
in syngas. The way the temperature inuences the syngas
characteristics is depicted in Fig. 8.

The chemical reactions taking place in the gasication
process within the gasier may be written as:58

Oxidation reaction

C + O2 = CO2 + 393.8 MJ kmol−1

H2 +
1
2
O2 = H2O + 242 MJ kmol−1

Boudouard reaction

CO2 + C = 2CO − 172.6 MJ kmol−1
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 [Fig. 2 influence of temperature process on the syngas char-
acteristics.] Adapted from Molino, A., Chianese, S., & Musmarra, D.,
Biomass gasification technology: the state of the art overview. Journal
of Energy Chemistry, 2016, 25(1), 10–25, DOI: 10.1055/s-0035-
1560215.
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Steam reaction:

C + H2O = CO + H2 − 131.4 MJ kmol−1

Water–Shi reaction:

CO2 + H2 = CO + H2O + 41.2 MJ kmol−1
Table 1 Features, advantages and disadvantages of various gasifiers55–60

Gasier Features Advantage

Updra � Counter current ow leads to
effective heat transfer

� Therma

� Biomass feed with high moisture
content can be used

� Carbon

� Feed of various sizes can be used � Gasier
Downdra � Ash and dust entrainment is limited � Carbon

� Low tar

� Clean g
� Syngas c
� Low cos

Bubbling
uidized bed

� Load and process exibility is good � Reaction
� Biomass feed and gasifying agent
mixing is good

� Carbon

� Materials with different properties
can be used

� Higher

Circulating
uidized bed

� Fuel exibility is high � Low tar

� Carbon
particle re
� Higher

Entrained
ow

� Uniform temperature can be
maintained in gasier

� High fu

� Feed residence time is short inside
gasier

� Tar con

� Carbon

© 2023 The Author(s). Published by the Royal Society of Chemistry
Methanation:

C + 2H2 = CH4 + 75 MJ kmol−1

Other reactions:

C + CO2 = 2CO

CH4 + H2O = CO + 3H2

The gasication process is carried out in a reactor termed as
a gasier. Biomass gasiers have been developed into different
types. The differentiation is made based on the direction of ow
of biomass feed and the gasifying agent, the way biomass feed is
supported on the reactor vessel and how heat is being supplied
to the reactor. Table 1 compares various biomass gasiers in
terms of features, advantages and disadvantages.55–60
3.3. Hydrogen from biological conversion

The hydrogen production technologies based on biological
conversion are considered to be environment friendly and
sustainable for the future generation.61–67 These biological
conversion processes are carbon neutral and renewable. The
present work discusses biophotolysis and fermentation tech-
nologies involved in biological hydrogen production.
s Disadvantages

l efficiency is high � High tar content

conversion rate is high � High ash content

construction is simple � Tar cracking required
conversion is high � Pre-treatment of biomass feed is

required
content � Difficulty in starting and

temperature control
as production � Heat transfer coefficient is low
aloric value is high
t
rate is high � High ash content

conversion is high � Biomass feed size limitation

ability for scale-up � Heterogeneous materials require
pre-treatment

content � Fine pulverized biomass feed is
required (<100 mm)

conversion is high due to
-circulation

� Complex technology

ability to scale-up � Start-up cost and investment cost is
high

el exibility � Cold gas efficiency is low

tent is quite low � Cost of plant set-up and
maintenance is high

conversion is high � Requirement of oxidant is large
� System components have a short life

RSC Adv., 2023, 13, 25253–25275 | 25259
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Fig. 9 Hydrogen production efficiency of different processes.
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3.3.1. Biophotolysis. The process of biophotolysis is
a carbon neutral, sustainable, renewable and clean method for
the production of hydrogen using photosynthetic bacteria. Due
to these reasons, numerous researches are being carried out in
this eld. In a biophotolysis process different phototropic
microorganisms, such as, microalgae, cyanobacteria and green
bacteria are utilized to produce hydrogen.66 The process
involved is photosynthesis and the microorganisms undergo
biochemical reactions which splits water and other organic
compounds into hydrogen with the help of solar energy.67 In
this photobiological process, sunlight is the primary key factor
for the growth of microorganisms which helps in carrying out
the biochemical reactions to produce hydrogen with hydroge-
nase enzyme as the catalyst.68

The biophotolysis process is classied into indirect and
direct biophotolysis. The following biochemical reactions occur
during indirect biophotololysis conversion:

12H2O + 6CO2 + light / C6H12O6 + 6O2

C6H12O6 + 12H2O / 12H2 + 6CO2

12H2O + light / 12H2 + 6O2 (overall reaction)

Microorganisms like microalgae directly produces hydrogen
from water through direct biophotolysis process. The following
biochemical reaction occurs during the process:

2H2O + solar energy / 2H2 + O2

It can be observed from the above biochemical conversion
reactions taking place during indirect and direct biophotlysis
that molecular H2 and O2 are the only products of the process.
CO2 gets absorbed by the microorganisms during the
biochemical reactions which makes the biophotolysis process
carbon neutral. Microalgae and cyanobacteria have received the
highest attention among the microorganisms by the
researchers which are capable of producing hydrogen by
25260 | RSC Adv., 2023, 13, 25253–25275
biological conversion.69 The biophotolysis process is conrmed
in the laboratory scale and it requires extensive research before
commercialization.

3.3.2. Fermentation. The process of fermentation can be
dened as chemical reactions or changes occurring in organic
substances which are caused by the activities of microorgan-
isms. Hydrogen production by fermentation of carbohydrate
rich biomass can be achieved using light fermentation (photo-
heterotrophic) and dark fermentation (anaerobic) microorgan-
isms.70 In light fermentation, photosynthetic microorganisms,
such as, Rhodospirillum, Rhodobacter and Rhodobium produce
hydrogen by the action of the enzyme nitrogenase. The main
advantage of light fermentation is the extensive substrate
consumption and the availability of huge material supplies.71 In
anaerobic or dark fermentation anaerobic microorganisms
produce hydrogen through biochemical conversion of biomass.
The dark fermentation process is considered to be the most
promising among biological conversion technologies. In dark
fermentation hydrogen yields are relatively low (approximately 6
mol-hydrogen/mol-sucrose and approximately 4 mol-hydrogen/
mol-glucose). Although the hydrogen yields in dark fermenta-
tion is low, the reactor designs are simpler and this makes the
process attractive for hydrogen production.72

The graph shown (Fig. 9) below compares the hydrogen
production efficiencies of various processes which are being
used for hydrogen generation worldwide.22,28,73,74

4. Advanced gasification
technologies for hydrogen production

To increase and enhance hydrogen yield and concentration,
different advanced gasication technologies have been devel-
oped and studied. Studies based on these technologies have
been conducted to reduce carbon emissions as much as
possible. We discuss here steam gasication, supercritical water
gasication, multi-stage gasication, chemical looping gasi-
cation and solar driven gasication.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Table 2 Hydrogen yield with variation in S/B ratio for different
biomasses

Biomass H2 yield (mol kg−1) S/B ratio Reference

Wood residue 19.06–25.40 0.5–1.0 79

Sewage sludge 15.07–14.41 1.5–2.0 80

Palm kernel shell 48.97 2.5 81

Rice husk 15.77–13.41 1.5–2.5 82

Coconut shell 38.65–42.10 1.69–3.10 83

Pine sawdust 41.18–43.04 1.05–2.53 84
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4.1. Steam gasication

Steam gasication is a thermochemical conversion process of
biomass for hydrogen generation. It is believed to produce
hydrogen without making a carbon footprint in the environ-
ment.75 Hydrogen generated has a higher yield than that by
other thermochemical conversion processes, such as, fast
pyrolysis, air gasication, oxygen gasication and char steam
reforming. The introduction of steam as gasifying agent initi-
ates a more water-gas shi reaction which leads to lesser tar
formation and higher hydrogen yield. Biomass with moisture
content less than 35% is more suitable for steam gasication.76

Steam gasication has a few advantages; it is an effective
process for renewable hydrogen generation with minimal
impact on the environment.

Florin et al.77 performed steam gasication of biomass with
Calcium oxide (CaO), which acts as sorbent and helps in CO2

capture. Without CO2 capture the experimental H2 concentra-
tion observed ranged 40–50% volume but with the introduction
of CaO as sorbent and CO2 capture the H2 concentration was
observed to increase 40–80% volume (dry). Jeong et al.78 carried
out steam gasication of polythene using a two-stage gasier
and active carbon. Hydrogen concentration from steam gasi-
cation with active carbon was observed in range 60–65%
volume, which was the highest ever reported. Table 2 shows the
hydrogen yields reported by various researchers while varying
the S/B (steam to biomass) ratio.
4.2. Supercritical water gasication

A hydrothermal technology called supercritical water gasica-
tion (SWG) is used to transform biomass to a hydrogen rich
yield of syngas at elevated temperatures and pressures.85–88

Water in a supercritical state exists when its temperature and
pressure are above the critical point (temperature >374 °C and
pressure >22 MPa). In this state water has no distinct gaseous
and liquid phases i.e., the properties of both gas and liquid
phases become identical. In a supercritical state, the surface
tension is non-existent as the gas and liquid phase boundary is
not relevant. Water above its supercritical state exhibits good
solvation properties and improved mass temperature. The high
diffusivity and viscosity of supercritical water gasication
enhances different reaction rates and contributes to a higher
yield of hydrogen in syngas. The various product concentrations
of syngas produced by supercritical water gasication depend
on process parameters, such as, pressure, temperature,
© 2023 The Author(s). Published by the Royal Society of Chemistry
residence time, biomass particle size, feed concentration,
presence of catalyst and gasier congurations. Biomass with
high moisture content (>50%) can be directly gasied without
drying using a supercritical water gasication process.89
4.3. Multi-stage gasication

Multiple-stage gasication or staged gasication is a thermo-
chemical conversion gasication process which is carried out in
multiple interconnected systems. In this gasication pyrolysis
of biomass and gasication is carried out in separate areas
within the gasier. This feature allows the conversion of
biomass to syngas to be optimized in steps. The most important
reason for the development of staged gasication is to produce
syngas with low tar concentration and higher hydrogen yield.
Here, the volatile matter present in biomass is released at lower
temperatures and then it gets gasied at a higher temperature.
Biochar obtained from pyrolysis can be used as a catalyst and
heat carrier for enhancing tar cracking and as a result, the
overall process efficiency and product yield and quality can be
increased in comparison to single-stage gasication.90

Recently several multi-staged gasication processes have
been developed for conducting biomass pyrolysis and gasica-
tion in separate zones in a gasier. For example, the FLETGAS
process was developed at University of Sevilla91 and the 75 kW
Viking gasier was developed at Danish Technical University.92

In another process, a three-stage gasication process for
biomass was developed for hydrogen production from biomass.
In the rst stage the biomass pyrolysis was carried out in
a uidized bed gasier, in the next stage char was gasied in an
entrained bed and in the nal stage syngas was produced in
a xed bed gasier using catalytic steam reform. It was observed
that the conversion rate of biomass increased from 78.84% to
92.06% and the hydrogen yield increased from 534.35 to
875.73 ml g−1.93
4.4. Chemical looping gasication

Chemical-looping gasication emerged as a novel gasication
process used for the conversion of biomass into gaseous prod-
ucts. The technology has various proven advantages, such as,
higher quality of syngas being produced, higher hydrogen yield
and lesser impact on the environment.94,95 In the process of
chemical-looping gasication the inorganic compounds
present in biomass act as effective catalysts and enhance the
reactions taking place.52,78 The process is developed to avoid
direct contact between fuel and air in reactors. This is accom-
plished by the circulation of metal/metal oxides which work as
oxygen carriers between the reactors. The system of chemical-
looping technology consists of two reactors, i.e., fuel reactor
(FR) and air reactor (AR).96 In the fuel reactor, biomass
undergoes partial oxidation in the presence of metal oxides
(MexOy) to produce gases, such as, H2, CO2 and CO. Steam may
be added as a gasifying agent in fuel reactor char gasication
and reforming reactions. Fig. 10 shows a simple biomass
chemical-looping gasication process. The process is capable of
decomposing combustion and gasication reaction products by
RSC Adv., 2023, 13, 25253–25275 | 25261
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Fig. 10 A schematic of chemical looping gasification.

Table 3 Hydrogen recovery and purity of different purification
technologies

Purication Technology
H2

recovery (%)
H2

purity (%) Reference

Cryogenic 92.7% 100% 102

Membrane
(cellular based
carbon hollo ber)

90% 99.5% 103

Membrane
(carbon molecular sieve)

97% 99.95% 104

PSA (6-step, 2-bed) 73.52% 99.87% 105
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the circulation of the process and thus it helps in situ CO2

separation and makes the process carbon negative.97

4.5. Solar-driven gasication

In the solar-driven gasication process, solar heating is
combined with biomass gasication. The advantage of
combining these two processes is that it reduces the energy
input, minimizes CO2 production, the energy conversion effi-
ciency is improved and syngas caloric value is increased. In
many gasication processes, at times high-temperature heat
source is required to promote reactions but by application of
solar-driven gasication, this requirement is resolved. Weldei-
kidan et al.98 reported 35–50% recovery of solar energy during
the gasication process.

The reactors used in the solar gasication may be classied
as directly irradiated and indirectly irradiated reactors. The
solid carbonaceous contents in biomass gets directly exposed to
solar irradiation in the case of directly irradiated reactors while
in the case of indirectly irradiated reactors, the heat from solar
radiation is transferred by the use of an opaque wall to the
reactor.99 Bellouard et al.100 utilized a solar parabolic condenser
for heating wood in temperature range 1100–1300 °C and
recorded the rate of carbon conversion to be more than 94%.
The yield of the gas exceeded 1568 ml g−1 and there was an
increase in biomass energy up to 1.21 times. Wu et al.95

utilized a tracking condenser for obtaining supercritical uid
(500−650 °C). This utilization helped to drive supercritical
water gasication.

5. Hydrogen purification

A majority of industrial applications require pure H2 to be used
and applied in various processes. Moreover, H2 produced from
various sources while being applied to fuel cells needs to satisfy
the concentrations determined by the International Organiza-
tion for Standardization (ISO). Different techniques are used for
25262 | RSC Adv., 2023, 13, 25253–25275
hydrogen purication such as, cryogenic separation, pressure
swing adsorption and membrane-based separation.101 Table 3
shows H2 recovery and purity for different purication
technologies.
5.1. Membrane separation

The membrane separation technology for hydrogen separation
works on the basic principle of selective permeability of
particular substances through the membrane. This technology
has some advantages, such as, it can be planned in a compact
structure, it is exible in operation depending on the situation
and the energy consumption is small.106 These inherent
advantages of membrane-based separation have drawn
considerable attention of researchers.

A selectively permeable membrane is utilized in the
membrane separation process. This membrane achieves puri-
cation and separation by selectively permeating the gaseous
feed through it. The pressure difference, potential difference
and concentration difference are the driving forces due to which
this selective permeation takes place in the membrane.107

Hydrogen purity of 99.99% or even higher can be achieved by
this technology but material selection for the membrane plays
a quite important role. The commonly used membrane mate-
rials are mainly polymer-based, metal-based, and carbon-based
and a new type of metal–organic framework (MOF) has been
applied to improve the membrane performance.108 Inside the
membrane, the molecules of hydrogen split into electrons and
protons on a metal lm. The metal lm allows the protons to
pass through where it combines with electrons on the other side
and thus hydrogen regenerates. Gases, such as, CO2, CH4, O2

and N2 are stopped to selectively permeate hydrogen. The most
commonly used membrane material is palladium (Pd) since it
provides excellent permeability of hydrogen and its higher
resistance to decomposition by hydrogen.109
5.2. Pressure swing adsorption

Since the 1950s, the method of adsorption has been in use for
the purication and separation of gas on an industrial scale due
to high economic performance of this method. Typically, the
method consists of two steps adsorption and desorption. The
feasibility is determined by the capacity of the adsorbent to
remove the undesirable gas in the adsorption step and in the
© 2023 The Author(s). Published by the Royal Society of Chemistry
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desorption step, the economic viability of the pressure swing
adsorption method can be decided.110 Pressure swing adsorp-
tion (PSA) is utilized to regenerate the adsorbent and due to fast
regeneration capability, it is considered more viable.111 The
selection of proper adsorbent and its conguration is critical for
an efficient removal of impure gases and obtaining higher
purity products. The application of pressure swing adsorption
for hydrogen purication depends on the selection of adsorbent
and the employed process parameters.112 In addition, for
adsorbent selection, it is needed to properly optimize the
pressure swing adsorption (PSA) process for a higher efficiency
of purication of the product.

The commonly used adsorbents in PSA for gas purication
are zeolite, activated alumina, molecular sieves, silica gel and
activated carbon. Numerous studies have been performed and
their outcomes show an improvement in impurity removal
through improvements and modications of these adsorbents.
For example, palm shell charcoal, hollow bres, hydroxyl
aluminium silicate, dip-coated Ni foam network, UTSA-16 and
MOF have been reported in several studies to have higher
adsorption rates and higher selective adsorption performance.
In PSA multiple beds are used for hydrogen purication.
However, the basic system consists of two adsorption beds. It
was established and veried in a study by conducting a theo-
retical model that the process efficiency improved with an
increasing number of adsorption beds.113
5.3. Cryogenic separation

Cryogenic separation is the technique of H2 purication which
makes use of condensation properties of materials in accor-
dance with temperature. The principle of separation is quite
simple and it uses the difference in volatility of various
components in the stream. In the stream of syngas among all
the gases and hydrocarbons, H2 has higher volatility. Due to this
high volatility of H2, the temperature of the syngas stream is
decreased to condense hydrocarbons and other gases. Cryo-
genic separation is mostly utilized for H2 and hydrocarbon
separation. This method is proven for recovery of high H2 yield,
but the prior separation of CO2 and other gases is required
before feeding the gas to avoid equipment clogging at lower
temperatures. The downside of this is the high energy
consumption needed in gas cooling and compressor equipment
during the actual operation.114 This results in increased costs to
be dealt with in the cryogenic separation process.
6. Hydrogen storage

The technique of securely and efficiently storing hydrogen gas
for eventual use as an energy source is known as hydrogen
storage. Because of its high gravimetric energy density and the
ability to be utilized in fuel cells or combustion engines,
hydrogen is seen as a prospective replacement for traditional
fossil fuels. Due to its low weight and high volatility, hydrogen
must be stored carefully to ensure its safe and efficient
handling. Hydrogen storage has been accomplished using
a variety of techniques and technologies, each with advantages
© 2023 The Author(s). Published by the Royal Society of Chemistry
and restrictions. Some of the hydrogen storage techniques are
underground hydrogen storage, metal hydride storage,
compressed gas storage and liquid hydrogen storage.

Increasing the use of hydrogen as a sustainable energy
source requires the development of efficient and affordable
hydrogen storage devices. In order to fulll different needs of
many applications, ranging from transportation to stationary
power generation, ongoing research and development activities
are aimed at enhancing the energy density, safety, and viability
of various hydrogen storage techniques.
6.1. In metal hydride form

In the late 1960s and early 1970s, there was a resurgence of
interest in metal hydrides as a way to store hydrogen. This was
due to the fuel crisis and the need to develop a hydrogen-based
transportation system. Since then, different types of metal
hydrides have been created and studied. In metal hydride
storage, hydrogen breaks into atoms at the metal surface, enters
the metallic lattice as atoms, diffuses through the metal, jumps
between interstitial sites, and forms a hydride phase with
a more or less organized hydrogen sub-lattice. The hydrogen s
electron can be partially given to the conduction band if the
(inter) metallic lattice has d or f electron states at the Fermi
surface. In addition, the proton can move across the lattice
easily because it is electrostatically ltered by the electrons at
the Fermi surface.115–117 The most well-known are AB5-type
hydrides (LaNi5 is a good example) and AB2-type
hydrides.118,119 Certain metals and alloys react with hydrogen
to generate metal hydrides, which results in the solid-state
storage of hydrogen at moderate temperatures and pressure,
giving them a signicant safety advantage compared to the gas
and liquid storage techniques. The reactions of few metal
hydrides are given below:120

Magnesium nickel: LaNi5 + 3H2 /

(LaNi5) H6 + heat (charging step)

(LaNi5) H6 + heat / LaNi5 + 3H2 (discharging step)

Iron titanium: FeTi + H2 / (FeTi) H2 + heat (charging step)

(FeTi) H2 + heat / FeTi + H2 (discharging step)

The hydrogen storage density of metal hydrides is larger
(6.5H atoms per cm3 for MgH2) than that of hydrogen gas
(0.99H atoms per cm3) or liquid hydrogen (4.2H atoms per
cm3).121 As a result, metal hydrides provide a secure, volume-
efficient technique for onboard hydrogen storage for vehicle
applications. Zaluska et al.122 showed nano-scale processing to
improve the performance of known hydrides and to generate
completely new systems. Further, they also demonstrated how
the hydrogenation characteristics of metal hydrides could be
signicantly improved by using a systematic combination of
reducing structure, catalysis, and atomic reactions to the
nanoscale.
RSC Adv., 2023, 13, 25253–25275 | 25263
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Due to their high hydrogen storage capacity per unit weight
and low cost, magnesium and related alloys have received
signicant attention for onboard hydrogen storage.123 Heat
resistance, vibration absorption, reversibility, and recyclability
are also good qualities of magnesium-based hydrides. In order
to develop new useful materials, studies on specic material
properties of magnesium alloys have recently attracted a lot of
attention. The most effective reversible hydride for storing
hydrogen is magnesium hydride (MgH2) which has the highest
energy density (9 MJ kg−1 Mg). MgH2 has a high H2 capacity of
7.7 wt%, the advantage of being inexpensive due to the abun-
dant availability of magnesium,124–126 and strong reversibility.127

The primary drawbacks of MgH2 as a hydrogen storage are its
high hydrogen discharge temperature, sluggish desorption
kinetics, and high reactivity with oxygen and air.128,129 Investi-
gations have been performed on the thermodynamic charac-
teristics of magnesium hydride systems and the ndings
indicate high operating temperatures that are unsuitable for
realistic onboard applications.130

6.2. In compressed form

Compressed hydrogen is used for storage and transportation
purposes. For military purposes, hydrogen storage at 12 MPa in
wrought iron tanks was rst documented around the year 1880.
Composite Overwrapped Pressure Vessels (COPV) with usage in
hydrogen energy applications in the twenty-rst century, pres-
sure ratings of 35 MPa to 70 MPa have been created and certi-
ed. Due to their higher cost compared to metallic pressure
vessels, the market share of composite pressure vessels is still
quite small. The choice of storage relies on the intended usage,
requiring a trade-off between technical performance and
economic efficiency. For industrial uses, hydrogen is kept in
metallic-type cylinders at a 20–30 MPa pressure. These cylinders
have a low mass storage efficiency (approximately 1% wt of
hydrogen stored) and pressure is limited to 50 MPa, which can
fall short of the goals set for hydrogen energy applications.

In cryo-compressed storage systems, the characteristics of
both liquid and compressed gaseous hydrogen storage technol-
ogies are combined. It is designed to maintain a high system
energy density while minimizing the boil-off loss (dormancy)
from the liquid hydrogen storage. Insulated tanks that are
capable of withstanding temperatures as low as 20 K and pres-
sures as high as at least 30 MPa are used to store hydrogen. As
such tanks can withstand high pressures, it is possible to increase
pressure for longer periods. These cryogenic pressure tanks
Table 4 Comparison of three different storage techniques

Criteria Gas form compression

Energy density Moderate
Refueling time Fast
Safety Moderate
Storage duration Moderate
Infrastructure Relatively mature
Cost Moderate
System complexity Low

25264 | RSC Adv., 2023, 13, 25253–25275
considerably increase storage autonomy by delaying the onset of
evaporative losses during their use. Aceves et al.131 provided
further details on the design of the cryo-compressed storage
tanks. Moreover, experiments have been carried out to determine
the impact of coupled pressure and cryogenic temperature
cycling on the characteristics of tank composite materials.132

6.3. In cryogenic form

Liquid hydrogen is kept in cryogenic tanks at a temperature of
21.2 K at atmospheric pressure. Due to hydrogen's low critical
temperature (33 K), liquid hydrogen can only be stored in open
systems because there is no liquid phase above the critical
temperature. In a closed storage system, the pressure may reach
104 bars at room temperature.133 Volumetrically, liquid
hydrogen is slightly denser than solid hydrogen (70.6 kg m−3),
with a density of 70.8 kg m−3. The energy-efficient liquefaction
method and the thermal insulation of the cryogenic storage
vessel, which is needed to reduce hydrogen boil-off, are prob-
lems for storing liquid hydrogen.113

The equilibrium concentration of orthohydrogen changes
from 75% at room temperature (RT) to 50% at 77 K and 0.20% at
the normal boiling point (nbp = 21.2 K) as hydrogen is cooled
from RT to nbp. The rate of self-conversion is an active process
that moves quite slowly; at 77 K, its half-life exceeds a year.
Ortho to para-hydrogen conversion is an exothermic reaction,
and temperature inuences the conversion to heat. The heat of
conversion starts at 300 K and rises as the temperature falls,
peaking to 519 kJ kg−1 at 77 K. The enthalpy of conversion is 523
kJ kg−1 and nearly constant at temperatures below 77 K. At nbp,
the latent heat of vaporization of normal and para-hydrogen
(HV = 451.9 kJ kg−1) is more than the enthalpy of conversion.
When unconverted normal hydrogen is placed in a vessel for
storage, the enthalpy of the transformation is released, which
results in the evaporation of the liquid hydrogen.134

The rate of hydrogen boil-off from a liquid hydrogen storage
vessel owing to heat leakage is determined by the vessel's size,
form, and thermal insulation. A sphere is the ideal shape
theoretically since it has the lowest surface-to-volume ratio and
is evenly distributed in terms of stress and strain. However, due
to the difficulties of making them, large-sized spherical
containers are expensive. The evaporation rate drops consider-
ably as the storage tank capacity grows because boil-off losses
from heat leaks are inversely linked to the surface-to-volume
ratio. Boil-off losses for spherical, double-walled, vacuum-
insulated.135 Dewar containers are typically 0.4%, 0.2%, and
Metal hydride storage Cryogenic storage

Moderate Moderate
Moderate Moderate
Good Good
Good Good
Developing Developing
Higher Moderate
Moderate Moderate

© 2023 The Author(s). Published by the Royal Society of Chemistry
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0.06% per day for tanks with a storage capacity of 50m3, 100 m3,
and 20 000 m3, respectively.

The following are the key features of cryogenic storage.
� Higher volumetric energy than compressed gas.
� Signicant energy input is required for liquefaction and

maintaining low temperatures.
� Hydrogen evaporates and boils off over time, resulting in

some loss.
A comparison between three different storage techniques is

presented in Table 4.
7. Applications of hydrogen

Given its wide range of uses and applications, hydrogen is
a signicantly important energy source. Several industries
including chemical, rening, metallurgy, glass, hydrogen fueled
cars, fuel cells and electronics, currently use it (Fig. 11). The
main application of hydrogen is as a reactant. Its usage in
petroleum rening has recently increased signicantly due to
a combination of variables related to changes in regulations of
crude oil because of the healthy environmental conditions, such
as, sulphur limitations for diesel, permitted limits for NOx and
SOx in off-gas emissions to the atmosphere, petrol contains
high quantities of aromatic and light hydrocarbons, etc.
7.1. Ammonia production

The Habere–Bosch process is used to commercially produce
ammonia from hydrogen and ambient nitrogen. It is not
economically feasible and has a low energy efficiency to produce
ammonia from hydrogen and then break down ammonia to
produce hydrogen. Ammonia is desirable for mobile applica-
tions, where ease of storage and energy density are the main
priorities. Hydrogen was produced from ammonia through
a breakdown reaction experimentally by Huang et al.136 using Ru
or Cs–Ru (cesium-ruthenium) as the catalyst. The ammonia
decomposition reaction, catalyst deposition and carbon powder
pre-treatment were used in their experimental study. They
noted that with a Cs–Ru/C (1 : 3) catalyst, the conversion effi-
ciency of ammonia was 90% and the rate of production of
hydrogen was achieved at 30 m mol min−1 gcat

−1.
Fig. 11 Different applications of hydrogen.

© 2023 The Author(s). Published by the Royal Society of Chemistry
Life cycle analysis shows that Global warming potential of
ammonia is lower that the global average.137 Ammonia is
a chemical element that is readily produced from hydrogen,
a substance that is found in many products around the world,
and nitrogen, which makes up the majority of the atmosphere.
With its appealing qualities like high energy density and effi-
ciency, this chemical has a vital role to play in a sustainable
future.138 According to Matzen et al.139 ammonia is an indirect
hydrogen storage molecule since it contains 17.6 wt%
hydrogen. The energy density of ammonia is 4.32 kW h l−1,
about twice that of liquid hydrogen, and comparable to that of
methanol (CH3OH) (Fig. 12).140
7.2. Fuel cells

A fuel cell is an electrochemical device that converts chemical
energy into electrical energy. The hydrogen is being used as
a fuel in the fuel cells. Fuel cells are classied based on the
electrolyte substance employed. Proton exchange membrane,
alkali, phosphoric acid, solid oxide, and molten carbonate are
some examples of electrolytes. The phosphoric acid fuel cell
(PAFC) was developed in the year 1960. The schematic of a PAFC
is shown in Fig. 13 a typical PAFC cell has two electrodes made
commonly of nickel and the electrolyte between the electrodes
is phosphoric acid. Few fuel cells use solid electrolytes as well.
The fuel which is hydrogen or hydrogen rich gas is supplied at
the anode and oxygen is supplied at cathode. Platinum is used
as catalyst for enhancing the chemical reaction.141 The anode's
fuel, H2, releases electrons that are then delivered to the
cathode, where oxygen interacts to generate water, through an
external load. The reactions taking place at the anode and
cathode of a PAFC cell is as follows:120

Reaction at anode: H2 / 2H+ + 2e−

Reaction at cathode: 1
2
O2 + 2H+ + 2e− / H2O

Overall reaction: H2 +
1
2
O2 / H2O

In fuel cell hydrogen is the primary fuel and is the main
source of energy. There is a wide range of fuels which can be
used in fuel cells. They are classied as direct type fuel and
RSC Adv., 2023, 13, 25253–25275 | 25265
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Fig. 12 [Fig. 9 ammonia production via hydrogen electrolysis and H–B process.] Adapted from Valera-Medina, A., Xiao, H., Owen-Jones, M.,
David, W. I., & Bowen, P. J., Ammonia for power. Progress in Energy and combustion science, 2018, 69, 63–102, DOI: 10.1016/
j.pecs.2018.07.001.

Fig. 13 A schematic of PAFC.
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indirect type fuel. In case of direct type, the fuels can be directly
introduced in the fuel cell without any pre-treatment, whereas
in case of indirect type, these require pre-treatment and
reforming. Hydrazine (N2H4), hydrogen, liquid hydrocarbons,
methanol, ammonia are few of the common fuels used in fuel
cells.142 The plot shows (Fig. 14) the efficiency of the different
fuel cells.120
Fig. 14 Efficiency of different fuels.
7.3. Hydrogen fueled cars

Since H2 is the fuel with the lowest emissions and is proven to
burn more efficiently than gasoline, there is a signicant
interest in utilizing it as a vehicle fuel. Verhelst and Wallner143

prominently featured the potential of hydrogen as a future
25266 | RSC Adv., 2023, 13, 25253–25275 © 2023 The Author(s). Published by the Royal Society of Chemistry
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energy source. Several manufacturers are already selling
hydrogen-fueled internal combustion engines (H2ICEs) and fuel
cell vehicles to consumers. To reduce local pollution at
a reasonable price, developing countries in particular are
pushing for H2ICEs (powering two- and three-wheelers as well
as passenger cars and buses). The progress in hydrogen fuel-cell
car energy efficiency is examined from the perspective of the
supply chain, which includes the government, manufacturers,
suppliers, agencies, and consumers.144 The high cost of fuel
cells is due to the use of platinum as a catalyst and the missing
fueling infrastructure are the key problem associated with
hydrogen fuel car at present time. The hydrogen fuel cell car
demand and associated prots rise will rise by proper exami-
nation of these problem. Compressed hydrogen storage is used
for hydrogen cars, as it offers fast refuelling times, low
complexity and long storage durations. Especially fast refuelling
times make hydrogen cars attractive compared to battery elec-
tric vehicles. Hydrogen car prototypes have been built, however,
the development has been limited due to their high cost.145

7.4. Supply of hydrogen into natural gas pipelines at high
pressure

Understanding the effects of injecting H2 in the natural gas (NG)
pipelines is quite important given the potential for H2 to begin
decarbonizing the NG network. Since a changeover to a fully
functional H2 network cannot happen overnight, it is expected
that this transitional period will persist for an extended dura-
tion, potentially spanning years or even decades. As a result,
this topic has received major interest in recent years.146–149 It is
observed by Schouten et al.34 that when H2 is introduced, the
energy density decreases. The pressure gradient in the pipelines
is bigger when the same amount of gas is transmitted on
a volumetric basis when transporting NG than it is when
transporting a mixture containing H2. The contrary was
observed when the identical quantity of gas was transferred on
an energy basis rather than a volumetric basis. According to
Deymi-Dashtebayaz et al.,149 the addition of H2 enhanced lower
heating value (LHV), the lower and upper ammability limits,
compressibility factor and higher heating value (HHV) while
lowering the density and Wobbe indices. H2 decreased NG
mixture density, according to Witkowski et al.148 They further
observed that up to 2% of H2 concentration enhanced the
viscosity of ordinary NG, whereas concentrations beyond 2%
had the opposite effect.

7.5. Integrated gasication fuel cell (IGFC)

An integrated gasication fuel cell, oen known as an IGFC, is
a type of energy generation technology that integrates the
gasication and fuel-cell processes to produce power that is
both highly efficient. Moreover, in the integrated gasication
fuel cell (IGFC) cycle, SOFCs can be operated in a manner that
isolates a carbon dioxide-rich anodic exhaust stream, facili-
tating effective carbon capture to mitigate concerns regarding
greenhouse gas emissions in coal-based power generation. As
a fuel for fuel cells, hydrogen is essential to the IGFC procedure.
Synthesis gas is produced from coal or biomass in an IGFC
© 2023 The Author(s). Published by the Royal Society of Chemistry
system through gasication, which includes reacting the feed-
stock with a gasifying agent at high temperature and pressure
(oen oxygen or steam). Carbon monoxide (CO), hydrogen (H2),
and a few other gases make up most of synthesis gas. Further,
impurities and pollutants, such as, sulphur and particle debris,
are cleaned and removed from synthesis gas.

The hydrogen-rich syngas is fed to a fuel cell, where it
combines with atmospheric oxygen to produce power and
water. The fuel cell of an IGFC system relies on hydrogen as
a fuel, which combines with oxygen to create electricity. Fuel
cells require extremely pure hydrogen and therefore syngas
needs to be cleaned and prepared to get rid of any contaminants
that can harm the fuel cell.

Recently, several researchers150,151 have focused on devel-
oping an eco-friendly and effective Combined Heat and Power
(CHP) generation system. For CHP generation systems to
operate continuously, fuel cells are the best option.150 In
comparison to fuel cells, other biomass-based CHP produc-
tion technologies have higher particulate matter emissions,
larger environmental effects, poorer efficiencies, and less
feedstock exibility.151 The integrated gasication SOFC
(IGFC) system is one of the novel systems that researchers
have developed. An IGFC power system is like an integrated
gasication with Gas Turbine (GT) as the power-generating
unit, but instead of GT, it uses a fuel cell. Most research on
IGFC systems has been theoretical because these are essen-
tially a new thought in CHP-producing systems. Nonetheless,
a few experimental investigations have demonstrated the
viability of IGFC systems.152,153

Thus, the utilization of hydrogen in an IGFC system has the
potential to offer a more effective and environmental friendly
method of producing power from coal and biomass feedstock.
However, there are substantial barriers to the broad deployment
of IGFC systems, including a high cost of hydrogen production
and the requirement of advanced gasication and fuel cell
technologies.
8. Economic analysis of hydrogen
generation technologies

The costs associated with producing, storing, distributing, and
utilizing hydrogen must be taken into consideration when
evaluating the economics of hydrogen energy systems.154,155 All
of these costs are likely to be substantial (in some instances up
to 95% (ref. 156) in an era dominated by hydrogen). The cost of
producing hydrogen is anticipated to continue to play a signi-
cant role in its utilization for the foreseeable future, continuing
a trend that has been evident for several decades.

The price of the major energy source utilized to produce
hydrogen has a signicant impact on hydrogen production costs.
8.1. Hydrogen production with electricity

The most popular way to produce hydrogen is the method of
electrolysis. Electrolysis costs vary according to the electrical
source. Due to fuel costs and related carbon emissions, the cost
will be higher if the electricity is produced using fossil fuels. On
RSC Adv., 2023, 13, 25253–25275 | 25267
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the other side, the price can be lower andmore environmentally
benign if electricity is produced using renewable resources. The
capital cost of the electrolysis apparatus, maintenance costs,
and power costs are all included in the total cost of producing
hydrogen using electricity.

8.2. Hydrogen production with wind energy

To make hydrogen from wind energy, wind turbines must rst
produce electricity, which will then be utilized for electrolysis.
The price is determined by the initial outlay for wind turbines,
maintenance costs, the effectiveness of electrolysis, and the
price of power. Factors including the availability of wind
resources and the capacity factor of wind turbines will have an
impact on the price per kilogram of hydrogen as well.

8.3. Hydrogen production with solar energy

Photovoltaic (PV) and solar thermal electrolysis are the two
main ways that solar energy can be used to produce hydrogen.
PV electrolysis converts sunlight directly into energy, which is
Table 5 Cost comparisons of various hydrogen generation methods

Hydrogen production method Energy efficiency
H2 cost range
(USD per kilogr

Steam methane reforming (SMR) 74–85% 0.75

Coal gasication 63% 0.92
Electrolysis (PEM) 60–80% 2.56–2.97
Electrolysis (alkaline) 59–70% 1.5–5.0
Biomass gasication 56% 1.21–2.42
Photoelectrochemical (PEC) 10–14% 4.98
Nuclear thermochemical 42% 2.01
Solar water splitting 10–14% 5.0

Fig. 15 Hydrogen production costs associated with different technolog

25268 | RSC Adv., 2023, 13, 25253–25275
then used for electrolysis, using solar panels. On the contrary,
solar thermal electrolysis employs concentrated solar power
(CSP) to produce high-temperature heat that powers the elec-
trolysis reaction. The cost of producing hydrogen with solar
energy relies on the initial investment in solar panels or CSP
systems, their upkeep, the effectiveness of electrolysis, and the
accessibility of solar resources in the area.

Projecting future expenses of conventional and non-
conventional hydrogen production technologies is oen diffi-
cult. Numerous aspects need to be considered, including vari-
ations in the price of labor, capital, and feedstocks. Every
situation that is taken into consideration needs a new study
because these characteristics can differ signicantly from one
country to the other.

The total production and transportation expenses can be
used to calculate the cost of hydrogen energy (CH) which is
written as:16

CH = Cp + CT + CS (1)
am) Key factors

Natural gas prices, SMR plant efficiency,
carbon capture and storage (CCS) costs
Established, cost-efficient
Electricity prices, electrolyzer efficiency, capital costs
Electricity prices, electrolyzer efficiency, capital costs
Biomass feedstock costs, gasication plant efficiency, CCS costs
Solar cell efficiency, capital costs, catalyst costs
Nuclear power plant costs, thermochemical process efficiency
Solar panel efficiency, capital costs, catalyst costs

ies.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Here Cp, CT and CS denote the production, the transportation
and the storage costs, respectively. The cost of production is
further divided as:

Cp = CE + Cw + CF + Co + CM (2)

Here CE, CW, CF, Co and CM denote the energy required to drive
the process, water, the production facility, the operation and the
maintenance costs, respectively. Table 5 provides details on the
economics of producing hydrogen from different sources.7,16,157

Fig. 15 shows the bar chart of hydrogen production using
different techniques.158–163,22,29,164
9. Summary

It is evident from the above review that hydrogen is one of the
most promising future energy carriers. Researchers have given
numerous efforts to study generation of renewable hydrogen
with the help of different techniques such as water splitting,
thermochemical conversion of biomass, thermolysis and bio-
photolysis. These processes of hydrogen production do not
produce any toxic substances and are environment friendly.

In the thermochemical conversion, a series of chemical reac-
tions (such as oxidation reaction, boudard reaction, steam reac-
tion etc.) takes place within the reactor to produce combustible
gas mixture consisting primarily of hydrogen, carbon monoxide,
methane, and carbon dioxide. The amount of hydrogen in the gas
mixture can be increased by promoting water gas shi reaction.
Advanced gasication technologies also help in augmenting the
hydrogen percentage in the overall output.

Fermentation (dark and light fermentation) and bio-
photolysis are technologies of biological conversion which are
considered to be sustainable and environment friendly. In
biophotolysis many phototropic microorganisms are utilized
for hydrogen generation. In dark fermentation, the hydrogen
yield is low but the reactor designs are simpler and hence more
research is oriented towards dark fermentation.

The success of the hydrogen economy depends on hydrogen
production methods, purication and storage technologies and
nally, end user applications. Various applications require high
purity of hydrogen for which purication technologies such as
membrane separation and pressure swing adsorption methods
are used. In membrane separation technology, the membrane
allows hydrogen to permeate through it and other gases are
separated from pure hydrogen. Pressure swing adsorption on the
other hand, uses adsorption and desorption for purication.
Many researchers have studied various ways of storing hydrogen
such as in metal hydride form, in compressed form and in cryo-
genic form. Metal hydrides being solid state storage provides ease
of handling and better duration of storage and can be used to
transport hydrogen over longer distances. Researchers also reveal
the usefulness of hydrogen in various applications such as in
ammonia production, automotive sector, in fuel cells for elec-
tricity production and in integrated gasication fuel cell cycle. An
economic analysis of hydrogen energy is also carried out to show
the cost comparison of various hydrogen generation technologies.
It can be summarized that in order to realize the hydrogen
© 2023 The Author(s). Published by the Royal Society of Chemistry
economy, this eld requires development of efficient, effective
and reliable methods of generation, purication and storage.
Moreover, the cost involved in hydrogen generation, purication
and storagemust also be reduced for people to realize the benets
of hydrogen as an energy carrier for the present and future.

Nomenclature
AR
 Air reactor

CaCO3
 Calcium carbonate

CH
 Cost of hydrogen energy

CP
 Cost of production

CT
 Cost of transportation

CS
 Cost of storage

CW
 Cost of water

CF
 Cost of production facility

CO
 Cost of operation

CM
 Cost of maintenance

ER
 Equivalence ratio

FR
 Fuel reactor

GT
 Gas turbine

MexOy
 Metal oxides

PEC
 photoelectrochemical

PEM
 Proton exchange membrane

K2CO3
 Potassium carbonate

KOH
 Potassium hydroxide

NaOH
 Sodium hydroxide
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