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evolution of chemical structure
and pyrolysis reactivity of PVC-derived hydrochar
during hydrothermal carbonization†

Ling Zhang,ab Qing Wang, *a Faxing Xuc and Zhenye Wangc

Hydrothermal carbonization (HTC) is emerging as an effective technology to convert PVC into highly valuable

materials via the removal of chlorine. This means that an in-depth understanding of HTC requires the

hydrochar structure, thermal degradation behavior, and relationship between structure and thermal reactivity to

be understood. In this work, two typical PVC waste materials were selected for HTC experiments at different

temperatures. The structure of the hydrochar was characterized in detail by compositional analysis, FTIR

spectroscopy, and 13C NMR analysis. Furthermore, the thermal degradation behavior of the hydrochar was

analyzed. The changes after thermal degradation were used to establish a correlation with pyrolysis reactivity.

The results showed that the C content and chemical structure of the hydrochar approached that of bituminous

coal with increasing HTC temperature. Compared with the untreated PVC feedstock, the hydrochar exhibited

higher levels of oxygen-containing functional groups on its surface, and its carbon skeleton structure changed

from polymeric straight chains to short-chain paraffins, cycloalkanes, and aromatics. A negative correlation was

observed between the CPI value of the hydrochar derived from SPVC and the HTC temperature. The structural

evolution path of the hydrochar was altered by additives, which improved its thermal reactivity. These findings

are expected to play a significant role in bridging the gap from the creation of a theoretical potential energy

source to the development of a sustainable alternative renewable fuel.
1. Introduction

The two major challenges facing mankind are environmental
pollution and the energy crisis. PVC is the third most widely
produced plastic resin. 43% of the PVC polymer mass is derived
from petrochemical raw materials, and 57% comes from the
chlorine atoms in sea salt.1 Global PVC production is expected
to reach 59.72 million tons by 2030.2 In addition to further
aggravating the energy crisis, the continuous accumulation of
used PVC products in solid waste has contributed to an increase
in chlorine levels.3 Moreover, the treatment of chlorine-
containing waste is a bottleneck for proper solid waste
disposal and resource recovery.4 However, in addition to being
a waste material, PVC can be considered a valuable source of
carbon materials and fuel because C makes up 92.3% of dech-
lorinated PVC.5,6 The dual “resource” and “waste” properties of
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PVC emphasize the importance of effective utilization methods
for realizing energy recovery with no environmental pollution.

Traditional PVC waste recycling methods mainly include
mechanical recycling, landlls, and incineration.7 However, it is
difficult to separate large amounts of PVC waste from solid
waste because it is highly dispersed. More importantly,
mechanically recycled products usually have lower values.8

Landlling is a simple and easy method with low disposal costs.
However, plastics have high caloric value, meaning that
landlling is a huge waste of resources. In addition, it is difficult
to decompose PVC, and land cannot be plowed for decades or
even centuries aer PVC is buried in the soil.9 A major method
for recovering heat is combustion with solid waste, but Cl is
directly linked to the formation of dioxin, chlorination, and the
evaporation of heavy metals.3 Therefore, it is crucial to explore
suitable technologies for the environmentally sound treatment
and resource utilization of PVC waste.

Pyrolysis provides an eco-friendly disposal option that avoids
the downsides of both incineration and landll disposal.10

Pyrolysis has garnered increased interest in the context of PVC
disposal due to its potential to transform PVC into valuable
commodities.11 Gui et al. demonstrated that the yield of pyrol-
ysis oil increased with increasing ultimate pyrolysis tempera-
ture. In the rapid pyrolysis of PVC, the yield increased from
6.13 wt% at 500 °C to 27.79 wt% at 800 °C.12 Zhou et al.
discovered that the products of the rapid pyrolysis of PVC
© 2023 The Author(s). Published by the Royal Society of Chemistry
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predominantly included aromatic hydrocarbons, olens,
hydrogen chloride, and chlorinated hydrocarbons (in order of
decreasing proportion).13 Zhou et al. employed thermal
decomposition techniques to upgrade PVC into valuable carbon
materials, pyrolysis gases suitable for pipeline utilization, and
chloride compounds.14 Xu et al. conducted the rapid pyrolysis of
PVC articial leather at 500 °C, obtaining an exceptionally high
tar yield of 54.96 wt%.15 However, the presence of chlorine in
PVC results in the signicant accumulation of residual chlo-
rides within the pyrolysis products, which substantially dimin-
ishes product quality and constrains downstream
applications.10,16 Consequently, achieving the high-value utili-
zation of PVC means that pre-pyrolysis dechlorination treat-
ment is essential.

Hydrothermal carbonization (HTC) is an appealing tech-
nology for the valorization of biomass,17,18 food waste,19

municipal solid waste,20 and sludge21 into valuable carbon
materials (hydrochar). In the context of sustainable develop-
ment and environmental consciousness, HTC has garnered
widespread attention due to its effective detoxication perfor-
mance, particularly in the secure disposal of high halogen waste
and energy recovery.16,22 This technology is of signicant
interest due to its potential to fundamentally address the
challenges associated with the large-scale transformation of
PVC waste into low-chlorine solid products.5,23,24 The organic
chlorine in PVC is converted into easily recoverable water-
soluble inorganic chlorine without generating dioxin (PCDD/
Fs).25 Moreover, high dechlorination efficiencies (DE) can be
achieved at relatively mild temperatures. Both elimination and
substitution reactions play an important role in the hydro-
thermal dechlorination of PVC.26,27 By encouraging the substi-
tution of –Cl with –OH, the addition of several alkaline and
metal ions can lower the hydrothermal dechlorination
temperature of PVC even further.6,28–30 When PVC waste is
carbonized by HTC, most of the original carbon tends to be
preserved in the hydrochar, and the physicochemical qualities
of this hydrochar are similar to those of natural coal.5 In addi-
tion to its direct use in combustion, hydrochar can also be used
as a precursor in pyrolysis or gasication processes to produce
low-chlorine oil or hydrogen-rich gas.31–34 Consequently, HTC is
a promising technology for the pre-treatment and utilization of
PVC waste, and the formed hydrochar is the key intermediate
connecting PVC waste treatment with energy recovery.

Althoughmuch work has been done on the HTC treatment of
PVC, most reported research has focused on the effects of
operational parameters on PVC dechlorination and hydrochar
fuel properties.5,6,35,36 However, there are only a few studies
evaluating the inuence of hydrothermal temperature on the
molecular structure and pyrolytic characteristics of solid prod-
ucts (hydrochars). The molecular structure and pyrolysis reac-
tivity of hydrochars obtained under different hydrothermal
temperatures are not yet clear. These factors are highly signi-
cant for the practical implementation of hydrothermal-pyrolysis
technology in engineering applications.37 Establishing the
relationship between the molecular structure of hydrothermal
carbons and their pyrolysis reactivity will contribute to a more
© 2023 The Author(s). Published by the Royal Society of Chemistry
profound understanding of the thermal degradation mecha-
nism of PVC.37–39

To address the knowledge gap in this domain, two types of
PVC samples were hydrothermally treated within the tempera-
ture range of 220 °C to 260 °C in this work. The molecular
structures of the obtained hydrochars were comprehensively
characterized through elemental analysis, infrared spectro-
scopic (FTIR) analysis, and 13C nuclear magnetic resonance
(NMR) spectroscopy. The structural parameters of the hydro-
chars were determined by peak tting the 13C NMR spectra.
Subsequently, thermogravimetric analysis was employed to
assess the thermochemical reactivity of the hydrochar during
the pyrolysis process. This study ultimately revealed the corre-
lations between structural attributes and reactivity in the
hydrochar pyrolysis process. These correlations provide a foun-
dational understanding to discern the fundamental mechanism
underlying the impact of hydrothermal treatment on PVC
pyrolysis. The ndings of this research contribute to a better
understanding of the hydrothermal carbonization and co-
pyrolysis treatment of PVC waste for resource utilization. This
work offers valuable insights for devising and rening waste-to-
energy strategies for PVC waste and serves as a practical refer-
ence for designing and optimizing such processes.
2. Material and methods
2.1. Materials

This investigation employed two distinct categories of PVC as
source materials to represent PVC waste derived from industrial
raw materials and household refuse. The rst sample was PVC
resin powder, also known as “SPVC,” which is a typical
manufacturing waste product. The second sample was rigid
PVC, also known as “RPVC,” which contains a variety of
chemicals, including plasticizers, smoke suppressants, stabi-
lizers, impact modiers, processing aid resins, and llers
(CaCO3). The manufacturer of this sample did not provide
precise composition details. Each sample was dried at 105 °C in
a muffle furnace until a constant weight was achieved, pulver-
ized to a particle size smaller than 2 mm, and stored in
a hermetically sealed container for subsequent experimenta-
tion. A standard AgNO3 solution (1.0 mol L−1) was procured
from Shenzhen Borinda Technology Co., Ltd.
2.2. Hydrothermal carbonization experiments

Fig. 1 depicts the HTC laboratory. Experiments were con-
ducted in a 500 mL high-pressure reactor (HT-500FJ).
According to previous studies, the hydrothermal tempera-
ture is a key factor affecting PVC dechlorination.23,40 When the
hydrothermal temperature exceeds 200 °C, PVC undergoes
signicant dechlorination and structural changes.28 With
a solid–liquid ratio of 1 : 10, hydrothermal temperature of
260 °C, and reaction time of 60 min, PVC is completely
carbonized.5,25,41 Therefore, 35 g of PVC sample and 350 mL of
water were added to the reactor. Reaction temperatures of
220 °C, 240 °C, and 260 °C were used. The reaction time was
set to 60 min and the stirring rate was 200 rpm min−1. These
RSC Adv., 2023, 13, 27212–27224 | 27213
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are typical experimental conditions for the hydrothermal
carbonization of PVC. To remove air from the reactor, high-
grade nitrogen gas (99.9%) was sprayed on the piping and
reactor for 10 min prior to each trial. The reaction time was
dened as the amount of time that the reactor was held at the
designated temperature, excluding preheating and cooling.
Aer the reaction, the reactor was cooled to room tempera-
ture. Next, the solid and liquid components of the reaction
mixture were separated using a vacuum suction lter. The
solid residue was then washed under magnetic stirring until
AgNO3 leaked into the cleaning liquid without turbidity. The
cleaned solid was then dried to a constant mass at 105 °C to
obtain the hydrochar. Experiments were repeated three times.
To characterize the solid samples, the solid products
prepared under the same conditions were combined, ground
to 74 mm or smaller particles, and stored in sealed bags. Each
hydrochar was given the designation “X-XX”, where, for
example, S-240 stands for hydrochar prepared with SPVC
treated at a temperature of 240 °C.
Fig. 1 Experimental hydrothermal carbonization setup.

Table 1 Experimental parameters and ultimate analysis for PVC resin an

Sample

Ultimate analysis (wt%, db)

C H Oa S N C

SPVC 39.44 � 0.24 6.73 � 0.15 0.95 � 0.32 <d.l. <d.l. 5
S-220 64.06 � 0.31 7.18 � 0.18 2.53 � 0.34 <d.l. <d.l. 2
S-240 73.94 � 0.42 7.52 � 0.22 2.69 � 0.42 <d.l. <d.l. 1
S-260 79.07 � 0.36 6.68 � 0.16 3.29 � 0.31 <d.l. <d.l.
R-PVC 25.35 � 0.36 3.10 � 0.19 11.04 � 0.38 0.17 � 0.03 <d.l. 2
R-220 24.99 � 0.39 2.99 � 0.17 8.31 � 0.56 0.14 � 0.04 <d.l. 2
R-240 26.86 � 0.43 3.14 � 0.21 13.13 � 0.49 0.14 � 0.02 <d.l. 1
R-260 44.18 � 0.41 4.75 � 0.15 6.78 � 0.34 0.08 � 0.04 <d.l.

a Calculate by difference, O = 100% − C (%) − H (%) − N (%) − S (%) −

27214 | RSC Adv., 2023, 13, 27212–27224
2.3. Characterization of the samples

2.3.1. Fundamental properties. An elemental analyzer was
used to determine the levels of C, H, N, and S in the samples. In
accordance with EN14582:2007, oxygen bottle combustion ion
chromatography was used to measure the chlorine concentra-
tion of the samples.42 A completely automatic industrial
analyzer was used to determine the proximate analysis. The
difference technique was used to determine the xed carbon
(FC) and oxygen (O) fractions. An automated bomb calorimeter
was used to determine higher heating values (Table 1). X-ray
uorescence (XRF) spectroscopy was used to evaluate the
composition of RPVC, as listed in Table 2. The solid phase yield
ratio was dened as shown in eqn (1) and the energy density was
calculated according to eqn (2):

Hydrochar yield ¼ M1

M2

� 100% (1)

where M1 is the weight of hydrochar aer the HTC of SPVC or
RPVC and M2 is the initial weight of SPVC or RPVC.
d R-PVCb

Proximate analysis (wt%, db)

HHVl Vd Ad FCa

2.88 � 0.41 95.07 � 0.42 0 � 0.00 4.94 � 0.18 20.05 � 0.12
4.15 � 0.38 70.15 � 0.38 2.09 � 0.23 27.77 � 0.12 26.04 � 0.21
1.07 � 0.30 56.47 � 0.51 4.78 � 0.15 38.75 � 0.21 29.22 � 0.18
5.20 � 0.43 50.79 � 0.44 5.76 � 0.20 43.46 � 0.17 35.04 � 0.24
3.10 � 0.46 48.68 � 0.42 37.27 � 0.51 14.05 � 0.21 8.57 � 0.19
0.05 � 0.42 48.28 � 0.37 43.58 � 0.42 8.14 � 0.32 8.14 � 0.15
7.13 � 0.31 52.08 � 0.25 39.64 � 0.38 8.28 � 0.18 10.96 � 0.20
8.32 � 0.39 51.37 � 0.14 29.95 � 0.47 18.68 � 0.25 16.28 � 0.22

Cl (%) − Ad (%); FC = 100% − Vd − Ad.
b “d.l.”, detection limit.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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Table 2 XRF analysis (only components of ash >0.01 are listed)

XRF CaO Cl Fe2O3 MgO Cr2O3 TiO2 PbO SiO2 Na2O MnO Al2O3 SO3 K2O P2O5 SrO
wt% 66.45 7.14 5.85 3.01 2.92 1.47 0.87 0.53 0.18 0.13 0.12 0.08 0.06 0.05 0.01
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Energy density ¼ HHVi

HHV0

� 100% (2)

where HHV0 and HHVi represent the high heating values of the
raw sample and hydrochar, respectively.

2.3.2. Fourier-transform infrared spectroscopy. A Fourier-
transform infrared (FTIR) spectrophotometer (Vertex 70,
Bruker, Germany) and the KBr particle method were used to
determine the major functional groups in the samples. Prior to
testing, 0.5 mg + 0.03 mg of sample was weighed and mixed
with KBr powder at a mass ratio of 1 : 200. FTIR spectra were
recorded with a resolution of 4 cm−1 in the wavenumber range
of 4000 cm−1 to 400 cm−1. The background was removed from
each spectrum before analysis.

2.3.3. 13C nuclear magnetic resonance (NMR). The C-
containing structures of the unprocessed materials and hydro-
chars were analyzed using cross-polarized magic angle spin (CP-
MAS) and total suppression of sidebands sequence (TOSS)
techniques together with 13C solid-state nuclear magnetic
resonance (NMR) (Bruker AVANCE II 500). The following
parameters were used: 1000 scans, 5 s cycle delay time, 16.5 ms
pulse delay time, 8 kHz rotor rotating speed, 1.5 ms cross-
polarization contact time, and 5 kHz magic angle rotation
rate. The 13C NMR spectra were calibrated using Origin
soware.
2.4. Pyrolysis reactivity

The thermal degradation of solid samples was assessed using
thermogravimetric (TG) analysis. Each sample was heated at
a rate of 20 °C min−1 from 50 °C to 900 °C. Nitrogen gas
(99.99%) owing at 100 mLmin−1 was used to create an oxygen-
free environment for thermal decomposition. To assess how the
HTC conditions affected the thermal decomposition behavior,
Fig. 2 (a) Yield and energy density of samples under different hydrother

© 2023 The Author(s). Published by the Royal Society of Chemistry
the pyrolysis curves were used to determine the total loss of
mass, initial decomposition temperature (Ti), nal decomposi-
tion temperature (Tf), maximum weight loss rate ((dw/dt)max),
and mean weight loss rate ((dw/dt)mean). Furthermore, the
pyrolysis reactivity of the hydrochars was quantitatively
assessed using the comprehensive pyrolysis index (CPI), as
follows:43,44

CPI = [(dw/dt)max × (dw/dt)mean]/(Ti × Tf)

3. Results and discussion
3.1. Hydrochar properties

The chemical structure and thermal stability of a hydrochar
are primarily affected by its HTC temperature.5,28 The hydro-
char yields obtained under different HTC temperatures are
shown in Fig. 2(a). With increasing HTC temperature from 220
to 260 °C, the hydrochar yield showed a clear downward trend.
The RPVC yields were signicantly higher at 220 °C and 240 °C
than those of SPVC. However, at 260 °C, the SPVC and RPVC
yields were nearly equal. Ma et al.28 and Ning et al.5 also noted
a similar tendency, reporting that when the HTC temperature
exceeded 260 °C, the solid phase yield remained constant even
if the temperature was further increased. Lower hydrochar
yields are typically caused by the rapid removal of HCl from
raw materials.27 Evidently, RPVC exhibited greater thermal
stability during the HTC treatment process than SPVC. This
was attributed to the addition of stabilizers and llers during
the production of RPVC.45,46 The removal of Cl and degrada-
tion of the additives in RPVC explains similar yields of both
hydrochars at 260 °C. This will be further conrmed by the
compositional analysis of the hydrothermal carbons below.
mal temperatures. (b) Van-Krevelen diagram.

RSC Adv., 2023, 13, 27212–27224 | 27215
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The energy density of hydrochar signicantly increased with
increasing HTC temperature, providing further evidence that
treating PVC with HTC is an energy-enriching process. This is
very benecial for converting PVC waste into a high-value-
added product.

Proximate and ultimate analyses are important methods for
determining the organic and chemical composition of fuels. As
displayed in Table 1, the majority of SPVC consisted of volatile
matter (V), which accounted for 95.07% of this sample. This was
followed by xed carbon (FC), which accounted for 4.94%. No ash
(A) was found in SPVC. Aer the HTC treatment, the V content of
the obtained hydrochar sharply decreased to 43.46%.Meanwhile,
FC showed a signicant increasing trend, from 4.94% in the
original SPVC sample to 43.46% with increasing HTC tempera-
ture. The decrease in V and the increase in FC indicated the
occurrence of devolatilization and carbonation reactions.47 Due
to the excess loss of V during the HTC process, the hydrochars
contained higher ash content. These ndings are in line with
previous studies.5 The ultimate analysis showed that the carbon
content in the hydrochar increased from 39.44% to 79.07% as the
temperature increased, gradually approaching that of bitumi-
nous coal,48 while the concentration of Cl drastically decreased
from 52.88% to 5.20%. This suggests that the harmful element
Cl, which constrains the reuse of PVC, can be removed from PVC
and converted into a C-rich carbon-based material at lower
temperatures by HTC treatment. Despite the increasing oxygen
content of these hydrochars, they still exhibited signicantly
lower oxygen content than hydrochar made from biomass (16 to
36%)49,50 and bituminous coal (30% to 37%).51 For RPVC, as the
HTC temperature increased, the ash content decreased.
Combined with XRF analysis, this likely indicates that the HCl
removed from the RPVC dissolved in the water to form hydro-
chloric acid, which had the ability to partially dissolve CaCO3.
This is themain reason for the similar yield of the two hydrochars
at 260 °C. Compared to SPVC, the hydrochar prepared using
RPVC had much lower C content. Zhuang et al.43 reported similar
results with herb tea waste, penicillin mycelial waste, and sewage
sludge, all of which had high ash content. It can be speculated
that the higher ash content of RPVC prevented this PVC sample
from being carbonized as well as SPVC, which would explain why
RPVC contained less carbon.

The atomic H/C and O/C ratios of the prepared hydrochars
were plotted in a Van-Krevelen diagram to investigate the
structural changes during HTC processing. These ratios were
compared with those of several coal and hydrochar samples
prepared from other solid wastes.48,52–54 As shown in Fig. 2(b), as
the HTC temperature rose, the H/C and O/C ratios of the
hydrochar prepared from SPVC shied toward those of bitu-
minous coal. Compared to other hydrochars, the hydrochar
derived from SPVC followed a different coalication process.
SPVC primarily underwent dehydration and demethylation,
showing no decarbonization. According to a previous study,27

the degradation of PVC in critical water systems consists of
three steps: dehydrochlorination (200–250 °C), polyene forma-
tion and initial decomposition (250–350 °C), and further
decomposition (350–450 °C). Consequently, SPVC leads
a unique reaction path in the Van-Krevelen diagram due to the
27216 | RSC Adv., 2023, 13, 27212–27224
efficient elimination of HCl. As a result, the chemical structure
and C content of the hydrochar prepared from SPVC shied
toward those of lignite. This indicates the strong potential of
using hydrochar instead of traditional fossil fuels. These nd-
ings conrm that HTC can be used to produce high-value-added
materials with high C content and HHV by upgrading
hazardous PVC waste. Because the comparatively high ash
content of RPVC inhibited the coalication process during
HTC, RPVC and the RPVC-derived hydrochars were excluded
from the Van-Krevelen diagram.
3.2. Modication of hydrochar structure and mechanism
analysis

3.2.1. Evolution of surface functionalities. As depicted in
Fig. 3(a), the FTIR spectrum of hydrochar undergoes signicant
changes with increasing hydrothermal temperature. This indi-
cates that the hydrothermal temperature signicantly affected
the functional groups of the hydrochars. Characteristic peaks
associated with Cl were observed at 2817 cm−1, 2969 cm−1,
1250 cm−1, 1328 cm−1, 617 cm−1, and 694 cm−1. These peaks
were attributed to the C–H stretching vibration in –CHCl, the
C–H bending in –CHCl–, and C–Cl stretching vibrations. With
increasing HTC temperature, these peaks became weaker, and
they were almost eliminated at 260 °C.30,55 These changes
indicate that organochlorines were gradually removed from the
hydrochar, in agreement with the elemental analysis. Some new
chemical bonds appeared in the hydrochar, with peaks located
at 1610 cm−1, 1700 cm−1, 3020 cm−1, and 3430 cm−1 ascribed to
conjugated –C]C–, the stretching vibration of C]O, the
stretching vibration of C–H in –CH]CH–, and the stretching
vibration of –OH, respectively.56 According to previous studies,
the dechlorination of PVC is accomplished by substituting –Cl
with –OH and eliminating HCl. The HCl elimination reaction
and the strong inter- and intra-molecular dehydration reactions
during the HTC process led to the formation of C]C and C]
O.25,27,30 This was conrmed by the Van-Krevelen diagram
analysis. Apparently, the Cl-containing functional groups in
SPVC were converted to C]C, C–O, and C]O functional groups
by de-HCl and –OH substitution reactions. The oxygen-
containing functional group content of the hydrochar
increased aer the HTC process compared with the untreated
material. This was consistent with another study that investi-
gated the hydrothermal treatment of lignocellulosic biomass.17

The higher oxygen content of hydrochar is a signicant char-
acteristic and means that the use of hydrochar is particularly
promising in various elds such as adsorption and catalysis.57–59

Additionally, methylene group (–CH2–) peaks shied from
2845 cm−1 and 2910 cm−1 to 2851 cm−1 and 2922 cm−1, and
these peaks gradually became the strongest vibrational peaks of
the hydrochar. This peak shi is likely caused by the different
natures of the methylene in the original PVC and the aromatic
network formed by the transformation of the conjugated double
bonds in the dehydrochlorinated PVC.60 Moreover, the intensity
of the absorption peak at 1095 cm−1 diminished, indicating the
thorough destruction of the PVC carbon skeleton. The forma-
tion of aromatic structures in these PVC-based hydrochar
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 FTIR spectra of SPVC, RPVC, and hydrochars.
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samples was similar to the carbonization process of
biomass,18,61 indicating that signicant carbonization reactions
occurred within the PVC during HTC.

As shown in Fig. 3(b), the FTIR spectrum of RPVC showed
bands at 713 cm−1 and 875 cm−1 that were attributed to the in-
plane and out-of-plane stretching vibrations of CO3

2−.62 A
Fig. 4 13C NMR spectra of S-PVC, R-PVC, and hydrochars prepared und

© 2023 The Author(s). Published by the Royal Society of Chemistry
composite absorption band centered at 1425 cm−1 was ascribed
to the vibrations of –CH2 in the PVC, COO in the stabilizer, and
the CO3

2− in CaCO3.62,63 The higher intensity of the CO3
2− peak

clearly indicated that RPVC contained a considerable propor-
tion of CaCO3 ller. The peaks located at 617 cm−1, 1250 cm−1,
2817 cm−1, and 2962 cm−1 gradually weakened with increasing
er various HTC temperatures.
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HTC temperature. Unexpectedly, no obvious C]C vibrational
peaks were observed in the hydrochar prepared from RPVC, and
only C]O and –OH peaks were visible. This was potentially due
to a change in the path of dechlorination. Typically, the inter-
action of free radicals and structures with low heat stability in
the structure of PVC causes dechlorination.64 Dehydrochlori-
nation is then triggered by the zipper process, which eliminates
the neighboring –H and –Cl atoms to produce conjugated
double bonds.26 However, the presence of a thermal stabilizer
and CaCO3 ller can trap the released HCl and inhibit the
autocatalytic PVC degradation reaction, thus hindering the
formation of C]C functional groups in hydrochar.46,65 As
a result, it can be speculated that the substitution of –Cl with –

OH was the main reason for the thermal degradation of RPVC.
Thus, the additives in RPVC inuenced its dechlorination
process, resulting in the formation of hydrochar with different
functional groups. Different dechlorination pathways may lead
to the formation of hydrochar with different structures, which
will be analyzed in a following study.

3.2.2. Evolution of carbon skeleton structure. To analyze
the overall structure of the PVC feedstock and the prepared
hydrochars, 13C CPMAS NMR was performed to supplement the
FTIR analysis. As shown in Fig. 4(a), the 13C NMR spectra were
divided into three different regions assigned to aliphatic carbon
(0–90 ppm), aromatic carbon (90–165 ppm), and carbonyl
carbon (165–220 ppm).30,66 The predominant carbon-containing
functional group of SPVC and RPVC was aliphatic carbon (0–90
ppm), and the main peaks located around 46 and 57 ppm were
ascribed to the carbon atoms in –CH2– and –CHCl, respectively.
This is similar to standard PVC.32 Aer HTC, the spectra of the
hydrochar showed distinct carbon resonance signals in the
aromatic region (110–160 ppm). These signals became
progressively broader and stronger as the HTC temperature
increased, which indicated the formation of a more complex
hydrochar structure with aromatic groups. To investigate the
impact of the HTC process on the hydrochar structure in more
detail, different types of carbon were quantitatively analyzed
using the Gaussian peak split method. The structural parame-
ters of hydrochar were calculated and summarized, as shown in
Table 3. The signals were assigned based on other literature
reports,49,67 and detailed split-peak tting is provided in Fig. S1
in the ESI.†

As shown in Fig. 4(b), the aliphaticity of the hydrochar
decreased and its aromaticity increased with increasing HTC
temperature, indicating that the structure of the hydrochar was
transformed from a long aliphatic chain structure to an
aromatic structure. The relative C–Cl content in the hydrochar
gradually decreased as the HTC temperature increased, indi-
cating that a higher HTC temperature facilitated the breaking of
C–Cl bonds, consistent with the FTIR spectra and elemental
analysis. For the hydrochar derived from RPVC, the O-aliphatic
content substantially increased from 9.43% (raw material) to
20.04% aer HTC at 240 °C. However, at 260 °C, the O-aliphatic
content decreased to 13.08%. In contrast to RPVC, the O-
aliphatic content in the hydrochar derived from SPVC did not
signicantly vary with HTC temperature (3.76%, 5.99%, 3.97%,
and 2.54%). Elimination and substitution reactions are the
27218 | RSC Adv., 2023, 13, 27212–27224 © 2023 The Author(s). Published by the Royal Society of Chemistry
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main cause of PVC dechlorination.28,41,68 Nagai also reported
that dechlorination can be competitive with the nucleophilic
substitution of –OH.26 This further conrms that the removal of
Cl by RPVC mainly occurred through the substitution of –Cl
with –OH and the conversion of the C–Cl bonds in RPVC to C–O
bonds. Increasing the HTC temperature reduced the C–O bonds
due to the more intense dehydration and dehydrogenation
reaction. For SPVC, the elimination reaction may play a major
role in breaking the C–Cl bonds and mainly converting them to
C]C bonds, which form conjugated polyenes. Only a small
fraction of the C–Cl bonds are converted to C–O with increasing
HTC temperature. Additionally, with increasing HTC tempera-
ture, themethyl ratio (fMal) andmethylene percentage of aliphatic
carbon (Ai) in hydrochar increased and the average carbon
chain length (L) decreased for all hydrochar samples except R-
220. This indicated that the polymer chains of the original
PVCmaterial were broken. Mainly due to the extreme instability
of conjugated polyenes, de-HCl PVC randomly fractures at high
temperatures to form polyene fragments.69 A small amount of
polyene fragmentation results in aliphatic hydrocarbons, the
majority of which undergo molecular rearrangements and
cyclization reactions. Cyclic compounds can also be produced
by the direct decomposition of polyol.70,71 Therefore, the
aliphatic groups in the hydrochar samples were mainly short-
chain paraffins and cycloalkanes.

Conventional fuels contain signicant aromatic content.
Thus, the composition of the hydrochar aromatic structure was
studied to evaluate its potential for subsequent thermal appli-
cations.43 As shown in Fig. 4(c), the aromatic structure of the
hydrochar was mainly composed of protonated aromatic
carbon, bridged aromatic carbon, and alkyl-substituted carbon.
Under a high temperature, the conjugated polyene chains broke
and some of the polyene fragments underwent intramolecular
rearrangement and cyclization to form monocyclic aromatic
hydrocarbons such as benzene and toluene.69,70 Polyene frag-
ments can also produce fused-ring aromatic compounds such
as 2-ring PAHs, 3-ring PAHs, and 4-ring PAHs through the Diels–
Alder reaction.72,73 As the HTC temperature increased, the
protonated aromatic carbon ratio decreased, while the bridged
aromatic carbon ratio and the condensation degree of the
aromatic ring (Hau/Car) increased. An important parameter for
estimating the size of aromatic clusters is the molar fraction of
aromatic bridgehead carbon (Xb).74 For example, the Xb value of
benzene is 0.20 and that of naphthalene is 0. The calculated Xb

values of S-240, S-260, R-240, and R-260 were 0.34, 0.40, 0.64,
and 0.72, respectively. These results indicate that the average
number of aromatic rings per cluster was more than 2, and
a higher HTC temperature resulted in larger aromatic clusters.
Thus, elevating the HTC temperature promoted the poly-
condensation of aromatic rings, and the size of the aromatic
clusters in the hydrochar increased with increasing HTC
temperature. Notably, although the hydrochars derived from
RPVC had lower aromaticity than the SPVC-derived hydrochars,
the R-240 and R-260 samples had aromatic structures with
larger aromatic cluster sizes than S-240 and S-260. Karayıldırım
et al. investigated the thermal degradation of PVC using CaCO3

as an absorbent and found that CaCO3 has a signicant effect
© 2023 The Author(s). Published by the Royal Society of Chemistry
on the distribution of the thermal degradation products of
PVC.75 Therefore, the presence of the additives in RPVC poten-
tially promoted the polycondensation between aromatic rings.
The alkyl-substituted carbon ratio increased with increasing
HTC temperature, which was mainly because the higher HTC
temperature intensied the breakage of the PVC main chain
structure.
3.3. Relationship between structural features and thermal
reactivity

3.3.1. Pyrolysis behavior and reactivity. The structure of
a material determines its properties.76,77 According to the above
analyses, the changes to the chemical structure caused by
changing the HTC temperature will affect the pyrolysis reactivity
of the prepared hydrochars. The TG and DTG curves of RPVC,
SPVC, and the hydrochars obtained under various HTC condi-
tions are illustrated in Fig. 5. SPVC and the SPVC-derived
hydrochars underwent degradation in two stages, while RPVC
and the RPVC-derived hydrochars underwent four degradation
stages. The bond dissociation energy of C–Cl bonds is
326 kJ mol−1, which is lower than the dissociation energy of
C–H bonds (347 kJ mol−1) and C–C bonds (435 kJ mol−1).78–80

Therefore, the rst peak on the DTG curve was ascribed to C–Cl
bond breakage. With increasing HTC temperature, this rst
peak signicantly decreased and almost completely dis-
appeared in the DTG curve of S-260, conrming that HTC
treatment could effectively remove the Cl from PVC. The second
peak on the DTG curves increased with increasing HTC
temperature, and this peak corresponded to the breakage of
C–C bonds. When macromolecular structures are randomly
fragmented at high temperatures, aromatic compounds are
released.79,81 Ning et al. reported that the aromaticity of hydro-
char increases with increasing HTC temperature, which is in
agreement with this result.70 The third and fourth weight loss
stages in the RPVC curves corresponded to the degradation of
the ller. Wang studied the thermal degradation of PVC lms
and also observed a similar degradation process.82 With
increasing HTC temperature, the third peak on the DTG curve
signicantly weakened, and this peak almost completely dis-
appeared in the R-260 curve. On the other hand, the fourth peak
was initially enhanced and then weakened with increasing HTC
temperature. This was because the heat stabilizers, smoke
inhibitors, and CaCO3 llers in RPVC had an inhibitory effect
on the dechlorinated HCl.68,83 Qi et al. also reported that heat
stabilizers in a urine sample collection limited dichlorination.84

Apparently, the additives in RPVC were involved in the hydro-
thermal degradation reaction of RPVC, resulting in a change in
its composition.

The pyrolysis parameters of PVC and the prepared hydro-
chars are shown in Table 4. The initial temperature (Ti) of the
hydrochars (except for R-260) decreased with increasing
hydrothermal temperature. For R-260, the value of Ti increased
with increasing temperature. It has been reported that the
presence of defective structures (such as allyl chloride) in
hydrochars leads to a decrease in the Ti value.11 During the HTC
process, C–Cl bonds were converted to C–O bonds, C]O bonds,
RSC Adv., 2023, 13, 27212–27224 | 27219
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Fig. 5 TG-DTG curves and pyrolysis reactivity of SPVC, RPVC, and hydrochars.

Table 4 The pyrolysis characteristic parameters of raw and hydrochar

Characteristic parameters SPVC S-220 S-240 S-260 RPVC R-220 R-240 R-260

Weight loss at 900 °C 92.0 76.9 63.7 55.8 59.3 58.9 62.2 64.9
Ti [°C] 295.7 259.8 275.4 343.5 287 276.3 285.7 253.7
Tf [°C] 508.3 630.7 851.4 819.5 761.5 831.5 730.2 735.3
(dw/dt)max [% per s] 1.39 0.55 0.59 0.67 0.52 0.34 0.33 0.41
(dw/dt)mean [% per s] 0.13 0.06 0.03 0.04 0.04 0.03 0.04 0.04

27220 | RSC Adv., 2023, 13, 27212–27224 © 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 Relationship between CPI and aromaticity of hydrochars.
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and C]C bonds, which enhanced the thermal stability of the
hydrochar and increased its Ti value. The hydrochars had
signicantly higher pyrolysis temperatures (Tf) and lower mean
loss rates ((dw/dt)mean) than the untreated PVC feedstock. This
was potentially due to the reduction of the low-energy C–Cl
bond and the formation of an aromatic structure. Therefore, the
hydrochar samples exhibited enhanced thermal stability
compared to the raw PVC materials. Therefore, in addition to
effectively reducing the chlorine content in hydrochar, hydro-
thermal carbonization can signicantly improve the thermal
stability of the raw material, which is consistent with previous
studies on biotite hydrothermal carbonization.18,61 This
improved thermal stability is highly signicant for the storage
and transportation of hydrochar.

The comprehensive pyrolysis index (CPI) was adopted to
quantitatively describe the reactivity of the hydrochar during
pyrolysis. A higher CPI typically denotes a quick and simple
progression of the pyrolysis reaction, while a lower CPI indi-
cates the opposite. As shown in Fig. 5, the CPI values of the
hydrochars derived from SPVC substantially decreased from
1.54 × 10−9 (SPVC) to 8.94 × 10−11 (S-260). However, the effect
of HTC temperature on the CPI values of the hydrochars derived
from SPVC was not signicant. With increasing HTC tempera-
ture, these CPI values ranged from 6.25 × 10−11 to 1.29 × 10−10.
The thermal reactivity of hydrochar is mainly affected by the
hydrochar structure and components.85–87 On one hand, the
high relative ratio of aromaticity to aliphaticity negatively affects
the pyrolysis reactivity.88 On the other hand, high oxygen-
containing functional group content means a relatively reac-
tive macromolecule network.89 In addition, the residual addi-
tives in hydrochar also have a signicant effect on the thermal
degradation process.45,90 Therefore, structure and additives both
inuence the reactivity of hydrochar pyrolysis. The relationship
between the structural characteristics and pyrolytic reactivity of
the prepared hydrochars is discussed in detail in the next
section.

3.3.2. Structure–reactivity relationship for pyrolysis.
Establishing the relationship between the molecular struc-
ture and reactivity of hydrothermal carbon is essential for
further understanding the thermal degradation mechanism
© 2023 The Author(s). Published by the Royal Society of Chemistry
of PVC. Analyzing molecular structures can provide insight
into the thermal reactivity of hydrothermal products.37,38,91

Thus, the reactivity of the pyrolysis reaction is essentially
related to the aromatic structure of fuel.39,47 As shown in
Fig. 6, the CPI values and variation in aromaticity (obtained
by 13C NMR analysis) clearly show a structure–reactivity
relationship. The CPI values of the hydrochars prepared from
SPVC were negatively correlated with aromaticity. These CPI
values monotonically decreased with increasing aromaticity,
and the linear correlation coefficient (R2) was 0.999. However,
the CPI values of the hydrochars prepared from RPVC expo-
nentially increased with increasing aromaticity. For SPVC,
low-energy chemical bond breakage to remove a volatile
fraction (HCl) improved the thermal stability of the hydro-
char. Moreover, the cyclization and aromatization reactions
were intensied with increasing HTC temperature, and the
small molecule intermediates formed during hydrolysis
underwent polymerization reactions and formed large
aromatic clusters. Zhuang et al. also reported that the CPI
values of coals, herb tea waste, and penicillin mycelial waste
linearly decreased with increasing aromaticity.43 Thus, HTC
treatment signicantly reduced the chlorine content in the
PVC and shied the structure and physicochemical properties
of the PVC toward higher-order fuels. This structure-reactivity
model can be used to initially predict the thermal reactivity of
hydrochar. For RPVC, the distinct changes in the RPVC-
derived hydrochars can be attributed to three factors. One,
the residual additives in the PVC lowered the pyrolysis
temperature during thermal decomposition, curbing the
formation of polyene structures and facilitating the release of
volatiles.46,90,92 Two, the structure of RPVC was only partially
altered by the HTC treatment. Three, the additives in the PVC
reacted with PVC degradation intermediates, which gener-
ated novel substances within the hydrothermal carbon.
Hence, the trend in the RPVC hydrochar reactivity can be
attributed to the combined effects of hydrothermal carbon-
ization and additive interaction. Clearly, the large amount of
ller in RPVC weakened the effect of the hydrochar structure
on pyrolytic reactivity. This is of great concern in practical
applications.
RSC Adv., 2023, 13, 27212–27224 | 27221
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4. Conclusion

In this study, the structural changes in PVC materials following
HTC treatment and the pyrolysis reactivity of the resulting
hydrochar were evaluated. With increasing HTC temperature,
the hydrochar yield decreased, the hydrochar became more
enriched with C, the Cl content signicantly decreased, the
energy density increased, and the H/C and O/C ratios
approached those of bituminous coal. Additionally, the struc-
ture of the PVC raw materials was converted to a coal-like
structure, with a transformation from long straight chains to
short-chain paraffins, cycloalkanes, and aromatics structures
occurring as the HTC temperature increased. Moreover,
increasing the HTC temperature led to the formation of
aromatic structures with a high degree of polymerization. The
additives in RPVC had a signicant inhibitory effect on the
dechlorination of this PVC material during hydrothermal
carbonization. However, the additives also promoted a conden-
sation reaction between aromatic rings, leading to the forma-
tion of a hydrochar with a different structure than that of SPVC-
derived hydrochar. Both the thermal degradation behavior and
thermal reactivity of the hydrochar varied with increasing
hydrothermal temperature. For SPVC, the total mass loss and
the CPI of hydrochar samples were negatively correlated with
HTC temperature, while the CPI decreased as aromatic struc-
tures evolved. For RPVC, the total mass loss of pyrolysis was
positively correlated with HTC temperature, and the CPI
increased with aromatic structure evolution. The effect of the
additives in RPVC on pyrolysis was greater than the effect of the
hydrochar structure on the pyrolysis process. This work offers
insight into the application of hydrothermal carbon prepared
using PVC waste and provides a reference for the design, opti-
mization, and scale-up of the thermochemical utilization of
PVC waste. The additives in PVC are an important factor
affecting the structure, thermal degradation behavior, and
pyrolytic reactivity of hydrochar. Therefore, more attention
needs to be paid to the effect of additives in real PVC solid waste
on the structure and properties of hydrothermal carbon in
subsequent PVC hydrothermal carbonization studies.
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