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haracterization of a NiO–ZnO/
PANI-CNTs composite for sensing of methanol in
an aqueous environment†

Pham Thi Nam, a Nguyen Thi Thom, a Vo Thi Kieu Anh,a Huynh Le Thanh
Nguyen,b Nguyen Thi Thu Trang,a Nguyen Thai Hoang,b Nguyen Vân-Anh,c

Nguyen Tuan Anh,a Le Viet Hai *b and Tran Dai Lam *a

In this study, we fabricated a composite of NiO–ZnO/PANI-CNTs on a fluorine tin oxide (FTO) electrode and

examined the electrochemical sensing behavior of the modified electrode to detect methanol in aqueous

solution. The structural, morphological, and electrochemical properties of the composite were

characterized using various methods such as X-ray diffraction (XRD), EDS, FTIR, X-ray photoelectron

spectroscopy (XPS), field-emission scanning electron microscopy (FE-SEM), transmission electron

microscopy (TEM), selected area electron diffraction (SAED), and electrochemical techniques such as

cyclic voltammetry (CV) and chronoamperometry (CA). The composite-based electrode showed

excellent electrocatalytic activity and selectivity for methanol oxidation. The calibration equation

obtained was DI = 0.0003 × CMeOH + 0.02811, with a high correlation coefficient of 0.9993, over a wide

detection range of 0 to 500 mM. The material exhibits great potential for the fabrication of sensors to

detect methanol in commercial products. Real gasoline samples have been selected to evaluate the

practical performance and feasibility of this as-prepared sensor. The experimental data indicated that the

recovery of gasoline samples is about 98%, indicating this to be an appropriate detection procedure for

effective electrochemical determination of MeOH in real gasoline samples.
Introduction

Methanol and other volatile organic compounds pose a signi-
cant threat to living organisms and the environment.1 These
compounds are widely used in the agriculture and pharma-
ceutical sectors, while methanol also nds its application as an
organic solvent or chemical feedstock in laboratories.2

Methanol is a potential alternative for engine fuel due to its
high ammability, making it suitable for internal combustion
engines.3 When mixed with gasoline at a ratio of 1–2%, it does
not alter its chemical properties. However, when mixed at
a ratio of 10–15%, it can cause severe corrosion, particularly
with aluminum, which is one of the primary metals used in
engine manufacturing, as well as brass, zinc, and iron.4 Besides,
methanol has been illegally used in the production of cheap
alcoholic beverages due to its lower price, raising the necessity
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–36070
for simple and efficient detectionmethods5 to analyze methanol
in a liquid environment, especially in an aqueous medium.

Various methods are used to detect methanol, including gas
chromatography-ame ionization detection (GC-FID),6 micro-
scope FTIR spectroelectrochemistry,7 HPLC with electro-
chemical detection,8 and UV-vis spectroscopy.9 While some
methods precisely detect alcohol quantitatively, they can be
time-consuming and use expensive and bulky equipment with
complicated and required procedures to examine samples.10

Therefore, these techniques do not address the requirement for
rapid, precise, and portable detection of alcohols in biological
and non-biological samples. Among various attempts, electro-
chemical sensing offers a low-cost, simple, portable, and
effective method with high sensitivity and selectivity.11

The conductivity of a conductive material is proportional to the
number density of charge carriers and their mobility. Conducting
polymers have a large number of charge carriers but low mobility
due to structural defects. However, secondary treatments like
doping can increase their electrical conductivity. Combining carbon
nanotubes with conducting polymers can lead to improvements in
conductivity and the development of electronic devices with supe-
rior properties. Among various polymers, polyaniline (PANI) is
a exible conducting polymer commonly used in electrochemistry
because it is conductive, cheap, and simple to produce.12,13 PANI-
CNTs composites have found application in catalysts,
© 2023 The Author(s). Published by the Royal Society of Chemistry
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nanodevices, biosensors, chemical sensors, lithium-ion batteries,
and supercapacitors.14,15 Carbon nanotubes possess superior
mechanical, electrical, thermal capabilities and high surface area.
The presence of CNTs can enhance the conducting andmechanical
properties of the composite and then improve the electrode
performance16

Transition metal oxides, such as CuO,13 NiO,17 ZnO,18 and
others, are also other potential candidates for improving the
properties of PANI.

Nickel oxide (NiO) is a p-type semiconductor that has been
extensively researched in detecting alcohol, thanks to its wide
band gap and large surface area.19 Recent studies have demon-
strated that NiO precipitated with NaOH exhibits high activity
and stability in methanol oxidation when in an alkaline
medium.20 Combining NiO nanoparticles with PANI can enhance
their electrical conductivity, which results in enhanced electron
transfer and electrocatalytic activity. This is because PANI nano-
composites and NiO have synergistic properties that contribute
to catalytic performance and high active surface area.17 However,
the use of NiO-based electrodes for alcohol sensing could be
constrained by their tendency to quickly deteriorate due to
microcracking and disintegration while in operation.20

Besides, the addition of chemically stable oxides, such as ZnO,
is another strategy to overcome the drawbacks of NiO. Zinc oxide
is a strongly n-type semiconductor, whereby a native defect, such
as the oxygen vacancy (Ov) or the zinc interstitial acts as the
dominant donor.21 Together with other several extra advantages
like a large surface area, high electron mobility, and low cost,22 it
makes ZnO becoming an ideal choice for biosensing and chem-
ical sensing applications.23 The combination of ZnO and NiO can
also overcome the poor electrical conductivity of ZnO.24 It also
generates a p–n NiO–ZnO heterojunction and band bending in
the depletion layer at the interface of p-type NiO and n-type ZnO
clusters. These may improve the sensing capability of ZnO.25 The
use of NiO/ZnO in butanol sensing,26 ZnO/PANI composite for
detecting methanol vapor had been reported.27 Ahmed et al. re-
ported the use of Ni-modied electrode for electrocatalytic
oxidation of methanol in alkaline medium.28

Our study explores the effectiveness of using a mixed
NiOOH–Ni(OH)2/ZnO nanoclusters and PANI-CNTs hybrid to
modify FTO electrodes for methanol sensing in aqueous envi-
ronments. The entire sensor fabrication process was electro-
chemical, which involved electropolymerization to form PANI-
CNTs hybrids, followed by the electrodeposition and over-
oxidation of Ni based species and ZnOmixture nanoparticles on
the sensing interfaces. As shown in this research, the composite
exhibited good linearity within the working range of methanol
concentration of up to 500 mM. The composite modied elec-
trode has high selectivity for methanol in aqueous media and
possesses potential for fabrication of electrochemical sensors
for direct analysis of methanol in fuel.

Experimental
Chemicals and materials

Aniline (ANI, 99%) was from ACROS Organics™ and was puri-
ed by distillation before use. Sodium hydroxide (NaOH, 99%),
© 2023 The Author(s). Published by the Royal Society of Chemistry
zinc chloride hexahydrate (ZnCl2$6H2O > 99%), and nickel(II)
chloride hexahydrate (NiCl2$6H2O > 98%) were also obtained
from Acros Organics. Multi walled carbon nanotubes (CNTs >
95%, 10–20 mm long, the inner diameter of ca. 5 nm and the
outer diameter of 6–14 nm) from Sigma-Aldrich. Other chem-
icals such as methanol (MeOH, 99.9%), ethanol (EtOH, 99%),
isopropyl alcohol (IPA >90%), acetone, and sulfuric acid (H2SO4,
99%) were purchased from Fisher-Scientic. All chemicals are
in analytical grade and were used as received except aniline.

FTO electrodes (TEC8, resistance of 8 Um cm−1, the size of
10 × 50 × 2.2 mm) were from Dyesol (Australia). Double dis-
tillated water was used in all experiments.

The electrochemical setup

Electrochemical experiments were carried out on Gamry Inter-
face 1010T potentiostat (USA). A typical three-electrode system
was used, in which the working electrode was a pristine FTO
electrode or modied electrode using a PANI-based composite;
the counter electrode was a platinum mesh, and the reference
electrode was an Ag/AgCl electrode (3.5 M KCl).

Fabrication of composite modied FTO electrodes

The different layers of the modied composite were electro-
deposited onto the FTO substrates by cyclic voltammetry (CV).
The procedure was described in our previous work13 with several
modications. Before the electrodeposition process, the FTO
electrode surfaces were cleaned with distilled ethanol and water
in an ultrasonic bath for 15 minutes and then dried at 120 °C.
The electrode preparation protocol comprises three main steps.

In the rst step, a PANI-CNTs composite was electro-
synthesized onto the FTO substrate (active area of 1.0 cm2)
using a CV technique. The scanning potential ranges from
−0.5 V to 1.3 V for 10 cycles at a scan rate of 30 mV s−1. The
electrolyte solution included 0.1 M aniline, 0.5 M H2SO4 in
amixture of H2O/IPA (v/v= 1/1), and 0.01mgmL−1 CNTs, which
were previously well dispersed by sonication. Aer that, the
PANI-CNTs composite coated FTO (denoted as PANI-CNTs/FTO)
was rinsed carefully with distilled water, then with ethanol, and
dried at room temperature for 30 minutes.

In the second step, Ni and Zn metal particles were simulta-
neously electrodeposited onto the PANI-CNTs/FTO electrode
using a CV method (potential range of −0.3 to −0.9 V with 20
cycles and scan rate of 100 mV s−1) from a solution containing
0.025 M ZnCl2 and 0.025 M NiCl2 in a 0.1 M KCl supporting
electrolyte solution. The obtained electrodes were rinsed with
distilled water and then allowed to dry at room temperature for
30 minutes.

In the nal step, the surface functionalized metals (Ni–Zn)
were electro-oxidized to their oxides (NiO–ZnO) in a NaOH 0.1M
aqueous solution by a CVmethod (the potential range of 0.0 V to
0.8 V with 5 cycles and a scan rate of 50 mV s−1). The modied
electrodes (denoted as NiO–ZnO/PANI-CNTs/FTO) were rinsed
with deionized water and then allowed to dry at room temper-
ature for further voltammetric measurement. An NiO/PANI-
CNTs/FTO (without the presence of ZnO) were also generated
for the comparison purposes.
RSC Adv., 2023, 13, 36060–36070 | 36061
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Structural and morphological characterizations

X-ray diffraction (XRD) patterns were recorded with D8 Advance
Eco (Bruker, Germany). The radiation source used was Cu Ka1
with a wavelength of 1.5406 Å, and the patterns were recorded
between 20 and 70° at a scan rate of 2.4° min−1. The X-ray tube
voltage was set at 40 kV, and the X-ray tube current was set at 40
mA. Fourier transform infrared (FTIR) spectra were obtained
using a LUMOS II FT-IR (Bruker, Germany). Energy-dispersive X-
ray (EDS) measurement were carried out by a SU-8000 micro-
scope (Hitachi, Japan), Field-emission scanning electron
microscopic (FE-SEM) images were analyzed using an JSM-
6480LV equipment (JEOL, Japan). Transmission electron
microscopic (TEM) and the selected area electron diffraction
(SAED) images were recorded in a multipurpose JEM 2100
electron microscope (JEOL, Japan) operating at 200 kV.

X-ray photoelectron spectroscopy (XPS) was conducted using
a X-ray photoelectron spectrometer (K-Alpha, Thermo Fisher
Scientic) that was tted with a hemispherical electron energy
analyzer and a non-monochromatized Al(Ka) X-ray source. The
photons emitted by the X-ray source had an energy of 1486.6 eV,
and the resolution was 1.0 eV, obtained from the full-half width
at the maximum of the Au(4f7/2) core level line. To account for
surface-charging phenomena, the BE of the C(1s) core level was
adjusted to 284.5 eV. The XPS peaks were separated into several
components, and the quantitative analysis was performed by
subtracting the Shirley background baseline.29 The developed
curve-tting soware (CasaXPS processing soware) enables
the adjustment of several parameters, including the Gaus-
sian\Lorentzian ratio, the full width at half maximum (FWHM),
as well as the position and intensity of the contributions. These
parameters were optimized using to obtain the most accurate t
to the experimental data.30
Detection of methanol using a NiO–ZnO/PANI-CNT/FTO
electrode

A cyclic voltammetry method was utilized to evaluate the
capability of the NiO–ZnO/PANI-CNT/FTO electrode for detect-
ing methanol within a potential range of 0.0 to 0.8 V at a scan
rate of 100 mV s−1. The electrocatalytic activity of the electrode
in the electro-oxidation of methanol present in samples was
performed in a 0.1 M NaOH-supporting electrolyte solution.

The sensing characteristics of the MeOH sensors, such as
linear range, sensibility, limit of detection, and selectivity, were
analyzed with the addition of MeOH at various concentrations.
The selectivity of the sensor was tested using a chro-
noamperometry technique (CA) with different interferences,
such as EtOH, IPA, and acetone. The specic operating condi-
tions were expressed in certain experiments.

To evaluate the practical performance and feasibility of the
as-prepared sensor, we try to examine the real samples of
alcoholic beverages and RON A95 gasoline. It is well known that
gasoline also poses serious economic and environmental
problems in many countries and deliberate illegal fuel formu-
lations related to MeOH adulteration are the main reasons for
unqualied and unsafe gasolines.
36062 | RSC Adv., 2023, 13, 36060–36070
Results and discussion
Electrochemical synthesis of NiO–ZnO/PANI-CNTs composite
on an FTO electrode

Fig. 1 displays the results of the PANI-CNTs and PANI synthesis
using the CV technique, that gives a green coating lm on the
FTO electrodes.

At the rst sight, the shape of Fig. 1A and B is similar with
typical peaks of the aniline oxidation to form polyaniline and
two peak couples that characterize for the oxidation–reduction
of the obtained polyaniline. Furthermore, increasing the
number of cycles, the oxidation peaks shied to positive
potential whereas the reduction peaks shied to the negative
potential. It implies that the formation of polyaniline lm onto
the FTO substrates.31 In addition, their peak height increased
with the increase of number of potential cycles, suggested that
the lms were conductive and also electroactive.32

In the rst cycles (Fig. 1C), the diagrams of both materials
were almost identical because it consisted of 3 stages: the
cleaning and activation of FTO33 (from −0.5 V to 1.1 V); the
oxidation of aniline molecules was at above 1.1 V to generate
cation radicals which further react together to form polymer
chains34, and the reduction of PANI (corresponding to Epc1 and
Epc2 reduction peaks). It seems that carbon nanotubes (CNTs)
did not contribute much to the electropolymerization of aniline
in the rst scan.

From the second scan, the current intensity in the case of the
PANI-CNTs composite synthesis was higher than that of pristine
PANI (Fig. 1D). It can be explained as follows: When several
polymer chains were generated, CNTs bers in the aqueous
medium could be adsorbed onto the PANI polymer matrix
because the conjugated system of the CNTs sidewall and of
PANI could form the p-stacking interactions.35 Besides, because
CNTs has higher conductivity than PANI, CNTs enhanced the
conductivity of the PANI matrix when combined with the PANI.

Overall, a highly conductive PANI-CNTs composite with
better conductivity and electroactivity was successfully synthe-
sized on the FTO substrate.

The electrodeposition of a nickel and zinc oxide mixture was
then performed onto the PANI-CNTs electrode surface using
electrochemical techniques. The same experiment was carried out
with nickel for comparison (Fig. 2). The processes consisted of two
steps: electrolysis of the metals on the electrode surface (Fig. 2A
and B) and oxidizing these metals to oxides (Fig. 2C and D).

In Fig. 2A, the rst cycle in the synthesis of NiZn/PANI-CNTs
(red line) has a peak at ca. −0.55 V that can be assigned to the
simultaneous reduction of Ni2+ and Zn2+ ions to Ni–Zn alloy.
Aer the rst scan, the current density doped sharply, sug-
gesting that the metal loading on the composite surface was
saturated.36

Fig. 2B presents the result of the reduction of Ni2+ and Zn2+

on a PANI-CNTs/FTO electrode in a wider potential range and
a smaller scan rate of 50 mV s−1. It showed clearly a reduction
peak at ca. −0.45 V that is assigned to the reduction of Ni2+ to
Ni, and a peak at ca. −0.6 V that is ascribed to the reduction of
Zn2+ to Zn.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Cyclic voltammograms of the electropolymerization of (A) PANI-CNTs and (B) PANI onto FTO electrodes, at a scan rate of 30 mV s−1, and
a potential range from −0.5 V to 1.3 V, 10 cycles; (C) the first cycle lines and (D) the fifth cycle lines of the electrodeposition processes.
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Fig. 2C and D indicates the oxidation of Zn0 and Ni0 on the
PANI-CNTs composite in the next stage. The oxidation of Ni0 in
an alkaline environment produce NiOOH species36 but at
a quite small content so that it is hard to observe the peak of
Ni3+ reduction in the case of Ni/PANI-CNTs composite (Fig. 2C).
It is noticed that the lower current intensity of the oxidation
process in the case of ZnNi/PANI-CNTs and the occurrence of
the anodic and cathodic peaks at around 0.5 V and 0.4 V are
referred to the Ni(II)/Ni(III) reversible transformation. The quick
drop of the current intensity in the subsequent cycles implies
that the metals were mostly oxidized in the rst and second
scans. The low density of current indicates the effect of the Zn
element in the PANI-CNTs composite on the Ni oxidation.37

The obtained results suggest that the metal oxide clusters
include a small amount of NiOOH species beside NiO–ZnO
form, in which NiOOH plays a role of catalytic active sites
whereas NiO–ZnO clusters acts as a supporter as being dis-
cussed in the below sections.

The characterizations of the NiO–ZnO/PANI-CNTs composite

Fig. 3 displays the electrochemical behavior of NiO–ZnO/PANI-
CNTs/FTO using CV measurement of the material-modied
electrode in an electrolyte solution of 0.1 M NaOH at a scan
rate of 50 mV s−1 for 7 cycles. A similar experiment on NiO/
PANI-CNTs/FTO was also carried out for comparison.
© 2023 The Author(s). Published by the Royal Society of Chemistry
The cyclic voltammograms indicate a redox pair of the Ni(III)/
Ni(II) couple, with an anodic peak and a cathodic peak at +0.47 V
and +0.31 V, respectively, that was also similar to the work re-
ported by Nagashree et al.28. The peaks correspond to the
oxidation to higher oxidative species Ni(III) and vice versa, and
the equation presented as below:38

Ni(OH)2 + OH− 4 NiOOH + H2O + e− (1)

The existence of nickel oxyhydroxide was also proved in
other characterization.

There was no indication of the involvement of ZnO during
the change in the oxidation state of nickel species. However,
a higher peak current (ipa at 0.470 V) was observed, suggesting
that a larger active surface area was available for NiOOH
formation.38 It corresponds to the fact that ZnO with a large
specic area increases the loading of active NiOOH, creating
more active sites due to the larger surface area. As a result, the
charge transfer capability was improved.39 This result implies
that the electrode with the presence of both Ni and Zn elements
may be more effective in electrochemical activity than the one
with only presence of Ni based species.

The EDS spectra of NiO–ZnO/PANI-CNTs and NiO/PANI-
CNTs composites are presented in Fig. 4. It demonstrates the
presence of C, N, O, Ni, Na, S, K and Cl elements (Fig. 4A). The
RSC Adv., 2023, 13, 36060–36070 | 36063
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Fig. 2 (A) Nickel–zinc electrodeposition on PANI-CNTs/FTO at 100 mV s−1; (B) the reduction of Ni2+ and Zn2+ on PANI-CNTs at 50 mV s−1; (C)
electro-oxidation of Ni–Zn to oxides, and (D) the electro-oxidation of Ni to oxide (at a scan rate of 50 mV s−1).

Fig. 3 The electrochemical activity of Ni3+/Ni2+ during oxidation–
reduction of the NiO nanoparticles in the potential range of 0 O 0.7 V
vs. Ag/AgCl in 1 M NaOH solution, the scan rate of 50 mV s−1.

Fig. 4 EDS spectra of (A) NiO/PANI-CNTs and (B) NiO–ZnO/PANI-
CNTs.
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abundant content of carbon was from CNTs and the polymeric
backbone of PANI, N was from nitrogen atoms in PANI
composition, S and O came from the dopant HSO4

−. Addi-
tionally, O could be in NiO and NiOOH species. The presence of
K, Na and Cl impurities happened during the synthetic process
of the composites in the electrolyte that consisted of KCl or
NaOH. For clarity, these impurities were omitted in the
36064 | RSC Adv., 2023, 13, 36060–36070
spectrum of NiO–ZnO/PANI-CNTs composite (Fig. 4B). It points
out that beside the C, O, N and S elements that were due to the
PANI-CNTs matrix, nickel and zinc elements were also present.
The higher atomic percentage of Ni in this case could be thanks
to the effect of ZnO as discussed in electrochemical behavior of
the composite in the 0.1 M NaOH solution.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 SEM images of (A) the NiO–ZnO/PANI-CNTs/FTO electrode and (B) the NiO/PANI-CNTs/FTO electrode, (C) TEM image and (D) SAED of
NiO–ZnO/PANI-CNTs.

Fig. 6 FTIR of NiO/PANI-CNTs and NiO–ZnO/PANI-CNTs
composites.
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However, the amount of Ni and Zn element were quite small
(less that 1% of atomic percentage in both cases). Consequently,
there was almost no signals of NiOOH (JCPDS 006-0075), NiO
(JCPDS 78-0643) or ZnO (JCPDS 36-1451) in XRD analysis (see
Fig. S1 in ESI†). An extra reason for hardly observing the peaks
of these species is the overlap of them with the diffraction
characteristic peaks of the FTO substrate (JCPDS 00-005-0467).40

The morphology of the NiO–ZnO/PANI-CNTs surface was
determined using SEM and TEM/SAED analysis (Fig. 5). The
SEM image of NiO/PANI-CNTs was also presented as
a comparison.

As shown in Fig. 5(A) and (B), both composites have a porous
structure that is an important property for sensing activity
because it reduces the diffusion length of target molecules into
the composite surface.41 It can be seen that NiO–ZnO/PANi-
CNTs lm has bers of 100 nm size that were interconnected,
forming a highly porous structure. In addition, there were the
presence of aggregated clusters in the composite structure. The
incorporation of NiOOH–Ni(OH)2/ZnO on PANI-CNTs to create
numerous clusters on the composite. The SEM images of pure
PANI and PANI-CNTs are expressed in Fig. S2 (see ESI†)
demonstrates typical bered structure of PANI and CNTs
whereas the short-rod morphological property of pure PANI was
exhibited.

The shape of NiOOH/Ni(OH)2–ZnO clusters can be seen in
the TEM image of the composite (Fig. 5C). The results showed
© 2023 The Author(s). Published by the Royal Society of Chemistry
complicated shapes that could be assigned to the mixed shape
of ZnO and the NiOOH/Ni(OH)2 mixture with the size in a range
of 20–30 nm. The existence of a ber with diameter of about
20 nm points out the presence of CNTs in the composite matrix.

The selected area electron diffraction (SEAD) patterns of
NiO–ZnO/PANI-CNTs in Fig. 5D demonstrated the (100) and
(002) planes relevant to hexagonal wurtzite structure of ZnO
(JCPDS 036-1451) and the (105) plane associated with the g-
NiOOH (JCPDS 6-75).
RSC Adv., 2023, 13, 36060–36070 | 36065
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Fig. 7 (A) XPS scan spectrum of the NiO–ZnO/PANI-CNTs material and XPS spectra of (B) C 1s, (C) N 1s, (D) O 2p, (E) Ni 2p and (F) Zn 2p.
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The TEM/SAED pattern conrms the presence of g-NiOOH
and ZnO nanoparticles in the nanocomposite.

Fig. 6 shows the FTIR spectra of the two composites, NiO–
ZnO/PANI-CNTs, and NiO/PANI-CNTs, pointing out the distinct
peaks that are associated with the functional group vibration of
PANI in the emeraldine form: 3300 cm−1 (–N–H– stretching);
Table 1 Binding energies and relevant bonding assignments

Peak Bonding Binding energy (eV) Peak

C 1s 1 C–C/C]C 284.1 O 1s 2
C 1s 2 C–N/C]N 285.1 O 1s 3
C 1s 3 C–O/C]O/O–C]O 286.0 Ni 2p3
C 1s 4 p–p* 291.9 Ni 2p3
N 1s 1 ]N– 398.2 Ni 2p1
N 1s 2 N–H 399.4 Ni2p1
N 1s 3 –N+– 401.0 Zn 2p
O 1s 1 Me–O/Me–OH 529.4 Zn 2p

36066 | RSC Adv., 2023, 13, 36060–36070
1588 cm−1 and 1494 cm−1 (C]C stretching of the benzenoid
ring); 1309 (C–N–C stretching mode of the second arylamine);
1153 cm−1 (C–H in-of-plane bending of the quinoid ring);
830 cm−1 (in-of-plane bending). The band at around 602 cm−1

could be assigned to the Ni–O stretching vibration.36 The Zn–O
stretching frequency,42 whose has a range of 400 cm−1–
Bonding Binding energy (eV)

O2− ions in oxygen vacancy 531.5
H–O–H/adsorbed O2 532.2

/2 1 Ni–O 857.3
/2 2 (sat.) Ni–O 861.3
/2 1 Ni–O 874.4
/2 2 (sat.) Ni–O 880.7
3/2 Zn–O 1022.8
1/2 Zn–O 1045.4

© 2023 The Author(s). Published by the Royal Society of Chemistry
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500 cm−1 was not in the measurement range. Fig. 7 presents the
X-ray photoelectron spectroscopy (XPS) that provides further
information of the chemical composition and the valence state
of each element on the surface of the NiO–ZnO/PANI-CNTs
composite. Table 1 shows the binding energies and relevant
bonding assignments.

The full range spectrum (Fig. 7A) exhibits the presence of the
elements: carbon (C 1s ∼284 eV), nitrogen (N 1s ∼400 eV), (O 1s
∼530 eV, O KLL ∼500 eV), nickel (Ni 2p ∼850–890 eV) and zinc
(Zn 2p∼1020–1050 eV). This result again conrms the existence
of these elements in the prepared materials. However, the
intensity of Ni and Zn was small, implying the low content of
these elements in the composite lms.

Fig. 7B indicates the C 1s spectrum of PANI-CNTs composite.
This spectrum can be deconvoluted into four peaks with
binding energies centered at 284.1 eV (non-oxygenate carbon C–
C/C]C in aromatic ring), 285.1 eV (C–N/C]N) and 286.0 eV,
which are oxygenated carbon C–O/C]O/O–C]O due to the
formation of hydroquinone and benzoquinone during the PANI
electrosynthesis43. The signal at 291.9 eV is ascribed to the p–p*
“shake-up” band.44

The core level spectrum of N 1s in PANI is deconvoluted into
three subpeaks at 398.2 eV (–N]), 399.4 eV (–NH) and 401.0 eV
(–N+–) (Fig. 7C). Similarly, the O 1s spectrum in Fig. 7D is the
Fig. 8 Cyclic voltammetric responses of (A) NiO–ZnO/PANI-CNTs/
FTO electrode and (B) NiO/PANI-CNTs/FTO electrode in a solution
containing various concentrations of methanol and 0.1 M NaOH (0 to
0.8 V, 100 mV s−1) and the oxidation peak density vs. methanol
concentration and the square of the correlation coefficient (R2) cor-
responding to the corresponding electrode (inset).

© 2023 The Author(s). Published by the Royal Society of Chemistry
composition of the three subpeaks at 529.4 eV, 531.5 eV, and
535.2 eV. The high binding energy component at 535.2 eV is
attributed to the presence of loosely bound oxygen on the NiO–
ZnO/PANI-CNTs composite surface, which can be adsorbed H2O
or adsorbed O2, chemisorbed or dissociated oxygen, or species
of the OH type on the surface of the oxides.45 The lower binding
energy O 1s peak at 529.4 eV can be attributed to the lattice O2−

(i.e.Me–O/C–O–Me, Me–OH, where Me is either Ni or Zn).46 The
peak at approximately 531.5 eV corresponds to the O2− ions in
the oxygen-decient regions within the oxide bonding matrix,21

which are associated with oxygen vacancies. The intensity of
this component is related to the concentration of oxygen
vacancies,47 which have the lowest formation energy among all
the donor-like defects. The large oxygen deciency in the
surface layer, or in other words, the enrichment of Zn or Ni,
contributes to the stability of the composite under operating
conditions. Moreover, the oxygen vacancy easily combines with
chemically adsorbed O or OH species, which play an important
role in the sensory responses.

In Fig. 7E, the subpeaks located at binding energies of
856.3 eV and 874.4 eV correspond to the spin–obit split Ni 2p3/2
and Ni 2p1/2, whereas other small broad signals at higher
binding energies of 861.3 eV and 880.7 eV are satellite peaks.48

The peak located at 856.3 eV identies a NiOOH/Ni(OH)2
mixture49 because the characteristic multiple feature of Ni(II) 2p
state oen locates at the binding energy less than 855 eV.25,41

Moreover, the difference between the two major states of spin–
Fig. 9 Interference tests on (A) NiO–ZnO/PANi-CNTs/FTO and (B)
NiO/PANi-CNTs/FTO with the methanol concentration of 50 mM and
10 mM of each interference in 0.1 M NaOH.

RSC Adv., 2023, 13, 36060–36070 | 36067

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra06850a


RSC Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
D

ec
em

be
r 

20
23

. D
ow

nl
oa

de
d 

on
 1

/1
9/

20
26

 5
:2

9:
34

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
obit slitting was 17.1 eV, that characterizes for a Ni(III) state
while that of Ni(II) state should be about 17.8 eV.41 It is possible
that there is a small quantity of NiO, but it cannot be completely
dismissed due to its low content.

Finally, Fig. 7F presents the high-resolution XPS spectrum of
Zn 2p of NiO–ZnO/PANI-CNTs, displaying the spin–orbit split
Zn 2p3/2 and Zn 2p1/2 signals at 1022.8 eV and 1045.4 eV,
respectively. These signals are typical of Zn(II) in the materials
and the spin–orbit splitting falls within the standard reference
value range for ZnO, which is 22.6 eV, as reported in the
literature.21

The obtained results from morphological and structural
characterizations show the presence of a complicated nano-
cluster on the PANI-CNTs composite. These nanoclusters
contain a NiOOH/Ni(OH)2 mixture, combined with ZnO. The
porous composites provide signicant advantages for the
fabrication and operation of electrochemical sensors.
Detection of methanol on the NiO–ZnO/PANI-CNTs/FTO
electrode

Fig. 8 illustrates the electrochemical behavior of the NiO–ZnO/
PANI-CNTs/FTO electrode in which the oxidation of methanol
was evaluated using CV measurements in a solution containing
Fig. 10 Schematic illustration of the heterojunction formation
between p-type NiO and n-type ZnO.

Table 2 Comparison of the NiO–ZnO/PANI-CNTs/FTO electrodewith d
environment

Electrodes Detection method
Sensitivity
(mA cm−2 mM−1

Ni(II)-MHP/RGO/CPEb DPV —

ZnO nanoparticles I–V techniques 0.9554
PMMA-Gr-CNTs I–V techniques 13.491
a-Fe2O3–CdSe/Naon/GCE

a I–V techniques 0.2744
PTh/a-Fe2O3/Naon/GCE I–V techniques 0.0563

0.793
CuO/PANI-Gr CV 0.8

0.2
NiOOH/PANI-CNTs CV 0.3774

0.0892
NiOOH/PANI-Gr CV 1.5

0.2
NiO–ZnO/PANI-CNTs CV 0.3

a p–n junction materials. b Ni(II)–MHP: N-5-methoxysalicylaldehyde, N′-2-h

36068 | RSC Adv., 2023, 13, 36060–36070
0.1 M NaOH and various concentrations of methanol, in the
potential range of 0.0 to 0.8 V at the scan rate of 100 mV s−1. It
can be observed that the increase in MeOH concentration
results in an increase in the current intensity. The calibration
equation is DI (mA)= 0.0003× CMeOH + 0.02811 with the square
of the correlation coefficient of 0.9993, in a wide detection range
of 0 to 500 mM with a LOD of 0.0194 mM (S/N = 3). Notice that
in the case of NiO/PANI-CNTs/FTO, the linear relationship was
in in the MeOH concentration range of 200–500 mM.

Though the sensitivity of NiO–ZnO/PANI-CNTs/FTO and
NiO/PANI-CNTs/FTO electrodes toward methanol detection
were very similar, the selectivity with different interferences of
the NiO–ZnO/PANI-CNTs/FTO electrode exhibited better
performance, as demonstrated in Fig. 9.

It can be observed that the interferences such as EtOH,
acetone, and isopropyl alcohol (IPA) do not change the signal of
MeOH detection. Besides, the signal responses aer interfer-
ence spikes were still signicant in the case of NiO–ZnO/PANI-
CNTs/FTO.

The supposed mechanism for detection of methanol was
proposed in our previous work,36 in which there was the
formation of g-NiIIIOOH species on the composite surface at an
oxidation potential higher than 0.5 V (vs. Ag/AgCl, see Fig. 6).
These species are the active sites where the irreversible oxida-
tion of MeOH occurs:

NiOOH + MeOH / Ni(OH)2 + MOR intermediates (2)

In which, MOR means methanol oxidation reaction.
The involvement of zinc(II) species was not observed during

the oxidation state change of nickel. This could be due to the
fact that ZnO only functions as a support due to its large
surface-to-volume ratios, high chemical stability, biocompati-
bility, and electromobility. ZnO provides several advantages like
increase of the active sites (i.e., NiIIIOOH) for methanol
adsorption, thus promoting methanol oxidation activity and
efficient charge separation due to the formation of a p–n
ifferent electrodes inmethanol and other alcohol sensing in an aqueous

) Limit of detection (LOD) Linear range Ref

0.68 mM 2.0–100.0 mM 52
100.0–1000.0 mM

0.11 mM 0.25 mM–1.8 M 53
0.39 nM−1 1.0 nM to 1.0 M 54
0.041 � 0.005 mM 0.2 up to 800 mM 55
1.59 mM 5–100 mM 56

100 to 1000 mM
— 20–300 mM 13

300–1300 mM
0.323 mM 1–20 mM 36
6.974 mM 20–500 mM
0.290 mM 1–20 mM
4.166 mM 20–100 mM
0.0194 mM 50 mM–500 mM This work

ydroxyacetophenon-1,2 phenylenediimino nickel(II) complex.

© 2023 The Author(s). Published by the Royal Society of Chemistry
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heterojunction between p-type NiO and n-type ZnO as illus-
trated in Fig. 10.

The role of each component can be described as follows:
when the NiO/ZnO composite is exposed to alcohol, the released
electrons return to ZnO, decreasing the resistance, while the
holes in p-type NiO combine with the released electrons,
reducing the hole concentration and increasing the electron
concentration. This process shortens the potential barrier
height of the depletion layer, weakening the diffusion of carriers
and further decreasing the sensor resistance.

Moreover, with the addition of ZnO, the number of oxygen
vacancies increases together with the formation of the Zn–O
and Ni–O bonds at the Zn–O–Ni interface, leading to a consid-
erable number of oxygen vacancies. Besides, the destruction of
the local equilibrium of the crystal structure occurs due to the
different ionic radii of zinc and nickel, resulting in an increase
in internal stress in the main lattice, and oxygen vacancies need
to be formed to release the stress.50 The presence of oxygen
vacancies facilitates the adsorption of methanol molecules and
MOR species (eqn (2)), and effectively increases the exposed
active sites. The high catalytic selectivity is attributed to the
accessibility of methanol molecules on the catalyst surface
through the oxygen vacancies.51

Table 2 presents the comparison of the NiO–ZnO/PANI-
CNTs/FTO electrode with different electrodes in methanol and
other alcohol sensing in an aqueous environment.
Fig. 11 CV curves of NiO–ZnO/PANI-CNTs electrode with RON A95
real gasoline samples.

Table 3 Determination of MeOH in real sample (gasoline RON A95)
using PANI-CNTs/NiO–ZnO sensor electrode

Parameter A95-1 A95-2 A95-3

Added MeOH volume (ml) 6 6 6
Added MeOH conc. (ppm) 1000 1500 2500
Diluted MeOH conca.
(ppm)

164.2 245.1 410.1

MeOH foundb (ppm) 985 1470 2460
Recovery (%) 98.5 98.0 98.4

a Value was obtained by the appropriate dilution factor equal 1/6.
b Average of three replicates.

© 2023 The Author(s). Published by the Royal Society of Chemistry
Detection of MeOH in real samples

To determine the practical performance and feasibility of the
above sensor, the determination of MeOH from real sample
(gasoline) was examined. NiO–ZnO/PANI-CNTs was chosen as
sensor electrode for further evaluations with real sample. Fig. 11
presents the CV curves of NiO–ZnO/PANI-CNTs electrode with 3
RON A95 real gasoline samples. The data are summarized in
Table 3. The recovery of the samples can be found at least 98%,
indicating that the detection procedure can be used as an
effective electrochemical determination of MeOH in the real
gasoline samples.
Conclusions

A composite of bimetal oxide with PANI-CNTs was synthesized
via electrodeposition. Various techniques, such as SEM, TEM,
XPS, XRD, and CV, were used to identify thematerials and reveal
the crystalline structure, morphological structure, and electro-
chemical behavior of the NiO–ZnO/PANI-CNTs material. The
methanol sensing capabilities of the composite were investi-
gated through electrochemical measurements. The results
showed that the composite has the ability to electrocatalyze the
oxidation of methanol and signicantly increase the response
current with good anti-interference properties. In case of real
gasoline samples, experimental results indicated 98% recovery
of samples, indicating the potential application of these sensors
for the real gasoline samples.
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