Open Access Article. Published on 22 August 2023. Downloaded on 12/1/2025 7:34:48 PM.

Thisarticleislicensed under a Creative Commons Attribution 3.0 Unported Licence.

[{ec

¥ ROYAL SOCIETY
PP OF CHEMISTRY

RSC Advances

CORRECTION View Article Online

View Journal | View Issue

W) Check for updates Correction: Robust superhydrophobic and self-
lubricating PTES-TiO,@UHMWPE fabric and its
tribological properties

Cite this: RSC Adv., 2023, 13, 24865

Deke Li*® and Zhiguang Guo*?°

Correction for ‘Robust superhydrophobic and self-lubricating PTES-TiO,@UHMWPE fabric and its
tribological properties’ by Deke Li et al, RSC Adv., 2017, 7, 9169-9175, https://doi.org/10.1039/
rsc.li/rsc-advances C6RA28255E.

DOI: 10.1039/d3ra90079g

The authors regret that an incorrect version of Fig. 1 was included in the original article. The correct version of Fig. 1 is presented
below.

An independent expert has viewed the corrected image and has concluded that it is consistent with the discussions and
conclusions presented.
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Fig. 1 SEM images of pristine UHMWPE fabric (a), plasma-UHMWPE fabric (b) and PTES-TiO,@UHMWPE fabric (c), (d)-(f) are magnified images
of (a)-(c), respectively.

The Royal Society of Chemistry apologises for these errors and any consequent inconvenience to authors and readers.
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