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Chemiresistive sensor for breath frequency and
ammonia concentration in exhaled gas over a
PVA/PANI/CC composite film†
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The present study demonstrates the chemiresistive monitoring of respiratory frequency and ammonia gas

in breath-out gases over a solution blended, electrically conducting, and humidity-responsive composite

film of polyvinyl alcohol, polyaniline, and china clay (PVA/PANI/CC) over a commercial mask. The chemical

structure, morphology, and relevant properties of the composite were investigated by Fourier transform

infrared spectrometer (FT-IR), X-ray diffraction (XRD), scanning electron microscope (SEM), a two probe

method, and other suitable standard methods. The analytical response performance results reveal the

synergistic evolution of electrical conductivity, and the humidity-responsive nature in the PVA/PANI/CC

composite in the range of 5 to 95% RH along with promising sensing parameters, i.e., 0.09144 kΩ RH−1

sensitivity, response time 6 s, recovery time 10 s, stability for 80 days, and V2 flame retardant nature.

Further, the resistance of the composite film coated on a commercial mask was measured after exposure

to inhaled and exhaled human breath air and was further used to monitor the breath frequency and

presence of ammonia concentration in breath-out gas to screen the kidney function. Further, a mechanism

for humidity-mediated breath monitoring has been proposed based on the dissociative surface adsorption

of water molecules and competitive adsorption of ammonia molecules, along with parameters and

technical details.

1. Introduction

In general, breath monitoring (BM) is an integrated medical
practice to evaluate respiratory frequency (Rf), breathing
pattern, inspiration/expiration ratio, and exhaled gas
composition. The extrapolated applications of BM depict the
physiological status as a vital indicator for different body
conditions, i.e., adverse cardiac events, pneumonia, stress,
cognitive load, body temperature, and deterioration of body
organs.1,2 Monitoring and control of breathing is an old
practice by medical practitioners to cure and improve the
health conditions of both casual and chronic diseases, but in
current times its importance has been certified as a non-
invasiveness technique for screening illicit practices, like drug
abuse, drinking, environmental stress, and bio-feedback,
apart from the physical status of body.3 In general, human
breath-out gas consists of nitrogen, oxygen, carbon dioxide,

humidity, and approximately 870 residual gases, such as
ammonia, methane, nitric oxide, sulfur dioxide, hydrogen
sulfide, and volatile organic compounds. These gases are by-
products of the metabolic activity of different body organs
and work as a biomarker for malfunctioning body functioning
and several diseases.4–7 For example, the presence of
hydrogen and methane for bacterial tolerance, carbon dioxide
for anesthesia, acetone for ketosis, ethanol for law
enforcement, and ammonia for protein metabolism and
kidney function. The presence of ammonia in exhaled gas is
an indicator of the ammonia level in blood and is controlled
by the functioning of different body organs.8 It is reported
that patients suffering from malfunctioning kidneys exhale a
higher ammonia content, i.e., 1.5 ppm (1500 ppb) of gas,
while its concentration in the breath out gas of a healthy
person is 0.5 to 0.8 ppm (500–800 ppb).9

In this regard, several contact and noncontact methods
are reported for BM and ammonia sensing in breath samples
using acoustic, air flow, carbon transcutaneous, oxygen
saturation, and electrocardiogram for the mechanical
vibration of the lungs.10 Among the different BM methods,
humidity-induced electrochemical sensing is significantly
highlighted due to its efficient repetitive change in the
electrical properties of sensing materials due to the
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adsorption-induced interaction of water molecules present in
exhaled and inhaled gases.11–15 The use of humidity sensors
for breath monitoring has been reported as a wrapped tilted
fiber grating, capacitive sensor, paper-based wearable non-
invasive sensing devices for non-smokers, and diagnostic
tools for pneumonia, pulmonary disease, and a person's
respiratory frequency.16,17 The basic strategy for humidity
sensing is monitoring surface induced properties of materials
such as resistance, optical permeability, and mechanical.18

The surface interaction of humidity also generates voltage
and current to use the materials as self-fueled materials as
well as in the form of hydroelectric cell to generates
energy.19–21 For this purpose, several polymers, non-polymers,
nano structure materials and their composite humidity
sensing materials are explored with limited features like
processability, selectivity, and sensing parameters.22 Among
the different humidity-sensitive materials, polyaniline (PANI)
is an intrinsically conducting polymer with heterogeneous
benzenoid and quinoid structures with a limited interactive
nature with water molecules. Further, the hybrid structure of
PANI exhibits a better interaction towards H2O molecules for
sensing along with the scope for improvement in
processability and conductivity after blending, grafting, and
encapsulating a transition metal oxide.23 Shukla et al.
reported improved humidity sensing properties of PANI after
making its composite with metal oxides due to the synergistic
crystallinity, hydrophilicity, porosity, and electrical
conductivity.24,25 In another development, the electroactive
blend of polyvinyl alcohol (PVA) and PANI have been reported
with a humidity responsive nature between 15 and 95% RH
after lowering the resistance to between 60 and 75% due to
the hydrophilic nature of PVA, improved glass transition
temperature and restricted movement of PVA chains.26 The
presence of clay in the polymer matrix yields improved
properties, i.e., ion formation to use as a solid electrolyte
with a triggering effect to use as humidity-induced galvanic
potential sensors with good linearity, a high sensing
response, long-term stability, and cost-effectiveness.27–29

Among the different clays, china clay is an easily available
clay with a composition of 38.5% silica, 47.5% Alumina and
14% water. The CC exhibits a high surface area, better
dielectric strength, and large water molecule retaining
capacity. The CC is a suitable clay to use as a filler, coating
pigment, and for making ceramics.29,30 The high water
retaining capacity of CC also initiates a dissociative
adsorption along with a change in the electrical resistance
because of the formation of hydroxyl and hydronium ions.
However, the insulating nature of CC restricts its application
but it may be used for electrochemical humidity sensing after
optimizing the electrical responsiveness.22 In this regard,
chemical modifications, like coating with a conducting
polymer, are reported to optimize the hydrophobicity and
conductivity for sensing applications.31 Furthermore, like the
water molecule, ammonia is another covalent molecule with
a good electron donating ability, and its presence with water
molecules significantly interferes with the sensing properties

due to a competitive interaction and water mediated
ionization for an effective sensing and process
compensation.15,32 This quantitative presence of ammonia
has been frequently explored for medical diagnostic and BM
in the form of wearable sensing devices after using different
adsorptive and catalytic sensing substrate, like silver-
platinum decorated tin oxide film with variable conditions.33

This competitive adsorption of ammonia in humid condition
promises a huge potential to measure the relative
composition of both the gases, i.e., ammonia and water
molecules, for different applications, which include medical
techniques for chronic diseases, covid infection, and
nephropathy diagnosis, but neither were systematically
studied or commercialized for the betterment of medical
diagnosis, as per our observation.14,34,35

In the context of the above discussion, the present work
reports the synergistic evolution of the humidity-responsive
nature and hydrophilicity in an electrically conducting PVA/
PANI/CC composite. Further, the composite coated on a
commercial mask was used for the monitoring of respiratory
frequency and ammonia concentration in breath-out gases to
screen the kidney condition of a healthy and an ill person.

2. Experimental
2.1. Materials

Aniline (99.0%) was purchased from Rankem Chemicals
India, while china clay (98%), formic acid (85.0%), PVA
(89.0%), and liquid ammonia were procured from CDH
Chemicals Pvt Ltd and used without any purifications. The
other used chemicals were of analytical grade and double
distilled water was used in the entire investigation.

2.2. Preparation of PANI and composites

Initially, PANI was prepared after polymerizing the acidified
aqueous aniline solution with 0.1 M ammonium per sulfate
solution after maintaining the temperature between 0 and 5
°C using an ice bath. Finally, the blue-black precipitate was
obtained with a 79% yield efficiency in 120 min.

Further, to prepare the PVA/PANI/CC, the PVA solution
was prepared after dissolving 2.0 g of PVA in 20 mL of hot
distilled water by stirring on a magnetic stirrer for 30 min at
80 °C. In this solution, 200 mg of PANI and 100 mg of china
clay (CC) were dispersed after further stirring of the mixture
on the same magnetic stirrer for 120 h. Finally, the black-
colored viscous solution was obtained, and poured into a
Petri dish. The solution was allowed to dry, peeled out, and
stored in a glass container. The pictorial presentation of the
experimental setup used for the preparation of the composite
is shown in Fig. 1.

2.3. Characterization

Spectroscopic analyses of the composite and its constituents
were performed using a Bruker, alpha model, Fourier
transform infrared spectrometer (FT-IR). The spectra were
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recorded in the ATR mode after the accumulation of 16 scans
at a resolution of 2 cm−1 in the range of 4000 to 500 cm−1.
The particle phase and structure of the produced materials
were studied using a Bruker D-8 X-ray diffractometer (XRD)
with Cu Kα1 (λ = 1.5405) radiation generated at 30 kV and 50
mA and a 2° min−1 scanning rate. However, the surface
morphology was investigated using a JEOL JSM-6610
scanning electron microscope at a working voltage of 30 kV
and a current of 20 mA. The samples were also sputter coated
with a thin layer of gold to prevent charge collection before
taking the SEM photographs. Thermal behavior was
investigated by a HITACHI STA7300 thermo-gravimetric
analyzer (TGA) under a consistent nitrogen flow of 50 mL
min−1 and a heating rate of 10 °C min−1.

2.4. Electrical conductivity

The electrical conductivity of the prepared composite was
determined using the two-probe method. Initially, the
voltages were applied against the prepared composite film (1
cm × 1 cm), with the help of a 32 V Aplab DC power supply,
and the respective current was measured using a Scientech
Digital Multimeter DM-97. The conductivity calculation was
done using eqn (1) and (2)36

ρ ¼ 2πS
V
I

� �
(1)

where S stands for the probe spacing or pellet thickness in
millimeters, I for the current in milliamperes, and V for the
corresponding voltage in millivolts. In addition, the
conductivity was calculated by using eqn (2).

σ ¼ 1
ρ

(2)

ρ and σ are the resistivity [Ω cm−1] and conductivity [S cm−1],
respectively. The measurement was carried out measured in
triplicate and the mean was used to generate the curve.

2.5. Physio-mechanical properties

The physio-mechanical properties, i.e., swelling index,
porosity, and biodegradability, were evaluated by the reported
standard weight monitoring method using solvent-cast film
in the dimensions 1 cm × 1 cm × 0.02 cm.37 However, the soil
burial test was used to assess the biodegradability of PVA–
PANI–CC composites. This test was carried out after using a
composite film with dimensions of 1.4 cm × 1.4 cm × 0.025
cm. Initially, the films were placed in moist soil and kept in
an earthen pot for a set period below a 2.0 cm depth. The
regular weight loss of the film was periodically monitored
using a Sartorius chemical balance with the least count of 0.1
mg.38 Further, the under-writer laboratory test (UL 94) was
used to measure the burning behavior of the constituent
polymer and PVA–PANI–CC composites.39 Initially, wooden
strips were coated with the PVA–PANI–CC composite, and
then a flame retardancy test was performed for UL 94. The
five specimens for each sample with a length of 5 cm,
thickness 2.19 mm, and width 1 cm were tested in the
vertical mode and their mean reported.

2.6. Humidity sensing and breath monitoring

The humidity-sensing nature of PVA–PANI–CC was measured
after monitoring the resistance of the composite film under
the influence of different humidity levels. For this purpose,
the film composite was cast on the ITO-coated glass plate
with dimensions of 1 cm × 1 cm × 0.5 mm. Further, the film
was placed in a 10 L humidity-controlled chamber containing
two holes, one for the electrical connection and the other for
the vacuum creation as well as to purge the gas. The film was
connected with a multimeter through a silver contact made
on the edges by silver pastes. The humidity level inside the
chamber was maintained after keeping the different
saturated salt solutions, i.e., LiCl for 11%, MgCl2 for 32%,
K2CO3 for 43%, NaBr for 57%, KI for 69%, NaCl for 75%, KCl
for 85%, and K2SO4 for 97%. After that, the resistance of the
film was measured using a multimeter.40,41 The other sensing
properties, i.e., response time, recovery time, and
interference, were also measured after using standard
procedures and protocols.42

Further, for monitoring the RF, a thin film of composite
was made on a commercial face mask after screen painting
and both its ends were connected with the Multimeter
through a contact of silver paste. Finally, the mask was worn
by the person who was asked to breathe in a slow, normal,
and fast manner along with a continuous measurement of
the resistance of the film. The measurement was performed
in triplicate and its mean reported. The fabrication steps of
the humidity sensors and the complete breath monitoring
setup are shown in Fig. 2, while the absolute physical
photograph is shown in Fig. S1.†

Fig. 1 Experimental setup for the preparation of PVA–PANI–CC.
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The concentration of ammonia in the range of 50 ppb to
5000 ppb was maintained in a sensing chamber containing a
fixed humidity after adding the requisite liquid ammonia
with a syringe, and was allowed to disperse. After that, the
induced resistance change was measured after using the
same setup under ambient conditions. The trend in the
change of resistance against the relative ammonia
concentration and the humidity level was made to use as a
calibration curve. Further, the values were used to screen the
ammonia concentration in a real breath-out gas after a
comparison to predict the kidney condition.

3. Results and discussion
3.1. Preparation of composite

The observed parameters, i.e., color sequence, temperature,
pH, and viscosity during the solution blending are listed in
Table 1. The parameters indicate a gradual interaction
among the constituents PVA, PANI, and CC due to an
increase in the viscosity, which evolves the formation of the
composite matrix after intercalation of CC in the PVA and
PANI chains after the formation of hydrogen bonding
between PANI and hydroxyl groups of PVA. However, the
hydrophilic nature of CC towards the hydroxyl group allows
intercalation between the hybrid polymer chain of PVA and
PANI, which was further verified by spectrochemical results.

3.2. Chemical characterization

3.2.1. Fourier-transform infrared spectroscopy. Fig. 3A
depicts the infra-red spectra of PVA, PANI, and PVA–PANI–

CC, while the characteristic peak positions along with
corresponding functional groups are listed in Table S1.† The
spectrum of PVA confirms the presence of characteristic
peaks at 1042, 1634, 2902, and 3341 cm−1 for C–O, C–C, and
–CH stretching, and the –OH group respectively,43 while the
spectrum of PANI also reveals the characteristic peaks at
3414, 2899, 1602, 1505, 1450, 1302, 1161, 1090, and 743 cm−1

for N–H stretching, C–H stretching, C–C stretching,
quinonoid (Q) ring stretching, benzenoid (B) ring stretching,
ν(C–N) of secondary aromatic amine, NQN/δ(C–H)
vibrations, B–NH–B/δ(C–H) vibrations, and C–H bending,
respectively.44 Further, the spectrum of PVA–PANI–CC
demonstrates the presence of characteristic peaks of PVA,
PANI, and CC with considerable changes in their position,
intensity, and shape than those of their pristine spectrum
(Table S1†). Further, the shift in the positions and nature of
the constituent with composite confirms the interactions
between PVA, PANI, and CC. The comparison of characteristic
benzenoid and quinoid peaks of PANI indicates a significant
improvement in the peak intensity of quinoid peaks in the
composite than in the pristine PANI. Thus, the evolution of
the quinoid enriched composite structure supports the
effective interaction with a molecule bearing a lone pair, like
ammonia and water. Similarly, the strong peak evolved in the
composite at 1716 cm−1 reveals the generation of a residual
carbonyl group in the PVA chain during solution blending.
Based on the above discussion, the probable synergistic
structure is depicted in Fig. 3B.45,46

3.2.2. X-ray diffraction. The XRD pattern of PVA, PANI, and
PVA–PANI–CC are shown in Fig. 4. The diffraction pattern of

Fig. 2 Schematic setup for humidity response and breathing monitoring.

Table 1 Physical parameters during the preparation of composites

S. n. Temperature (°C) Time (min) Viscosity (cp) Observation

1. 25 0.0 70 PVA solution is colorless while its mixed solution with PANI is a dark blue-green color
2. 45 30 75 Dark green color solution found
3. 75 60 80 Dark green color, non-uniform solution found
4. 75 120 90 Dark green color becomes viscous with a uniformly dispersed solution found
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PVA shows characteristic peaks at 19.7, 22.5, and 40.5° for
corresponding planes (011), (100), and (220), respectively,
while the diffraction pattern of PANI shows peaks at 20.4°
and 25.5° for the (100) and (110) planes, respectively.47

Furthermore, the peaks present at 10.1, 18.60, 20.5, 25.5,
35.9, 38.5, and 55.2° corresponding to the (011), (101), (100),
(110), (211), (220), and (301) planes, respectively, in the curve
of the PVA–PANI–CC matrix confirm the presence of PVA,
PANI, and CC. The comparison of the XRD-derived peaks

shown in Table S2† indicates the blue shifts in characteristics
peaks of PVA at lower 2θ values from 19.7 to 18.60, due to the
encapsulation of clay in a hybrid polymer network with an
expanded matrix by 5.29%.

3.2.3. Surface morphology. The scanning electron
micrograph of PVA, PANI, CC, and PVA–PANI–CC are shown
in Fig. 5. The SEM images of PVA reveal a layered structure,
while the morphology of PANI is a square shaped particle
and that of clay is a porous flat rod-like morphology.
However, the morphology of the composite has a uniformly
clay-embedded mixed morphology, a drastic change from
that of its constituents.

Further, the EDAX results of the composite shown in
Fig. 6 confirms the presence of all the constituent elements,
i.e., C, Cl, N, Mg, Al, Si, and O, due to the presence of
constituents' materials.

3.2.4. Physio-mechanical properties. The electrical
conductivity, degree of swelling, porosity, and
biodegradability of the prepared composites are listed in
Table 2.

The increase in conductivity of the composite is due to the
presence of PANI in the chain of the composite polymer matrix,
while the multi-component structure with a flexible PVA and
PANI chain and encapsulated clay is responsible for improved
swelling index and porosity. Further, the improved porosity
and hydrophilicity support a better hydrophilic degradation of
composite and faster biodegradability due to the high water
retaining nature.48 The optical photograph and result of the
biodegradability of a PVA–PANI–CC film are shown in Fig. S2,†
while the results are listed in Table 3 and confirms the better
biodegradability of the composite. The improvement in
biodegradability is due to the effective growth of a microbial
colony on the prepared composite with a porous and
hydrophilic structure and biocompatible nature.

3.2.5. Thermo-gravimetric analysis. TG curves of PVA,
PANI, and PVA–PANI–CC are shown in Fig. 7, and the
concerned data are shown in Table S3.† The curve of PANI
shows degradation in four stages, while both PVA and the
composite are degraded in three stages. A comparison of the
thermograms exhibits a higher mass loss below 100 °C than
those of PVA and PANI, which confirms the better water
adsorption capacity, which may be because of the presence of
clay and an improved water adsorption capacity due to the
presence of the inherited hydroxyl interacting nature with
water molecules. Further, PANI shows two steps weight loss
between 200 and 350 °C, while the composite shows a single
step weight loss in this period due to the formation of a
hybrid composite structure. The composite also indicates a
higher residual mass after thermal degradation at 500 °C
than that for both PVA and PANI due to presence of clay.
Thus, the TG data support the evolution of a thermally more
stable hybrid structure due to the interaction between clay,
PVA, and PANI, along with a better hydrophilic nature.

Thus, the better hydrophilic and thermally stable
properties of the composite support a sensing application
with a flame retardant nature in the prepared polymer matrix

Fig. 3 (A) Infrared spectra of the (p) PVA, (q) PANI, and (r) PVA–PANI–
CC composite, (B) proposed structure of the PVA–PANI–CC composite.

Fig. 4 XRD spectra of (a) PANI, (b) PVA, and (c) PVA–PANI–CC.
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(S1). The burning nature and observation of the PVA–PANI–
CC composite coated wooden specimen are shown in Fig. S3
and Table S4.† The flame retardancy is an additional feature

of the prepared PVA–PANI–CC composite and promises to
make the sensors safer from fire hazards.

3.3. Humidity sensing properties

The changes in resistance of PVA–PANI–CC against different
relative humidity levels between 5 and 95% RH is shown in
Fig. 8(a). The curve reveals a continuous decrease in the
resistance with an increase in RH, which confirms the
suitability of the composite for sensing humidity. Further,
the slope of the curve was calculated to determine the
sensitivity, which was found to be 0.09144 kΩ RH−1. Further,
the change in resistance at a fixed humidity with time is
shown in Fig. S4b.† The curve confirms the repetitive use of
materials for humidity sensing along with a response time of
6 s, and recovery time of 10 s for 80 days. The lifetime of the
PVA–PANI–CC based humidity sensor was evaluated by
measuring the responsive resistance up to 80 days at regular
intervals of 10 days (Fig. S5†). The results depict a loss of
sensing efficiency of the sensor by only ≤3.0% after 80 days.

The interference behavior of the composite against different
common interferents is shown in Fig. 8(b), which exhibits a
significant interference for ammonia of 7.0%. The basic

Fig. 5 SEM micrographs of (a) PVA, (b) PANI, (c) China-clay, (d) PVA–PANI–CC.

Fig. 6 EDAX spectra of PVA–PANI–CC.
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mechanism interference for NH3 towards the resistance of the
sensing film is based on the competitive interaction of
ammonia molecules in the presence of water molecules. The
nature of the NH3 molecule varies with the presence of water
molecules. In general, the higher reactivity of the ammonia
molecules restricts the movement of the water molecules, which
reduces their ionization. However, at a higher relative humidity,
the ammonia molecules dissolve and produce ions for electron
conduction and a lowering of resistance. This decrease in the
resistance of the composite is due to the dissociative ionization
of the adsorbed water and ammonia molecules on the
composite surface after the first layer of surface adsorption.22,41

The possible dissociative ionization reaction that took place at
the sensor surface is shown in eqn (3)–(5).

H2O(ads) + H2O(ads) ⇌ H3O
⊕ + OH⊖ (3)

NH3(ads) + H2O(ads) ⇌ NH4
⊕ + OH⊖ (4)

R–OH + NH3(ads) ⇌ NH4
⊕ + R–O⊖ (5)

The adsorption of a water molecule on the sensitive film
causes the auto-ionization reaction of H2O to form H+ ions

and OH− ions, in which H+ ions are protonated with another
H2O molecule to form H3O

+ ion, which facilitates the
protonic conduction along with a lowering of resistance.49

However, introducing the NH3 leads to condensation on the
sensing film and activates the reaction between PVA–PANI
and NH3 to absorb more NH3 by an acid–base adsorption
interaction. The H2O adsorbed by the sensitive film can
adsorb and dissolve the NH3 to produce less conducting,
bulky NH4

+ and R–O− ions for the proton transfer reaction
with a lower resistance than that of water molecules. Thus,
the above two aspects are responsible for the lower decrease
in resistance of sensor.50,51

The ammonia-interfering behavior of the developed
composite at 40% RH, 60% RH, and 80% RH are shown in
Fig. 8(c–e). The curves reveal that the sensor exhibits a linear
sensing response from a concentration of 50 ppb to 5000 ppb
NH3. Thus, the difference in resistance at a particular
humidity in the presence of ammonia can be used as a
calibration curve to estimate the concentration of ammonia
in humid air. At a lower humidity, i.e., 40% RH, when the
ammonia concentration increases, the conductivity of the
sensor film decreases because the increase in ammonia
molecules on the surface of the composite film decreases the
presence of H2O molecules. Further, when the humidity
increases the conductivity of the sensor film increases and
also the sensitivity toward NH3 increases. At 80% RH, the
sensing response and conductivity of the film was
significantly enhanced (Fig. 8e), because at a high RH the
generation of many protons transition inside the sensitive
film results. Further, the resistance of the composite in the
dry and at 80% RH was monitored with time with a 5000 ppb
NH3 sensor. The curve is shown in Fig. 8f, which confirms
the 30 s responses and 35 s recovery times, while in the
absence of ammonia the sensor response was quicker, i.e., 6
s and 10 s, respectively (Fig. S4†). Further, the developed
PVA–PANI–CC composite based humidity-activated ammonia
sensor exhibits a response against NH3 in the concentration
range 50 ppb to 5000 ppb due to its selectivity toward NH3 at
a high RH. These properties of PVA–PANI–CC composite
make them suitable for use in RF monitoring along with
sensing the ammonia concentration in human breath to
screen healthy humans or persons with kidney problems.

3.4. Breathing monitoring and kidney screening

The change in the resistance of the composite layer cast on
the mask was also measured after the exposure of it to
breath-out air. The pattern of resistance against breathing air
is shown in Fig. 9. The curve reveals the periodical decrease

Table 2 Results of physio-mechanical properties

Sample Conductivity (S cm−1) Biodegradability (%) Degree of swelling (%) Porosity (%)

PVA 00 17.24 19.8 17.8
PANI 39.80 × 10−3 13.79 16.0 20.4
PVA–PANI–CC 17.70 × 10−3 44.82 20.6 28.5

Table 3 Results of biodegradability measurements of the developed
composites

S. n. Samples
Burial time
(days)

Initial
weight (g)

Final
weight (g)

Weight
loss (g)

1. PVA 2 0.029 0.016 0.013
2. PANI 2 0.029 0.029 0.000
3. PVA–PANI–CC 2 0.029 0.019 0.021

Fig. 7 TG-DTA curves: (a) PVA–PANI–CC, (b) PVA, and (c) PANI.
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in resistance of the composite due to the high humidity
contents in the exhaled breath, i.e., 80–85% RH, while the

inhaled breath is relatively dry. This continuous increase and
decrease in resistance can be used to count the number of

Fig. 8 (a) The humidity sensing response curve of the PVA–PANI–CC composite film in the range of 5 to 96% RH in the presence of 5000 ppb NH3

and without NH3. (b) The interference response of the PVA–PANI–CC sensor to NH3, CO2, MeOH, H2S, acetone, EtOH, diethyl ether, and NO2 at an
80% RH, (c–e) the response of PVA–PANI–CC toward NH3 in range 50 ppb to 5000 ppb at 40% RH, 60% RH, and 80% RH, respectively, and (f)
response and recovery curves of the PVA–PANI–CC sensors to 5000 ppb NH3 at 80% RH.

Fig. 9 Change in resistance against inhaled and exhaled breath.
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breaths (RF) taken by a person in a particular time, i.e., 1
min under different body conditions, i.e., normal (6 s pulse
rate), fast (4 s pulse rate), and deep breath (10 s pulse rate).

Further, in order to investigate the potential application of
the PVA–PANI–CC sensor for ammonia concentration in the
exhaled breath of humans, the gas sampling bags were used
to collect the exhaled gas of 5 healthy people and injected
along with 2000 ppb NH3 in the sensing gas chambers. The
experimental setup is given in Fig. 10(a), and the observed
response of the sensor is shown in Fig. 10(b).

The resistance of the sensor reaches beyond the
prescribed lower value when exposed to the exhaled breath
containing 2000 ppb NH3 to screen the kidney status of a
person. Thus, from the above results, the PVA–PANI–CC
sensor can be a suitable device for inferring the ammonia
level in an exhaled breath environment, which contains a
variety of gases in a high-humidity environment (Table 4).
Further, the quantitative difference indicates the value of
ammonia in the exhaled gas beyond a limit to infer the
health conditions of a person, as given in Table 4.

4. Conclusion

In conclusion, we present, the synthesis of a humidity-
responsive composite comprised of PVA, PANI, china clay
and demonstrated its use in monitoring respiration
frequency and ammonia concentration in breath-out gas.
The synergistic evolution of the humidity responsiveness
nature and electrical conductivity has been established by
spectroscopy and microscopic results along with basic
properties, i.e., porosity, swelling index, and water uptake
capacity. Finally, the humidity sensing properties of the

composite have been reported along with its use for
measuring RF and ammonia concentration in breath-out
to screen the kidney condition in a functional mask after
coating it with a layer of the composite. The observed
humidity sensing parameters are a sensitivity of 0.09144
kΩ RH−1, response time of 6 s, recovery time of 10 s, and
stability of 80 days. The sensing mechanism is explained
based on competitive interaction, cooperative solubility,
and ionization between the ammonia and water
molecules.
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