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Stress induced effects on piezoelectric
polycrystalline potassium sodium niobate
thin films
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Paulo Ferreira,cde Maxim Ivanov, a Alexander Tkach, a

M. Elisabete Costaa and Paula M. Vilarinho *a

The piezoelectric market is ruled by lead-based compounds that should be substituted by environmentally

friendly materials. Despite the substantial literature on lead-free candidates available, stress effects on the

dielectric, piezoelectric and ferroelectric performance of thin films from the nano- to macroscale have been

barely addressed until now. In this work, a combination of multiscale characterization techniques is used to

disclose the induced mechanical deformation impact on the dielectric, polar and structural properties

of polycrystalline lead-free potassium sodium niobate (KNN) thin films fabricated on platinized silicon

(Pt/Si(100)), strontium titanate (Pt/STO(100)) and magnesium oxide (Pt/MgO(100)) substrates. A tensile

residual stress state characterizes KNN films on Pt/Si (+210 � 28 MPa), while KNN films on Pt/STO and

Pt/MgO (�411 � 18 MPa and �494 � 26 MPa, respectively) evidence a compressive residual stress

condition. Films with the highest compressive state (on Pt/MgO) exhibit the lowest dielectric losses with the

highest electric permittivity and the maximum electric polarization; concomitantly they present the most

dense and homogeneous microstructure, with small grains and a narrow grain size distribution. In contrast,

tensile residual stress films (on Pt/Si) show the smallest polarization with an almost negligible out-of-plane

component of piezoresponse. Of relevance, phase transition temperatures are markedly affected by the type

and magnitude of the residual stress: they are the lowest for KNN films on Pt/MgO and highest for KNN

films on Pt/Si. The narrowest temperature range for tetragonal phase is recorded for KNN films on Pt/MgO.

For the first time, an approach to generate a morphotropic phase boundary in KNN thin films by use of

compressive residual stress is thus demonstrated. This work highlights the impact of stress, as a key

parameter in the performance of KNN polycrystalline thin films. These results have implications in terms of

understanding lead-free ferroelectric/piezoelectric behaviour and its application/commercialization.

Introduction

The most widely used piezoelectric material is the ferroelectric
lead zirconate titanate (PbZr1�xTixO3 or PZT). Its success is
associated with the morphotropic phase boundary between

rhombohedral (Zr-rich) and tetragonal (Ti-rich) phases near
x = 0.52, where dielectric and piezoelectric properties exhibit a
peak of performance.1 Due to environmental issues,2 related to
the lead content in PZT, lead-free piezoelectric materials with
high electromechanical performance are required. In this
regard, alkali niobates have been reported as one of the most
promising types of next generation piezoelectric materials;
particularly, potassium sodium niobate (K0.5Na0.5NbO3, here-
after designated by KNN) due to its high Curie temperature (TC)
up to 420 1C3 and also its potential for piezoelectric coefficient
(d33) enhancement.4 Research in this field has been mainly
focused on KNN-based bulk materials5–7 as an alternative for
sensors, actuators, energy harvesters and microelectromecha-
nical systems, and microwave and pyroelectric devices.8–11

However, KNN thin films should also be considered and their
properties characterized to take advantage of strain-engi-
neering for modification of their electromechanical properties.
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4715-330 Braga, Portugal
d Mechanical Engineering Department and IDMEC, Instituto Superior Técnico,
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KNN-based thin films, exhibiting both high remnant polar-
ization (Pr) and d33 coefficients up to 40 pm V�1, have been
synthesized by magnetron sputtering, pulsed laser deposition,
and sol–gel methods.12–21 The sol–gel method is an appealing
thin film processing technique because it requires rather
low-temperature synthesis, allows precise control of the film
chemical composition and wide adjustment over thickness.
Numerous studies have been recently published, mainly
focused on the preparation conditions of sol–gel derived KNN
thin films. These reports address different synthesis appro-
aches to obtain high-quality KNN thin films, including effects
of alkali excess in the precursor compounds, varying from 0%14

to 40%,13,22 and annealing conditions, varying between furnace
direct insertion13,22 and rapid thermal annealing (RTA).12,14,16

The effect of alkali excess on the electrical properties of KNN
films was studied by Ahn et al..22 These authors deposited
250 nm-thick KNN films on platinized silicon substrates and
annealed the films at 700 1C for 30 min in an oxygen atmo-
sphere. The KNN films obtained with 10 and 20 mol% alkali
excess showed the superior piezoelectric and ferroelectric
response (d33 = 31 and 40 pm V�1, Pr = 4 and 10 mC cm�2,
and coercive field Ec = 30 and 35 kV cm�1 for 10 and 20 mol%
alkali excess, respectively), under room conditions.

The effect of mechanical stress on the electric and electro-
mechanical properties of KNN has not been thoroughly
addressed, though the effect of mechanical stress has been
demonstrated to affect the properties. Tkach et al.23 exploited
the effect of stress induced by the mismatch between the
thermal expansion coefficient, sCTE, on SrTiO3 (STO) sol–gel
derived films deposited onto platinized Al2O3 (tensile residual
stress) and MgO (compressive residual stress) substrates. The
residual tensile stress reduced the relative dielectric permit-
tivity (er = 345) and remnant polarization (Pr = 0.32 mC cm�2 at
30 K), while the residual compressive stress increased these
electric property values (er = 613, Pr = 0.47 mC cm�2 at 30 K).23

The effect of residual thermal stress in STO films was compared
with that in KNN films deposited on platinized Si (tensile
stress) and platinized STO (compressive stress) substrates,
where the same tendency was observed: lower er = 161 and
Pr = 2.65 mC cm�2 for tensile, and higher er = 184 and Pr =
4.56 mC cm�2 for compressive residual stresses, at 300 K. The
increase of the relative dielectric permittivity and remnant
polarization for the compressive stress state was attributed to
the enhanced out-of-plane displacement of Ti4+ and Nb5+ ions
in STO and KNN films, respectively. A direct correlation between
the thermal expansion coefficient of the substrate (asubstrate) and
the electric performance of the films was found.24

The importance of residual stress in the electrical perfor-
mance of sol–gel films was also demonstrated by Jeong et al.25

on PZT films on Al2O3 and MgO substrates. Films on MgO
exhibit higher remnant polarization when compared with PZT
films on Al2O3. The PZT films deposited on MgO present a
drastic increase of power density (increased by 822%) when
compared with films on Al2O3, which evidences an increase in
energy harvesting performance. Such variations were attributed
to out-of-plane dipole alignment in the PZT films deposited

on MgO substrates that contributed to the enhancement of poling
effects, mitigated the aging problems, and avoided depolarization,
upon comparison with the poor dipole alignment of PZT films on
Al2O3. These results have encouraged the scientific community to
explore the mechanical strain effect on KNN thin film properties,
however the results are not yet reported.

In this work, polycrystalline KNN films were prepared by a
sol–gel methodology on Pt/Ti/SiO2/Si (100), Pt/Ti/SrTiO3 (100),
and Pt/Ti/MgO (100) substrates. The main objective of this work
is a systematic study of the mechanical stress effects on the
KNN dielectric, polar and structural properties observed at the
nano-, micro-, and macroscale levels in order to understand
how distortions may tune the KNN properties. Special attention
is also given to the temperature range of stability of the KNN
crystallographic phases above room temperature. To achieve
these objectives, we have performed a detailed structure and
stress state characterization of the KNN films using X-ray
diffraction under room conditions, while the microstructure
was assessed using electron microscopy. To gain knowledge
about the phase sequence of these KNN films, a temperature-
dependent study of Raman scattering signal was undertaken.
Finally, the macro-, micro-, and nanoscopic polar and piezo-
electric properties were characterized at room temperature.

Materials and methods

Potassium acetate (KO2C2H3, 99 + %, ChemPur) and sodium
acetate (NaO2C2H3, 99%, Alfa Aesar) were weighed according to
the stoichiometry (K : Na = 1 : 1) and dissolved in 2-methoxi-
ethanol (CH3OCH2CH2OH, 99.9+%, Sigma-Aldrich). Then, nio-
bium ethoxide (Nb(OCH2CH3)5, 99.95%, Sigma-Aldrich) was
added in its stoichiometric proportion (K : Na : Nb = 0.5 : 0.5 : 1)
to the solution considering a 10 mol% excess of alkali. The
solutions were refluxed at 106 1C for 4 h under magnetic stirring
followed by a distillation step at 124 1C for 4 h. Due to moisture
sensitivity, the entire process was conducted under a nitrogen
atmosphere, the weighing of the precursors took place in a glove
box and the solution reflux and distillation were performed on a
Schlenk line. After cooling, the concentration of the solutions was
adjusted to 0.2 M by dilution with 2-methoxiethanol. The KNN
precursor solution was spin-coated, at 3000 rpm for 30 s, on
Pt(111)/Ti/SiO2/Si(100) (Pt/Si), Pt(111)/Ti/MgO(100) (Pt/MgO) and
Pt(111)/Ti/SrTiO3(100) (Pt/STO) substrates. Pt/Si substrates were
supplied by Inostek Inc. and Pt/MgO and Pt/STO substrates were
acquired from Pi-Kem Limited. Layer-by-layer pyrolysis was per-
formed at 350 1C for 2 min on a hot-plate in air, up to a total of
10 layers, followed by the final annealing step at 650 1C for 10 min
with a heating/cooling rate of 30 1C s�1, using a Rapid Thermal
Annealing furnace (RTA, Qualiflow, Jipelec, JetFirst 200).

The in-plane crystal structure of the KNN films was evaluated,
at room temperature (RT), by using X-ray powder diffraction
(XRD). The in-plane XRD measurements were performed by a
Malvern Panalytical X’Pert, UK, with Cu-Ka radiation, in the 201 to
501 2y range with 0.0131 per steps, with a grazing incident angle of
21 and exposure time of 200 s. The strain/stress analysis consisted
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of sequential 2y measurements with a 0.021 step width and 4 s of
counting time per step in the 29.5–331 range, for a tilting angle, c,
ranging between �85 and 851, by a Philips X’Pert MRD. Unpolar-
ized micro-Raman spectra were collected in a backscattering
geometry for different temperatures within the range of
20–500 1C, with a 20 1C step. The heating was conducted by a
THMS600 Linkam stage. A 633 nm He–Ne laser line was used
for excitation and the scattered light was analysed by a
Renishaw inVia Qontor spectrometer. The surface morpholo-
gies of the KNN thin films were analysed using scanning
electron microscopy (SEM, Hitachi, SU-70) with an acceleration
voltage of 4 kV. Equivalent grain size distribution and estima-
tion of surface porosity were determined by processing several
SEM micrographs, with more than 500 grains per sample,
through ImageJ software (https://imagej.net/). Cross-sectional
lamellae were prepared for SEM equipped with a Focused
Ion Beam, FIB, (FEI Helios 600 Nanolab) using the lift-out
technique. The samples were protected with a Pt layer depos-
ited with the aid of the electron beam followed by another Pt
layer deposited with the ion beam. During the lift-out, the ion
beam was kept at 30 kV, except for the last polishing steps,
which were performed at 16 kV and 5 kV. The micrographs were
captured in scanning transmission electron microscopy (STEM)
mode, either by a JEOL JEM-2010 FEG 200 kV or a FEI Titan
Cubed Themis 60–300 kV double-corrected TEM/STEM at an
acceleration voltage of 200 kV and a convergence angle of
19 mrad. Dielectric and ferroelectric measurements were per-
formed using Au electrodes, sputtered through a mask onto the
films, as the top electrode, and the substrate Pt layer as the
bottom one. The dielectric permittivity was obtained by impe-
dance spectroscopy measurements under an oscillation level of
the applied voltage of 50 mV and frequencies ranging from
100 Hz to 1 MHz, using a precision LCR-meter (Agilent E4980A).
For ferroelectric characterization, the polarization and current
density dependencies on the ac electric field were evaluated
at RT and 50 Hz using a ferroelectric analyser (aixACCT, TF
analyser 2000 with an FE module). The microstructure and
local electromechanical properties were studied using Atomic
Force Microscopy (AFM, Ntegra NTMDT). For this, the Piezo-
response Force Microscopy (PFM) mode was applied along
with the ElectriMulti75-G (Budget Sensors) probes (resonant
frequency 75 kHz, force constant 3 N m�1). The dc bias voltage
applied to the samples during the PFM measurements was
varied in the range of 1–10 V, and the ac voltage was applied
with a frequency of 50 kHz and an amplitude of 10 V. Local
piezoelectric loops were measured via switching spectroscopy
PFM (SS-PFM). During SS-PFM, a sequence of dc bias voltage
pulses was applied from �10 to +10 Volts with a step of 1 Volt,
while the probe was fixed at a predefined position and the PFM
response was measured. In this work, the SS-PFM data were
acquired via mapping of the PFM scan images (10 � 10 points
with an average of 5 measurements per point). PFM and
SS-PFM measurements were performed under controlled con-
ditions (25 1C, humidity B40%). The calibration of PFM
measurements was done on the Si substrate following the
procedure described in ref. 26.

Results
a. Morphological characterization

Top-view SEM micrographs (Fig. 1) of the KNN films revealed a
crack-free microstructure. KNN films deposited on Pt/MgO
have the most dense and homogeneous microstructure,
whereas KNN films deposited on Pt/Si seem to reveal the
highest surface porosity and the most heterogenous micro-
structure. The levels of porosity were estimated to be 8%, 5%
and 1% for Pt/Si, Pt/STO and Pt/MgO, respectively. The grain
size distribution was evaluated in terms of equivalent diameter.
All KNN films have equivalent grain size distributions smaller
than 450 nm, but with different average size values of 230 �
5 nm, 148 � 4 nm and 149 � 4 nm, for films on Pt/Si, Pt/STO
and Pt/MgO, respectively. Moreover, the grain size distribution
varies with the used substrate as well, showing larger grains
with the widest grain size distribution for KNN films on Pt/Si,
while KNN films on Pt/STO and Pt/MgO exhibit smaller grains
and narrower grain size distributions.

High angular annular dark field (HAADF) STEM micro-
graphs of cross-sectional lamellae of KNN films deposited on
Pt/Si, Pt/STO and Pt/MgO substrates also revealed that the films
have a polycrystalline microstructure (Fig. 2). Furthermore,
KNN films on Pt/Si show a thinner and more irregular thick-
ness as compared to the ones on Pt/STO and Pt/MgO. Using
ImageJ and measuring 20 random points across each film, KNN
film thickness was estimated to be 352 � 11 nm, 389 � 2 nm and
400 � 5 nm for films deposited on Pt/Si, Pt/STO and
Pt/MgO, respectively. Moreover, KNN films on Pt/Si exhibit large
grains that cross the entire thickness of the film, while the KNN
films on Pt/STO and Pt/MgO exhibit a multi-grain profile across
the film thickness. At the same time, the microstructure of KNN
films on Pt/STO and Pt/MgO is quite dense and uniform.

b. Crystallographic and stress state characterization

Representative in-plane XRD patterns of KNN films deposited
onto Pt/Si, Pt/STO and Pt/MgO substrates are illustrated in
Fig. 3. The XRD patterns reveal well crystallized KNN films
with the expected K0.507Na0.502NbO3 perovskite structure,
regardless of the used substrate. No spurious phases were
detected within the sensitivity limit of the technique. The
intensity of the (100) peak is similar to that of the (111) peak,
whereas, according to PDF #00-065-0275, the (111) peak should
exhibit the highest intensity. The observed (100) peak intensity
increase is commonly reported for KNN films, with preferen-
tial growth along the (100) pseudocubic crystallographic
direction.13,16,21,27 The Lotgering factor,25 f, was used to estimate
the crystallographic texture of the films as:

fð100Þ ¼
Pð100Þ � P0

1� P0
(1)

where

Pð100Þ ¼
P

Ið100ÞP
IðhklÞ

(2)
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P0 ¼
P

I0ð100ÞP
I0ðhklÞ

(3)

with I(hkl) and I0
(hkl) being the intensities of (hkl) peaks calculated

from the XRD patterns and taken from PDF#00-065-0275,
respectively. All the KNN films show f(100) B 15%, which agrees

with the previous work reported by Tkach et al.,27 who prepared
sol–gel derived KNN films on Pt/Si, and strontium titanate
(SrTiO3), crystallized at 750 1C, and reported f(100) B 15.58%
and f(100) B 15.03%, respectively.

Residual stresses were calculated using the XRD sin2 c
method.28 Lattice spacing, d, values of the (111) planes were

Fig. 2 HAADF STEM micrographs of KNN films on Pt/Si (left), Pt/STO (centre) and Pt/MgO (right). Film thickness varies between 350 and 400 nm. Large
grains cross the entire thickness of KNN films on Pt/Si, while KNN films on Pt/STO and Pt/MgO present a multi-grain profile across the film thickness.

Fig. 1 Secondary electron SEM micrographs of KNN thin films on Pt/Si, Pt/STO, Pt/MgO and corresponding grain size distribution. KNN films on Pt/MgO
present the most dense and homogeneous microstructure, with small grains and a narrow grain size distribution.
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determined at different tilt angles c (inclined exposure). The
strain was calculated from the angular shift of the (111)
reflections, as a function of the tilt angle, and the corres-
ponding film residual stress was calculated by using the
following equation:

ef;c ¼
dc � dn

dn
¼ 1þ n

EY
sf sin

2 c (4)

where ef,c is the elastic lattice strain in a direction defined by
the Euler angles f and c with respect to the specimen normal,
dc is the lattice spacing of hhkli planes in a given c-tilt, dn is the
corresponding strain-free lattice spacing defined by c = 01, EY is
Young’s modulus, n is the Poisson ratio, and sf is the residual
macroscopic stress.28 Assuming EY = 126 GPa and n = 0.34,29

residual stress values were obtained from the slope of the
linearization of eqn (4):

sf ¼
EY

1þ nm (5)

where m is the slope of the linear fit of the normalized lattice
spacing as a function of sin2c, as presented in Fig. 4. The
slopes of the linear fits for the KNN films deposited onto the
different substrates are given in Fig. 4. While a positive slope is
obtained for the KNN films deposited onto Pt/Si, giving evi-
dence for a tensile residual stress state, negative slopes are
obtained for the KNN films on Pt/STO and Pt/MgO, evidencing
a compressive residual stress state; the larger one was observed
for the KNN films on Pt/MgO substrates. The calculated
residual stress values are 210 � 28 MPa, �411 � 18 MPa and

�494 � 26 MPa for KNN films deposited onto Pt/Si, Pt/STO and
Pt/MgO, respectively.

c. Dielectric, ferroelectric and piezoelectric properties under
room conditions

Fig. 5 presents the room temperature relative dielectric permit-
tivity and dielectric losses as a function of frequency of the
studied films for the 100 Hz–1 MHz frequency range. The
frequency dependence of both permittivity and losses is rather
similar for the KNN films deposited on Pt/Si and Pt/STO. No
hint of dielectric relaxation process in this frequency range
could be ascertained. The electric permittivity at 1 kHz is
B225 for KNN films on Pt/Si and Pt/STO and 250 for KNN
films on Pt/MgO. These values are close to the reported
range for KNN bulk and single crystal ceramics, which can vary
between B30030 and B700.28,31 Among the studied films, KNN
films on Pt/MgO substrates exhibited the lowest dielectric
losses, while keeping the highest relative dielectric permittivity
above 300 Hz, with the smaller variation within the scanned
frequency range. The rather small dielectric losses suggest
a more insulating nature as compared with the other two
substrates.

The macroscopic polarization as a function of the applied
ac electric field (P(E)), as well as the current density versus
ac electric field (J(E)), recorded at 50 Hz and room temperature,
on KNN films deposited on Pt/Si, Pt/STO and Pt/MgO, is shown
in Fig. 6. No saturation of the electric polarization could be
achieved. The maximum electric field strength that could be
applied to the KNN films deposited on Pt/Si and Pt/STO is quite

Fig. 3 X-ray diffraction patterns of KNN thin films on Pt/Si, Pt/STO and
Pt/MgO substrates. KNN peaks are marked by the corresponding
pseudocubic indexes, following the Powder Diffraction File of
K0.507Na0.502NbO3 (PDF# 00-065-0275). Well crystallized KNN perovskite
type structure films were obtained regardless of the used substrate.

Fig. 4 Normalized lattice spacing of KNN thin films on Pt/Si (black
squares), Pt/STO (red circles) and Pt/MgO (blue triangles), as a function
of sin2c. A tensile residual stress state characterizes KNN films on Pt/Si
with positive variation slope (black line), while KNN films on Pt/STO and Pt/
MgO exhibit a compressive residual stress condition with negative varia-
tion slopes (red and blue lines, respectively).
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similar (60 kV cm�1) but it increases to 100 kV cm�1 for the
dense KNN films deposited on Pt/MgO, corroborating the low
dielectric losses at low frequencies in the latter films. The
maximum electric polarization was obtained for the KNN films
deposited on Pt/MgO substrates, reaching B9 mC cm�2. The
P(E) hysteretic curves of KNN films on Pt/Si exhibit the smallest
polarization value (B3 mC cm�2), while the P(E) curve is
asymmetric, suggesting the existence of internal fields. The
differences between the maximum electric polarization reflect
the high electric field sustained by the KNN films deposited on
Pt/MgO substrates. The ferroelectric switching in the J(E) curves
is obscured by leakage current for the films on all of the three
substrates, which is rarely reported but common for undoped
KNN thin films at room temperature.32

The local surface roughness was measured by AFM to be
about 50 nm for films on Si and MgO substrates and about
30 nm for films on STO (Fig. 7). The film grain distribution
corroborates the results of SEM, being denser and homogenous
for KNN films on MgO and mostly inhomogeneous for films
deposited on Si substrates. Both the local out-of-plane and
in-plane PFM signals in KNN films on STO and MgO substrates
were successfully measured, while a small out-of-plane PFM
signal was acquired for films on Si substrates (Fig. 7). This
result can be attributed to the considerable influence of the
strain and highlights that the tensile residual stress (the case
of Si substrates) almost completely neglects the out-of-plane
component of the piezoresponse of these KNN thin films.
In contrast, the compressive residual stress (films on STO
and MgO substrates) favours the strong appearance of both
out-of-plane and in-plane piezoresponses.

Local piezoelectric loops were acquired via switching
spectroscopy PFM (SS-PFM) at the points possessing the max-
imum out-of-plane PFM signal. The tensile residual stress
dramatically affects the local hysteresis loop measured in
KNN films on Si substrates, revealing a small local piezoelectric
coefficient of about 15 pm V�1 and a high coercive field

(�2 MV cm�1, which corresponds to �5 V applied to the tip
of the probe with an apex radius of about 25 nm). Upon
comparing the response of films on STO and MgO substrates,
the local piezoresponse demonstrates that stronger compres-
sive residual stress (films on MgO substrates) leads to uniphase
out-of-plane domain formation. The piezoresponse signal mea-
sured in KNN films on STO produced high-contrast scan
images from both the out-of-plane and in-plane components
(Fig. 7). This domain configuration is due to a less dense and
less stressed grain structure that results in a more open
local hysteresis loop with a high local piezoelectric coefficient
(B120 pm V�1) and high coercive field (about �3 MV cm�1 and
+2 MV cm�1, which correspond to �7 V and +5 V applied to the
tip of the probe with an apex radius of about 25 nm). Compara-
tively, the local hysteresis loop measured in denser KNN films
on MgO substrates has a slimmer shape and a local piezo-
electric coefficient of about 50 pm V�1 with a very small
coercive field (�0.8 MV cm�1, which corresponds to �2 V
applied to the tip of the probe with an apex radius of about
25 nm). Therefore, the softest switching behaviour is observed
in the KNN films on MgO substrates. Thus, the room tempera-
ture analysis using AFM, PFM, and SS-PFM clearly demon-
strates the significant influence of the substrate on the stress
state and microstructure development on the local piezoelectric
properties of KNN sol–gel thin films, in accordance with the
macroscopic measurements.

d. Structural phase transitions and residual strain effect

To characterize the structural phase transitions, the Raman
spectra of KNN films deposited on Pt/Si, Pt/STO and Pt/MgO
substrates were recorded at several fixed temperatures. The
spectra are shown in Fig. 8 for selected temperatures, corres-
ponding to the cubic, tetragonal and orthorhombic crystal-
lographic phases exhibited by KNN on cooling toward RT.
Typical vibrations of KNN phases, similar to those reported
for bulk KNN ceramics,31 were observed. At room temperature,

Fig. 5 Room temperature relative dielectric permittivity (right) and dielectric loss (left) as a function of frequency for KNN films on Pt/Si, Pt/STO and Pt/
MgO substrates. KNN films on Pt/MgO exhibit the lowest dielectric losses with the highest permittivity above 300 Hz.
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KNN has an orthorhombic Amm2 symmetry and theoretical
group analysis indicated that KNN has a total of 12 Raman
active modes (4A1 + 4B1 + 3B2 + A2).22,33–35

Like the potassium niobate and sodium niobate phases, all
the peaks below 200 cm�1 represent translational modes of
Na+/K+ cations and rotations of the NbO6 octahedra. At room
temperature, all KNN films show two strong peaks at
B260 cm�1 and B610 cm�1 and a shoulder at B550 cm�1,
within the presented range. These peaks can be assigned to n5,
n1 and n2 modes, respectively.34 Of these, n1 and n2 are stretch-
ing modes while n5 is a bending one. The n1 vibrational mode

weakens and broadens above the Curie temperature (TC, tem-
perature of transition between tetragonal and cubic phase),
when n2 completely disappears. Raman activity in the cubic
phase is forbidden, yet these features are common to the cubic
phase of ferroelectrics due to local static and/or dynamic
disorder reminiscent of the distortions in ferroelectric
phases,31,36 and the effect of symmetry breaking at the grain
boundaries.31 The orthorhombic to tetragonal phase transition
is identified by the disappearance and frequency shifts of
vibrational modes. The observed changes in the Raman spectra
were found to be universal in the KNN system, including bulk
ceramics.31,33–38

The temperature dependencies of the wavelength of selected
Raman modes are displayed in Fig. 9. At room temperature, six
vibrational modes are present. The three major vibrational
modes, n1 (B615 cm�1), n2 (B555 cm�1) and n5 (B260 cm�1),
are visible for all KNN films. Particularly, n1 (B615 cm�1) and
n5 (B260 cm�1) have a relatively strong intensity and are
detected within the whole measured temperature range. The
transition from cubic to tetragonal phase at TC is marked by
the appearance of new vibrational modes due to symmetry
reduction. The transition from the tetragonal to orthorhombic
phase at TO–T is identified by the appearance of a vibrational
mode close to n5 and frequency shifts in the vibrational modes.
By mapping the appearance of new modes, the TC values were
estimated as 360 1C, 320 1C and 220 1C for KNN films deposited
on Pt/Si, Pt/STO and Pt/MgO, respectively. On the other hand,
TO–T values were estimated to be 220 1C, 200 1C and 120 1C for
KNN films on Pt/Si, Pt/STO and Pt/MgO, respectively, as well.

Discussion

Table 1 summarizes the results of the characterization of
sol–gel derived KNN thin films deposited on Pt/Si, Pt/STO
and Pt/MgO substrates, including the structural, microstruc-
tural and electric performance data obtained in this work.

As can be seen from the X-ray diffraction patterns, the KNN
thin films deposited on different substrates have rather similar
crystal structures but significantly different residual stresses.
In films, residual stresses may arise from phase transitions,
lattice mismatches and thermal expansion misfits between the
film and the substrate.39,40 Due to the polycrystalline nature of
these films and their random crystal structure orientation, the
stress due to phase transitions is not relevant. In addition, as
our films are not epitaxial and are deposited on platinized
substrates, the possibility of residual stresses arising from
lattice mismatch seems not significant as well. Therefore, we
assume that the residual stresses measured in the KNN films
result from differences between the coefficients of thermal
expansion (CTEs) of the materials. The CTE for the substrates
(Si = 2.3 � 10�6 K�1, STO = 10.4 � 10�6 K�1, MgO = 12.8 �
10�6 K�1) and KNN (KNNO = 2.96 � 10�6 K�1, KNNT = 4.35 �
10�6 K�1 and KNNC = 7.72 � 10�6 K�1) films follow the order
Si o KNN o SrTiO3 o MgO (Fig. 10; data from supplier for Si,
STO and MgO substrates; and from reference41 for KNN), which

Fig. 6 Room temperature polarization P (top) and current density J
(bottom) versus electric field E loops for KNN films on Pt/Si, Pt/STO and
Pt/MgO substrates at RT, recorded at 50 Hz. KNN films on Pt/MgO exhibit
the maximum electric polarization while those on Pt/Si exhibit the smallest
polarization.
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should result in tensile stress for KNN films on Si and com-
pressive stresses in KNN films on STO and MgO.

The residual stress due to the misfit of CTE was calculated
theoretically using the following equation:24

sth ¼
ðTann:

RT

EY

1� n � af Tð Þ � asub Tð Þð ÞdT ; (6)

where af(T) and asub(T) are the temperature-dependent CTEs of
the film and corresponding substrate, respectively, from RT
to the annealing temperature. The values of KNN Young’s
modulus EY of 126 GPa and Poisson’s ratio n of 0.3429 were
used to estimate the theoretical thermal stress. The CTE of
KNN41 is higher than that of the Si substrates but smaller than
that of STO and MgO. Therefore, a tensile thermal stress of
368 MPa is expected to occur at RT in KNN films deposited on
Si substrates at 650 1C, while compressive stresses of �569, and
�797 MPa should be induced by STO and MgO substrates,
respectively. By comparing the residual stresses measured by
X-ray diffraction with the theoretical calculations (Fig. 11), it is
clear that the measured residual stresses follow the trend in
thermal stresses and the order of magnitude of the stresses is
close to that of the thermal stresses. Some damping of the
measured stress values compared with the theoretical ones can
be related to the presence of a 150 nm-thick Pt layer that can
relax part of the stress imposed by the differences in CTEs but
not fully mask the influence of the substrate, since the thick-
ness of this layer is negligible when compared with the sub-
strate thickness (B0.5 mm). These results are similar to those
by Tkach et al.,23,27 who reported residual thermal stress for
sol–gel derived KNN films deposited on platinized silicon and

strontium titanate, and crystallized at 750 1C. The residual
thermal stress was calculated, using EY = 104 GPa and n =
0.27,42 to be 252 and �450 MPa, for Pt/Si and Pt/STO, respec-
tively. The values reported in this work are slightly lower than
those reported by Tkach et al., which could be a result of the
lower crystallization temperature of 650 1C used in the present
study. Therefore, we concluded that the residual stresses are
mainly related to the thermal stresses that develop during
cooling from the crystallization temperature to room tempera-
ture, due to differences in CTEs between the KNN thin films
and substrates.

Characteristic Raman spectra of orthorhombic Amm2 sym-
metry were observed at room temperature, which agrees with
the X-ray diffraction analysis on the KNN structure at RT.
By following the structure evolution of KNN films via Raman
spectroscopy, it can be observed that both the transition
between orthorhombic and tetragonal phases and the transi-
tion between tetragonal and cubic phases occur at significantly
different temperatures, TO–T and TC, respectively, with the
lowest for KNN films on Pt/MgO and the highest for KNN films
on Pt/Si. These observations are supported by preliminary
dielectric permittivity and dielectric loss variations with the
temperature of these films (not shown). Not only are the phase
transitions reduced proportionally to the magnitude of residual
stress, but the stability of the tetragonal phase is considerably
reduced (B30%) from 140 1C temperature range for KNN films
on Pt/Si, to 100 1C range for KNN films on Pt/MgO (Fig. 12).
Despite some uncertainty in the definition of the phase transi-
tion temperatures, they do not overlap each other, which means
that the phase transitions shift as a function of the used

Fig. 7 PFM scan images of KNN films on Si, STO and MgO substrates. Tensile residual stress (films on Si) almost completely neglects the out-of-plane
component of the piezoresponse in the thin films of KNN.
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substrate. Due to the polycrystalline nature of these KNN films,
we hypothesize that a shift of the phase transition to lower
temperatures could be related to quasi-hydrostatic residual
stresses, similar to that of bulk polycrystalline KNN ceramics,
where both tensile and compressive stresses result in a
reduction of the transition temperatures.28 Therefore, the
transition temperature would be dependent on the magnitude
of residual stresses, i.e., the residual stress for KNN films on
Pt/MgO is higher than the residual stress of KNN films on
Pt/STO and Pt/Si, which resulted in a lower phase transition
temperature. The residual stress for KNN films on Pt/Si is the
lowest in magnitude and these KNN films present the highest
transition temperatures (Fig. 12). These results point, for the
first time, to the possibility of generating a morphotropic phase
boundary in KNN thin films under compressive residual stress.

Despite all the KNN films were submitted to the same
thermal cycle, a significant difference can be observed in the
final grain size distribution and average grain size values,
particularly between KNN films deposited on Pt/Si (230 �
5 nm) and those deposited on Pt/STO (148 � 4 nm) or
Pt/MgO (149 � 4 nm). Correspondingly, a significant difference
in the microstructure arises between the films on silicon and
on the two oxide substrates (STO and MgO). We hypothesize
that the differences observed in the microstructure could be

Fig. 8 Unpolarized Raman spectra of the orthorhombic, tetragonal, and
cubic crystallographic KNN phases of KNN films on Pt/Si, Pt/STO and
Pt/MgO substrates, with typical vibrations of the KNN phases. Indications
of respective space groups for each temperature were taken from powder
diffraction files (PDF card 00-065-0275, 00-065-0276 and 00-065-0277).

Fig. 9 Temperature dependence of the Raman vibrational modes in KNN
thin films on Pt/Si, Pt/STO and Pt/MgO substrates. Data in the orthorhom-
bic (O), tetragonal (T) and cubic (C) phases are shown in the yellow, green
and blue areas, correspondingly. TC values were estimated as 360 1C,
320 1C and 220 1C for KNN films on Pt/Si, Pt/STO and Pt/MgO, and TO–T

values were estimated to be 220 1C, 200 1C and 120 1C for KNN films on
Pt/Si, Pt/STO and Pt/MgO, respectively.
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related to the about one order of magnitude difference in
thermal conductivity of Si of 130 W (m K)�1 and of STO of
12 W (m K)�1 and MgO of 42 W (m K)�1 [values obtained from
the supplier]. Under a very rapid thermal treatment such as the
RTA used in this work, such differences will play a role in the
film heating process. As the thermal conductivity decreases,
heat dissipation is reduced, leading to higher local tempera-
tures in the films. The higher the temperature in the film, the
more thermal energy available for nucleation, which could later
result in a small average grain size.43 In our case, the lower
thermal conductivity of the STO and MgO substrates might
result in higher temperatures in the KNN films during the
annealing process, which could be related to a higher nuclea-
tion energy resulting in smaller average grain sizes compared
with KNN films prepared on silicon substrates.

The dielectric and ferroelectric response of KNN films can
be influenced by stress, grain size distribution, porosity, impu-
rities, crystallographic texture, and oxygen vacancy concen-
tration, among other factors.24 Besides stress, particle size
distribution and porosity, the other causes contributing to this
variation should be similar in this study since the KNN films
were all processed with exactly the same method. Table 1
highlights that sol–gel derived KNN thin films on Pt/Si have
the largest grain size but are also the most porous, exhibiting
the lowest dielectric permittivity. In contrast, the highest

Table 1 Structural, microstructural, and electrical parameters of sol–gel derived KNN thin films deposited on Pt/Si, Pt/STO and Pt/MgO substrates in this
study

Properties of films on platinized substrates Pt/Si Pt/STO Pt/MgO

Residual stress (MPa) Tensile Compressive Compressive
210 � 28 �411 � 18 �494 � 26

TO–T (1C) 220 200 120
TC (1C) 360 320 220
Vibrational Raman modes (cm�1) [RT] n1 617 611 616

n2 557 556 558
n5 258 260 261

Average grain size (nm) 230 � 5 148 � 4 149 � 4
Thickness (nm) 352 � 11 389 � 2 400 � 5
Relative dielectric permittivity, er [RT, 10 kHz] 141 142 219
Dielectric loss, tan d [RT, 10 kHz] 0.20 0.21 0.08
Coercive field, Ec (kV cm�1) 36 36 50
Remnant polarization, Pr (mC cm�2) 1.78 4.28 4.69
(Local) Piezoelectric coefficient, d33,eff. (pm V�1) 15 120 50

Fig. 10 Coefficients of thermal expansion (CTEs) for the substrates (Si, SrTiO3 and MgO) and KNN phases (orthorhombic, tetragonal, and cubic).
The data were collected from the supplier and from ref. 41.

Fig. 11 Residual stress (red circles) and theoretical stress calculation of
thermal stress (black squares) for KNN films on Pt/Si, Pt/STO and Pt/MgO
substrates. The residual stress follows the trend exhibited by the calculated
thermal stresses.
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dielectric permittivity and the lowest losses observed in this
work seem to be associated with the lowest apparent porosity
observed in KNN films on Pt/MgO. Tkach et al.23 reported
similar values of room temperature relative dielectric permit-
tivity, with values ranging between 75 and 275 for films
deposited on platinized Si and STO substrates. The minimum
dielectric loss was reported to reach 10% in value and its
frequency was substrate-dependent, where for Pt/Si substrates
it occurs in the frequency range of 103 to 104 Hz and for Pt/STO
it occurs at around 105 Hz. The dielectric permittivity values
obtained in our work are quite similar, yet our dielectric losses
seem to present a more stable behaviour.

On the other hand, stress/strain influences the ferroelectric
response. The compressive stress imposed by the Pt/MgO
substrates, developed during the cooling from crystallization
temperature to RT, could direct the favourable Nb5+ ionic

motion from in-plane towards out-of-plane, resulting in an
increase of the polarization measured along this direction. For
KNN films on Pt/STO, the residual stress of �411 � 18 MPa is
smaller than that of �494 � 26 MPa for the films on Pt/MgO
corresponding to a decrease in the polarization. In contrast,
KNN films on Pt/Si present tensile stresses, which might result
in reduced out-of-plane Nb5+ ionic motion in favour of the in-
plane one, explaining the smallest polarization measured
along the out-of-plane direction.

When comparing with previous data on undoped KNN
films reported mainly on Si substrates (Table 2), it is clear
that they range quite widely from a remnant polarization of
2.65 mC cm�2 for sol–gel derived KNN films, crystallized at
750 1C, on Pt/Si23 to that of 22.5 mC cm�2 for rf magnetron
sputtered KNN films on the same substrates.44 Coercive field
varies from 35 kV cm�1 for sol–gel derived KNN films with a
20% initial alkali excess13 to B100 kV cm�145 for pulsed laser
deposited KNN. Moreover, the effective d33 piezoelectric coef-
ficient ranged from 37 pm V�1 for KNN films sputtered on Si
with a Ni electrode46 to 80 pm V�1 for (001)-oriented KNN thin
films grown by pulsed laser deposition on Pt(111)/TiO2/SiO2/Si
substrates with further treatment in O2 plasma and vacuum
annealing.45 In addition, for sol–gel derived Mn-doped KNN
films on Nb:STO substrates with different crystallographic
orientations ((100), (110) and (111)),17 the macroscopic P–E
curves were collected at 100 Hz and a maximum field of
400 kV cm�1 was used for the Mn-KNN films on (100) and
(110) oriented Nb:STO substrates, while 700 kV cm�1 was used
for the Mn-KNN films on the (111)-Nb:STO ones. Remnant
polarizations of 9 mC cm�2, 17.3 mC cm�2 and 8 mC cm�2, and
coercive fields of 115 kV cm�1, 105 kV cm�1 and 75 kV cm�1,
were reported for Mn-KNN films deposited on (100), (110) and
(111) Nb:ST substrates, respectively. Highly oriented sol–gel
derived KNN films on (100)Pt/MgO substrates presented P–E
hysteresis loops measured at 1 kHz, �190 1C, with a maximum
field of 350 kV cm�1, achieving a remnant polarization of
20.5 mC cm�2 and coercive field of 45 kV cm�1.47 The Pr values
of our KNN sol–gel derived thin films are within the values
descibed in the literature, despite the wide range of condi-
tions, as shown in Table 2.

Fig. 12 Schematic representation of the evolution of the phase transitions
in KNN films deposited on Pt/Si, Pt/STO and Pt/MgO, with highlighted
temperature ranges of tetragonal phase stability. KNN thin films on MgO
present the lowest temperature range for tetragonal phase.

Table 2 Reported values of room temperature remnant polarization, Pr, and coercive field, Ec, for the KNN films

KNN sol–gel films on: Freq. [Hz] Max. applied field [kV cm�1] Pr [mC cm�2] Ec [kV cm�1] d33 [pm V�1] Ref.

Pt/STO 50 75 4.56 B40 — 23
Pt/TiO2/SiO2/Si 50 75 2.65 B40 — 23
Pt/TiO2/SiO2/Si — 500 22.5 90 45 44
Pt/Ti/SiO2/Si — 400 B3 B50 74 48
Pt/Ti/SiO2/Si — 600 16.4 42 61 49
Pt(111)/TiO2/SiO2/Si 1000 500 12.6 B100 58 45
Pt/TiOx/SiO2/Si 1000 500 7 70 46 50
Pt(111)/Ti/SiO2/Si(100) 130 200 10 35 40 13
Pt(111)/Ti/SiO2/Si 100–2000 100 2.5 B60 80 51
Ni/Ti/SiO2/Si 20 000 100 12 35 37 46
LaNiO3/Si — 200 12 48 58 52
Pt/Si 50 60 1.78 36 15 This work
Pt/STO 50 60 4.28 36 120 This work
Pt/MgO 50 100 4.69 50 50 This work
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Conclusions

Polycrystalline KNN thin films were synthesised, using a sol–gel
method, and spin-coated on Pt/Si, Pt/STO and Pt/MgO sub-
strates under the same processing conditions. Regardless of the
several layers that compose the substrates, it was found that
the main substrate material (i.e., Si, STO and MgO) controls the
thermal stress effect on the KNN films. According to XRD data,
KNN films on Pt/Si present tensile residual stresses while KNN
films on Pt/STO and Pt/MgO exhibit compressive stresses. The
biaxial nature of the compressive stresses induced by Pt/MgO
results in enhanced out-of-plane remnant polarization. Addi-
tionally, the low porosity of these films has a positive impact on
the relatively high dielectric permittivity and low dielectric
losses. The differences in the microstructure of the films
deposited on different substrates were attributed to variations
in the thermal conductivities of the substrates. The residual
stresses markedly change the phase transition temperatures.
TC values of 360 1C, 320 1C and 220 1C, as well as TO–T values of
220 1C, 200 1C and 120 1C, were determined using in-situ
Raman spectroscopy of the KNN films deposited on Pt/Si,
Pt/STO and Pt/MgO, respectively. Not only are the phase transi-
tions reduced as a function of the magnitude of residual
stresses, but also the stability of the tetragonal phase is
reduced. These results suggest, for the first time, the possibility
of generating the morphotropic phase boundary in KNN thin
films under compressive residual stress.

In conclusion, we have reported a systematic study on how
mechanical stress impacts the dielectric, polar and structural
properties of KNN polycrystalline thin films at the nano-, micro-,
and macroscale levels. These observations provide insight into
a previously unknown aspect of the manner by which distor-
tions may tune electrical performance of KNN polycrystalline
films. Now we understand and have shown how the ferro-
electric/piezoelectric performance can be enhanced by stress/
strain level control in KNN thin films, via the proper choice of
substrates. The combination of a low-cost process, i.e. the sol–
gel methodology, and commercially available substrates sug-
gests KNN thin film applications as sensors or piezoelectric
harvesters.
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