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Microplastics present a serious and worsening environmental threat to marine and aquatic ecosystems.

Continued monitoring is crucial in assessing the hazards and provenance of plastics. Unfortunately,

analytical methods that are currently available suffer limitations that prevent widespread uptake of

microplastic monitoring across the environmental sector. Reflectance-FTIR spectroscopy may present

an alternative to current microplastic analytical methods, as it provides spatially resolved chemical

specificity (allowing determination of particle size, abundance and polymer identity); is a non-contact

method (allowing high throughput of samples); eliminates the problems of complete infrared absorption

by larger particles; and does not require expensive infrared-transparent substrates. This study has used

reflectance-FTIR spectroscopic imaging to build a spectral library, which was then coupled with

multivariate statistics (chemometrics) to develop a protocol for microplastic detection and a semi-

automated data processing pipeline. The workflow was used to detect microplastics from marine salt

samples that were concentrated via filtration onto cost-effective and routinely available Whatman

cellulose filter papers. Specifically, polyethylene (PE) and polypropylene (PP) microplastics from marine

salt samples could be identified with 100% specificity (PE and PP) and sensitivities of 78% (PE) and 82%

(PP), highlighting the immense potential for future use of this method as a cost-effective option for

high-throughput and semi-automatable microplastic analyses.
Introduction

Microplastics, dened as synthetic organic polymers less than
5 mm in size,1 have emerged as an environmental pollutant of
concern, particularly in aquatic ecosystems. Microplastics can
block the gastrointestinal tract of smaller marine organisms,
oen resulting in starvation.2 In addition to the direct adverse
health effects associated with ingestion, microplastics can have
secondary detrimental effects that result from pollutants
adsorbed to the plastic surface. Marine microplastics contain
various adsorbed or added organic contaminants such as pol-
ychlorinated biphenyls (PCBs), polycyclic aromatic hydrocar-
bons, organochlorine pesticides and petroleum
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hydrocarbons.3,4 The ingestion of microplastics by aquatic
organisms can provide a direct route of exposure to toxic
substances, disrupting the endocrine system and harming the
organism.4,5 Despite knowledge of multiple pathways through
which microplastics may be harmful, the extent to which
microplastic contamination has, or is currently impacting
ecosystems is not well understood.2,6 In part, this uncertainty
derives from the difficulty in quantifying and characterising
microplastics in environmental samples in a robust, rapid, and
cost-effective manner. High volume and routine methods to
assess microplastic abundance in environmental samples are
needed to monitor the impact of this high prole and topical
pollutant and inform environmental management.6

Numerous methods have been used to identify microplastics
to date. Optical microscopy has been used extensively to assess
microplastic abundance, and it is a relatively cost-effective and
high throughput method.6,7 However, optical microscopy
cannot conrm the chemical composition of identied parti-
cles, with plastic classication based on examination of colour
and morphology alone reported to have error rates as high as
70%.7 Analytical methods that are capable of conrming both
microplastic abundance and chemical composition include
vibrational spectroscopic methods such as transmission- or
Environ. Sci.: Adv., 2023, 2, 663–674 | 663
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attenuated total reectance- (ATR) Fourier transform infrared
(FTIR) spectroscopy, and Raman spectroscopy.6–13 When used in
amicroscopy or imaging conguration, both are very well suited
to determine plastic identity, in addition to the relative abun-
dance and size of particles. Unfortunately, to-date, widespread
use of Raman microscopy has been limited by long data
collection times and sample autouorescence.12,14 Similarly,
ATR-FTIR measurements require contact between the ATR
crystal and the individual plastic particle resulting in long data
collection times; and transmission-FTIR requires the use of
relatively costly infrared-transparent substrates. Further,
collection of FTIR spectra in transmission mode limits analysis
to particles small enough to transmit infrared light, or requires
time consuming manual pressing of particles (e.g., with a dia-
mond anvil) to produce a lm that is sufficiently thin to trans-
mit infrared light (typically <50 mm).8,12,15

Reectance-FTIR spectroscopy is a promising analytical
technique to detect microplastics and has numerous advan-
tages over more costly transmission-FTIR or labour intensive
ATR-FTIR.16,17 Reectance-FTIR is a non-contact technique,
making it non-destructive, automatable and time efficient.
Unlike transmission-FTIR, reectance-FTIR does not require
infrared-transparent substrates and allows the analysis of
thicker or more opaque samples which would otherwise
completely absorb incident infrared radiation. Thus, when used
in an imaging conguration (e.g. multi-pixel array detector)
reectance-FTIR spectroscopic imaging can screen micro-
plastics across a large area of lter paper, eliminating the
requirement for preliminary visual examination of particles. To
date, however, there has not been a high uptake of reectance-
FTIR spectroscopy for microplastic analyses, most likely
because it is more impacted by spectral distortion resulting
from irregularly shaped particles and non-uniform refractive
indices in heterogenous samples.8,12,18–20 The difficulty in inter-
preting reectance spectra is further compounded by a lack of
extensive spectral libraries for polymers collected in reectance
modes.21

Despite this, a proof-of-concept for the applicability of
reectance-FTIR spectroscopic imaging for microplastic detec-
tion has been demonstrated,17 which highlighted capability to
identify polyethylene (PE) microplastics spiked in marine sedi-
ments. An additional study compared transmission vs. reec-
tance FTIR imaging with a focal plane array (FPA) detector.8

These methods, however, were focused on screening for
a limited number of plastic types, as identication was based on
a limited number of absorption bands. Conrmation of identity
still required manual examination of spectra. Lastly, a method
was developed using FPA-based reectance-FTIR spectroscopic
imaging for microplastic analysis in organic matter-rich
samples from a wastewater treatment plant, which was subse-
quently validated for multiple polymers using spiked samples.16

The method was successfully applied to “real” (i.e., not spiked)
wastewater samples in a subsequent study,22 though identi-
cation was still manual, and based on the presence of selected
absorbance bands. While these studies suggest that reectance-
FTIR spectroscopic imaging has promise for analysis of micro-
plastics concentrated on lter papers, it requires further
664 | Environ. Sci.: Adv., 2023, 2, 663–674
validation and development of an automated data processing
pipeline. It is well established that multivariate statistics allows
for objective evaluation and classication of chemical data for
a range of applications,23,24 including application to micro-
plastic libraries.6,9,25 To drastically reduce the analysis time
requirements associated with identication of plastic type,
analysis of reectance-FTIR spectra needs to shi away from
manual univariate classication and instead incorporate
multivariate classication, as has been achieved with trans-
mission-FTIR.15,26

In this study, reectance-FTIR spectroscopic imaging was
used to build a spectral library of common plastic polymers,
which was then combined in an analytical workow with partial
least squares-discriminant analysis (PLS-DA) for the semi-
automated detection and polymer classication of micro-
plastics. The workow was used to detect microplastics from
marine salt samples that were concentrated via ltration onto
cost-effective and routinely available Whatman cellulose lter
papers. The results highlight immense potential of micro-
reectance-FTIR imaging for further development as a high
throughput and cost-effective method of microplastic identi-
cation in environmental samples.
Experimental methods

A ow diagram of the analytical protocol developed is shown in
Fig. 1, with the specic methods of each step in the protocol
described in detail below.
Development of plastic reference library

A library of reference plastic particles were sourced from
commercial suppliers and from marine salt samples (provided
by the analytical industry, Intertek). Commercially sourced
reference plastics are listed in Table 1 and included poly-
ethylene (PE), polypropylene (PP), polystyrene (PS), polyethylene
terephthalate (PET), polyamide (PA), and poly(methyl methac-
rylate) (PMMA). Most were supplied as powders or microspheres
and used as supplied, except for PP for which particles were self-
generated via abrasion using a metal le. Stock aqueous
suspensions of microplastic particles were generated from the
addition of 1–5 mg of plastic to a water/ethanol mixture. The
exact mass of plastic added was inuenced by electrostatic
forces between particles and spatula. To prepare the water/
ethanol mixture, particles were rst transferred to water, and
then ethanol subsequently added to lower solution density until
particles became suspended (the approximate water/ethanol
ratio was 5 : 3 parts). For subsequent analysis, 2 mL aliquots of
the stock solution were dispensed onto lter paper (Whatman,
Grade 1) at known locations (i.e., the lter paper was divided
into six sections, marked with graphite pencil, with one plastic
type deposited into each section). To prepare samples con-
taining a heterogenous mixture of different particle types,
aliquots from each suspension were deposited onto the same
location on the lter paper. Filter papers were adhered to glass
slides with double-sided tape to maintain a at surface for FTIR
imaging.
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Flow diagram of the protocol for reflectance-FTIR detection of microplastics in environmental samples.
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Analysis of microplastics in environmental samples (marine
salt)

Marine salt samples were sourced from industry (Intertek),
from a previous commercial consultancy project in which 3
commercial salt samples were analysed. For each salt sample,
180 g of sample was added to 500 mL deionized water to make
a saturated brine solution with a target density of 1.2 g cm−3

(ZnCl2 was added to brine solutions if density adjustment was
required). The brine was heated and sonicated for 15 min until
all salt crystals were fully dissolved. The brine was then trans-
ferred to separation funnel and le overnight. The upper layer
of the brine containing less dense material (e.g., plastics) was
decanted and ltered through a 0.45 mm pore size, 44 mm
diameter mixed cellulose ester (MCE) lter paper. Filter papers
were then adhered to glass slides with double-sided tape to
maintain a at surface for FTIR imaging.
Analysis of particle size distribution with optical microscopy

The particles on the MCE lter paper were initially assessed
using optical microscopy (Nikon Inverted Eclipse Ti2-U micro-
scope, with NiS Elements soware). Optical microscopy was
used to assess the size distribution of particles on the lter,
which revealed most particles were ∼25–75 mm in size, with an
average particle size and standard deviation of 82 ± 135 mm,
Table 1 Characteristics and sources of polymer particle standards

Polymer Particle type

PE (ultra-high molecular weight) Powder
PE (ultra-high molecular weight) Powder
PE (red) Microspheres
PE (red) Microspheres
PS Microspheres
PS Microspheres
PMMA Microspheres
PET (semi-crystalline) Powder
PA (nylon 6) Powder
PP (black) Abrasion

© 2023 The Author(s). Published by the Royal Society of Chemistry
and median particle size of 44 mm (ESI Fig. S1†). Evidence of
smaller particles (<10 mm) was observed with subsequent
synchrotron radiation ATR-FTIR mapping (ESI Fig. S2†).
Fourier transform infrared spectroscopic data collection

All FTIR spectroscopic data collection was performed using
a Nicolet iN10 MX Infrared Imaging Microscope (Thermo
Scientic Inc. USA) with a liquid nitrogen-cooled single point
detector or a liquid nitrogen-cooled linear array mercury
cadmium telluride (MCT) detector. The pixel size on the array
detector was 25 mm. FTIR analysis was undertaken in several
modes: single point micro-ATR-FTIR with a MCT detector for
conrmation of polymer identity; or micro-reectance-FTIR
imaging using a 8 × 2 pixel linear array detector, for develop-
ment of the spectral library and analysis of unknowns. For all
single point micro-ATR-FTIR the infrared beam aperture was
adjusted from 10–150 mm2 as necessary to minimise interfer-
ence from the surrounding lter paper. A background was
collected every 300 minutes using the same parameters.
Instrumental parameters used for each mode are summarised
in Table 2. For the marine salt samples, a total of 65 particles
were analysed (20 particles for calibration library, and 45 for
testing/validation).
Particle size Origin

40–48 mm Sigma Aldrich
125 mm (average) Sigma Aldrich
10–27 mm Cospheric
53–63 mm Cospheric
14–20 mm Cospheric
85–105 mm Cospheric
1–75 mm Cospheric
300 mm (maximum) Goodfellow
5–50 mm Goodfellow
Unknown, not characterised Bunnings, retailer

Environ. Sci.: Adv., 2023, 2, 663–674 | 665
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Table 2 Instrumental parameters used for FTIR spectroscopy in different modes

Micro-ATR-FTIR
Micro-reectance
FTIR imaging

Detector Single point, MCT Linear array
Pixel size (mm) Variable aperture 25
ATR crystal Germanium, single bounce —
Spectral resolution (cm−1) 4 4, 8 or 16
Number of co-added scans 128 2, 16 or 128
Beam aperture (mm2) 10–150 —
Background location Clean ATR crystal Aluminium
Mode Absorbance Absorbance
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FTIR spectroscopic data analysis

Reectance-FTIR images were viewed in CytoSpec 2.00.03,
where univariate imaging was performed and individual spectra
were exported. Opus 8.0 (Bruker) was used to view and manip-
ulate spectra. Data analysis was performed using RStudio
Version 1.4.1106. For multivariate data analysis, raw spectra
exported from CytoSpec were imported into RStudio using the
package ‘readJDX’ and pre-processed (vector normalisation and
Savitzky–Golay second derivative, as required) using a combi-
nation of custom scripts and the package ‘prospectr’. The
package ‘mdatools’ was used for all multivariate data analysis.
Other packages used include ‘dplyr’, ‘tidyr’, and ‘readxl’. False
colour maps were constructed in ImageJ 1.53e.

Spectra were pre-processed using vector normalisation over
the whole spectral range, followed by derivation (Savitzky–Golay
21 smoothing point 2nd derivative function). PLS-DA models
were initially generated for discrimination of the six reference
polymer types using PLS-2 using the SIMPLS algorithm. All PLS-
DA models built from commercially sourced plastics used eight
replicate reectance-FTIR spectra (n = 8 per polymer). The ideal
number of components to use for prediction was determined
using the correct classication rate of leave-one-out cross-
validation. To determine predictions of polymer type, each
spectrum in a micro-reectance-FTIR image was classied by
the PLS-DA model, and the classications reconstructed into
a false colour image. To evaluate the model, particle identity
was conrmed by using single-point ATR-FTIR spectroscopy
and then compared with the predicted classication for 96
particles (n = 16 per polymer) for a sample prepared on a lter
on which individual microplastic types had been deposited at
unknown locations.

A second PLS-DA model was constructed from representative
examples of plastics within the marine salt samples (e.g.,
“matrix matched”), using replicate reectance-FTIR spectra (n=
4) from 10 particles per group (PE, PP, lter paper). The identity
of each reectance spectrum (PE, PP, lter paper) was
conrmed with ATR-FTIR. The validation library for the marine
salt samples consisted of micro-reectance-FTIR spectra from n
= 45 microplastic particles (n = 23 PE particles, n = 22 PP
particles). The model was evaluated using the sensitivity (true
positive rate) and specicity (true negative rate) of the model in
classifying the validation subset, and by conrming the
666 | Environ. Sci.: Adv., 2023, 2, 663–674
predicted classication of 45 particles (n = 23 PE particles, n =

22 PP particles) in the marine salt sample using micro-ATR-
FTIR.

Scanning electron microscopy (SEM) analysis of particle
morphology

To aid interpretation of the impact of particle morphology on
distortion in reectance-FTIR spectra, four PE particles [53–63
mm microsphere, 40–48 mm granule, supermarket freezer bag
(Coles, Perth, Australia), weathered particle from the marine
salt sample] were imaged using a benchtop SEM (Joel JCM-6000
plus) following gold-coating. The samples were xed onto a SEM
stub using carbon tape. The stub was coated with gold for 2 min
using smart coater (DII-29030SCTR) prior to SEM imaging.

Results and discussion
Optical microscopy characterisation of particles from marine
salt samples

Optical microscopy was used to assess the visual appearance
and size of particles from marine salt that were deposited onto
the lter paper. In general, particles were observed to be
approximately 25–75 mm in diameter, although occasional
smaller particles (5–10 mm) were also observed (ESI Fig. S1†). An
important consideration when developing FTIR spectroscopic
imaging methods is the difference in diffraction limit (and
therefore spatial resolution) between optical microscopy utilis-
ing light in the visible wavelength range (400–700 nm) and
infrared microscopy (2–10 mm wavelength range). The diffrac-
tion limit on the infrared microscope utilised for this study was
determined to be 3 mm (at best), using eqn (1).27,28

Diffraction limited resolution = 0.61 × l/N.A. (1)

[l = 3.5 mm (2852 cm−1, nsCH2), numerical aperture (N.A.) =
0.7].

However, as the FTIR imaging was undertaken with an array
detector with pixel size of 25 mm, the FTIR imaging spatial
resolution was limited to 25 mm. Therefore, the methods pre-
sented herein can be viewed has having a minimum particle
size detection limit of 25 mm. FTIR microscopy can detect
particles smaller than thus, by using smaller aperture sizes in
combination with smaller pixel sizes (and with a brighter light
source, such as a synchrotron source, to maintain adequate S/
© 2023 The Author(s). Published by the Royal Society of Chemistry
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N), as presented in ESI Fig. S1.† However, there is a substantial
time requirement to collect diffraction-limited FTIR data (e.g. >2
hours was required to image the particles in ESI Fig. S1†). In
practice therefore, high throughput plastic analysis is likely to
be limited to the pixel size of available array detectors (e.g. 25
mm).
Development of a reectance-FTIR spectral library (with
plastic identity validated using ATR-FTIR)

The ATR-FTIR and reectance-FTIR spectra of the six reference
virgin plastic polymers (PE, PMMA, PP, PA, PS and PET), plus
Fig. 2 Comparison of single point micro-ATR-FTIR (bottom trace, black
cellulose filter paper (FP), (B) mixed cellulose ester FP, (C) PE, (D) PMMA,
Single point micro-ATR-FTIR spectra were collected at 4 cm−1 spectra
imaging spectra were collected at 8 cm−1 spectral resolution and 2 co-a
highlight the ease at which some microplastics can be visualised with op
difficulty associated with visualization other types of plastic particles wit

© 2023 The Author(s). Published by the Royal Society of Chemistry
lters (Whatman Grade 1) are shown in Fig. 2. As expected, the
ATR-FTIR spectra display a relatively “simple” spectral prole of
characteristic absorbance bands, on a uniform baseline. The
ATR-FTIR spectra presented in Fig. 2 show excellent agreement
with those already presented in the literature.10 In contrast, the
corresponding reectance spectra display a highly varied base-
line attributed to light scattering, and distorted band shapes
(associated with Christensen effects). It is clear from the spectra
in Fig. 2 that based purely on spectral quality, ATR-FTIR spectra
are superior to reectance-FTIR spectra for polymer
) and micro-reflectance-FTIR imaging spectra (top trace, orange) of (A)
(E) PP, (F) PA, (G) PS, and (H) PET. Spectra have been offset for clarity.
l resolution with co-added 128 scans, while micro-reflectance-FTIR
dded scans. The optical images of each particle are shown in the inset,
tical microscopy (e.g., panel (D), (E), (G), (H)), while also highlighting the
h optical microscopy (e.g., panel (C), (F)).

Environ. Sci.: Adv., 2023, 2, 663–674 | 667
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identication, owing to the numerous spectral distortions
present in reectance-FTIR spectra.

Due to the spectral distortions in reectance-FTIR spectra,
the resulting reectance spectrum is a product of both chemical
and physical properties of the sample. Distortions in reectance
spectra may present as shied absorbance bands, derivative-
like line shapes, altered relative intensities of absorbance
bands, additional features, split absorbance bands, and uneven
or undulating baselines,29–31 and occur as a result of inhomo-
geneous refractive indices and irregular particle morphol-
ogies.8,12,18,19,29,31 Despite these limitations of reectance-FTIR
spectra, the data collection time of reectance-FTIR spectros-
copy is substantially reduced compared to ATR-FTIR spectros-
copy, as physical contact between the ATR crystal and sample
does not need to be made and optimised (as is required for ATR-
FTIR spectroscopy). Therefore, although reectance-FTIR
spectra contain numerous distortions, as long as sufficient
chemical information is retained to enable polymer identica-
tion, reectance-FTIR offers opportunities for substantially
reduced data collection time (and therefore higher throughput
in environmental testing).

While the reectance-FTIR spectra presented in Fig. 2 are
more difficult to interpret than the corresponding ATR-FTIR
spectra, the relevant chemical information for polymer identi-
cation is still present. Indeed, based on comparison of the
reectance-FTIR and ATR-FTIR spectra one can still identify
general regions of interest for polymer absorption bands
including the CH stretching (3000–2800 cm−1) and bending
regions (1470–1365 cm−1), the carbonyl stretching region
(1820–1680 cm−1) for polymers such as PET and PMMA, and the
NH stretching region (3500–3300 cm−1) for PA.10 These results
highlight that while visual interpretation and/or univariate
analysis of reectance-FTIR spectra is complicated by the
presence of dispersion artefacts, sufficient chemical informa-
tion can likely be extracted using multivariate statistics, to
enable classication and polymer identication. In addition,
reectance-FTIR spectra are less prone (relative to transmission
spectra) to total absorption of infrared light, which causes the
appearance of “at-topped” peaks (ESI Fig. S3†).
Optimisation of spectral collection parameters for
microplastic analysis

A major limitation of current spectroscopic imaging techniques
for microplastic analyses is the length of time required to obtain
a spectral map (or image) of the whole area of a lter paper,
which can be many hours for a single lter paper. The time
required will ultimately depend on the analytical technique,
instrumental parameters, detector type, and total lter paper
area. While particle counts are sometimes extrapolated from
a subsampled area of lter paper, this is problematic due to the
heterogeneous distribution of particles across the lter
paper.8,12 The large quantity of data produced in spectroscopic
imaging can also be challenging to process and store. There-
fore, we investigated whether the spectral resolution and the
number of co-added scans could be optimised to minimise data
668 | Environ. Sci.: Adv., 2023, 2, 663–674
collection time and le storage space without compromising
the discrimination ability of a chemometric model.

A dataset of reectance-FTIR imaging spectra was collected
from 33 PE and 32 PP particles separated from the marine salt
using varying spectral resolution (4, 8 and 16 cm−1) and number
of co-added scans (2, 16 and 128), for a total of nine different
combinations. Representative spectra for each combination of
parameters are shown in ESI Fig. S4 (PE) and S5 (PP).† The
polymer identity of each tested particle was also conrmed with
ATR-FTIR analysis.

The dataset was split into subsets to calibrate (n = 20) and
validate (n= 45) a PLS-DA model for polymer prediction (Fig. 3).
A separate PLS-DA model was generated for each set of experi-
mental parameters. The optimal parameters were chosen based
on the sensitivity of the classication model at each combina-
tion of parameters. An 8 cm−1 spectral resolution and two co-
added scans were found to be sufficient for polymer discrimi-
nation for both PE and PP, while also reducing data collection
time and minimising le sizes for data storage.
Use of multivariate analysis to enable semi-automated data
processing for microplastic identication

Previous investigations of reectance-FTIR microscopy for
microplastic analysis have used univariate imaging methods for
particle detection.8,17,18,32 Since many polymers have absorbance
bands in similar regions, it is difficult or sometimes impossible
to select a region that differentiates a single polymer type from
a diverse set of polymers. This is particularly true of reectance-
FTIR spectra, where refractive index and particle morphology
can change the position, shape or intensity of key absorbance
bands.29–31

Herein, we report the capability of multivariate statistics to
enable semi-automated data processing, and more rapid and
objective identication of microplastics from reectance-FTIR.
Initially, our model was calibrated with commercially sourced
microplastics, before being validated on both a different set of
commercial microplastics, and a “real-world” industry sourced
marine salt sample. The PLS-DA model was calibrated with
reectance-FTIR spectra (n = 8 spectra for each polymer)
recorded from a lter paper spiked with polymers in known
locations (Fig. 4A–D). Principle components 1 and 3 provided
the best visual discrimination between polymer types in the
calibration model (Fig. 4A and B, loadings shown in Fig. 4C). To
determine predictions of polymer type, each spectrum in
a reectance-FTIR image was classied by the PLS-DA model,
and the classications reconstructed into a false colour image
(Fig. 4D and E). Although the best visual separation between
polymer types in a 2D PCA scatter plot was observed between
component 1 and 3, the PLS-DA model was built from the rst
10 principal components (PCs). Overall, the false colour image
(Fig. 4E) indicates that the PLS-DA combined with reectance-
FTIR imaging results in excellent identication of particle
abundance, distribution and polymer classication. The model
was evaluated by conrming the predicted classication of 96
particles (n = 16 per polymer) on a lter on which reference
polymers were at unknown locations (Fig. 4F and G). Correct
© 2023 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Change in (a) sensitivity* and (b) specificity** of PLS-DA polymer prediction with decreasing spectral resolution at 2 co-added scans.
Change in (c) sensitivity and (d) specificity with increasing number of co-added scans at an 8 cm−1 spectral resolution. Data points overlap in
(b) and (d). The data collection time for a spectrum collected with 2 co-added scans at 4, 8, and 16 cm−1 is 1.8, 1.4, 0.7 seconds, respectively.
The data collection time for spectra collected at 8 cm−1 spectral resolution with 2, 16, and 128 co-added scans is 1.4, 7.5, 56.4 seconds,

respectively. *Sensitivity defined as the true positive rate (TP = true positive, FN = false negative):
TP

TP þ FN
: **Specificity defined as the true

negative rate (TN = true negative, FP = false positive):
TN

TNþ FP
:
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classication rates were 100% for PE, PP, PS, and PMMA, 94%
for PET, and 88% for PA (Fig. 4H).

To investigate the applicability of the PLS-DA model to real
environmental samples, the method was then applied to
reectance FTIR images of a lter containing microplastics
separated frommarine salt (Fig. 4I and J). ATR-FTIR was used to
identify whether the lter paper contained PE and PP micro-
plastics. Unfortunately, the PLS-DA model was largely unable to
accurately identify PP and PE particles, with correct classica-
tion rates of 0% for PE (33 particles) and 3.6% for PP (32
particles), reected in the poor detection rates in the false
colour image (Fig. 4F). A likely cause for the poor performance
of the model is spectral variation from factors other than the
chemical composition of the sample. These factors include
particle morphology and the degree of weathering which may
introducing spectral distortions due to differences in scattering
artefacts.
Effect of morphology and plastic weathering on micro-
reectance-FTIR spectra and subsequent multivariate analysis

Following the poor performance of the PLS-DA model, built
from reectance-FTIR spectra acquired from commercially
sourced microplastics, the effect of sample shape and
morphology on reectance-FTIR spectra was investigated. It is
© 2023 The Author(s). Published by the Royal Society of Chemistry
well-known that the irregular particle morphology can lead to
the introduction of refractive errors in reectance-FTIR
spectra.8,12,18,19,29,31

The reectance-FTIR spectra and SEM images of four PE
particles with different morphologies were obtained;
a commercially sourced sphere (Fig. 5A), a commercially
sourced granule (Fig. 5B), a commercially sourced lm (Fig. 5C),
and a weathered particle obtained from the marine salt samples
(Fig. 5D). All had visually discernible variations in their micro-
reectance-FTIR spectra. The sphere exhibited a distinct
derivative-like line shape of the symmetric and asymmetric CH
stretch absorbance bands, with peak maxima shied from their
normal occurrences at 2915 cm−1 and 2849 cm−1 to 2933 cm−1

and 2860 cm−1, respectively. The granule exhibited a distorted
CH stretching region. The lm and the weathered particle both
showed an additional feature between the two expected CH
stretching bands. These are best described as dispersion arte-
facts, similar to those observed by Bassan, Byrne.29 The lm also
showed a thin-lm interference effect in the undulating base-
line, documented as the result of internal reection of the
infrared beam.33,34 Based on these results a PLS-DA model was
developed using a sub-set of particles from the marine salt
library, which had their identity conrmed as either PE or PP by
using micro-ATR-FTIR.
Environ. Sci.: Adv., 2023, 2, 663–674 | 669
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Fig. 4 (A) PLS-DA x-scores plot for the standard polymer particle calibration dataset. Separated clusters have been circled. (B) Enlarged view of
tightly grouped clusters in (A) shows all polymers could be separated using only components 1 and 3. (C) PLS-DA x-loadings for components 1
and 3. (D) Optical image and (E) false colour map showing PLS-DA polymer classifications for standard polymer particles spiked in known
locations on cellulose filter paper. (F) Optical image and (G) false colourmap showing PLS-DA polymer classifications formixed standard polymer
particles spiked on cellulose filter paper. (H) Table showing correct classification rates for themixed standard sample determined viamicro-ATR-
FTIR. (I) Optical image and (J) false colour map showing PLS-DA polymer classifications for a marine salt sample known to contain PE and PP on
mixed cellulose ester filter paper. Many FTIR spectra in (J) classify as PP even though there was no particle visibly located there, with the mis-
classification subsequently confirmed with ATR-FTIR. (K) Table showing correct classification rates for PE and PP in the marine salt sample
determined via micro-ATR-FTIR.
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Fig. 5 (i) Micro-reflectance-FTIR spectra and (ii) SEM images of PE particles with different morphologies: (A) sphere, (B) granule, (C) film, and (D)
weathered particle (from environmental marine salt sample). Please note, the ATR-FTIR spectrum of virgin PEmicroplastic is presented in Fig. 2C.
Also note that the spectra in panels (A)–(D) are the average of 4 individual spectra (pixels) from each particle, and have beenmin–max normalised
to a range of 0–2, to simplify visual comparison. The raw unprocessed spectra are shown in ESI Fig. S6.†
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Improved detection of microplastics in environmental marine
salt samples

To improve the accuracy of predicting the polymer identity of
microplastic particles, we developed a PLS-DA model derived
from a subset of plastic particles found in marine salt that have
similar morphology and weathering proles. The feasibility of
this approach was tested on PP and PE particles in the marine
salt sample. Fig. 6 shows representative examples of the optical
images and ATR-FTIR and reectance-FTIR imaging spectra of
a PE (Fig. 6A) and PP (Fig. 6B) particle. Not unexpectedly, the
reectance-FTIR display spectral interference and relatively low
S/N (when compared to ATR-FTIR) which prohibits univariate
analysis or straight forward visual inspection of the reectance-
FTIR spectra to conrm polymer identity. However, sufficient
© 2023 The Author(s). Published by the Royal Society of Chemistry
chemical information is contained within the reectance-FTIR
spectra to enable identication of polymer type through
multivariate analysis. Visual discrimination between spectra of
the PE and PP particles, in addition to lter paper was evident in
a 2D scatter plot of PC1 and PC2 (Fig. 6C), with the corre-
sponding loadings shown in Fig. 6D. On a per-spectrum basis
(with n = 4 spectra per particle), this method achieved speci-
cities of 100% for both PE and PP, with a sensitivity of 78% for
PE, and 82% for PP, which equates to prediction accuracies of
85% (PE) and 95% (PP) on a per-particle basis (conrmed by
ATR-FTIR), as shown in Fig. 6E–G. A representative example of
the new PLS-DAmodel to imagemicroplastics in the marine salt
sample is shown in Fig. 6F, which shows the improvement in
classication relative to the previous model (Fig. 4J).
Environ. Sci.: Adv., 2023, 2, 663–674 | 671
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Fig. 6 (i) Comparison of micro-ATR-FTIR (lower) andmicro-reflectance-FTIR (upper) spectra and (ii) optical images for representative (A) PE and
(B) PP particles in a marine salt sample. (C) x-Scores plot and (D) x-loadings plot for a PLS-DA model calibrated with spectra from PE and PP
particles in a marine salt sample. (E) Optical image and (F) false colour map showing PLS-DA polymer classifications for an area of the marine salt
sample filter paper. (G) Table showing correct classification rates for the marine salt sample determined via micro-ATR-FTIR.
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The benet of our reectance-FTIR imaging approach is the
identication of a larger number of unknown particles while
undertaking a relatively limited number of time-consuming
ATR-FTIR spectroscopic conrmations. For example, the cali-
bration dataset contained reectance-FTIR spectra from 10 PE
and 10 PP particles, where ATR-FTIR has previously been used
to determine the particle polymer. This calibration data was
then used to predict the identity of 45 “unknown” particles,
672 | Environ. Sci.: Adv., 2023, 2, 663–674
which represents a substantial time saving. The average time to
collect a single ATR-FTIR spectrum was ∼3 minutes of data
collection (single channel background and sample collection),
and with an additional 3 minutes per particle to align the micro-
ATR crystal and optimise the pressure between the crystal and
particle. Therefore, to determine the identity of only one
“unknown” particle requires a minimum of 6 minutes of work
from the instrument operator. In this the determination of 45
© 2023 The Author(s). Published by the Royal Society of Chemistry
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unknown particles equates to 270minutes of data collection, for
which the instrument operator is required to be present. With
the use of reectance-FTIR imaging, a 2.5 × 2.5 mm area of the
lter paper can be imaged in 12 minutes and the instrument
operator is not required to be present once data collection has
begun. The total reectance-FTIR data collection time for the 45
“unknown” particles in our study was 36 minutes, which is an
improvement by a factor of 7.5 with the added advantage of the
instrument operator not required to be physically present at the
instrument during data collection.

It should be noted that the exact time advantage offered by
reectance-FTIR imaging relative to ATR-FTIR will vary between
different sample types. The greatest time advantage of
reectance-FTIR will occur when collecting data from samples
containing a large number of particles, such that each indi-
vidual lter paper contains many closely spaced particles.
Under these conditions, studies aiming to analyse hundreds or
thousands of particles are likely to receive a time advantage of
one or two orders of magnitude by using reectance-FTIR
relative to ATR-FTIR. In contrast, for studies of samples that
are relatively particle free, containing several particles per lter
paper, the time advantage of reectance-FTIR is lost, as most of
the time is spent collecting data from the lter paper and not
particles. Furthermore, the reectance-FTIR approach classies
all particles present on the lter paper, rather than identifying
and classifying a small sub-sample using the traditional
approach which combines optical microscopy and ATR-FTIR,
typically cited in the microplastics literature.

Conclusion

This study conrmed the reectance-FTIR spectra of multiple
microplastic types, despite containing numerous spectral
distortions, are inherently sensitive to polymer identity.
Coupling reectance-FTIR imaging with a semi-automated data
processing pipeline using PLS-DA for spectral classication
demonstrates that this approach fulls the requirements for
a rapid, high throughput, cost-effective analytical protocol.
Specically, microplastics from marine salt samples were
identied with 100% specicity (PE and PP) and sensitivities of
78% (PE) and 82% (PP). Not surprisingly, this study highlighted
that sample size, shape, and morphology had a pronounced
effect on the reectance-FTIR signal, which must be taken into
consideration when developing spectral libraries for predic-
tions of unknowns. Future research would benet from
expanding the development of reectance-FTIR libraries plus
integrating this method with multivariate and machine
learning pipelines, similar to what has been achieved for
transmission-FTIR spectroscopy. The development of inte-
grated methods can be expected to yield microplastic analysis
protocols that are more cost effective than those using
transmission-FTIR spectroscopy, and which also do not suffer
from total-infrared absorption like that occurs in transmission-
FTIR spectroscopy. The latter benet allowing a greater size
range of particles to be analysed. Lastly, this study has utilised
PLS-DA as a routinely used and easily accessible multivariate
tool to build the analytical protocol. However, a range of
© 2023 The Author(s). Published by the Royal Society of Chemistry
multivariate strategies exist, including more complex and
advanced methods such as machine learning or AI. Future work
is now needed to optimise the computational and statistical
components of this protocol. Overall, this research demon-
strated the immense potential of reectance-FTIR to provide
semi-automated plastic particle identication, at substantially
lower cost than current methods. Lowering the cost is essential,
if industry and the environmental sector in general is going to
adopt routine and regular microplastic monitoring.
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