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ice cores using laser ablation – cavity ring-down
spectroscopy†
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A new micro-destructive technique for high-resolution water isotope analysis of ice samples using a

Laser Ablation (LA) system coupled with a Cavity Ring Down Spectrometer (CRDS) is presented. This

method marks the first time water isotope analysis is conducted directly on the ice, bypassing the tra-

ditional steps of melting and vaporizing the ice sample, thanks to the direct transition of ice into water

vapour through the laser ablation process. A nanosecond ArF laser ablation system (193 nm) with an inte-

grated two-volume ablation chamber was successfully coupled to a CRDS analyzer, utilizing nitrogen as

the carrier gas. The application goal is the use of LA-CRDS for ice core studies, so a method for preparing

ice standard samples using liquid water isotope standards, widely used for ice core analysis, is introduced.

The measurements were conducted in a discrete mode, by performing laser ablation raster scans of

4 mm × 4 mm areas, establishing a sampling resolution of 4 mm along an ice core’s depth. The water

vapour concentration reaching the CRDS analyzer as well as the quality of the water isotopic measure-

ments of δ18O and δD were influenced by laser parameters, such as laser spot size, repetition rate, laser

fluence, ablation time as well as by the flow rates of the carrier gas. After optimizing the experimental

conditions for water vapour formation, three ice standards samples were analyzed for calibration pur-

poses on the VSMOW-SLAP scale and a section of an ice core sample was also tested. Critical parameters

influencing the precision and accuracy of water isotopic measurements were investigated, and isotopic

fractionation phenomena were identified, pointing to essential considerations for the technique’s further

development.

1 Introduction

Polar ice core records stand as one of the most invaluable
archives in paleoclimate research, providing detailed insights
into environmental changes spanning from decades to hun-
dreds of millennia.1 The Beyond EPICA project, aiming to

retrieve a 1.5 million year-old ice core from Antarctica, rep-
resents a significant step forward in this field with water iso-
topes serving as a pivotal parameter for past climate recon-
struction and interpretation.2 Water stable isotope ratios,
which are usually reported in delta-notation (δ18O and δD),3

are fundamental to the study of past climate processes, acting
as a proxy for past temperatures.4 Ice core archives allow
for the continuous experimental determination of water
isotopes5,6 which in turn enables the detailed reconstruction
of climate records, improving our understanding of past
atmospheric conditions and long-term climate trends.
However, extracting water isotope signals from the Beyond
EPICA – Oldest Ice Core presents unique analytical challenges.
In the ice core’s oldest and deepest sections and up to the
depths where the stratigraphy is preserved, more than 10 kyr
are packed into each meter of ice.7,8 The resulting extremely
thin ice layers require high-resolution sampling techniques to
improve both depth and temporal resolution which will lead
to high-quality signal retrieval and better interpretation of the
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climate data. The development of cutting-edge, high-resolution
sampling techniques is crucial not only for extracting continu-
ous high-resolution water isotope signals but also for investi-
gating processes that contribute to signal attenuation or even
loss in deep ice, such as the diffusion of water molecules, criti-
cal for signal restoration,9 and the formation of water veins.10,11

Cavity Ring Down Spectroscopy (CRDS)12,13 has been widely
used for water stable isotope analysis on ice cores with com-
parable precision to the traditional IRMS analyzer.14,15 A CRDS
water isotope analyzer utilizes a high finesse optical cavity to
extend the effective path length of a laser beam, enabling the
ultra-sensitive detection of gas-phase molecules and producing
signal for multiple water stable isotopes simultaneously (δ18O,
δD) based on their unique near-infrared absorption character-
istics. The implementation of Continuous Flow Analysis (CFA)
for ice core samples16 enabled continuous melting of the ice,
which after efficient vaporization of the liquid sample and sub-
sequent water isotope analysis by CRDS, has resulted in high-
precision water isotope signals along with a depth resolution
of less than 1 cm.17–19 However, even with streamlined sample
preparation in current CFA-CRDS protocols, the melting pro-
cedure can artificially alter the signal, the depth control
remains challenging, and the resulting depth and temporal
resolution is insufficient for resolving thin layers in the deep
ice cores. This underscores the need for the development of
high-resolution, minimally invasive sampling techniques.

Laser Ablation (LA) is used as a sampling method20 that
allows a minute amount of sample to turn into vapour,
plasma, and particles, without any specific requirements of
sample size or preparation. For analytical purposes, the
ablated material is collected in an ablation chamber and trans-
ported via a carrier gas to an analyzer, commonly an ICP-MS
(Inductively Coupled Plasma – Mass Spectrometer).21

LA-ICP-MS exploits the particulate phase of the ablated
material, introduced directly to the analyzer, for chemical ana-
lysis, leaving the ablation chamber which is flushed with a
carrier gas. LA analytical power lies also in the direct analysis
of the vapour produced by measuring the atomic/ionic emis-
sions of the created plasma (LIBS).

LA has been already used both for LIBS hydrogen isotope
analysis of frozen water deuteriated samples22,23 and for ice
sampling obtaining high-resolution multi-elemental analysis
of ice samples when coupled with ICP-MS.24–26 Given its
micro-destructive nature and high spatial resolution of sub-
millimeter scale, LA serves a dual purpose on ice sampling: (a)
minimal sample preparation while the smallest amount of
sample possible is used for analysis and (b) ice core analysis
achieving a depth resolution of less than 100 μm, producing
even two-dimensional impurity images on ice sections.27

Existing laser ablation systems vary primarily in the type of
laser source used and the design of the ablation chamber. The
former impacts the methodology for sample removal and the
nature of the ablated material for analysis, while the ablation
chamber design influences how the sample is collected and
delivered to the analyzer, both of which are crucial for accurate
analysis.

Laser pulse duration and wavelength stand out as the most
investigated parameters that affect the laser-matter interaction,
thereby shaping the properties of the removed material.28–31

Lasers that emit radiation in the infrared (IR) and generate
pulses either in the nanosecond21 or femtosecond regime32,33

have been utilized for laser ablation on ice samples taking into
account the high absorption coefficient of ice at this wave-
length.34 Laser sources emitting at wavelengths of 213 nm
(ref. 35 and 36) and 193 nm (ref. 26 and 37) have been shown
to couple well enough with ice in spite of its low absorption at
these wavelengths.34 In particular UV excimer lasers at 193 nm
achieve controlled ablation with significantly less material
removed than with an IR laser source.

Ablation chambers implemented to date come in two
designs: open and closed. Open design is used for measure-
ments of entire sections of an ice core cut35 according to a
standard scheme into lengths of either 55 cm or 100 cm for
specific analyses. In this configuration, the ablation chamber
is positioned above the sample, and it is crucial to establish a
secure seal at its base. On the other hand, the closed design is
tailored to hold smaller sections of the core within the
chamber.26,38 Advancements in closed system designs include
the introduction of a smaller inner cup39 within the ablation
chamber. This modification reduces the dispersion of ablated
material both at the site of ablation and along the transfer
line, enabling precise adjustment of the carrier gas flow40 for
efficient and reliable delivery to the analyzer.

Exploiting the unique advantages of Laser Ablation as a
sampling method, the integration of LA with CRDS is proposed
to tackle the intricate challenges involved in water isotope ana-
lysis in deep ice cores, offering high-resolution sampling with
a more straightforward and accurate depth registration, while
at the same time preserving the samples for further analysis.
At Ca’ Foscari University of Venice, it was the first time, to our
knowledge, that water isotope analyses were conducted utiliz-
ing a commercial Laser Ablation (LA) system coupled with a
Cavity Ring Down Spectrometer (CRDS), with careful adjust-
ments to the coupling protocol already used for LA-ICP-MS26

and fine-tuning of laser parameters. While the basic working
principles of LA sampling remain consistent, significant differ-
ences arise when interfacing with a CRDS analyzer, particularly
in terms of required water vapour quantities, adopted con-
figurations for collecting and transporting the ablated mass,
and the characteristics of the gas ultimately analyzed.

2 Methods
2.1 ns LA – CRDS system

The Laser Ablation – Cavity Ring Down Spectrometer
(LA-CRDS) experimental setup for ice is based on the ice core
LA-ICP-MS system established at the University of Venice.26 It
comprises three core units: (a) the Laser Ablation (LA) system
which incorporates an ArF* excimer laser to generate laser
pulses in the nanosecond regime (Analyte Excite+, Teledyne
Photon Machines, Bozeman MT, USA), (b) the ablation cryo-

Paper Analyst

5844 | Analyst, 2024, 149, 5843–5855 This journal is © The Royal Society of Chemistry 2024

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
N

ov
em

be
r 

20
24

. D
ow

nl
oa

de
d 

on
 1

2/
6/

20
25

 1
:5

0:
24

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4an01054j


cell (HelEx II 2-volume ablation cell, Teledyne Photon
Machines, Bozeman MT, USA) designed for placing the ice
sample, where the ablated mass is generated and collected,
and (c) the CRDS Water Isotopic Analyzer (L-2130i, PICARRO,
Santa Clara CA, USA) employed for conducting water isotope
measurements on the ablated samples (Fig. 1). A transport line
serves as the conduit connecting the LA system and the CRDS,
and delivers the ablated sample from the ablation cell directly
to the CRDS cavity for analysis. The microscope system for
sample visualization is designed with adjustable magnification
and incorporates a high-definition, color GigE camera, posi-
tioned perpendicularly to the sample and aligned co-axially
with the laser beam. The laser beam and the optical camera
move in alignment on the Z-axis, facilitating precise focusing
of the laser beam onto the sample surface.

2.1.1 Ablation chamber. The two-volume cryo-cell is a
closed-chamber configuration which indicates that the abla-
tion chamber accommodates the sample internally (Fig. 1a)
as well as an inner cup (Fig. 1b) that surrounds the area
where the ablation takes place. The cell is designed with an
upper transparent window for observation, while its inner
cup features a conically shaped enclosure sealed by an
optical window, allowing the laser beam to reach and
irradiate the sample. The beam itself is perpendicular
relative to the sample plane. The bottom part of the cell
houses a specially designed cryogenic sample holder.26

Through the circulation of a glycol–water mixture cooled at
−35 °C, the system ensures the ice sample’s surface
remains around −23 ± 2 °C.41 Positioned above the sample
surface, the open-bottomed design of the inner cup directs
the ablated material into the integrated collection line,
using cyclonic flow leading to low-dispersion ablation.39,42–44

Maintaining a fixed distance between the inner ablation cup
and the sample surface ensures a steady sampling environ-
ment and a consistent path for gas transfer for every ablation
event.

Sample transport is facilitated by the carrier gas which is
introduced via two independently controlled inlets of the cell:
one delivering gas through the HelEx arm to the inner ablation
cup, and the second to the main body of the ablation
chamber. The outlet of the system, functioning as the collec-
tion line, is designed to be co-axial with the carrier gas flow of
the arm, and employs a PEEK tube with an outer diameter of
1/16″. This forms a direct link to the CRDS analyzer inlet. The
flow rate in both the inner ablation cup and the main body is
controlled by software-integrated mass flow controllers, MFC2
and MFC1 respectively, and can be fine-tuned for rapid single
pulse respose (SPR) or for maintaining more stable signals,
based on the specific requirements of the application.
Mounted on a motorized stage, the cryo-cell allows precise
micrometric movement for flexible ablation in single-spot,
line, or raster scanning modes.

2.1.2 LA-CRDS coupling. Originally designed to interface
with an ICP-MS instrument for multi-elemental impurity
studies on ice cores,26,27 the LA system adapted for this study,
employing the L-2130i CRDS as the analyzer.12,45 In the stan-
dard operational mode of the L2130-i analyzer, a mixture of
water vapour with dry air or nitrogen flows continuously
through the cavity. This process stabilizes the cavity at a
pressure of 67 mbar and maintains a temperature of 80 °C.
The water vapour concentration in the cavity is kept within a
range of 1000–30 000 ppm. To ensure a steady flow, the system
employs two proportional valves, arranged in a feedback loop,
designed to regulate the flow of gas entering (inlet) and exiting
(outlet) the cavity, achieving a flow rate of 40 cm3 min−1 in
standard condition. For the LA-CRDS operation, nitrogen was
selected as the carrier gas, compatible with both the LA
chamber and the CRDS cavity. The coupling of the two instru-
ments was established using the PEEK 1/16″ outer diameter
transport tubing, extending from the inner ablation cup
directly to the CRDS inlet in an open split configuration to
stabilize the gas flow to the analyzer. All the connections can
be depicted in Fig. 1c and 2.

2.2 Water vapour detection

During LA-CRDS measurements, laser pulses ablate a pre-
defined surface area as the ablation chamber moves in a bidir-
ectional raster scan, continuously transferring ablated ice to
the CRDS cavity. Raster scanning mode was selected over line
scan and single spot ablation because it produced a continu-
ous stream of freshly ablated material, resulting in a stronger
signal in the CRDS analyzer. The produced ablated mass con-
sists of a mixture of aerosol and vapour. The presence of a
filter placed directly after the CRDS inlet and before the cavity
effectively prevents particles in the aerosol phase from enter-
ing the cavity. Each measurement generates a distinct peak for
the water vapour signal, as depicted in Fig. 2. This figure
further clarifies the measurement process where the laser abla-
tion process is captured in the bidirectional scanning mode: a
green spot marks the beginning of laser firing (raster scan)
and a red spot denotes the end of the last pulse of the scan.
The markers correspond to the green and red dashed lines on

Fig. 1 Detailed view of the LA-CRDS setup and sample processing
components. (a) Cryo-cell loaded with samples. (b) Close-up of the
ablation chamber’s inner cup. (c) Connections for LA – CRDS coupling.
(d) The integrated LA-CRDS system. (e) Metal holder containing ice
samples. The first cavity shows the result of laser ablation in a raster
scan mode, where the material has been removed.
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the time series graphs for water vapour, δ18O, and δD. The
water vapour signal exhibits a consistent pattern, gradually
rising, plateauing during a stable measurement phase, and
then returning to the baseline, when no more vapour mass is
delivered, as the continuous flow of nitrogen gas removes
residual water vapour, before the next measurement prevent-
ing interference. This pattern directly corresponds to the δ18O
and δD readings, which also display a phase of stability within
the same time intervals during the raster scan.

Optimization of the laser parameters, carrier gas flow rates,
and the scanning mode were critical for detecting a relatively
high signal for water vapour (H2O > 2000 ppm) (Fig. S3†) and
they are presented in Table 1. The laser settings for the
measurements in this study were as follows: the fluence was
set between 7 and 10 J cm−2, the repetition rate was 300 Hz,
while using a laser spot size of 150 μm. The ablation time was

typically set at around 90 seconds covering an area of 4 mm ×
4 mm, establishing a 4 mm sampling interval along an ice
core’s depth (vertical axis of the ice core). The dosage, which
defines the number of laser pulses per unit of space, was
12–20 and its high-value results in a better S/N ratio.46 The
flow rates for MFC1 and MFC2 were maintained between 0.1
and 0.15 L min−1. It was observed that lower flow rates and
lower pressure (15 PSI to 16 PSI) resulted in a higher and more
stable water vapour concentration (Fig. S3†). This suggests a
two-phase ablation product: aerosol and vapour. At low press-
ures, only vapour is transported through the PEEK tube,
moving much slower than aerosol under normal conditions,
leading to a longer washout period. The resulting water vapour
levels detected, between 2000–12 000 ppm, highlight the suc-
cessful optimization of the LA-CRDS measurement para-
meters, well above the detection threshold of the CRDS
analyzer.

2.3 Sample preparation

Following the recently established approach for making homo-
geneous artificial ice standards for calibration of the ICP-MS,
we used “method A” described in ref. 47. A metal plate with
holes of three distinct sizes (two large at 14.9 mm diameter,
six medium at 7.7 mm diameter, and six small at 5.9 mm dia-
meter) served as both the tool for creating the standards and
the sample holder for analysis (Fig. 1e). Holes were filled with
standard water of known isotopic composition, followed by
rapid freezing upon submersion in liquid nitrogen. The result-
ing ice surface was leveled by scraping with a ceramic ZrO2

blade (American Cutting Edge, USA), either through manual
application or with the blade secured in a custom-designed
PTFE vice. This process ensures a uniform distance between
the ablation chamber and sample surface for efficient material
collection and minimizes signal fluctuations during laser abla-
tion analysis.

3 Results and discussion
3.1 Ice standards characterization

Water isotope measurements were conducted using Discrete
Liquid Analysis via Cavity Ring-Down Spectroscopy to evaluate
the ice standard preparation method. Ice samples were pro-
duced from the NS liquid standard (Methods, Section 2.3),
extracted from each hole, and melted at room temperature for
10–15 minutes. The resulting liquid samples were analyzed
with the CRDS analyzer in Discrete Analysis mode. We col-
lected 400–600 μL of water from large holes, which were indivi-
dually analyzed. In contrast, meltwater from sets of six
medium holes was combined into single samples for analysis.
Ice from small holes was not analyzed due to extraction
difficulties. The sample preparation procedure was conducted
five times, resulting in a total of 15 samples: 10 from the large
holes (two per repetition) and 5 from the medium holes (one
per repetition, combining meltwater from all six medium
holes). Measured isotopic average, after the removal of one

Fig. 2 Schematic diagram of the LA-CRDS experimental setup, high-
lighting the signal progression captured by the CRDS analyzer during a
laser ablation raster scan on an ice sample.

Table 1 LA-CRDS operating parameters

Laser system parameters
Pulse width ns
Wavelength 193 nm
Fluence 7 J cm−2 to 10 J cm−2

Repetition rate 300 Hz
Spot size 150 μm
Dosage 12–20
Ablation time ≈90 s
Raster scan area 4 mm × 4 mm

Laser ablation cell
Carrier gas N2
MFC1 – ablation chamber 0.1 L min−1 to 0.15 L min−1

MFC2 – ablation cup 0.1 L min−1 to 0.15 L min−1

Pressure – ablation chamber 15 PSI to 16 PSI
Pressure – ablation cup 15 PSI to 16 PSI

Cavity ring down spectrometer
Carrier gas N2
Cavity pressure 67 mbar
Cavity temperature 80 °C
Flow rate 40 cm3 min−1

Water vapour 2000 ppm to 12 000 ppm
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outlier, for δ18O (−15.17‰, SD = 0.07) and δD (−112.38‰, SD
= 0.31) showed no significant deviations from the established
true value (−15.37‰ and −112.75‰, respectively). Analysis of
isotopic signatures, grouped by hole size, revealed no signifi-
cant differences, demonstrating water isotopic homogeneity
across samples prepared with varying hole sizes. This supports
that hole size does not impact measurement accuracy, validat-
ing the use of diverse hole sizes for ice sample preparation.

3.2 System performance

3.2.1 System stability. To assess the system’s stability, we
created an ice standard sample using an adhesive chamber
mold attached to a polycarbonate slide, which we filled with
the NS water isotope standard following “method C” described
in ref. 47. The resulting ice standard sample (65 mm × 22 mm
× 0.25 mm) was subjected to laser raster scanning under the
optimized experimental conditions outlined in Table 1. The
procedure targeted approximately half of the sample’s surface
for about 7 minutes at a laser fluence of 7 J cm−2. Maintaining
a stable signal during continuous laser scanning has been
challenging. Fluctuations in the water vapour signal, as shown
in Fig. 3a, are most likely attributed to the inherent accelera-
tion and deceleration of the stage during scanning, and the
potential irregularities on the sample’s surface. Both factors
can significantly affect the laser ablation process, leading to
variability in both the water vapour signal and isotopic
measurements. Allan variance analysis (Fig. 3b), calculated for
δ18O and δD over different integration times using the
6-minute segment of the data (highlighted with grey color
(Fig. 3a)), further confirmed this instability. Correcting the iso-
topic signal for the CRDS analyzer’s humidity response did
not significantly alter the observed fluctuations (Fig. S1 and

S2†). While the fluctuating water vapour levels indicate incon-
sistencies in the amount of sample ablated and transported to
the CRDS analyzer, the uncorrelated isotopic signal suggests
additional factors are influencing isotopic measurements,
beyond the analyzer’s sensitivity to varying water vapour con-
centrations. These factors might include, but are not limited
to, variations in the ablation process itself leading to isotopic
fractionation or other complexities related to the overall
LA-CRDS analyzer performance. The variability of the isotopic
signal over long ablation durations and large sample areas,
further supports the chosen approach of discrete sampling,
which utilizes short ablation durations (90 seconds) on small
sample areas 4 mm × 4 mm and exploits short periods of rela-
tive stability to obtain more reliable isotopic data.

3.2.2 VSMOW two-point calibration. Raw data acquired by
the LA-CRDS for δ18O and δD are derived based on the internal
calibration line of the CRDS analyzer. However, to address
potential instrumental drift and biases, a VSMOW calibration
was performed before proceeding to further data analysis. To
implement this, LA-CRDS measurements were conducted on
three ice standard samples—TD, NVL, and NS—prepared
using the corresponding internal water isotope standards,
with known δ18O and δD values determined via conventional
CRDS (reported on the VSMOW-SLAP scale in Table 2).

Four samples of each standard were prepared in separate
holes in the metal holder. These holes, designated S1, S2, M1,
and M2, correspond to different sizes (small hole 1, small hole
2, medium hole 1, and medium size hole 2). All samples repre-
senting a single standard were assumed to share a uniform
isotopic composition. Three raster scan measurements
(4 mm × 4 mm) were conducted per sample: the initial scan at
the surface, Layer 1, followed by two measurements, Layer 2
and Layer 3, conducted 100–150 micrometers deeper than the
preceding one. This approach aimed to test whether replicate
measurements could be obtained from the same area without
requiring sample removal or additional preparation steps. The
measurement workflow is shown schematically in Fig. 4.

Measurements were conducted on two separate days, utiliz-
ing a laser fluence of 8.7 J cm−2 on Day 1 and 9.7 J cm−2 on
Day 2. The data obtained is presented across two graphs
(Fig. 5a) for both laser fluence levels, detailed by the sample
ID, which integrates the standard name, hole designation, and
layer number, reflecting the sequence and depth of measure-
ments. Fig. 5a shows water vapour peaks and the δD signal,
with highlighted time windows indicating the LA scanning
analysis periods. For constructing a two-point calibration line,
the peaks corresponding to Layer 1 of the second replicates
measured for the TD and NS standards, specifically ‘TD S1 1’

Fig. 3 Water vapour concentration and δD (red) and δ18O (blue) signal
(a) across a 7-minute LA raster scan of NS ice, marked by dashed lines.
The grey area highlights the data segment analyzed used for the (b)
Allan variance plots for δD and δ18O.

Table 2 Water isotopic composition of liquid laboratory standards

Standard sample δ18O [‰] δD [‰]

TD −38.82 −307.00
NVL −31.15 −240.02
NS −15.37 −112.62
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and ‘NS S1 1’ (highlighted in purple), were selected to mini-
mize the impact of potential memory effects from prior
measurements. The remaining peaks, depicted in grey, were
classified as ‘unknowns’ to assess the technique’s precision
and accuracy.

Calibration lines for δ18O and δD were established based on
the mean values of 36 data points collected over a 30-second
interval (Fig. 5b), along with their known reference values. The
calibration coefficients for δ18O at a fluence of 8.7 J cm−2 are
aVSMOW = 0.99 and bVSMOW = 0.32, and for 9.7 J cm−2, they are
aVSMOW = 0.98 and bVSMOW = −1.44. For δD, the coefficients at
8.7 J cm−2 are aVSMOW = 1.08 and bVSMOW = 28.47, and at
9.7 J cm−2, they are aVSMOW = 1.09 and bVSMOW = 23.99. The
raw time series data were then calibrated using the following
formula:

δVSMOW ¼ aVSMOW � δmeasured þ bVSMOW ð1Þ
3.2.3 Extraction of VSMOW water isotope values. The water

isotopic values were derived by computing the mean and stan-

Fig. 4 Schematic of the measurement workflow for three ice standard
water LA-CRDS analysis. Four samples per standard (TD, NVL, NS) are
placed in specific holder holes (S1, S2, M1, M2). Each sample undergoes
three measurements: an initial surface scan (Layer 1) followed by two
deeper scans (Layers 2 and 3) at 100 μm intervals. The right panel shows
the corresponding water vapour signal for each layer.

Fig. 5 (a) Time series of δD and water vapour signals for TD, NVL, and NS standards over two days at laser fluences of 8.7 J cm−2 (top) and 9.7 J
cm−2 (bottom). Sample IDs include the standard name, hole designation, and layer number. Shaded regions represent the laser ablation time
windows for ‘unknown’ samples (grey) and calibration peaks (purple). (b) Calibration data showing the selected peaks from the second replicates of
TD and NS standards (‘TD S1 1’ and ‘NS S1 1’ – Day 1). The shaded regions indicate the 30-second analysis time windows used to determine the
mean values for constructing calibration equations.
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dard deviation during the stable phase of each peak from the
calibrated data, using a 30-second data window. Although
minor variations in peak shape were observed due to scanning
duration and laser fluence, the data extraction process
remained consistent across all peaks with the same time inter-
vals used for statistical analysis. Tables 3 and 4 present the
results for all the standard samples measured. The mean stan-
dard deviation within individual layers and across all measure-
ments is also detailed, providing insights into measurement
repeatability. The corresponding mean deviation from known
values is also calculated to offer an assessment of overall accu-
racy throughout the experimental runs.

The water vapour concentrations, as shown in Tables 3 and
4, vary across layers and fluence levels. At a fluence of
8.7 J cm−2, the highest vapour content is observed in Layer 1
(7205 ppm), decreasing to 3159 ppm in Layer 3. A similar
pattern is observed at a higher fluence of 9.7 J cm−2 with water
vapour content starting at 9335 ppm in Layer 1 and decreasing
to 5316 ppm in Layer 3, which suggest that increased laser
energy enhances vaporization. This is consistent with previous

findings that show that relative amounts of gas and particulate
phases produced by laser ablation are dependent on both laser
fluence and laser wavelength, with higher energy density and
longer wavelengths generating more vapour during laser abla-
tion.48 However, the decreasing water vapour signals from
deeper layers, despite laser focus adjustments by 100–150 μm
to compensate for material removal and target subsequent
layers, suggest that the initial ablation events may significantly
alter the laser-ice interaction leading to less efficient material
removal. The ablation process can create an uneven surface
through crater formation with microstructural changes which
can obscure the camera’s view, making it challenging to main-
tain precise laser focus as ablation progresses. This, in turn,
could lead to less efficient laser energy coupling with the
target ice layer, resulting in reduced water vapour generation.

Although the calibrated isotopic values for the standards
follow the expected trend (Fig. 6a), achieving accurate isotopic
measurements for δ18O and δD remains a significant chal-
lenge, for both surface and deeper layers analyzed. The data
show increasing mean deviation from known values with

Table 3 Results for ice standards measured at fluence 8.7 J cm−2

ID [H2O]/ppm δ18O (‰) SD δD (‰) SD Δδ18O (‰) Z-Score ΔδD (‰) Z-Score

TD M1 1 8480 −38.26 0.36 −300.90 1.77 −0.56 1.55 −6.10 3.46
TD M1 2 5822 −38.92 0.46 −314.05 2.31 0.10 −0.21 7.05 −3.06
TD M1 3 4605 −38.91 0.61 −315.66 2.50 0.09 −0.15 8.66 −3.46
TD S1 1 7374 −38.82 0.30 −307.00 1.99 −0.00 0.00 0.00 0.00
TD S1 2 6242 −39.11 0.39 −315.72 1.88 0.29 −0.74 8.72 −4.64
TD S1 3 4816 −39.08 0.50 −317.79 2.15 0.26 −0.51 10.79 −5.02
NVL M1 1 6403 −31.19 0.37 −248.39 2.48 0.04 −0.11 8.37 −3.37
NVL M1 2 4045 −31.51 0.58 −250.86 2.94 0.36 −0.63 10.84 −3.69
NVL M1 3 2624 −31.34 0.78 −254.24 4.39 0.19 −0.24 14.22 −3.24
NVL S1 1 6737 −31.24 0.31 −243.55 1.75 0.09 −0.28 3.53 −2.02
NVL S1 2 5520 −31.34 0.37 −246.41 2.27 0.19 −0.50 6.39 −2.81
NVL S1 3 3802 −31.38 0.58 −249.12 3.64 0.23 −0.40 9.10 −2.50
NS M1 1 6915 −15.59 0.43 −117.91 2.99 0.23 −0.53 5.29 −1.77
NS M1 2 4888 −15.55 0.54 −117.23 2.62 0.19 −0.36 4.61 −1.76
NS M1 3 3137 −16.56 0.71 −125.36 3.75 1.20 −1.68 12.74 −3.40
NS S1 1 7247 −15.36 0.36 −112.62 2.54 −0.00 0.00 0.00 −0.00
NS S1 2 4347 −15.38 0.61 −116.36 3.30 0.02 −0.03 3.74 −1.13
NS S1 3 2392 −16.46 0.89 −129.47 5.24 1.10 −1.23 16.85 −3.21
NS M2 1 7123 −15.44 0.37 −110.77 1.61 0.08 −0.21 −1.85 1.15
NS M2 2 4418 −15.41 0.43 −114.63 2.91 0.05 −0.12 2.01 −0.69
NS M2 3 2561 −16.26 0.77 −126.83 4.93 0.90 −1.17 14.21 −2.88
NS S2 1 6008 −15.14 0.39 −110.24 2.12 −0.22 0.56 −2.38 1.12
NS S2 2 3248 −15.89 0.61 −120.85 3.38 0.53 −0.87 8.23 −2.44
NS S2 3 1718 −17.05 1.06 −142.16 8.30 1.69 −1.60 29.54 −3.56
NVL M2 1 6385 −30.36 0.36 −234.60 2.71 −0.79 2.17 −5.42 2.00
NVL M2 2 5293 −31.04 0.42 −243.78 2.48 −0.11 0.25 3.76 −1.52
NVL M2 3 2903 −31.12 0.84 −248.16 4.57 −0.03 0.03 8.14 −1.78
NVL S2 1 8398 −31.34 0.39 −240.06 2.14 0.19 −0.48 0.04 −0.02
NVL S2 2 5647 −31.37 0.36 −246.27 2.71 0.22 −0.60 6.25 −2.31
NVL S2 3 3681 −31.56 0.63 −251.62 2.58 0.41 −0.65 11.60 −4.50
TD M2 1 4636 −34.91 0.56 −283.94 3.20 −3.91 6.99 −23.06 7.21
TD M2 2 3196 −37.30 0.57 −305.08 3.83 −1.52 2.70 −1.92 0.50
TD M2 3 2606 −36.89 0.71 −304.19 4.25 −1.93 2.70 −2.81 0.66
TD S2 1 8393 −37.99 0.30 −302.31 1.62 −0.83 2.76 −4.69 2.88
TD S2 2 5241 −38.19 0.50 −311.74 2.49 −0.63 1.27 4.74 −1.90
TD S2 3 3061 −38.09 0.61 −314.91 3.70 −0.73 1.21 7.91 −2.14
Layer 1 7205 0.36 2.13 −0.20 −0.36
Layer 2 4826 0.49 2.76 −0.03 5.37
Layer 3 3159 0.72 4.17 0.28 11.75
All 4868 0.54 3.10 0.04 6.13
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sample depth, indicating reduced accuracy for subsequent
layers analyzed at greater depths. At a fluence of 8.7 J cm−2,
mean deviation for δ18O is −0.20‰ in Layer 1, −0.03‰ in
Layer 2, and 0.28‰ in Layer 3, while for δD, it is −0.36‰,
5.37‰, and 11.75‰, respectively. This trend is exacerbated at
a higher fluence of 9.7 J cm−2 especially for δ18O, with the devi-
ation increasing at 0.91‰ in Layer 1, 0.70‰ in Layer 2, and
1.37‰ in Layer 3, indicating a pronounced influence of
fluence on measurement accuracy. At the same laser fluence,
deviation values for δD are 2.78‰, 6.97‰, and 11.38‰, for
the respective layers.

The deviation from the known values (Fig. 6b) shows a
slight trend towards isotopic depletion for both δ18O and δD,
although it exhibits some variability, indicating both depletion
and enrichment. This trend is particularly pronounced at
higher laser fluences, suggesting that isotopic fractionation
towards lighter isotopes in the analyzed vapour phase is ampli-
fied with increasing laser energy input. The data further prove
that, on average, the measured isotopic values tend to be lower
than the expected values. Both elemental and isotopic fraction-

ation have been investigated in aerosols produced by LA and
analyzed by ICP-MS, with studies indicating that more volatile
species are present in the gas phase rather than in the particu-
late phase,49–52 which in this study would partially explain the
depleted gas phase. Other effects like melting zones and re-
condensation which are linked with the ablation process could
also contribute to the overall fractionation. However, under-
standing the mechanisms underlying isotopic fractionation of
the gas-phase product during LA-CRDS is beyond the scope of
this study.

In depth profile analysis, it was observed that the most sub-
stantial fractionation occurs in deeper layers, particularly
when considering δD values. The higher fluence causes greater
deviations but follows a similar trend for the accuracy over
multiple layers. Both the efficiency of material removal and the
accuracy of isotopic measurements are influenced by the
accumulating effects of prior ablations which alter the micro-
environment, including structural modifications and recon-
densation, and so the exposed surface for each subsequent
analysis. Therefore, observed deviations from expected values

Table 4 Results for ice standards measured at fluence 9.7 J cm−2

ID [H2O]/ppm δ18O (‰) SD δD (‰) SD Δδ18O (‰) Z-Score ΔδD (‰) Z-Score

TD M1 1 10 214 −39.00 0.36 −306.75 1.33 0.18 −0.49 −0.25 0.19
TD M1 2 8021 −39.16 0.32 −318.39 1.61 0.34 −1.05 11.39 −7.09
TD M1 3 5890 −39.97 0.43 −319.84 1.89 1.15 −2.70 12.84 −6.78
TD S1 1 10 113 −38.83 0.35 −307.05 1.51 0.01 −0.04 0.05 −0.04
TD S1 2 7760 −39.27 0.34 −319.18 1.60 0.45 −1.33 12.18 −7.59
TD S1 3 5888 −39.85 0.42 −321.85 1.78 1.03 −2.44 14.85 −8.32
NVL M1 1 10 297 −32.76 0.38 −252.24 2.69 1.61 −4.28 12.22 −4.54
NVL M1 2 7796 −32.57 0.25 −252.41 2.04 1.42 −5.75 12.39 −6.07
NVL M1 3 5491 −33.49 0.41 −257.33 2.16 2.34 −5.65 17.31 −8.01
NVL S1 1 9313 −33.05 0.40 −247.99 2.09 1.90 −4.70 7.97 −3.80
NVL S1 2 7312 −33.60 0.36 −252.74 2.26 2.45 −6.77 12.72 −5.64
NVL S1 3 6414 −33.46 0.41 −255.37 1.94 2.31 −5.68 15.35 −7.90
NS M1 1 8710 −17.27 0.59 −123.81 3.73 1.91 −3.25 11.19 −3.00
NS M1 2 6313 −16.94 0.34 −122.78 2.50 1.58 −4.64 10.16 −4.06
NS M1 3 4201 −18.70 0.45 −131.96 3.06 3.34 −7.40 19.34 −6.32
NS S1 1 9461 −15.36 0.30 −112.45 2.89 0.00 −0.01 −0.17 0.06
NS S1 2 9538 −13.36 0.35 −100.14 1.90 −2.00 5.74 −12.48 6.57
NS S1 3 7853 −13.11 0.33 −101.35 2.10 −2.25 6.89 −11.27 5.38
NS M2 1 10 220 −15.49 0.24 −111.07 2.33 0.13 −0.55 −1.55 0.67
NS M2 2 9105 −13.92 0.49 −103.68 3.00 −1.44 2.95 −8.94 2.98
NS M2 3 7447 −14.09 0.32 −106.34 2.64 −1.27 3.99 −6.28 2.38
NS S2 1 9838 −16.91 0.29 −114.14 2.33 1.55 −5.31 1.52 −0.65
NS S2 2 6944 −16.44 0.34 −118.03 2.44 1.08 −3.22 5.41 −2.21
NS S2 3 4216 −18.24 0.63 −130.05 3.67 2.88 −4.56 17.43 −4.75
NVL M2 1 9193 −32.48 0.41 −239.65 1.88 1.33 −3.29 −0.37 0.20
NVL M2 2 6868 −32.46 0.36 −248.75 2.12 1.31 −3.65 8.73 −4.11
NVL M2 3 4683 −33.25 0.47 −254.56 2.12 2.10 −4.46 14.54 −6.84
NVL S2 1 8142 −32.42 0.54 −247.09 1.99 1.27 −2.37 7.07 −3.55
NVL S2 2 4254 −33.57 0.58 −255.30 3.08 2.42 −4.18 15.28 −4.97
NVL S2 3 2485 −34.21 0.74 −259.01 5.83 3.06 −4.14 18.99 −3.26
TD M2 1 9308 −38.81 0.30 −305.07 1.81 −0.01 0.03 −1.93 1.07
TD M2 2 6472 −38.83 0.38 −312.07 2.45 0.01 −0.03 5.07 −2.07
TD M2 3 4744 −39.23 0.47 −315.75 3.17 0.41 −0.86 8.75 −2.76
TD S2 1 8112 −38.01 0.38 −298.90 1.78 −0.81 2.13 −8.10 4.54
TD S2 2 6144 −39.66 0.38 −318.80 2.05 0.84 −2.21 11.80 −5.76
TD S2 3 4478 −40.20 0.52 −321.79 2.72 1.38 −2.68 14.79 −5.45
Layer 1 9335 0.39 2.20 0.91 2.78
Layer 2 7211 0.37 2.25 0.70 6.97
Layer 3 5316 0.47 2.76 1.37 11.38
All 7167 0.41 2.41 1.00 7.30

Paper Analyst

5850 | Analyst, 2024, 149, 5843–5855 This journal is © The Royal Society of Chemistry 2024

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
N

ov
em

be
r 

20
24

. D
ow

nl
oa

de
d 

on
 1

2/
6/

20
25

 1
:5

0:
24

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4an01054j


in deeper layers, along with reduced water vapour signals,
highlight the complex relationship between laser fluence, ice
matrix properties, and effects of previous ablation events.

The mean SD values that were calculated for each layer,
reveal a clear trend in the measurement variability: as water
vapour content increases, the standard deviation for both iso-
topes decrease, suggesting higher water vapour content leads
to more precise isotopic measurements. Specifically, at a
fluence of 8.7 J cm−2, the average standard deviation for δ18O
ranges from 0.36‰ in Layer 1 to 0.72‰ in Layer 3, with
deeper layers represented by lower water vapour levels, and for
δD from 2.13‰ to 4.17‰, while at 9.7 J cm−2, the average
standard deviation values for δ18O range from 0.39‰ to
0.47‰ and δD from 2.20‰ to 2.76‰ for the respective
layers.

Fig. 7 shows the relationship between the standard devi-
ation of δ18O and δD with water vapour content at both fluence
levels. The increase in the mass of ice ablated, which is
reflected in the higher production of water vapour contributes
to more stable isotopic measurements. Standard deviation
values for both δ18O and δD decrease up to a water vapour con-
centration until they reach a plateau between 6000–8000 ppm
achieved at a fluence of 8.7 J cm−2. This trend of decreasing
variability with increasing water vapour concentration is simi-
larly observed at higher energy of 9.7 J cm−2; however, the
initial standard deviations are lower due to the greater mass
ablated, leading to a high signal captured in the detector.

Despite these observations, when the humidity concen-
tration exceeds 8000 ppm, specifically at 9.7 J cm−2, there is an
observed increase in the variability of standard deviation

values. This increase, despite the generation of more water
vapour, likely results from further enhanced but “uncon-
trolled” ablation. Uncontrolled ablation seems to produce vari-
able amounts of ablated mass and consequently variable water
vapour levels, as evidenced by the mean water vapour values
for each layer (in ppm), along with the average of their respect-
ive standard deviations (8.7 J cm−2: 7205 (Mean SD: 100), 4826
(Mean SD: 117), 3159 (Mean SD: 99) and 9.7 J cm−2: 9335
(Mean SD: 255), 7211 (Mean SD: 155), 5316 (Mean SD: 184)).
Increased fluctuations in uncontrolled water vapour pro-
duction may introduce variability in isotopic fractionation,

Fig. 6 Calibrated results for TD, NVL, NS ice standard samples (a) and difference between known and calibrated values of δ18O and δD (b), analyzed
at fluences of 8.7 and 9.7 J cm−2.

Fig. 7 Standard deviation of isotopic ratios δ18O and δD across different
fluence levels and layers plotted against the mean water vapour concen-
tration for ice standards data.
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ultimately compromising the precision of isotopic measure-
ments. A similar transition between a well-defined and an
enhanced but uncontrolled ablation regime has been pre-
viously described in the study of impurities in ice cores
through LA-ICP-MS. Although observed at a lower fluence
threshold than in this study, an additional dependency was
found for ice impurity standards on their elemental concen-
tration, laser spot size and fluence.47 The results obtained here
further highlight this crucial consideration for LA-CRDS ana-
lysis of ice: the need to balance sufficient water vapour gene-
ration for robust signal intensity with maintaining a controlled
ablation process to minimize isotopic fractionation arising
from variable ablation volumes, especially at higher fluences.

3.3 LA-CRDS on Antarctic ice core section

A 50 mm × 10 mm section of an ice core from Neumayer
Station, Antarctica, was measured by LA-CRDS. The cutting
scheme of the core is shown in Fig. S4.† Measurements were
conducted on 4 mm × 4 mm segments, covering the ice

section (Fig. S5†) as depicted in the schematic of the laser
scanning pattern (Fig. 8). Surface measurements with a laser
fluence of 8.7 J cm−2 (TEDRIST 1 and TEDRIST 2, indicated in
blue) were performed on the same day the standards were
measured with the same fluence (Day 1). Subsequent measure-
ments targeted a deeper part of the core at a higher laser
fluence of 9.7 J cm−2 (TEDRIST 3, in dark blue), conducted on
the same day as the standards measured with 9.7 J cm−2

(Day 2). For these latter measurements, the previously ablated
area was scraped to ensure a clean flat surface for analysis. Ice
core data were calibrated using the specific calibration lines
developed for each fluence level, with final isotopic values cal-
culated by averaging data over consistent 30-second intervals.
The results for all variables measured, including water vapour,
δ18O, and δD, are presented in Tables 5 and 6.

The water vapour concentrations produced in both laser
fluence levels are similar, unlike the vapour produced when
ice standards were analyzed, where higher fluence resulted in
higher water vapour concentrations. This suggests that the
laser couples differently with the ice core compared to the ice
standards. Additionally, the water vapour levels for the ice core
are lower than those obtained for the respective fluence during
surface measurements on the ice standards, further indicating
a distinct interaction between the laser and different ice
matrices.

The calibrated isotopic values were compared against the
reference water isotope values determined by Discrete-CRDS
Analysis (δ18O: −21.34‰ and δD: −165.4‰). The isotopic
measurements of δ18O and δD for the ice core data reveal sig-
nificant deviations from expected values (Fig. 9). At the lower
laser fluence of 8.7 J cm−2, both δ18O and δD values are overes-
timated, as indicated by the mean deviations (δ18O = −1.47‰
and δD = −4.77‰) and Z-scores in Table 5. On the other
hand, at the higher fluence of 9.7 J cm−2, an underestimation
is evident, with mean deviations (δ18O = 1.28‰ and δD =
8.94‰) as shown in Table 6. The deviation of the derived iso-

Fig. 8 Schematic diagram of the laser scanning pattern on the TEDRIST
ice core section. The areas are divided into three TEDRIST regions with
different fluence levels used during LA-CRDS analysis. TEDRIST 1 and
TEDRIST 2 were ablated with a laser fluence of 8.7 J cm−2 and TEDRIST
3 with 9.7 J cm−2.

Table 5 Results for TEDRIST ice core section measured at fluence 8.7 J cm−2

ID [H2O]/ppm δ18O (‰) SD δD (‰) SD Δδ18O (‰) Z-Score ΔδD (‰) Z-Score

TEDRIST 1 5599 −20.00 0.37 −162.92 2.55 −1.34 3.62 −2.48 0.97
TEDRIST 2 4980 −20.10 0.41 −162.96 2.24 −1.24 3.00 −2.44 1.09
TEDRIST 3 4783 −20.39 0.49 −162.90 2.57 −0.95 1.94 −2.50 0.97
TEDRIST 4 4387 −19.99 0.40 −160.02 2.42 −1.35 3.36 −5.38 2.22
TEDRIST 5 6033 −19.59 0.50 −157.87 2.12 −1.75 3.50 −7.53 3.55
TEDRIST 6 5943 −19.97 0.38 −161.20 2.09 −1.37 3.60 −4.20 2.02
TEDRIST 7 6078 −19.58 0.33 −157.80 1.99 −1.76 5.32 −7.60 3.82
TEDRIST 8 5853 −19.41 0.37 −157.49 1.83 −1.93 5.16 −7.91 4.32
TEDRIST 9 6149 −20.05 0.40 −160.23 2.00 −1.29 3.24 −5.17 2.58
TEDRIST 10 5188 −20.65 0.43 −165.88 3.42 −0.69 1.62 0.48 −0.14
TEDRIST 11 4844 −20.09 0.51 −160.62 2.88 −1.25 2.45 −4.78 1.66
TEDRIST 12 4197 −19.72 0.60 −159.30 5.26 −1.62 2.72 −6.10 1.16
TEDRIST 13 5473 −19.53 0.47 −159.85 2.61 −1.81 3.83 −5.55 2.13
TEDRIST 14 5088 −19.45 0.40 −158.07 3.72 −1.89 4.70 −7.33 1.97
TEDRIST 15 4853 −19.50 0.45 −158.69 2.59 −1.84 4.05 −6.71 2.59
TEDRIST 16 5230 −19.85 0.49 −164.48 3.69 −1.49 3.04 −0.92 0.25
TEDRIST 17 4830 −19.55 0.46 −160.39 3.38 −1.79 3.89 −5.01 1.48
TEDRIST 18 5187 −20.23 0.46 −160.62 2.45 −1.11 2.44 −4.78 1.95
All 5261 0.44 2.77 −1.47 −4.77
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topic values from expected values on ice core analysis do not
align well with those obtained on ice standards, despite using
the same calibration parameters for each fluence, likely
because the calibration standards are not fully matrix
matched, as some differences in ablation characteristics have
been observed between artifical and glacier ice at high
fluences.47

The mean standard deviation values for δ18O and δD indi-
cate that the variability for the two sets of measurements is
similar, likely due to the similar water vapour levels, and
closely matches the values obtained for the ice standards at
the same water vapour concentration range. Although the iso-
topic fractionation response to laser fluence is non-uniform,
the similar measurement variability suggests that the method
maintains a level of consistency comparable to that of the ice
standards.

3.4 LA-CRDS in ice core isotope analysis

Unlike the existing ice sampling methods in ice core studies,
which are combined with a CRDS analyzer, and require either
the discrete melting of cut ice pieces (10 mm in length) or the
continuous melting/vaporizing of an entire ice core section
(55 cm or 100 cm in length) for water isotope analysis,16 the
laser ablation system presented here showed capabilities of
minimal sample preparation and sample consumption that

allow the preservation of the analyzed sample for further ana-
lysis. Laser ablation offers the possibility for accurate depth
registration which is critical for the extraction of high-quality
isotopic time series. The new system can analyze samples with
maximum dimensions of 50 mm × 10 mm × 10 mm, achieving
a sampling resolution of 4 mm, comparable to that achieved
by conventional sampling methods, with potential for even
higher resolution, crucial for both resolving thin layers in the
deep sections of an ice core and restoring isotopic signal,
achieving high-resolution temporal profiles. Sequential abla-
tion scans over the same area are not recommended. The chal-
lenges associated with refocusing the laser beam due to crater
formation and the potential alteration of isotopic composition
in deeper layers by recondensation processes can compromise
the accuracy of the measurements. Despite current limitations
in precision and accuracy, the qualitative agreement between
observed and established values opens new possibilities for ice
core research highlighting the method’s promise for future
applications in water isotope analysis. Implementing the
LA-CRDS technique in ice core studies necessitates the use of
a laser source with properties that minimize laser ablation-
induced isotopic fractionation while generating high concen-
trations of water vapour. Testing high power lasers with
shorter pulse durations could potentially meet these require-
ments and achieve the highest possible resolution, ideally
extending to the micrometer scale. Additionally, developing
larger ablation chambers to accommodate standard ice core
dimensions will broaden the applicability of this technique.
These advancements will enable LA-CRDS to function as a
micro-destructive method, providing high-quality water
isotope data with the precision and accuracy needed to capture
even the most intricate climate signals, potentially in a con-
tinuous mode.

4 Conclusions

This study presents a novel technique for analyzing water iso-
topes in ice samples by coupling a commercial laser ablation
system, equipped with a nanosecond ArF (193 nm) laser, with
a CRDS water isotope analyzer. This method successfully gen-
erates a gas phase product from ablated ice for isotopic ana-
lysis. A discrete sampling approach ensures relatively stable

Table 6 Results for TEDRIST ice core section measured at fluence 9.7 J cm−2

ID [H2O]/ppm δ18O (‰) SD δD (‰) SD Δδ18O (‰) Z-Score ΔδD (‰) Z-Score

TEDRIST 1 5176 −23.18 0.41 −172.04 3.00 1.84 −4.49 6.64 −2.22
TEDRIST 2 5594 −23.01 0.44 −174.87 2.88 1.67 −3.79 9.47 −3.29
TEDRIST 3 4597 −23.33 0.55 −177.35 3.31 1.99 −3.61 11.95 −3.61
TEDRIST 4 4831 −23.07 0.36 −177.40 3.15 1.73 −4.77 12.00 −3.81
TEDRIST 5 5577 −22.32 0.44 −173.33 2.81 0.98 −2.22 7.93 −2.82
TEDRIST 6 6200 −21.47 0.40 −169.25 2.61 0.13 −0.33 3.85 −1.47
TEDRIST 7 5303 −22.22 0.45 −174.04 2.69 0.88 −1.93 8.64 −3.21
TEDRIST 8 4426 −22.96 0.47 −176.60 2.88 1.62 −3.44 11.20 −3.89
TEDRIST 9 5262 −21.98 0.43 −174.23 2.88 0.64 −1.48 8.83 −3.06
All 5218 0.44 2.91 1.28 8.94

Fig. 9 Difference between known and calibrated values of δ18O and δD
for the ice core section at laser fluences of 8.7 and 9.7 J cm−2.
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water vapour and corresponding water isotope signals,
enabling qualitative isotopic characterization. Water vapour
production and isotopic composition, calibrated to the
VSMOW-SLAP scale, exhibit strong dependence on laser abla-
tion parameters. Sequential ablation at greater depths of ice
standards revealed reduced water vapour levels and increasing
isotopic deviations with successive ablations, likely due to a
complex interplay between challenging refocusing conditions
with depth and fractionation due to recondensation of the pre-
ablated material. Surface measurements also displayed discre-
pancies, potentially arising from ablation-induced fraction-
ation or transport effects, with higher fluences exacerbating
these deviations. Ice core analysis further confirmed that the
observed signal variability originated from limitations in the
laser ablation system’s performance, rather than inhomogene-
ities within the ice standards and introduced the need for
matrix-matched standards that demonstrate a comparable
ablation response to ice core samples. Unlocking the full
potential of high-resolution LA-CRDS for ice core analysis
requires lasers with high power output and short pulse dur-
ations to enhance water vapour generation from sample areas
smaller than the millimeter scale, while minimizing laser-
induced isotopic fractionation, ultimately enabling the extrac-
tion of detailed high-quality paleoclimatic records.

Data availability

Data for this article, including liquid CRDS analysis on ice
standards and LA-CRDS on ice standards and ice core samples
are available at Zenodo: LA_CRDS_WATER_ISOTOPE_ICE_
CORES_RAW_DATA at https://doi.org/10.5281/zenodo.13152033.

The code used for data analysis is available on GitHub at:
https://github.com/EiriniNBI/LA_CRDS_Water_Isotope.git.
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