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Paper-based sensors, often referred to as paper-based analytical devices (PADs), stand as a transformative

technology in the field of analytical chemistry. They offer an affordable, versatile, and accessible solution for

diverse analyte detection. These sensors harness the unique properties of paper substrates to provide

a cost-effective and adaptable platform for rapid analyte detection, spanning chemical species,

biomolecules, and pathogens. This review highlights the key attributes that make paper-based sensors

an attractive choice for analyte detection. PADs demonstrate their versatility by accommodating a wide

range of analytes, from ions and gases to proteins, nucleic acids, and more, with customizable designs

for specific applications. Their user-friendly operation and minimal infrastructure requirements suit

point-of-care diagnostics, environmental monitoring, food safety, and more. This review also explores

various fabrication methods such as inkjet printing, wax printing, screen printing, dip coating, and

photolithography. Incorporating nanomaterials and biorecognition elements promises even more

sophisticated and sensitive applications.
1. Introduction

In the era of the internet and technological advancement, life is
perpetually accelerating, and the demand for swi solutions to
a wide array of challenges, problems, and health issues has
never been more pressing.1 In an increasingly interconnected
world, individuals across different domains, from homemakers
juggling household appliances to scientists conducting cutting-
edge research, engineers overseeing complex construction sites,
and healthcare professionals diagnosing and treating patients,
all rely on a common but oen unseen hero: sensors. Sensors,
ranging from the commonplace to the highly specialized,2 have
become the linchpin of modern life, orchestrating machines
and equipment with precision and enabling the success of
various endeavours. They underpin a data-driven world, trans-
lating external inputs into meaningful outputs, thereby
ensuring the smooth operation of an array of systems.
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Broadly, a sensor can be dened as a device, module, or
machine that interfaces with its environment, adeptly
responding to external inputs, detecting these inputs, quan-
tifying them, and, most crucially, transforming them into data
or actions that can be stored, transmitted, displayed, or
employed for diverse purposes.3 The signicance of accessible
and easily operated sensors cannot be overstated in the
context of today's world, where data acquisition is pivotal
across a range of sectors, from healthcare to environmental
monitoring, industrial automation, disaster management,
and scientic research.

While there is a multitude of sensors, each with specic
applications,4 this article places a spotlight on a rapidly
emerging and highly versatile category: paper-based sensors.
These sensors have garnered immense attention due to their
unique attributes and transformative potential. With roots
dating back to earlier research endeavors,5 paper-based sensors
epitomize a novel frontier in sensing technology. They have
charmed scientists and industries alike with their simplicity,
cost-effectiveness, and easy portability, all of which are rede-
ning the landscape of analytical chemistry and diagnostic
applications. At the heart of paper-based sensors lies an
elegantly straightforward principle.
1.1 Principle of operation

1.1.1 Chemical or biochemical impregnation. The paper
substrate is treated or impregnated with specialized chemical
or biochemical reagents. These reagents exhibit a remarkable
ability to selectively react with specic target analytes present
Anal. Methods, 2024, 16, 2777–2809 | 2777
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in a sample. When such a reaction occurs, it triggers a visible
change in color or intensity in the paper.

1.1.2 Quantitative indication. Crucially, the magnitude of
the color change or intensity shi is directly proportional to the
concentration of the analyte within the sample.

These attributes render paper-based sensors an ideal choice
for a wide range of applications, particularly in settings where
access to sophisticated laboratory equipment is limited or
impractical. These sensors have found their place in a multi-
tude of applications, from environmental monitoring to track
pollution levels to healthcare, offering diagnostic solutions and
point-of-care testing. Additionally, they are instrumental in
ensuring food safety by providing rapid and accessible quality
assessment. Their myriad advantages make them highly
appealing:

Cost-efficiency: compared to conventional sensing technol-
ogies, paper-based sensors are more affordable and cost effec-
tive due to a number of reasons such as;

Material cost: the most common and affordable material
used in paper-based sensors is cellulose-based paper. Paper is
substantially less expensive to produce and get than other
substrates used in typical sensors, such silicon6 or glass.7

Printing techniques: simple pen-on-paper techniques,
screen printing, inkjet printing, and other printing techniques
can all be used to create paper-based sensors. Due to their
scalability and affordability, these methods enable the low cost
per unit mass manufacture of sensors.

Less complexity in manufacturing: compared to their
conventional counterparts, paper-based sensors frequently
call for less complicated manufacturing procedures. Typi-
cally, the fabrication process entails printing or depositing
sensing devices onto paper substrates, which are then
simply encapsulated using techniques. The production costs
are reduced as a result of this optimized manufacturing
method.

Paper-based sensors are frequently made with the intention
of being used only once or thrown away. The necessity for
Table 1 The comparison of traditional substrate with paper for making

S. no. Property

Material

Paper

1 Surface prole Moderate
2 Flexibility Yes
3 Structure Fibrous
4 Surface-to-volume ratio High
5 Fluid ow Capillary action
6 Sensitivity to moisture Yes
7 Biocompatibility Yes
8 Disposability Yes
9 Biodegradability Yes
10 High-throughput fabrication Yes
11 Functionalization Easy
12 Spatial resolution Low to moderate
13 Homogeneity of the material No
14 Price Low
15 Initial investment Low

2778 | Anal. Methods, 2024, 16, 2777–2809
expensive cleaning and maintenance processes connected with
reusable sensors is eliminated by this disposability. In addition,
paper sensors are reasonably priced for one-time usage in elds
including environmental monitoring, food safety testing, and
medical diagnostics.8

Integration and miniaturization: developments in micro-
fabrication methods have made it possible to integrate and
minimize sensing components on paper substrates. This inte-
gration keeps or even improves sensitivity and specicity while
lowering the total cost by reducing the amount of sensing
material needed for each sensor.

Customization and versatility: paper-based sensors are ex-
ible in both their functional and design aspects. Customization
is possible at a reasonable cost because researchers can modify
the characteristics of paper substrates and sensor devices to t
certain applications. Because of its adaptability, sensors with
reasonable prices can be developed for a variety of uses and
sectors.

Low power consumption: a large number of paper-based
sensors function without the need for complicated elec-
tronic components or external power sources. Rather, to
identify analytes, they rely on passive methods like capillary
action or colorimetric changes. Paper sensors are appro-
priate for environments with limited resources, such as those
with expensive or restricted access to electricity, due to
their low energy consumption, which also lowers operational
expenses.

Paper-based sensors are generally less expensive because
of their low-cost components, streamlined production
methods, disposable nature, and adaptability in terms of
design and integration. These qualities render paper-based
sensors a desirable choice for a range of applications, espe-
cially those requiring scalable and reasonably priced sensing
solutions.9,10 In Table 1, a comprehensive comparison
between paper and conventional substrates highlights the
superiority of paper as an optimal choice for sensor
development.
sensors

PDMS Glass Silicon

Very low Very low Very low
Yes No No
Solid, gas-permeable Solid Solid
Low Low Low
Forced Forced Forced
No No No
Yes Yes Yes
No No No
To some extent No No
No Yes Yes
Difficult Difficult Moderate
High High Very high
Yes Yes Yes
Moderate Moderate High
Moderate Moderate High

This journal is © The Royal Society of Chemistry 2024
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2. Selection of different substrates
and nanoparticles for the synthesis of
paper sensors

The selection of paper substrate and blending with different
nanomaterials plays a pivotal role in the development of paper
sensors, signicantly inuencing their performance, sensitivity,
and overall reliability. The scientic community has explored
a wide array of paper substrates and nanoparticles, nanotubes
to design paper sensors that cater to diverse applications.
2.1 Cellulose paper

Regular cellulose paper, when modied with functional groups
or coatings, becomes a versatile substrate for various paper
sensors. This versatility allows scientists to tailor cellulose
paper to meet specic application requirements. For instance,
the addition of functional groups or coatings can enable cellu-
lose paper to participate in colorimetric assays. In these assays,
the paper interacts with analytes, resulting in detectable color
changes that are proportional to analyte concentration. More-
over, cellulose paper can be employed in electrochemical
sensors where chemical reactions at the paper's surface
generate electrical signals, making it ideal for a wide range of
electrochemical applications. Further the cellulose paper can be
further designed to obtain lter paper and nitrocellulose paper
as discussed below.

2.1.1 Cellulose lter paper. Filter paper's exceptional
porosity and uid-wicking capabilities make it an ideal choice
for various paper-based sensors. The high porosity ensures
efficient sample absorption and distribution, while its
capacity to wick uids allows for rapid and uniform interac-
tions with analytes. Filter paper nds its application in diverse
elds, including pH sensors and glucose sensors. In the case
of pH sensors, lter paper can effectively detect pH changes by
interacting with pH-indicating reagents. Similarly, in glucose
sensors, lter paper can serve as a matrix for glucose-specic
enzymes, facilitating the rapid quantication of glucose
levels.

2.1.2 Nitrocellulose paper. Nitrocellulose paper has gained
signicant recognition for its role in lateral ow assays,
particularly in widely-used diagnostic tests like pregnancy tests.
Its standout feature is its exceptional capillary action, enabling
swi liquid progression. This attribute is especially advanta-
geous in diagnostic tests, where quick results are crucial.
Nitrocellulose paper can efficiently immobilize biomolecules,
enhancing its usability in diagnostic applications. When
samples interact with nitrocellulose paper, they trigger specic
biochemical reactions, leading to visible results, such as the
appearance of lines or color changes.

2.1.3 Chitosan coated cellulose paper. Chitosan-coated
paper is tailored for the detection of heavy metals such as
lead and mercury. Chitosan, derived from chitin, possesses
metal-binding properties, making it an effective material for
capturing and quantifying metal ions in samples. The specic
This journal is © The Royal Society of Chemistry 2024
interaction between chitosan and metal ions results in visible
changes, such as color shis or precipitation, indicating the
presence and concentration of heavy metals.

2.1.4 Graphene oxide-infused cellulose paper. The infusion
of paper with graphene oxide or other nanomaterials has
ushered in a new era of enhanced sensor performance. Gra-
phene oxide-infused paper is oen utilized in the creation of
sensors designed to detect heavy metals and organic
compounds. The inclusion of nanomaterials, such as graphene
oxide, amplies the sensor's sensitivity. These sensors can
efficiently recognize specic analytes in complex sample
matrices due to their enhanced affinity, leading to more precise
and reliable results.

2.1.5 Carbon nanotube-infused cellulose paper. Carbon
nanotube-infused paper plays a unique role in the realm of
paper-based sensors. It excels in creating conductive electrodes,
which are indispensable in electrochemical and electronic
sensors. The paper's interaction with analytes generates elec-
trical responses, allowing for the quantication of analyte
concentrations. In electronic sensors, the electrical properties
of carbon nanotubes can be harnessed to enable electronic
readouts and data transmission, expanding the scope of
potential applications.

2.1.6 Gold nanoparticle deposited cellulose paper. Gold
nanoparticles are oen incorporated into paper substrates for
creating colorimetric sensors. These sensors utilize the unique
optical properties of gold nanoparticles to detect and quantify
various analytes, including ions and biomolecules. The interac-
tions between gold nanoparticles and analytes induce noticeable
color changes, providing a straightforward and easily interpret-
able means of analysis. This makes them particularly valuable in
applications where rapid and on-site testing is required.

2.1.7 Silver nanoparticle deposited cellulose paper. Silver
nanoparticle-modied paper shares similarities with its gold
counterpart and is also employed in colorimetric assays. These
sensors can detect specic molecules by triggering color
changes when the analyte interacts with the silver nano-
particles. This intuitive method of detection is valuable for
various applications, including environmental monitoring and
point-of-care diagnostics.
2.2 Polymer cellulose blended paper

The blending of various polymers with paper substrates
enhances their properties, contributing to improved durability,
exibility, and stability. This blending is oen used in micro-
uidic paper-based devices (mPADs), which require these char-
acteristics. The mPADs nd applications in various elds, from
medical diagnostics to environmental monitoring, as their
durability ensures they withstand complex sample matrices and
rugged eld conditions.

The selection of paper substrate plays a pivotal role in
shaping the performance and applications of paper sensors.
Researchers meticulously consider the nature of the target
analyte, the sensitivity required, and the operational conditions
when choosing the appropriate paper. In recent years, the
Anal. Methods, 2024, 16, 2777–2809 | 2779
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utilization of different papers for colorimetric detection has
been a growing focus for research groups. The choice of paper
signicantly inuences the capabilities and versatility of paper-
based sensors, further driving innovation in this eld. Table 2
demonstrates a list of different types of paper used for
designing paper sensors in the last two decades.
3. Different methods opted to
fabricate paper sensors

In the eld of analytical chemistry, paper sensors have emerged
as a transformative technology due to their simplicity, cost-
effectiveness, and versatility across a wide range of applica-
tions. Various methods have been applied to design and fabri-
cate paper sensors, each offering unique advantages and
opportunities for innovation. Paper sensors have emerged as
a revolutionary technology in analytical chemistry, gaining
widespread recognition due to their simplicity, cost-
effectiveness, and remarkable versatility in diverse applica-
tions. Over the last two to three decades, various methods have
been employed to fabricate paper sensors, each method
bringing unique advantages and applications. The following
section provides an extensive overview of some of these
methods and highlights key recent advancements.
3.1 Inkjet printing

Inkjet printing has ushered in a new era in paper sensor
fabrication. This technique involves the precise ejection of tiny
droplets of functional ink or sensing materials onto the paper
surface using an inkjet printer. This method offers a level of
control over deposition that is particularly suited for creating
complex patterns and structures. Inkjet-printed paper sensors
have found applications in diverse elds, including exible
electronics and wearable devices. In 2019, Ponram et al. intro-
duced a different application of inkjet printing by depositing
phosphorescent iridium(III) on paper surfaces. This innovation
enabled the highly specic detection of Hg(II) ions.47 This work
demonstrated the method's effectiveness in addressing envi-
ronmental and health-related challenges. In 2020, Lee et al.
showcased the potential of inkjet printing by creating a colori-
metric technique on photo paper. This technique enabled the
detection of 2,4,6-trinitrotoluene (TNT) in contaminated soil
with an impressive detection limit of 14 ppm.48 This application
exemplied the utility of inkjet-printed paper sensors in envi-
ronmental monitoring and safety assessments. In 2021, Shrivas
et al. harnessed the power of inkjet printing to fabricate
a colorimetric sensor using silver nanoparticles (AgNPs) on
paper substrates. This sensor was specically designed for on-
site detection of mercuric ions (Hg2+) in water samples,
further highlighting the adaptability and accessibility of inkjet-
printed paper sensors.49 In 2023, Lim et al. extended the capa-
bilities of inkjet printing by fabricating paper-based sensors
using graphene as a printing ink. These sensors were designed
for breath monitoring, showcasing the potential applications of
inkjet-printed paper sensors in the eld of healthcare a sche-
matic way as shown in Fig. 1.50
Anal. Methods, 2024, 16, 2777–2809 | 2781
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Fig. 1 Schematic representation of a paper-based inkjet-printed graphene sensor [reprinted with permission from ref. 50 Lim W. Y., Goh C. H.,
Yap K. Z. and Ramakrishnan N., One-step fabrication of paper-based inkjet-printed graphene for breathmonitor sensors, Biosensors, 2023, 13(2),
209, https://doi.org/10.3390/bios13020209. Copyright@MDPI].
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Inkjet printing has paved the way for precise and custom-
izable paper sensors, enabling applications that range from
environmental monitoring to advanced healthcare solutions.
These sensors, with their ne-tuned features, are at the fore-
front of addressing real-world challenges and improving quality
of life. Table 3 gives the recent work done in paper sensors using
inkjet printing.

3.1.1 Advantages and disadvantages of inkjet printing.
Paper sensor design benets greatly from the use of inkjet
printing technology, which is inexpensive, exible, and capable
of producing intricate patterns at high resolution. But there are
a few drawbacks to employing inkjet printing for this kind of
work.

3.1.1.1 Limitations on resolution. Inkjet printers can produce
high resolutions,72 but for some complex sensor designs—
particularly those that call for extremely minute details or exact
patterning—the resolution might not be enough.

3.1.1.2 Limited ink compatibility. While most inkjet printers
can use a wide variety of inks, not all of them are compatible
with sensor materials or appropriate for printing on paper
substrates. This may limit the variety of materials that can be
utilized in sensor fabrication.73 Inkjet-printed inks have the
potential to penetrate or spread unevenly on paper substrates,
which could result in differences in the accuracy and perfor-
mance of the sensors. This can be especially troublesome for
sensors that need exact control over the layering of ink.74

3.1.1.3 Limited compatibility with materials. The varieties of
sensor materials that can be utilized may be limited by the fact
that inkjet printing is mostly appropriate for printing on
porous or absorbent substrates like paper.75 Certain sensor
materials could not print well in an inkjet printer or stick to
paper poorly.

3.1.1. 4Durability issues. Compared to sensors made using
alternative methods or materials, inkjet-printed sensors on
paper substrates could be less robust.76 Environmental factors,
2782 | Anal. Methods, 2024, 16, 2777–2809
mechanical stress, and moisture can all have an impact on how
long inkjet-printed paper sensors last and how reliable they are.

3.1.1.5 Post-processing requirements. To improve perfor-
mance, stability, and longevity, inkjet-printed paper sensors
may need to undergo extra post-processing procedures like
drying, curing, or coating. These procedures may increase the
fabrication process's complexity and expense.77
3.2 Wax printing: a versatile technique for microuidic
paper-based devices

In the realm of paper sensor fabrication, wax printing stands as
a versatile and essential technique. This method revolves
around the precise application of a hydrophobic wax to paper
through various means, such as inkjet printing, screen printing,
or using wax pens. The hydrophobic wax serves as a crucial
barrier, dictating the ow of liquids within specic regions on
the paper. The signicance of wax printing lies in its role in
creating microuidic paper-based devices (mPADs) as shown in
Fig. 2, a cornerstone in diagnostic applications.

In the year 2019, the wax printing technique experienced
signicant advancements, led by the work of Strong and
colleagues. They made a remarkable leap in the precision and
resolution of wax printing by fabricating microuidic paths on
paper.79 The team achieved this feat by strategically altering the
iodate concentration and initiating a series of chemical reac-
tions. This breakthrough enhanced the technique's ability to
achieve high-resolution designs, a crucial aspect for microuidic
paper devices. Wax printing boasts numerous advantages, which
have contributed to its popularity. It is known for its cost-
effectiveness, efficiency, rapid prototyping capabilities, and
straightforwardness in usage. In fact, the prototyping of micro-
uidic devices can be completed in as little as ve minutes, with
subsequent adjustments being made even more swily.80

Wax printing remains at the forefront of paper sensor
fabrication due to its precision, cost-effectiveness, and rapid
This journal is © The Royal Society of Chemistry 2024

https://doi.org/10.3390/bios13020209
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ay02258g


T
ab

le
3

T
h
e
re
ce

n
t
w
o
rk

d
o
n
e
in

p
ap

e
r
se
n
so

r
u
si
n
g
in
kj
e
t
p
ri
n
ti
n
g
m
e
th
o
d

S.
n
o.

A
n
al
yt
e

D
et
ec
to
r

Pr
in
te
r

M
et
h
od

s
of

de
te
ct
io
n

D
et
ec
ti
on

li
m
it

R
ef
.

1
pH

,g
lu
co
se
,p

ro
te
in

Sc
an

n
er

Pi
co
je
t-
20

00
C
ol
or
im

et
ry

G
lu
co
se
-2
.8
–2
8
m
M

51
pH

–
5–
9

H
um

an
se
ru
m

al
bu

m
in
-0
.4
6–
46

m
M

2
pH

,h
u
m
an

Ig
G
,

m
ou

se
Ig
G

Sc
an

n
er

Pi
co
je
t-
20

00
C
ol
or
im

et
ry

H
um

an
Ig
G
–
at

le
as
t
10

n
g
m
L−

1
52

3
Pa

ra
ox
on

D
ig
it
al

ca
m
er
a,

sm
ar
tp
h
on

e
ca
m
er
a

D
im

at
ix

D
M
P-
28

00
C
ol
or
im

et
ry

Pa
ra
ox
on

–
10

0
n
M

53
an

d
54

A

at
ox
in

B
1

A

at
ox
in

B
1
–
30

n
M

4
Pa

ra
ox
on

D
ig
it
al

ca
m
er
a

D
im

at
ix

D
M
P-
28

00
C
ol
or
im

et
ry

Pa
ra
ox
on

–
1
n
M

55
B
en

di
oc
ar
b

B
en

di
oc
ar
b
–
1
n
M

C
ar
ba

ry
l

C
ar
ba

ry
l
–
10

n
M

M
al
at
h
io
n

M
al
at
h
io
n
–
10

n
M

5
H
g(

II
),
A
g(

I),
C
u
(II
),

C
d(

II
),
Pb

(II
),
C
r(
IV
),

N
i(
II
)

D
ig
it
al

ca
m
er
a,

sc
an

n
er

D
im

at
ix

D
M
P-
28

00
C
ol
or
im

et
ry

H
g(

II
)-
0.
00

1
pp

m
56

C
u(

II
)-
0.
02

0
pp

m
A
g(

I)-
0.
00

2
pp

m
C
d(

II
)-
0.
02

0
pp

m
Pb

(II
)-
0.
14

0
pp

m
C
r(
IV
)-
0.
15

0
pp

m
N
i(
II
)-
0.
23

0
pp

m
6

A
T
P

H
um

an
n
os
e

D
im

at
ix

D
M
P-
28

00
O
do

ur
1.
16

m
M

in
bu

ff
er
,1

.3
6
m
M

in
or
an

ge
pu

n
ch

57

7
pH

,H
2
O
2

Sc
an

n
er

E
ps

on
PX

-1
01

C
ol
or
im

et
ry

pH
:4

–9
58

H
2
O
2:
14

.4
m
M

8
V
ol
at
il
e
pr
im

ar
y

am
in
es

Sc
an

n
er

D
im

at
ix

D
M
P-
28

31
C
ol
or
im

et
ry

D
is
cr
im

in
at
io
n
of

n-
C
n
H

2
n
−1
N
H

2

(n
=

1–
7)

59

9
N
it
ri
te
,A

LP
Sc
an

n
er

C
an

on
PI
X
M
A
iP
45

00
C
ol
or
im

et
ry

N
it
ri
te

(N
O
2
− )
:0

–5
m
M

60
10

D
B
A
E
,N

A
D
H

Sm
ar
tp
h
on

e
ca
m
er
a

C
an

on
PI
X
M
A
iP
45

00
E
le
ct
ro
ch

em
il
um

in
es
ce
n
ce

D
B
A
E
:3

m
M
–5

m
M

(0
.9

m
M
)

61
N
A
D
H
:0

.2
–1
0
m
M

(2
00

m
M
)

11
N
it
ri
te
,n

it
ra
te

Sc
an

n
er

C
an

on
P4

70
0

C
ol
or
im

et
ry

N
it
ri
te

(N
O
2
− )
:1

0–
15

0
m
M

62
N
it
ra
te

(N
O
3
− )
:5

0–
10

00
m
M

12
R
ea
ct
iv
e
ph

os
ph

at
e

Sc
an

n
er

C
an

on
P4

70
0

C
ol
or
im

et
ry

0.
2–

10
m
g
L−

1
P

63
13

M
et
ab

ol
ic

vo
la
ti
le
s

fr
om

fo
od

pr
od

uc
ts

H
g
la
m
p,

ep
i
uo

re
sc
en

ce
m
ic
ro
sc
op

e
H
p
D
es
k-
je
t
42

80
Fl
uo

re
sc
en

ce
M
on

it
or
in
g
of

m
ea
ts
,d

ai
ry
,f
ru
it
,g

ra
in
,

ve
ge
ta
bl
es

an
d
fr
ui
t
sp

oi
la
ge

64

14
Ph

en
ol
ic

co
m
po

u
n
ds

Sc
an

n
er

D
im

at
ix

D
M
P-
28

00
C
ol
or
im

et
ry

B
PA

,p
-c
re
so
l:
1–
20

0,
do

pa
m
in
e,
ca
te
ch

ol
:

1–
30

0,
ph

en
ol
:1

–4
00

,m
-c
re
so
l:

1–
50

0
m
g
L−

1

65

15
h
C
G

D
ig
it
al

ca
m
er
a

SL
T
05

05
-H

K
F

C
ol
or
im

et
ry

1
n
g
m
L−

1
in

bu
ff
er

so
lu
ti
on

,
4
n
g
m
L−

1
in

ur
in
e
sa
m
pl
e

66

16
V
ol
at
il
e
or
ga

n
ic

co
m
po

un
d
s

U
V
la
m
p,

di
gi
ta
l
ca
m
er
a,

m
ic
ro
sc
op

e
H
P
D
es
k-
je
t
D
23

60
C
ol
or
im

et
ry
,

uo
re
sc
en

ce
D
is
cr
im

in
at
io
n
of

10
or
ga

n
ic

so
lv
en

t
va
po

ur
s

67

17
M
or
ph

in
e

Sc
an

n
er

D
im

at
ix

D
M
P-
28

31
C
ol
or
im

et
ry

1
n
g
m
L−

1
68

18
C
at
io
n
ic

su
rf
ac
ta
n
ts
,a

n
io
n
ic

po
ly
m
er
s

D
ig
it
al

ca
m
er
a

D
et
ai
ls

n
ot

av
ai
la
bl
e

C
ol
or
im

et
ry

A
n
io
n
ic

po
ly
m
er
s,

ca
ti
on

ic
su

rf
ac
ta
n
ts
:

at
le
as
t
1
m
M

69

19
G
lu
co
se

Sp
ec
tr
op

h
ot
om

et
er

E
ps

on
M
E
1+

C
ol
or
im

et
ry

0–
10

0
m
M

in
ur
in
e

70
20

B
.s
ub

ti
li
us
,E

.
co
li

Sc
an

n
er

E
ps

on
A
rt
is
an

50
C
ol
or
im

et
ry

B
.
su
bt
il
iu
s,
E.

co
li
–
10

3
C
FU

71

This journal is © The Royal Society of Chemistry 2024 Anal. Methods, 2024, 16, 2777–2809 | 2783

Critical Review Analytical Methods

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 1
/1

4/
20

26
 1

1:
35

:3
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ay02258g


Fig. 2 Schematic representation of wax printing on paper microfluidic devices [reprinted with permission from ref. 78 Prasad A., Tran T. and
Gartia M. R., Multiplexed paper microfluidics for titration and detection of ingredients in beverages, Sensors, 2019, 19(6), 1286, https://doi.org/
10.3390/s19061286. Copyright©MDPI].
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prototyping capabilities. While challenges related to the avail-
ability of wax printers persist, the innovative spirit of
researchers ensures that alternative approaches will continue to
be explored, guaranteeing the continued utility of this versatile
technique in the development of paper-based microuidic
devices and sensors. The whole fabrication process and
some parameters that can be used in wax printing are given in
Table 4.

Recognizing the potential of wax printing, Chiang et al.
introduced a 3D printing process in 2019 to fabricate paper-based
Table 4 Parameters for wax printing

S. no. Paper Printer Time

1 Filter paper 202 and
102

Xerox Phaser 8560DN 2 min

2 Whatman
chromatography
paper no. 1

Xerox Phaser 8560DN 2 min

3 Whatman
chromatography
paper no. 1

Xerox ColorQube
8570DN

1 min

4 Whatman lter paper
no. 114

Xerox Phaser 8560 2 min

5 Whatman lter paper
no. 4

Xerox ColorQube 8750 30 s

6 Whatman lter paper
no. 4

Xerox ColorQube 8750N 5 min

7 Whatman
chromatography
paper no. 1

Xerox ColorQube 8570 45 s

8 Whatman
chromatography
paper no. 1

Xerox ColorQube 8750 —

9 Whatman
chromatography
paper no. 1

Xerox Phaser 8560DN 30 s

10 Whatman
chromatography
paper no. 1

Xerox ColorQube 8750 2 min

11 Advantec no. 2 lter
paper (Advantec MFS)

Xerox ColorQube 8570N 10 min

12 Whatman lter paper
no. 114

Xerox Phaser 8000DP 2 min

13 Whatman
chromatography
paper no. 1

Xerox ColorQube 8570 50 s

2784 | Anal. Methods, 2024, 16, 2777–2809
microuidic devices using wax as a pivotal element.96 In the same
year, Wisang and colleagues harnessed the wax printing tech-
nique to construct microuidic paper-based analytical devices
designed for the colorimetric detection of lead(II).97

3.2.1 Advantages and disadvantages of wax printing. It is
imperative to acknowledge the present challenge faced by the
wax printing technique. The production of wax printers has
seen a decline, which poses a hurdle to this otherwise advan-
tageousmethod.98 Along with this wax printing is oen sensitive
to temperature variations, which can affect the quality and
Temperature
(°C) Design soware

Heating
equipment Ref.

150 — Oven 81

150 CleWin (PhoeniX B.V.) Hot plate 82

125 CorelDRAW (Corel Corp.) Oven 83

150 Illustrator (Abode Systems
Inc.)

Oven 84

150 Illustrator (Abode Systems
Inc.)

Oven 85

120 — Hot plate 86

120 — Oven 87

160 Microso Paint (Microso
corp.)

Laminator 88

150 Illustrator (Abode System
Inc.)

Oven 89

150 Photoshop (Abode System
Inc.)

Hot plate 90

100 AutoCAD (Autodesk Inc.) Hot plate 91 and
92

120 — Oven 93

175 Illustrator (Abode Systems
Inc.)

Hot plate 94 and
95

This journal is © The Royal Society of Chemistry 2024
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consistency of the printed patterns. This may pose challenges in
environments where temperature control is difficult.

In response to this challenge, researchers are diligently
exploring alternative approaches to fabricating microuidic
paper-based devices using wax as a hydrophobic substance. One
innovative solution is a hybrid wax printing process that
combines a mini CO2 laser machine with a wax printer. This
method allows for the simultaneous melting, heating, and
piercing of wax for the design of mPADs. The commercial
acceptance of mPADs continues to grow, encouraging manu-
facturers to consider the reproduction of wax printers, ulti-
mately revitalizing this critical technique.99
3.3 Screen printing/stencil printing: precision craing of
paper-based sensors

In the realm of paper-based sensors, the art of screen printing
or stencil printing is harnessed to create meticulously designed
sensor patterns on paper. This method involves placing
a stencil on the paper substrate and then meticulously depos-
iting sensing materials through the openings in the stencil.100

The technique offers unmatched precision in controlling the
pattern's creation, enabling the formation of well-dened
structures on the paper surface. The foundational principles
of screen printing are elegantly illustrated in Fig. 3, providing
a comprehensive visual representation of this process.101

In 2016, Cinti and colleagues showcased the capabilities of
this technique by developing a paper-based electrochemical
sensor that could detect phosphate levels with remarkable
sensitivity.102 Three years later, in 2019, Jarujamrus and team
demonstrated how screen printing could be employed to cra
a hydrophobic barrier on paper using a specially formulated
rubber solution.103 Within the same year, Caratelli et al. brought
the advantages of screen printing to the construction of a three-
electrode-based electrochemical sensor, catering to the
Fig. 3 The fundamental processing model of screen printing [reprinted w
One-step polylactic acid screen-printing microfluidic paper-based analyt
in food samples, Chemosensors, 2019, 7(3), 44, https://doi.org/10.3390

This journal is © The Royal Society of Chemistry 2024
detection of cholinesterase inhibitors, an essential endeavor for
healthcare and environmental monitoring.104

3.3.1 Advantages and disadvantages of screen printing.
Screen printing is recognized for its holistic approach to
sensor preparation. The necessary equipment and materials
are readily available, contributing to its popularity. Addition-
ally, the technique is known for its cost-effectiveness, making
it an ideal choice for producing small batches of modied
paper-based devices.105 Notably, screen printing's suitability
extends to bulk production, further underscoring its versatility
and applicability in craing paper-based sensors for various
applications.

Compared to other printing methods like inkjet printing or
photolithography, screen printing might not be able to produce
patterns with a high level of resolution. This may restrict the
intricacy and accuracy of patterns that may be printed, which
may have an impact on the sensitivity and functionality of the
sensor.106 In addition to this, while using screen printing, it
might be difficult to obtain exact control over the thickness of
printed layers. For paper-based sensors to remain homoge-
neous and sensitive, layer thickness management is essential.107

Changes in layer thickness could have an impact on the sensors'
repeatability and performance. Multilayer registration: to
construct functional elements like electrodes, sensing layers,
and insulating layers, printing many layers of distinct materials
is a common process in the fabrication of paper sensors. It can
be challenging to precisely align these layers during the screen
printing process,108 which can result in misalignment problems
that could impair sensor performance.
3.4 Dip-coating: precision craing of functional paper-based
sensors

In the realm of craing advanced paper-based sensors, the dip-
coating process emerges as a powerful technique. This method
ith permission from ref. 101 Teepoo S., Arsawiset S. and Chanayota P.,
ical device: application for simultaneous detection of nitrite and nitrate
/chemosensors7030044. Copyright©MDPI].
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involves immersing a substrate, such as paper, into a solution
or suspension, typically containing functional materials like
nanoparticles, polymers, or chemical reagents. The moving
unfolds as the substrate is gently withdrawn from the solution,
orchestrated by the delicate dance of capillary and wetting
forces.109 This process creates a delicate and controlled depo-
sition of a thin lm of the functional material onto the paper's
surface. The control over the lm's thickness is achieved by
manipulating parameters like withdrawal speed, solution
concentration, and the number of coating cycles, granting
precision and ne-tuning capabilities to this method.

The utilization of dip-coating in creating paper-based
sensors has garnered signicant attention in recent years,
largely owing to a multitude of advantages it offers. These
sensors stand out for being lightweight, exible, and dispos-
able, attributes that render them exceptionally suitable for an
array of applications, ranging from environmental monitoring
to medical diagnostics and food safety.110

One of the dening strengths of this technique lies in its
adaptability. By skilfully tailoring the composition of the
coating material, paper-based sensors can be meticulously
designed to detect a wide spectrum of analytes. This versatility
equips them to respond to diverse analytical needs, from
identifying chemical pollutants and biomolecules to detecting
ions, thereby serving as dynamic analytical tools.110 Beyond its
fundamental advantages, dip-coating bestows upon the sensor
designer the ability to orchestrate intricate and multifaceted
sensor designs. This enables the creation of paper-based
sensors comprising multiple layers, each meticulously engi-
neered to serve a distinct function. These layers can collectively
capture target analytes, transduce signals, or facilitate the
readout of critical data, showcasing the vast creative possibili-
ties within this methodology.111

3.4.1 Advantages and disadvantages of dip coating. As the
world of paper-based sensors continues to advance, the dip-
coating process stands as a cornerstone in achieving sophisti-
cated and multifunctional paper-based sensor designs. Its
lightweight, exible, and adaptable nature, coupled with the
ease of manipulation,112 makes it an indispensable tool for the
development of sensors catering to multifaceted applications.

Taking about its disadvantages, certain materials used in dip
coating formulae might not work well with paper substrates or
might change the paper's characteristics in an unfavourable way,
including reduction its exibility or porosity.113 Further, dip
coating procedures can take a while, particularly if complicated
sensor designs or several coating layers are needed. This may
affect the production efficiency and scalability of paper-based
sensors.114 In addition to this, dip coating frequently calls for
the use of chemicals and solvents, which could lead to issues
with waste disposal, worker safety, and solvent emissions.115
3.5 Photolithography: craing precision patterns for
advanced paper sensors

In the world of sensor fabrication, photolithography, oen
referred to as “photolitho” or “photopatterning,” shines as
a versatile and precise manufacturing technique that has,
2786 | Anal. Methods, 2024, 16, 2777–2809
historically, been the stronghold of the semiconductor industry.
However, its capabilities have transcended boundaries, nding
resonance in a multitude of applications, including the devel-
opment of paper sensors.116 Photolithography takes center stage
in the creation of these sensors by empowering the precise
patterning of materials onto the paper substrate.

The core of photolithography lies in the manipulation of
light, usually in the form of ultraviolet (UV) rays, to transfer
a meticulously designed pattern onto a photosensitive material.
This photosensitive material, oen a photoresist or light-
sensitive polymer, is evenly coated onto the paper substrate,
forming a blank canvas awaiting intricate details. The pivotal
component of the process is a photomask, a meticulously
craed guide that maps out the pattern to be transferred onto
the paper. These photomasks are born of computer-aided
design (CAD) soware, each possessing transparent and opa-
que regions corresponding to the desired sensor features.

The alchemy of photolithography unfolds as the coated
paper is exposed to the brilliance of UV light, a moment of
transformation. The areas of the paper exposed to this lumi-
nous energy undergo a chemical metamorphosis, typically in
the form of cross-linking or dissolution processes, depending
on the specics of the design.117 The shaded areas, however,
remain unchanged, forming the negative of the intended
pattern. Aer the illumination, a developer solution enters the
stage, removing the unexposed or uncross-linked regions. This
development reveals the precise and intricate sensor features,
etched onto the paper like an artistic masterpiece.

The beauty of photolithography extends beyond pattern
creation; it encapsulates a world of possibilities. Post-
patterning, the paper becomes a canvas for functionalization
with specic chemicals or materials to facilitate the sensor's
primary function – the detection of target analytes. This could
involve the introduction of enzymes, nanoparticles, or
conductive materials that breathe life into the paper sensors,
allowing them to interact with the chosen analytes.117

The symphony of photolithography unfolds with precision
and exactitude, granting paper sensors well-dened patterns that
underpin their ability to deliver accurate and reliable sensing.118

3.5.1 Advantages and disadvantages of photolithography.
This technique is not only precise but also scalable, making it
suitable for the mass production of sensors. Furthermore, it
offers excellent repeatability, a critical aspect in ensuring
consistent sensor performance, thereby marking it as a stalwart
in the world of advanced paper sensors.119

But if we discuss its drawbacks, the acquisition and upkeep
of photolithography equipment can be costly, which limits its
availability for small-scale or low-budget projects like those
using paper sensors.120 Further, Photolithography operations
necessitate a regulated setting with specic tools, materials,
and skilled workers. Incorporating this intricacy into the
production of paper-based sensors could not be practical or
economical. Photoresists and etchants used in photolithog-
raphy are frequently incompatible with the materials used in
paper sensors.121 These compounds' chemical interactions with
the paper substrate may result in unintended reactions or
a decline in sensor function. In addition to this, if
This journal is © The Royal Society of Chemistry 2024
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Fig. 4 Schematic representation of small scale channels generated by using laser cutting method [reprinted with permission from ref. 123
Mahmud M. A., Blondeel E. J., Kaddoura M. and MacDonald B. D., Features in microfluidic paper-based devices made by laser cutting: how small
can they be?, Micromachines, 2018, 9(5), 220, https://doi.org/10.3390/mi9050220. Copyright@MDPI].

Critical Review Analytical Methods

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 1
/1

4/
20

26
 1

1:
35

:3
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
photolithography is not done correctly, the usage of different
chemicals and processes could have an adverse effect on the
environment.122 The use of these methods to the production of
paper sensors may give rise to questions regarding sustain-
ability and the management of chemical waste.
3.6 Laser cutting: craing precision and innovation in
paper-based devices

Laser cutting has emerged as a formidable tool for creating
meticulously designed patterns and intricate microuidic
channels on paper, giving rise to a new era of precise and rapid
fabrication in the world of paper-based sensors. In 2018, Mah-
mud et al. introduced an innovative concept where they har-
nessed the precision of laser technology to fabricate
microuidic paper-based analytical devices (mPADs) capable of
measuring the smallest feature sizes essential for the unhin-
dered ow of uids.123 As depicted in Fig. 4, this achievement
has opened up exciting possibilities in the eld of paper
sensors, promising to revolutionize their design and
capabilities.

One of the remarkable techniques emerging from the world
of laser-based fabrication involves the controlled heating of
paper, pre-coated with hydrophobic materials. This inventive
approach allows for the creation of aquaphobic barriers at high
temperatures, effectively rendering the paper water-resistant. In
2019, Zhang et al. demonstrated their pioneering work by
uniformly distributing a layer of wax on paper and utilizing
laser-induced heating to engineer intricate microuidic paths
and water-resistant barriers.124 This innovative method not only
showcases the adaptability of laser technology but also
enhances the functionality and durability of paper-based
sensors.

Furthermore, laser cutting plays a pivotal role in the creation
of aquaphobic paths by removing hydrophobic materials from
the paper. In 2020, Hiep et al. utilized this methodology for the
quantication of nitrite, marking a signicant milestone in the
evolution of paper-based sensor fabrication.125

3.6.1 Advantages and disadvantages of laser cutting. The
dynamic nature of laser cutting and its ability to adapt to
This journal is © The Royal Society of Chemistry 2024
various sensor requirements and applications are pushing the
boundaries of sensor technology.126 The integration of laser
technology into sensor fabrication is ushering in a new era of
precision and innovation, promising a brighter future for paper-
based sensors.127

Further, it has some limitation such as material compati-
bility. The variety of materials can be laser-cut, however not all
papers are best suited for this technique. Certain papers might
have coatings or additives that, when cut with a laser, release
harmful vapours that could harm themachinery or cause health
problems.128 In addition to this, when laser cutting technique is
used for fragile materials like paper, burnt edges may result.
This may have an impact on the sensor's appearance as well as
its ability to function, especially if the burnt edges weaken the
paper's structural integrity or change its characteristics.129
4. Design and development of 3D
paper-based sensors

The study on sensors made of paper has recently extended from
sensors based on paper substrate with two dimensions (2D) to
those with three dimensions (3D) coupled with different prep-
aration techniques. In comparison to 2D sensors, more difficult
multichannel analyses can be performed by 3D paper sensors.

Additionally, compared to its transverse ow, the longitu-
dinal uid ow device requires fewer samples and shorter ow
times, allowing quicker and more effective detection and anal-
ysis. Currently, the manufacturing procedure of 3D paper-based
devices mostly consists of stacking discrete 2D devices using
techniques like folding and adhesion.130 In year 2008, Martinez
et al. demonstrated a technique to create 3D microuidic
devices utilising dual-sided tape and decorative paper. The
uids were spread vertically and horizontally by the 3D paper-
based equipment, so they could straddle one another without
blending, and the samples were then dispersed to the detection
area, permitting concurrent and effective detection.131 In year
2014, Wang et al. created a 3D paper-based sensor using wax
printing and dual sided tape to detect several heavy metal ions
concurrently.132 In year 2020, Guan et al. created a three-
Anal. Methods, 2024, 16, 2777–2809 | 2787
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dimensional paper based sensor using glue adhesion, setting
distinct functions on each layer to create a platform that could
perform many operations including detection of blood brin-
ogen and plasma separation.133 However, employing double-
sided adhesive tape to construct 3D paper-based devices has
some disadvantages viz. difficult alignment, bonding, and
punching procedures, which have negative impact on uid ow.
Additionally, a few scientists created 3D paper sensor using
origami to attain numerous tests and simultaneous shunting.134

In year 2016, Ding et al. constructed a 3D equipment using
folding technique. The equipment could be utilised for a variety
of bioassays by unfold and fold the structure of paper.135 In year
2022, Lazzarini et al. created a 3D paper sensor using origami
and wax printed ink for the detection of allergens in food
sample.136 It describes a sensor made of origami paper that uses
magnetic microbeads to functionalize the paper substrate and
conducts a competitive chemiluminescence immunoassay for
ovalbumin in food samples. The schematic representation of
the sensor as shown below in Fig. 5.

The construction of 3D paper-based sensors using the
origami technique is easy, quick, and enables various 3D shapes
to execute various tasks.137 The preparation of 3D paper-based
devices via stacking necessitates accurate alignment of several
layers individually and appropriate interaction between hydro-
philic channels in each layer.138

Researchers have developed 3D paper sensors on single
paper by employing different preparation techniques. On two
sides of the same piece of paper, different hydrophobic patterns
are printed in order to implement the preparation process. In
year 2016, He et al. used a laser-based direct writing technology
Fig. 5 The schematic representation of 3D paper based sensor using or
136 Lazzarini E., Pace A., Trozzi I., Zangheri M., Guardigli M., Calabria D. an
by Chemiluminescence Immunoassay on Magnetic Microbeads, Bio
Copyright@MDPI].
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to construct and made a three-dimensional (3D) structure on
paper substrate, utilising the 3D structure to enable multi-step
analysis.130 This approach regulates the hydrophobic barrier
depth formed in the substrate by adjusting laser writing
parameters. It is possible to build three-dimensional ow routes
aer thorough design and integration. In year 2021, Jeong et al.
suggested 3D-mPAD formation on one piece of paper by
managing the paper absorption of several wax inks.139 In year
2014, Li et al. suggested a novel approach for creating 3D paper
sensors, instead of using sticky tape or origami. Wax printing
was used to create patterns on both sides of a piece paper. By
altering the printed wax's density and heating time, multi-layer
patterned routes in the substrate were produced with varying
wax penetration depths.140 The method reduces the amount of
paper layers required to create 3D sensors, facilitating the
device quality control process simpler. It is suitable for 3D paper
sensors and regular production processes. In year 2018, Pun-
pattanakul et al. effectively generated a three-dimensional
network of uid channels with many uids channel crossing
each other using inkjet printer. Inkjet printer as a shield is used
to create hydrophilic design on both sides of the paper, and
then submerged in a non-polar solution that contains a water-
resistant material to create a barrier that repels water. The
mask design assisted in separating the printed area into
hydrophobic and hydrophilic regions by preventing the non-
polar solution from adhering to it. The mask design assisted
to avoid the non-polar solution adhering to the printed
section,141 therefore make sections of the paper that are
hydrophobic and hydrophilic. In conclusion, the 3D modeling
method enables effective integration of additional uid ow
igami and wax printed ink method [reprinted with permission from ref.
dMirasoli M., An Origami Paper-Based Biosensor for AllergenDetection
sensors, 2022, 12(10), 825, https://doi.org/10.3390/bios12100825.

This journal is © The Royal Society of Chemistry 2024
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channels, enabling more sophisticated samples analysis on
a single device.134 Currently, 3D paper-based sensors are being
used for food safety, illness diagnosis and environmental
monitoring research and detection.

5. Colorimetry detection method

Colorimetric detection methods are extensively used in paper
designed sensors virtue of their cost-effectiveness, simplicity
and ease of interpretation.142 These methods rely on changes in
color to indicate the presence of a specic analyte or target
molecule. Here are some common colorimetric detection tech-
niques used in paper sensors.

5.1 Indicator dyes

Indicator dyes are molecules that undergo a color change in
response to a specic analyte. These dyes can be immobilized
on the paper substrate or within the detection zone. When the
target analyte reacts with the indicator dye, it triggers a chem-
ical or physical change that results in a visible color shi.
Examples of indicator dyes include pH indicators (e.g., litmus
paper), metal ion indicators (e.g., metallochromic dyes), and
enzyme substrates. In year 2017, Gunda et al. detect the E. coli in
water sample using a litmus paper test (dip test) in which the
enzymatic reaction is performed on the surface of a porous
paper substrate. The detection limit of E. coli was143 2 × 105 to 4
× 104 CFU mL−1. In year 2018, Idros et al. developed a multi-
dimensional colorimetric paper based sensor for the detection
heavy metal ions i.e., mercury, lead, iron, copper, nickel and
chromium ions using triple indicator. The triple indicator
changes color upon addition of metal ions and seen by naked
eye. The detection limit for Cu2+, Hg2+, Pb2+, Ni2+, Cr2+ and Fe+

were 15, 0.1, 0.3, 0.5, 0.8 and 3.58 mM respectively.144

5.2 Nanoparticles and nanomaterials

Nanoparticles such as gold nanoparticles (AuNPs), silver
nanoparticles (AgNPs), and quantum dots can be used in paper
sensors. These nanoparticles exhibit unique optical properties
that can be tuned to change color in the presence of specic
analytes.145 Functionalized nanoparticles can interact with the
analyte and cause aggregation, leading to a color shi that is
visible to the naked eye. In year 2021, Borthakur et al. synthe-
sized copper sulde porous reduced graphene oxide nano-
composite to detect the Hg(II) ions. The paper strips dip in Hg(II)
ion solution it initiated the TMB oxidation and shows the faded
bluish-green color with the detection limit of 0.010 ppm.146 In
the same year, Sahu et al. synthesized glucose functionalized
AuNPs and deposited on paper substrate for the visual identi-
cation of arsenic (As(III)) and lead (Pb(II)) ions. The detection
limits for As(III) and Pb(II) were 5.6 ppm and 7.7 ppm.34

5.3 Enzyme substrates

Enzyme-based colorimetric assays involve using enzymes that
catalyse reactions causing color shis.147 For example, in the
presence of a target analyte, an enzyme–substrate complex can
produce a colored product. This approach is commonly used in
This journal is © The Royal Society of Chemistry 2024
bioassays, where the analyte concentration determines how
strongly the colour changes. In year 2023, Guan et al. developed
a colorimetric paper based sensor for the real time detection of
ascorbic acid based on AuNPs nanozyme activity. Its detection
limit was 0.406 mM.148 In year 2023, Gao et al. fabricated
a DNAzyme colorimetric paper based sensor for the highly
sensitive detection of antibiotic-resistant genes in different
microorganisms' pathogens. The antibiotic resistance genes
can be detected in femtomolar level.149
5.4 Lateral ow assays (LFAs)

LFAs, also known as lateral ow immunoassays, are a type of
paper-based sensors, which work on the basis of capillary action
and are commonly used for rapid diagnostic tests.150 LFAs typically
include four zones viz.; a sample application zone, a conjugate
zone (where labeled antibodies or other recognition elements are
immobilized), a reaction zone (where target analytes bind to the
labeled antibodies), and a detection zone (where a color change
occurs). In year 2017, Roh et al. developed an immunochromato-
graphic strip using polydiacetylene on nitrocellulose membrane
for the detection of Hepatitis B surface Antibody (HBsAb). A red
line can be seen by naked eye on nitrocellulose membrane for up
to 1 ngmL−1 of HBsAb.151 In year 2018, Loynachan et al. developed
a lateral ow immunoassay (LFIAs) for the sensitive detection of
p24 which is the important biomarker for HIV. The detection level
of p24 is in the femtomolar range.152

Colorimetric detection methods offer several advantages,
including simplicity, rapid response, and visual interpretation.
They are particularly suitable for point-of-care testing, environ-
mental monitoring, and resource-limited settings. The design of
a colorimetric paper sensor depends on the specic analyte of
interest and the desired sensitivity and specicity of the assay.
6. Instrument-free readouts

Instrument-free in paper sensors refer to the ability of a paper-
based sensor to provide a measurable response or signal
without the need for specialized or complex instrumentation.
These sensors are designed to be affordable, transportable and
simple, making them particularly useful for point-of-care diag-
nostics, environmental monitoring, and resource-limited
settings. Numerous approaches have been used for this kind
of analysis such as radius-based, counting, and detection based
on distance.153 In any case, no external equipment is used for
semiquantitative determination. In the year, 2018 Hofstetter
et al., used radius-based detection technique for the detection
of Cu2+, Fe2+, Fe3+, and Zn2+ metal ions using metal complexing
reagents. The key benet of radius/diameter-based detection
technique was that it is quite time saving and takes only two to
three minutes. Detection based on counting depends on
specic components of a device to create colour. Number of
coloured materials overall or wetted spots shows how much
sample is there. This detection type has been utilised to
measure albumin, glucose, antibodies, and hydrogen
peroxide.155,156 In year 2012 Lewis et al. used the counting-based
technique by developing certain compound to detect H2O2.154
Anal. Methods, 2024, 16, 2777–2809 | 2789
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Fig. 6 The schematic representation of distance based paper sensor to identify lead in food samples [reprinted with permission from ref. 165
Katelakha K., Nopponpunth V., Boonlue W. and Laiwattanapaisal W., A simple distance paper-based analytical device for the screening of lead in
food matrices, Biosensors, 2021, 11(3), 90, https://doi.org/10.3390/bios11030090. Copyright@MDPI].
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Heavy metals, proteins, DNA, haematocrit levels, small
molecules such as glucose, microbes have all been detected
using distance-based technique.157–164 Most of the time,
distance-based detection depends on an interaction between
the target and chemicals that have been dried in the paper
channel. Upon complete consumption of the target, colouring
will not continue to develop, and the distance at which it stops
Table 5 The various analytes to be detected using paper sensor with di

S.
no. Analyte Sample Linearity ra

1 Cocaine Urine —
2 Chloride Tap water —
3 DNA Parasitic worm 1 aM to 1 p
4 Potassium ion Serum 1–6 mM
5 Glucose Tear 0.1–1.2 mM
6 H2O2 — 117.5–587.5
7 Chloride Mineral water —
8 Aluminium Water 100 mM–1 m
9 Bromide and

bromate
Water, cake, rice, our, bread
our

25 mg L−1 to
50 mg L−1 fo

10 KIO3 Milk and salt 0.05–0.5 mM
11 Tartaric acid Wine 2.5–150 mm
12 Lead ion Gunshot residue 50–500 mg
13 RBCs Whole blood 28–57%
14 Lactoferrin Tear 0.1–4 mg m
15 Nickel Combustion ash 0.7–92 mg m

2790 | Anal. Methods, 2024, 16, 2777–2809
can specify the targets concentration. In year 2021, Katelakha
et al. fabricated a distance paper-based analytical device for the
detection of lead in food products. Hydrophilic and hydro-
phobic barriers were produced by printing the specied pattern
onto lter paper using the wax printing process. The schematic
representation of distance based paper sensor for lead as shown
in Fig. 6.165
stance based detection

nge Detection limit Ref.

1.8 mM 167
1.7 mg L−1 168

M 1 aM 169
1 mM 170
0.1 mM 171

mM 65.2 mM 172
2 mg L−1 172

M 100 mM 173
2 mg L−1 for Br− and 0.5–
r BrO3−

10 mg L−1 for Br− and 0.5 mg L−1 for
BrO3−

174

0.05 mM 175
2.5 mm 176

L−1 50 mg L−1 177
— 178

L−1 0.1 mg mL−1 179
−3 — 180

This journal is © The Royal Society of Chemistry 2024
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In year 2023, Giménez-Gómez et al. created a distance paper
based colorimetric sensor for the real time monitoring of dis-
solved inorganic carbon (DIC) concentration in freshwater. The
measurement of DIC concentration between166 50 to
1000 mg L−1. Table 5 shows the various analytes to be detected
using paper sensor with distance based detection.

Instrument-free readouts in paper-based sensors are advan-
tageous for their ease of use, low cost, and portability. They
enable rapid and accessible testing in diverse scenarios, from
medical diagnostics to environmental monitoring and food
safety.
7. Applications of paper-based
sensors

Paper-based sensors have gained signicant attention in recent
years due to their numerous advantages, including low cost,
portability, biodegradability, and ease of fabrication. These
sensors have found applications in various elds, and some of
the key applications include.
7.1 Medical diagnostics

Paper sensors have gained signicant attention in recent years
for their potential applications in various elds, including
medical diagnostics. These sensors are typically inexpensive,
easy to fabricate, portable, and environmentally friendly,
making them attractive for point-of-care testing and resource-
limited settings.181 Here are some medical diagnostic applica-
tions of paper sensors.

7.1.1 Glucose monitoring. Sensors based on paper
substrate can be developed to measure the glucose levels in
blood, similar to traditional glucose test strips. The paper-based
Fig. 7 The representation of colorimetric sensor to detect glucose usin
F. M., Garcia P. T., Lopes F. M. and Coltro W. K. T., Based colorimetric bios
Copyright@MDPI].

This journal is © The Royal Society of Chemistry 2024
sensors may contain reagents that changes color in glucose
presence, allowing individuals with diabetes to monitor their
blood sugar levels easily. In year 2017, Gabriel created a colori-
metric paper-based sensor using the wax printing method and
3,30,5,50-tetramethylbenzydine (TMB) reagent for the detection
of glucose in human tear sample as shown in Fig. 7.182 The
detection limit of glucose was 84 AU mM−1 and 50 mM and the
linear concentration range of glucose was between 0.1 and
1.0 mM.

In year 2019, Park et al. fabricated a colorimetric 3D paper
based microuidic sensor with plasma separation membranes
for the detection of glucose in whole blood. The detection limit
of glucose in whole blood was 0.3 mM.183 In year 2019, Erenas
et al. fabricated a combined microuidic sensor of thread and
paper for the colorimetric determination of glucose in blood
sample. The 3 mL of whole blood sample is only used for the
detection of glucose.184 In year 2023, Khachornsakkul et al.
created an enzymatic free colorimetric paper based sensor
using nanoparticles for the monitoring of glucose and diag-
nosis of diabetes in humans. The gold nanoparticles are
deposited on one end of paper substrate for oxidation of glucose
and silver nanoparticles on other end for colorimetric detection.
The limit of detection was 340 mM.185

7.1.2 Urinalysis. Paper sensors can be used to perform
basic urinalysis tests, such as detecting the presence of
proteins, glucose, ketones, and other substances in urine. This
can aid in the diagnosis of various conditions, including kidney
disorders and diabetes. In year 2019, Abarghoei et al. developed
a colorimetric paper based sensor based on gold nanoparticles
for the detection of citrate, which are employed in identifying
the phases of prostate tumours and diagnosing prostate cancer.
The detection limit of citrate found in urine sample was186

0.4 mmol L−1. In year 2021, Lewinska et al. created
g a paper substrate [reprinted with permission from ref. 182 Gabriel E.
ensor for tear glucose measurements,Micromachines, 2017, 8(4), 104.
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Fig. 8 The schematic representation of paper based sensor for the simultaneously detection of three salivary biomarkers [reprinted with
permission from ref. 190 Pomili T., Donati P., Pompa P. P., Paper-basedmultiplexed colorimetric device for the simultaneous detection of salivary
biomarkers, Biosensors, 2021, 11, https://doi.org/10.3390/bios11110443. Copyright@MDPI].
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a colorimetric sensor using paper substrate for the analysis of
creatinine in articial urine. Its detection limit was187

0.27 mmol L−1. In year 2021, Mukhopadhyay et al. fabricated
a colorimetric sensor on paper substrate for the same time
detection of ketone and glucose in urine samples, which are
important biomarkers for the identication of diabetic ketoa-
cidosis (DKA). The detection limit for ketone and glucose was
1 mM.188 In year 2021, Rahbar et al. created a colorimetric
immunosensor as a new generation of point-of-care platforms
that use paper substrate to detect the human chorionic
gonadotrophin (hCG) hormone in urine samples and then
showing whether a pregnancy is positive or negative. The
detection limit of hCG hormone was189 10 ng mL−1.

7.1.3 Saliva testing. Paper sensors can be designed to
analyze components in saliva, such as biomarkers or patho-
gens. This could be valuable for diagnosing oral health condi-
tions, infectious diseases, and monitoring certain hormonal
levels. In year 2021, Pomili et al. created a multiplexed
Table 6 Various analytes detection in saliva using paper based colorime

S. no. Materials & structures Fabrication methods

1 Filter paper, 2D Wax printing
2 Filter paper, 3D Wax printing + laser cutting
3 Filter paper, 2D Wax printing

4 Filter paper, 2D PMMA masking
5 Filter paper, 2D and 3D Inkjet printing + screen pri

6 Filter paper, 3D Cutting + gel bonding

7 Filter paper, 3D Wax printing
8 Filter paper, 2D Cutting
9 Filter paper, 3D Laser cutting
10 Filter paper, 2D Cutting
11 Filter paper, 2D Cutting
12 Filter paper, 3D Laser jet printing

2792 | Anal. Methods, 2024, 16, 2777–2809
colorimetric paper based sensor for the simultaneously detec-
tion of three salivary biomarkers i.e., lactate, glucose and
cholesterol. The schematic representation of sensor as depicted
in Fig. 8 in which the detection zones were loaded with gold
nanoparticles and their respective enzymes and shows the blue
to pink color change.190

In year 2021, Davidson et al. created a colorimetric paper
based sensor that uses loop-mediated isothermal amplica-
tion (LAMP) to identify pathogen nucleic acids in complicated
samples. This paper based sensor is used to detect the SARS-
CoV-2 in human saliva without preprocessing. The detection
limit was191 200 genomic copies mL−1. In year 2021, Pungjunun
et al. created a microcapillary grooved colorimetric paper
sensor for analysis of thiocyanate present in saliva. The
detection limit of thiocyanate was 0.2 mM.192 Table 6 shows
various analytes detection in saliva using paper based colori-
metric sensor.
tric sensor

Analyte Detection limit Ref.

Glucose 0.37 dg mL−1 193
Glucose 0.09 mM 194
Glucose 0.3 mM 195
Nitrite 14.8 mM
Nitrite 7.8 mM 196

nting Thiocyanate nitrite 1 mM 197
0.2 mM

Nitrite 0.05 mM 198
Nitrate 80 mM
H1N1 1.34 PFU mL−1 199
Hepatitis B 104 copies mL−1 200
Tuberculosis 100 bacteria mL−1 201
Cyanide 0.053 mg L−1 202
Cu2+ 1.2 ppm 203
Urea 0.18 mg dL−1 204
Ammonia 0.03 mg dL−1

CO2 0.06 mg dL−1

This journal is © The Royal Society of Chemistry 2024
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7.2 Food monitoring and food safety

When it comes to food monitoring and food safety, paper
sensors offer several promising applications.

7.2.1 Food contaminant detection. Paper sensors can be
designed to detect contaminants such as pathogens (e.g.,
bacteria, viruses),205 chemical residues (e.g., pesticides, antibi-
otics), and adulterants (e.g., melamine in milk). The sensor's
components are chosen to specically interact with the target
contaminants, resulting in color changes or other visual signals
that can be easily interpreted by users. In year 2019, Govindar-
ajalu et al. fabricated a portable colorimetric sensor on cellu-
losic paper for the detection of starch in milk.206 In year 2021,
Dena et al. used bromothymol blue (BTB) and bromocresol
purple (BCP) to construct lab-on-paper colorimetric sensor for
bacterial meat deterioration.207 Table 7 highlights some colori-
metric paper sensors for detecting adulterants in different
useful products.

7.2.2 Freshness and shelf-life assessment. Enzymes and
indicators can be integrated into paper sensors to assess the
freshness and spoilage of food products.222 For example, enzy-
matic reactions that produce color changes as food deteriorates
can be incorporated onto the paper, allowing consumers to
determine if a product is still safe to consume. In year 2017,
Chen et al. demonstrate a low-cost approach that uses the
barcode on the meal as a colorimetric sensor array to keep track
of the food condition. This colorimetric sensor is used for
monitoring chicken aging and eventual spoiling at various
temperatures.223 In year 2018, Chen et al. developed a newly
colorimetric food package label to check the freshness of lean
pork. These indicator packaging label consisting the three
Table 7 The paper-based colorimetric sensors used for detection of ad

S. no. Source of analysis Adulterants Paper

1 Milk samples 17b-Estradiol Whatm
2 Alcoholic beverages Ketamine Whatm
3 Milk samples Clenbuterol Whatm

paper
4 Milk samples Melamine Comm
5 Milk samples Urea Filter

Starch
Salt
Detergent

6 Milk samples Milk adulterants Whatm
7 Commercial food samples Benzoic acid Whatm

8 Wheat our Iron forticant Whatm
9 Milk samples Starch Whatm
10 Milk samples Melamine Chrom
11 Food samples Sulphite Cellul
12 Fish (salmon) Mercury —
13 Food products Nitrite and nitrate Whatm

and gr
14 Food samples Borax Whatm

Salicylic acid
Nitrite and nitrate

15 Meat samples Nitrite Whatm
1, 2, 4

This journal is © The Royal Society of Chemistry 2024
different pH-sensitive dyes groups, including a mixture of bro-
mothymol blue and methyl red, bromocresol purple and bro-
mothymol blue.224 In the same year, the same group constructed
a colorimetric indicator label for checking the freshness of
packed fresh-cut green bell pepper based on pH responsive
dyes. The indicator label made of methyl red and bromothymol
blue mixture solution was used to check the pepper decay and it
shows the color change from yellow-green to orange.225

7.2.3 Foodborne pathogen monitoring. Paper sensors can
be designed to detect specic pathogens responsible for
foodborne illnesses, such as Salmonella, E. coli, and Listeria.
The sensors can utilize antibodies or DNA probes that bind
to target pathogen biomarkers, leading to a visible signal
upon binding. In year 2019, Kim et al. developed a paper-
based diagnostic device for point-of-need testing, used
duplex coloration to detect fecal-indicating Escherichia coli
(E. coli) and highly pathogenic E. coli. The target bacteria 10
cfu mL−1 could be detected in milk sample.226 In year 2020,
Asif et al. fabricating an analytical device on paper to detect
the Escherichia coli (E. coli), Staphylococcus aureus (S. aureus)
and their antibiotic resistant in milk samples using chro-
mogenic substrate. Detection limits were found227 to be
106 cfu mL−1.

7.2.4 Point-of-care testing (POCT). For food handlers and
regulatory bodies, paper sensors can serve as efficient point-of-
care testing tools to rapidly screen food samples for potential
safety hazards, leading to quicker decision-making and
improved food safety management as detailed in Table 8.

It is important to note that while paper sensors offer
numerous advantages, they may not always replace traditional
ulterants in different useful products

substrate Detection limit Ref.

an AE99 0.25 mg L−1 208
an lter paper no. 1 0.001 M 209
an cellulose chromatography 0.2 ppb 210

on lter paper 5.1 nM 211
paper Urea-5 mg 212

Starch-17 mg
Salt-29 mg
Detergent- 20 mg in
10 mL of milk

an lter paper no. 1 NA 213
an qualitative lter paper no. 3 Multiple values for

the different samples
214

an 1PS paper 3.691 mg mL−1 215
an qualitative 1 NA 206
atographic paper 0.1 ppm 216
ose paper 0.04 mg L−1 217

15 nM 218
an qualitative lter paper grade 1
ade 5

0.1 and 0.4 mg L−1 219

an lter paper no. 1 10 mg L−1 220
35 mg L−1

0.4 mg L−1

an qualitative lter paper
, 5 and 42

1.1 mg kg−1 of meat 221
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Table 8 Emerging point-of care (POC) colorimetric sensor for food safety testing

POC sensors Sample type Analytes Assay time Limit of detection Ref.

Paper-based sensor Chinese cabbage E. coli O157: H7 1 h 10 000 CFU mL−1 228
Milk Clenbuterol 1 h 0.2 ppb 229
Water Cronobacter spp. 1 h 10 cfu cm−2 230
Water NO2

− 5 min 0.5 nM 231
Water Benzoic acid 1 h 500 ppm 232
Water, tomato juices Copper ions 2 min 0.3 ng mL−1 233
Phosphate buffered saline,
milk, water and apple juice

E. coli O157:H7 35 min 10 CFU mL−1 234

Paper-based sensor Milk Alkaline phosphate 10 min 0.1 U L−1 235
Water Nitrite 15 min 73 ng mL−1 236
Water Pseudomonas aeruginosa 50 min 200 CFU mL−1 237
Milk, water, spinach E. coli 1 h 10–1000 CFU mL−1 238
Milk, juice Salmonella typhimurium 1 h 100–1000 CFU mL−1 239
Phosphate buffered saline (i) E. coli 10 min (i)105 cfu mL−1 240

(ii) S. typhimurium i(i)106 cfu mL−1

Chip-based sensor Corn Aatoxin B1 1 h 3 ppb 241
(i) Wheat (i) Gluten 15–20 min (i) 4.7 ng mL−1 242
(ii) Peanut (ii) Ara h (ii) 15.2 ng mL−1

Water (i) Pb(II) ion 8–10 min (i) 30 ppb 243
(ii) Al(III) ion (ii) 89 ppb

Apple Malathion 20 min 100 ppb 244
Water Tetrabromodiphenyl ether 12 min 0.01 mg L−1 245
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laboratory methods for highly sensitive or complex analyses.
However, they can complement existing techniques, especially
in resource-limited settings or for rapid preliminary screening.
7.3 Environmental monitoring and control

7.3.1 Water quality monitoring. Paper sensors can be
designed to detect and quantify pollutants in water sources,
such as heavy metals ions (e.g., lead, mercury, cadmium), pH
levels, nitrate, and microbial contaminants.246 These sensors
can provide real-time monitoring of water quality in both
natural bodies of water and water treatment facilities. In year
2014, Wang et al. designed a paper colorimetric sensor using
dual-sided tape layers of wax-patterned paper to identify metals
ions in water samples with high selectivity.132 In year 2018, Idros
et al. prepared an affordable, portable, paper-basedmicrouidic
analytical device, for the detection of Pb(II), Cr(VI), Hg(II), Cu(II),
Fe(II) and Ni(II) ions.144 Colorimetric indicators resulted
observable colour change when metal ions were applied. Red,
green, and blue (RGB) RGB's colour properties in three
dimensions were quantitatively analysed by digital imaging and
colour calibration techniques.246 In year 2019, Firdaus et al.
developed a low cost, straightforward, and portable analytical
technique paired with a smartphone for quantifying mercury
ions. Silver nanoparticles (AgNPs) in small quantities were used
as a colorimetric agent, when mercury ions were added on the
AgNPs the yellowish-brown color changed to colourless. It was
detected over a lower limit of 0.86 ppb. The schematic repre-
sentation for the fabrication procedure and acquisition of
digital images for determination of mercury ions are shown in
Fig. 9.247

In year 2020, Moniz et al. used 3-hydroxy-4-pyridinone
chelators produced from ether as chromogenic reagents,
2794 | Anal. Methods, 2024, 16, 2777–2809
constructed a paper-based microuidic device to detect Fe(III)
ions in water samples. Utilising this new colour reagent
increased the device detection limit, the detecting signal
remained constant for four hours and the device can be stored
for a minimum of one month.248

7.3.2 Air pollution detection. Paper-based sensors can be
used to monitor air pollutants, including gases like nitrogen
dioxide (NO2), sulphur dioxide (SO2), carbon monoxide (CO),
and volatile organic compounds (VOCs). These sensors can be
deployed in urban areas to assess air quality and pollution
levels. In year 2012, Wang et al. developed a colorimetric sensor
that combine with microuidic to detect the total NOx (NO +
NO2). The created sensor could continually track the quality of
the air for up to 18 hours with a detection limit of 50 parts per
billion per volume (ppbV).249 In year 2016, Tang and Sun et al.
have created a colorimetric sensor made of paper with a high
sensitivity for airborne methyl isothiocyanate (MITC) detection.
The detection limit was 100 ppb.250 In year 2018, Guo et al.
created a microuidic colorimetric sensor to analyse the
gaseous formaldehyde using 4-aminohydrazine-5-mercapto-
1,2,4-triazole (AHMT) technique. The detection limit was
0.01 ppm. The schematic representation of the fabricated
microuidic sensor with their calibration is shown in Fig. 10.251

In year 2019, Nguyen et al. created a disposable paper-based
sensor for chemically detecting gaseous with high selective and
accuracy. Seven rings were used in the probe designed, which
was wax-printed and coloured with various pH indicators. The
probes colour was evaluated and RGB values were retrieved
from pictures obtained with a handmade smart-phone
applications.252

These applications highlight the versatility and potential
impact of paper-based sensors in environmental monitoring
and control. Table 9 highlights the paper based colorimetric
This journal is © The Royal Society of Chemistry 2024
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Fig. 9 The schematic representation for the fabrication procedure and acquisition of digital images for determination of mercury ions [reprinted
with permission from ref. 247 Firdaus M. L., Aprian A., Meileza N., Hitsmi M., Elvia R., Rahmidar L. and Khaydarov R., Smartphone coupled with
a paper-based colorimetric device for sensitive and portable mercury ion sensing, Chemosensors, 2019, 7(2), 25, https://doi.org/10.3390/
chemosensors7020025. Copyright@MDPI].

Fig. 10 The schematic representation of the fabricated microfluidic sensor with their calibration [reprinted with permission from ref. 251 Guo
X. L., Chen Y., Jiang H. L., Qiu X. B. and Yu D. L., Smartphone-based microfluidic colorimetric sensor for gaseous formaldehyde determination
with high sensitivity and selectivity, Sensors, 2018, 18(9), 3141, https://doi.org/10.3390/s18093141. Copyright@MDPI].

Critical Review Analytical Methods

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 1
/1

4/
20

26
 1

1:
35

:3
1 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
sensor for the detection of pollutants found in environment
monitoring. However, it's important to note that while paper-
based sensors offer many advantages, they also have limita-
tions, such as sensitivity and durability. Therefore, the choice of
sensor technology should be carefully considered based on the
specic monitoring requirements and environmental
conditions.
8. The REASSURED criteria for new
POCTs and their updates

In 2002, the World Health Organization (WHO) and the Special
Programme for Research and Training in Tropical Diseases
(TDR) recognized the urgent need for innovative, useful, and
cost-effective diagnostic methods for sexually transmitted
infections in humans, especially in developing countries.
This journal is © The Royal Society of Chemistry 2024
ASSURED was a set of criteria that described the desired
features for new POCTs. Among these requirements are
affordability, sensitivity, specicity, ease of use, fast and
dependable performance, equipment-free operation, and
deliverability to people in need.280 The ASSURED standards have
had a signicant impact on the development, validation, and
regulation of POCTs for human healthcare over the last
decades. In response to the advancements in wireless tech-
nology and the potential for tests to be given by untrained
persons, an updated set of standards known as REASSURED
was established. The requirement of streamlining sample
collection and facilitating real-time communication is empha-
sized in this updated standard.281 The REASSURED criteria are
as follows: affordable (less than $10 USD for a molecular assay);
sensitive (minimizing false negatives) and specic (minimizing
false positives); user-friendly (requiring only two steps and
Anal. Methods, 2024, 16, 2777–2809 | 2795
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Table 9 The various paper-based colorimetric sensors used for the detection of pollutants found in the environment monitoring

S. no. Type of paper Analyte Methods of fabrication Detection limit Ref.

1 Chromatography paper Explosive residue Wax ink 0.39 mg 253
2 Filter paper Br− Wax printing 11.25 nM 254

Nd3+ 0.65 nM
As3+ 11.53 nM

3 Filter paper Reactive phosphate Inkjet printing 0.05 M 255
4 Filter paper Ammonia Inkjet printing 0.8 mg N per L 256
5 Filter paper Acid volatile sulphides Cutting 0.1 mmol g−1 257
6 Filter paper S. chartarum Wax printing 10 spores per mL 258
7 Filter paper Methyl isothiocyanate N/R 100 ppb 250
8 Filter paper Bisphenol A Inkjet printing 0.28 mg g−1 259
9 Filter paper Hypochlorite N/R 2 g Cl2 per L 260
10 Filter paper Chromium Wax printing 0.12 mg 261
11 Filter paper Methyl-paraoxon Screen printing 8 ng mL−1 262

Chlorpyrifos-oxon 5.3 ng mL−1

12 Filter paper Paraoxon Inkjet printing 0.01 ng mL−1 263
Trichlorfon 0.04 ng mL−1

13 Filter paper Methiocarb Wax printing 5 ng mL−1 264
14 Filter paper Carbofuran dichlorvos carbaryl Punching 0.003 ppm 265

0.3 ppm
0.5 ppm

Paraoxon 0.6 ppm
Pirimicarb 0.6 ppm

15 Filter paper Methyl paraoxon Jet printing 10 mM 266
16 Art paper Pb2+ Microcontact printing 10 nM 267
17 Filter paper Pb2+ CO2 laser cutting 0.7 nM 268
18 Filter paper Ag+ Hand drawn 10 mM 269
19 Filter paper Cu2+ Inkjet printing 0.08 mM 270
20 Filter paper Ni2+ Wax printing 4.8 mg L−1 271

Cu2+ 1.6 mg L−1

Cr2+ 0.18 mg L−1

21 Chromatography paper Cr6− Photolithography 30 ppm 272
22 Chromatography paper Ni2− Wax and screen printing 0.24 ppm 273

Cr6− 0.18 ppm
Hg2+ 0.19 ppm

23 Chromatography paper Cu, Fe, Zn Wax printing 0.1 ppm 274
24 Filter paper Fe3+ Laser printer and coating 0.2 mM 275

Ni2+ 0.4 mM
25 Filter paper Ca2+, Mg2+ Wax printing 0.5 mM 276
26 Filter paper Calcium Hand drawn 8.3 mg L−1 277

Magnesium 1.0 mg L−1

27 Filter paper Co(II) Immersed 10 mg L−1 278
28 Filter paper Cl Wax printing 1.3 mg L−1 279
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minimal training); real-time connectivity (feedback for patient
care and connection to surveillance systems); easy specimen
collection; and environmentally friendly (non-invasive spec-
imen collection, use of recyclable materials, and reduction of
hazardous waste); fast and reliable (15–60 minutes from sample
receipt to answer; withstands a range of weather and environ-
mental conditions without refrigeration); equipment-free (or
runs on solar energy or batteries); and deliverable to end users
(guarantees delivery to LMIC users).282 The table below displays
the various point-of-care tests together with the REASSURED
criteria that were evaluated in the various LMICs.
9. Disposal of paper sensors

The right way to dispose of paper sensors relies on a number of
variables, such as the kind of sensor, any chemicals or other
2796 | Anal. Methods, 2024, 16, 2777–2809
materials it might contain, and local trash disposal laws. Here
are a few broad recommendations:

Review the guidelines provided by the manufacturer: the
manufacturer oen includes disposal instructions with many
paper sensors. You can nd this information in the product
paperwork or on the package. Use these instructions if they are
accessible.

Divide components: if the paper sensors are made of several
materials (paper, plastic, electronics, etc.), think about dividing
them apart so that they may be disposed of or recycled using the
proper techniques for each type of material.

Eliminate any batteries or electronic parts from the sensors:
make sure that any batteries or electronic parts are taken out
and disposed of appropriately in accordance with local laws.283

Programs for recycling electronics are frequently offered for the
appropriate disposal of such goods.
This journal is © The Royal Society of Chemistry 2024
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Look for potentially dangerous materials: certain paper sensors
might have chemicals or other materials that should be handled
with caution. If you have any suspicions about this, nd out more
about the materials the sensors are made of or speak with the
manufacturer for advice on appropriate disposal techniques.284

Recycling: see whether your local recycling program can
accept the paper sensors if their main constituents are recy-
clable materials (such paper or some plastics). Prior to recy-
cling, make sure that all non-recyclable parts are eliminated.284

Trash disposal: if recycling is not a possibility, dispose of the
paper sensors in accordance with local waste disposal regulations
by throwing them in the usual trash. Think about employing
a garbage disposal company that conforms with laws regarding
the safe handling of potentially dangerous substances.285

Chemical disposal: seek advice from waste management
agencies or local authorities on appropriate disposal techniques
if the sensors contain chemicals or materials that need special
handling, such as biohazardous compounds.286

Incineration: incineration may be a viable disposal strategy
in certain situations, particularly for sensors that contain bio-
hazardous chemicals.287 But only authorized facilities with the
necessary equipment to handle these kinds of materials
securely should be used for this.

Paper sensors, like any other electrical equipment or mate-
rials, should be disposed of with consideration for the envi-
ronment and local rules. It's usually a good idea to ask the
manufacturer or the appropriate municipal authorities for
advice if you're unclear about the correct disposal procedure.

10. Conclusion: the promise,
challenges, and future prospects of
paper-based sensors

In a world where innovation has led to groundbreaking
advancements in various elds, paper-based sensors have
emerged as a beacon of hope, offering an economical, envi-
ronmentally friendly, and user-friendly alternative to traditional
sensing technologies. This innovative approach in sensor
design leverages the simplicity of paper and the intelligence of
scientic research to create versatile and accessible tools with
broad applications. In this concluding section, we reect on the
signicance of paper-based sensors, the challenges they face,
and the promising trends that may shape their future.

10.1 The signicance of paper-based sensors

10.1.1 Economic viability. Paper-based sensors have
garnered immense attention and appreciation due to their
economic feasibility. The simple materials, primarily paper and
ink, are readily available and cost-effective. This affordability
factor has made these sensors highly accessible, especially in
resource-constrained settings. In developing countries where
advanced sensor technology is oen nancially out of reach,
paper-based sensors provide an affordable and reliable solu-
tion. They can empower local healthcare workers and rst
responders to conduct rapid on-site diagnostics and environ-
mental monitoring without straining limited budgets.
This journal is © The Royal Society of Chemistry 2024
10.1.2 User-friendly nature. Designed with a focus on
simplicity, paper-based sensors have revolutionized the concept
of user-friendliness. They are intuitive to use and require
minimal training for operation. This simplicity eliminates the
need for specialized technicians or elaborate instruments,
thereby democratizing access to critical diagnostic tools. These
sensors are particularly valuable in emergencies and scenarios
where time is of the essence, such as during disease outbreaks
or environmental crises.

10.1.3 Eco-friendly attributes. Paper-based sensors exem-
plify eco-friendliness in sensor technology. Unlike their
electronic counterparts, which oen contain hazardous
materials and contribute to electronic waste, paper sensors
are biodegradable. This feature aligns with global efforts to
adopt more sustainable and environmentally friendly prac-
tices. The production and disposal of paper sensors are less
harmful to the planet, addressing concerns about environ-
mental impact.

10.1.4 Rapid diagnostics in healthcare. One of the most
notable applications of paper-based sensors is in the realm of
rapid diagnostics. They have transformed point-of-care testing
for various diseases, from infectious diseases to chronic
conditions. Speed and reliability in diagnosis can be life-saving,
especially in healthcare settings where immediate action is
crucial. These sensors have played a pivotal role in expanding
access to diagnostics, even in remote or underserved areas, by
offering fast and accurate results.

10.1.5 Versatile applications. Paper-based sensors have
proven their versatility across different domains. Their appli-
cations span across healthcare, where they are used for disease
detection and monitoring, to environmental monitoring for
water quality testing and pollution detection. Additionally, they
have made signicant contributions to ensuring food safety by
detecting contaminants and pathogens. These sensors are
instrumental in addressing real-world challenges.
10.2 Challenges/research gaps

10.2.1 Tensile strength and stretchability. While paper is
an ideal substrate for its cost-effectiveness, it presents chal-
lenges related to tensile strength and stretchability. Ensuring
that paper-based sensors can withstand challenging conditions,
such as physical stress or exposure to various environmental
factors, requires ongoing research and development.

10.2.2 Device adaptability. Designing paper-based sensors
that can adapt to diverse environments and scenarios is an evolving
challenge. Ensuring that sensors function consistently under
different conditions is critical. Researchers are working towards
creating sensors that can be seamlessly integrated into various
settings, from urban healthcare facilities to remote eldwork.

10.2.3 Mass production. As the demand for paper-based
sensors grows, the need for mass production methods has
become evident. Balancing cost-effectiveness and quality in
scaling up production processes is a challenge. Developing
scalable manufacturing methods that maintain the accuracy
and effectiveness of the sensors is essential to meet the
increasing demand.
Anal. Methods, 2024, 16, 2777–2809 | 2797
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10.3 Future trends

10.3.1 Improved sensitivity and selectivity. Researchers are
committed to enhancing the sensitivity and selectivity of paper-
based sensors. This means that paper sensors will become
capable of detecting even lower concentrations of analytes with
precision. This development opens up new possibilities in elds
like environmental monitoring288 and early disease detection,
where detecting minute quantities of substances is paramount.

10.3.2 Integration with electronics. The integration of
electronic components into paper-based sensors is a promising
direction.289 This advancement may involve incorporating
microcontrollers, wireless communication, or data analysis
capabilities directly into the paper substrate. By doing so, paper
sensors can become more versatile and adaptable for various
applications, including remote monitoring and real-time data
transmission.

10.3.3 Multiplexing capabilities. Future paper sensors may
be engineered to detect multiple analytes simultaneously. This
capability, known as multiplexing, can signicantly enhance
testing efficiency. It enables the simultaneous detection of
various substances in a single test,290 streamlining processes
and enabling comprehensive analysis.

10.3.4 Application diversication. The applications of
paper-based sensors could expand into various elds beyond
healthcare and environmental monitoring. Industries such as
agriculture, food quality control,291 and safety, as well as wearable
health monitoring devices,292 stand to benet from specialized
paper-based sensors. These sensors could address unique chal-
lenges and bring cost-effective solutions to these domains.

10.3.5 Printable electronics. Advancements in printable
electronics, including conductive inks and exible circuits, have
the potential to revolutionize paper-based sensors. Researchers
are exploring the possibility of printing complex electronic
components directly onto paper substrates. This innovation
could enable the development of more sophisticated sensors
that can perform intricate tasks and provide real-time data.

10.3.6 Regulatory approval. As paper-based sensors mature
and gain wider acceptance, they may undergo regulatory
approval processes to ensure their safety and reliability for use in
critical applications. This step is vital in healthcare settings and
any other context where the accuracy of results is paramount.

In conclusion, paper-based sensors have not only made their
mark but have also ushered in a new era of possibility in the realm
of sensor technology. As research continues to break new ground,
the future is incredibly promising. Paper sensors are poised to
become more accurate, adaptable, and applicable in various
domains. With their affordability, accessibility, and eco-
friendliness, paper-based sensors have the potential to revolu-
tionize the way we approach diagnostics, monitoring, and data
collection. In the coming years, we anticipate the emergence of
novel solutions that will address global challenges and provide
opportunities for further advancements in science and technology.
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187 I. Lewińska, M. Speichert, M. Granica and Ł. Tymecki,
Colorimetric point-of-care paper-based sensors for urinary
creatinine with smartphone readout, Sens. Actuators, B,
2021, 340, 129915.

188 M. Mukhopadhyay, S. G. Subramanian, K. V. Durga,
D. Sarkar and S. DasGupta, Design, Fabrication, and
Theoretical Investigation of a Cost-Effective Laser Printing
Based Colorimetric Paper Sensor for Non-Invasive
Glucose and Ketone Detection, bioRxiv, 2021, preprint,
vol. 24, DOI: 10.1101/2021.09.23.461386.

189 M. Rahbar, S. Zou, M. Baharfar and G. Liu, A customized
microuidic paper-based platform for colorimetric
immunosensing: demonstrated via hCG assay for
pregnancy test, Biosensors, 2021, 11(12), 474.

190 T. Pomili, P. Donati and P. P. Pompa, Based multiplexed
colorimetric device for the simultaneous detection of
salivary biomarkers, Biosensors, 2021, 11(11), 443.
This journal is © The Royal Society of Chemistry 2024
191 J. L. Davidson, J. Wang, M. K. Maruthamuthu, A. Dextre,
A. Pascual-Garrigos, S. Mohan, S. V. Putikam,
F. O. Osman, D. McChesney, J. Seville and M. S. Verma, A
paper-based colorimetric molecular test for SARS-CoV-2 in
saliva, Biosens. Bioelectron.: X, 2021, 9, 100076.

192 K. Pungjunun, A. Yakoh, S. Chaiyo, N. Praphairaksit,
W. Siangproh, K. Kalcher and O. Chailapakul, Laser
engraved microapillary pump paper-based microuidic
device for colorimetric and electrochemical detection of
salivary thiocyanate, Microchim. Acta, 2021, 188, 1.
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