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From bone to nacre – development of biomimetic
materials for bone implants: a review
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The field of bone repair and regeneration has undergone significant advancements, yet challenges persist

in achieving optimal bone implants or scaffolds, particularly load-bearing bone implants. This review

explores the current landscape of bone implants, emphasizing the complexity of bone anatomy and the

emerging paradigm of biomimicry inspired by natural structures. Nature, as a master architect, offers

insights into the design of biomaterials that can closely emulate the mechanical properties and hierarchi-

cal organization of bone. By drawing parallels with nacre, the mollusk shells renowned for their excep-

tional strength and toughness, researchers have endeavored to develop bone implants with enhanced

biocompatibility and mechanical robustness. This paper surveys the literature on various nacre-inspired

composites, particularly ceramic/polymer composites like calcium phosphate (CaP), which exhibit prom-

ising similarities to native bone tissue. By harnessing the principles of hierarchical organization and

organic–inorganic interfaces observed in natural structures, researchers aim to overcome existing limit-

ations in bone implant technology, paving the way for more durable, biocompatible, and functionally inte-

grated solutions in orthopedic and dental applications.

1. Introduction

Bone implants are crucial in modern orthopedic surgeries,
facilitating the repair and regeneration of compromised skel-
etal tissues. Despite notable progress in their development,
achieving seamless integration with surrounding bone
remains a formidable challenge. Successful bone implantation
relies not only on material biocompatibility but also on the
faithful replication of native bone tissue’s intricate architecture
and mechanical properties.1,2

Effective bone implant design necessitates a profound
understanding of bone anatomy and physiology. Bone, a
dynamic hierarchical composite, exhibits exceptional strength,
toughness, and regenerative capabilities owing to its organic
collagen matrix reinforced with inorganic minerals like
hydroxyapatite (HA).3,4 Emulating this complex architecture
constitutes an ongoing endeavor in biomaterials research.

Commercial bone implant materials like stainless steel and
titanium possess high strength but face significant stress
shielding problems. The Young’s modulus of these implants
differs substantially from that of natural bone, potentially
leading to bone weakening and eventual implant failure.5

Furthermore, patient heterogeneity and anatomical variations

present unique obstacles in achieving optimal implant per-
formance and longevity. Addressing these complex issues
necessitates a multifaceted approach that integrates cutting-
edge developments in material science, innovative implant
design, advanced surgical techniques, and personalized
medicine.6,7

To overcome these challenges, ongoing research endeavors
focus on enhancing implant biocompatibility, bioactivity, and
osseointegration. Surface modifications, including nanostruc-
turing and bioactive coatings, show promise in accelerating
healing and reducing inflammation. Furthermore, advanced
imaging techniques, computer-aided design (CAD), and addi-
tive manufacturing enable the customization of implants tai-
lored to individual patient needs.8–10

On the other hand, inspired by the intricate designs found
in nature, researchers have increasingly looked to biological
models as a source of innovation in implant design strategies.
Among these models, nacre known for its brick-and-mortar
structure stands out due to its remarkable mechanical pro-
perties. By emulating nacre’s hierarchical organization and its
organic–inorganic interfaces, scientists aim to develop bone
implants that not only withstand mechanical stresses but also
promote effective osseointegration.11,12

This review offers a comprehensive overview of current
bone implant technologies and the challenges they face in
achieving optimal clinical outcomes. It delves into the emer-
ging paradigm of biomimicry in bone implant design, with a
particular emphasis on the development of nacre-like compo-
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sites. By analyzing the literature on these nacre-inspired
ceramic composites, this paper highlights their potential to
revolutionize the future of bone implants. By integrating bio-
logical inspiration with engineering innovation, nacre-like
composites hold significant promise for enhancing patient
outcomes, extending implant longevity, and advancing the
field of regenerative medicine.

2. Anatomy and physiology of bone

Understanding the complex anatomy and physiology of bone
is fundamental to appreciating the design, function, and per-
formance of bone implants. Bones are dynamic organs com-
posed of specialized connective tissue characterized by a
unique combination of strength, flexibility, and regenerative
capacity. This section provides an in-depth exploration of bone
composition, microstructure, and mechanical properties, high-
lighting the remarkable complexity and resilience of this vital
tissue.

Bone in the human skeleton must meet a diverse set of
functional demands most of which are mechanical. Bone
tissue can be categorized into two types: (1) cortical or dense
bone with 5–15% porosity, and (2) cancellous or spongy bone
with 40–90% porosity.13–15

2.1. Composition

Bone tissue is primarily composed of an organic matrix and in-
organic mineral, arranged in a hierarchical structure that
confers strength, durability, and flexibility. The organic matrix,
comprising approximately 30% of bone tissue by weight, con-
sists mainly of collagen fibers.

In addition to the organic matrix, bone contains minerals,
predominantly HA crystals, which account for approximately
70% of bone tissue by weight. HA is a crystalline form of CaP,
imparting rigidity and hardness to the bone while also contribut-
ing to its compressive strength. The interaction between collagen
fibers and mineral crystals creates a composite material with
exceptional mechanical properties, balancing flexibility with
stiffness to withstand a wide range of mechanical loads.13,16,17

2.2. Microstructure

Cancellous or spongy bone, the microstructure is characterized
by a network of trabeculae or bony struts arranged in a lattice-
like pattern. Trabecular bone possesses a larger surface area
relative to its volume compared to compact bone, making it
well-suited for metabolic activities such as mineral exchange
and remodeling. Additionally, trabecular bone exhibits greater
porosity and flexibility, enabling it to absorb and distribute
mechanical forces more effectively.18–20

Cortical bone has a hierarchical microstructure in which
osteons can be considered as reinforcing and toughening
microelements. Osteons have a lamellae structure with 3–7 μm
thickness. They are highly mineralized concentric layers com-
posed of aligned HA/collagen fibrils. Fig. 1 shows the hierarch-
ical structure of cortical bone from macroscale skeleton to

nanoscale. This structure enables bone to be a lightweight
material that can carry large loads in combination with high
toughness and flexibility. Investigation at the nanoscale shows
that the interaction between HA and collagen has a resounding
impact on the strength and toughness of bone.14,16

2.3. Mechanical properties

Bone exhibits a remarkable combination of mechanical pro-
perties, including strength, stiffness, toughness, and elasticity,
which are essential for its functions. These properties are
influenced by factors such as bone density, architecture, com-
position, and loading conditions. The mechanical behavior of
bone can be characterized by its stress–strain relationship,
describing how bone deforms under applied loads. At low
levels of stress, bone exhibits linear elastic behavior, where
deformation is reversible, and the bone returns to its original
shape once the load is removed. However, at higher stress
levels, bone undergoes plastic deformation, resulting in per-
manent changes in shape or structure. The mechanical pro-
perties of the constituents of bone largely control its strength
and plasticity. Since the material behavior of cortical bone is
anisotropic, the flexural, compression strength and Young’s
modulus along the longitudinal direction are greater than
transverse directions. Fig. 2a shows the mechanical properties
and anisotropic behavior of cortical bone.11

The critical stress intensity factor (KIc) and the critical
strain energy release rate (Gc) are two factors for measuring the
fracture toughness of cortical bones. As shown in Fig. 2a the
values of KIC, are lower in longitudinal directions compared to
transverse directions. The level of fracture toughness is lower
at high strain rates. Cortical bone by its nature has a toughen-
ing mechanism that leads to the anisotropic value in the frac-
ture toughness of cortical bone. As depicted in Fig. 2, toughen-
ing mechanisms correlate with the direction which can explain
the anisotropy in the increase in fracture toughness with crack
growth (known as a rising R-curve).

Fig. 2b illustrates the toughening mechanisms that
occurred from micro to nanoscale in cortical bone. There are
two types of toughening mechanisms: (1) extrinsic and (2)
intrinsic, the competition between extrinsic (crack-tip shield-
ing) and intrinsic (plastic deformation) toughening mecha-
nisms contributes to overall toughness. Intrinsic toughening
mechanisms are those that provide resistance to microstruc-

Fig. 1 The hierarchical structure of cortical bone from macro to nano-
scale.
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tural disruptions ahead of the crack tip, like sliding of collagen
fibrils and nucleation of micro to nanoscale damages.
Extrinsic toughening mechanisms by reducing the driving
force of crack propagation increase the toughness, such as
crack bridging and crack deflection. Osteons provide effective
extrinsic toughening that is anisotropic based on the lamella
directions resulting in anisotropy toughness values. The crack
propagating perpendicular to the osteons (transversely
oriented crack) is more likely to deflect and twist than is a
crack propagating parallel to the osteon (longitudinally
oriented crack).21,22

3. Current materials for bone
implants and challenges

Fig. 3 shows the images of different bone implants used in
orthopedic surgeries, like joint implants, spinal fusion cages,
plates, nails, and screws. The key factor influencing bone
healing is the movement between bone fragments, which
affects tissue strain and subsequently impacts cellular
responses in the fracture healing area. Therefore, the evalu-
ation of fracture fixation methods depends on their effective-
ness in minimizing such interfragmentary movement.
Achieving optimal and satisfactory healing outcomes requires
a deep understanding of biomechanical principles, which
must be carefully considered during the application.26–29

In a healthy skeletal system, bones are dynamic living
tissues that constantly undergo remodeling in response to
mechanical stimuli. When bones experience mechanical
loading, such as during weight-bearing activities, they adapt
by remodeling their structure to become stronger and denser
in response to increased stresses, or they may weaken in
response to decreased stresses. However, when an implant is
introduced, particularly one that is significantly stiffer than
the surrounding bone tissue, it alters the natural stress distri-
bution within the bone. As a result, the bone surrounding the
implant experiences reduced mechanical loading, or so-called
‘stress shielding’, leading to a decrease in its natural remodel-
ing activity. Over time, this can result in bone loss or weaken-
ing in areas not subjected to normal mechanical stresses, a
phenomenon known as disuse osteoporosis. This stress shield-
ing effect can significantly compromise bone repair and regen-
eration. In cases where implants are used to stabilize fractures
or support damaged bone tissue, stress shielding can interfere
with the natural healing process by inhibiting the bone’s
ability to remodel and regenerate. It can also lead to compli-
cations such as implant loosening, bone resorption, and ulti-
mately implant failure over the long term.18,30 Therefore, in
orthopedic applications, it’s essential to consider the mechani-
cal properties of both the implant and the surrounding bone

Fig. 2 (a) The mechanical properties of cortical bone. It shows the an-
isotropy behavior of materials. (b) Toughening mechanisms of bone:
illustration depicting the structural features and intrinsic and extrinsic
mechanisms that contribute to the remarkable toughness of bone
tissue.23–25

Fig. 3 Schematic view of various implants utilized in orthopedic surgeries. These include (a) spinal fusion, (b) plates for fracture fixation, and (c)
joint implants, reproduced from ref. 27 with permission from Springer Nature, copyright 2022.
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tissue to minimize the detrimental effects of stress shielding.
Strategies such as designing implants with mechanical pro-
perties closer to those of bone, using materials with tailored
stiffness gradients, and incorporating porous features to
promote bone ingrowth and integration can help mitigate
stress shielding and support optimal bone repair and
regeneration.

Table 1 shows the typical mechanical properties of current
implant materials compared with natural bone. Although
stainless steel (SS), titanium (Ti), and polyetheretherketone
(PEEK) are commonly used materials for bone implants like
rods, screws, plates, and spinal fusion cages. Each material
has its limitations.

SS implants are often seen as cost-effective and easily man-
ufactured medical devices. However, their approximately
tenfold higher stiffness compared to human bone can lead to
stress shielding, resulting in bone resorption. Additionally, the
conductive oxides produced by SS may trigger inflammation.
Despite these challenges, nickel-containing SS exhibits excep-
tional mechanical properties and is easily work-hardened. In
its annealed condition, it demonstrates superior strength com-
pared to other conventional SSs used in implant manufactur-
ing, potentially enabling the development of more robust and
customized implants tailored to individual patient needs.27,29

In terms of biocompatible materials, Ti and its alloys, such
as commercially pure titanium (CpTi) and Ti-6Al-4 V alloy, are
highly regarded despite their higher cost. These materials are
prized for their excellent biocompatibility, mechanical pro-
perties, wear and corrosion resistance, high strength-to-weight
ratio, and relatively lower stiffness compared to SS. Ti finds
extensive use in biomedical implants, including joint replace-
ments, bone plates, screws, pacemakers, and dental implants.
Ti and its alloys generally promote satisfactory osteointegra-
tion and form a robust oxide layer, exhibiting notable resis-
tance to corrosion. Among titanium alloys, Ti-6Al-4 V has been
particularly useful.32

However, challenges exist with Ti and its alloys, such as dis-
crepancies in composition compared to human bone, which
hinder the formation of a fibrous capsule around the implant
and weaken chemical bone bonding during osseointegration.

Additionally, the spontaneous formation of a thin and biocom-
patible layer of titanium oxide enhances corrosion resistance.
However, in cases of weak passivation oxide layers, the release
of particles and ions from Ti implants may induce inflam-
mation, hypersensitivity, and toxicity. The almost negligible
resorption of titanium implants over time complicates diag-
nostic imaging, making visualization of surrounding tissues
challenging.32

PEEK, a member of the polyaryletherketone (PAEK) polymer
family, is known for its exceptional chemical stability, except
against 98% sulfuric acid. PEEK’s mechanical properties
ensure long-term durability, and its versatility in three-dimen-
sional printing and injection molding makes it ideal for intri-
cate shapes. With Young’s modulus of 3.8 GPa, lower than that
of cortical bone (20.7 GPa), PEEK reduces stress shielding com-
pared to titanium or stainless steel. The lower Young’s
modulus of PEEK compared to cortical bone affects implant
performance. While it reduces stress shielding and helps
maintain bone density, the lower stiffness can lead to insuffi-
cient mechanical support, causing micromotions at the bone–
implant interface and impairing stability. Additionally, PEEK’s
lack of bioactivity remains a significant challenge for bone
implant applications.33,34

Researchers are tackling the issue of non-bioactive commer-
cial implant materials by exploring surface modifications, like
coating with HA, and developing composite materials. These
efforts aim to boost bioactivity, enhance osseointegration, and
improve mechanical properties. The goal is to minimize post-
operative complications and the need for further surgeries,
ultimately advancing patient outcomes.35,36

Additionally, degradable polymers hold immense potential
for bone implant applications due to their ability to gradually
break down in the body, promoting bone regeneration while
eliminating the need for subsequent removal surgeries. One
such polymer is polylactic acid (PLA), which offers excellent
biocompatibility, allowing it to integrate seamlessly with sur-
rounding tissues without adverse reactions.37,38 Additionally, it
possesses adequate mechanical strength to provide initial
support for bone healing processes. Another degradable
polymer commonly used in bone implants is polycaprolactone
(PCL). PCL exhibits flexibility, durability, and ease of proces-
sing, making it suitable for various medical applications.39,40

Its gradual degradation profile allows for sustained support of
bone regeneration while maintaining structural integrity over
an extended period. Despite their many advantages, degrad-
able polymers also have some limitations. One significant dis-
advantage is their relatively slow degradation rate, which may
not always align with the pace of bone healing. In some cases,
this slow degradation can lead to prolonged inflammation or
mechanical instability.41 Additionally, the mechanical pro-
perties of degradable polymers may not match those of natural
bone, potentially compromising the overall stability and func-
tionality of the implant. Moreover, the processing and fabrica-
tion of degradable polymer implants can be more complex
and costly compared to traditional non-degradable materials
like titanium or stainless steel.

Table 1 Mechanical properties of commercial bone implants compared
with the natural bone’s properties. Data extracted from ref. 3, 29 and 31

Materials

Tensile
strength
(MPa)

Young’s
modulus
(GPa)

Flexural
strength
(MPa)

Cortical bone 50–150 10–25 80–160
Titanium alloys 900–11 000 110–120 850–1200
Stainless steel 500–600 190–210 750–950
Cobalt–chromium
alloys

600–1500 210–240 600–1500

PEEK 90–100 3.5–4.8 150–230
PLA 50–70 3.5–4 50–100
PCL 10–50 0.2–0.4 10–40
Mg 150–240 40–45 150–260
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Magnesium (Mg) is emerging as a promising material for
bone implant applications due to its notable biocompatibility
and bioactivity, which are essential for promoting bone regen-
eration. When implanted, Mg interacts with surrounding
tissues and fluids, facilitating the formation of an apatite layer
that enhances osseointegration. One of the key advantages of
magnesium is its biodegradability; unlike non-degradable
materials, Mg implants gradually dissolve in the physiological
environment, eliminating the need for surgical removal. This
property not only reduces the risk of long-term complications
associated with permanent implants but also allows for
natural bone remodeling and regeneration to proceed without
impediment.42,43

A significant advantage of magnesium is its mechanical
properties, particularly its Young’s modulus of ∼40 GPa, which
is closer to that of natural bone. This similarity helps in miti-
gating the problem of ‘stress shielding’. However, Mg’s rapid
degradation rate poses a challenge, as it must be controlled to
match the pace of bone healing to ensure optimal perform-
ance and stability. Additionally, the degradation process of Mg
releases hydrogen gas (H2), which can cause gas pockets and
local inflammation if not properly managed.44,45

4. Development of biomimetic
materials for bone implants

Conventional grafts, such as autografts and allografts have
long been used in bone repair and reconstruction. While these
methods provide vital solutions, they come with limitations
such as limited availability, risk of immune rejection, and less
than optimal integration with the host tissue. For instance,
autografts are highly biocompatible but require an additional
surgical site for tissue harvesting, and allografts may suffer
from immune responses or disease transmission.13

In response to these limitations, the field has turned to bio-
mimetic materials designed to replicate the structural and
functional characteristics of natural tissues. While biomimetic
materials, such as hydrogels that mimic the water-rich environ-
ment of natural tissues, have shown promise in applications
like wound healing and cartilage repair, they may not be the
ideal option for future bone implants.46 One significant draw-
back is that biomimetic materials often struggle to achieve the
same level of complexity and mechanical strength as natural
tissues, particularly in load-bearing applications like bone
implants. Additionally, the production of biomimetic
materials can be costly and complex, further limiting their
potential for widespread use in bone implant technologies.47

Building on the progress of biomimetic materials, nacre-
like materials represent a significant leap forward. Inspired by
the natural structure of nacre (mother-of-pearl), these
materials feature a layered, hierarchical design that provides
exceptional toughness and mechanical strength.48 Nacre’s
unique structure characterized by its layered arrangement of
aragonite and organic matrix serves as a model for creating
synthetic materials with superior durability and resistance to

fracture. For example, nacre-inspired composites and 3D-
printed scaffolds utilize this hierarchical organization to
enhance load-bearing capability, integration with natural
bone, and overall durability. These materials are particularly
advantageous in bone repair applications, offering improved
mechanical performance and biocompatibility compared to
traditional and biomimetic materials.49,50

4.1. Nacre-like composite materials

Efforts to replicate the mechanical properties of cortical bone
in synthetic biomaterials underscore the challenge of mimick-
ing its intricate microstructural complexity. The complexity of
cortical bone’s microstructure poses a significant challenge in
biomimetic design. Replicating its properties accurately
requires mimicking not only the composition of collagen and
HA but also their spatial arrangement and interactions across
multiple length scales. Conventional biomaterials often
struggle to achieve such intricate hierarchical structures, limit-
ing their ability to fully emulate cortical bone’s mechanical
behavior.1,51

Nacre, found in the inner layer of abalone shells, possesses
remarkable mechanical properties due to its sophisticated
architecture, comprising highly oriented inorganic aragonite
(calcium carbonate) platelets and organic biopolymer. The
‘brick’ component consists of aragonite platelets providing
structural strength, while the ‘mortar’ component, consisting
of organic material, serves as a lubricant. This unique arrange-
ment contributes to toughening mechanisms through energy
dissipation, making nacre significantly tougher than mono-
lithic aragonite.52 The researchers investigated the suitability
of nacre implants for orthopedic applications by examining
their interactions with surrounding tissue and their ability to
stimulate bone formation. Results showed that nacre implants
facilitated direct bonding with newly formed bone, providing a
stable anchoring between the implant and the target bone.
Unlike conventional implants, nacre triggered no adverse
tissue reactions and exhibited greater osteogenic activity.53,54

Molecular interactions between bone and nacre contributed
to the formation of an integrated matrix at the implant inter-
face, ensuring long-term stability. These findings highlight
nacre’s potential as a bioactive and biocompatible material for
orthopedic implants, offering promising prospects for enhan-
cing bone tissue regeneration and implant longevity.55

In addition to microstructure, nacre exhibits remarkable
mechanical robustness and resistance to crack propagation
due to their shared deformation and toughening mechanisms
similar to bone. The study examined nacre’s mechanical pro-
perties to assess its potential as a model for orthopedic
implants. Researchers found that hydrated nacre had the
highest toughness, rather than dry state. The Young’s modulus
of nacre ranged between 64 and 73 GPa, and its fracture tough-
ness was ∼9 MPa m1/2, and the flexural strength measured was
210 MPa. These results highlight nacre’s potential for develop-
ing durable, wear-resistant implants.56,57

Fig. 4a shows the nacre structure in macro and micro
scales. The intricate microstructure of the nacre inspires the

Review Biomaterials Science

5684 | Biomater. Sci., 2024, 12, 5680–5703 This journal is © The Royal Society of Chemistry 2024

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

9 
Se

pt
em

be
r 

20
24

. D
ow

nl
oa

de
d 

on
 1

/1
5/

20
25

 8
:0

6:
08

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4bm00903g


creation of biomimetic brick-and-mortar architectures aimed
at enhancing the mechanical characteristics of bone-like
materials. The unique structure of the nacre, found in sea-
shells, contributes to its toughness by creating weak interfaces
where cracks can be deflected and energy dissipated, resulting
in elevated fracture toughness, Fig. 4b depicts the R-curve be-
havior of the nacre structure.

The fracture toughness of aragonite is typically around 1
MPa m

1
2, while nacre can reach levels as high as 9 MPa m

1
2.

Fig. 4c shows the brick-and-mortar composition demonstrates
a characteristic crack deflection post-initiation, a well-estab-
lished toughening mechanism explored in earlier research. It
is proposed that the overall toughening mechanism of nacre

encompasses a synergistic integration of these multiscale
mechanisms harmoniously.51,58

Table 2 summarizes the key characteristics of nacre, includ-
ing its mechanical properties such as strength, toughness, and
modulus of elasticity, as well as its unique microstructure.

Fig. 5 presents Ashby plots illustrating the mechanical pro-
perties of various engineering materials in comparison to
natural bone and nacre. These plots serve as crucial tools for
understanding the trade-offs involved in material selection,
particularly for biomedical applications such as bone
implants.

Fig. 5a depicts the relationship between compressive strength
and Young’s modulus. The plot reveals a critical insight:

Fig. 4 (a) The microstructure of the nacre inspires the development of biomimetic brick-and-mortar structures to bolster the mechanical pro-
perties of bone-like materials. By emulating nature’s intricate design, implants can be crafted with enhanced strength and toughness, mirroring the
hierarchical arrangement of mineral platelets and organic matrix in nacre. Reproduced from ref. 52 with permission from Elsevier, copyright 2018.
(b) Fracture toughness based on a crack extension of natural nacre (data points extracted from ref. 52), shows the R-curve behavior of natural bone.
(c) SEM image of the crack propagation path of the nacreous layer of seashell showing different toughening mechanisms. Reproduced from ref. 59
with permission from Springer Nature, copyright 2014.
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materials with high compressive strength often exhibit a corre-
spondingly high Young’s modulus. While high strength is desir-
able, an excessively high modulus can lead to stress shielding, a
significant issue in bone implants. This reduction in load-
bearing can cause bone resorption and potentially lead to
implant failure. The plot clearly shows that metals and some cer-
amics like alumina, and zirconia, while possessing superior
strength compared to bone, also have much higher Young’s
modulus, making them unsuitable for bone applications due to
the risk of stress shielding. In contrast, natural nacre demon-
strates a more balanced combination of compressive strength
and Young’s modulus, making them more functional in
mimicking the mechanical environment of bone.27,60,61

Fig. 5b illustrates the relationship between fracture tough-
ness and flexural strength. This plot underscores the inherent
difficulty in simultaneously achieving high fracture toughness
and high flexural strength in engineering materials. Natural
nacre once again exhibits superior properties in this regard,
balancing toughness and strength in a manner that many syn-
thetic materials fail to achieve. This balance is particularly
important for biomedical implants, where both toughness and
strength are critical for durability and functionality.29,62,63

By graphically representing these mechanical parameters,
engineers and researchers can visually assess the comparative
performance of different materials against bone and nacre. To
this end, scientists have developed ceramic composites that
emulate its hierarchical organization. By integrating ceramic
with organic matrices, nacre-like composites mimic the stag-
gered arrangement and organic–inorganic interfaces observed
in natural nacre. This biomimetic approach offers a promising
avenue for creating bone implants with enhanced mechanical
properties.63

4.2. Manufacturing of nacre-like composite materials

The fabrication of nacre-like composites involves replicating
the hierarchical architecture and toughening mechanisms
observed in natural bone tissue. At the core of this process, the
mineral phase, typically CaP or other ceramics, is intricately
assembled and bound by a polymeric matrix to create funda-
mental building blocks reminiscent of the mineralized col-
lagen fibrils found in natural bone.70 This nanoscale arrange-
ment is pivotal for emulating the strength and deformability
exhibited by the mineralized collagen fibrils. However, due to
the complexity, strategies are devised to mimic the toughening

Table 2 Characterization of nacre and its properties. Data extracted from ref. 46, 47, 50, 53–59

Description

Microstructure The brick-and-mortar microstructure, composed of aragonite (calcium carbonate) and organic matrix (a complex
blend of proteins, polysaccharides, and glycoproteins)
Nano-sized aragonite platelets (thickness ∼0.3–0.5 µm; diameter ∼5–8 µm) embedded in an organic matrix,
arranged in alternating layers (∼20 nm thick)

Mechanical strength Compressive strength ∼100–300 MPa
Flexural strength ∼100–210 MPa

Fracture toughness R-curve resistance behavior ∼2–9 MPa m1/2

Young’s modulus A measure of the material’s stiffness or rigidity ∼64–73 GPa
Biocompatibility and
bioactivity

Nacre has shown the potential to promote bone formation without causing adverse reactions

Fig. 5 Exploring material strength: Ashby plot contrasts the mechanical properties of diverse materials with those of bone and nacre, offering
insights into the relative performance and suitability for various engineering applications. (a) Compressive strength based on Young’s modulus, (b)
fracture toughness is based on Flexural strength. The data extracted from ref. 27, 29, 64–69.
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mechanisms observed in natural bone, such as integrating
mineral bridges, nano-asperities, and viscoelastic layers within
the composite structure as those found in nacre. Advanced fab-
rication techniques, including bi-directional freeze-casting
(BFC), layer-by-layer assembly, electrospinning, and bio-
mimetic mineralization, are commonly utilized to achieve the
desired nano- and microscale architectures. The fabrication of
nacre-like composites represents a burgeoning area of
research, harnessing insights from biomimicry to natural
materials with superior performance and adaptability.71,72

4.2.1. Bi-directional freeze-casting. BFC technique has
been developed, enabling the assembly of small building
blocks such as ceramic particles and platelets, into large-scale,
single-domain, porous lamellar structures akin to natural
nacre. The BFC technique is a modification of the uni-
directional freeze casting technique, a polydimethylsiloxane
(PDMS) wedge with different slopes is placed in between the
suspension and the cold finger. As for the low thermal conduc-
tivity of the PDMS wedge, the thinner side cools faster than
the thicker side upon cooling, yielding a temperature gradient
in the horizontal direction in addition to the vertical direction.
The ice crystals nucleate only at the bottom end of the wedge
and continue growing preferentially in two directions vertically
away from the cold finger and horizontally along the PDMS
wedges. BFC is a very effective technique in generating long-
range aligned lamellar structures, it has been utilized to

assemble various functional building blocks into nacre-
mimetic materials.73,74 Fig. 6 shows the schematic of steps
involved in the fabrication process of a composite material
with a structure resembling that of a nacre. Initially, a scaffold
is formed by freezing a slurry containing HA particles onto a
copper cold finger. Further densification is achieved through
uniaxial pressing, reducing the porosity. Methacrylate groups
are then grafted onto the HA surface to enhance the interface
between the ceramic and polymer phases. Finally, the compo-
site material is completed by in situ polymerization of methyl
methacrylate (MMA) within the grafted scaffold. Each step in
this process contributes to the creation of a composite
material with mechanical properties and structural character-
istics reminiscent of natural nacre.75–77

Fig. 7 shows the microstructure of the HA/PMMA compo-
site, the notable resemblance between the as-prepared HA/
PMMA composite and natural nacre is underscored. The
unpressed HA scaffold, characterized by a long-range aligned
lamellar structure (a), is a result of BFC a feat challenging to
achieve through conventional freeze-casting methods.
Following uniaxial pressing, the HA scaffold undergoes signifi-
cant densification, with the lamellar layers breaking into dis-
tinct ceramic “bricks” measuring approximately 5–20 µm thick
and 10–110 µm long (b and c). Upon infiltration of the densi-
fied porous scaffolds with PMMA, the final HA/PMMA compo-
sites exhibit a hierarchical architecture akin to nacre, boasting

Fig. 6 Fabrication steps for HA/PMMA composite with nacre–mimetic structure: (a) initially, create a scaffold by BFC of a HA slurry (20 vol%
ceramic loading) on a copper cold finger, with a PDMS wedge inducing preferential ice crystal growth along its surface. (b) After sublimation and sin-
tering, achieve an HA scaffold with extensive lamellar structure and around 70% porosity. (c) Densify the scaffold through uniaxial pressing to reduce
porosity to approximately 15%–25%. (d) Enhance the ceramic–polymer interface by grafting methacrylate groups onto the HA surface. (e) Finally,
obtain a nacre–mimetic composite by in situ polymerization of MMA within the grafted scaffold. Reproduced from ref. 75 with permission from
Wiley-VCH Verlag GmbH & Co. KGaA, Weinheim, copyright 2015.
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75–85 vol% ceramic content over multiple length scales (d and
e). Notably, the inorganic bricks, parallel and closely packed
throughout the sample, owe their uniformity to the BFC tech-
nique. Moreover, the asperities and roughness of the bricks
closely mimic the inorganic bridges between aragonite plate-
lets observed in natural nacre. Each layer of bricks is inter-
spersed with polymer layers spanning from sub-micrometer to
several micrometers in thickness (d). These structural intrica-
cies are pivotal for the mechanical prowess demonstrated by
Nacre.

Following sublimation and sintering, an HA scaffold dis-
playing a long-range lamellar structure with 70% porosity was
achieved. Subsequent densification through uniaxial pressing
reduced the porosity to approximately 20–40%. The impact of
the ceramic fraction on wall thickness, density of ceramic
bridges, and compressive strength is illustrated in Fig. 8a.
Increasing the ceramic fraction from 60 vol% to 80 vol%
resulted in a rise in wall thickness from 17.89 to 36.01 µm,
accompanied by increased bridge density and compressive

strength, reaching 23.03% and 167.5 MPa, respectively. The
formation of ceramic bridges arises from the conflict between
forced and preferential ice growth during bidirectional freeze-
casting, leading to an oblique ice growth direction.78,79 b–d
provide microstructural insights into composites at ceramic
fractions of 60 vol%, 70 vol%, and 80 vol%, respectively.
Augmented ceramic fractions correlate with longer and thicker
walls, along with the heightened density of ceramic bridges,
crucial for enhancing strength and toughness. These bridges
facilitate stress transfer, redistribute forces, and augment fric-
tional sliding between ceramic layers, thereby improving
overall mechanical.

Recently, a novel nacre-mimetic composite endowed with
inherent self-healing and shape-programming capabilities
was presented. Initially, alumina platelets were organized into
a scaffold featuring lamellar layers utilizing the bidirectional
freeze-casting method. Mechanical responses of natural nacre
(Fig. 9c), ‘artificial-nacre’ infiltrated with conventional ther-
moplastic PMMA (d), and the self-healable ‘Smart nacre’

Fig. 7 The SEM images depict the structural comparison between the nacre–mimetic HA/PMMA composite and natural nacre. (a) Illustrates the HA
scaffold prepared through BFC, while (b) and (c) showcase the densified scaffold post-uniaxial pressing. (d) Presents the HA/PMMA composite fabri-
cated via BFC and in situ polymerization, demonstrating a brick-and-mortar structure similar to (e) natural nacre. Note that while (d) and (e) aim to
highlight structural similarities, they may differ slightly in magnification. Reproduced from ref. 75 with permission from Wiley-VCH Verlag GmbH &
Co. KGaA, Weinheim, copyright 2015.
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produced by infiltration of Diels–Alder network polymer
the densified alumina scaffold in its liquid precursor
form followed by thermal curing. (e) Were comparatively
evaluated. Notably, while natural nacre and nacre-like infil-
trated with thermoplastic PMMA exhibited non-healable pro-
perties, only the nacre-like demonstrated self-healing capa-
bility, with stress–strain curves nearly fully recovered post-
healing.80

4.2.2. Self-assembly. The self-assembly technique for devel-
oping nacre-like composites involves the spontaneous organiz-
ation of constituent materials into hierarchical structures
resembling those found in natural nacre. This method typi-
cally begins with the dispersion of platelet-shaped particles or
fibers, such as alumina or HA, within a solvent. This self-
assembly approach offers a versatile and scalable method for
fabricating biomimetic materials with enhanced mechanical
properties and potential applications in biomedicine, struc-
tural engineering, and beyond.81–83

Fig. 10 shows the schematic of nacre-like composite prepa-
ration via the self-assembly technique. At the nanoscale to
microscale assembly level, large-area 2D nacre-mimetic films
were synthesized from a homogeneous mixture of brushite
platelets and sodium alginate (SA) solution through water

evaporation-induced self-assembly. The abundant carboxyl
and hydroxyl groups present on the molecular chain of SA
facilitate interfacial interactions between the brushite platelets
and SA via Ca2+–SA coordination. Fig. 10c and d show the SEM
images of natural nacre and self-assembled nacre-like
composite.84

Fig. 11 shows the self-assembled clay/PVA films which were
laminated after drying to prepare a nacre-like composite. It
shows the schematic of the whole process and the final micro-
structure images taken with transmission electron microscopy
(TEM), show a highly aligned structure at a 40 nm scale. In the
process of preparing the nacre-like clay/polymer composite
depicted schematically, polyvinyl alcohol (PVA)-coated clay
nano-platelets undergo self-assembly during evaporation,
resulting in the formation of films approximately 60 µm thick.
Subsequently, these films are fused through a simple lami-
nation process. The resultant plates, which are 12 cm wide
and have a thickness ranging from 3 to 10 mm, are then avail-
able for shaping into desired configurations for testing pur-
poses. Additionally, TEM illustrates the aligned bulk nano-
structure with a periodicity of 2.6 nm, showcasing the organiz-
ation achieved through self-assembly. This process under-
scores the effective utilization of self-assembly techniques in

Fig. 8 (a) Variation of ceramic fraction impacts ceramic wall thicknesses, ceramic bridge density, and compressive strength. The increase from 60
vol% to 80 vol% yields thicker walls at 36.01 ± 1.89 µm, heightened ceramic bridge density at 23.03 ± 2.07 (%), and increased compressive strength
at 167.5 ± 2.87 MPa. Microstructure analysis of the composite at 60 vol%, 70 vol%, and 80 vol% ceramic fractions is presented in (b–d) respectively
(scale bars: 500 µm). (d) Yellow arrows denote the increase in ceramic bridges with higher ceramic fractions. (e) Illustrates the stress–strain relation-
ship of different composites with varying ceramic fractions, demonstrating a flexural strength of 130 ± 5.82 MPa and Young’s modulus of 19.75 ±
2.38 GPa for composites with 80 vol% HA. Reproduced from ref. 78 with permission from MPDI, copyright 2023.
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fabricating composite materials with desired properties and
structures resembling natural nacre.85

4.2.3. Other methods. Fig. 12 shows the magnetic align-
ment and vacuum-assisted assembly. Subsequent vacuum fil-
tration fixes the particles’ orientation as they consolidate into
a cohesive green body, as illustrated in Fig. 12a. Next, the
green bodies undergo hot-pressing to partially sinter the plate-
let interfaces, creating porous ceramic scaffolds with mineral
nano-interconnectivity (Fig. 12b). Commercially available
alumina microplatelets, pre-coated with a continuous thin film
of densely packed titania nanoparticles, are employed to
control the strength of mineral contacts at the platelet–platelet
interfaces. This two-phase alumina–titania system, where the
temperature-stable alumina is coated with a more sinter-prone
titania layer, allows modulation of the interface through sinter-

ing temperature control. The sintered scaffolds are infiltrated
with a low-viscosity monomer that undergoes polymerization
to form a continuous organic matrix (Fig. 12c). The resulting
composite features a robust nacre-like brick-and-mortar struc-
ture interlinked with submicron interplatelet mineral
bridges.86

External pressure during sintering is crucial for forming
robust mineral contacts, as pressureless sintering results in
scaffolds with lower density and mechanical integrity. In con-
trast, hot-pressing yields denser scaffolds with a high density
of interfacial contact points between the aligned platelets,
achieving a tunable microstructure resembling the desired
brick-and-mortar structure, as depicted in Fig. 12d.

The large-scale fabrication process of nacre-like ceramic–
resin composites encompasses three principal stages illus-

Fig. 9 Self-healing nacre-mimetic composites: (a) schematic representation of the fabrication process for smart nacre, involving the infiltration of a
long-range aligned alumina scaffold with a thermally responsive dynamic polymer network. (b) Scanning electron microscope (SEM) images depict-
ing the porous alumina scaffold, densified scaffold, and smart nacre. Stress–strain curves were obtained during the damage-healing process for
natural nacre (c), nacre-like infiltrated with a non-healable polymer (d), and smart nacre (e). Insets display optical images corresponding to the
respective samples. Scale bars in (c–e) represent 2 cm. Reproduced from ref. 80 with permission from Springer Nature, copyright 2019.
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Fig. 10 Fabrication and assessment of bulk synthetic nacre. (a) Schematic representation illustrating the bottom-up assembly process of bulk syn-
thetic nacre. (b) Display of large-scale fabricated bulk synthetic nacre. Scale bar: 2 cm. (c and d) Examination of cross-sections of the synthetic nacre
(c) and natural Cristaria plicata nacre (d) revealing comparable fractured layered microstructures. Scale bars: 1 μm. (e and f) Comparative visualiza-
tions of synthetic nacre (e) and Cristaria plicata nacre (f ) subjected to equivalent impact forces, highlighting the enhanced impact resistance of the
synthetic nacre. Scale bars: 5 mm. Reproduced from ref. 84 with permission from Springer Nature, copyright 2017.

Fig. 11 The schematic of preparing the nacre-like clay/polymer composite via self-assembly technique. During evaporation, polyvinyl alcohol
(PVA)-coated clay nano-platelets undergo self-assembly to form films with a thickness of approximately 60 µm. These films are then fused using a
straightforward lamination process. The resulting plates, measuring 12 cm in width and 3–10 mm in thickness, can be cut into desired shapes for
testing purposes. TEM displayed at the bottom left, exhibits the aligned bulk nanostructure with a periodicity of 2.6 nm. Reproduced from ref. 85
with permission from Wiley-VCH Verlag GmbH & Co. KGaA, Weinheim, copyright 2017.
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trated in Fig. 13a. Initially, scalable nacre-like composite films
are generated through the implementation of a continuous
fiber-assisted evaporation-induced self-assembly method
depicted in Fig. 13b. Following this, layered ceramic scaffolds
are prepared via a pressure-less sintering procedure after the
lamination of the composite films. Lastly, the ultimate pro-
ducts are attained through a resin infiltration and curing
procedure.

Fig. 13d depicts the SEM image of alumina microplatelets
self-assemble into a well-aligned layered structure intercon-
nected by the bacterial cellulose (BC) network, with kaolin
microparticles homogeneously dispersed amongst them in the
films prepared on both continuous polyethylene terephthalate

(PET) substrates. Notably, despite containing an exceptionally
high mass ratio (approximately 95 wt%) of rigid inorganic con-
stituents, the resulting film exhibits remarkable flexibility
rather than brittleness. This flexibility is attributed to the facil-
itating role of the flexible 3D BC network and the porous
layered structure within the films, which permit the alumina
micro platelets to adjust their positions appropriately during
the bending process.

Furthermore, this property, coupled with the satisfactory
tensile strength of the composite films, proves advantageous
for post-processing and facilitates the realization of complex
shape designs through compression molding. The simplicity
and efficacy of the one-step nanofiber-assisted self-assembly

Fig. 12 Production of nacre-like composites via vacuum-assisted magnetic alignment (VAMA). (a) Magnetized titania-coated alumina platelets are
aligned by a rotating magnetic field, followed by vacuum consolidation into green bodies of bulk ceramic. (b) Hot pressing of green bodies yields sin-
tered porous ceramic scaffolds with surface asperities and mineral bridges. (c) Infiltration with low-viscosity thermoset monomers under vacuum or
pressure forms dense polymer–ceramic composites. (d) Increased sintering temperature enhances the composite density. Reproduced from ref. 86
with permission from Wiley-VCH Verlag GmbH & Co. KGaA, Weinheim, copyright 2016.
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method present opportunities for facile scale-up and customi-
zation of the final materials. Following film production, the
composite films are uniformly cut to size and stacked together.
A subsequent pressing step is undertaken to enhance their
flatness and compactness, ensuring close contact between
layers. The laminate is then subjected to pressure-less sinter-
ing, distinct from previously reported hot-pressing sintering
methods, which necessitate high pressure, specific furnaces,
and customized molds during the sintering process. The sin-
tered kaolin microparticles function as mineral bridges, effec-

tively welding both the macro-level interfaces of the stacked
films and the micro-level interfaces of the alumina microplate-
lets. Ultimately, Fig. 13e depicts a densified ceramic–resin
composite featuring a highly ordered nacre-like architecture
achieved post-infiltration and curing of poly(methyl methacry-
late) (PMMA) into the porous ceramic scaffold. The low vis-
cosity of methyl methacrylate (MMA) monomer and its com-
patibility with the ceramic scaffolds enable uniform resin infil-
tration. This scalable strategy facilitates the fabrication of
large-sized samples with high production efficiency as illus-

Fig. 13 Large-scale fabrication of nacre-like composites. (a) Schematic illustration outlining the process for large-scale production of nacre-like
ceramic–resin composites. Alumina microplatelets, BC nanofibers, and kaolin particles are represented by gray rectangles, brown curves, and blue
dots, respectively. (b) Schematic depiction illustrating the continuous preparation of nacre-like composite film using a nanofiber-assisted evapor-
ation-induced self-assembly method. (c and d) Photograph (c) and cross-sectional SEM image (d) of a large-scale nacre-like composite film pre-
pared through continuous fiber-assisted evaporation-induced self-assembly as described in (b). (e) SEM image displaying the cross-section of a
nacre-like ceramic–resin composite, with yellow arrows highlighting the boundaries of alumina microplatelets aligned in the polymer matrix. The
insert exhibits a small-angle X-ray scattering image of the nacre-like ceramic scaffold before polymer infiltration. (f ) Photographs demonstrating a
large-sized nacre-like ceramic–resin composite and a molded nacre-like ceramic–resin composite with an arch shape. Reproduced from ref. 87
with permission from Wiley-VCH Verlag GmbH, copyright 2023.
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trated in Fig. 13f. Moreover, the size, thickness, morphology,
and spatial composition of the ultimate products can be
manipulated as desired. For instance, an arch-shaped nacre-
like ceramic–resin composite with alumina microplatelets well
aligned along the tangent of the arch can be readily obtained
using a specific pre-pressed mold refer to Fig. 13f. The
achieved nacre-like ceramic–resin composites, characterized by
scalable size and moldable capacity, pose challenges to be
manufactured by previously developed methods. Remarkably,
the bottom-up processing strategy facilitates facile yet precise
control of local microstructures and constituents by stacking
various films with specific microstructures and constituents in
a pre-designed sequence.87

In another study, the structural merits of both enamel
(highly ordered nanorod bundles) and nacre (brick-and-mortar
structure) were combined to construct a new kind of highly
ordered ultralong HA nanowire fiberboard-and-mortar align-
ment hierarchical structure (HFMAS) by the multiscale and
multilevel assemblies of ultralong HA nanowires from the
nanoscale to microscale to macroscale and from 1-D to 2-D to
3-D shown in Fig. 14a and b. Through a series of multiscale
and multilevel self-assembly processes, the HFMAS nano-
composite with a highly ordered hierarchical architecture can
be prepared, spanning from the nanoscale to the microscale to
the macroscale, and from 1-D to 2-D to 3-D levels (as illustrated
in Fig. 14b). These ultralong HA nanowires exhibit a preference
for growth along the c-axis of the crystal lattice, subsequently
self-assembling into HA nanowire bundles along the longitudi-
nal direction of the ultralong HA nanowires (1-D, 1st level
ordering) at the nanoscale. Following this, aided by the shear
force resulting from the injection of the HA nanowire paste,
the HA nanowire bundles align preferentially along their longi-
tudinal direction to form macroscale fibers. The width of the
resulting fiber is dictated by the diameter of the injecting
needle, while the length of the fiber is variable, contingent
upon the available quantity of the HA nanowire paste. Finally,
polymers infiltrate the interstices within the entire framework
of the HA nanowire bulk sample, culminating in the formation
of the highly ordered ultralong HFMAS depicted in Fig. 14c–
e.88

Table 3 lists examples of various nacre-like composite
materials, scaffold fabrication methods, and their corres-
ponding mechanical properties. Different studies have
explored the impact of material composition and fabrication
techniques on scaffolds’ mechanical strength, stiffness, and
toughness. BFC is a commonly used method, as seen in mul-
tiple studies. For example, Bai et al. reported that a HA/poly-
methylmethacrylate (PMMA) composite produced by this
method achieved a flexural strength of approximately 100 MPa
and a Young’s modulus of 20 GPa.75 By adding polyacrylic acid
(PAA) to the HA/PMMA matrix, resulting in a flexural strength
of 158 ± 7.02 MPa, Young’s modulus of 24 ± 4.34 GPa, and a
fracture toughness of 5.27 ± 1.03 MPa m1/2. This enhancement
underscores the role of the composite’s composition in
improving mechanical properties.78 Du et al. also utilized BFC
to fabricate an Al2O3/Diels–Alder polymer network composite.

This scaffold displayed a lower flexural strength of 62.2 ± 5.8
MPa and Young’s modulus of 3.6 ± 0.5 GPa, highlighting the
influence of material choice on mechanical performance.
Unlike the previous examples, this composite did not report a
fracture toughness value, indicating a possible limitation in its
mechanical evaluation.80 In contrast, self-assembly methods
have also shown promise. For example, Gao et al. reported that
a brushite/chitosan composite fabricated using this method
achieved a high flexural strength of approximately 267 MPa
and Young’s modulus of 18.6 GPa, alongside a fracture tough-
ness of about 8.7 MPa m1/2.84 Similarly, Morits et al., explored
a Clay/PVA composite using self-assembly, which exhibited a
flexural strength of 220 MPa, Young’s modulus of 25 GPa, and
fracture toughness of 3.4 MPa m1/2.85 These results suggest
that self-assembly can produce scaffolds with robust mechani-
cal properties. Magnetic alignment and vacuum-assisted
assembly are other notable methods. Grossman et al. utilized
this technique to fabricate an Al2O3/PVA + PAA composite,
which achieved an impressive flexural strength of 350 MPa and
a Young’s modulus of 38.88 GPa. Although fracture toughness
was not reported, the high flexural strength indicates a signifi-
cant advantage in mechanical reinforcement through this fab-
rication method.86 Lastly, advanced methods such as bottom-
up combining nanofiber-assisted evaporation-induced self-
assembly and extrusion-based 3D-printing are also high-
lighted. Monia et al. demonstrated that a ceramic (Kaolin clay
+ alumina micro-platelets)/PMMA composite produced using
the former technique achieved a flexural strength of 292 MPa
and a fracture toughness of 6.4 MPa m1/2.89

Yu et al. used extrusion-based 3D-printing to fabricate a HA
nanowires (HAnw)/PMMA + PAA composite, which resulted in
a flexural strength of 308 MPa, a Young’s modulus of 34.7 GPa,
and a fracture toughness of 4.77 MPa m1/2. These methods
highlight the potential for producing highly tailored and
mechanically robust scaffolds suitable for bone tissue
engineering.88–90

Overall, Table 3 illustrates the significant impact that both
the choice of constituent materials and fabrication techniques
have on the mechanical properties of nacre-like composites,
with different methods offering various advantages depending
on the desired applications.

5. Mechanical and microstructural
characterization of nacre-like CaP/
polymer composite for bone implant
applications

After reviewing various methodologies for developing nacre-
like composites across different materials, with an emphasis
on their structures and fabrication techniques, Fig. 15 illus-
trates the mechanical properties of different nacre-like CaP/
polymer composites used in bone implant applications. These
composites are compared based on the flexural strength (MPa)
and Young’s modulus (GPa).
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The HA/SA/CS composite demonstrates lower flexural
strength and Young’s modulus compared to cortical bone,
indicating limited mechanical support.91 However, composites
such as HA/polyamide (PA66) show properties more aligned
with cortical bone, suggesting moderate potential for effective
load-bearing applications.92 Notably, HA/PMMA variants,
including HA/PMMA + acrylic acid (PAA) and HA fibre/PMMA +
PAA, exhibit higher flexural strength and Young’s modulus,
indicating enhanced mechanical performance. Although these

values exceed those of cortical bone, they are designed to repli-
cate the staggered, organic–inorganic interfaces found in
nacre.75,78,88 Composites like HA microfibre/CS and brushite/
SA/CS exhibit promising flexural strength while maintaining
Young’s modulus close to that of natural bone.84,91,93

By emulating the hierarchical structure and organic–in-
organic interfaces observed in natural nacre, these biomimetic
composites can enhance bone implants’ strength, toughness,
and fracture resistance. This biomimetic approach demon-

Fig. 14 Structural design, construction, and characterization of the prepared HFMAS nanocomposite. (a) Schematic depiction illustrating the design
of the fiberboard-and-mortar structure, drawing inspiration from the resilient enamel and robust nacre; the structure demonstrates multiple levels
of ordering spanning from the nanoscale to the macroscale. (b) Schematic illustration outlining the synthesis process of the HFMAS nanocomposite.
(c–e) Scanning electron microscopy (SEM) images showcasing the highly organized fiberboard-and-mortar structure of the HFMAS nanocomposite.
The fiberboard thickness measures 20–30 μm, while the polymer layer is approximately 5 μm thick. The inset of (c) provides a digital image of a
sample of the HFMAS nanocomposite. Reproduced from ref. 88 with permission from Elsevier, copyright 2020.
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strates that it is possible to develop composites with high
strength and toughness that match the properties of cortical
bone. Consequently, compared to traditional engineering
materials shown in Fig. 5, these nacre-inspired composites
effectively solve the stress shielding problem, offering a signifi-
cant advancement in the development of bone implants.

In addition to flexural strength and Young’s modulus, the
fracture toughness value significantly influences the effective-
ness of bone implants. Fig. 16 shows the fracture toughness
based on crack extension in different nacre-like composites.
HA/PMMA + PAA composite exhibits a rising R-curve behavior,
with the average value of fracture toughness of 5.27 ± 1.033
MPa m1/2, however, for the composite of brushite/SA/CS, the
maximum fracture toughness, KJ, of the nacre-like composite,
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Fig. 15 Ashby plot of flexural strength and Young’s modulus for the
biomimetic composites compared with natural cortical bone.

Fig. 16 Rising R-curves for the selected composites. Data points
extracted from.78,81,84,88
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is increased by more than three times from the crack initiation
(1.9 MPa m1/2) to the end of the stable crack propagation (8.7
MPa m1/2), which surpasses that of natural nacre. These
results strongly illustrate that the nacre-like possesses both
high strength and toughness similar to natural structural
materials, which can be attributed to the multiscale replication
of the hierarchical brick-and-mortar structure of natural nacre.
Biomimetic designs, enabled by micro/nanoscale manipu-
lation and scalable fabrication, are shown to create new strong
and tough structural materials.

Table 4 provides a comparative overview of three fabrication
techniques for nacre-like composites, highlighting their advan-
tages, disadvantages, and effects on microstructure. BFC is
particularly effective in replicating the layered, lamellar struc-
ture characteristic of natural nacre. This technique enables
controlled alignment and mineral bridging, both crucial for
creating composites that closely resemble nacre. However, to
achieve optimal mechanical properties, additional steps are
needed to address the inter-wall gaps between ceramic layers.
Moreover, precise control over these gaps and the distribution
of mineral bridges remains challenging. The process requires
careful management of freezing conditions, which signifi-
cantly influences the anisotropic, lamellar microstructure and
controlled porosity, primarily at the micro-scale.75,78

In contrast, self-assembly (layer-by-layer assembly) excels in
creating highly ordered nano- and microstructures from plate-
lets and flakes that closely mimic nacre’s hierarchical organiz-
ation. This method also allows for the direct incorporation of
functional materials, such as growth factors, enhancing the
biological performance of nacre-like composites. Despite its
effectiveness in replicating the nacre’s intricate structure, self-
assembly faces material source limitations, as the platelets
and flakes must be synthesized. However, in terms of the fabri-
cation process, self-assembly is more cost-effective and easier
to scale up compared to BFC.84,85

Extrusion-based 3D-printing offers significant design flexi-
bility, making it well-suited for creating complex, customized
nacre-like geometries. It integrates seamlessly with computer-
aided design (CAD) systems, enabling precise control over
scaffold architecture. However, 3D-printing faces resolution
constraints that hinder the replication of fine nacre-like fea-
tures. The process requires careful optimization of parameters
and can be costly in terms of both equipment and materials.
Typically, it starts with wires or fibers that require pre-proces-
sing, such as material synthesis. While 3D printing achieves
detailed microstructures with micron to sub-micron precision,
replicating accurate nano-scale features akin to natural nacre
remains challenging.88,93

In summary, each fabrication method has distinct strengths
and limitations when it comes to creating nacre-like compo-
sites. BFC is effective for producing lamellar structures but
faces challenges related to time and scalability. Self-assembly
offers high precision and is scalable in terms of the fabrication
process, but requires starting materials like platelets and
flakes. Extrusion-based 3D-printing provides flexibility and
rapid prototyping but is limited by resolution and cost. The
choice of method should be guided by the specific require-
ments needed to replicate nacre’s unique geometries.

Fig. 17 shows SEM images of various nacre-like composites
fabricated using different methodologies and material mor-
phologies. In Fig. 17.1, HA/PMMA composites fabricated via
BFC exhibit enhanced fracture toughness. Crack deflection at
ceramic–polymer interfaces and extrinsic toughening mecha-
nisms, such as stretching and tearing of polymeric “mortar”
layers, contribute to this enhancement. Overall, the observed
crack bridging and pull-out mechanisms significantly enhance
the work of fracture compared to pure HA. Similar to natural
nacre, damage in bioinspired hybrid ceramic materials, like
HA/PMMA composites, isn’t solely localized at the crack tip
but distributed ahead of the advancing crack. Extrinsic tough-

Table 4 Comparison of scaffold fabrication techniques, including BFC, self-assembly, and extrusion-based 3D-printing. The table evaluates each
method’s advantages, disadvantages, and effects on microstructure

Fabrication technique Advantages Disadvantages Effect on microstructure

Bi-directional freeze-
casting

- Creates highly aligned,
lamellar structures

- Complex and time-consuming
process

- Produces a layered, nacre-like microstructure with
well-defined interfaces between layers

- Mimics the layered structure
of the nacre effectively

- Requires precise control of
freezing conditions

- Can achieve high structural integrity and
alignment

- Limited scalability

Self-assembly (layer-
by-layer assembly)

- Simple and low-cost method - Limited to specific types of
materials

- Can create nacre-like structures by exploiting
natural self-assembly, leading to hierarchical
organization

- Capable of creating intricate
structures

- May require additional steps
for stabilization

- Variable microstructure due to less precise control

- Scalable

Extrusion-based 3D-
printing

- High customization and
precision

- Resolution limits can affect
microstructure detail

- Allows for precise control over the geometry and
arrangement of nacre-like structures

- Scalable and suitable for
complex geometries

- Requires post-processing to
achieve a nacre-like structure

- Microstructure can be tailored but may need
optimization to match natural nacre

- Can integrate multiple
materials and phases

- May have issues with material
bonding
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Fig. 17 Microstructural characterization of crack propagation paths for different nacre-like composites fabricated with different methodologies, (1)
The nacre-like composite fabricated via BFC started from HA particles. Reproduced from ref. 75 with permission from Wiley-VCH Verlag GmbH &
Co. KGaA, Weinheim, copyright 2015, (2) brushite platelet prepared nacre-like composite via self-assembly. Reproduced from ref. 84 with permission
from Springer Nature, copyright 2017, (3) HA nanowires nacre-like composites with extrusion-based 3D-printing. Reproduced from ref. 88 with per-
mission from Elsevier, copyright 2020.
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ening mechanisms facilitate stable (subcritical) crack growth,
contrasting with the unstable (catastrophic) cracking in mono-
lithic ceramics like pure HA (Fig. 17.1.b and c). This ability to
employ extrinsic toughening is fundamental to the potential
damage tolerance of these composites.90,91

Fig. 17.2a illustrates the initiation and propagation of
cracks within the nacre-like, demonstrating a characteristic tor-
tuous path, known as crack deflection. This phenomenon is
accompanied by significant interface failure, a prominent
extrinsic toughening mechanism observed in both natural
materials and bioinspired structural counterparts. On the frac-
ture surface (Fig. 17.2b), a densely adhered polymer layer to
the platelets’ surfaces is evident, indicating robust platelet–SA
interfacial interactions. Additionally, distinct instances of
polymer bridging, stretching from interface failure, and cavity
formation due to platelets’ pull-out are observed (Fig. 17.2b).
These mechanisms facilitate efficient energy dissipation
through frictional sliding and polymer matrix breakage upon
crack encounter with the platelet–polymer interface. Fig. 17.2a
depicts the crack propagation path in a nacre-like composite
initiated with brushite platelets, fabricated via the self-assem-
bly method. The collective action of proposed extrinsic tough-
ening mechanisms redistributes applied load, alleviating
locally high stresses across various length scales. This contrib-
utes to the observed rising R-curve behavior in the nacre-like
(Fig. 17). Extrinsic toughening, stemming from the hierarchi-
cal “BM” architecture, plays a pivotal role in load redistribu-
tion and toughness enhancement within the nacre-like.
Subsequent interface failure, dominated by sliding with fric-
tion, plasticity, platelets’ pull-out, and daughter microcrack
nucleation and branching, constitutes crack bridging at a
larger scale (Fig. 17.2b).84

Fig. 17.3a–c displays the composite initiated with HA nano-
wires. The substantial content of ultralong HA nanowires in
the HFMAS nanocomposite suggests their pivotal role in load
support, stress dispersion, and inhibition of crack propagation
within the composite. Oriented fibers in composite materials
are known to effectively dissipate energy. Cracks within the
HFMAS nanocomposite follow a tortuous path along the direc-
tion of force propagation (Fig. 17.3a), indicating crack deflec-
tion, a primary toughening mechanism contributing to high
fracture resistance. As cracks transition from accessible to con-
strained directions, the resistance force against crack for-
mation significantly amplifies, inducing a toughening effect.
Under external loading, polymers within the nanocomposite
deform in a stepwise manner, absorbing substantial energy
and enhancing toughening performance. Extending the path
of crack propagation dissipates more energy, mitigating
damage to the structural integrity of the nanocomposite.88

Fig. 17.3b and c present high-resolution TEM images of
fracture features of ultralong HA nanowires and polymer com-
ponents, showing interfacial debonding between nanowires
and polymer. This phenomenon increases the difficulty of rup-
turing the fiber–polymer interface, enhancing fracture resis-
tance. Notably, crack phenomena are observed perpendicular
to the loading direction, providing evidence for the superior

fracture resistance of the HFMAS nanocomposite. Fig. 17.3d
illustrates a schematic of crack deflection and twisting during
propagation from macro to nano-scale, depicting nanowire
and polymer breakage, interfacial debonding, nanowire pull-
out in the nano-scale, and fiber-board fracture and delamina-
tion in the micro-scale, ending with HFMAS fracture in the
macro-scale.88

All nacre-like composites, regardless of fabrication method-
ologies and morphologies of starting materials, exhibit crack
deflection and twisting. This tortuous crack propagation path,
reminiscent of natural nacre, highlights the composite’s resili-
ence and fracture resistance. Strong interfacial interactions
between nanowires and the polymer matrix, coupled with
crack deflection mechanisms, significantly contribute to the
material’s ability to withstand external stresses. Additionally,
the stepwise deformation of polymers under loading enhances
energy absorption, further enhancing toughening perform-
ance. The hierarchical nacre-like structure enables effective
crack twisting and deflection, resembling mechanisms
observed in natural nacre.

6. Conclusion and future
prospectives

This review has explored the progress and ongoing challenges
in bone implant materials. Traditional options like stainless
steel and titanium are recognized for their high strength. Still,
they often lead to other unwanted properties such as stress
shielding issues because their stiffness differs significantly
from that of natural bone. This difference can weaken the sur-
rounding bone and ultimately lead to implant failure. In con-
trast, nacre-like ceramic composites show great promise as an
alternative. These materials are designed to mimic the natural,
layered structure of nacre, or mother-of-pearl, which provides
an impressive combination of strength and toughness. By
replicating this natural design, nacre-like composites could
potentially address some of the shortcomings of traditional
implant materials, such as stress shielding, and improve bone
implants’ overall performance and durability.

Despite promising developments and efforts to use natural
nacre as bone implants, there remains a significant gap in
current research. So far, there are no case studies or clinical
trials reported on using nacre-like composites in actual bone
defect treatments. Most existing studies have concentrated on
the fabrication and mechanical properties of these materials,
demonstrating their potential similarity to natural bone in
terms of mechanical and microstructural characteristics.
However, the real-world application of these materials for treat-
ing bone defects remains largely unexplored.

To advance this field, several key areas require further
research. First, there is a need for more investigations into the
long-term properties of these composites, particularly in con-
ditions that mimic the real bone environment. While most
studies are conducted in a dry state, it is crucial to explore the
behavior of these materials in a wet state, similar to that of
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actual bone. In terms of fabrication, there is also room for
improvement in controlling microstructure, scalability, and
cost, which would enhance the functionality and efficiency of
these composites as bone implants.

Furthermore, in vivo studies are necessary to validate the
biocompatibility and bioactivity of nacre-like composites.
Bridging the gap between laboratory findings and clinical prac-
tice is essential. Interdisciplinary collaboration will be vital in
translating these advancements into clinical solutions.
Cooperation among materials scientists, engineers, biologists,
and clinicians will help address practical challenges and
ensure that new materials meet the rigorous demands of clini-
cal applications.
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