
6590 |  Phys. Chem. Chem. Phys., 2024, 26, 6590–6599 This journal is © the Owner Societies 2024

Cite this: Phys. Chem. Chem. Phys.,

2024, 26, 6590

Effect of electric fields on tungsten distribution in
Na2WO4–WO3 molten salt

Yuliang Guo,a Xiaobo Sun,ab Handong Jiao, c Liwen Zhang,ab Wenxuan Qin,d

Xiaoli Xi *ae and Zuoren Nie*abe

Tungsten coatings have unique properties such as high melting points and hardness and are widely used

in the nuclear fusion and aviation fields. In experiments, compared to pure Na2WO4 molten salt,

electrolysis with Na2WO4–WO3 molten salt results in a lower deposition voltage. Herein, an investigation

combining experimental and computational approaches was conducted, involving molecular dynamics

simulations with deep learning, high-temperature in situ Raman spectroscopy and activation strain

model analysis. The results indicated that the molten salt system’s behaviour, influenced by migration

and polarization effects, led to increased formation of Na2W2O7 in the Na2WO4–WO3 molten salt, which

has a lower decomposition voltage and subsequently accelerated the cathodic deposition of tungsten.

We analyzed the mechanism of the effect of the electric field on the Na2W2O7 structure based on the

bond strength and electron density. This research provides crucial theoretical support for the effect of

electric field on tungsten in molten salt and demonstrates the feasibility of using machine learning-

based DPMD methods in simulating tungsten-containing molten salt systems.

Introduction

Tungsten is a rare refractory metal with exceptional physico-
chemical properties, including high melting point and great
hardness, making it promising for applications in many fields
like fusion devices and aerospace.1–3 The Na2WO4–WO3 molten
salt system is predominantly utilized for tungsten coating since
WO3 is stable and relatively easy to prepare.4–6 Electrodeposi-
tion of tungsten with molten salts as a medium is an effective
approach in the production of tungsten coatings7–12 and has
garnered considerable attention.13–18 In terms of electrode
selection, studies have suggested that copper electrodes in
Na2WO4–WO3 molten salt can produce dense tungsten
coatings.19,20 Nevertheless, few theoretical research studies
were conducted to reveal the mechanism in the process of
tungsten coating.21–23 First-principles molecular dynamics
simulation is useful for a deep understanding of the

mechanisms, although accurate to study statistical properties
of the molten salt system, such as radial distribution functions
(RDF); however, it requires substantial computational
resources. Electric fields may have an impact on reactions in
solutions,24 and the research on this effect in molten salts is
of great significance for understanding the principles of
electrodeposition.

The development of machine learning methods brings
more possibilities in mechanism research.25,26 There have
been reports on the application of deep potential molecular
dynamics (DPMD),27 a machine learning based molecular
dynamics simulation method with first-principles accuracy.
DPMD has been used to study molten salts with thermo-
dynamics.28–30 The deposition potential of the system is
obtained by calculating the Gibbs free energy of the system,31

and the effect of temperature on the molten salt system is
studied by calculating parameters such as RDF and viscosity.32

As far as we know, there are no research studies on molten salt
systems containing tungsten using machine learning methods
like DPMD. The expansion of DPMD under similar systems is
also of great importance. This work also conducts simulation
and experimental analysis on systems different from the train-
ing data set. This innovative application demonstrates good
accuracy while saving significant computing resources.

In this work, we studied the composition and electro-
chemical properties of Na2WO4 and Na2WO4–WO3 molten salts
through the electrolysis, which indicate that, compared to
Na2WO4 molten salt, the existence of WO3 species lead to a
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lower deposition voltage. We then employed the DPMD method
to acquire a potential energy function from a database gener-
ated by CP2K.33 Subsequently, we applied this potential energy
function in LAMMPS34 to perform larger-scale molecular
dynamics simulations with first-principles precision. The ana-
lysis of simulation results under various temperature and
voltage conditions not only verifies the accuracy of the simula-
tion outcomes but also provides further insights into why
tungsten deposits more readily in Na2WO4–WO3 molten salt
and the specific mechanism with the bond strength and
electron density. This work provides essential theoretical
guides for the development of tungsten coating processes.

Method

This work includes the following three parts of experimental
content. First, the deposition conditions of tungsten in differ-
ent molten salt systems were analysed in electrochemical
experiments. Next, molecular dynamics simulations with deep
potential were performed to analyse the effects of temperature
and electric field on tungsten deposition in the Na2WO4–WO3

molten salt system. Finally, high-temperature in situ Raman
tests were conducted on Na2WO4–WO3 molten salt under
different voltages to verify the results of molecular dynamics
simulations.

Electrochemical experiments

In the electrodeposition experiments and electrochemical tests,
the molten salts of Na2WO4 and Na2WO4–WO3 (molar ratio:
3 : 1) were heated to 1173 K in a tube furnace with argon
atmosphere and kept for 3 hours to melt fully. The electro-
deposition process and electrochemical measurements are
controlled by the electrochemical workstation VersaSTAT4
(AMETEK-Drexelbrook). A three-electrode system was used in
the electrochemical test, in which a W rod was the auxiliary
electrode, Pt wire was the reference electrode, and Pt wire or Cu
wire was the working electrode. A two-electrode system
was used in the electrodeposition experiment, with the anode
being a W rod and the cathode being a Cu sheet, and the

electrodeposition experiment was conducted at 40 mA cm�2 for
5 h. Electrodeposition and electrochemical testing are per-
formed by inserting electrodes into molten salt. XRD (XRD-
7000) was used for composition analysis of Na2WO4 and
Na2WO4–WO3 molten salt supernatants.

High-temperature in situ Raman data

The high-temperature in situ Raman data were obtained by a
multipurpose operando instrument for high-temperature
electrochemistry,35 as illustrated in Fig. 1a. This instrument
integrates essential components, including Raman spectro-
scopy, optical microscopy, and a highly precise electrical heat-
ing stage. The detachable electrode equipment and the gas path
design in the high-temperature pool make it possible to con-
duct in situ Raman tests in an argon atmosphere to observe the
effect of the electric field on the microstructure of the molten
salt at high temperatures. Anhydrous Na2WO4 and WO3 with a
molar ratio of 3 : 1 was heated to 1173 K with a constant speed
in a tube furnace and kept for 3 hours to completely melt, then
cooled for later use. The in situ Raman test was performed in an
argon atmosphere at 973 K. Fig. 1b shows the high-temperature
in situ Raman test process, under the voltage conditions of
0.4 V, 0.8 V, 1.2 V and 1.4 V. Each voltage is maintained for two
minutes and then the Raman signal is collected for three
minutes. After the acquisition is completed, the voltage returns
to zero.

Molecular dynamic simulations with DPMD

In this experiment, as illustrated in Fig. 2, AIMD calculation
was implemented using the DeepMD-kit software package
(v2.1.1),36,37 Initially, ab initio molecular dynamics simulations
were conducted using CP2K (version 2023.1)33,38 to generate the
dataset to train the DPMD potential function. The interatomic
potential was calculated at the density functional theory level,
using the van der Waals modified PBE density functional with
reference to the AIMD simulation of the halogen molten salt
system. The MOLOPT basis with double-zeta valence polarized
quality was selected for the elements (Na, W, and O), a plane

Fig. 1 (a) High-temperature in situ Raman instrumentation;35 and (b) voltage conditions during Raman measurement.
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wave cutoff of 1400 Ry adopted for the expansion of the electron
density in reciprocal space.

An initial simulation box of Na2WO4 was constructed, con-
taining 10Na+ ions and 5WO4

2� ions. The calculations were
performed at temperatures of 1173 K, and molecular dynamics
simulations utilized the NVT ensemble with the Nose–Hoover
thermostat. A timestep of 1 fs was selected, the simulations
were run for a total of 25 ps to gather an extensive dataset for
training. Multiwfn software (version 3.8)39 was used for prepar-
ing the input files for CP2K.

For molten salts composed of elements with smaller atomic
numbers, such as NaCl and MgCl2, the initial structure typically
includes 50–150 atoms.29,31,32 However, for systems with larger
atomic numbers like tungsten, excessively large systems may
require computationally prohibitive resources. Efficient com-
putational methods are thus significant for these types of
systems. Therefore, in this work, we constructed a system
containing 35 atoms and validated our simulation results with
experimental methods. This approach helps explore the mini-
mum number of atoms required in the original system for
accurate simulation results using deep potential training. A
dataset of 25 000 frames has already been proven sufficient for
the convergence of neural network training in related molten
salt studies.31,32

The DeepMD-Kit software package, a program for neural
network training and evaluation of atomic energies and forces
with machine learning, is utilized to create deep potentials for
molten Na2WO4. This software employs deep neural networks
for modeling interatomic interaction potentials, enabling high
precision and efficiency in molecular dynamics simulations.
The software converts the structural information of atoms into
numerical representations that can be processed by neural
networks. DeepMD-kit consists of two parts, first obtaining
the descriptor of the atomic environment, and then mapping
the descriptor to a fitting network of energy and atomic forces.
Regarding the descriptor part, the software uses an algorithm

called Deep Potential Smooth Edition (DeepPot – SE), which
can automatically obtain all angle and radial information in the
atomic system. The construction of descriptors is provided as
follows: the cutoff radius (rcut) for this process was determined
through a combination of training cost and computational
accuracy considerations, ultimately settling on a value of 6.0.
The selected number (sel) of atoms in rcut is {15, 35, 20},
automatically calculated by the DeepMD-kit, which represents
the maximum number of W, O, and Na in rcut. In order to set
up a residual network structure,40 the embedding net includes
three hidden layers [25, 50, 100], and the outer layer always has
twice the number of layers. In addition, the learning rate of the
system is based on the official recommended value, which is
starting from 0.001 and decays to 3.51 � 10�8 every 5000 steps
in an exp manner.

The trained model was employed for molecular dynamics
simulations using LAMMPS software (version 23Jun2022). The
Na2WO4–WO3 box consisted of 250 WO3 units, 750 WO4

2� ions
and 1500 Na+ ions. Simulations were conducted under the NVT
ensemble at temperatures of 1173 K, 1200 K, 1250 K, and
1300 K to investigate the influence of temperature on the
system’s structure. An electric voltage was applied in the x-
direction to study the impact of an electric field on the system’s
microstructure.

Activation strain model analysis

In order to elaborate on the bonding mechanism of the
formation of W–O bond (O4W2�–WO3) and how this bond
strength changes under different electric fields, the activation
strain model analysis was performed using the Amsterdam
Density Functional (ADF 2023)41 using relativistic density func-
tional theory at the ZORA-PBE/TZ2P level. All computations
were carried out in the gas phase and through vibrational
analysis, and all energy minima were confirmed to be zero
imaginary frequencies. The activation strain model of chemical
reactivity42,43 is a fragment-based approach to understand the

Fig. 2 Training DPMD in the AIMD dataset and enabling large-scale molecular dynamics with first-principles precision.
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energy profile of a chemical process and to explain it in terms
of the original reactants. In this work, we only focus on the
stationary point of the product. This allows an easy assessment
of the influence of geometrical deformation and electronic
structure of the catalyst and substrate. The bonding energy
DE is decomposed into the strain energy DEstrain that is
associated with the geometrical deformation of the individual
reactants as the process takes place, plus the actual interaction
energy DEint between the deformed reactants. Furthermore, the
strain energy DEstrain can be split into contributions from the
deformation of the substrate and that of the catalyst (see
eqn (1)).

DE = DEstrain + DEint (1)

DEint = DVelstat + DEPauli + DEoi (2)

The interaction energy DEint between the deformed reactants is
further analyzed in the conceptual framework provided by the
Kohn–Sham molecular orbital (KS-MO) model, using a quanti-
tative energy decomposition scheme (see eqn (2)). The term
Velstat corresponds to the classical Coulomb interaction
between the unperturbed charge distributions of the deformed
reactants and the Pauli repulsion energy DEPauli comprises the
destabilizing interactions between occupied orbitals on the
respective reactants and is responsible for steric repulsion.
The orbital interaction energy DEoi accounts for charge transfer
and polarization.

Results and discussion
Electrolysis of Na2WO4–WO3 molten salt

Fig. 3a and b show the XRD patterns of the quenched Na2WO4

and Na2WO4–WO3 molten salt supernatant. The physical phase
in the Na2WO4 molten salt system is still the unit Na2WO4,

which suggests the hexavalent tungsten ions are reduced at the
cathode in the form of WO4

2�. In the Na2WO4–WO3 molten salt
system, there are Na2WO4, Na2W2O7 and WO3, among which
the characteristic peak intensity of WO3 is smaller, indicating
that the molten salt contains less WO3. As above, the forms of
hexavalent tungsten in the molten salt system include WO3,
WO4

2� and W2O7
2�. We finally inferred that WO3 reacts with

Na2WO4 in the molten salt to generate Na2W2O7. Therefore, the
possible decomposition reactions that may occur in molten salt
include Na2WO4 = Na2O + W + 3/2O2(g), Na2W2O7 = W +
Na2WO4 + 3/2O2 (g), and WO3 = W + 3/2O2(g). Based on
DGy

T = �nFEy
T, we calculated the theoretical decomposition

voltage for each reaction. At 1173 K, the theoretical decomposi-
tion voltages of Na2WO4, WO3 and Na2W2O7 which may be used
as tungsten sources in Na2WO4–WO3 molten salt system con-
taining the Na2W2O7 phase are 1.483 V, 0.9392 V and 0.9240 V,
respectively. It can be found that the theoretical decomposition
voltage of Na2W2O7 is the lowest among the three tungsten
compounds. Therefore, it is considered that the hexavalent
tungsten ion in the form of W2O7

2� will produce an electro-
reduction reaction on the surface of the copper cathode to
realize the electrochemical deposition of tungsten coating on
the cathode sheet.

In order to elucidate the reduction process of tungsten ions,
as the Fig. 3c and d, electrochemical impedance spectroscopy
tests were conducted on the Na2WO4 and Na2WO4–WO3 molten
salt systems under the conditions of an applied potential of
�0.6 V on the Cu electrode. The electrochemical impedance
spectrum of pure Na2WO4 molten salt presents a semicircle
at high frequencies and a straight line at low frequencies,
indicating that the electrodeposition process of tungsten
ions on the cathode is controlled by a mixture of charge
transfer and ion diffusion. The electrochemical impedance
spectrum of Na2WO4–WO3 molten salt only shows semicircular

Fig. 3 Composition and electrochemical variations between Na2WO4 and Na2WO4–WO3 molten salts. (a) XRD of the supernatant in Na2WO4 molten
salt; (b) XRD of the supernatant in Na2WO4–WO3 molten salt; (c) AC impedance spectrum and equivalent circuit diagram of Na2WO4 molten salt; (d) AC
impedance spectrum and equivalent circuit diagram of Na2WO4–WO3 molten salt; (e) electrolysis curve of Na2WO4 molten salt; and (f) electrolysis curve
of Na2WO4–WO3 molten salt.
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features at high frequencies. At this time, the electrochemical
deposition process in the molten salt system is mainly con-
trolled by charge transfer. Among the components of the
equivalent circuit, Rs is the resistance generated by the ion
conductor (molten salt) and the electronic conductor (electrode
material), which is the liquid phase resistance; CPE is the
constant phase angle component, which can be used to
describe the interface electric double layer capacitance of the
Cu electrode and molten salt; Rct is the charge transfer resis-
tance of the reaction process; W is the Warburg impedance
element. From the impedance value obtained by fitting in
Fig. 3c, the liquid phase resistance Rs on the cathode in
Na2WO4 molten salt is 0.205 O cm2, and the charge transfer
resistance Rct is 0.790 O cm2. For the Na2WO4–WO3 molten salt
system, the impedance value obtained in Fig. 3d shows that the
liquid phase resistance Rs on the Cu cathode is 0.152 O cm2,
and the charge transfer resistance Rct is 0.009 O cm2. Compared
with the impedance in Na2WO4 molten salt, the charge transfer
resistance decreased by 2 orders of magnitude, indicating that
the reduction of tungsten ions is easier in the Na2WO4–WO3

molten salt system.
In the electrodeposition experiment, the electrolytic cell voltage

in the Na2WO4 molten salt rises rapidly in the early stage
of electrolysis, gradually stabilizes, and finally stays between
1.1–1.2 V, as the Fig. 3e. In Fig. 3f, the electrolytic cell voltage in
the Na2WO4–WO3 molten salt system finally stabilizes at around
�0.22 V after a long period of electrolysis. Compared with the
electrolytic cell voltage in the Na2WO4 system, the cell voltage in
the Na2WO4–WO3 system dropped by about 1 V.

DPMD simulation and verification

We employed deep potential molecular dynamics (DPMD) for
training on the Na2WO4 system at 1173 K, without the influence

of an electric field, as depicted in Fig. 4. Fig. 4a and b illustrate
the root mean square error (RMSE) of energy and forces during
the DPMD training process for this system. A descending trend
observed in the scatter plot indicates that the system began
converging from 400 000 steps onward. The top-right portion of
the figure elucidates the RMSE over the final 5000 steps of the
training process, where the RMSE for energy is less than 0.2%,
and slightly above 0.8% for forces. The training phase reached
completion, establishing a mostly continuous and stable mol-
ten salt system. To evaluate the accuracy of the model, 100 sets
of energy and forces data were predicted using this model, as
shown in Fig. 4c and d. The agreement between density
functional theory (DFT) and DPMD demonstrates the accuracy
of DPMD in simulating the molten salt behaviour of this
system.

Effect of temperature on the microstructure of the molten salt

The model trained by DPMD conduct molecular dynamics
simulations of the Na2WO4–WO3 molten salt system at differ-
ent temperature with no electric field, and the coordination
number and RDF of the W–O bond was analysed, as depicted in
Fig. 5.

Fig. 5a and b shows the RDF and coordination number of
W–O bonds at different temperatures without adding an elec-
tric field. Because the molecular dynamics simulation sets
periodic boundary conditions, the coordination number hardly
changes as the temperature rises. The peak of RDF appears at
1.782 Å, and then gradually decreases as temperature rises,
which indicates that the rise of temperature increases the chaos
of the system. The work of Tingrui Xu proved the accuracy of
this conclusion. They performed DPMD simulations on MgCl2–
NaCl and MgCl2–KCl molten salts. As the temperature
increased, the peak value of the RDF also declined as

Fig. 4 (a) Root mean square error (RMSE) of energy during DPMD training process; (b) root mean square error (RMSE) of forces during DPMD training
process; (c) forces of the system as predicted by DPMD and calculated by DFT; (d) energy of the system as predicted by DPMD and calculated by DFT.
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mentioned above. Besides, there was no correlation between
temperature and tungsten distribution in molten salt systems.

Effect of electric field on the microstructure of the molten salt

Furthermore, molecular dynamic simulation with deep
potential was conducted for the Na2WO4–WO3 molten salt
system at 1173 K under voltage conditions of 0 V, 0.4 V, 0.8 V
and 1.2 V. As shown in Fig. 6, we analyzed the RDF and
coordination number of W–O in the simulation results. Migra-
tion in the electric field cannot be simulated under periodic
boundary conditions, RDF indicates the structural rearrange-
ment of the ionic groups with the polarization caused by the
electric field, which makes the system more inclined to bond at
1.782 Å. Materials studio 2020 was performed for the structural
optimization of WO4�, WO2

2�, WO3
�, WO4

2�, and W2O7
2�. The

results of structural optimization are shown in Table 2, and
only the bond with a length of 1.782 Å exists in the W2O7

2�

structure. The polarization effect with the electric field in
Na2WO4–WO3 molten salt will increase the tendency of the
system to generate W2O7

2�.
In particular, molecular dynamics simulation with DPMD

was performed on the system under voltage conditions of

0–1.2 V, and the results are shown in Fig. 7. Fig. 7a shows the
RDF with a W–O bond length of 1.782 Å in the DPMD simula-
tion results under different voltage conditions. As the voltage
increases, the RDF of 1.782 Å gradually increases, which
indicates that the increase in voltage increases the distribution
probability of W–O bonds here. The number of W–O bonds
with a length of 1.782 Å (�0.005) in the system was calculated,
as shown in Fig. 7b. The red part in the figure is the WO bond
with a length of 1.782 Å, and the blue part is other WO bonds
less than 1.95 Å. Corresponding to Fig. 7a, as the voltage
increases, the total number of W–O bonds in the system does
not change significantly, but the number of W–O bonds with a
length of 1.782 Å gradually increases. Combined with the
information in Table 1, the more Na2W2O7 is generated in
the system under the electric field.

In order to verify this simulation, we conducted high-
temperature in situ Raman tests on the Na2WO4–WO3 molten
salt system. Fig. 8a shows the test results of high-temperature
in situ Raman, and Fig. 8b is a partial enlargement of the
wavelength range of 900–1000 cm�1.

Referring to the Raman tests of related systems in the
literature,44,45 the structure vibrating in the wavelength range

Fig. 6 (a) RDF of W–O of Na2WO4–WO3 molten salt at different voltages; (b) coordination number of W–O of Na2WO4–WO3 molten salt at different
voltages.

Fig. 5 (a) RDF of W–O of Na2WO4–WO3 molten salt at different temperatures; (b) coordination number of W–O of Na2WO4–WO3 molten salt at
different temperatures.
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of 321–486 cm�1 is mainly caused by the W–O bond vibration in
Na2WO4, and 832–932 cm�1 corresponds to the W–O bond in
Na2W2O7. As the voltage increases, the Raman signal intensity
of the W2O7

2� structure decreases significantly. Considering
the migration of ionic groups with the electric field, it suggests
the main transferred group in this molten salt system is
W2O7

2�. Compared with WO4
2�, the W2O7

2� anion is prone
to react at the anode, whereas the tungsten element tends to
deposit at the cathode. Specifically, from a microscopic per-
spective, the W2O7

2� makes the oxygen ions reach the anode
and react with a lower voltage. In Fig. 8b, the concentration of
the W2O7

2� structure shows a trend of first decreasing and then
increasing as the voltage increases from 0 V to 0.8 V, which is
caused by the polarization of the ionic groups in the molten salt

with the electric field. This electric field is more inclined to
generate the W2O7

2� structure, which confirms the previous
DPMD simulation results.

In order to understand how and why the bond strength
changes in the presence of different electric fields, we perform
the activation strain model analysis on the O4W2�–WO3 bond
in W2O7

2� without the electric field (F = 0) and under electric
fields (F = 0.1, 0.4, 1.0 V Å�1). All data are collected in Table 2
and to make the trends clearer, the related plots of different

Table 1 Bond length and angle information of each structure in the
system

Length/Å Angle/1

WO4� 1.678 —
WO2

2� 1.810 113.351
WO3

� 1.820 102.994
WO4

2� 1.811 109.471
W2O7

2� 1.782/1.930 108.456/110.662

Fig. 8 (a) High-temperature in situ Raman data of Na2WO4–WO3 molten salt; (b) enlarged image of Raman signal in the wavelength range of 900–1000
cm�1 (the yellow part represents the vibration bond).

Table 2 Activation strain analysis of O4W2�–WO3 bond in W2O7
2� with-

out the electric field (F = 0) and under the electric fields (F = 0.1, 0.4, 1.0 V
Å�1)a

ASM (in kcal mol�1) 0 0.1 0.4 1.0

DEstrain[‘‘WO4
2�’’] 5.7 �2.6 �27.5 �77.4

DEstrain[‘‘WO3’’] 2.7 2.6 2.3 1.9
DEstrain 8.4 0 �25.2 �75.5
DVelstat �203.6 �204.4 �210.9 �246.0
DEPauli 163.6 161.8 157.4 151.7
DEoi �122.5 �120.0 �113.2 �102.5
DEint �162.5 �162.6 �166.7 �189.8
DE �154.1 �162.6 �191.9 �265.3

a Computed at ZORA-PBE/TZ2P.

Fig. 7 (a) RDF peak value at different voltages; (b) the number of W–O bonds at 0–1.2 V.
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energy terms are shown in Fig. 9. As the electric field becomes
stronger, the bonding energy DE values increase significantly,
from �154.1 to �162.6, �191.9 and �265.3 kcal mol�1 which
agree with our conclusion from experiments and AIMD simula-
tion that the electric field can promote the formation of
W2O7

2�. The bonding energy can be further decomposed into
the sum of DEint and DEstrain, both of which contribute to the
stabilization of the W–O bond. The deformation of the reactant
(DEstrain), especially the geometric change of WO4

2�, which
goes from a tetrahedral structure to a triangular pyramid, as
shown in Fig. 9d, causes a larger dipole moment and subse-
quently leads to a larger strain energy change. In addition, as
expected, the electrostatic attraction (Velstat) corresponding
to the classical Coulomb interaction increases as the electric
field becomes strong which is in line with studies on the effect
of the oriented external electric fields on Diels–Alder (DA)

reactions.46,47 The electric field can cause the separation of
the charge density,43 as illustrated by Fig. 9, which strengthens
the electrostatic attraction between two fragments.

As shown in Fig. 10, the electron density difference diagrams
of W2O7

2�, WO4
2�, and WO3 with and without electric field

were calculated (isosurface: 0.001). After optimizing the geo-
metry of the system, CP2K was used to calculate the electron
density of W2O7

2�, WO4
2� and WO3 under 0 V and 1.2 V electric

fields, respectively. The difference processing of electron den-
sity and electron transfer number are calculated based on
Multiwfn.39 The green part in the figure presents an increase
in charge, and the blue part indicates the decrease, relatively.
The increasing direction of the abscissa is the direction of the
electric field, and the ordinate is the electron transfer number.
The electrons in the WO4

2� and WO3 systems migrate in the
opposite direction of the electric field. Taking the green part as

Fig. 9 Activation strain analysis of O4W2�–WO3 bond in W2O7
2� without the electric fields (F = 0) and under the electric fields (F = 0.1, 0.4, 1.0 V Å�1).

The plots of (a) DE, DEint and DEstrain; (b) the plots of DEstrain, DEstrain[‘‘WO4
2�’’] and DEstrain[‘‘WO3’’]; (c) the plots of DEint, DEoi, DVelstat and DEPauli DEstrain;

(d) geometry of WO3, O4W2� and W2O7
2� under the electric fields (F = 0.1) computed at ZORA-PBE/TZ2P.

Fig. 10 Density difference plots of WO4
2� (a), WO3 (b) and W2O7

2� (c) (the green part presents an increase in charge, and the blue part indicates the
decrease).
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the charge center, the O3 of WO4
2� in Fig. 10a is readly

attracted to the charge center of W1 of WO3 in Fig. 10b to
promote the formation of Na2W2O7. Na2W2O7 with a symme-
trical structure has the smallest number of electron transfers in
an electric field. This is somewhat related to the conclusion of
the response of a centrally symmetric structure to an electric
field proposed by Nardo et al.48 This structure has the smallest
degree of polarization.

To sum up, in the electrochemical impedance test and
electrochemical deposition experiment, we proved that the
addition of WO3 allowed the tungsten in the Na2WO4 molten
salt to be deposited at a lower voltage, which is mainly because
the Na2W2O7 generated by the reaction of Na2WO4 and WO3

has a lower decomposition voltage. We used DPMD to train the
data of Na2WO4’s AIMD with CP2K to obtain deep potential.
With the molecular dynamics simulations and high-
temperature in situ Raman tests, we proved that the polariza-
tion effect of the ionic groups in the molten salt caused more
Na2W2O7 to be generated. The simulation of the electron
density difference plot also proves the promoting effect of the
electric field on the generation of Na2W2O7.

Conclusions

This work employs both experiments and machine learning-
based molecular dynamics simulations to analyse the effect of
electric field on the distribution of tungsten in Na2WO4–WO3

molten salt. Extended deep potential-based molecular
dynamics simulation under different temperature and electric
field conditions, using only systems similar to the training
data, was demonstrated accuracy in high-temperature in situ
Raman tests on molten salt. First, the experiment shows that
after adding WO3, the deposition voltage of tungsten in the
Na2WO4–WO3 system is lower than that of pure Na2WO4

molten salt. Next, Combining the results of molecular
dynamics simulations based on deep potential and high-
temperature in-site Raman testing, we found that Na2WO4

and WO3 react to generate Na2W2O7, which has a lower
decomposition voltage than Na2WO4, allowing the deposition
of tungsten to be performed under lower voltage conditions.
Furthermore, the polarization effect exerted by the electric field
on the ionic groups in the system increases the tendency of
Na2W2O7 to be generated in the molten salt, which is also
conducive to the deposition of tungsten in the system. We
calculated the W–O bond length of 1.782 Å in the simulation
results, which is the unique W–O bond length of Na2W2O7.
When the voltage increased from 0 V to 1.2 V, the W–O bond
content in the system increased from 6.7% to 21.5%. The
calculation of electron density and bond strength provides a
more specific explanation for the generation of more
Na2W2O7 in the system with the electric field. This work
demonstrates the feasibility of molecular dynamics based
on deep potential in tungsten molten salts and analyzes
the effect of electric field on the microstructure of
molten salts. This provides an important theoretical basis

for understanding the behavior of ions in molten salt
electrodeposition.
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