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Theoretical insight into H2O impact on V2O5/TiO2

catalysts for selective catalytic reduction of NOx†

Boyu Wu, Shengen Zhang, * Mingtian Huang, Shengyang Zhang, Bo Liu and
Bolin Zhang*

H2O in flue gas causes the deactivation of V2O5/TiO2 catalysts for selective catalytic reduction (SCR) of

NOx with NH3 at low temperatures. Developing water resistance requires understanding the theoretical

mechanism of H2O impact on the catalysts. The aim of this work was to clarify the adsorption process

of H2O and the deactivation mechanism induced by H2O through density functional theory (DFT). The

process of H2O adsorption was studied based on a modeled V2O5/TiO2 catalyst surface. It was found

that H2O had a strong interaction with exposed titanium atoms. Water adsorption on the catalyst surface

significantly alters the electronic structure of VOx sites, transforming Lewis acid sites into Brønsted acid

sites. Exposed titanium sites contribute to the decrease of Lewis acidity via adsorbed water. Ab initio

thermodynamic calculations show that H2O adsorption on V2O5/TiO2 is stable at low coverage but less

favorable at high coverage. Adsorption of NH3 is the most critical step for the SCR of NOx, and the

adsorption of H2O can hinder this process. The H2O coverage below 15% of adsorption sites could

enhance the NH3 adsorption rate and have a limited effect on the acidity, while higher coverage

impeded the adsorption ability of VOx sites. This work provided electron-scale insight into the

adsorption impact of H2O on the surface of V2O5/TiO2 catalysts, presented thermodynamic analysis of

the adsorption of H2O and NH3, paving the way for the exploration of V2O5/TiO2 catalysts with

improved water resistance.

1. Introduction

Nitrogen oxides (NOx) are major atmospheric pollutants that lead
to significant environmental issues including acid rain, smog,
global warming and depletion of the ozone layer.1–4 Over the last
four decades, substantial research has been invested in addres-
sing the NOx dilemma. Among the various NOx reduction tech-
nologies developed, the V2O5/TiO2 selective catalytic reduction
(SCR) catalyst has become particularly notable.5,6 It has been
widely implemented to control NOx emissions from diverse
sources, such as coal-fired power plants, sintering plants, vehicles,
and multiple industrial operations. The commercial vanadium-
based catalysts can achieve excellent NOx removal across a broad
temperature spectrum (150–450 1C), and provide better resistance
towards poisoning factors than other catalysts.7–9

The impact of water vapor on the performance of low-
temperature SCR systems presents a complex picture. Numerous
studies have consistently shown that water vapor significantly

reduces the NOx removal rate of SCR catalysts at low temperatures,
5% of water vapor in the gas stream can cause 10–20% percent of
decrease of NOx conversion rate at low temperatures (150–
200 1C).9,10 There has been an active effort to develop catalysts
more resistant towards water, however these studies primarily
focus on the reactivity and active species involved.11 An under-
standing of the effect of water molecules on the surface is lacking,
despite water being commonly present in industrial exhausts.

The consensus attributes this decrease to water molecules
interfering with the adsorption of reactants or their subsequent
reactions on the catalyst surface, thereby decreasing NOx

removal rate.12–14 Qing et al.14 found that the presence of H2O
inhibited NH3 adsorption, resulting in a significant decrease in
NO conversion. However, Inomata et al.15 suggests water vapor
may also facilitate the formation of additional Brønsted acid
sites on certain vanadium-based catalysts, thus improving the
low temperature activity. Additionally, water has a lower adsorp-
tion energy than NH3 on vanadium oxide surfaces. This discre-
pancy highlights critical gaps in understanding the intricate
interactions between water vapor and catalytic surfaces at low-
temperature, and how it can affect the catalytic performance.

Numerous studies have explored the configuration of vana-
dium species on surfaces. The calcination temperature for an
SCR catalyst typically falls within the range of 300–600 1C.16
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Within this range, V2O5 tends to develop a crystalline film on
the support structure. However, this temperature is not suffi-
ciently high to facilitate the formation of V2O5 ‘‘towers’’ –
vertically oriented crystal structures.17,18 This observation has
been confirmed through X-ray adsorption spectroscopy.19–21

Catalayud et al.22 suggest that on the TiO2 anatase (001) sur-
face, the most stable arrangement for V2O5 is linear, lying in the
[010] direction. Wilcox et al.23 proposed a sub monolayer
configuration to represent a low loading (o2 wt%) vanadium
surface with free surface titanium atoms exposed. This model,
by intentionally exposing free surface titanium atoms, enabled
the investigation of water’s molecular interactions with the
catalyst surface and the subsequent effects on mercury oxida-
tion. Importantly, this configuration explicitly considered the
significant interaction between TiO2 and water molecules, a
critical factor at low vanadium loadings. Lian et al.24 suggest
that a V2O5 loading of 4 to 8 wt% achieves satisfactory low-
temperature NOx reduction rates. Yet, at higher loadings,
experimental results indicate that the TiO2 surface becomes
less exposed,18,25 leading to fewer free titanium atoms available
to interact with water molecules. Saleh et al.18 observed a high
V/Ti ratio on the surface of a low-temperature SCR catalyst, as
suggested by XPS and XANES results. They found that at high
vanadium loadings (7 wt%) on anatase surfaces, polymeric
vanadium stripes almost completely cover the anatase (001)
surface.

The (001) surface of anatase TiO2 is widely employed in
commercial SCR catalysts as a support for active species, and
the (001) surface has been chosen for most of the theoretical
works. The anatase surface has a high surface area and strong
metal–support interaction,16,26,27 attracting active species
to enhance catalytic activity and stability.26,28–30 Furthermore,
it has a well-defined structure and rich surface chemistry,
facilitating theoretical modeling and analysis of reaction
mechanisms.

The leading theories for the SCR reaction pathway include
the Eley–Rideal mechanism, characterized by the reaction of
adsorbed ammonia with gaseous NO molecules, and the Lang-
muir–Hinshelwood mechanism, which involves interaction
between adsorbed ammonia and adsorbed NO species.31–33

Regardless of the reaction pathway NH3 adsorption is an initial
and crucial step in the SCR reaction, and in particular its
adsorption rate on the Lewis site is the most significant to
the catalytic reaction cycle.14,33,34 In this study, we evaluate
the adsorption process and the thermodynamic stability of
models with varying levels of water coverage. The influence of
the TiO2 (001) surface and active species during the water
adsorption process is explored through DFT calculations and
ab initio thermodynamic analyses. Models featuring different
degrees of water coverage on the V2O5/TiO2 surface were
developed to assess their impact on catalytic reactivity and
stability. The adsorption behavior of NH3 derived from
these computational results were compared with results from
existing experimental and theoretical works. Several paths to
enhance the resistance toward water induced deactivation are
proposed.

2. Computational methodology
2.1. DFT calculations and modeling

The calculations were performed using the CP2K package
(2023.2).35 We used the mixed Gaussian and plane wave approach
to DFT, together with the revised Perdew–Burke–Ernzerhof
(revPBE) functional parameters.36,37 Geometry optimization and
vibrational analysis was performed at the triple-z basis level (pob-
TZVP-rev2);38 for adsorption position finding, double-z basis sets
(pob-DZVP-rev2)38 have been used. An energy cutoff of 400 Ry has
been used; the convergence criterion for geometry optimization
was set to 1.0 � 10�7. The semi-empirical dispersion corrections
for the van der Waals interactions were applied by employing the
Grimme’s approach (so called DFT-D3) with Becke and Johnson
(BJ) damping.39,40 To eliminate convergence problems, Fermi–
Dirac smearing was employed.

For the stability of the supported systems, V2O5 and TiO2 in
bulk form were fully optimized. A 3-layer anatase TiO2 (001)
surface was constructed as the support. To mitigate any potential
dipole moments, a vacuum space of 20 Å was introduced along
the Z-axis. It is widely accepted that three layers of TiO2 support
can adequately represent the support structure.23,41–44 The
K-points were selected based on a Monkhorst–Pack grid of 2 �
7 � 1 in real space. For modeling the supported catalyst surface,
vanadium species were placed atop the supporting TiO2, and
the model of the supported system was subsequently optimized.
The adsorption was studied with extended supercell (15.13 �
15.13 Å2). Multiwfn (Version 3.8, release date: 2023-Dec-1) was
used to aid input generation and postprocessing of the results.45

Water and NH3 molecules were relaxed separately as isolated
molecules in a 30 � 30 � 30 Å3 periodic cell. The calculated
bond lengths for the O–H bond in the H2O molecule and the N–
H bond in the NH3 molecule are 0.97 Å and 1.02 Å, respectively.
These values demonstrate excellent agreement with the corres-
ponding experimental measurements, which are 0.96 Å for
H2O46 and 1.01 Å for NH3.47 The slight difference in bond
length might be attributed to the revPBE functional and tends
to overestimate the bond length.48

2.2. Ab initio thermodynamic calculations

DFT calculations have limitations, particularly in simulating
real-world conditions. A key limitation is that these calculations
do not account for temperature and pressure effects. Conse-
quently, the physical quantities evaluated through DFT are
strictly valid only at absolute zero temperature and no pressure.
To actually describe the effect of water adsorption at finite
temperatures and pressures, DFT calculations should be com-
bined with thermodynamic considerations, and we took a
similar path described in previous literature to calculate the
Gibbs free energy of adsorption.23,49–53 The stability of various
configurations can be described by the Gibbs free energy of
adsorption, at a temperature T and pressure p. The Gibbs free
energy terms are defined as G(T,p) = Etot + Fvib� TSconf + pV. The
first term is the total energy Etot, which is directly obtained
from the DFT calculations; Fvib accounts for the vibrational
contributions, and TSconf includes configurational entropy.
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As discussed by Cheng et al.52 and Rogal et al.,50 when calculat-
ing corrected Gibbs free energy of adsorption, the vibrational
contribution of the substrate surface can be neglected given the
substrate surface is not being reconstructed in a significant
way. Furthermore, the vibrational contribution of the metal
oxide surface remains fairly constant at application tempera-
tures for low temperature NOx removal.54 However, the vibra-
tional contribution of adsorbates is not neglectable.23,52,55

According to the harmonic approximation, the vibrational
contribution to Gibbs free energy is defined as a frequency
and temperature dependent function in eqn (1), where oi is the
frequency of adsorbate, �h is the reduced Planck constant, and
kB is the Boltzmann constant.

Fvib T ;oð Þ ¼
X 1

2
�hoi þ kBT ln 1� e��hoi=kBT

� �
(1)

Gibbs free energy of adsorption DG(T,p) is defined as in
eqn (2), where A is the surface area, Esystem is the Gibbs free
energy of the surface with adsorbates, Eclean is the free energy of
the surface, Ni is the quantity of corresponding adsorbate, and
mi(T,pi) is the chemical potential of the corresponding adsor-
bate at a given T and pi.

DG T ; pð Þ ¼ 1

A
Esystem � Esurface þ DFvib �

X
Nimi T ; pið Þ

h i
(2)

The chemical potential: mi(T,pi) in eqn (2) is defined as
eqn (3), where Ei is the total energy produced by DFT calcula-
tion; EZPE

i is the zero point vibrational energy, given there are no
vibration-rotation interactions in the adsorption model, EZPE

i is

approximated as
�h

2

P
oi; mi(T,p0) is defined as mi(T,p0) = H � T �

S, where H represents the enthalpy, S represents the entropy,
and values of H and S are freely available from the ‘‘NIST-JANAF
Thermochemical Tables’’,56 a copy of the values used in this
study is attached in the ESI,† Table S1.

mi T ; pið Þ ¼ Ei þ EZPE
i þ mi T ; p0ð Þ þ kBT ln

pi

p0

� �
(3)

To investigate the influence of H2O on the reaction rate, we
focused on NH3 adsorption at the Lewis acid site, a critical step
in the SCR reaction mechanism. To further elucidate this, we
employed transition state theory and proposed a rate constant
in the Arrhenius form: RAds, as described as eqn (4), where R is
the molar gas constant.

RAds ¼ A� e
�A�DG T ;pð Þ

RT (4)

3. Results and discussion
3.1. Modeling of the sub-monolayer and monolayer V2O5

surface on a TiO2 support

A stable model with appropriate representation of reality is
essential for studying water’s influence on the catalyst surface.
For the high loading supported V2O5/TiO2 system, the vana-
dium species was modeled with similar geometry as the anatase
TiO2 (001) surface, and two layers of TiO2 support are allowed to

relax, as described in the work of Calatayud et al.22 and Wilcox
et al.23 The vanadium species in the sub-monolayer module are
characterized by 4-fold coordination, including two adjacent
exposed vanadium sites. These species form a linear crystalline
structure on the surface, which is separated on the TiO2 surface
to achieve approximately 7–8 VOx per nm2 coverage as observed
by Raman spectroscopy.57 This model features three structu-
rally distinct oxygen sites: O(1), the single coordinated terminal
oxygen (VQO); O(2), the bridging oxygen (V–O–V); and O(3), the
anchoring oxygen (V–O–Ti) is coordinated with three atoms:
two vanadium and one titanium atom. Representation of the
sub-monolayer is shown in Fig. 1(a) and (b).

A monolayer surface model for extreme high vanadium
loading is modeled. It is reported that vanadium tends to form
a thin film rather than a vertical growing crystalline structure
on the anatase surface.17,19,57,58 The monolayer model was
modeled with a similar approach as our sub-monolayer model,
and the uninhabited TiO2 surface is all covered by V2O5 species
in this configuration. There is no exposed titanium atom on the
(001) surface. This model is compared with existing works and
the contribution of TiO2 substrate during water adsorption is
studied. To be noted, this model is widely used in other
theocratical works, but the surface coverage of VOx exceeded
the experimental observations.57,59

The bond distances of the supported dimers were compared
with those from previous experimental and DFT studies.
Despite the use of different methodologies, there is a reason-
able agreement regarding the bond distances, as summarized
in Table 1.

To verify the stability of the model, the formation energy was
evaluated. This calculation followed similar steps to those
outlined by Wilcox et al., Vittadini et al. and Gu et al.,41,62,63

and the formation energy was proposed as a key factor to
understand the energy changes occurring during the surface
formation process, particularly focusing on the energy variation
associated with the inhabiting process of vanadium species.

Fig. 1 (a) Side view of the sub-monolayer model; (b) top view of sub-
monolayer model; (c) side view of monolayer model; (d) top view of
monolayer model. Red are oxygen atoms, blue are titanium atoms, and
orange are vanadium atoms.
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The energy of TiO2 surface reconstruction is denoted as Erecon,
using the V2O5 bulk phase as a reference, EnVO2.5

.
The formation energy Eform is defined in eqn (5):

Eform = Esystem � [EnVO2.5
+ ETiO2

+ Erecon] (5)

The formation energy for the sub-monolayer model is cal-
culated to be �1.84 eV, indicating strong and stable interaction
between the TiO2 surface and vanadium species in this configu-
ration. The formation energy for the monolayer model is
calculated to be �1.23 eV. It is a stable surface structure but
compared to the sub-monolayer model it is weaker.

The vibrational frequency was calculated and compared with
experimental results. As noted in the literature, the VQO bond
exhibits a distinct frequency, typically ranging from 1020 cm�1

to 1030 cm�1, attributed to the stretching frequency of this
bond.59,64,65 For both the sub-monolayer and monolayer sys-
tems, we calculated the stretching frequency of the VQO bond.
In the sub-monolayer model, this frequency corresponds to
1020 cm�1, whereas in the monolayer model, it is observed at
1093 cm�1. A similar increased frequency of the VQO bond was
reported by Wilcox et al.,23 who observed an increased fre-
quency of the VQO bond at 1091 cm�1 in their model, closely
aligning with our results. Our hypothesis is that excessive
vanadium loading on the surface reduces the electron negativ-
ity of terminal oxygen atoms, resulting in a minor decrease in

VQO bond strength. Consequently, this slightly weakened
bond requires less energy to vibrate, leading to an increase in
the calculated vibrational frequency.

3.2. Water adsorption process

The volume of water is usually around 10 vol% in the fuel gas,
applying the ideal gas law in conjunction with Dalton’s Law of
partial pressures, and the number of water molecules in a finite
region can be estimated through eqn (6), where nH2O is the
number of water molecules in the simulation box, P is the
atmospheric pressure, V is the volume of the simulation box
(15.13 � 15.13 � 30 Å3), R is the ideal gas constant, T is
temperature and NA is Avogadro’s number.

nH2O ¼
10%� P� V

RT
�NA (6)

We estimated the quantity of potentially interacting water
molecules at temperatures of 300 K, 400 K, and 500 K. The
estimated numbers of water molecules in the simulation box
are 1.65 � 10�3, 1.24 � 10�3, and 0.99 � 10�3, respectively. As
indicated by the relatively small quantity, the deactivation
process induced by water is gradual. Thus, for a more accurate
representation of reality, H2O molecules were introduced to the
surface sequentially.

The initial position of each H2O molecule was determined
by a surface scanning, which used a mesh grid (30� 30) located
3 Å above the surface, to identify the most likely locations for
H2O molecule adsorption. After each scan, a water molecule was
added to the identified position for adsorption. Once the energy
of the system was minimized, this new configuration served as
the base for the next scan. The H2O molecule is always added at
the position with the overall highest adsorption energy, thereby
avoiding adsorption at positions of local minima.

The scan results for the initial water molecule suggest a
preference of adsorption at the interface between V2O5 and
TiO2, as evidenced by the higher adsorption energy illustrated
in Fig. 2(a). Additionally, the forces acting on the water mole-
cules predominantly point towards the exposed TiO2 area.

Table 1 Comparison of calculated bond length and other works

Model VQO (Å) V–O bridge (Å) V–O anchor (Å)

Sub-monolayer (this work) 1.59 1.797 1.94
monolayer (this work) 1.58 1.77 1.94
a-V2O5 (experimental)60 1.61 1.80 —
V2O5 (experimental)59 1.58 1.80 —
V2O5 (experimental)61 1.56 — —
V2O5 layer/TiO2 (DFT)62 1.58 1.78 1.76
V2O5 polymeric (DFT)22 1.62 1.80 —
V2O5 polymeric/TiO2 (DFT)22 1.59 1.82 —
V2O5 dimer/TiO2 (DFT)27 1.60 1.80 1.76
V2O5 layer/TiO2 (DFT)41 1.60 1.77 1.95

Fig. 2 (a) to (f): The adsorption energy corresponding to models from iterations 0, 1, 2, 4, 8, and 12 (denote sub, sub-1-H2O, sub-2-H2O, sub-4-H2O,
sub-8-H2O, and sub-12-H2O); (g) to (j): The adsorbed configurations corresponding to models from iterations 1, 4, 8, and 12; Red are oxygen atoms, blue
are titanium atoms, orange are vanadium atoms, and light pink are hydrogen atoms; For clarity, 2 layers of TiO2 support are hidden and the vanadium
polymeric stripe is centered.
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Considering the insights from the adsorption process calcula-
tions, the potential sites for water adsorption on the surface are
limited. Each exposed titanium atom is capable of adsorbing
one water molecule, and each V2O5 species can adsorb one
water molecule as well. The surface coverage of water is defined
as the ratio of adsorbed water molecules to the maximum
adsorption capacity. In this simulation, the maximum capacity
for water molecules is determined to be 12.

To have a clearer understanding of the adsorption process,
we choose the representative adsorption configurations from
the adsorption scan iterations 0, 1, 2, 4, 8, and 12 (denoted as
sub, sub-1-H2O, sub-2-H2O, sub-4-H2O, sub-8-H2O, sub-12-H2O)
for further study, and the corresponding adsorption energy and
geometries are illustrated in Fig. 2. It was found that exposed
titanium atoms have a strong interaction with the oxygen atoms
in water molecules, and the hydrogens are attracted to the
terminal oxygen atoms of vanadium species. After the adsorp-
tion of the first water molecule, the results from the second
scan suggest a noticeable decrease in the adsorption energy
around it, as shown in Fig. 2(b), and the corresponding
geometry is shown in Fig. 2(g). Due to the repulsion between
the terminal oxygen of vanadium species and the oxygen atoms
in water molecules, water molecules have shown a preference
towards the TiO2 area due to the repulsion between the
terminal oxygen of vanadium species and oxygen atoms in
water molecules. Fig. 2(d) and (i) illustrate the corresponding
adsorption energy and a model in which 4 water molecules are
adsorbed. All four water molecules are in similar configurations
after geometry optimization: the oxygen atom in water is bonded
with one undercoordinated titanium atom, and the hydrogens of
water molecules are attracted to the terminal oxygen of vana-
dium dimer. The adsorption energy on the exposed TiO2 area is
larger until it is fully covered by water molecules, as illustrated in
Fig. 2(e) and (j). Compared to the clean surface, the overall
average adsorption energy decreased compared to the clean
surface. Subsequent adsorptions occur at the vanadium sites,
as shown in Fig. 2(f) and (k). The interaction between the
vanadium atom and the oxygen atom in water is not as strong
as with titanium. The hydrogen bond between the terminal
oxygen and the bridging oxygen of vanadium species contributes
most significantly to the adsorption.

To further confirm the interaction between H2O molecule
and TiO2, a molecular dynamic calculation was carried out at
373 K for 4000 fs with a timestep of 1 fs, using sub-1-H2O, sub-
2-H2O, sub-4-H2O, and sub-8-H2O models. Dissociation of
water molecules is evident in the sub-1-H2O and sub-2-H2O
models, whereas the surface of sub-4-H2O and sub-8-H2O models
maintains its stability, as illustrated in Fig. 3. The observation of
water molecule dissociation and surface reconstruction occurring
at lower water coverage levels align with the findings in existing
works.22,23,62,66 The H2O molecule initially absorbs on the exposed
titanium atom, with both H atoms interacting with neighboring
terminal atoms from V2O5; The Ti–O bond is stretched leading to
the formation of 2 Ti–OH groups as shown in Fig. 3(a) and (b). A
comprehensive illustration of the dissociation behavior of H2O is
presented in the ESI,† Fig. S1.

Subsequent vibrational calculations for model sub-8-H2O
were also carried out to verify the stability, and the frequencies
assignable to the TiO2 anatase surface were 198 cm�1,
392 cm�1, 579 cm�1, 582 cm�1 and 661 cm�1. These peaks
are slightly shifted but indicate a stable surface, as experimen-
tally observed by Ohsaka et al.67

The difference in the interaction of water and the modeled
V2O5/TiO2 surface observed in this study and existing works
might be due to the slightly different vanadium model and
different approaches. The model used in this study is more
stable as indicated by the formation energy comparison and
vibrational analysis. Also, the lateral influence and angle of
water molecule can greatly affect the adsorption process as
shown in Fig. 2(a) to (d), and the yellow stripe at y = 7 and y = 12
can be attributed to the lateral interaction between water
molecules and vanadium sites.

The adsorption behavior of water suggests that the presence
of exposed titanium atoms enhances water adsorption, with the
interface between V2O5 and TiO2 acting as a reservoir for water
molecules. Molecular dynamics calculations at 373 K confirm
that at a low level of water coverage (one water molecule per
surface), water molecules are dissociated upon adsorption; at
higher levels of water coverage, the TiO2 support maintains its
stability.

3.3. Electronic structure changes

3.3.1. Projected density of states (PDOS). We observed a
notable increase in the Fermi levels, as illustrated in Fig. 4.
Projected density of states of models with different water
coverage levels are shown. Black arrows indicate the shift of
peaks. For configurations with 1, 2, 4, and 8 water molecules
adsorbed, the Fermi level shift is proportional to the square of
the number of water molecules adsorbed. This upward trend is
consistent with Wolkenstein’s adsorption theory.68 However, it
is important to note that Wolkenstein’s theory does not account
for dispersion forces and the potential formation of hydrogen

Fig. 3 Molecule dynamic simulation of model sub-1-H2O, sub-2-H2O,
sub-4-H2O and sub-8-H2O at 373 K for 4000 fs. (a)–(d) Side view of sub-
1-H2O, sub-2-H2O, sub-4-H2O and sub-8-H2O after molecule dynamic
simulation; red are oxygen atoms, blue are titanium atoms, orange are
vanadium atoms, light pink are hydrogen atoms.
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bonds, which could enhance the adsorption rate of NH3.
Beyond the adsorption of 8 water molecules, the Fermi level
shift becomes marginal, suggesting the saturation of water
adsorption capacity. Higher Fermi levels can indicate the
occupation of free orbitals that can assist adsorption in the
adsorbate, thereby reducing electron transfer and potentially
weakening the adsorption of both H2O and NH3.

The PDOS for the terminal oxygen atoms and vanadium atoms
were analyzed, as depicted in Fig. 4. For configurations involving 1,
2, 4, and 8 water molecules adsorbed, a pronounced shift in the
PDOS peaks is observed for both the oxygen atoms and the p
orbitals of the vanadium atoms. However, this shift becomes less
noticeable when the number of adsorbed water molecules
increases from 8 to 12. This observation indicates that during the
adsorption process, water molecules are likely to donate electrons
to the surface. As free orbitals of the surface are saturated, the
ability of the surface to adsorb H2O and NH3 decreases.

3.3.2. Atom in molecular (AIM) analysis. Bader charge is
calculated to quantify the electronic changes at Lewis acid sites
associated with adsorption of water, as summarized in Table 2.
The adsorption site corresponding to the latest adsorbed water
molecule is analyzed. The hydrogens in water molecules tend to
interact with terminal O(1) atoms from neighboring active sites.

The Bader charge of both terminal O(1) sites were analyzed, and
the average atomic charge value was calculated.

In the water adsorption process for 1 to 4 molecules, the
electronegativity of both bridging and terminal oxygen atoms at
the adsorption sites increases. Specifically, the addition of the
second water molecule markedly enhances the electronegativity
of terminal oxygen atoms. Yet, as water coverage expands,
terminal oxygen’s electronegativity plateaus, while the bridging
oxygen atoms continue to become more electronegative. In
both the fifth and sixth models, the water molecules were
absorbed on other exposed titanium atoms, resulting in an
increase in the electronegativity of the terminal oxygen atoms at
the V2O5/TiO2 interface. Meanwhile, the electronegativity of
the bridging oxygen atoms remained stable. In configurations
9 to 12 (sub-9-H2O to sub-12-H2O), water molecules bind to
the vanadium species, with one hydrogen of each molecule
attracted to bridging oxygen and the other to terminal oxygen,
affecting the electronegativity of bridging oxygen atoms. Com-
bining these findings with thermodynamic analysis, the
observed decrease in electronegativity indicates that the surfa-
ce’s adsorption capacity has been exceeded. The capacity to
accept electrons from water molecules is crucial in this adsorp-
tion process.

Fig. 4 Projected density of states of models with different water coverage levels. Black arrows indicate the shift of peaks.
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3.3.3. Electron density difference. Another approach toward
understanding the changes in electronic structure induced by
the adsorbed water molecule is through electron density differ-
ence. The electron density difference is calculated by subtracting
the electron density of H2O and the clean substrate from the
adsorbed model. We utilized the sub-1-H2O model to examine
the electronic alterations with the exposed titanium atom during
the adsorption process. Fig. 5(a) depicts the isosurfaces of the
calculated electron density difference; here, yellow denotes an
increase in electron density, while cyan indicates a decrease.
Notably, the hydrogen atom in the water molecule is drawn
towards two terminal oxygens from V2O5, leading to a shift of
electrons from the oxygen atom in water and the exposed
titanium atom towards the vanadium species. This increase in
electron density results in a reduced acidity at the Lewis acid
sites. Fig. 5(b) illustrates the local integral curve, further con-
firming electrons are drawn towards the Lewis acid sites, thus
decreasing the acidity of the surface. Additionally, the enhanced
electron density suggests the formation of Brønsted acid sites,
consistent with experimental observations reported by Inomata
et al.11

A significant difference in electronic density around the
exposed titanium atom is observed. To better understand the
contribution of the titanium support, a monolayer model with
an adsorbed water molecule was employed. The effect of the
exposed titanium atom is less evident in this model given the
separation. Hydrogen atoms in the water molecule are attracted
to two oxygen atoms: one bridging and one terminal. The
electronic density change is confined to the monolayer V2O5

region. Although a decrease in electron density is still evident
around the water molecule, it is less pronounced in the absence
of an exposed titanium atom. This observation aligns with the
lower adsorption energy of water when positioned vertically
above V2O5 sites. These observations suggest that exposed
titanium atoms play a major role in both enhancing water
adsorption and weakening the acidity of Lewis acid sites when
water is present.

The impact of adsorbed water molecules on the electronic
structure was investigated. The PDOS analysis suggests notable
increases of Fermi level are significant, suggesting the adsorbed
H2O molecules saturated free orbitals of the V2O5/TiO2 surface.

The AIM analysis found increases in electronegativity of the
Lewis acid sites neighboring adsorbed H2O, indicating the
acidity becomes weakened as the level of water coverage rises.
The electron density difference revealed the role of TiO2 support
during the adsorption of water. Exposed titanium atoms increase
the electronegativity at Lewis acid sites, leading to a reduction in
the acidity of Lewis sites in the presence of water.

3.4. Ab initio thermal dynamic analysis

3.4.1. Gibbs free energy as a function of water coverage and
temperature. The adsorption energy offers insights into the
adsorption configurations; however, it should be noted the DFT
calculations are limited to the ground states. To acquire a
deeper understanding of the thermodynamic behavior at tem-
peratures relevant to industrial applications of the V2O5/TiO2

deNOx catalysts, the Gibbs free energy for models with varying
water coverage was further examined.

This study employed a methodology similar to those
described by Galimberti et al.55 and Wilcox et al.23 The vibra-
tional contribution of the substrate is neglected, as Rogal
et al.54 found that the impact of temperature on the vibrational
contribution of metal oxide surfaces is minimal and fairly
consistent, while the vibrational contribution of the gas species
cannot be ignored.

The selective vibrational analysis was performed to obtain
the vibrational contribution of the gas molecules. Fig. 6(a)
illustrates the vibrational contributions for different numbers
of adsorbed H2O molecules. As the temperature increases,
there is an overall decrease in vibrational contribution. While
more water molecules inhabit the surface, some low frequen-
cies are emerging due to interaction between the surface and
water molecules. In the context of the harmonic approximation,
frequencies below 50 cm�1 are treated as 50 cm�1. The
contribution of vibrational energy is a proxy to represent
the effect of dissociation of water molecules for low water
coverage models.

Gibbs free energy of adsorption is calculated based on
eqn (2). At temperatures below 200 K, even the models with
extremely high coverage of water are thermodynamically favor-
able. However, as temperatures rise, these systems, particularly
those with higher water loadings, become less thermodynami-
cally stable. The system fully saturated with water (sub-12-H2O)
becomes unfavorable below 200 K, indicating a water adsorp-
tion threshold. Water molecules are likely to be adsorbed at the
interface of V2O5 and TiO2. Furthermore, the high Gibbs energy
barrier renders this system impractical in real-world tempera-
tures. In the sub-8-H2O model, titanium atoms and terminal
oxygens of V2O5 are fully covered. This configuration remains
thermodynamically favorable up to 280 K. Configurations with
4 and 2 adsorbed water molecules are thermodynamically
favorable within the range of real-world working temperatures
for SCR catalysts. Specifically, models with 4 water molecules
remain favorable until 390 K, and the model with 2 water
molecules until 440 K. The configuration with a single water
molecule adsorbed to an undercoordinated titanium atom is
the most thermodynamically stable and remains favorable up

Table 2 Summary of the atomic charge of oxygen atoms of the corres-
ponding adsorption site

Surface atom O(1)–H O(1)–H Avg O(1)–H O (bridge)

sub-1-H2O �0.70 �0.66 �0.68 �0.86
sub-2-H2O �0.76 �0.99 �0.87 �0.88
sub-3-H2O �0.87 �0.87 �0.87 �0.91
sub-4-H2O �0.8 �0.93 �0.87 �1.03
sub-5-H2O �0.78 �0.72 �0.75 �1.04
sub-6-H2O �0.79 �0.82 �0.81 �1.03
sub-7-H2O �0.83 �0.79 �0.81 �1.01
sub-8-H2O �0.71 �0.97 �0.84 �1.01
sub-9-H2O �0.89 �0.75 �0.82 �1.08
sub-10-H2O �0.72 �0.88 �0.80 �1.10
sub-11-H2O �0.85 �0.79 �0.82 �1.13
sub-12-H2O �0.73 �0.92 �0.83 �1.09
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to 750 K, suggesting chemical adsorption and potential dis-
sociation of a water molecule as observed in the molecular
dynamic simulation.

The outcomes of thermodynamic calculations indicate
that water-induced deactivation of the catalyst can be reversed
by increasing the temperature of the gas stream to 400 K
and above, as observations from existing experimental studies
found.11,13,69,70 However, achieving complete desorption of
water from the surface at application temperatures is
nearly impossible, as suggested by the Gibbs free energy of
adsorption yielded from the model sub-1-H2O. Prolonged expo-
sure to a humid gas stream may lead to surface reconstruction
of V2O5/TiO2 catalysts, potentially causing irreversible
deactivation.70–72

3.4.2. NH3 adsorption at V2O5/TiO2 with different levels of
water coverage. In the SCR reaction mechanism, NH3 adsorp-
tion on the catalyst surface is a critical step, regardless of the
surface configuration and the reaction pathway. Additionally,
adsorbed NH3 species participate in SCR reactions. Conse-
quently, it is unlikely for the SCR surface to serve as a storage
medium for NH3. This study aims to investigate NH3 adsorp-
tion in relation to varying levels of water adsorption. As this
study intends to reveal its adsorption with correlation to
different levels of water adsorption, we limit the number of
NH3 to one. There is long argument about the nature of the
active sites, Marberger et al.34 observed that the Lewis acid site
is the primary site for the SCR reaction, while Brønsted acid
sites served as a storage of NH3, and this theory is also

Fig. 5 Isosurfaces of electron density difference and local integral curve; the electron density increases in the yellow regions, and decreases in the cyan
regions. (a) Side view of model sub-1-H2O with isosurfaces of electron density difference; (b) local integral curve along the Z axis of the model sub-1-H2O
with isosurfaces of electron density difference; (c) side view of model mono-1-H2O with isosurfaces of electron density difference; (d) local integral curve
along the Z axis of model mono-1-H2O with isosurfaces of electron density difference.

Fig. 6 (a) Vibrational contributions for different numbers of adsorbed H2O molecules; (b) Gibbs free energy of adsorption for different numbers of
adsorbed H2O molecules.
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supported by others.72–75 To represent the reactivity of SCR
catalysts more accurately, the adsorption of NH3 is modeled
with a similar approach as H2O.

The adsorption configuration is determined by surface
scans of adsorption energy over the Lewis acid sites, for each
configuration with different level water coverage. Fig. 7 displays
the resulting adsorption configurations. The position of adsorbed
NH3 molecule is only slightly influenced by the configuration of
water molecules. As the coverage of water increases, the adsorp-
tion energy of NH3 decreases, accompanied by an increase in the
distance between the NH3 molecule and the Lewis acid sites.

The Gibbs free energy of adsorption of NH3 presents a
complex picture. On a clean surface (sub-NH3), the Gibbs free
energy of adsorption of NH3 is smaller than every co-sorption
model with water adsorbed on the surface at 100 K, as shown in
Fig. 8. However, 100 K is not a meaningful temperature for the
NOx removal reactions. The adsorption of NH3 on the clean
V2O5/TiO2 surface keeps being thermodynamically favorable
until almost 500 K, truing less favorable slowly. Models with
low water loading, particularly those with low water coverage
(namely sub-1-H2O–NH3 and sub-2-H2O–NH3), demonstrate
high stability as well. The temperature at which the Gibbs free
energy of adsorption for the model sub-2-H2O–NH3 reaches
zero (460 K) is slightly higher than that for the model without
NH3 loading (sub-2-H2O, 430 K). Models with a higher degree of
water coverage are less thermodynamically stable.

The models featuring 4 and 8 adsorbed water molecules,
which cover half and the entirety of the exposed titanium area
respectively (sub-4-H2O–NH3 and sub-8-H2O–NH3), is very
thermodynamically unfavorable. The sub-4-H2O–NH3 model
becomes thermodynamically unfavorable at 310 K, while the

sub-8-H2O–NH3 model becomes unfavorable at a much lower
temperature of 80 K. In contrast, their corresponding models
without NH3, sub-4-H2O and sub-8-H2O, remain stable even when
the temperature is raised to 400 K and 270 K, respectively. This
distinct decrease can indicate that NH3 is less likely to be
absorbed on the Lewis sites with a water coverage level higher
than 35%, thus increases the energy barrier of the catalytic
reaction, resulting in lower catalytic activity.

To further understand the effect of water coverage levels on
reactivity, a rate constant in an Arrhenius form was proposed:
RAds, as described in eqn (4). The purpose of this constant is
to establish a link between the microscale model and the

Fig. 7 NH3 adsorption configurations at different water adsorbed levels. (a) to (e): 0, 1, 2, 4, and 8 H2O molecule(s) adsorbed. Red are oxygen atoms, blue
are titanium atoms, orange are vanadium atoms, light pink are hydrogen atoms, and sky blue are nitrogen atoms; the 2 bottom layers of TiO2 support are
hidden for clarity.

Fig. 8 The Gibbs free energy of adsorption of NH3 on the surface with
different levels of water adsorption.
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macroscale reaction dynamics. This rate constant can be effec-
tively utilized for comparative analysis between different models
that employ identical computational approaches, and it can also
be used to explain changes in reactivity observed experimentally.
We acknowledge that this constant has limited applicability for
quantitative analysis of macroscale reaction rates.

As shown in Fig. 9, the adsorption rate for the model with no
water (sub-NH3) decreases slowly as the temperature increases.
For models with low levels of water coverage (o15%) (model sub-
1-H2O–NH3 and sub-2-H2O–NH3), the presence of water initially
increased the adsorption rate of NH3. The increase of adsorption
rate can indicate an increase in activity at low temperatures under
a low humid gas stream, aligning with the observations of
Inomata et al..11,13 Interestingly, this enhanced adsorption rate
contradicts the predictions made by the PDOS calculations. This
discrepancy could be attributed to the potential dissociation of
water molecules, an effect that is not directly reflected in PDOS
but is captured in the zero-point vibrational energy calculations.

As the number of adsorbed water molecules increases to
four and eight, covering half and then the entire titanium surface
(sub-4-H2O–NH3 and sub-8-H2O–NH3), the adsorption rate of NH3

decreases markedly at temperatures below 400 K. These decreases
indicate a strong competitive adsorption effect: water molecules
hinder the ability of Lewis acid sites to adsorb NH3.

3.4.3. Reversing water-induced deactivation. Existing
experimental findings demonstrate that water-induced deacti-
vation of catalysts is reversible.69,71,72 Typically, catalyst activity
can be reinstated at temperatures above 400 K. This recovery in
activity is likely due to the desorption of water molecules from
the surface with rising temperatures. Systems with extensive
water coverage prove to be thermodynamically unfavorable at
elevated temperatures, as depicted in Fig. 6(b) and Fig. 8. For
catalysts deactivated by water, elevating the temperature makes
the system thermodynamically unfavorable, thereby facilitating
water desorption. Consequently, the NH3 adsorption rate can
be restored to levels observed with no water or a lower level of
water adsorption, potentially reviving the catalytic activity.

Ab initio thermodynamic analysis of models with varying
water coverages indicates that water-induced deactivation of
the catalyst is reversible by increasing the gas stream tempera-
ture to 400 K or above, a well-established procedure in the
industry. However, complete water desorption at application
temperatures is difficult, and long-term exposure to humid gas
streams might lead to irreversible deactivation. Interestingly, at
low water coverage (r35%), co-adsorption of NH3–H2O is more
favorable than NH3 adsorption on a clean V2O5/TiO2 surface,
thermodynamically. Low levels of water coverage (r35%) can
even enhance the NH3 adsorption rate at temperatures lower
than 400 K.

3.5. Pathways to enhance water resistance

These findings suggest multiple pathways to mitigate water-
induced deactivation. One approach is to use a support mate-
rial with weaker interactions with water, improving water
resistance while minimally affecting Lewis acid sites. Introdu-
cing species like tungsten oxides to the V2O5/TiO2 surface could
shield exposed titanium atoms, limiting electronic changes
during water adsorption. Alternatively, replacing vanadium
with a different active element could increase the availability
of Lewis acid sites, enhancing resistance to water. Finally,
coating the TiO2 area with a highly non-polar species could
significantly boost the acidity of Lewis acid sites and potentially
create hydrophobicity.

4. Conclusions

This work presented and validated stable models of the V2O5/
TiO2 surface. The adsorption of water is enhanced by exposed
titanium atoms, particularly at the V2O5/TiO2 interface. While
low water coverage leads to dissociative adsorption, the TiO2

support maintains its stability at higher coverage levels. Water
adsorption significantly alters the catalyst’s electronic struc-
ture, including an increase in the Fermi level that suggests
saturation of surface free orbitals. Additionally, water weakens
the acidity of Lewis acid sites as coverage increases. Exposed
titanium atoms play a key role in reducing Lewis acidity via
adsorbed water. Ab initio thermodynamic analysis established
the reversibility of water-induced catalyst deactivation at tem-
peratures above 400 K, consistent with established industrial
practices. Complete water desorption is difficult at typical
operating temperatures. Low water coverage (r35%) demon-
strates a thermodynamically favorable co-adsorption of NH3–
H2O compared to NH3 alone on a clean V2O5/TiO2 surface.
However, prolonged exposure to humid conditions poses a risk
of irreversible deactivation, as the TiO2 surface could be
dissociated.

Our findings suggest multiple pathways to mitigate water-
induced deactivation in V2O5/TiO2 catalysts. Strategies include
using a support material less prone to water interaction,
shielding exposed titanium atoms with additives, employing
an alternative active element to vanadium, or coating the TiO2

Fig. 9 Temperature and the adsorption rate of NH3 on SCR surfaces with
varying water coverage levels.
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area with a highly non-polar species to enhance acidity and
potentially achieve hydrophobicity.
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Surface Coverage Optimization of V2O5/WO3-TiO2 SCR
Catalysts by Variation of the V Loading and by Aging,
Catalysts, 2015, 5, 1704–1720.

26 X. Lang, T. Wang, Z. Wang, L. Li, C. Yao and K. Cai,
Reasonable design of a V2O5-x/TiO2 active interface struc-
ture with high polysulfide adsorption energy for advanced
lithium-sulfur batteries, Electrochim. Acta, 2022,
403, 139723.

27 T. Mi, Y. Wu, X. Zhou, W. Li, L. Zhao, J. Liu and Q. Lu,
Catalytic oxidation of CO over V2O5/TiO2 and V2O5-WO3/
TiO2 catalysts: A DFT study, Fuel Process. Technol., 2021,
213, 106678.

28 L. Zheng, M. Casapu, M. Stehle, O. Deutschmann and
J.-D. Grunwaldt, Selective catalytic reduction of NOx with
ammonia and hydrocarbon oxidation over V2O5-MoO3/TiO2

and V2O5-WO3/TiO2 SCR catalysts, Top. Catal., 2018, 62,
129–139.

29 J. P. Chen and R. T. Yang, Role of WO3 in mixed V2O5-WO3/
TiO2catalysts for selective catalytic reduction of nitric oxide
with ammonia, Appl. Catal., A, 1992, 80, 135–148.

30 J. K. Lai and I. E. Wachs, A Perspective on the Selective
Catalytic Reduction (SCR) of NO with NH3 by Supported
V2O5-WO3/TiO2 Catalysts, ACS Catal., 2018, 8, 6537–6551.

31 W. H. Weinberg, Eley�Rideal Surface Chemistry: Direct
Reactivity of Gas Phase Atomic Hydrogen with Adsorbed
Species, Acc. Chem. Res., 1996, 29, 479–487.

32 K. V. Kumar, K. Porkodi and F. Rocha, Langmuir–Hinshel-
wood kinetics – A theoretical study, Catal. Commun., 2008,
9, 82–84.

33 B. Zhang, S. Zhang and B. Liu, Effect of oxygen vacancies on
ceria catalyst for selective catalytic reduction of NO with
NH3, Appl. Surf. Sci., 2020, 529, 147068.

34 A. Marberger, D. Ferri, M. Elsener and O. Kröcher, The
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