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Furfural is an industrial renewable platform chemical, which can be converted to useful furanics such as

α-angelica lactone, carboxylic acids such as levulinic acid and valeric acid, or to higher carbon content

products via condensation routes for producing drop-in fuel replacements and chemicals with diverse

applications. These important conversion processes may be carried out in selective fashions, although

they require adequate catalysts. They were successfully carried out using versatile, stable silica-wrapped

niobium oxide nanostructured catalysts. For example, α-angelica lactone was converted in an integrated

fashion to ethyl levulinate in 90% yield, and the esterification of levulinic and valeric acids gave ethyl levu-

linate in quantitative yield and ethyl valerate in 90% yield, respectively, at 140 °C. Catalytic, mechanistic

and kinetic modelling studies shed light on the influence of the materials properties on the catalytic per-

formances. These catalysts outperformed pure Nb2O5, as well as hydrothermally synthesized composites

consisting of Nb2O5 nanoparticles embedded in a mesoporous siliceous matrix.

Introduction

The continued use of fossil fuels and the increase of anthropo-
genic CO2 emissions can lead to irreparable damage such as
decline in agriculture, increase of natural disasters, and
extreme temperatures. Hence, it is important to search for sus-
tainable green alternatives to respond to the increasing energy
demands. Vegetable biomass is a renewable source of organic
carbon, and its main components include carbohydrates,
which can be found in forestry/agricultural residues/surpluses
and industrial byproduct streams (e.g., those from sugarcane
processing, cellulosic fiber production, etc.) and converted to
useful biobased products.

For over a century, one of the most important and versatile
platform chemicals produced from carbohydrate matter is fur-
fural (Fur),1 specifically via aqueous phase, acid-catalysed reac-

tions of hemicelluloses.2,3 Fur is used as solvent (e.g., in pet-
roleum refining) or upgraded for different end use industries
such as agriculture, paints/coatings, drugs, food/beverages,
etc.,4–6 and for synthesizing drop-in fuels.7

The C/O atomic ratio of Fur can be enhanced by chemical
routes, such as condensation with ketones, to produce fuel
grade alkanes.8–11 Aiming at fully integrated biobased Fur con-
version processes, ketones such as acetone are attractive for
Fur condensation since they may be produced via the Acetone–
Butanol–Ethanol (ABE) fermentation of biomass.12 The con-
densation of Fur with acetone gives 4-(furan-2-yl)but-3-en-2-
one (C8) and 1,5-di(furan-2-yl)penta-1,4-dien-3-one (C13)
(Scheme 1), which are interesting intermediates for producing
drop-in fuels, avoiding engine adjustments, etc.11 C13 is also
an attractive intermediate for jet fuel range hydrocarbons.13 In

Scheme 1 Catalytic upgrading of biobased furfural to bioproducts with
higher number of carbon atoms such as 4-(furan-2-yl)but-3-en-2-one
(C8), ethyl levulinate (EL) and ethyl valerate (EV).
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the search for improved solutions and efficient catalysts to
enhance productivity, different catalytic approaches have been
reported to produce condensation products from Fur/acetone
using acid, base or acid–base catalysts.8,14 The C8 and C13 pro-
ducts were produced using solid base catalysts, most of which
possessed magnesium, such as for C8, Mg-containing metal
oxides,15–22 hydrotalcites (HTs) or layered double hydroxides
(LDHs),14,23,24–31,32,33 carbons,34,35 and mineral meixnerite;14

and for C13, metal oxides36–39 and carbons.40 In general, the
reported Mg-containing catalysts were effective for the conden-
sation reactions, but several studies reported the occurrence of
catalyst deactivation18,27,28,34,36 or did not report catalyst
recyclability,14,23,25,30,41 which represents an important knowl-
edge gap because catalyst stability is fundamental in the devel-
opment of sustainable heterogeneous catalytic processes. The
use of solid acids for the target reaction systems instead of
solid base catalysts advantageously avoids intermediate neu-
tralization processes between the upstream acid-catalysed pro-
duction of Fur and the catalytic upgrading of Fur. Different
types of solid acid catalysts have been reported for C8 pro-
duction such as zeotypes/zeolites,42–45 metal organic frame-
works46 and organic frameworks.47

Water, besides being present from upstream Fur pro-
duction, is a co-product of important biomass conversion pro-
cesses. In this sense, niobium based oxides may be promising
acid catalysts since they may be relatively water-tolerant48,49 for
various biomass conversion routes50 involving reactions such
as dehydration,49,51–53 etherification, alcoholysis,54 acetaliza-
tion,55 hydrolysis and esterification.56,57 According to the lit-
erature, niobium oxides may possess Brønsted and Lewis
acidity capable of activating carbon–oxygen bonds and oxygen-
containing functional groups,58 accounting for superior per-
formances compared to those of other metal oxides such as
MgO, CaO, MgAl hydrotalcites, Al2O3, and ZrO2 in Fur/4-hepta-
none condensation.59 Zeolites were modified with niobium in
order to trigger Fur condensation,60 and a preliminary study
showed good catalytic potential of niobium oxide nano-
particles wrapped within a mesoporous silica component.61

In this work, various reaction systems involving acid cataly-
sis were studied for converting biobased furanics and car-
boxylic acids to renewable products (Scheme 1), which are of
interest in the context of an integrated biorefinery for the pro-
duction and upgrading of the important industrial platform
chemical, Fur. Specifically, Fur condensation, the one-pot con-
version of α-angelic lactone (AnL) to ethyl levulinate, and the
esterification of important biobased carboxylic acids, namely
levulinic acid (LA) and valeric acid (VA), are reported. These are
important reactions since, for example, EL has a growing
market for food additives, fragrances, and drug intermedi-
ates,62 and is an attractive fuel blend for decreased emissions
and improved flow properties.63–66 Moreover, EL and EV have
higher energy density than ethanol, making them interesting
fuel additives, besides being useful to different industrial
sectors (perfumes, cosmetics, flavours, lubricants, plasticizers,
etc.).67,68 The development of catalysts which are versatile, i.e.,
capable of promoting the different reaction processes within

an integrated biorefinery, can be economically attractive by
advantageously avoiding additional catalytic material pro-
duction units, several specific catalyst treatment processes, etc.
In this challenging context, the present study discusses the
potential of silica–niobia nanostructures as versatile catalysts
(sol–gel synthesis using acetophenone) for the various above-
mentioned processes involving acid catalysis (Fur, AnL, LA,
and VA), relevant for Fur upgrading. Mechanistic and kinetic
modelling studies contributed to the understanding of the
influence of the materials properties on the performances of
the versatile catalysts.

Experimental
Catalytic materials

The silica–niobia nanostructured catalysts and Nb2O5 nano-
particles were obtained as described in the literature, via a fast
non-hydrolytic sol–gel method. Simply, acetophenone as the reac-
tion solvent plus the metal precursors (silicon tetrachloride and
niobium(V) chloride) in the desired amounts, were subjected to
microwave heating at 220 °C for 20 min.61 The materials were
used in the catalytic reactions without calcination (only washing
with acetone and ethanol, and drying at 65 °C; samples denoted
as SiNbx-NC) or after calcination at 400 °C (air, 5 h, 1 °C min−1;
samples denoted as SiNbx).61 In the sample names, x is the at.%
of niobium relative to silicon in the materials.

For comparative studies, a composite consisting of the
Nb2O5 nanoparticles embedded (ca. 20 wt% loading) in a
mesoporous siliceous TUD-1 type matrix was synthesized
without using any surfactant or expensive polymeric templat-
ing agents, adapting known procedures.69,70 Specifically, tetra-
ethylorthosilicate (TEOS, Sigma-Aldrich, 98%; 2.19 g,
10.5 mmol) was added dropwise with stirring at 200 rpm and
at room temperature to a suspension of Nb2O5 (350 mg) in a
mixture of triethanolamine (TEA, Fluka, 97%, 1.57 g,
10.5 mmol) and water (1.22 g, 67.8 mmol). Then tetraethyl-
ammonium hydroxide (TEAOH, Sigma-Aldrich, 35 wt% in
water, 0.50 g, 3.36 mmol) was added, and the stirring was con-
tinued for 2 h. The gel (with a molar composition of
TEOS : TEA : 0.32TEAOH : 6.46 H2O and a molar ratio 80 Si : 20
Nb) was then aged at room temperature for 24 h, followed by
drying at 100 °C for another 24 h. The obtained solid was
gently ground in an agate mortar with pestle, transferred to a
Teflon-lined autoclave and heated at 180 °C under static con-
ditions for 8 h. After being cooled to room temperature, the
recovered product was washed with water until neutral pH,
dried at 60 °C for 24 h, and finally calcined at 600 °C (heating
rate of 1 °C min−1) for 10 h, in air flow (20 mL min−1). Pristine
silica TUD-1 was prepared in a similar fashion, but without
the Nb2O5 nanoparticles, as described in the literature.71

Materials characterisation

The PXRD data were collected on an Empyrean PANalytical
diffractometer (Cu-Kα X-radiation, K = 1.5 4060 Å) in a Bragg–
Brentano para-focusing optical configuration (45 kV, 40 mA) at
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ambient temperature. The sample was prepared in a spinning
flat plate sample holder and step-scanned in the 2θ range from
3° to 70° with steps of 0.026°. A PIXEL linear detector with an
active area of 3.3473° was used with a scan speed of 0.0515°
per second. Low angle (0.5–6° 2θ) PXRD data were collected
using the transmission mode, and with the samples deposited
between Mylar foils. The samples were step-scanned in 0.013°
2θ steps with a counting time of 100 s per linear detector
active area of 1.01°.

Scanning electron microscopy (SEM) images, elemental
mapping images (Si and Nb) and energy dispersive X-ray spec-
troscopy (EDS) images were obtained on a Hitachi SU-70 SEM
microscope with a Bruker Quantax 400 detector operating at 15
kV. Samples were prepared by deposition on aluminium
sample holders followed by carbon coating using an Emitech
K 950 carbon evaporator. Scanning transmission electron
microscopy (STEM) (mapping) images (Si and Nb) were col-
lected using a Hitachi HD2700 scanning electron microscope,
equipped with a Bruker EDS detector; a drop of an ethanol sus-
pension of the composite was added to a holey amorphous
carbon-film-coated 400 mesh copper grid (Agar Scientific).
Elemental analysis for C was performed on a Leco TruSpec
630–200–200 analyzer.

The N2 sorption isotherms were measured at −196 °C,
using a QuantaChrome Autosorb iQ2 Automated Gas Sorption
analyser. The sample was pre-treated at 250 °C for 3 h, under
vacuum (<4 × 10−3 bar). The specific surface area was calcu-
lated using the Brunauer, Emmett, Teller equation (SBET) and
mesopore sizes (dp) were calculated from the adsorption
branch using the BJH method.

The characterisation results of the Nb2O5/TUD-1 composite
and the pristine mesoporous silica TUD-1 (three-dimensional,
sponge-like structure) are included in the ESI.† Briefly, Nb2O5/
TUD-1 possessed mesopore widths in the range 4–10 nm, SBET
= 413 m2 g−1 and ca. 18 at% Nb relative to Si, and the compo-
site particles were irregular in size and shape. The textural pro-
perties were somewhat comparable to those of the mesoporous
silica TUD-1 (synthesized in a similar fashion, but without
Nb2O5) which possessed SBET = 471 m2 g−1 and dp = 8.5 nm.71

The SiNbx materials consisted of niobium oxide nano-
particles (ca. 5 nm) uniformly distributed within mesoporous
silica, with Nb at.% relative to Si of 7, 20, 42, 65 and 82; the
specific surface area (SBET) of the SiNbx was in the range
224–913 m2 g−1 and the average mesopore sizes were in the
range 7–27 nm (Table S4†).61 SiNbx contained
138–267 μmolTAS g−1 of total amount of Lewis plus Brønsted
acid sites (TAS) and a Lewis/Brønsted molar ratio (L/B) of
1.8–3.7.61 Increasing x led to increasing L/B ratio, but the
relation between x and TAS was not linear: for x = 7 (L/B = 1.8,
TAS = 138 μmol g−1); x = 20 (L/B = 2.4, TAS = 195 μmol g−1); x =
42 (L/B = 2.9, TAS = 267 μmol g−1); x = 65 (L/B = 3.1, TAS =
252 μmol g−1); and x = 82 (L/B = 3.7, TAS = 156 μmol g−1)
(Table S4†).61 Pure Nb2O5 (1.5–5 nm particle size) synthesized
in a similar fashion to SiNbx, but without silicon, possessed
lower SBET (161 m2 g−1) and TAS (150 μmol g−1, L/B = 4.0) than
SiNbx with x in the range 20–82.61

Catalytic tests

The catalytic tests at temperatures of up to 140 °C were carried
out using borosilicate batch reactors, equipped with a PTFE
valve for purging and a PTFE-coated magnetic stirring bar (800
rpm, avoiding mass transfer limitations). Catalytic tests at a
higher temperature of 160 °C were carried out using a PTFE-
lined stainless-steel autoclave with 5 mL capacity, equipped
with a PTFE-coated magnetic stirring bar. For the Fur/acetone
system, the reactor was loaded with a solution of 1.6 M furfural
(Fur) in acetone (initial mole ratio of acetone : Fur ≅ 7.6) and
29.7 gcatalyst L

−1. For the reactions of α-angelic lactone (AnL),
levulinic acid (LA) and valeric acid (VA), the reactors were
loaded with a solution of 0.35 M substrate in ethanol and
10 gcatalyst L

−1 and heated at the desired reaction temperature
(typically 140 °C). The initial activity (mmol gcat

−1 h−1) was
based on substrate conversion at 1 h.

The evolution of the reactions was monitored by gas chrom-
atography (GC), using a Thermo Scientific Trace 1300 Series
GC equipped with an Agilent Technologies, Inc. capillary
column (DB-5, 30 m × 0.32 mm × 0.25 μm; He as the carrier
gas) and a flame ionization detector. Exceptionally, Fur was
quantified by liquid chromatography (HPLC), using a Knauer
Smartline HPLC Pump 100 and a Shodex SH1011 H+ 300 mm
× 8 mm (i.d.) ion exchange column (Showa Denko America,
Inc., New York), coupled to a Knauer Smartline UV detector
2520 (210 nm). The mobile phase was 0.005 M aq. H2SO4 at a
flow rate of 0.8 mL min−1 and column temperature of 35 °C.
Calibration curves with internal standards were measured for
quantifications. For each experimental point, separate experi-
ments were carried out (the presented results are the mean
values of at least two replicates (error < 5%)). The products
(Tables S1 and S2†) were identified by GC-MS using a
Shimadzu QP 2010 ultra-GC-MS equipped with a HT-5 GC
column (25 m × 0.32 mm × 0.10 μm; He as the carrier gas).

Catalyst stability

The catalyst stability studies involved catalyst reuse at 140 °C,
contact tests (CT) and characterisation of the used catalysts
(with Fur as the substrate). Between runs, the used catalyst was
separated from the reaction mixture by centrifugation (10 000
rpm), thoroughly washed with acetone, dried at 85 °C over-
night, and calcined at 400 °C for 5 h (1 °C min−1). The contact
test (CT) consisted of contacting the fresh catalyst with
acetone for 5 h at 140 °C, under the same conditions to those
used for a normal catalytic test, but without Fur. Afterwards,
the solid was separated from the liquid phase by centrifu-
gation for 5 min at 10 000 rpm; this liquid phase was passed
through a 220 nm pore size PTFE membrane, giving the solu-
tion LP. Subsequently, the substrate (Fur) was added to the LP
solution (to give an initial Fur concentration of 1.6 M), and left
to react for 5 h, at 140 °C. This homogeneous mixture was ana-
lysed by chromatography and the results were compared to
those for a normal catalytic test (with solid catalyst) and the
blank test (without adding catalyst).
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Kinetic modelling for Fur condensation

The kinetic modelling was carried out in Matlab, considering a
batch reactor that is perfectly stirred and isothermal, for which
the material balances are expressed according to eqn (1):

V
W

dCi

dt
¼ ri ð1Þ

where V is the volume of the reaction mixture (L), W is the
mass of catalyst (g), Ci is the molar concentration of species i
(M), t is the reaction time (h), and ri is the rate of the reaction
of species i (mol gcat

−1 h−1); C8 = 4-(furan-2-yl)but-3-en-2-one,
C8OH = 4-(furan-2-yl)-4-hydroxybutan-2-one, C11 = 6-(furan-2-
yl)-4-methylhexa-3,5-dien-2-one, C13 = 1,5-di(furan-2-yl)penta-
1,4-dien-3-one, C16 = 4-(furan-2-yl)-5-(furan-2-ylmethyl)hept-3-
ene-2,6-dione (Table S1† and Scheme 2). The ratio W/V was
maintained constant in all experiments (29.7 gcat

−1 L−1).
Based on the mechanism proposed for Fur conversion

(Scheme 2), a pseudo-homogeneous kinetic model was devel-
oped, considering irreversible, first order reactions for all steps
(eqn (2)–(12)):

V
W

dCFUR

dt
¼ �ðk1 þ k6ÞCFur ð2Þ

V
W

dCC8OH

dt
¼ k1CFur � k2CC8OH ð3Þ

V
W

dCC8

dt
¼ k2CC8OH � ðk3 þ k4 þ k9 þ k5ÞCC8 ð4Þ

V
W

dCC11

dt
¼ k3CC8 � k10CC11 ð5Þ

V
W

dCC13

dt
¼ k4CC8 � k7CC13 ð6Þ

V
W

dCC16

dt
¼ k5CC8 � k8CC16 ð7Þ

V
W

dCBP1

dt
¼ k6CFur ð8Þ

V
W

dCBP2

dt
¼ k7CC13 ð9Þ

V
W

dCBP3

dt
¼ k8CC16 ð10Þ

V
W

dCBP4

dt
¼ k9CC8 ð11Þ

V
W

dCBP5

dt
¼ k10CC11 ð12Þ

where kj ( j = 1–10) are the kinetic constants (L gcat
−1 h−1) of

step j at constant temperature. The formation of byproducts
(denoted BPi for the decomposition of species i) was con-
sidered for closing the material balances.

The equation system was solved by numerical integration,
using appropriate initial conditions (at t = 0), and the solution
was refined by minimizing the objective function (Fobj) accord-
ing to eqn (13), giving the values of the kinetic constants (ki, L
gcat

−1 h−1) by fitting the model to the experimental data:

Fobj ¼
X
m

Xnp
n¼1

Cm;n

��
calc � Cm;n

��
exp

h i2( )
ð13Þ

where Cm,n|calc and Cm,n|exp are the calculated (predicted by the
model) and experimental concentrations, respectively, at each
instant of time n, and for each species m. The ESI† presents a
similar kinetic model (model B) but considering second order
reactions for the steps regarding k4 and k5, which gave very
similar results (Table S5 and Fig. S6, S7†) to the above model.

Kinetic modelling for the integrated conversion of AnL

A kinetic model was developed in a similar fashion to that
described for Fur, but considering the mechanism discussed for
the integrated conversion of AnL, using eqn (1) and (13)–(19):

V
W

dCAnL

dt
¼ �ðk1 þ k2 þ k6 þ k7ÞCAnL ð14Þ

V
W

dCLA

dt
¼ k1CAnL þ k4CPLA � ðk3 þ k5ÞCLA ð15Þ

V
W

dCPLA

dt
¼ k3CLA � k4CPLA ð16Þ

V
W

dCEL

dt
¼ k1CAnL þ k5CLA ð17Þ

V
W

dCβAnL

dt
¼ k6CAnL ð18Þ

V
W

dCBP

dt
¼ k7CAnL ð19Þ

Results and discussion
Furfural–acetone condensation

General considerations. The Fur condensation system was
investigated over silica–niobia catalysts for several reasons
including the following: (1) aldol/ketol condensation routes

Scheme 2 Reaction mechanism of the Fur/acetone reaction system (ki
are the kinetic constants used for kinetic modelling and BPi are possible
byproducts).
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lead to products possessing lower O/C atom ratio and
increased number of carbon atoms, being important for
biomass valorisation; (2) Fur2 and acetone12 may be derived
from vegetable biomass, making them interesting feedstocks
for producing useful biobased products; (3) acid-catalyzed con-
densation routes are compatible with upstream Fur production
routes,9 since the latter are also based on acid catalysis;2 and
(4) the pore sizes of the silica–niobia materials are greater
(7–27 nm mesopore sizes, Table S4†)61 than the approximate
molecular dimensions of the Fur/acetone condensation pro-
ducts (up to 1.6 nm, Table S3†), which may advantageously
favour mass transfer.

The Fur reaction with acetone gave predominantly 4-(furan-
2-yl)but-3-en-2-one (C8) (up to 62% yield, at 140 °C) (Fig. 1).
Other bioproducts included 6-(furan-2-yl)-4-methylhexa-3,5-
dien-2-one (C11; ca. 1% maximum yield), 1,5-di(furan-2-yl)
penta-1,4-dien-3-one (C13, 10% maximum yield) and 4-(furan-
2-yl)-5-(furan-2-ylmethyl)hept-3-ene-2,6-dione (C16; 5%
maximum yield) (Table S1†). Adding a cosolvent to the Fur/
acetone system, such as toluene (acetone : toluene = 0.07 v/v,
initial Fur concentration = 0.43 M), did not favour the catalytic
reaction: conversion at 5 h decreased from 75% (without
toluene) to 67% (with toluene), and C8 yield at 5 h decreased
from 62 to 52%. On the other hand, a comparative study of
SiNbx synthesized using the highest Nb content (x = 82) and
pure niobia nanoparticles (Nb2O5) indicated that the former
was more active and led to higher bioproduct yields. Moreover,
the material balances (considering Fur and C8-C16 products,
at 7 h/140 °C) reached 90–98% for the SiNbx catalysts, which
was far superior to that for Nb2O5 (reached 77%, under similar
conditions, Fig. S5†). On the other hand, commercial niobium
oxide (Nb2O5-com) led to very sluggish results: 2% Fur conver-
sion, <1% C8 yield, at 5 h/140 °C. A comparative study between
Nb2O5 nanoparticles and Nb2O5-com suggested that decreas-
ing the particle size to the nanoscale and enhancing the
specific surface area (SBET) may considerably improve the cata-
lytic performance; specifically, Nb2O5-com was microcrystal-

line (ca. 5 μm average particle size, Fig. S4†) with a low SBET of
20 m2 g−1, whereas Nb2O5 consisted of very small nano-
particles (1.5–5 nm) with a significant SBET of 161 m2 g−1.61

Influence of calcination of the materials. The influence of
calcination of materials prior to catalytic application was investi-
gated (Fig. 1). The as-synthesized (non-calcined) materials
(SiNbx-NC) were more active than the respective calcined ones
(SiNbx) (Fig. 1a) and led to roughly comparable C8 and total
bioproduct yields at 1 h (Fig. 1a). However, for longer reaction
times, SiNbx led to higher product yields than SiNbx-NC.
Moreover, the carbon balance decreased with increasing Fur
conversion, which was (disadvantageously) more pronounced
for SiNbx-NC than for SiNbx (Fig. S5†), i.e., the overall selectivity
was greater for SiNbx. Higher selectivity is important from a
practical point of view, since it may avoid downstream separ-
ation/purification (energy intensive) processes and waste pro-
duction, which negatively impact the process economics and
green chemistry metrics (e.g., environmental (E) factor (mass of
waste/mass of target product)). Increasing the calcination temp-
erature from 400 to 500 °C did not result in a gain of the cata-
lytic performance (kinetic curves in Fig. 2b, f and j for x = 42).

Mechanistic and kinetic studies and influence of materials
properties. C8 is formed via Fur/acetone condensation and
may be subsequently converted to other products. To gain
mechanistic insights, catalytic tests were performed using C8 as
the substrate, specifically, (i) the reaction of C8 with acetone
(without Fur) and (ii) the reaction of C8 with Fur (without
acetone) (initial C8 concentration ≅ 1.6 M, SiNb42, 140 °C). Test
(i) gave mainly C11 and C16 (13 and 3% yield, respectively, at
46% C8 conversion, 5 h), and test (ii) gave C13 (19% yield at 33%
C8 conversion, 5 h). Hence, in the integrated reaction system,
C8 may react with acetone giving C11, or with Fur giving C13, or
may undergo self-condensation to C16. The fact that the total
selectivity was lower than 100% for the two tests suggested that
C8 and/or the remaining products may be partly converted to
byproducts. Based on these results and supportive literature
data,20,44–46,72 the overall mechanistic proposal for Fur conversion

Fig. 1 Comparison of the catalytic performances of the as-synthesized (SiNbx-NC) and calcined (SiNbx) materials (a) possessing different Nb con-
tents (b), and of the nanomaterial niobia (Nb2O5 in (b)); initial activity for Fur conversion (×) and yields of C8 (white bars) and remaining bioproducts
(C11, C13 plus C16; grey bars). Reaction conditions: 1.6 M Fur in acetone, 29.7 gcat L

−1, 1 h, 140 °C.
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is presented in Scheme 2. According to the literature, C8 may be
formed via dehydration of the intermediate 4-(furan-2-yl)-4-hydro-
xybutan-2-one (C8OH),22,43,72–74 and, on the other hand, C13 may
be formed via the dehydration of the intermediate 1,5-di(furan-2-
yl)-5-hydroxypent-1-en-3-one (C13OH).16,22,23,43 C8OH is relatively
unstable (may rapidly dehydrate to the α,β-unsaturated ketone
C8),73 which may partly explain the fact that C8OH was always
present in very small amounts (<3% yield). The intermediate
C13OH was not detected in measurable amounts, parallel to
other literature studies.22,23,43 The presence of some Brønsted
acidity in the catalysts may promote these dehydration steps.75

According to the literature, considerably enhancing Brønsted
acidity may promote undesirable reactions.60

Based on the mechanistic proposal (Scheme 2), kinetic
modelling studies were carried out for the SiNbx and Nb2O5

catalysts. The kinetic constants ki are given in Table 1 and the

calculated kinetic curves are given in Fig. S7.† For all catalysts,
the fastest step predicted by the model was the conversion of
C8OH to C8 (k2, Table 1), consistent with the very small
amounts of C8OH present in the reaction media. Accordingly,
the conversion of Fur to C8 was governed by the primary Fur
conversion (because k2 ≫ k1). In general, Fur conversion (k1)
was faster than the subsequent conversion of C8 to the biopro-
ducts C11, C13 and C16 (k3, k4, k5, respectively, Table 1), con-
tributing to the high C8 yields. Somewhat consistently, a com-
parative study of the catalytic tests (i) and (ii) (mentioned
above), suggested that the C8/acetone reaction was slower
(46% conversion at 140 °C/5 h) than the Fur/acetone reaction
(75% conversion at 140 °C/5 h).

According to the literature, the condensation reactions may
be promoted by Lewis acid sites (L) which may activate the car-
bonyl groups.43,60,75,76 Brønsted acid sites (B) may also

Fig. 2 Fur/acetone condensation in the presence of SiNbx-NC (open symbols) and SiNbx (solid symbols) catalysts with x = 20 (a, e and i; squares),
42 (b, f and j; diamonds), 65 (c, g and k; triangles) and 82 (d, h and l; circles). For comparison, the results for the material possessing x = 42, calcined
at 500 °C (×) are given in (b,f,j). The results for the nanomaterial Nb2O5 are given in (d,h,l: (−)). Reaction conditions: 1.6 M Fur in acetone, 29.7 gcat
L−1, 140 °C.
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promote condensation reactions77 and dimerization29,44 of C8
to C16. The degree of participation of the B and L acid sites in
the overall mechanism is difficult to determine unambigu-
ously.46 The SiNbx materials are essentially Lewis acid catalysts
and possess little B acidity (Table S4†). Besides acidity,
enhanced specific surface area may favour the catalytic reac-
tion by increasing the amount of effective (accessible) active
sites. Fig. 4 shows the relation between initial activity and
these materials properties,61 specifically the amount of total
acid sites (TAS = L + B) and SBET (Fig. 3). TAS versus SBET pre-
sented a maximum for SiNbx with x = 42 and 65, which were
the catalysts with the highest initial activity (20–21 mmol gcat

−1

h−1) and led to the highest total bioproduct yields at 7 h
(65–68%, Fig. 3). Pure Nb2O5 possessed lower TAS and SBET,
and thus lower initial activity (9 mmol gcat h

−1).
Fig. 4a compares the ratio of kinetic constants k1/(k3 + k4 +

k5 + k9) (ki values are based on catalyst mass, L gcat
−1 h−1); it is

worth mentioning that the ki values expressed per active site
((AS), L molAS

−1 h−1) followed a similar trend (Fig. S8†) to that
observed in Fig. 4. A higher ratio somewhat reflects favourable

C8 formation (please note that, since k2 ≫ k1, the kinetics of
C8 formation may be evaluated based on k1). The highest ratio
was verified for x = 42 and 65, i.e., these catalysts were more
effective for targeting C8. Regarding the undesirable (unpro-
ductive) decomposition paths that lead to (unknown) bypro-
ducts (BPi), the slowest decompositions were those of Fur and
C8 (k6 and k9, respectively), which explains the enhanced
selectivity towards C8 for SiNbx and Nb2O5. Nevertheless, a
comparative study of the ratio (k6 + k7 + k8 + k9 + k10)/k1 (a
higher ratio reflects enhanced decomposition paths to BPi),
suggested that undesirable pathways were more pronounced
for Nb2O5 than for SiNbx (especially compared to SiNb42 and
SiNb65) (Fig. 4b).

Reaction temperature effect. Fig. S9† shows the influence of
the reaction temperature (60–140 °C) on the catalytic perform-
ance for Fur conversion (SiNb42). The carbon balance reached
at least 88% in the studied temperature range. The initial
activity (mmol gcat h−1) increased with temperature in the
order 1.4 (60 °C) < 5.6 (100 °C) < 20.4 (140 °C). Based on the
linearized Arrhenius equation, the apparent activation energy
(Ea) was ca. 27 kJ mol−1 (R2 = 0.9996), which is intermediate of
that reported in the literature for Cu/Al-MCM-41 (15.5 kJ
mol−1, 150–200 °C),78 Mg–Al mixed oxides (24.8 kJ mol−1,
30–90 °C25 or 50.67 kJ mol−1, 130–160 °C15), 2.6%Nb-MF
(52.9 kJ mol−1, 100–160 °C),60 and Sn-MFI and Sn-Beta (59 and
44 kJ mol−1, respectively, 100–160 °C).43

Table 1 Kinetic modelling results (kinetic constants and objective function (Fobj)) for Fur condensation, in the presence of the niobium-based nano-
catalysts, at 140 °C

ki
a Step SiNb20 SiNb42 SiNb65 SiNb82 Nb2O5

k1 Fur-C8OH 5.110 × 10−3 1.059 × 10−2 1.017 × 10−2 6.449 × 10−3 4.600 × 10−3

k2 C8OH-C8 1.442 × 103 1.452 × 103 1.452 × 103 1.442 × 103 1.442 × 103

k3 C8-C11 2.686 × 10−6 1.910 × 10−5 1.540 × 10−6 3.545 × 10−7 3.672 × 10−7

k4 C8-C13 1.951 × 10−3 2.950 × 10−3 3.463 × 10−3 3.947 × 10−3 5.047 × 10−3

k5 C8-C16 1.606 × 10−3 6.255 × 10−4 2.523 × 10−4 4.265 × 10−4 2.542 × 10−3

k6 Fur-BP1 1.584 × 10−7 1.044 × 10−5 2.163 × 10−8 1.753 × 10−9 1.808 × 10−9

k7 C13-BP2 3.737 × 10−3 4.327 × 10−3 7.268 × 10−3 1.504 × 10−2 5.029 × 10−2

k8 C16-BP3 9.035 × 10−3 1.219 × 10−2 1.296 × 10−2 1.437 × 10−2 3.605 × 10−1

k9 C8-BP4 2.686 × 10−6 1.910 × 10−5 1.540 × 10−6 3.545 × 10−7 3.672 × 10−7

k10 C11-BP5 6.786 × 103 6.788 × 103 6.788 × 103 6.786 × 103 6.786 × 103

Fobj 0.0283 0.1853 0.2469 0.2091 0.1085

a Kinetic constant (L gcat
−1 h−1).

Fig. 4 Ratio of rate constants (a) reflecting favourable C8 formation
(higher ratio k1/(k3 + k4 + k5 + k9)), or (b) enhanced decomposition paths
to byproducts (higher ratio (k6 + k7 + k8 + k9 + k10)/k1). Reaction con-
ditions: 1.6 M Fur in acetone, 140 °C, 29.7 gcat L

−1.

Fig. 3 Amount of total (L + B) acid sites (●), initial activity (×) and yields
of total bioproducts (C8, C11, C13, C16) at 140 °C/7 h (+), versus SBET of
SiNbx and Nb2O5.
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At 140 °C, not only was the Fur reaction faster, but also the
maximum yield of C8 (62% at 5 h) was almost double that
achieved at 100 °C (33%) and much higher than that at 60 °C
(15%) (Fig. S9†). The bioproducts C11, C13 and C16 were
formed in increasing total yields as the temperature increased
(ca. 0, 4 and 10% yield at 60, 100 and 140 °C, respectively, at
5 h), and C13 was predominant (0%, 3% and 8% at 60, 100
and 140 °C, respectively, at 5 h). Increasing the reaction temp-
erature from 140 to 160 °C, enhanced C8 and C13 yields (71
and 18%, respectively, at 100% conversion and 5 h; C11 and
C16 were formed in a total yield < 3%), but the carbon balance
reached a lower value of 93% compared to >99% for the reac-
tions carried out at 100 or 140 °C.

Acetone efficiency. An important factor to consider in the
evaluation of new catalysts for the target reaction, concerns the
“non-productive” decomposition of acetone, which should be
avoided to enhance the process sustainability, e.g., reduce the
E factor. The self-condensation of acetone was reported in the
literature in the presence of acid and base catalysts, leading to
products such as 4-hydroxy-4-methylpentan-2-one (MPOH)
which may dehydrate to 4-methylpent-3-en-2-one (MP)
(Scheme S1†).33,36–38,42,44–47,79 For SiNbx, the total yield of the
acetone decomposition products was less than 1% at 140 °C/
7 h, which were essentially MP and residual amounts of
MPOH, 2,6-dimethylhepta-2,5-dien-4-one, 3,5,5-trimethyl-
cyclohex-2-en-1-one and mesitylene. According to the litera-
ture, Brønsted acidity may favour acetone self-condensation.42

Accordingly, the fact that the Lewis acidity predominates over
the Brønsted acidity for SiNbx may partly explain the good
acetone consumption efficiency.

Catalyst stability. The used catalysts (at 140 °C) were dark
brownish in colour, suggesting the presence of carbonaceous
organic matter (e.g., ca. 12 wt% C for used SiNb65, based on
elemental analysis). These results are somewhat consistent

with those in the literature in that humins may be formed over
solid catalysts in the Fur condensation process.80 Hence, it is
desirable that the catalysts developed for these reaction
systems are thermally resistant to withstand calcination.
SiNb65, one of the best catalysts, was regenerated at 400 °C
prior to reuse (the solid turned white in colour, like the orig-
inal catalyst). The catalyst performed steadily in consecutive
3 h-batch runs at 140 °C (Fig. 5). The characterisation studies
of the fresh and used solids indicated no significant altera-
tions in the PXRD patterns (Fig. S10†), specific surface area
(SBET of the original and used solids were approximately the
same) and chemical composition ((Si/Nb of the used catalyst)/
(Si/Nb of the original catalyst) = 1.02). Moreover, a contact test
was carried out for SiNb65 (in acetone at 140 °C; details in the
Experimental section) to check the heterogeneous nature of
the catalytic reaction. After separating the solid from the reac-
tion mixture, Fur was added to the filtrate and left to react
further at 140 °C. This led to ca. 5% Fur conversion at 5 h,
whereas a normal catalytic test (in the presence of SiNb65) led
to 70% conversion. These results, together with the fact that
without a catalyst, Fur conversion was 5%, further supported
that the catalytic process was heterogeneous.

Benchmarking with the Nb2O5/TUD-1 composite. For com-
parative studies, the catalytic reaction of Fur was carried out in
the presence of hydrothermally synthesized Nb2O5/TUD-1 con-
sisting of Nb2O5 nanoparticles embedded on mesoporous silic-
eous TUD-1 type matrix, possessing ca. 18 at% Nb relative to
Si, which is comparable to SiNb20 (ca. 20 at% Nb).

Fig. 6 compares the catalytic results for Nb2O5/TUD-1,
SiNb20 and Nb2O5 using the same mass of catalyst, or based
on a comparable molar amount of niobium (in the catalyst
that was added to the reactor). A comparison of Nb2O5/TUD-1
versus Nb2O5 based on the same mass of catalyst, indicated
that the former was more selective to C8 at similar Fur conver-

Fig. 5 Consecutive batch runs of Fur condensation in the presence of SiNb65 or Nb2O5; (a) Fur conversion and (b) yield of C8 (stripped bars), C13
(grey bars) and C16 (black bars); C8OH and C11 yields were always less than 2%. Reaction conditions: 1.6 M Fur in acetone, 140 °C, 29.7 gcat L

−1, 3 h.
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sion (ca. 67% C8 selectivity at ca. 50% conversion, and ca. 52%
selectivity at 55% conversion, respectively). Using a compar-
able amount of niobium added to the reactor, Nb2O5/TUD-1
led to faster reaction than Nb2O5 (45 and 12% conversion,
respectively, at 5 h). Moreover, Nb2O5/TUD-1 led to 45% con-
version and 32% C8 yield at 5 h, whereas Nb2O5 led to only
12% conversion and 4% C8 yield (Fig. 6a and b). Pristine silica
TUD-1 led to sluggish Fur reaction (<1% total bioproducts
yield at 140 °C, 5 h). Hence, the composite Nb2O5/TUD-1 per-
formed superiorly to its individual (pure) components. The
above results somewhat parallel those verified for the SiNbx
family versus Nb2O5; e.g., SiNb20 led to 73% C8 selectivity at
53% Fur conversion, versus 60% C8 selectivity at 47% conver-
sion for Nb2O5 using the same mass of catalyst (or 29% C8
selectivity at 18% Fur conversion for Nb2O5 used in a compar-
able amount of niobium). The combination of Nb2O5 nano-
particles with silica matrices seems to advantageously result in
composites with distributed nanoparticles and enhanced
specific surface areas. Nevertheless, the Nb2O5/TUD-1 compo-
site performed inferiorly to SiNb20. Specifically, the former led
to 45%/46% Fur conversion at 5 h/7 h (versus 53%/62% conver-
sion for SiNb20), and 40% total bioproduct yield between 5
and 7 h (whereas SiNb20 led to 51%/60% yield at 5 h/7 h).
Moreover, catalyst stability studies indicated partial loss of
activity of the reused Nb2O5/TUD-1 and Nb2O5 solids (please
see the ESI† (Fig. S3) for details).

SiNbx versus literature data for SiOx-based catalysts.
Table S6† compares the results for SiNb42 to literature data for
different silica based solid catalysts tested for the target
reaction.41,42,43–45,60,73,76–78,80–82 Fair, clear comparisons are
difficult to establish due to the different reaction conditions
used in the different studies, and sometimes catalytic stability
tests were not reported. Hence, this section is not intended to
rank catalysts, but instead to give a summarized overview. The
types of SiOx-based catalysts reported were essentially fully in-
organic zeolites/zeotypes (FAU, BEA, MFI, MWW, LTL topolo-
gies) and organic–inorganic hybrids (e.g., organo-functiona-
lised silicas), and were mostly base catalysts possessing alkali
or alkaline earth metals, or organic base groups (which may
present drawbacks, such as the possible poisoning by impuri-
ties coming from the upstream acid-catalysed industrial pro-

duction of Fur, insufficient stability towards the thermal regen-
eration of the catalyst and/or poisoning by atmospheric CO2).
The C8 yields ranged from 14% at 100 °C (entry 14)77 to 95%
at 160 °C (entries 15 and 16).42 The results and reaction con-
ditions of entries 15 and 16 are identical, and regard zeolites
treated with KNO3 (catalyst : furfural (Cat : Fur) mass ratio =
0.31, initial molar concentration of Fur ([Fur]0) = 1.21 M and
160 °C/1 h), which led to at least 95% C8 yield. For SiNb42,
using a lower Cat : Fur ratio and higher [Fur]0 (i.e., more
demanding conditions), the C8 yield reached 71% at 160 °C/
5 h (entry 4). An aluminosilicate MFI zeolite possessing NbOx
clusters led to 80% C8 yield at 87% Fur conversion, 160 °C/2 h
(entry 5); in relation to the conditions used for SiNb42, the
Cat : Fur ratio was higher and [Fur]0 was lower (kinetically
favourable) for the zeotypes.60 Besides catalytic activity and
product yields, the stability of the catalysts is important from a
practical point of view. The SiNbx type materials were stable
whereas, for example, Ca-ZSM-5 (entry 12),81 1.1 K-N-BEA
(entry 13)81 and 20K2O/12wt% MgAl-SBA-15 (entry 19)82

suffered relatively rapid deactivation,80 and, on the other
hand, no catalytic stability tests were reported for MCM-22
(entry 11).45

Conversion routes to biobased esters

The catalytic performances were further explored for different
reaction routes of Fur derivatives (Scheme 1), namely, the
esterification of levulinic acid (LA) and valeric acid (VA) in
ethanol (derivable from carbohydrate biomass, in a fully inte-
grated biobased approach) to produce ethyl levulinate (EL) and
ethyl valerate (EV), respectively, and, on the other hand, the
integrated conversion of α-angelica lactone (AnL) to LA and EL
(SiNbx with x in the range 20–82, at 140 °C). Ethanol acts as
the solvent and reactant in these systems; residual amounts of
ethanol degradation products were formed, namely 1,1-
diethoxyethane and 1,1,1-triethoxyethane in a total yield of
less than 0.18% for the AnL reaction, and less than 0.23% for
the LA and VA reactions, at 140 °C (at 100% substrate conver-
sion, catalyst SiNb42), suggesting very good ethanol consump-
tion efficiency.

Integrated conversion of α-angelica lactone. The integrated
conversion of AnL over SiNbx, at 140 °C, gave mainly LA,
pseudoLA and EL (Fig. 7c and Scheme 3). β-Angelica lactone
(bAnL), an isomer of AnL, was present in minor amounts (<1%
yield). The kinetic profiles (for SiNb42 and Nb2O5 in Fig. 7a
and b, respectively) showed that LA and pseudoLA were
initially formed in a total yield of 49% at 15 min, which was
higher than that of EL (44% yield at 15 min). Over time, the
total yield of LA plus pseudoLA decreased (reaching 0% at
7 h), which was accompanied by increasing EL yield (reached
90% at 7 h). These results suggested that AnL was, to a certain
extent, converted to EL via the intermediate formation of LA.
This was somewhat supported by the kinetic model developed
based on the mechanistic proposal in Scheme 3, which fitted
the experimental results reasonably well (Fig. 7a and b for
SiNb42 and Nb2O5; kinetic constants in Table 2). The model
predicted that the conversion of AnL to LA (k1) was faster than

Fig. 6 Conversion (a) and product yields (b and c) for Fur condensation
at 140 °C, in the presence of SiNb20 (solid squares), Nb2O5/TUD-1 (open
squares) and Nb2O5 on the basis of the same mass of catalyst (−) or
comparable amount of niobium (open triangle). Reaction conditions: 1.6
M Fur in acetone, 29.7 gcat L

−1 for the composite and SiNb20, and ca.
9.5 gcat L

−1 for Nb2O5 (open triangles).

Paper Green Chemistry

4828 | Green Chem., 2024, 26, 4820–4833 This journal is © The Royal Society of Chemistry 2024

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

2 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 3
/1

0/
20

26
 6

:3
1:

39
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4gc00207e


AnL to EL (k2). On the other hand, EL formation from AnL (k2;
possibly via alcoholysis83) was more favourable than via the
esterification of LA (k5);

84–87 the latter was the slowest step. For
bulk Nb2O5 the kinetic constant of AnL decomposition (k7)
was comparable to that of AnL to EL (k2), whereas for SiNb42 it
was much lower. Hence, Nb2O5 performed inferiorly to SiNb42
(Fig. 7a), in parallel to that verified with Fur.

The influence of the Nb content (x) on the AnL reaction
(Fig. 7c) presented some similarities to that verified with Fur
as the substrate (Fig. 1). Specifically, for x in the range 20–82,
100% AnL conversion was reached within 1 h, although the EL
yield increased with increasing x up to 65 (55% EL yield (x =
20) < 70% (x = 42) < 74% (x = 65)) and then decreased for x =
82 (69%), being lowest for Nb2O5 (54%).

The catalyst stability was also checked for AnL conversion
(SiNb42, Fig. S11†). The catalytic results were somewhat com-
parable for four consecutive batch runs, suggesting relatively
good catalyst stability. As mentioned in the Introduction, water
is likely present in biomass conversion processes. In the con-
densation and esterification systems, water is a coproduct
which did not seem to affect catalytic stability (Fig. 5 and
Fig. S11†). To further check the effect of water, a catalytic test
was carried out in which 5 mol% water (relative to ethanol)
was added to the reaction mixture (Fig. S11†). Additionally, the
catalyst was consecutively reused under these conditions
(SiNb42, 140 °C). On the one hand, a comparative study for the
reaction without and with the addition of water indicated a
slight increase in LA yield when water was added (from 5% to
12% yield, at 3 h). Water seemed to favour the kinetics of the
AnL-to-LA step, which agrees with the literature; e.g., it was
reported for an acid ion exchange resin catalyst, that the
addition of 5 mol% water (relative to AnL) favoured LA for-
mation.84 On the other hand, the consecutive batch runs with
the addition of water led to similar results (73–78% EL yield
and 12–15% LA yield, 3 h; Fig. S11†), suggesting that the pres-
ence of water was not detrimental to catalytic stability.

To the best of our knowledge, SiNbx are the first Si,Nb-
oxide catalysts without other metals, studied for the integrated
conversion of AnL to alkyl levulinates, in alcohol media. The
only two literature studies of fully inorganic SiOx based acid
catalysts tested for the AnL/ethanol reaction concerned per-
chloric acid supported on silica gel (HClO4–SiO2) and H-beta-
14.5 (entries 3, 4, Table S7†).87,88 Although HClO4–SiO2 led to
a high EL yield of 91% at 90 °C/2 h, the catalyst stability was
not reported.88 On the other hand, H-Beta-14.5 (initial
cat : AnL mass ratio = 0.4; [AnL]0 = 0.28 M, entry 4) led to 10%
EL yield and 22% total yield of LA plus pseudoLA, at 95% con-
version, 110 °C/1.5 h.87 For comparison, SiNb42 was tested at
110 °C using (more demanding) lower catalyst load and higher
initial concentration of AnL (cat : AnL mass ratio = 0.28, [AnL]0
= 0.35 M), and led to superior results (58% EL yield and 34%
total yield of LA plus pseudoLA, at 96% conversion, reached
within 1 h).

Esterification of biobased carboxylic acids. As referred
above, besides the Fur and AnL systems, the LA and VA esterifi-
cation are also relevant processes involving acid catalysis, in
the context of a furfural integrated biorefinery concept. The
reaction of LA/ethanol gave EL in approximately quantitative
yield within 7 h, at 140 °C (Scheme 1 and Fig. 8a). The biopro-
duct 5-hydroxy-5-methyldihydrofuran-2(3H)-one (pseudoLA,
which is an isomer of LA) was formed in <1% yield. In relation
to SiNb42, pure Nb2O5 performed inferiorly, leading to 66% EL
yield at 100% LA conversion, 3 h (Fig. 8c); increasing the reac-

Fig. 7 Kinetic profiles (a, b) of the integrated reaction of AnL, in the
presence of SiNb42 (a) or Nb2O5 (b): AnL conversion (×), and yields of EL
(●), LA (■), pseudoLA (◆) and βAnL (*). In (a) and (b), the lines are the cal-
culated kinetic curves based on the kinetic model. (c) AnL conversion (x)
and bioproduct distributions at 1 h for the SiNbx and Nb2O5 catalysts:
yields of EL (stripped bars) and LA (light grey bars), pseudoLA (black
bars). Reaction conditions: 0.35 M AnL in ethanol, 10 gcat L

−1, 140 °C.

Scheme 3 Mechanistic proposal for the integrated reaction of AnL (BP
are byproducts of the decomposition of AnL).

Table 2 Kinetic modelling results (kinetic constants and objective func-
tion (Fobj)) for the integrated conversion of AnL, in the presence of
SiNb42 or Nb2O5, at 140 °C

Kinetic
constant Step

SiNb42 ki (L gcat
−1

h−1)
Nb2O5 ki (L gcat

−1

h−1)

k1 AnL-LA 252.1501 103.5654
k2 AnL-EL 170.7505 96.8608
k3 LA-PLA 28.0045 17.3278
k4 PLA-LA 99.5136 80.7796
k5 LA-EL 0.1129 0.1289
k6 AnL-

βAnL
1.7176 3.5907

k7 AnL-BP 45.2952 96.8126
Fobj — 0.0018 0.0012
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tion time up to 7 h did not alter the catalytic results (i.e., EL
was stable) and the material balance closed in ca. 69%.

Fig. 9a shows the influence of the Nb content (x) of the
SiNbx catalysts on the LA reaction (Fig. 9a), which indicated
that higher LA conversions and EL yields were reached for x =
42 and 65; initial activity was 24–25 mmol gcat

−1 h−1, and EL
yield reached 61–68% at 70–71% conversion, 1 h/140 °C. The
catalysts with x = 20 and 82 performed inferiorly to SiNb42
and SiNb65, which correlated with the lower amount of total
acid sites of the former (156–195 μmol g−1) in relation to the
latter (252–267 μmol g−1, Table S4†). The addition of 5 mol%

H2O to the LA system with SiNb42 as catalyst did not consider-
ably affect the esterification reaction kinetics (Fig. S12a†).

To the best of our knowledge, these are the first fully in-
organic Si,Nb oxide catalysts tested for LA/ethanol esterifica-
tion. Table S8† presents the literature data for fully inorganic
silica-based (e.g., modified SiO2, SBA-15, MCM-41, KIL-2) cata-
lysts tested for LA/ethanol conversion. Different reaction con-
ditions were used in the different studies, which makes clear
comparisons difficult. Nevertheless, based on EL yields
reported, SiNb42 seems a promising catalyst; EL yields reach-
ing 92–98% were reported for WO3-SBA-16

89 (entry 6), HClO4–

SiO2 (entry 11)90 and silicotungstic acid on silica gel spheres
(catalyst stability was not reported, entry 16),91 in the tempera-
ture range of 85–250 °C.

With VA as the substrate, ethyl valerate (EV) was formed in
90% yield at 100% conversion, 140 °C/3 h (Fig. 8b). Nb2O5 per-
formed inferiorly, leading to a lower EV yield of 63% at 100%
conversion, 3 h (Fig. 8d); no other products were formed in sig-
nificant amounts and increasing the reaction time to 7 h did
not influence the EV yield (i.e., the byproducts do not seem to
be formed from EV). Hence, SiNb42 was a more selective cata-
lyst than Nb2O5.

In parallel to that observed for the remaining substrates in
the presence of SiNbx, the catalysts with x = 42 and 65 pos-
sessed higher initial activity for VA conversion to EV than
those with x = 20 and 82 (Fig. 9b), correlating with the higher
amount of total acid sites of the former two catalysts. On the
other hand, the addition of 5 mol% H2O to the VA system did
not considerably affect the esterification reaction kinetics
(Fig. S12b†).

To the best of our knowledge, there is only one study for VA
esterification using a Si,Nb-oxide catalyst, but it also possessed
aluminium, namely a mesoporous niobium aluminosilicate of
the type Nb,Al-SBA-15, which led to up to 35% VA conversion
at 150 °C (cat : VA mole ratio = 0.54, [VA]0 = 0.43 M, microwave
heating 300 W for 15 min; entry 4, Table S9†); for these
materials, higher VA conversions were reached by introducing
10 wt% fluoride (using NH4F) which led to up to ca. 55% con-
version at 120 °C, under microwave heating (300 W for 15 min;
entry 5, Table S9†).92 Overall, the superior performance of
SiNb42 and SiNb65 in relation to Nb2O5 for the reactions of LA
and VA to bioesters, parallels that verified for the other reac-
tion systems of Fur and AnL, and these materials may be
promising for broader applications.

Conclusions

Catalytic, mechanistic and kinetic modelling studies of the
conversion of vegetable biomass derived furanic compounds
(furfural (Fur) and α-angelica lactone (AnL)) and carboxylic
acids (levulinic acid (LA) and valeric acid (VA)), via different
routes which involve aldol condensation, esterification and
furan ring-opening reactions, were successfully carried out in
the presence of versatile silica-niobia nanostructured catalysts
SiNbx (obtainable via sol–gel synthesis without templates).

Fig. 8 Esterification of levulinic acid (LA; a and c) and valeric acid (VA; b
and d), in the presence of SiNb42 (a and b) or Nb2O5 (c and d): (a and c)
LA conversion (×), yields of EL (o) and pseudoLA (◊); (b and d) VA conver-
sion (×), EV yield (Δ). Reaction conditions: 0.35 M substrate in ethanol,
10 gcat L

−1, 140 °C.

Fig. 9 Influence of the Nb content (×) of the SiNbx catalysts on the
performances for (a) LA and (b) VA esterification: (a) initial activity (*), LA
conversion (light grey bars), yields of EL (stripped bars) and pseudoLA
(black bars); (b) initial activity (*), VA conversion (dark grey bars), EV yield
(stripped bars). Reaction conditions: 0.35 M substrate in ethanol, 10 gcat
L−1, 1 h, 140 °C.
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These catalysts performed superiorly to bulk Nb2O5 and the
composite consisting of Nb2O5 nanoparticles embedded in a
mesoporous siliceous TUD-1 type matrix (synthesised without
surfactants or expensive polymeric templates). The calcined
SiNbx generally performed superiorly to the respective non-cal-
cined materials, and, on the other hand, an intermediate at.%
of Nb relative to Si (x value) seemed favourable for enhancing
acidity and improving the catalytic performances. The catalytic
Fur condensation route was selective towards 4-(furan-2-yl)but-
3-en-2-one (C8), with high acetone consumption efficiency.

SiNbx are, to the best of our knowledge, the first fully in-
organic Si,Nb oxide catalysts reported for the conversion
systems AnL/alcohol, VA/alcohol and LA/ethanol, leading to
biobased esters with promising results and good ethanol con-
sumption efficiency: up to 90% yield of ethyl levulinate (EL)
was reached at 100% AnL conversion, 140 °C/7 h; 100% EL
yield at 100% LA conversion, 140 °C/7 h; and 90% yield of
ethyl valerate at 100% VA conversion, 140 °C/3 h.

Overall, the results show the potential of the SiNbx
materials as versatile catalysts for various processes involving
acid catalysis, of relevance within a furfural integrated biorefin-
ery concept. These types of nanostructured catalytic materials
are obtainable via a fast, versatile, one-pot synthesis (e.g.,
different metals may be incorporated, with different compo-
sitions). It is envisaged that the reaction and substrate scopes
may be considerably broadened in the context of the chemical
valorisation of biomass using these types of materials.
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