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Effect of foaming on the electromagnetic
interference-shielding performance of exfoliated
graphite nanoplatelets-filled EVA/EOC blend
composites in the S-band region

Suryakanta Parida,a Nitesh kumar Nath,b R. K. Parida,b B. N. Paridac and
Nimai C. Nayak *a

In this study, microcellular ethylene vinyl acetate (EVA) and ethylene octane copolymer (EOC) blend

composites filled with exfoliated graphite nanoplatelets (xGnP) were fabricated using azodicarbonamide

(ADC) as a foaming agent. Closed cell structures were obtained, which were revealed via FESEM analysis.

The size, density and porosity of cells increased with an increase in foaming agent content. The thermal

stability of solids and their foamed counterparts were analyzed based on TGA thermograms. The EVA/

EOC/xGnP foamed system showed enhanced values of specific EMI-shielding efficiency compared to

their solid counterparts. The maximum EMI-shielding (SET) efficiency of 34.17 dB with a specific EMI SE

value of 107.79 dB cm3 g�1 was achieved with 30 wt% of xGnP and 4 wt% of the foaming agent in the

S-band region. The effect of xGnP loading was investigated at a constant foaming agent content

(4 wt%); the results revealed that the maximum total shielding efficiency (SET) of 32.58 dB and a specific

EMI SE of 113.51 dB cm3 gm�1 were achieved with 10 wt% of xGnP, which is much better than our

previously studied xGnP-loaded solid counterparts. Thus, foaming EVA/EOC/xGnP offers the advantages

of high EMI-shielding efficiency, low cost, and lightweight. The study of electromagnetic properties

showed that real and imaginary permittivity values increased with an increase in foaming agent content,

along with enhanced electrical conductivity.

1. Introduction

With the rapid technological evolution of electrical and electro-
nic equipment, their applications in remote-sensing/controlled
devices and mobile communication systems used in both
military and civil fields are increasing day by day. These devices
radiate a great number of electromagnetic waves, which cause
electromagnetic pollution. They not only interfere with the normal
operation of precious electronic devices but also have the potential
to cause human health risks, especially non-communicable dis-
eases such as migraine, cancer, and infertility.1 In order to address
these problems, several efforts have been made to develop efficient
electromagnetic-interference-shielding (EMI) materials. In recent

years, focus has been on exploring conductive polymer composites
(CPCs) for EMI shielding because of their several advantages, such
as low density, easy processing and high corrosion resistance,
compared to metal-based systems. It is reported that high elec-
trical conductivity, dielectric constant and magnetic permeability
are important characteristics for composites to exhibit effective
EMI-shielding capacity. In this regard, owing to their intrinsic
electrical conductivity and large surface area, carbon-based con-
ductive fillers such as carbon black,2–5 carbon nanotubes, exfo-
liated graphite nanoplatelets6–8 and graphene9–14 have received
considerable attention as additives to enhance the electrical con-
ductivity and dielectric permittivity of insulating polymer matrixes.
Owing to the high aspect ratio, large specific surface area,
easy production process, low cost and excellent electrical/thermal
conductivity of exfoliated graphene nanoplatelets (xGnP), they
have drawn increasing interest as fillers for polymer-based EMI-
shielding materials. The incorporation of xGnPs in polymer
matrixes not only increases electrical conductivity but also
improves other properties, such as hardness, stiffness, strength,
abrasion and lubrication, of both solid and microcellular
composites.15 However, in such polymer composites, electrical
conductivity above percolation threshold is desirable. Interestingly,
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the percolation threshold of blends containing two immiscible
polymers can be reduced by incorporating fillers, according to the
concept of the double percolation phenomenon. The double
percolation phenomenon was first proposed by Sumita et al.16

while studying immiscible polymer blends of carbon black (CB), in
which CB was predominantly dispersed in one phase and also
concentrated at the interfaces, as a result of which the electrical
conductivity of the composites was significantly enhanced with a
less amount of filler. Since then, the concept of double percolation
has been applied to a number of immiscible polymer blends
with CB,17 carbon nanotubes17 and carbon fibers.18 Materials with
multiple interfaces are very important to enhance the EMI shield-
ing performance. Wang et al.19 studied the effects of microcracks
and microwrinkles in copper-coated carbon nanotubes (CNT)-
polydimethylsiloxane (PDMS) composites. Absorption-type micro-
wave shielding by sandwiched composites of PDMS/CNT has been
reported.20 Composites of silver micro-tubes/barium Ferrites/Poly
(lactic acid) show absorption-type electromagnetic shielding per-
formance by enhancing impedance matching and electric-
magnetic synergism.21 Sustainable electromagnetic shielding of
graphene/nanocellulose thin films with excellent Joule heating and
mechanical properties via in situ mechanical exfoliation and cross-
linking with cations has been reported.22 Microwave shielding
enhancement has been achieved by constructing unique con-
ductive networks in carbon nanotubes/polymer composites via
poly(e-caprolactone)-induced partial aggregation of the carbon
nanotubes.23

Previously, we have reported that the blend of EVA/EOC
composited with 30 wt% xGnP loading shows a total EMI SE of
�67.2 dB in the S- band (2–4 GHz) region.24 Thus, a further
reduction in the density of the polymer composites with
foamed microcellular structures has been explored to simulta-
neously reduce the amount of filler without compromising its
electrical conductivity. Recent studies have reported increased
microwave absorption capability in microcellular conducting
polymer composites due to an enhancement in electrical con-
ductivity due to improved interfacial polarization.25 The cellu-
lar morphology contributes to the optimization of impedance
match, providing entry access to microwaves. This subse-
quently induces multiple reflections of the incident electro-
magnetic waves and results in their dissipation,26 thereby
enhancing the EMI shielding effectiveness. The processability
and behavior of such foaming materials are basically governed
by their rheological and morphological characteristics, condi-
tion of processing, and more importantly, the type of foaming
agent used. Generally, chemical blowing agents are widely used
in the fabrication of microcellular polymer composites.27

According to the literature, Yang et al. developed a CNT/PS
polymer foam composite by using the chemical blowing agent
azo-bis-isobutyronitrile (AIBN). The nitrogen gas generated in
the process accounts for the formation of the foamed structure,
which was found to be useful in EMI shielding applications.28

In another work, Zhang et al. achieved an EMI SE of 51.2 dB by
developing carbonized phthalonitrile(PN)-based polymer foams
under continuous argon purging.29 It is anticipated that the
dispersion of 2D GNP sheets in three-dimensional macroscopic

microcellular composites might result in the reduction of the
required amount of filler and an increase in EMI shielding
efficiency. This work focuses on the electromagnetic inter-
ference-shielding performance of an exfoliated-graphite-nano-
platelet-filled microcellular EVA (VA: 18 wt%)/ethylene-octene
copolymer (EOC; octane 25 wt%) blend composite. The choice
of low-density polyolefin elastomers, such as EOC, for blending
with EVA is mainly based on its ability to enhance the filler
capacity, impact resistance and flexibility of the polymer
composites.30,31 Further, EOC has been used in microcellular
foaming for its excellent compression setting properties. It is
anticipated that the homogeneous distribution of GN in the
EVA/EOC blend and the higher electrical conductivity of the
corresponding foamed blend composites would enhance their
microwave absorption efficiency in the S-band region (2–4 GHz).
In this study, we have investigated the effects of foaming on the
EMI-shielding efficiency of 30 wt% xGnP-loaded EVA/EOC blends
by varying the xGnP loading at a constant foaming agent loading.
Our findings show that the maximum specific EMI SE value at
30 wt% xGnP and 4 wt% foaming agent was 107.79 dB cm3 g�1 in
the S-band region. Among the composites with different xGnP
loadings and a constant ratio of foaming agent (4 wt%), the 10 wt%
xGnP-loaded microcellular EVA/EOC composite achieved the max-
imum specific EMI-shielding efficiency of 113.51 dB cm3 g�1.
Moreover, the sample loaded with 5 wt% xGnP and foamed with
4 wt% foaming agent displayed a much higher specific EMI SE
than that of the 30 wt% EVA/EOC composite.

2. Experimental methods
2.1. Materials

EVA (18% vinyl acetate (VA) content) was purchased from PIL
(India). Ethylene octane co-polymer (EOC) with 25 wt% octene
content and a density of 0.868 g cc�1 was purchased from
DuPont-Dow Elastomer Co, USA. xGnP-15 with a thickness of
2 nm, 1–2 mm diameter, 120–150 m2 gm�1 surface area and
2.2 g cc�1 density was purchased from XG Sciences, USA. The
foaming agent azodicarbonamide (ADC-21) was kindly supplied
by HPL Additives Ltd, New Delhi. The curing agent dicumyl
peroxide (DCP) used was purchased from Sigma Aldrich (India).

2.2. Preparation of EVA/EOC/xGnP microcellular composites

The melt compounding method was adopted for processing
xGnP-incorporated EVA/EOC blend composites with varying
foaming agent (ADC-21) contents of 0, 2, 3, 4, 5 and 6 wt%.
Based on our previous studies32 on the conductivity of compo-
sites containing different proportions of EVA and EOC and a
fixed quantity of xGnP, we chose EVA and EOC proportion of
80 : 20 for processing microcellular composites. The 80 : 20 EVA-
EOC blends were fed into a Brabender plasticoder (PLA 330)
with a cam-type rotor and maintained at a temperature of 80 1C
and a rotor speed of 60 rpm. Zinc oxide (2 wt%) and stearic acid
(1 wt%) were added subsequently with a two-minute interval.
Then, xGnP along with the blowing agent ADC-21 were added
and mixed continued till a constant torque was achieved.
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Finally, the curative, namely DCP, was added at 1.2 wt%. The
samples were compression-molded at 160 1C under a pressure
of 5 MPa for 80% of their optimum cure time, as determined
from a rheogram obtained from Monsanto Rheometer-R100.
The samples were treated post-cure at 100 1C for one hour in
an air-circulated electrical oven. The composites of 30 wt%
xGnP-filled EVA/EOC loaded with 0, 2, 3, 4, 5 and 6 wt%
foaming agent (ADC) were designated as EOX30, EOX30A2,
EOX30A3, EOX30A4, EOX30A5 and EOX30A6, respectively, in which
E, O, X and A represent EVA, EOC, xGnP and ADC, respectively.
The composites with a fixed amount (4 wt%) of ADC and
varying wt% of xGnP (0, 5, 10, 15, 20) were processed by
following the same procedure and designated as EOX0A4,
EOX5A4, EOX10A4, EOX15A4, EOX20A4, and EOX20A4 respectively.

3. Results and discussion
3.1. Morphological analysis

Scanning electron microscopy (SEM) images were captured to
visualize the cell morphology of the as-fabricated foamed
microcellular composites using a ZEISS-GEMINI II- 6105 oper-
ated at 5 kV. The samples were cryo-fractured after immersion
in liquid nitrogen and then gold-coated by sputtering in
an Argon atmosphere. The water displacement method
(ASTMD792-00) was utilized to determine the density of the
solids (rs) and their foamed microcellular (rf) composites. The
porosity of the samples was calculated by using the formula:

Porosity ¼ 1� rf
rs

� �
(1)

Fig. 1(a)–(d) show the micrographs of 30 wt% xGnP-
incorporated EVA/EOC microcellular composites with 2, 3, 4
and 6 wt% ADC loadings, respectively. All micrographs show
closed-cell structures. The cell density (N0) i.e., number of cells
per unit volume (cm3) of the foamed composites at their
maximum expansion was calculated using the following
formula.33

No ¼ nM2

A

� �3=2
j (2)

where n is the number of cells in the SEM micrograph, M is the
magnification factor, A is the area of the micrograph (cm2), and
f is the volume expansion ratio of the polymer foam, which was
calculated according to the below equation.

f ¼ rs
rf

(3)

where rs and rf are the densities of the solid and foamed
samples, respectively.

The average cell sizes and cell densities of the samples are
depicted in Table 1. The average cell sizes of the 30 wt% xGnP-
loaded microcellular composites increased from 15.42 mm to
34.71 mm with an increase in foaming agent loading. The cell
densities increased up to 4 wt% loading and then decreased
marginally in the composite with 6 wt% ADC. This decrease in
cell density is attributed to the fact that with increasing ADC

wt%, the gas pressure inside the cells increases, and thus the
cells collapse to form bigger cells.

In the 30 wt% xGnP-loaded foamed EVA/EOC composites,
the void fraction increased with the content of the blowing
agent. The effect of xGnP loading was studied by incorporating
a constant fraction i.e. 4 wt% of ADC and varying the xGnP
content. Fig. 1(e)–(h) show the micrographs of 4 wt% blowing-
agent-loaded EVA/EOC foam composites with varying xGnP
loadings of 0, 5, 10 and 20 wt%, respectively. With the increase
in xGnP loading, the average cell sizes decreased. The decrease
in cell size is attributed to increased viscosity with increasing

Fig. 1 FESEM images of (a) EOX30A2, (b) EOX30A3, (c) EOX30A4,
(d) EOX30A6, (e) EOX0A4, (f) EOX5A4, (g) EOX15A4, and (h) EOX20A4 foam
composites. The high-magnification image of the cell wall in (h) shows the
presence of GNP.

Table 1 Cell parameters of the as-prepared microcellular composites

Sample name

Relative density
rs=rs

� � Average cell
diameter (mm) Porosity

Cell density
(N0)

EOX30A2 0.240 15.42 0.760 3.52 � 1016

EOX30A3 0.160 20.21 0.840 3.61 � 1016

EOX30A4 0.145 23.81 0.855 3.76 � 1016

EOX30A6 0.132 34.71 0.868 3.70 � 1016

EOX0A4 0.111 44.67 0.889 2.38 � 1016

EOX5A4 0.121 36.16 0.879 3.45 � 1016

EOX10A4 0.119 26.16 0.881 3.91 � 1016

EOX20A4 0.140 24.57 0.860 3.86 � 1016

Materials Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

4 
Fe

br
ua

ry
 2

02
4.

 D
ow

nl
oa

de
d 

on
 7

/3
0/

20
25

 9
:5

4:
59

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ma00989k


2600 |  Mater. Adv., 2024, 5, 2597–2605 © 2024 The Author(s). Published by the Royal Society of Chemistry

xGnP content, which provides a physical barrier and thus
retards the growth of the cells. The cell density increased up
to 10 wt% and then decreased marginally, which may be due to
the increase in viscosity.

3.2. XRD analysis

The X-ray diffraction patterns of xGnP, unfilled, and xGnP-filled
EVA/EOC solids, as well as foamed microcellular composites,
were obtained on a Rigaku diffractometer using CuKa radiation
(l = 1.54056 Å) at a scanning rate of 2 deg min�1 in the 2y range
of 51 to 801. Fig. 2(a) depicts the diffraction patterns of the neat
EVA/EOC blend, 30 wt% xGnP loaded solid blend of EVA/EOC
and its microcellular foam composites with varying foaming
agent loading. The effect of xGnP in the EVA/EOC blend and the
presence of foaming agent ADC on the foamed composites were
evaluated by XRD analysis. For xGnP, one narrow intense peak
appeared at 2y = 26.61 from the (002) plane of graphite, and a
short, broad peak at 2y = 56.61 from the 004 plane of graphite
was also seen.

The neat EVA/EOC blend showed two broad peaks: one for
EVA at 2y = 21.151 and another for EOC at 2y = 21.111
corresponding to the two polyethylene diffraction planes (110)
and (200), respectively.34 As the foaming agent content
increased from 2 to 6 wt%, the intense peak due to the presence
of graphite gradually reduced and showed a marginal shift, as
observed in its magnified microgram. Fig. 2(b) depicts the
magnified peaks of the EVA/EOC/xGnP solid, as well as the
4 wt% foaming-agent-loaded microcellular foamed composite.
Compared to the peak of pristine xGnP, the peaks of the xGnP-
filled solid EVA/EOC blend composite and its microcellular
composite were left-shifted. For the solid composite, a sharp
and higher intense peak was observed, whereas, the peak of its
foam counterpart displayed suppressed intensity due to the
formation of a microcellular structure. The intensity reduction
of the peak of the 002 plane is due to the exfoliation of the
xGnPs.35

3.3. Raman spectroscopy

The Raman spectra were recorded using a Lab RAM HR
Raman spectroscope (Jobin Yvon Horiba, France) with a laser

wavelength of 633 nm. The Raman spectra of pristine xGnP, the
neat blend of EVA and EOC, the solid xGnP-filled EVA/EOC
blend and its foamed composite are shown in Fig. 3. The neat
EVA/EOC blend presented peaks at 630 cm�1 and 1725 cm�1,
which are characteristic of the vinyl acetate group (EVA). The
bands at about 1200–1350 cm�1 depict the presence of the
1-octene group of EOC. Two bands appeared in the case of
pristine xGnP at 1351 and 1588 cm�1, corresponding to the D
and G bands of graphene nanoplatelets, respectively. In the
spectrum of EVA/EOC/xGnP (EOX30), the D and G bands were
shifted to 1330 cm�1 and 1573 cm�1 with increased intensities.
This is because, when the xGnP is included in the EVA/EOC
matrix, the nanoplatelets are subjected to strain, which results
in the shifting of the D and G bands. With foaming agent
loading, (EOX30A4), the peaks were suppressed. The suppres-
sion of the D and G bands is due to the exfoliation of GNPs in
the EVA/EOC blend matrix.

3.4. Thermogravimetric analysis

A PerkinElmer PYRIS calorimeter was utilized for the thermo-
gravimetric analysis (TGA) of the samples at a heating rate of
10 1C min�1 from room temperature to 600 1C in a nitrogen
atmosphere. The thermogravimetric curve of the unfilled EVA/
EOC blend and the 30 wt% xGnP-loaded EVA/EOC solid and
foamed composites are displayed in Fig. 4. The two-stage

Fig. 2 (a) XRD patterns of the neat blend of EVA/EOC and the EVA/EOC/
xGnP foam samples. (b) Magnified XRD images (2y: 241–301) of xGnP, the
neat EVA-EOC blend, EOX30 and EOX30A4 samples.

Fig. 3 Raman spectroscopy of xGnP, unfilled EVA and EOC blend, xGnP
filled EVA/EOC and microcellular EVA/EOC/xGnP composites.
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thermal degradation data of the composites are listed in
Table 2. The first degradation step was observed in the range
of 260–340 1C, and the vertical sloping of the curve depicts the
delamination of the vinyl acetate group of the major constitu-
ent EVA and its decomposition to CO2.36 As the amount of xGnP
was fixed, material stability was not dependent only on xGnP.
The second degradation event was observed in the range of
360–430 1C due to the xGnP content and volatilization of the
residual polymer content.36 With an increase in foaming agent
content, the decomposition temperature increases because of
an increase in the number of air-containing cells, which act as
an insulating barrier and prevent degradation.

3.5. Electromagnetic interference shielding effectiveness

An ENA series network analyzer (E5071C) from Agilent Tech-
nologies was used for the measurement of scattering para-
meters (S11, S21) by the wave guide method in the frequency
range of 100 MHz–8.5 GHz. Samples with a specimen size of
13 mm diameter and 0.5 mm thickness were used to calculate
the shielding efficiency.

The solid microwave-shielding polymer composites and
their foamed composites, when exposed to electromagnetic
waves for EMI shielding, follow four types of mechanisms i.e.,
absorption, reflection, transmission and multiple reflection.
Eventually, the absorption and reflection mechanisms deter-
mine the total shielding efficiency. Dielectric and magnetic loss
have important effects on the absorption mechanism, whereas,

the surface free charge and electrical conductivity are impor-
tant for the reflection mechanism.37 The scattering parameters
(S11 and S21) measured from the network analyzer were deter-
mined; the reflectances and transmittance (T) values of the EM
waves were evaluated, as given below:38

R = |S11|2 (4)

T = |S21|2 (5)

The summation of the reflectance, absorbance and transmit-
tance values tends to one, so absorbance (A) can be expressed as

A = 1 � R�T (6)

The EMI shielding efficiency (EMI SE) is denoted as the total
shielding effectiveness (SET) and expressed in decibels (dB); it
was calculated as the sum of shielding effectiveness due to
absorption (SEA), reflection (SER) and multiple reflections
(SEM):

SET dBð Þ ¼ SEA þ SER þ SEM ¼ 10 log
PI

PT

� �
(7)

where PI and PT are the incident and transmitted EM waves,
respectively. If the SET value is 415 dB, SEM can be neglected.39

Moreover, in the case of foamed conductive filler composites,
most of the radiation reflected inside the materials is absorbed,
and therefore, the total shielding effectiveness is only depen-
dent on the SEA and SER values.39

To explore the effects of foaming on electrical conductivity
and shielding efficiency, the xGnP content was fixed at 30 wt%
based on our previous findings24 and the amount of foaming
agent ADC was varied. The EMI-shielding effectiveness of the
xGnP-loaded EVA/EOC microcellular composites in the micro-
wave frequency range of 1 to 8 GHz is shown in Fig. 5. The
neat EVA-EOC composite exhibited low EMI shielding and
was transparent to microwave absorption. The total EMI SE

Fig. 4 . (a) TGA thermograms of xGnP-incorporated microcellular EVA/
EOC composites; (b) the magnified thermograms of microcellular EVA/
EOC/xGnP composites in the range of 250–450 1C show the major
degradation step.

Table 2 TGA data of unfilled EVA/EOC and the xGnP-loaded solid and
microcellular EVA/EOC/xGnP composites

Sample
Maximum degradation
temperature (1C)

Degradation rate
(maximum)

Residue wt%
(600 1C)

EVA/EOC
(50 : 50)

413.65 0.21 0.69

EOX30 417.69 0.84 22.58
EOX30A2 419.03 0.86 17.95
EOX30A3 419.95 0.87 17.24
EOX30A4 421.97 0.90 16.56
EOX30A5 422.23 0.91 16.01
EOX30A6 425.19 0.94 15.88

Fig. 5 (a) SET, (b) SEA and (c) SER of 30 wt% xGnP-filled microcellular EVA/
EOC composites with varying ADC wt% over the 1 to 8 GHz frequency
range; (d) variations in SET, SEA, SER with foaming agent loading.
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increased with the foaming agent content up to 4 wt% (EOX30A4)
and then decreased at higher loadings. The increase in SET was
due to the increase in cell density, as well as porosity, which
causes easy scattering of the EM waves and increases the
propagation time.

The EMI SE efficiency of the foamed microcellular EVA/EOC/
xGnP composites had a minimum value of �15 dB in the
studied frequency range. The highest value of total EMI SE
(34.17 dB at 2.04 GHz) was obtained for the 4 wt% foaming
agent-loaded EVA/EOC/xGnP foamed composite. As proposed
by Ling et al., for the comparison of the shielding performance
of polymer foams with those of typical metals used in aircraft
and spacecraft applications, specific EMI shielding efficiency
would be more appropriate. It is defined as the ratio of total
EMI SE (SET) to density (r) and is denoted as specific EMI SE
(SESP).40

SESP ¼
SET

r
(8)

Thus, the EMI-shielding efficiency (SESP) of the 4 wt%
foaming-agent-loaded 30 wt% xGnP-filled EVA/EOC blend was
found to be 107.79 dB cm3 g�1, which is much higher than that
of its solid counterpart. The main contribution to the higher
EMI shielding efficiency of EVA/EOC/xGnP microcellular com-
posite is from the interconnected graphene nanoplatelet net-
work spread throughout the insulating EVA/EOC blend.
Moreover, the gas released from the foaming agent stretches
the graphene platelets, thus facilitating their presence on the
cell walls and enhancing the interconnections. The high-
magnification SEM micrograph in Fig. 1 shows GNP stuck to
the cell wall. Fig. 5(d) represents the contribution of absorption
(SEA) and reflection (SER) vs. frequency to the shielding effec-
tiveness of the 30 wt% xGnP-loaded EVA/EOC microcellular
foams with different blowing agent concentrations.

It is known that the absorption mechanism (SEA) is the
major contributor to the electromagnetic attenuation mecha-
nism. Because of the cellular structure in foamed composites,
more EM waves can be absorbed due to continual scattering
and multiple reflections, which lead to a prolonged traveling
path and hence easy dissipation of the EM waves. The mecha-
nism of electromagnetic shielding is shown in Fig. 6. Table 3

presents a comparison of the specific EMI SE data of the
microcellular counterparts and the solid 30 wt% xGnP-loaded
EVA/EOC composite (EOX30A0), which points out that as the
blowing agent wt% increases, the SESP values gradually increase
up to 4 wt% and then decrease at higher loadings.

After finding the maximum EMI shielding performance of
the microcellular 30 wt% xGnP loaded EVA/EOC blend foamed
with 4 wt% foaming agent, we examined the effect of xGnP
loading by varying xGnP at 4 wt% blowing agent loading.
Fig. 7(a) represents the SET of 4 wt% blowing agent-loaded
EVA/EOC foam composites with the variation of xGnP content.
The values are depicted in Table 4. The highest values of
shielding effectiveness were achieved at 10 wt% xGnP loading,
and the values decreased at higher wt% of xGnP foamed with
4 wt% foaming agent. Moreover, the maximum SE was
observed in the 2–4 GHz range. Fig. 7(b) represents the com-
parative specific EMI shielding efficiencies (SEsp) of the solid
and microcellular EVA/EOC/xGnP composites at the frequency

Fig. 6 Mechanism of EMI shielding in xGnP-filled microcellular EVA/EOC
foam composites.

Table 3 Specific EMI SE data of the xGnP-filled solid and foamed EVA/
EOC microcellular composites in the 2–4 GHz frequency range

Sl. no. Composition
Density
(g cc�1)

Total EMI
SE (–dB)

Specific EMI SE
(dB cm3 g�1)

1 EOX30 2.133 67.63 31.70
2 EOX30A2 0.512 23.01 49.94
3 EOX30A3 0.343 25.60 74.63
4 EOX30A4 0.317 34.17 107.79
5 EOX30A5 0.290 28.94 99.79
6 EOX30A6 0.284 27.40 96.47

Fig. 7 (a) SET of 4 wt% blowing agent-loaded EVA/EOC foam composites
with varying xGnP wt% over the 1–8 GHz frequency range. (b) Comparison
of specific EMI SE of solid and microcellular EVA/EOC/xGnP foam com-
posites with different xGnP loadings at 3 GHz.

Table 4 Specific EMI SE data of the composites with a fixed amount
(4 wt%) of ADC and varying wt% of xGnP (0, 5, 10, 15, 20) in the 2–4 GHz
frequency range

Sl. no. Composition
Density
(g cc�1)

Total EMI
SE (–dB)

Specific EMI SE
(dB cm3 g�1)

1 EOX5A4 0.280 31.27 111.67
2 EOX10A4 0.287 32.58 113.51
3 EOX15A4 0.299 32.66 109.23
4 EOX20A4 0.304 33.06 108.64
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of 3 GHz. The reason for choosing 3 GHz is that it crosses the
conventional boundary between ultra-high frequency (UHF)
and super-high frequency (SHF) in S-band. As shown, at each
xGnP content, the foamed samples displayed higher SEsp values
in comparison with their solid counterparts.

The foamed EVA/EOC composite with 10 wt% xGnP loading
had a specific EMI shielding of 113.51 dB cm3 g�1, which is
lower than that (32.58 dB cm3 g�1) of its solid counterpart by
348%. Therefore, it is noteworthy that in order to attain a high
value of EMI SE, foaming is a better option because it reduces
the use of fillers, leading to cost reduction. We compared our
EMI SE data with other studied conducting polymer composite
foams, as presented in Table 5.

3.6. Electromagnetic properties

Since the filler and matrixes would have different electromag-
netic properties, we measured all the electromagnetic para-
meters of the as-prepared solid and foamed samples by using
the experimental scattering parameters S11 and S21 according to
Nicolson-Ross-Weir (NRW) algorithms.43,44 Variations in the
electromagnetic properties, including real and imaginary per-
mittivity and dielectric loss tangent, of the xGnP-filled solid
EVA/EOC composites and their microcellular counterparts with
frequency are depicted in Fig. 8(a–c). Real permittivity (e0)
represents the electric charge storage capacity, while imaginary
permittivity (e00) represents dielectric dissipation or losses, and
the extent of losses was measured from the tangent of dielectric
losses (tan d = e00/e0).45 As shown in Fig. 8(a), the maximum value

of e0 was achieved at the extreme lower end of frequency in the
S-band region, and it experienced little fluctuation at veryhigh
frequencies. It also measures the number of micro-capacitors
and polarization centers created when current displacement
occurs. The interfacial polarization and relaxation phenomena
had some effect in the high-frequency region. As the blowing
agent loading increased, the e0 values increased, increasing the
cell density in turn and creating mini-sized capacitors in the
composites.46

Similarly, as shown in Fig. 8(b), with an increase in foaming
agent loading, e00 values also increased, indicative of enhance-
ment in conductivity; however, with the rise in frequency, it
gradually fell at higher frequencies. A similar behavior was also
noted for the real permittivity values. The extent of tangent
losses is plotted in Fig. 8(c). Polymer composites with high
permittivity and low tand values are good absorbers of micro-
wave radiation. Similarly, Fig. 8(d–f) represent the variations of
magnetic permeability parameters with frequency. The real (m0)
and imaginary parts (m00) of the permeability of the composites
are shown in Fig. 8(d) and (e), which are related to magnetic
storage and losses, respectively. It was observed that, with a rise
in frequency, those parameters showed a decreasing tendency.
Despite the rise in frequency, a quite low fluctuation of e0 and
no fluctuation of the imaginary part (e00) values were observed.
The imaginary parts of the permeability values were lower than
the real parts, which demonstrates that the composites had
weak magnetic loss characteristics. The magnetic loss tangent
(tan d = m00/m0) of the solid and foamed EVA/EOC/xGnP compo-
sites were calculated and are displayed in Fig. 8(f). As the
xGnP wt% is fixed throughout the series, with an increase in
wt% of the foaming agent, fluctuating values of loss tangent
were observed in the cases of both dielectric and magnetic
behaviors.

3.7. Conductivity study

Conductivity is the main parameter that determines EMI-
shielding effectiveness. Generally, as the conductivity value
increases, the EMI-shielding effectiveness increases. The ac
conductivity values of the different foam composites were
estimated by using the following equation.

sac = 2pfe0e00 (9)

where f is the frequency in GHz, e0 is the permittivity of free
space, and e00 is the imaginary part of permittivity. Fig. 9(a)
represents the ac conductivity values of the foam composites
with different wt% of foaming agent at 3 GHz frequency. With a
fixed amount (30 wt%) of xGnP loading, conductivity increased
up to 4 wt% blowing agent loading and then it decreased with a
further increase in foaming agent content. This is due to the
decrease in cell density, which causes cells to collapse and form
bigger cells, leading to a high degree of foaming and distur-
bance in the internal circulation of current. The incorporation
of a microcellular structure increases electrical conductivity
and makes it efficient by controlling the void fraction because
bubble growth leads to the rotation and displacement of the
surrounding filler. This effect will cause a re-distribution of the

Table 5 EMI-shielding properties of different conducting polymer foam
composites

Composition Filler content EMI SE (dB)

Low density Polycarbonate foam32 0.5 wt% graphene 14
PMMA Foam33 1–8 wt% graphene 13–19
PVDF Foam34 5 wt% graphene 20
PDMS Foam35 0.8 wt% graphene 30
Polyetherimide foam31 10 wt% graphene 11
PLA foam11 5 wt% GNP 10.9
HDPE foam29 19 vol% GNP 31.6
PVDF foam 10 wt% GNP 27
PVDF/PANI foam 5 wt% RGO 28.18
EVA/EOC foam 30 wt% xGnP 34.17

Fig. 8 (a) AC conductivity vs. blowing agent loading at 3 GHz; (b)
comparison of the AC conductivity of the un-foamed and foamed com-
posites with varying xGnP loadings.
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preferentially aligned filler observed in the studied samples,
thereby increasing the chance of interconnectivity.41 Fig. 9(b)
also shows a comparison of the conductivity values of the solid
xGnP-filled EVA/EOC composites (reported in our previous
work24) with their foam counterparts at a fixed foaming agent
concentration of 4 wt% and a frequency of 3 GHz. For the same
composition, foaming increases the conductivity values com-
pared with the solid counterparts. The incorporation of the
microcellular structure results in increased void fraction and
cell density, which allow the movement of more electrons
in the voids with internal reflection, as well as increase the
local interconnectivity of xGnPs, due to cell growth during
foaming.42

4 Conclusions

xGnP-filled EVA/EOC microcellular composites with varying
foaming agent contents were processed through the melt
compounding route. The morphology of the microcellular
EVA/EOC/xGnP foams was analyzed via SEM analysis. All the
samples presented closed-cell structures. The average cell size
increased with an increase in foaming agent concentration. The
cell density increased with increasing foaming agent up to
4 wt% and then decreased at 6 wt%, which is attributed to
the rise in gas pressure as a result of which the cells coalesce.
The comparative thermal stability of the solid composites and
their foam counterparts were analyzed by TGA thermograms.

The maximum value of total EMI shielding efficiency
(�34.17 dB) with a specific EMI SE value of 107.79 dB cm3 g�1

at 2.04 GHz in the S-band region was achieved by the 30 wt%
xGnP-loaded foamed blend with 4 wt% ADC. With the variation
of xGnP loading at a constant blowing agent loading of 4 wt%,
it was observed that an EMI SE of �32.58 dB was achieved
(specific EMI SE of 113.51 dB cm3 g�1) at 10 wt% xGnP loading
at 3 GHz frequency. The result thus obtained is much better
than the other studied composite foams. From the study of
electromagnetic properties, it was observed that the real and
imaginary permittivity values increased and the conductivity
properties were enhanced with an increase in the amount of
foaming agent. Magnetic permeability had less influence on the
material properties throughout studies. The ac conductivity
values of the foamed samples were calculated by using the
imaginary part of permittivity and the maximum of 1.24 �
103 S m�1 was observed at 4 wt% foaming agent loading. Thus,
the xGnP-filled microcellular EVA/EOC composites have
remarkable EMI-shielding efficiency in the S-band region and
can be used as microwave absorbers in different wireless
communication devices.
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Fig. 9 (a) e0 vs. frequency, (b) e00 vs. frequency, (c) dielectric tangent loss vs. frequency, (d) m0 vs. frequency, (e) m00 vs. frequency and (f) magnetic tangent
loss of the solid and microcellular xGnP-filled EVA/EOC composites.
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