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roscopy reveals SiO2 densification
within fs-laser induced nanogratings†

Nadezhda Shchedrina, *ab Gergely Nemeth,c Ferenc Borondics,c Nadege Ollierb

and Matthieu Lancrya

This study explores the structural transformations induced by femtosecond (fs) laser inscriptions in glass,

with a focus on type II modifications (so-called nanogratings), crucial for advanced optical and photonic

technologies. Our novel approach employs scattering-type scanning near-field optical microscopy (s-

SNOM) and synchrotron radiation nanoscale Fourier-transform infrared spectroscopy (nano-FTIR) to

directly assess the nanoscale structural changes in the laser tracks, potentially offering a comprehensive

understanding of the underlying densification mechanisms. The results reveal the first direct nanoscale

evidence of densification driven by HP-HT within fs-laser inscribed tracks, characterized by a significant

shift of the main infrared (IR) vibrational structural band of silica glass. It reveals moreover a complex

interplay between type I and type II modifications.
1 Introduction

Femtosecond (fs) laser modications in glass have gained
signicant attention in material processing, enabling 3D
localized modications at the nanoscale with widespread
implications for optical and photonic technologies. These
modications manifest as type I, type II, or type III, dependent
on the energy deposition and thus laser processing parameters.1

Type I alters the refractive index quite isotropically; type II,
referred to as nanogratings, introduces a strong linear bire-
fringence; and type III creates nano/micro-voids with a densi-
ed shell.

Among these, type II modications and underlying nano-
gratings have become a crucial component in the development
of optical and photonic technologies. Owing to their unique
linear and circular birefringence2 and high thermal stability,3,4

nanogratings are used across a broad spectrum of applications,
such as 3D optical waveguides,5 birefringent devices,6–8

advancements in long lifetime optical data storage,3,9 tempera-
ture sensors,10,11 and high-temperature structural health
monitoring.12

Focusing a fs-laser beam onto glass, such as silica, initiates
nonlinear absorption through multiphoton, tunneling, and
atériaux d'Orsay (ICMMO), Université
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–5170
avalanche ionization mechanisms, resulting in permanent
structural modications.13 As the laser intensity surpasses
a certain threshold, multiphoton ionization generates a plasma
with a high-density electron cloud.14 The interference between
the incident laser light and light scattered from inhomogenei-
ties of the dielectric constant results in periodic modulations of
the electron plasma density and temperature. Such modula-
tions and the evolution of plasma hotspots into elongated
nanoplasma regions, driven by local eld enhancement, facili-
tate the emergence of nanogratings.15 Oriented perpendicular to
the laser's linear polarization, these nanogratings comprise
structured layers of oblate nanopores.16,17 Despite advances in
understanding nanopore formation, the material between these
layers, assumed to be densied, remains less understood.
Exploring the occurrence of densication and the structural
changes within this interlayer material is vital for a full grasp of
nanograting mechanisms.

There are several studies focusing on the texture, composi-
tion, and properties of the material between fs-laser induced
nanogratings. Some experimental investigations have provided
indirect evidence of densication within these regions.
Following the discovery of nanogratings, studies to understand
induced negative uniaxial birefringence revealed signicant
densication.18 Researchers observed an average increase of the
refractive index between nonporous layers through the analysis
of its directional changes using polarized probe light.

Raman spectroscopy was similarly employed for assessing
densication in femtosecond laser-inscribed tracks.19–24 Using
Raman spectroscopy, Bellouard et al.20 reported an 8% densi-
cation in glass subjected to fs laser processes by drawing
comparisons with high-pressure, high-temperature (HPHT)
treated samples, indicating a signicant alteration in the
© 2024 The Author(s). Published by the Royal Society of Chemistry
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material's structure. Further studies,22 correlating the D2 band
intensity and FWHM of the R-band with samples densied by
HPHT or HPHT followed by high-energy, high-dose electron
irradiation, estimated the post-irradiation glass density to be
around 2.25–2.27. However, it should be noted that the D2 band
intensity, while increasing linearly with density up to
a threshold (around a density of 2.3), may not serve as a den-
itive density estimator in SiO2, as it decreases for densities
beyond this point.25

Another recent study on fs-laser densication delved into the
effects of shock waves generated by two spatially separated
focused beams, acting as quasi-simultaneous “pressure-wave
emitters”.23 This method, using the same approach of silica's
Raman signature analysis, estimated the pressure from laser
pulses to reach tens of GPa. However, the Raman spectroscopy
results, although insightful for densication estimates, reveal
the complexity of analyzing the entire laser track due to its
composite structure, comprising porous nanolayers and
densied interlayers.

Another method to examine the material changes within
laser-inscribed tracks involves measuring the volume change
and mechanical properties through micro-cantilever deec-
tions.21,24,26,27 Type I modications typically result in volume
reduction and material densication, as evidenced by micro-
cantilevers moving upwards. Type II modications cause
micro-cantilevers to move downwards due to nanopore expan-
sion. These studies indicate that femtosecond lasers can control
a stress-state inversion in bulk fused silica, leading to either
stress increase or decrease.21 Notably, the material between
porous layers shares characteristics with type I modications,
suggesting a denser structure with a higher Young's modulus
than pristine silica.21,27 Further, while porous layers display
a signicantly lower Young's modulus, interlayer material
exhibits an increased Young's modulus of about 80 GPa26,27

suggesting a local densication.
All these ndings provide indirect but solid evidence of

densication in fs-laser modied regions, however without
nanoscale spatial resolution. Despite advances in character-
izing fs-laser induced nanogratings, a direct, nanoscale under-
standing of the densication process remains elusive. Current
methods offer a composite view that obscures the magnitude of
densication, leaving the specic mechanisms, whether
thermal, mechanical, thermo-mechanical, or defect accumula-
tion, quite speculative. Techniques like scanning electronic
microscopy (SEM) and atomic force microscopy (AFM) provide
nanoscale imaging but fail in revealing the densication
process. This gap underscores the need for approaches capable
of directly assessing the densication at the nanoscale, which
could signicantly advance our understanding of the under-
lying mechanisms. This study utilizes scattering-type scanning
near-eld optical microscopy (s-SNOM) and synchrotron radia-
tion nanoscale Fourier-transform infrared spectroscopy (nano-
FTIR), tools for unveiling the spectral signature of densica-
tion at the nanoscale. These methodologies offer unique
insights into the densication occurrence and potential
underlying mechanisms within type II modications.
© 2024 The Author(s). Published by the Royal Society of Chemistry
2 Experimental details

The nanogratings were imprinted in type II silica glass (Suprasil
CG, Heraeus) utilizing a fs ber laser with a wavelength of
1030 nm (Satsuma, Amplitude Systemes Ltd, Pessac, France).
The laser emitted pulses at a duration of 250 fs, with a repetition
rate of 100 kHz. An aspheric lens with a numerical aperture of
0.6 was used to focus the laser beam at a depth of 200 mm below
the surface. The scanning speed varied from 0.005 to 0.8 mm
s−1 to achieve a range of pulses density values from 1.3 to 20 000
pulses per mm. The laser light was linearly polarized and set in
two orientations, parallel (Xx conguration) and perpendicular
(Xy) to the laser writing direction, creating a series of lines with
pulse energies exceeding the nanograting threshold (namely 0.3
mJ in our conditions) as schematically described in Fig. 1a.

Post-inscription, the sample was cleaved along the z–y plane
to analyze the cross-section of the laser tracks, see Fig. 1b.
Subsequently, the cross-sections were examined using eld
emission gun scanning electron microscopy (FEG-SEM, ZEISS
SUPRA 55 VP, Zeiss, Oberkochen, Germany) to investigate the
surface morphology and to construct a detailed map to assist
subsequent IR measurements at the synchrotron.

Infrared analyses were conducted at the SMIS beamline of the
Synchrotron Soleil in Saint Aubin, France. To characterize the
nanostructural modications (Fig. 1c), we employed scattering-type
Scanning Near-eld Optical Microscopy (s-SNOM). s-SNOM is
a combination of AFM and optical microscopy. It utilizes a metal-
coated AFM tip illuminated by focused light. The incident light
creates the optical near eld that is localized to the apex of the tip.
When the tip is brought into close proximity of the sample, the
near-eld interaction results in scattered light. By measuring both
the amplitude and the phase of the scattered light s-SNOM is
capable of retrieving the complex optical properties of the sample.28

The instrument at SMIS (IR-neaSCOPE, Attocube system AG,
Haar, Germany) was used in two different modes. First, taking
advantage of the broadband synchrotron radiation nanoscale
Fourier-transform infrared spectroscopy (nano-FTIR) was used to
collect both infrared near-eld amplitude and phase spectra from
various sections. This allows identifying optimal wavelengths for
subsequent s-SNOM single-wavelength imaging by a built-in
quantum cascade laser (QCL). In all the measurements the AFM
operated in tapping mode and the optical signal was demodu-
lated at the second harmonic of the tip oscillation frequency.28

The main feature of the silica glass infrared spectrum orig-
inates from the collective asymmetric stretching vibration of Si–
O–Si subunits of its structure.29 This infrared active phonon
band is located between 900 and 1300 cm−1. This strong exci-
tation has its signature both in the amplitude and the phase
response. Aer initial examinations, a wavenumber of
1130 cm−1 was chosen from the high wavenumber/frequency
edge of the phonon peak for its sensitivity to spectral shis
attributed to fs-laser induced structural changes.

3 Results

To investigate the densication of the interlayer material within
type II modication, it is important to examine the early stages,
Nanoscale Adv., 2024, 6, 5164–5170 | 5165
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Fig. 1 Fabrication and characterization of fs-inscribed laser tracks in silica glass. (a) Laser writing process. (b) Cleaving of the sample for cross-
sectional access. (c) Morphological and structural characterization using SEM, s-SNOM amplitude mapping, and synchrotron-based nano-FTIR
spectroscopy. Insets show the SEM image and s-SNOM amplitudemap illustrating the cross-section of the laser track (200 pulses per micron), as
well as nano-FTIR amplitude spectra of both pristine and irradiated areas.

Fig. 2 (a) SEM image of a track written with 2 pulses per micron; (b)
AFM surface topography; (c) 2D map of near-field scattered amplitude
at 1130 cm−1; inset: cross-section profile indicating amplitude
decrease across the laser track; (d) near-field phase map measured at
1130 cm−1.
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the energy threshold of formation during the absence of
nanogratings and low birefringence. Therefore, we employed
a variation in pulse density, starting from 2 pulses per micron,
to capture the initial phase of nanograting development,
sometimes related to type X in the literature.5 The laser
inscription was performed on silica glass, which was prepared
as outlined in the experimental section, and subsequently
cleaved and examined using FEG-SEM.

Fig. 2 shows a laser track inscribed with 2 pulses per micron
in an Xx (perpendicular) conguration. The SEM image (Fig. 2a)
reveals the morphology of the laser track, highlighting topo-
graphical changes at the track's head, including the emergence
of slightly elongated (along z) nanopores. On the other hand,
the tail of the track appears at. This observation is corrobo-
rated by the AFM image (Fig. 2b), which similarly depicts
topological alterations at the head with no signicant changes
in the tail, except at the very end. It is important to mention the
presence of contaminants along the sides of the laser track,
attributable to residual dust due to the cleaving process. This
contamination is unrelated to the intrinsic structure of the
sample.

Subsequently, we utilized s-SNOM imaging and nano-FTIR
spectroscopy to obtain IR maps of the laser tracks. Through
near-eld amplitude mapping at 1130 cm−1, pronounced
structural modications were found as shown in Fig. 2c. Visual
examination of the color map distinctly highlighted an exten-
sive area, revealing signicant fs-laser induced structural
transformations in the silica glass, changes that elude detection
by SEM and AFM analyses. Within the irradiated track, the
reectance amplitude at 1130 cm−1 was notably reduced in
comparison to the unaltered surrounding regions. This obser-
vation is additionally conrmed in the cross-sectional prole
5166 | Nanoscale Adv., 2024, 6, 5164–5170
inset in Fig. 2c. This reduction likely indicates a shi of the IR
main band of silica glass to lower wavenumbers, as 1130 cm−1 is
positioned on the higher-frequency side, or right side, of this
band. Similar observations were made in the phase map, which
showed signicant phase variations within the laser-affected
© 2024 The Author(s). Published by the Royal Society of Chemistry
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area, typically displaying an increase in the relative phase at
1130 cm−1 inside the irradiated volume (see Fig. 2d).

Further analysis of the laser track, particularly in the upper
area with few nanopores, is presented in Fig. 3a and b, in close-
up near-eld amplitude and phase maps. We conducted nano-
FTIR measurements, along a specied line across this image.
Fig. 3e and f display two spectra at points 1 and 2, respectively,
outside of the laser track and inside. The spectroscopy data
showed signicant shis in peak positions, signaling strong
material densication.30,31 Notably, the Si–O–Si asymmetric
stretching band of silica nSi−O–Si

as , associated with a peak at
around 1120 cm−1, shied to lower wavenumbers by more than
14 cm−1 in the irradiated region, moving from 1121 to
1107 cm−1 (Fig. 3e). In the phase spectra displayed in Fig. 3f, we
see similar modications, consistent with the alterations
observed in the amplitude spectra. To accurately track phase
spectral changes, we analyzed the wavenumber at 80% of the
phase maximum, as the peak itself was a bit noisy, denoting
a shi of the low wavenumber shoulder from 1124 to
1111 cm−1. Additional amplitude and phase spectra at several
other points along this laser track are provided in the ESI in
Fig. SI_1.†

The nSi−O–Si
as shi along line proles related to amplitude

spectra (Fig. 3c) and the one related to the phase measured at
80% of the maximum (Fig. 3d) both reveal a strong and reliable
material modication. Starting outside the laser track, the
amplitude peak position is stable, representing the unmodied
material. Progressing into the laser track, there is a consistent
shi of the peak towards lower wavenumbers down to
1103 cm−1, with the maximum at the track's center. The slight
variation near the center suggests an inuence of pores,
Fig. 3 The laser track written with 2 pulses per micron: (a) near-field
amplitude map at 1130 cm−1; (b) near-field phase map at 1130 cm−1;
(c) amplitude peak position and (d) phase peak position (measured at
80% of its maximum) along the line profile; (e) synchrotron nano-FTIR
amplitude and (f) phase spectra for pristine material and irradiated area
inside of the laser track.

© 2024 The Author(s). Published by the Royal Society of Chemistry
indicating a small alteration in material density. As the prole
extends beyond the track's midpoint, the peak positions rise
again, denoting a reduced densication towards the track's
periphery. The observed trends in the amplitude peak positions
are mirrored in the phase prole, which displays a similar
pattern of variation across the laser track. The amplitude and
phase spectra used to plot these proles are provided in ESI
Fig. SI_2.†

Turning to well-imprinted type II modications, we investi-
gate a laser track inscribed with 200 pulses per micron in an Xy
(parallel) conguration, where sufficient pulse density allows
for the formation of nanogratings. These are clearly evidenced
by the SEM image in the inset of Fig. 1c. Fig. 4a and b provide
a detailed view with IR amplitude and phase maps of this laser
track. Synchrotron nano-FTIR measurements, conducted along
the indicated line in these maps, reveal the nanogratings'
structural changes.

Fig. 4c presents the spectral position of the amplitude peak
along a cross-sectional line within nanogratings. Starting inside
of the laser track at the peak position at 1111 cm−1, a pattern of
uctuating peak positions emerges, decreasing and increasing
in correspondence with the nanogratings' alternating inter-
layers (around 1112 cm−1) and nanoporous layers. The lowest
points (around 1095 cm−1) in the graph represent the areas
where the nanogratings are densied at the highest degree, near
the porous nanolayers. The overall trend appears to oscillate
with a periodicity L, corresponding to the spacing of the nano-
gratings of approximately 310 nm. As seen in Fig. 4d, this
oscillatory pattern is replicated in the quantitative phase prole
revealing a higher phase within interlayers that appear in red on
the phase map. The amplitude and phase spectra used to plot
these proles are provided in ESI Fig. SI_3.†
4 Discussion

This study advances the current understanding of femtosecond
laser-induced modications in glass, revealing intricate
patterns of densication within a laser track. These ndings
provide the rst direct nanoscale evidence of densication
within fs-laser inscribed laser tracks, characterized by an
interplay of structural modications such as the formation of
Fig. 4 The laser track written with 200 pulses per micron: (a) near-
field amplitude map at 1130 cm−1; (b) near-field phase map at
1130 cm−1; (c) amplitude peak position and (d) phase peak position
(measured at 80% of its maximum) along the line profile.

Nanoscale Adv., 2024, 6, 5164–5170 | 5167
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porous nanogratings within a background of densied matter.
At the early birth of nanogratings e.g. within the type X regime,
these structural changes are indicative of a mixed modication
regime, blending type I and type II processes, and offer a deeper
insight into the mechanisms driving the laser-induced modi-
cations observed.

Prior to this work, there was no direct evidence of densi-
cation between layers or surrounding nanopores, with most
existing results relying on microscale data that average the
overall composite nanostructure, where densication has been
indirectly inferred based on various hypotheses. However, these
investigations have been crucial in providing important esti-
mations and formulating hypotheses that have laid the
groundwork for the understanding of fs-laser induced modi-
cations. Previous studies have underscored the utility of Raman
spectroscopy and other analytical techniques in elucidating the
densication phenomena induced by fs-laser irradiation in
silica glass. For instance, pioneering work utilizing scanning
thermal microscopy alongside Raman spectroscopy has illu-
minated the localized densication. These investigations re-
ported an approximate 8% increase in densication and
suggested that the densication mechanism involved the
development of high pressures.20 Further exploration into
nanogratings via mechanical and optical assessments has
supported the hypothesis about the densication of the mate-
rial. Techniques measuring micro-cantilever deections have
illustrated a change in volume and mechanical properties for
type I and type II modications with tensile stress in type I and
compressive stress in type II modications in bulk fused
silica.21,24,26,27

This study employs nano-FTIR spectroscopy to delve into the
structural nuances of type X and type II modications within
silica glass. IR spectroscopy is a great tool for probing the
internal structure of glass, such as the intertetrahedral Si–O–Si
asymmetric stretching vibration band near around 1120 cm−1.32

This spectral feature is instrumental in elucidating the molec-
ular architecture of the glass network, as shis in this band's
position are indicative of alterations in network density, bond
angles, and bond lengths. A displacement toward lower wave-
numbers denotes a compaction of the network structure,
characterized by shorter Si–O bond lengths, a signature of
densication.31,33–36 The bending mode around 780–800 cm−1 is
less sensitive than stretching modes due to its intrinsic nature,
as the bending vibration is “more internal” and has a lower
vibration amplitude, making it less responsive to changes in
parameters such as density, stress, or ctive temperature.37 This
contrasts with the Si–O–Si asymmetric stretching mode
response that has been studied and exploited extensively.31

In amorphous SiO2, a signicant shi in the asymmetric
stretching vibration band was observed under high-dose (1013

cm−2) ion bombardment, moving from 1078 cm−1 to
1044 cm−1.38 This shi is attributed to the silica reaching a so-
called metamict phase, which is also characterized by an
increased presence of 3 and 4-membered rings. However, this
does not imply a higher density of the material, as the density of
the metamict phase consistently remains at 2.27 and it has been
5168 | Nanoscale Adv., 2024, 6, 5164–5170
shown that a higher number of 3-membered rings do not always
correspond to a higher overall material density.25

Another study utilizing FTIR spectroscopy on silica glass
demonstrated that the variations in the glass ctive tempera-
ture result in slight shis of nSi−O–Si

as by only 3 cm−1 increase31,36

accompanied by a slight densication close to 2% assuming
a 400 °C increase in the ctive temperature.

In contrast, a comparable shi to those observed in our
ndings was demonstrated in another study, where the main
band frequency decreases linearly with an increase in density.30

Notably, a frequency shi of 30 cm−1 was observed for silica
subjected to HPHT treatment, resulting in a density increase to
2.55 under densication conditions of 5 GPa pressure and 800 °
C temperature. The relationship between IR reection spectra
and density is summarized by the linear dependence:

nSi−O–Si
as = (1332 ± 13) − (95 ± 5)r, (1)

where nSi−O–Si
as is the evaluated resonance frequency near

1120 cm−1, and r is the glass density.30

In our case, as seen in Fig. 3 and 4, IR spectra exhibit
a pronounced shi in this band towards lower wavenumbers.
For laser tracks inscribed at a density of 200 pulses per micron,
spectral analysis reveals a shi from 1121 cm−1 in unirradiated
silica to a minimum of 1095 cm−1 inside the laser track close to
a nanoporous layer, with the interlayer material exhibiting
values ranging around 1112 cm−1. Consequently, this repre-
sents a shi of up to 26 cm−1 near within these nanogratings.
Using (eqn (1)), we can estimate the laser irradiated silica's
density to be 2.495 ± 0.190 for these highly densied regions
while the interlayer material correlates with a density of 2.316 ±

0.183. Similarly, for the laser track inscribed with 2 pulses per
micron, the minimum peak position in the middle of the track
is 1104 cm−1, corresponding to a density of 2.400 ± 0.186. The
magnitude of these shis underscores the clear evidence of the
densication process not only between nanolayers but all along
the laser track and likely around nanopores themselves.

On one hand, our study reveals a complex interplay between
type I and type II modications. At a low pulse density of 2
pulses per micron, we observe the early stages of nanograting
formation (so-called type X nanopores) within a surrounding
densied matrix, indicative of the onset of the nanocavitation
process but within a type I-like background or “bed”. When the
pulse density is increased to 200 pulses per mm, the founda-
tional densication remains relatively stable, while the nano-
gratings start to develop in a pulse-to-pulse mechanism. This
observation points to a densication process that may precede
(from previous pulses) but also accompany the formation of
nanogratings as suggested earlier.20

On the other hand, IR spectra shi within laser tracks and
the densication levels estimated are like those achieved
through HPHT treatments. This suggests that the densication
mechanism involved a combination of high dynamic pressure
and high temperature. Indeed, the observed densication and
nSi−O–Si
as shi cannot be attributed solely to thermal effects, as
high-temperature quenching (i.e. glass ctive temperature
increase) alone cannot achieve high levels of densication in
© 2024 The Author(s). Published by the Royal Society of Chemistry
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SiO2 (typ. limited around 3%).31,36 Therefore, the necessity of
high pressure becomes evident. However, similarly, the densi-
cation level observed cannot be entirely attributed to high
pressure. The rapid timescale of femtosecond laser processes
implies that without accompanying heat, the pressure alone
would not result in signicant densication, underscoring the
necessity of a combined thermo-mechanical mechanism for the
observed changes.

High temperatures facilitate rapid and efficient densication
along the laser track, following the laser beam's shape and
thermal prole. Densication is not limited to areas around
nanopores but extends throughout the laser track, reecting the
energy deposition and the plasma distribution. This process,
initiated by a swi temperature increase from light–matter
interaction, results in thermal expansion and the generation of
a strain wave. Within the type II regime, this strain wave is
characterized by a compression wave ahead, fostering densi-
cation and a rarefaction wave behind that may trigger the
nanocavitation process.17

To bridge these observations with a semi-quantitative view of
the mechanism, it is essential to estimate the involved pressure.
Real-time polariscopic observations have recently conrmed the
generation of moderate shockwaves with supersonic velocities,
approximately 6 km s−1, during fs-laser modications in silica
on a picosecond timescale.39 Then a transition to acoustic waves
occurs within nanoseconds. At the picosecond scale, stress
levels reach the gigapascal range, around 10 GPa, corroborating
simulation data.40 Using data from the mechanics eld, the
static high-pressure Hugoniot curve provides a theoretical yet
experimentally validated framework to estimate pressure from
densication in the silica.41–44 Previously, by examining shis in
the main band, we determined a density of approximately 2.5.
Employing the Hugoniot curve, this translates to an estimated
pressure of around 7 GPa. On the other hand, drawing on
correlations between densication ratio and shock wave pres-
sure,45 the densication ratio of approximately 13.6% translates
into an estimated pressure of around 14 GPa. Meanwhile, recent
investigations, through comparisons of Raman spectra of
densied silica by shock waves generated by two spatially
separated focused fs-beams with compressive hydrostatic
loading experiments, have estimated the development of
dynamic strains with pressures around 13–15 GPa shortly aer
irradiation.23 These overall estimations, ranging from 7 to
14 GPa, highlight the interplay between high pressure and high
temperature in driving the densication process of the material
within laser tracks resulting in the observed type II fs-
modications.

5 Conclusions

In conclusion, our study employing IR s-SNOM and nano-FTIR
has unveiled new insights into the nanoscale densication
mechanisms within femtosecond laser-induced nanogratings
in silica glass. We have demonstrated the rst direct evidence of
nanoscale densication, both characterized by a signicant
shi in the Si–O–Si asymmetric stretching band and the corre-
sponding amplitude and phase contrast around 1130 cm−1. We
© 2024 The Author(s). Published by the Royal Society of Chemistry
estimated densities inside the laser tracks of approximately 2.4–
2.5. This demonstrates a densication “bed” behind the nano-
gratings, suggesting that the underlying mechanism for glass
densication during nanograting formation is quite similar to
high temperature high pressure SiO2 compression. These
insights signicantly enrich our understanding of fs-laser-
induced nanogratings and pave the way for optimizing their
fabrication for specic optical applications.
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7 M. Beresna, M. Gecevičius, P. G. Kazansky and T. Gertus,
Appl. Phys. Lett., 2011, 98, 201101.
Nanoscale Adv., 2024, 6, 5164–5170 | 5169

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4na00409d


Nanoscale Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

6 
A

ug
us

t 2
02

4.
 D

ow
nl

oa
de

d 
on

 3
/1

7/
20

26
 1

2:
34

:1
9 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n 
3.

0 
U

np
or

te
d 

L
ic

en
ce

.
View Article Online
8 J. Lu, Y. Dai, Q. Li, Y. Zhang, C. Wang, F. Pang, T. Wang and
X. Zeng, Nanoscale, 2019, 11, 908–914.

9 A. Rowstron, Advanced Photonics 2018 (BGPP, IPR, NP, NOMA,
Sensors, Networks, SPPCom, SOF), Washington, D.C., 2018.

10 S. Mihailov, D. Grobnic, C. Hnatovsky, R. Walker, P. Lu,
D. Coulas and H. Ding, Sensors, 2017, 17, 2909.

11 Y. Wang, M. Cavillon, J. Ballato, T. Hawkins, T. Elsmann,
M. Rothhardt, R. Desmarchelier, G. Laffont, B. Poumellec
and M. Lancry, Adv. Opt. Mater., 2022, 10, 2200379.

12 G. C. Kahandawa, J. Epaarachchi, H. Wang and K. T. Lau,
Photonic Sens., 2012, 2, 203–214.
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Conference on Lasers and Electro-Optics/Europe (CLEO/Europe
2023) and European Quantum Electronics Conference
(EQEC 2023), Technical Digest Series, Optica Publishing
Group, 2023, paper cm_10_4.

40 R. Beuton, B. Chimier, J. Breil, D. Hébert, K. Mishchik,
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