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Lattice capacity-dependent activity for CO2

methanation: crafting Ni/CeO2 catalysts with
outstanding performance at low temperatures†

Kun Liu,*b Yixin Liao,a Peng Wang,c Xiuzhong Fang,a Jia Zhu, d Guangfu Liao *e

and Xianglan Xu *a

In the pursuit of understanding lattice capacity threshold effects of oxide solid solutions for their sup-

ported Ni catalysts, a series of Ca2+-doped CeO2 solid solutions with 10 wt% Ni loading (named Ni/

CaxCe1−xOy) was prepared using a sol–gel method and used for CO2 methanation. The lattice capacity of

Ca2+ in the lattice of CeO2 was firstly determined by the XRD extrapolation method, corresponding to a

Ca/(Ca + Ce) molar ratio of 11%. When the amount of Ca2+ in the CaxCe1−xOy supports was close to the

CeO2 lattice capacity for Ca2+ incorporation, the obtained Ni/Ca0.1Ce0.9Oy catalyst possessed the optimal

intrinsic activity for CO2 methanation. XPS, Raman spectroscopy, EPR and CO2-TPD analyses revealed the

largest amount of highly active moderate-strength alkaline centers generated by oxygen vacancies. The

catalytic reaction mechanisms were revealed using in situ IR analysis. The results clearly demonstrated

that the structure and reactivity of the Ni/CaxCe1−xOy catalyst exhibited the lattice capacity threshold

effect. The findings offer a new venue for developing highly efficient oxide-supported Ni catalysts for

low-temperature CO2 methanation reaction and enabling efficient catalyst screening.

1. Introduction

With the significant consumption of carbon-based energy
sources, the amount of CO2 emitted into the atmosphere is
continually increasing and has caused great damage to the
environment.1–4 Currently, to achieve the goal of carbon neu-
trality, the relevant research around the capture, conversion
and utilization of CO2 has received extensive attention.5–7 In
this context, CO2 methanation reaction has attracted much
attention due to its potential to enable the reaction of indus-
trial waste CO2 with sustainable hydrogen gas to obtain high
value-added methane and alleviate environmental
problems.8–12 CO2 methanation reaction is an extremely
exothermic reaction, presenting significant kinetic chal-

lenges.8 Thus, there is a strong desire to develop cost-effective
catalysts capable of achieving high activity at low temperatures
for practical applications (Fig. 1a). Compared to extensively
studied supported precious metals, Ni-based catalysts offer
several distinct advantages including a readily available
source, cost-effectiveness, and high performance.13–18 Thus,
oxide-supported Ni-based catalysts have garnered significant
attention for CO2 methanation.11,16–18

Among the various Ni-based catalysts,19–25 CeO2 support
has been widely employed due to its abundant oxygen
vacancies and robust oxygen storage capacity,18,26–30 which
holds the potential to enhance the low-temperature reaction
activity.11,18,21,29 In the pursuit of preparing high and low
temperature-active catalysts, strategies such as hydrogen-rich
stream,23 modifying with Ce,24 and constructing interfaces25

have shown promising results.
In addition, oxide solid solutions offer a promising avenue

for enhancing the low-temperature activity.11,31 It has been
reported that metal oxide solid solutions exhibit distinct pro-
perties. When compared to their individual components, they
typically demonstrate improved and stimulating physico-
chemical characteristics, thereby exerting a positive impact on
the catalytic performance in various reactions.32–36 The cre-
ation of a solid solution structure can lead to substantial
enhancements in the thermal endurance, porous structure
and abundance of surface-active oxygen sites. These improve-
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ments are usually attributed to lattice distortion and the gene-
ration of lattice defects, both of which typically contribute to
enhanced catalytic performance.37–39 In our previous work,
Ce–M–O solid solutions were investigated, where M represents
cations such as Mg, Ca, Sr, and Ba.11 The creation of stable
solid solution arrangement structures for M, such as Mg2+ and
Ca2+, boasts a notably higher amount of surface oxygen
vacancies and more moderate alkaline sites when compared to
pure CeO2, which not only substantially augments the oxygen
storage capacity but also significantly boosts the turnover fre-
quency and enhances the low-temperature reaction activity for
CO2 methanation. Conversely, the alkaline earth metals Sr and
Ba, with their large ionic radii, cannot fit into the ceria lattice to
form solid solutions, which leads to fewer active oxygen
vacancies. Instead, they predominantly accumulated on the
support surface as highly alkaline oxides and carbonates. This
excessive CO2 adsorption capacity resulted in poor catalytic per-
formance.40 Solid solution catalysts have been extensively inves-
tigated and have frequently exhibited enhanced activity and
stability when compared to individual metal oxides.10,26,34,37,38

In our previous publications, we devised an XRD extrapol-
ation technique to quantify the lattice capacity of a solute
cation within the lattice of a solvent metal oxide in oxide solid
solutions39,40 and discovered that pure oxide solid solutions
act as catalysts with a lattice capacity threshold effect on

reactions.10,26,36,37 This study marks a significant departure
from our prior research on solid solution catalysts as it is based
on our preliminary discovery that many metal oxide solid solu-
tions can themselves act as catalysts, exhibiting a lattice capacity
threshold effect in specific reactions. In this work, we delve into
the lattice capacity threshold effect in supported catalysts, with
a particular focus on Ni catalysts supported on Ca2+-doped CeO2

solid solutions (Fig. 1b). A series of CaxCe1−xOy supports with
diverse contents of calcium oxide was prepared by a sol–gel
method (x = 0.05–0.55), and the supported Ni materials were
obtained by an incipient impregnation method with 10 wt% Ni
loading. The XRD extrapolation method was adopted to
measure the lattice capacity; the activity of the CaxCe1−xOy-sup-
ported Ni catalysts exhibited the lattice capacity threshold effect
for CO2 methanation. The nature of the threshold effect was
revealed by various characterization methods, such as XRD, H2-
TPR, Raman, XPS, and CO2-TPD.

2. Experimental
2.1 Catalyst preparation

A series of Ca2+-doped CeO2 supports with varying amounts of
Ca cations was synthesized using a sol–gel method. Initially,
Ce(NO3)3·6H2O (Shanghai Macklin, A.R) and Ca(NO3)2·4H2O

Fig. 1 Overview of this study. (a) Hydrogenating industrial CO2 emissions with renewable hydrogen to produce high-value methane to achieve
carbon neutrality. (b) In a groundbreaking approach, the lattice capacity of Ca2+ in CeO2 was precisely quantified utilizing the XRD extrapolation
method.
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(A.R.) were dissolved in 50 mL solution, with different Ca/Ce molar
ratios named x. Subsequently, citric acid (Shanghai Macklin, A.R.),
equivalent to 0.6 times the molar ratio of Ce(NO3)3·6H2O and Ca
(NO3)2·4H2O, was added. Next, the citric acid was burned off at
220 °C. Subsequently, the material was calcined at a heating rate of
2 °C min−1, reaching 700 °C, and was held at this temperature for
4 h to produce CaxCe1−xOy. It should be noted that the synthesis
protocol for CeO2 was identical to that of CaxCe1−xOy, with the sole
distinction being the absence of Ca metal.

The 10 wt% NiO/CaxCe1−xOy materials were synthesized
using an impregnation method. Typically, a specific quantity
of CaxCe1−xOy (vide supra) was dropped into Ni(NO3)2·6H2O
solution and stirred for 2 h. Subsequently, it was dried at
110 °C. Finally, the material was calcined at 450 °C to obtain
NiO/CaxCe1−xOy. The final catalysts were defined as Ni/
CaxCe1−xOy. The samples underwent reduction with a 10% H2/
Ar gas mixture, maintained under 450 °C. The chemical com-
positions of the samples were validated via ICP-AES analysis.

2.2 Activity evaluation

CO2 methanation evaluation using 10 wt% Ni/CaxCe1−xOy cata-
lysts was carried out in the following manner. Initially, the
catalyst powder was mixed with an appropriate amount of
quartz sand and subjected to compression molding (catalyst :
quartz sand = 1 : 1). 100 mg of fresh catalyst underwent in situ
reduction at 450 °C for 2 h with a gas mixture comprising 10%
H2 and 90% Ar. Subsequently, the temperature was reduced to
room temperature, followed by the introduction of high-purity
H2 (99.99%) and high-purity CO2 (99.99%) (H2/CO2 = 4). CO2

and H2 reactants were mixed in 1 : 4 stoichiometric ratio, result-
ing in a WHSV of 36 000 mL per h per gram of the catalyst. The
outlet gas was condensed, then analyzed online using a
GC9310 gas chromatograph. High-purity argon gas (99.99%)
was employed as the carrier gas in chromatography. A
TDX-01 molecular sieve column with an inner diameter of
2 mm and a length of 3 m was utilized for the separation of H2,
CO, CH4, and CO2. The tail gas was subsequently passed
through a gas chromatograph equipped with a TDX-01 column,
and carbon conservation was applied using the peak area nor-
malization method to calculate the conversion rate of the reac-
tion. The detection of the separated substances (reactants and
products) post-column separation was conducted using a
thermal conductivity detector (TCD) in the GC9310 chromato-
graph. Before the test, steady-state kinetic data measurements
were conducted. The CO2 conversion (XCO2

), CH4 selectivity
(SCH4

) and CH4 yield (YCH4
) were calculated as follows.

XðCO2Þ ¼ nðCH4Þout þ nðCOÞout
nðCH4Þout þ nðCO2Þout þ nðCOÞout

� 100%

SðCH4Þ ¼ nðCH4Þout
nðCH4Þout þ nðCOÞout

� 100%

YðCH4Þ ¼ XðCO2Þ � SðCH4Þ
where n(CO2), n(CH4), and n(CO) represent the respective
molar amounts of each gas.

2.3 Catalyst characterization

The XRD patterns of the samples were acquired using a Bruker
AXS D8Focus X-ray diffractometer instrument with Cu Kα radi-
ation (operating at 40 kV and 30 mA). Scans spanned from 20°
to 90° (2θ) at a 2° per minute ramp rate. Mean crystallite sizes
were calculated using the Scherrer equation (d = Kλ/(B1/
2 cos θ), K = 0.89, λ = 1.5406 Å). The Raman spectra were
obtained with an argon laser excitation source at 532 nm. CO2-
TPD was performed using a Micromeritics Auto Chem 2920
apparatus. High-purity helium was employed as the carrier
and pretreatment gas, while high-purity CO2 served as the
adsorption gas. The reduced Ni/CaxCe1−xOy catalysts were pre-
heated to 400 °C, then cooled to room temperature, and
purged with ultrahigh purity He for 0.5 h. Afterwards, the
instrument program was ramped up to 700 °C. XPS was per-
formed at room temperature under ultra-high vacuum con-
ditions (300 W and 15 kV). EPR test was done at 77 K using a
JEOL FA-200 EPR with 100 kHz field modulation and micro-
wave frequency of 9067.558 MHz. H2 temperature-programmed
desorption (H2-TPD) was conducted using a Micromeritics
Auto Chem 2920 apparatus. Initially, 50 mg of the sample
underwent heating at 400 °C for 30 min to eliminate any
potential impurities. Subsequently, the sample was cooled to
50 °C and exposed to a flow of H2 at 30 mL min−1 for 1 h to
saturate the surface. This was followed by purging with ultra-
high purity Ar at the same flow rate for 30 min to remove any
physically adsorbed H2. Following these pretreatments, the
catalyst was heated from 50 to 700 °C at a rate of 10 °C min−1.

H2-TPR experiments were conducted on a FINESORB 3010C
instrument using 50 mg of the sample. Catalysts were pre-
treated in Ar flow at 120 °C for 30 min to remove impurities.
Temperature was ramped from room temperature to 900 °C at
10 °C min−1 in a 10% H2/Ar flow of 30 mL min−1. H2 con-
sumption was monitored using a TCD with CuO (99.99%) as
the calibration standard. Utilizing an in situ FTIR equipped
with an MCT detector, capturing the intermediate species in
the catalysts is a pivotal method for probing the reaction
mechanisms. Before commencing experiments, the samples
were pre-treated at 300 °C for 1 h in a high-purity Ar atmo-
sphere. Subsequently, they were cooled to 50 °C, and the back-
ground spectra were obtained under Ar atmosphere. Following
this, the gas was switched to a mixture of 4% H2, 1% CO2, and
95% Ar for CO2 hydrogenation testing, with a controlled gas
flow rate of 20 mL min−1. The temperature was ramped from
50 °C to 400 °C to monitor the dynamic changes of the inter-
mediate species within the samples. Infrared spectra were col-
lected once all species reached a steady state at the set
temperatures.

3. Results and discussion
3.1 Quantifying the lattice capacity of Ca2+ in CeO2 through
the XRD extrapolation method

XRD experiments were used to analyze CaxCe1−xOy phases and
Ca2+ lattice capacity in CeO2. Fig. 2 and Fig. S1† display the
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results, and Table 1 summarized the phase compositions. For
pure CeO2, three prominent peaks at 2θ values of 28.90°,
47.77°, and 56.76° confirmed the cubic fluorite crystalline
phase (Fig. 2).11 The peaks at 31.13°, 42.91°, and 50.24° indi-
cated the presence of CaCO3. Low Ca content solid solution
samples (e.g., Ca0.05Ce0.95Oy and Ca0.1Ce0.9Oy) showed only
CeO2 peaks, suggesting that Ca2+ incorporation into the CeO2

lattice formed a solid solution. Increasing Ca content (x = 0.15
to 0.55) led to CaCO3 phase emergence and weakened CeO2

peaks (Fig. 2b), signaling excess Ca exceeding the lattice
capacity and reacting with CO2.

11 In Ce-rich Ce–Ca binary
oxide supports with Ca/Ce < 15/85 (e.g., Ca0.05Ce0.95Oy and
Ca0.1Ce0.9Oy), only broadened CeO2 peaks were observed, indi-
cating the Ca2+-incorporated CeO2 lattice. As Ca/Ce approached
15/85, subtle CaCO3 peaks emerged at 42.91°. For clarity,
Table 1 summarizes the phase compositions of supports with
varying Ca/Ce ratios. The Ce4+ in CeO2 possesses a coordi-
nation number (CN) of 8 and a radius measuring 0.97 Å. The
radius of Ca2+ cations under a coordination number (CN) of 8
is 1.12 Å. In principle, the Ca2+ cations meet the required
radius criteria for the formation of a solid solution
structure.41,42 Thus, there is high likelihood that Ca2+ cations
were successfully integrated into the CeO2 lattice matrix to
form a solid solution. To prove this hypothesis, we meticu-
lously determined and compared the 2θ and d-values associ-

ated with the most intense (111) peak of the CeO2 phase as
well as the mean crystallite sizes of CeO2 (Fig. S1† and
Table 1). Evidently, the 2θ and d values in all the Ca2+-doped
samples deviate from those of the parent CeO2, confirming the
successful incorporation of Ca2+ cations into the CeO2 matrix,
replacing a portion of the Ce4+ cations in the formed solid
solution structure.

Our previous research has demonstrated that in the case of
non-solid solutions, solute cations typically integrated into the
matrix structure of a host metal oxide with a specific lattice
capacity,41,42 a quantifiable parameter that can be determined
using the XRD extrapolation method developed by our team
(Fig. 2c, fitting diagram). As outlined in our study, for some
results of this partial substitution process, XRD analysis may
not detect the presence of CaCO3 phases due to their low con-
centration at this stage. Once the calcium content nears its sat-
uration point within the lattice, the catalyst surface starts to
facilitate the formation of polymeric and amorphous calcium
carbonate species. Nevertheless, unless the CaCO3 crystallites
attained a specific crystalline dimension, typically about 5 nm,
the CaCO3 phase remains undetectable by XRD analysis.11,41,42

Therefore, due to this limitation, for a more precise and
dependable determination of the capacity threshold of
calcium in the CaxCe1−xOy solid solution, our research group
has developed the XRD extrapolation method, which is widely
recognized and employed.11,41,42 The lattice capacity can only
be extrapolated through the correlated line (Fig. 2c).
Theoretically, the presence of crystalline CaCO3 was intricately
linked to the overall calcium content within the Ca–Ce binary
oxide catalysts. The strength or prominence of its diffraction
peaks serves as an indicator of the quantity of the CaCO3 crys-
talline phase. The intensity of CaCO3 at the (113) crystal plane
that represents the peak of CaCO3 was employed to quantify
the extent of crystalline Ca2+ cations that entered the CeO2

lattice matrix. In detail, the intensity (I0) of the strongest peak
of CeO2 (111) was employed to normalize the I to get a series
of I/I0 ratios, which correlate to the quantity of CaCO3 crystal-
line phase in the samples. I/I0 ratios were plotted against the

Table 1 XRD results of CaxCe1−xOy supports

Supports
CeO2 (111)
2θ (°) da (Å)

Phase
composition

Crystalline size
of CeO2 (nm)

CeO2 28.919 3.085 CeO2 23.1
Ca0.05Ce0.95Oy 28.579 3.121 CeO2 SS

b 21.8
Ca0.1Ce0.9Oy 28.360 3.144 CeO2 SS 18.2
Ca0.125Ce0.875Oy 28.400 3.140 CeO2 SS + CaCO3 19.0
Ca0.25Ce0.75Oy 28.420 3.138 CeO2 SS + CaCO3 19.8
Ca0.4Ce0.6Oy 28.421 3.136 CeO2 SS + CaCO3 20.7

a Calculated using Scherrer’s equation for the diffraction pattern of
(111) facets of CeO2.

b SS: solid solution.

Fig. 2 (a and b) Complete and enlarged XRD patterns of the CaxCe1−xOy support; (c) the lattice capacity quantification of CeO2 for Ca2+ cations.
The lattice capacity of Ca2+ in the lattice of the CeO2 was firstly determined by the XRD extrapolation method, corresponding to a Ca/(Ca + Ce)
molar ratio of 11% (see Fig. 2, S1† and Table 1).
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CaCO3 quantity, which was normalized by the CeO2 content. A
correlated line was obtained, which intersects the x axis at a
point having an x-axis value of 0.0404 g CaCO3 per gram CeO2,
which was equivalent to a Ca/Ce molar ratio of 11/89, corres-
ponding to 11% of the Ce4+ cations that can be maximally sub-
stituted by Ca2+, forming a stable solid solution (Fig. 2c). Once
the Ca2+ content exceeds the lattice capacity, the surplus Ca2+

were could form free-state CaCO3 species, aggregating and
enriching on the surface. Typically, the CaCO3 micro-crystal-
lites can be clearly detected by XRD when their size reached or
approached about 5 nm. Furthermore, their diffraction inten-
sity increases with higher Ca content, as observed in the case
of CaxCe1−xOy (x = 0.15–0.55). Notably, for Ca0.05Ce0.95Oy and
Ca0.1Ce0.9Oy, since the Ca content remained within the lattice
capacity of CeO2 (Fig. 2a and b), all Ca2+ cations were incorpor-
ated into the lattice structure of CeO2, thereby eluding detec-
tion through XRD analysis.43,44

3.2 The lattice capacity threshold effect of Ca2+ in CeO2 on
CO2 methanation by Ni/CaxCe1−xOy catalysts

To explore the lattice capacity threshold effect of these solid
solutions, all the Ni/CaxCe1−xOy catalysts were evaluated for CO2

methanation (Fig. 3). For the parent Ni/CeO2 catalyst, the overall
activity increased as the temperature rose until reaching 350 °C,
achieving a CO2 conversion of 65% and CH4 selectivity of 95%.
Ni/CaxCe1−xOy catalysts displayed the overall activity sequence of
Ni/Ca0.1Ce0.9Oy > Ni/Ca0.05Ce0.95Oy > Ni/Ca0.25Ce0.75Oy > Ni/

Ca0.4Ce0.6Oy > Ni/CeO2; however, they have a similar CH4 selecti-
vity (Fig. 3). The Ni/Ca0.1Ce0.9Oy catalyst exhibited the highest
overall activity, achieving a remarkable 75% CO2 conversion and
complete CH4 selectivity at 290 °C. The response data trends
revealed that when the amount of Ca incorporated into the solid
solution was below its lattice capacity, there was a gradual
increase in CO2 conversion. As the Ca content rose, the catalytic
activity was further augmented. Conversely, when the Ca
content surpassed the lattice capacity, the activity diminished
with increasing Ca content. The optimal activity of the loaded
Ni catalyst was achieved when the Ca doping content was
aligned precisely with the lattice capacity threshold, enabling
the creation of the highest possible quantity of a pure-phase
solid solution on the carrier material (i.e., 10 wt% Ni/
CaxCe1−xOy). This indicated the presence of a lattice capacity
threshold effect for dopant elements in oxide solid solution cat-
alysts supporting Ni, highlighting its pivotal role in catalyst
performance.

For better understanding the modification effects of
varying calcium oxide content on the intrinsic activity,
Arrhenius plots (Fig. 3c) were generated for all the catalysts.
These plots were constructed using CO2 conversion data below
10% to eliminate potential influences from mass and heat
transfer effects. To provide a clearer understanding, we calcu-
lated Rw (mass normalized rate) and Rs (surface area normal-
ized rate), representing CO2 conversion rates at 250 °C, which
are normalized by catalyst weights and surface areas and deter-

Fig. 3 Performance assessment of CO2 methanation on Ni/CaxCe1−xOy catalysts involves (a) CO2 conversion, (b) CH4 selectivity, and (c) Arrhenius
plots for CO2 methanation. (d) The intrinsic activity and the dispersion of the catalyst. The activity tests reveal a lattice capacity threshold effect, with
the maximum solid-solution pure-phase sample being at the CeO2 lattice capacity threshold. This results in the generation of more high-activity
oxygen vacancies, leading to its optimal catalytic performance (see Fig. 3, 5, 6 and Table 2).
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mined the apparent activation energies (Table 2) for the cata-
lysts using the formulas derived from the Arrhenius plots. In
the case of the two samples containing a pure CeO2 solid solu-
tion phase, Ni/Ca0.05Ce0.95Oy and Ni/Ca0.1Ce0.9Oy, both the Rw

and Rs values show an increasing trend as the calcium oxide
doping content rises. However, in contrast, among the Ni/
Ca0.25Ce0.75Oy and Ni/Ca0.4Ce0.6Oy catalysts, these three hetero-
geneous solid solution samples exhibited the presence of
CaCO3 on the surface of the CaxCe1−xOy support. In this case,
both the Rw and Rs values showed a significant downward
trend (Fig. 3d and Table 2). The observed activity sequence,
which reflected the catalytic performance of Ni/CaxCe1−xOy,
appeared to be closely linked to the location of calcium
within/on the CeO2 lattice. It was noteworthy that both the Rw

and Rs values followed the sequence Ni/Ca0.1Ce0.9Oy > Ni/
Ca0.125Ce0.875Oy > Ni/Ca0.05Ce0.95Oy > Ni/Ca0.25Ce0.75Oy > Ni/
Ca0.4Ce0.6Oy ≫ Ni/CeO2. These analysis results, illustrating the
incorporation of Ca2+ into the CeO2 lattice and forming pure
solid solution structure, have potential to enhance the activity
compared to heterogeneous solid solution samples
accompanied by CaCO3 on the CaxCe1−xOy support surface.
Additionally, the activation energy results also provided
additional evidence that the incorporation of CaO into the
CeO2 lattice can reduce the activation energy in the case of
pure solid solution samples. Next, the turnover frequencies
(TOF) for CO2 conversion on the exposed surface Ni active sites
were calculated at 250 °C (Table 2). It is noteworthy that all the
solid solution Ni/CaxCe1−xOy catalysts exhibited significantly
higher TOF values (ranging from 0.040 to 0.100 s−1) compared
to the unmodified Ni/CeO2 catalyst (0.035 s−1).

In a briefly general summary, solid solution samples Ni/
CaxCe1−xOy exhibited a notable enhancement in their intrinsic
activity. The enhanced activity indicated the presence of a lattice
capacity threshold effect in the reactivity of solid solution oxides.

The pattern of presentation was closely linked to the
location of Ca (i.e., in/on the support) and pure solid solutions
generated the highest oxygen vacancy concentration. Hence, a
pure solid solution crystal phase (i.e., calcium ions incorpor-
ated into the crystalline lattice structure of CeO2) and proper
condense of moderate alkalinity are key factors to promote
low-temperature activity.

The optimal sample’s catalytic performance was subjected
to a 20-hour stability test at 290 °C, during which no decline in

the catalytic stability was observed. The stability plot is
depicted below, with the corresponding text and descriptions
highlighted in red font within the main text. The alkaline
earth metal Ca modified the CeO2 support, generating active
oxygen vacancies. This facilitated CO2 activation, leading to
improved catalyst stability (Fig. S5†).

3.3 Studying interactions on metal and supports through H2-
TPR

To gain insight into the redox behaviors of CaxCe1−xOy solid
solution supports and the metal–support interaction, H2-TPR
experiments were performed on CaxCe1−xOy and NiO/
CaxCe1−xOy (Fig. 4 and Table S3†). The parent CeO2 exhibited
two distinct reduction peaks, one at approximately 480 °C and
another at about 780 °C. These peaks are associated with the
conversion of surface Ce4+ into Ce3+ and the transformation of
a fraction of the bulk CeO2 into Ce2O3.

45,46

Compared to the unaltered CeO2, all CaxCe1−xOy supports
demonstrated similar reduction peaks. However, there was a
noticeable shift of the reduction peak at ∼480 °C towards a
lower temperature range, suggesting the increased reducibility
of the surface CeO2 species. For Ni/CeO2, a distinctive peak
emerges at approximately 336 °C when comparing with the
CeO2 support profile. This peak can be confidently ascribed to
the conversion of NiO species into metallic Ni through
reduction. On the contrary, the reduction peak of NiO in the
profiles of the Ni/CaxCe1−xOy catalysts shifted to higher temp-
eratures and became broader. This phenomenon directly indi-
cated that the incorporation of Ca cations strengthened the
interplay between NiO and the CaxCe1−xOy supports. Hence,
when compared to the unmodified Ni/CeO2 material, the
reduced Ni/CaxCe1−xOy catalysts exhibited a smaller metallic
Ni and a higher Ni dispersion (Tables S2 and S3†).
Additionally, the capacity threshold effect seemed to be
evident in the interaction between the metal and the support
material. However, the disparity in the strength of interaction
between the metal and the support was not as pronounced;
thus, the impact on the activity was relatively minor. The deter-
mination of H2 consumption and the H/Ni atomic ratios of the
samples were carried out after subtracting the consumption
associated with the CaxCe1−xOy supports (Table S3†). The cata-
lysts exhibited H/Ni atomic ratios that were close to the stoi-
chiometric value of 2. This observation substantiated that NiO

Table 2 The reactivity of the catalysts

Catalysts SBET
a Dispersionb (%) Rw

c (10−3 mmol s−1 g−1) Rs
c (10−3 mmol s−1 m−2) TOFd (s−1) Ea [kJ mol−1]

Ni/CeO2 21 2.22 1.97 0.94 0.035 122.4
Ni/Ca0.05Ce0.95Oy 17 3.12 3.36 1.97 0.054 113.1
Ni/Ca0.1Ce0.9Oy 18 3.77 10.91 6.06 0.100 88.7
Ni/Ca0.125Ce0.875Oy 16 3.54 6.92 4.32 0.088 94.5
Ni/Ca0.25Ce0.75Oy 16 3.36 2.54 1.59 0.042 119.7
Ni/Ca0.4Ce0.6Oy 15 2.46 1.62 1.08 0.040 124.1

aMeasured by BET results. b The absolute dispersion measured by H2-TPD results. c Rw and Rs were differential rates at 250 °C, standardized
based on the catalyst’s weight and surface area, respectively. dCalculated based on the steady state CO2 conversion at 250 °C.
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was the prevailing component in all of the samples and under-
went complete reduction after hydrogen reduction
pretreatment.

3.4 Oxygen properties of supports and catalysts analyzed by
Raman and EPR spectroscopy

Raman characterization was employed to study the effects of
Ca modification on the structure and surface oxygen vacancies.
For the Raman spectrum of CaxCe1−xOy supports (Fig. 5a–c),
three distinct peaks were observed at 460, 570, and 1068 cm−1,
corresponding to octahedrally symmetrical vibration modes
(F2g), vacancy-induced modes, and superoxide (O2

−) modes,47

respectively. Although all samples exhibited the same signal,
there was a significant variation in intensity. The ratio of the
peak intensities at 570 nm and 460 nm, referred to as I570/I460,
is commonly used as an indicative measure of the concen-

tration of oxygen vacancies in CeO2-based materials. The I570/
I460 values obey the order Ca0.1Ce0.9Oy > Ca0.125Ce0.875Oy >
Ca0.05Ce0.95Oy > Ca0.25Ce0.75Oy > Ca0.4Ce0.6Oy > CeO2, where
Ca0.1Ce0.9Oy displayed the most pronounced concentration of
surface oxygen vacancies. This indicated that the density of
oxygen vacancies in the solid solution also exhibited a lattice
capacity threshold effect. Additionally, to semi-quantify the
amount of O2

−, we calculated the I1068/I460 values for
CaxCe1−xOy (Table S4†). Interestingly, the order of the I1068/I460
values mirrors that of the I570/I460 values, illustrating that O2

−

species were primarily generated through the adsorption of
oxygen at these oxygen vacancies.48 Furthermore, the modifi-
cation involving Ca2+ cations induced the formation of a
greater number of O2

− species compared to unmodified CeO2.
Thus, when comparing the Ca-modified supports to the parent
CeO2, the former exhibited a broader F2g Raman signal, indi-
cating that Ca2+ ions were likely incorporated into the CeO2

Fig. 4 H2-TPR profiles of (a) the CaxCe1−xOy support and (b) the fresh Ni/CaxCe1−xOy catalysts. The capacity threshold effect appeared in the inter-
action between the metal and the support material. Nevertheless, the difference in the strength of this interaction was not very pronounced, result-
ing in a relatively minor impact on the activity (see Fig. 4 and Table S3†).

Fig. 5 Raman spectra of the CaxCe1−xOy supports. (a) Octahedrally symmetrical vibration modes (F2g); (b) vacancy-induced modes; (c) superoxide
(O2

−) modes and (d) EPR spectra of some typical Ni/CaxCe1−xOy catalysts. The results reveal a lattice capacity threshold effect, with the maximum
solid-solution pure-phase sample being at the CeO2 lattice capacity threshold (see Fig. 5, 6, 8 and Table S4†).
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lattice matrix, which in turn affects the crystallinity (Fig. 5a).
Interestingly, it is noteworthy that Ca0.1Ce0.9Oy exhibited the
highest concentration of O2

− species among all the
CaxCe1−xOy supports. Raman spectroscopy results confirmed
that introducing different levels of Ca2+ cations elevated both
the density of oxygen vacancies and the quantity of O2

−

species, exhibiting a lattice capacity threshold effect. The
modification of the solid solution supports has a notable
impact on the surface characteristics of Ni/CaxCe1−xOy, which
will be investigated further in conjunction with XPS and
CO2-TPD analysis.

EPR spectroscopy was employed to further characterize the
O2

− species with electromagnetism on the catalyst surface for
some typical reduced catalysts (Fig. 5d). Notably, distinct EPR
signals corresponding to O2

− emerged, specifically with a g
value of 2.002. The intensity of the O2

− signal peaks followed
the sequence Ni/Ca0.1Ce0.9Oy > Ni/Ca0.05Ce0.95Oy > Ni/
Ca0.4Ce0.6Oy > Ni/CeO2, where Ni/Ca0.1Ce0.9Oy showcased the
most pronounced accumulation of surface oxygen vacancies,
aligning with the Raman spectroscopy results. In summary,
both EPR and Raman results consistently demonstrated a
lattice capacity threshold effect for oxygen vacancies in both
the support and supported Ni-based catalysts.

3.5 Exploring the lattice capacity threshold effect of oxygen
vacancies and moderate alkali center contents via XPS and
CO2-TPD

The surface elements of the reduced catalysts were assessed
through XPS. The Ce 3d spectra were deconvoluted and ana-
lyzed (Fig. 6a and Table S5†). Each spectrum was deconvoluted
into 10 groups corresponding to the surface species of Ce3+

and Ce4+, with the full width at half maximum (FWHM) of a
single Ce peak fixed in the range of 2.9–3.3 eV.49 The six
characteristic peaks at u′′′ (916.1 eV), u″ (907.2 eV), u′ (900.7
eV), v′′′ (898.0 eV), v″ (888.6 eV) and v (882.2 eV) were assigned
to the Ce4+ species. In contrast, the remaining four peaks at u′
(903.9 eV), u0 (899.3 eV), v′ (884.4 eV), and v0 (880.6 eV) were
attributed to Ce3+ species. To conduct an investigation into the
promotional effect of calcium on the surface Ce3+ concen-
tration, the surface Ce3+/(Ce3+ + Ce4+) ratios were determined
by dividing the ratio of the integrated areas of the Ce3+ peaks
with the sum of the integrated areas of both the Ce3+ and Ce4+

peaks.50 Previous works have indicated a strong correlation
between the quantity of oxygen vacancies on the surface of
CeO2 and the concentration of Ce3+ ions on the surface.51,52

The observed surface ratios of Ce3+/(Ce3+ + Ce4+) followed the

Fig. 6 XPS spectra of Ni/CaxCe1−xOy catalysts (a) Ce 3d; (b) O 1s; (c) the correlation of surface O2
−/(O2

− + O2−) ratio versus Ce3+/(Ce3+ + Ce4+)
ratios; (d) CO2 desorption profiles of the Ni/CaxCe1−xOy catalysts. (a. Ni/CeO2; b. Ni/Ca0.05Ce0.95Oy; c. Ni/Ca0.1Ce0.9Oy; d. Ni/Ca0.125Ce0.875Oy; e. Ni/
Ca0.25Ce0.75Oy; f. Ni/Ca0.4Ce0.6Oy). The lattice capacity threshold effect in the presence of oxygen vacancies and moderate-strength alkali centers
was primarily attributed to the lattice capacity threshold effect (see Fig. 5, 6 and Table S5†).
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particular sequence of Ni/Ca0.1Ce0.9Oy > Ni/Ca0.125Ce0.875Oy >
Ni/Ca0.05Ce0.95Oy > Ni/Ca0.25Ce0.75Oy > Ni/Ca0.4Ce0.6Oy > Ni/
CeO2. These results aligned well with the density of oxygen
vacancies on the surface of CaxCe1−xOy, as determined through
Raman spectroscopy (Tables S4 and S5†). This further vali-
dated the presence of an oxygen vacancy lattice capacity
threshold effect in the sample with the best catalytic perform-
ance. The surface Ca/(Ce + Ca) ratios of Ni/Ca0.05Ce0.95Oy and
Ni/Ca0.1Ce0.9Oy catalysts were found to be slightly elevated
compared to their stoichiometric ratios in the bulk material.
This observation suggested that a substantial portion of the
Ca2+ cations was effectively incorporated into the CeO2 lattice,
resulting in the formation of a solid solution structure.
Conversely, the surface Ca/(Ce + Ca) ratios in the Ni/
Ca0.125Ce0.875Oy, Ni/Ca0.25Ce0.75Oy, and Ni/Ca0.4Ce0.6Oy cata-
lysts were significantly elevated compared to their stoichio-
metric ratios in the CaxCe1−xOy bulk materials, indicating that
Ca2+ cations were mainly found as scattered carbonate depos-
its on the support surfaces. Higher surface oxygen vacancies
were expected to lead to more active oxygen species on the cat-
alysts’ surface due to the increased adsorption of gas-phase O2

molecules. We deconvoluted and analyzed the O 1s spectra for
the reduced catalysts (Fig. 6b). Three distinct peaks represent-
ing O2

− (533.0–533.1 eV), CO3
2− (531.9–532.2 eV), and the

lattice oxygen O2− (528.6–529.2 eV) were identified based on a
single oxygen peak with an FWHM of 1.8–2.0 eV.53 O2

−/(O2
− +

O2−); the ratio between the surface O2
− and lattice oxygen

amount was quantified (Table S5†). The intimate correlation of
surface O2

−/(O2
− + O2−) ratios with the Ce3+/(Ce3+ + Ce4+) ratios

(Fig. 6c) showcased that surface-bound O2
− originates from O2

adsorption at the oxygen vacancies.
CO2 adsorption/desorption technique was employed to

assess the surface alkalinity of the reduced catalysts (Fig. 6d
and Table S5†). Several distinct CO2 desorption peaks were
observed at temperatures below 450 °C. Peaks occurring at
temperatures below 200 °C and between 200 and 450 °C were
identified as weak and moderate alkaline sites, respectively.
Here, the weak alkaline sites were reported as surface OH
groups, followed by oxygen vacancies as moderate alkaline
sites.51 The combined quantity of alkaline sites and the quan-
tity of moderate alkaline sites followed the sequence Ni/
Ca0.1Ce0.9Oy > Ni/Ca0.125Ce0.875Oy > Ni/Ca0.05Ce0.95Oy > Ni/
Ca0.25Ce0.75Oy > Ni/Ca0.4Ce0.6Oy > Ni/CeO2 (Table S5†). This
trend aligned with the intrinsic activity (Rs) sequence (Tables 2
and S5†), which reaffirmed the lattice capacity threshold effect
on the concentration of medium-strength alkali centers gener-
ated by oxygen vacancies in solid solutions. Ni/Ca0.1Ce0.9Oy

and Ni/Ca0.125Ce0.875Oy, the two highly active catalysts, not
only exhibited a significantly higher quantity of moderate alka-
line sites but also demonstrated elevated CO2 desorption
temperatures compared to the other samples, indicating that
both weak and moderate alkaline sites facilitated the CO2

methanation reaction, with the moderate alkaline sites playing
a primary role in determining the activity.

Fig. 7 In situ FTIR spectra on the Ni/CeO2 catalyst, (a) tendency over temperature; (b) tendency over time; (c) dynamic evolution of reaction inter-
mediates chart; (d) proposed possible reaction mechanism (CO3H* → HCOO* → CH4).
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3.6 In situ FTIR investigation of the reaction path of Ni/CeO2

for CO2 methanation

In situ FTIR experiments were conducted to detect the reaction
intermediates during CO2 hydrogenation on the Ni/CeO2 cata-
lyst. The signals (1213, 1286, 1383 cm−1, and 1602 cm−1) were
attributed to bicarbonate (CO3H*) species54–56 at 50 °C
(Fig. 7a). As the temperature increased, the intensity of these
CO3H* species gradually decreased and nearly disappeared at
260 °C. The peaks at 1271 and 1700 cm−1 were associated with
bridged carbonate,57 while peaks in the range of
1550–1350 cm−1 correspond to carbonate species.58 As the
CO3H* species were consumed, formates (HCOO*) began to
emerge (1346 and 1614 cm−1).54,56,59 The intensity of HCOO*
significantly increased between 200 °C and 280 °C and then
declined. Notably, a new peak at 3012 cm−1 emerged, which
was attributed to the CH4* species under 240 °C. These results
suggested that CH4 formation may originate from HCOO*
species during CO2 methanation on the Ni/CeO2 catalyst.

To better illustrate the mutual conversion among inter-
mediate species and their relationships (CO3H*, HCOO*,
CH4*), in situ infrared testing was conducted at 240 °C
(Fig. 7b). Prior to conducting the experiment on the temporal

dynamics of the intermediate species, the catalyst underwent a
pre-treatment at 300 °C in a high-purity Ar atmosphere for 1 h
to eliminate surface impurities. Following this, the tempera-
ture was reduced to room temperature. After background sub-
traction, a mixed gas containing 1% CO2, 4% H2, and 95% Ar
was introduced. Subsequently, rapid heating from ambient
temperature to 240 °C was carried out to investigate the
dynamic variations among the intermediate species at this
temperature. The formation of formate (HCOO*) initially
increased, reaching its maximum at 16 min, while methane
(CH4*) also exhibited an initial increase tendency, reaching its
maximum at 24 min (Fig. 7b).

To illustrate the dynamic changes in the intermediate
species and the methane formation mechanism, we plotted
the integrated peak areas of all the carbonate, formate, and
methane species, setting the peak area with the highest value
to 100%. This allowed us to observe the percentage content
trends of these three species (Fig. 7c). It was evident that
CO3H* initially increased, reached a maximum at 8 min, and
then gradually decreased, stabilizing after 40 min.
Concurrently, as CO3H* was rapidly consumed, HCOO* exhibi-
ted a similar trend, increasing until 16 min and then stabiliz-
ing after 40 min. As HCOO* was consumed, the CH4 content

Fig. 8 (a) Correlation between the TOF values at 250 °C and the amount of surface moderate alkaline sites, (b) the correlation between the surface
moderate alkaline sites and Ce3+/(Ce3+ + Ce4+) ratio, and (c) the correlation between the TOF values at 250 °C and Ce3+/(Ce3+ + Ce4+) ratios. (a. Ni/
CeO2; b. Ni/Ca0.05Ce0.95Oy; c. Ni/Ca0.1Ce0.9Oy; d. Ni/Ca0.125Ce0.875Oy; e. Ni/Ca0.25Ce0.75Oy; f. Ni/Ca0.4Ce0.6Oy). The lattice capacity threshold effect
in the presence of oxygen vacancies and moderate-strength alkali centers was primarily attributed to the lattice capacity threshold effect.
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followed a pattern of initial increase, reaching its maximum at
24 min. Throughout this process, CO3H*, HCOO*, and CH4 co-
existed, indicating a dynamic equilibrium in their conversion.

Based on the aforementioned findings, a CO2 methanation
mechanism was proposed. CO2 interacted with the surface OH
sites, forming CO3H* at low temperatures. As the temperature
increased, CO3H* was transformed into HCOO*, which sub-
sequently evolved into CH4* (Fig. 7d).

3.7 The network of structure–activity relationship

It should be noted that surface oxygen vacancies play a pivotal
role as highly active alkaline sites for CO2 adsorption and
conversion.11,60 These sites, stemming from surface oxygen
vacancies, serve as affordably reactive moderate alkaline sites
on CeO2-based catalysts for various CO2 conversion
reactions.11,51,61,62 Hence, to better understand the relation-
ship between oxygen vacancies, intermediate alkali centers,
and turnover frequency (TOF), the relevant correlation lines
were plotted. The linear correlation between surface oxygen
vacancies and moderate alkaline sites further proved that the
moderate alkaline sites were primarily assigned to the surface
oxygen vacancies of Ni/CaxCe1−xOy catalysts (Fig. 8a). A clear
and direct linear relationship was evident between the TOF
values and the abundance of moderate alkaline sites (Fig. 8b).
Catalysts with a higher concentration of moderate alkaline
sites exhibited superior intrinsic activity for CO2 methanation,
underscoring the pivotal role of these sites in the catalytic per-
formance. Notably, surface oxygen vacancies, serving as alka-
line sites, are expected to enhance CO2 activation. Evidently,
there was a linear correlation between intrinsic catalytic per-
formance and the amount of surface oxygen vacancies
(Fig. 8c). Catalysts with a higher concentration of surface
oxygen vacancies exhibited favorable intrinsic activity for CO2

methanation.
In summary, oxygen vacancies in solid solutions can serve

as highly active catalytic sites at the reaction interface during
the CO2 methanation reaction, which enhances CO2 adsorp-
tion activation and significantly boosts low-temperature reac-
tivity. The presence of moderately strong alkaline centers in
solid solution materials originated from oxygen defect sites,
and the content of these alkaline centers determined the reac-
tion activity. Here, Ni/Ca0.1Ce0.9Oy, due to the presence of the
maximum amount of the pure solid solution phase, generates
the highest number of oxygen vacancies. The lattice capacity
effect resulting from the oxygen vacancies in this sample was
the primary reason for the threshold effect observed in the
methane conversion reactivity.

4 Conclusion

A series of Ni/CaxCe1−xOy catalysts were synthesized through
the sol–gel method and employed for CO2 methanation to
investigate the impact of Ca2+ incorporation into the CeO2

lattice on the structure–activity relationship of supported Ni
catalysts, specifically focusing on the lattice capacity threshold

effect. XRD analysis was initially employed to study the solid
solution structure and cell parameters, leading to the first-ever
determination of the lattice capacity for Ca in CeO2 through
the XRD extrapolation method. The lattice capacity of Ca2+ in
CeO2 was detected for the first time, corresponding to a Ca : Ce
molar ratio of 11 : 89. The catalytic materials in the Ni/
CaxCe1−xOy series exhibited a lattice capacity threshold effect
due to the presence of alkaline centers generated by oxygen
vacancies. This lattice capacity threshold effect was the
primary reason for the enhanced activity observed in these cat-
alysts during the CO2 methanation reaction. While the inter-
action between the metal and the support as well as the metal
Ni exhibiting lattice capacity threshold effects promote the
enhancement of the activity, they were not the primary factors
contributing to the lattice capacity threshold effect in the
active sites. Furthermore, the potential reaction pathway of Ni/
CeO2 catalyst in the CO2 methanation was revealed (CO3H* →
HCOO* → CH4).

This study established a distinct correlation between
oxygen vacancies and intrinsic activity through XRD extrapol-
ation. The initial exploration unveiled the presence of a lattice
capacity threshold effect in composite catalysts composed of
metal oxide-supported Ni, which offers crucial insights for
optimizing low-temperature CO2 methanation performance.
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