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Enhancement of the adsorption performance and recyclability of adsorbents is a crucial aspect of water

treatment. Herein, we used one-dimensional porous boron nitride (PBN) as a carrier to load Fe3O4

nanoparticles for the preparation of Fe3O4 nanoparticles-functionalized porous boron nitride (Fe3O4/

PBN) via a ball milling method. The high-energy ball milling promoted the creation of a negatively

charged PBN surface and facilitated the uniform distribution of Fe3O4 nanoparticles on the surface of

PBN. The adsorption performance of Fe3O4/PBN toward cationic dyes could be significantly improved

while no enhancement was observed for anionic dyes. The great adsorption performance of Fe3O4/PBN

is due to its surface functional groups and surface defects formed in the ball milling process. Moreover,

the strong interaction force between Fe3O4/PBN and cationic dyes promotes rapid initial adsorption due

to their negatively charged surface. Magnetic measurements demonstrated that Fe3O4/PBN is

superparamagnetic. The composites with low loadings of Fe3O4 nanoparticles could be quickly

separated from the aqueous solution under a low applied magnetic field, improving their recyclability.

This work highlights the role of ball milling in improving the adsorption performance of Fe3O4/PBN and

greatly promotes the practical application of Fe3O4/PBN in the field of environmental purification.
1. Introduction

Developing novel materials and advanced technologies to
effectively eliminate pollutants from water has great scientic
signicance and great value in practical applications for solving
global environmental issues.1,2 Adsorption has been considered
to be one of the most efficient methods for water treatment due
to its simple operation, low cost and it being an environmen-
tally friendly method.3–5 In particular, adsorption has obvious
advantages for cleaning wastewater with low concentrations of
pollutants as compared to chemical settlement, biodegrada-
tion, and membrane ltration.6 Effective adsorption has been
demonstrated using activated carbon, magnetic biosorbents,
natural coagulants, and other nano-composites.7–9 Activated
carbon has been widely used in the eld of environmental
purication.10,11 However, these materials cannot fully clean
wastewater with increasingly complex components due to their
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disadvantages, such as low adsorption capacity, poor chemical
stability, and low regeneration efficiency.12,13 Thus, there is an
urgent need to develop efficient, stable and safe adsorption
materials to solve the problem of water pollution.

Porous boron nitride (PBN) has been considered as an ideal
adsorption and support material because of its large specic
surface area, high thermal stability, and good chemical
inertia.14–18 Various synthetic efforts have already been under-
taken for the creation of PBN. Even so, PBN has mostly existed
in a powder state, thus making it difficult to separate from
wastewater aer adsorption.19–22 Poor recyclability has limited
its practical application in the eld of water treatment. The
combination of PBN with magnetic nanomaterials to prepare
composite adsorbents is an effective strategy to solve this
problem. Signicantly, Fe3O4 nanoparticles with excellent
magnetic properties and low biological toxicity have aroused
widespread interest for use in water treatment.23,24

Herein, we report ball-milled Fe3O4/PBN for enhancing
wastewater purication, where one-dimensional PBN with large
specic surface area and high stability acts as a support to load
Fe3O4 nanoparticles with average diameters of ∼25 nm. The
negatively charged PBN, effectively created by high-energy ball
milling, was not only conducive for enhancing the adsorption of
a cationic dye but also helped to uniformly anchor Fe3O4

nanoparticles on the surface of PBN. The excellent synergistic
adsorption of the cationic dye on Fe3O4/PBN was closely related
© 2024 The Author(s). Published by the Royal Society of Chemistry
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to Fe3O4 nanoparticle loading content and the use of a high-
energy ball milling method. Compared to pure PBN, the nega-
tively charged ball-milled PBN exhibited stronger electrostatic
forces with cationic dye, leading to the preferential adsorption
of the cationic dye. Moreover, Fe3O4/PBN could be easily
manipulated, even at a low magnetic eld, due to their super-
paramagnetism. This feature effectively overcame the disad-
vantage of powdered PBN, which is not easily separated from
water aer adsorption, increasing the recyclability of Fe3O4/
PBN. The role of ball milling and the mechanism by which the
cationic dye is adsorbed over Fe3O4/PBN were discussed.
2. Experimental
2.1 Synthesis

All chemicals were of analytical grade and were directly used
without further purication. In a typical synthesis process,
7.42 g of H3BO3 and 7.56 g of C3N6H6 were added in 200 mL of
deionized water and heated at 85 °C for 2 h followed by natural
cooling to room temperature to obtain a white precursor (C3-
N6H6$2H3BO3). Subsequently, the as-prepared precursor was
heated to 1000 °C at a rate of 10 °C min−1 and kept there for 3 h
in a ow of N2 to obtain the white PBN product.

Fe3O4/PBN was synthesized from as-prepared PBN and Fe3O4

nanoparticles with average diameters of ∼25 nm through
a high-energy ball milling method. First, 5.0 g of PBN were
placed into a ball mill tank containing zirconia balls with three
different sizes at room temperature; second, a certain mass
ratio of Fe3O4 nanoparticles to PBN (1 wt%, 5 wt%, 10 wt%) was
added into the ball mill tank (QM-1F, China) and mixed with
20 mL of ethanol, following high-energy ball milling at 550 rpm
for 6 h; nally, wet powders were heat-treated at 80 °C for 2 h to
obtain Fe3O4/PBN. According to the different mass ratios of
Fe3O4 nanoparticles to PBN, samples were marked as: Fe3O4/
PBN1, Fe3O4/PBN2, and Fe3O4/PBN3.
2.2 Characterization

The crystal structures of PBN and Fe3O4/PBN were detected
using powder X-ray diffraction (XRD, Shimadzu XRD-6100).
Scanning electron microscopy (SEM, Hitachi S-4800) and
transmission electron microscopy (TEM, Philips TECNAI-20)
were applied to observe and analyze the micro-morphology
and surface structure of samples. The elemental maps for C,
B, N, O, and Fe were obtained using energy dispersive spec-
troscopy (EDS). The chemical bonds of composites were
analyzed to understand the chemical composition and func-
tional groups present using Fourier-transform infrared spec-
troscopy (FTIR, Bruker Tensor 27). To study the specic surface
area and porous characteristics of samples, low temperature (77
K) nitrogen adsorption/desorption isotherms were obtained
using an autoSorb Quantachrome instrument (Quantachrome
Ins, Autosorb-iQ-1900). Magnetization curves of samples at
room temperature were measured using a vibrating sample
magnetometer (VSM, LakeShore VSM-7404). The pH values of
aqueous solutions were detected on a pH meter (PHS-25,
Hangzhou). The concentrations of dyes in aqueous solutions
© 2024 The Author(s). Published by the Royal Society of Chemistry
were determined using a UV-visible spectrophotometer (UV/vis,
Shimadzu UV-2600).
2.3 Batch adsorption experiments

Organic dyes, such as methylene blue (MB, cationic dye) and
methyl orange (MO, anionic dye), were selected as model
pollutants. An appropriate amount of organic dye was dissolved
in deionized water and diluted to the required concentration for
adsorption experiments. To assess the adsorption rate of
organic dyes on Fe3O4/PBN, samples (50 mg) were added to
200 mL of a MB water solution with a concentration of
50 mg L−1 at a pH value of 8 at 20 °C. To study the effect of
temperature on the adsorption performance, the water
temperature was varied from 10 to 50 °C. To evaluate the effect
of pH on the adsorption performance, the pH values of the
aqueous solution were adjusted from 2.0 to 12.0 by adding an
appropriate amount (0.1 mol L−1) of HNO3 and NaOH solu-
tions. For comparison, the adsorption properties of MO on
Fe3O4/PBN were tested under same experimental conditions.

The contaminant removal efficiency is calculated from the
following formula:

h(%) = (C0 − Ce)100/C0, (2.1)

where, C0 and Ce (mg L−1) represent the equilibrium concen-
trations of the contaminant in the wastewater before and aer
adsorption experiments. h is the percentage of organic dye
removed from the wastewater.

The Langmuir model can be expressed as a formula:

Qe = QmKCe/(1 + KCe), (2.2)

where Qe (mg g−1) represents the adsorption amount per unit
adsorbent for wastewater at adsorption equilibrium; Qm (mg g−1)
represents the adsorption capacity of the adsorbent; Ce (mg L−1) is
the concentration of the contaminant in wastewater at adsorption
equilibrium; and K (L mg−1) is the equilibrium constant of the
Langmuir adsorption.

Fe3O4/PBN with adsorbed MB was efficiently separated from
aqueous solutions within 3 min under a low external magnetic
eld. The regeneration of used samples was carried out using
a catalytic degradation method with the assistance of H2O2.
3. Results and discussion
3.1 Characterization

A representative SEM image of pure PBN prepared at 1000 °C
under N2 ow is shown in Fig. 1a. The pure PBN exhibits
a regular ribbon-like morphology with the main length falling
in the range of 3 to 20 mm, the width between 0.3–3 mm and the
thickness between 200–600 nm. The surface of ribbon-like PBN
is smooth. Occasionally, some fragmentation of PBN is also
observed. The morphology of ball-milled PBN shows no obvious
change in general, as displayed in Fig. 1b. However, the surface
of ball-milled PBN becomes rough, and the amount of PBN
grains increase due to the milling cutting force. Signicantly,
Fe3O4 nanoparticles were uniformly anchored on the surface of
RSC Adv., 2024, 14, 7124–7130 | 7125
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Fig. 1 (a) SEM image of PBN. (b) SEM image of Fe3O4/PBN1 indicating
the uniform dispersion of Fe3O4 nanoparticles on the surface of PBN.
(c) XRD patterns and (d) FTIR spectra of pure PBN and Fe3O4/PBN1.

Fig. 2 (a) SEM image of Fe3O4/PBN1. (b) SEM image of Fe3O4/PBN2.
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PBN (marked by arrows), which was mainly caused by surface
defects and hydroxyl groups formed in the ball milling process.
The crystalline structures of pure PBN and Fe3O4/PBN1 were
characterized using XRD, as depicted in Fig. 1c. The two major
diffraction peaks of pure PBN at ∼26° and 42.5° can be attrib-
uted to the (002) and (100) crystal planes of hexagonal BN
(JCPDS no. 45-0896), respectively.25,26 Besides the major
diffraction peaks of Fe3O4/PBN1, diffraction peaks at about
30.1°, 35.4°, 37.2°, 43.1°, 53.3°, 56.9° and 62.5° can be indexed
to the (220), (311), (222), (400), (422), (511), (440) crystal planes
of cubic Fe3O4 (JCPDS no. 11-0614).27 These ndings indicate
that the crystalline structure of PBN was not obviously destroyed
during the ball milling process. In addition, Fig. S1a† illustrates
that the relative intensities of XRD peaks belonging to Fe3O4

were enhanced with increased loading of Fe3O4 nanoparticles.
The FTIR spectra in Fig. 1d show the main peaks of the two
samples at about 1400 and 800 cm−1 and are indexed to B–N
stretching vibrations and B–N–B bending vibrations.28,29 The
intensity of vibration bands of ball-milled PBN at ∼3420 and
∼1630 cm−1 corresponding to stretching and bending vibra-
tions of hydroxyl groups became stronger than those in pure
PBN, revealing that the number of hydroxyl groups increased.
The negatively charged PBN surface helps to enhance the
adsorption of cationic dyes and interaction force between Fe3O4

nanoparticles and ball-milling PBN.30 The new peak in the
Fe3O4/PBN1 spectrum located at ∼590 cm−1 is attributed to the
Fe–O stretching vibration of Fe3O4 nanoparticles,23 indicating
that Fe3O4 nanoparticles were anchored on the PBN surface.
The intensities in the FTIR spectra in Fig. S1b† corresponding
to the Fe–O bands of Fe3O4/PBN2 and Fe3O4/PBN3 were
improved relative to Fe3O4/PBN1 due to the presence of more
Fe3O4 nanoparticles in these samples. Based on the above
experimental results, Fe3O4/PBN had been successfully
prepared using the ball milling method. The strengthened
adsorption activity may mainly be ascribed to the presence of
ball-milled PBN.
7126 | RSC Adv., 2024, 14, 7124–7130
SEM images of Fe3O4/PBN1, Fe3O4/PBN2 and Fe3O4/PBN3
are displayed in Fig. 2a–c, respectively. Evidently, Fe3O4/PBN1
(Fig. 2a) was sparsely loaded with Fe3O4 nanoparticles, while
more Fe3O4 nanoparticles (Fig. 2c) were loaded on the surface of
PBN in Fe3O4/PBN3. It is observed from Fig. 2a–c that Fe3O4

nanoparticles were uniformly and rmly anchored to the
surface of PBN without obvious self-agglomeration due to
hydroxyl groups and surface defects resulting from the high-
energy ball milling process.31,32 In addition, micro-
morphologies and micro-structure of Fe3O4 nanoparticles and
PBN show no obvious change before and aer ball milling. The
TEM image of Fe3O4/PBN1further conrms that Fe3O4 nano-
particles were directly anchored to the surface of ribbon-like
PBN (marked by arrows), as shown in Fig. 2d. Moreover, the
elemental distributions on the Fe3O4/PBN micro-ribbon were
analyzed using energy dispersive spectroscopy (EDS). The cor-
responding C, B and N elemental maps (Fig. 2e–g) clearly
indicate that the distributions of C, B and N elements are
uniform. The oxygen and iron elements (Fig. 2h and j) are
indeed present and also uniformly distributed over the Fe3O4/
PBN micro-ribbon. These results reveal that Fe3O4 nano-
particles were uniformly loaded on ball-milled PBN. The
numerous surface defects of ball-milled PBN were produced by
the milling cutting force since PBN layers are bound by van der
Waals type forces.31 Signicantly, the surface defects of ball-
milled PBN could serve as activated sites for the adsorption of
pollutants and good distribution of Fe3O4 nanoparticles.

Fig. 3a shows nitrogen adsorption/desorption isotherms for
Fe3O4/PBN1 and pure PBN at 77 K. According to the Interna-
tional Union of Pure and Applied Chemistry nomenclature, the
low temperature nitrogen adsorption/desorption isotherms of
pure PBN and Fe3O4/PBN1 can be classied as a class type-I
isotherm and an H4 type broad hysteresis loop, respectively.33

This suggests that the porous structures of pure PBN and Fe3O4/
(c) SEM image of Fe3O4/PBN3. (d) TEM image of Fe3O4/PBN1. (e–i)
Elemental maps for C, B, N, O, and Fe.

© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 (a) Low temperature nitrogen adsorption/desorption isotherms
for pure PBN and Fe3O4/PBN1. (b) Zeta-potential vs. pH for pure PBN
and Fe3O4/PBN1.
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PBN1 are mainly composed of slit-shaped mesopores and
micropores. The porous structure of as-prepared ball-milled
PBN was not obviously destroyed, which was consistent with
SEM and TEM observations. The amount of N2 adsorbed on
Fe3O4/PBN1 in the low pressure range was lower than that of
PBN, indicating that some micro-/mesopores were blocked or
disappeared during the ball milling process. The specic
surface areas of pure PBN and Fe3O4/PBN1 were 952 and 861 m2

g−1, respectively, as calculated using the Brunauer–Emmett–
Teller (BET) formula.34 Their pole volumes were 0.52 and 0.46
cm3 g−1 based on the Langmuir model, respectively.35

The surfaces of pure PBN and Fe3O4/PBN1 exhibit negative
charges at pH values ranging from 2 to 8, due to the presence of
hydroxyl groups and surface defects, as shown in Fig. 3b. The
zeta-potential values of the two samples increase as pH values
increase. It is noticeable that the zeta-potential values of Fe3O4/
PBN1 were higher than those of pure PBN at same pH values
because more hydroxyl groups and surface defects were intro-
duced on Fe3O4/PBN1 during the ball milling process. As
a result, the zeta-potential value of Fe3O4/PBN1 reached
−47.1 eV at pH 7. The high zeta-potential value is conducive to
promoting the adsorption of MB because of improved electro-
static attraction between Fe3O4/PBN1 and the cationic dye.36

Fig. 4 shows the magnetic properties of Fe3O4/PBN1 at room
temperature. Their saturated magnetization was 2.9 emu g−1.
Fig. 4 Magnetization curve of Fe3O4/PBN1 at room temperature. Inset
shows a photograph of the aqueous solution of Fe3O4/PBN1 before
and after the application of an external magnetic field.

© 2024 The Author(s). Published by the Royal Society of Chemistry
The curve is almost without hysteresis and reveals that Fe3O4/
PBN1 has superparamagnetic properties due to small-sized
Fe3O4 nanoparticles being uniformly anchored to ball-milled
PBN with no obvious self-agglomeration.37 The initial solution
containing Fe3O4/PBN1 was placed in an external magnetic
eld, which became quickly clear within 3 min, as shown in the
inset. Apparently, Fe3O4/PBN1 in the aqueous solution was
quickly attracted on the side wall of the bottle, thus showing
that the recycling efficiency of PBN was improved.

3.2 Adsorption studies

Because of its high specic surface area, large pore volume,
good chemical stability and numerous surface negative charges,
Fe3O4/PBN was the ideal adsorption and support material for
wastewater treatment. MB and MO contain aromatic rings and
were used as organic contaminants to assess the performance of
Fe3O4/PBN for water treatment. In addition, the effects of
experimental parameters on the adsorption of organic dyes
were investigated in detail.

To elucidate the effect of the ball milling and loading of
Fe3O4 nanoparticles have on the adsorption ability of Fe3O4/
PBN, a series of comparative experiments on water purication
were performed. The MB removal percentages of different
adsorbents in an aqueous solution are shown in Fig. 5. The
cationic dye removal rate for pure PBN was rapid and reached
saturation adsorption within only 50 min, 88.9 wt% of MB was
removed from the aqueous solution. For Fe3O4/PBN1 with
a sparse loading of Fe3O4 nanoparticles, 92.3 wt% of MB was
effectively removed from the aqueous solution within the initial
5 min. The MB adsorption equilibrium of Fe3O4/PBN1 was
approached within 50 min with a removal percentage of up to
99.7 wt%. The excellent adsorption performance was mainly
due to numerous functional groups and surface defects formed
during the ball milling process. Interestingly, the MB removal
percentage of Fe3O4/PBN2 rapidly increased in the rst 10 min,
then the adsorption rate of MB gradually slowed down.
However, adsorption equilibrium was not reached even within
360 min. The MB adsorption rate of Fe3O4/PBN3 with a dense
loading of Fe3O4 nanoparticles was slow throughout the
Fig. 5 MB removal percentages on different adsorbents (pH value: 7,
adsorbent dosage: 50 mg, dye concentration: 50 mg L−1, and
adsorption temperature: 20 °C).

RSC Adv., 2024, 14, 7124–7130 | 7127
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adsorption process. This was mainly due to the following two
reasons: rst, adsorption active sites in Fe3O4/PBN3 decreased
due to Fe3O4 nanoparticles being loaded on the surface of PBN;
second, the electrostatic attraction between Fe3O4 nanoparticles
and the cationic dye was weak. The adsorption capacities of the
four adsorbents followed the order, Fe3O4/PBN1 > PBN > Fe3O4/
PBN2 > Fe3O4/PBN3. Experimental results revealed that the
adsorption behavior was strongly correlated with the ball
milling process and the mass ratio of Fe3O4 NPs to BNNSs in
composites.

The adsorption rate of Fe3O4/PBN2 was very fast during the
initial phase due to the preferential adsorption of MB onto ball-
milled PBN. However, the next slow adsorption phase revealed
that the adsorption of MB on Fe3O4 nanoparticles played amain
role. The synergistic adsorption of MB on Fe3O4/PBN arose from
two aspects: the strong electrostatic interaction between ball-
milled PBN and MB caused the initial rapid adsorption by
Fe3O4/PBN2, while the weak electrostatic force between Fe3O4

nanoparticles and MB resulted in long interaction times. The
low interaction between cationic dyes and Fe3O4 nanoparticles
is a major rate-limiting factor throughout the synergistic
adsorption process. In addition, the magnetic properties of
Fe3O4/PBN mean that it is easy to separate from an aqueous
solution under an external magnetic eld, thus improving the
recycling efficiency.

Fig. 6a displays the MB and MO removal percentages of
Fe3O4/PBN1. MB was quickly removed from the aqueous solu-
tion within the initial 5 min and obtained adsorption equilib-
rium within 50 min. The MB removal percentage was up to
99.7 wt%. However, MO adsorption equilibrium over Fe3O4/
PBN1 was not reached, even within 180 min under same
experimental conditions. Only 67 wt% of MO was removed, and
the adsorption rate was decreased as time went on. This high
adsorption of MB reveals that the adsorption active sites of
Fe3O4/PBN possess good mutual adhesion ability with MB
molecules due to the negatively charged PBN surface.38
Fig. 6 (a) Effect of the charge of the organic dye on the adsorption
performance of Fe3O4/PBN1. (b) Effect of temperature on the MB
adsorption performance of two adsorbents. (c) Effect of pH on the MB
adsorption performance of two adsorbents. (d) MB adsorption
isotherms on pure PBN and Fe3O4/PBN1.

7128 | RSC Adv., 2024, 14, 7124–7130
Fig. 6b shows the effect of changing solution temperatures
from 10 to 50 °C has on the adsorption capacities of pure PBN
and Fe3O4/PBN1. When the solution temperature was 10 °C,
99.9 wt% of MB in the aqueous solution was effectively removed
by Fe3O4/PBN1. As the temperature of the solution increased,
the removal ability of composites was gradually weakened, and
the removal percentage was only 88.6 wt% at 50 °C. These
results indicate that the adsorption process was an exothermic
process.

However, the time to reach adsorption equilibrium was
signicantly shortened when the solution temperature was
increased, revealing that increasing the adsorption temperature
helps to improve the adsorption rate, as shown in Fig. S2.† This
can be understood by considering the following points:
increasing temperature can improve the diffusion rate of
organic dye molecules on the surface and in the pores of Fe3O4/
PBN1; increasing temperature can enhance the equilibrium
adsorption capacity of the adsorbent for organic dye molecules
in an aqueous solution. The pure PBN also showed similar MB
adsorption performance.

Testing the effect of the solution pH on the adsorption
performance of Fe3O4/PBN1 is important to fully assess the
value of composites in the eld of water treatment. As shown in
Fig. 6c, when the solution was at pH 2, the MB removal
percentage of Fe3O4/PBN1 was as much as 65 wt%; the removal
performance was enhanced with an increase in pH values. As
a result, the adsorption capacity of composites reached
a maximum value of up to 99.9 wt% at pH of 7, and MB in the
aqueous solution was almost completely removed. When the
pH of the solution was more than 8, the removal ability of
composites gradually decreased. However, 80 wt% of the
removal capacity remained, even at pH 12.

At the same time, we also studied the MB adsorption
performance of Fe3O4/PBN1 in different water sources,
including distilled water, tap water, Yangtze River water and
local pond water. As shown in Fig. S3,† the MB removal effi-
ciencies of Fe3O4/PBN1 decreased to about 91.2%, 80.6%, and
65.7% in comparison with the control experiment (distilled
water). This is because of the competition with the total dis-
solved organic material and coexisting cations for adsorption
sites.

The difference in the surface charge between adsorbents and
pollutants contributes to the enhancement of the MB adsorp-
tion performance of Fe3O4/PBN1. The adsorption capacity of
Fe3O4/PBN1 gradually improved with increasing pH when the
pH < 7. There were more negatively charged OH− groups and
nitrogen-defect sites on the surface of Fe3O4/PBN1 when the
solution pH increased which was conducive to the adsorption of
the cationic dye. However, excessive negative charge in the
aqueous solution hindered the ability of cationic dye molecules
to diffuse to the surface or the pores of Fe3O4/PBN1 when the
pH > 7, resulting in a decreased adsorption capacity.35 Overall,
Fe3O4/PBN1 can be widely used in the eld of water purication
under hazardous environments. A reasonable explanation for
this is that large number of hydroxyl groups and boron atom
vacancies on its surface provide abundant negative charges.
Electrostatic attraction between MB (cationic dye) and
© 2024 The Author(s). Published by the Royal Society of Chemistry
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negatively charged nitrogen atoms at the edges of ball-milled
PBN plays an important role in the adsorption. The boron
atom vacancies may be highly absorbent due to three unsatu-
rated nitrogen atoms at these sites, which constitute a nega-
tively charged N hole to trap MB cationic dye through
electrostatic interactions, as shown in Fig. S4.† In addition, the
hydroxyl groups on the Fe3O4/PBN surface revealed in the FTIR
spectra may contribute to MB adsorption through an ion
exchange reaction.39

Adsorption isotherms are widely used to analyze the
adsorption characteristics of solid adsorbents for the removal of
contaminants in an aqueous solution. Fig. 6d shows the MB
adsorption isotherms of Fe3O4/PBN1 and pure PBN in an
aqueous solution at pH 7 and at 20 °C. The concentration
ranged from 0.3 to 50 mg L−1 during the adsorption process.
The MB adsorption curves of Fe3O4/PBN1 and pure PBN were
tted using the Langmuir formula. It can be observed that the
adsorption data were tted by the Langmuir model (correlation
coefficients, R2 > 0.99). Based on the Langmuir model, the
maximum MB adsorption capacities of Fe3O4/PBN1 and pure
PBN in the aqueous solution were 393.5 and 331.7 mg g−1,
respectively. The removal capacity of Fe3O4/PBN1 was higher
than that of most BN materials previously reported.4,21,30,40,41

This result reveals that ball milling can be an attractive strategy
to enhance adsorption performance by taming the dispersion of
Fe3O4 nanoparticles and negatively charged PBN. The curve
indicates that Fe3O4/PBN1 is still able to remove MB at very low
concentrations. In addition, a simple regeneration experiment
(catalytic degradation method with the assistance of H2O2) was
carried out for the regeneration of the used Fe3O4/PBN mate-
rial.30 Batches of regeneration experiments were carried out on
Fe3O4/PBN1 samples to evaluate their cycling performance for
MB removal. The removal efficiency of about 86.3% was still
retained even aer 10 adsorption–regeneration cycles, as pre-
sented in Fig. S5.† It should be noted that the removal efficiency
of Fe3O4/PBN1 aer the h cycle was not obviously changed
with a further increase of cycles. In addition, the zeta-potential
value of Fe3O4/PBN1 reached −42.4 mV at pH 7, even aer 10
runs (Fig. S6†), indicating that numerous negative charges on
the surface of Fe3O4/PBN remained.

4. Conclusions

In summary, Fe3O4/PBN was successfully synthesized via a ball
milling method, where the ball-milled PBN was used as a carrier
for loading Fe3O4 nanoparticles. The resulting magnetic Fe3O4/
PBN1, with sparsely loaded Fe3O4 nanoparticles, not only
exhibited excellent adsorption performance toward cationic
dyes as high as 393.5 mg g−1 but also possessed high recycling
efficiency and could be effectively separated from water within
3 min. The enhanced adsorption performance and recyclability
could be attributed to the high dispersion of Fe3O4 nano-
particles and negative charges on the PBN surface created by the
ball milling process. In addition, the synergistic adsorption
properties of Fe3O4/PBN toward MB were studied. We believe
that this study can provide new insight into the design and
synthesis of adsorbents for water treatment.
© 2024 The Author(s). Published by the Royal Society of Chemistry
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