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od for the synthesis of lead sulfide
(PbS) nanoparticles using a surfactant-free
microemulsion scheme†

Hemant Tarkas,a Abhilasha Rokade,a Devashri Upasani,a Narendra Pardhi,a

Avinash Rokade,a Jaydeep Sali,b Shashikant P. Patole *c and Sandesh Jadkar *a

In this study, we report the synthesis of PbS particles having dimensions in the quantum-dot regime (13.17 to

26.91 nm) using a cyclohexane:isopropanol:dimethyl-sulfoxide surfactant-free microemulsion (CID-SFME)

scheme without a capping agent. We found that with an increase in the microemulsion concentration and

particle size, there was a simultaneous reduction in band gap due to the quantum confinement effect.

Furthermore, a microemulsion concentration of 0.0125 M was the optimum microemulsion

concentration for the growth of uniformly distributed, small particle-sized, ordered PbS nanoparticles

using CID-SFME at a constant temperature and other effective parameters. From the results obtained in

the present study, we believe that during the reaction, it was not the low values of viscosity and

dielectric constant that were responsible for keeping PbS stabilized inside the core of the micelle of the

CID microemulsion, but rather the van der Waals forces that also controlled the growth of spherical PbS.

We fabricated a highly stable FTO/TiO2/PbS/PANI/NiS/C photodetector at an optimized microemulsion

solution concentration. The fabricated photodetector showed a rise time of ∼0.39 s and a decay time of

∼0.22 s, with a photoresponsivity of ∼5.466 mA W−1, external quantum efficiency of ∼0.116 × 10−4%,

and detectivity of 6.83 × 107 Jones. Therefore, the CID-SFME scheme is an easy, low-cost route to

fabricate efficient, precise, stable, and fast-switching photodetector devices.
1. Introduction

In modern materials science, the synthesis of nanomaterials
has attracted much attention because of their remarkable
physical and chemical properties.1,2 Owing to the tunable
properties of nanomaterials, semiconductor nanomaterials are
oen synthesized and investigated via traditional routes to
obtain desired morphologies and dimensions.1 PbS is a group
IV–VI binary element with a low band gap, large exciton Bohr
radius (18 nm), extreme quantum connement, high carrier
mobility, low thermal conductivity, and other properties, which
make strong quantization effects visible even for large particles
or crystallites.3 Hence, it is a promising candidate to play an
active role in various optoelectronic devices, such as infrared
photodetectors,4 solar cells,5–8 infrared light-emitting diodes
(LEDs),9 thermoelectric cells,10 near-infrared light-emitting
eld-effect transistors,11 and llers in polymer
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61
nanocomposites,12 and other elds such as telecommunica-
tions and biomedical applications.3

Usually, chemical routes are preferred for the synthesis of
nanostructures owing to the simplicity and availability of many
controlling key parameters. These chemical preparation
methods include hydrothermal, solvothermal, chemical vapor
deposition, ultrasonic, microwave approach, electrodeposition,
sol–gel, in situ polymerization, intercalation, exfoliation, solu-
tion mixing process, and melt mixing process. The utilization of
capping agents in synthesizing nanostructures has been
observed to inhibit the inherent and distinctive features of
nanomaterials, including their optical and electrical properties.
Consequently, achieving the controlled synthesis of nano-
structures in the quantum regime via a chemical route without
capping agents poses a difficult challenge. Thus, searching for
new preparative strategies that can avoid capping agents and
retain the original properties of nanostructures has become
essential.

The surfactant-free microemulsion (SFME) scheme has
emerged as a promising approach for the controlled synthesis
of nanostructures without the need of capping agents. SFME
has been reported for the successful synthesis of PbS nano-
structures with a variety of dimensions and morphologies,
including clover-like cube-shaped, ower-shaped nano(micro)
structures, dendrite-like nanostructures, closed PbS nanowires,
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Table 1 Optimization of the CID components for obtaining stable
SFME experimental data

CyHX DMSO IPA DMSO/CyHx

4.0 1.0 1.4 0.25000
3.0 2.0 1.8 0.66667
2.5 2.5 2.0 1.00000
2.0 3.0 1.9 1.50000
1.0 4.0 1.6 4.00000
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and nanorods. The SFME is a facile and expeditious method for
nanostructured synthesis and exhibits signicant potential for
scalability in industrial applications. Forming a microemulsion
is one of the reliable ways of synthesizing nanoparticles.
Microemulsions are optically isotropic, transparent, and ther-
modynamically stable systems containing water, oil, a surfac-
tant, and cosurfactant.13 Our previous reports described the
synthesis of SnS nanoparticles using a chlor-
obenzene:methanol:ethylene glycol (CME) surfactant-free
microemulsion (SFME) scheme14 by varying the solution
concentration and reaction temperature. However, micro-
emulsions can also be prepared without traditional surfactants
with the right oil, water, and amphisolvent composition.
Amphisolvents can dissolve both oil and water. In this context,
Winsor's initial dispersion phase, known as the oil-in-water
phase, was employed for synthesizing nanoparticle surfactant-
free microemulsions, offering several advantages, including
precise control over the nanoparticle size during synthesis.
Typically, polar liquids are designated as the aqueous phase due
to their hydrophilic properties, while non-polar liquids are
categorized as the oily phase due to their hydrophobic charac-
teristics, and amphiphilic liquids play a crucial role in achieving
a thermodynamically stable and optically isotropic dispersion
of two immiscible liquids.

This paper describes a pioneering route for the controlled
synthesis of PbS nanoparticles in the quantum-dot regime. The
microemulsion scheme used here was a transparent ternary
mixture of cyclohexane (non-polar component), DMSO (polar
component), and IPA (amphiphilic surfactant-like component).
This report also describes the use of the microemulsion solu-
tion concentration as a critical parameter to control the size of
the nanoparticles. Again, during the reaction, the probable
existence of synthesized PbS nanoparticles was also examined
to elaborate the growth mechanism. In addition, we success-
fully fabricated an efficient photodetector based on PbS nano-
particles synthesized with the optimum microemulsion
concentration. This work aimed to develop an easy and low-cost
route to fabricate efficient, precise, stable, and fast-switching
photodetector devices using synthesized PbS nanoparticles.

2. Experimental
2.1. Preparation of CID-SFME

Generally, for nanostructure synthesis, immiscible solvents are
preferred for preparing the SFME scheme to maintain orthog-
onality. However, tests for selection of proper solvents was
carried out by considering the solubility and reactivity of the
source materials of the precursor solutions. Fortunately, we
found cyclohexane:dimethyl sulfoxide to be the best-suited pair
of immiscible solvents for synthesizing PbS nanoparticles to
maintain orthogonality. However, owing to its miscibility in
both cyclohexane (CyHX) (oil phase) and dimethyl sulfoxide
(DMSO) (water phase), isopropanol (IPA) behaves like a surfac-
tant and plays a vital role in forming the CID microemulsion.
Boutonnet et al.15 demonstrated that the balance between the
hydration force and entropy enabled the formation of a stable
microemulsion of three solvents, in which two immiscible
© 2024 The Author(s). Published by the Royal Society of Chemistry
solvents maintained their orthogonality aer mixing. However,
the third component of the mixture, isopropanol (hydrotrope),
combined these owing to the miscibility of the hydrotrope in
any proportion.

In this study, we demonstrated the use of the CID-SFME
scheme for synthesizing PbS nanostructures. Because of its
miscibility in both CyHX and DMSO components of the CID
scheme, IPA played the role of hydrotrope to form a micro-
emulsion. During the reaction, it could obviously maintain the
thermodynamic stability of the microemulsion. Otherwise,
there would have been a strong possibility of altering the reac-
tion, thus inuencing the properties of synthesized nano-
materials. Hence, to maintain the thermodynamic stability of
the microemulsion, it was essential to identify the relation
between the orthogonal solvents and surfactant-like compo-
nents of SFME aer selecting the solvent pair. Here, we exper-
imentally checked the stability of CID-SFME by varying the
respective amount of CyHx : DMSO solvents and the required
amount of IPA to form the stable microemulsion. This effort
elucidated the experimentally optimized relation between
a mixture of CyHX and DMSO components with particular
ratios and the required amount of IPA.

The typical experiments for optimization were carried out
simply by visual observations with 30 s bath sonication at
laboratory conditions, with an ambient temperature of 25 °C
and relative humidity of ∼40%, and recording the amount of
the IPA required in a mixture of CyHX and DMSO components
for different ratios. As the CyHx and DMSO components were
mutually immiscible, we found a bilayered mixture of both
phases. Aer the addition of a small amount of IPA (100 ml) with
30 s bath sonication, the boundary of this bilayered mixture was
shied (either up or down, depending on the selected CyHx and
DMSO ratio) due to the formation of the partial microemulsion.
The procedure was repeated until a certain critical amount of
IPA was determined. At this stage, the boundary of this bilay-
ered mixture vanished, indicating the formation of the stable
microemulsion. The values of the calibration obtained are
shown in Table 1.

This relationship allowed plotting a calibration curve for the
CID SFME scheme, as shown in Fig. 1. In our previously pub-
lished study,14 when methanol was added in quantities below
a critical threshold, we observed a white-turbid mixture of
immiscible solvents, indicating partial emulsion formation.
However, when methanol was added in an optimal critical
amount, the white-turbid mixture of immiscible solvents
transformed into a clear, transparent solution without any
RSC Adv., 2024, 14, 4352–4361 | 4353
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Fig. 1 Calibration curve of the CID-SFME scheme for determining the
stability of microemulsion at different ratios of components.

Fig. 2 Schematic of the reaction mechanism: CID micelle (a) pure, (b)
before reaction, and (c) after reaction.
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distinct phases. This transformation signied the creation of
a thermodynamically stable microemulsion. The calibration
curve generated from our experiments provided empirical
equations that were invaluable for statistically estimating the
required amount of isopropanol (IPA) for specic ratios of
dimethyl sulfoxide (DMSO) and cyclohexane (CyHx) compo-
nents in the CID SFME scheme. Importantly, this calibration
curve also enabled us to choose an appropriate ratio, effectively
addressing issues related to the solubility limits of the source
materials within the microemulsion components.16

The empirical equations obtained from the calibration curve
for the CID SFME scheme are given below,

Part A: If DSMO/CyHx # 1, y = 0.80656(x) + 1.218 (1)

Part B: If DSMO/CyHx $ 1, y = −0.12903(x) + 2.113 (2)

Part A of the curve is applicable only when the value of the
DMSO : CyHx ratio is less than 1. However, Part B is helpful
when the amount of CyHx is a minor portion of the CID
compared to DMSO. Both equations are valid at the curve's apex
when DMSO/CyHX = 1 (50 : 50%). The extrapolated values for
a particular ratio of DMSO and CyHx components of the CID
SFME scheme and the required amount of IPA for stabile
microemulsion are listed in Table S1 (see ESI†).

2.2. Synthesis of PbS nanoparticles

In a typical synthesis of PbS nanoparticles with the help of the
CID SFME scheme, lead acetate [Pb(C2H3O2)2] and sodium
sulde (Na2S$XH2O) were used as Pb2+ and S−2 ionic source
materials, respectively. However, owing to the solubility limit of
Na2S$XH2O in aprotic polar DMSO in the presence of non-polar
CyHx, we chose a 1 : 4 ratio of the CyHx and DMSO components.
First, a thermodynamically stable CID microemulsion was
prepared by adding 10ml of CyHx into 40ml of DMSO, and then
17 ml of IPA was added dropwise with ultrasonic bath sonica-
tion. This ternary mixture was separated into two equal parts to
prepare an equimolar solution of Pb2+ and S−2 ionic source
materials. An appropriate amount of Pb2+ and S−2 ionic source
materials was separately dissolved into these halves to form an
4354 | RSC Adv., 2024, 14, 4352–4361
equimolar microemulsion solution at room temperature and
40% relative humidity. Then, the S−2 ionic solution was slowly
added dropwise into the Pb2+ solution with vigorous stirring for
5 min. The colorless solution turned dark brown/black, indi-
cating PbS nanoparticle formation. Aer total mixing, the
solution was continuously stirred for the next 10 min. Aer
10 min stirring, the product was washed and separated with
methanol three times using centrifugation and separation;
specically, the product was centrifuged at 4500 rpm for 7 min.
Finally, the obtained product was washed once with acetone
and then allowed to dry at 80 °C on a hot plate and stored for
further investigations. Since the microemulsion concentration
was selected as a critical parameter to tune the reaction prop-
erties for synthesizing PbS nanoparticles, a similar procedure
was repeated for ve solutions with different microemulsion
concentrations of 0.1, 0.05, 0.025, 0.0125, and 0.00625 M.
2.3. Reaction mechanism

Lead acetate [Pb(C2H3O2)2] and sodium sulde (Na2S$XH2O)
were independently dissolved in half CID microemulsion to
produce solutions containing Pb2+ and S−2 ions, respectively.
Subsequently, upon combining these distinct Pb2+ and S−2 ion
solutions and subjecting them to continuous stirring, the
collision of ionic micelles took place.

As a result, S−2 ions diffused into the Pb2+ ionic micelle to
form a dark brown/black color PbS molecule. As the Pb2+ ion is
heavier (ionic radius of Pb2+ = 0.119 nm, density =

11.34 g cm−3) than the S−2 ion (ionic radius of S−2 is 0.184,
density = 2 g cm−3), S−2 ions will diffuse into the micelles of
Pb2+ cationic precursor solution. Fig. 2 schematically illustrates
the diffusion process of the precursor solutions into each other.
Aer the reaction, the PbS will diffuse into the core of the
micelle, which is CyHx (oil phase) of CID SFME, and hence, the
growth of spherical PbS nanoparticle in the quantum regime
was possible. The conrmation of the existence of PbS inside
the core of the micelle was validated by several experimental
techniques. Generally, owing to their high surface area and
energy, nanoparticles tend to agglomerate easily. In order to
achieve a stable dispersion, it is necessary to prevent the
agglomeration of individual particles within the solution. This
can be done by adding a stabilizing agent inside the dispersion
solution. However, the stabilizing agent will remain on the
© 2024 The Author(s). Published by the Royal Society of Chemistry
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surface and seriously inuence the properties of dispersed
material. Hence, the SFME has an advantage. It has been re-
ported that the greater the zeta potential, the greater the
stability of nanoparticles in solution.17 The zeta potential
depends on several parameters, such as the surface charges,
ions adsorbed at the interface, and the nature and composition
of the surrounding medium. The net charge in a specic
medium depends on the particle charge and counter ions. The
zeta potential is an index of the interaction between the parti-
cles. Here, we tried to explain the existence of PbS aer
molecular formation by consideration of the zeta potential (z)
value using the well-known Smoluchowski's equation,

z ¼ 4ph

3Uð300� 300� 1000Þ (3)

where z is the zeta potential in mV, 3 is the dielectric constant of
the medium, h is the viscosity of the solution, U is the electro-
phoretic mobility (v/V/L) with n = speed of the particles in the
electric eld in cm s−1, V = applied voltage, and L = distance to
the electrode.

The zeta potential is directly proportional to the viscosity of
a solution and inversely proportional to the dielectric constant
and electrophoretic mobility.17 To describe the growth mecha-
nism, we also investigated the stability and vicinity of the PbS
nanoparticles in the CID SFME scheme components during the
reaction. In this study, we individually dispersed the synthe-
sized PbS (0.0125 M) nanoparticles (5 mg ml−1) in pure CyHx,
IPA, and DMSO solvents, and CyHx:IPA, DMSO:IPA pair of CID
SFME (for CyHx : DMSO 1 : 4 ratio and required IPA), with
30 min bath sonication. These solutions were then analyzed by
UV-visible absorption spectroscopy. Fig. S1 (ESI†) shows the UV-
visible absorption spectra recorded immediately aer sonica-
tion. We analyzed and recorded data to evaluate the values of
the real and imaginary dielectric constants optically, as dis-
played in Table 2. In the case of electromagnetic waves, the real
part of the dielectric constant denes the change of the wave-
length concerning that in a vacuum. However, the dielectric
constant's imaginary part describes electromagnetic wave
absorption.18 Because we were performing investigations
through the absorbance curve, an imaginary part of the
dielectric constant was considered for further studies.

The viscosity of the pure and pair of CID components was
also measured using the ball-falling method. In this method,
Table 2 Measured viscosity and dielectric constant values in pure
CyHx, IPA, DMSO solvents and CyHx:IPA, DMSO:IPA pair of CID
components

Sr. No. Solvent or pair
Viscosity (cP)
(at 28 °C) Dielectric constant

1 CyHx 0.90 2.47 × 10−8

2 IPA 2.40 2.07 × 10−5

3 DMSO 1.80 1.55 × 10−6

4 CyHx:IPA 1.65 9.81 × 10−4

5 DMSO:IPA 2.10 6.33 × 10−4

© 2024 The Author(s). Published by the Royal Society of Chemistry
the viscosity of the liquid (V) can be calculated using the
following equation,

V ¼ 2ðball density� liquid densityÞ � g � a2

9� v
(4)

where g is the acceleration due to gravity, a is the radius of the
spherical stainless steel ball, and v is the velocity of the stainless
steel ball through the liquid. The comparative data presented in
Table 2 reveals that CyHx exhibited a lower dielectric constant
value, suggesting the potential for more dispersion stability.

The electrophoretic mobility (m) is given by,20

m ¼ Q

6prh
(5)

where Q is the net charge on the ion, r is the ionic radius of the
solute, and h is the viscosity of the medium. As PbS is a neutral
molecule, it neither possessed electrophoretic mobility nor
showed any movement toward the electrode (bias voltage= 50 V
DC). Hence, the overall result came out as zero zeta potential.
Although the PbS molecule did not have zeta potential,
comparatively, it showed excellent dispersion stability in CyHx.
According to DLVO theory, the electrical forces are not only
responsible for the dispersion stability but also the van der
Waals forces, which strongly inuence the stability of a disper-
sion.19 Hence, it could be concluded that, in addition to the low
dielectric constant and viscosity, the van der Waals force
between PbS and CyHx also majorly contributed to stabilizing
the PbS inside the micelle of the CID microemulsion. The
experimental observation supported the absorption curve for
the respective pair of solvents in the initial hours of sonication,
which were immediately captured aer performing the optical
absorption spectroscopic measurements. Fig. 3 shows the
actual photographs of the solutions aer specic intervals of
time. As can be seen, even aer 48 h, CyHx held control over the
dispersion of PbS nanoparticles. Thus, during the reaction aer
the formation of PbS molecules, the probable existence of PbS
was at the core of the micelle of the CID SFME scheme. The
migration of PbS at the core of the micelle controlled the growth
of nanoparticles under the inuence of constant system
parameters.

Finally, considering the band energy positions, we fabricated
the FTO/TiO2/PbS/PANI/NiS/C device architecture for a photo-
detector application and investigated its photoresponse prop-
erties. The details of the device fabrication are reported in
Section III (ESI†). The details of the polyaniline (PANI) synthesis
protocol and electron-transport layer nickel sulde (NiS) are
discussed in Section IV and Section V of the ESI,† respectively.
3. Results and discussion
3.1. Low-angle XRD analysis

Fig. 4 shows the XRD pattern of all the synthesized PbS nano-
particles with different microemulsion solution concentrations.

The diffracted peaks located at 2q ∼ 26.05°, 30.16°, 43.12°,
and 51.06° values corresponding to (111), (200), (220), and (311)
planes matched with the JCPDS card data # 65-0132 attributed
to the cubic phase with the lattice constant a = 5.969 Å and
RSC Adv., 2024, 14, 4352–4361 | 4355
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Fig. 3 Photographs of synthesized PbS nanoparticles dispersed in pure solution and a pair of CID components after an (a) initial an hour of
sonication, (b) after 24 hours, and (c) after 48 hours.

Fig. 4 XRD patterns of PbS films for different microemulsion
concentrations.
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conrmed the formation of pure PbS nanoparticles. No other
impurity peaks were found in the XRD pattern, indicating the
pure phase of PbS. Broadening of the XRD diffraction peaks was
observed and was the result of the nano-sized PbS nano-
particles. The crystallite size was then calculated by using the
Debye–Scherrer equation,21

Dhkl ¼ 0:9l

bD cos qB
(6)

where qB is the angle between the incident and diffracted
planes, bD is the full width at half maximum (FWHM) of the
peak in radians, and l is the wavelength of the X-ray source.

The interplanar distance of PbS was calculated using the
following equation,
Table 3 Interplanar distance and crystallite size for samples with differe

Diffraction plane dhkl (nm)

Crystallite size (Dhkl)

0.00625 M

111 0.34 11.02
200 0.3 14.31
220 0.21 08.02
311 0.18 11.08
Average size (nm) 11.11

4356 | RSC Adv., 2024, 14, 4352–4361
nl = 2dhkl sin qB (7)

The calculated values of dhkl and Dhkl for all the samples are
listed in Table 3.
3.2. FESEM and EDX analyses

To investigate the effect of the microemulsion concentration on
the surface morphology and elemental composition, eld
emission scanning electron microscopy (FESEM) and energy
dispersive X-ray spectroscopy (EDAX) analysis were carried out.
Fig. 5(a1)–(e1) show the FESEM images of PbS thin lms
prepared at different microemulsion concentrations using the
drop-casting method at 50 °C. The formation of spherical-
shaped nano-sized PbS nanoparticles was observed, and the
diameter of the nanoparticles was measured with the aid of
ImageJ soware. The measured values for the PbS nanoparticles
diameters and respective solution concentrations are listed in
Table 4.

As we increase the concentration of the microemulsion
solution, an increase in average nanoparticle size was observed.
In addition, the synthesized PbS nanoparticles had a smaller
radius than the bulk Bohr radius (∼18 nm).1,2 Thus, the
synthesized PbS nanoparticle's size came under the quantum
regime. Hence, these synthesized PbS nanoparticles may show
quantum connement effects. Interestingly, it was found that
when microemulsion concentration increased from 0.0125 M to
0.1 M, the average particle size increased linearly. However,
below 0.0125 M, there was a deviation in the linear relationship
between the microemulsion concentration and average particle
size, which may be due to the increased particle-size distribu-
tion. Fig. 5(a2)–(e2) show the statistical particle-size distribu-
tion analysis for the synthesized PbS nanoparticles at different
nt microemulsion solution concentrations

(nm)

0.0125 M 0.025 M 0.05 M 0.1 M

15.10 13.71 12.27 10.13
15.24 14.43 14.82 13.49
10.55 10.11 9.60 8.54
9.52 12.23 20.22 14.09

14.04 12.62 14.23 11.56

© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 (a1–e1) FESEM images, (a2–e2) particle-size distribution analysis, and (a3–e3) EDX spectra of PbS films synthesized by the CID SFME
scheme for different solution concentrations.

Table 4 Measured diameters and band gaps of the synthesized PbS
nanoparticles at different solution concentrations

Sr. No. Concentration (M)
Average particle
diameter (nm)

Direct band
gap (eV)

1 0.00625 15.03 1.59
2 0.0125 13.17 1.56
3 0.025 16.72 1.53
4 0.05 21.57 1.51
5 0.1 26.91 1.50

© 2024 The Author(s). Published by the Royal Society of Chemistry
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microemulsion concentrations. As can be seen, relatively
narrow particle-size distributions were observed for PbS
synthesized with the 0.0125 M microemulsion concentration.
These results revealed that PbS synthesized with 0.0125 M
solution had a high degree of dimensional uniformity
compared to the other samples.

The elemental compositions of the WS2 lms were deter-
mined by energy dispersive X-ray spectrometry (EDAX) coupled
with FESEM. Fig. 5(a3)–(e3) illustrate the EDAX spectra of the
PbS nanoparticles synthesized using the CID SFME scheme for
different microemulsion solution concentrations. The EDAX
RSC Adv., 2024, 14, 4352–4361 | 4357
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spectra of all samples showed a ∼1 : 1 atomic ratio of Pb and S,
conrming the formation of a pure PbS phase. These results
were consistent with the low-angle XRD analysis. The formation
of a pure phase of PbS was further conrmed by FTIR analysis
(see Fig. S3, ESI†).

3.3. Optical properties investigations

UV-visible absorption spectra of the PbS thin lm synthesized
using the CID SFME scheme for different microemulsion solu-
tion concentrations are shown in Fig. 6. The absorption spectra
showed an increase in absorbance value in the NIR and visible
regions. In addition to the optical absorption response, we
computed the band gap values (Table 4) of all the samples by
the Tauc plot method (see ESI Fig. S2†).

Fig. 7 describes the relationship between the particle size
and bandgap of PbS nanoparticles synthesized with different
microemulsion concentrations using the CID SFME scheme. It
was found that owing to the quantum connement effect, as we
increased the microemulsion concentration of the solution,
there was a decrease in the optical band gap. Thus, it was
possible to have precise control over the bandgap values of PbS
by adjusting the concentration of the microemulsion solution
Fig. 6 UV-visible absorption spectra of PbS nanoparticles synthesized
with different microemulsion concentrations.

Fig. 7 Relation between the particle size and band gap of PbS
nanoparticles synthesized with different microemulsion
concentrations.

4358 | RSC Adv., 2024, 14, 4352–4361
within the range of 0.0125 M to 0.1 M while keeping the other
system parameters constant. However, due to the wide particle-
size distribution, PbS prepared with the 0.00625 M and 0.1 M
microemulsion solution concentrations has lower and higher
band gap limits, respectively. In other words, under the range of
0.0125 M to 0.1 M, the dimension of the PbS nanoparticles will
have a stronger solitary relation with the microemulsion solu-
tion concentration at a constant temperature.
3.4. Photodetector properties

A photodetector operation is fundamentally based on convert-
ing absorbed photons into an electrical signal. A thorough
understanding of the photodetector's fundamental operation
and various related mechanisms can be found in the
literature.22–24 In the present study, the PbS lm synthesized at
0.0125 M microemulsion concentration exhibited high crystal-
linity. Furthermore, the PbS lm demonstrated effective optical
absorption capabilities for various wavelengths (Fig. 9). There-
fore, we fabricated a PbS:PANI-based photodetector using PbS
lm synthesized at 0.0125 M microemulsion concentration
onto an FTO substrate, following the FTO/TiO2/PbS:PANI/NiS/C
conguration. Fig. 8 shows a schematic of the fabricated FTO/
TiO2/PbS:PANI/NiS/C photodetector device for the present study
and the corresponding energy level diagram.

TiO2 is a promising electron-transport layer (ETL) and a front
contact of the device due to its wide band gap, high electron
Fig. 8 (a) Schematic of the FTO/TiO2/PbS:PANI/NiS/C photodetector
device and (b) energy level diagram.

© 2024 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d3ra07679b


Fig. 9 I–V characteristics of the FTO/TiO2/PbS:PANI/NiS/C photo-
detector in the range −1.0 V–1.0 V.
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mobility, and suitable band position with the present device
structure. However, NiS served as the electron-transport layer
(HTL) and helped to extract photogenerated holes from the
PbS:PANI composite active layer and transport them to the
carbon back contact.

The photoresponse of the FTO/TiO2/PbS:PANI/NiS/C photo-
detector was measured under intermittent dark and white light
illumination (100mW cm−2) at a bias voltage of−0.75 V at room
temperature. Fig. 9 shows the current–voltage (I–V) character-
istics of the PbS:PANI-based photodetector under dark and
visible light illumination conditions. The increase in current
value under the illumination of white light conrmed the
photoactive semiconducting behavior of the PbS:PANI
composite layer.

Photodetectors usually operate in a reverse-biased congu-
ration, where reverse biasing is employed to enlarge the
depletion region and enhance photon absorption. In the
forward bias region, which corresponds to the photovoltaic
mode (ranging from 0 to 1 V), the I–V curve exhibits a diode-like
behavior when the device is in the dark condition. However,
once exposed to light, the photovoltaic effect causes the current
Fig. 10 Current versus time plot for the PbS:PANI-based photode-
tector device at a bias voltage of −0.75 V.

© 2024 The Author(s). Published by the Royal Society of Chemistry
to transition into the fourth quadrant. This light-induced
response is crucial for the device to function as a photode-
tector effectively. Conversely, there was a notable and signi-
cant shi found here in the current value into the third
quadrant in the reverse biasing region (from−1 to 0 V) and aer
exposure to light at a bias voltage of −0.75 V.

Fig. 10 shows the current versus time (I–t) plot for the
PbS:PANI-based photodetector device. The PbS:PANI-based
photodetector displayed a constant current over the cycles,
indicating good stability and repeatability. The rise time (sRise)
is dened as the time required for a photodetector to reach 90%
of its maximum photocurrent value from its dark current value.
Similarly, the decay time (sDecay) is dened as the time required
Fig. 11 (a) Typical single-cycle I–t curve, (b) exponential fitting rise
curve, and (c) exponential decay curve of the PbS:PANI-based
photodetector for measuring the rise and decay time.

RSC Adv., 2024, 14, 4352–4361 | 4359
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for the photodetector to reach 10% of its minimum dark current
value from its photocurrent value.25

The photodetector's rise and decay times were calculated by
enlarging a single photoresponse cycle. Fig. 11(a) shows
a typical single-cycle I–t curve of the PbS:PANI-based
photodetector.

The rise and decay processes followed an exponential law,

I ¼ I0 e
�t

sRise (8)

I ¼ I0 e
�t

sDecay (9)

where I0 is the photocurrent, sRise and sDecay are the rise and
decay times, respectively, and t is the time constant. Fig. 11(b)
shows the exponential t curve for the rise time measurement,
while Fig. 11(c) is the exponential t curve for measuring the
decay time of the PbS:PANI-based photodetector. The estimated
rise and decay times values were ∼0.39 s and ∼0.22 s, respec-
tively. It has been reported that the presence of defects and the
recombination of charge carriers strongly affect the response of
a photodetector. The morphology of lms can also affect the
transport of carriers and the device's performance. Crack- and
void-free lms are required for ideal optoelectronic devices.26

The fast rise and decay times observed for the PbS:PANI-based
photodetector were due to the void-free and compact
morphology of the PbS lm, enhancing the charge transport of
photoinduced charge carriers within the material. XRD (Fig. 4)
and FESEM (Fig. 5) analyses further supported this.

The performance of the PbS:PANI-based photodetector
fabricated at 0.0125 M microemulsion concentration was
further explored by calculating its photoresponsivity (R),
photosensitivity (x), external quantum efficiency (EQE), and
detectivity (D*) parameters. The photoresponsivity parameter is
the photocurrent generated per unit incidence of light power
density on the device27 and is given by,

Rl ¼ DI

PinS
(10)

where DI = Iphoto − Idark is the change in photocurrent due to
incident light, Pin is the intensity of incident light, and S is the
active area of the photodetector. The calculated value of pho-
toresponsivity for the PbS:PANI-based photodetector fabricated
at 0.0125 M microemulsion concentration is listed in Table 5.
High crystallinity and crystallite size are responsible for the
smooth transport of photogenerated free electrons, signicantly
improving photodetectors' overall performance.28

The external quantum efficiency (EQE) gives an idea about
the efficiency of photodetectors in converting photons into
separated charge carriers.29 It is the ratio of the number of
Table 5 Figure of merit for the PbS:PANI-based photodetector
fabricated at 0.0125 Mmicroemulsion concentration under white light
illumination

sRise (s) sDecay (s) R (mA W−1) x EQE × 10−4 (%) D* × 107 (Jones)

0.39 0.22 5.466 41 0.116 6.82

4360 | RSC Adv., 2024, 14, 4352–4361
electrons or holes converted through the stimulation of photons
for an applied energy source and is given by,30

EQE ¼ Rl � h� c

q� l
� 100% (11)

where h is Planck's constant, q is the absolute value of electron
charge, c is the speed of light, and l is the wavelength of illu-
minated light.

Another crucial parameter for a photodetector is its photo-
sensitivity (x), which represents the relative change in current
with respect to the dark current. It is the difference in current
(DI) normalized to the dark current given by,31

x ¼ Iphoto � Idark

Idark
(12)

For photodetectors, detectivity (D*) measures the quality of
the detector. It helps to compare different photodetectors with
different areas and geometries. The detectivity, measured in
Jones, is expressed as,32,33

D* ¼ Rl
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi

2q� Jdark
p (13)

where Jdark denotes the dark current density. The present
study's noise-limiting detectivity for the PbS:PANI-based
photodetector was 107 Jones at 0.75 V bias voltage.

The calculated values of photoresponsivity (Rl), photosensi-
tivity (x), external quantum efficiency (EQE), and detectivity
(D*), along with the rise (sRise) and decay times (sDecay) of the
PbS:PANI-based photodetector fabricated at 0.0125 M micro-
emulsion concentration are listed in Table 5.
4. Conclusions

In summary, we introduced a CID-SFME scheme for producing
pure PbS nanoparticles with an average diameter of 13.17–
26.91 nm. Our investigations revealed that the particle size
increased with the increase in microemulsion concentration,
whereas the band gap decreased due to the quantum conne-
ment effect. The microemulsion solution concentration of
0.0125 M was identied as the optimal concentration for
synthesizing PbS nanoparticles in the CID SFME process while
keeping the temperature and other inuential parameters
constant. We think that the observed stability of PbS within the
core of the CID microemulsion micelle could be attributed to
the low viscosity and dielectric constant values. Additionally,
the van der Waals forces played a crucial role in governing the
growth of spherical PbS nanoparticles. Finally, we successfully
fabricated a highly stable photodetector having the congura-
tion FTO/TiO2/PbS/PANI/NiS/C using the optimized micro-
emulsion solution concentration of 0.0125 M. This
photodetector exhibited fast response characteristics, with
a rise time of ∼0.39 s and a decay time of ∼0.22 s. It also dis-
played an impressive photoresponsivity of ∼5.466 mA W−1, an
external quantum efficiency of ∼0.116 × 10−4%, and a detec-
tivity of ∼6.83 × 107 Jones. The results obtained in the present
work demonstrated an easy and low-cost route to fabricate an
© 2024 The Author(s). Published by the Royal Society of Chemistry
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efficient, precise, stable, and fast-switching photodetector
device using the CID-SFME scheme.
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