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f the composition of pyrolysis oils
of complex plastic waste by gas chromatography
coupled with mass spectrometer detector†

A. Serras-Malillos, B. B. Perez-Martinez, A. Iriondo, E. Acha, * A. Lopez-
Urionabarrenechea and B. M. Caballero

Waste valorisation through pyrolysis generates solid, liquid and gaseous fractions that need to be deeply

characterised in order to try to recover secondary raw materials or chemicals. Depending on the waste

and the process conditions, the liquid fraction obtained (so-called pyrolysis oil) can be very complex.

This work proposes a method to quantitatively measure the composition of pyrolysis oils coming from

three types of polymeric waste: (1) plastic packaging from sorting plants of municipal solid waste, (2)

plastic rich fractions rejected from sorting plants of waste of electrical and electronic equipment and (3)

end-of-life carbon/glass fibre reinforced thermoset polymers. The proposed methodology uses a gas

chromatography (GC) coupled with mass spectrometer detector (MS) analytical technique, a certified

saturated alkanes' mix, an internal standard and fourteen model compounds. Validation of the

methodology concluded that the average relative error was between −59 wt% and +62 wt% (with

standard deviations between 0 wt% and 13 wt%). Considering that the state-of-the-art scenario to

quantify complex plastic pyrolysis oils as a whole is almost none and that they are usually evaluated only

qualitatively based on the area percentage of the GC-MS chromatograms, the presented quantification

methodology implies a clear step forward towards complex pyrolysis oil compositional quantification in

a cost-effective way. Besides, this quantification methodology enables determining what proportion is

being detected by GC-MS with respect to the total oil. Finally, the presented work includes all the Kováts

RI for complex temperature-program gas chromatography of all the signals identified in the analysed

pyrolysis oils, to be readily available to other researchers towards the identification of chemical

compounds in their studies.
1. Introduction

Thermal and chemical recycling processes are being promoted
in recent years in order to valorise plastic waste that is difficult
to recycle mechanically. The pyrolysis process, which has been
studied for several decades to recycle thermosets, thermoplas-
tics and complex mixtures of plastics and other materials, is
currently receiving unusual interest from industry and admin-
istration.1 It is possible to return to the economy certain valu-
able products from non-recyclable waste that currently litters
landlls around the world.2,3 Pyrolysis generates three product
fractions: solid, liquid and gas. When pyrolysing plastic (or
plastic rich) waste, the liquid fraction (commonly known as
pyrolysis oils) is usually the main and target product. It consists
of a complex mixture of hydrocarbons of a broad range of
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tion (ESI) available. See DOI:

11
carbon atoms, which, depending on the waste pyrolysed, may
be accompanied by other heteroatomic organic chemicals
(mainly nitrogen, sulphur, oxygen, halogens and metals) that
could be considered pollutants.4

M. Kusenberg et al. presented a detailed review of the most
common analytical techniques used to chemically characterise
waste plastic pyrolysis oils.5 As they reported, chromatography
stands out as the most frequently used method for oil compo-
sitional analysis thanks to its versatility, as different detectors
can be coupled and trace compounds down to ppb-s can be
detected. The thermal conductivity detector (TCD) or the ame
ionisation detector (FID) are reported to be currently the widest
used in chromatography congurations.5–7 In the case of the
mass spectrometry detector (MS), the main advantage lies in its
ability to identify unknown compounds. Indeed, TCD and FID
could provide better signal quality results, but using these
detectors would require prior knowledge of the nature of the
chemicals present in pyrolysis oils, because identication is
based on the comparison between the retention time of each
chemical present in the oil and that of a standard substance.
This is not an easy task, or even possible, when dealing with
© 2024 The Author(s). Published by the Royal Society of Chemistry
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pyrolysis oils from real waste where thousands of chemical
compounds could coexist as it has been reported for liquids
obtained from the pyrolysis of biomass8,9 or from petroleum
fractions.10 Combining the GC technique with mass spectrom-
etry (MS) detectors could be a way to address coelution and
complexity of the samples.11 Gas chromatography coupled with
mass spectrometry (GC-MS) provides a qualitative composi-
tional analysis, based on the correspondence between the
measured mass spectra and those available in the MS libraries12

for volatile and semi-volatile compounds (typically weights up
to 220 Da and/or boiling points below 350 °C), being possible to
detect hundreds of compounds.6,8,13 However, chromatographic
techniques combined with additional detectors (GC-MS/FID,
GCxGC/FID/MS and high-pressure liquid chromatography) are
claimed as the most appropriate to characterise and quantify
compounds in pyrolysis oils, based on a recent review about
characterisation of pyrolysis oils from plastics.11 Other powerful
techniques such as gel permeation chromatography, ultraviolet-
visible spectroscopy, Fourier-transform infrared spectroscopy,
nuclear magnetic resonance and high resolution mass spec-
trometry are also mentioned as necessary in order to have
a complete overview of the oil composition. These spectroscopic
techniques have been successfully applied to classical petro-
chemical hydrocarbon streams (i.e. gasoline or diesel fuels).
However, they are not enough if a detailed molecular charac-
terisation is pursued and compositional differences exist
between these fuels and pyrolysis oils from plastic waste.
Despite the undoubtedly promising contribution to this
research eld of the mentioned techniques (with special
mention to GCxGC), their use may not be as widespread as GC-
MS yet, probably, due to the higher technical complexity as well
as their higher cost.

Concerning quantitative composition of pyrolysis oils,
during all these years the scientic community has normally
used the “peak area percent” as the standard indicator for
composition when using GC-MS.14–21 However, the area
percentage does not provide real information on the amount,
because the signal intensity is not directly proportional to the
concentration. Indeed, aspects such as the molecular weight of
the species, the polarity, the selected chromatographic column,
the volatility and the temperature inuence the signal obtained.
This “peak area percent” could be enough to be able to compare
the compositional variations generated by the change in oper-
ating conditions and to know the approximate composition
(aromatics, paraffins, olens and others) of the oils that were
proposed for use as alternative fuels or renery blending
mixtures.6 However, individual quantication of each
compound requires a laborious calibration procedure that is
usually not cost-effective due to the large number, variability
and diversity of chemicals implied.7,13,22,23 A method is therefore
needed that strikes a compromise between the cost in time/
effort and the quality of the information obtained.

Apart from the challenge of quantication, there are also
difficulties in identifying some chemicals present in pyrolysis
oils. In fact, it is very common for a proportion, sometimes not
negligible, of these oils to be dened as “unidentied”. In this
respect, it is possible to usemass spectral libraries such as those
© 2024 The Author(s). Published by the Royal Society of Chemistry
of NIST/EPA/NIH for identication.24 However they are only
partially useful if a complete identication and quantication
of all peaks present is pursued.22 The use of retention indices is
the easiest way to identify chemicals because they perform
better in peak identication than retention times (RT), due to
their lesser dependency on GC parameters.25 More precisely, the
Kováts Retention Index (Kováts RI), dened as the relative
retention time normalised to the near eluting n-alkanes,26 is the
most accepted one.12,22 Updated databases (i.e. NIST 17 GC
Method/Retention Index Library)27,28 and specic soware (e.g.
MassFinder 4 (ref. 26)) do exist, where compounds and RI are
related. What is missing is the availability of a systematic
assignment of the Kováts RI to pyrolysis oils in research works,
in order to feed and complete a global database where the
identication of compounds based on this index would be
simple and useful for both the scientic community and the
industry.

This paper presents a methodology to identify and quantify
by GC-MS the composition of pyrolysis oils produced from
different kinds of real complex plastic waste: mixed plastics
from packaging, mixed plastics from electronics and bre
reinforced thermosets. The idea is to provide with a better
solution to all those research groups who analyse pyrolysis oils
by GC-MS and report their results in area%.29,30 The proposed
methodology was successfully applied to twelve pyrolysis oils
coming from the three mentioned plastic groups. The results of
three of the pyrolysis oils have been explicitly included in this
text and the results of the remaining nine have been included in
the ESI† to limit the length of this paper. The non-isothermal
Kováts RI (modication introduced by Van den Dool and
Kratz)31 of all the chemicals identied in the oils analysed are
also included. The aim is to contribute to the existing data-
bases28 and to facilitate the identication of chemicals for the
scientic community working on the pyrolysis of waste plastics.

2. Materials and methods
2.1. Pyrolysis oils

Three types of plastic waste were used as feedstock for the
pyrolysis oil generation: post-consumer plastic packaging waste
(Packaging), plastic fraction rejected from waste of electric and
electronic equipment (WEEE) and bre reinforced plastic waste
(FRP). The intention was to produce pyrolysis oils of different
chemical characteristics, in order to design a method that
would be versatile. Thus, the so-called Packaging sample was
a reject from the planar fraction obtained in mechanical–bio-
logical treatment plants of municipal solid waste and consisted
mainly of polyolens (polyethylene and polypropylene), which
normally produces alkane and olen-rich hydrocarbonmixtures
in oils, and polystyrene. The WEEE sample was the plastic reject
from a WEEE management and recycling plant and in this case
consisted mainly of styrenic plastics (polystyrene, acrylonitrile-
butadiene-styrene), which generate oils of aromatic nature. At
last, the FRP waste was an end-of-life glass bre reinforced
polyester thermoset resin from the nautical sector, which
produces oxygenated and aromatic oils with a signicant
proportion of unidentied compounds, some of them including
RSC Adv., 2024, 14, 9892–9911 | 9893
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Table 1 Qualitative composition of the three analyzed pyrolysis oils, indicating retention time (RT), name, formula, CAS number and detected
amount (in area%)

No. RT (min) Compound Formula CAS number Area%

“Packaging”: plastic packaging from sorting plants
1 3.6 n-Hexane C6H14 110-54-3 1.1
2 3.7 1-Hexene C6H12 592-41-6 0.8
3 3.8 n-Heptane C7H16 142-82-5 0.4
4 4.0 1-Heptene C7H14 592-76-7 1.0
5 7.9 Toluene C7H8 108-88-3 1.9
6 8.1 1-Octene C8H16 111-66-0 1.8
7 8.3 Water H2O 7732-18-5 0.7
8 9.1 Cyclooctene C8H14 931-88-4 0.1
9 9.9 Ethylbenzene C8H10 100-41-4 2.8
10 12.9 Styrene C8H8 100-42-5 38.1
11 14.5 Alpha-methylstyrene C9H10 98-83-9 3.6
12 15.4 1-Undecene C11H22 821-95-4 1.3
13 17.1 5-Dodecene, (E)- C12H24 7206-16-8 1.1
14 24.5 5-Octadecene, (E)- C18H36 7206-21-5 0.5
15 25.7 Nonadecane C19H40 629-92-5 0.2
16 26.7 1-Nonadecene C19H38 18435-45-5 0.8
17 27.8 Eicosane C20H42 112-95-8 0.4
18 28.7 Cycloeicosane C20H40 296-56-0 0.9
19 29.6 Heneicosane C21H44 629-94-7 0.8
20 30.4 10-Heneicosene (c,t) C21H42 95008-11-0 1.1
21 31.2 Docosane C22H46 629-97-0 0.9
22 31.8 Benzene, 1,10-(1,3-propanediyl)bis- C15H16 1081-75-0 0.7
23 31.9 1-Docosene C22H44 1599-67-3 1.4
24 32.6 Tricosane C23H48 638-67-5 1.1
25 33.2 9-Tricosene, (Z)- C23H46 27519-02-4 1.2
26 33.8 Tetracosane C24H50 646-31-1 1.0
27 34.5 Cyclotetracosane C24H48 297-03-0 1.2
28 35.0 Pentacosane C25H52 629-99-2 1.3
29 35.6 Z-12-Pentacosene C25H50 — 1.1
30 36.9 9-Hexacosene C26H52 71502-22-2 1.4
31 37.5 Heptacosane C27H56 593-49-7 0.8
32 38.9 Octacosane C28H58 630-02-4 0.7
33 39.8 Cyclooctacosane C28H56 297-24-5 0.9
34 40.6 Nonacosane C29H60 630-03-5 0.7
35 41.7 Z-14-Nonacosane C29H58 — 0.8
36 44.1 Cyclotriacontane C30H60 297-35-8 0.7
37 45.2 Triacontane C30H62 638-68-6 0.5

Unknown 24.2

“WEEE”: plastic fraction from waste of electric and electronic equipment
1 6.1 Benzene C6H6 71-43-2 0.3
2 7.2 2-Propenenitrile C3H3N 107-13-1 0.3
3 7.4 2-Butenoic acid, methyl ester C5H8O2 18707-60-3 0.3
4 8.1 Toluene C7H8 108-88-3 9.2
5 10.2 Ethylbenzene C8H10 100-41-4 16.4
6 11.3 Benzene, (1-methylethyl) C9H12 98-82-8 2.7
7 12.1 Benzene, propyl C9H12 103-65-1 0.6
8 13.2 Styrene C8H8 100-42-5 42.4
9 14.7 Alpha-methylstyrene C9H10 98-83-9 11.8
10 25.8 Naphthalene, 1-methyl C11H10 90-12-0 0.1
11 25.9 Phenol, 2,6-dimethyl C8H10O 576-26-1 0.6
12 27.9 Phenol C6H6O 108-95-2 8.2
13 29.4 Phenol, 2,3-dimethyl- C8H10O 526-75-0 0.8
14 30.1 Benzenebutanenitrile C10H11N 2046-18-6 1.2
15 30.9 Phenol, 3-ethyl C8H10O 620-17-7 0.4
16 31.5 Phenol, 4-(1-methylethyl) C9H12O 99-89-8 3.1
17 32.5 Phenol, p-tert-butyl C10H14O 98-54-4 0.7
18 34.7 p-Isopropenylphenol C9H10O 4286-23-1 0.5

Unknown 0.6

9894 | RSC Adv., 2024, 14, 9892–9911 © 2024 The Author(s). Published by the Royal Society of Chemistry
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Table 1 (Contd. )

No. RT (min) Compound Formula CAS number Area%

“FRP”: bre reinforced polyester resin based plastic waste
1 4.3 Propanal C3H6O 123-38-6 1.9
2 6.1 Benzene C6H6 71-43-2 2.3
3 7.7 1,3-Dioxolane, 2-ethyl-4-methyl- C6H12O2 4359-46-0 4.4
4 8.2 Toluene C7H8 108-88-3 2.8
5 10.2 Ethylbenzene C8H10 100-41-4 8.6
6 11.3 Benzene, (1-methylethyl)- C9H12 98-82-8 1.4
7 13.2 Styrene C8H8 100-42-5 19.9
8 32.2 Benzene, 1,10-(1,3-propanediyl)bis- C15H16 1081-75-0 11.2
9 34.6 Benzoic acid C7H6O2 65-85-0 9.4
10 35.1 Bicyclo[4.2.1]nona-2,4,7-triene, 7-phenyl- C15H14 — 3.7

Unknown 34.3
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View Article Online
heteroatoms like nitrogen and halogens. In addition to this
particular FRP waste, the method was also tested with oils from
other glass and carbon bre reinforced plastic waste, both
based on polyester and epoxy. This information can be found in
Table S1 of the ESI.†

Waste samples of ca. 100 g were pyrolysed in each case in
a laboratory installation composed of a stainless steel non-
stirred tank reactor electrically heated. The condensable
compounds present in the generated pyrolysis vapours were
cooled down and collected as liquids. As in the case of sample
selection, oils from pyrolysis processes of different operating
conditions were also selected. More precisely, for the post-
consumer plastic packaging a single-step pyrolysis treatment
was performed using a heating rate of 40 °C min−1 up to 640 °C
without carrier gas but with pure N2 purge. Regarding theWEEE
sample, the selected oil came from a stepwise pyrolysis process
(heating rate of 15 °C min−1, 1 h isothermal step at 300 °C and
a later heating till 500 °C) carried out with a continuous N2 gas
ow of 1 L min−1 (at 20 °C and 1 bar). In addition, before the
condensation of oils, the generated pyrolysis volatiles were
further thermally cracked at 400 °C in a xed bed reactor in
series, where a halogen adsorbent was placed. In this case, the
proposed methodology was also applied for oils coming from
the same sample (WEEE), but processed at different operating
conditions (see Table S1 in ESI†). At last, the oil coming from
the FRP waste sample (as well as those included in the Table
S1†) was obtained through a single-step pyrolysis treatment
using a heating rate of 3 °Cmin−1 up to 500 °C without N2 purge
nor inert carrier gas. Table 1 shows the summary of the quali-
tative composition by GC-MS (following the chromatographic
programme described in Section 2.3) for the three pyrolysis oils
analysed in the present work and employed as use-case (Pack-
aging, WEEE and FRP).
2.2. Commercial reagents

The development of the analytical quantication methodology
proposed in this work required the use of the following chem-
ical compounds or mixtures:

(a) Mixture of saturated C7–C30 alkanes (alkane-mix) with
reference number 49451-U from Supelco. This is a certied
© 2024 The Author(s). Published by the Royal Society of Chemistry
reference material with a concentration of 1000 mg mL−1 for
each of the 23 components, which are dissolved in hexane. See
Table S2 of the ESI.†

(b) 1-Propanol (purity 99.8%, CAS number 71-23-8, provided
by Supelco) used as internal standard (IS).

(c) Six model compounds: cyclohexane (purity 99.5%, CAS
number 110-82-7, supplied by PanReac-AppliChem), benzene
(purity 99.8%, CAS number 71-43-2, supplied by Sigma-Aldrich),
o-xylene (purity 99.0%, CAS number 95-47-6, supplied by
Supelco), quinoline (purity 96.0%, CAS number 91-22-5,
supplied by Honeywell Riedel-de Haën), m-cresol (purity 99.0%,
CAS number 108-39-4, supplied by Sigma-Aldrich) and ethyl 4-
aminobenzoate (purity 98.0%, CAS number 94-09-7, supplied by
Thermo Scientic).

(d) Additional compounds needed to complete the calibra-
tion at low retention times: n-heptane (purity 99.0%, CAS
number 142-82-5, supplied by PanReac-AppliChem) and cyclo-
pentyl methyl ether (CPME) (purity 99.9%, CAS number 5614-
37-9, supplied by Sigma-Aldrich).

(e) Chromatographic grade tetrahydrofuran (THF) solvent
(purity 99.9%, product code 361736, supplied by PanReac-
AppliChem).

(f) Chemical compounds used for the methodology valida-
tion: phenol (purity 99.5%, CAS number 108-95-2, supplied by
Sigma-Aldrich), toluene (purity 99.5%, CAS number 108-88-3,
supplied by Sigma-Aldrich), ethylbenzene (purity 99.0%, CAS
number 100-41-4, supplied by Sigma-Aldrich), styrene (purity
99.9%, CAS number 100-42-5, supplied by Supelco), benzene-
butanenitrile (purity 99.0%, CAS number 2046-18-6, supplied by
Sigma-Aldrich). Additionally, nine of the alkanes contained in
the alkane-mix that were not used as calibration compounds
were used as validation compounds: nonadecane, eicosane,
heneicosane, tricosane, tetracosane, pentacosane, heptacosane,
nonacosane and tricontane. The selection of alkanes from the
alkane-mix to be used in the calibration process will be further
described in Section 3.1.
2.3. GC-MS analysis

The pyrolysis oils were prepared for analysis by diluting ca. 0.4 g
of the oil in the case of “Packaging”, ca. 0.1 g and 0.01 g for
RSC Adv., 2024, 14, 9892–9911 | 9895
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Table 2 Pyrolysis oils dissolution preparation data prior to GC-MS analysis. Information included: liquid name, liquid identification number (ID#),
liquid weight (g), dissolution volume (mL) and sample concentration (mg mL−1)

Name ID#a
Pyrolysis oil
weight (g)

Dissolution nal
volume (mL)

Total pyrolysis
oil concentration (mg mL−1)

Packaging ID12 0.3544 10 mL 35 440
WEEE ID6 0.1004 10 040
WEEE (1/10) ID6 diluted 0.0102 1020
FRP ID1 0.0982 9820
FRP (×10) ID1 concentrated 1.0020 100 200

a Identication number used in the complete pyrolysis oil list in the ESI Table S1.
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“WEEE” and “WEEE (1/10)”, respectively, and around 0.1 g and
1 g in the case of “FRP” and “FRP (×10)”, respectively, in 10 mL
of a THF solution (Table 2) that already included 1-propanol as
internal standard (IS). A constant concentration of the IS was
employed to work with a signal area in the same order of
magnitude of the signals obtained in the analysed pyrolysis oils
chromatograms and to minimise the instrumental variabilities.
The samples were analysed on an Agilent GC-MS system with
a gas chromatograph (6890) using a J&W DB-FFAP capillary
column (60 m × 0.320 mm × 0.25 mm) coupled to a mass
spectrometer (5973). Injector temperature was set at 300 °C. The
analysis started at 40 °C for 5 minutes, ramped up by 8 °Cmin−1

to 150 °C and held at 150 °C for 5 minutes. It was then heated to
240 °C at 8 °C min−1 and maintained for 10 minutes. A 1 : 15
split was used with 1.5 mL per min helium as carrier gas ow
employing an injection volume of 0.5 mL. The electron ionisa-
tion (EI) was set to 70 eV and the source temperature was set to
230 °C. The mass spectrometer measured from 0 min to 10 min
in a range of 10–120m/z with a threshold of 150 and 10.68 scans
per s, and from minute 10 onwards in a range of 33–442 m/z
with a threshold of 150 and 3.67 scans per s. The initial mass
acquisition range (RT: 0–10 min) upper limit was set just six
mass-charge units, 120 m/z, above the molecular weight of n-
octane (114 Da), the highest molecular weight compound that
was expected to appear in the studied oils at low retention
times. The second mass acquisition range (RT: 10–47 min)
mass-charge limit was set, in its lower limit 33 m/z, to avoid
contamination from ions that can enter the analysis from the
air dragged during the injection, nitrogen (28 Da) and oxygen
(32 Da), and its upper limit corresponded to the highest
molecular weight compound of the calibration mix, triacontane
(C30, 442 Da). The difference in the mass acquisition range
frequencies was set by the detector limitations for scanning
a wide range of masess, as for a wider range of masses the scans
per second decreases. The commercial NIST-08 mass spectral
library was used for identication of the compounds. The
acceptance criterion for identication was set at a minimum
match quality of 85%. Each sample was analysed in triplicate in
order to ensure the repeatability of the measurements.

On the other hand, the use of split type injection generates
discrimination by molecular mass. This problem can be solved
using other types of injections, such as on-column injection,
headspace sampling, splitless injection, etc.However, regarding
these mentioned injection possibilities, it was not possible to
9896 | RSC Adv., 2024, 14, 9892–9911
adopt them due to the available GC-MS conguration. In fact,
the complexity of the samples analysed and the different
concentration in some of their components (as high as 45 000
000 and as low as 450 000 (area units)) required the use of a split
injection. Nonetheless, the molecular mass discrimination
problem was addressed in this work by improving the heat
transfer ahead of entering the column.32,33 For that purpose,
a deactivated glass-wool packed liner (Agilent 5183-4647) was
selected to try to minimize the loss of volatile compounds
during the injection.

To assess the possible differences between split and splitless
injections due to molecular mass discrimination, the alkanes
calibration mix used during this work was analysed by the
chromatographic method proposed in this work and by an
analogue with a splitless injection. The results, presented in
Table S3 in ESI,† revealed that no discrimination was occurring
during the 1 : 15 split injection.

3. Results and discussion

The state of the art calculates concentration of pyrolysis oils
coming from plastic waste assuming equivalence of peak area
percentage to weight percentage of compounds. The present
approach introduces different response factors at different
retention time intervals. In order to approach further accuracy
of the quantitative method, a correction factor was used at each
selected retention time intervals.

3.1. Development of the quantication method

The rst step of the quantication method was to divide the
chromatogram total duration into smaller time sections which
were named as windows (W), strategy that has been previously
reported in the quantication procedure of bio-oils.34 The
reason to dissect the chromatogram into smaller sections was to
try to minimize the impact of all the aspects that have an
inuence on the area of the signals (i.e. molecular weight,
polarity, solvent, chromatographic column). For the purpose of
this paper, six windows were dened and applied to all the
analysed pyrolysis oils: W1 from 0 min to 4.5 min, W2 from
4.5 min to 11 min, W3 from 11 min to 21 min, W4 from 21 min
to 29 min, W5 from 29 min to 35 min and W6 from 35 min to
47 min. The selection of the number of windows was done as
a compromise between introducing more than one calibration
standard for the complete duration of the chromatogram and
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Chromatogram sub-division in windows (W#), e.g. “WEEE” liquid (ID6).
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the minimisation of the proposed methodology's tediousness
when applying it. The time interval duration was adapted to
adjust the validation compounds that we selected. Fig. 1 shows
the chromatogram of “WEEE” liquid (ID6) with the windows
retention time range limited with yellow vertical lines to illus-
trate the followed procedure.
Fig. 2 Chromatographic area distribution for the alkane-mix (C7–C30,

© 2024 The Author(s). Published by the Royal Society of Chemistry
The second step was to calibrate the certied saturated n-
alkanes mix (hereaer the alkane-mix). Fig. 2 shows the chro-
matographic response (signal intensity vs. retention time) of the
alkanes of the alkane-mix for a concentration of 1000 mg per mL
per alkane. A red line has been added to the graph to highlight
the variability of peak signal intensity in function of retention
1000 mg per mL per alkane).

RSC Adv., 2024, 14, 9892–9911 | 9897
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time for different alkane compounds with the same concen-
tration. The approach of dissecting the chromatogram in
windows and the use of one calibration compound per window
seeks to capture better the response factor variation along the
chromatogram typically found when using mass selective
detectors. Calibration was performed with four different
concentrations, dissolving the mix in THF. In addition to the
alkane-mix, the compounds heptane and cyclopentyl methyl
ether (CPME) were also employed to have other compounds at
low retention times, due to the poor solubility of the low
retention time compounds from the alkane-mix (see Fig. S1†).
The four calibration concentrations used were: (a) alkane-mix in
THF: 900 mg mL−1, 700 mg mL−1, 500 mg mL−1 and 300 mg mL−1,
(b) heptane in THF: 873 mg mL−1, 679 mg mL−1, 485 mg mL−1

and 291 mg mL−1 and (c) CPME in THF: 837 mg mL−1, 651 mg
mL−1, 465 mg mL−1 and 279 mg mL−1.

In this calibration process a response factor (RF) was obtained
by linear regression between the peak area and concentration for
each alkane of the alkane-mix, for heptane and for CPME. Details
of the calibration for all compounds, response factors and the R2

linear tting quality can be reviewed in Table 3. Eqn (1) shows the
determination of the mentioned response factors obtained in the
calibration process, where “alkane” applies to every alkane
present in the alkane-mix, to heptane and to CPME. Note that the
area of the alkane is referred to the area normalised to the
Table 3 Response factor (RF) of the chemical compounds present in
the C7–C30 saturated-alkane-mix, heptane and CPME obtained in the
conventional calibration procedure (RT: retention time, R2: linear
fitting quality)

Compound Formula RT (min) RF R2

Heptane C7H16 3.51 43.2 0.9823
Cyclopentyl methyl ether (CPME) C6H12O 6.03 35.5 0.9915
Octanea C8H18 4.31 28.4 0.9982
Nonanea C9H20 7.31 25.7 0.9956
Decanea C10H22 9.71 25.5 0.9957
Undecanea C11H24 — — —
Dodecanea C12H26 12.06 25.7 0.991
Tridecanea C13H28 14.18 25.6 0.9936
Tetradecane C14H30 16.10 23.9 0.9909
Pentadecane C15H32 17.80 23.1 0.9911
Hexadecane C16H34 19.37 21.3 0.9801
Heptadecane C17H36 21.11 19.2 0.991
Octadecane C18H38 23.30 19.6 0.9924
Nonadecane C19H40 25.77 18.0 0.9866
Eicosane C20H42 27.88 16.8 0.9912
Heneicosane C21H44 29.70 15.5 0.9897
Docosane C22H46 31.30 14.2 0.9899
Tricosane C23H48 32.72 14.0 0.9919
Tetracosane C24H50 34.01 13.3 0.9891
Pentacosane C25H52 35.19 13.0 0.9828
Hexacosane C26H54 36.39 12.6 0.9865
Heptacosane C27H56 37.72 12.2 0.9896
Octacosane C28H58 39.26 11.0 0.9902
Nonacosane C29H60 41.07 11.6 0.9934
Triacontane C30H48 43.32 12.5 0.9989

a Poor solubility.

9898 | RSC Adv., 2024, 14, 9892–9911
internal standard (IS) area which has been employed to minimise
the variability of the measured peak areas due to instrumental
errors. Integrated areas were determined considering the total ion
chromatogram (TIC).

RF ¼ concentration alkane

area alkanenormalised to the IS area

(1)

The third step was to select, between the chemicals listed in
Table 3, a representative calibration substance per window
(hereaer calibration compounds). The aim was that the
concentration of all substances belonging to the same window
of the chromatogram was calculated using the response factor
of the corresponding representative substance. For that,
selected chemicals from the alkane-mix + heptane and CPME
were: heptane in W1, CPME in W2, pentadecane in W3, octa-
decane in W4, docosane in W5 and octacosane in W6. These
calibration compounds were selected trying to choose the
compound located in the centre of each corresponding window.
The fourth step was to establish a correction factor (CF) to
calculate the concentration of such substances that could be
present in pyrolysis oils but could be of very different chemical
nature compared to the calibration compounds (alkanes +
CMPE), for instance, naphthenic, aromatic and heteroatomic
organic compounds. For that, six chemicals (hereaer model
compounds) were selected: cyclohexane in W1, benzene in W2,
o-xylene in W3, quinolone in W4, m-cresol in W5 and ethyl 4-
aminobenzoate in W6. The correction factor (CF) calculation in
each window is described in eqn (2), showing that the area of
the model compound selected per window is divided by the area
of the calibration compound per window. This CF value will be
applied to all the detected signals in the chromatogram. Table 4
compiles the obtained results. Note that the area of the repre-
sentative substance and the area of the model compound is
referred to the area normalised to the IS area and it is calculated
as the average of three measurements as aforementioned.
Integrated areas were determined considering the total ion
chromatogram (TIC).

CF ¼ area of model compoundnormalised to the IS area

area of calibration compoundnormalised to the IS area

(2)

The h and last step consisted of calculating the concen-
tration of the compounds detected in the chromatograms of the
pyrolysis oils, as described in eqn (3). For that, the window to
which each compound belonged was initially dened according
to its retention time (RT). Then, the area of the compound was
multiplied by the response factor (RF) (eqn (1)) per window and
by the correction factor (CF) (eqn (2)) of that window too. Note
that the area of the compound is referred to the area normalised
to the IS area. Integrated areas were determined considering the
total ion chromatogram (TIC).

[Compound] =

area of compoundnormalised to the IS area × CF × RF (3)
© 2024 The Author(s). Published by the Royal Society of Chemistry
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3.2. Determination of the relative error of the proposed
quantication methodology

The proposed quantication methodology was evaluated
through comparison with conventional calibration of fourteen
chemical compounds (ve of aromatic nature and nine of
aliphatic nature) present in the pyrolysis oils (hereaer the
validation compounds). Validation compounds were present in
all the pyrolysis oils studied in this work and they were cali-
brated following the conventional procedure: preparing known
concentrations of the compounds, analysing them in the GC-
MS, and getting a response factor from the comparison of
concentration and areas. Aromatic nature validation
compounds were: toluene, ethylbenzene, styrene, phenol and
benzenebutanenitrile, and aliphatic nature ones were: non-
adecane, eicosane, heneicosane, tricosane, tetracosane, penta-
cosane, heptacosane, nonacosane and triacontane. The
selection of the validation compounds was made trying to have
them distributed along the complete duration of the chro-
matogram. In Table 5 the validation compounds are listed,
together with the window of the chromatograph (W) in which
each compound appears, the calibration concentration range,
the response factor (RF) obtained per compound through
conventional calibration and the R2 linear tting quality. It can
be observed that the conventional calibration was successfully
performed with all the validation compounds, with a R2 value
higher than 0.95.

The validation of the proposed quantication methodology
was done based on the absolute and relative errors obtained
applying eqn (4) and (5), respectively. The prepared concentra-
tion (named as [ ]prepared (mg mL−1)) refers to the concentrations
prepared for conventional calibration with the validation
compounds, while the calculated concentration (named as [
]calculated (mg mL−1)) refers to the concentrations calculated by
applying the quantication methodology proposed in this work.

Absolute error (mg mL−1) =

[ ]prepared (mg mL−1) − [ ]calculated (mg mL−1) (4)
Table 4 Correction Factor (CF) for each window calculated based on the
calibration compound (CC). Response Factor (RF) per window used in th

Compound Type Window (W) Conc. (mg mL−

Cyclohexane MC 1 490
Heptane CC 490
Benzene MC 2 540
CPME CC 540
o-Xylene MC 3 500
Pentadecane CC 500
Quinoline MC 4 670
Octadecane CC 670
m-Cresol MC 5 430
Docosane CC 430
Ethyl 4-aminobenzoate MC 6 480
Octacosane CC 480

a Calculated using the response factor from the calibration (Table 3).

© 2024 The Author(s). Published by the Royal Society of Chemistry
Relative error (wt%) =

100 × absolute error (mg mL−1)/[ ]prepared (mg mL−1) (5)

Additionally, the concentrations of these validation
compounds were also calculated following the proposed quan-
tication methodology, but without applying the correction
factor (CF). This was done in order to assess the impact of the
nature of the quantied compounds and whether there was
a need to implement a correction factor (CF) through the use of
model compounds. Finally, the concentration of these valida-
tion compounds was also calculated considering that the area
percentage was equal to weight percentage. The aim was to
assess the hypothesis that the area percentage was equal to the
weight percentage, and whether this could be an acceptable
approach when only the order of magnitude of the concentra-
tion of the chemical compounds in the pyrolysis oils is pursued.
In Fig. 3, the relative errors of these three quantication
approaches are graphically represented (including average
value and standard deviation). The average and the standard
deviation values have been calculated considering the three
pyrolysis oils used as use-case in this work (Packaging, WEEE,
FRP) and the two additional liquid dissolutions (WEEE (1/10),
FRP (×10)), as well as the additional nine pyrolysis oils
studied and included in the ESI.† See Tables S4–S6† for detailed
numerical data of the quantication of validation compounds
for all the tested pyrolysis oils.

On the one hand, as observed in Fig. 3, the average relative
error (wt%) when it is assumed that the area percentage was
equivalent to the weight percentage (grey-colour bars) shows
that lack of repeatability and high relative errors were generated
for both aromatic and aliphatic compounds, although the latter
showed the highest ones. This was an expected result based on
the aspect of Fig. 2 where different areas are visually clear for
same mass concentrations. Regarding the relative error with
aromatic validation compounds was between 95 wt% to
191 wt% and the standard deviation between 67 wt% and
141 wt%. Regarding aliphatic validation compounds, no stan-
dard deviation is included because only one of the liquid-type
normalized average area (NAA) of the model compound (MC) and the
e quantification methodology is also included

1)
Normalised average
area (NAA)

CF = NAA of
MC/NAA of CC RF per window

13.9 1.2 43.2
11.3a

12.5 0.8 35.5
15.2a

26.1 1.2 23.1
21.6a

38.4 1.1 19.6
34.2a

18.4 0.6 14.2
30.2a

21.4 0.5 11.0
43.7a

RSC Adv., 2024, 14, 9892–9911 | 9899
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Table 5 Calibration points of validation compounds of aromatic and aliphatic nature (W: window, RF: response factor, R2: linear fitting quality)

W Compound Concentration (mg mL−1) RF R2

Aromatic compounds
2 Toluene 170; 350; 650; 880; 900; 1200; 4270 20.4 0.9500
2 Ethylbenzene 270; 590; 900; 1212; 4640 20.2 0.9918
3 Styrene 240; 670; 800; 1520; 4508 17.5 0.9874
4 Phenol 300; 590; 930; 1230 27.8 0.9947
5 Benzenebutanenitrile 90; 330; 840 18.0 0.9983

Aliphatic compounds
4 Nonadecane 300; 500; 700; 900 18.0 0.9866
4 Eicosane 300; 500; 700; 900 16.8 0.9912
5 Heneicosane 300; 500; 700; 900 15.5 0.9897
5 Tricosane 300; 500; 700; 900 14.0 0.9919
5 Tetracosane 300; 500; 700; 900 13.3 0.9891
6 Pentacosane 300; 500; 700; 900 13.0 0.9828
6 Heptacosane 300; 500; 700; 900 12.2 0.9896
6 Nonacosane 300; 500; 700; 900 11.6 0.9934
6 Triacontane 300; 500; 700; 900 12.5 0.9989
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(“Packaging” liquid) showed aliphatic compounds in it. In this
case, aliphatic compounds showed relative errors between
284 wt% and 498 wt%. Therefore, in the light of these results,
this quantication strategy (peak area% = weight%) can be
considered useless from a quantication point of view, even for
having an idea of the order of magnitude of the concentration of
compounds in pyrolysis oils. This is an important remark
because, as stated in the introduction of the article, the deter-
mination of the composition of pyrolysis oils through the area%
obtained by GC-MS is a common and widespread practice in the
scientic community.

In contrast, interesting results were observed when applying
the proposed quantication methodology of this work, using the
correction factor (light-blue-colour bars) and without using it
(dark-blue-colour bars). Although the average relative errors were
not negligible (they were between +62 wt% and −59 wt% using
the CF and between +72 wt% and−29 wt%without using the CF)
for all-type compounds, they were denitely lower than the peak
area% approach. Moreover, taking into account that the
currently employed procedures and standards for the quanti-
cation of organic compounds in bio-oils by GC-MS analytical
technique assume variabilities around 20%,35–37 it could be
considered that the relative error of the proposed quantication
methodology application fell within the assumable deviation for
complex liquids as such. Also, regarding the standard deviation
registered for the aromatic compounds, they could be considered
more stable results due to its lower variability (between 0 wt%
and +13 wt%). Surprisingly, the application of the quantication
methodology without using the correction factor (CF) showed
very similar results to those obtained when including it. It
seemed that the adjustment proposed for the alkane-mix
response factor by using model compounds only reduces the
quantication error for the compounds appearing at the initial
part of the chromatogram (i.e. toluene and ethylbenzene).
Meaning that, the determination of correction factors could be
avoided with the consequent simplication of the proposed
methodology. Obviously, results related to the quantication of
9900 | RSC Adv., 2024, 14, 9892–9911
aliphatic compounds without using the CFs showed much lower
relative errors because there is no need to adjust the response
factor of the alkane mix in this case.

3.3. Quantication methodology application for
concentration calculation

The proposed quantication methodology was applied to all the
detected signals in the chromatograms of the studied pyrolysis
oils following the steps described in Section 3.1. As a result, the
concentration (in mg mL−1) of each of the signals detected was
obtained. Quantication results for each signal peak for the
three use-case pyrolysis liquids (Packaging, WEEE and FRP) are
included in Tables 6, 7 and 8, respectively, while the remaining
nine pyrolysis oils, “WEEE (1/10)” and “FRP (×10)” can be found
in the ESI (from Tables S7–S17†). The following information is
included in the tables: (a) number of signal, (b) retention time
(RT), (c) window (W), (d) compound name (in case quality
match of the MS library search was equal or above 85%), (e)
integrated area, (f) area percentage, (g) normalised area to the
internal standard, (h) calculated concentration in mg mL−1

(calculated as normalised area of the compound multiplied by
the correction factor (CF) and by the response factor (RF)), (i)
calculated concentration in mg mL−1 (calculated as normalised
area of the compound without (w/o) multiplying by the correc-
tion factor (CF) and multiplying by the response factor (RF)), (j)
concentration in wt% (having used the CF), and (k) concentra-
tion in wt% (w/o using the CF). At the end of each table, the sum
of the concentration of all the detected signals are included (in
mg mL−1 and wt% referred to the total concentration of the oils
described in Table 2). These values are further discussed in the
next Section 3.4 where the inuence of sample dilution,
complexity of the oil composition and GC-MS analytical tech-
nique's limitations are related to the obtained results. Addi-
tionally, the total sum of the proportion of identied and
unknown signals are also included. These results will be
referred in Section 3.5, where Kováts Retention Index (KRI) is
suggested as an additional compound identication strategy.
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 3 Average relative errors (wt%) and standard deviation of the concentration (mg mL−1) of validation compounds applying the proposed
quantification methodology of this work (light and dark blue bars) and assuming area% equals weight% (grey bars).
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From the quantication of the oils the following aspects could
be highlighted. For Packaging, around the 33 wt% of the total
concentration was detected by GC-MS and styrene was by far the
main identied (12–15 wt%). This fact is related to the presence
of polystyrene plastic in the original pyrolysed waste, whose
monomer styrene is one of the major products when thermally
cracking it.38Among the remaining detected signals, all presented
weight percentages were below the 2 wt%. Regarding the
composition, this oil was characterised by a mixture of aromatic
© 2024 The Author(s). Published by the Royal Society of Chemistry
and aliphatic compounds. In the case of FRP, similar overall
quantication rate was obtained; 23–26 wt% of the total
concentration was detected by GC-MS. In this case too, styrene
was the compound with the highest yield (ca. 5 wt%) followed by
other aromatic compounds such as ethylbenzene (ca. 3 wt%) and
toluene (ca. 1.5 wt%). The aromatic nature of FRP oil was ex-
pected because polyester is an aromatic resin and additionally,
styrene and styrene derivatives are typically used as reactive
diluents in the manufacturing process of polyester thermoset
RSC Adv., 2024, 14, 9892–9911 | 9901

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4ra00226a


Table 6 Packaging pyrolysis liquid composition details

(a) (b) (c) (d) (e) (f) (g) (h) (i) (j) (k)

No. RT (min) W Compound Area Area%
Norm.
area

[ ] with CF
(mg mL−1)

[ ] w/o CF
(mg mL−1)

[ ] with CF
(wt%)

[ ] w/o CF
(wt%)

1 3.464 1 13 342 390 1.0 5.2 276.1 225.1 0.8 0.6
2 3.515 1 815 406 0.1 0.3 16.9 13.8 0.0 0.0
3 3.545 1 1 019 872 0.1 0.4 21.1 17.2 0.1 0.0
4 3.608 1 Hexane 14 719 271 1.1 5.7 304.6 248.3 0.9 0.7
5 3.672 1 1-Hexene 10 791 387 0.8 4.2 223.3 182.1 0.6 0.5
6 3.731 1 1 341 412 0.1 0.5 27.8 22.6 0.1 0.1
7 3.831 1 Heptane 5 339 563 0.4 2.1 110.5 90.1 0.3 0.3
8 3.951 1 3 408 157 0.3 1.3 70.5 57.5 0.2 0.2
9 3.997 1 1-Heptene 13 005 024 1.0 5.1 269.1 219.4 0.8 0.6
10 4.142 1 2 091 863 0.2 0.8 43.3 35.3 0.1 0.1
11 4.210 1 1 277 172 0.1 0.5 26.4 21.5 0.1 0.1
12 4.263 1 2 347 386 0.2 0.9 48.6 39.6 0.1 0.1
13 4.364 1 2 153 487 0.2 0.8 44.6 36.3 0.1 0.1
14 4.422 1 5 572 419 0.4 2.2 115.3 94.0 0.3 0.3
15 4.494 1 839 856 0.1 0.3 17.4 14.2 0.0 0.0
16 6.071 2 16 889 821 1.3 6.6 192.4 233.9 0.5 0.7
17 6.192 2 3 420 349 0.3 1.3 39.0 47.4 0.1 0.1
18 6.295 2 1 258 393 0.1 0.5 14.3 17.4 0.0 0.0
19 6.898 2 2 389 174 0.2 0.9 27.2 33.1 0.1 0.1
20 7.233 2 5 283 845 0.4 2.1 60.2 73.2 0.2 0.2
21 7.928 2 Toluene 25 266 428 1.9 9.9 288 349.9 0.8 1.0

7.920 2 1-Propanol (IS) 2 560 527
22 8.121 2 1-Octene 23 863 565 1.8 9.3 271.9 330.4 0.8 0.9
23 8.317 2 Water 9 625 645 0.7 3.8 109.7 133.3 0.3 0.4
24 9.137 2 Cyclooctene 1 431 585 0.1 0.6 16.3 19.8 0.0 0.1
25 9.946 2 Ethylbenzene 37 138 223 2.8 14.5 423 514.2 1.2 1.5
26 10.343 2 1 958 923 0.1 0.8 22.3 27.1 0.1 0.1
27 11.000 3 3 761 669 0.3 1.5 40.9 34.0 0.1 0.1
28 11.331 3 1 049 600 0.1 0.4 11.4 9.5 0.0 0.0
29 11.821 3 4 514 524 0.3 1.8 49.1 40.8 0.1 0.1
30 12.917 3 Styrene 498 974

981
38.1 194.9 5430 4504.3 15.3 12.7

31 13.570 3 6 357 266 0.5 2.5 69.2 57.4 0.2 0.2
32 13.651 3 7 693 308 0.6 3.0 83.7 69.4 0.2 0.2
33 14.363 3 5 708 589 0.4 2.2 62.1 51.5 0.2 0.1
34 14.544 3 Alpha-methylstyrene 47 118 149 3.6 18.4 512.7 425.3 1.4 1.2
35 15.260 3 2 676 598 0.2 1.0 29.1 24.2 0.1 0.1
36 15.446 3 1-Undecene 16 420 651 1.3 6.4 178.7 148.2 0.5 0.4
37 16.198 3 3 898 518 0.3 1.5 42.4 35.2 0.1 0.1
38 16.298 3 925 401 0.1 0.4 10.1 8.4 0.0 0.0
39 16.325 3 1 958 906 0.1 0.8 21.3 17.7 0.1 0.0
40 16.996 3 5 110 306 0.4 2.0 55.6 46.1 0.2 0.1
41 17.145 3 5-Dodecene, (E)- 14 322 563 1.1 5.6 155.9 129.3 0.4 0.4
42 17.299 3 4 196 556 0.3 1.6 45.7 37.9 0.1 0.1
43 17.843 3 2 634 632 0.2 1.0 28.7 23.8 0.1 0.1
44 18.056 3 4 261 108 0.3 1.7 46.4 38.5 0.1 0.1
45 18.536 3 817 489 0.1 0.3 8.9 7.4 0.0 0.0
46 18.690 3 21 390 335 1.6 8.4 232.8 193.1 0.7 0.5
47 19.388 3 3 805 670 0.3 1.5 41.4 34.4 0.1 0.1
48 19.574 3 2 630 621 0.2 1.0 28.6 23.7 0.1 0.1
49 19.832 3 10 243 637 0.8 4.0 111.5 92.5 0.3 0.3
50 20.104 3 2 261 930 0.2 0.9 24.6 20.4 0.1 0.1
51 20.267 3 15 390 626 1.2 6.0 167.5 138.9 0.5 0.4
52 21.097 4 1 944 792 0.1 0.8 16.7 14.9 0.0 0.0
53 21.264 4 2 441 849 0.2 1.0 20.9 18.7 0.1 0.1
54 22.006 4 1 368 896 0.1 0.5 11.7 10.5 0.0 0.0
55 22.134 4 9 245 552 0.7 3.6 79.3 70.7 0.2 0.2
56 24.513 4 5-Octadecene, (E)- 6 240 398 0.5 2.4 53.5 47.7 0.2 0.1
57 25.633 4 3 191 486 0.2 1.2 27.4 24.4 0.1 0.1
58 25.742 4 Nonadecane 2 275 856 0.2 0.9 19.5 17.4 0.1 0.0

9902 | RSC Adv., 2024, 14, 9892–9911 © 2024 The Author(s). Published by the Royal Society of Chemistry
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Table 6 (Contd. )

(a) (b) (c) (d) (e) (f) (g) (h) (i) (j) (k)

No. RT (min) W Compound Area Area%
Norm.
area

[ ] with CF
(mg mL−1)

[ ] w/o CF
(mg mL−1)

[ ] with CF
(wt%)

[ ] w/o CF
(wt%)

59 26.738 4 1-Nonadecene 10 156 550 0.8 4.0 87.1 77.7 0.2 0.2
60 27.722 4 2 942 285 0.2 1.1 25.2 22.5 0.1 0.1
61 27.790 4 Eicosane 4 636 173 0.4 1.8 39.8 35.4 0.1 0.1
62 28.306 4 1 505 186 0.1 0.6 12.9 11.5 0.0 0.0
63 28.673 4 Cycloeicosane 11 601 316 0.9 4.5 99.5 88.7 0.3 0.3
64 29.566 5 Heneicosane 11 082 773 0.8 4.3 36.2 61.6 0.1 0.2
65 30.373 5 10-Heneicosene (c,t) 14 015 178 1.1 5.5 45.8 77.9 0.1 0.2
66 31.152 5 Docosane 11 630 086 0.9 4.5 38.0 64.6 0.1 0.2
67 31.474 5 2 272 213 0.2 0.9 7.4 12.6 0.0 0.0
68 31.755 5 Benzene, 1,10-(1,3-propanediyl)

bis-
8 525 223 0.7 3.3 27.9 47.4 0.1 0.1

69 31.873 5 1-Docosene 18 701 131 1.4 7.3 61.2 103.9 0.2 0.3
70 32.562 5 Tricosane 14 634 361 1.1 5.7 47.9 81.3 0.1 0.2
71 32.861 5 1 304 927 0.1 0.5 4.3 7.3 0.0 0.0
72 33.219 5 9-Tricosene, (Z)- 15 528 469 1.2 6.1 50.8 86.3 0.1 0.2
73 33.318 5 32 121 388 2.5 12.5 105.0 178.5 0.3 0.5
74 33.495 5 5 757 728 0.4 2.2 18.8 32.0 0.1 0.1
75 33.839 5 Tetracosane 13 419 496 1.0 5.2 43.9 74.6 0.1 0.2
76 34.030 5 3 663 006 0.3 1.4 12.0 20.4 0.0 0.1
77 34.460 5 Cyclotetracosane 15 199 698 1.2 5.9 49.7 84.5 0.1 0.2
78 34.642 5 3 347 340 0.3 1.3 10.9 18.6 0.0 0.1
79 34.737 5 3 565 549 0.3 1.4 11.7 19.8 0.0 0.1
80 35.036 6 Pentacosane 17 376 798 1.3 6.8 36.5 74.5 0.1 0.2
81 35.648 6 Z-12-Pentacosene 14 821 715 1.1 5.8 31.2 63.6 0.1 0.2
82 36.282 6 21 397 205 1.6 8.4 45.0 91.8 0.1 0.3
83 36.903 6 9-Hexacosene 18 136 731 1.4 7.1 38.1 77.8 0.1 0.2
84 37.496 6 Heptacosane 11 111 270 0.8 4.3 23.4 47.7 0.1 0.1
85 37.632 6 4 440 997 0.3 1.7 9.3 19.1 0.0 0.1
86 38.253 6 14 740 117 1.1 5.8 31.0 63.2 0.1 0.2
87 38.765 6 2 303 777 0.2 0.9 4.8 9.9 0.0 0.0
88 38.919 6 Octacosane 8 933 266 0.7 3.5 18.8 38.3 0.1 0.1
89 39.110 6 3 185 892 0.2 1.2 6.7 13.7 0.0 0.0
90 39.830 6 Cyclooctacosane 12 409 498 0.9 4.8 26.1 53.2 0.1 0.2
91 40.619 6 Nonacosane 9 456 695 0.7 3.7 19.9 40.6 0.1 0.1
92 40.863 6 3 086 064 0.2 1.2 6.5 13.2 0.0 0.0
93 41.738 6 Z-14-Nonacosane 10 295 018 0.8 4.0 21.6 44.2 0.1 0.1
94 42.191 6 2 425 556 0.2 0.9 5.1 10.4 0.0 0.0
95 42.667 6 7 487 853 0.6 2.9 15.7 32.1 0.0 0.1
96 43.025 6 1 518 568 0.1 0.6 3.2 6.5 0.0 0.0
97 44.058 6 Cyclotriacontane 9 005 564 0.7 3.5 18.9 38.6 0.1 0.1
98 45.213 6 Triacontane 5 978 784 0.5 2.3 12.6 25.6 0.0 0.1
99 45.671 6 2 051 534 0.2 0.8 4.3 8.8 0.0 0.0
100 46.954 6 3 473 024 0.3 1.4 7.3 14.9 0.0 0.0
Total detected signals 12 019 11 508 33.9 32.5
Identied signals 9242 8748 26 25
Unknown signals 2777 2760 7.8 7.9
Unknown% = 100 × unknown signals/total detected signals 23.1 24.0 23.0 24.3
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resins.39–41 Therefore, it is expected to recover them when ther-
mally degrading it.42–47 Finally, WEEE oil showed a much higher
quantication yield for the detected compounds by GC-MS
(around the 90 wt% of the total concentration). Moreover,
a very interesting composition was obtained for this upgraded
WEEE oil where around the 80 wt% of the total identied
compositionwasmade up by styrene (∼35–42 wt%), ethylbenzene
(∼17–21 wt%), alpha-methylstyrene (∼10–12 wt%), toluene (∼10–
12 wt%) and phenol (∼6 wt%); all of these chemicals with high
© 2024 The Author(s). Published by the Royal Society of Chemistry
market value. The remaining weight percentage was related to
other phenolic compounds and aromatic hydrocarbons, mainly,
although one nitrogenous compound and some unidentied
ones were also detected.

3.4. Inuence of the sample dissolution and complex nature
in the obtained quantication results

Due to the high quantity of compounds present in the studied
pyrolysis oils and the presence of unknown compounds, it was
RSC Adv., 2024, 14, 9892–9911 | 9903
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Table 7 WEEE pyrolysis liquid composition details

(a) (b) (c) (d) (e) (f) (g) (h) (i) (j) (k)

No. RT (min) W Compound Area Area%
Norm.
area

[ ] with CF
(mg mL−1)

[ ] w/o CF
(mg mL−1)

[ ] with CF
(wt%)

[ ] w/o CF
(wt%)

1 6.074 2 3 533 137 0.3 0.9 26.4 32.1 0.3 0.3
2 7.160 2 3 571 959 0.3 0.9 26.7 32.4 0.3 0.3
3 7.375 2 4 880 894 0.3 1.3 36.5 44.4 0.4 0.4

8.146 2 1-Propanol (IS) 3 909 636
4 8.136 2 Toluene 128 315

966
9.2 32.8 958.3 1164.7 9.5 11.6

5 10.162 2 Ethylbenzene 228 793
549

16.4 58.5 1707.7 2075.4 17.0 20.7

6 11.255 3 Benzene, (1-methylethyl) 37 591 576 2.7 9.6 268.1 222.4 2.7 2.2
7 12.061 3 Benzene, propyl 8 111 580 0.6 2.1 57.7 47.9 0.6 0.5
8 13.163 3 Styrene 592 506

672
42.4 151.6 4223.4 3503.5 42.1 34.9

9 14.689 3 Alpha-methylstyrene 165 247
441

11.8 42.3 1178.2 977.4 11.7 9.7

10 18.772 3 5 816 613 0.4 1.5 41.4 34.3 0.4 0.3
11 25.755 4 Naphthalene, 1-methyl 998 436 0.1 0.3 5.6 5.0 0.1 0.0
12 25.934 4 Phenol, 2,6-dimethyl 8 730 049 0.6 2.2 49.0 43.7 0.5 0.4
13 27.923 4 Phenol 114 487

078
8.2 29.3 643.1 573.2 6.4 5.7

14 29.368 5 Phenol, 2,3-dimethyl- 11 210 638 0.8 2.9 24.1 41.0 0.2 0.4
15 30.086 5 Benzenebutanenitrile 16 073 734 1.2 4.1 34.6 58.8 0.3 0.6
16 30.943 5 Phenol, 3-ethyl 6 332 514 0.4 1.3 11.3 19.1 0.1 0.2
17 31.504 5 Phenol, 4-(1-methylethyl) 43 139 189 3.1 11.0 92.4 157.1 0.9 1.6
18 32.471 6 Phenol, p-tert-butyl 9 133 589 0.7 2.3 12.6 25.7 0.1 0.3
19 34.711 6 Isopropenylphenol 7 347 303 0.5 1.9 10.1 20.6 0.1 0.2
20 40.301 6 3 013 257 0.2 0.8 4.4 9.0 0.0 0.1
Total detected signals 9411.7 9087.7 93.7 90.5
Identied signals 9276.2 8935.5 92.3 89.0
Unknown signals 135.5 152.2 1.4 1.5
Unknown% = 100 × unknown signals/total detected signals 1.4 1.7 1.5 1.7
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not possible to calibrate all the detected signals to determine
the quantication error for each of the studied oils. However, it
was possible to compare the experimentally prepared concen-
tration of the studied pyrolysis oils (see Table 2) with the total
concentration of the pyrolysis oils determined by applying the
proposed quantication methodology (included as “total value”
in the last row of each table in Section 3.3). For that, it was
assumed that the total concentration quantied through GC-MS
for each pyrolysis oil was equal to the sum of the concentrations
of all the detected signals in the chromatograms of each
pyrolysis oil.

Fig. 4 compiles together the numerical values of the total
concentrations for the three pyrolysis oils used as used-case in
Section 3.3 (Packaging, WEEE and FRP) jointly with two addi-
tional liquid dissolutions (FRP (×10) and WEEE (1/10)), listed
also in Table 2, with the aim to assess the inuence of the
prepared pyrolysis liquids' concentration in the obtained
results. On the upper part of the gure, the absolute and the
relative error were included (calculated based on (eqn (3)) and
(eqn (4)), respectively) for the total concentration calculated
experimentally and quantied based on the proposed method-
ology (for the blue colour bars). On the bottom of the gure, the
number of detected signals per liquid were included together
9904 | RSC Adv., 2024, 14, 9892–9911
with the grade of sample concentration and the reference to the
pyrolysis operating condition classifying the oils as raw and
upgraded. Finally, in pink colour the total concentration of the
validation compounds (prepared experimentally in dark pink
and quantied applying the proposed methodology in light
pink) were also added. The aim of showing together these four
total concentrations' values was to bear in mind the capacity of
the proposed methodology to quantify fairly well validation
compounds (as explained in Section 3.2). Tables S18 and S19†
include the detailed numerical data of Fig. 4.

A remarkable aspect in Fig. 4 was related to the difference
observed between the values obtained for the experimentally
prepared samples (dark blue) and the values calculated
applying the proposed quantication methodology (light blue).
On one side, FRP (×10), Packaging and FRP samples presented
signicant differences. This fact conrms that a small part of
raw pyrolysis oils (less than 40 wt% of the total sample in this
case) were being detected by GC-MS. This result was somehow
foreseeable, as the fraction of volatile and semi-volatile
compounds that could be detected by GC-MS related to the
total quantity of the raw pyrolysis liquid has been reported to be
only a small part (prior to the application of upgrading
processes).6–8,13 On the other side, WEEE and WEEE (1/10)
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Table 8 FRP pyrolysis liquid composition details

(a) (b) (c) (d) (e) (f) (g) (h) (i) (j) (k)

No. RT (min) W Compound Area Area%
Norm.
area

[ ] with CF
(mg mL−1)

[ ] w/o CF
(mg mL−1)

[ ] with CF
(wt%)

[ ] w/o CF
(wt%)

1 3.454 1 4 268 546 1.4 1.6 84.4 68.8 0.9 0.7
2 3.615 1 867 527 0.3 0.3 17.1 14.0 0.2 0.1
3 3.844 1 510 681 0.2 0.2 10.1 8.2 0.1 0.1
4 4.268 1 Propanal 5 878 351 1.9 2.2 116.2 94.7 1.2 1.0
5 6.069 2 Benzene 7 294 525 2.3 2.7 79.4 96.4 0.8 1.0
6 6.295 2 255 963 0.1 0.1 2.8 3.4 0.0 0.0
7 6.402 2 374 115 0.1 0.1 4.1 4.9 0.0 0.1
8 7.724 2 1,3-Dioxolane, 2-ethyl-4-methyl- 13 667 087 4.4 5.1 148.7 180.7 1.5 1.8

8.150 2 1-Propanol (IS) 2 681 511
9 8.146 2 Toluene 8 941 908 2.8 3.3 97.3 118.2 1.0 1.2
10 8.682 2 1 571 214 0.5 0.6 17.1 20.8 0.2 0.2
11 9.930 2 3 393 889 1.1 1.3 36.9 44.9 0.4 0.5
12 10.184 2 Ethylbenzene 27 058 674 8.6 10.1 294.4 357.8 3.0 3.6
13 10.577 2 1 091 676 0.3 0.4 11.9 14.4 0.1 0.1
14 11.277 3 Benzene, (1-methylethyl)- 4 288 186 1.4 1.6 44.6 37.0 0.5 0.4
15 11.634 3 1 296 036 0.4 0.5 13.5 11.2 0.1 0.1
16 12.098 3 681 737 0.2 0.3 7.1 5.9 0.1 0.1
17 12.786 3 1 104 503 0.4 0.4 11.5 9.5 0.1 0.1
18 13.203 3 Styrene 62 539 229 19.9 23.3 649.8 539.1 6.6 5.5
19 14.733 3 9 018 066 2.9 3.4 93.7 77.7 1.0 0.8
20 20.372 3 4 313 577 1.4 1.6 44.8 37.2 0.5 0.4
21 24.526 4 8 587 552 2.7 3.2 70.3 62.7 0.7 0.6
22 28.102 4 2 419 221 0.8 0.9 19.8 17.7 0.2 0.2
23 32.230 5 Benzene, 1,10-(1,3-propanediyl)bis- 35 310 313 11.2 13.2 110.3 187.4 1.1 1.9
24 33.750 5 5 313 260 1.7 2.0 16.6 28.2 0.2 0.3
25 34.563 5 Benzoic acid 29 638 741 9.4 11.1 92.5 157.3 0.9 1.6
26 35.076 5 Bicyclo[4.2.1]nona-2,4,7-triene, 7-phenyl- 11 638 146 3.7 4.3 36.3 61.8 0.4 0.6
27 35.760 6 19 771 207 6.3 7.4 39.7 81.0 0.4 0.8
28 38.217 6 19 998 932 6.4 7.5 40.2 81.9 0.4 0.8
29 40.642 6 11 260 308 3.6 4.2 22.6 46.1 0.2 0.5
30 46.039 6 11 575 350 3.7 4.3 23.2 47.4 0.2 0.5
Total detected signals 2256.8 2516.3 23.0 25.6
Identied signals 1669.5 1830.4 17 18.6
Unknown signals 587.3 685.9 6.0 7.0
Unknown% = 100 × unknown signals/total detected signals 26.0 27.3 26.1 27.3

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

5 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 4
/2

4/
20

25
 2

:2
7:

10
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
liquids showed very little difference between the prepared total
concentration and the quantied one by the proposed method.
This is most probably explained by the fact that these pyrolysis
liquids were processed further; they were the outcome of an in-
line upgrading process (step-wise pyrolysis plus adsorption step
as mentioned in Section 2.1) of the volatiles generated during
the pyrolysis process.

Fig. 4 shows also two additional pink-colour bars. On one
hand, dark-pink colour bars correspond to the sum of the
concentration of the validation compounds calculated by
conventional calibration process. And, on the other hand, light-
pink colour bars, show the sum of the concentration of the
calibration compounds calculated applying the proposed
quantication methodology. In all cases, light-pink bars show
higher values than dark-pink bars, meaning there was some
over-estimation in the concentration quantication. However,
this was consistent with the relative errors reported for each
validation compound in Fig. 3 in Section 3.2. On the one side,
for the aromatic validation compounds tested, it could be
inferred that for retention times below 28.1 min (RT for phenol),
© 2024 The Author(s). Published by the Royal Society of Chemistry
the proposed quantication methodology overestimated the
concentrations, while above this retention time there was
underestimation. On the other side, for the saturated alkane
validation compounds, a similar trend was observed, with the
exception of tricosane (RT = 32.7 min) and tetracosane (RT =

34.0 min) where a slight overestimation could be appreciated.
Note that regarding alkanes, results without applying the
correction factor were considered. This explains why the total
concentration of the validation compounds estimated using the
proposed quantication methodology was overestimated. The
validation compounds present in the samples FRP, Packaging
and WEEE were majorly present below the retention time
28.1 min. This means that the quantication error included in
the quantication of these samples was mainly affected by
overestimation errors.

Apart from that, results showed in Fig. 4 illustrates that the
proposed quantication methodology was able to quantify the
concentration of the compounds fairly well, independently of
the type and dilution of the sample. Lastly, it was also note-
worthy for FRP (×10), Packaging and FRP, the imbalance in the
RSC Adv., 2024, 14, 9892–9911 | 9905
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Fig. 4 Total concentration (mg mL−1) of the use-case pyrolysis oils and of the validation compounds (experimental results vs. proposed
quantification method results).
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values obtained for the difference in the total concentration
values for the pyrolysis liquid as a whole (blue-colour bars) and
the difference in the total concentration values for the valida-
tion compounds (pink-colour bars). Blue-colour bars differ
much more between them (dark-blue vs. light-blue) than the
pink-colour bars (dark-pink vs. light-pink). This is not the case
for WEEE and WEEE (1/10) due to the stated reasons.

The number of detected signals in GC-MS chromatograms
seem to be inuenced by the sample dilution. The obtained
results indicated that, on the one hand, when the concentration
of the sample FRP was increased from 9820 mg mL−1 to 100 200
mg mL−1, the number of signals detected in the chromatogram
increased too, from 30 to 184. However, the total concentration
calculated applying the proposed methodology remained
under-quantied (14 910 mg mL−1 vs. 100 200 mg mL−1) with
a −85 wt% of relative error. This result showed that, even
though an increase in the concentration of the analysed pyrol-
ysis oil by a tenfold enabled the detection of 154 new chemical
compounds by the GC-MS, the quantication of the total
concentration of this pyrolysis oil applying the proposed
9906 | RSC Adv., 2024, 14, 9892–9911
quantication methodology was again much smaller than the
one prepared experimentally. Therefore, it could be inferred
that the total number of compounds in the pure pyrolysis oil
could be much higher and that many of them would appear in
such small quantity that they were not detected.

Notwithstanding the fact that the proposed quantication
methodology's error limits the precision of the calculated
concentration values, there could be other reasons that lead to
obtain very low total concentration values for some of the
pyrolysis oils, mainly for Packaging and FRP. These high
quantication differences were thought to be related to the
incapacity of the GC-MS technique (in SCAN mode) to depict all
the existing chemical compounds in the generated chromato-
grams. The reasons for not being able to capture all the
compounds were thought to be four: (a) the incapacity to detect
non-volatiles and high-molecular weight compounds using the
GC-MS technique as stated in the previous section, (b) the
presence of many chemical compounds in low concentrations,
(c) the need to dilute the oil samples for their analysis leading to
reduce the original concentration of the compounds to be
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 5 Schematic representation of compounds lost in the GC-MS chromatogram baseline.
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identied and (d) the sensitivity limit of the GC-MS analytical
technique. Fig. 5 schematically illustrates this last hypothesis
where many chemical compounds may be lost in the base line
noise of the GC-MS chromatogram, and ignored in the quanti-
cation process, due to their low concentration. This idea is
consistent with the number of detected signals in the GC-MS
chromatograms for each analysed pyrolysis oil samples
(Fig. 4). It could be hinder that it was directly related to the
pyrolysis liquid concentration analysed, as the higher the
concentration of the pyrolysis liquid in the solvent, the higher
the number of detected compounds in the GC-MS chromato-
gram (FRP (×10) vs. FRP, WEEE vs.WEEE (1/10), and FRP (×10)
> Packaging > FRP > WEEE > WEEE (1/10)). According to these
results, it could be said that chemical compounds were lost in
the base line of the GC-MS analytical technique when their
concentration was low, leading to identify less volatile or semi-
volatile compounds than those present in the liquids.

On the other hand, if the concentration of the sample WEEE
was decreased from 10 040 mg mL−1 to 1020 mg mL−1, the
number of detected signals decreased consistently (from 20 to 9
chemical compounds). However, in this case the total concen-
tration calculated applying the proposed methodology was
fairly good (996 mg mL−1 vs. 1020 mg mL−1). This result might be
explained by the combination of two facts. On the one hand, the
11 signals that were not detected in the least concentrated
sample (WEEE (1/10)) could represent a small weight
percentage of the total sample. If so, they would impact mildly
in the total concentration value. On the other hand, as showed
in Section 3.2, the error added by the proposed quantication
methodology could also provoke some over-estimation in the
few detected signals. Finally, as mentioned before in Section
3.4, another plausible explanation for this low quantication
relative errors could be related to the probably less complex
nature of theseWEEE liquids, what could also be inferred by the
fewer number of compounds detected and shown previously in
Table 7 compared to Packaging (Table 6) and FRP (Table 8), as
well as the higher total concentration of the calibrated
compounds (in dark pink in Fig. 4). This is consistent with the
difference in the number of detected compounds between FRP
and WEEE (30 vs. 20, respectively). They differed in number
© 2024 The Author(s). Published by the Royal Society of Chemistry
even though the same pyrolysis liquid concentration was
prepared in both cases (around 10 000 mg mL−1). In this case,
complexity of the liquid composition should be considered
together with the pyrolysis operation conditions. On the one
hand, FRP was a pyrolysis liquid coming from a polyester based
glass bre reinforced plastic end-of-life waste. Due to the
complex nature of polyester thermosetting resins,40,48,49 it was
expected that the applied thermal treatment (single-step pyrol-
ysis at 3 °C min−1 heating rate up to 500 °C without N2 gas ow)
would generate higher quantity of chemical compounds. On the
other hand, even though the plastic fraction from WEEE could
be considered as complex as the plastic from FRPs, the pyrolysis
treatment carried out to WEEE sample provoked higher
cracking of the chemical compounds generated during the
pyrolysis. In the case of WEEE, continuous N2 gas ow was
included in addition to a step-wise pyrolysis followed by
a thermal cracking step in a xed bed reactor in series, where an
adsorbent upgraded the quality of the pyrolysis oil (as briey
described in Table S1†). Therefore, the higher number of
detected signals for FRP compared to WEEE in the GC-MS
chromatograms was consistent with the operating conditions
of the pyrolysis process employed with each sample.

3.5. Kováts retention index calculation for temperature-
programmed gas chromatography (Van den Dool and Kratz
formula)

Depending on the complexity of the generated pyrolysis liquids
(raw vs. upgraded) the proportion of the oil composition
detected by GC-MS could be lower or higher. In the same way,
among these detected compounds, the capacity to correctly
identify chemical compounds by the MS library differs from oil
to oil. In the presented work, in order to accept a compound as
correctly identied by the MS library, the minimum quality
match was set in 85%. Based on this criteria, 20% of the
detected signals by the GC-MS were poorly identied in the case
of Packaging (Table 6) and FRP (Table 8) and, therefore, no
compound name was assigned to them. In contrast, it was
possible to identify the remaining 80% of the detected signals.
The case of WEEE sample was very different. In this case, the
rate of unknown compounds was below the 2% (Table 7), which
RSC Adv., 2024, 14, 9892–9911 | 9907
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Fig. 6 Kováts Retention Index (KRI) in function of retention time (RT) and heating segment for the n-alkanes in the employed alkane-mix.
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is consistent with the aspects previously discussed regarding
the simpler composition of the upgraded pyrolysis oils.

In this sense, Kováts Retention Index (KRI) can be employed
as a complementary information to identify the unknown
compounds present in the pyrolysis oils. The use of the
homologous series of n-alkanes is based on the knowledge that
under isothermal conditions the retention times increase
exponentially. This KRI relates the logarithm of the retention
time value and the number of carbons of each alkane. The
Kováts RI of these reference alkanes are calculated, by deni-
tion, multiplying the number of carbons of the alkane by 100
(for any stationary phase and at any column temperature).
However, when non-isothermal chromatographic conditions
are used, the modication introduced by Van den Dool and
Kratz (eqn (6)) is a more appropriate approach.31

IST:PHTPGC;S ¼ 100� n� tRðsÞ � tRðzÞ
tRðz þ nÞ � tRðzÞ þ 100� z (6)

where “I” is the retention index, “tR” is the retention time, “s” is
the compound of interest, “ST. PH” is the stationary phase, “n”
is the difference in carbon number of the two n-alkanes taken as
reference and “z” and “(z + n)” are the n-alkanes with “z” and “(z
+ 1)” carbon numbers. Note that, in theory, this equation is
strictly valid for linear temperature programs and its applica-
tion to multi-linear temperature programming (as it is the case
of this work) could lead to higher variabilities in the results.31

One way to avoid these variabilities is to study every heating
segment of the chromatographic method separately, attributing
an independent equation to each isothermal and non-
isothermal stage. In this sense, the KRI for each compound in
the calibration mix is calculated for each heating segment
mentioned in the Section 2.3.

Fig. 6 shows the linear regression between the non-
isothermal Kováts RI of all the alkanes present in the
employed alkane-mix and their retention times (RTs) for the
temperature programme dened in Section 2.3. The linear
regression equations tting the n-alkanes' mix is shown in eqn
(7)–(11).
9908 | RSC Adv., 2024, 14, 9892–9911
Isothermal 40 °C:

KRI (y axis) = 255.48 × RT (x axis) − 301.39 (R2 = 0.9465) (7)

Non-isothermal 40–150 °C:

KRI (y axis) = 57.844 × RT (x axis) + 469.36 (R2 = 0.9923) (8)

Isothermal 150 °C:

KRI (y axis) = 50.621 × RT (x axis) + 619.62 (R2 = 0.9958) (9)

Non-isothermal 150–240 °C:

KRI (y axis) = 60.876 × RT (x axis) + 307.65 (R2 = 0.9918) (10)

Isothermal 240 °C:

KRI (y axis) = 61.149 × RT (x axis) + 374.24 (R2 = 0.9864) (11)

In this way, identication of chemical compounds dened in
the MS library with a low match quality level might be possible.
The Kováts RI of all the signals detected on the chromatograms
of the pyrolysis oils were determined following this procedure
Table S20† compiles the KRI and the identied compound for
all the analysed liquids to make them available to other
researchers/databases who may nd this information useful to
identify their own compounds in their pyrolysis oils (taking into
account the chromatographic column and temperature pro-
gramme implemented, described in Section 2.3).
4. Conclusions

This paper presents an easy methodology that makes it possible
to quantify the concentration of all the detected compounds by
GC-MS, present in pyrolysis oils coming from streams of
complex plastic waste from diverse nature. The quantication
error is between +62 wt% and −59 wt% with a standard devia-
tion between 0 wt% and + 13 wt%. So far, the state of the art for
quantication of the concentration of compounds by GC-MS
© 2024 The Author(s). Published by the Royal Society of Chemistry

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4ra00226a


Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

5 
M

ar
ch

 2
02

4.
 D

ow
nl

oa
de

d 
on

 4
/2

4/
20

25
 2

:2
7:

10
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
can be considered the one carried out for bio-oils (pyrolysis
liquids generated from biomass) which reported variabilities
around the 20%. Therefore, the error presented by the proposed
quantication methodology would be in the same order of
magnitude. The proposed quantication methodology provides
a quantitative idea of the composition of the compounds
present in the oils compared to the current situation, where
results from the analysis of complex plastic pyrolysis oils using
GC-MS are almost exclusively published and evaluated using
the area percentage of identied compounds without ques-
tioning the representativeness of the obtained results. More-
over, the presented work also includes the evaluation of what
would be the quantication error assuming that the area
percentage was equal to the weight percentage of the
compounds. As a result, it has been concluded that the average
relative error for the validation compounds (between 284 wt%
and 498 wt%) is higher than with the proposed quantication
methodology. But, more importantly, the standard deviation is
much higher (between 67% and 147%), meaning that reliable
results could not be expected from this assumption. Deni-
tively, the proposed quantication methodology is seen as
a feasible approach to be easily implemented. It might not
accurately determine every chemical compound present in the
pyrolysis oil mixture when the complexity of the pyrolysis oils is
high. However, it does provide a quantitative overview of the
concentration of the main detected compounds by the GC-MS
as well as a quantication value (as a whole) of those
compounds that are not being visualised in the GC-MS chro-
matogram due to their low individual concentration, non-
volatility or high molecular weight. Moreover, the difference
between the value of the total concentration of the experimen-
tally prepared pyrolysis oils and the value of the total concen-
tration calculated applying the proposed quantication
methodology could be an indicator of the complexity of the
pyrolysis oil being analysed, by suggesting the presence of more
or less chemical compounds.
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