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t into oil displacement by CO2

flooding in water-cut dead-end nanopores†

Pengfei Lu,a Zichen Yan,a Jiawen Laia and Keke Wang *b

Understanding the mechanisms underlying residual oil displacement by CO2 flooding is essential for CO2-

enhanced oil recovery. This study utilizes molecular dynamics (MD) simulations to investigate the

displacement of residual oil by CO2 flooding in dead-end nanopores, focusing specifically on the water-

blocking effect. The findings reveal that oil displacement does not commence until the water film is

breached. The dissolution of CO2 molecules in water and the hydrogen bond interactions between

water and rock are the primary factors that disrupt the hydrogen bond network among the water

molecules, facilitating the breakthrough of the water film. Additionally, the displacement process can be

delineated into four distinct stages – encompassing water film rupture, oil swelling, massive oil

displacement, and displacement completion – as evidenced by the oil recovery-displacement time

curves. Moreover, a cutting-edge oil recovery-displacement time model precisely quantifies crucial

stages in the displacement process. For example, when t < d, trapped oil is impeded by the water film,

while when t > d + 3s, displacement culminates successfully. Altogether, this research bolsters

comprehension of residual oil displacement in the presence of water blocking and advocates for

sustainable oil production strategies in oilfields.
1. Introduction

Aer secondary oil recovery, approximately 60–70% of the
residual oil remains underground, forming water-cut reser-
voirs.1,2 Further exploitation of this residual oil is vital for
increasing oil production and meeting the growing energy
demands. In such reservoirs, residual oil typically exhibits
a pattern of “overall scatter and local enrichment”, and the
presence of water adds resistance to oil production, compli-
cating the displacement process.3 To address these challenges,
various displacement media, including nanouids, surfactants,
polymers, and gases, have been developed and utilized to
extract oil obstructed by water and enhance oil recovery.4–9

Among these, CO2 injection-enhanced oil recovery (CO2 EOR)
has emerged as a pivotal technique. This method injects high-
pressure CO2 into the stratum to increase subsurface reservoir
pressure and stimulate oil production. Additionally, CO2

injection facilitates underground storage and reduces atmo-
spheric CO2 levels, contributing to environmental protection.
Understanding the processes and mechanisms of storage-
driven CO2 EOR in water-cut reservoirs is crucial for achieving
sustainable oil production and net-zero emissions.10
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Given that residual oil is generally trapped in micro- and
nanopores, various microscopic experimental techniques have
been employed to characterize these formations. Techniques such
as atomic force microscopy (AFM),11,12 scanning electron micros-
copy (SEM),13 nuclear magnetic resonance (NMR),14,15 and X-ray
computed tomography scanning16 are used to determine pore
size distribution and identify the occurrence states of residual oil
in porous media. To study oil displacement in porous rocks, core-
ood experiments17–20 have been conducted. Additionally, the
swelling test, slim tube displacement method, rising bubble
experiment, and vanishing interfacial tension technique21–24 have
been utilized to explore the CO2–oil mixing process and ascertain
the CO2–oil minimum miscibility pressure (MMP). Nevertheless,
the actual operating procedures for these experimental techniques
are typically complex, and the costs are signicant, which has led
to slow progress in both the experimental research and application
of CO2 ooding technology. Given these inherent defects and
limitations, molecular dynamics (MD) simulations can serve as
a supplementary and extended approach to experimental studies,
providing an efficient and cost-effective method for fundamental
research into the surface tension, mechanisms of oil displacement
and uid mass transfer processes.25,26 Numerous simulation
studies have been conducted to elucidate the mechanisms of CO2

EOR, both with and without water blocking.
In oil recovery, the blending and interaction between CO2

and crude oil signicantly inuence oil displacement. Santos
et al.27 used MD simulations to predict the adsorption behavior
of CO2–hydrocarbon mixtures in calcite slit-shaped nanopores.
RSC Adv., 2024, 14, 25385–25392 | 25385
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They asserted that the connement effects must be considered
in such small spaces and that CO2 tends to adsorb preferentially
onto the available calcium sites on the calcite surfaces, dis-
placing the adsorbed hydrocarbons. Zhang et al.28 investigated
the mixing mechanism of CO2 and crude oil in nanoslits and
predicted the minimum miscible pressure (MMP). Their nd-
ings suggested that CO2 and crude oil are more likely to blend in
conned spaces, likely due to increased molecular collision
probability in such environments. Feng et al.29 calculated the
surface tension between CO2 and crude oil to predict the MMP.
Their study revealed that both temperature and the presence of
impurity gases signicantly inuence the blending pressure.
Beyond the static properties of CO2 and oil in nanoslits, the
hydrodynamic properties and transport behavior of liquid
hydrocarbons through rock nanopores are critical in deter-
mining the ultimate displacement efficiency, which remains
a concern. Wang et al.30 investigated the transport behavior of n-
octane through slit-shaped quartz nanopores using nonequi-
librium molecular dynamics. Their ndings demonstrated that
in the center of wider slits, n-octanemolecules exhibit nearly the
same density, viscosity, and self-diffusion coefficient as the
continuum bulk liquid. Closer to a solid surface, the alkane
chains preferentially align parallel to the substrate and diffuse
more slowly. Liu et al.31 explored the pressure-driven transport
behavior of supercritical CO2 in silica nanochannels. Their
simulations indicate that the slip length increases nonlinearly
with rising pressure gradients or larger nanochannel sizes. Fang
et al.32 compared the displacement behaviors of CO2 and N2

ooding through MD simulations. They observed that the
synergy between CO2 and N2 slugs surpasses that of single-
phase injection and mixed gas ooding.

Additionally, researchers examined the shielding effects of high
water saturation and residual oil distribution by CO2 ooding in
water-cut reservoirs when a water lm encapsulated the residual
oil. Using MD simulation and dimensional analysis, Luan et al.33,34

conrmed that the rupture of the water lm signicantly affects
both the velocity of displacement and the oil recovery. Li et al.35

noted that supercritical CO2 can penetrate the water lm, forming
a path that detaches organic molecules; the thicker the water lm,
the lower the level of organic molecule detachment.

As discussed earlier, CO2–oil interactions and displacement
mechanisms at the atomic scale have been extensively studied,
and the inuence of water has been considered to some extent.
However, few studies have examined the entire process of
microscopic residual oil displacement caused by CO2 ooding
in water-cut reservoirs. Moreover, the quantitative relationship
between oil recovery and displacement time, particularly
considering the inuence of water, remains unclear. Therefore,
this study primarily aims to elucidate this aspect using MD
simulations. Initially, the entire displacement process of oil in
the water-cut dead-end nanopore is demonstrated through
snapshots from the MD simulations, and the collapse details of
the water lm between CO2 and oil are examined. Subsequently,
the study reveals the relationship between oil recovery and
displacement time. Finally, the displacement mechanism of the
residual oil by CO2 injection is elucidated based on the tted oil
recovery-displacement time curve.
25386 | RSC Adv., 2024, 14, 25385–25392
2. Models and simulations
2.1 Molecular models

Quartz is reported to be one of the primary inorganic compo-
nents of tight reservoirs, comprising one-h of the Earth's
continental crust.36 Consequently, in this study, quartz was
chosen as the solid matrix for constructing slit nanopores. The
quartz unit cell structure, sourced from the Materials Studio
material library, was initially cleaved along the (001) plane. Next,
through a replication operation, the rock wall was constructed
with a surface size of 2.95 nm × 10.75 nm on the x–y plane.
Subsequently, the slit nanopore was formed by joining the two
meticulously constructed rock walls in the z-direction with a slit
aperture of 5.02 nm. To investigate the behavior of oil molecules
conned within the grooves of the slit, modications were made
to the upper and lower walls. Specically, several atoms were
removed from the previously obtained lower wall to form a rect-
angular groove with the size of w× h= 2.20 nm× 2.70 nm in the
y–z plane, and the thickness of the upper wall was reduced to
0.68 nm tomanage computing costs. Finally, a slit nanopore with
a hydroxyl-covered inner surface was created by hydroxylating the
surface oxygen atoms of each rock wall.

Utilizing the meticulously constructed slit nanopore, CO2

lls the main channel, whereas oil molecules, with the decane
(C10) chosen as the representative oil component based on our
previous work,37 are conned to a groove in the lower wall.
Notably, a water lm initially surrounds the oil phase in the
groove, representing the residual water post-secondary recovery.
To isolate the CO2 region in the y-direction, two rigid carbon
sheets were positioned on both sides of the system, maintaining
a specic pressure difference. Additionally, vacuum spaces were
introduced outside the carbon sheets on the le and right sides
to prevent uid interactions from opposite directions. The
entire CO2 EOR system is encapsulated in a rectangular box
measuring 2.95 × 40.00 × 10.81 nm3, as depicted in Fig. 1.
2.2 Simulation details

To eliminate unreasonable intermolecular contacts in the
initial model, the congurations of the oil and CO2 molecules
were pre-optimized at 20 MPa and 344 K, with the rock atoms
xed in place.32 Subsequently, oil displacement simulations
were conducted by applying a specic pressure on the le plate
and maintaining 20 MPa on the right. Moreover, to assess the
impacts of underground pressure and water on the CO2 EOR
process, we designed six initial models with two types of dis-
placing pressures (4 MPa and 1 MPa) and three levels of water
contents. The water lm thicknesses are set at 0.54 nm (1/5 of
the groove volume), 1.08 nm (2/5 of the groove volume), and
1.62 nm (3/5 of the groove volume), respectively. The specic
congurations are detailed in Table 1 and illustrated in the
inset of Fig. 1. Cases with different water contents are denoted
as H1, H2, and H3 for higher pressures (4 MPa) and L1, L2, and
L3 for lower pressures (1 MPa).

For each scenario, dynamic simulations were performed
under the NVT ensemble,38 utilizing three-dimensional periodic
boundary conditions. The steepest descent method was
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Initial model of the CO2 EOR system: silicon, oxygen, and hydrogen atoms for rock and water are represented in brown, red, and white,
respectively, while the decane, CO2, and piston molecules are in cyan, pink, and gray, respectively.

Table 1 Initial MD setup of the CO2 EOR system for different cases

Case
name

Pressure difference
(MPa)

Water lm
thickness (nm)

Water
(#)

Oil
(#)

H1 4 0.54 83 37
H2 4 1.08 166 27
H3 4 1.62 250 18
L1 1 0.54 83 37
L2 1 1.08 166 27
L3 1 1.62 250 18

Paper RSC Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
A

ug
us

t 2
02

4.
 D

ow
nl

oa
de

d 
on

 7
/2

5/
20

25
 1

2:
43

:2
8 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
employed in the energy-minimization step. The system
temperature was regulated using a Nose–Hoover thermostat,39

and the cutoff distances for the electrostatic and van der Waals
(vdW) interactions were set at 1.4 nm. The total number of
simulation steps for the displacement simulations was estab-
lished at 6 000 000 with a time step of 0.5 fs. The microstruc-
tures and locations of the entire system were recorded every 1 ps
for analysis. All experiments adhered to the simulation proce-
dures previously mentioned. The displacement simulations
utilized the GROMACS package,40 and the microstructures of
the system were visualized using VMD soware.41

Intermolecular interactions play a pivotal role in molecular
simulations. This study modeled decane as a molecule with ten
pseudo atoms connected by bonds, employing a coarse-grained
force eld. The force eld developed by Zhu et al.42 was applied
to CO2. The TIP3P force eld was used for water, while the CLAY
Fig. 2 Snapshots of the systems with different water film thicknesses un

© 2024 The Author(s). Published by the Royal Society of Chemistry
force eld43 was designated for the rock walls. For non-bonding
interactions, coulombic and Lennard–Jones (L–J) potentials
were utilized to manage electrostatic and vdW interactions,
respectively. As detailed in our previous works,29,44 the interac-
tion parameter (3) between CO2 and decane was calculated
using modied Lorentz–Berthelot rules with a scaling param-
eter of 0.9. The L–J parameters (3 and s) and charges (q) for all
atomic species are listed in Table S1.†
3. Results and discussion
3.1 Overall oil displacement process

To investigate the displacement process across cases with
varying water contents and external pressures, conguration
snapshots at different moments during the CO2 ooding
process for each case are displayed in Fig. 2 and S1.† Taking H1
(external pressure of 4 MPa and water lm thickness of 0.54 nm)
as an example (Fig. 2), it can be observed that at the outset of the
oil displacement (0 ps), the water lm in the rock groove
completely isolated the crude oil from CO2. CO2 advanced along
the main channel under external pressure. As the simulation
commenced, part of the CO2 dissolved in the water lm, grad-
ually causing the lm to collapse (∼10 ps). Then, the dissolved
CO2 penetrated the water lm and entered the oil phase,
leading to partial dissolution and swelling of the crude oil (∼50
ps). Subsequently, the water lm fully opened and spread out on
the rock surface, and the dissolved crude oil molecules diffused
der 4 MPa during displacing process.

RSC Adv., 2024, 14, 25385–25392 | 25387
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from the grooves into the main rock channel (100–500 ps).
Ultimately, the crude oil was propelled out of the main channel
with the CO2 uid under the displacement pressure, achieving
crude oil displacement (∼2000 ps).

Similar displacement processes were observed for cases with
higher water content (H2 and H3). Notably, as the water content
increased, the rupture of the water lm became more chal-
lenging. In the case of H3, the water lm took over 100 ps to
completely break. When the external pressure was reduced to
1 MPa for cases with varying water contents, the displacement
process exhibited similar patterns to those observed at 4 MPa
(Fig. S1†).

To further explore the evolution of the displacement process
in silica groove, we divided the silica groove into ve parts along
the z direction (inset of Fig. 1), and calculated the density
distributions of CO2 and C10 in the silica groove with different
water lm thicknesses. As shown in Fig. 3, in the silica groove,
the total numbder density of CO2 increased gradually with
increasing simulation time, while the oil density rapidly
decreased, regardless of the water lm thickness. This akin to
the phenomenon in Fig. 2 that the CO2molecules could dissolve
and diffuse through the water lm, and oil molecules were
subsequently squeezed out of the groove aer breakthrough of
the water lm. Under the pressure of 1 MPa, similar density
distributions means the similar displacement processes to
those of 4 MPa (Fig S2†).
3.2 Inuence of water lm on the oil displacement process
under different displacing pressure

Based on the results discussed above, the rupture of the water
lm is a critical prerequisite for blending CO2 and oil, signi-
cantly inuencing the start-up time for oil displacement. As the
simulation progresses, some water molecules diffuse out of the
Fig. 3 Number density distribution of CO2 and C10 perpendicular to
thicknesses under the pressure of 4 MPa.

25388 | RSC Adv., 2024, 14, 25385–25392
lm region, leading to a decrease in residual water molecules
and the eventual rupture of the water lm. To further analyze
the rupture process of the water lm during oil displacement,
we recorded the number of residual water molecules and
calculated the porosity of the water lm (P) throughout the
rupture process, as shown in Fig. 4. The porosity of the water
lm was determined using a characterization method
commonly applied to porous materials, governed by the
following equation:

P = V0/Vt (1)

P represents the porosity of the porous material; in this case,
the water lm Vt is the total volume of the water lm region at
the outset, namely 1/5 (H1 and L1), 2/5 (H2 and L2) and 3/5 (H3
and L3) of the volume of the groove, as illustrated in the inset of
Fig. 1. V0 is the volume occupied by water molecules within the
water lm region, determined by the volume enclosed by the
Connolly surface.

As depicted in Fig. 4a, at 4 MPa, the initial porosity is
approximately 50% for H1, H2, and H3. The case with the
thinner water lm (H1) demonstrates a rapid decrease in water
molecules and a swi increase in porosity (reaching about 80%)
during the rst 10 ps. Conversely, for H3, which has the thickest
water lm, there is little change in both the number of water
molecules and porosity from 0 to 10 ps. This observation aligns
well with the phenomena depicted in Fig. S3,† suggesting that
a thinner water lm facilitates quicker formation of a through-
hole in the water layer. A similar pattern is observed at 1 MPa, as
shown in Fig. 4b and S4.†

As noted in the molecular models, the rock surface exhibits
hydrophilic properties due to the presence of hydroxyl groups.
Therefore, the hydrogen bonding interactions between water
the displacement direction in the groove with different water film

© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Porosity and water contents of water film at different times under the pressure of 4 MPa (a) and 1 MPa (b).

Fig. 5 Evolution of (a) w–r hydrogen bonds and (b) w–w hydrogen bonds during the simulations under the pressure of 4 MPa.
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and rock (w–r) play a crucial role in the rupture of the water lm.
The dynamics of water–rock and water–water (w–w) hydrogen
bonds over time are detailed in Fig. 5 and S5.† Initially, there is
a sharp increase in the number of w–r hydrogen bonds, which
then stabilizes. In contrast, the number of w–w hydrogen bonds
shows a decreasing trend. This can be attributed to the strong
affinity of water for the hydroxyl groups on the rock surface,
leading to the formation of hydrogen bonds. As a result, the
hydrogen bond network among water molecules within the lm
is disrupted, facilitating the breakthrough of the water lm.

Despite the water–rock interactions, another factor contrib-
uting to the breakthrough of the water lm is the dissolution of
CO2 molecules from the main channel into the water lm under
high displacement pressure. Fig. 6 illustrates CO2 molecules
surrounding water molecules in water lms of varying thick-
nesses. The presence of CO2 disrupts the integrity of the
hydrogen-bond networks within the water lm, thereby
Fig. 6 CO2molecules dissolved in thewater films with thicknesses of (a) 0
were displayed in the ball–stick style and the CO2 molecules in the CPK

© 2024 The Author(s). Published by the Royal Society of Chemistry
promoting the opening of the oil channel. This observation is
also supported by Fig. 2 and S1,† which show that as the
simulation progressed, more CO2 molecules dissolved into the
water lm, increasing the number of water molecules adsorbed
along the rock surface and rendering the water lm more
fragile. Once the water lm collapses, CO2 bursts into the oil
phase, displacing the oil molecules out of the groove, akin to
scenarios without a water lm.37
3.3 Quantication of oil displacement process and oil
recovery efficiency

CO2 molecules were propelled forward during the displacement
simulation under specic pressure. Oil molecules are not dis-
placed from the groove until the water lm ruptures. Aer
a sufficient duration, the number of extracted oil molecules
from the groove peaks, indicating the completion of the oil
.54 nm, (b) 1.08 nm, and (c) 1.62 nm, respectively. The watermolecules
style.

RSC Adv., 2024, 14, 25385–25392 | 25389
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Fig. 7 Oil recovery for the cases (a) H1, (b) H2, and (c) H3, and the corresponding fitted curves (d).

Table 2 Maximum oil recovery and parameters in the fitted piecewise
function for different cases

Case name 4m (%) a d (ps) s (ps)

H1 75 1.018 12.0 385.0
H2 75 1.124 50.0 374.3
H3 75 1.078 110.0 352.3
L1 78 1.202 9.0 326.5
L2 80 1.222 37.0 380.9
L3 84 1.825 85.0 385.8
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displacement. To further verify and analyze these simulation
results, the number of residual oil molecules in the groove was
recorded every 1 ps, generating corresponding residual oil
number–time curves for all cases. As depicted in Fig. S6,† the
number of oil molecules does not decrease immediately during
the initial picoseconds, especially in cases with a thicker water
lm. This delay correlates with the water lm outside the oil
molecules impeding oil displacement. Following the break-
through of the water lm, the number of residual oil molecules
decreases dramatically over time and eventually stabilizes.

The plots of oil recovery efficiency (4) along with displace-
ment time (t) for each case were depicted in Fig. 7 and S7† to
quantitatively investigate the oil displacement processes. The
oil recovery efficiency was calculated as the ratio of the number
of displaced oil molecules to the total number of oil molecules.
To ensure the ergodicity of the MD simulations, each case
underwent three simulations, and the results were then aver-
aged. Based on the averaged simulation results, despite the
water lm thickness and pressure, the relationship between 4

and t can be tted using the following piecewise function:

4ðtÞ ¼

8>>>><
>>>>:

0 t\d

4m

2
641� e

�ðt� d

s
Þa3

75 t$ d
(2)

where 4(t) is the oil recovery at time t, 4m is referred to as the
maximum oil recovery during the whole displacement process, the
parameter d, s and a are the water lm breakthrough time,
displacement time constant, and stretching factor, respectively.
The parameters 4m, d, s, and a for each case are listed in Table 2.

Taking H3 as an example, according to the tted 4(t)–t curve,
the whole displacing process could be divided into four stages
25390 | RSC Adv., 2024, 14, 25385–25392
(Fig. 7a). During stage I, when t is less than d, the value of 4
equals to zero, which means the oil is well sealed by the water
lm and no oil molecules is displaced out of the groove. When t
is equal and more than d, an exponential increase of 4 can be
observed, corresponding to the swelling and massive displace-
ment of oil. This process belongs to stages II and III, which can
be split by the inection point time t = d + 0.5s. When t is larger
than d + 3s, 4 reaches 99% of the 4m value, and the displace-
ment is completed (donated as stage IV). The observed trend
remained consistent across different water contents and
external pressures in other cases (Fig. 7b, c, S7a–c†). This
discovery mirrors the ndings of Luan and Tang's work.34,45

As indicated in Table 2, for each case, when t $ d, the
stretching factor a is greater than 1, conforming to the charac-
teristics of a compressed exponential function. Comparing
cases with different water contents under the same external
pressure, it is observed that a more extended time d is required
for oil molecules to break through the water lm in cases with
higher water content. The scaling law for d relative to water lm
thickness is approximately 2, consistent with Luan's ndings.34

Surprisingly, a longer time is required to rupture the water lm
© 2024 The Author(s). Published by the Royal Society of Chemistry
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for the same water content under higher pressures. Conversely,
the displacement time constant s decreases with water lm
thickness at higher pressures, while an opposite trend is
observed at lower displacement pressures. According to formula
(2), when t exceeds d + 3s, the 4m for each case is calculated as
75% for H1, H2, and H3 at 4 MPa, and 78%, 80%, and 84% for
L1, L2, and L3 at 1 MPa, respectively. This shows a lower value
for cases under higher external pressures. For all cases, the
corresponding tted curves are depicted in Fig. 7d and S7d,†
respectively. Overall, formula (2) enables the quantitative
determination of displacement efficiency and completion time
under various conditions.

4. Conclusions

This study simulated and analyzed the displacement of residual
oil in a water-cut silica groove by CO2 ooding. Our ndings
affirm that the rupture of the water lm is essential for effective
oil displacement; no oil molecules are displaced from the
groove until the water lm is breached, and the time it takes to
rupture the water lm directly determines the initiation of oil
displacement. Two primary factors were identied for the
collapse of the water lm: the dissolution of CO2 molecules
within the water lm and the hydrogen bond interactions
between water and rock. Both factors contribute to the rupture
by disrupting the hydrogen bond network among the water
molecules. Furthermore, it was established that the relation-
ship between oil recovery and displacement time follows
a piecewise function, which allows the displacement process to
be segmented into four distinct stages. This segmentation
enables the quantitative assessment of displacement efficiency
and completion time under varying conditions. This research
enhances the understanding of the CO2 EOR process involving
water blocking and is expected to benet practical oil exploita-
tion endeavors.
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