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The knowledge of reaction rates and reaction pathways is essential for the upscaling of laboratory- and

pilot-sized plants to full scale industrial processes. Over the last decades lumped kinetic modelling became

the standard modelling approach for cracking reactions of hydrocarbon blends. In this paper a sequential

nine-lump kinetic model is developed. The model allows for a fully automatic calculation of the kinetic

parameters and efficient implementation in process simulation software like PetroSim. The kinetic

parameters were calculated using experiments in a laboratory sized tubular reactor with a mass throughput

between 600 g h−1 and 2500 g h−1 and temperatures between 440 °C and 530 °C at a pressure of 15 bar.

A feedstock of 30 wt% plastic in different blends (PP, LDPE, HDPE) and 70 wt% carrier medium, a heavy

refinery intermediate product, was used for the fitting and evaluation of the kinetic model. The results were

evaluated with a set of experimental data, independent from the set used for the fitting. A residual analysis

shows that the model has good predictive capabilities and can be used to simulate the cracking reaction of

plastics in a plug flow reactor over a broad range of operating conditions.

Introduction

In the 20th century waste management in general and
especially plastic waste became one of the main problems of
our society. Nevertheless, the worldwide plastic production is
steadily growing from 335 million metric tons in 2016 to 368
million metric tons in 2019.1 The reasons for this growth are
mainly the beneficial material properties like longevity and
versatility and the absence of inexpensive alternatives. The
problem is that those material properties, which make plastic
a good material for our economy, are also the reason why
plastic is an issue after the life cycle of the plastic product
has ended. Foremost, the degradation rates of plastic in the
environment are remarkably low, ranging from 450 years for a
plastic bottle to over 1000 years for HDPE pipes.2 Despite this
only 10% of the worldwide generated plastic waste was
recycled in 2022 while 19% was incinerated, 49% was
landfilled and 22% was mismanaged.3

To save the environment and reduce mismanaged and
landfilled plastic waste the European Union released their
strategy for plastics in a circular economy. One of the main
goals in this strategy is a plastic recycling rate of 75% by
2030.4 Achieving those goals in time will not be easy and
necessitates a revolution in how post-consumer plastic is
handled and processed.

Mechanical recycling, which is currently the dominant
technique for plastic waste, is limited to thermoplastic
materials with a high purity so that it can be remelted into
new products. This results in major sorting and pre-
processing efforts for mechanical recovery. Chemical
recycling promises to supplement the classic ways of plastic
recycling as an alternative, with lower requirements to the
recycling material. In chemical recycling, specifically in its
subdivision feedstock recycling, the plastic is broken down,
either by thermal or chemical processes, into its
petrochemical raw materials. Those materials can then be
used in plastic production without an impact on the quality
of the products.5–7

Plastic pyrolysis is a chemical recycling method where the
long-chained macromolecules are cracked into smaller, less
complex molecules and monomers. In general, this process is
carried out at elevated temperature and pressure8–12 often in
the presence of a catalyst.13–19 The products of the pyrolysis
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process are oil, gas, and coke. Depending on their boiling
point and quality the pyrolysis oil and gas can be used as
fossil fuel substituents in a multitude of existing petroleum
refinery processes which close the recycling loop by providing
monomers for plastic production.20–22 Furthermore, the
reactors in which the thermal cracking takes place, like
tubular reactors, fluidized bed reactors and screw reactors,
are comparable to standard refinery equipment. Those
arguments make a plastic waste pyrolysis reactor a perfect fit
to supplement a petroleum refinery. For this use case all
types of polyolefins and some other plastics like polystyrene
are suitable feedstocks because of their lack of heteroatoms
in their organic structure. The plastic feed can be a mixture
of those plastics with minimal requirements for the pre-
treatment and cleanliness of the material compared to
mechanical recycling. Only plastic materials with
heteroatoms, like polyvinylchloride, contaminate the process
with unwanted elements and must be kept to a minimum to
achieve the needed product quality requirements.

Research is currently underway on many different reactor
designs which can be applied for the thermal pyrolysis of
plastic waste. Fixed- and fluidized-bed reactors,23–25 which
are already in use for the pyrolysis of other feedstocks like
coal, are considered because it is relatively easy to achieve
stable operating conditions of those reactors. Disadvantages
of those designs are their limitation in size which restricts
the scalability of the technology, and the reaction gas
circulation and heating requires expensive equipment. Rotary
kilns on the other hand can handle large quantities of plastic
waste and the continuous motion ensures good mixing and
uniform heating. However, due to the constant movement of
the reactor and the resulting mechanical wear, this design is
expensive and high in maintenance.26,27 Screw kilns also
enable good mixing and uniform heat transfer but are the
most complex technology in terms of equipment and are very
difficult to scale due to the limited screw size and heat
transfer limitations in scaled-up apparatus.28,29

A heated tubular reactor is a simple, cost effective and
scalable solution for the pyrolysis of plastics. With this
reactor design the material must be melted and pumped
through the reactor where it gets heated under pressure and
the cracking reaction takes place. The design allows for easy
continuous operation and efficient heat transfer across the
reactor walls. In addition, a tubular reactor is highly scalable
by increasing the number of parallel passes through the
reactor. Challenging are the high viscosity and the low heat
conductivity of pure plastic melts. Because of the high
viscosity no standard equipment would be able to transport
the melt and because of the low heat conductivity the heat
transport from the reactor wall to the medium would be
hindered. In the past a process was developed in which the
plastic melt gets diluted with an organic carrier medium. The
carrier medium improves the thermal properties of the
reactor feed and decreases the viscosity of the melt, so that it
can be pumped through the reactor. This approach makes it
possible to carry out the thermal cracking of plastic melts in

a tubular reactor with largely the use of standard
equipment.30

To simulate the chemical processes in a pyrolysis reactor,
three different approaches are currently known: empirical
models,31 lumped kinetic models,32 and mechanistic kinetic
models.33 Empirical models do not adhere to the real
reaction mechanism and only show a sufficient predictability
in specific parameter ranges with poor ability to extrapolate.
Mechanistic models include detailed molecular level
information about the reaction mechanism but are
characterized by a higher analytical and computational effort.
Molecular level models are often not feasible for
petrochemical applications because of the plethora of
different molecules.34 Lumped kinetic models provide an
excellent balance between complexity, scalability, and
accuracy. In lump kinetic modelling chemical compounds
with similar properties are grouped together into
hypothetical components and only the apparent reactions
between those hypothetical components are modelled.
Properties according to which the components can be
lumped are for example the chemical structure, the carbon
number or the boiling point of the components.35

For the upscaling and simulation of the process, a robust
kinetic model with clear predictive qualities is needed. The
fitting of the kinetic parameters should be straightforward,
ideally without manual intervention and not dependent on
estimated starting values. Furthermore, it must be possible
to implement the model into standard process simulation
software like PetroSim. Presently not many studies for the
modelling of plastic co-pyrolysis in tubular reactors are
found,30,36 and most of them work well in scientific
applications but lack in usability for everyday working
environments. Most works focus on the plastic
decomposition kinetic derived from TGA experiments with
isoconversional methods.37–39 Those TGA-based models only
consider one decomposition step from plastic to volatile
products in an open system, which is not of use for the
purpose of industrial reactor design. Other, more advanced,
methods like kinetic Monte Carlo are computationally too
expensive and complex for industrial applications.40

In this study, an a priori35 lumped kinetic model was
developed which meets all those requirements. The model
consists only of consecutive reactions with zero alternative
reaction pathways. This fact allows for a straightforward
implementation of the model, while the algorithm for the
fitting of the kinetic parameters is fully automated. The
model was developed with data gathered from a laboratory
sized tubular reactor with a maximum throughput of 2500 g
h−1.

Materials

For the development of the lumped kinetic model three
different types of plastic mixed with a heavy petroleum
fraction in different compositions were used as feedstock for
the laboratory plant. The plastics were virgin polypropylene
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(PP), low-density polyethylene (LDPE) and high-density
polyethylene (HDPE) powder specified in Table 1, which were
also used in previous work.30 Because of the physical
dimensions of the reactor, especially the narrow outer
diameter of 6.4 mm of the tubes, the maximum particle size
of the plastic feed must be smaller than 500 μm. For this
reason, the plastic feed is ground in an impact mill at
cryogenic conditions lower than −150 °C before it is used for
the experiments. The maximum ratio of plastic feed to carrier
medium achievable by the design of the plant is 30 wt%.
Higher plastic ratios lead to blockage in the feed system of
the reactors.

The organic carrier medium used is a readily available by-
product of the petroleum refinery process. The medium is
mainly aliphatic with an aromatic content of around 25%, a
density of 880 kg m−3 and a calorific value of 45 MJ kg−1.
Since the carrier medium will also crack under the conditions
present in the reactor, the kinetic parameters for the carrier
medium alone were evaluated in preliminary tests.

Experimental setup and procedure

The experiments are carried out in a laboratory reactor which
was specifically built for this process (Fig. 1). The reactor is
equal to the one described in previous work41,42 with some
adjustments to the experimental procedure.

A liquid carrier medium and the plastic powder are mixed
manually in predefined mass ratios, between 0 wt% and 30
wt% of plastic, before the experimental runs. 30 wt% is the
upper limit for the plastic content in the feed, because with
higher solid content the flowability of the feed was no longer

guaranteed and the process pump was not able to pump the
mixture into the reactor. The feed mixture is filled into the
feeding tank B1 where it is continuously stirred. The pump
P1 is a progressing cavity pump necessary to transport the
suspension through the reactors. Both reactors R1 and R2 are
coiled tubes heated by fluidized sand baths to the required
temperature range of 400 °C to 550 °C. A temperature probe
in each sand bath (TI1, TI2) was used to monitor the sand
bath temperature (TSB) around each tubular reactor. The
length of each reactor coil can be varied between 8 m and 24
m for further adjustment of the residence time without
changes in the flow pattern. After the medium has passed
the reactor, it is cooled by an air-, and an oil-cooler to around
90 °C. Either a hand valve or an automatic membrane valve
can be used to regulate the pressure inside the system and to
flash the products to atmospheric pressure. For all the
experiments the pressure of the system was regulated to 15
bar. This relatively high pressure range was chosen because
previous work indicates that higher pressure favors the
production of valuable light liquid and gaseous products.43

Most of the pyrolysis products are in a liquid state under the
conditions in the flash-vessel. Those products are collected at
the bottom of the vessel and sampled after each experiment
balance period. Products which are gaseous under the
conditions inside the flash-vessel leave it through the head
and are led to two further cooling traps where those lighter
products are sampled. The cooling traps are set to a
temperature of 15 °C and 0 °C respectively. Following the
product sampling all the liquids are weighted, cooled in a
freezer, and mixed to the final liquid product which gets
analysed. The pyrolysis products which are gaseous below 0
°C, behind the last cooling trap, are sampled with a gas
balloon.

The experimental conditions are mainly varied by the
temperature of the sand bath, the length of the reactors, the
power of the pump and the composition of the feedstock.
The pump power regulates the mass flow inside the reactors
and has a minimum flow of 600 g h−1 and a maximum flow
of 2500 g h−1. This results in residence times in a range of 5
min to 60 min depending on the operating conditions. The
main influence on the residence time beside the pump power

Table 1 Detailed specification of plastic types used for the pyrolysis
experiments

Molecular
weight (Mw)

Calorific
value

Upper heating
value

TGA inflection
point

(g mol−1) (kJ kg−1) (kJ kg−1) (°C)

PP 3.624 × 105 44.510 47.343 484
LDPE 2.3834 × 105 43.409 46.159 500
HDPE 2.0275 × 105 43.525 46.409 509

Fig. 1 Scheme of the laboratory scale reactor used for this work with the scope of the simulation boundaries marked in red.
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is the temperature of the reactor because the vapor fraction
of the medium, and therefore its average density, is highly
dependent on it.

The analysis of the gaseous product is done by gas
chromatography according to DIN 51666. The results are the
heating value, the specific weight, and a detailed molecular
composition of the gas phase. The true boiling point curve of
the liquid products and the carrier medium are analysed
according to ASTM D7169 via simulated distillation
(SimDist). Gas chromatography of the liquid products was
carried out on an Agilent 7890B with COC injector and FID
detector. The stationary phase material was nonpolar
dimethylpolysiloxane in a stainless-steel column (DB-HT
Agilent).

As part of this work three different test series were carried
out. The first series consists of runs with pure carrier
medium and no added plastic content. The aim of this first
series is to determine the decomposition behavior of the pure
carrier medium in the investigated temperature range. The
second test series consists of runs with the carrier medium
and a single pure plastic component (LDPE, HDPE, or PP) to
determine the pyrolysis kinetics of the individual plastics and
any interactions with the carrier medium. The third series
consists of runs with mixtures of the available plastics and
the carrier medium. In those experiments the plastic powders
were mixed in a ratio of 1 : 2 or 1 : 1 if two plastics were
examined and 1 : 1 : 1 if all three available types of plastics
were used. This series of tests is used to validate the kinetics
and the assumptions made for the model generation.
Parameter ranges and the number of experiments for each
test series are shown in Table 2. From each series two to
three random experiments were chosen for the evaluation of
the kinetic parameters and for the representation of the
results in this work. The process parameters of the
experiments used to represent the results in this work are
shown in Table 3. The exact analysis of the liquid and
gaseous products of those experiments can be found in the
ESI.†

Nine-lump kinetic model (9-LKM)

Lumped kinetic modelling is a standard modelling technique
for the kinetics of hydrocarbon cracking.35,44–46 This
approach is necessary because the typical feedstock for

hydrocarbon pyrolysis is a mixture of many different
molecules and considering every single real reaction between
every molecule is not feasible in an industrial application. In
this procedure every single component of the hydrocarbon
feed is assigned to one specific lump in a reaction network.
Typically, the separation of the lumps is according to the
boiling point of the components or other material properties
like molecular structure or density.35,47 Each lump acts as a
pseudo- or hypothetical component with representative
material properties derived from the molecules within. The
cracking reactions between the lumps are modelled as
irreversible, single step, monomolecular reactions (Fig. 2)
where the reaction is assumed first order and the reaction
rate r (eqn (1)) follows Arrhenius law (eqn (2)).

r12 = k12·XLump1 (1)

k12 ¼ k12* ·e−
EA12
R·T (2)

For the kinetic model developed here, the lumps are
separated according to the boiling range. At first, the boiling
ranges of interest for the refinery were defined, which led to
the classification from gas to residue seen in Table 4. The
plastic/wax lump was defined as all components with a
boiling point higher than 600 °C which is the end of the
boiling range of the organic carrier medium. A full lumped
reaction network of nine lumps, where every heavier lump
would react to each lighter lump, would consist of 36
different reactions with two kinetic parameters for each
reaction. The sequential model considers only one reaction
for each heavy lump to the lighter lump following it directly
in terms of boiling point. This lowers the number of
reactions considerably to 8 unknown reactions with 16
kinetic parameters. The resulting kinetic network is shown in
Fig. 3.

It must be noted that light components can also be
obtained directly from plastic through random chain
scission, side chain cleavage or depolymerization.48 These
reaction paths are not present in the sequential model, which
places the model more on the empirical side of the spectrum
between molecular models and empirical models. However,
through validation with a database that is not part of the
parameter fitting process, it is ensured that the model can
still be extrapolated.

Table 2 Database for the fitting of the kinetic parameters. Mixed plastic runs were used for the evaluation of the results

Number of runs for
Temperature
range

Mass
flow
range

Reactor
length
range

Plastic
contentFitting Evaluation

(−) (−) (°C) (g h−1) (m) (wt%)

Carrier medium 21 3 410–520 600–2500 32–48 0
Polypropylene 10 2 440–520 600–2500 32–48 10–30
LD-polyethylene 20 3 450–530 600–2500 48 10–30
HD-polyethylene 20 3 450–540 600–2500 48 10–30
Mixed plastics 0 32 440–530 600–2500 32–48 30
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The sequential model considers the decomposition of
mixtures of the plastics and the carrier medium in such a
way that there is no interaction between the materials. For
the carrier medium and each plastic in the feed the kinetic
model is solved independently. The final mass fraction of
lump j is the sum of all the lumps with equal boiling range
from n separate components (eqn (3)).

Xj ¼
Xn
i¼1

Xj;i and
Xm
j¼1

Xj ¼ 1 (3)

Simulation and kinetic parameter
fitting

The reactor is programmed in PetroSim 7.2 as a custom
operation unit in Visual Basic. For the simulation, the
laboratory plant is separated into nine parts according to
their geometry. Each part is simulated as a tubular plug flow
reactor and differentiates itself by its geometry, surrounding
temperature and pipe isolation from the other parts. For
example, the first part is a horizontal insulated pipe, the
second part a vertical bare pipe and the third is a
downflowing coil inside the sand bath. All those geometries
have different formulas for the heat transfer coefficient and
different surrounding temperatures. The calculation of the
heat transfer is detailed in previous work.30

The initial condition for the integration of the first reactor
part is the measured mass flow, the measured feed
temperature, and the concentration of the feed as lumps. The
initial conditions of the subsequent parts are the solutions of
the differential equations of the preceding part.

The mass balance with the reaction of the lumps, the
energy balance for the temperature of the fluid, which is
required for the reaction rates, and the pressure loss
equation for a two-phase fluid are solved in this model. The
differential equations are discretized as one-dimensional grid
along the length of the reactor tube (eqn (4)–(6)). TSB is the
temperature of the sand bath surrounding the reactor tube,
which is determined with the temperature sensors (TI1, TI2)
in each reactor and modelled with a temperature gradient of
−10 °C from the depth of the temperature sensor to the
surface of the sand bath due to heat losses over the sand
bath walls. The Darcy friction coefficient for the pressure loss
calculation is calculated according to Beggs and Brill
correlation for two phase flow.50 The slip ratio, which is the
ratio between the velocity of the liquid and the velocity of

Table 3 Experiment conditions for the pure plastic and solvent runs used to evaluate the kinetic model and parameters. Detailed product composition
of those experiments given in ESI†

Nr. Feed

Feed composition Temperatures

Pressure
Mass
flow

Reactor
length

HDPE LDPE PP Solvent TI1 TI2 R1 R2

(−) (−) (%) (%) (%) (%) (°C) (°C) (bar) (g h−1) (m) (m)

196 Carrier (C) 0 0 0 100 432 429 14.7 556 24 24
257 Carrier (C) 0 0 0 100 464 465 15.1 1095 24 24
293 Carrier (C) 0 0 0 100 456 462 15.0 848 24 24
310 Carrier (C) 0 0 0 100 440 464 15.1 773 24 24
191 C + LDPE 0 20 0 80 439 448 14.7 788 24 24
201 C + LDPE 0 30 0 70 461 464 15.0 878 24 24
230 C + LDPE 0 20 0 80 498 503 13.8 1534 24 24
258 C + LDPE 0 30 0 70 464 465 15.2 893 24 24
205 C + HDPE 10 0 0 90 442 443 14.9 791 24 24
209 C + HDPE 20 0 0 80 475 475 15.0 1569 24 24
212 C + HDPE 30 0 0 70 463 460 15.0 637 24 24
216 C + HDPE 20 0 0 80 452 459 15.1 935 24 24
222 C + PP 0 0 20 80 444 443 15.8 957 24 24
224 C + PP 0 0 30 70 458 455 15.0 703 24 24
318 C + PP 0 0 30 70 438 474 14.8 1532 16 16
275 C + MIX 10 10 10 70 457 465 14.9 880 24 24

Fig. 2 Principal reaction scheme between two lumps in lump kinetic
modelling.

Table 4 Boiling ranges and carbon number ranges of the lumps for the
nine-LKM49

Lump name
Lump
Nr.

Boiling range Carbon number

(°C) (−)
Plastic/wax (P) 1 >600 >55
Residue (Res) 2 450–600 30–55
Heavy oil (HO) 3 400–450 23–30
Spindle oil (SO) 4 350–400 18–22
Gas oil (GO) 5 225–350 13–17
Kerosene (Kero) 6 165–225 10–12
Naphtha 7 IBP–165 5–9
LPG 8 C2–C4 2–4
Gas 9 C1 1
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gaseous phase at the location z, was calculated according to
eqn (7).51 Since the calculated slip ratio does not exceed 1.3
across the whole reactor length, it is assumed that the gas
and liquid phases have equal velocities. Under this
assumption the residence time in the reactor can be
calculated using eqn (8).

ΔXi

Δz
¼ −ki·Xi þ ki−1·Xi−1

v
(4)

ΔT
Δz

¼

X
i

ri·ΔhRi −α·
4
dr

· T −TSBð Þ

v·ρ·cp
(5)

Δp
Δz

¼ λ·ρ·v2

dr·2
(6)

Sz ¼ vg;z
vl;z

¼ 1 − ζGas × 1 − ρl;z
ρg;z

 !1
2

(7)

Δt ¼ Δx·ρmix;z·Az
_m

(8)

The kinetic parameters of the model were fitted with
MATLAB and its surrogate optimization solver of the global
optimization toolbox. Surrogate optimization is in general
used for the global optimization of expensive cost functions
where derivatives are not available. The functioning principle
of this solver can be found elsewhere.52

For the fitting, PetroSim was accessed as a COM-Server by
MATLAB to write the experiment parameters and
measurements into the case and to get the results after the
calculation. The simulation results are the lump composition
of the simulated products compared to the measured real
product composition. The model itself is handled as a black
box by the surrogate solver which does not need a gradient
for the fitting. The object function used in this study is the
sum of squared errors between experimental and calculated
lumped compositions according to eqn (9).

Obj ¼
Xm
j¼1

Xn
i¼1

Xcal
i; j −X

exp
i; j

� �2
(9)

Due to the assumption of no interaction between the
components, it is possible to fit the kinetic parameters for
the carrier medium first, and then for each plastic

individually by using experiments of carrier medium only
and of single plastic only, respectively. The selected single
plastic experiments (Table 3) and all the mixed plastic runs
were used for the evaluation of the model parameters only
and were not used for the training of the model.

Results

The experiment results show an important influence of the
process parameters and feedstock composition on the boiling
point distribution of the pyrolysis products. An overview of
the experiment process data used for the following figures is
given in Table 3.

TBP distribution of the co-pyrolysis products

Fig. 4 compares the product boiling point distribution from
experiments with similar process parameters and different feed
compositions. It is noticeable that under those conditions
(Table 4) the products of the polypropylene co-pyrolysis are in
general lighter than the pyrolysis products of the other plastics.
This suggests, that PP cracks to lighter products and at higher
rates than LDPE and HDPE which is in line with findings from
other works.53 Furthermore, the comparison of the LDPE and
the HDPE pyrolysis products show a similar TBP-curve with the
HDPE products being slightly heavier. Both of those findings
can be explained with the molecular structure of the examined
plastics. PP has the highest amount of tertiary carbon atoms in
its molecular structure followed by LDPE because of its
branched nature and HDPE with nearly no branches. Those
tertiary carbon atoms have a higher probability of being
cleavage points during thermal degradation, which results in
this product distribution.54,55

The proportion of the gas and LPG lumps in the products
indicate that the yield of those lumps is proportional to the
cracking rate of the feed. The most gaseous products are
obtained from the PP pyrolysis at the specified conditions,
and less gaseous products are generated from the LDPE,
HDPE, and carrier fluid pyrolysis. In Fig. 4, the exact boiling
line of the gaseous components is approximated by a straight
line between 0 °C and 20 °C, to achieve a consistent diagram.

Decomposition kinetic of different plastic types

Since the heaviest lump consists of the plastics and their
heaviest wax products, the k12-reactions from the respective
kinetic networks can be considered as the decomposition
rates of the plastics. Fig. 5 shows, that polypropylene cracks a
lot faster than low-density and high-density polyethylene
across most of the examined temperature range. This is in
line with findings from other works56 and can be explained
by the different C–C bond dissociation enthalpies (BDE) in
the backbone of the respective polymers. The BDE of the PE
backbone are between 362.2 kJ mol−1 and 369.9 kJ mol−1, and
those of the PP backbone are in a range from 354.0 kJ mol−1

to 363.5 kJ mol−1.57 Those lower BDEs of the weakest links in
PP signify a lower thermal stability of the PP molecule. The

Fig. 3 Sequential nine-LKM for the co-pyrolysis of plastics.
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reaction rate from low-density polyethylene is two times as
fast as high-density polyethylene across the investigated

temperature range. It is noticeable that at 490 °C the reaction
rates of all k12-reactions approach a similar value and the
differences become less pronounced. The activation energies
and frequency factors of the reactions are shown in Table 5.

Accuracy of the lumped kinetic model

The calculated kinetic parameters were evaluated with a
dataset which was not used for the fitting. The criterion for a
good fit of the model was, that the maximum deviation from
the simulated data to the experimental values is less than
0.05 kg kg−1 (eqn (10)) and no obvious systematic error is

Fig. 4 Measured TBP-curves for the carrier medium and liquid products from comparable experiments with a maximum pyrolysis temperature of
460 °C and a mass flow of 800 g h−1.

Fig. 5 Comparison of the sequential decomposition kinetics for LDPE, HDPE, and PP.

Table 5 Activation energy and frequency factor of the k12-
decomposition reactions from PP, LDPE, and HDPE

Reaction

Frequency factor Activation energy

(1 s−1) (kJ mol−1)

k12 – PP 1.84 × 109 167.318
k12 – LDPE 3.21 × 1019 316.124
k12 – HDPE 7.16 × 1020 338.287
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observable. Fig. 7 shows the deviation of the simulated from
the measured mass fraction for every evaluation experiment
plotted over the average temperature inside the reactor.
Across all lumps for the whole temperature range, no
systematic error is observable. It can also be seen that the
accuracy across most of the lumps is within the accuracy
criterion. The least accurate lump is the plastic/residue lump.
In this lump two of the experiments show a slightly higher
deviation than the threshold with a maximum deviation of

0.07 kg kg−1. Despite the higher deviation a systematic error
is not noticeable, and therefore the kinetic parameters were
considered as a good fit despite those two outliers. The
higher deviation from the heaviest lump may be explained
with the measurement inaccuracy of the SimDist, which is
less accurate at higher boiling points.58 The true boiling
point curve of the simulated pyrolysis products can be
calculated with the lump composition and the boiling ranges
of the respective lumps. For this calculation a linear boiling
curve is assumed for each lump from the start of boiling to
the end if its respective boiling range. Fig. 6 shows that the
product boiling point distribution of the simulation (red)
compared to the measured distribution (black) are in good
agreement.

ΔXMax = Max(|Xj,Simulated − Xj,Measured|) ≤ 0.05 (10)

Sensitivity analysis

To ensure that the optimal solution for the kinetic
parameters and the minimum of the objective function
has been found, a sensitivity analysis59–61 was conducted
for each model parameter based on the optimization
data. The activation energies and frequency factors

Fig. 6 Measured (black) and calculated (red) boiling point curves of
the pyrolysis products.

Fig. 7 Deviation of each lump plotted over the mean reactor temperature for all experiments with plastic mixtures.
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determined by surrogate optimization were each
individually perturbed by ±20%, and for each
perturbation of each parameter the cost function was
evaluated. The results of this analysis are presented in
Fig. 8. It is shown that the optimal parameters were
found, demonstrated by the fact, that the minimal cost
function value is at 0% perturbation. Furthermore, the
figure shows, that the model reacts the most sensitive
to change of the k1-kinetic parameters. This is the case
because the composition of all lumps shifts by changing
the k1 kinetics due to the serial reaction path.

Laboratory reactor case study

The kinetic model was used in two case studies to find
optimal experimental parameters for the laboratory plant.
The first case study was carried out with a feed of 20 wt%
LDPE, 10 wt% PP and 70% carrier medium. Fig. 9 shows the
lump yields of the reactor across the whole temperature and
mass flow range. It can be clearly seen that temperatures
above 470 °C have a positive impact on the yield of the
valuable product cuts with cut points below 350 °C. Above
this temperature nearly all the plastic cracks into the lighter

Fig. 8 Sensitivity analysis of the calculated parameters for the pyrolysis of LDPE, HDPE, and PP.

Fig. 9 Case study of different operating conditions of the laboratory plant with a feed of 20 wt% LDPE, 10 wt% PP and 70% carrier medium.
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fractions kerosene and gas oil which have a clear
maximum yield of 0.14 kg kg−1 and 0.25 kg kg−1

respectively. A second case study with a feed of 30 wt%
PP and 70 wt% carrier medium is shown in Fig. 10. The
temperature trends are comparable to the first case study,
with the difference that the potential kerosene and gas oil
yields are higher with values of 0.18 kg kg−1 and 0.35 kg
kg−1 respectively. This difference can be explained by the
fact that PP is generally easier to crack than LDPE and a
significant larger fraction of the PP pyrolysis products
have a boiling range between 165 and 350 °C.62 It must
be noted that the used model does not take coke
formation into account, since the experimental setup does
not allow for a reliable way of measuring the production
rate of the coke. Nevertheless, it has been proven that the
model has a good predictive accuracy in the considered
temperature range.

Outlook

Since optimum temperatures are higher than previously
investigated, a clear indication for the requirement of
future work is given. The LKM should be expanded with a
coke lump to make it possible to estimate the coking rate
of the process. The coking rates increase with the
temperature63 and have a major influence on the operating
time and required maintenance intervals of the plant. With
this information, it would be possible to estimate the
optimal temperature window more precisely and take
maintenance intervals of the process equipment into
account.

Conclusion

Pyrolysis processes for the chemical recycling of plastics are a
necessary technology for a full circular economy. In this
paper it was shown that a simple lumped kinetic model
consisting of nine lumps with only serial reactions can model
the decomposition of polyolefins in an organic carrier
medium with excellent accuracy. The resolution of the boiling
cuts of the products is more precise than other models with
less lumps used in the past, while limiting the number of
unknown parameters for the fitting of the kinetic parameters.
The maximum deviation of the modelled mass fraction from
the experimental results for most of the lumps has a value of
less than 0.05 kg kg−1, except for the plastic residue lump
which has a maximum deviation of 0.07 kg kg−1. Although
the model is more on the empirical side since parallel
reactions that take place through depolymerization and side
chain cleavage are neglected, it has been shown in pilot plant
experiments that the model can be extrapolated. It was
proven that this accuracy is verifiable in the relevant
temperature range for slow pyrolysis above 400 °C and below
500 °C. A case study for the laboratory plant has shown that
there is a distinct temperature window between 470 °C and
520 °C for a maximum yield of kerosene and gas oil.
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