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Benefiting from high energy density of ultrahigh-nickel cathode materials and good safety of PEO-based
electrolytes, PEO-based ultrahigh-nickel solid-state lithium batteries (SLMBs) are considered to be new-
generation energy storage devices. However, the incompatibility of ultrahigh-nickel cathode materials
and PEO-based electrolytes is the main challenge due to serious interfacial side reactions. Therefore, the
modification of the cathode/electrolyte interface is crucial. Herein, the residual lithium on the surface of
LiNip.9C00.06MNp 040> is utilized to construct an interfacial coating layer by reacting with HzBOs. The in
situ formed xLi,O-B,0O3 coating layer (LBO1-NCM) with high ionic conductivity can be regulated with
different crystal structures during the sintering process. Besides, an all-solid-state three-electrode cell is
fabricated, which verifies that the xLi,O-B,Oz coating can effectively stabilize the interface.
Astonishingly, uneven Li anode deposition is observed in SLMBs, which is caused by the breakage of PEO
molecular chains due to the strong oxidation of the cathode, while this crosstalk is also suppressed by
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Accepted 10th July 2024 the xLi,O-B,Os coating layer. Consequently, Li|PEO|LBO1-NCM achieves a substantially improved
electrochemical performance, exhibiting 90.5% of capacity retention after 100 cycles for the coin cell

DOI: 10.1035/d4sc02809k and 80.3% of capacity retention after 200 cycles for the pouch cell Apparently, the targeted
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1. Introduction

Solid-state lithium metal batteries (SLMBs) with high energy
density and safety are one of the most promising energy storage
devices."® Among multiple solid-state electrolytes, poly
(ethylene oxide) (PEO)-based solid polymer electrolytes (SPEs)
attract much attention due to their non-volatility, low flamma-
bility, good flexibility, simple manufacturing process, and
excellent stability towards Li metal.*” Consequently, they were
first commercialized and used in electric vehicles.® Neverthe-
less, their further development is limited by low room-
temperature ionic conductivity, which forces PEO-based
SLMBs to operate with the assistance of external heat sources.’

To address the challenge mentioned above, many strategies
focus on component optimization through polymer block
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modification of interfaces should be paid as much attention as electrolyte optimization in SLMBs.

copolymerization, blending, crosslinking, adding plasticizers,
and adding inorganic fillers, thereby increasing the ionic
conductivity to 10~* S em™".***® In addition, there are many
studies focusing on the optimization of anodes and detection
technology.”?" On the other hand, it is crucial to choose
a suitable cathode material to further improve the electro-
chemical performance of PEO-based SLMBs.** LiFePO, with
stable electrochemical performance is usually used as the
cathode and operates at a lower cut-off voltage (<4 V) to evaluate
the practicality of the system, which makes it difficult to meet
the pursuit of high energy density in batteries. Therefore, 4 V-
class cathode materials such as LiCoO,, LiNi,Co,Mn;_,_,0,,
and spinel LiMn,0, have been favored for SLMBs, but they all
exhibit rapid capacity fading in PEO-based SLMBs.**** Different
decomposition and failure mechanisms with 4 V-class cathode
materials have been reported in previous studies, which are
briefly outlined in the following aspects. (1) Some studies
emphasized that the rather high highest occupied molecular
orbital (HOMO) of PEO leads to poor oxidative stability towards
high voltage.” (2) Many researchers showed that even if the
upper limit of the electrochemical stability windows (ESWs) of
PEO is increased, there is still a rapid decline in electrochemical
performance when matched with a high-voltage cathode.?**” (3)
Some studies revealed that the strong oxidation of 4 V-class
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cathode materials at high voltage accelerates the decomposition
of PEO, leading to self-oxygen loss and the consequent forma-
tion of the rock-salt phase of the high-nickel cathode.®*
Therefore, revealing the intensifying effect of 4 V-class cathode
materials on PEO-based electrolyte decomposition and finding
effective solutions is the key to achieving the stabilization of the
cathode/electrolyte interface. Nevertheless, there is currently
a lack of simple and direct electrochemical methods to reveal
this phenomenon.

In this work, a solid-state three-electrode cell is designed to
distinguish the impedance contributions of the anode and
cathode and accurately monitor the changes in the cathode/
electrolyte interfacial resistance, which reveals that the inter-
face is stabilized by customized xLi,O-B,O; coating. Subse-
quently, the cycled SLMBs are disassembled to investigate the
influence and mechanism of the xLi,O-B,O; coating on the
ultrahigh-nickel cathode, PEO-based electrolyte, and Li anode.
This indicates that the strong oxidation of ultrahigh-nickel
cathode materials at high voltage accelerates the decomposi-
tion of PEO. Innovatively, this work effectively suppresses the
electrochemical oxidation caused by a strong oxidizing cathode
through targeted synthesis of the xLi,O-B,O; coating layer,
instead of increasing the ESW of PEO, which is generally adopted
by traditional methods. In addition, the inhibited PEO decom-
position allows electrolytes to maintain sufficient mechanical
strength to resist Li dendrites. Besides, this work reveals the
intrinsic failure mechanism of ultrahigh-nickel cathodes
matched with PEO-based electrolytes and testifies that the xLi,O-
B,0; coating layer can effectively suppress structural degrada-
tion, achieving practical applications of SLMBs.

2. Results and discussion

The xLi,O-B,O; coated NCM materials were obtained by
dispersing NMC and H;BO; in NMP and then evaporating the
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NMP and sintering at 500 °C. The molar ratio of H;BO3/NCM
(TM) is x: 10 000 (x = 0, 25, 50, 75), and the xLi,O-B,0O; coated
NCM materials were denoted as LBO0-NCM, LBO1-NCM, LBO2-
NCM, and LBO3-NCM in order. To confirm the in situ formation
of the coating layer on the surface of NCM particles, a series of
characterization studies of pristine LBO0O-NCM and LBO1-NCM
were carried out. Scanning electron microscopy (SEM) images
show that the surface morphology of all samples is micron-sized
spherical secondary particles composed of nanograins (Fig. 1a
and b, S1f). Moreover, there is no significant change in the
morphology of the sample after coating. Besides, the surface of
LBO1-NCM is smooth and clean, indicating that there is no
uneven distribution of the coating material. Additionally, the
elemental mapping areal scan images (Fig. 1c) also give the
evenly distributed signals of elemental B on the surface of
LBO1-NCM particles. X-ray diffraction (XRD) patterns of LBOO-
NCM and LBO1-NCM reveal that the high-nickel cathode
materials maintain their original layered structure with a space
group of R-3m, which indicates that the LBO coating would not
affect the phase composition of the pristine material (Fig. S27).
As shown in the high-resolution transmission electron micro-
scope (HRTEM) images in Fig. 1d and e, the inner region (II) of
LBO1-NCM is the same as that of LBOO-NCM (region (1)), both of
which are layered phases (R-3m). A uniform coating layer with
a thickness of approximately 10 nm can be observed on the
surface of the LBO1-NCM particle. Moreover, there is no distinct
delineation between the bulk and the coating layer, which is
beneficial for good lattice matching to yield lower interface
resistance. Furthermore, fast Fourier transformation (FFT) was
performed on the selected area, and the corresponding crystal
planes were determined by measuring the interplanar spacing
and angle (Fig. 1f). The coating layer has multiple regions.
Region III corresponds to LiBO,, owing to the reaction between
H;BO; and residual lithium on the surface of the LBO1-NCM
particle during the sintering process (reaction (1)). The

LBO3-NCM
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Fig.1 SEMimages of (a) LBOO-NCM and (b) LBO1-NCM. (c) Elemental mapping images of LBO1-NCM. HRTEM images of (d) LBOO-NCM and (e)
LBO1-NCM. (f) Corresponding FFT patterns of areas |, I, Ill, and IV. (g) XPS spectra of LBOO-NCM, LBO1-NCM, and LBO3-NCM.
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decrease in residual lithium content confirms the above results
(Fig. S31).

LiOH + H3BO; — LiBO, + 2H,0 1)

While the region IV is amorphous, corresponding to glassy
xLi,0-B,0; (x = 0). Due to the continuous consumption of
residual lithium on the surface, the outer layer of B,O; and
a small amount of remaining Li,O are more easily melted,
which is determined using the low melting point of B,O;. The
phase diagram of Li,O and B,0; can explain this.** During the
subsequent cooling process, the molten mixture forms glassy
xLi,0-B,0; (x = 0) (reaction (2))

2xLiOH + 2H;BO; — xLi,O-B,05 + 3 + x)H,0  (2)

As shown in the result of X-ray photoelectron spectroscopy
(XPS), a broad peak is observed in the spectra of B 1s, and the
intensity increases with the increase of H;BO; addition
(Fig. 1g).** Presently, the accuracy of phase characterization of
the coating layer is limited, and it is difficult to distinguish
whether it is in a crystalline or glass state. Therefore, to obtain
accurate characterization results, different mole ratios of H;BO;
and LiOH-H,0 were mixed and sintered under the same
conditions as those of the coating process of the cathode
materials. This can simulate the continuous reaction process
between H;BO; and LiOH-H,O on the surface of the cathode
material. Subsequently, XRD testing was performed on the
sintered samples, and the results are shown in Fig. S4.f When
there is a slight excess of LiOH -H, 0O, the sample mainly consists
of crystal LiBO, and Li;BO;. When H;BO; significantly exceeds,
a broad peak appears at 22°, representing glassy xLi,O-B,0;.
Pure H;BO; is glassy when sintered at 500 °C. This series of
results simulated the continuous consumption of LiOH on the
cathode materials surface, further confirming the various
compounds (xLi,O-B,O3) with crystalline inner and glassy outer
layers.

Interfacial resistance is an important parameter for evalu-
ating interfacial stability.** However, it is difficult to allocate the
resistance to different interfaces due to the similar response
frequencies.*® To distinguish the impedance contributions of
the anode and cathode and accurately monitor the changes in
the cathode/electrolyte interfacial resistance, a three-electrode
solid-state cell was established (Fig. 2a), where Li particles
were placed as reference electrodes between two PEO separa-
tors. The all-solid-state three-electrode batteries were assem-
bled with LBO0O-NCM or LBO1-NCM as cathodes. The cells were
activated at 0.1C for one cycle and then maintained for 10 hours
at a voltage from 4.3 V to 4.7 V with a step range of 0.1 V
(Fig. S51). Electrochemical impedance spectroscopy (EIS)
spectra were collected after every constant potential step to
monitor the impedance growth during the operation of
batteries under high-voltage conditions. The semi-circle in the
high frequency range of the Nyquist plots is related to the
interfacial resistance (Rcg;) between the cathode and electrolyte
(Fig. S6T).** The fitting results of the Rcgy are shown in Fig. 2b. It
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shows a slight increase in R¢g; for both LBOO-NCM and LBO1-
NCM during the constant potential step between 4.3 and
4.6 V, while the Rqg; maintains a lower value for LBO1-NCM.
However, the Rcg of LBOO-NCM rapidly increases to 688.9 Q
when the voltage reaches 4.7 V. Compared with pristine LBOO-
NCM, the xLi,O-B,0; coating layer markedly reduced the Rcg;
of LBO1-NCM due to the suppressed side reaction between the
cathode and electrolyte. The EIS measurements in the three-
electrode cell are applied as a convenient method to decouple
the change of the impedance of the cathode/electrolyte interface
at different voltages, intuitively showing the contribution of
interfacial modification to the inhibition of side reactions.

To evaluate the effect of the xLi,O-B,O; coating layer, the
electrochemical properties of PEO-based solid-state batteries
were measured at room temperature (25 °C). As shown in
Fig. 2c, after xLi,O-B,03, the initial capacities of the cathodes at
0.1C in 2.8-4.3 V gradually decrease from 218.2 mA h g~ * (LBOO-
NCM) to 208.7 mA h g~ ' (LBO3-NCM). This is because
increasing the content of inactive xLi,O-B,O; results in
a decrease in the active mass ratio in the cathode. Fig. 2d shows
the cycling stability of these samples at 0.5C. The capacity
retention of LBO1-NCM and LBO2-NCM after 100 cycles is
90.5% and 87.7%, respectively, much higher than that (78.3%)
of LBOO-NCM. However, both the specific capacity and the
capacity retention undergo a slight decrease in LBO3-NCM,
owing to the obstructed transport of electrons caused by the
thick xLi,O-B,O; coating layer. Therefore, the xLi,O-B,O3
coating with suitable thickness would stabilize the interfacial
reaction to improve the durability of specific capacity. The rate
performance in Fig. 2e shows that the discharge capacity of
LBO1-NCM (200.7 mA h g™ ') is lower than that of LBOO-NCM
(207.9 mA h g ') at a low rate of 0.2C. With the continuous
increase of the rate from 0.2C to 0.5C, 1C, and 2C, the discharge
capacities decrease for both samples, and the capacities of
LBOO0-NCM exhibit a much faster decrease than that of LBO1-
NCM. At 2C, the discharge capacity of LBO1-NCM is around
104.5 mA h g%, about 52.1% of the capacity at 0.2C, which is
much higher than that of LBOO-NCM (71.1 mA h g7, 32.9%),
LBO2-NCM (90.8 mA h g', 43.2%), and LBO3-NCM
(83.7 mA h g7, 40.2%). The direct current internal resistance
(DCIR) method is often used as an easy and fast way to deter-
mine the cell resistance and the resistance build-up.**** DCIR
measurements were conducted by applying a 10 s long negative
current pulse of 0.2C to the cell after a 20 min rest at OCV (open
circuit voltage), corresponding to a change in SOC of 0.056%,
which was considered to be negligible. The resistance was
calculated from the difference between OCV and the potential at
the end of the pulse (after 10 s) divided by the pulse current, as
reported elsewhere.*” The resistance of LBOO-NCM and LBO1-
NCM at different states of charge (SOC) was collected and is
shown in Fig. 2f. The xLi,O-B,0; coating layer significantly
reduces the cell resistance, especially at 10% SOC, from 102.2 Q
of LBOO-NCM to 72.7 Q of LBO1-NCM. Subsequently, the CV
curves of the LBOO-NCM and LBO1-NCM samples are shown in
Fig. S7.1 Note that the CV curves of LBO1-NCM exhibit better
reversibility compared to pristine LBOO-NCM after the first
charge and discharge, implying that xLi,O-B,O; coatings

© 2024 The Author(s). Published by the Royal Society of Chemistry


http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4sc02809k

Thisarticleislicensed under a Creative Commons Attribution-NonCommercial 3.0 Unported Licence.

Open Access Article. Published on 17 July 2024. Downloaded on 1/13/2026 5:08:07 PM.

(cc)

View Article Online

Edge Article Chemical Science
a Pt b 800 C 4.50
- [l LBOO-NCM 6889 sl
% [l LBO1-NCM
= 600 | 400}
= > 375t
(€] [}
et 350}
5 400 1 2
(8] =
o S 325} ——LBOO-NCM
RE (Li) > | ——LBOI-NCM
300} 02-NC
200|486 1653 1780 1903500 —tgog-:om
51 | los4 | 1029 [T 2751
. ' 250]
43V-10n4.4 V-10h 4.5 V-10h 4.6 V-10h 4.7 V-10h [ 50 100 150 200 250
d e f Specific capacity (mAh g™)
120 250 120
I LBOO-NCM
<225 PR 64 102.2
g 25 w &% mmisowcy |l —eusooncn :
£ 200t > < 20r B owe oS NOM LBO1-NCM
E 5 05C,25°C, 1C=200mAng! Lo Jgo O E e e "
= sk ] L T sl c .
= . 60 L2 = 286 = 56.6
=] = o L . v
3 150 ° @ o @ eof 512
& {0 2 & 1ol i Q s 387 TN428 4
o 8 o 87 o ’\ o =
O 125L *e LBOO-NCM £ & . - o oo e ]
£ « + LBOT-NCM 20 5 & B2 M0 AN/
S LBO2-NCM 3 g sor ol
& 100+ o LBO3-NCM o S & 259
75 0 . ' " .
10 20 30 40 50 60 70 8 90 100 100 80 60 40 20 0
g Cycle number (n) Rate (C) State of charge (%)
250
o 100 ~
o X
200 [ . [ =
< R o +LBO1-NCM 0.5C 25°C o >
£ o c
= Q
> 150} 60 ©
= £
o il =3 ©
@ 100 f S ) S o 40 O
g 3 g 2
= 20 20 20 O
S sof 7 g >
» Specific capacity (mAh g) Specific capacity (mAh g') o ©O
0 i R i
0 20 40 160 180 200
yd . P
S
h pii i
A ‘ "’
/ >
/ P
A | 7
/ | e
800 ~ ‘\ Sl = =
=5 . ot
L7 Charge | <
— 600 [ /'* i . -100 ).
o o Y4
Swof ~ 2l -
) 4
E 400 J E p
£ 7 £ 300 -
= 300 - f 4 > /
o T -400 -
% 200 // - //
Gl g o Discharge
0 ul 1 1 1 1 1 1 1 / 1 1 1 1 1

34 35 36 37 38 39 40 441
Voltage (V)

Fig. 2

30 32 34 36 38
Voltage (V)

(a) Schematic of the three-electrode PEO-based SLMB setup. (b) Corresponding fitting results of RCEI after 10 h of constant potential step

at 4.3V, 44V, 45V, 4.6V and 4.7 V. (c) Initial charge/discharge curves at 0.1C. (d) Cycling performance and the corresponding coulombic
efficiency at 0.5C. (e) Rate capability with different current densities of 0.1-2C. (f) The DCIR resistance of LBOO-NCM and LBO1-NCM at different
SOC. (g) The cycling performances of the Li||PEO||LBO1-NCM pouch cell at 0.5C and the powering LED lamps test in as-prepared, bending, and
cutting states. (h and i) Corresponding dQ/dV profiles of the Li||[PEO||LBO1-NCM pouch cell at different electrochemical cycles.

improve the stability of the layered structure of the material.
Besides, LBO1-NCM has the minimum AV (~198 mV, the
voltage difference between oxidation and reduction peaks) due
to the observably reduced polarization, which is beneficial for
the enhancement of cycle reversibility and rate capability.

To certify the promising applicability of the ultrahigh-nickel
cathode materials coated with xLi,O-B,03, Li|PEO|LBO1-NCM
was also assembled and tested in the form of a pouch cell at
around room temperature. As described in Fig. 2g, the initial

© 2024 The Author(s). Published by the Royal Society of Chemistry

discharge capacity of the Li|PEO|LBO1-NCM pouch cell is
180.1 mA h g~ . After 200 cycles at 0.5C, a remarkable reversible
capacity of 144.6 mA h g~ " and an excellent capacity retention of
80.3% are achieved. In addition, the steady operation of
Li|PEO|LBO1-NCM pouch cells under extreme circumstances is
crucially important for the practical applications of SLMBs.
Subsequently, the Li|PEO|LBO1-NCM pouch cell is tested in as-
prepared, bending, and cutting states as illustrated in Fig. 2g.
Notably, the brilliance of the light emitting diode (LED) lamp
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matrix has no impact at all when it goes through bending. Even
after cutting, the Li|PEO|LBO1-NCM pouch cell still works stably
without short circuits, and the remaining portion can still light
up the LED lamp matrix. Furthermore, with prolonging cycling
numbers, no noticeable overpotential exists in the
Li|PEO|LBO1-NCM pouch cell after 200 cycles as shown in
Fig. S8,f suggesting that PEO-based electrolytes are highly
stable at the interfaces between LBO1-NCM. Besides, such
smooth charge-discharge curves indicate the cycled PEO-based
electrolyte has robust mechanical strength to block Li
dendrites.*® To precisely probe the polarization evolution upon
cycling, dQ/dV curves derived from the charge-discharge
profiles are shown in Fig. 2h and i. The slight peak shift and
relatively stable peak intensity of the redox reactions indicate
the suppression of structure degradation and surface side
reactions of LBO1-NCM that lead to the mitigation of capacity
fading.

Based on the above results, the following speculation on the
failure mechanism of PEO-based SLMBs with the ultrahigh-
nickel cathode was proposed (Fig. 3a). In general, the reduc-
tion of a high-voltage cathode leads to its structural degradation
and decomposition of PEO, resulting in capacity fade and large

LBOO-NCM
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polarization. Furthermore, PEO decomposition leads to
molecular chain breakage, making it difficult to resist Li
dendrites, which accelerates performance degradation. In
contrast, the superior electrochemical stability of the xLi,O-
B,0O; coating layer suppresses the oxidative decomposition of
PEO. To further confirm the effect of the xLi,O-B,0O; coating on
the SLMBs and its modification mechanism, the Li|PEO|LBOO0-
NCM and Li|[PEO|LBO1-NCM cells were disassembled after
cycling and the cathode, PEO-based electrolyte and anode were
characterized separately. Fig. 3b and c¢ show the particle
morphology of the pristine LBOO-NCM and LBO1-NCM after
100 cycles. Note that there is a thick cathode-electrolyte inter-
phase (CEI) in pristine LBO0-NCM, which is caused by the
continuous decomposition of PEO due to the strong oxidiz-
ability of Ni** and Ni*" during the charging and discharging
process.?”*® Nevertheless, LBO1-NCM shows a thin and smooth
CEI, indicating that the xLi,O-B,0O; coating effectively improves
the stability of the interface between the cathode and PEO-
based electrolyte. XPS spectra of the PEO-based electrolyte
after 100 cycles in Li|PEO|LBO0-NCM and Li|[PEO|LBO1-NCM
are shown in Fig. 3d and e. The peaks at 286.6 eV and
284.8 €V in the C 1s spectra can be assigned to the C-O and C-C/

Rock-salt phase
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(@) Mechanism diagram of property enhancement. The SEM images of (b) LBOO-NCM and (c) LBO1-NCM after 100 cycles. The XPS

spectra of C 1s of PEO after 100 cycles in (d) Li||PEO||LBOO-NCM and (e) Li|| PEO||LBO1-NCM. The SEM images of the disassembled-lithium metal
after 100 cycles in (f) Li||[PEO||LBOO-NCM and (g) Li||PEO||LBO1-NCM. (h) High-resolution TEM images of particles acquired from cycled LBOO-
NCM. (i) The larger version of area | in (h). (j) The corresponding FFT patterns and (k and l) inverse FFT patterns of area | in (h). (m) High-resolution
TEM images of particles acquired from cycled LBO1-NCM. (n) The larger version of area Il in (m). (o) The corresponding FFT patterns and (p and q)

inverse FFT patterns of area Il in (m).
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C-H bonds of PEO.***® Obviously, taking the stable peak of C-C/
C-H as a reference, the C-O peak area of PEO in Li|PEO|LBOO-
NCM is significantly lower than that of Li|[PEO|LBO1-NCM,
indicating the severe decomposition of the C-O bond in PEO
when matched with unmodified LBO0-NCM, which is caused by
the low ESW of C-O and the strong oxidation of ultrahigh-nickel
cathode materials at high voltage.”®* In addition, the high-
voltage cathode further intensifies its decomposition. The
decomposition of C-O bonds generally leads to the breakage of
PEO molecular chains, which reduces the mechanical strength
of PEO-based electrolytes. However, the decomposition of C-O
in Li|PEO|LBO1-NCM is significantly inhibited, which is
attributed to the physical isolation between the ultrahigh-nickel
cathodes and PEO by xLi,O0-B,0; coating. Besides, many studies
have mentioned that xLi,O-B,O; has low electronic
conductivity.**** Coating cathode materials with xLi,O-B,O;
can prevent electron transfer between the cathode and electro-
lyte, thus inhibiting the electrochemical oxidation of electro-
lytes. The additional peak after electrochemical cycling would
be expected in the spectral region between 288.3 eV which
corresponds to the C=0 assigned to the carbonyl functional
groups of aldehyde, ketone, or ester species, indicating oxida-
tive decomposition processes of PEO.*® Similarly, a lower C=0
peak indicates that the xLi,O-B,O; coated cathode materials
suppresses the oxidative decomposition of PEO.
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To further validate the improved Li dendrite blocking ability,
the morphology of the cycled Li anodes in Li|PEO|LBO0-NCM
and Li|PEO|LBO1-NCM was carefully scrutinized by SEM as
illustrated in Fig. 3f and g. For comparison, the cycling
performance of Li|PEO|LFP with LiFePO, as cathode materials
was also tested using the same charging and discharging
procedure and the Li anode was scrutinized by SEM (Fig. S97).
Apparently, the after-cycling surface of the Li anode in
Li|PEO|LFP is still flat and smooth without Li dendrites
(Fig. S10%). Conversely, a significant number of Li dendrites
resulting from inhomogeneous Li deposition can be observed
on the surface of the Li anode after cycling in Li|PEO|LBOO-
NCM. This is because of the severe decomposition of C-O-C
bonds in PEO caused by the strong oxidizability Ni**/Ni** on the
surface of the ultrahigh-nickel cathode, leading to the breakage
of PEO molecular chains. Thereby the decreased mechanical
strength eventually reduces its ability to suppress uneven Li
deposition.**™** Satisfactorily, the Li anode in Li|PEO|LBO1-
NCM recovers smoothly after coating the cathode with xLi,O-
B,0;, owing to the inhibited decomposition of PEO by the
coating layer due to its low electrical conductivity. Such
comparative experiments prove that the decomposition of PEO
is mainly caused by the direct chemical decomposition of highly
oxidizing ultra-high nickel cathodes rather than simple elec-
trochemical decomposition at high voltage limited by its low

& &
LiNiO* LiF*
ol ¥
CH* CHO*
|
i
LiNiO* LiF*
&
CH* CHO*

(a) ToF-SIMS depth profiles and (b) corresponding 3D spatial distributions of the representative fragments across the LBOO-NCM cathode.

(c) ToF-SIMS depth profiles and (d) corresponding 3D spatial distributions of the representative fragments across the LBO1-NCM cathode.
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ESW, which will also affect the uniformity of Li deposition.
Fortunately, this work confirms that the xLi,O-B,O; coating
layer with low electrical conductivity can effectively solve the
above problems.

To deeply understand the influence of the xLi,O-B,O;
coating layer on the surface species and crystalline structure of
ultrahigh-nickel cathode particles, HRTEM after cycling was
conducted. FFT was performed on the selected area, and the
corresponding crystal planes were determined by measuring
the interplanar spacing and angle. As shown in Fig. 3h-1, LBOO-
NCM after 100 cycles exhibits the NiO rock-salt phase Fm3m
with a thickness of 5-8 nm on the surface (I). The formation of
the surface NiO rock-salt phase can be attributed to PEO
oxidation, which will block the Li" diffusion pathway to a great
extent within the ab-plane.*” During the charging process, the
partial Ni** turns to Ni** due to the reducibility of PEO, which
reduces the formation energy of oxygen vacancies and thus
drives lattice oxygen release. As such, a rock-salt phase is
formed on the cathode surface.”>*® In brief, the fast capacity
fading of LBOO-NCM in SLMBs is related to the formation of the
rock-salt phase led by PEO corrosion.”® In contrast, there are no
significant differences between the surface regions and the bulk
of cycled LBO1-NCM (Fig. 3m-q), which still exhibit layered R-
3m structures, because the irreversible phase transformation
can be mitigated by xLi,O-B,O; coating due to the enhanced
cathode/electrolyte compatibility. As discussed above, the
enhanced ion transport capability and superior interfacial
stability of the xLi,O-B,0; coating layer boost the electro-
chemical performance toward practical applications.

Furthermore, TOF-SIMS was carried out to elucidate the
composition and structure of the CEI on the cathode surface in
a three-dimensional distribution. As shown in Fig. 4, the
thickness of the CEI derived by LBO1-NCM is thinner than that
by LBOO-NCM, which is identified using the intensity of LiF"
and LiNiO" fragments and calibrated using the GaN sputtering
rate. In addition, compared with LiNiO" representing cathode
materials, the signals of LiF', CH', CHO", and C,H,0" repre-
senting electrolyte and lithium salt decomposition in LBO1-
NCM are significantly lower than those in LBO0O-NCM. There-
fore, the TOF-SIMS results further confirmed that a thick CEI in
pristine LBO0-NCM, and xLi,0-B,0; coated LBO1-NCM mate-
rials significantly inhibited the formation of interface side
reaction products.

3. Conclusion

In summary, we have synthesized an ultrahigh-nickel cathode
material where NCM nanoparticles are well-wrapped with high
ionic conductivity xLi,O-B,O; by in situ target chemical reac-
tions. Besides, an all-solid-state three-electrode battery was
fabricated to decouple the impedance changes at the cathode/
electrolyte interface and evaluate the effectiveness of the
xLi,O-B,0; coating layer on cathode materials. Our research
indicated that the poor electrochemical performances of
Li|PEO|LBO0-NCM originated from the high oxidizing ability of
NCM at high voltages, which not only accelerates the decom-
position of PEO but also drives the self-oxygen-release of NCM.
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Furthermore, the breakage of PEO molecular chains reduced
the mechanical strength of solid-state electrolytes, which led to
inhomogeneous Li deposition. Fortunately, the xLi,O-B,O3
coating layer with low electrical conductivity was confirmed to
prevent interface side reactions and significantly improved
cycle stability and rate performance of the SLMBs. The steady
operation of the Li|PEO|LBO1-NCM pouch cell under extreme
circumstances indicated the applicable potential of the
proposed solid batteries. As a vision, the targeted modification
of the interface between electrolyte and the electrode, rather
than the stability of solid-state electrolyte itself, is a more
momentous and noteworthy issue in the design of SLMBs.

4. Experimental section
4.1 Preparation of cathodes and electrolytes

Firstly, NCM was prepared by mixing precursor Nig ¢oC0p 06
Mny o4(OH), (BASF Shanshan Battery Materials Co. Ltd.) and
LiOH-H,O (BASF Shanshan Battery Materials Co. Ltd) in an
agate mortar, and the molar ratio of Li/transition metal (TM) is
1:1.05. The mixture was then calcined at 500 °C for 3 h followed
by 750 °C for 12 h in an oxygen atmosphere. Secondly, 2 g NCM
was mixed with 5 mL NMP and stirred for 10 min. Then, H;BO;
(Aladdin, 99.99% metal basis) was added to this mixture and
stirred for 20 min, and the molar ratio of H;BO3;/NCM (TM) is x:
10 000 (x = 0, 25, 50, 75). Finally, the slurry was vacuum dried at
90 °C for 12 h and then calcined at 500 °C for 5 h in an oxygen
atmosphere. The products were named LBO0-NCM, LBO1-
NCM, LBO2-NCM, and LBO3-NCM, respectively. LBOx-NCM,
Super P, and PVDF were dissolved in NMP with a mass ratio
of 80:10: 10, then they were evenly mixed and coated on an Al
current collector, and then heated at 90 °C for 4 h under
vacuum. The dried electrodes were cut into round pieces (®12
mm, with ~2 mg cm™> loading weight). Lithium metal (®14
mm) was chosen as the anode for the coin cell, and a 25 um
lithium strip was chosen as the anode for the pouch cell. To
prepare PEO-based electrolyte, 0.2175 g LiTFSI (Duoduo
Chemical Technology Co. Ltd.), 0.05 g LiDFOB (Duoduo
Chemical Technology Co. Ltd.), and 0.15 g TEGDME (Macklin,
99%) were mixed with 15 mL acetonitrile (AN, Aladdin, 99.5%)
and stirred for 2 h. Subsequently, PEO (EO : LiTFSI = 15: 1) was
added to this mixture and stirred for 24 h to get a gel-like slurry.
Then, the slurry was poured into a Teflon gasket and dried at
room temperature to obtain the polymer solid electrolyte
membrane. When assembling the batteries in 2025-type coin
cells and pouch cells, H,O and O, contents in the glovebox were
both controlled at less than 0.1 ppm.

4.2 Material characterization

The crystal structure of the samples was identified by XRD with
Cu Kausing an Empyrean 2 (PANalytical). SEM (JSM-7610F,
JEOL) and TEM (Titan G2, FEI) were applied to characterize
the morphology and microstructure of samples. The chemical
status of the cathodes after cycling was characterized by XPS
(PHI VersaProbe 4, ULVAC-PHI). TOF-SIMS (TOF.SIMS5-100)

© 2024 The Author(s). Published by the Royal Society of Chemistry
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was carried out to characterize CEI distribution, and the test
area was 100 x 100 pm.

4.3 Electrochemical characterization

EIS curves were tested using a Bio-Logic SP150 in the frequency
range from 1 M Hz to 0.01 Hz with a perturbation amplitude of
10 mV. Charge-discharge tests of all samples were performed
on a NEWARE battery test system with a voltage range from 2.8
to 4.3 V. The activation process was initially conducted for two
cycles at 0.1C for both the charge and discharge processes. The
cycling and rate performance were tested at a charging current
of 0.2C. CV measurements of ASSBs were performed using
a CHI660D electrochemical workstation in the voltage range
between 2.8 and 4.3 V with a scanning speed of 0.05 mV s . The
DCIR was tested on the NEWARE battery test system at 0.2C.
The Li* chemical diffusion coefficients (D) were determined
using the galvanostatic intermittent titration technique (GITT),
which was performed at 0.1C for 30 min of charging, followed
by 1 h of relaxation between 2.8 and 4.3 V. All the above tests
were conducted at 25 °C.
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