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Accompanying the fast development of clinical medicine and materials science, electrochemical biosensors

continue to play a significant role in relation to disease diagnosis due to their short time to result, sensitivity

and low cost. Since the 2000 Nobel Prize was awarded to conductive polymers (CPs), CP nanocomposites

(CPNs) have gradually gained attention in the construction of electrochemical biosensors. Particularly in

the last decade, the research hotspot shifted to the precise nanostructure control of CPNs in order to

obtain regular geometric shapes enabling improved analytical performance of fabricated biosensors. In this

review, we mainly focus on recent progress of regular-nanostructured CPNs used to construct advanced

electrochemical biosensors. Emphasis will be placed on the nanostructure control approaches in relation

to CPNs comprised of various CPs and their doping materials including metal, metal oxide, carbon

materials and coordination compounds. Moreover, we carefully discuss the advantages and disadvantages

of these CPNs and their impact on performance according to the various transduction and recognition

principles of electrochemical biosensors, such as enzyme electrodes, apta and immunosensors. Finally, we

look ahead to the main challenges and prospective research directions for CPNs based electrochemical

biosensors.

1. Introduction

Identification and determination of specific physiological
components (biomarkers, IgGs, DNA, metabolites etc.) in
biological samples including blood, serum and body fluids
play an essential role in the diagnosis of diseases and
guidance of clinical treatments. With the rapid development
of clinical medicine, more and more biological targets are
being verified to directly correspond to specific diseases or
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physiological state, such as glucose to diabetes,1–4 troponin
to myocardial infarction,5–8 alpha fetoprotein to liver
cancer,9–11 prostate specific antigen to prostate cancer,12

human mucin-1 to breast cancer,13 amyloid-beta to
Alzheimer's disease,14 SARS-CoV-2 spike protein to COVID 19
disease.15–17 Therefore, the accurate and fast detection of
such small molecules or macromolecules justifies the keen
interest shown by interdisciplinary researchers in the fields
of biochemistry, chemistry, immunology, clinical medicine,
engineering and materials science. The biochemistry and
ELISA technology which is fundamental to commercial
clinical analysers in hospitals or test centres can guide
electrochemical biosensor development, taking advantage of

home testing for rapid point of site analysis, also benefiting
emergency centres.

Since Clark and Lyons created the first electrochemical
glucose biosensor in 1962,18 three generations of
electrochemical biosensors have been proposed according to
different signal transfer approaches.19,20 Much attention has
been placed on electrochemical biosensors, being driven by
the concurrent design and fabrication of novel nanomaterials
with associated benefits. Such nanoscale materials display
interesting electrical and catalytic properties which are
exploited in biosensing performance.21–23 Within such
materials, nanostructured conductive polymers have emerged
as interesting contributors to this field.24,25
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While the majority of organic polymers tend to be
insulating, conductive polymers hold conductivity between
that of a semiconductor and a metal as a result of their π

electron (delocalised) system with alternating single and
double bonds in the main chain which generally includes
heteroatoms such as N and S. The conjugation allows
electrons to flow freely along the chain pathway, resulting in
conductivity over the range of 10 to 10 000 S cm−2. This is
achieved with the help of dopants, which produce “holes”
along the length of the polymer chain as charge carriers,
showing different electronic conductivity due to different
band gaps and Eg values.26 The earliest report on CPs was
delivered by a Japanese scientist, Hideki Shirakawa, who first
synthesized polyacetylene. When the trans structure accounts
for 20%, the conductivity of polyacetylene is 2.35 × 10−6 S
cm−1.27 Alan G. MacDiarmid and Alan J. Heeger later
published their extensive research on polysulfide nitride.
These three scientists shared the Nobel Prize in chemistry in
2000 for their work.28 Since then, this family of materials
continues to attract more and more interest and the number
of published peer reviewed scientific articles has increased
year on year with more than 500 articles as an annual
average, and the number of related patents has also
increased with a European Patent Office search (https://
espacenet.com) returning >10 000 results and the USA
(https://uspto.gov/patents/search) returning 140 664.

Among various CPs, polyacetylene, poly(3,4-
ethylenedioxythiophene) (PEDOT), polythiophene, polystyrene
(PS), polypyrrole (PPy) and polyaniline (PANI) are the most
studied29 because of their good stability, ease of preparation
and low cost. Recently, some new CPs and CP complexes
have emerged, such as poly(benzodifurandione) (PBFDO)
with ultrahigh conductivity,30 PEDOT:CF3SO2(x)PSS(1−x) with
electrochemical stability and air stability,31 poly(EDOT-
thioacetate-co-EDOT) with the possibility of forming
reversible disulfide bonds.32 Usually, the performance of CPs
is affected by the surrounding medium such as pH,
electrolyte, the presence of oxygen and therefore the matrix
and operating conditions influence their practical
deployment. Besides, compared with other widely applied
materials including noble metals, metal oxides and
coordination compounds, CPs do not act to magnify the
biosensing signal. Meanwhile, their poor solubility and
distribution greatly affects the morphology during film
formation in biosensor preparation, which causes local
aggregation with an increase in film resistance. In order to
solve these limitations, metal nanomaterials can be added to
form structured composites. The synergy of the two materials
is effectively utilized, which greatly improves the conductivity
of the composites and shortens the detection time. However,
this strategy relied on the dispersion and morphology of
different materials in the prepared composite film. Hence,
many researchers have addressed precise nanostructure
control of the CP nanocomposite (CPN) film in the past ten
years. However, there are few reviews which have focused on
the area of biosensing coupled with nanocomposites of CPs.

In this review, we mainly focus on nanostructured CPNs
for the construction of advanced electrochemical biosensors
(Fig. 1). The routine synthetic methods for pure CPs and their
applications are mentioned in order to present a brief
introduction to those traditional materials. Emphasis will be
placed on novel CPNs and the various nanostructure control
approaches which exhibit regular morphologies. The
advantages and disadvantages of these nanostructured
composites will be carefully discussed to evaluate their
different characteristics in providing a reference for material
selection. Finally, the performance of these CPNs based
electrochemical biosensors will be compared according to
different analytes, indicating the general improvement of
sensing ability due to the formation of regular
nanostructures. It is expected that this review will guide
researchers in the design and nanostructured control of
novel CPNs, as well as giving inspiration to construct
advanced high-performance biosensors.

2. Traditional preparation methods
and biosensing characteristics of CPs
2.1 Traditional preparation methods

In earlier research, CPs were prepared as electrode modifiers
for biosensors owing to their conductivity and capability for
biomolecule entrapment relative to traditional polymers.
Generally, most CPs can be prepared in situ on electrode
surfaces using traditional methods, including chemical
polymerization and electropolymerization. Chemical
polymerization is a conventional method of monomer
polymerization using active substances such as ammonium
persulfate, ferric ions, permanganate or bichromate anions,
or hydrogen peroxide.29 Chemical polymerization usually
produces nanomaterials in powdered form with scale-up
possibility. However, this method shows limited control in
relation to nanostructures. The electropolymerization method
involves initial oxidation which results in a radical cation to
form a dimer propagating to achieve a polymeric chain.33

The latter electropolymerization approach is characterized by

Fig. 1 Schematic of electrochemical biosensors based on CPNs.
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its high production efficiency, and during synthesis the
polymerization reaction can be controlled by adjusting
electrochemical parameters, resulting in controllable
morphology.34,35 Nevertheless, this route is challenging in
large-scale production due to the limits of electric power
supply and high energy loss.

Since 2000, more and more novel synthesis methods have
been continuously developed to precisely control the
nanostructure of various CPs in order to obtain regular
morphologies, such as the hard template method,36,37 soft
template method,38,39 electrostatic spinning,40,41 3D
printing,42,43 etc. The hard template method usually uses a
template which acts as a mask to guide the CP growth on the
surface or in the channel, so that the obtained nanostructure
matches the shape and size of the template. In 2012, Lin et al.
prepared a vertically oriented PPy nanowire array using a
modified ZnO nanowire array as a template.44 In 2017, Pruna
et al. adopted a simple two-step electrochemical method by
using oriented ZnO crystals as the growth template.45 In this
work, firstly, ZnO nanorods were electrodeposited from
Zn(NO3)2 solution to serve as the skeleton for the PPy
formation. Then, the hybridized shells of PPy and graphene
oxide (GO) were coated on the core of the prepared nanoarray
by electropolymerization, producing a core–shell nanorod
feature. Compared with the hard template, the soft template is
more readily removed with no damage to the CP morphology.
It is mainly used to synthesize CPs with regular morphology by
adding specific surfactants and structure-directed molecules.
Using polyvinyl alcohol and dodecylbenzene sulfonic acid
(DBSA) as structure-directed molecule, He et al. synthesized
linear PPy and coralline PPy.46

Additionally, electrospinning refers to the process that the
polymer at the tip of the conductor is rapidly sprayed to the
other end of the electrode under the action of high-voltage
electric field to form ultrafine nanofibers. Kumar et al.
prepared PEDOT:PSS/PVA nanofibers using this method in
2016.47 The prepared nanowires possessed a uniform thickness
with diameters of 100 to 200 nm. Within the past five years, 3D
printing has become one of the most popular manufacturing
techniques to allow rapid and direct preparation of 3D models
following digital design.48 3D printing has been widely used in
the manufacture of biosensor platform due to its customization
and precise structure control. Yuk et al. introduced a 3D
printing strategy using PEDOT:PSS as a raw material to prepare
microstructures with high resolution and high aspect ratio.49

Although the research is still in its early stages, 3D printing has
huge potential to be applied in the large-scale biosensor
fabrication with a high reproducibility.

In addition to the above methods, new preparation
methods have also emerged recently. In 2023, using a new
solution-based self-assembly method, Wei et al., successfully
prepared a series of 2D-ordered mesoporous CPs and their
hybrids under mild conditions, which exhibiting enhanced
electrochemical properties. Moreover, the pore size and
thickness of obtained nanosheets could be adjusted by
changing the chain length of sacrificial templates.50

The pure CPs mentioned above have been used to
construct various biosensors for detection of different
analytes. However, according to the test results of these
biosensors, the response time is relatively long due to the
slow penetration of the target molecule into the CPs film
attributed to high hydrophobicity. Moreover, because of the
weak catalysis, pure CPs may not always generate sufficient
redox activity to realise the target analysis. The advantages
and disadvantages of pure CPs for biosensing applications
will be further discussed together with their main
characteristics in the following section.

2.2 Characteristics of CPs in biosensing

Among the various applications of CPs, Foulds and Lowe first
prepared a PPy film as a biosensing material for the detection
of glucose.51 Since then, many kinds of CPs have been
adopted to fabricate various biosensors,52–55 and the main
effects of CPs on the biological recognition and signal
response can be generally concluded as detailed below:

First, as a conductive coating, CPs have good
environmental stability and can effectively increase corrosion
current and voltage, so as to protect internal structure and
enhance long-term stability. Second, its excellent conductivity
helps to assist charge transfer, so as to improve the electrical
properties of electrode materials.56 This characteristic can
allow for rapid response during an enzymatic reaction. In
addition, porous structures can be formed with high specific
surface area serving as an effective carrier to further load
more biological proteins (such as enzymes, antibodies, etc.)
via covalent or other interactions, allowing for more catalytic
or binding sites for the detection target. Furthermore, owing
to the abundance of functional groups, polymer surfaces are
easily modified so as to increase the stability between
biomolecules and the electrode surface. For example, the
epoxy group of poly(N-glycidylpyrrole-co-pyrrole) is often used
for the immobilization of enzyme molecules. By immersing
the modified electrode in galactose oxidase in buffer,
galactose oxidase can be covalently connected via a
functional epoxy group and covalently attached on the
surface of the modified electrode.57 Using this method, the
stability of the biosensor can be improved for repetitive
detection. Last but not least, the CPs are generally composed
of inert molecules, thus they have low toxicity with respect to
protein and cell interactions with excellent biocompatibility
for in situ detection in practical scenarios.

Although the above advantages of CPs are beneficial for
the improvement of the biosensing performance including
conductivity and protein immobilization, there are still some
deficiencies such as weak catalytic activity, which constrain
sensitivity and accuracy in relation to analytical performance.
Furthermore, in the practical electrochemical process, it has
found that with the extension of the long chain, the better
the conductivity, the lower the stability.

Owing to these unsatisfactory features, in the last decade,
assistance from other functional materials has become
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popular in order to construct superior biosensors.
Meanwhile, more attention has been paid to the
nanostructure control of these nanocomposites via
development of novel synthesis methods to obtain regular
and uniform shapes for strengthening the catalysis and
stability. In this way, the biosensing performance is being
continuously promoted, resulting in an expansion of target
analytes/biomarkers for quantitation. The following sections
will introduce the typical nanocomposites along with
different categories of doping materials into CPs, as well as
discussing the novelty with respect to nanostructures and
synthesis methods.

3. Conducting polymer
nanocomposites and their
nanostructures

Materials employed in the construction of biosensors must
not only be able to serve as a bridge between bioactive
substances and electrodes, but also to accelerate electron
transfer and enhance response, being responsible for
providing binding sites for DNA or enzyme surface
confinement. CPNs combine polymers with other
electroactive materials (especially nanomaterials) with the
view to improve the performance of the biosensor, exploiting
synergistic effects derived from different components of the
composite. Metal nanomaterials, carbon materials, metal
oxides and coordination compounds are the most commonly
used materials. Furthermore, recent studies have revealed
that if the composite can be designed to produce regular and
reproducible nanostructures, the biosensing performance will
be dramatically improved.58–61 Therefore, the following
discussions will focus on the methodology of nanostructure
control in CPNs and their constructed nano-shapes.

3.1 Metal-CP nanocomposites

Amongst the metals, gold, silver, copper and platinum are
widely used in doping CPs to further improve the catalytic
and conductive properties of electrode materials. At present,
although it is very easy to reduce the particle size to
nanometer scale, the stable and uniform distribution of
nanoparticles has always been a challenge. Scientists have
designed a number of new strategies to weaken the
aggregation behavior during the formation of thin film. For
example, using regular CPs as growth substrates to induce
the dispersed growth of metal particles is an effective method
to ensure regular nanostructures, which greatly increases the
specific surface area of biosensors and provides binding sites
for more biological components. In addition, metallic
materials will also be used as the core to guide the growth of
CPs, so as to form composite nanostructures that are difficult
to form spontaneously. Therefore, CPs are gradually being
applied in combination with metals to form composites with
better electrochemical properties.

In the construction of metal-CPNs, nanowired CPs are
mostly built to realize the regular crystallization of metals.
Nanowires are a kind of one-dimensional structure with a
high aspect ratio which can provide abundant growth sites
along its long axis for metal ions to achieve a uniform
distribution. Zhang et al. followed this strategy to design a
Cu/PPy nanowired composite for the electrode preparation.62

They first prepared a PPy nanowires modified electrode by
potentiostatic deposition. Then, Cu/PPy nanowires were
obtained by repetitive potential scanning. Electrochemical
experiments showed that this composite has excellent
catalytic activity and conductivity for the detection of H2O2.
Besides Cu, silver has served as an outerlayer to deposit on
PPy nanowires. Ghanbari et al. used a double pulse technique
to synthesize silver nanoparticles in an aqueous solution
containing AgNO3 and NaNO3. In the double pulse method,
two constant pulse currents will pass through the electrode
in turns, which is often used to modify the electrode surface
with a larger real area. By means of this deposition, PPy
nanowires were prepared to present about 100 nm diameter
with a high distribution density, and the average size of Ag
nanoparticles was about 50 nm (Fig. 2a–c). This architecture
effectively couples the high catalysis of Ag and conductivity
of PPy together. The oriented nanowire structure can greatly
shorten the transfer pathway of electrons to decrease the
resistance, and nanoparticles can effectively increase the
surface area of nanowires to promote adsorption sites and
enhanced activity for the biomolecule.63 Besides PPy
nanowires, PEDOT nanowires can also serve as a skeleton for
Pt nanoparticles (PtNPs). The PEDOT nanowire was obtained
by electropolymerization in an electrolyte solution composed
of EDOT and tetrabutylammonium hexafluorophosphate.
Then PtNPs were modified on the PEDOT nanowires by cyclic
voltammetry scanning in a H2PtCl6 and KPF6 mixed solution.
Compared with the bulk electrode, this nanocomposite
presented 11 times higher current density.64

Fig. 2 (a) Schematic diagram of the preparation of Ag/PPy/glassy
carbon modified electrode; FESEM images of PPy (b) and Ag/PPy (c).
Reproduced from ref. 63 with permission from Elsevier, copyright
2015. (d) Schematic diagram of the synthesis of the yolk–shell
Ag@PPy nanoparticles. (e) TEM image of Ag@PPy yolk–shell
nanoparticles. Reproduced from ref. 65 with permission from
Elsevier, copyright 2010.
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In addition to the nanowire structure, many other regular
nanostructures have been successfully constructed for these
composites. Wang et al. designed a yolk–shell nanostructure
to integrate Ag and PPy. Ag nanoparticles were first
synthesised by a polyol method (Fig. 2d and e), and then
ethyl orthosilicateisopropanol solution was dropwise added,
resulting in silica coated Ag nanoparticles.65 Subsequently,
poly(vinyl pyrrolidone) (PVP) was employed for encapsulation,
and pyrrole monomer solution was introduced for
polymerization. Finally, the nanoparticles were immersed in
HF aqueous solution to remove the silica layer so that an
Ag@PPy yolk–shell nanocomposite was harvested. Although
its preparation route is complex and time consuming, this
structure is special in a movable silver core, which can be
used for encapsulation of enzymes, drugs, etc. and
nanoreactors for catalytic reactions. A well-defined Pd/PEDOT
nanosphere was successfully prepared through a one-step
chemical synthesis method. Jiang et al. applied EDOT ethanol
solution to reduce H2PdCl4 solution under a vigorous
stirring.66 In this way, Pd/PEDOT nanospheres with a
uniform size of 60 nm were obtained, and Pd nanoparticles
possessing 4.5 nm diameter were anchored on the surface of
PEDOT. This nanocomposite was applied to recognize H2O2

with excellent sensitivity derived from its high electrocatalytic
activity and low resistance. In the actual detection, the
detection sensitivity reaches 215.3 μA mM−1 cm−2.

The formation of the two structures above mostly rely on
the before formed morphology of CPs to guide the regular
growth of metals. On the contrary, the morphology of metal-
CPNs can also be controlled by using the regular
nanostructure of noble metals. Xiao et al. prepared an
amperometric biosensor for glucose detection by a
nanoporous PEDOT/Au film.67 The Au film was treated with
concentrated nitric acid to obtain a nanoporous structure.
Then glucose oxidase was embedded in an ultrathin PEDOT
layer of 10 nm during the electrochemical polymerization of
EDOT. The morphology of the PEDOT layer followed the
nanoporous structure of the Au substrate, benefiting the
immobilization of glucose oxidase while improving stability
and maintaining activity.

In 2022, Hryniewicz and coworkers prepared AuNPs-
modified PPy nanotubes (PPy-NT) in stainless steel mesh
electrodes via electropolymerization and electrodeposition.68

The nanotube form of PPy-NT/AuNPs has a better charge
transfer process and a higher surface area. When used for
COVID-19 impedance detection of SARS-CoV-2 antibodies,
the nanotube-based sensor was nearly eight-fold more
sensitive than the sensor based on the globular morphology.

Overall, composites of noble metals and CPs are an
effective strategy in the construction of biosensing materials,
providing not only regular morphologies, but also synergistic
effects of excellent conductivity and electrocatalytic activity.
However, this type of composites faces some challenges. CPs
often lack effectively functional groups to produce strong
interactions with metals, leading to poor stability during the
electrochemical reaction and low reproducibility for the

large-scale fabrication. Besides, most of employed metals are
in the ground state, being easily oxidized in air impacting
activity. Thereby, difficult storage for maintaining the
performance of CPs-metal composites is also a key problem
to the wide application for biosensing.

3.2 Metal oxide-CP nanocomposites

Metal oxides can be directly employed in the fabrication of
biosensors but may have poor conductivity. Therefore, CPs
can serve as the conductivity promoter for metal oxides in
the preparation of biosensing materials.

Compared with other materials, metal oxides are easier to
form various oriented structures which are often employed as
hard templates, such as Al2O3, ZnO, TiO2, NiO, etc. Hence,
the metal oxide-CPNs enable present many regular features
by following the original morphology of metal oxides. Zhu
et al. used TiO2 nanotubes as a template to couple with PANI
for the detection of glucose (Fig. 3a and b).69 Firstly, TiO2

nanoparticles were converted into nanotubes by a
hydrothermal method, and then the obtained TiO2

nanotubes were added into a solution containing aniline and
HCl. PANI was wrapped along the nanotubes by oxidative
polymerization to generate TiO2–PANI composite. Authors
confirmed that the introduction of PANI covering the TiO2

nanotubes significantly increased the current signal by 55%
with a good sensitivity of 11.4 μA mM−1 during glucose
recognition studies. The above growth of PANI relies on the
outer surface morphology of TiO2 nanotubes for shape
control. In a different fashion, Yang et al. adopted the
strategy of nanotube filling to achieve the regular
nanostructure of CPs.70 TiO2 nanotubes with the tube size of
165 nm were also prepared on the surface of pretreated
titanium disc by an anodic oxidation. Subsequently, TiO2

nanotubes were directly used as working electrodes, and
TiO2–PEDOT nanotube arrays were prepared by potentiostatic
deposition. The nanocomposites showed much higher
activity than pure TiO2 nanotubes in electrochemical
biosensor and excellent redox reversibility.

Fig. 3 (a) Schematic diagram of the formation of biosensor based on
the nanotubic TiO2–PANI composite. (b) TEM image of nanotubic TiO2–

PANI composite. Reproduced from ref. 69 with permission from
Elsevier, copyright 2015. (c) Schematic diagram of the preparation
methods of porous Co3O4/PANI nanoflake array. (d and e) SEM image
of porous Co3O4/PANI nanoflake arrays. Reproduced from ref. 73 with
permission from Elsevier, copyright 2017.
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Normally in the preparation of TiO2-CPNs, TiO2 is always
employed as a growth skeleton to control the formation of
CPs nanostructure. However, CPs are also capable of
providing the crystallization template for metal oxides to
produce regular nanostructures. For example, using the
electrodeposition method, Py can be induced to orientally
polymerize, which in situ produces PPy with a nanowire
structure on a substrate. In this way, PPy nanowires provide a
large surface area for the further deposition of metal oxides.
Following this strategy, Meng et al. prepared a
nanocomposite film of CuxO (mixture of CuO and Cu2O)/PPy
nanowires to fabricate a glucose biosensor.71 PPy nanowires
were obtained through potentiostatic deposition, and then
Cu nanoparticles were electrodeposited on the surface of
nanowires. Finally, the Cu nanoparticles were further
oxidised to copper oxide (CuxO) nanoparticles by a repetitive
cyclic voltammetry, obtaining a CuxO/PPy nanocomposite
modified electrode. Compared with CuO or Cu2O modified
electrode, CuxO modified electrode has a wider linear
detection range for glucose detection due to the synergistic
oxidation effect of CuO and Cu2O. At the same time,
nanostructured CuxO particles can greatly increase the
electrocatalytic active region and promote electron transfer
due to their well dispersion produced by the PPy nanowires.

In addition to nanowires, scientists have also developed
many other three-dimensional nanostructures of metal oxide-
CPNs, such as core–shell nanospheres and nanosheets arrays.
Yang et al. prepared a PPy coated Fe3O4 core–shell
nanoparticles for the glucose detection.72 Fe3O4 nanoparticles
were first prepared by a hydrothermal co-precipitation of Fe2+

and Fe3+ ions in ammonia solution. In order to create the
core–shell structure, the Fe3O4 nanoparticles were dispersed
in pyrrole phosphate buffer solution for polymerization.
According to the electrochemical characterization in a real
serum sample, this core–shell nanostructure is not only an
ultralarge surface area for the immobilization of glucose
oxidase, but also excellent conductivity derived from PPy
shell. As a result, the as-prepared biosensor enabled a wide
detection range from 0.5 μM to 34 mM, satisfying most
requirements in clinical diagnosis of diabetes. Mai et al.
delivered a kind of oriented Co3O4 nanosheets as a template
to induce the PANI growth.73 Firstly, porous Co3O4 nanoplate
arrays were synthesized by a hydrothermal method. After in
situ formation of dense Co3O4 nanoparticles on a substrate,
this film was annealed in Ar atmosphere to obtain the self-
supporting porous Co3O4 nanoplate arrays. The core–shell
structure was achieved by the electropolymerization of PANI
to cover the whole surface of nanoplates. Imposing a
constant anode current density of 3 mA cm−2 for 1800 s, an
oriented feature of Co3O4/PANI core–shell arrays was
observed (Fig. 3c–e). This morphology was mainly derived
from the regular three-dimensional structure of Co3O4

nanosheets. As a result, the nanostructure shortened the
pathway of electron transfer through the bulk film, producing
excellent performance in electron/ion transfer both
lengthwise and transverse and structural stability.

In 2021, Lalegül-Ülker and Elçin synthesized silica-coated
iron oxide/polyaniline (Si-MNPs/PANI) nanocomposites by a
chemical oxidative polymerization method.74 By adjusting the
synthesis conditions, composites with different morphologies
such as nanotubes (SPNTs) and granules (SGT) can be
obtained. Comparing Si-MNPs/PANI with the same content of
SI-MNP, it can be found that SPNT has higher magnetization
and SPG has about 30 times higher conductivity. The author
believes that the difference in conductivity between the two
nanocomposites may be due to the following two factors. On
the one hand, the tubular PANI may contain non-conductive
aniline oligomers; on the other hand, the uniform distribution
of SI-MNPS in SPG may be beneficial to electron transport.

Generally, metal oxides are of the good catalytic activity and
regular morphology, but poor in the conductivity due to a large
band gap. Using CPs to improve this deficiency is a feasible
strategy through the construction of nanocomposites. Regular
nanostructures derived from CPs or metal oxides contribute to
high specific area and electrocatalysis, benefiting the signal
magnification of biosensing reactions. Nevertheless, there are
rare organic functional groups (such as –NH2, –COOH, –CO–,
etc.) on metal oxides, hence, it is difficult to establish effective
interactions between metal oxides and CPs. As a result, most of
these materials are only reported for one-time use, which may
be attributed to their weak stability during the electrochemical
redox process. A means of strengthening the binding effects for
electrochemical stability is always a challenge.

3.3 Carbon-CP nanocomposites

Although CPs are capable of electron transfer with reliance
on their conjugated structure, their conductivities are still
much weaker than those of metals or carbon materials. For
example, at room temperature, the conductivity of PPy is
about 102 S cm−1, while 2D materials such as graphene, can
reach 104 S cm−1 in the same conditions. Carbon materials,
mainly including graphene, carbon nanotubes, carbon
nanofibers, carbon nanospheres etc., have attracted huge
attention in various research fields. Due to the hybridisation
of electronic orbitals (sp, sp2, sp3) such materials have a
variety of unique properties at the nanoscale. Functional
groups can be easily grafted onto the surface to provide
binding sites for anchoring CPs with good stability.

Therefore, carbon materials are gradually being adopted
as additives to enhance the properties of CP sensing films.

Based on this idea, Xu et al. wrapped multi-walled carbon
nanotubes (MWCNTs) with PANI to obtain a uniform core–
shell nanostructure.75 First of all, MWCNTs were dispersed in
aqueous solution of DBSA by mechanical stirring and
ultrasonication. In this way, the aniline group can be
connected to the surface of MWCNTs through an amide
bond, providing the growth site for the subsequent growth of
PANI. Then, aniline was added and sonicated for 2 hours.
Finally, ammonium persulfate (APS) aqueous solution was
slowly dropped into the reaction system to initiate
polymerization. The conductivity (6.23 × 10−1 S cm−1) of the
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obtained composite reached at least one order of magnitude
higher than that of pure DBSA doped PANI (1.03 × 10−2 S
cm−1). The result showed that the addition of MWCNTs
remarkably improved the thermal stability of the composite.
In addition, due to the natural compatibility of CPs and
carbon materials, their combination is uniform and also can
play a synergistic effect to maximize the performance of
composite materials. Besides, An et al. combined carbon
nanotubes with PPy to obtain a composite with excellent
electrocatalytic performance.76 Characterization proved that
the composite had both long-term stability and excellent
electrocatalytic oxygen reduction performance. Moreover,
graphene nanoflakes are one of the commonly used materials
to increase electrochemical performance. As shown in
Fig. 4a–c, Qi et al. prepared core–shell hybrid materials by
coating PPy nanotubes (PNT) on graphene nanosheets
(GNF).77 During the synthesis, the N–H position of Py unit
was acylated with the carboxyl group of GNF, and the GNF/
PNT hybrid was covalently attached on the surface of PNT. In
addition, the coating amount of GNF can be controlled by
adjusting the mass ratio of GNF to PNT. Graphene has good
mechanical strength and impermeability, which not only
helps to delay the failure caused by volume change,
mechanical deformation and degradation of PNT, but also
exhibits strong electron transfer ability due to close binding
and electrostatic interaction, coupled with regular
nanostructures. The equivalent series resistances, calculated
from the high-frequency intercept on the real axis, were 5.1 Ω

and 3.9 Ω for GNF/PNT (1 : 3) and GNF/PNT (9 : 1)
respectively, which were much lower than that of pristine
PNT of 17.9 Ω, suggesting a higher conductivity.

In addition to the above core–shell structures, many other
nanostructures have also been studied in order to obtain better
material properties. Haq et al. considered that most of the
existing methods rely on the strict chemical treatment of

carbon materials, which will lead to serious degradation of the
chemical structure and properties of carbon materials.78

Therefore, they proposed a novel method to directly grow PANI
chains from nitrogen doped carbon nanotubes (NCNTs). In this
way, aniline was polymerized along the N-doped sites of the
carbon nanotube wall to form a seamless hybrid structure. The
prepared NCNTs were first put into aniline solution and kept at
2 °C. Then APS was injected into aniline solution dropwise.
The composite could be obtained by changing the reaction
time to control the polymerization reaction. Due to the strong
electrochemical properties of PANI shell and the synergistic
effect of high conductivity NCNTs core, NCNTs–PANI
composite was expected to be an ideal material for sensor
electrode. The voltammogram presented a nearly rectangular
shape, which indicated the efficient proton diffusion migration
and high capacitance. Besides, Zhou et al. reported a novel
composite material coated with a layer of ultra-thin spiny PANI
nanorods on graphene nanofibers (GN).79 This three-
dimensional structure has the characteristics of large specific
surface area and fast oxidation–reduction rate. Characterization
confirmed that the synergistic effect of GN network framework
and PANI nanorods significantly increased the energy density
(54 W h kg−1) and power density (4.9 kW kg−1) of the nanofiber
electrode materials. Song et al. attempted to synthesize PANI
nanocones by an in situ polymerization on the surface of
graphene (Fig. 4d–f).80 This nanocomposite exhibited more
charge transfer pathways and faster charge transfer speed due
to the coupling effect of the layered graphene and the unique
conical structure of PANI with high specific surface area. The
interfacial charge transfer resistance of pure PANI is about 13.5
Ω in the high frequency region, while that of the composite
was less than 3.3 Ω.

In 2021, Sun et al., achieved the preparation of sea urchin-
like porous polyaniline (PPANI) via chemical synthesis method
in saturated solution, and obtained PPANI/MWCNTs retaining
the special porous morphology of PPANI via a self-assembly
method.81 Due to the strong π–π interaction between PANI and
MWCNTs, stable composite materials can be obtained by self-
assembly method. With the formation of porous structures, the
specific surface area of PANI and PPANI/MWCNTs is
significantly increased. Moreover, authors found that PPANI/
MWCNTs could improve the electrochemical properties of
Co9S8. Co9S8 doped with PPANI/MWCNTs exhibits lower charge
transfer resistance, superior catalytic activity, higher
conductivity, and better cycle stability.

In general, because of the natural binding force between
carbon materials and CPs, the synergistic effect is much
stronger than other nanocomposites especially showing
much lower resistance and higher electrochemical stability.
However, there are still two major disadvantages derived
from the instinctive characters of carbon materials: one is
that carbon materials generally need to be modified before
use. This process usually involves strict chemical treatment
in the mixture of concentrated nitric acid and sulfuric acid,
which will greatly reduce the performance of carbon
materials; another one is that carbon materials have

Fig. 4 (a) Schematic diagram of the preparation methods of a core–
shell graphene nanosheet coated PPy nanotube. (b) SEM images of
pristine PNTs. (c) TEM images of GNFs/PNTs (insets show the
corresponding magnified HRTEM images). Reproduced from ref. 77
with permission from Royal Society of Chemistry, copyright 2018. (d)
Schematic diagram of the preparation methods of porous PANI/
graphene nanocone. SEM (e) and TEM (f) image of graphene/PANI
hybrid. Reproduced from ref. 80 with permission from Elsevier,
copyright 2018.
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insufficient selectivity for target molecules, which greatly
limits the detection accuracy in the field of biosensors.
Therefore, combining carbon materials with CPs without
affecting their original properties is still a main challenge.

3.4 Coordination compound-CP nanocomposites

As per the above discussion, CPs exhibit weak catalytic
properties and while the above-mentioned metals and metal
oxides can solve this issue for CPs, their high oxidation
potentials risk interfering electrochemical signals in practical
applications. Therefore, some coordination compounds, such
as Prussian blue (PB) and metal organic framework materials
(MOFs), are attracting more and more interest as the
electrocatalysis unit for incorporation with CPs. PB has been
served as a blue pigment since 1906, and then it was
confirmed to possess a strong electrocatalytic ability by
Itaya.82 In the unit cell of PB, there are two kinds of iron
atoms with different valences of +3 and +2. Therefore, PB
enables to play the role of both oxidant and reductant at
certain potentials. Normally, it can realize the detection of
H2O2 which is a common product of enzymatic reactions at
only −0.05 V vs. Ag/AgCl. In this case, after the
immobilization of different enzymes, this material has been
applied to fabricate various biosensors for assays of multiple
physiological analytes, such as glucose, lactate, glutamate
etc.83–87 However, its band gap is about 1.54 eV, hence, the
conductivity cannot be satisfactory. In order to overcome this
defect, PPy (7.5 × 102 S cm−1), PEDOT (1.0 × 102 S cm−1) and
PANI (2.0 × 101 S cm−1) have been widely adopted to connect
the crystals as a bridge to accelerate electron transfer and
improve the detection performance.

It is worth noting that with the in-depth study of PB,
scientists have found that the nanocubic structure of PB
crystals enables to provide much larger specific surface area
and more active sites derived from its smooth edges for
stronger biosensing signals.88–91 Owing to this result,
nanocubic PB was used to form composites with CPs with
expected improvement of both catalysis and conductivity.
Muthusamy et al. first proposed a core–shell PB–PPy
nanocubic composite through an in situ polymerization
method.92 The authors used a mixed solution containing
pyrrole, FeCl3, K3[Fe(CN)6] and HCl as the reactant to prepare
the nanocomposite. In this reaction, Fe3+ played a role of the
oxidant to polymerise pyrrole molecules and then it was
reduced to Fe2+ to coordinate with [Fe(CN)6]

3− for the
formation of PB crystals. After stirring for 12 h, a
nanocomposite composed of PPy particles covering the PB
nanocube was obtained with average size of 100 nm. This
nanocomposite was then compared with pure PB to prove its
superior conductivity (2 fold increase). In relation to
composites of PPy nanoparticles and PB nanocubes, our
group developed a nanopore-constrained growth strategy to
construct a heterogeneous nanostructure of the PB–PPy
nanocomposite on a hollow fiber substrate (Fig. 5a–c).93 A
porous Al2O3 hollow fiber is a key to provide a constrained

space through its numerous nanopores. In order to drive the
synthesis into pores, the reactants Fe3+ and [Fe(CN)6]

3− firstly
filled the pores of hollow fiber by a vacuum force, and then
this hollow fiber was immersed into the pyrrole solution for
the simultaneous generation of PPy and PB. Due to the
structural differences between fiber surface and inner pores,
the PPy–PB nanocomposites formed two kinds of
morphologies, presenting a surface nanoporous layer and a
nanocubes composed nanochannel to achieve serum
extraction from whole blood and biosensing of vital
physiological indices, respectively. This work indicates that
the nanostructure control of CPs based nanocomposites can
give not only performance improvement, but also extra
functionality for biosensing.

In 2023, Lee and Hong fabricated PB–polydopamine
(PDA)–PPY in one step,94 which was achieved by reducing
Fe3+ using dopamine (DA) and Py as reducing agents and
synthesizing PB nanocubes while copolymerizing. Using two
monomers in the synthesis process of composite materials
results in better conductivity and stability than using a single
monomer. This may be because the addition of DA makes
the structure of the copolymer more stable, which is also
proved by the easy dissolution of PPy–PB during the
electrochemical characterization process.

As defined by Kitagawa,95 PB is the simplest material in
the family of metal organic frameworks (MOFs). By changing
–CN– group in PB to other ligands, the cell structure and
properties will be greatly different. Initially, MOFs are famous

Fig. 5 (a) Schematic diagram of synthesis method combining PPy
polymerisation and PB coordination reactions. (b) FESEM images of the
separation channel surface (b1) and biosensing channel wall (b2). (c)
TEM and mapping images of the surface morphology of the biosensing
channel and the distributions of Fe. The red boxes show the selected
regions without regular nanocubes. Reproduced from ref. 93 with
permission from Wiley, copyright 2020. (d) Schematic diagram of
PEDOT growth controlled by MOF uniform pore. SEM images of
MOFndc (e), PEDOT-MOF composite (f) and nano-PEDOT (g).
Reproduced from ref. 97 with permission from Royal Society of
Chemistry, copyright 2017.
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for the ultralarge surface area from their cell cavities
enabling adsorption of huge amounts of small gas molecules,
such as CO2, CH4, etc. Uemura first confirmed that Py was
also able to enter into the cell cavity of coordination
nanochannels.96 Since then, Wang et al. followed the
principle above to further realize the polymerization of the
EDOT located in the MOF cavity for the exact control of
PEDOT nanostructures, obtaining a vertical nanorod shape
(Fig. 5d–g).97 In this work, PPy coated stainless steel foil was
placed into a precursor solution containing Zn(NO3)2·6H2O
and NDC (naphthalenedicarboxylate), 1,4-diazabicyclo[2.2.2]
octane and N,N-dimethylformamide to prepare the MOF–
NDC in situ as a growth template for PEDOT. Subsequently,
the foil was immersed into a pure EDOT solution for 4 h to
allow the monomer molecules to diffuse into the MOF cavity.
Due to the space limitation in the cavity, the growth of
PEDOT preferred the vertical direction to exhibit a nanorod
morphology. This part of PEDOT not only maintained the
regular morphology, but also effectively improved the
conductivity of the composite. As shown in the volt-ampere
curves, the current strength of the MOF–PEDOT composite
was at least one order of magnitude higher than that of
MOF–NDC (insulator) when the applied voltage is higher
than +2 V or lower than −2 V.

The above work focused on inducing the synthesis of
composites with regular morphology through the internal
pore structure of MOF materials. However, due to the
instability of MOF materials, the prepared composites will be
more vulnerable, which is a main defect for large-scale
production and usage. Therefore, some scientists have paid
attention to the external growth of CPs to cover or fix MOFs
in their matrix in order to avoid the structural damage during
the electrochemical sensing. Xie et al. proposed a PPy@ZIF-8/
GO aerogels nanocomposite to fabricate an ultrasensitive
dichlorophenol biosensor for pollutant detection in a real
lake.98 The authors constructed a porous 3D architecture to
lock the ZIF-8 nanocubes in an interconnected network of
PPy/GO via a two-step synthesis route. Initially, a basic 3D
skeleton was built via a polymerization reaction of Py
enclosed by graphene nanosheets. FeCl3 served as an oxidant
to produce PPy/GO which was then treated through a
hydrothermal process to form an aerogel structure. Then, this
nanocomposite enabled abundant binding sites derived from
–NH– group in the PPy chain to attract Zn2+ for the
crystallization of ZIF-8. In this way, the growth behavior of
ZIF-8 has been constrained to form a regular polygonal shape
with the size of 150 nm. Compared with the only ZIF-8
modified electrode, this nanocomposite based electrode can
evidently decrease the electron transfer resistance from 798.5
to 77.7 Ω, showing a high conductivity attributed to the
coverage of PPy. The as-prepared electrode was applied to
detect Dcp (2,2-methylenebis (4-chlorophenol)) which is a
severe environment pollutant owing to its high toxicity,
carcinogenicity and persistence. This sensor exhibited an
ultralow limit of detection to 3 nM with a wide linear range
from 0.3 nM to 10 μM. If PPy was not adopted to cover ZIF-8,

the prepared electrode would show a 10-times higher LOD
value. Besides, they have proved that the introduction of PPy
can increase the usage stability of the sensor during the
repetitive electrochemical detection in the real lake water.
This work presents a successful example that CPs are capable
to not only reduce the resistance for the electrochemical
process, but also enhance the stability through their
functional groups which produce certain chemical valences
with MOFs. Compared with the synthesis of CPs in the
internal pore of MOFs, the external growth of CPs to cover or
immobilize MOFs can effectively improve the stability of the
composite, and the externally coated CPs provide more active
functional groups to facilitate the loading of recognition
molecules.

Overall, coordination compounds have relatively poor
conductivity and stability to show difficulty for direct
applications in the electrochemical biosensing. However,
due to their special properties including the polyhedral
structure, abundant active sites and large specific surface
area, they are capable to serve as a growth template to take
advantages of CPs through the intergrowth strategy. Until
now, most of coordination compound-CPNs are limited to
enzymatic biosensors. The high water resistance and low
electron resistance of CPs are effective to improve the
electrochemical ability of coordination compounds to
strengthen redox process during the enzymatic reaction.
Nevertheless, there are still too few coordination
compounds available to satisfy the requirement of
biosensing materials. With the continuous development of
new conductive coordination compounds, this kind of
nanocomposite will result in further choices to extend its
applications beyond enzymatic biosensing.

4. Applications of nanostructured
CPNs in electrochemical biosensors

In Table 1, we listed CPNs-based biosensors used to detect
physiological markers. For the detection of physiological
markers, enzyme, aptamer and immunological reactions are
the main detection principles. These three kinds of
biosensors are used to assay different types of physiological
indices. The enzymatic biosensor is mainly focused on the
detection of small molecules owning their specific enzymatic
reactions. The research on glucose analysis dominates almost
reported CPNs based enzymatic biosensors. As shown in
Table 1, using only PPy as the electrode material to detect
glucose is often weak in sensitivity, although its regular
nanostructures such as nanotube and nanowire have been
successfully synthesized. This result indicates that the
nanostructure control of pure CPs may play few effects on
promoting the enzymatic reaction due to their instinctive
poor catalysis. Therefore, in order to address this issue,
metals, metal oxides and carbon materials are preferred to
assist CPs for obtaining the sensitivity enhancement.

By using TiO2 to decorate PPy, the biosensor showed a
higher performance of detecting glucose, compared with the
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glucose biosensor which was only using PPy nanowires as
the sensing material.101 Meanwhile, the detection limit was
also improved to 1.5 μM reaching more than 30 times
higher than that of the PPy nanotube based biosensor.
However, its linear range was much lower, which may be
attributed to the decreased efficiency of electron transfer
when producing more electrons derived from the high
sensitivity. Similarly, the glucose biosensor constructed by
PANI/AuNPs or PANI/PB nanocomposite also presented a
much better performance than the PANI nanoflower based
biosensor. Among these, the introduction of PB enabled
enhancement of the original sensitivity of PANI to nearly 50
times and decreased the detection limit to 0.4 μM which is
only 1/45 of the PANI ability.104 This is because that PB is
well considered as an artificial peroxidase to have
outstanding reduction activity for H2O2 which is a main
product of oxidase reactions. In this way, PB plays a role of
signal magnifier in the reaction of glucose oxidase during
the glucose detection, promoting the overall performance of
PANI. Moreover, if the CP was changed to PEDOT, the
employment of noble metals had been also proved to be
capable of the enhancement of the biosensing performance.
Therefore, the advances of nanocomposites for the
enzymatic biosensor are mainly confirmed as the promotion
of sensitivity and detection limit.

Aptamer based biosensors are mainly used to detect specific
signals by immobilizing aptamer chains (RNA, single stranded
DNA or double stranded DNA) for attracting target molecules
to produce the response signal. The design of aptasensors
largely depend on the different recognition modes which are
inherent in each aptamer-target pair given to the electrode
surface. Therefore, the sensing material with regular
nanostructure is often applied to provide abundant active sites
for the uniform and high-density immobilization of the
aptamer strand, obviously increasing the probe amount to
magnify the detection signal. However, there is normally weak
interaction between CPs and aptamers. In this case, the
employment of other materials to CPs for the construction of
aptasensors is beneficial to enlarge the surface area and denote
effective sites for the aptamer loading. For better comparison
of the function belonging to the introduced materials for the
CPNs, we have listed the performance of several pure CPs
(including PPy, PANI and PEDOT) and their nanocomposites
prepared aptasensors in Table 1. Noble metals and graphenes
are preferred because they form chemical bonds with
aptasensors. It can be observed that the nanocomposites
generally possessed superior detection limit and linear range
than each pure CP. It is interesting that using graphene to
integrate with CPs enables superior performance relative to
applying noble metals, which is quite different with the
enzymatic biosensor. Wang has provided an explanation that
graphene is an excellent biocompatible material.130 There are
many functional groups on the surface, which can combine
with aptamers more readily. In this case, the carbon material is
a preferred supplement to composite CPs in the construction
of various aptasensors.

The electrochemical immunosensor relies on the specific
binding reaction between antigen and antibody being
labelled by certain signal molecule showing the
electrochemical redox ability to realize signal transduction. It
is rare that immunosensors are reported which employ CPs
solely, due to the fact that the immunosensor reaction itself
does not produce an electric signal. Therefore, the electrode
material is required to supply satisfactory electrocatalysis and
conductivity achieving signal magnification, however, CPs are
poor in this matter. Thus, materials having both of the above
characteristics are encouraging in the preparation of CPs. As
shown in Table 1, noble metals, alloy metals, metal sulphides
and carbon materials have been prepared to assist PPy and
PANI. In relation to cancer biomarkers and cell factors, PSA,
CEA, IL6, AFP, NGAL, etc., are reported widely and among
these immunosensors, many regular nanostructures of
nanocomposites have been created to improve the
performance of immunosensors through developing different
synthesis methods. Nanowire, nanosphere, hollow core–shell
and nanotube can be obtained through the chemical
synthesis, in situ oxidative polymerization and hydrothermal
method. Obviously, the PPy-AuNPs nanowires presented the
lowest detection limit to 0.0003 pg ml−1 for the recognition of
trace PSA considered as the most specific biomarker of
prostate cancer, besides, this immunosensor also showed an
ultrawide linear range of 0.01–10 000 pg ml−1.122 The authors
claimed that the oriented nanowire structure shortened the
path of electron transfer. Moreover, electrostatic interactions
between the positively charged AuNPs and the anionic amino
acid residues of the antibody results in high binding
efficiency to harvest more signal probes. Hence, this sensor
is capable of detection of lower concentrations of PSA due to
its high response signal.

According to the performance comparison in Table 1,
CPNs exhibit a generally better performance than pure CPs in
three main categories of electrochemical biosensors. Various
regular nanostructures, especially some oriented
morphologies, are advanced in their low electron transfer
resistances and high electrocatalysis resulting in the high
sensitivity, linear range and low detection limit.

5. Conclusion and prospect

We have summarized recent research progress of advanced
CPs nanocomposites used to construct various
electrochemical biosensors with their classification,
preparations and applications. A concept is emphasised that
the reasonable design of composites can be used to develop
new sensing materials, such as better anti-interference
ability, lower detection limit, higher sensitivity, lower
sensing temperature and greater stability. Reasonable design
requires a more comprehensive understanding of the
properties of individual materials and composites. This
paper puts forward its own point of view. The metal
components in the composites can effectively improve the
quantitative capabilities of the sensor, and it is easy to
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introduce functional groups coupled with biomolecules, so
as to couple to antibody conjugates to detect antigens. It
plays an important role in aptamer sensing and
immunological (electrochemical ELISA) sensing. The
electron exchange process between the conductivity band of
metal oxide and adsorbed species is very fast, which can
greatly reduce the detection time. Carbon materials can
effectively improve the conductivity and chemical stability of
the overall composite materials, adapt to more rigorous
detection environment, and perform well in detecting metal
ions. Due to its special structure, carbon materials also have
better detection performance than other materials in
protein detection. Coordination compounds can provide
better catalytic activity, effectively reduce the detection
potential and avoid the influence of interfering substances.
They are suitable for complex systems with a variety of
interfering substances under detection conditions. In
addition, the preparation cost of coordination compounds
is generally low, which can reduce the production cost of
sensing materials. The introduction of other materials as
composites of CP is due to weak catalysis and few active
sites for loading biological molecules or proteins. In order
to achieve the regular nanostructure of CPs
nanocomposites, the control of the original morphology of
CPs is a key step and most concerned to provide a skeleton
for the further doping other materials to keep their regular
growth. According to the performance comparison, the
major superiorities of these regular-nanostructured
nanocomposites are the abundant catalytic sites and short
pathway to accelerate electron transfer rates, together with
the adjustable functional groups and charge to match the
different proteins and aptamers. Therefore, the integration
of CPs and other assisting materials enables strengthening
of not only the signal production but also the signal
magnification, harvesting a synergistic effect to improve the
biosensing performance.

Despite the obvious performance improvement by using
the CP nanocomposite, such types of materials are still facing
many challenges in practical sensing applications:

(1) Weak binding force between CPs and doping
materials. Since the doping materials are always inorganic
materials, the molecular force between CPs and inorganic
materials is difficult to establish. Furthermore, it will cause
the loss of adherence of the nanoparticles and performance
degradation, especially in the case of usage over long
periods. Therefore, the means to closely combine CPs and
dopant materials to achieve performance optimization is an
urgent problem.

(2) Poor anti-contamination ability of nanocomposites.
Generally, in the actual detection system, whether it is blood,
water, fermentation broth and other application systems, the
environment is very complicated. In the actual detecting
process, CPs have low anti-contamination ability and are easy
to adhere to contaminants. Meanwhile, the active sites on the
surface of CPs will be covered, which will adversely affect the
detection performance. Hence, the targeted modification of

CPs and increased anti-interference is one of the directions
of future research.

(3) Swelling phenomenon of CPs resulting in poor
stability. CPs often swells in solution, and the detection
environment is mainly in aqueous electrolyte. In this case,
the swelling phenomenon will accelerate removal of particles
and affect the stability of the biosensor. Thus, how to select
appropriate CP and doping materials to minimize the
swelling effect is an important issue that needs attention in
actual operation.

At present, there have been already much research on CPs
nanocomposites based biosensors. However, realization of
their transformation in practical applications is rarely
reported. In order to address above issue, novel preparation
methods are eagerly investigated, which are of high
controllability and large-scale possibility to easily reproduce
the nanostructure and properties of the composite. Besides,
the influence of the swelling behaviour relevant to CPs and
their biosensing performance requires discussion, which has
generally existed but lacks attention. Online and dynamic
detection is always a big challenge in all fields of clinical
diagnosis, environmental monitoring fermentation process
control, etc. Therefore, the surface characteristics of the
nanocomposite film can be fine-tuned according to the main
pollutants in different detection environments, providing
satisfactory stability and potential for online testing. We
believe that due to the advanced performance of CPs
nanocomposites with regular morphologies, especially their
excellent electrochemical stability, constructed biosensors
have remarkable potential in product transformation for the
analytical devices and associated instrumentation.
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