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eat waste: efficient alcoholysis of
PET waste with a shrimp shell derived catalyst using
the response surface method†

Ruiyang Wen, Guoliang Shen, * Meiqi Zhang, Lejia Yang, Linlin Zhao, Haichen Wang
and Xingzhu Han

The recycling of post-consumer PET is a significant area of scientific research, with great importance for

resource recycling and environmental protection. Here, we present our work on the glycolytic

depolymerization of post-consumer PET, and we utilized kitchen waste shrimp shells as a raw material

to prepare a derivative catalyst. To optimize the reaction in terms of PET conversion and BHET yield, the

RSM based on the Box–Behnken design was applied for the process of the reaction. Based on the

experimental results, regression models as a function of significant process parameters were obtained

and evaluated by ANOVA to predict the depolymerization performance of X-700; the conversion of PET

is 100% and the yield of BHET is 80.84% under the optimization conditions by the RSM. The yield of

BHET still reached 76.30% after 3 cycles. The catalyst offers several advantages, including superior

catalytic activity, low cost, environmental friendliness, a simple preparation method, and reusability.

These advantages can provide valuable references for the preparation of biomass catalysts and their

application in polymer waste.
Sustainability spotlight

The effective management of solid waste is a crucial aspect of achieving carbon-neutral environmental protection. The conversion of waste PET into high-value-
added ne chemicals not only mitigates environmental pollution and CO₂ emissions but also indirectly safeguards petroleum resources. Moreover, seafood
restaurant waste is a rich source of various metal elements, and burial and incineration are suboptimal disposal methods. This study presents the development
of a reusable metal catalyst derived from discarded shrimp shells, which further closes the resource loop by utilizing PET for open degradation. This work
sustainability highlights the importance of UN sustainable development goals sustainable cities and communities (SDG 11), responsible consumption and
production (SDG 12), and climate action (SDG 13).
1 Introduction

In response to global climate change, achieving carbon neutrality
by 2050 is the most pressing task of our society nowadays. To this
end, it is of utmost importance and a signicant challenge to
improve the efficiency of energy and reduce carbon emissions.
For the current carbon emissions, a part of it comes from the
combustion of polymer waste.1,2 Polyester plastic (PET) is a widely
used material due to its light weight, excellent mechanical
properties, and low cost. It is the most cost-effective thermo-
plastic polymer material used in the ber manufacturing, pack-
aging, and textile industries.3,4 PET consumption has increased
over the years, with an estimated annual usage of approximately
70 million barrels of oil for processing virgin polyester bers.
ang University of Technology, Liaoyang,

u.cn

tion (ESI) available. See DOI:

the Royal Society of Chemistry
Regrettably, the global recycling rate for PET waste is less than
10%.5 PET's excellent stability makes it difficult to degrade in
nature, exacerbating environmental pressures and creating
a serious global issue. PET recycling is a crucial step towards
addressing resource and environmental concerns. Chemical
recovery is considered the most environmentally friendly method
for PET treatment among many options. This method avoids the
degradation of plastic properties that can occur with multiple
cycles. Recently, there has been signicant interest in developing
a process for converting waste PET into monomers. Currently,
the chemical recovery method has developed various processes,
including dialysis,6,7 monohydric alcoholysis,8,9 ammonolysis,10,11

and hydrolysis.12,13 These processes can obtain high-quality
monomers for further chemical reactions. Ethylene glycol can
be used as a reactant for the synthesis of PET, as well as a reaction
solvent and reactant for depolymerizing PET to obtain a BHET
monomer with higher purity. This process avoids introducing
impurities into the system, and the resulting BHET can be
repolymerized to produce a product comparable to the original
RSC Sustainability, 2024, 2, 3375–3382 | 3375
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Fig. 1 Preparation of the shrimp shell derivative catalyst.
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PET. These advantages make ethylene glycol degraded PET
a standout option for PET recovery.14,15

Currently, there is extensive research on catalysts for the
alcoholysis of PET, including metal oxides, metal salts, molec-
ular sieves, alkalis, and organic and ionic liquid catalysts have
been developed and explored.16–20 However, these catalysts are
expensive to prepare, and nding lower-cost alternatives is
a current research focus. Prof. Yan Ning reviewed the high
value-added utilization methods of seafood waste, including
extracting protein, calcium carbonate and chitin from it.21,22

Several studies have demonstrated that catalysts derived from
biomass, such as those made from lignin derivatives, eggshells,
and seafood shells, exhibit signicant catalytic activity in the
PET depolymerization process to BHET.23–25 Shrimp shells as
a common and abundant seafood kitchen waste, which are
particularly rich in metal elements. Although the main treat-
ment methods for shrimp shells are landll and composting,
these methods do not fully exploit their chemical reuse value.
Presently, shrimp shells have been subjected to a variety of
high-value material treatments, including solution chemical
treatment, hydrothermal treatment, and carbonization. There
are several previous studies pertinent to the transformation of
shrimp shells into carbon materials.26–28 Their applications in
catalysis, adsorption, sensing, and polymer additives have
garnered considerable attention.29–31 Aer undergoing pyrolysis,
the material can be utilized as a natural metal-doped catalyst for
further investigation into its potential applications in chemical
reactions. For example, Yan used chitin extracted from shrimp
shells as the raw material and prepared N-containing carbon
materials derived through carbonization, and systematically
studied the relationship between the structure and the
carbonization temperature. The nally obtained materials
showed excellent performance in heavy ion adsorption in water
and epoxidation of styrene.32

Herein, this work utilized shrimp shell derivatives as catalysts
for PET alcoholysis, following the green chemistry concept of
waste management. To optimize the reaction parameters of the
depolymerization process and the Box–Behnken experimental
design, the RSM method could make the reaction easier to draw
the functional relationship between variables and results.33–35 The
study demonstrates an effective method for the recycling of food
waste and the high value-added recycling of waste PET plastics.
2 Materials section
2.1 Preparation of the catalyst

The shrimp shells were heated at 300 °C for 6 h, ground to
a powder at room temperature, soaked in a 1% sodium hydroxide
solution for 3 h, washed with deionized water and anhydrous
ethanol, and dried at 100 °C for 3 hours. Subsequently, they were
calcined at 500 °C, 600 °C, and 700 °C for 6 h in an N2 atmo-
sphere, and named X-500, X-600, and X-700 (Fig. 1).
2.2 Glycolysis of PET waste

The PET sheet, EG, and X catalyst (weighed by using PET mass)
were added into a 100 ml round-bottom ask equipped with
3376 | RSC Sustainability, 2024, 2, 3375–3382
a thermometer and a reux condenser. The ask was placed in
an oil bath at 190–200 °C for an atmospheric pressure reaction.
Aer the reaction, deionized water was added to the reaction
substrate to reach a constant volume of 150 ml. The catalyst and
product were separated using three vacuum ltrations: (1) the
above-mixed system was vacuum ltered at 45 °C. The BHET
product was obtained by placing the ltrate in a refrigerator at
5 °C for 12 h and then vacuum ltering it. (2) The residue on the
lter paper was dissolved in deionized water at 80 °C, and
vacuum ltration was carried out at this temperature to sepa-
rate and recycle the catalyst. (3) The ltrate from step (2) was
refrigerated at 5 °C for 12 h. Aer vacuum ltration, the product
on the lter paper was dried to obtain oligomer L-PET, which
includes the PET dimer and trimer. The experiment's overall
ow chart is presented in Fig. 2.

2.3 Responsive surface design

The RSM design employs a reliable experimental design and
collects data through experiments. It ts the functional rela-
tionship between factors and response values using a multivar-
iate quadratic regression equation and solves various variable
problems using statistical methods. This method is widely used
in chemical processes due to its convenience and ability to
present data effectively. Our research group has published
research results in recent years that demonstrate the conve-
nience of response surface methods for PET degradation, based
on the design of response surface experiments and their
application.5,14,33,34

Design-Expert soware version 13.0 was used to process the
experimental data of PET degradation, and the yield of BHET
was studied using the Box–Behnken design. Table 1 shows the
complete response surface factor coding values (the level range
of each single factor was determined by a single factor experi-
ment, as shown in Fig. S3 in the ESI†).

3 Results and discussion
3.1 Characterization of the catalyst

FT-IR was used to characterize the functional group structure of
the three catalysts in the range of 4000–400 cm−1. The vibration
band at 3637.2 cm−1 is attributed to the vibration peak of free-
OH, indicating the presence of free-OH at calcination
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 The operation steps of the experiment.

Table 1 Levels of independent variables used for optimization

Independent variable Unit

Coded and actual values

−1 0 1

A: time h 2 3 4
B: temperature °C 190 195 200
C: catalyst dosage % 0.50 0.75 1.00
D: EG volume ml 10 12 14
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temperatures of $600 °C, but not at 500 °C. Additionally,
1423.3 cm−1 and 1026.5 cm−1 are the stretching vibration peaks
of C–O. As the calcination temperature increases, the peak
intensity gradually decreases, indicating that heating causes
C–O fracture and weakens the C–O structure in the catalyst. The
vibration peak at 877.1 cm−1 is caused by the in-plane bending
vibration of CO3

2−. Similar to C–O, the peak intensity of CO3
2−

also gradually weakens with increasing calcination temperature
Fig. 3 FT-IR spectra of X-500, 600, and 700.

© 2024 The Author(s). Published by the Royal Society of Chemistry
of the catalyst. This indicates that the catalyst structure changes
from the ionic bond of CO3

2− salt to other chemical bond
binding modes as the calcination temperature increases. The
vibration peak at 560.1 cm−1 and surrounding frequencies are
caused by the vibration of M–O in the catalyst (M represents
metal) (Fig. 3).

The XRD pattern of the X-500, 600, and 700 catalyst shows
sharp peaks, indicating that it is a multi-component mixed
system catalyst. The diffraction peaks at 2q = 25.87°, 31.74°,
32.86°, 34.04°, and 45.30° correspond to the (002), (211), (300),
(202), and (203) crystal planes of the PDF$# 73-0294 standard
card, respectively. The catalyst sample contains Ca5(PO4)3(OH).
The diffraction peaks observed at 2q = 29.40°, 35.97°, and
47.52° correspond to the (104), (110), and (018) crystal planes of
the PDF$# 83-0578 standard card, respectively. These peaks
indicate the presence of CaCO3 in the sample. Additionally, the
diffraction peaks observed at 2q= 17.79° and 46.60° correspond
to the (001) and (011) crystal planes of the PDF$# 84-1275
standard card. The presence of Ca(OH)2 in the sample causes
Fig. 4 XRD patterns of X-500, 600, and 700.
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Fig. 5 SEM and EDS images of X-500, 600, and 700 ((a and b) X-500; (c and d) X-600; (e and f) X-700).
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this, and the content of Ca(OH)2 in the catalyst component
increases with the calcination temperature of the catalyst
(Fig. 4).

Fig. 5 shows the SEM and EDS images of all the X catalysts.
As shown in Fig. 5a, c and e, as the calcination temperature of
the catalyst increases, the morphology of the catalyst changes
from disorder to order. The cylindrical and regular polyhedral
particles in the morphology gradually increase; this phenom-
enon indicates that an appropriate increase in temperature is
benecial for the formation of an ordered morphology of the
prepared catalyst. Combined with EDS analysis results, it is
evident that the element content of the catalyst changes with
the calcination temperature. From these results, it can be seen
that with the increase in temperature, the relative content of
shrimp shell derived Ca(OH)2 is increased. Specically, the
content of C and K elements gradually decreases, while the
content of the Ca element continues to increase, and the
changes in the contents of other elements are not obvious. The
catalytic activity of the X catalyst is attributed to the presence of
metals in the form of oxides, hydroxides, and salts; in other
3378 | RSC Sustainability, 2024, 2, 3375–3382
words, the components here gradually change from multiple
complexes to simple. Additionally, the gradual ordering of the
morphology positively affects the catalyst's activity.

The pore structure and characteristics of the X-500, 600, and
700 catalysts were examined by using N2 adsorption–desorption
isotherms, and the adsorption–desorption curves of the catalyst
are depicted in Fig. 6. All the catalysts exhibited type-II isotherm
curves, indicating that the pore structure is not obvious; this
further illustrates that the increase in carbonization tempera-
ture does not play a positive role in the pore structure of this
material, which indicates that the content of C may be bene-
cial for constructing the pore structure of the material.
3.2 Characterization and analysis of PET degradation
products

The yield of BHET enabled the determination that the X-700
catalyst exhibited the most favorable activity (Fig. S2†). Addi-
tionally, the inuence range of various factors in the degrada-
tion process of PET was identied (Fig. S3†). This information
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 6 N2 adsorption–desorption isotherms of X-500, 600, and 700
catalysts.
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was utilized to establish a response surface, which was
employed to optimize the experimental process. The degrada-
tion products were characterized by FT-IR, DSC, and 1H-NMR.
FT-IR analysis preliminarily conrmed that the functional
group structure of the product was consistent with BHET. DSC
analysis determined that the depolymerized product did not
contain oligomers and had a melting point close to the
Fig. 7 Diagram of RSM between the various factors. (a): time and tem
temperature and catalyst dosage; (e): temperature and EG volume; (f): c

© 2024 The Author(s). Published by the Royal Society of Chemistry
theoretical value of BHET. The 1H-NMR analysis determined the
position of the hydrogen atoms in the product. Based on the
above characterization results, it was determined that the
separated degradation product is highly pure BHET. (The
analysis is shown in Fig. S4–S6 of the ESI†).
3.3 Optimization of the RSM for PET degradation

The RSM model employs the maximum BHET yield as the
objective, with the optimization of reaction parameters con-
ducted within the reference range dened by the independent
variable level factors; the cross-relationship between different
single factors was explored using the Box–Behnken design of
the response surface. The RSM's 3D diagram displays the
response values of the model under different conditions. If
there is a bulge in the gure, it indicates a signicant interac-
tion between the two variables. Fig. 7 illustrates the inuence of
different factors on the BHET yield. In the 3D surface diagram,
as shown in Fig. 7c, e and f, clear protrusions are visible, indi-
cating a signicant response relationship between the amount
of catalyst and the three factors of EG dosage, alcoholysis time,
and alcoholysis temperature. This is consistent with the
maximum F-value of D in Table S2 in the ESI,† which conrms
that the amount of EG has the greatest impact on the response
surface. The response surface model was analyzed using
Design-Expert soware. The optimal experimental conditions
were determined to be an alcoholysis temperature of 193 °C, an
alcoholysis time of 3.6 h, the dosage of X-700 is 0.5%, and
13.9 ml EG. The aforementioned conditions led to a BHET yield
perature; (b): time and catalyst dosage; (c): time and EG volume; (d):
atalyst dosage and EG volume.

RSC Sustainability, 2024, 2, 3375–3382 | 3379
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Fig. 8 Recycling of EG and the catalyst. T = 193 °C, time = 3.6 h,
cat. = 0.5%, EG = 13.9 ml.
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of 80.84% following the repetition of the experiment on three
separate occasions, which closely matched the predicted yield
of 80.05% with a residual of only 0.79%. This conrms the
accuracy of the model's prediction. To further verify the reli-
ability of the RSMmodel, a comparison was conducted between
the predicted and actual BHET yield values, as illustrated in
Fig. S7.† The results demonstrated a strong correlation between
the two, indicating that the predicted values of the model are
highly reliable.

3.4 Reusability of the catalyst

Furthermore, the recycling performance of the catalyst in the
green degradation experiment was investigated by increasing
the PET substrate amount by 2 times (6.0 g of PET) and the
results are shown in Fig. 8. It was found that the yield of BHET
Fig. 9 Comparison of catalytic activity of different catalysts in PET alcoh

3380 | RSC Sustainability, 2024, 2, 3375–3382
could still reach 76.30% aer three cycles. Of course, this
phenomenon does not mean that it is all caused by the decrease
in the activity of the catalyst, and both the dissolution of BHET
in EG and the loss in the crystallization process can lead to
a decrease in the yield of BHET. The analysis in Table S2 in the
ESI† revealed that the amount of EG has the most pronounced
impact on the system. However, due to considerations of cost,
the loss of BHET dissolved in EG, and the dilution of the
concentration of the catalyst brought about by the amount of
EG, an appropriate increase in the amount of EG plays a bene-
cial role. It is therefore of particular importance to control the
optimal experimental conditions obtained by model
optimization.

3.5 Comparison of the catalytic performance

Fig. 9 shows that comparison of the catalytic activity of different
catalysts for glycolysis of PET. It can be found that X-700 has
higher catalytic performance in PET alcoholysis, and needs
a smaller dosage of catalyst and mass ratio of EG/PET; this
presents a favorable context for the large-scale implementation
of X-700. This shows that the catalyst prepared by using
biomass waste as a precursor has shown good performance in
the high value-added utilization of waste PET.

3.6 The possible mechanism of the glycolysis of PET

The X-700 catalyst is composed of several metal elements,
including Ca, K, Fe, and Mn, with Ca being the main compo-
nent. The synergistic interaction between these metals during
the catalytic process signicantly enhances the catalytic activity
of Ca-based catalysts in the PET depolymerization process. This
nding is consistent with the results presented in the previous
section on catalyst characterization. The primary process for
achieving efficient PET depolymerization with the X-700 catalyst
is as follows (Fig. 10): the catalyst is activated when the solvent
glycol molecules combine with the metal center of X-700,
resulting in the formation of the M–C2H6O2 structure. Upon
olysis.

© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 10 Mechanism prediction of PET degradation catalyzed by X-700.
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activation, the metal center M of the X-700 catalyst contains
empty orbitals, making it a Lewis acid catalyst. It then attacks
the O]C of O]C–O in the PET molecule and accepts the lone
electron pair of O in O]C, resulting in the cleavage of O]C–O.
The cleaved O]C then combines with the –OH of the solvent
ethylene glycol to form a new O]C–O, leading to a decrease in
molecular weight and the production of PET with a low degree
of polymerization (L-PET). The degradation of PET to BHET is
achieved through this reaction process.

4 Conclusion

In conclusion, this work provides a research idea of “treating
waste with waste”; this concept is an active response to the
notion of a “green, economic” chemistry. The X-700 catalyst
prepared by using kitchen waste shrimp shells as precursors,
effectively catalyzes the glycolysis of waste PET into high value-
added monomers, achieving high conversion of PET (100%)
and high yield of BHET (80.84%) in a short reaction time and
with a small catalyst and EG dosage; the results of the experi-
mental investigation demonstrate that the BBD design method
facilitates the simplication of the degradation process of PET.
This has the potential to result in cost savings during the
commercialization process. The catalyst preparation process
described is simple, low-cost, and highly effective. The optimal
reaction conditions were obtained through response surface
design method optimization. These ndings provide valuable
insights for the design of bio-based catalysts and the treatment
of waste resources.
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