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iscovery of superior vanadium-
niobate-based cathode materials for next-
generation all-solid-state lithium-ion battery
applications†

Tanmoy Chakraborty, *a Bartomeu Monserrat,bc Alexandru Tănase,a

Richard I. Walton a and Bora Karasulu *a

All-solid-state lithium-ion batteries (ASSLIBs) are at the forefront of green and sustainable energy

development research. One of the key challenges in the development of ASSLIBs for commercial

applications is to find cathode materials that have high capacity, voltage and power density. Using

a combination of first-principles calculations and various crystal structure prediction algorithms, we

explore the LiVO2–Li3NbO4 pseudobinary tieline to identify novel stoichiometries with improved

properties as cathode materials for ASSLIB applications. Based on more than 10 000 Density Functional

Theory (DFT) calculations using crystal structures obtained from ab initio random structure searching

(AIRSS), genetic algorithm, and configuration enumeration procedures, we predict five novel

stoichiometries, Li23Nb7V2O32, Li10Nb3VO14, Li7Nb2VO10, Li11Nb3V2O16, Li4NbVO6, along with an

experimentally known stoichiometry, Li5NbV2O8. All the novel stoichiometries are found to have cation-

disordered rock-salt crystal structures and fall within 30 meV per atom from the convex hull of the

parent compositions. These new phases are predicted to have superior properties compared to the

current vanadium-niobate-based electrode materials, including a higher theoretical capacity, lower band

gap, higher average Li intercalation voltage, minor volume change upon full Li delithiation, good

mechanical and dynamical stability, improved Li-conduction activation barrier and high-temperature

stability. Our results are anticipated to inspire further experiments to synthesise and test these specific

vanadium-niobate-based materials for their actual performance as Li-ion cathode materials.
1 Introduction

Since the commercialisation of rechargeable lithium-ion
batteries (LIBs) in 1991,1 LIBs have come a long way as a solu-
tion to clean and effective electrochemical energy storage.
Owing to their high energy density, good rate capability, long
shelf-life and low maintenance cost, rechargeable LIBs have
earned their reputation as the enabling technology for the
transportation, aviation, aerospace, and stationary energy
storage sectors2–8 including all-electric vehicles (EVs)9 and large
scale stationary storage.10 Despite these successes, scaling-up
LIBs has been challenging owing to safety reasons primarily
attributed to the commonly used organic electrolyte solutions.
arwick, Coventry, CV4 7AL, UK. E-mail:

arasulu@warwick.ac.uk

urgy, University of Cambridge, 27 Charles

sity of Cambridge, J. J. Thomson Avenue,

tion (ESI) available. See DOI:

f Chemistry 2024
These can be volatile, ammable and even explosive, potentially
causing catastrophic failures, particularly when used in exces-
sive amounts to power energy-intensive applications.

To mitigate the safety risks associated with the conven-
tional liquid electrolytes used in LIBs, all solid-state lithium-
ion batteries (ASSLIBs), which utilise a solid electrolyte, have
drawn soaring attention in recent years.11,12 Beyond mitigating
safety concerns, solid state electrolytes can also provide
superior battery performance due to their higher energy
density. One of the major remaining roadblocks for the com-
mercialisation of ASSLIBs is the lack of a suitable high-capacity
positive electrode material. Thus, to meet the stringent energy
demand there is an ever-growing need for developing next-
generation battery technologies, in particular, advanced elec-
trode materials that can deliver high power compared to
existing ones.

The full potential of ASSLIBs as next-generation batteries can
be unlocked by the discovery of new battery materials with
superior performance such as higher capacity and energy
density, safer operation, better stability, greater longevity, faster
charge rates, better component compatibility, and economic
J. Mater. Chem. A, 2024, 12, 10059–10071 | 10059
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viability. Over the years, many oxide- and phosphate-based
cathode materials have been studied extensively as promising
candidates for cathode materials.11,13 However, some of the
commonly used cathode materials suffer from their low theo-
retical capacity (Qmax), which is a measure of the amount of
charge (lithium ions) that can be stored by the material. An
extensive (although incomplete) list of such materials is re-
ported by Nitta and co-workers8 where the majority have Qmax

values below 300 mA h g−1, except for Li2MnO3 whose Qmax is
458 mA h g−1.

Li2MnO3 and its derivatives have been studied extensively in
the past decade as cathodematerials14–20 that show anomalously
high reversible capacity with relatively good capacity retention.
However, Li2MnO3 suffers from capacity and voltage fading
during electrochemical cycles20 owing to the layered-to-spinel
phase transformation coupled with gradual oxygen loss,
which restricts its use for commercial applications. Similarly,
LiVO2–Li3NbO4-based systems have also been studied recently
by Yabuuchi and co-workers21–23 as a new family of high-capacity
cathode materials for rechargeable LIBs. In their work,
a particular focus was given to LiVO2–Li3NbO4 solid solutions
where they were able to synthesise two specic stoichiometries,
Li13Nb3V4O20 (Li1.3Nb0.3V0.4O2)21 and Li5NbV2O8 (Li1.25Nb0.25-
V0.5O2)23 with reversible capacity of 230 mA h g−1 (Qmax =

390 mA h g−1) and 240 mA h g−1 (Qmax = 375 mA h g−1),
respectively. Their work suggests that there is room for further
increasing the reversible capacity and energy density, which
motivates a more systematic exploration of new LiVO2–Li3NbO4

materials.
In this work, we explored the LiVO2–Li3NbO4 pseudobinary

tieline to search for new stoichiometries that could have supe-
rior cathode properties for use in ASSLIBs and other conven-
tional LIBs using a combination of rst-principles calculations
and crystal structure prediction algorithms. To sample the
composition space, we generated a database containing more
than 10 000 structures optimised using density functional
theory (DFT) and obtained from a combination of major data-
bases and our own crystal structure prediction (CSP) calcula-
tions. We predicted ve novel stoichiometries, Li23Nb7V2O32,
Li10Nb3VO14, Li7Nb2VO10, Li11Nb3V2O16, and Li4NbVO6; along
with an experimentally known stoichiometry, Li5NbV2O8.23 All
the stoichiometries are predicted to have a cation-disordered
rock-salt crystal structure which is in good agreement with
previous experimental ndings.21,23 Interestingly, our newly
discovered stoichiometries are predicted to have higher Qmax

value, lower band gap, higher average Li intercalation voltage,
minor volume changes upon full Li delithiation, good
mechanical stability, improved Li+-conduction activation
barriers, and high-temperature stability. In particular, we show
that some of the new stoichiometries may have improved
cathode properties compared to the experimentally known
ones. Thus, our work enables the discovery of new lithium
vanadium niobate (Li–V–Nb–O) materials and may inspire
further experimental work to synthesise and test the actual
performance of these new stoichiometries as Li-ion cathode
materials.
10060 | J. Mater. Chem. A, 2024, 12, 10059–10071
2 Methods
2.1 Density functional theory calculations

All total energy calculations were performed using plane-wave
DFT as implemented in the Vienna Ab Initio Simulation
Package (VASP, v.6.2.1).24–26 The Perdew–Burke–Ernzerhof (PBE)
exchange–correlation functional27 and projector augmented
wave (PAW) pseudopotentials28 were used to represent each
element. The Hubbard U (GGA + U) approach29,30 to the V 3d
states was applied. The value of U = 3.25 eV was chosen to be
consistent with those used for calculations in the Materials
Project (MP) database31,32 and other studies.33 All DFT calcula-
tions were spin-polarised, except otherwise noted, initialised in
a ferromagnetic spin conguration. A plane-wave cutoff energy
of 520 eV was used to expand the orbitals, and the Brillouin
zone was sampled using the Methfessel–Paxton scheme. Mon-
khorst–Pack grids34 with a spacing of 0.314 Å−1 were used. The
atomic coordinates were fully relaxed during the DFT simula-
tions until the forces on each atom were within 0.05 eV Å−1. An
electronic convergence criterion of 10−8 eV and a Gaussian
smearing factor of 0.2 eV were adopted, and the VASP default
settings for the fast Fourier transform (FFT) grid and optimi-
sation of the projection operators were employed. For the
analysis of band structure, density of states, and estimation of
band gap values, we used the Pymatgen35 soware package. All
the database management and the convex hull plotting tasks
were done by the MATADOR package.36 All crystal structures
were visualised with the VESTA37 soware package.

To study Li+ diffusion and high-temperature stability, ab
initio molecular dynamics (AIMD) simulations were carried out
in the canonical (NVT) ensemble as implemented in VASP.24–26

We performed non-spin-polarised DFT calculations with an
energy cutoff of 400 eV for all the AIMD simulations to reduce
computational costs. We used supercells with the minimum
lattice dimension larger than 10 Å to minimise the nite cell
size effect and a G-centered 1 × 1 × 1 k-mesh was used for the
sampling of the Brillouin zone. The time step was set to 2 fs. For
the analysis of Li-ion diffusion and the pair radial distribution
function (RDF), we generated at least 50 ps and 10 ps AIMD
trajectories, respectively.

To investigate the mechanical stability of the selected stoi-
chiometries, we carried out elastic constant calculations based
on the energy-strain method as implemented in VASPKIT38

where the total energy values were obtained from VASP. We
applied a strain of ±0.015 on selected fully relaxed stoichiom-
etries to obtain the full elastic tensor and derived mechanical
properties. Using the computed elastic constants, the
mechanical stability criteria were evaluated following Mouhat
and co-workers39 using the VASPKIT38 code.

The dynamical stability of selected novel structures was
veried with phonon calculations using the nite displacement
method in conjunction with diagonal supercells40 as imple-
mented in the Phonopy package.41,42 For compounds with larger
primitive cells, this approach becomes computationally
prohibitive so instead we used the more efficient nite
This journal is © The Royal Society of Chemistry 2024
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displacement method in conjunction with nondiagonal
supercells.43,44

To estimate Li+ vacancy diffusion barriers we carried out
climbing image nudged elastic band (CI-NEB) calculations45,46

as implemented in ASE.47 All the calculated NEB paths
comprised of ve intermediate images. Overall charge
neutrality was achieved by adding a positive background
charge. All the ionic forces were converged to within 0.05 eV Å−1

with the spring constant set to 0.1 eV Å−1. To estimate the
energy at the saddle point, cubic splines were t through the
images along each hop as implemented in ASE.47 Bond valence
site energies (BVSEs) were calculated using the soBV
program48–50 to rapidly identify the Li+ diffusion pathways and
to estimate the Li+ migration barrier in our complex disordered
structures. The structural information required for the BVSE
calculations was collected from the CIF les generated using
VESTA/ASE. The energetics of different Li+ ions, EBVSE, were
calculated using grids spanning the structure model with
a resolution of 0.1 Å.
Fig. 1 Computational search workflow. A schematic high-throughput
computational workflow is shown that is used in this work to search for
novel promising cathode materials.
2.2 Crystal structure prediction

We employed a variety of crystal structure prediction schemes to
sample the composition–structure space spanned by the LiVO2–

Li3NbO4 pseudobinary tieline as comprehensively as possible.
The databases used in this work are the Materials Project
(MP),31,32 the Open Quantum Materials Database (OQMD),51,52

Novel Materials Discovery (NOMAD),53–55 and Automatic FLOW
for Materials Discovery (AFLOW);56 and the CSP calculations
used ab initio random structure searching (AIRSS),57,58 a genetic
algorithm (GA),59–61 and conguration enumeration (ENUM).62

These CSP schemes are discussed next.
2.2.1 Ab initio random structure searching. At the core of

the searching efforts we used the ab initio random structure
searching (AIRSS) method57,58 to generate random “sensible”
structures constrained by space group symmetry, density, and
atomic bond-length. AIRSS has been recognised as a successful
tool to efficiently sample the vast composition space in many
materials.57,58 Upon generating the structures, we fully opti-
mised them using DFT to locate their local minima. All relaxa-
tions were performed individually, that is, without any
dependence between calculations. Our initial pool of trial
structures was ∼10 000 in the entire LiVO2–Li3NbO4 pseudobi-
nary tieline with no constraints on stoichiometry. However, to
reduce the computational cost we imposed a volume constraint
Vc based on the total number of Li, Nb, V, and O atoms Natoms in
the unit cell such that 5Natoms Å

3 # Vc # 15Natoms Å
3.

2.2.2 Evolutionary search. We also used an evolutionary
search scheme to identify (meta-)stable structures based on
a genetic algorithm (GA) as implemented in the USPEX code
featuring local optimisation, real-space representation, and
exible physically motivated variation operators.59–61 For
computational efficiency, instead of a full variable-composition
evolutionary algorithm to sample the entire quaternary
composition space, we instead only used USPEX for selected
chemical compositions that were less than 200 meV per atom
from the hull as found by the AIRSS searches. Due to the
This journal is © The Royal Society of Chemistry 2024
associated computational cost, we could simulate up to
a maximum number of 28 atoms per unit cell. The number of
structures in the initial generation and each subsequent
generation was set to 50. In each generation (except the rst
generation), 40% of structures were generated using heredity,
40% were generated by mutation (20% by somutation, 15% by
transmutation, and 5% using spin mutation), and 20% were
generated randomly. During the structure search process, the
structures in each generation were relaxed through a three-step
process with increasing precision. Underlying structure relaxa-
tions and energy calculations were done using the VASP
package.

2.2.3 Conguration enumeration. The symmetrically
distinct cation ordering in the LiVO2–Li3NbO4 pseudobinary
tieline was also evaluated by means of conguration enumera-
tion (ENUM). To do this, we started with a supercell of the I�43m-
Li3NbO4 structure (64 atoms), replaced Nb sites with V
sequentially while removing Li atoms to maintain charge
balance. For each step of the removal/addition process, all
congurations were enumerated and subsequently relaxed
using VASP. The best candidates, based on a Boltzmann prob-
ability distribution and taking into account congurational
entropy, were selected as the starting point for the next step
where again the removal/addition process was carried out until
we reached the R�3m-LiVO2 composition. Overall, about 100
cation ordering congurations were produced along the LiVO2–

Li3NbO4 pseudobinary tieline.
2.3 Computational workow

The computational workow used in this work is schematically
presented in Fig. 1. Here we have employed three different CSP
techniques ‘independently’ with no shared information with
each other at the time of structure generation. We collated all
the structures from the different sources only at the stage of
J. Mater. Chem. A, 2024, 12, 10059–10071 | 10061
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analysis. In the very rst step, we collected all the structures that
contain Li–Nb–V–O including the end-members (LiVO2 and
Li3NbO4) from the major databases MP, OQMD, NOMAD, and
AFLOW. Then, we started generating our own structures along
the LiVO2–Li3NbO4 pseudobinary tieline using AIRSS. Aer
generating a few thousand structures, we got a good estimate on
the relevant stoichiometries with low formation energy (usually
less than 100 meV per atom) to do more directed searches using
USPEX and ENUM. This approach proved to be very efficient for
our system, and we collected a total of 11 435 DFT-computed
data to qualitatively describe the quaternary Li–Nb–V–O
composition–structure space. The thermodynamic phase
Fig. 2 Convex hull diagram. Convex hull plot along the pseudobinary
tieline of LiVO2 and Li3NbO4 showing the formation energy (eV per
atom) versus composition along the tieline. The different colours
represent the different data sources. The dashed horizontal line is the
30 meV per atom limit on the formation energy, which we take as the
0 K thermodynamic limit.

Fig. 3 Predicted ground state crystal structures. Ground state crystal stru
formation energy value lies within 30 meV per atom from the convex
Li10Nb3VO14 (c) Li7Nb2VO10 (d) Li11Nb3V2O16 and (e) Li4NbVO6 (f) Li5NbV

10062 | J. Mater. Chem. A, 2024, 12, 10059–10071
stability of the candidates in this pool of data was then evalu-
ated by means of plotting a convex hull where we screened the
materials whose hull distance was less than 30 meV per atom.
Through this screening process, we identied six different
stoichiometries, which were then subjected to more detailed
analysis (see Results and discussions section). The rst quantity
that we compute is the theoretical capacity Qmax, and our
screening criterion for selecting structures for the next stage
was Qmax $ 400 mA h g−1. In the next step, we chose candidates
having band gap values smaller than 2.0 eV, which was followed
by other cathode property calculations, including volume
change, average voltage prole, mechanical and dynamical
(only selected compositions due to computational cost)
stability, Li+ migration pathways, and high-temperature
stability. Finally, combining all this information, we propose
the best candidates as cathode materials along with a design
strategy to search for even better possible cathode materials.
3 Results and discussions
3.1 0 K phase stability and crystal structures

To determine the thermodynamic phase stability at 0 K and to
identify novel (meta-)stable structures along the LiVO2–Li3NbO4

pseudobinary tieline, we calculated a convex hull where the end
members are Li3NbO4 and LiVO2. The formation energy Ef of
any stoichiometry in this tieline are calculated as

Ef[(LiVO2)x(Li3NbO4)(1−x)] = E[(LiVO2)x(Li3NbO4)(1−x)] − xE

[LiVO2] − (1 − x)E[Li3NbO4], (1)

where E[LiVO2] and E[Li3NbO4] are the DFT computed total
energy of the R�3m-LiVO2 and I�43m-Li3NbO4 structures, taken
from the Materials Project (MP) database31,32 and subsequently
optimised with the same DFT settings applied to all other
structures. The computed convex hull based on a total of about
ctures found by different crystal structure prediction algorithms whose
hull of LiVO2–Li3NbO4 pseudobinary tieline for (a) Li23Nb7V2O32 (b)

2O8.

This journal is © The Royal Society of Chemistry 2024
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Table 1 Chemical formula, composition, hull distance, space group, and provenance of the six crystal structures identified using our
computational framework that are predicted to be synthesisable

Chemical formula
x in
(LiVO2)x (Li3NbO4)(1−x)

Hull distance (Ehull)
(meV per atom) Space group

Provenance
(eV)

Li23Nb7V2O32 0.22 16.5 Cm ENUM
Li10Nb3VO14 0.25 21.3 P1 GA
Li7Nb2VO10 0.33 20.2 P1 GA
Li11Nb3V2O16 0.40 26.4 P2 ENUM
Li4NbVO6 0.5 5.0 P1 GA
Li5NbV2O8 0.67 17.5 P21 GA

Table 2 Optimised conventional unit cell lattice parameters of
different stoichiometries

Chemical formula a (Å) b (Å) c (Å) a (deg) b (deg) g (deg)

Li23Nb7V2O32 8.506 8.378 8.506 90.0 90.0 90.0
Li10Nb3VO14 15.914 5.207 6.567 103.5 90.5 90.9
Li7Nb2VO10 5.172 5.322 7.769 70.5 108.3 95.5
Li11Nb3V2O16 8.571 8.326 8.529 90.0 90.0 90.0
Li4NbVO6 5.116 5.145 5.183 100.5 78.3 61.9
Li5NbV2O8 4.079 8.297 8.830 90.0 90.0 90.0
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10 000 DFT-optimised crystal structures that include both (i)
available data in public databases and (ii) our own generated
structures based on AIRSS, GAs, and ENUM, is shown in Fig. 2
with points coloured by the provenance of each structure.

We identied ve chemical compositions, along with an
experimentally known stoichiometry, which are within 30 meV
per atom of the convex hull, as marked by the yellow dashed
horizontal line in Fig. 2, which is a reasonable choice of syn-
thesisability of a material in high-throughput studies.33,63–65 Of
these six phases, four were identied with the GA and two with
ENUM. The predicted ground-state structures for all six
compositions, which exhibit a disordered rock-salt crystal
structure, are shown in Fig. 3 along with their effective space
group. Further details about these structures are provided in
Table 1 and 2 and an extended convex hull plot is provided in
the ESI (Fig. S1).†
Fig. 4 Theoretical capacity as a function of composition. Theoretical
capacity as a function of composition along the LiVO2–Li3NbO4 tie-
line. Exp. 1 and 2 values are taken from ref. 21 and 23, respectively.
3.2 Theoretical capacity

The theoretical capacity Qmax is an important metric for the
design and discovery of novel cathode materials, as it reects
the battery capacity in terms of storing charged ions such as Li+.
We calculated Qmax for all our six selected stoichiometries to
gain insights into their charging capacity. To estimate Qmax, we
used the following equation

Qmax ¼ nF

3600�Mw

� 1000 mA h g�1: (2)

Here, n represents the number of charge carriers, F is the
Faraday constant, and Mw is the molecular weight of the
material. Using eqn (2), we estimate the value of Qmax for all six
stoichiometries in this work. The results are shown in Fig. 4. We
observe an almost linear behavior of the Qmax with composition
x on the LiVO2–Li3NbO4 pseudobinary tieline. This observation
This journal is © The Royal Society of Chemistry 2024
suggests that higher Qmax can be obtained towards the Li3NbO4-
rich side of the LiVO2–Li3NbO4 pseudobinary tieline.
Comparing the computed Qmax values with those of known
cathode materials suggests that the novel stoichiometries are
found to outperform others by having higher capacities.
However, we note that the experimental capacity of Li5NbV2O8 is
lower than the computed Qmax (Fig. 4). There could be many
factors behind this, since the experimental measurement of
electrochemical performance depends on optimising the device
used for the testing, which is highly dependent on selecting the
correct mixture of active phase, carbon and polymer, and the
protocol used for dispersing these, which are not included in
our theoretical calculations.
3.3 Electronic structure, density of states, and band gap

The electronic band structure provides useful information
about the occupancy of the electronic energy levels of an elec-
tron within the solid. In Fig. 5 we compile the electronic band
structures and the total and element-decomposed density of
states (DOS) of all the novel phases discovered in this work. The
calculated band structures of the end members (R�3m-LiVO2 and
I�43m-Li3NbO4) are shown in the SI (Fig. S2†), and the presence
of high-energy V-3d states in the valence band makes the band
gap of LiVO2 signicantly lower than that of Li3NbO4. One may
expect that the intermediate stoichiometries that lie along the
J. Mater. Chem. A, 2024, 12, 10059–10071 | 10063
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Fig. 5 Band structure and density of states plots. Electronic band structure and element-decomposed density of states of (a) Li23Nb7V2O32 (b)
Li10Nb3VO14 (c) Li7Nb2VO10 (d) Li11Nb3V2O16 (e) Li4NbVO6 and (f) Li5NbV2O8 structures.
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R�3m-LiVO2 and I�43m-Li3NbO4 pseudobinary tieline would also
have a reduced band gap compared to that of Li3NbO4. Inter-
estingly, for Li23Nb7V2O32 (Fig. 5(a)) we observe at bands cor-
responding to V-3d states (black solid lines) both above and
below the Fermi level. We rationalise this observation by noting
that the small amount of V atoms per cell act as an impurity in
Li23Nb7V2O32, giving rise to the at bands that signicantly
reduce the gap of the system compared to the end member
materials. As the relative amount of V atoms increases by add-
ing more LiVO2 to Li3NbO4, the at bands broaden. We also
observe that the total DOS near the top of the valence band,
arising mostly from V-3d states, increases almost linearly with
increasing LiVO2 composition, approaching the DOS of LiVO2.
Overall, doping Li3NbO4 with a minimal amount of V atoms
leads to a decrease in band gap, and observation that may serve
as a design rule for the discovery of novel cathode materials.

The band gap of a material in part determines its electronic
conductivity, and the electronic resistance of electrode mate-
rials can be analyzed using DOS plots. For an ideal cathode
material, the band gap should be as small as possible, and
ideally metallic. In this work, we computed the band gap with
DFT+U for all the novel stoichiometries from their difference
Fig. 6 Band gap, volume change and average voltage plots. (a) Band gap
full delithiation for the predicted stoichiometries in this work.

10064 | J. Mater. Chem. A, 2024, 12, 10059–10071
between CBM and VBM in the band structures shown in Fig. 5.
We show the computed band gaps in Fig. 6(a). For all structures,
the band gap is below 2.0 eV, which is signicantly lower
compared to that of R�3m-LiVO2 and I�43m-Li3NbO4, and also
comparable to the gap of other well-known cathode
materials.66–68 Note that the band gap values that we report here
correspond to the fully-lithiated structures and thus represent
the theoretical upper limit, which may nonetheless be difficult
to achieve in reality. For completeness, we also computed the
band gap of the fully-delithiated structures (theoretical lower
limit) where band gaps vanished due to their metallic nature.
Therefore, we expect that the newly proposed stoichiometries
will have lower band gaps for practical applications compared
to the values reported here. Overall, the lower band gaps found
in all the stoichiometries, especially at low LiVO2 content
(Li23Nb7V2O32), further endorses the potential of these compo-
sitions as cathode materials.

3.4 Volumetric change

Low volumetric changes of the electrode materials are desired
to minimise the risk of dewetting and cracking of an ASSB
battery during cycling. To estimate the change in volume upon
, (b) volume change upon full delithiation and (c) average voltage upon

This journal is © The Royal Society of Chemistry 2024
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full lithiation/delithiation in the new promising stoichiome-
tries, we used the following expression:33

DV ¼ Vde � V0

V0

� 100%; (3)

where Vde and V0 represent the volume of the cell upon full
delithiation and lithiation (the predicted original structure in
this work), respectively. Consequently, DV represents the
maximum theoretical limit of volume change of the cathode
materials during actual battery application. Using this equa-
tion, we compute the DV value for all six stoichiometries (along
with the end members for comparison) and the results are
shown in Fig. 6(b). We see that, except for the experimentally
known stoichiometry of Li5NbV2O8, all other ve novel stoichi-
ometries have DV values smaller than 7.5%, which indicates
their notable structural stability upon full lithiation/delithiation
as compared to many other known cathode materials.8,69 The
overall small volume change observed in our calculations for all
compositions studied here is consistent with the work of
Yabuuchi and co-workers,23 where they attributed the small
volume change to the migration of V atoms into small and
narrow tetrahedral sites. This process leads to an increase in the
electrostatic interaction and as a result, the crystal lattice
expands upon Li extraction, a feature we also observe in our
calculations that results in a positive DV in most cases.
3.5 Average voltage

Electrochemical average voltages for the new structures were
calculated from the available DFT total energies. The average
voltage �V for a given stoichiometry, Lix1NbVO, can be computed
by considering the individual changes in voltage upon the step-
wise removal of Li, e.g., Lix2NbVO with x1 > x2 as:70

V ¼ � DG

ðx1 � x2ÞF z � DE

ðx1 � x2ÞF (4)

V ¼ �EðLix1NbVOÞ � EðLix2NbVOÞ � ðx1 � x2ÞEðLiÞ
ðx1 � x2ÞF (5)

V ¼ �EðLix1NbVOÞ � EðNbVOÞ � ðx1ÞEðLiÞ
ðx1ÞF : (6)

E(Lix1NbVO) and E(NbVO) are the DFT-computed total ener-
gies of the fully-lithiated and delithiated phases, respectively. In
eqn (5), we set x2 = 0 assuming all the Li ions are removed from
the structure in one step, yielding a simple approximation to �V
compared to a complete piece-wise approximation to the
voltage curve.33,69,71 The computed value of �V for all six stoichi-
ometries is shown in Fig. 6(c). We nd that stoichiometries with
a smaller LiVO2 content have a higher �V . The experimentally-
known stoichiometry, Li5NbV2O8, has the lowest value of �V . The
calculated achievable values of �V for the stoichiometries on the
Li3NbO4-rich side compare well to other well-known cathode
materials,8,69 encouraging further work to nd even higher �V
values and suggesting a design rule for the discovery of
improved cathode materials.
This journal is © The Royal Society of Chemistry 2024
Here it is to be noted that to calculate a typical piece-wise
voltage prole for every novel stoichiometry, the ground-state
structure needs to be identied for each of the new composition
emerged upon removal of Li+ from the host stoichiometry.
However, this is a challenging task as the solid-solution phases
are metastable at 0 K and more sophisticated computational
techniques such as DFT-based cluster expansion together with
grand canonical Monte Carlo simulations70 are necessary to
identify such phases, which are not included in this work.
Therefore, we provided a rather simple, but insightful criterion,
average voltage values to compare our candidate materials,
which has also been used successfully in other studies.33,69,71

Full open-circuit voltage proles can be computed for
comparing with the measured ones when the candidate mate-
rials are synthesised, but they are not crucial at this point to
evaluate the potential of new stoichiometries.
3.6 Mechanical stability

One of the primary reasons for the degradation of cathode
materials of LIBs is the phase transformation that may take
place during the charge–discharge process. A phase trans-
formation can happen if the structure is mechanically unstable,
while a mechanically-stable structure can go through many
charge–discharge cycles improving the lifetime of the material.
In order to estimate the mechanical stability of the newly-
identied stoichiometries, we calculated their elastic constants
Cij and derive relevant mechanical properties that are useful for
the design of cathode materials and that can be compared
directly with experiments. The computed values of Cij for all
stoichiometries are listed in the ESI Sec. III.† All our structures
turn out to be mechanically stable according to the stability
criteria laid down by Mouhat and co-workers, suggesting that
these structures may go through many charge–discharge cycles
as required for promising cathode materials. Moreover, we
found that the values of C11, C22, and C33 are signicantly higher
than the values of C44, C55, and C66 for all six stoichiometries,
suggesting strong resistance to uniaxial stress implying that
shear deformations are more likely to occur,72 as observed in
other Li-ion cathode materials.73,74

From the values of Cij, we further calculated the bulk
modulus B, the shear modulus G, Pugh's Ratio B/G, Young's
modulus E, and Poisson's ratio n. These parameters play a crit-
ical role in determining the mechanical stability against an
external force change and ductility of materials. In this work, we
use the Voigt–Reuss–Hill (VRH) approximation75,76 to calculate
the polycrystalline properties, which is the average of the Voigt
and Reuss equations representing the upper and lower limits of
the polycrystalline constants, respectively. The values of E and n

are then deduced using the following relationships:75,76

E ¼ 9BG

3Bþ G
(7)

n ¼ 3B� 2G

6Bþ 2G
(8)
J. Mater. Chem. A, 2024, 12, 10059–10071 | 10065
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Fig. 7 Phonon dispersion plots. Phonon dispersion under the
harmonic approximation and the corresponding density of states for
(a) Li23Nb7V2O32 and (b) Li4NbVO6. The absence of imaginary
frequencies confirms the dynamical stability of the structures.

Table 3 Average mechanical properties: bulk modulus B (in GPa),
shear modulus G (in GPa), Pugh's ratio B/G, Young's modulus E (in
GPa), and Poisson's ratio n for different stoichiometries

Chemical formula B G B/G E n

Li23Nb7V2O32 97.4 58.0 1.68 145.3 0.25
Li10Nb3VO14 97.6 63.2 1.54 156.0 0.23
Li7Nb2VO10 52.3 36.8 1.42 89.5 0.21
Li11Nb3V2O16 98.5 60.8 1.62 151.4 0.24
Li4NbVO6 106.5 70.1 1.52 172.4 0.23
Li5NbV2O8 109.7 81.6 1.34 196.1 0.20
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All the values of these polycrystalline properties are listed in
Table 3. The B and G moduli are a measure of resistance to
volume change by an applied pressure and a measure of resis-
tance to reversible deformations upon shear stress, respectively.
E represents the ratio of stress and strain and can reect the
hardness of materials. For all our stoichiometries, we note that
the values of B are much larger than the corresponding values of
G, suggesting that they have a higher resistance to volume
deformations under hydrostatic pressure, which is also
observed in other Li-ion cathode materials.73,74 Another impor-
tant empirical metric used to characterise the brittle-ductility
behavior of materials is Pugh's ratio B/G.77 A high B/G ratio is
associated with ductility, whereas a low value generally repre-
sents brittleness. The critical value distinguishing the two
behaviors was found by Ravindran and co-workers78 to be about
1.75. The Poisson ratio n indicates the covalent nature of
materials79 and higher values of n are associated with better
elastic properties.74

Interestingly, we nd that moving towards the Li3NbO4-rich
side, B, G, and E decrease but B/G and n increase. The relatively
lower values of B, G, and E for Li3NbO4-rich compositions
indicate that they possess improved mechanical properties,
whereas the higher values of B/G and n indicate that they exhibit
more ductile character helping reduce Li dendrite formation
role, a key advantage for ASSB applications. This suggests that,
the newly discovered stoichiometries towards the Li3NbO4-rich
side of the LiVO2–Li3NbO4 pseudobinary tieline will have better
mechanical properties than the experimentally known stoichi-
ometries of Li1.3Nb0.3V0.4O2 (ref. 21) and Li1.25Nb0.25V0.5O2 (ref.
23) with Li23Nb7V2O32 having the best ductile properties. Our
results further suggest that it may be possible to search for even
more ductile materials by considering more Li3NbO4-rich
compositions for which B/G can reach values up to 1.75 and
higher and thus may serve as a design rule for nding cathode
materials with improved mechanical properties.
3.7 Dynamical stability

Fig. 7 shows the phonon dispersion and corresponding density
of states (DOS) calculated under the harmonic approximation
for two of our most promising stoichiometries: (a) Li23Nb7V2O32

and (b) Li4NbVO6. The absence of imaginary modes indicates
that these two structures are dynamically stable, with no pre-
dicted phase transitions. We note that there is an imaginary
mode with small frequency near G approaching from the (0, 0,
10066 | J. Mater. Chem. A, 2024, 12, 10059–10071
0.5) point for Li23Nb7V2O32. This can be attributed to an artifact
of the Fourier interpolation which could be removed by calcu-
lating explicit dynamical matrices on a ner grid in this direc-
tion. However, this is computationally very expensive given the
size of our disordered supercell and should not impact our
conclusion that both structures are dynamically stable.
3.8 Kinetics of Li+ transport

Understanding the kinetics of Li+ transport is crucial for the
design of any battery component. Atomistic mechanisms of Li+

transport, such as diffusion pathways and corresponding acti-
vation barriers, can provide useful information that is otherwise
difficult to obtain from experiments. Over the past few decades,
the kinetic transport of several Li-excess transition-metal oxide
cathodes and anodes has been well studied based on percola-
tion theory.80–85 In this work, we have utilised three common
methodologies to obtain a qualitative understanding of atom-
istic diffusion processes in these materials: (i) AIMD (ii) CINEB,
and (iii) BVSE. We initially ran a 40 ps computationally-expen-
sive AIMD simulations on the various stoichiometries with and
without Li+ vacancies at low (600 K), medium (1000 K) and high
(1400 K) temperatures (Fig. S9†). In all cases, we did not nd
signicant Li+ movement during the 40 ps run, revealing the
sluggish nature of Li+ diffusion in these materials, likely owing
to the rock-salt crystal framework. This is in good agreement
with previous reports on Li3NbO4

86 and LiVO2.87 Next, we used
another computationally-expensive technique, CI-NEB, on the
This journal is © The Royal Society of Chemistry 2024
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Table 4 Overall activation energy barrier for the 1D, 2D, and 3D
percolation network of Li+ migration in the different novel stoichi-
ometries estimated by BVSE

Chemical formula 1D (eV) 2D (eV) 3D (eV)

Li23Nb7V2O32 0.61 0.62 0.63
Li10Nb3VO14 0.76 0.98 1.41
Li7Nb2VO10 1.01 1.09 1.33
Li11Nb3V2O16 0.75 0.77 0.91
Li4NbVO6 1.13 1.33 1.70
Li5NbV2O8 1.18 1.34 3.40
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simplest stoichiometry, Li4NbVO6, containing only 12 atoms in
the unit cell with 4 unique Li sites. We chose this stoichiometry
for the convenience of CI-NEB calculations where identifying
predened diffusion pathways is a requirement. However, a few
of our stoichiometries contain large supercells where identi-
fying unique Li sites and enumerating all possible corre-
sponding unique diffusion pathways is a challenging task.
Therefore, in the last step we used a computationally inexpen-
sive BVSE approach to qualitatively estimate diffusion barriers
and reaction pathways in these complex disordered materials.

In Fig. 8, we compile our CI-NEB and BVSE ndings for
Li4NbVO6 to benchmark these two methods. The results for the
remaining stoichiometries are shown in Fig. S3–S7 in the ESI†
(BVSE-computed full diffusion pathways and corresponding
diffusion barriers). Fig. 8(a) represents the unit cell of the Li4-
NbVO6 crystal structure with four symmetrically unique Li sites
marked on it. The various possible elementary Li+ jumps are
marked with different colours. In Fig. 8(b), CI-NEB computed
Li+ migration barriers are shown with the same colour coding
that represents the different elementary Li+ hops in Fig. 8(a).
The lowest CI-NEB barrier is found for the Li1 / Li4 / Li1 /

Li4 pathway along the (001) direction, with an activation barrier
of 0.56 eV (path-3). The full Li1/ Li4/ Li1/ Li4 pathway can
be easily visualised in Fig. 8(c) in a larger supercell, marked by
black arrows.

For the other stoichiometries, as mentioned earlier, we have
a more complex spatial distribution of Li, Nb, and V ions in
a rather large unit cell, making the CI-NEB approach unfeasible.
Therefore, we use the BVSE method which is computationally
fast and provides useful information for complex disordered
Fig. 8 Schematic overview of the Li+ diffusion in Li4NbVO6. (a) Unit c
according to their diffusion barriers. (b) DFT–CI–NEB computed energy b
shown in (a). (c) The long-range minimum energy pathway for Li+ (Li1 4
direction marked by black arrows. (d) BVSE computed Li+ migration p
activation barriers. (e) 3D network of Li+ pathways (blue isosurface) ca
identified to be along the (001) direction (marked by black arrows) and m

This journal is © The Royal Society of Chemistry 2024
materials. Since BVSE is rather less accurate in estimating
activation barriers than CI-NEB, we rst compare the BVSE-
computed activation barrier for 1D, 2D, and 3D percolation
networks and also the minimum energy pathway (MEP) with
that of the CI-NEB computed results. In Fig. 8(d) we show the
BVSE-predicted Li+ pathway and the corresponding activation
barriers for 1D, 2D, and 3D percolation networks, which are
1.13 eV, 1.33 eV, and 1.70 eV, respectively. These values are
signicantly overestimated as compared to the CI-NEB
computed value of 0.559 eV, likely due to the use of rigid
structures in BVSE as opposed to CI-NEB. This suggests that
BVSE computed diffusion barriers may act as an upper limit;
however, the BVSE method does correctly identify the MEP for
Li+ along the (001) direction (marked by black arrows in
Fig. 8(e)) in agreement with the CI-NEB method. This endorses
the suitability of the BVSE method for a qualitative comparison
of the activation barriers corresponding to 1D, 2D, and 3D Li+

percolation networks for our other complex stoichiometries.
ell of Li4NbVO6 showing all possible elementary Li+ hops coloured
arriers where the different colours correspond to the elementary jumps
Li4) is shown in a 2 × 2 × 2 supercell identified to be along the (001)

athway for 1D, 2D, and 3D percolation network with corresponding
lculated by BVSE. The minimum energy pathway for Li+ migration is
atches exactly with the CI-NEB results shown in (c).

J. Mater. Chem. A, 2024, 12, 10059–10071 | 10067

http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d3ta08096j


Journal of Materials Chemistry A Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

6 
Fe

br
ua

ry
 2

02
4.

 D
ow

nl
oa

de
d 

on
 7

/2
7/

20
24

 7
:3

5:
52

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
The resulting BVSE activation barriers of Li+ migration are
compiled in Table 4.

We highlight that the end-member materials of the LiVO2–

Li3NbO4 tieline, that is, LiVO2 and Li3NbO4, have a rather high
Li+ activation energy barrier86,87 as compared to some of our
stoichiometries discovered in this work. In particular, the
lowest activation energy path for Li3NbO4 is found to be 1.13
eV86 and Panchmatia and co-workers reported that stoichio-
metric LiVO2 does not have mobile Li+.87 They were, however,
able to increase Li+ mobility in lithiated non-stoichiometric
LiVO2 compounds. In this regard, our Li3NbO4-rich
compounds, such as Li23Nb7V2O32, appear more promising as
evidenced by BVSE computed low 1D, 2D, and 3D percolation
network Li+ migration barriers, likely due to the presence of
a small amount of V doping. However, further study is required
to get a complete picture of atomic diffusion processes and how
to enhance Li+ movement in these promising stoichiometries.
3.9 High-temperature stability

For practical applications, cathode materials may need to
operate at high temperatures, particularly in an ASSLIB setting,
which can cause severe damage if the underlying crystal
framework is not stable at that temperature. We used AIMD
Table 5 The computed properties of the novel stoichiometries discove
property. The band gap value without parenthesis and with parenthesis

Chemical formula
Ehull
(meV per atom)

Qmax

(mA h g−1) �V (V) Band gap (

Li23Nb7V2O32 16.5 433* 4.34* 0.97 (0.98)
Li10Nb3VO14 21.3 430 4.34* 1.39 (1.50)
Li7Nb2VO10 20.2 421 4.39 1.84 (1.88)
Li11Nb3V2O16 26.4 413 3.86 1.30 (1.43)
Li4NbVO6 5.0* 400 3.74 1.73 (1.76)
Li5NbV2O8 17.5 375 3.32 1.08 (1.55)

Fig. 9 Radial distribution function plots. Radial distribution function
between Nb–Nb (red) and Nb–V (blue) of (a) Li23Nb7V2O32 (b) Li10-
Nb3VO14 (c) Li7Nb2VO10 (d) Li11Nb3V2O16 (e) Li4NbVO6 and (f) Li5-
NbV2O8 structures at 0 ps (dashed line) and 10 ps (solid line) obtained
from AIMD simulations at 600 K.

10068 | J. Mater. Chem. A, 2024, 12, 10059–10071
simulations at 600 K to investigate the impact of temperature on
our newly discovered materials. From the AIMD trajectories, we
compute the radial distribution function (RDF) of Nb–Nb and
Nb–V at 0 ps and at 10 ps. We focus on these two pairs of atoms
as they provide more insights into the overall structural stability
during charging/discharging cycles at high temperatures
compared to other pairings. Our results are shown in Fig. 9. We
observe sharp peaks for both Nb–Nb and Nb–V pairs for all the
stoichiometries aer running for 10 ps at 600 K indicating the
crystalline structure framework is preserved. This nding is
further supported by the insignicant total energy variation
with AIMD steps (Fig. S8 in ESI†). These results suggest that all
our newly discovered structures are expected to have good
thermal stability, ensuring the safety aspect for commercial
battery applications.

In Table 5, we summarise our key ndings. For all six
promising stoichiometries, we report their corresponding
property values with an asterisk (*) mark representing the best
value among the six stoichiometries. Overall, we nd that the
Li23Nb7V2O32 composition gets the highest number of * marks,
excluding the mechanical/dynamical/high-temperature stability
which is common to all the six stoichiometries. This indicates
that Li23Nb7V2O32 is likely to be the best candidate as a cathode
material for all-solid-state Li-ion battery applications.

4 Conclusions

We present a comprehensive and systematic study of rst-
principles crystal structure prediction calculations on the
LiVO2–Li3NbO4 tieline to identify novel stoichiometries with
improved properties that can be used as cathode materials for
ASSLIB applications. It is to be, however, noted that the appli-
cations of these materials are not limited to ASSLIBs and can be
used for other conventional rechargeable Li-ion batteries which
makes them even more attractive materials for wider battery
applications. Based on the thermodynamic stability criterion
applied over more than 10 000 DFT-computed structures, we
identify ve novel stoichiometries, Li23Nb7V2O32, Li10Nb3VO14,
Li7Nb2VO10, Li11Nb3V2O16, Li4NbVO6, along with an experi-
mentally known stoichiometry, Li5NbV2O8, all having a rock-salt
crystal structure. From our calculations, we predict that all the
novel stoichiometries have promising cathode properties, and
highlight the largely unexplored Li3NbO4-rich side as having
improved properties compared to the LiVO2-rich side. Our
analysis suggests that Li23Nb7V2O32 will have the best cathode
red in this work. The asterisks (*) represents the best value for a given
represent the indirect and direct band gap, respectively

eV) DV (%)
Mechanically
stable?

Dynamically
stable?

High-T
stable?

Activation
barrier (eV)

* +2.7 3 3 3 0.61*
+1.7 3 N/A 3 0.76
+7.2 3 N/A 3 1.01
+0.3* 3 N/A 3 0.75
+0.9 3 3 3 1.13
−8.6 3 N/A 3 1.18

This journal is © The Royal Society of Chemistry 2024
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properties among all the stoichiometries considered in this
work, having higher capacity, higher average voltage, lower
band gap and lower activation barrier (see Table 5). Our work
illustrates how theoretical calculations for the prediction of
novel vanadium-niobate-based cathode materials can guide
experimental synthesis, and paves the way for the discovery of
other disordered ASSLIB cathode materials.

Code availability
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10 P. Kubiak, Z. Cen, C. M. López and I. Belharouak, J. Power
Sources, 2017, 372, 16–23.

11 L. M. Morgan, M. P. Mercer, A. Bhandari, C. Peng,
M. M. Islam, H. Yang, J. Holland, S. W. Coles, R. Sharpe,
A. Walsh, B. J. Morgan, D. Kramer, M. S. Islam,
H. E. Hoster, J. S. Edge and C.-K. Skylaris, Prog. Energy,
2021, 4, 012002.

12 T. Famprikis, P. Canepa, J. A. Dawson, M. S. Islam and
C. Masquelier, Nat. Mater., 2019, 18, 1278–1291.

13 M. S. Whittingham, Chem. Rev., 2014, 114, 11414–11443.
14 Z. Lu and J. R. Dahn, J. Electrochem. Soc., 2002, 149, A815.
15 A. D. Robertson and P. G. Bruce, Chem. Commun., 2002,

2790–2791.
16 N. Yabuuchi, K. Yoshii, S.-T. Myung, I. Nakai and S. Komaba,

J. Am. Chem. Soc., 2011, 133, 4404–4419.
17 N. Yabuuchi, R. Hara, M. Kajiyama, K. Kubota, T. Ishigaki,

A. Hoshikawa and S. Komaba, Adv. Energy Mater., 2014, 4,
1301453.

18 C. Johnson, J.-S. Kim, C. Leef, N. Li, J. Vaughey and
M. Thackeray, Electrochem. Commun., 2004, 6, 1085–1091.
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