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NasFes(PO4),(P,0O) (NFPP) as a promising cathode material for sodium-ion batteries possesses excellent
structural stability, minimal volume change, low cost, and non-toxicity. However, its practical application
is hindered by the formation of impurity phases and its intrinsically low electronic conductivity. Herein,
crystalline high purity carbon-coated NFPP (NFPP/CC) is synthesized by performing a green and scalable
combustion method to enhance its overall electrochemical performance. The effects of pre-treatment
and the calcination atmosphere on the structure and purity of NFPP are systematically investigated for
a variety of synthesis parameters. The electrochemical performance of NFPP cathodes is evaluated in
both half-cells with the sodium metal anode and full-cells with the hard-carbon anode via galvanostatic
charge—discharge cycling measurements. The “combustion” synthesized NFPP/CC cathode delivers
a reversible discharge capacity of ~102 mA h g~* at 0.1C in an operating voltage window of 1.8-3.8 V
(vs. Na/Na*) retaining 99.7% of its initial capacity over 100 cycles. Furthermore, it demonstrates
enhanced rate capability in comparison to the NFPP/CC cathode synthesized via the conventional

calcination route. This study sheds light on using the combustion method as a facile and effective
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Accepted 22nd July 2024 strategy to simultaneously mitigate the formation of impurity phases, reduce the carbon content,

enhance the quality of carbon coating, improve the homogeneity of nanoparticles and pores within the
DOI: 10.1039/d4ta03554b structure, and enhance the electronic conductivity and physical stability of NFPP cathodes, paving the

rsc.li/materials-a way for their practical application in high-performance sodium-ion batteries.

compounds'®"* have been heavily researched and developed.
Polyanionic compounds have been suggested as promising

1. Introduction

(cc)

Cost-effective large-scale energy storage systems (ESSs) have
been a critical issue over the past few years to fully implement
the use of solar, wind, geothermal, and tidal energy.'” Lithium-
ion batteries (LIBs) have rapidly entered different sectors
including EESs, however, there is an increase in demand for
abundant and low-cost alternative batteries due to the limited
reserves and high costs of lithium compounds. Sodium-ion
batteries (SIBs) have received great attention because of their
potential to provide a cost-effective alternative.** The current
focus is to increase the energy density and lifetime of SIBs to
make them fully competitive with LIBs. Therefore, different
cathode materials including layered transition metal oxides,*”
Prussian blue analogues (PBAs),*® and polyanionic
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cathode materials with regard to their high working voltage,
structural stability, thermal stability, and small volume change
upon cycling.'> Among the polyanionic compounds, mixed
phosphates, Na,M;(PO,),P,0, (M = Co, Ni, Mn, Mg, Fe) show
fast Na" diffusion ascribed to their open framework along the
b direction which would enable fast charge and discharge.">**
Iron-based phosphates have attracted significant interest due to
their natural abundance, potentially low cost, environmental
friendliness, and stability, therefore different formulations
such as NaFePO,, NazFe,(PO,);, Na,FePO,F, Na; g,Fe, 15(P,0)s,
and NagFe,(PO,)(P,0,) have been investigated.'*™® Among
them, NASICON-type mixed Na,Fe;(PO,),(P,O;) (NFPP)
combines the benefits of both phosphate and pyrophosphate
characteristics, offering relatively high average working poten-
tial (~3.1 V vs. Na'/Na), favorable theoretical capacity (129 mA h
g 1), and low volume change (<4%) due to its open framework
composed of [Fe;P,O4;] layers interconnected by (P,O,)*"
groups. This architectural configuration ensures not only high
structural and thermal stabilities but also the presence of 3D
ion channels, thus lowering the activation barriers for Na*
transport.”>** However, the synthesis of NFPP is prone to the

This journal is © The Royal Society of Chemistry 2024
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formation of impurities such as maricite NaFePO, and Na,-
FeP,0,, which can arise from the synthesis temperature and
adopted reactants, potentially restricting the electrochemical
performance of NFPP. Wu et al. reported that NFPP calcined at
400 °C showed poor rate capability and huge capacity decay at
high rates because of its lower crystallinity and the presence of
impurities compared to the one calcined at 500 °C.>* Addi-
tionally, the inherent electronically insulating characteristics of
the (PO4)*>” group in NFPP may result in reduced electronic
conductivity and slow ion diffusion, which hinders its practical
application in SIBs.”® Facing these challenges, various strategies
have been developed to enhance conductivity such as nanosiz-
ing, carbon coating, and metal ion doping.>**® The 3D holey
graphene decorated NFPP cathode was produced by ball-milling
of the starting chemicals, sodium phytate and ferrous oxalate.
This material achieved a reversible capacity of 118 mAh g " at
0.2C in the voltage range 1.5-4.2 V.>® In another study, Cao et al.
prepared NFPP in the nanosphere form and combined it with
surface-modified carbon nanotubes as a high performance
future large-scale cathode material.** Tao et al. concurrently
carried out manganese ion doping and surface carbon coating
strategies to improve the electronic conductivity and structural
stability of the NFPP cathode. The as-fabricated Na,Fe, o
Mny ;(PO,),P,0,@C delivered an initial capacity of 119.6 mA h
g~ at 0.1C showing a capacity retention of 97.4% over 100
cycles at 1C.*¢

NFPP can be synthesized by various methods like solid-
state,>” sol-gel,*® spray-drying®® and combustion techniques.”®
Among them, spray-drying and combustion approaches can be
considered practical techniques to obtain high quality products
for large scale production and commercialization."*?**** Kim
et al. synthesized NFPP for the first time by ball-milling stoi-
chiometric amounts of Na,P,0,, Fe,C,0,-2H,0, NH,H,PO,
and pyromellitic acid followed by calcination under an inert
atmosphere, which effectively increased NFPP's conductivity. It
was reported that 3Na’ could be reversibly extracted with
a volume change of less than 4% and a notable reversible
capacity of 113.5 mA h g™* at 0.1C."”» However, the conven-
tional solid-state synthesis demands specialized equipment
often being time- and energy-intensive. Conversely, several
studies have shown that methods involving homogeneous
atomic-level mixing, such as sol-gel and solution combustion
approaches, can achieve higher purity, smaller particle size with
narrow distribution range, and more homogeneous dispersion
of nanoparticles within the structure, thanks to the controlled
synthesis conditions.****> Wu et al. performed a sol-gel method
for the first time by using iron metal powder as a precursor and
citric acid serving both as a chelating agent and carbon source.
The NFPP/CC calcined at 500 °C delivered a first discharge
capacity of 110 mA h g~ ' at 0.05C with 89% of capacity retention
after 300 cycles, making a significant improvement in NFPP
synthesis.? Very recently, Gezovic et al. performed a citric acid-
assisted sol-gel process, using both phosphate and pyrophos-
phate reactants with pH adjustment in order to reach the
theoretical capacity based on the extraction of 3Na' ions at
a high current of 1 A g . Li et al. fabricated Na,Fe;_,Mn,(-
PO,),P,0,/rGO microspheres through the spray-drying method
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by using iron nitrate as the precursor and graphene as the
conductive source. The replacement of Fe*" with Mn>" was
related to their similar ionic size resulting in the maintained
crystal structure of NFPP. The enhanced electrochemical
performance even at low temperature (—20 °C) was attributed to
the reduced Na' diffusion barriers and a narrow energy
bandgap in the lattice. The Na,Fe,,Mn,3(PO,),P,0,/rGO
showed an initial capacity of 131.5 mA h ¢”* at 0.1C retaining
97.2% of its initial value after 2000 cycles at 10C achieved by
combining the synergistic effects of lattice doping and gra-
phene modification.*® For the feasible flash-combustion
approach, Lin et al. used the iron nitrate precursor for the
synthesis of coral-like Naj ;,Fe; 44(P,0), by performing a brief
calcination (3 min) under an inert atmosphere.** Senthilkumar
et al. extended the application of NFPP by synthesizing NFPP
thin films through a solution combustion method, followed by
annealing and pulsed laser deposition tailored for Na-ion
microbatteries.”® Contrary to the sol-gel method, the combus-
tion process may result in the formation of a narrower pore size
distribution, more uniform, smaller particle size with a lower
degree of agglomeration, and higher quality of carbon coating
owing to the elimination of the pre-calcination step whereas the
carbon-content of polyanionic cathodes prepared by sol-gel can
be above 10 wt% that may be responsible for low energy
density.?>3¢

To the best of our knowledge there is no report focusing on
the effects of synthesis parameters on the purity and electro-
chemical performance of NFPP with the combination of sol-gel
and combustion approaches. Despite the valuable previous
studies on various methods to synthesize NFPP, the potential of
the combustion method and the critical effect of the calcination
atmosphere have not been fully investigated. This study aims to
bridge this knowledge gap by comprehensively comparing the
“combustion” and “calcination” approaches, elucidating the
impact of the synthesis conditions on the structural, morpho-
logical, and electrochemical properties of NFPP. Through
a combination of advanced -characterization techniques,
including X-ray powder diffraction (XRD), X-ray photoelectron
spectroscopy (XPS), Mossbauer spectroscopy, scanning electron
microscopy (SEM), and transmission electron microscopy
(TEM), this work provides a deeper understanding of the
structureproperty relationships in NFPP cathodes. Further-
more, the electrochemical performance of NFPP is extensively
investigated in both half-cells with the Na metal anode and full-
cells with the hard-carbon anode via galvanostatic charge-
discharge cycling measurements, providing valuable insights
into the practical viability of this material for applications in
SIBs. By addressing the fundamental challenges associated with
NFPP synthesis and optimization, this work paves the way for
the development of high-performance, low-cost, and environ-
mentally benign cathode materials for advanced SIBs.

2. Experimental section
2.1 Synthesis of Na,Fe;(PO,),(P,0-)

NFPP was synthesized by a modified combustion process using
Fe(NO3)3-9H,O (Sigma-Aldrich, =99.99%), ascorbic acid
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(CeHgOg) (Sigma-Aldrich, =99), NaH,PO,-2H,O0 (Sigma-Aldrich,
=98) and citric acid (CeHgO;) (Sigma-Aldrich, =99.5) as
precursors. First, 0.045 mol Fe(NO;); - 9H,O (oxidant) as the Fe**
precursor was dissolved in 150 mL distilled water at room
temperature and was converted into the Fe® state by the
addition of a pinch of ascorbic acid (C¢HgOg) resulting in a color
change from brown to colorless jade-green.®” After that, 0.06
mol NaH,PO,-2H,0 was added into solution and stirred until
dissolution. Finally, 0.034 mol citric acid (fuel) was added to the
mixture to trigger the exothermic reaction. The final reaction
and the calculation for the required minimum citric acid can be
written as follows by using the combustion index:****

4NaH,PO,-2H,0 + 3Fe*"(NO;);-9H,0 + 9/4CcHgO, —
Na4FCZ+3(PO4)2(P207)/CC + NOXT + COzT + HzOT (1)

The resulting solution was heated using an oil bath at 80 °C
until a gel formed. After the evaporation of excess water, the
precursor powder was dried in a vacuum oven at 80 °C over-
night. The dried metal-citro-nitrate complex gel was then
pressed into cylindrical pellets, which hereinafter may be
referred to as the “sol-gel precursor”. A first set of sol-gel
precursor pellets were fired in a tube furnace at 300 °C for 10
min under an air atmosphere to initiate the combustion which
resulted in the evolution of NO, gases. For comparative tests,
a second set of sol-gel precursor pellets were calcined at 300 °C
for 5 h under an Ar/H, gas (95 : 5 vol%) flow with a heating rate
of 3 °C min™" to eliminate organic components. Finally, the
amorphous intermediate products obtained after combustion
and calcination, respectively, were ground in an agate mortar
and pelletized again using a disc-shaped mold (¢ = 13 mm).
The pellets of intermediate “combustion” and “calcination”
were further annealed at 500 °C for 10 h under flowing Ar/H, gas
(95 : 5 vol%) as a reducing atmosphere with a heating rate of 3 ©
C min . During calcination at high temperature, carbonaceous
sources are thermally decomposed to form an in situ amor-
phous carbon coating (CC) layer on the NFPP surface. After
naturally cooling down to room temperature, the nanosized
NFPP/CC product was obtained. The final samples are hereafter
denoted as “NFPP calcination” in the case of the calcination
pretreatment or “NFPP combustion”
pretreatment as shown in Fig. 1a.

for the combustion

2.2 Material characterization

Powder X-ray powder diffraction (PXPD) was used to determine
the crystal structure and purity of the “combustion” samples
and “calcination” samples, respectively, using a Bruker D8
Twin-Twin diffractometer equipped with a CuKo. (2 = 1.5406 A)
source operated at 40 kV and 40 mA over the range of 5-70 °(26)
with a scanning step of 0.01° s~'. The refinement was per-
formed using the Rietveld method*’ with the TOPAS software.*
The °’Fe Mossbauer spectra were recorded in transmission
mode using a *’Co Rh source at constant acceleration at room
temperature. MOssbauer samples were prepared in an argon
filled glovebox with a concentration of about 20 mg cm 2.
Calibration spectra were recorded from a natural a-Fe metal foil
held at 295 K. The resulting spectra were analyzed using a least
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squares Mossbauer fitting program. Two different pristine
materials were examined, one synthesized by “calcination” and
one by “combustion” as mentioned in Section 2.1. The elec-
trochemically de-sodiated “NFPP combustion” sample was also
studied. Thermogravimetric analysis (TGA) was carried out to
determine the thermal stability and carbon content of as-
synthesized products by using a TA instruments analyzer Q500
by loading 3-5 mg sample in a platinum pan in the TGA furnace
under flowing air (25 mL min ") in the range of 25 °C to 700 °C
with a heating rate of 10 °C min~". A field-emission scanning
electron microscope (FE-SEM) equipped with an energy-
dispersive X-ray (EDX) detector was used to investigate the
morphology, particle size and elemental distribution of the
samples using a Zeiss SEM 1550 with an acceleration voltage of
5.0 kV. As-prepared powders were mounted on an aluminum
stub sample holder using carbon tape. For transmission elec-
tron microscopy (TEM) measurements, the samples were
crushed and then directly dispersed on Cu TEM grids with holey
carbon supporting films without any solvent. A double aberra-
tion-corrected Thermo Fisher Themis Z equipped with a Super-
X EDS detector was used for STEM imaging and EDS experi-
ments. The electron microscope was operated at 300 kV and
aberrations in the condenser system lenses were corrected up to
fifth order. The convergence angle of 21 mrad and probe current
of 120 pA were applied for imaging and EDS analysis. To eval-
uate the particle size, porosity and elemental distribution of
samples, high-angle annular dark-field scanning transmission
microscopy (STEM-HAADF) and -BF images were acquired
using a Fischione ADF detector and Thermo Fisher BF detector,
respectively. The collection angle of HAADF- and BF-STEM
images was 63-200 mrad and below 35 mrad, respectively.
Imaging and EDS acquisition and analysis were performed
using a Thermo Fisher Velox. The atomic ratios of Na, Fe, and P
were determined using inductively-coupled plasma-atomic
emission spectroscopy (ICP-AES Varian Vista MPX) and carbon
contents were determined by using an elemental analyzer
(FLASH EA 1112 CHNS-O). X-ray photoelectron spectroscopy
(XPS) analysis was performed using a Kratos Ultra DLD (AXIS)
instrument with a monochromatic aluminum Ko (1486.6 eV) X-
ray source. All peaks were calibrated based on the hydrocarbon
species C 1s peak at 284.8 eV. The spectra were analyzed using
CasaXPS software. The specific surface area and the pore size
distribution of samples were determined using a surface area
porosity analyzer (BET, Micromeritics ASAP 2020).

2.3 Electrochemical measurements

The electrochemical performance of NFPP samples was inves-
tigated in pouch cells assembled in an Ar-filled glovebox in
which O, and H,O levels were below 1 ppm. Electrodes were
fabricated by mixing the active material with conductive carbon
black (C-ENERGY Super C65, Imerys) and the polyvinylidene
fluoride (PVDF) (Kynar HSV 900) binder in an 80: 10 : 10 weight
ratio using N-methyl-2-pyrrolidone (NMP) (Sigma-Aldrich®) as
the solvent. The resultant slurry was cast onto carbon-coated
aluminum foil on a bar coater with a thickness of 400 pm using
the doctor blade method. The electrodes were dried in a vacuum

This journal is © The Royal Society of Chemistry 2024
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Fig. 1 (a) Schematic illustration of the synthesis of NFPP by “calcination” and “combustion”, (b and c) Rietveld refinement of the XRD pattern of

the NFPP “combustion” and NFPP “calcination”. Vertical bars represent the Bragg positions for NFPP and maricite NaFePOy,.

oven at 80 °C overnight and further punched into 20 mm
diameter discs with an active material loading of 4-5 mg cm™>.
The punched electrodes were then dried in a Biichi oven under
vacuum at 120 °C overnight inside a glovebox. Pouch cells were
assembled in an argon filled glove-box using glass fiber
membranes (Whatman®, 26 mm diameter, 240 pm thick) as
separators, 22 mm of Na disks punched from metallic Na cubes
(Sigma-Aldrich®) serving as the counter and reference elec-
trodes, and 200-250 pL of 1 M NaPF, (Stella, 99%) in diethylene
glycol dimethyl ether (diglyme) (Sigma-Aldrich®, =99.99%) as
the electrolyte. For full-cell fabrication, hard carbon anodes
were prepared by mixing hard carbon (HC) (KURANODE™,
Kuraray, Japan) with carboxymethyl cellulose (CMC) (Imerys)
binder in ~6 mL deionized water per gram in a 95:5 ratio by
weight. The slurry was coated on carbon-coated aluminum foil
using a 200 um gap applicator rod. The as-fabricated hard
carbon anodes were punched into 22 mm diameter discs and
dried at 170 °C overnight in a glove box. In full-cells, 200-250 uL
of 1 M NaPF; (Stella, 99%) in propylene carbonate (PC) (Sigma-
Aldrich®, =99.99%) with 5 wt% fluoroethylene carbonate (FEC)
was used as the electrolyte.

This journal is © The Royal Society of Chemistry 2024

The galvanostatic charge-discharge cycling tests of half-cells
were carried out using a Neware battery tester BTS4000 in
a potential window of 1.8-3.8 Vvs. Na/Na" at 25 °C after 12 h rest
to ensure proper wetting of electrodes. The full cells were cycled
in the voltage range of 1.0-3.8 V. The areal mass loadings of
NFPP and HC are 4.3 mg cm®~ and 1.4 mg cm®~, respectively.
The negative/positive (N/P) ratio of full cells was 1.1:1. The
carbon content within the NFPP/CC was excluded to calculate
the specific capacities for each cell. The cyclic voltammetry (CV)
measurements were conducted by using a Bio-Logic® MPG2
potentiostat.

3. Results and discussion
3.1 Structure and morphology

NFPP/CC particles were prepared through a sol-gel method
combined with either a “calcination” or a modified combustion
step referred to as “combustion”, followed by an annealing step.
The optimum annealing temperature was determined to be 500
°C by TGA analysis of the sol-gel precursor (Fig. S1at) under an
inert atmosphere. Dehydration of the amorphous intermediate

J. Mater. Chem. A, 2024, 12, 23506-23517 | 23509
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product occurs in the first zone until 180 °C. The primary weight
loss in the range of 180-300 °C is attributed to the decompo-
sition of citric acid to form a thin carbon layer on the surface of
NFPP. After calcination at 300 °C, the second major loss is
observed due to the phase transition of the intermediate
complex. An exothermic peak starts to appear after 570 °C
indicating the decomposition of NFPP into the thermodynam-
ically stable maricite NaFePO, impurity.**~** Therefore, for the
first trial, the sol-gel precursor was subjected to 10 min of
combustion in a tube furnace at 550 °C in air. However, the XRD
pattern (see Fig. S2) discloses that, after the annealing at 550 °©
C in air, the obtained orange-reddish powder showed the highly
crystalline structure of monoclinic y-NazFe,(PO,4); with the
Fe,O; impurity. Similar behavior was observed in previous
studies where TGA of the as prepared NFPP/CC was performed
between room temperature and 800 °C under air flow to
determine the carbon content by using the following
equations.**™*’

12Na4Fe3(PO4)P207 + 902 - 16Na3Fez(PO4)3 + 2F6203 (2)
C+ 02 - COZ (3)

These results indicated that preheating or firing at 300 °C
may be necessary to form the amorphous carbon coating layer
on the NFPP surface by the decomposition of citric acid and
subsequent high temperature calcination under a reducing
atmosphere should be performed for the transformation of
(PO,)*” into (P,0,)*".*®

Scanning electron microscopy (SEM) was performed to
evaluate the particle morphology of the samples and the effect
of the atmosphere for different synthesis routes. In Fig. S3a,T it
can be seen that after only 10 min of calcination, nanosized
sodium ferric phosphate particles with some agglomerates
below 1 um were obtained. EDX mapping indicates the uniform
distribution of Na, Fe, P and O within the structure (Fig. S3b¥).
Thus, the formation of crystalline NazFe,(PO,4); nanoparticles
by performing a short calcination in air can be adapted to
transform into a pyrophosphate phase under a reducing
atmosphere by a limited annealing time as well.

The crystal structure and the purity of NFPP synthesized
either by “calcination” or “combustion” were investigated by
XRD (see Fig. S41). Both Ar and Ar/H, atmospheres lead to the
formation of the orthorhombic NFPP crystal structure.”” In
addition to the NFPP main phase, maricite (NaFePO,) and
Na,FeP,0, impurities were detected for the NFPP synthesized
under an Ar flow as shown in Fig. S4a.T However, using an Ar/H,
(95 : 5 vol%) reducing atmosphere results in the elimination of
Na,FeP,0, and a significant decrease of maricite (NaFePO,)
impurities (Fig. S4at). This is also reflected in cyclic voltam-
metry showing that the use of Ar/H, instead of Ar leads to the
elimination of a small peak around 2.51 V assigned to the
Na,FeP,0, impurity (see Fig. S10 and its related discussion in
the ESIT). Therefore, the results indicate that the atmosphere
plays a crucial role in the reduction of Fe*" if calcination is used
as the method of synthesis.”
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Fig. S4bt compares the effect of the intermediate step,
combustion vs. calcination, when using an Ar/H, atmosphere
during the 2nd thermal treatment. The diffraction patterns of
“NFPP calcination” and “NFPP combustion” show that in both
cases, NFPP is formed as the main phase. However, maricite
was detected as an impurity regardless of the synthesis
conditions.

The quantity of the maricite impurity in the NFPP material
obtained by “combustion” and “calcination” was determined by
a structural analysis using the Rietveld method (Fig. 1b and c).
In both cases, the main NFPP phase can be indexed with the
Pn2,a space group with lattice parameters and the atomic
positions (Tables S1 and S27) in agreement with the ones re-
ported in the literature."”*” The four Na positions were refined,
but only the Na2 position resulted in a slightly lower occupancy
as also previously observed which is due to the Na2 being the
first sodium to be extracted from the NFPP material.** This
suggests Na deficiencies in the as-prepared material before the
final annealing. From the refinement, the amount of electro-
chemically inactive NaFePO, was determined to be =5 wt% in
the “combustion” sample and about 9 wt% in the “calcination”
one. This suggests that using a combustion pre-treatment
assists in decreasing the quantity of the undesired NaFePO,
phase.

The chemical composition and the surface electronic valence
of iron were evaluated by XPS. The full spectra in Fig. S8af
confirm the presence of Na, Fe, P, O, and C in both compounds.
The binding energy of the main peaks in Fe 2p spectra at around
724.2 and 710.5 eV suggests the Fe** oxidation state which is
consistent with previous reports.>** However, XPS reveals only
the surface composition of samples, and therefore the possible
presence of Fe** as an impurity in the bulk could not be
detected through XPS.

To further investigate the synthesized material, M6ssbauer
spectroscopy was carried out to determine the oxidation state
and coordination of Fe within the NFPP compound, which has
three different Fe>* sites (Fel, Fe2, and Fe3).>%%

The two Mo0ssbauer spectra of the pristine materials are
almost identical (see Fig. 2 for the combustion sample and
Fig. S9t for the calcination sample) and they show mainly
a broad two-line pattern. The de-sodiated sample mainly
displays a narrow doublet with some extra lines having larger
velocities (Fig. 2). Fitted results are presented in Table S31 and
the two pristine samples differ only in the amount of the pattern
FeW (high-spin Fe®"). The pristine “combustion” sample
contains a Fe** component having 7% of the total absorption
spectrum, while the corresponding Fe®' intensity for the
“calcination” sample is 10%; these components are further
discussed later in this section. Otherwise, the results from the
fittings were within the margin of error for the two pristine
samples. The Mossbauer spectra for the pristine samples in this
work are comparable to the ones presented by Kim et al. where
another synthesis procedure was utilized"” indicating the
similar structural properties achieved using the herein investi-
gated synthesis routes.

Fittings of the Fe>* components in the pristine samples were
carried out with the same spectral area for patterns X, Y and Z.

This journal is © The Royal Society of Chemistry 2024
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Fig. 2 Room temperature >’Fe Mdssbauer spectra of (a) combustion
synthesized pristine sample, nominally NasFes(PO4)>(P,0-) and (b) its
de-sodiated sample NaFesz(PO4)>(P,0O7). The red and blue marked
resonance lines represent high spin Fe2™ and Fe®*" valences. The
existence of minor components of Fe** in the pristine sample and of
Fe2* in the de-sodiated sample is discussed in the text.

These patterns may represent the three different equally occu-
pied sites in the pristine Na,Fe3(PO,4),(P,O;) compound.”® The
assignment of the patterns X, Y and Z to the three crystallo-
graphic sites Fe(1), Fe(2) and Fe(3) is challenging due to the
non-resolved character of the spectra. With the present infor-
mation of hyperfine parameters, we have to refrain from any
such assignments. A neutron diffraction study and a first-
principles calculation by Kim et al.*® indicated the same B,
factor for all sites, justifying the assumption of equal resonance
areas in the Mossbauer spectra.

Another challenge affecting the fitting results and assign-
ments is the possibility of the previously discussed impurity
phase maricite (NaFePO,). The Mossbauer spectrum of pure
NaFePO, at room temperature, studied by Kosova et al,>
provided a center shift (CS) = 1.20 mm s ' and an electric
quadrupole splitting (QS) = 2.19 mm s '. These parameters
would give a component which overlaps with the present
absorption spectrum of Na,Fe;(PO,),(P,0,) (CS = ~1.2 and QS
= ~2.1-2.8). During de-sodiation the main peaks of the Na,-
Fe3(PO,),(P,0,) that would overlap with NaFePO, peaks are
decreased. If there was a considerable amount of NaFePO, then
these peaks would become more visible (as NaFePO, is inactive)
and there is about 10% Fe®* remaining in the de-sodiated
sample. However, the Fe®" Mossbauer parameters in the de-
sodiated spectra (CS = 1.16, QS = 2.42) and especially the QS
indicate that this is more likely the Fe atom in the pristine
sample that has not been electrochemically active in the de-
sodiation and thereby remains in the Fe®" state. This is also
later supported by electrochemical results as discussed later.

This journal is © The Royal Society of Chemistry 2024

View Article Online

Journal of Materials Chemistry A

For the pristine samples, 7% Fe*" in the “combustion” and
10% Fe’* in the “calcination” synthesized NFPP are observed.
The Mossbauer parameters of the Fe®' in the de-sodiated
samples are in good agreement with the fitted peaks for the Fe**
component in the spectra of the pristine samples. Therefore, it
is reasonable to consider these 7 and 10% not as an impurity,
but rather as Na deficiencies of the idealized material. Hence
the starting material would be Naj ;o(6)Fe;(PO,),(P,0-) for the
7% Fe*" in the pristine “combustion” sample.

The atomic ratio of Na, Fe and P in NFPP synthesized with
“calcination” and “combustion” was calculated through ICP
where Na/Fe/P = 4.2:2.7:4 and 3.8: 3.3 : 4, respectively. These
results are consistent with Mossbauer and refinement findings
that Na is deficient in the combustion synthesized sample
whereas higher Na content of the calcination product may be
related to the higher intensity of the maricite impurity. From
CHNS analysis, carbon contents for “calcination” and
“combustion” samples were found to be 9% and 5%, respec-
tively. The lower carbon content of the “combustion” synthe-
sized product can be attributed to the firing step under an air
atmosphere. The content of carbon in the NFPP compounds
synthesized by the sol-gel method reported in the literature can
be as high as 8-16 wt% (Table S4t). However, it is crucial to
control the carbon content to ensure appropriate electronic
conductivity by forming a thin and dense carbon layer. High
carbon contents are well known to result in a significant loss in
energy density and, thereby not suitable for practical applica-
tions.*® Additionally, TGA of the NFPP final products synthe-
sized by both methods was done under an air atmosphere to
estimate the carbon contents by using the law of conservation of
mass as shown in Fig. S1b.T The mass loss between 300 °C and
570 °C can be related to the amorphous carbon.'** The carbon
content results for both methods are close to the results ob-
tained by CHNS analysis.

Scanning electron microscopy (SEM) was performed to
evaluate the effects of the calcination atmosphere and different
synthesis methods on the morphology of NFPP. From Fig. S5,
it can be speculated that the choice of argon gas during calci-
nation leads to incomplete conversion of Fe** to Fe®" with the
formation of Fe** precipitates on the surface of NFPP particles.
These results are in line with Mdssbauer findings (Fig. 2).

The NFPP synthesized by “calcination” crystallizes as highly
agglomerated micron-sized particles with nanoporous archi-
tecture on the surface (Fig. 3a and b). Transmission electron
microscopy (TEM) was used to evaluate the particle size and
morphology. High-resolution transmission electron microscopy
(HRTEM) was used to determine the thickness of the carbon
coating and crystallinity. As shown in Fig. 3d, it can be seen that
primary nanoparticles below 200 nm are not homogeneously
distributed within the bulk structure. The corresponding energy
dispersive X-ray spectroscopy (EDS) maps show that the carbon
is distributed on the surface of secondary particles non-
uniformly. Fig. 4c and S157 suggest that carbon particles or
agglomerates are deposited on the particle surface rather than
forming a uniform carbon coating. The particle growth and
agglomeration of particles could be related to the low quality of
the carbon coating (Fig. 3e). However, the combustion method
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Fig. 3
corresponding EDS mapping results of the “calcination” sample.

leads to the formation of more uniform and smaller particle size
and better nanoporous structure with a lower degree of
agglomeration, as well as more uniform distribution of Na, Fe,
P, O, and C, as shown in Fig. 4. Additionally, the development of
a thin, dense, and uniform carbon cloth takes place due to the
control of carbon content that may lead to improvement of the
electrical conductivity. The size of the primary nanoparticles is
below 100 nm with numerous mesopores and macropores with
a size of 80-200 nm, as shown in Fig. S6 and S7.f The specific
surface area of NFPP synthesized by “calcination” and

(@ and b) SEM images of NFPP synthesized by “calcination”. (c and d) HAADF- and BF-STEM images and (e) HAADF-STEM image and

“combustion” was determined by Brunauer-Emmet-Teller
(BET) theory (Fig S16a and bf). The specific surface areas of
“calcination” and “combustion” NFPP were found to be 34.67
and 35.82 m> g~ ', respectively. The Barrett-Joyner-Halenda
(BJH) desorption average pore diameter of “calcination” and
“combustion” samples are 14.94 and 14.71 nm, respectively. A
larger surface area and smaller particle size can significantly
facilitate the contact between the electrode and electrolytes
shortening the diffusion pathway for Na‘, thereby enhancing
the electrochemical performance.**

Fig. 4
corresponding EDS mapping results of the “combustion” sample.

23512 | J Mater. Chem. A, 2024, 12, 23506-23517

(a and b) SEM images of NFPP synthesized by “combustion”. (c and d) HAADF- and BF-STEM images and (e) HAADF-STEM image and
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3.2 Electrochemical performance

The electrochemical performances of NFPP cathodes synthe-
sized by “calcination” and “combustion” were determined by
galvanostatic charge-discharge tests in half-cells in the voltage
range of 1.8-3.8 V at a current rate of 0.1C, see Fig. 5.

NFPP synthesized via “combustion” delivers a reversible
capacity of 102 mA h g~' showing more stable cycling perfor-
mance whereas, the value remains around 88 mA h g™ for the
“calcination” NFPP cathode due to higher amount of the elec-
trochemically inactive maricite impurity and amorphous
carbon residues. The 1st cycle coulombic efficiency (CE) values
for the “calcination” and “combustion” synthesized NFPPs were
equal to 87% and 91%, respectively (Fig. S12t). After 100 cycles,
the cell with NFPP “calcination” retains 98.7% of its initial
capacity while the combustion process results in a slightly
higher capacity retention of 99.7% as shown in Fig. 6a.

Fig. 6b shows the rate capability tests at different current
rates. The “calcination”, provided discharge capacities of 91, 89,
87, 84, 80, and 75 mA h g™, whereas the combustion sample
delivered higher capacities of about 104, 102, 100, 97, 94, to 90
mAh g *at0.05, 0.1, 0.2, 0.5, 1 and 2C rates, respectively. When
the rate was changed back to C/20 at 111th cycle, the capacity
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increased to 104 mA h g ' and 91 mA h g~ for the combustion
and calcination samples, respectively. The lower electro-
chemical performance of the “calcination” sample is likely due
to the presence of irregular pores and large agglomerates which
impede ionic diffusion (Fig. 3a and b).

The electrochemical activity of the material can also be
monitored by comparing the Mossbauer spectra for the pristine
“combustion” sample to the de-sodiated one. As can be seen in
Fig. 2b and Table S3t, most of the Fe*" are oxidized to Fe**
during Na-extraction. After de-sodiation there is 10(2)% Fe>*
remaining in this sample. If this is a part of the starting material
that was not possible to de-sodiate, it would mean that the
sodium content is not 1 but rather 1.30(6) in this sample. Going
from 3.79(6) Na (due to a Na-deficiency as explained earlier) to
1.30(6) means that 2.49(12) Na atoms have been extracted out of
the theoretical maximum 3, meaning that 83(4)% (2.49/3 =
0.83) of the theoretical capacity has been extracted in the first
de-sodiation. If this is now compared to the electrochemical de-
sodiation results in the first cycle in Fig. 5a, where it is possible
to extract ~110 mA h g¢~* from this sample. This corresponds to
85% of the theoretical capacity (110/129 = 0.85) and this is in
good agreement with the 83(4)% suggested by the Mossbauer
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(a) The 1st and 2nd galvanostatic charge—discharge profiles in half-cells of “calcination” and “combustion” samples, (b) corresponding

differential capacity vs. voltage (dQ/dV) plots for 3 cycles of the “combustion” sample, and (c) first ten charge—discharge curves of the “calci-
nation” and (d) "combustion”.
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analysis and these results support the interpretation of the
minor peaks in the Mossbauer spectra originating from the
deviation of the Na content as compared to the idealized
sample.

To evaluate the structure change, the ex situ XRD analysis of
the pristine electrode, after the first charge and after the first
discharge is carried out (Fig. S131). It can be seen that the
diffraction peak at 45.4° indexed to (424) planes of the pristine
NFPP electrode shifts to a smaller angle during charging and
returns to its original state after the first discharge indicating
the structural stability and high reversibility of NFPP as
a promising cathode material.

To further evaluate the practical application of high purity
NFPP for SIBs, hard carbon (HC) was used as the anode to
assemble full cells. The first five cycles of the HC anode in the
voltage range of 0.001-2.5 V at a current density of 30 mA g™ " are
shown in Fig. S14.1 It delivers a reversible capacity of 281 mA h
g~ " with an initial CE of 92%. As given in Fig. 7, the first three
formation cycles of the NFPP//HC full-cell were performed at
0.05C followed by 40 cycles at 0.1C in a voltage window of 1.0-
3.8 V. NFPP/HC full-cells were cycled with three different elec-
trolytes to investigate the optimum cycling stability. The full-cell
using 1 M NaPF in EC : DEC with 5 wt% FEC is the worst per-
forming one showing a rapid capacity decay during the forma-
tion cycles (Fig. 7b). As shown in Fig. 7a, the cell using 1 M
NaPF, diglyme electrolyte exhibits its first discharge capacity
around 80 mA h g™ " at 0.05C and then the C-rate increase to
0.1C; this value fades to 70 mA h g~ * after 10 cycles. Neverthe-
less, its long-term cycling stability in 1 M NaPF, diglyme elec-
trolyte was not as good as in half cell configuration. Therefore,
cycling tests were performed by using 1 M NaPFg in PC with the
addition of 5 wt% FEC electrolyte as given in Fig. 7c and d. The
first discharge capacity during formation cycles was around 80
mA h g~" whereas 74 mA h g~ of reversible discharge capacity
is delivered at 0.1C with a capacity retention of 90% and a CE
above 99.4% during all cycles (Fig. 7d). The average discharge
voltage of the NFPP//HC full cell is 2.98 V with a maximum
energy density of 219 mW h kg ". It should also be noted the
pre-sodiation of HC was not carried out to decrease the irre-
versible capacity loss.

The electrochemical performance of NFPP fabricated by
“calcination” and “combustion” methods in this study was
compared with state-of-the-art results reported in the literature,
as summarized in Table S4.1 The NFPP cathode synthesized via
the “combustion” method exhibited a reversible discharge
capacity of approximately 102 mA h g' at 0.1C, with an
impressive capacity retention of 99.7% over 100 cycles. This
performance surpasses that of NFPP cathodes modified with
some specific carbon coatings, graphene, or nanotubes, which
aim to improve electronic conductivity but may compromise the
intrinsic properties and energy density of the material.*»*>>*2
The enhanced electrochemical performance of the “combus-
tion” synthesized NFPP reported in this study can be attributed
to the effective elimination of impurities and more homoge-
neous distribution of nanoparticles and pores within the
structure. These improvements were realized through the
combustion process in combination with the use of a reducing
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atmosphere during calcination. By addressing the intrinsic
limitations of NFPP without obviously sacrificing its energy
density, this study demonstrates a promising approach for the
development of high-performance cathode materials for SIBs,
paving the way for future developments in sustainable energy
storage solutions.

4. Conclusions

High-purity NFPP was successfully synthesized by a novel
“combustion” method followed by calcination under a reducing
atmosphere. This approach effectively minimized the formation
of maricite NaFePO, and Na,FeP,0, impurities, as confirmed
by Rietveld refinement of XRD data. The trace amount of the
maricite impurity was reduced to below 5 wt%, which is crucial
for enhancing electrochemical performance. Mossbauer spec-
troscopy revealed that the use of the combustion method,
instead of pre-calcination at 300 °C, resulted in the complete
transformation of Fe*" to Fe®" in NFPP. SEM analysis further
confirmed the nanoporous architecture of more uniform
particles with the crystallite size below 100 nm.

The galvanostatic charge-discharge cycling measurements
in the voltage range of 1.8-3.8 V at different C-rates were carried
out to evaluate the electrochemical performance of NFPP
samples synthesized by the “combustion” and “calcination”
methods. NFPP fabricated with the “calcination” method
showed a first CE of 87%, while the CE increased up to 91%
after performing combustion. The “combustion” synthesized
NFPP delivered the highest reversible capacity of around 102
mA h g™" at 0.1C with an impressive capacity retention of 99.7%
after 100 cycles and outstanding rate capability, despite its
lower carbon content compared with the “calcination” synthe-
sized NFPP. Additionally, the ex situ XRD results also revealed
the structural stability and high reversibility of the “combus-
tion” synthesized NFPP, substantiating its superior cycling
stability.

The development of this facile and scalable synthesis
method for the environmentally friendly, low-cost, stable and
high-purity NFPP cathode material presents a significant
advancement in the field of SIBs. This study not only provides
a deeper understanding of the structure-property relationships
in NFPP cathodes but also offers valuable insights into the
design and optimization of high-performance cathode mate-
rials for SIBs.
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