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Precise patterning of gold nanoparticle gratings
on gelatin films†

Álex Farrando-Pérez, a José M. Villalvilla, a Vı́ctor Bonal, ‡a Pedro G. Boj, b

José A. Quintanab and Marı́a A. Dı́az-Garcı́a *a

A method to fabricate gold nanoparticles in gelatin films and pattern

them into gratings with periods down to 200 nm is reported. The

procedure, based on holographic lithography, dry etching and tem-

perature annealing, enables tuning the size and particle distribution.

These materials offer potential for wearable and bio-compatible

plasmonic-based applications.

In the last decades, many efforts have been devoted to the
preparation of gold nanoparticles (AuNPs), motivated by their
potential applications in different scientific areas.1 Particularly,
there has been plenty of work towards the preparation of composite
materials incorporating AuNPs, towards the exploitation of
their plasmonic properties in biosensing applications,2 surface-
enhanced Raman spectroscopy (SERS),3 medical treatments,4 etc.
For such purposes, the use of plasmonic materials prepared as NPs
is interesting because their properties can benefit of the existence
of localized surface plasmon resonances (LSPR), which constitute
suitable platforms for low concentration small bio-target sensing.3

Moreover, the plasmonic NPs can be spatially organized across the
sample conforming gratings (NPGs) or arrays, providing a signifi-
cant improvement in sensor sensitivity, thanks to the coupling
between the LSPR and the grating modes.5

Among many metals displaying plasmonic properties, gold
is by far the most widely investigated because of its excellent
biocompatibility and low toxicity, being these features crucial
for biomedical applications.6 Commonly, AuNPs are chemically
synthesized in organic solvents, involving the reduction of
metal salts to gold atoms with the help of reducing agents.
Generally, the solvents and chemicals used are environmentally

unfriendly. Thus, many efforts have been devoted towards
developing green-chemical methods based on non-toxic and
biocompatible agents, such as polyhydroxylated biomolecules.7

Additionally, these agents provide protection to the synthesized
NPs, thus improving their biocompatibility and potential
for food and biological applications. In this context, gelatin
(a food-grade biopolymer) has shown good reduction and
stabilization capabilities for the synthesis of AuNPs.7b,c More-
over, gelatin has been used as the cladding layer in shell-
isolated plasmonic NPs, designed to enhance the plasmonic
signals in SERS spectroscopy.8

For the purpose of hosting plasmonic NPs, there are addi-
tional advantages of using a polymer (such as gelatin): it can be
easily processed from inexpensive solution-based methods
(such as spin coating, printing, etc.), it has low weight, high
transparency and is suitable for a wide range of simple nano-
fabrication procedures, such as nanoimprint lithography (NIL),
direct laser patterning or holographic lithography (HL). All
these properties are essential for the development of wearable
applications, which are growing significantly in recent years.9

With regards to methods to fabricate plasmonic NPGs, most
reported studies (mainly targeting LSPR sensor applications),
have implied the use of sophisticated techniques (i.e. electron-
beam lithography) to fabricate gratings over inorganic sub-
strates, aiming for a very precise control of the particles and
their spatial distribution.3,5 Some studies have focused on
using polymeric substrates towards the exploitation of other
advantages (biocompatibility, low weight, mechanical flexibil-
ity, etc.).10 For example, laser ablation of a gold film on a
polymeric substrate,10a,b photo-reduction followed by an
annealing of gold precursors in a polyvinyl alcohol film,10c or
simply the annealing of these precursors in a SU-8 resist,10d

colloidal gold nanoparticles deposition in the grooves of photo-
resist grating structures,10e or more sophisticated methods
such as the use of photovoltaic tweezers.10f An attractive
technique for such purposes is HL, because it allows the
preparation of large samples and offers a great versatility on
the control of the geometrical parameters of the resulting
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b Departamento de Óptica, Farmacologı́a y Anatomı́a and Instituto Universitario de

Materiales de Alicante, Universidad de Alicante, Alicante, 03080, Spain

† Electronic supplementary information (ESI) available. See DOI: https://doi.org/

10.1039/d4tc01970a

‡ Present address: Departamento de Fı́sica Aplicada, Universidad Autónoma de
Madrid, C/Tomás y Valiente 7, 28049, Madrid, Spain.

Received 13th May 2024,
Accepted 12th July 2024

DOI: 10.1039/d4tc01970a

rsc.li/materials-c

Journal of
Materials Chemistry C

COMMUNICATION

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

5 
Ju

ly
 2

02
4.

 D
ow

nl
oa

de
d 

on
 1

/2
0/

20
26

 4
:2

1:
33

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
View Journal  | View Issue

https://orcid.org/0000-0002-9484-5519
https://orcid.org/0000-0002-4963-9505
https://orcid.org/0000-0001-7964-5482
https://orcid.org/0000-0002-4810-121X
https://orcid.org/0000-0001-7025-5699
http://crossmark.crossref.org/dialog/?doi=10.1039/d4tc01970a&domain=pdf&date_stamp=2024-07-22
https://doi.org/10.1039/d4tc01970a
https://doi.org/10.1039/d4tc01970a
https://rsc.li/materials-c
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4tc01970a
https://pubs.rsc.org/en/journals/journal/TC
https://pubs.rsc.org/en/journals/journal/TC?issueid=TC012030


11336 |  J. Mater. Chem. C, 2024, 12, 11335–11339 This journal is © The Royal Society of Chemistry 2024

grating.11 Despite some reports of plasmonic NPGs (with grat-
ing periods in the range 0.5 to 10 mm) assisted by HL, they have
a limited control on the geometrical grating parameters.10c

Moreover, their implementation in real applications remains
as a challenge. Thus, finding methods to prepare plasmonic
NPs in polymeric materials and to organize them into gratings,
having a fine control over the particle size and distribution is of
great interest.

In the present work we report a method to prepare gold
nanoparticle gratings (AuNPGs) on gelatin films. Remarkably,
the method easily allows grating patterning with a much higher
resolution (periods down to 200 nm) than other reported
procedures.10c It is inspired on a procedure reported by the
authors for making surface-relief gratings on dichromated
gelatin (DCG) layers, to serve as distributed feedback (DFB)
resonators for lasers.11 For such applications, the DCG gratings
were fabricated by HL and subsequent dry-development in an
oxygen plasma. The optimization of the gelatin films for food
industry applications through different plasma treatments has
also been targeted.12

The method reported here for AuNPG fabrication starts with the
deposition of a DCG film (thickness = 120 nm) over a transparent
fused silica substrate. This is accomplished by spin coating a hot
water solution (at 40 1C) containing natural inert gelatin and
ammonium dichromate. More details can be found elsewhere.11c

The AuNPG is then fabricated with a procedure consisting of several
steps, as graphically illustrated in Fig. 1 and briefly described as
follows (more details in ESI†). The first step consists of the holo-
graphic exposure of the DCG layer followed by a desensitization
(elimination of ammonium dichromate through a water washing
and rapid drying), so the film becomes no longer sensitive to UV
light (Fig. 1a and b). This is like the first step for DCG laser resonator

fabrication. After that, the procedure is different because here,
the layer is doped with a gold precursor (HAuCl4), see Fig. 1c.
Thus, the subsequent application of an oxygen plasma (Fig. 1d),
which contains reactive oxygen species (ROS), leads not only to
the creation of a relief grating (as in the DCG resonator
fabrication), but also to the production of electrons which
enable the reduction of the Au3+ ions into gold atoms, accord-
ing to the following reaction:

Au3+ + 3e� - Au0 (1)

This reaction takes place mainly in the unexposed soft regions
where gelatin is attacked by the ROS in the plasma. The
nucleation and growth of the AuNPs depend on the duration
of the treatment (development time, td) and the concentration
of the gold precursor used in step c. Other parameters related
to the development step (e.g. flow rate, pressure and gas
composition) might also affect the particle formation.13 To
assess their influence, further studies with a more sophisti-
cated oxygen plasma equipment (compared to the simple
apparatus used here, see ESI†) would be needed. The final step
consists in an annealing treatment at a given temperature (T)
for a given time (ta), which accelerates the diffusion of the gold
ions and the growth of the AuNPs until stabilization (Fig. 1e).
Besides, the Au3+ ions migrate from the exposed to the unex-
posed gelatin areas to conform AuNPGs.

Absorption spectroscopy was used to determine proper
times and temperatures for the plasma and annealing treat-
ments, and more generally to understand the mechanisms
responsible for the grating formation. This technique allows
monitoring the presence of gold precursors (Au3+ ions) and
AuNPs, after each step of the process (see example in Fig. 1f).
Au3+ ions are identified by a peak in the absorption spectrum at
around 325 nm, while the observation of the gold plasmon
resonance in the range of 500–550 nm is indicative of the
presence of gold nanoparticles.14 The peak observed in Fig. 1f
at 325 nm, related to the Au3+ ions, is seen after the doping step
(c). Then, after the plasma treatment (step d), its intensity
weakens and gets drastically reduced after the annealing. On
the other hand, the absorption at 500–550 nm range, associated
to the plasmon, is not observed right after the plasma treat-
ment, indicating that no appreciable amounts of AuNPs are
formed at this stage in the process. Absorption in this region
appears after some time under a given annealing T, growing
until saturation. The time to reach this state depends on the
applied T and is the one selected for the annealing treatment
(ta = 20 min and T = 180 1C for the case shown in Fig. 1f). At this
stage, at which the plasmonic band is present, the color sample
turns purple. It should be noted that the absorbance observed
at long wavelengths in the film spectrum, only prior to the relief
grating formation, is due to an effect not related to the
phenomena of interest in this work. Particularly, it corresponds
to the interference between the directly transmitted light and
that transmitted after two internal reflections in the film, which
can be used to directly determine the thickness of the DCG
film.15

Fig. 1 Fabrication procedure of a gold nanoparticle grating (AuNPG) on a
dichromated gelatin (DCG) film. Steps for AuNPG fabrication: (a) holo-
graphic exposure; (b) desensitization; (c) doping with gold precursor; (d)
oxygen plasma treatment (dry development) for a given time (td); (e)
annealing at a given temperature (T) for a certain time (ta); (f) absorption
spectra recorded after different fabrication steps for a sample exposed to
an interference fringe pattern of period 200 nm, precursor concentration
of 2 � 10�2 M, td = 6 min, T = 180 1C, ta = 20 min.
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Importantly, through backscattered field emission scanning
electron (BS-FESEM) microscopy, it is shown that the AuNPG
characteristics can be finely tuned by proper adjustment of
some fabrication parameters: the gold precursor concentration,
the plasma treatment time, td, and the annealing temperature,
T, and time, ta. The presence of AuNPs is identified in the BS-
FESEM images through the observation of bright circles, which
can be seen even when the particles are in the deeper regions of
the films. Besides, the average size, the total number of
particles, Np, and their spatial distribution across the sample
can be determined from histograms obtained with these
figures.16a Additionally, the circularity of the particles can be
quantified through the parameter c, defined as c = 4pA/p2,
where A is the area of the nanoparticle and p its perimeter.
For a perfectly circular particle, c = 1, while c would tend to 0 as
the shape differs from a circle.16b The crystallinity of the
particles was explored through X-ray diffraction (XRD) analysis
(see Fig. S1, ESI†). Although results suggest a crystalline struc-
ture, the signal was too weak to extract reliable information.
Moreover, other images, using the lower energy detector for
secondary electrons (SE-FESEM), as well as transmission elec-
tron microscopy (TEM) aided to confirm some aspects of the
method and the AuNPGs profile.

We first examined the effect on the AuNPGs characteristics
of the gold precursor concentration used in step c of the
fabrication procedure. AuNPGs with relatively good contrast
could be prepared with precursor concentrations between
5 � 10�3 M and 2 � 10�2 M (the range explored was
1 � 10�4 – 5 � 10�2 M). For low concentrations, the density
of formed particles was low, while with high concentrations,

NPs were found everywhere, even for short td values. Thus, for
the rest of studies we used a concentration of 2 � 10�2 M.

The effect on the AuNPGs characteristics of varying the
parameters of the plasma and the annealing treatments, are
analyzed through the BS-FESEM images shown in Fig. 2a–d
(all correspond to samples with a period of 200 nm). The effect
of the plasma treatment time, td, can be analyzed through the
images shown in Fig. 2a and b, obtained with different td values
(3 and 6 min, respectively) and the same annealing treatment
(T = 120 1C, ta = 8 h). It is found that td has an important effect
on the duty-cycle of the grating (defined as the ratio between
the AuNPG width and the DCG grating period), whose value
increases from about 0.5 to 0.7, when td increases from 3 to
6 min. We also observed (data not shown) that for td = 9 min,
the duty cycle kept increasing, reaching a value close to unity.
This effect can be explained considering that the formation of
the AuNPs depends on the hardness of the DCG. In the
unexposed areas, the DCG is much softer than in the exposed
ones, facilitating the production of gold according to eqn (1).
Besides, note that in the exposed areas, the hardness varies
locally because of the sinusoidal light intensity distribution in
the exposure step, Fig. 1a (it is maximal in the peak distribution
peak and softer in the tails). According to this idea, observing
an increase in the surface area occupied by the AuNPs, upon
the increase of td, looks reasonable. On the other hand, the
effect of the annealing conditions (temperature, T; and time, ta)
on the duty cycle seem to be negligible according to results
shown in Fig. 2c and d, which correspond to AuNPGs, both
obtained with td = 6 min, but subjected to very different
annealing conditions: T = 20 1C (room temperature), for a

Fig. 2 Microscopy images for AuNPGs (200 nm grating period, 2 � 10�2 M gold precursor concentration) prepared under different plasma and
annealing treatment parameters. (a)–(d) are BS-FESEM images: (a) and (b) same annealing conditions (T = 120 1C, ta = 8 h), and different plasma treatment
times, td (3 and 6 min, respectively); (c) and (d) same td = 6 min, and different annealing conditions: T = 20 1C and ta = 1 month (in c); and T = 180 1C and
ta = 20 min (in d). Insets are histograms displaying the number of particles versus their diameter (Np: total number of particles; c: mean circularity) for
sample shown in (a), it is included a FESEM image recorded by using the secondary and backscatter electron detectors simultaneously (e), and a TEM
image (f).
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ta = 1 month (Fig. 2c); and annealing at T = 180 1C, for a
ta = 20 min (Fig. 2d). In both cases, a similar duty-cycle is
observed (approximately 0.7), which corresponds also to the
value obtained for T = 120 1C (Fig. 2b). To get further insights
on the mechanisms leading to the formation of AuNPs and
AuNPGs, we performed spectrophotometric analysis (like those
of Fig. 1f) for the samples related to Fig. 2. The plasmon peak
observed in the absorption spectra, as a signature of the
presence of AuNPs, is similar for samples subjected to the
treatments of Fig. 2b and c (T = 120 1C, ta = 8 h; and T = 20 1C
and ta = 1 month, respectively). This means that the AuNPs can
be formed at any temperature, whenever ta is sufficiently long.
However, note that the number and size of the nanoparticles
depend significantly on the magnitude of the treatments
(see histograms shown in the insets of Fig. 2). Indeed, the
number of particles increases upon the increase of td

(see histograms of Fig. 2a and b) and the increase of T
(see histograms of Fig. 2b–d). The particle size also increases
with td, as well as the size distribution: from 10–20 nm
(td = 3 min) to around 5–35 nm (td = 6 min). With regards to
the effect of the annealing treatment, it does not seem to
influence the range of sizes of the particles formed
(see histograms in Fig. 2b–d). On the other hand, when T is
very high (Fig. 2d), most of the particles are small (10–20 nm). It
should also be remarked that the magnitude of the treatments
influences the spatial distribution of the particles across the
sample (see histograms in Fig. S2 ESI†). Particles get majorly
distributed conforming a grating, particularly in the regions
close to the valleys of the gratings, when mild treatments are
used, that is, for short td (3 min) and moderate T (120 1C), as in
Fig. 2a. On the other hand, for larger td (6 min) and T (180 1C),
as in Fig. 2b and d, respectively, the particles are seen in other
regions. Note that when no annealing is applied (Fig. 2c)
particles are also conforming a grating, but the time to get that
is rather long (1 month). The fact that the AuNPs are formed in
the DCG regions attacked by the plasma treatment, that is the
relief grating valleys (non-exposed to light, or exposed with a
very low intensity, in step a), is confirmed by the image shown
in Fig. 2e, which corresponds to a FESEM image recorded using
the secondary and backscatter electron detectors simulta-
neously, particularly for the grating related to Fig. 2a. These
results are further confirmed by TEM (see Fig. 2f). The increase
of the width of the regions with AuNPs (increase of the duty
cycle) as td increases, is clearly seen.

The shape of the particles is approximately spherical, with
circularity values ranging from 0.84–0.68 depending on fabrica-
tion conditions (see insets in Fig. 2). The spherical shape is
confirmed through the TEM image shown in Fig. 2f. Moreover,
this morphology is confirmed when the gelatin support is
removed. For such purpose, a AuNPG was calcinated in a
muffle furnace at 800 1C for 1 hour. Through BS-SEM micro-
scopy (Fig. S3a, ESI†) the vertical alignment is perceptible, even
without the gelatin support. Although the particles have moved
and spread almost over the entire surface, the spherical shape
of the particles can be clearly seen. Besides, the image can be
used to make a statistic of the NPs final size (see histogram in

Fig. S3b, ESI†). The particle size ranges from 5 to 35 nm, and
the average size is about 20 nm.

Finally, we explored the effect of changing the grating period
to 400 nm (Fig. S4, ESI†). Like gratings with a period of 200 nm,
the increase in the particle formation rate due to annealing,
produces a larger number of particles, but of smaller size.
Besides, some particles begin to appear on the highly exposed
gelatin areas. The sinusoidal character of the formed gratings,
with a depth of around 100 nm, was confirmed by SE-FESEM
(Fig. S4c, ESI†).

In summary, we report a method, based on HL and treat-
ments of oxygen plasma and annealing, to prepare AuNPGs in
gelatin films which offer great promise for wearable and bio-
compatible plasmonic-based applications. Particularly, they
offer prospects for sensing if configured as DFB lasers with
top-layer resonators,11d whose performance would be likely
improved by plasmonic effects provided by the AuNPs. The
procedure is environmentally friendly (based on green chem-
istry methods) and enables grating formation with periods as
small as 200 nm, significantly lower than other HL-based
reported methods.10c The use of HL as main grating fabrication
tool, has advantages over other methods,10 because it enables
the preparation of large samples (various centimeters) and a
fine tuning of the particle size and distribution. Further devel-
opments are envisaged, such as the use of other supporting
polymers, or additional optimizations through control of other
parameters such as grating depth, grating profile or average
exposure.
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