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ar and slag on carbon
sequestration potential and sustainability
assessment of MgO-stabilized marine soils: insights
from MIP analysis†
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Mineral carbonation is a promising strategy for mitigating carbon emissions and combating climate change.

This study investigates the efficacy and sustainability of MgO-based stabilization techniques for soft marine

soils, incorporating supplementary cementitious materials (SCMs) such as biochar and slag. A combination

of laboratory experiments and rigorous analyses was utilized to elucidate the complex interplay between

the additives and their impacts on soil hydraulic characteristics, carbon sequestration potential,

embodied energy, and economic viability. Mercury intrusion porosimetry (MIP) was employed to

characterize pore structure changes induced by carbonation, while X-ray diffraction (XRD) and scanning

electron microscopy (SEM) were used to correlate mineral formations. The results indicate that MgO–

biochar-treated soils exhibit enhanced soil air content, pore connectivity, and carbon sequestration

efficiency compared to MgO–slag-treated soils, exhibiting reduced pore volumes and limited CO2

diffusion. Integrating biochar with MgO enhanced brucite and nesquehonite precipitation due to

biochar's porous structure and functionalized surface area, facilitating gas diffusion and nucleation for

mineral formation. Sustainability assessments highlight the environmental and economic trade-offs,

positioning MgO–biochar and MgO–slag combinations as cost-effective and environmentally friendly

alternatives. This research provides theoretical guidance for sustainable soil stabilization and efficient

CO2 mineralization, offering valuable insights for researchers, practitioners, and policymakers addressing

climate change challenges.
Environmental signicance

The environmental signicance of soil stabilization with magnesia, incorporating waste-derived supplementary cementitious materials such as biochar or slag,
extends beyond mere structural reinforcement. These additives play pivotal roles in inuencing carbon sequestration potential and bolstering the mechanical
performance of weak soils, thus presenting crucial implications for climate change mitigation and sustainable infrastructure development. Of particular
signicance are the insights into the intricate pore structure variations induced by carbonation, highlighting the dynamics of carbon diffusion and mineral-
ization in stabilized soils. This holistic approach to soil stabilization using eco-friendly alternatives not only reduces carbon emissions but also promotes
environmental resilience, laying the groundwork for sustainable development in the face of climate uncertainty.
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1. Introduction

In response to the imperative outlined by the Intergovern-
mental Panel on Climate Change (IPCC) for mitigating carbon
emissions and leveraging carbon dioxide (CO2) resources to
combat climate change, carbon capture utilization and storage
(CCUS) technologies have emerged as vital strategies.1–3 Among
these, mineral carbonation, which involves the chemical
conversion of CO2 into stable carbonates through reactions with
cations like Mg2+ and Ca2+, stands out as a promising approach
for safe and permanent CO2 storage. This technique also aligns
© 2024 The Author(s). Published by the Royal Society of Chemistry
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with the broader sustainability goals by potentially reducing the
carbon footprint of construction projects.

Recent advancements have identied the efficacy of
magnesium oxide (MgO) cement, particularly light-burned
MgO, in addressing challenges associated with so soil treat-
ment, including dredged marine soil (DMS).4–6 DMS, charac-
terized by its high compressibility and low shear strength, poses
signicant challenges to construction projects, necessitating
effective stabilization techniques.7 Compared to conventional
ordinary Portland cement (OPC) or lime, MgO-based formula-
tions offer superior environmental performance and dura-
bility.6,8,9 Notably, MgO's pozzolanic properties and propensity
for carbonation present opportunities for signicant CO2

sequestration during soil stabilization processes, with the
added benets of low-temperature production and rapid
strength development.4,10 However, the widespread adoption of
MgO-based stabilization faces hurdles related to its CO2 foot-
print, micro-crack formation, and inefficient carbonation
mechanisms.11,12 Rapid reactions between MgO and CO2 under
high-pressure carbonation curing can lead to micro-crack
initiation, compromising mechanical performance.11,13 Addi-
tionally, the formation of bulky hydration and carbonation
products inhibits CO2 diffusion within the cementitious matrix,
resulting in unreacted MgO residues and suboptimal carbon-
ation efficiency.14

Supplementary cementitious materials (SCMs) such as slag,
a by-product of steel production, have shown potential as viable
additives to enhance the performance of MgO-based formula-
tions while reducing environmental impact and eliminating the
need for landll space.10 Studies have demonstrated that
incorporating SCMs improves particle packing and overall
performance, leading to reduced CO2 emissions and enhanced
cost efficiency.15,16 Similarly, biochar, derived from biomass
pyrolysis, offers a sustainable solution with negative net carbon
footprints and versatile applications in soil stabilization.17–21

Despite the recognized benets of biochar and slag, their
roles in facilitating CO2 diffusion and mineralization within
MgO-treated soils remain underexplored. Previous studies have
focused primarily on mechanical behavior and CO2 absorption
potential, overlooking diffusion ow mechanisms and
sustainability assessments.8,22 Moreover, Chen et al. reported
that factors such as soil air content (SAC) and soil microstruc-
ture affect gas diffusion in stabilized soils and stressed the need
to investigate the inuence of pore characteristics on gas
diffusion.23 Experimental techniques such as mercury intrusion
porosimetry (MIP) offer insights into the pore structure varia-
tions induced by carbonation but have yet to be fully utilized in
characterizing carbonated MgO-treated soils containing
SCMs.24,25 Furthermore, investigations on the sustainability
assessment of these types of stabilized soils are still lacking.

In this study, we employ MIP to experimentally characterize
carbonation-induced pore structure variations and correlate the
results with mineral formations observed using X-ray diffrac-
tion (XRD) and scanning electron microscopy (SEM). Addition-
ally, a holistic feasibility and sustainability assessment of these
stabilization techniques in terms of embodied energy, carbon
emissions, and cost-effectiveness was conducted. By
© 2024 The Author(s). Published by the Royal Society of Chemistry
investigating the impact of biochar and slag on CO2 diffusion
and mineralization in MgO-treated soils, we aim to provide
theoretical guidance for sustainable soil stabilization and effi-
cient CO2 mineralization. Integrating these sustainability
considerations into our experimental results highlights the
practical signicance of the ndings for real-world applications.

2. Materials and methods
2.1. Materials, specimen preparation, and mix composition

The key raw materials include dredged marine soil, light
calcined MgO, biochar, and slag. The marine soil was obtained
from Hangzhou Bay in Zhejiang Province, China.22 The MgO
was sourced from Sinopharm company, while the biochar and
slag were locally supplied. Biochar was produced from wheat
straw biomass. The compositions of the raw materials deter-
mined via X-ray uorescence (XRF) are presented in the ESI
material (Table S1),† while Fig. S1† illustrates the grain size
distribution determined using a laser particle analyzer.

The main mineral constituents of the different raw materials
are presented in Fig. S2.† The marine soil is mainly composed
of quartz and gismondine, consistent with the ndings by Li
et al.26 The MgO binder predominantly contains periclase.
Biochar primarily consists of quartz, as indicated by Table S1,†
where SiO2 is the dominant component. Unlike soil, MgO, and
biochar, which have distinct, sharp peaks corresponding to
their well-ordered atomic planes, slag exhibits a broad, diffuse
hump or halo in the XRD pattern with no distinct or sharp
peaks, suggesting it is predominantly amorphous. This obser-
vation aligns with the report by Lang et al.27 However, the XRF
analysis results presented in Table S1† show that slag is mainly
composed of CaO, SiO2, and Al2O3, which are important
constituents for pozzolanic reactions.

The natural DMS was treated with 15 wt%MgO based on the
dry soil mass, in accordance with recommendations from
previous research,11,28 which deemed it suitable for stabilizing
so soils, denoted as M15. Samples with MgO replacement by
5 wt% and 7.5 wt% biochar are denoted as M10-B5 and M7.5-
B7.5, respectively. At the same time, those replaced with
5 wt% and 7.5 wt% slag are represented as M10-G5 and M7.5-
G7.5, respectively. The marine soil was mixed with the
different admixtures and homogenized for 5 minutes. Subse-
quently, a pre-determined amount of distilled water, calculated
based on compaction tests, was added and mixed for an addi-
tional 5 minutes. The soil samples were placed in cylindrical
moulds (B 50 mm × H 100 mm) and compacted to the
maximum dry density.8,11 The samples were sealed using plastic
bags and preconditioned for the rst 24 h at 20 ± 2 °C
temperature and 95% relative humidity before being subjected
to 6 h carbonation under 99.9% CO2 concentration and 0.2 MPa
CO2 pressure conditions. The natural soil was maintained
under ambient curing conditions for 28 d.

The compaction properties of the various mix designs, such
as maximum dry density (gdmax), optimum moisture content
(Wopt), void ratio (e), and porosity (n), including the unconned
compressive strength (UCS) and CO2 uptake aer 6 hours of
carbonation, which were reported in an earlier study,22 are
Environ. Sci.: Adv., 2024, 3, 1564–1577 | 1565
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summarized in Table S2.† The mass compositions of the
samples were determined based on compaction tests, as pre-
sented in Fig. S3.†
2.2. Methodology

2.2.1. Soil air content. The soil air content (SAC) was
employed to understand the soil aeration and gas exchange
processes. The SAC of each sample was determined based on
the volumetric method expressed as the percentage ratio of air
volume (Va) compared to the total volume of voids (Vv) within
the soil pores. The SACs were determined before carbonation,
following standard phase relationships from the compaction
test, to examine the impact of the additives on the stabilized
soils in their natural state.

SACð%Þ ¼ Va

Vv

� 100% (1)

2.2.2. Mercury intrusion porosimetry. The mercury intru-
sion porosimetry (MIP) test was employed to investigate
changes in pore structure, pore size distribution, and ow
characteristics of the treated soil. The relationship between the
pore diameter D (mm) and applied pressure P (MPa), assuming
cylindrical pores, is modeled using the Washburn equation,29

which describes the dynamics of capillary ow and has been
adopted in characterizing the pore size distribution of stabi-
lized soils (e.g., Cai et al.):30

D ¼ �4T cos q

P
(2)

where T represents the surface tension of mercury (0.485 N
m−1), and q is the mercury contact angle (130°).

Before the MIP test, the experimental samples were cut into
approximately 1 cm cubes and polished on all surfaces to
inhibit surface irregularities. The samples were then subjected
to 2 hours of vacuum drying at 60 °C to expel moisture and
volatiles and then cooled to room temperature in a desiccator.
The MIP experiment was performed with a MicroActive Auto-
Pore V 9600 mercury intrusion porosimeter, capable of
analyzing pore sizes within the range of 3 nm to 800 mm.

Diffusion-controlled processes are crucial in characterizing
the accessibility of reactants to active sites in porous media.
Consequently, the tortuosity factor, dened as the ratio of the
intrinsic to the effective transport properties accounting for the
increased path length that uid must travel through the porous
material, is used to measure the efficiency of gas diffusion
through the soil pore networks.31,32 The tortuosity factor s for
each sample was determined using the following relationship:

s ¼ Db3

Deff

(3)

where Db is the intrinsic diffusion coefficient in bulk uid, Deff

is the effective diffusion coefficient, and 3 is the pore volume
fraction calculated as the ratio of the volume of pores from the
MIP to the total volume of the sample. The intrinsic coefficient
Db for mercury, used in the tortuosity factor equation, is a pre-
dened value embedded within the soware of the MIP
1566 | Environ. Sci.: Adv., 2024, 3, 1564–1577
equipment. This coefficient is not directly measured but rather
is an integral part of the instrument's soware, which also
incorporates other essential parameters for analyzing pore size
distribution and pressure data. The effective diffusion coeffi-
cient Deff was determined using data obtained from the MIP test
by correlating the pore structure characteristics with the diffu-
sion process through the porous medium.

In addition, the mercury saturation was determined in line
with the GB/T 29171-2012 standard. This involves calculating
the change in mercury volume at consecutive pressure steps,
adjusting by a correction factor, and normalizing by the total
pore volume, as shown in eqn (4).

DSHg ¼
ðViþ1 � ViÞ �

�
Vkiþ1

� Vki

�
a

Vp

� 100 (4)

where DSHg is the change in degree of saturation (%); Vi+1 is the
volume at pressure pi+1 (mL); Vi is the volume at pressure pi
(mL); Vki+1 is the cumulative volume at the next pressure step
(mL); Vki is the cumulative volume at the current step (mL); a is
the correction factor; Vp is the pore volume (mL). The correction
factor a was determined based on the calibration of the
instrument, as per the manufacturer's specications, to ensure
accurate adjustment of the measured volume.

The cumulative mercury saturation SHg is then determined
by summing these values across all pressure steps as follows:

SHg = DSHg (5)

The pore size distribution, pore volume, porosity, and
tortuosity factor obtained from the MIP exploration were used
to characterize the pores in the samples.

2.2.3. Microstructural analysis. The specimens obtained
from crushed samples used in strength testing were freeze-
dried using a vacuum drier to halt hydration in preparation
for X-ray diffraction (XRD) and scanning electron microscopy
(SEM). Post-drying, the samples were ground to pass through
a 75 mm sieve before being subjected to XRD analysis. XRD
analysis was carried out using a Brucker D8 X-ray spectrometer
with Cu Ka radiation at 40 kV and 40 mA, scanning from 5° to
80° 2q at a rate of 2° 2q/step. Subsequently, the XRD patterns
were analyzed using MDI Jade 6.0 soware to identify and
quantify the crystalline phases present in the samples. This
soware allowed for accurate matching of diffraction peaks to
standard mineral databases, facilitating the identication of
various minerals. Before SEM examination, the dried samples
were affixed to aluminum ends using double-sided adhesive
carbon disks and coated with gold. The microstructure provides
insights into the morphology of hydration and carbonation
products within the analyzed samples.

2.2.4. Sustainability assessment. A comprehensive
sustainability analysis was conducted to investigate the
economic, environmental, and energy-related impacts of
adopting various additives for marine soil stabilization. This
analysis evaluated the cost-effectiveness, carbon footprint, and
embodied energy of different strategies. Eqn (6)–(8) were used
to quantify these indicators for each soil stabilization method.
© 2024 The Author(s). Published by the Royal Society of Chemistry
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CEE ¼
XN

i¼1

Wi$IEE
i þD$IEEd þ E$IEEe (6)

CCO2 ¼
XN

i¼1

Wi$ICO2
i þ �

Wt$ICO2
dt þHm$ICO2

dm
�þ E$ICO2

e

(7)

CC ¼
XN

i¼1

Wi$IC
i þD$ICd þ E$ICe (8)

where CEE, CCO2, and CC are the cumulative embodied energy,
cumulative CO2 emissions, and cumulative cost of raw mate-
rials per tonne of treated soil. IEEi, ICO2

i, and ICi are the indi-
vidual embodied energy, CO2 emissions, and cost per unit of
raw materials, respectively. IEEd, ICO2

d, and ICd are the
embodied energy, CO2 emissions, and cost per unit of diesel,
respectively; where ICO2

dt and ICO2
dm are CO2 emissions per

unit of diesel for transport and machine operations. Wi repre-
sents weight per unit of raw materials i, N is the number of raw
material types, Wt denotes the factored weight of materials, Hm

is the hours of machine operation, E is the electricity used, and
D is the diesel for transport and machine operations. All the
dened terms, parameters, and units are properly detailed in
the ESI material.†

Data used in the sustainability analysis were obtained from
experimental measurements, literature reviews, and industry
standards, as presented in Table S3.† Furthermore, Table S3†
and the sustainability assessment tool in the ESI material†
contain links to all references used in the analysis. The system
boundary employed for the impact assessment of the different
samples is illustrated in Fig. 1. The gure presents the raw
materials and processes leading to the manufacture of
Fig. 1 System boundary for the environmental assessment of the variou

© 2024 The Author(s). Published by the Royal Society of Chemistry
a functional unit of 1 tonne of treated marine soil, along with its
potential applications. Life cycle assessment (LCA) principles
were employed to ensure a holistic evaluation of sustainability
factors per the International Organization for
Standardization.3,10,33

The MgO used in this study was assumed to be obtained
from the calcination of magnesite (MgCO3 / MgO + CO2). The
requisite inventories, encompassing emissions data primarily
stemming from the production of MgO, were sourced from the
global database Ecoinvent v3.4. Global average emissions data
used for diesel and electricity (employed in various stages,
including raw materials extraction and transportation,
grinding, and machine operation during curing) were
adopted.10

2.2.5. Sensitivity analysis. Sensitivity analyses were con-
ducted to assess the inuence of key parameters on CO2 emis-
sions and cost. The sensitivity analysis assumed variations up to
50% decrease or increase in materials and processes on cost
and CO2 emissions. For each selected sample, the estimated
values of all parameters were kept constant except for the
material of interest being assessed. The quantity of the material
of interest was adjusted by either −50% or +50% and added to
the original value of that material.

This procedure was used to simulate the impact of a decrease
or increase in the material quantity on the cumulative output of
the various indicators considered. For example, when the
quantity of material is multiplied by −50% and added to the
original value, it simulates a 50% decrease. In contrast, when
the quantity is multiplied by +50% and added to the original
value, it simulates a 50% increase. Adding this adjusted value to
the estimated values of other parameters, which are kept
constant, reveals the impact of varying that particular material
on the cumulative indicator. Comprehensive details on the
s samples.

Environ. Sci.: Adv., 2024, 3, 1564–1577 | 1567
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Fig. 3 (a) Cumulative pore volume and (b) pore-size distribution of the
different samples.
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sustainability impact assessments and the associated calcula-
tions can be found in the ESI material.†

3. Results and discussion
3.1. Soil air content

Soil air content (SAC), representing the air volume within the
pore spaces of soil, plays a vital role in regulating gas transport
through soils.23 The SAC results for the different mix designs are
presented in Fig. 2. Among the samples, M10-B5 exhibited the
highest SAC at 19.60%, indicating increased pore spaces and
enhanced soil aeration. Conversely, the untreated soil sample
displayed the lowest SAC at 9.26%, reecting its natural state.
Notably, the biochar-treated samples, M10-B5 and M7.5-B7.5,
demonstrated higher SAC compared to their slag-treated
counterparts, M10-G5 and M7.5-G7.5, suggesting a potential
inuence of biochar on pore connectivity. The observed varia-
tions in SAC highlight the impact of different additives on soil
structure and gas diffusion dynamics. The disparity in SAC
between the M10-B5 and M7.5-B7.5 samples is attributed to the
water retention properties of biochar, as indicated by the
moisture content data presented in Table S2.† Specically, the
higher moisture content in the M7.5-B7.5 sample led to a 3%
decrease in SAC compared to the M10-B5 sample, highlighting
the potential inuence of biochar on soil permeability and
aeration.

These ndings highlight the complexity of soil–air–water
interactions and emphasize the importance of understanding
the effects of additives on soil properties. Therefore, Subse-
quent investigations employing techniques such as MIP, XRD,
and SEM will provide insights into the mechanisms underlying
changes with respect to carbonation to guide future applica-
tions of soil stabilization additives.

3.2. Mercury intrusion porosimetry investigation

Fig. 3 illustrates the cumulative pore volume and pore-size
distribution for the natural soil aer 28 d ambient curing and
Fig. 2 Soil air content of different samples.

1568 | Environ. Sci.: Adv., 2024, 3, 1564–1577
the treated soils aer 6 h of CO2 curing. Fig. 3a shows that the
M15 sample containing 15 wt% MgO experienced a signicant
decrease in pore volume. Substituting MgO with biochar
resulted in increased pore volume compared to using slag.

Pore diameters are typically categorized as macropores (>50
nm) and mesopores (ranging from 2 to 50 nm).34 As shown in
Fig. 3b, pore size distribution curves for all soil samples exhibit
peaks in the macropore and mesopore regions. However, the
treated soils are predominantly characterized by mesopores,
whereas macropores dominate the untreated soil. The differ-
ence between the behavior of the untreated soil curve compared
to the treated soils can be attributed to the sequential precipi-
tation of hydration and carbonation products in the treated
soils due to the presence of MgO-based binders. The precipi-
tated products, formed initially through hydration and subse-
quently through carbonation, ll up void spaces and
signicantly reduce the porosity of the treated soil samples,
thereby highlighting the impact of CO2 curing on the treated
soil samples.
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Mercury saturation degree of the different samples.
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Unlike the bare soil, which exhibits a wide disparity in
macropore volume, all treated soil samples show evidence of
hydration and carbonation product precipitation. This results
in less dominant macropore development and convergence
towards the mesopore region (∼0.01 mm pore diameter) at
0.10 mL g−1 cumulative pore volume, except for samples M15
and M7.5-B7.5 (Fig. 3a). The M15 curve converges at a lower
cumulative pore volume (0.08 mL g−1), likely due to higher MgO
content, leading to increased formation of hydration and
carbonation products during carbonation. Conversely, the
M7.5-B7.5 curve converges at a higher cumulative pore volume
(0.13 mL g−1), attributed to the reduced MgO content and
increased biochar content, which is highly porous nature.20

The threshold pressure, an established concept in MIP
analysis, refers to the pressure at which mercury begins to
intrude into the smallest accessible pores of the material. This
pressure indicates the ow initiation within the pore network.
The threshold pressure is determined from the MIP curve at the
point where a signicant increase in mercury intrusion volume
is observed.35 This corresponds to the diameter of the smallest
dominant pore size, as shown in Fig. S4.† Understanding this
value is crucial for assessing the pore structure and connec-
tivity, which directly inuence the ow initiation and perme-
ability characteristics of the stabilized soils. Analysis reveals
that less pressure is required for ow within the pore networks
of untreated soil (Fig. S4a†) compared to the stabilized soils,
indicating enhanced mechanical performance. The potential
precipitation of hydration and carbonation products in stabi-
lized soils reduced their pore sizes due to the lling and
cementing effect of the formed products, thereby resulting in
reduced porosity and increased pressure for ow. Notably, the
M10-B5 sample exhibits a theoretical pressure similar to that of
the M15 sample. This observation suggests that despite the
lower MgO content in the M10-B5 sample, equivalent pressure
is required for ow initiation in both samples, implying
comparable formation of carbonation products.

The plot illustrating the product of net intrusion volume (Vc
− Vth) and pore diameter cubed (D3) against the pore diameter,
is depicted in Fig. S5.† Vc represents the cumulative intrusion
volume at a specic pressure, while Vth is the cumulative
intrusion volume at the threshold pressure. The maxima of the
curve in Fig. S5† indicate Dmax, the pore diameter (mm) at
maximum hydraulic conductance within the pore network.35 It
is noteworthy that Dmax is inuenced by the threshold pressure.
Analysis reveals a signicant decrease in the Dmax of the M15
soil sample compared to the natural soil, concurrent with an
increase in Pth due to the elevated pressure requirement for ow
through smaller pores. Interestingly, both the M10-B5 and M15
samples exhibit equivalent Dmax, suggesting the possible
precipitation of similar hydration and carbonation products
within the samples. In comparison, the biochar mixtures
required lower pressure compared to those containing slag
(Fig. S4†), with slag mixtures displaying smaller Dmax. This
phenomenon could be attributed to the lling effect of slag,
resulting in reduced pore size and necessitating higher pressure
for ow within the pore network. Overall, the observed inverse
relationship between Dmax and the threshold pressure implies
© 2024 The Author(s). Published by the Royal Society of Chemistry
that samples with smaller Dmax require higher threshold pres-
sures, suggesting the need for higher CO2 pressure for effective
carbonation of slag-containing samples.

The mercury saturation degree of the samples is depicted in
Fig. 4. According to Cai et al., pore diameters of 0.01 mm and 10
mm represent thresholds distinguishing intra-aggregate and
inter-aggregate pores, and inter-aggregate and air pores,
respectively. Additionally, inter-aggregate pores can be catego-
rized into small inter-aggregate pores (0.01–0.1 mm) and large
inter-aggregate pores (0.1–10 mm).30 While this categorization is
a convention used in the literature, it provides a useful frame-
work for analyzing the pore structure in the present study.

Fig. 4 illustrates that saturation progresses normally within
the large pores ($0.1 mm). However, as the pores approached
the small range (<0.1 mm), saturation levels decreased in the
slag mixtures, failing to achieve 100% saturation compared to
other mixtures. This indicates that CO2 diffusion occurs more
rapidly during carbonation in the plain MgO and MgO–biochar
samples than in the MgO–slag samples. Inadequate CO2 diffu-
sion in the samples containing slag may compromise carbon-
ation efficiency, leading to inefficient CO2 mineralization and
utilization of the incorporated binders.

In the pore volume comparison of different samples (Fig. 5),
variations in pore volumes across distinct size ranges were
observed, shedding light on the intricate pore structures inu-
enced by biochar and slag additives in MgO-stabilized soil aer
carbonation. Notably, the carbonation process, driven by the
rapid diffusion of CO2, has implications for pore volumes across
various size ranges. The analysis encompassed pore sizes
ranging from 0.0028 mm to 50 mm. The untreated soil generally
showed high pore volumes across all regions.

Among the examined stabilized soil samples, M10-G5 and
M7.5-G7.5 exhibited reduced pore volumes in the larger size
ranges (0.05–0.1 mm, 0.1–1 mm, and 10–50 mm). This behavior
aligns with the compaction test results indicating low porosity,
void ratio, and SAC. It suggests a potential limitation on CO2

diffusion and storage capacities in these larger size ranges
Environ. Sci.: Adv., 2024, 3, 1564–1577 | 1569
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Fig. 5 Pore volume comparison of different samples.

Environmental Science: Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
Se

pt
em

be
r 

20
24

. D
ow

nl
oa

de
d 

on
 1

/3
0/

20
25

 1
:4

8:
04

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
(macropores), potentially constraining the formation of hydra-
tion and carbonation products in lower pore diameter ranges.
Conversely, M10-B5 and M7.5-B7.5 demonstrated reduced pore
volumes in smaller pore size ranges (0.0028–0.005 mm and
0.005–0.01 mm). This could be attributed to the accelerated
diffusion of CO2 and the precipitation of hydration and
carbonation products in these micropores, potentially
enhancing surface reactivity and modifying adsorption charac-
teristics. M15 displayed a unique pattern with reduced pore
volumes. These observations highlight the intricate interplay
between additives, carbonation kinetics, and resulting pore
structures.

Fig. 6 portrays the porosity plot of various samples before
and aer curing, offering insights into the structural alterations
induced by MgO, biochar, and slag additives. While the natural
soil's porosity slightly increases from 29.93% to 30.57% aer 28
days of ambient curing, potentially due to void spaces from
Fig. 6 Porosities of samples before and after curing.

1570 | Environ. Sci.: Adv., 2024, 3, 1564–1577
moisture loss, indicating minimal structural changes, the
stabilized soils exhibit a notable decrease in porosity post-
carbonation, despite moisture loss. This reduction suggests
signicant modications in pore structure and potential
enhancements in soil compactness, indicative of a densication
effect and potential soil strength improvement. The observed
variations in porosity aer curing align with alterations in pore
volumes observed in Fig. 5.

The summary of pore structure characteristics presented in
Table 1 offers a comprehensive overview of the impact of MgO,
biochar, and slag additives on the microscopic features of the
samples. The M15 sample exhibited an increase in density from
1.79 g cm−3 to 2.02 g cm−3 aer carbonation, indicating
enhanced soil compaction. MgO–biochar samples (M10-B5 and
M7.5-B7.5) showed intermediate porosities (19.53% and
24.15%), suggesting a balance between compaction and aera-
tion. MgO–slag samples (M10-G5 and M7.5-G7.5) demonstrated
porosities of 19.33% and 20.33%, indicating potential densi-
cation effects and improved soil strength.

The alterations in density and pore throat size, particularly
in the stabilized soils, indicate structural modications and
inuence on uid ow dynamics, suggesting potential
enhancements in soil compactness. The total pore volume and
area provide insights into the overall void spaces within the
stabilized soils, showcasing variations in structural character-
istics. The tortuosity factor reects diverse uid ow dynamics,
with MgO, biochar, and slag additives inuencing the ease of
uid movement through the soil matrix. The D50 and P50 values
offer insights into the median pressure and particle size
distribution, indicating potential variations in the pore network
characteristics. The ndings show that P50 increases with
decreasing D50, reecting the mechanical performance of the
soil samples.

The ndings contribute to understanding the mechanisms
governing gas transport and storage in MgO-stabilized soil,
paving the way for informed applications in engineering and
environmental contexts. Further investigations into the specic
contributions of macropores and micropores to soil properties
and functions would be valuable for rening our comprehen-
sion of these complex systems.
3.3. X-ray diffraction

The XRD spectra elucidating the mineralogical composition of
the stabilized soil samples and the implications for pore
structure evolution and carbon storage are presented in
Fig. S6.† The predominant mineral in the natural soil was
quartz, constituting a large portion of the mineral phase, fol-
lowed by gismondine. This is consistent with the study by Li
et al. on marine soil treatment.26 Upon stabilization with MgO
and SCMs such as biochar and slag, signicant changes in
mineralogical composition were observed. Samples containing
MgO and biochar exhibited augmented nesquehonite and
brucite formation, as evidenced by the peak intensities of the
XRD patterns compared to other mineral phases. In contrast,
samples containing MgO and slag precipitated calcium
carbonates in addition to other minerals. This enhanced
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Table 1 Summary pore structure characteristics for different samples

Sample ID
Porosity
(%)

Density
(g cm−3)

Average pore
throat size (nm)

Total pore volume
(mL g−1)

Total pore area
(m2 g−1)

Tortuosity
factor

P50
(MPa)

D50

(nm)

Soil 30.56 1.79 149.51 0.1710 4.576 1.885 2.60 479.32
M15 15.96 2.02 78.05 0.0792 4.058 2.050 5.88 211.97
M10-B5 19.53 1.96 91.83 0.0997 4.343 2.009 5.17 241.04
M7.5-B7.5 24.15 1.85 108.88 0.1307 4.803 1.957 3.70 337.04
M10-G5 19.33 1.94 45.87 0.0996 8.686 2.012 8.58 151.11
M7.5-G7.5 20.33 1.96 37.49 0.1040 11.094 2.000 12.45 100.18

Paper Environmental Science: Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 0

2 
Se

pt
em

be
r 

20
24

. D
ow

nl
oa

de
d 

on
 1

/3
0/

20
25

 1
:4

8:
04

 A
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online
formation of hydrate and carbonate minerals has signicant
implications for carbon storage. Brucite precipitates nesque-
honite upon exposure to atmospheric CO2 through mineral
carbonation processes, thereby contributing to long-term
carbon storage in stabilized soils, as illustrated in eqn (9) and
(10). The observed precipitated hydration and carbonation
products align with previous studies on so soil treatment
using MgO-based binders.4,8

MgO + H2O / Mg(OH)2 (Brucite) (9)

Mg(OH)2 + CO2 + 2H2O / MgCO3$3H2O (Nesquehonite)

(10)

Nesquehonite exhibits greater crystallinity when compared
to other carbonation products. Its expansion in volume during
formation in carbonated soils is bound to rapidly occupy the
existing large pores, thereby leading to a notable reduction in
porosity.30 Major peaks of nesquehonite were identied at two
theta 13.57°, 23.02°, 29.39°, 34.15°, and 47.11°. The variations
in the crystalline nesquehonite peak intensities of the carbon-
ated samples at 13.57°, 23.02°, and 29.39° are illustrated in
Fig. 7a. M15 and M10-B5 exhibit higher nesquehonite intensi-
ties compared to other samples, consistent to the quantitative
XRD (QXRD) analysis presented in Fig. 7b. The QXRD analysis
provided the relative proportion of the nesquehonite mineral
phase in each sample. This was accomplished using the Riet-
veld renement method, which involved tting the
Fig. 7 Nesquehonite formations obtained from XRD analysis: (a) peak in

© 2024 The Author(s). Published by the Royal Society of Chemistry
experimental data to theoretical models by adjusting parame-
ters such as lattice constants, crystallite size, and strain. The
renement process was validated using standard goodness-of-
t parameters, ensuring the accuracy of the results. When
comparing the MgO–biochar and MgO–slag samples, potential
interactions between pozzolans in biochar and MgO resulted in
the precipitation of higher hydration products. This phenom-
enon subsequently led to increased carbonation products
during carbonation. During hydration, MgO dissolves in H2O,
releasing Mg2+, part of which nucleates with OH− to precipitate
brucite, while the remainder reacts with the high silica content
in biochar and soil (Table S1 and Fig. S2†) to precipitate
magnesium silicate hydrate (M-S-H), thereby enhancing
pozzolanic reactions. Upon carbonation, when in contact with
or subject to CO2, the diffused CO2 reacts with brucite
(Mg(OH2)) to precipitate hydrated magnesium carbonates
(HMCs) such as nesquehonite. The incorporation of biochar,
derived from biomass pyrolysis, not only acts as a soil stabilizer
but also serves as a carbon sink due to its high surface area and
porosity, which enhances CO2 adsorption and mineralization.
The overall reaction mechanism of MgO hydration and
carbonation leading to permanent carbon capture is summa-
rized in eqn (9) and (10). Hence, biochar exhibits good
compatibility with MgO, providing nucleation sites for
increased chemical reactions due to its highly functionalized
surface area and porous nature, leading to enhanced precipi-
tation of brucite and nesquehonite.
tensities, (b) Q-XRD results.

Environ. Sci.: Adv., 2024, 3, 1564–1577 | 1571
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The incorporation of SCMs inuenced the mineralogical
composition and pore structure evolution, thus impacting soil
permeability and carbonation kinetics. The low carbonate
formation observed in the MgO–slag samples is a result of the
reduced pore volumes observed in the macropore region
(Fig. 5). Consequently, CO2 diffusion is restricted, limiting the
storage potential of the samples and leading to the formation of
larger pore volumes within smaller pore diameters. These
observations inmineral formations corroborate theMIP results,
indicating a correlation between carbonation-induced mineral
phases and alterations in pore structure.

The observed increase in nesquehonite and brucite forma-
tion in MgO and MgO–biochar samples highlights the potential
for carbon storage in stabilized soils. By promoting carbonation
reactions and facilitating the sequestration of atmospheric CO2,
these mineral phases contribute to the mitigation of green-
house gas emissions and the promotion of sustainable soil
management practices. The XRD analysis results, identifying
the various phases and their respective positions using MDI
Jade 6.0 soware, are available in the XRD analysis result tab of
the ESI material.† The subsequent microstructural analysis will
provide more insights into the microscale effects of MgO, bio-
char, and slag additives on the stabilized soil.
3.4. Scanned electron microscopy

The SEM photomicrographs of the samples are shown in Fig. 8.
Aer 28 days of ambient curing, the untreated soil revealed
a landscape of so, aky-like particles punctuated by large
pores – a testament to its initial state. Upon carbonation,
signicant occurrences of rod-like nesquehonite emerged in the
MgO-treated soils, hinting at the intricate interplay between
MgO reactivity and carbonate mineral formation. The forma-
tion of nesquehonite aligns with previous studies indicating the
precipitation of well-connected carbonates, potentially leading
to a denser network and reduced porosity within MgO
systems.4,8 Intriguingly, the quality of the nesquehonite network
observed in the M10-B5 sample correlated with a notable
reduction in porosity, stressing the inuence of biochar addi-
tives in facilitating carbonation reactions and pore structure
modications. Conversely, the M10-G5 sample showcased
a denser packing attributed to the occulation effect of slag,
alongside the presence of needle-shaped aragonite, indicative
of the signicant CaO content inherent in slag. Notably, the
MgO–biochar samples demonstrated superior nesquehonite
precipitation compared to their MgO–slag counterparts, which
can be potentially attributed to the diffusion channels and
nucleation sites occasioned by biochar incorporation.21 These
channels, as shown in Fig. S7,† may have facilitated the diffu-
sion of CO2 gas, enhancing the reactivity of MgO and promoting
the formation of hydrated magnesium carbonates.

Overall, these microstructural observations offer valuable
insights into the dynamic processes governing carbonation-
induced mineralogical transformations in MgO-stabilized soils,
highlighting the potential role of additives in modulating pore
structures and inuencing carbon storage mechanisms.
1572 | Environ. Sci.: Adv., 2024, 3, 1564–1577
Given the implications of these microstructural and pore
structural changes, evaluating the broader sustainability
impacts of the stabilization methods is essential. Therefore,
building on the experimental ndings, we analyze the
embodied energy, CO2 emissions, and cost of each technique to
understand their environmental and economic viability. This
comprehensive evaluation considers the materials' lifecycle,
from production to application, and their potential for reducing
the carbon footprint of soil stabilization processes. The
following section presents the sustainability assessment nd-
ings, highlighting the trade-offs and benets of using MgO,
biochar, and slag-based additives in treated marine soil.
3.5. Sustainability assessment

Fig. 9 shows the embodied energy, CO2 emissions, and nancial
cost of 1 tonne of treated marine soil using MgO, biochar, and
slag-based additives, estimated using eqn (6)–(8). Detailed
calculations are presented in the sustainability analysis tab of
the ESI material.†Fig. 9 presents a bar chart of the individual
contributors (i.e., soil, MgO, water, biochar, slag, electricity, and
diesel) for each soil sample, summing up to their respective
cumulative totals for each sustainability indicator. The
embodied energy analysis reveals signicant variations in
energy consumption across different stabilization techniques
(Fig. 9a). MgO proves to be the primary contributor to embodied
energy, owing to its energy-intensive production processes.
Conversely, biochar and slag incorporation exhibit lower
embodied energy values, reecting their potential as more
sustainable alternatives.

The diesel consumption remains consistent across all
samples, indicating a uniform energy requirement for trans-
portation and equipment operation regardless of the specic
stabilization mixture used. Similarly, the embodied energy
values for soil production are relatively consistent across the
samples, suggesting similar energy requirements for extracting,
processing, and transporting soil materials. The energy
consumed for water and electricity usage is relatively low
compared to other components, contributing minimally to the
overall embodied energy of the stabilization process. The nd-
ings highlight the importance of considering energy efficiency
in material selection for soil stabilization applications.

The CO2 emissions assessment (Fig. 9b) reveals insights into
carbon sequestration potential and environmental impact.
Negative values signify CO2 uptake, indicating carbon capture,
while positive values denote emissions. Results show substan-
tial CO2 uptake during the carbonation, yet MgO-treated
samples (M15) exhibit the highest emissions (153.77 kg per
metric ton), emphasizing the need for optimization to reduce
environmental impact. Interestingly, incorporating biochar and
slag leads to contrasting CO2 emissions trends, with biochar
demonstrating a notable reduction in emissions and increased
carbon uptake due to its carbon sequestration potential and the
negative net CO2 emissions during production, aligning with
prior ndings.19 Fig. 9c highlights MgO and diesel consumption
as signicant cost drivers, contributing to higher production
costs for the treated soil samples. In contrast, biochar and slag
© 2024 The Author(s). Published by the Royal Society of Chemistry
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Fig. 8 Morphology of samples (a) soil – 28 d, (b) M15 – 6 h, (c) M10-B5 – 6 h, (d) M10-G5 – 6 h.
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incorporation offer cost-saving opportunities, although to
a certain degree, depending on the formulation and application
requirements. Thus, highlighting the importance of consid-
ering costs in decision-making for soil stabilization.
© 2024 The Author(s). Published by the Royal Society of Chemistry
To further understand the inuence of key factors on cost
and CO2 emissions, sensitivity analyses were conducted using
the M10-B5 and M10-G5 as a reference samples. The input
parameters were independently varied by ±50% to assess their
Environ. Sci.: Adv., 2024, 3, 1564–1577 | 1573
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Fig. 9 (a) Energy consumption, (b) CO2 emissions, and (c) cost analysis
of the 6 h carbonated samples.
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impact on cost and CO2 emissions. MgO and diesel consump-
tion are identied as the most sensitive factors affecting both
cost (Fig. S8†) and CO2 emissions (Fig. S9†), highlighting the
need for optimization strategies to minimize environmental
impact while maximizing cost-effectiveness. Additionally, bio-
char exhibits greater sensitivity to CO2 emissions reduction
than slag, emphasizing its potential role in mitigating green-
house gas emissions.
1574 | Environ. Sci.: Adv., 2024, 3, 1564–1577
Integrating these ndings from the embodied energy, CO2

emissions, and economic analyses provides a holistic under-
standing of the sustainability implications of different soil
stabilization techniques. By considering environmental and
economic factors, stakeholders can make informed decisions to
promote sustainable infrastructure development and mitigate
environmental impact. Overall, the sustainability assessment
highlights the importance of adopting a multifaceted approach
to soil stabilization, balancing environmental stewardship with
economic viability to achieve long-term sustainability goals.

4. Discussion

The present study aimed to comprehensively investigate the
efficacy of various soil stabilization additives, including MgO,
biochar, and slag, in improving so soil properties and their
implications for carbon sequestration and sustainability. The
effects of these additives on soil pore structure, carbonation-
induced mineralogical changes, and environmental and
economic sustainability were examined through a series of
laboratory experiments and analyses.

The results revealed intriguing insights into the complex
interplay between soil additives and their impacts on soil
properties. Firstly, the SAC and pore structure analysis
demonstrated that the incorporation of MgO, biochar, and slag
additives signicantly inuenced soil porosity across different
pore size ranges. Specically, MgO–biochar-treated samples
exhibited elevated pore volumes in inter-aggregate pores (0.01–
0.05 mm), potentially enhancing surface reactivity and carbon
sequestration efficiency. Conversely, MgO–slag-treated samples
demonstrated reduced pore volumes in larger pores, high-
lighting the limitations on CO2 diffusion and potential
constraints on carbonation product formation, potentially
leading to larger pore volumes within the mesopore region
(0.0028–0.01 mm).

The XRD and SEM analyses provided further evidence of the
inuence of soil additives on mineralogical composition, with
notable formations of nesquehonite and brucite in MgO-only
and MgO–biochar-treated samples. In contrast, samples
treated with MgO–slag exhibited low carbonation products,
which is evident from the MIP exploration, suggesting that the
impediment of the MgO–slag mixture to CO2 diffusion resulted
in supercial carbonation product formation. Despite these
challenges, slag incorporation offers economic benets and
may nd applications in specic soil stabilization scenarios.
These mineralogical changes suggest the potential for
enhanced carbon storage capacity in soils treated with less MgO
content augmented with waste-derived biochar additives,
contributing to natural resource conservation, waste manage-
ment, and climate change mitigation efforts.

Moreover, the sustainability analysis reveals varying levels of
embodied energy, CO2 emissions, and costs associated with
different soil stabilization techniques. MgO treatment contrib-
uted signicantly to energy use, emissions, and production
costs, while biochar and slag incorporation led to notable
savings in these aspects. Sensitivity analyses further elucidate
the inuence of key factors, such as MgO and diesel
© 2024 The Author(s). Published by the Royal Society of Chemistry
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consumption, on cost and emissions, emphasizing the impor-
tance of optimizing input parameters for sustainable soil
stabilization practices. Fig. S2† illustrates that the MgO binder
used in this study contains a high periclase content. Therefore,
utilizing waste adsorbents high in periclase, such as waste MgO
refractories36 or by-products from mining activities of MgCO3

(ref. 37) can reduce cost and conserve resources. Furthermore,
transitioning from the use of fossil fuels to renewable energy
sources can signicantly reduce energy demand and production
costs.

Having explained the detailed carbon capture mechanism in
Section 3.3, it is worth quantifying the carbon sequestration
potential on a macro level to assess the potential carbon capture
per year if this technology is deployed for the stabilization of
dredged marine sediments, which would otherwise be disposed
of as waste. Loudini et al. reported that the dredging operations
for port maintenance generate about 600 million m3 of marine
sediments annually (i.e., 1.08 billion tonnes at a density of
1.8).38 From our experiment, the CO2 sequestration by the MgO–
biochar sample averages about 45 kg per tonne.

Following the eld investigation and large-scale model tests by
Liu et al. and Cai et al. using MgO and CO2 for stabilizing so-soil
highway subgrades,4,39 stabilizing about 20% of the 1.08 billion
tonnes (i.e., 216 million tonnes) using our proposed technique for
land reclamation could potentially capture approximately 9.72
million tonnes of CO2 annually. The scalability of this technology
using the combination of MgO and biochar is supported by the
relatively lower energy requirements and emissions associated
with the binder compared to other binders.

The discussion of these ndings highlights the importance of
considering not only the technical efficacy but also the environ-
mental and economic sustainability when evaluating soil stabili-
zation techniques. This investigation contributes valuable
insights by providing a comprehensive assessment of the impacts
of MgO, biochar, and slag additives on soil properties and their
implications for carbon sequestration and sustainability. These
ndings have signicant implications for the development of
sustainable soil management strategies and highlight the poten-
tial of biochar and slag as alternative additives for enhancing soil
properties and mitigating climate change.

In summary, the present study advances the understanding of
soil stabilization techniques and provides practical recommen-
dations for achieving sustainable soil management practices.
Future research efforts should focus on further elucidating the
mechanisms underlying the observed effects of these soil additives
on other soil types and exploring innovative approaches for
enhancing soil carbon sequestration and sustainability.
5. Conclusions

The present study provides comprehensive investigations into
the efficacy and sustainable stabilization of so marine soils,
focusing on the incorporation of MgO, biochar, and slag addi-
tives. Through a combination of laboratory experiments and
rigorous analyses, the complex interplay between these addi-
tives and their impacts on soil hydraulic properties, carbon
© 2024 The Author(s). Published by the Royal Society of Chemistry
sequestration potential, energy consumption, and economic
feasibility are elucidated.

The study highlights the pivotal role of MIP analysis in
revealing the underlying mechanisms driving CO2 gas diffusion
in stabilized so marine soil subjected to accelerated carbon-
ation. Signicant alterations in pore structure across various
treatment combinations were discerned throughMIP, shedding
light on the interplay between pore size distribution, carbon
sequestration potential, and hydraulic properties of stabilized
soils. MgO-based treatments demonstrate potential in
enhancing soil stability and carbon sequestration, albeit with
higher energy consumption and production costs. Specically,
MgO–biochar-treated samples exhibited enhanced pore
volumes in inter-aggregate pores (0.01–0.05 mm), augmenting
pore connectivity, surface reactivity, and carbon sequestration
efficiency. Conversely, MgO–slag-treated samples demonstrated
reduced pore volumes in larger pores, constraining CO2 diffu-
sion and carbonation product formation, resulting in larger
pore volumes within the mesopore region (0.0028–0.01 mm).
The ndings highlight the promising carbon capture potential
of MgO–biochar treatments, with signicant hydration and
carbonation products, such as brucite and nesquehonite, found
in these formulations compared to the MgO–slag samples.
Meanwhile, biochar could have facilitated the precipitation of
hydration and carbonation phases by stimulating pozzolanic
reactions, providing nucleation sites for chemical reactions,
and enhancing gas diffusion through its porous matrix.

Furthermore, the sustainability assessment elucidates the
trade-offs between environmental impact and economic feasi-
bility, with MgO–biochar and MgO–slag combinations pre-
senting cost-effective and more environmentally friendly
alternatives to pure MgO treatments, highlighting the impor-
tance of holistic assessments, integrating environmental,
economic, and engineering considerations.

Continued research efforts are advocated to optimize soil
stabilization techniques, leveraging innovative approaches and
emerging materials to enhance carbon sequestration efficiency
while minimizing environmental footprint. In addition, due to
the limitation of MIP in accurately estimating permeability,
future studies could explore direct permeability measurements
and integrate multiple characterization techniques for a more
comprehensive assessment of material properties. The ndings
of this study offer insights for researchers, practitioners, and
policymakers alike, advancing our understanding of sustain-
able soil management practices in line with global sustain-
ability objectives.
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