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Evaluation of the electrochemical energy storage
performance of symmetric supercapacitor devices
based on eco-friendly synthesized nitrogen-doped
graphene-like derivative electrodes from the
perspective of their nanostructural
characteristics†

Marwa A. A. Mohamed, *a Marwa Adel ab and Jehan El Nady c

The potential use of several ecofriendly nitrogen-doped 2D graphene-like derivatives (N-2D GDs) with

various graphitic structural features as electrode materials for symmetric 2-electrode supercapacitor devices

was explored. The N-2D GDs were synthesized via a novel, facile, ecofriendly, economic and scalable

technique. The synthesis technique is simply a single-step hydrothermal treatment of glucose using traces

of cetyltrimethylammonium bromide (CTAB) and ammonia as structure-directing agents. Graphitic structural

characteristics were controlled by manipulating hydrothermal process temperature and CTAB dose.

Electrochemical energy storage performance was found to be strongly dependent on the oxidation level,

doped-N content and configuration, density of graphitic surface-capping by CTAB, morphological

architecture and graphitic structural order of N-2D GD-based electrodes. Interestingly, such graphitic

structural parameters influenced overall charge-storage capacitance through EDLC and pseudocapacitance

mechanisms in a competitive manner. An N-2D GD sample synthesized at a hydrothermal temperature of

270 1C and CTAB/glucose molar ratio of 1/6 (NG-HCD270) exhibited the best energy storage capacitive

performance in a symmetric 2-electrode supercapacitor system owing to the almost pure well-ordered N-

doped graphene. It showed excellent electrochemical energy storage performance as compared to other

2D graphene derivatives reported in the literature synthesized via toxic conventional methods, with a specific

capacitance of 553 F g�1, energy density of 84.5 W h kg�1, power density of 550.2 W kg�1 and 88.5%

capacitance retention after 5000 cycles. Thus, the NG-HCD270 graphitic sample can be considered a

promising ecofriendly and cost-effective electrode material for high-performance supercapacitors, which

can benefit the substantial development of electrical energy storage industry and, hence, electrical power

production from renewable energy sources at competitive costs.

1. Introduction

The looming global energy crisis and urgent worldwide
demand for a clean and healthy environment call for clean,
lasting and cost-effective energy sources as replacements for
fossil fuels. In this regard, renewable and sustainable energy
sources based on solar, wind, hydropower, bio-based fuel,
geothermal power and hydrogen have attracted worldwide
attention. Continuous innovation in technologies related
to electrical power supply from renewable energy sources,
specifically generation, storage, and delivery, is essential to
meet worldwide challenges for greater reliance on renewable
energy sources for fulfilling the global electricity demand.1,2

Supercapacitors, with higher electrical energy density than
traditional capacitors and higher electrical power density,
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longer cycling life and lower maintenance cost than batteries, are
at the forefront of present-day electrochemical energy storage
systems. They have been successfully applied in electric vehicles,
portable electronic devices and several emergency power supply
devices.3–5 However, substantial enhancement of supercapaci-
tors’ energy density is required to meet higher power require-
ments of large industrial equipment and main electric grids and
thereby to broaden their application areas.5,6 In this regard, the
electrode material of supercapacitors is critical. Based on the
energy storage mechanism, supercapacitors can store energy
through either an electrochemical double-layer capacitance
(EDLC) mechanism or pseudocapacitance mechanism, in addi-
tion to their hybrid combinations. In EDLC, energy storage is
achieved through the accumulation of charges at electrode–
electrolyte interfaces, where electrodes are usually made of
carbon-based materials. Alternatively, charge storage is realized
via the pseudocapacitance mechanism through redox faradaic
reactions, where transition metal oxides and conductive poly-
mers are the most widely used electrode materials.5

Graphene is a one-atom thick sheet of uniformly organized
sp2 bonded carbon atoms in a hexagonal crystalline lattice. The
unique two-dimensional (2D) planar nanostructure of graphene
affords it many superb physicochemical properties. So, 2D
graphene derivatives have been widely considered as leading
candidate materials for substantial advancements in various
technological industries, such as energy, electronics, sensors,
catalysis, environmental remediation, biomedical, and struc-
tural sectors. In particular, with an extensively large specific
surface area (B2630 m2 g�1), exceptional electrical conductivity
(B1.5 � 106 S m�1), extraordinary mechanical durability
(Young’s modulus B1 TPa and ultimate strength B130 GPa)
and high chemical stability, graphene is one of the most
promising EDLC electrode materials for supercapacitors.4,7

The chemical doping of graphene by heteroatoms, such as
nitrogen, boron, phosphorus, hydrogen etc., leads to the dis-
ruption of the sp2 hybridization of carbon atoms in the hex-
agonal lattice, which results in significant changes in
graphene’s physical and chemical properties. Nitrogen (N)
has been the most widely applied heteroatom in the chemical
doping of graphene. There are predominantly four different
bonding configurations for the embedded N atoms in the
carbon lattice: graphitic (quaternary) N, pyridinic N, pyrrolic
N, and oxidized N (NOx).4,8,9 Many research groups have
reported a positive effect of N-doping on the capacitance
enhancement of graphene-based electrodes and consequently
an increase in the energy density in the whole supercapacitor
system.4 It is believed that the N-doping of graphene enhances
the supercapacitor’s electrode capacitance behavior mainly
because it causes considerable changes in graphene’s electro-
nic structure, which leads to several effects: (a) it increases the
charge carrier density, which results in fast electron transfer
and, consequently, increased intrinsic electrical conductivity,
which enhances the capacitance by the EDLC mechanism,4,10

(b) it increases the concentration of hydrophilic polar sites on
the electrode surface in aqueous electrolytes, leading to
improved electrode wettability and a higher EDLC capacitance

in aqueous electrolytes,4,11 (c) it induces a pseudocapacitive
contribution in aqueous electrolytes. Here, doped-N function-
alities are usually either located on the edge or on a defect site
of the graphene basal plane, initiating redox faradaic conver-
sions with ions in acidic and alkaline electrolytes, which
suggests that the pseudocapacitance mechanism is a potential
strategy for improving the capacitance of N-doped graphene-
based electrodes in aqueous electrolytes, compared to pristine
graphene-based electrodes.4,12,13

The industrial-scale mass production of N-doped 2D gra-
phene derivatives (N-2D GDs) was focused on in this study, to
enable their commercial exploitation in technological applica-
tions. In this regard, the most commonly used techniques for
the large-scale production of 2D GDs are the oxidative-
reduction, liquid-phase exfoliation, chemical-vapor deposition
(CVD), and total organic synthesis approaches. However, the
conventional strategies employed through such techniques for
the synthesis of GD nanosheets typically involve the utilization
of hazardous and toxic chemicals, which can cause serious
human health problems and environmentally harmful effects.
Alternatively, in recent years, green synthetic protocols using
ecofriendly reagents for the large-scale production of 2D GDs
have been strongly encouraged all over the world, in order to
alleviate the problems of industrial pollution.14–16

Recently, we synthesized N-2D GDs via a novel, facile,
ecofriendly, cost-effective, and scalable technique involving a
one-pot single-step process; namely a simple hydrothermal
treatment of glucose under mild conditions, utilizing small
concentrations of cetyltrimethylammonium bromide (CTAB)
and ammonia solution (NH4OH) as structure-directing agents.
The hydrothermal temperature and CTAB dose were manipu-
lated and N-2D GDs with various structural features were
obtained. The products ranged from N-doped oxidized graphi-
tic carbon with a mixed micro-sized sphere/sheet morphology
to highly reduced N-doped graphene-like nanosheets.8 The
present research explored the potential use of such ecofriendly
developed N-2D GDs as supercapacitor electrodes. The research
aimed to understanding how the characteristic graphitic nano-
structured features could impact and control the electro-
chemical capacitive performances of symmetric 2-electrode
supercapacitor devices based on the investigated N-2D GDs
electrodes. The best electrochemical capacitive performance in
the present study was compared to those reported in the
literature for graphene-like nanosheets produced by conven-
tional technologies (such as graphite oxidation–reduction, gra-
phite liquid-phase exfoliation) for evaluation purposes. Thus,
the present study can make a significant contribution to the
ecofriendly and economical manufacture of high-grade N-2D
GDs-based electrodes for supercapacitor applications.

2. Experimental
2.1. Materials

The key chemicals used for synthesis of the N-2D GDs com-
prised anhydrous crystalline D-glucose (99.5%) as the carbon
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precursor, and cetyltrimethylammonium bromide (CTAB,
99.5%) and ammonium hydroxide (NH4OH, 33% NH3) as
graphitic structure-directing agents. They were purchased from
Cargill, Egypt, WINLAB, UK, and Sigma-Aldrich, Europe,
respectively. Doubly distilled water was the aqueous medium
employed throughout the synthesis processes. For the electro-
des fabrication, polyvinylidinefloride (PVDF, 98%), carbon
black (99+%), and 1-methyl 2-pyrrolidinone (99+%) were uti-
lized, as procured from Alfa Aesar. Nickel sheet (1 cm2, 99.99%)
was obtained from Sigma-Aldrich. All the purchased chemical
reagents were analytical grade and were utilized as received
without further purification.

2.2. Synthesis of N-doped 2D graphene derivatives

Synthesis of the N-2D GDs proceeded via a controlled hydro-
thermal treatment of glucose, utilizing small concentrations of
CTAB and ammonia as structure-directing agents. Typically,
0.5 M of aqueous glucose solution was prepared and then CTAB
powder was dissolved into it in various small CTAB/glucose
molar ratios. Lastly, traces of ammonium hydroxide solution
was added to the mixture with a volumetric ratio of 1/10 to
make the pH of the solution pH B11. The whole mixture was
then sealed in a Teflon-lined stainless-steel autoclave system at
a vapor/liquid volumetric ratio of 3/2 and thermally treated in
an oven (Nabertherm, TR60, UK) for 4 h at different tempera-
tures of 250 1C and 270 1C. Various CTAB/glucose molar ratios
of 0, 1/9, and 1/6 were investigated, by precisely dissolving 0,
1.7, and 3.4 g of CTAB, respectively, in 100 ml of 0.5 M aqueous
glucose solution, at the hydrothermal process temperature of
250 1C. While at the hydrothermal process temperature of
270 1C, a fixed CTAB/glucose molar ratio of 1/6 was employed.
After the hydrothermal treatment, the autoclave system was
slowly cooled to ambient temperature and then opened to
obtain the formed product. A dark brownish black slurry was
formed in the Teflon tube when the hydrothermal treatment
was conducted at 250 1C; whereas at 270 1C, the product
distinctively resembled fluffy expanded black solid platelets.
Finally, the obtained carbon products were filtered, washed
several times with distilled water, and then dried in a vacuum
oven at 70 1C for two days. The codes for the produced carbon
samples are listed in Table 1.

NG refers to the N-doped 2D graphene derivative. NCD, LCD,
and HCD refer to the employed no (0), low (1/9), and high (1/6)
doses of CTAB during synthesis, respectively. Lastly, the number
refers to the employed hydrothermal synthesis temperature.

2.3. Structural characterizations

Fourier transform infrared (FTIR) spectroscopy was utilized to
qualitatively investigate the oxidation state of the carbonaceous
samples, using a Shimadzu FTIR-8400S spectrometer (Shi-
madzu Corporation, Kyoto, Japan). The FTIR spectrum of CTAB
was also recorded, using the same equipment and analysis
conditions, to gather information about the functionalization
of the carbonaceous samples with CTAB. X-Ray photoelectron
spectroscopy (XPS) were employed to determine the C, O, and N
concentrations within the carbonaceous samples, which

enabled the quantitative estimation of the oxidation state and
N-doping level. Further, XPS could indicate the various config-
urations of the doped N atoms within the graphitic lattice. The
XPS analysis was implemented using a Kratos Axis Ultra DLD X-
ray photoelectron spectrometer (Kratos Analytical Ltd, Manche-
ster, UK). Raman spectroscopy measurements for characteriza-
tion of the crystal structural order within the sp2 C-network of
the carbonaceous samples were performed using a Bruker
SENTERRA Raman microscope (Bruker Corporation, Ettlingen,
Germany), with 532 nm laser excitation. This could provide
information on the in-plane crystal size, types, extent of crystal
defects, and degree of stacking of the carbon layers. Finally, the
surface morphology of the carbonaceous samples was moni-
tored by scanning electron microscopy (SEM, JEOL, Model JSM
6360 LA, Japan) and high-resolution transmission electron
microscopy (HR-TEM, JEOL JEM-2100).

The sample preparations for the various analyses and testing
conditions were typical to those reported in our previous
study.17

2.4. Electrode preparation and electrochemical
measurements

The working electrode was prepared as follows. The as-
prepared N-2D GD powder (90 wt%), carbon black (5 wt%) as
an additive material, polyvinylidinefloride (PVDF) (5 wt%) as a
binder, and 1-methyl 2-pyrrolidinone as a solvent were mixed,
forming a slurry. The slurry was then coated onto nickel (Ni)
sheet (1 cm2) and dried at 60 1C overnight. The mass of active
material (N-2D GD powder) in the active surface was around
1 mg cm�2. The Ni sheet was pre-cleaned before being coated, by
dipping in HCL solution for 30 min to remove the nickel oxide
(NiO) layer from the surface and then washing with deionized
water and ethanol to remove any impurities from the surface.
Finally, it was dried in a vacuum oven at 50 1C for 30 min.

The electrochemical measurements of the N-2D GDs-based
electrodes were performed in a symmetric two-configuration
electrode cell with equal electrode masses, using nickel sheet as a
current collector and Whatman fiber glass filter paper (GF/D) as a
separator. The used electrolyte was 2 M Na2SO4. The measurements
were performed at room temperature using a computer-controlled
potentiostat (Metrohm Autolab, Model: 87070), involving cyclic
voltammetry (CV), galvanostatic charge/discharge (GCD), and elec-
trochemical impedance spectroscopy (EIS). The CV studies were
performed between 0 to 1 V at a sweep rate of 100 mV s�1. The
charge–discharge measurements were performed at a current
density of 1 A g�1. The specific capacitance (C), energy density

Table 1 Codes of carbon samples

Sample code

Hydrothermal synthesis conditions

CTAB dose (CTAB/glucose
molar ratio)

Hydrothermal
temperature (1C)

NG-NCD250 0 250
NG-LCD250 1/9
NG-HCD250 1/6
NG-HCD270 1/6 270
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(E), and power density (P) of the electrode were calculated from the
corresponding GCD curve, using eqn (1)–(3) respectively:

C ¼ I � Dt
m� DV

(1)

E ¼ C � DV2

2� 3:6
(2)

P ¼ E � 3600

Dt
(3)

where I, Dt, DV, and m are the discharge current (A), discharge time
(s), potential window (V), and the mass of the active material on a
single electrode (g), respectively.

The EIS measurements were carried out in the frequency
range of 1 mHz to 100 kHz at an open-circuit potential with a
small AC perturbation of amplitude of 5.0 mV. The phase angle
and the equivalent series resistance (ESR) were estimated from
the produced Nyquist plots.6,18

Further electrochemical measurements were conducted on
the graphitic sample-based electrode that exhibited the best
electrochemical capacitive performance, including rate capabil-
ity, cyclic stability, and EIS spectrum fitting with the equivalent
circuit model.

3. Results and discussion
3.1. Structural characteristics

The graphitic nature of all the prepared carbonaceous samples
was evidenced by the FTIR, XPS, and Raman analyses, as
explained in the following discussion. On the other hand, the
oxidation state of the graphitic structure was qualitatively
investigated by FTIR and quantitatively estimated by XPS
analysis.

The FTIR spectra of the carbonaceous samples prepared at a
hydrothermal temperature of 250 1C and varied CTAB doses
(0, 1/9, 1/6 CTAB/Glucose molar ratio) and those of carbonac-
eous samples prepared at the highest CTAB dose (1/6 CTAB/
Glucose molar ratio) and varied hydrothermal temperatures

(250 1C, 270 1C) are presented in Fig. 1a and b, respectively. The
appearance of the IR absorption peak (1600–1670 cm�1) in all
the spectra, corresponding to the in-plane cyclic CQC
vibration,19,20 evidenced the graphitic nature of all the carbo-
naceous samples.

The presence of oxygen functional groups in the graphitic
structure was evident for all the prepared samples at 250 1C
(Fig. 1a), as their FTIR spectra showed obvious peaks at B3430,
B1160, and B1040 cm�1, which could be ascribed to O–H
stretching, epoxy C–O–C, and alkoxy C–O vibrations, respec-
tively. In addition, a band attributed to O–H bending was
apparent at B1430 cm�1 for the graphitic sample produced
at a zero dose of CTAB (NG-NCD250).19,21 It could be clearly
noticed that as the CTAB dose increased, the O–H stretching
band at 3430 cm�1 was significantly reduced. The epoxy and
alkoxy bands showed fair reductions in their intensities. Addi-
tionally, the CQC band was shifted downward from 1622.2 to
1620.2 and 1608 cm�1, respectively. Thus, a reasonable deox-
ygenation of the graphitic structure could be achieved by
increasing the CTAB dose, with a major degree in the NG-
HCD250 sample. Fig. 1b shows that the increase in hydrother-
mal temperature to 270 1C at the highest CTAB dose dimin-
ished the oxygenation level of the graphitic structure by a
considerable extent. Thus, the band ascribed to O–H stretching
at 3430 cm�1 was clearly much weaker in NG-HCD270, com-
pared to in NG-HCD250. Moreover, the epoxy and alkoxy bands
almost disappeared in NG-HCD270, indicating the extremely
tiny oxidation state of the NG-HCD270 sample.

On the other hand, FTIR analysis of the graphitic samples
prepared in the presence of CTAB revealed their functionaliza-
tion by CTAB molecules. The FTIR spectrum of CTAB, displayed
in Fig. 2, exhibited major bands at 3430, 2920/2850, 1470/1395,
910/968, and 727 cm�1, designated to N–H stretching, sym-
metric and asymmetric CH2 stretching of the backbone chain,
asymmetric and symmetric C–H scissoring of the N–CH3

moiety, C–N stretching, and CH2 rocking vibration of the
backbone chain, respectively.22,23

In the FTIR spectra of the graphitic samples prepared at
hydrothermal temperature of 250 1C and different CTAB doses

Fig. 1 FTIR spectra of the synthesized graphitic samples at (a) varying CTAB doses and a fixed hydrothermal temperature of 250 1C, (b) varying
hydrothermal temperatures and the fixed highest CTAB dose.
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(Fig. 1a), it could be clearly noticed that the bands around 2920
and 2850 cm�1 were enhanced with increasing the dose of
CTAB. Furthermore, the band at 1430 cm�1, assigned to OH
bending vibration in the NG-NCD sample, was shifted upward
to B1450 cm�1 and was intensified with the increase in CTAB
dose, which implied an overlap with the N-CH3 band of CTAB at
1470 cm�1. In addition, a shoulder appeared at B1380 cm�1,
which could be correlated to the N–CH3 band of CTAB at
1395 cm�1. These three observations evidenced that the NG-
LCD and NG-HCD samples were functionalized by CTAB and
the density of capping CTAB molecules on the graphitic struc-
ture surface was significantly higher in the NG-HCD sample
than in the NG-LCD sample. Conversely, Fig. 1b shows that the
characteristic FTIR bands correlated to CTAB were much
diminished with increasing the hydrothermal temperature
from 250 1C to 270 1C at the highest CTAB dose, indicating
the lowest density of capping CTAB molecules on the graphitic
structure surface in the NG-HCD270 sample.

The XPS analysis agreed well with the FTIR analysis and
quantitatively confirmed the modest deoxygenation of the
graphitic samples with the increased CTAB dose at the hydro-
thermal temperature of 250 1C, which became much more
significant with increasing the hydrothermal temperature to
270 1C at the highest CTAB dose. The high-resolution XPS
spectra revealed the constitution of the graphitic samples with
C, O, and N elements. The elemental composition data as
atomic percentages (at%) for the graphitic samples are listed
in Table S1 in the ESI.† The C/O atomic ratio for the graphitic
samples increased from B11.9 to B14 to B15 as the CTAB
dose increased from 0 to 1/9 to 1/6, respectively, at the hydro-
thermal temperature of 250 1C. Further, the C/O atomic ratio
increased to B16 when the hydrothermal temperature was
raised to 270 1C at the highest CTAB dose. On the other hand,
the deconvolution of the C1s spectra for the graphitic samples
showed that carbon atoms were present in different functional
groups, as can be seen in Fig. 3. For the NG-NCD250 sample,
bands for the non-oxygenated ring C (the sp2carbon (CQC)) at
B284.7 eV, the C–OH and C–N at B286.5 eV, the C–O–C, CQO,
and CQN at B287.8 eV, and the O–CQO at B288.9 eV were
apparent.24,25 For the graphitic samples prepared in the
presence of CTAB, the carboxylic band at B288.9 eV completely

disappeared and the other oxygenated carbon bands became
weaker with increasing the CTAB dose and were also much
more diminished at the higher hydrothermal temperature.
Thus, the percentage of the graphitic sp2 carbon peak was
boosted from 70% to 78.5% as the CTAB dose increased from 0
to the highest value. Then, it further increased to 87% upon
increasing the hydrothermal temperature to 270 1C at the
highest CTAB dose.

In our recent previous study,8 it was disclosed that the origin
of the synergistic deoxygenation phenomenon of the graphitic
structure with the increased CTAB dose and, further, with the
higher hydrothermal temperature was related to the chemical
decomposition behavior of CTAB under hydrothermal synth-
esis conditions. In such study, TGA analysis revealed the
propagated chemical decomposition of CTAB at higher tem-
perature in the temperature range of 210–310 1C. It was noticed
that the thermal decomposition of CTAB was fair at 250 1C and
significant at 270 1C by the weight losses of 15% and 49%,
respectively (Fig. 4). Thus, the concentrations of evolved
hydrogen-containing gases through the hydrothermal synthesis
system, which are responsible for deoxygenation of the graphi-
tic structure, followed the same trend. This explains why the
role of the increased CTAB dose in deoxygenating the graphitic
structure was only fair at 250 1C. It also clarifies why the CTAB
influence in deoxygenating the graphitic structure was most
efficient at 270 1C, as revealed by the FTIR and XPS analyses.
The modest effect of the CTAB dose compared to the significant
effect of hydrothermal temperature was expected, because
increasing the CTAB dose from 1/9 to 1/6 intensified the
evolved hydrogen-containing gases by 50%, whereas the
increased hydrothermal temperature intensified the evolved
hydrogen-containing gases by 227%.

It is worth mentioning that the little functionalization
degree of the graphitic structure surface by CTAB in the NG-
HCD270 sample could also be attributed to the significant

Fig. 2 FTIR spectrum of CTAB.

Fig. 3 XPS C1s spectra of graphitic samples.
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chemical decomposition of CTAB at 270 1C, which reduced the
concentration of undecomposed CTAB molecules in the reac-
tion medium.

Regarding the doping of graphitic samples with nitrogen,
the presence of the N element within the graphitic structure
was proved by the XPS analysis. The N/C atomic ratio results
presented in Fig. 5a interestingly reveal that the total N content
within the graphitic material decreased with increasing the
CTAB dose while it was insensitive to temperature variation
during the hydrothermal synthesis. Additionally, XPS analysis
gives information about different bonding configurations of
doped N atoms in the carbon lattice. The high-resolution N1s
spectra of the graphitic samples are presented in Fig. 5b. The
deconvolution peaks of the N1s spectra showed that in the
NG-NCD250 sample there existed two different N components
corresponding to pyridinic N (B398.7 eV) and pyrrolic N
(B399.9 eV).26,27 Interestingly, when CTAB was present
during the hydrothermal synthesis process, besides the pyridi-
nic N and pyrrolic N peaks, an additional peak appeared at

B402.5 eV, assigned to pyridinic-oxide N (NOx) species.4,27–29

The one exception was the NG-HCD270 sample, in which the
peak corresponding to pyridinic NOx species disappeared and
graphitic N (B401.8 eV)26,27 became present with pyridinic N
and pyrrolic N components.

The detection of doped pyridinic NOx species within the
carbon lattice of the graphitic samples, synthesized in the
presence of CTAB, did not evidence a higher oxidation state
of such samples. This is because it has already been proved that
the NG-LCD250 and NG-HCD250 samples possessed signifi-
cantly lower oxidation states than the NG-NCD250 sample via
two analyses techniques: FTIR and XPS. It can be speculated
that the interactions between the CTAB molecules and graphi-
tic structure, dominated by functionalization of the graphitic
structure surface by CTAB, were mainly responsible for the
main realized N-doping phenomena: the decreased total doped
N content within the graphitic material with the increase in
CTAB dose and the doped pyridinic NOx species within the
carbon lattice of the synthesized graphitic samples in the
presence of CTAB. The CTAB molecules, capping the graphitic
structure surface, can be considered as a covering cloud around
the graphitic material. Thus, the increase in density of the
capping CTAB molecules on the graphitic structure surface with
the increase in CTAB dose most probably hinders the penetra-
tion of N atoms into the graphitic structure, therefore resulting
in a lesser degree of graphitic structure doping with N atoms.
On the other hand, the origin of the doped pyridinic NOx

species within the carbon lattice of the synthesized graphitic
samples in the presence of CTAB (NG-LCD250, NG-HCD250)
was most probably due to electrostatic interaction between the
ammonium head of CTAB and the oxygen functional groups on
the graphitic structure surface. The subsequent thermal
decomposition of CTAB and oxygen functional groups under
the hydrothermal synthesis conditions leaves NOx species in

Fig. 4 TGA analysis of CTAB.

Fig. 5 (a) N/C atomic ratio from XPS analysis and (b) XPS N1s spectra of graphitic samples.
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the carbon lattice of the graphitic structure. The excessive
removal of oxygen functional groups from carbon lattice during
the formation of the NG-HCD270 sample often causes the
conversion of the doped pyridinic NOx to graphitic N.

Raman analysis was next employed to investigate the struc-
tural order and defects within the sp2-carbon lattice of the
graphitic samples. The Raman spectra of the graphitic samples
prepared at a hydrothermal temperature of 250 1C and varied
CTAB doses and those of graphitic samples prepared at the
highest CTAB dose and varied hydrothermal temperatures
(250 1C, 270 1C) are presented in Fig. S1a and b in the ESI,†
respectively. All the spectra showed the characteristic Raman D
(B1355–1380 cm�1) and G (1565–1580 cm�1) bands of graphi-
tic materials, which arose from the graphitic lattice disorder
and the in-plane vibration of aromatic sp2 carbon (CQC),
respectively. It is worth mentioning that the graphitic lattice
disorder originated from defects associated with vacancies,
grain boundaries, amorphous carbon species, sp3 carbon spe-
cies, and the incorporation of foreign atoms or molecules
within the aromatic sp2 C-network.21,30

The Raman spectra of the graphitic samples were de-
convoluted using Origin pro9 software to determine the nature
of the constituent carbon species and to obtain detailed infor-
mation on the structural order within the graphitic structure.
The deconvoluted Raman spectra of the NG-NCD250, NG-
LCD250, NG-HCD250, and NG-HCD270 graphitic samples in
the range of 1000–1800 cm�1 are presented in Fig. 6a–d,

respectively. A total of five peaks were fitted and were desig-
nated as G, D1, D2, D3, and D4, following the Lorentzian
distribution, which indicated the presence of different C atoms
structures within the graphitic samples. The G band at about
1540–1560 cm�1 and also the D2 band at about 1598–
1611 cm�1 are known to arise from the graphitic-like planes,
due to the in-plane vibration of graphitic sp2 carbon (CQC).
The D1 band located at about 1337–1362 cm�1 was due to the
graphitic lattice disturbance at sp2-C crystallites boundaries,
which emerges as zone boundary disorder. The D3 band at
about 1485–1520 cm�1 originated from the amorphous carbon
fraction (sp3 carbon and aliphatic sp2 carbon chain). The D4
band at about 1117–1165 cm�1 was likely due to the mixed
vibrations of sp3–sp2 bonds (C–C and CQC stretching) or the
increased defects in the graphitic lattice by oxidation.31–33 The
D3 band, which belongs to the amorphous carbon fraction,
disappeared in the synthesized graphitic samples in the
presence of CTAB (NG-LCD250, NG-HCD250, and NG-
HCD250). This indicates a higher degree of graphitization
(aromatic sp2–carbon content) with improved structural order
within such graphitic samples compared to the NG-NCD sam-
ple. On the other hand, a well-distinguished additional peak at
1420 cm�1 was observed in the NG-LCD250 sample. This was
upward shifted to higher wavenumber at 1440 cm�1 in the NG-
HCD250 sample by increasing the CTAB dose during synthesis.
With increasing the hydrothermal synthesis temperature to
270 1C, such additional band exhibited a downward shift to

Fig. 6 Deconvoluted Raman spectra of the (a) NG-NCD250, (b) NG-LCD250, (c) NG-HCD250 and (d) NG-HCD270 graphitic samples.
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1429 cm�1 in the NG-HCD270 sample. Such an additional peak
can be attributed to the asymmetric C–H bending vibration
(scissoring mode) of an N–CH3 moiety and/or bending vibra-
tion of a CH2 group within the CTAB molecule in the range
of 1430–1470 cm�1.33 This observation agreed well with the
FTIR analysis, confirming the surface functionalization of the
NG-LCD250, NG-HCD250, and NG-HCD250 samples by CTAB
molecules.

The ratios of intensities of the D1 to G peaks (ID1/IG) and D1
to D2 peaks (ID1/ID2) were calculated for quantitative estimation
of the type and concentration of defects within the graphitic
samples. In addition, the average in-plane crystallite size (lat-
eral size) of the aromatic sp2 domains (La) was calculated using
the Tuinstra and Koenig relation,34 which is indicated below:

La = C(l) (ID1/IG)�1 (4)

where the coefficient C(l) is a wavelength dependent prefactor
(B4.4 nm). The data are presented in Table 2.

The data in Table 2 indicate that the three synthesized
graphitic samples in the presence of CTAB (NG-LCD250, NG-
HCD250 and NG-HCD270) have lower ID1/IG ratios than the NG-
NCD250 graphitic sample. This reveals the reduced zone
boundary disorder within the graphitic lattices of such graphi-
tic samples compared to in the NG-NCD sample, most probably
due to lower oxidation and N-doping levels. Meanwhile, the
three synthesized graphitic samples in the presence of CTAB
displayed higher average in-plane crystallite sizes than the NG-
NCD sample, indicating the improved interior structural order
and perfection of the aromatic sp2-c crystals within those three
graphitic samples compared to the NG-NCD sample. It could be
noticed that the NG-HCD250 sample had the worst structural
order at the grain boundary zones and interior aromatic sp2-c
crystals among the three synthesized graphitic samples in the
presence of CTAB, probably because of its densest graphitic
surface functionalization by CTAB molecules.

On the other hand, the ID1/ID2 intensity ratio is also closely
related to the amount and type of defects present within the
graphitic structure. There are three types of defects in graphene
systems, which can be estimated based on the ID1/ID2 intensity
ratios, namely (i) hopping defects, originating from the distor-
tion of carbon bonds, (ii) on-site defects, arising due to the out-
of-plane atoms bonded to carbon atoms, which is useful for
describing the sp3 hybridized phase, and (iii) charged impurity,
resulting from the presence of charged impurities. The
reported value of ID1/ID2 B 10.5 indicates hopping defects,
while when it is about 1.3 it indicates on-site defects.35,36 The
ID1/ID2 ratios were found to be 2.088, 1.31, 1.45, and 1.02 for the

NG-NCD, NG-LCD250, NG-HCD250, and NG-HCD270 graphitic
samples, respectively. This indicates that the defects could be
attributed to the combination of on-site and hopping defects in
the NG-NCD sample, while they were mainly due to on-site
defects in the three synthesized graphitic samples in the
presence of CTAB. In addition, based on the ID1/ID2 value, it
could be estimated that the amount of defects was highest in
NG-NCD250, medium in NG-HCD250, low in NG-LCD250, and
lowest in the NG-HCD270 sample.

The morphologies of the graphitic samples were explored
via SEM and HR-TEM analyses. The SEM micrographs of the
graphitic samples are given in Fig. 7 and 8. Low- and high-
magnification SEM images of the NG-NCD250 and NG-LCD250
graphitic samples are in series presented in Fig. 7 parts (a and
b) and (c and d), respectively. The NG-NCD250 sample showed a
mixed spherical/sheet architecture, as shown in Fig. 7(a and b).
The sheet architecture consisted of bulky micro-sized sheets
with big thickness of up to 15 mm (Fig. 7(a)). In the magnified
images (Fig. 7(b)), the thick micro-sized sheets appear fairly
exfoliated into considerably thinner sub-micron sheets.

With the addition of a low dose of CTAB during the hydro-
thermal synthesis process, the NG-LCD250 sample possessed a
minor concentration of spherical particles and the bulky micro-
sized sheets exhibited a significant degree of exfoliation into very
thin sheets, with small thicknesses down to the nano-sized range
(Fig. 7(c and d)). Interestingly, with a high dose of CTAB used
during the hydrothermal synthesis, the observed morphologies
of the NG-HCD250 and NG-HCD270 graphitic samples became
substantially different, as displayed by their SEM images in Fig. 8
and Fig. S2, S3 in the ESI.† The NG-HCD250 sample (Fig. 8(a and
b) and Fig. S2 in the ESI†) showed only a sheet morphology,
which manifested extensive exfoliation, and the spherical parti-
cles had completely disappeared. The low-magnification images
indicated that small micro-sized sheets with short lateral dimen-
sions in the range of 1.5–35 mm dominated the architecture. The
high-magnification images further clearly reveal that the micro-
sized sheets had been extensively exfoliated into very thin
nanosheets. The morphology of the NG-HCD270 sample was
even more amazing. Two different regions could be see within
the sample, as displayed in Fig. 8(c and d) and Fig. S3 in the
ESI.† Well-separated very thin sheets, having a large flat surface
with long lateral dimensions up to 350 mm, prevailed throughout
the architecture. The surfaces of the sheets comprised some
folding and wrinkled areas, indicating a high flexibility of the
sheets owing to their extremely fine thickness.

The morphologies of the graphitic samples were further
deeply explored by HR-TEM microscopy (Fig. 9 and 10). The

Table 2 Deconvoluted Raman analysis data of graphitic samples

Sample code ID1/IG La (nm)

ID1/ID2

Value Type of defects Amount of defects

NG-NCD250 1.656395 2.6563709 2.088 Combination of on-site and hopping defects Highest
NG-LCD250 1.192691 3.6891376 1.3109 On-site defects Low
NG-HCD250 1.475042 2.9829655 1.455 On-site defects Medium
NG-HCD270 1.217176 3.6149262 1.025 On-site defects Lowest
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Fig. 7 SEM micrographs captured from low to high magnification for the (a) and (b) NG-NCD250 and (c) and (d) NG-LCD250 graphitic samples.

Fig. 8 SEM micrographs captured from low to high magnification for the (a) and (b) NG-HCD250 and (c) and (d) NG-HCD270 graphitic samples.
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low- and high-magnification HR-TEM images of the NG-NCD250
and NG-LCD250 graphitic samples are in series presented
in Fig. 9 parts (a and b) and (c and d), respectively, and
those of NG-HCD250 and NG-HCD270 graphitic samples are in
series presented in Fig. 10 parts (a and b) and (c and d),
respectively.

The low-magnification images showed that dark bulky nano-
flakes dominated the architecture in the NG-NCD250 (Fig. 9(a))
and NG-LCD250 (Fig. 9(c)) graphitic samples; whereas the NG-
HCD250 (Fig. 10(a)) and NG-HCD270 (Fig. 10(c)) graphitic
samples consisted of fluffy multilayered nanosheets.

The high-magnification images of the NG-NCD250 sample
showed that the massive dark bulky nanoflakes were composed
of a number of thinner nanosheets but they appeared to be
lumped together (Fig. 9(b)); so single graphene layers were not
distinguishable and could not be accurately counted even at
very high magnification, i.e., down to the scale bar of 10 nm. In
the NG-LCD250 sample, the constituent thin nanosheets of the
bulky nanoflakes appeared to be fairly exfoliated in the high-
magnification HR-TEM images (Fig. 9(d)); however, they still
looked dark with coarse edges, implying that such distin-
guished separate graphitic layers did not represent a single

Fig. 9 HR-TEM micrographs captured from low to high magnification for the (a) and (b) NG-NCD250 and (c) and (d) NG-LCD250 graphitic samples.

Fig. 10 HR-TEM micrographs captured from low to high magnification for the (a) and (b) NG-HCD250 and (c) and (d) NG-HCD270 graphitic samples.
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graphene nanosheet but were either bi-layered or tri-layered
graphene nanosheets, i.e., each detectable layer could be con-
sidered a few-layered graphene nanosheet. So, again, single
graphene layers could not be accurately counted even at very
high magnification. The apparent dark and coarse graphitic
layers in the high-magnification HR-TEM images of the NG-
NCD250 and NG-LCD250 graphitic samples, which evidenced a
number of overlapping single graphene layers, are denoted by
white arrows in the figures for simple clarification.

Impressively, the high-magnification HR-TEM images revealed
good exfoliation of the fluffy multilayered nanosheet architecture
for both the NG-HCD250 (Fig. 10(b)) and NG-HCD270 (Fig. 10(d)
and Fig. S4 in the ESI†) samples. It could be noticed that
NG-HCD250 (Fig. 10(b)) consisted of a multilayered interrupted
network of small nanosheets while NG-HCD270 (Fig. 10(d))
consisted of large multilayered nanosheets with a continuous
structure, which supports the SEM observations, confirming the
significantly smaller lateral size, and therefore, the surface area
of the nanosheets within NG-HCD250 than in NG-HCD270.
Further, the extreme high magnifications of the multilayered
nanosheets architectures within the NG-HCD250 and NG-
HCD270 samples revealed that they were composed of clearly
distinguishable separated graphitic layers. Here, each distin-
guishable layer is denoted by a number, appearing through the
layer length, indicating how the layers flow. Thus, B6–11
separated graphitic layers could be distinguished upon magnify-
ing the small multilayered nanosheet architecture within various
regions of the NG-HCD250 sample (Fig. 10(b)). The large
nanosheets architectures in the NG-HCD270 sample appeared
more exfoliated, composed of B5–9 separated graphene layers,
as can be seen in Fig. 10(d) and Fig. S4 in the ESI.†

3.2. Electrochemical performance

The electrochemical energy-storage performances of symmetric
two-electrode supercapacitor systems based on NG-NCD250,
NG-LCD250, NG-HCD250, and NG-HCD270 electrodes, are pre-
sented and discussed below.

The cyclic voltammetry (CV) curves of two-electrode
cells based on NG-NCD250, NG-LCD250, NG-HCD250, and

NG-HCD270 electrodes at a scan rate of 100 mV s�1 are presented
in Fig. 11. The CV curve of the NG-HCD270 sample exhibited a
typical quasi-rectangular shape, indicating that the charge-storage
capacitance of such a sample mainly comes from the EDLC storage
mechanism. On the other hand, the CV curve of the NG-NCD250
sample seemed to deviate a little bit from quasi-rectangular shape.
Furthermore, there were obvious significant deviations from the
rectangular shape for the CV curves of the NG-LCD250 and
NG-HCD250 samples. The distortion in the rectangular shape of
the CV curve evidences an induced pseudocapacitive contribution
besides the EDLC mechanism in the charge-storage behavior. The
doped pyridinic-oxide N (NOx) followed by pyrrolic N within the
graphitic structure are mainly responsible for charge storage by the
pseudocapacitive behavior.4,12,37,38 Thus, most probably, the con-
siderable charge storage contributed by the pseudocapacitive
behavior for the NG-LCD250 and NG-HCD250 samples originated
mainly from the pyridinic doped-NOx and pyrrolic N species within
their graphitic structure. The doped-pyrrolic N in the graphitic
structure of the NG-NCD250 sample prompted a small charge-
storage portion due to the pseudocapacitive behavior in such
samples. However, although pyrrolic N was the dominant doped-
N configuration in the NG-HCD270 sample, the much lower total
doped-N content (N/C atomic ratio = 0.042) compared to the case
in the NG-NCD250 sample (N/C atomic ratio = 0.135), which
reached down to about one-third, led to trivial charge storage
from the pseudocapacitive behavior. Therefore, the charge storage
by the EDLC storage mechanism prevailed in such a sample.

On the other hand, it could be noticed that the enclosed area
of the CV curve was largest for the NG-HCD270 sample,
followed by the NG-LCD250 sample, then the NG-NCD250
sample, and lastly the NG-HCD250 sample. This implies that
the NG-HCD270 sample possessed the maximum energy-
storage capacitance, followed by the NG-LCD250 sample, then
the NG-NCD250 sample, and lastly the NG-HCD250 sample.

The galvanostatic charge–discharge (GCD) curves of two-
electrode cells based on the NG-NCD250, NG-LCD250, NG-
HCD250, and NG-HCD270 electrodes at a current density of
1 A g�1 are presented in Fig. 12. The charge-storage specific
capacitance data for the four graphitic samples-based electro-
des were calculated from the corresponding GCD curves, using
eqn (1). Also, their storage energy and power densities were
estimated using eqn (2) and (3). The data are listed in Table 3.

The data in Table 3 reveal that the NG-HCD270 electrode
possessed the maximum specific capacitance and consequently
energy-storage density, followed by the NG-LCD250 electrode,
then the NG-NCD250 electrode, and lastly the NG-HCD250
electrode. These results agreed well with the inferences from
the CV curves. The interpretations of the electrochemical per-
formances for the four graphitic samples from the perspective of
their nanostructure characteristics will be clear after analyzing
the impedance behavior of the four graphitic samples.

The Nyquist plots, obtained from electrochemical impe-
dance spectroscopy (EIS) measurements allowed elucidating
the frequency-dependent behavior of the prepared electrodes.
The Nyquist plots for the NG-NCD250, NG-LCD250, NG-
HCD250 and NG-HCD270 electrodes are presented in Fig. 13(a).Fig. 11 Cyclic voltammetry curves of graphitic samples.
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The vertical rise of the impedance value at low frequencies
indicated the good capacitive behavior. It could be noticed that
the NG-HCD270 sample showed the most vertical line, followed
by the NG-LCD250 sample, then the NG-HCD250 sample, and
lastly the NG-NCD250 sample, with phase angles of 711, 551,
511, and 471, respectively. This reveals the improved capacitive
performance by the EDLC mechanism and electrode stability,
going from NG-NCD250, NG-HCD250, NG-LCD250 and even-
tually to NG-HCD270. On the other hand, the intercept of the
curve with the real impedance axis (x-axis) gives the equivalent
series resistance (ESR), which includes the resistance of the
electrolyte, the intrinsic resistance of ACs, the contact resis-
tance between the AC and the acetylene black particles, and the
contact resistance between the electrode films and the current
collectors. It was found that the ESR value decreased, going
from NG-NCD250 (0.25 O), NG-HCD250 (0.14 O), NG-LCD250
(0.098 O), and eventually to NG-HCD270 (0.0039 O). Such
data disclose that the NG-HCD270 electrode possessed the high-
est electrical conductivity and, consequently, the maximum
charge-storage capacitance by the EDLC mechanism, followed
by the NG-LCD250 electrode, then the NG-HCD250 electrode,
and lastly the NG-NCD250 electrode. It is worth noting that the
net charge-storage capacitance followed a different order
through the graphitic samples (Table 3). Here, the NG-HCD270
electrode was the best, followed by the NG-LCD250 electrode,
then the NG-NCD250 electrode, and lastly the NG-HCD250
electrode, which reaffirmed the contribution of the pseudocapa-
citive mechanism besides the EDLC mechanism in the overall
charge-storage behavior of some of the graphitic samples.

The EIS curve of the NG-HCD270 electrode that had the best
electrochemical energy-storage performance was fitted with
equivalent circuit model using Nova 2.1 software (Fig. 13(b).
The obtained equivalent circuit parameters gave an Rs of 67 mO,
W of 58.2 mM h, and CF of 215 mF, where Rs is the Ohmic
resistance derived from the electrolyte and the contact between
electrode and current collector. At low frequencies, the spectrum
showed an almost straight line parallel to the imaginary axis,
which is related to a perfect polarized capacitive behavior
described by CF, the faradaic capacitance. In the mid-frequency
region of the spectrum, a Warburg element (W) describes diffu-
sion processes of the ions through the porous structure of the
electrodes. The low value of Rs revealed the good conductivity
of the measured cell. Moreover, no charge-transfer resistance
(Rct) was recorded, suggesting fast charge transfer in the mea-
sured cell. The large value of CF indicates the dominant double-
layer capacitance character of the NG-HCD270 electrode.

3.3. Electrochemical performance and correlation with the
graphitic structural characteristics

For the NG-HCD270 sample, the remarkable electrical conductivity
could be attributed to the small residual oxygenation level, good
structural order, and low defect density within the sp2-carbon lattice
of the graphitic structure, in addition to, the high surface area of
the nanosheets due to their extensive exfoliation and large lateral
dimensions. Since CTAB is an organic material, the low density of
capped CTAB molecules on the graphitic structure surface of NG-
HCD270 also contributed to the high electrical conductivity of the
sample. Therefore, the outstanding charge-storage capacitance by
the EDLC mechanism manifested the electrochemical performance
of the two-electrode supercapacitor system based on NG-HCD270.
Meanwhile, there was trivial charge-storage capacitance contributed
by the pseudocapacitive behavior due to the low total doped-N level
and the pyrrolic-N configuration.

For the NG-LCD250 sample, despite the considerable residual
oxygenation level of the graphitic structure and the relatively
limited surface area of its nano-architecture due to the medial
degree of nanosheets’ exfoliation and its spherical morphology,
the significant N-doping level, good structural order, and small
density of surface-capped CTAB molecules within the graphitic
structure had a profound positive effect on the charge-storage
capacitive performance of the sample. Thus, the latter three
graphitic structural characteristics prompted fast electron trans-
fer and, consequently, good electrical conductivity through the
sp2-carbon network, which enhanced the capacitance occurring
by the EDLC mechanism. Additionally, the doped pyridinic NOx

and pyrrolic N species within the graphitic structure induced
significant charge storage by the pseudocapacitive behavior.
Therefore, the good net charge-storage capacitance by the EDLC
and pseudocapacitance mechanisms led to distinguished elec-
trochemical performance of the two-electrode supercapacitor
system based on NG-LCD250.

For the NG-NCD250 sample, the significant residual oxyge-
nation level, extensive structural disorder, and small surface
area, owing to the prevalent nanosheets’ agglomeration and
spherical architecture of the graphitic structure, were the main

Fig. 12 Charge–discharge curves of graphitic samples.

Table 3 Electrochemical performances of the graphitic sample-based
electrodes in two-electrode supercapacitor systems

Sample code
Specific
capacitance (F g�1)

Energy density
(W h kg�1)

Power density
(W kg�1)

NG-NCD250 299 41.5 500
NG-LCD250 382 64.2 550
NG-HCD250 220 37 550
NG-HCD270 553 84.5 550.2
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structural features considerably limiting electron transfer and,
consequently, the electrical conductivity through the sp2-
carbon network of this sample. Thus, the NG-NCD250 sample
had the lowest electrical conductivity, as evidenced from the
ESR values, among the four graphitic samples, leading to major
damping of the charge-storage capacitance by the EDLC mecha-
nism. However, the NG-NCD250 sample had the highest
N-doping level, with a considerable pyrrolic N content, among
the four graphitic samples, which relatively enhanced the
charge storage occurring by the pseudocapacitance mecha-
nism. This positively contributed to the net charge-storage
capacitance of the NG-NCD250 sample, causing its value not
to be the minimum among the four graphitic samples.

For the NG-HCD250 sample, based on the ESR values, it
showed the second lowest electrical conductivity after the NG-
NCD250 sample, despite its small residual oxygenation level and
reasonably extended surface area due to the good nanosheets
exfoliation of the graphitic structure. The limited electron transfer
and, consequently, electrical conductivity through the sp2-carbon
network of this sample could be attributed to the high density of
capping CTAB molecules on its graphitic structure surface. This is
because CTAB is an organic material with significantly lower
electrical conductivity compared to graphene, thus hindering
electron transfer throughout the sp2-carbon network of the NG-
HCD250 sample. In addition, the intensive interfacial interactions
between the high concentration of CTAB molecules and the sp2-
carbon network considerably disturb the structural order within
the graphitic structure of the NG-HCD250 sample, which also
hinders electron transfer through this sample. The limited elec-
trical conductivity of the NG-HCD250 sample led to a major
damping of the charge-storage capacitance by the EDLC mecha-
nism. Meanwhile, the low N-doping level within the NG-HCD250
sample, which was almost one-third that of the NG-NCD250
sample as evidenced from the N/C atomic ratio data, yielded quite
a small charge-storage capacitance by the pseudocapacitance
mechanism. Therefore, the net charge-storage capacitance of the
NG-HCD250 sample by the EDLC and pseudocapacitance mechan-
isms was the minimum among the four graphitic samples.

The precedent discussion highlights the crucial role of the
graphitic structural character in tuning the electrochemical
performance of N-doped 2D graphene derivatives. It specifically
reveals the competitive effects of the graphitic structural
parameters on the energy-storage capacitive performance of
symmetric two-electrode supercapacitor systems based on the
investigated graphitic samples, as clearly summarized in the
graphical abstract of this research article.

Overall, the NG-HCD270 graphitic sample-based electrode
showed the highest energy-storage capacitive performance in
two-electrode supercapacitor systems, with a remarkable spe-
cific capacitance of 553 F g�1, energy density of 84.5 W h kg�1,
and power density of 550.2 W kg�1. Further electrochemical
measurements were conducted on this graphitic sample for
more deeply evaluating its electrochemical energy-storage per-
formance as an electrode material for supercapacitors.

The rate capability performance of the NG-HCD270 elec-
trode in a two-electrode supercapacitor system was thus inves-
tigated. The CV curves at varied scan rates of 5–100 mV s�1 and
the GCD curves at various current densities ranging from 1 to
10 A g�1 are demonstrated in Fig. 14(a) and (b), respectively.
The CV curves preserved the quasi-rectangular shape from a low
scan rate of 5 mV s�1 to a very high scan rate of 100 mV s�1

(Fig. 14(a)), indicating the good supercapacitive rate performance
was mainly due to the EDLC mechanism. In addition, the current
densities and consequently the integrated areas of the CV curves
increased with increasing the scan rate, which may be attributed to
the formation of a more efficient electrical double layer and faster
charge-transfer rate and propagation within the NG-HCD270 elec-
trode due to its high electrical conductivity.39 All the GCD curves at
different current densities (Fig. 14(b)) display good linear potential-
time profiles, demonstrating the good capacitance performance of
this electrode. The specific capacitance, calculated from the GCD
curves, decreases with increasing current density, as shown in
Fig. 14(c). The capacitance value of the NG-HCD270 electrode
decreases from 553 F g�1 at 1 A g�1 to 325, 247 and 185 F g�1 at
3, 7 and 10 A g�1, respectively. Thus, the capacitance retains 59%,
45% and 33.5 of its initial value at a large current densities of

Fig. 13 (a) Nyquist plots for graphitic samples. (b) Equivalent circuit fitting of the EIS spectrum of the NG-HCD270-based electrode.
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3 A g�1, 7 A g�1 and 10 A g�1 respectively, indicating a good rate
capability of the NG-HCD270 electrode compared to other 2D
graphene derivatives reported in the literature.39–41

The cycling stability experiment showed that the NG-
HCD270 electrode could retain 88.5% of its specific capacitance

over 5000 charge–discharge cycles (Fig. 15), revealing that it had
good reversibility and stability as an electrode material in
supercapacitors.

Accordingly, the NG-HCD270 graphitic sample is considered
a promising ecofriendly supercapacitor electrode material that
can be produced by a novel, facile, ecofriendly, economical, and
scalable production method. The electrochemical energy-
storage performance of the NG-HCD270-based electrode in a
symmetric two-electrode supercapacitor system was compared
to those reported in the literature for graphene-like nanosheets-
based electrodes in symmetric two-electrode supercapacitor
systems synthesized by conventional but toxic technologies
for evaluation purposes. The comparison data are reported in
Table 4.

Table 4 shows that the electrochemical energy-storage per-
formance of the NG-HCD270-based electrode demonstrated a
superior specific capacitance, outstanding energy-storage den-
sity, and good cycling stability in comparison with the pre-
viously investigated graphene-like nanosheets-based electrodes
that have been synthesized by the conventional toxic technol-
ogies, in symmetric two-electrode supercapacitor systems. It
could be noticed that just a few previous research studies
reported somewhat higher energy-storage density values, where
the working potential window was as high as 3 V, than the

Fig. 14 Electrochemical rate capability performance of the NG-HCD270 electrode. (a) CV curves at different scan rates from 5 to 100 mV s�1, (b) GCD
curves at various current densities of 1–10 A g�1, and (c) specific capacitance as a function of current density.

Fig. 15 Cycling stability measurements of the NG-HCD270 supercapa-
citor electrode.
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values obtained in the present research. Such data are high-
lighted as bold and italic format in Table 4.

The energy-storage capacitive performance of NG-HCD270
may be further improved in forthcoming research through
hybridization with metal oxides or conductive polymers, gen-
erating composite supercapacitor electrodes. Also, a higher
working potential (voltage) window may be achieved by replace-
ment of the aqueous electrolyte with an ionic liquid one39,48,49

and/or applying the recent strategy of mass-balancing between
the positive and negative electrodes with different electrodes’
masses,50 which should effectively enhance the energy-storage
capacitive performance. So, NG-HCD270-based composites may
emerge as a notable ecofriendly and cost-effective electrode
material for high-performance supercapacitor devices, which
could benefit the further substantial development of the elec-
trical energy-storage industry at competitive costs.

4. Conclusions

In summary, the present study reports the electrochemical
energy-storage performance of symmetric two-electrode super-
capacitor systems based on electrodes made from ecofriendly
N-doped 2D graphene-like derivatives, which were synthesized
employing a novel, facile, ecofriendly, economical, and scalable
technique. Ecofriendly N-2D GDs with various graphitic struc-
tural features were produced through a single-step hydrother-
mal treatment of glucose in the presence of traces of CTAB and
ammonia reagents, under varying hydrothermal process tem-
peratures and CTAB doses. The electrochemical energy-storage
performance was found to be strongly dependent on the
oxidation level, doped-N content and configurations, graphitic
structural order and defect density, nanosheets’ degree of
exfoliation and lateral dimensions, and density of graphitic
surface-capping by CTAB within the sp2-carbon network of the
N-2D GDs-based electrodes. Importantly, the study revealed
that doping pyridinic-oxide N (NOx) and pyrrolic N at a high
total N-doping level within the graphitic structure induced a
significant charge storage by the pseudocapacitive behavior,
besides the EDLC mechanism. Also noteworthy was the dis-
tinctive competitive effects of the graphitic structural para-
meters on the energy-storage capacitive performance. Thus,
the residual oxygenation level became lower, which had an
improving positive effect on the charge-storage capacitance in
the following order for the graphitic samples: NG-NCD250 4
NG-LCD250 4 NG-HCD250 c NG-HCD270 (lowest and the
best effect). Conversely, as the N-doing content increased, it
had an improving positive effect on the charge-storage capaci-
tance in the following order for the graphitic samples; NG-
HCD270 E NG-HCD250 { NG-LCD250 { NG-NCD250 (high-
est and the best effect). Overall, the study highlights the crucial
role of the graphitic structural character in tuning the electro-
chemical energy-storage performance of symmetric two-
electrode supercapacitor devices based on N-2D GDs, and puts
forward the NG-HCD270 graphitic sample as an advanced
ecofriendly and economical supercapacitor electrode material,

compared to other graphene-like nanosheets reported in the
literature. This work contributes to the prominent progress of
electrical energy-storage technology and, consequently, electri-
cal power production from renewable energy sources, at
competitive costs.
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