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Building a cost-effective mechanochemical
Raman system: improved spectral and time
resolution for in situ reaction and rheology
monitoring†

Goran Zgrablić, a Ana Senkić, a Noa Vidović, b Krunoslav Užarević, c

Davor Čapeta, *a Ivana Brekalo *c and Mario Rakić a

Raman spectroscopy has become an indispensable tool for in operando monitoring in preparative

mechanochemistry due to its ability to provide real-time, non-invasive insight into solid-state reactions.

While commercial systems based on fiber Raman probes offer ease of use and plug-and-play

deployment, their relatively low spectral resolution and lower sensitivity make them less suitable for the

specific demands of mechanochemical reaction monitoring. To address these challenges and make this

valuable methodology widely available, we describe a high-sensitivity free-optics Raman system, termed

mcRS (mechanochemical Raman System), constructed from the ground up using affordable off-the-

shelf optical components. The mcRS includes a free-space Raman probe and a custom-designed

dispersive spectrometer utilising only lenses, paired with a low-cost industrial-grade CMOS camera

as the detector. By fine-tuning the optics to minimise photon loss and achieving tighter spot sizes on

the detector, the mcRS provides a 30% improvement in spectral resolution compared to previous

in-house fiber-based systems for half of the cost and offers a five-fold reduction in price compared to

commercial systems. This is accompanied by a five-fold improvement in time resolution and a novel

feature, the possibility to simultaneously collect Raman data and monitor the rheology of the sample,

which often plays an important role in mechanochemical reactions. We validated the mcRS performance

by monitoring the reaction between ZnO and imidazole under neat grinding (NG) and liquid-assisted

grinding (LAG) conditions, using ethanol as the liquid additive. The enhanced capabilities of the mcRS

offer significant advancements in the in situ studies of mechanochemical processes, allowing for

differentiation between two zeolitic imidazolate framework products based on subtle differences in the

high-frequency modes (3100–3200 cm�1).

Introduction

Mechanochemical reactivity, the initiation of chemical reac-
tions by mechanical force, attracts significant attention in
materials science and has become one of the main synthetic
tools of Green Chemistry.1 Mechanochemical synthetic proce-
dures are highly advantageous compared to traditional sol-
vothermal synthesis as they are fast, scalable, atom economic,
do not require the extensive use of solvents or large amounts of

energy, and often result in quantitative conversion with little to
no waste generated. Mechanochemical synthesis is now applied
to almost all areas of chemical synthesis2–10 and can sometimes
provide the only synthetic pathways to access otherwise
unstable solid phases and composite materials.11–14 The syn-
thetic potential of mechanochemistry can also be significantly
expanded by combining mechanical action with different
energy inputs such as heat, light, electricity or sound, affording
new levels of solid-state reactivity.15 Due to all these reasons,
in 2019 mechanochemistry was named by IUPAC as one of ten
innovations that will change the world.16

Two major breakthroughs in the development of mechan-
ochemistry largely enabled its current utility and versatility: the
use of additives and the introduction of in situ monitoring
techniques. Adding small amounts of liquids,17,18 polymers,19,20

ionic salts,21 and non-ionic solid additives22 has been shown to
greatly accelerate mechanochemical reactions and change their
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10000 Zagreb, Croatia
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outcome, generating new products or even inhibiting these
reactions.23 Almost simultaneously, in situ monitoring has pro-
vided insight into the kinetics and mechanisms of mechano-
chemical reactions by enabling the measurement of real-time
and in operando spectroscopic and thermodynamic data without
the need for stopping the milling to sample the reaction mixture,
which can easily alter the course of the reaction. While indirect
methods such as monitoring of the reactor temperature and
pressure24–26 provided important data for the estimation of
mechanochemical reactivity and kinetics, true advancement
began with the introduction of direct monitoring techniques,
namely synchrotron powder X-ray diffraction (PXRD) reported in
201327 and laboratory Raman monitoring reported one year
later.13,28 The two developed methods are highly complemen-
tary; PXRD provides insight into the physical evolution of crystal-
line phases during milling, their particle size,29 and – when
combined with a crystalline standard – the quantitative analysis
of the occurring amorphous and crystalline phases.30 In turn,
Raman spectroscopy provides information about the changes in
chemical connectivity and functional groups, regardless of the
state of matter of the reaction mixture (gas, liquid, crystalline or
amorphous solid), and can even be used as a semi-quantitative
tool.31 Both techniques reveal the great complexity of mechan-
ochemical reactions, often involving a number of intermediate
phases, and also show that these reactions can be surprisingly
fast, finishing in a matter of minutes.32 Some of the observed
intermediates have already been used in the synthesis of novel
advanced materials33 and the kinetic profiles of certain reactions
may be critical for implementing mechanochemistry to indus-
trial processes.32,34 In situ monitoring of mechanochemical
reactions has been so crucial in advancing the field that several
monitoring techniques giving different types of insights have
recently been developed,35–44 often focused on scaled-up
mechanochemical processes.34,45 However, PXRD and Raman
monitoring are still the gold standards for in operando monitor-
ing of mechanochemical reactions.

Raman spectroscopy, in particular, is sensitive to the vibra-
tions of the molecular skeleton and offers valuable insight into
the breaking and formation of bonds on a molecular level,
regardless of the state of matter of the reaction mixture. Thus,
unlike PXRD monitoring, it provides insight into the chemical
reactivity in amorphous matrices often observed for solid-state
organic reactions,45 and has detected the formation of supra-
molecular intermediates that often precede the mechanochem-
ical covalent bond forming.46,47 Since the skeleton vibrations
are also sensitive to solvation and other intermolecular
interactions,48,49 Raman spectroscopy may even serve in deter-
mining the action of different additives crucial for the success
of mechanochemical reactions. Unfortunately, the most com-
monly used Raman setups in mechanochemistry include fiber-
based Raman probes with a spectral resolution of B10 cm�1,
so the very small peak shifts for these interactions are often
easily overlooked. In addition, these fiber probe setups are
expensive, require a high-power beam (up to 500 mW), and
often need long exposure times to achieve a sufficiently high
signal-to-noise ratio (SNR). This limits the monitoring scope to

thermally stable materials and reactions with relatively slow
kinetics and risks missing short-lived intermediates.

To address these challenges, we demonstrate a free-space-
optics benchtop Raman device for monitoring mechanochem-
ical reactions built from easily available and affordable com-
mercial parts. We dub it the mechanochemistry Raman System
(mcRS). The use of photographic objectives, known for their
high light efficiency and excellent aberration correction,
enhances the throughput and spectral resolution of the spectro-
meter. Additionally, by carefully selecting an industrial-grade
complementary metal-oxide semiconductor (iCMOS) sensor
with low dark noise (DN) and high quantum efficiency (Qe) at
the wavelengths of interest, we achieve an overall sensitivity for
mcRS comparable to Raman systems employing scientific-
grade charge-coupled device (sCCD) cameras, but at a signifi-
cantly lower cost. We demonstrate the effectiveness of mcRS on
the example of the neat grinding (NG) and the liquid assisted
grinding (LAG) synthesis of two different forms of zeolitic
imidazolate frameworks (ZIFs) based on zinc and unsubstituted
imidazole (HIm). While an ion-and-liquid assisted grinding
experiment (ILAG) using ZnO and HIm was previously moni-
tored by in situ PXRD,30 to the best of our knowledge this work
represents the first example of direct in situ Raman monitoring
of this system. The mcRS provides kinetic information on the
reaction progress and allows the differentiation of two forms of
the highly polymorphic zinc imidazolate ZIFs without in situ
synchrotron PXRD monitoring. It also provides one of the
first insights into the interaction of the LAG liquid with the
imidazole reagent, and rheological changes during the milling
process.

Results and discussion
Mechanochemical Raman system construction

As mentioned, Raman spectroscopy is uniquely qualified to
characterise the chemical reactivity in liquid and amorphous
matrices, detect the formation of supramolecular intermedi-
ates, and determine the action of different additives in mechano-
chemical synthesis. Monitoring these interactions relies on
achieving an excellent spectral resolution of around 4–7 cm�1.
Achieving high sensitivity is equally important, as Raman scattering
has a cross-section that is 10–12 orders of magnitude smaller than
that of molecular absorption, so every photon is important under
these low-light conditions.50

While research-grade Raman spectrometers (rgRS) achieve
even higher resolution, typically around 3–4 cm�1, they come
with significant drawbacks, namely their high cost, bulkiness,
and the difficulty of coupling their excitation beams to a jar
oscillating at 25–35 Hz in a mechanochemical mill. On the
other hand, the most commonly used fiber-optic Raman spec-
trometers (foRS) for in situ monitoring have a spectral resolu-
tion of around 10 cm�1, meaning they can easily overlook
subtle changes in Raman peak shifts. For example, it is hard
for them to resolve changes caused by the adsorption of guests
on surfaces or into pores of porous materials, which are of huge
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importance for the action and applicability of porous coordina-
tion materials, such as metal–organic frameworks (MOFs).
Additionally, foRS commonly uses 785 nm lasers for excitation,
which provides lower sensitivity in the high-frequency range of
the Raman spectrum because large Raman shifts push the
scattered wavelength further into the near-infrared (around
1 mm), where the sensitivity of silicon-based photodetectors
sharply declines. This region contains vital information regard-
ing vibrations, including C–H, O–H, N–H, and other hydrogen-
containing bonds. As these bonds are often the basis for
hydrogen bonding and other supramolecular interactions of
interest, higher sensitivity in this region is crucial. The foRS
also require a high-power excitation beam (up to 500 mW)
focused on the sample, large slits, and long integration times
due to the small number of photons detected on the fiber
probe. From our experience, integrations of at least 15–20 s, and
slit sizes of 50 mm or more are needed to get satisfactory SNR.

A system offering moderate spectral resolution—between
the foRS and the rgRS—and a higher sensitivity compared to
the foRS would provide a practical and cost-effective solution
for the stated applications. The higher sensitivity would enable
the use of shorter integration times while maintaining satis-
factory SNR, significantly improving the time resolution of
in situ monitoring and potentially providing access to short-
lived intermediates and insight into the early stages of a
mechanochemical reaction.

To address these challenges, inspired by several cost-effective
home-built Raman systems used for other applications,51–53 we
focused on designing an affordable mechanochemical Raman
Setup, which is tailor-made to fit the needs of in situ and in
operando monitoring of solid-state synthesis. A schematic of the
mcRS including all optical elements along the beam path,
starting from the excitation laser and ending at the detector,
is shown in Fig. 1. The device can be divided into two parts: the

Raman probe, which focuses the excitation laser inside the jar,
collects the Raman scattered photons and couples them at the
entrance slit of the spectrometer, and the lens-based dispersive
spectrometer that uses an iCMOS camera as detector. The
device will be briefly described here, while all the technical
details and exact part types are given in the ESI† (Section S1).

Raman probe. For the excitation source, we opted for a
single longitudinal mode (SLM) diode laser, which is compact
and delivers 50 mW of stable output power at a wavelength of
632.8 nm (L, Fig. 1(A)) and a linewidth of D~nL = 0.4 cm�1

(Section S2 in ESI†). Excitation at this wavelength ensures that
the whole resulting Raman spectrum (400–3500 cm�1) falls into
the high quantum efficiency region of the Si-based photo-
detectors (500–800 nm). This enables the excellent sensitivity
we require in the high-frequency region, especially compared to
the 785 nm excitation lasers commonly used with fiber-based
Raman probes. To maintain the high precision necessary for
in situ mechanochemical experiments, we developed a calibra-
tion procedure for the laser source wavelength lL (Section S3 in
ESI†), which is needed due to the day-to-day variability of lL

caused by changes in ambient temperature and humidity
(approximately �4 cm�1 over one month). Fortunately, simply
measuring the spectrum of a Raman shift standard54 allows
precise determination of the initial lL with an uncertainty of of
�0.25 cm�1, which then remains stable within �0.05 cm�1

during eight hours following the laser switch on, allowing for a
full day of data collection without the need for re-calibration.

To shield the laser source from back reflections, a Faraday
isolator is inserted immediately after the laser (FI, Fig. 1(A)).
The beam is first expanded 2.3 times by a variable magnifica-
tion beam expander BE. Then, it passes through a laser-line
filter FL. It cleans up all undesired light from the laser or
Raman scattering and fluorescence generated in optical ele-
ments placed upstream from FL.

Fig. 1 (A) Scheme of the mechanochemistry Raman System (mcRS), top view: laser L, Faraday isolator FI, beam expander BE, laser filter FL, Raman edge
filter FR, coupling lens LCPL, entrance slit SLT, slit lens LSLT, diffraction grating G, camera lens LCAM, iCMOS camera CAM. Dashed red line depicts the laser
beam that continues up to M3; (B) Side view of the setup in the vicinity of the jar with the vertical folding mirror M3, the objective lens LOBJ and the
aluminium jar with sapphire window (blue rectangle).
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The excitation beam then gets reflected by two folding
mirrors (M1 and M2) before reaching the long-pass edge filter
FR. As the filter model employed here is an entry-level laser
blocking filter, its cutoff wavenumber ~nc stands at a relatively
high value of 350 cm�1. Other filters can (and will be) easily
integrated to achieve lower cutoff values. Note that FR is tilted
by 51 relative to the optical axis defined by the objective lens
LOBJ and the coupling lens LCPL (Fig. 1(A) and (B), dashed line).
This slight tilt allows the excitation beam to be inserted along
the optical axis of the Raman probe – in our case, along the
LOBJ–LCPL axis – ensuring collinearity between the excitation
and Raman-scattered beams. The resulting 2.51 angle of inci-
dence (AOI) induces only a minor reduction of ~nC by B6 cm�1

compared to the manufacturer’s specification, while laser
attenuation remains unchanged.

In conventional Raman probe designs, beam collinearity is
typically achieved using a dichroic beamsplitter (mounted at an
AOI of 451), followed by a second Raman edge filter at the probe
exit to suppress residual Rayleigh scattering. In contrast, our
approach eliminates the need for a dichroic beamsplitter and
achieves both beam collinearity and Rayleigh suppression
using a single long-pass edge filter. This simplified optical
layout of the mcRS Raman probe improves throughput, reduces
the number of optical components, and lowers the overall cost.
Additionally, to the best of our knowledge, it is the simplest
design that enables ultralow-frequency (ULF) Raman spectro-
scopy,55 granting access to Raman shifts as low as 5 cm�1.

After it gets reflected on FR, the excitation beam gets
reflected vertically (i.e., perpendicular to the optical plane of
the spectrometer) by the last folding mirror M3 before arriving
to the aspheric objective lens LOBJ (Fig. 1(B)), which then
focuses the excitation beam on the sample. Choosing an
aspheric LOBJ allows us to minimise the spherical aberration
that becomes significant for marginal rays and the extensive
collection angles necessary to collect as many Raman scattered
photons (RSP) as possible and obtain a better SNR. The much
larger size of the LOBJ compared to the typical fiber-probe lens
also allows for the collection of more RSP and a higher intensity
of the measured signal.

For the in situ monitoring experiments, we use a 14 mL
aluminium jar with sapphire windows described in our pre-
vious work,32 positioned so the window points down towards
the incoming beam, as most of the reaction mixture is expected
to accumulate there during milling.13,28 We chose an optical
quality sapphire glass window because it is a highly transparent
and extremely hard material that can withstand hour-long
impacts from stainless steel balls used in the ball-milling
process. It shows only two prominent peaks at around 420
and 640 cm�1 (easily modelled with a Gaussian curve which
makes their removal from the raw Raman spectra straightfor-
ward). Conversely, PMMA or poly-(methyl methacrylate), from
which most in situ monitoring jars are made, shows more than
10 peaks in the region covered by the mcRS.28 Additionally, we
subtract the baselines of the empty jar spectrum and of the raw
sample spectrum in all experiments. The baseline-corrected
empty jar spectrum (Section S4 in ESI†: Fig. S4-2C, red line) is

then normalised to the isolated sapphire peak at 645 cm�1 in
the baseline-corrected sample spectrum (Fig. S4-2C, ESI† blue
line). This allows us to obtain a clean Raman spectrum of the
sample, corrected for both the baseline and the jar background
(Fig. S4-2D, ESI†).

Lens-based spectrometer. After collection by the LOBJ, the
Raman scattered beam is directed into the spectrometer slit by
the coupling lens LCPL. Depending on available light, whose
amount depends on the Raman scattering efficiency of the
sample, the mcRS can easily switch between 10, 15 and 20 mm
wide slits. A wider slit generally allows for higher sensitivity,
letting through more RSPs, but has a lower spectral resolution,
while a narrower slit sacrifices sensitivity in favour of a
higher resolution. Extensive testing using a calcite standard
(Section S5 in ESI†: Fig. S5-3) shows that although the 10 mm
slit offers approximately twice the spectral resolution of the
20 mm slit, achieving comparable SNR requires only 35% longer
integration time. This demonstrates that the 10 mm slit pro-
vides substantial resolution benefits without a prohibitive
increase in acquisition time, offering a good balance between
resolution and throughput. All measurements in this work were
taken with the 10 mm slit in place.

After the slit, the RSP beam is collimated by a 50 mm
photographic objective – the slit lens LSLT on Fig. 1(A) – and
directed to a holographic reflective diffraction grating G with
the incidence angle yi = 33.51. We keep the grating static while
the camera acquires the entire Raman spectrum. Finally, the
LCAM focuses the dispersed RSP beam onto the iCMOS camera.
We use the same lens as for LSLT. Both lenses in the spectro-
meter have 50 mm photographic objectives, the most popular
lenses in analogue photography for decades. The mass produc-
tion of the lenses is convenient as one obtains an objective
corrected for all optical aberrations in the visible region for less
than 300 h.

To acquire the spectra, we opted for an iCMOS camera with a
sensor that has a relatively high Qe (71% at 525 nm), a low RN
(2.89 e� per pixel) and a low dark current (0.8 e� per s).56 With
such a slight RN and dark current and for exposures up to
10–15 s, this low-cost, uncooled iCMOS camera will have SNR
comparable to an industry-standard sCCD camera cooled by a
Peltier element. The extensive usage of the iCMOS camera in
our lab has proved that usage of exposures of as large as 20 s is
viable without significant image deterioration caused by the
thermal noise, even without cooling.

The full details on the protocols for calibration of the wave-
number axis and of the Raman intensity axis, post-acquisition
data processing, measurement of the spectral resolution
and establishing the laser spot size are all given in the ESI†
(Sections S3–S11). In short, it was determined that the free-
optics system allows for the use of a narrow 10 mm slit with
moderate integration times, resulting in high throughput with
an excellent spectral resolution of 7.5 to 4.5 cm�1, depending
on the Raman shift ~nR (Section S5 in ESI†: Fig. S5-1), while the
laser spot in the jar has an average FWHM diameter of 2wJ =
8.8 mm (Section S7 in ESI†). The signal intensity scales linearly with
sample mass up to approximately 150 mg of imidazole (HIm),
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which was determined as the optimal sample mass for the bench-
mark reaction (Section S12 in ESI†). To maximise the Raman
signal, the focal plane of the laser beam needs to be placed around
the inner surface of the milling vessel, ideally 0.3–0.5 mm above the
sapphire window (Section S14 in ESI†: Fig. S14-1H, dashed line).

Simultaneous sample rheology monitoring. Another unique
property of the mcRS is the possibility of monitoring changes in
the rheology of the milled reaction mixture. During mechan-
ochemical milling, the physical state of the sample within the
jar can undergo significant transformations, evolving from
solid particles to fine powder or even into a sticky, glue-like
paste that adheres to the jar’s walls. It was found that the
rheology of the sample may be critical for the chemical reactiv-
ity in the jar.57 The mechanochemical processing may even be
affected by rheology changes if, for example, the milling media
is caught up in the viscous material and cannot move inside the
milling vessel. In terms of the in situ monitoring experiments,
this variability in sample rheology poses a unique challenge for
in situ monitoring techniques, as the changing physical state
can affect data acquisition and interpretation. In monitoring
experiments, the reduction or the sudden absence of signal
often correlates with the changes in rheology of the mixture
that got stuck to a localised part of the milling vessel so that it
cannot encounter the incident beam. Only stopping the moni-
toring process may reveal the exact cause, inadvertently inter-
rupting the mechanochemical reaction.

Unlike the foRS, which relies on one-dimensional (1D) line
array detectors, we integrated a two-dimensional (2D) image
sensor (iCMOS camera) into our mcRS setup. These sensors are
not only cost-effective but allow us to acquire a 2D image (the
x-axis is the wavenumber axis, while the y-axis runs parallel to
the entrance slit height, Fig. 2(A) inset). The Raman spectrum is
then obtained by integrating the columns, i.e., along the y-axis,
across a range of approximately �10 pixels (Section S4 in ESI†:
Fig. S4-1, dashed lines) around the line that passes through the
maxima of the Raman peaks. It is, however, the width (FWHM)
and the shape of the intensity profile of the signal (or of the
sample fluorescence), taken along the y-axis that can be used to
estimate the rheological changes in the milled mixture.

The broadening of the y-axis signal is a consequence of
the geometry of laser penetration into the sample. As the laser
enters the sample, it reaches a focal region before diverging,
forming a conical volume of excitation. The observed y-axis
signal corresponds to the cross-section of this illuminated
region when viewed from below through the sapphire window.
Thus, the broader the y-axis signal, the deeper the laser has
penetrated, and the wider the excitation footprint appears
(Fig. 2(A), inset).

Several factors influence this broadening: the total amount
of sample material, its optical transmittance, and its rheology.
A thicker sample allows for a higher maximum number of
interacting molecules, but this does not necessarily result in a
broader y-signal—the laser must be able to penetrate through
the sample for broadening to occur. The transmittance of the
material dictates how deeply the laser propagates, and thus
how many molecules it interacts with. Lastly, even when the

amount of material and its transmittance remain constant, the
rheological state of the sample plays a crucial role. A finely
dispersed powder provides an open structure in which the laser
can travel significant distances and re-scatter, encountering
many particles along its path, leading to the broadest y-axis
signal. In contrast, a dense or sticky material quickly absorbs
or scatters the light, limiting penetration and resulting in a
narrower signal.

To illustrate these effects, we compare three distinct experi-
mental cases. The first case is a compact solid that has low
transmittance at the excitation wavelength, such as a silicon
wafer. It presents the narrowest possible y-axis signal, as the
laser interaction is effectively confined to a two-dimensional
surface: a sharp (FWHM = 23 mm), Gaussian-shaped y-axis
Raman signal at 520 cm�1 (Fig. 2(A), blue line) can be observed.
This case is analogous to a highly dense reaction mixture that is
completely opaque to the excitation beam, such as when the
sample becomes stuck to the walls of the milling jar. In the
second case, we look at a 0.3 mm thick calcite crystal, which has
high transmittance at 633 nm but due to its limited thickness, the
total number of laser-sample interactions remains restricted.
Here, the y-axis signal maintains the same FWHM as silicon
but exhibits extended wings that persist up to �100 mm
(Fig. 2(A), green line) – the profile acquires a Lorentzian-like shape.

Fig. 2 (A) The Raman signal profile taken along the y-axis for an Si wafer
(blue), a 0.3 mm thick calcite crystal (green) and cyclohexane liquid (red).
The inset illustrates how the excitation footprint increases with penetration
depth of the laser and gets imaged on the entrance slit. (B) The Raman
signal profiles taken along the y-axis for a salicylic acid sample during
milling. The blue line is the signal at a Raman peak, while the green line is a
pure fluorescence signal. The inset shows an image taken with the iCMOS
camera, the dashed lines show where the y-axis profiles were taken.
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An experimental analogue is a dense slurry or paste that is still
mobile (i.e., not ‘‘stuck’’ on the jar walls), where the excitation
beam can penetrate several hundred microns into the sample but
remains partially confined. Finally, we put a droplet of cyclohexane
(42 mm thick) on the sapphire window, which has both a high
transmittance and is thick. The FWHM drastically increases to
75 mm (Fig. 2(A), red line) and again the y-axis signal has notable
resemblance to a Lorentzian profile, representing a large number
of interactions and a large conical volume of excitation. This
simulates a typical mechanochemical reaction where the sam-
ple is a polycrystalline powder dispersed throughout the
milling vessel. Acquiring images of salicylic acid (SA) as it is
milled in the jar shows a y-axis signal profile shape very similar
to that of cyclohexane (Fig. 2(B)). Interestingly, due to two-
photon absorption, SA demonstrates a weak fluorescence that
can also be used to monitor the rheology of the sample. If the
y-axis signal is taken at a Raman peak (e.g., at the 1248 cm�1

peak of SA), it is the sum of the Raman and the fluorescence
contributions (Fig. 2(B), blue line). However, if the y-axis signal
is taken where there are no Raman peaks (e.g., at 1275 cm�1),
only the fluorescence will contribute to the signal, but the
Lorentzian-like shape remains and FWHM can still be esti-
mated, thus the rheology monitoring is still possible. For more
details, see Section S14 in ESI.†

Comparison of performance of mcRS compared to standard
monitoring Raman device. We compared our custom-made
mcRS to our in-house foRS, the most often used device for
monitoring mechanochemical reactions.28 The foRS consists of
an SLM 785 nm laser source from the same manufacturer as the
one used in mcRS (USHIO), a BWTek 102B fiber probe, and the
OceanOptics MayaPro2000 spectrometer. Using the Raman
spectrum of HIm under milling conditions (IST500 mill, 30 Hz)
as a benchmark, the mcRS shows a significant increase in
sensitivity and SNR. This is particularly visible in the high-
frequency region, where our choice of laser source, combined
with an objective lens with a more extensive collection angle
and a 2D detector camera, allows easy detection of the vibra-
tions involving C–H bonds. The traditional foRS cannot resolve
these peaks, despite four times longer integration and much

stronger laser power (Fig. 3). Even peaks in the mid-frequency
range (e.g., the peaks between 1050 and 1100 cm�1, and the
double peak at 1260 cm�1 which only shows as a shoulder in
the foRS) are significantly better resolved in the mcRS com-
pared to the foRS, under equivalent or lower integration times.
The total cost of our device, including the SLM laser source, the
iCMOS camera, and all optical components, is five-fold lower
compared to a commercial setup and almost half of the price of
previous in-house systems (see Section S1 in ESI† for a break-
down of the costs). Moreover, the mcRS offers not only higher
sensitivity and spectral resolution but also the ability to esti-
mate the rheology of the reaction mixture, and increased
modularity and tunability, making it excellent for tailoring to
different applications.

A benchmark mechanochemical reaction. A great target for
testing the mcRS is the mechanochemical synthesis of ZIFs.
ZIFs are 3D-periodic covalently bound frameworks built from
tetrahedral metal cations (often Zn2+, Co2+ or Cd2+) and imida-
zolate anions. They are thermally and chemically stable, often
highly porous, and have many potential applications as sor-
bents, catalysts, and in separations.58 Due to the linker and
metal geometry and connectivity, these materials can – like
their zeolite namesakes – form many different arrangements of
building blocks in space, called topologies. For example, the
simplest of these materials, the unsubstituted zinc imidazolate
(ZnIm2) appears in at least 18 different topologies,59 presenting
one of the most topologically diverse materials known. The
targeted synthesis of these different forms is still challenging
and generally relies on using solvents as putative templates.
Even then, the solvothermal syntheses, which use large
amounts of solvents and need to be extensively heated, often
provide mixtures of topological products.58

Mechanochemical syntheses of ZIFs have many sustain-
ability-based advantages but also provide an avenue for a larger
degree of topological control of the reaction outcome. Judicious
choice of liquid and ionic solid,60–62 or non-ionic solid
additives22,63 can strongly preference specific product topolo-
gies. While the kinetics and yield of these reactions can be
monitored by pressure and temperature logging,64 as well as
ex situ65 and in situ Raman spectroscopy,66,67 topological out-
comes have so far only been monitored by synchrotron-based
in situ PXRD.27,68 A laboratory-based technique that could
provide insight into the topological evolution of ZIF syntheses
and simultaneously observe the interaction of the template
with the reagents would prove highly advantageous.

We here validate the performance of the mcRS by monitor-
ing the reaction between ZnO and HIm under NG and LAG
conditions, using ethanol as the LAG additive in the latter case
(Fig. 4). The monitoring provides a simple way to differentiate
between two topological forms of zinc imidazolate-based
ZIF, and shows the interaction of the ethanol liquid additive
with the imidazolate linker, along with allowing us to monitor
the rheology of the reaction mixture. ZnO and HIm were placed
in an aluminium milling jar with a sapphire window in a 1 : 2
stoichiometric ratio and two 1.4 g stainless steel ball bearings.
In the LAG reaction, 1.67 ethanol equivalents (based on Zn)

Fig. 3 Comparison of the Raman spectra collected at the beginning of
milling of imidazole with the standard fiber-optics Raman system using
20 s integration (blue), and with mcRS using 20 s integration (dark red) and
5 s integration (red). Power of the excitation source: 300 mW for fiber-
optics spectrometer and 25 mW for mcRS.
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were added to the mixture. The milling vessel was then placed
in the mixer mill and agitated at 30 Hz for up to 90 min, with
simultaneous Raman monitoring.

Based on PXRD analysis (Section S15 in ESI†), the NG and
ethanol LAG reaction products are moc-Zn4Im8HIm69 and zni-
ZnIm2

70 materials, respectively. Both materials are densely
packed three-dimensional coordination polymers of zinc and
imidazole (Fig. 4). In the zni-ZnIm2 material all imidazole
molecules are fully deprotonated (Im�) and coordinated to zinc
cations through both their nitrogen atoms, bridging over two
zinc cations each. The zinc cations in turn are tetrahedrally
coordinated with four imidazolates each (Fig. 4). The
imidazole-bridged zinc cations form four-membered rings that
are stacked along the c-axis, and interconnected via 10-
membered rings, building the non-zeolitic zni topology. The
end result is a highly symmetrical structure adopting the I41cd
tetragonal space group, in which many of the imidazolate
anions have an identical environment. On the other hand,
the moc-Zn4Im8HIm material has an interrupted non-zeolitic
moc topology. While the zinc cations are still all tetrahedrally
coordinated by imidazoles, one half is surrounded by four fully
deprotonated, bridging imidazolates, while the other half is
surrounded by three bridging imidazolates, and one terminal
imidazole. These terminal imidazoles are so arranged in
the structure that they share one proton amongst themselves
through hydrogen bonding, making a [Im� � �H� � �Im]� moiety

(Fig. 4) where these imidazoles are on average half-protonated.
While the bridging imidazolates and their zinc cations form
four-membered rings similar to those in the zni-ZnIm2 struc-
ture, they are not interconnected via other ring structures, due
to the interruption in imidazolate bridging. This results in a
structure of much lower symmetry, adopting the P%1 space
group. Not only does this structure inherently have many
different environments the imidazole moieties can inhabit
due to its low symmetry, it also contains hydrogen bonding,
partial protonation, and different coordination modes for some
of the imidazole molecules. This can result in differences in the
Raman spectra, which could be used to differentiate these two
products.

We will first focus on the Raman monitoring results of the
NG reaction, where moc-Zn4Im8HIm is formed. We observe a
relatively slow reaction kinetics (Fig. 5(A)), where the new
Raman peaks appear after 2 min, and the reagent peaks largely
disappear only after 25 min. Unfortunately, the most diagnostic
change for this reaction, namely the deprotonation of the
imidazole reagent into the imidazolate ligand, is invisible by
Raman spectroscopy. The N–H stretching vibration peak is so
broad (3015–2615 cm�1)71 that is not detectable even by a high-
throughput and high-resolution rgRS (Section S16 in ESI†:
Fig. S16-1). Instead, the main changes in the reaction mixture
Raman spectra result from the coordination of the imidazolate
ligands to zinc ions. They consist of the blueshifts of peaks
at 1146, 1263, and 1446 cm�1 to their new values of 1174,
1279, and 1488 cm�1, the appearance of new peaks at 975 and
3102 cm�1, and the almost complete disappearance of the peak
at 3143 cm�1 (Fig. 5(A)). According to literature,71,72 the blue-
shifted peaks correspond to in-plane deformation of the C4,C5–
H bonds and of the ring (d(C4, C5–H) + d(R)), the in-plane
deformation of the ring (d(R)), and the combined in-plane
deformation of the ring and N1–H bond (d(R) + d(N1–H)),
respectively. It is, therefore, unsurprising to notice a shift of
these peaks to higher frequencies, as the coordination of
imidazole rings to zinc ions will naturally constrain the ring
motion so that the in-plane deformations will be more difficult
and thus higher in energy (and frequency).

Similarly, the new peak at 978 cm�1 corresponds to out-of-
plane vibrations of the (C4,C5)–H bonds, assigned compared to
the Raman spectra of ZIF-8.73 This corresponds to a 440 cm�1

blue shift from the same peak predicted in the starting imida-
zole spectrum (930 cm�1),71 which is experimentally of very low
intensity and is almost undetectable. Both the coordination of
imidazolate to Zn and the proximity of other imidazolates in
the densely packed moc-Zn4Im8Him structure will limit the
motions of these C–H bonds, requiring more energy to initiate
them and shift their peak to higher frequencies. The change in
intensity of this peak from very weak (undetectable) in imida-
zole to medium weak in the resulting ZIF likely stems from the
change in the protonation state. The deprotonated imidazolate
is higher in symmetry, so the out-of-plane vibrations of the
(C4,C5)–H bonds result in a relatively large change in polariz-
ability and a detectable Raman signal. This has also been
demonstrated and assigned in other imidazolate species.74

Fig. 4 Schematic representation of the neat (NG) and ethanol assisted
mechanochemical reaction between zinc oxide and imidazole, showing
the chemical diagrams and images of crystal structures for the products
moc-Zn4Im8HIm (CSD code KUMXEW69) and zni-ZnIm2 (CSD code
IMIDZB0270). Labeled molecular diagram of the imidazole molecule.
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Finally, the appearance of a new peak at 3102 cm�1 and the
near disappearance of the peak at 3143 cm�1 both reflect
changes in the C–H stretching vibrations. Calculations71 pre-
dict three C–H stretching peaks in imidazole (3140, 3133,
3119 cm�1), only two of which (3143 and 3123 cm�1) are of
high enough intensity to be measurable in the solid state. This
is likely due to both the symmetry of the imidazole molecules,
and the way they pack in the solid state (imidazole crystallises
in the P21/c space group, CSD code: IMAZOL0275). During the
mechanochemical reaction, imidazole molecules are deproto-
nated and coordinated to zinc atoms so that both the individual
symmetry of the molecules, as well as the overall symmetry of
the forming ZIF, are now different than in the parent imidazole.
In the case of moc-Zn4Im8HIm this change of symmetry corre-
sponds to the aforementioned appearance of a new peak at
3104 cm�1 and the near disappearance of the peak at 3143 cm�1.

In the LAG reaction, we observe the first difference from the
NG reaction before milling is even initiated. Namely, the
addition of ethanol to the reaction mixture causes a solvato-
chromic shift of the Raman peaks of the imidazole reagent. By
measuring Raman spectra of HIm in four solvents with varying
polarities and proticities (Section S17 in ESI†: Fig. S17-1) we
tried to understand origin of the peak shifts in going from the

HIm crystal to a solvated environment. The molar ratio between
solute and solvent was kept the same as in the LAG reaction
and the following solvents were used: acetonitrile (ACN),
dichloromethane (DCM), iso-propanol (iPrOH) and ethanol
(EtOH). Almost all major peaks in the fingerprint region show
redshift (5–30 cm�1), except for the ring breathing mode at
1325 cm�1, which undergoes a minor blueshift (3–4 cm�1), and
the C–H stretching modes, which shift slightly to higher
frequencies (4–9 cm�1). No clear correlation was found between
these peak shifts and macroscopic solvent parameters76–78

(Section S17 in ESI†: Table S17-1), indicating that specific
short-range solute–solvent interactions, such as hydrogen
bonding, play a major role in solvation of HIm. While a more
detailed interpretation could be achieved through molecular
dynamics and quantum chemical calculations, as demon-
strated by Kumar and coworkers in their study of Raman
solvatochromism of benzophenone,79 such analysis is beyond
the scope of the present study.

The starting spectrum of the ethanol LAG reaction mixture
(Fig. 5(C), 0 s red spectrum) is a convolution of the signals of
dry imidazole (Fig. 5(C), black bottom spectrum, solid line) and
imidazole dissolved in ethanol (Fig. 5(C), black bottom spec-
trum, dashed line). This strongly implies that part of the

Fig. 5 (A) Time-resolved Raman spectra of the neat grinding (NG) reaction involving ZnO and HIm taken with mcRS. The spectra are displaced vertically
for clarity. The dashed vertical lines guide the eye and mark the appearance of the peaks of the moc product. The reference spectra of HIm and the moc
product, taken with a commercial Raman spectrometer, are shown at the top and the bottom of the graph (black line); (B) Waterfall graph for the reaction
from A, displaying a total of 75 reaction time points. The red dashed horizontal lines separate the lower and upper panels, which use different time steps:
20 s per step for the lower panel and 100 s per step for the upper panel. This split enables a detailed observation of the reaction kinetics at different time
scales. The reference spectra of HIm and the moc product are shown above the waterfall plot; (C) As in A, but for LAG reaction with ethanol as the milling
additive. The reference spectra of HIm dissolved in EtOH (dashed line, bottom), of HIm (black line, bottom) and of the zni product (black line, top) are
shown in the top and the bottom of the graph.
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imidazole reagent is solvated (or partially dissolved) by the
added ethanol at the beginning of the mechanochemical reac-
tion. To the best of our knowledge, this is the first direct
observation of the solvating effect of the liquid additive in a
mechanochemical metal–organic framework (MOF) synthesis.
Further exploration of this phenomenon could provide crucial
insight into the role of liquid additives in mechanochemical
MOF syntheses.

Secondly, we can see much faster kinetics than the NG
reaction (Fig. 5(C)), wherein the first product peaks appear
after only 20 s, and the reaction is nearly complete after
2 minutes. We can monitor the kinetics through the changes
in the mid-frequency region of the Raman spectra, which are
analogous to those in the NG reaction after the solvatochromic
effect has been accounted for. Looking at the high-frequency
region, we still observe the appearance of a new peak at
3104 cm�1, similar to the NG reaction. However, the peak at
3150 cm�1 does not disappear; instead, we observe a 450%
drop in intensity. This provides an easy way to differentiate the
two possible products of this mechanochemical reaction simply
by looking at the high-frequency spectral region. The difference
is again most likely due to the different symmetry of the
products. zni-ZnIm2 (I41cd, CSD code IMIDZB0270) has a much
higher symmetry than moc-Zn4Im8HIm (P%1, CSD code
KUMXEW69). Any perturbations caused by C–H bond vibrations
will, therefore, cause a comparatively larger change in the
polarisation of molecules in the highly symmetrical zni-ZnIm2

than in the already low-symmetry moc-Zn4Im8HIm. Since the
intensity of Raman signals is proportional to the change of
polarizability caused by molecular motion, it is perhaps unsur-
prising that the highly symmetrical zni structure is more
affected and thus has more peaks in the high-frequency region.
Looking at the high-resolution spectra of the zni form (Fig. 6,
dark blue line), even more splitting of the peaks can be seen
that is not pronounced in the moc form.

As mentioned previously, the foRS has a much worse spec-
tral resolution at high frequencies than our mcRS, so it couldn’t
resolve these minor differences. Instead, the shift of one wide
and low-intensity spectral band would be observed, and
any chance of differentiating the different forms produced by
the reaction of zinc oxide and imidazole would be lost. The
unprecedented resolution and sensitivity of our mcRS system
thus enables the easy differentiation of the two topological
products of ZIF synthesis, solely based on laboratory in situ
Raman spectroscopy, and emphasises its unique suitability for
in situ monitoring of mechanochemical ZIF and MOF syntheses.

It is important to note that these two forms display even
more distinct differences in the low-frequency region of their
spectra (Section S16 in ESI†: Fig. S16-3), corresponding to the
differences in their lattice vibrations. In the future, we plan on
adapting our mcRS setup to include in situ monitoring of this
region by simply including appropriate low-wavenumber
Raman edge filters (B900 h).

As mentioned before, the shape of the y-axis signal, can be
used to estimate the rheological changes in the milled mixture.
In our experiments, the reaction mixture remained polycrystalline

throughout the whole NG experiment (Fig. 7(A) and (B)), as
evidenced by the y-axis signal’s notable resemblance to a Lorent-
zian profile. This is observed in the wide wings of the profile shape
(Fig. 7(A) and (B), red line), or as a ‘‘smearing’’ of the signal in the
y-dimension (Fig. 7(A) and (B), 2D grayscale images). The minimal
changes in rheology are further corroborated by the slight increase
in the FWHM of the y-axis signal, which broadens only from
100 mm at the start to 125 mm after one hour of milling (Fig. 7(C)).

The LAG experiment initially appears very similar to the NG
experiment (Fig. 7(D)), indicating a well-dispersed powder in
the milling jar. However, compared to the NG reaction, the
FWHM is significantly larger at the start of milling (290 mm),
suggesting an even greater dispersion of the powder. This
indicates that the ethanol present in the LAG system enhances
the initial spread of the particles. In contrast to the NG
experiment, the addition of ethanol in the LAG experiment
induces a rapid transition from a dispersed powder to a paste,
as evidenced by a sharp decrease in the FWHM of the y-axis
signal to 70 mm at 460 s (Fig. 7(F)). The FWHM then recovers to
B100 mm, maintaining this width until 930 s, when it drops
again to B60 mm, remaining virtually unchanged until the end
of milling. This final sharp profile indicates the formation of a
thinner, denser layer on the sapphire window, suggesting that
the reaction mixture transformed into a dense paste during the
experiment, which also matches our experimental observations
when the jar is opened after the reaction is finished. The
observed fluctuations in the FWHM present an unresolved
aspect of the process, and future investigations will be required
to fully understand their origin. To the best of our knowledge,
this is the first example of the in situ estimation of the rheology

Fig. 6 Raman spectra in high-frequency region of the moc product (dark
red and red line) and of the zni product (dark blue and light blue line): taken
ex situ with a commercial research grade Raman system (moc ref and zni
ref) and in situ with our mechanochemical Raman system at the end of the
NG and the LAG reactions (3600 s red and light blue, respectively).
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of a mechanochemical reaction, and it could prove to be an
interesting development for the field.

Conclusions

In conclusion, we presented here a custom-made Raman system
tailored for the in situ monitoring of mechanochemical reactions
(the mcRS). Judicious choice of the excitation source, free-space
optics, and an iCMOS camera used as a detector provided a cost-
effective system with a 30% improvement in spectral resolution
and a fivefold improvement in time resolution when compared to
fiber-probe Raman systems currently used for in situ monitoring of
mechanochemical reactions. The mcRS is also highly modular and
allows for easy change of the source, slits, and all optical compo-
nents so that each system can be specifically tailored to the
materials and applications researched by an individual laboratory.
All this comes at one-fifth of the price compared to the current
state-of-the-art commercial setups and one-half of the price of
previous in-house fiber optics systems. Additionally, our mcRS
allows for estimating the changes in rheology of the sample
without stopping the milling or opening the milling vessel.
Rheology changes in mechanochemical reactions are a common
stumbling block in the scale-up process, and further insight into
them could vastly accelerate the commercial use of mechano-
chemical methods.

The resolution and sensitivity of our mcRS system have
proven invaluable in the study of mechanochemical ZIF synth-
esis. Along with allowing for monitoring the kinetics of their

mechanochemical formation, it enabled the first in situ differ-
entiation of two different topological products of ZIF milling
synthesis purely based on in-house techniques. This comple-
ments the existing PXRD monitoring techniques while lessen-
ing the need for expensive, time-consuming and scarcely
available synchrotron access. In addition, the spectral resolu-
tion of the mcRS system enabled us to directly observe the
effect of an additive on the reagents in a LAG mechanochemical
reaction, which is still an unresolved issue in the field. The
superior sensitivity of free-space optics mcRS might even help
elucidate subtle interactions of solid reagents in the initial
stages of mechanochemical reactions, such as the association
involved in creating hydrogen bonds in cocrystals or even
detecting preorganisation of reagents that template molecules
can provide through intermolecular interactions. The 2D ima-
ging achieved through the iCMOS camera enabled us to moni-
tor the rheology of the milled reaction mixture in real time,
showing crucial differences between the NG and LAG reactions.

We are currently expanding the applicability of the setup
by using low-wavenumber Raman edge filters, which will allow
us to monitor the low-frequency part of the Raman spectrum
(25–350 cm�1), where the collective modes of framework vibra-
tions are particularly accentuated. We also plan to apply the
mcRS to different types of mechanochemical reactions in
order to gain insight into the still unresolved mechanisms by
which liquid additives accelerate and direct mechanochemical
reactivity.
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T. Friščić and I. Halasz, Cryst. Growth Des., 2016, 16, 2342.

25 I. Brekalo, W. Yuan, C. Mottillo, Y. Lu, Y. Zhang, J. Casaban,
K. T. Holman, S. L. James, F. Duarte, P. A. Williams,
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37 T. H. Borchers, F. Topić, M. Arhangelskis, M. Ferguson,
C. B. Lennox, P. A. Julien and T. Friščić, Chem, 2025, 11(2),
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