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t robotic colourimetric titrations
using computer vision†

Yuan Li,‡ Biplab Dutta,‡ Qi Jie Yeow, Rob Clowes, Charlotte E. Boott *
and Andrew I. Cooper *

A high-throughput (HTE) robotic colourimetric titration workstation was developed using a commercial

liquid handling robot (Opentrons OT-2) and computer vision-based analysis. While designed for multiple

titration applications, hydrogen peroxide (H2O2) determination serves as the most elaborate and well-

characterized demonstration of its capabilities. Specifically, potassium permanganate (KMnO4) redox

titration was employed to quantify the hydrogen peroxide (H2O2) concentration, leveraging the distinct

colourimetric transition from colourless to pale pink at the titration endpoint. To monitor this colour

change, a webcam was installed on the OT-2 pipette mount, capturing real-time titration progress.

Image analysis was enhanced through VGG-augmented UNet for segmentation and the CIELab colour

model, ensuring robust and reproducible detection of subtle colour changes. The sensitivity test of the

computer vision-aided colour analysis was strongly correlated to UV-vis spectroscopy (R2 = 0.9996),

with a good linear dynamic range at low concentrations. The analytical accuracy of this workstation was

±11.9% in a 95% confidence interval and its corresponding absolute concentration difference was only

0.50 mM. To validate its real-world applicability, this workstation was first deployed to monitor the

photoproduction of H2O2 over a conjugated polymer photocatalyst, DE7. In addition to performing

redox titrations, we demonstrated that this workstation can also be used for acid–base titration and

complexometric titration, capturing a diverse range of colour changes.
Introduction

High-throughput experimental (HTE) approaches are in high
demand in chemical discovery because they can free
researchers from repetitive, time-intensive tasks, allowing them
to dedicate more time to the creativity of chemistry.1–3 Ideal HTE
systems have low sample volume, rapid data acquisition, low
cost, repeatability, modularity, and high levels of automation.3

Recently, low-cost commercial liquid-handling robots,4 such as
Opentrons (OT-2), have been used for a variety of HTE tasks in
chemistry labs. For example, Brown et al.5 combined OT-2 with
DESI-MS (desorption electrospray ionization mass spectrom-
etry) to automate the reaction screening of energetic precursor
cage compounds. Basford et al.6 used OT-2 to accelerate the
discovery process of porous organic cages, and Politi et al.7

employed the OT-2 with an automated ultrasound application
and a well-plate spectrometer to explore the synthesis of CdSe
nanocrystals. The modularity of these platforms allowed users
to customize their system based on their experimental
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requirements. The OT-2 platform can also be diversied by
including other hardware. For example, Soh et al.8 integrated
a balance into the OT-2 to enable in situ weighing for HTE
viscometry measurement of Newtonian uids, while Ouyang
et al.9 installed a microscope into the OT-2 that enabled the in
situ analysis of immunouorescent antibody labelling.

The development of HTE approaches has benetted from
advances in computer vision.10 For example, computer vision
has aided continuous colour monitoring of chemical reactions
such as pH-modulated titration experiments,11 catalyst degra-
dation, and product formation kinetics,12,13 where reaction
progress was linked to colour change. Furthermore, computer
vision has been used for object/edge detection to assist the
analysis of nanoparticles in transmission electron microscope
(TEM) images14 or cell-biomaterial analysis,15 for solubility
screening,16,17 and for other lab automation tasks including gas
ow control in organic synthesis,18 viscosity measurement,19

and automated real-time monitoring and control of workup
processes.20–22

Hydrogen peroxide (H2O2) is one of the 100 most important
chemicals due to its wide range of applications,23,24 such as
organic synthesis, paper bleaching, wastewater treatment and
energy storage. In addition to the traditional commercial (but
polluting) anthraquinone method,25 researchers have investi-
gated alternative routes such as electrocatalysis,26,27 and
© 2025 The Author(s). Published by the Royal Society of Chemistry

http://crossmark.crossref.org/dialog/?doi=10.1039/d4dd00334a&domain=pdf&date_stamp=2025-05-09
http://orcid.org/0000-0003-0902-030X
http://orcid.org/0000-0003-0201-1021
https://doi.org/10.1039/d4dd00334a
http://creativecommons.org/licenses/by/3.0/
http://creativecommons.org/licenses/by/3.0/
https://doi.org/10.1039/d4dd00334a
https://pubs.rsc.org/en/journals/journal/DD
https://pubs.rsc.org/en/journals/journal/DD?issueid=DD004005


Fig. 1 The deck layout of OT-2 for HTE H2O2 determination using an
automated liquid-handing robot OT-2 (purple = potassium perman-
ganate solution of known concentration, KMnO4; yellow = H2O2

samples of unknown concentration; blue = pure water; green = 1 M
sulfuric acid, H2SO4). Deck number was placed in the upper left corner
of each grid.

Fig. 2 Illustration of the experimental layout of a 96-well white plate.
The shades of blue represent the different concentrations of H2O2

sample. The green area was used for pre-estimation, while the purple
area was used for titration.

Paper Digital Discovery

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

1 
A

pr
il 

20
25

. D
ow

nl
oa

de
d 

on
 1

1/
6/

20
25

 3
:1

8:
56

 P
M

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n 

3.
0 

U
np

or
te

d 
L

ic
en

ce
.

View Article Online
photocatalysis.28,29 H2O2 concentration can be determined by
a range of characterisation methods including H2O2-testing
strips,30 chemical titration,31 titration combined with optical
spectroscopy,32–34 HPLC35 and NMR.36 However, these methods
oen either suffer from low accuracy (error: ±20% for H2O2

tests strips), long reaction times (UV-vis and uorimetry), or
high-cost (NMR and HPLC), which may prohibit their use in
HTE systems. For low-cost HTE H2O2 determination, colouri-
metric titration methods are attractive as their colour change
could be easily visualised with the aid of computer vision.37

Here, a liquid-handling industrial robot (OT-2) was integrated
with a standard webcam to enable HTE robotic titration, with
H2O2 determination via KMnO4 redox titration as the most
detailed and well-characterized example. Unlike other hardware
platforms, such as the Creality Ender 3 Pro,38 or traditional
titration setups using Arduino open-source microcontrollers,39,40

this workstation required no prior expertise in robotics, uid
dynamics, or soware development. An interactive user-friendly
interface was also developed, allowing chemists without
programming expertise to easily operate it. This robotic titration
workstation was rst utilized to monitor H2O2 photoproduction
using an organic semiconductor photocatalyst. Furthermore, its
modular design enables easy adaptation for other colourimetric
titrations, including acid–base titration for acidity/alkalinity
testing and complexometric titration for water hardness anal-
ysis. With the relatively low-cost and commercial availability of
OT-2, this workstation is accessible for other research groups,
supporting colourimetric titration endpoint analysis in their
experiments and highlighting its potential for establishing an
affordable, self-driven laboratory in the future.

Materials and methods
HTE H2O2 determination setup using OT-2

The deck layout of OT-2 for HTE H2O2 determination using an
automated OT-2 liquid handling robot is shown in Fig. 1. The
robot was equipped with one single-channel Opentrons P20 GEN2
pipette (1–20 mL) and one multi-channel Opentrons P300 GEN2
pipette (20–300 mL). Their corresponding tips were stored on deck
1, deck 8, deck 10 and deck 11, respectively. Three 12-column
reservoirs (21 mL, catalogue number: 201256-100) were used to
hold stock solutions, including 1 M H2SO4, 1 mM, 2 mM, 4 mM,
and 10 mM KMnO4, and testing samples, and were separately
placed on deck 6, 7, and 9. One 2-column reservoir (143.87 mL,
catalogue number: 203852-100) was used to store distilled water
for tip rinsing. A white, at-bottom Fisherbrand™ 96-well poly-
styrene plate (360 mL, catalogue number: 12-565-501) was placed
in deck 5 as the reactor. The numbering rule of the samples in
a 96-well plate is illustrated in Fig. 2 and the numbering rules of
other labware are summarised in ESI Section 1.2.†

Correspondingly, deck 3, well number D3 was selected as the
camera position and the webcam was attached to the pipette
mount of OT-2. Except for the xed position between plate and
camera, the position of the remaining labware is interchange-
able. Specically, four positions (deck 4, 6, 7, and 9) were desig-
nated for liquid storage, while four positions (deck 1, 8, 10, and
11) were allocated for tips. Deck 2 remained as a spare. This
© 2025 The Author(s). Published by the Royal Society of Chemistry
exible arrangement allows these 9 positions to be adjusted to
meet the experimental demands of other titration chemistries.
With the exception of the stock solution preparation, all proce-
dures were carried out by an OT-2 liquid handling robot,
controlled by a PC.
Workow for automated H2O2 determination

The HTE H2O2 determination workow can be divided into
three parts: process (system conguration and transfer cong-
uration), image capture, and signal processing (Fig. 3). The
protocol development details can be found in the ESI Section
2.†
Process

System conguration. The deck number and offset of each
labware and the robot conguration were dened in the system
conguration (ESI Section 3†).
Digital Discovery, 2025, 4, 1276–1283 | 1277
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Fig. 3 Schematic representation of the HTE H2O2 determination workflow: (a) the illustration of the lab hardware for the HTE H2O2 determi-
nation and the inset image exhibited the location of the webcamon the gantry of OT-2, SMB: servicemessage block; (b) the image of a white 96-
well plate after completing the plate preparation; (c) the pre-estimation image; (d) the images captured during the titration stage; (e) the instance
masks result of the plate after applying the image segmentation; (f) the illustration of the selection of KMnO4 concentration in the pre-estimation
stage; (g) the fitting analysis result of the titration stage.
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Transfer conguration. The liquid transfers involved in this
HTE H2O2 determination were dened in the transfer congu-
ration for 3 steps: plate preparation, pre-estimation, and
titration.

(1) Plate preparation: 100 mL, 1 M H2SO4 was added to the
targeted columns of the plate with the multi-channel Opentrons
P300 GEN2 pipette. As shown in Fig. 2, the sample to be ana-
lysed for H2O2 concentration was added to the eight wells in one
column using the multi-channel Opentrons P300 GEN2 pipette.
One plate can hold up to 12 samples.

(2) Pre-estimation: Four different KMnO4 solutions (1, 2, 4
and 10 mM) were prepared and stored in the KMnO4 reservoir
(A1–A4) as shown in Fig. 1. 40 mL of each KMnO4 solution was
aspirated with the single-channel Opentrons P20 GEN2 pipette
and dispensed to the rows E–H of each column sequentially, as
shown in Fig. 3c and f. The calculation details of the volume of
the KMnO4 solution used in the pre-estimation and titration are
described in Table S2.† Then, the multi-channel Opentrons
P300 GEN2 pipette was used to mix the solution with a set
mixing volume of 100 mL, and this step was repeated ve times
to obtain a homogeneous solution for analysis. Following mix-
ing, a tip-rinsing step was added to avoid any cross
contamination.

(3) Titration: 20 mL of the selected KMnO4 concentration
(determined in the pre-estimation step) was aspirated and then
evenly dispensed in 5 mL portions to rows A–D of each column
as shown in Fig. 3. Each sample was measured four times (in
parallel) to minimise random error. The multi-channel Open-
trons P300 GEN2 pipette was also applied to mix the solutions
1278 | Digital Discovery, 2025, 4, 1276–1283
thoroughly. These steps were repeated 12 times for each
sample.
Image capture

A webcam was installed on the pipette mount of OT-2, as shown
in Fig. 3a. The camera was triggered in the plate preparation,
pre-estimation, and titration to track the colour change during
the titration process. Details of the webcam installation and
light environment can be found in ESI Section 4.1.†

As shown in Fig. 3b, an image of the 96-well plate was
captured, prior to KMnO4 addition, and used as a reference for
the following colour analysis. Subsequent images were then
taken for the pre-estimation step (Fig. 3c) and during the
titration, an image was captured aer each addition of KMnO4,
for a total of 13 images as shown in Fig. 3d.
Signal processing

Image segmentation using VGG-augmented UNet41 was per-
formed on the reference image (Fig. 3b) to generate an instance
mask. This mask (Fig. 3e) was then used to segment all images
obtained during the experiment (for more details of the image
segmentation see ESI Section 5.1†). Following this, colour
information was rst extracted in the RGB model and then
converted to the CIELab colour space, which could provide
better normalization and perceptual uniformity. Although RGB
values are device-dependent, our primary focus was on moni-
toring colour changes over time rather than absolute colour
values. Controlled lighting conditions and manual calibration
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 The illustration of the interactive working system for HTE H2O2

determination (SMB server – service message block, OT-2 image
reprinted with permission from Opentrons. Copyright Opentrons).
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using a colour checker were implemented to ensure consistency
before testing. In the CIELab colour model,42 a*, which repre-
sents the green-red opponent channel, was effective in quanti-
fying colour changes in H2O2 titration experiment.

For the pre-estimation, the rst well with a* > 0 in rows E–H
of the plate was identied and the corresponding KMnO4

concentration of the well was used for the titration (Fig. 3f) and
its analysis details could be found in ESI Section 5.2.†

For the titration, 13 points were obtained initially for each
sample aer signal processing. Initially, a piecewise tting with
a linear (a* < 0) and a tangent (a* > 0) basis function were
performed (Fig. S10a and b†). This approach provided a good
tting of the results, however a decrease in a* values was
observed when KMnO4 concentration was higher than 4 mM
(Fig. S10c†). To minimise this effect on extracting the titration
endpoint, some points were then deleted aer showing
a decreasing trend, but unfortunately a large deviation in
titration endpoint was still obtained (Fig. S10d†). To address
this, as shown in Fig. 3g, a piecewise tting of the a* using
a linear (when a* < 0) and a polynomial (when a* > 0) basis
function was performed. The intersection provided a volume
estimate for the endpoint of the redox reaction between H2O2

and KMnO4. This volume estimate value was further put into
the designed excel (Table S4†) based on the stoichiometric
relationships. For most datasets the 4th power polynomial
showed good accuracy, and 3rd power polynomial was only used
when there were insufficient points to perform the 4th poly-
nomial tting (see ESI Section 5.3† for more details).

Results and discussion
Protocol development

An automated titration protocol was developed by integrating an
OT-2 robot with an image-capturing system for sample prepara-
tion, titration of H2O2 with KMnO4 in a 96-well plate, and
subsequent image capture and analysis to obtain the titration
endpoint. However, performing microanalytical titration in a 96-
well plate with a typical well volume of 330 mL demands careful
titrant volume and concentration selections, the use of appro-
priate pipette assemblies, and correct setting of associated liquid
transfer parameters such as mixing time, mixing volume, mixing
repetition, air blowing, etc. Furthermore, the addition of KMnO4,
should also be synchronized with the imaging system such that
immediately aer a specic volume of KMnO4 titrant is added,
the imaging system is activated to accurately capture the associ-
ated colour change. Details of protocol development could be
found in ESI Section 2.†

Here, we briey describe the development of the HTE H2O2

determination protocol encompassing the creation of necessary
instructions for the OT-2 robot, efficient service message block
(SMB) communication between the local working PC and OT-2,
instruction parsing and subsequent command execution by the
OT-2 robot, pre-estimation method for selecting the ideal
titrant, titration stage, and image capture and analysis system.
Initially, an intuitive working system was built to allow OT-2 to
communicate with our local working PC through an SMB server
as shown in Fig. 4 (ESI Section 4.2†).
© 2025 The Author(s). Published by the Royal Society of Chemistry
The protocol designer script, containing system congura-
tion and transfer conguration, set the titration protocol
parameters, and executing the protocol required running the
master protocol and the slave H2O2 protocol script in tandem.
The protocol designer script writes labware denition and
liquid transfer instructions in the system/transfer conguration
les and then stores them in the SMB server. The protocol
master script was then used to initiate the execution; that is,
sending a trigger signal to the slave script residing in the
Raspberry Pi built into the OT-2. Upon receiving the trigger
signal, Raspberry Pi positions the gantry arm to align the
camera's eld of view with the 96-well plate. Then, a Raspberry
Pi controller sends another trigger back to the SMB server,
which activates the camera that was controlled by the working
PC. The images gained through these operations are also stored
in the SMB server and then analysed by the computer based on
the CIELab colour model through the H2O2 protocol master
script. Following image capture, the VGG-augmented UNet41

generates a mask (see ESI Section 5†) mapping the wells with
the mask coordinates and triggers the Raspberry Pi to parse
instructions from the transfer conguration.

The transfer conguration tasks were split into the following
parts: plate preparation, pre-estimation, and titration. During
the plate preparation stage, OT-2 transferred 1 M H2SO4 and
H2O2 (concentration to be estimated) from the reservoirs
dened by the system conguration (system cong.) to the
white 96-well plate. Our pre-estimation stage, somewhat
equivalent to binning H2O2 by conventional stick measure-
ments, estimated the concentration range of H2O2, thus aiding
the selection of KMnO4 titrant (range 1–10mM) for titration (see
Section 2.2). Finally, the titration stage was performed using the
titrant determined by pre-estimation. Vigorous mixing of
KMnO4 during stepwise addition was crucial for accurately
estimating the pre-estimation and titration point; otherwise,
a signicant phase shi of a* versus KMnO4 volume trace was
observed. An independent mixing step was introduced to alle-
viate such inhomogeneity issues (for more details see ESI
Section 2.3†). In this stage, 5 mL of KMnO4 was sequentially
added and a trigger signal was sent to the camera for image
acquisition and colour extraction. This step was run until the
total number of dened titration steps was exhausted (see
Section 2.4). Note that the trigger signal mentioned above was
just a ‘.csv’ le containing keywords ‘run’ or ‘done’ and stored in
Digital Discovery, 2025, 4, 1276–1283 | 1279
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Table 1 The precision result of the high-throughput H2O2 determi-
nation using an automated pipetting robot OT-2a

Item Estimated volume (mL) Estimated conc. (mM)

Sample 1 21 � 1 0.610 � 0.017
Sample 2 23 � 1 1.282 � 0.033
Sample 3 24 � 0 2.557 � 0.000
Sample 4 33 � 1 3.551 � 0.123

a Note: the working limit of a single-channel P20 GEN2 pipette is 1 mL,
and the KMnO4 was determined by UV-vis spectrometer with three
signicant gures.
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the SMB server. Aer titration, the protocol master script
plotted the a* versus KMnO4 volume. We estimated the titration
endpoint by tting this result with piecewise continuous func-
tions – regions with a* ∼ 0 and a* > 0 were tted with a linear
line and an exponential, respectively.

Performance evaluation

When developing a new analytical method, there are six key
gures of merit: sensitivity, precision, accuracy, linear dynamic
range, detection limit, and selectivity. Here it was unnecessary
to evaluate the selectivity because only the a* parameter in
CIELab colour model was monitored.

Sensitivity test and precision test. The a* value obtained
from the CIELab was compared with the absorbance value at
525 nm, the characteristic peak of KMnO4, measured by a plate
reader, as shown in Fig. 5.

Samples from 1 to 10mMH2O2 concentration were tested for
sensitivity evaluation. The H2O2 concentration obtained from
the automated workow based on the CIELab colour model was
strongly correlated to the H2O2 concentration measured by the
plate reader based on the UV-vis spectrometer with an R2 of
0.9996. A slope of 0.935 and a negative intercept of −0.023 was
obtained from the linear tting, which indicated that the
consumed KMnO4 volume calculated from OT-2 was lower than
that calculated from the plate reader. This could be attributed to
the use of different types of plates. For the experiments carried
out by the plate reader, a transparent 96-well plate was utilized
to satisfy the light penetration requirements. While in our HTE
H2O2 determination, a white 96-well plate was selected to ach-
ieve high contrast, which allowed the camera to observe the
subtle colour change, from colourless to pale pink. This meant
that a lower KMnO4 volume was required for the pink colour to
be detected on the OT-2 and hence a lower H2O2 concentration
was calculated. To further verify this difference, a transparent
96-well plate was used in our workstation, and it also showed
a delay to the titration endpoint (Fig. S13 and S14†).
Fig. 5 Sensitivity test (x –H2O2 concentration determined by the plate
reader, y – H2O2 concentration determined by the liquid robot
Opentrons (OT-2)).

1280 | Digital Discovery, 2025, 4, 1276–1283
To estimate the reproducibility of this analytical method for
H2O2 determination, four unknown samples of H2O2 concen-
tration were randomly selected and tested three times respec-
tively (Table 1). The low standard deviation on the estimated
volume and corresponding concentration indicated that the
HTE H2O2 determination using an automated liquid handling
robot OT-2 has good repeatability. The core of our analysis
method is to nd the titration endpoint, a very subtle colour
change from transparent to pale pink. Thus, the linear dynamic
range (LDR) was also tested using a KMnO4 concentration of
1 mM and it showed a good linear relevance at lower KMnO4

concentrations (Fig. S15†). At higher concentrations, the colour
is too saturated, which breaks down the uniformity of the
CIElab colour model. However, in our case, the target is titration
endpoint analysis, where the colour change is far from
saturation.

Accuracy test. To evaluate the accuracy of this HTE H2O2

determination, the well-established iodometry method43 (for
more details see ESI Section 7.4†) was selected as the repre-
sentative of true value, although it inevitably involved some
human error due to the long operation times.
Fig. 6 The relationship between relative difference and H2O2

concentration (the lighter the pink dot is, the closer the relative
difference is zero). The inset plot is the frequency distribution of
relative difference (bin range: ±30%, bin width: 5%) and its corre-
sponding Gaussian distribution (xc = 0, y0 = 2) as shown in the red line.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 The H2O2 photoproduction over photocatalyst DE7. The error
bar is the standard deviation of HTE H2O2 determination, where each
sample was measured four times in parallel.
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Over 200 random samples, with H2O2 concentrations
between 0 and 10 mM, were prepared and tested using the
automated workow and the iodometry method (calculation
details summarized in Table S6†). Fig. 6 showed that the relative
difference decreased as the H2O2 concentration increased. This
trend was also reected by the statistical analysis, as shown in
the inset plot. Within the 95.4% condence interval, the relative
difference was ±11.86%, with an R2 of 0.97. The corresponding
absolute difference was also calculated (Fig. S18†) and all
deviations were lower than 1 mM (99.7% condence interval:
±0.75 mM, 95% condence interval: ±0.50 mM).

Operation time and scalability test. The operation time (that
is, speed) is also a signicant metric when evaluating the
performance of an automated lab tool. For this HTE H2O2

determination using an automated pipetting robot OT-2, it took
approximately 6 h to complete measuring 12 samples in a 96-
well white plate, at around 30 minutes per sample (n = 4). The
water evaporation rate of the KMnO4 solutions was studied over
time and was found to be stable over 6 h (Fig. S19†). Further-
more, the current workow offers considerable exibility to the
user, for example, once the pre-estimation has been completed,
the chemist could stop the protocol, check the results, and then
just execute titration for samples of interest. In this case, the
total operation time could be reduced because the operation
time for the pre-estimation step is only 30 minutes. As
mentioned above, efforts were made to scale down the sample
testing size while capturing titration endpoint accurately. To
demonstrate the exibility of this analytical method, 24-well
plates were chosen, which could allow us to explore the impact
of well plate dimensions and number of wells for reaction. Due
to a commercial shortage of 24-well white-coloured plates, only
24-well white plate with a clear bottom was obtained in these
studies. When the titration was performed in the 24-well plate
the H2O2 concentration (1.97 mM) determined was similar to
96-well plate concentration (H2O2 = 1.93 mM) (Fig. S20†). The
experimental details could be found in ESI Section 7.6.†

Application. To show a real-life application, this analytical
method, it was rst used for monitoring a reaction with H2O2 as
the nal product. H2O2 photoproduction by DE7, an organic
photocatalyst reported for H2O2 photoproduction, mostly
through oxygen reduction reaction44 was selected and its
experimental details of H2O2 photoproduction could be seen in
ESI Section 8.1.† As shown in Fig. 7, the H2O2 photoproduction
over time as catalysed by DE7 was accurately monitored by our
HTE H2O2 determination, and the absolute difference between
the OT-2 workstation and the iodometry method was low and
became smaller with the increase in H2O2 concentration.

To highlight the modularity feature of this designed work-
station, some other titration chemistries were also tested on our
platform. Initially, colour parameters (L, a*, b*, R, G, B, C, h)
were evaluated as a preparatory step for other applications.
Among these, the hue parameter from the CIELCh colour
model, a model that directly derives its scale values from CIE-
Lab colour model, was selected for its ability to distinguish
different colours while being less affected by solution concen-
tration (Fig. S21†). More details on parameter selection could be
found in ESI Section 8.2.† Subsequently, we modied the code,
© 2025 The Author(s). Published by the Royal Society of Chemistry
to make the user interface easier for chemists navigate and use
with their selected titration chemistry. This exibility expands
the operational space for chemists, enhancing the universality
of the workstation.

To demonstrate the ability of this workstation to analyse
diverse titration chemistries and hence capture different colour
changes, the acidity/alkalinity test and water hardness analysis
were selected as proof-of-concept systems. The acidity/alkalinity
test, critical for ensuring quality in the food,45 beverage,46 or
cosmetics industry,47 were assessed via titration using methyl
orange as the pH indicator (ESI Section 8.3†). For this titration,
the colour shis from red to yellow, corresponding to a hue shi
from∼30 to∼60 (Fig. S22†). Another example is water hardness
analysis (calcium ions (Ca2+) analysis by ethylenediaminetetra-
acetic acid disodium salt dihydrate (EDTA) titration),48,49

a typical complexometric titration. Proper identication and
management of water hardness could help individuals and
industries reduce costs, improve equipment efficiency, safe-
guard health, and maintain ecological balance. During titra-
tion, Ca2+ was chelated by EDTA at pH = 10, employing
Eriochrome Black T as an indicator, producing a colour shi
from wine red to purple and nally blue, with a corresponding
hue transition from ∼350 to ∼220 (Fig. S23†). For both titra-
tions, our workstation was able to effectively capture the titra-
tion endpoint using the hue parameter. This demonstrates that
by appropriate colour parameter selection this workstation can
monitor a broad range of colourimetric titrations (for more
details see ESI Section 8.4†). The code details on the develop-
ment of these two new applications, to assist in transferring this
workstation to a new application, can be found here: https://
github.com/yuanlee0325/HTE-robotic-titration-using-computer-
vision.git

Limitation. While this workstation, with the integration of
a liquid handling robot (OT-2) and a webcam xed on the
pipette mount of OT-2, has already achieved titration endpoint
analysis accurately, it still has some limitations.
Digital Discovery, 2025, 4, 1276–1283 | 1281
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First, the system is designed for aqueous samples that
exhibit distinct colour changes at the titration endpoint, facil-
itating precise colour analysis. However, challenges may arise
when analysing opaque samples or highly saturated colours.
Additionally, the current tting analysis for the titration does
not incorporate advanced algorithms to optimize the selection
of tting functions. If it could correlate colour to reagent
concentration, this would unlock greater analytical potential of
our designed workstation in chemistry. Finally, when per-
forming more complex chemistries on the workstation, certain
limitationsmay arise, including restricted deck space, non-inert
atmosphere, and the requirement that all reagents must be in
liquid or solution form.

Conclusion

A HTE robotic colourimetric titration workstation was estab-
lished using a commercially available liquid handling robot, OT-
2, equipped with a webcam. This innovative workstation facili-
tates in situ, automated, and low-cost H2O2 determination
through the application of computer vision. In comparison with
the traditional KMnO4 titration, only microlitres of sample
volume were required in this proposed analytical method,
signicantly reducing sample volume. Furthermore, the pre-
estimation step provides considerable exibility, enabling
chemists to selectively perform titrations only on samples of
interest. For instance, titration could be limited to catalysts
exceeding a specic hydrogen peroxide production threshold,
thus saving time and resources. BeyondH2O2 determination, this
workstation exhibited applicability across various titration-based
analyses, involving colour change. For example, our workstation
has already successfully performed the threemain titration types:
redox titration, acid–base titration, and complexometric titration.

The modular design of this workstation also confers exten-
sive adaptability, presenting opportunities to construct low-
cost, self-driven laboratories. Initially, through modications
to the computer vision approach, this workstation could also
achieve object/edge detection, which is a powerful tool for
automated materials chemistry (e.g., to locate crystals or parti-
cles). This workstation could be further extended to the inte-
gration with other digital laboratory tools to support
comprehensive workows for materials discovery in self-driven
lab. For example, it could serve as an H2O2 quantitation tool
within our existing photocatalytic workow,50 thereby expe-
diting the development of photocatalysts. Or, it could be
coupled with ow chemistry setups to monitor reaction prog-
ress, such as dye degradation, where yield correlates with
observable colour change. Collectively, these features under-
score the potential of this workstation as a tool for advancing
automation and efficiency in chemical search.

Data availability

The code for ‘High-throughput Robotic Colourimetric Titration
Using Computer Vision’ is available at https://doi.org/10.5281/
zenodo.14895187. The specic version employed in this study
is v2. Additionally, the corresponding repository for this work
1282 | Digital Discovery, 2025, 4, 1276–1283
can be accessed at https://github.com/yuanlee0325/HTE-
robotic-titration-using-computer-vision.git. A video
demonstrating the fully automated process of high-
throughput robotic determination of hydrogen peroxide
(H2O2), integrating a liquid handling robot (Opentrons, OT-2)
with a standard webcam based on chemical titration, is
available at https://doi.org/10.5281/zenodo.13825238. Except
for the basic electronic ESI,† other analysis scripts and
datasets supporting this article are included in a Data.zip
folder: (1) redox titration between H2O2 and potassium
permanganate (KMnO4), (2) acid–base titration using methyl
orange as a pH indicator, (3) complexometric titration for
Ca2+ analysis, and (4) scalability test. This folder is also
accessible at https://doi.org/10.5281/zenodo.14895187.
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