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Buried and bulk synergistic engineering enables
high-performance inverted 2D/3D perovskite solar
cells†
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Crystal growth regulation plays a key role in the fabrication of high-quality perovskite films. While

surface defects have been extensively studied, the optimization of buried interfaces and bulk properties

remains a significant challenge due to their complex influence on film morphology and device

performance. Here, a synergistic strategy was developed to improve perovskite film quality by modifying

the buried interface with FuMACl and controlling bulk crystallization using (DFP)2PbI4 2D perovskite

crystal seeds. The FuMACl layer improves the wettability, alleviates residual stress at the buried interface,

and passivates defects. Combined with the (DFP)2PbI4 seeds in bulk, these modifications effectively

enhance film quality and increase grain size, leading to a significantly reduced defect density. Compared

to the control device with an efficiency of 23.11%, the target device demonstrated a champion efficiency

of 26.03% and a notable fill factor of 86.79%, along with improved stability. Moreover, perovskite mini-

modules with an aperture area of 10.80 cm2 achieved 22.89% efficiency. These findings highlight the

potential of the synergistic effects of buried interfaces and bulk engineering strategies to significantly

enhance the performance of PSCs.

Broader context
2D/3D perovskite solar cells (PSCs) have garnered considerable attention for their potential to combine the high stability of 2D PSCs with the superior efficiency
of 3D PSCs. However, a critical challenge remains in overcoming the poor wettability of perovskite precursor solutions on widely used NiOx/SAM substrates.
This issue undermines both the crystal quality at the buried interface and the bulk properties of the perovskite film, limiting the overall performance of the
devices. Addressing the dual problem of optimizing the buried interface to enhance wettability and reduce defects, while simultaneously improving the bulk
crystallization process to ensure high-quality films, is essential for advancing PSC technology. In this work, we developed an effective strategy to improve the
efficiency and stability of inverted PSCs through the synergistic optimization of the buried interface using furan-2-ylmethanaminium chloride (FuMACl) and
bulk properties using (DFP)2PbI4 crystal seeds. The resulting perovskite film exhibited alleviated residual stress, enlarged grain size and significantly reduced
grain boundaries. Consequently, the optimized device achieved a champion PCE of 26.03% and an impressive fill factor of 86.79%. This work highlights the
potential of the synergistic effects of buried interfaces and bulk engineering strategies to significantly enhance the performance of PSCs.

1. Introduction

Metal halide perovskites have attracted substantial interest
from both the scientific community and investors due to their
rapidly advancing photovoltaic efficiency and promising appli-
cation potential in sustainable energy systems.1–4 The develop-
ment of perovskite photovoltaic technology holds significant
potential to address the urgent global energy and environmen-
tal crises.5–7 Despite notable progress, perovskite solar cells
(PSCs) still face critical challenges related to device perfor-
mance and stability.8–10 Enhancing these aspects requires pre-
cise control of the interface between the perovskite absorption
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layer and the charge transport layer.11–14 It is well known that
obtaining high-quality perovskite films is crucial for addressing
the aforementioned issues.15,16 However, perovskite films often
exhibit numerous defects that degrade both photovoltaic efficiency
and stability, with defects predominantly distributed on the
top and bottom surfaces of the perovskite films. This makes
effective modulation of the perovskite surface crucial to advan-
cing device performance.17 Compared to the buried interface,
the exposed surface of perovskite films is more readily con-
trollable. As a result, surface post-treatments, including surface
modification and surface energy level regulation, have become
prominent areas of research in recent years.17–20 Although
optimizing the buried interface is equally important, the inher-
ent difficulty of direct observation and characterization leaves
many fundamental questions unresolved.21,22

2D/3D PSCs have been extensively employed to combine the
high stability of 2D PSCs with the superior efficiency of 3D
PSCs.23–29 Wolf et al. introduced a method to minimize the
dissolution of 2D ligands during perovskite solution casting,
thereby strengthening their interaction with the substrate and
resulting in the formation of a 2D perovskite layer underneath the
3D perovskite film.30 Hou et al. developed a ligand-mediated surface
passivation strategy to create a phase-pure 2D perovskite passivation
layer on top of the 3D perovskite film, achieving a homogeneous
energy landscape through dual-ligand co-deposition.31 Zang et al.
proposed a strategy to control the crystallization of methylammo-
nium-free perovskite by incorporating a small amount of 2-amino-
indan hydrochloride into the precursor inks, leading to the for-
mation of a bottom-up 2D/3D heterojunction.32 In inverted p–i–n
2D/3D PSCs, the perovskite layer is deposited on the hole transport
layer (HTL). The top interface of the HTL plays an important role
in perovskite nucleation and heterojunction formation.33,34 As an
efficient interface layer, self-assembled monolayers (SAMs) have
significantly boosted the efficiency of inverted PSCs due to their
high hole selectivity, efficient hole transport, and the potential to
reduce trap density in perovskite films.11 For example, Wu et al.
reported an amphiphilic molecule, (2-(4-(bis(4-methoxyphenyl)
amino) phenyl)-1-cyanovinyl) phosphonic acid, for the HTL and
achieved a certified power conversion efficiency (PCE) of 25.4%.13

Hou et al. demonstrated that the amorphous phases of SAMs can
realize a more homogeneous perovskite growth, achieving a PCE of
25.20%.35 However, the poor wettability of the perovskite precursor
solution on top of the NiOx/SAM substrate could negatively impact
both the crystal quality at the buried interface and bulk properties of
the perovskite film. As a result, optimizing the buried interface to
enhance wettability and reduce defects, along with improving the
bulk crystallization process to ensure high film quality, remains a
pressing challenge for advancing PSC technology.

In this work, we developed an effective strategy to improve
the efficiency and stability of inverted PSCs through the syner-
gistic optimization of the buried interface using furan-2-
ylmethanaminium chloride (FuMACl) and bulk properties
using (DFP)2PbI4 crystal seeds. It is found that the FuMACl
can improve the wettability of perovskite precursor solution
and reduce buried defects. Combined with the advantages of
incorporating 2D perovskite seeds, the obtained perovskite film

exhibits alleviated residual stress, enlarged grain size and signifi-
cantly reduced grain boundaries. As a result, the optimized
device achieved a champion PCE of 26.03% for a 0.1 cm2 device
and 22.89% for a minimodule (5 cm � 5 cm), accompanied by a
notable improvement in device stability. Additionally, when
applied to wide-bandgap perovskites (Eg = 1.80 eV), the metho-
dology achieved a PCE of 18.88% and a high Voc of 1.345 V.

2. Results and discussion

The fabrication process of the perovskite film is illustrated in
Fig. 1a. The chemical structures of FuMA and DFP spacers are
shown in Fig. S1 (ESI†), with specific synthesis of FuMACl
following procedures reported in our previous work.36 For
clarity, the device incorporating FuMACl at the buried interface
between the perovskite and HTL is referred to as target-1.
Building upon this, we incorporated (DFP)PbI4 2D perovskite
single crystals into the perovskite precursor solution, and the
corresponding device was named target-2. The (DFP)2PbI4 2D
perovskite crystal seeds were selected for their ability to passi-
vate Pb2+ defects and act as nucleation sites, which enhance
perovskite crystallization as discussed below.18,21 Fourier trans-
form infrared spectroscopy (FTIR) (Fig. S2, ESI†) analysis
revealed no obvious chemical interaction between FuMACl
and NiOx/SAM. However, the hydrophilic amino groups in
FuMACl improved the wettability and reduced defects, which
was also confirmed by better photovoltaic performance when
FuMACl was applied to other HTLs like PTAA and 2PACZ
(Table S1, ESI†). To investigate the interaction between FuMACl
and PbI2, we conducted Fourier transform infrared spectro-
scopy (FTIR) on mixed powders of PbI2 and FuMACl. Peaks
located at around 1243 cm�1 and 1064 cm�1 correspond to the
asymmetric stretching vibration (nas) and the symmetric
stretching vibration (ns) of the C–O–C group, respectively
(Fig. 1b). The shifts in these characteristic peaks likely resulted
from the Pb2+� � �O interactions between FuMACl and PbI2. To
further investigate the interaction between FuMACl and PbI2,
we conducted proton nuclear magnetic resonance (1H NMR) on
the solution containing FuMACl and PbI2. As shown in Fig. 1c,
the chemical shift of the H atom adjacent to the O atom in the
furan ring moved upfield, supporting the coordination inter-
action between the O atom in FuMACl and Pb2+. 1H NMR in
Fig. S3 (ESI†) shows a downfield shift of the NH3

+ group on the
FuMACl, primarily attributed to the hydrogen bonding inter-
action between the NH3

+ group and I- ions. This interaction
enhances electron density, increasing the shielding effect.37

X-ray photoelectron spectroscopy (XPS) measurements were
performed to examine the chemical states of surface elements
in perovskite films. In Fig. 1d, the control perovskite film
exhibits two primary I 3d peaks at 618.56 eV (I 3d7/2) and
630.03 eV (I 3d3/2). In the target-1 and target-2 films, the I
3d5/2 peaks appear at 618.88 and 618.73 eV, respectively.
Compared to the control sample, the I 3d peaks in target-1
and target-2 films initially shift toward higher binding energy
and then towards lower binding energy. A similar trend is
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observed in the binding energy shifts of Pb 4f and N 1s peaks
(Fig. 1e and Fig. S4, ESI†). These findings indicate that the
incorporation of the FuMACl interface layer and DFPI single
crystal seeds alters the chemical environment of Pb2+ and I� in
the perovskite films.

To investigate the influence of FuMACl on the buried interface
of the perovskite film, we employed a UV-curable adhesive
delamination method to expose the buried interface and examine
morphology changes (Fig. 2a). The specific procedure is as
follows: first, a layer of UV-curable adhesive was uniformly coated
on the surface of a glass substrate. Next, the adhesive-coated glass
was gently placed onto the perovskite film and exposed to UV light
for 20 minutes to ensure tight adhesion between the glass
substrate and perovskite. Finally, the glass substrate was sepa-
rated from the ITO and HTL-covered substrate, effectively trans-
ferring the perovskite layer onto the glass. Scanning electron
microscope (SEM) analysis was conducted on the delaminated

film to evaluate the crystallinity at the perovskite buried interface.
As shown in Fig. 2b–d, the control film exhibited numerous
amorphous regions at the buried interface, with small grains
and many pinholes. After introducing a FuMACl layer before the
deposition of perovskite, there was a significant enhancement in
the crystalline quality, characterized by well-formed perovskite
grains. In the target-2 film, the perovskite grains at the buried
interface were even larger, indicating further improvement in
crystallinity with the addition of (DFP)2PbI4 seeds. The results
indicate that the incorporation of organic spacers at the buried
interface and/or perovskite bulk can promote the crystallization of
the perovskite film, aiding in defect reduction.

To investigate the effect of FuMACl on the wettability of the
substrates, we conducted contact angle tests on Me-4PACz-
coated ITO/NiOx with and without FuMACl modification of
the Me-4PACz layer. As shown in Fig. S5a and b (ESI†), the
contact angle of the mixed solution of DMF and DMSO on the

Fig. 1 (a) Process diagram of the one-step spin-coating method for preparing target perovskite films. (b) FTIR spectra of FuMACl and FuMACl/PbI2
complex. (c) Chemical shift information of FuMACl and FuMACl/PbI2 complex obtained from 1H NMR measurements. (d) and (e) XPS spectra of the
control, target-1 and target-2 perovskite films.
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buried interface decreased from 62.201 to 25.951 upon introdu-
cing FuMACl, suggesting enhanced wettability of the perovskite
precursor on SAMs. However, the presence of FuMACl at the
buried interface does not preclude the possibility of partial or
complete dissolution and reintegration of FuMACl into the 3D
perovskite bulk during spin-coating of the perovskite precursor.
XPS analysis of ITO/NiOx/SAM/FuMACl before and after wash-
ing with DMF/DMSO (4 : 1, v/v) (Fig. S5c, ESI†) showed a
significant reduction in the Cl 2p peak, indicating that some
FuMACl has been washed off, but a portion remains at the
interface, suggesting that FuMACl continues to be effective
despite some dissolution. To verify the presence of the
FuMACl-based 2D perovskite in the perovskite film, we per-
formed high resolution-transmission electronic microscope
(HRTEM) tests on control and target-1 films (Fig. S6, ESI†).
The HRTEM image of the control film exhibits a lattice spacing
of 3.1 Å, corresponding to 3D perovskite, whereas the target-1
film exhibits a lattice spacing of 7.4 Å, corresponding to the
diffraction of the (004) plane for the 2D RP perovskite (n = 1)
phase.36 This finding suggests the formation of 2D/3D struc-
tures in target-1 perovskite films.

Grazing incidence X-ray diffraction (GIXRD) at different
incident angles was performed to examine the effect of FuMACl
and (DFP)2PbI4 seeds on crystallinity and residual stress at the

buried interface. At an incident angle of 0.11 (approximate
detection depth of 30 nm), the crystallinity of the exposed
buried interface was analyzed. The control film exhibited poor
crystallinity with a weak (110) diffraction peak (Fig. 2e). In
contrast, target-1 and target-2 films exhibited much stronger
diffraction signals at the buried interface, indicating substan-
tial crystallinity improvement. To further investigate residual
stress, we examined shifts in the (110) crystal plane at different
incident angles. As shown in Fig. S7 (ESI†), the control per-
ovskite film exhibited substantial angular shifts, while target-1
and target-2 films showed minimal deviation, suggesting that
FuMACl effectively eliminated stress/strain at the buried per-
ovskite interface.38 The residual stress was calculated by analyz-
ing the displacement of the (110) crystal plane at different
angles (Fig. 2f and g).39,40 The residual stress primarily arises at
the buried interface due to thermal expansion and contraction
during the annealing process of the HTL and the perovskite
layer. The significant difference in thermal expansion coeffi-
cients between these layers leads to stress in the perovskite
film.41 Elevated residual stress can induce severe lattice distor-
tion, creating defects and traps at the interface.21 The reduction
of residual stress in the target-1 and target-2 films thus
enhances both the photovoltaic performance and stability of
PSCs as discussed below.

Fig. 2 (a) Illustration of buried interface delamination in perovskite. (b) Buried interface SEM images of the control film. (c) Buried interface SEM images
of the target-1 film. (d) Buried interface SEM images of the target-2 film. (e) GIXRD results performed on the exposed buried interface of the control,
target-1 and target-2 films with an incidence angle (a) of 0.11. (f, g) Diffraction angle and stress from GIXRD tests of the control, target-1 and target-2 films
at different incidence angles.
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To further investigate the influence of the 2D RP perovskite
(DFP)2PbI4 seed crystals on the film morphology, dynamic light
scattering (DLS) measurement was conducted on the respective
precursor solutions. As shown in Fig. S8 (ESI†), the control
perovskite solution exhibited an aggregate size smaller than
500 nm, while the aggregate size in the target-2 perovskite
precursor solution was increased to B1.5 mm. Note that the
perovskite precursor doped only with DFPI salt displayed an
aggregate size between that of the control and target-2 solu-
tions. Larger precursor clusters promote the reduction of Gibbs
free energy during perovskite nucleation, ultimately leading to
increased perovskite grains and improved film quality.42–44 The
SEM images in Fig. 3a–c reveal that the average grain size of the
target-1 perovskite film is about 200–400 nm, which is larger
than the crystal size of the control 3D perovskite film (100–
300 nm) (Fig. S9, ESI†). Upon the incorporation of (DFP)2PbI4

seed crystals, the average grain size in the target-2 film further
increases to 300–500 nm. The improved film quality with
enlarged grain sizes reduces the grain boundaries, resulting
in decreased defects. Note that the surface of the control
perovskite film exhibits obvious white crystals (PbI2), which

are absent on the surfaces of both target-1 and target-2 films.
Excess PbI2 at the perovskite interface is known to detrimen-
tally affect the long-term stability of PSCs.45 Shown at the
bottom of Fig. S10 (ESI†), the cross-sectional SEM images of
target-1 and target-2 films reveal vertically oriented crystals
with fewer grain boundaries compared to the control film,
resulting in a lower defect density as discussed below. Atomic
force microscopy (AFM) measurements further confirm the
enhanced film quality in the target-1 and target-2 films
(Fig. S11, ESI†). The root means square roughness decreases
from 30.34 nm for the control film to 28.02 nm for the target-1
film and 23.61 nm for the target-2 film. The reduction in
roughness is beneficial for reducing light scattering and enhan-
cing the photocurrent in PSCs.

GIWAXS was employed to characterize changes in the
crystallinity of perovskite films following the incorporation of
the FuMACl layer and (DFP)2PbI4 seed crystals. As shown in
Fig. 3d–f, compared to the control film, the (110) diffraction
peak of the target-1 and target-2 films exhibited increased
intensity, and the diffraction pattern evolved from rings to
distinct spots, indicating a marked improvement in the

Fig. 3 (a) Top-view SEM image of the control film. (b) Top-view SEM image of the target-1 film. (c) Top-view SEM image of the target-2 film. (d)–(f)
GIWAXS patterns of the control, target-1 and target-2 films. (g) XRD patterns of the control, target-1 and target-2 perovskite films. (h) Energy-level
diagrams of the perovskite films. (i) KPFM of the control, target-1 and target-2 perovskite films.

Energy & Environmental Science Paper

Pu
bl

is
he

d 
on

 0
5 

M
ar

ch
 2

02
5.

 D
ow

nl
oa

de
d 

on
 1

/2
5/

20
26

 1
1:

53
:2

8 
PM

. 
View Article Online

https://doi.org/10.1039/d5ee00156k


This journal is © The Royal Society of Chemistry 2025 Energy Environ. Sci., 2025, 18, 3740–3749 |  3745

crystallinity of the film. X-ray diffraction (XRD) patterns in
Fig. 3g showed that the main diffraction peaks for the
target-1 film appear at 13.971 and 28.201, corresponding to
the (110) and (220) crystal planes, respectively. The full width at
half maximum (FWHM) values for the (110) peak of the target-1
and target-2 films are 0.1091 and 0.1031, respectively, both of
which are narrower than that of the control film (FWHM =
0.1581). The reduced FWHM values and increased intensity for
the target-1 and target-2 films in comparison with the control
film indicate enhanced crystallinity, consistent with the SEM
results discussed above.

The energy level diagram of the different perovskite films is
shown in Fig. 3h and Fig. S12 (ESI†). Compared to control and
target-1 films, the wider energy gap between the Fermi level (EF)
and the valence band maximum (VBM) in the target-2 film
indicates enhanced n-type characteristics, which facilitate efficient
charge transport.46 This enhancement can be attributed to the
changed components and improved film quality due to the incor-
poration of the FuMACl layer and 2D seed crystals. Kelvin probe
force microscopy (KPFM) measurements were used to measure the
surface potential. The images display a more uniform morphology
in the target-1 and target-2 films compared to the control film (Fig.
S13, ESI†). As illustrated in Fig. 3i, compared to the control film
(�40 to�90 mV), a decreased potential from�184 to�235 mV for
the target-1 film and �240 to �280 mV for the target-2 film can be
observed. The decreased surface potential implies that the Fermi
level (EF) is closer to the valence band maximum (VBM), consistent
with the energy level diagram in Fig. 3h.

Fig. 4a and b presents the J–V curves, while the corres-
ponding photovoltaic data is summarized in Table S2 (ESI†).
The control device exhibits a PCE of 23.82%, with a short-

circuit current density (Jsc) of 24.62 mA cm�2, an open-circuit
voltage (Voc) of 1.140 V, and a fill factor (FF) of 84.85%. The PCE
of the target-1 device increases to 24.82%, primarily attributed
to the improvement in the quality of the perovskite film, the
release of residual stress, and a reduction in non-radiative
recombination losses. Building upon this, the incorporation of
(DFP)2PbI4 seed crystals into the perovskite bulk phase further
elevates the PCE to 26.03%, with a Jsc of 25.16 mA cm�2, a high
Voc of 1.192 V, and a very notable FF of 86.79%. The high FF of
86.79% could be attributed to the enhancement of the perovskite
crystalline quality and the reduction of interface defects through
the incorporation of FuMACl and (DFP)2PbI4, which improve
charge transport and minimize non-radiative recombination.
The distribution of FF across devices shows an average FF
exceeding 85% (Fig. S14 and Table S2, ESI†), demonstrating
excellent reproducibility and consistent device performance. The
enhancement in Voc (Fig. 4c) for the target-1 and target-2 devices
was further validated by characterizing the capacitance–voltage
(C–V) using the Mott–Schottky relationship (Fig. 4d). The Vbi

values for the control, target-1, and target-2 devices were mea-
sured to be 0.86 V, 0.89 V, and 0.93 V, respectively, aligning with
the observed increase in Voc from the J–V curves. The elevation of
Vbi indicates a greater driving force for charge transfer and
collection, thereby facilitating the improvement in Voc for both
target-1 and target-2 devices.47,48 The PCEs of these devices were
further verified by the steady-state power output measurements
by holding the voltage at the max power point for 120 seconds
(Fig. S15, ESI†). The control device achieved an average steady-
state PCE of 22.45%, while the target-1 and target-2 devices
exhibited average steady-state PCEs of 24.16% and 25.65%,
respectively, which are in good agreement with the J–V data.

Fig. 4 (a) J–V curves of the control, target-1 and target-2 devices under reverse scan. (b) J–V curves of reverse and forward scans for the optimized
target-2 device. (c) PCE and Voc of the control, target-1 and target-2 devices. (d) Mott–Schottky plots for the corresponding devices. (e) EQE spectra of
the corresponding devices. (f) J–V curves of reverse and forward scans for the target-2 film based mini-module (10.80 cm2).
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The integrated current densities derived from the external
quantum efficiency (EQE, Fig. 4e) are 24.41 mA cm�2,
24.63 mA cm�2 and 24.96 mA cm�2 for the control, target-1
and target-2 devices, respectively, consistent with the J–V results.
Note that due to the low concentration of FuMACl, directly
measuring its thickness is challenging. However, we optimized
the device performance by spin-coating FuMACl on NiOx/SAM
surfaces at different concentrations (Table S3, ESI†).

The light intensity dependence of Voc (Fig. S16, ESI†) for the
control device shows a slope of 1.98 kT q�1, where q represents
the charge, k is the Boltzmann constant, and T means the
absolute temperature.49 In contrast, the slopes for the target-1
(1.68 kT q�1) and target-2 (1.53 kT q�1) devices are much lower,
suggesting that the reduction of defect density in the optimized
perovskite films inhibits defect-assisted non-radiative recombi-
nation under open-circuit conditions. Additionally, this syner-
gistic method was used to fabricate mini-modules (5 cm� 5 cm)
comprising six sub-cells for each module with an aperture area
of 10.80 cm2. The optimized series-connected module shows a
Voc of 6.91 V, a Jsc of 4.25 mA cm�2, and an FF of 78.17%,
achieving a PCE of 22.89% (Fig. 4f and Table S4, ESI†).

The impact of FuMACl and 2D (DFP)2PbI4 seed crystals on
the carrier lifetime of perovskite films was elucidated using
steady-state photoluminescence (PL) and time-resolved photolu-
minescence decay (TRPL) measurements, with perovskite films
fabricated on the ITO/NiOx/Me-4PCACz substrates. As shown in
Fig. 5a, the PL intensity of the target-1 film was decreased due to
the incorporation of FuMACl at the buried interface. Moreover,
the PL intensity of the target-2 film decreased even further,
indicating that FuMACl reduced non-radiative recombination at
the buried interface, thereby accelerating carrier extraction. TRPL

measurements (Fig. 5b) revealed that the carrier extraction rate for
the control film was slower, with a long decay time constant of 553
ns, while the decay time constant for the target-1 film shortened
to 92 ns, indicating a significant reduction in interface defects and
faster carrier extraction in the FuMACl treated perovskite film.
The carrier extraction rate of the target-2 films was further
shortened to 36 ns, indicating that (DFP)2PbI4 crystal seed-
induced crystallization reduced bulk perovskite defects and
further suppressed non-radiative recombination. PL tests on the
stripped perovskite buried interface (Fig. S17, ESI†) showed that
the target-2 film exhibited the strongest PL intensity. These results
indicate that the synergistic effect of seed-induced crystal growth
and buried interface defect passivation thus contributed to a
reduction in both buried interface and internal defects, leading
to reduced non-radiative recombination loss.

To evaluate the carrier dynamics under operating condi-
tions, we performed transient photovoltage decay (TPV) and
transient photocurrent decay (TPC) measurements. As shown in
Fig. S18a (ESI†), the charge recombination time constant (t) for
the target-2 device is 485 ms, which decreased to 263 ms for the
target-1 device and 71 ms for the control device. The improved
carrier lifetime in the target-2 device suggests its reduced non-
radiative recombination. The TPC curves (Fig. S18b, ESI†)
further revealed that the decay time for the target-2 device is
15.9 ns, which is shorter than that of the control device (t =
17.9 ms), indicating improved charge collection efficiency.

The defect density (Nt) was obtained using the space charge
limited current (SCLC) method under dark conditions. As
shown in Fig. 5c, the electron defect density calculated from
the SCLC data decreases from 7.45 � 1016 cm�3 in the control
film to 4.13 � 1016 cm�3 and 2.65 � 1016 cm�3 in the target-1

Fig. 5 (a) Steady-state PL of the control, target-1 and target-2 perovskite films. (b) TRPL spectra of the corresponding perovskite films. (c) and (d) Carrier
trap density comparison of electron-only (h) and hole-only (i) devices based on the control, target-1 and target-2 films. (e) J–V curves of the WBG PSCs
with an Eg of 1.80 eV. (f) EQE spectra of the WBG target device.
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and target-2 films, respectively. A similar trend can be observed
for the hole defect density in Fig. 5d, which decreases from
1.50 � 1017 cm�3 in the control film to 1.01 � 1017 cm�3 in the
target-1 film and 7.07 � 1016 cm�3 in the target-2 film. These
results further verified that the synergistic effects of FuMACl-
assisted defect passivation and seed-induced crystal growth
effectively reduce the buried interface and internal defects in
perovskite films.

To validate the universality of the synergistic method, we
applied this approach to a wide-bandgap (WBG) perovskite with
an Eg of 1.80 eV (Fig. 5e) and the detailed data is summarized
in Table S5 (ESI†). The PCE of the WBG perovskite device
increased significantly from 15.47% to 18.88%, with Voc

increasing from 1.241 V to 1.345 V, and the FF increased from
73.34% to 83.85%. The integrated current density obtained
from the EQE in Fig. 5f is 16.56 mA cm�2 for the WBG target
device, consistent with the J–V results. The successful applica-
tion of this strategy in WBG PSCs highlights the universality
and broad applicability of buried interface optimization
and 2D perovskite crystal seed assisted crystal growth for
high-performance PSCs.

The aging test results for non-encapsulated devices stored in
ambient air (RH, 45% � 5%) are shown in Fig. S19 and S20
(ESI†). After 2500 hours, the target-1 and target-2 devices
retained 91% and 92% of their original PCE, respectively,
whereas the control device decreased to 82% of its initial
efficiency after 1000 hours. The thermal aging test results at
60 1C are presented in Fig. S21 and S22 (ESI†). The target-1
device retained 88% of its original efficiency after 1200 hours
and the target-2 device retained 91% of its initial PCE after 1872
hours, whereas the control device degraded to 79% of its initial
PCE after 400 hours. The long-term stability of encapsulated
PSCs was tracked at MPP under a white LED (100 mW cm�2) in
a N2-filled glovebox (T = 45 1C) (Fig. S23, ESI†). The T80 lifetime
of the target-2 device is 1150 hours, whereas the T80 lifetime
of control and target-1 devices decreased to 400 hours and
760 hours, respectively. The improved device stability could be
attributed to the synergistic effects of seed-induced growth and
buried interface defect passivation, which eliminate stress/
strain at the buried interface, reduce interface defects, and
enhance the quality of the perovskite film.

3. Conclusion

In conclusion, we successfully developed an effective strategy to
enhance the efficiency and stability of inverted PSCs by syner-
gistic engineering optimization of the buried interface and bulk
properties of the perovskite film. We found that the incorpora-
tion of FuMACl at the buried interface improved the wettability,
facilitated larger grain formation, passivated defects and alle-
viated stress/strain although it can easily be washed away by
solvents, suggesting that it may not be necessary for this
modified layer to remain at the bottom after the perovskite
film deposition. The 2D (DFP)2PbI4 seed crystals incorporated
into the perovskite precursor further improved the film quality

and reduced defects. These advancements resulted in a very
notable FF of 86.79% and a remarkable PCE of 26.03% for the
target-2 device, compared to a PCE of 24.82% for the target-1
device and 23.82% for the control device. Importantly, this
method also enabled the fabrication of a high-performance
perovskite minimodule (aperture area, 10.8 cm2), achieving a
PCE of 22.89%. This synergistic strategy further demonstrated
applicability in WBG (Eg = 1.80 eV) PSCs, raising the PCE from
15.47% to 18.88%. Importantly, the stability of the target-2
perovskite device was notably enhanced. The buried and bulk
synergistic strategy for the fabrication of high-quality perovs-
kite films provides a scalable approach to improve the perfor-
mance of inverted PSCs.
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