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Visualizing degradation mechanisms
in a gas-fed CO2 reduction cell via operando
X-ray tomography
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We utilize operando X-ray computed tomography, coupled with real-time electrochemical analysis, to

reveal the underlying failure mechanisms of membrane electrode assemblies (MEAs) for electrochemical

CO2 reduction (eCO2R). Through operando imaging, we can obtain unprecedented insights into the

dynamic behavior of the MEA under different operating conditions, revealing critical changes in interface

interactions, phase distribution, and structural integrity over time. Our findings identify phenomena

giving rise to the transition from CO2R to the hydrogen evolution reaction (HER), as evidenced by shifts

in cathode potential and CO2R selectivity. The formation of inhomogeneous precipitates at the gas

diffusion electrode disrupts the CO2 supply and reduces the active sites for eCO2R, resulting in a shift

toward H2 production during low current density operation. Additionally, under high current density

conditions, rapid water crossover up to the microporous layer/gas diffusion layer promotes the

transition from CO2R to HER, further shifting cell potential toward anodic direction. Oscillating voltage

conditions reveal the dissolution and regrowth of precipitates, providing direct visualization of the

competing selectivity of CO2R and HER. This work offers new insight into the degradation mechanisms

of MEAs, with implications for the design of more durable CO2R systems.

Broader context
Converting waste CO2 into value-added fuels and chemicals using renewable electricity is a net-zero carbon emission technology that addresses climate change
caused by greenhouse gas emissions. Zero-gap membrane electrode assemblies (MEA) utilizing a gas diffusion electrode are promising electrochemical reactor
designs for high-rate CO2 reduction. However, key challenges for MEA operation in electrochemical CO2 reduction (eCO2R) include salt precipitation and
flooding at the gas diffusion electrode (GDE), which limit stability. Despite their importance, the failure mechanisms behind these issues are not yet fully
understood. We report direct visualization of the dynamic behavior and structural changes of the MEA under various operating conditions, using operando X-
ray computed tomography, coupled with real-time electrochemical analysis. This powerful operando analytical approach provides insights into MEA
degradation mechanisms, providing guidance for future design strategies to achieve stable CO2R MEA operation.

Introduction

Carbon dioxide reduction powered by renewable electricity
(eCO2R) is a promising technology for generating value-added
fuels and chemicals, contributing to carbon neutralization.1

Electrochemical reactors typically use aqueous electrolytes;

however, the low solubility of CO2 in aqueous solutions leads
to mass-transport and diffusion-limited reactions, restricting
current density to B35 mA cm�2.2–4 In this context, gas-fed,
zero-gap membrane electrode assembly (MEA) using gas diffu-
sion electrode (GDE) has emerged as the most promising
reactor design for industrial-scale applications.5 High-rate
CO2R using MEA has been achieved with copper (Cu)-based
catalysts, the only material capable of converting CO2 to C2+

products.6,7 However, the MEA remains limited in terms of
long-term stability under the required commercial operational
current densities.

The main degradation phenomena are salt precipitation,
which blocks the CO2 diffusion channels, and flooding that
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hinders the CO2 supply and transit CO2R to the hydrogen
evolution reaction (HER). eCO2R at high current densities
generates hydroxide ions (OH�) at the cathode, raising the
local pH near the cathode surface and driving CO2 to react
with OH� to form bicarbonates (HCO3

�), which further convert
into carbonates (CO3

2�).3,8 Concurrently, potassium ions (K+)
from the anode diffuse to the cathode side, where they react
with bicarbonates and carbonates to form salts, hindering CO2

supply and lowering eCO2R. In addition, the application of high
reduction potential can drag water from the anolyte to the
cathode, altering its hydrophobicity, wetting the GDE, and
causing flooding.9,10 There have been efforts to mitigate pre-
cipitation and flooding through increasing water content and
pulse operation (operation/regeneration), operation in acidic
electrolytes, and operation at elevated temperatures, leading
to enhanced stability.11–17 However, it still requires a deeper
understanding of the underlying progress of degradation
mechanisms during operation.

While ex situ analysis methods have provided valuable
insights into MEA degradation, they primarily capture static
snapshots of post-mortem samples.18 To address this gap,
monitoring the primary degradation phenomena of MEA has
been advanced with in situ/operando techniques.19–23 For exam-
ple, Moss et al. used operando X-ray diffraction (XRD) to identify
the cause of cell performance degradation, demonstrating that
salt formation exacerbates electrolyte flooding, leading to
selectivity changes under eCO2R conditions.24 Disch et al.
employed high-resolution neutron imaging to study salt pre-
cipitation and water transport in a zero-gap CO2R cell.25 How-
ever, a missing piece remains in the systematic investigation of
the intermediate stage for MEA degradation caused by the
propagation of precipitation, flooding, and mechanical defor-
mation within the GDE under operating conditions. Studies
have monitored the backside of the GDE or in the gas flow
channels, and although some of the measurements can provide
detailed chemical information, they cannot reveal the morpho-
logical changes within the GDE. X-ray tomography offers a
promising approach for studying electrochemical cell dynamics
by enabling non-destructive observation of solid/liquid/gas
interfaces, 3D voids, defects, and phase distribution.26–28 These
capabilities motivate the investigation of the predominant
failure mechanisms of eCO2R cells by tracking structural phase
changes over time under various conditions.

In this work, we employ operando synchrotron X-ray tomo-
graphic imaging combined with real-time electrochemical
measurement to link the microscopic morphological changes
in Cu GDE with their degradation behavior. We correlate
variations in electrochemical performance (e.g., voltage and
selectivity) with observed precipitation and flooding phenom-
ena at the MEA, revealing the predominant failure mechanisms
under different operating conditions. Our findings provide
direct observations of the transition from CO2R to HER, driven
by shifts in cathode potential and CO2R selectivity. We first
visualize inhomogeneous precipitates at the Cu/membrane
interface, which block the CO2 supply and reduce the number
of active sites, leading to increased H2 production. Oscillating

voltage conditions enable us to visualize the dissolution and
regrowth of precipitates, highlighting the competing dynamics
between CO2R and HER. Lastly, at high current densities, we
track predominant water crossover and subsequent salt pre-
cipitation at the microporous layer (MPL)/gas diffusion layer
(GDL) interface, which accelerates the transition from CO2R to
HER. By identifying key failure pathways, our study provides
insights that can guide the design of more durable MEAs,
ultimately improving the viability of eCO2R for large-scale
carbon utilization.

Results and discussion
Design of CO2 reduction cell for operando X-ray tomography
measurement

The continuous projection of MEA was probed by a synchrotron
X-ray beam to investigate the failure mechanism of MEA over
time. Fig. S1 (SI) shows the synchrotron instrumentation setup
at the Advanced Light Source 8.3.2. X-ray computed tomo-
graphy beamline, which includes X-ray photon source, rotating
beamline stage, and detector. X-ray tomography provided a
high spatial resolution of 0.65 mm. The design of the eCO2R
reactor for X-ray micro-computed tomography (micro-CT)
imaging is depicted in Fig. 1a. The cell diameter was 3.6 cm,
chosen to minimize the loss of X-ray beam intensity due to
penetration. The custom-designed MEA was assembled using
plastic bolts. The MEA was placed on top of the rotating stage,
and the leakless Ag/AgCl reference electrode was positioned at
the bottom of the anode chamber to prevent disruption during
the rotating projection. Fig. 1b shows a 3D view of pristine MEA
before electrochemical measurements, as well as representative
2D micro-CT images of each component. The image contrast
depends on the absorption coefficient of materials; metal
absorbs more X-rays than polymers and carbon materials. To
prevent signal interference from a metal anode, a spacer was
positioned between the anion exchange membrane (AEM) and
the anode. All X-ray tomography images in this study were
obtained by selecting a region of interest (ROI) at the center of
Cu GDE, just below the titanium rod (current collector) in the
cell. Since the reconstruction process inverts the contrast of the
original measurements, the Cu layer appears brighter than the
carbon fibers or membrane.

The GDE used in this study featured hydrophobic MPL to
prevent rapid electrolyte flooding, a common design in large-
scale MEA for eCO2R.29 The 300 nm-thick Cu catalyst layer was
observed as a thin white layer that overlaps with the AEM and
MPL in the 2D slice. The components of the MEA are shown in
Fig. S2a (SI). Scanning electron microscope (SEM) images (see
Fig. 1c) reveal the surface morphology of carbon paper, which
features randomly distributed trenches, and the particle-
shaped Cu catalysts formed on carbon paper (Fig. S2b, SI).
Before performing the electrochemical measurement, cross-
sectional micro-CT images of the pristine MEA without flowing
electrolytes were taken (marked by the blue dotted line in
Fig. S2c, SI) to confirm the initial microstructural features of
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the MEA. Distinguishable components were observed in the
cross-sectional micro-CT images: the GDL exhibited a porous
microstructure, the MPL showed a relatively uniform intensity,
the Cu layer appeared as a bright, thin layer, and both the AEM
and spacer had a uniform contrast distribution. As shown in
Fig. 1d, the trenches in the MPL appear as darker intensity
holes, which match the top-view SEM image (Fig. 1c).

Visualization of failure mechanisms of MEA during eCO2R

The behavior of the Cu GDE is influenced by the applied
current density and electrolyte concentration, both of which
affect both selectivity and stability.30 In the MEA system,
maintaining an appropriate water content is crucial for estab-
lishing an efficient triple-phase interface between CO2 (gas),
electrolyte (liquid), and catalyst (solid) for eCO2R.3,12,31,32 As the
applied current increases, the amount of water electro-dragged
to the cathode also increases. Excessive water reduces the
hydrophobicity of the GDL, thereby impairing mass transport
and ultimately leading to a loss in both selectivity and
stability.33 In addition, at higher current densities, precipita-
tion on the GDE due to electrolyte infiltration blocks the CO2

supply, promoting HER over CO2R.9,20,34 Therefore, the primary

focus of this study is to track structural changes in the Cu GDE
caused by precipitation and flooding and to elucidate the
predominant degradation mechanisms.

Shift from CO2R to HER by predominant precipitate growth

To obtain micro-CT images, a modification of the cell was
required, involving the introduction of a mesh-type Nylon
spacer between the anode and membrane to mitigate inter-
ference from the metallic anode signal when analyzing the
membrane/Cu catalyst interface. The addition of the spacer
increased the ohmic resistance and hindered mass transport
kinetics, requiring more negative potential to achieve the
desired current density (Fig. S3, SI). Despite the decreased
current density generated from the modified MEA, the insights
from operando micro-CT are valuable. We initially conducted
eCO2R at �50 mA cm�2 for 20 h under 0.1 M KHCO3 to
minimize water crossover. As shown in Fig. S4a (SI), the MEA
primarily converted CO2 to CO, exhibiting a slight decrease in
CO selectivity and an increase in cathode potential. Given the
limited time available at the synchrotron, we operated the MEA
at a selected current density of �50 mA cm�2 in 0.1 M
for KHCO3 for 7 hours. Under this condition, the Cu GDE

Fig. 1 Operando X-ray tomography measurement with zero-gap MEA. (a) Photograph of eCO2R cell in the X-ray tomography measurement setup. The
schematic shows the components of the eCO2R cell. (b) 3D stack and selected 2D slices of MEA before eCO2R, highlighting each component. (c) SEM
image of the MPL side of the carbon paper. (d) Cross-sectional micro-CT image of MEA before eCO2R measurement.
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maintained a stable potential profile and selectivity distribu-
tion, primarily for CO and H2 (see Fig. S4b and c, SI). Compar-
ing cross-sectional tomography images of the MEA every hour, a
small amount of the precipitates was observed near the MPL/Cu
interface (see Fig. S4d, SI).

We then compared the behavior of Cu GDE at higher
operating current density, where Cu catalysts can promote the
conversion of CO2 to C2 products (see Fig. S5, SI). Ethylene
selectivity was observed at an operating current density of
�100 mA cm�2, with an approximate 10% ethylene selectivity.
The total faradaic efficiency (FE) remained below 100%, which
could be attributed to the exclusion of liquid products in the FE
calculation. Some liquid products might have diffused to the
anode side and undergone oxidation. The Cu GDE showed the
oscillating voltage profile and subsequent FE fluctuations after
7 hours of operation. When the MEA was operated at high-
concentration (0.5 M, 1 M) KHCO3 electrolytes, the Cu GDE
showed an increase in H2 selectivity with voltage oscillation or
complete H2 evolution (see Fig. S6, SI).

We investigated the interface dynamics and morphological
change of the MEA under conditions where the Cu GDE
exhibits high ethylene selectivity. As shown in Fig. 2a, a shift
in selectivity was observed over 1 hour of operation, with an
increase in H2 selectivity and a decrease in CO2R activity.
To track the structural change and interface dynamics,
we obtained visualized interior images of the MEA at 0.2 h
intervals. As shown in Fig. 2b, a white, particle-shaped structure
was identified at the 2D micro-CT image showing MPL/Cu/
membrane interface. Inhomogeneous precipitate formation,
distribution, and growth were observed over time. The extent
of precipitate growth reached the MPL during operation, as
confirmed by comparing the MPL, GDL/MPL and GDL region
(see Fig. S7, SI) and analyzing the cross-sectional micro-CT

images (Fig. S8, SI). Notably, precipitation led to mechanical
deformation of the Cu/membrane interface, a phenomenon
observed for the first time in this study.

Voltage oscillation and transition between CO2R and HER

Voltage oscillations and subsequent changes in selectivity are
commonly observed when the MEA approaches a stability
boundary condition, as reported in the literature.24,35 For
example, Mikami et al. observed oscillations in a 5 cm2-size
zero-gap cell using a real-time CMOS camera, monitoring the
flow channels.35 To gain a deeper understanding of the dyna-
mics behind the fluctuations in eCO2R performance, we oper-
ated the MEA at current densities of �150 mA cm�2 and
�200 mA cm�2 in 0.1 M KHCO3, where voltage oscillations
were observed within a reasonable timescale (a few hours). At a
current density of �150 mA cm�2, the MEA exhibited small
voltage oscillations between 1 and 3 hours of operation, accom-
panied by transient changes in voltage profile and CO2R
selectivity (Fig. S9a, SI). We correlated the observed oscillatory
behavior of the Cu GDE with operando micro-CT images. The
selectivity changes and potential shifts between points 3 to 6,
where the voltage oscillation occurred, were analyzed through
micro-CT images. The precipitates were observed to dissolve
as the potential fluctuated, evidenced by the variation in
precipitate contrast, and began to re-grow after point 6 (see
Fig. S9b, SI). Cross-sectional micro-CT images of MEA (see
Fig. S10, SI) provide further support for the extent of precipitate
dissolution during the oscillatory cycle. After the dissolution of
precipitates at point 4, the precipitates began to re-grow in the
same locations. A few large potential drops (see Fig. S9a, SI) do
not indicate voltage oscillation but may be attributed to the
capture of oxygen bubbles near the reference electrodes or the
confinement of oxygen bubbles in the anode chamber.

Fig. 2 Formation of precipitates during eCO2R. (a) FE and chronopotentiometry curve of Cu GDE at a current density of �150 mA m�2. (b) 2D X-ray
tomography images at the Cu/membrane interface at different reaction times (indicated as red star marks). The scale bar represents 200 mm.
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We found noticeable evidence of interface dynamics and
phase distribution changes during the oscillatory period. As the
voltage shifted anodically, C2H4 selectivity slightly increased
(see Fig. 3a). Prior to the voltage fluctuation (point 1), a
significant number of precipitates were distributed at the
MPL/Cu (Fig. 3b). To track the changes in precipitation over
time, we performed segmentation on the region marked by a
cyan box in Fig. 3b, using 2D slices at the same height and
position of the Cu GDE. At the beginning of the transient
period (point 2), the FE remained stable, while the segmenta-
tion image revealed the partial dissolution of the precipitates
(Fig. 3c). When the MEA entered the anodically shifted
potential region (point 3), a decrease in H2 and CO selectivity,
alongside an increase in C2H4 selectivity, was observed,
followed by significant dissolution of the salt precipitates.

Cross-sectional micro-CT images (see Fig. 3d) illustrate the
extent to which precipitates grow from the Cu/membrane inter-
face to the GDL. The cross-sectional image was taken from
the position marked by the green line in Fig. 3b. At point 2,

a solution signal was detected in the gap between the Cu GDE
and the membrane, accompanied by a reduced contrast of
precipitates near the Cu/membrane interface, indicating partial
dissolution. Further hollow structures of precipitates were observed
at point 3, likely due to significant water crossover. From the
observed morphological changes in the precipitates, it can be
inferred that water did not reach the GDL, resulting in relatively
stable H2 selectivity. After water crossover, the Cu GDE exhibited an
increase in active sites for eCO2R due to the removal of precipitates
at the MPL and membrane/Cu interface, resulting in a voltage drop
and a shift from HER to CO2R, with an increase in CO selectivity.
As the reaction continued, regrowth of the precipitates gradually
filled the hollow spaces. Furthermore, by comparing the images at
points 1 and 5, we observed that the precipitation eventually
reached the GDL. 3D micro-CT images (see Fig. 3e) further support
the precipitation, dissolution, and regrowth within the GDE, with
varying density and distribution of precipitates.

The MEA exhibited repeating oscillatory behavior over 7 hours
of operation (see Fig. S11, SI). A comparison of cell potentials at the

Fig. 3 Dissolution and regrowth of precipitates during eCO2R. (a) FE and chronopotentiometry curve of Cu GDE at a current density of �150 mA m�2.
(b–e) X-ray tomography images of MEA, all obtained at the blue star marks with numbers. (b) 2D X-ray tomography image of MPL/Cu interface at point 1.
(c) Segmented images showing precipitate dissolution and regrowth during eCO2R (area indicated by a cyan box in b). (d) Cross-sectional tomography
images. The position of the cross-sectional images is indicated by the blue dash line in b. (e) Corresponding 3D micro-CT images of Cu GDE.
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beginning of the measurement (0 h) and after 6 hours revealed
anodic potential shifts of 0.3–0.4 V. As shown in Fig. S11b (SI), a
significant accumulation of precipitates was observed at the MPL/
GDL, though some precipitates were dissolved during the oscilla-
tory period. Notably, the 2D images confirmed the dissolution of
precipitates at the MPL/GDL, implying that water had reached this
region. The invasion of water into the GDL can alter the hydro-
phobic nature of the GDE to hydrophilic, which in turn may trigger
a shift from eCO2R to HER. The salt precipitates formed on Cu
GDE were K2CO3 and KHCO3 (see Fig. S12, SI).

The voltage oscillation mainly originates from the cathode,
as confirmed by the constant anode potential profile in Fig. S13
(SI), regardless of the presence of the spacer. Furthermore,
under voltage oscillation, the mass flow from the outlet of the
MEA followed the voltage oscillation and FE fluctuations,
indicating that the pressure in the Cu GDE changes during
operation (see Fig. S14, SI). The mass flow variation that can be
induced by the gas chromatography measurements did not
affect the oscillating behavior of the Cu GDE. The variations in
pressure within the MEA can be attributed to the complete
degradation of the Cu GDE. We further investigated the effects
of electrolyte pH and temperature on the electrochemical
performance of Cu GDE. In the case of the MEA operated at
0.1 M KHCO3, a common trend across different current den-
sities (100–200 mA cm�2) was the increase in voltage, followed
by a drastic voltage drop, accompanied by changes in CO2R

selectivity that corresponded to the voltage change. The mag-
nitude of the voltage changes increased as repetitive voltage
oscillation occurred. At a concentration of 1 M KOH (see
Fig. S15, SI), the Cu GDE exhibited similar voltage oscillations,
with a gradual increase in voltage change and a corresponding
shift in selectivity. The main difference between the operation
in 0.1 M KHCO3 and 1 M KOH was the extent of operational
time to reach the complete transition from CO2R to HER. This
observation is consistent with other studies reporting on the
electrolyte concentration-dependent degradation behaviors of
GDE. For example, Cofell et al. demonstrated that increasing
the alkaline electrolyte concentration can result in increased
salt precipitation and accelerating flooding.20 El-Nagar et al.
demonstrated that the K+ concentration is a key parameter for
K+ crossing the membrane, influencing the selectivity of GDE
with a current density dependency.36 We also confirmed that
elevating anolyte temperatures mitigates the complete transi-
tion from CO2R to HER with decreased amplitude of voltage
oscillation (see Fig. S16, SI).

Variations in predominant degradation mechanisms

The operation of the Cu GDE at a current density of�200 mA cm�2

revealed three distinct regions in the voltage–time profile (see
Fig. 4a). Initially, a cathodic shift in potential was observed over
the first 50 minutes, likely due to the precipitation, similar to
the behavior observed at a current density of �150 mA cm�2

Fig. 4 Dissolution and regrowth of precipitates and flooding during eCO2R. (a) FE and chronopotentiometry curve of Cu GDE at a current density of
�200 mA cm�2 in 0.1 M KHCO3. (b) 2D X-ray tomography images of MPL/Cu/membrane interface at points 1–5. The positions of the 2D images are
indicated by the cyan dotted line in c. (c) Cross-sectional tomography images. The positions of the cross-sectional images are indicated by the green
dotted line in b.
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(see Fig. 3a). Following this, the potential shifted significantly
to the anodic direction between 50 and 70 minutes, accompa-
nied by an increase in H2 selectivity. Between 75 and
80 minutes, a sharp potential drop occurred, along with fluc-
tuations in FE:CO selectivity increased, H2 selectivity decreased,
and C2H4 selectivity remained relatively stable. This oscillatory
behavior suggests that the salt precipitates formed within the
Cu GDE dissolved, leading to restored catalytic activity for
eCO2R. Notably, the potential remained lower than the initial
state, implying that the salt precipitates were not fully dis-
solved. Subsequently, the potential shifted anodically again
between 100 and 120 minutes, along with a further increase
in H2 selectivity. The Cu GDE exhibited the FE distribution
characterized by a decrease in CO2R product selectivity and an
increase in H2 selectivity, indicating a shift from CO2R to HER.

To further investigate the continuous increase in H2 selec-
tivity, we focused on the behavior of Cu GDE during the
operation between 100 and 150 minutes. Fig. 4b presents
selected 2D micro-CT images of the Cu GDE at the AEM/Cu/
MPL interfaces. By comparing the images marked with dotted
lines, it is evident that the shift to higher potential coincides
with the dissolution of salt precipitates, which appeared with
faint contrast. A series of cross-sectional micro-CT images
further confirmed the dissolution of these salt precipitates
from points 2 to 5 (Fig. 4c). Similar to the images shown in
Fig. 3d, where Cu GDE exhibited oscillatory behavior, the
flooding phenomenon was identified as the primary cause of
the observed degradation, which in turn led to the transition
from CO2R to HER. As shown in Fig. S17 (SI), the Ag GDE
exhibits similar oscillatory behavior with increasing H2

selectivity, as voltage oscillation recurs, implying that the
progression of degradation in MEA can be a universal pheno-
menon, regardless of the catalyst material.

Flooding as a predominant degradation mechanism

When the Cu GDE transitions from CO2R to HER, a significant
increase in H2 selectivity, a decrease in CO2R selectivity, and a
shift in voltage toward anodic direction are observed. These
electrochemical performances suggest that the predominant
degradation mechanism at higher current densities differs
from that at lower current densities. As shown in Fig. S18
(SI), the operation at �400 mA cm�2 in 0.1 M KHCO3 showed
dominant H2 selectivity at the beginning and gradually transi-
tioned from CO2R to complete HER. Shi et al. compared the
wettability of Au/C electrodes at different potentials and
demonstrated a transition to a hydrophilic surface under more
negative potentials.32

To investigate this further, we conducted X-ray tomography
measurements of the MEA at a high operating current
density of �250 mA cm�2 in 1 M KHCO3. Initially, the potential
shifted to a lower level during the first B15 minutes, then
moved toward a higher (anodic) level during the subsequent
100 minutes of operation (see Fig. 5a). Corresponding with
the voltage change, H2 selectivity gradually increased over
100 minutes of operation, reaching 70%, while CO and C2H4

selectivity decreased (see Fig. 5b).
By comparing the cross-sectional micro-CT images acquired

at points 1 and 2, we observed that the hollow spots in MPL,
which appeared darker, showed contrast changes without
significant precipitate formation at the Cu/membrane interface

Fig. 5 Cu GDE operating at �250 mA cm�2 in 1 M KHCO3. (a) Voltage–time profile. (b) Faradaic efficiency of CO2R and HER. (c) Cross-sectional micro-
CT images corresponding to the marked points in b. The yellow dotted line highlights the area of electrolyte flooding.
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(see Fig. 5c). This suggests that water crossover (flooding)
reached the MPL/GDL and promoting HER. While there is poor
micro-CT contrast between pure water and GDE components
in our cell, combining electrochemical data with X-ray tomo-
graphy images provided valuable insights into the behavior
under flooding conditions.

After 30 minutes of operation, the salt precipitates, seen
as bright signals near the Cu/MPL region, were confirmed.
Additionally, the interface between the Cu GDE and the
membrane became rougher, revealing gaps. Compared to
the hollow spots in MPL (point 1, marked with an orange
dotted line), the same area showed a brighter signal, indicat-
ing that anolyte cations had reached the MPL/GDL. As the
operating time increased, the growth of precipitates became
more pronounced, as seen in images taken at points 3 to 5.
Although the increase in precipitates may correlate with
eCO2R properties, the rapid transition from CO2R to HER
suggests that flooding, rather than precipitation, might be the
primary degradation mechanism.

Multiphysics modeling of MEA during eCO2R

A 1-D multiphysics model was built and solved using the
commercial finite element method (FEM) software COMSOL
to investigate the cause of precipitation, flooding and the
resulting changes in selectivity. The model coupled dissolved
species transport in the liquid phase, gas species transport and
the electrochemical reaction kinetics at the cathode/anode. For
details of the model setup, including geometry (Fig. S19, SI),
governing equations, boundary conditions and parameters
assignment, please refer to the section in SI: multiphysics
modeling of MEA during eCO2R.

Fig. 6a shows the ionic product value of the K2CO3 salt
QK2CO3

= [K+]2[CO3
2�] under different current densities. The

solubility product Ksp = 2073 (M3) of the K2CO3 is used as the
criterion for precipitation.16 In the case of �100 mA cm�2,
�150 mA cm�2 and �200 mA cm�2, regions with QK2CO3

4 Ksp

near the AEM/CL interface can be seen, which indicates that
thermodynamically, the K+ and CO3

2� ion concentration could
facilitate the formation of precipitates in these regions. This is

Fig. 6 Multiphysics simulation of the MEA failure mechanisms and their influence on CO2R performance. (a) Simulated ionic product of the K2CO3.
(b) Simulated water vapor partial pressure. (c) Simulated polarization curve demonstrating the influence of precipitation and flooding on voltage.
(d) Simulated faradaic efficiency demonstrating the influence of precipitation and flooding on selectivity.
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consistent with the experimental observation of the obvious
fluctuation in voltage and selectivity and the precipitation
under X-ray tomography images when operating �100 mA cm�2,
�150 mA cm�2 and�200 mA cm�2. Fig. 6b shows the water vapor
partial pressure distribution in the cathode diffusion medium.
As the current density increases, the water vapor partial pressure
also increases, which promotes the chance of flooding.

To investigate the influence of precipitation and flooding on
voltage and selectivity of the cell, we carried out the simulation
with three different assumptions: (1) the entire catalyst layer is
wetted, having both liquid phase and gas phase with an active
surface area density of 1 � 107 m�1, representing the case with
no precipitation or flooding; (2) the entire catalyst layer is
wetted, but with a reduced active surface area density of 5 �
106 m�1, representing the scenario where precipitates blocks
part of the reaction sites; (3) only liquid phase transfer are
assumed at the leftmost 250 mm of the catalyst layer and both
liquid phase and gas phase transfer are assumed for the
remaining 50 mm, representing the scenario where flooding
occurs. Fig. 6c and d shows the simulated polarization curve
and selectivity under these different assumptions. Comparing
the simulation results of scenario (1) and (2), it could be seen
that the blockage of surface area by precipitation could cause

the voltage to shift to a more negative potential and a decrease
in CO selectivity. Comparing scenario (1) and (3), it could be
inferred that the flooding of the catalyst layer could cause a
significant increase in H2 selectivity and decrease in CO and
C2H4 selectivity. This could be attributed to the decrease in CO2

concentration in the catalyst layer due to the slow dissolved
CO2 diffusion rate in aqueous phase when flooded compared to
the higher CO2 concentration when gaseous pathways are
available, which is proven by simulation when comparing the
CO2 concentration plotted in Fig. S20 and S21 (SI). Increasing
electrolyte concentration can impact dissolved species profile
and lead to increased precipitation within GDE, as shown in
Fig. S22 (SI).

Conclusions

Operando X-ray tomography, combined with real-time electro-
chemical CO2 reduction measurement, provided valuable
insights into the predominant failure mechanisms during
MEA operation. As shown in Fig. 7a, the eCO2R process can
be categorized into 3 cases: (1) increased HER with more
negatively shifted cell potential (case A), (2) voltage oscillation

Fig. 7 Proposed relationship between eCO2R properties and predominant degradation mechanisms. (a) Electrochemical voltage changes and the
resulting CO2R selectivity. (b) Schematic illustration of the degradation mechanism observed in each case.

EES Catalysis Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 1

3 
A

ug
us

t 2
02

5.
 D

ow
nl

oa
de

d 
on

 1
0/

17
/2

02
5 

6:
44

:0
7 

PM
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5ey00232j


EES Catal. © 2025 The Author(s). Published by the Royal Society of Chemistry

and following transient selectivity change (case B), and (3) shift
from CO2R to H2 production followed by anodically shifted cell
potential (case C). Fig. 7b illustrates representative degradation
phenomena for each case.

In case A, we observed inhomogeneous precipitate for-
mation at the Cu/membrane interface. The extent of precipitate
growth varied depending on the operating current density, with
increased HER attributed to predominant precipitation. Low
operating current density can result in a potential shift toward
cathodic direction (pale pink line), and high operating current
density (bright purple line) can maintain the potential while the
eCO2R product distribution decreases. In case B, where the
MEA is near the stability threshold, partial dissolution of
precipitates occurs near the Cu/membrane interfaces, coincid-
ing with voltage oscillations. This leads to a transient change
between CO2R and HER. In case C, at high current densities or
under high electrolyte concentrations, rapid water crossover
reaches the GDL, promoting H2 production rather than CO2R.
Flooding predominates over precipitation in this case, leading
to an anodically shifted voltage. Understanding the failure
mechanisms of the MEA reveals that these phenomena can
be mitigated through the strategic engineering of components
and optimization of operational conditions. In terms of com-
ponent design, it is essential to develop GDEs with stable
hydrophobicity and effective through-plane conductivity to
prevent precipitation and flooding. Considering that the pre-
cipitation and flooding were mainly observed in the MPL,
improving the hydrophobicity of MPL can contribute to
enhanced CO2R stability. GDEs with improved hydrophobicity
should feature smooth surfaces since trenches in commercial
GDEs can promote pH gradients and become sites for precipi-
tation and flooding. The use of bipolar membranes that selec-
tively permeate ions may also help alleviate these issues.
Operational optimization may involve investigating the effects
of cations in the anolytes, as cation crossover through the
membrane depends on the size of the cations. Additionally,
acidic electrolytes can suppress salt precipitation, although this
requires the development of CO2R-selective catalysts to mini-
mize HER interference.

In summary, we investigated the degradation behavior of the
MEA, focusing on precipitation and flooding using operando
X-ray tomography coupled with real-time electrochemical
measurement. X-ray tomography enabled us to visualize inter-
face dynamics at solid/liquid/gas boundaries and track the
phase distribution within the MEA, significantly enhancing
our understanding of degradation mechanisms through struc-
tural changes over time. We categorized the predominant
degradation behaviors into three cases by correlating voltage
profiles, selectivity distributions, and morphological changes
in the MEA caused by water crossover and precipitation. Key
findings include: (1) visualization of growth and dissolution of
precipitates in Cu GDE, providing deeper insights into the
mechanisms of MEA failure. (2) Tracking mechanical deforma-
tion at the Cu GDE/membrane interface due to precipitation
and flooding, which has not been previously observed. (3)
Providing direct visual evidence of the transition from CO2R

to HER, with a focus on the distribution of precipitates and
water crossover from the catalyst/membrane interface to
the GDL.

Understanding and mitigating precipitate formation and
flooding mechanisms is critical for scaling eCO2R technology
for industrial applications. Persistent flooding and salt for-
mation not only reduce system efficiency and catalyst lifetime
but also increase operational costs and maintenance require-
ments. By identifying key failure pathways, our study provides
insights that can guide the design of more durable MEAs,
ultimately improving the viability of eCO2R for large-scale
carbon utilization.

Experimental
Preparation of electrode

Carbon paper with a PTFE microporous layer (Sigracet 28BC),
purchased from the Fuel Cell Store, was used as gas diffusion
electrode. Cu catalysts were deposited onto the GDE using a
dielectric sputtering system (ATC Orion 8, AJA International).
The deposition process was carried out at a pressure of 5 mTorr,
with a power of 100 W. Argon (Ar) gas was used at a flow rate of
20 standard cubic centimeters per minute (sccm), and the Cu
deposition was performed for 90 minutes.

Characterization

The morphology of the Cu GDE was examined using FEI Nova
NanoSEM 450, operating with a 10 kV electron beam. The
crystal structure of the Cu GDE was investigated through
X-ray diffraction (XRD) using Bruker DISCOVER D8 diffracto-
meter equipped with Cu Ka radiation. Diffraction data were
collected using a two-dimensional dimensional VÅNTEC-500
detector and subsequently integrated into one-dimensional
patterns using DIFFRAC.SUITEt EVA software.

Electrochemical carbon dioxide reduction measurement

Electrochemical carbon dioxide reduction measurement was
performed using a mass flow controller (Alicat), a gas humidi-
fier, a custom-designed reactor made of PEEK, a peristaltic
pump, and a mass flow meter (Alicat). The outlet of the mass
flow meter was connected to a gas chromatograph for analyzing
gaseous products. The reactor consists of a cylindrical anode
and cathode chamber without a flow channel, a Pt-coated Ti
mesh as anode, a Cu GDE cathode, and a grid-patterned Nylon
spacer. The spacer was placed between the anode and PiperION
60 anion exchange membrane (AEM) to minimize metal signal
interference during X-ray tomography measurements. The tita-
nium rods served as the current collector for both anode and
cathode. The anodic chamber was supplied with 0.1 M KHCO3

at a constant flow rate of 30 ml min�1. The cathode chamber
was fed with humidified CO2 at a flow rate of 30 sccm. The cell
had an active area of 0.5 cm2. Electrochemical CO2R was carried
out using a potentiostat (VSP200, Biologic) in a three-electrode
setup: Cu GDE as the working electrode, Pt/Ti mesh as the
counter electrode, and a leakless Ag/AgCl reference electrode.
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Electrochemical impedance spectroscopy was conducted using
a potentiostat (VSP 300, Biologic) at an applied potential of
�2 V vs. Ag/AgCl with the amplitude of 10 mV, sweeping from
100 kHz to 1 Hz. The silicon (Si) and ethylene tetrafluoroethy-
lene (ETFE) gaskets were used to seal the MEA, which was
assembled using a torque wrench at 6 N m. All the bolts and
nuts were made of plastic materials to prevent interference with
the tomography imaging. The gaseous products were analyzed
using gas chromatography (SRI-8610C) with Molsieve 5A and
Hayesep D column. A flame ionization detector (FID), equipped
with a methanizer, and a thermal conductivity detector (TCD)
were used for detection.

X-ray tomography measurement

X-ray tomography measurement was performed using synchro-
tron instrumentation at Advanced Light Source (ALS) Beamline
8.3.2., Lawrence Berkeley National Laboratory (LBNL). The
X-ray energy used was 38 keV, and the X-ray beam passed
through the MEA and was subsequently converted into visible
light by a scintillator. After image alignment, the region of
interest (ROI) was defined, and the measurement were initiated.
The image resolution (pixel size) was 0.65 mm and the exposure
time was 200 ms. The MEA images were projected during a 1801
rotation. Data reconstruction was performed at the National
Energy Research Scientific Computing Center (NERSC). Following
reconstruction, the images were processed and visualized using
Fiji and Dragonfly Software.

Computational details

In order to provide theoretical support to the experimental
observation of precipitation and flooding phenomenon and
their impact on voltage and selectivity, a 1-D multiphysics
model was built and solved using the commercial finite ele-
ment method (FEM) software COMSOL Multiphysics (version
6.2). The model is an adaptation of the models developed for
CO2R electrolyzers by Weng et al.37–39 and is consisted of the
ion and gas species transport, the electrochemical reaction
kinetics and phase transport between gas and liquid phase.

Geometry. The geometry of the model is demonstrated in
Fig. S19 (SI), including (from left to right) a porous electrode
domain as the anode (60 mm), a spacer domain (50 mm), an
AEM domain (80 mm), a Cu catalyst layer (CL) domain (300 nm
in total) consisted of a flooded section and a wetted section,
and a cathode diffusion medium (cDM) domain (250 mm). The
length of the flooded section and the wetted section is adjusted
according to the status we want to investigate, but the two
sections add up to be 300 nm in length. In a non-flooded case,
the flooded section length is set to be a very low value of 2 nm
and the rest 298 nm is wetted. In a flooded case, the flooded
section length is set to be 250 nm and the rest 50 nm is wetted.
The meshing of the model consists of a total of 5600 elements
with a minimum size of 0.01 nm. The closer it is to the interface
between different domains, the finer the meshes are, while
relatively coarser meshes are applied at the middle of the
domains.

Governing equations. The domains can be categorized into
aqueous phase domains (including anode, spacer, AEM and
flooded CL domains), gas phase domain (cDM domain) and
mixed phase domain (wetted CL domain). The aqueous phase
domains features the transport of dissolved CO2 and ion
species (K+, H+, OH�, HCO3

�, CO3
2�) governed by Nernst–

Planck equation, which can be expressed as the dependence
of the molar flux, Ni, on the concentration ci of species i and the
electrolyte potential fl,

N i ¼ �Deff
i rci �

ziF

RT
Deff

i cirfl (1)

where Deff
i is the effective diffusion coefficient in porous

medium, zi is the charge number of species i, F is the Faraday
constant (9.648 � 104 C mol�1), R is the ideal gas constant and
T is the room temperature (293.15 K). And the flux satisfies

r�Ni = Ri (2)

where Ri is the reaction rate which could include bulk phase
reactions, electrode reactions and phase transfer reactions,
which will be discussed in the later paragraphs.

The gas phase domains feature the mixture-averaged trans-
port model for the gas species (CO2, H2, CO, C2H4),

N j ¼
1

Mj
�rGDeff

j roj � rGD
eff
j oj
rMA

MA

� �
(3)

where rG is the gaseous mixture density; Mj, oj, Deff
j is the molar

mass, mass fraction and effective diffusion coefficient respec-

tively; MA ¼
P
j

oj

Mj

 !�1
is the average molecular weight of the

mixture. Note that even though CH4 could be present in our
system, it is excluded for simplicity from our simulation
together with its evolution reaction since we barely observe it
in our experiment.

In the bulk aqueous phase, the dissolved inorganic carbon
(DIC) species are dynamically converting to each other accord-
ing to the reactions and the reaction rate constants from the
paper by Schulz and Zeebe et al.40

The following cathodic reactions are considered at Cu
catalyst layer:

2H2O + 2e� - H2 + 2OH� (4)

CO2 + H2O + 2e� - CO + 2OH� (5)

2CO2 + 8H2O + 12e� - C2H4 + 12OH� (6)

2CO2 + 9H2O + 12e� - C2H5OH + 12OH� (7)

The oxygen evolution reaction (OER) is assumed to happen
at the anode:

2H2O - O2 + 4H+ + 4e� (8)

The partial current densities of the above charge transfer
reactions follow the Tafel kinetics,

ik ¼ i0;k
Y
i

ci

1½M�

� �gi;k
exp �akF

RT
Zk

� �
(9)
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where Zk is the overpotential, defined as Zk = fs � fl � Eeq. The
electric potential, fs, and the electrolyte potential, fl, are
variables determined by eqn (1). The reaction kinetics para-
meters, exchange current density i0,k, concentration depen-

dence
ci

1½M�

� �gi;k
and charge transfer coefficient ak are used

as the same values as the ref. 39.
The mixed phase domain has both Nernst–Planck equation

and the mixture average equation, along with the phase trans-
port of dissolved CO2, governed by

RPT
CO2
¼ askCO2

cCO2;l �HCO2
pCO2

� �
(10)

as is the surface area density (1 � 107 m�1), kCO2
is the phase

transfer coefficient of CO2 (0.1 cm s�1) and HCO2
is the Henry’s

constant (0.034 M atm�1). cCO2,l is the aqueous CO2 concen-
tration, and pCO2

is the partial pressure of CO2 calculated
from oj.
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