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Cascade fractionation of poplar into xylose,
glucan oligomers and less-condensed lignin via
synergistic formic acid–LiBr molten salt hydrate
pretreatment†
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Lignocellulose as an appealing renewable carbon resource holds great potential for producing high-

value-added products. The implementation of an integrated pretreatment process that enables effective

fractionation and targeted valorization is crucial for ensuring the feasibility of future biorefinery scenarios.

In this study, a stepwise approach using formic acid (FA)–LiBr molten salt hydrate (LiBr MSH) pretreatment

was successfully developed for producing high yields of xylose, glucose, glucan oligomers, and less-con-

densed lignin from poplar. The results showed that FA pretreatment removed the most hemicellulose,

releasing a high yield (71.63%) of xylose at 160 °C for 1 h. Subsequent acidified LiBr MSH pretreatment at

100 °C for 0.5 h resulted in a remarkably high cellulose degradation rate of 84.55%, yielding 41.87%

glucose and 42.68% glucan oligomers. Meanwhile, 95.57% purity of lignin with abundant uncondensed

moieties (i.e., β-O-4 bonds, Hibbert’s ketones) was obtained. The proposed integrated FA–LiBr MSH pre-

treatment exhibited great potential as an efficient deconstruction strategy in the current biorefinery

scenario.

Green foundation
1.Synergistic FA–MSH pretreatment is proposed to selectively degrade hemicellulose and cellulose into sugar products,
simultaneously obtaining high-purity less-condensed lignin.
2.71.63% of xylose, 41.87% of glucose, 42.68% of glucan oligomers, and 95.57% purity of lignin could be obtained under
the optimal conditions. The fractionated lignin exhibited a β-O-4 bond content of 25% of the theoretical maximum yield,
along with the presence of HK moieties. After three cycles of MSH, the cellulose conversion rate was sustained at 75%,
while the lignin content remained relatively stable.
3.In future work, the focus will be on enhancing the efficiency of recycling and utilization of molten salt hydrates, as well
as regulating the selective production of glucan oligomers with specific degrees of polymerization.

Introduction

Lignocellulosic biomass, which consists hemicellulose, cell-
ulose, and lignin, is the most abundant renewable carbon

resource in nature.1,2 The selective conversion of renewable
lignocellulosic biomass into value-added fuels and chemicals
is considered a sustainable and promising solution to alleviate
reliance on fossil resources, mitigate climate change, and
achieve carbon neutrality in the near future.3,4 Currently, holis-
tic integrated catalytic strategies have been proposed for
biorefinery.5,6 The main objective of these processes is to
achieve the overall valorization of lignocellulose at low operat-
ing costs through environmentally friendly routes.7 However,
lignin as a structural support in lignocellulose wraps cellulose
microfibrils with hemicellulose by hydrogen and covalent
bonds, resulting in a highly recalcitrant performance, which
restrains the decomposition of lignocellulose by chemicals
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and enzymes.8,9 Interestingly, facile and efficient pretreatment
will play a crucial role in the integrated biorefinery industry
because it can deconstruct lignocellulose, followed by the con-
version of polysaccharides into soluble sugars and the extrac-
tion of lignin.10,11

A series of pretreatment technologies, including physical,12

biological,13 acidic,14 alkaline,15 organosolv,16 and ionic
liquid17 pretreatments, have been developed in recent years.
Molten salt hydrate (MSH), a highly concentrated inorganic
salt solution (Csalt ≥ 50 wt%), has a water-to-salt molar
ratio close to the coordination number of the strongest
hydrated cation.18,19 At this concentration, there is only water–
ion interaction and almost no water–water or ion–ion inter-
action. The hydrated cations in MSH can polarize water mole-
cules, making their protons acidic.20 The anions of the salt
increase acidity by deshielding the protons and increasing the
tendency to leave the water.21 MSH is similar to ionic liquid,
but is significantly cheaper, and it can also swell cellulose and
break hydrogen bonds. MSHs are (1) easy to prepare, (2) envir-
onmentally friendly due to their high boiling point and
low vapor pressure and (3) less expensive than common
ionic liquids.22 Because of these advantages, MSHs show
broad application prospects in the field of cellulose
saccharification.23,24

In particular, research relating to MSH pretreatment of
biomass have been published in Green Chemistry during recent
years. Saha et al. found that xylan underwent efficient sacchari-
fication to xylose with >90% yield within 20 min at a low temp-
erature (85 °C) in acidified MSH (59 wt% LiBr, 0.05 mol L−1

H2SO4).
21 Subsequently, Saha’s group reported an effective

strategy for the one-step depolymerization and saccharification
of lignocellulose to obtain high sugar yields and less con-
densed isolated lignin.25 They demonstrated that a ZnBr2-
based MSH system is effective for the direct conversion of
poplar to 88% glucose and 89% xylose based on theoretical
amounts of glucan and xylan, with lignin being the only
solid product. However, despite the excellent performance of
the MSH system in the hydrolysis of carbohydrates, glucose
and xylose are difficult to separate and purify due to the
high solubility of monosaccharides in MSH, which limits their
subsequent utilization.26,27 Some measures have been adopted
to overcome the problem of product separation. A
biphasic reaction system was used to convert glucose to
5-hydroxymethylfurfural (5-HMF) in MSH with parallel
extraction of HMF to an organic phase.21 Furthermore, glucan
oligomers were generated through the hydrolysis of cellulose
using MSH, followed by separation via anti-solvent precipi-
tation or adsorption onto large-surface-area amorphous
carbon.28–30

Compared with cellulose, which has a crystalline structure,
hemicellulose with an amorphous structure has a lower degra-
dation temperature and a wider degradation range, making it
more economical for industrial applications.31 By initially
hydrolyzing the hemicellulose in lignocellulose into monosac-
charides, followed by treating the hydrolyzed residue
with MSH, the cellulose in the residue is degraded into

glucose or glucan oligomers, while lignin is isolated.
This approach enables a reduction in raw material complexity
at its source, enhances the selectivity of liquid products, and
lowers the cost associated with subsequent product separation
and purification. Organic acids with low acidity coefficients
have the ability to break glycosidic bonds.32 Due to this
peculiarity, organic acid pretreatment is considered a
novel and efficient method for the clean fractionation of ligno-
cellulosic biomass.33 Formic acid, which can be produced
from biomass,34,35 has strong proton ionization ability.36

The separation yield of hemicelluloses improves because of
the strong hydrogen ionization of formic acid. This is the key
to its use in lignocellulose pretreatment. Formic-acid-
assisted hot water extraction has been proven to be a promis-
ing technique for extracting hemicellulose from woody
biomass.37

Hence, to realize the component separation and utilization
of lignocellulose, a synergistic formic acid–MSH pretreatment
biorefinery strategy was proposed to selectively degrade hemi-
cellulose and cellulose into sugar products, simultaneously
obtaining high-purity less-condensed lignin. First, formic acid
pretreatment was performed to selectively degrade hemi-
cellulose, which could reduce biomass recalcitrance.
Subsequently, MSH pretreatment was used to treat the hydro-
lysis residue. The MSH was recovered for recycling using dialy-
sis and rotary evaporation. The effects of various conditions on
hemicellulose/cellulose removal efficiency and lignin fraction-
ation efficiency were investigated. Chemical component ana-
lysis and characterization of raw materials and different pre-
treated substrates were conducted to evaluate the effect of pre-
treatment. Simultaneously, the recovered lignin samples were
also evaluated using gel permeation chromatography (GPC)
and nuclear magnetic resonance (NMR) techniques, and anti-
oxidant performance was evaluated to better assess the selecti-
vity of this synergistic process.

Experimental
Materials

Poplar was provided by a pulp mill in Shandong, China. The
raw materials were ground using a pulverizer to obtain
sawdust of 40–60 mesh after oven-drying at 60 °C for 24 h. The
compositional analysis of poplar, performed following the
National Renewable Energy Laboratory (NREL) method,
showed 47.29 wt% of cellulose, 18.87 wt% of hemicellulose
(4.25 wt% acetyl group), and 26.29 wt% of lignin. Formic acid
(AR, 99%), lithium bromide (AR, 99%), pyridine d5, chloro-
form-d, N-hydroxy-5-norbornene-2,3-dicarboximide, DMSO-d6,
chromium acetylacetonate, and high-performance liquid
chromatography (HPLC) standards (glucose, xylose, and arabi-
nose) were purchased from Aladdin Biotechnology Co. Ltd
(Shanghai, China). 2-Chloro-4,4,5,5-tetramethyl-1,3,2-dioxa-
phospholane and sodium acetate were purchased from Sigma-
Aldrich. 2,2-Diphenyl-1-picrylhydrazyl (DPPH) (HPLC, ≥98.5%)
and 2,6-di-tert-butyl-4-methylphenol (BHT) (AR) were pur-
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chased from Macklin Biochemical Co., Ltd (Shanghai, China).
All reagents were used directly without purification.

Cascade fractionation of poplar via synergistic FA–MSH
pretreatment

The whole process of cascade fractionation of poplar via syner-
gistic FA–MSH pretreatment is shown in Fig. 1. The detailed
experimental protocol can be outlined as follows.

The FA pretreatment was conducted in a 75 mL pressure
bottle reactor. In detail, 2 g (dry weight) of extractive-free
poplar was immersed in 40 mL of FA solution (9–15 wt%).
Then, the mixture was heated to the target temperature
(140–160 °C) and kept constant for 0.5–1 h with magnetic stir-
ring at 400 rpm. After the reaction, the pressure bottle reactor
was immediately placed into ice water. The mixture was
vacuum-filtered using a G3 filter. The filtrate was collected and
stored at 4 °C for subsequent analysis of sugars and soluble
lignin. The solid residue remaining in the filter was washed
thoroughly with deionized water. The solid residue was dried
at 60 °C for 24 h and then gravimetrically quantified.

MSH was prepared by dissolving 60 g of LiBr in 40 g of de-
ionized water, forming MSH with 60 wt% LiBr. For MSH pre-
treatment, 0.6 g of solid residue (after FA pretreatment) or raw
poplar was added into a pressure glass bottle with 9 mL of
MSH (containing 0–40 mM HCl). The treatment was per-
formed at a specific reaction temperature (90–110 °C) for
30 min with magnetic stirring at 400 rpm. After the reaction,
the vial was removed from the heating block and quenched in
ice water. The mixture in the vial was transferred into a 50 mL
volumetric flask and diluted to scale with deionized water.
Then, it was filtered using a preweighted G3 glass filter under
vacuum. The filtrate was collected and stored at 4 °C for sub-
sequent determination. All solids remaining in the flask were
placed in the glass filter and thoroughly washed with de-
ionized water, followed by drying and gravimetric quantifi-
cation. In addition, the ash content in the residue was deter-
mined to correct for the insoluble lignin content.

The hydrolysate obtained after MSH pretreatment was
dialyzed (Mw: 100 D) for 24 h. The liquid outside the dialysis
bag was collected and concentrated using rotary evaporation.
The concentrated solution was completely transferred and
quantified. Based on the quantification data, an appropriate

amount of LiBr was added to the solution, which was further
utilized.

Analytical methods

Hydrolysate analysis. The monosaccharides in the hydroly-
sates obtained from FA and MSH pretreatment were quantified
using HPLC (Waters 2695) equipped with a Bio-Rad Aminex
HPX-87H column. The glucan oligomers and xylooligosacchar-
ides (XOS) in the hydrolysates were measured by hydrolyzing
the formed oligomers into monosaccharides in 4 wt% H2SO4

at 121 °C for 1 h. The increased glucose and xylose contents in
the hydrates were caused by the hydrolysis of oligomers, from
which the oligomer content could be calculated.

Solid product analysis. The main composition of the solid
residue recovered after FA and MSH pretreatment was deter-
mined using the NREL procedure. The molecular weight distri-
bution of lignin was determined by GPC (Waters e2695)
equipped with a 127 PL-gel MIXED-E column. The morphology
of the samples was observed using a scanning electron micro-
scope (SEM, Tescan MIRA LMS). The relative crystallinity
indices (CrI) of the solid residue obtained after FA pretreat-
ment and poplar were analyzed by X-ray diffraction (XRD,
Empyrean). The CrI of the samples was calculated following
the method shown in eqn (1):

CrI ð%Þ ¼ I002 � Iam
I002

� 100%; ð1Þ

where I002 refers to the intensity of the diffraction peak of
the sample crystalline portion at approximately 2θ = 22.5° and
Iam represents the amorphous portion at approximately 2θ =
18°.

31P and 2D HSQC NMR results were recorded on a Bruker
Avance NEO 600 instrument according to the reported ref. 38
and 39.

Assessment of antioxidant performance

The DPPH free radical scavenging assay of different lignin
samples was performed using the method reported by An
et al.40 Briefly, a lignin–methanol solution (0.001–0.1 mg
mL−1, 3 mL) was combined with a DPPH–methanol solution
(0.15 mmol L−1, 3 mL) for 30 min in the absence of light at
room temperature. Subsequently, the absorbance of the
mixture at 517 nm was measured using UV–vis spectroscopy.

Fig. 1 Schematic diagram of the overall process for the cascade fractionation of poplar.
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The commercial antioxidant BHT was used as a positive
control. Each test was performed in triplicate. The DPPH free
radical scavenging activities (RSA) of the samples were calcu-
lated with eqn (2):

RSAð%Þ ¼ A0 � ðA2 � A1Þ
A0

� 100%; ð2Þ

where A0 is the absorbance of the DPPH free radical solution
without the lignin–methanol solution, A1 is the absorbance
value of the mixture with only the lignin sample and metha-
nol, and A2 is the absorbance of the mixture with the sample.
The antioxidant concentration required for 50% DPPH scaven-
ging was calculated as the IC50 value based on the free radical
scavenging rate versus concentration curve.

Results and discussion
Composition variations in FA pretreatment

FA pretreatment of poplar was performed for selectively
degrading hemicellulose. Fig. 2 shows the components of the
solid residue obtained under different FA concentrations and
reaction temperatures. The hemicellulose content gradually
decreased from 8.35 to 2.23 wt% with increasing temperature
at 9 wt% FA. In addition, when the temperature remained at
160 °C, there was a slight increase in the removal rate of hemi-
cellulose with increasing FA concentration. Considering the
impact of reaction time, the hemicellulose content decreased
from 3.76 to 1.73 wt% as the reaction time was extended from
30 min to 60 min. When the reaction time was prolonged to
90 min, the hemicellulose content exhibited negligible vari-
ation. The degradation products of hemicellulose were mainly
xylose and acetic acid. The product distribution of xylose and
acetic acid in the hydrolysate during FA pretreatment is illus-
trated in Fig. 3. XOS was only detected in hydrolysates when
poplar powder was treated with 9 wt% FA at 140 °C for 60 min.
The corresponding yield of acetic acid ranged from 9.84% to
21.42% based on the dry weight of hemicellulose, and the

yield of xylose ranged from 31.42% to 72.77%. It was observed
that the yield of xylose exhibited a positive correlation with FA
concentration, temperature, and reaction time. The hemi-
cellulose content was found to be 1.73 wt% when poplar was
treated with 12 wt% FA at 160 °C for a duration of 60 min. The
levels of furfural and levulinic acid are shown in Fig. S1.† Even
under the most extreme reaction conditions, less than 2% of
hemicellulose was converted into furfural and levulinic acid.

The cellulose and lignin preserved in the solid after FA
treatment were detected using the NREL standard method,
and the results are shown in Fig. 4. Under identical FA concen-
tration and reaction time, variations in temperature exhibited
negligible influence on cellulose retention rate, consistently
exceeding 95%. An increase in FA concentration was found to
accelerate cellulose hydrolysis at the same temperature, as evi-
denced by a marginal decrease in cellulose retention rate. The

Fig. 2 Chemical composition of raw material and FA-pretreated
substrates.

Fig. 3 Product distribution in the hydrolysate during FA pretreatment.

Fig. 4 Cellulose and lignin retention rate during FA pretreatment.
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cellulose retention rate remained at 96.53% even when sub-
jected to the conditions of a formic acid concentration of
15 wt% and a reaction temperature of 160 °C, indicating that
there was no significant degradation of cellulose during FA
pretreatment of poplar. When the reaction time was prolonged
from 30 min to 90 min, the retention rate of cellulose
decreased from 98.45% to 95.64%. The retention rate of lignin
increased from 70.59% to 74.77% accordingly.

Taking into account the retention rates of lignin and cell-
ulose together with the removal rate of hemicellulose, 160 °C,
60 min, and 12 wt% FA were selected as the optimized pretreat-
ment conditions, which showed efficient hemicellulose
removal of 91.24%, cellulose preservation of 96.78%, and
lignin preservation of 86.54%. The solid residue part was used
in the following experiments.

SEM and XRD characterization of the control and pretreated
substrates

SEM technology was used to observe the morphological
changes in poplar after FA pretreatment. As shown in Fig. S2,†
the control poplar has a dense and flat surface morphology. By
contrast, the FA-pretreated substrate showed a looser and
rougher surface with wrinkles. The surface structure of ligno-
cellulose exhibited signs of cracking while still maintaining an
overall fibrous morphology. The change suggested that FA pre-
treatment could disrupt the surface structure of lignocellulose,
leading to a looser fiber structure. This structural alteration
was advantageous for enhancing the contact area between
reagents and reaction substrates during subsequent MSH treat-
ment, thereby facilitating more comprehensive reactions.

As shown in Fig. S3,† both the control and pretreated sub-
strates exhibited a cellulose type I structure, indicating the
exceptional stability of the isolated crystalline cellulose in the
solid part during FA pretreatment. In addition, the CrI values
of cellulose in the control and pretreated substrates were
53.7% and 70.2%, respectively. The increase in CrI value after
FA pretreatment could be attributed to the dissolution of
hemicellulose and the amorphous region of cellulose by FA,
whereas the crystalline structure of cellulose was well pre-
served. This was consistent with the previous finding of cell-
ulose undergoing slight hydrolysis in formic acid solution.

Effect of reaction conditions on cellulose hydrolysis in MSH

After subjecting poplar to FA pretreatment under optimized
reaction conditions, the solid residue obtained was sub-
sequently hydrolyzed in MSH. Fig. 5 illustrates the yields of
cellulose degradation products in the LiBr·3H2O system. In the
absence of HCl, the cellulose degradation rate was limited to
approximately 1%, thus precluding further discussion of this
particular set of results. After treatment with the acidic
LiBr·3H2O (20, 30, and 40 mM HCl) system, the cellulose con-
version rate ranged from 45.36% to 84.55%, indicating that
acidic LiBr·3H2O could effectively degrade cellulose in the
residue. Under the same HCl concentration, increasing the
temperature enhanced the cellulose conversion rate. At a con-
centration of 20 mM HCl, increasing the temperature from

90 °C to 100 °C resulted in an increase in glucan oligomer
yield from 39.51% to 62.46%. However, as the temperature
further increased to 110 °C, the oligosaccharide yield
decreased to 38.94% and the glucose yield gradually increased
from 5.58% to 43.53%. When the concentration of HCl was
fixed at 30 mM, increasing the temperature led to a decrease
in glucan oligomer yield from 52.41% to 14.46% and the
glucose yield increased from 17.75% to 68.01%. The same
trend was also observed in the distribution of products at
40 mM HCl. These findings suggested that higher temperature
and HCl concentration facilitated the further degradation of
glucan oligomers into glucose.

Comparative analysis of hydrolysate between FA–MSH and
direct MSH treatment

A control group experiment was conducted, where the poplar
was directly treated with LiBr·3H2O according to a previous
study41 (40 mM HCl, 110 °C, 30 min). The results demon-
strated that the removal efficiency values for cellulose and
hemicellulose were 85.32% and 89.04%, respectively. In the
hydrolysate, the glucose yield was determined to be 65.72%,
the glucan oligomer yield was 19.60%, the xylose yield reached
78.52%, and the acetic acid yield was 10.52%.

The product distribution in the hydrolysate during FA–
LiBr·3H2O pretreatment is illustrated in Fig. 6. The degra-
dation products of hemicellulose were predominantly present
in the hydrolysate during FA treatment, and the degradation
products of cellulose were primarily observed in the hydroly-
sate after MSH treatment, thereby achieving the objective of
segregating the cellulose and hemicellulose degradation
products.

The cellulose degradation rate reached 84.55% via synergis-
tic FA (12 wt% FA, 160 °C, 60 min) and LiBr·3H2O (30 mM
HCl, 100 °C) pretreatment. Interestingly, both acid concen-
tration and reaction temperature were reduced in the
LiBr·3H2O system after using FA pretreatment compared with
the reaction treating poplar directly with LiBr·3H2O (40 mM
HCl, 110 °C). This indicated that the removal of hemicellulose

Fig. 5 Product distribution in the hydrolysate during LiBr–MSH
pretreatment.
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contributed to the degradation of cellulose in MSH. From the
data presented in Table S1,† it is evident that FA pretreatment
can effectively remove hemicellulose at lower temperature than
self-hydrolysis combined with MSH treatment. Furthermore,
during the MSH treatment phase, it allows for the removal of a
greater amount of cellulose under milder conditions.
Compared to the sole application of MSH, although the yield
of glucan oligomers decreases, there are inherent differences
in the raw materials used, which complicates the issues faced
in this study. Besides, the reaction conditions employed in
this investigation are notably milder.

Physicochemical properties of isolated lignin

Composition and molecular weight distribution of lignin.
The purity and yield of the lignin samples were assessed
according to the NREL standard, as presented in Table S2.†
The purity of lignin obtained from the FA–LiBr·3H2O system
was between 44.09% and 97.38%, and the yield of acid-in-
soluble lignin ranged from 40.77% to 94.04%. Notably, the
purity and csystem exceeded those obtained from direct
LiBr·3H2O treatment. When the HCl concentration remained
constant, an increase in temperature resulted in enhanced
lignin purity and yield of acid-insoluble lignin. In addition,
the level of acid-soluble lignin content was consistently main-
tained and was lower than that of the sample directly treated
with LiBr·3H2O (40 mM HCl, 110 °C), possibly indicating that
the integrity of the lignin structure was better preserved under
milder conditions.

To investigate the impact of fractionation conditions on the
lignin structure, we compared the structures of lignin samples

obtained through FA–LiBr·3H2O treatment and direct
LiBr·3H2O treatment with that of EMAL, which is commonly
regarded as a representative of native lignin.

The average molecular weights (Mw and Mn) and the polydis-
persity index (PDI) of isolated lignin are shown in Table 1.
Compared with EMAL, the molecular weights of lignin obtained
through MSH treatment were reduced slightly. The weight-
average molecular weight of lignin separated using the FA–
LiBr·3H2O system (4922 g mol−1) was found to be comparable to
that obtained with the direct LiBr·3H2O system (4972 g mol−1).
The PDI of LFA/30 mM–100 °C was less than that of LC/40 mM–110 °C

and EMAL, which indicates that the sample treated by the FA–
LiBr·3H2O system exhibited a relatively narrow molecular distri-
bution and FA–LiBr·3H2O treatment is competent for producing
uniform lignin. Overall, the sample treated by the FA–LiBr·3H2O
system with low molecular weight and homogeneous structure
can be used as a precursor for value-added product processing.

NMR analysis

The aliphatic-OH, phenolic-OH, and carboxylic-OH contents
quantified by 31P-NMR measurement are shown in Table 2.
Compared with EMAL, the aliphatic-OH content in lignin
obtained after treatment with LiBr·3H2O was significantly
reduced, potentially because of the dehydration reaction occur-
ring during the cleavage of chemical bonds in lignin in the
acidic LiBr·3H2O system. Among them, the aliphatic-OH
content in LC/40 mM–110 °C was 1.77 mmol g−1, whereas it
reached 2.92 mmol g−1 in LFA/30 mM–100 °C. This discrepancy
could be attributed to the more rigorous reaction conditions of
the LiBr·3H2O system compared with FA–LiBr·3H2O, where a
higher acid concentration and temperature intensify the de-
hydration reaction. After treatment with the LiBr·3H2O system,
there was a significant increase in the content of total phenolic
hydroxyl groups in lignin, which could be attributed to the

Fig. 6 Product distribution in the hydrolysate during FA–LiBr·3H2O pre-
treatment. In the region of FA treatment, A–T–t refers to the concen-
tration of FA (wt%), reaction temperature (°C), and time (min), respect-
ively. In the region of acidic LiBr–MSH treatment, T–A refers to the reac-
tion temperature (°C) and the concentration of HCl (mM) in the
LiBr·3H2O system.

Table 1 Molecular weights of lignin samples

Lignin samples (La/b–c) Mw (g mol−1) Mn (g mol−1) PDI (Mw/Mn)

EMAL 5267 2015 2.61
LC/40 mM–110 °C 4972 1749 2.84
LFA/30 mM–100 °C 4922 1976 2.49

La/b–c: a, conventional or formic acid; b, HCl concentration; and c,
temperature.

Table 2 Hydroxyl group contents of lignin samples

Sample
EMAL
(mmol g−1)

LC/40 mM–110 °C
(mmol g−1)

LFA/30 mM–100 °C
(mmol g−1)

Aliphatic-OH 3.46 1.77 2.92
Condensed phenolic-OH 0.02 0.44 0.21
S–OH 0.08 0.89 2.33
G–OH 0.32 0.40 0.83
H–OH 0.34 0.08 0.17
–COOH 0.31 0.30 0.59
S–OH/G–OH 0.24 2.22 2.82
Total phenolic-OH 0.74 1.37 3.32
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cleavage of aryl ether bonds. The content of condensed pheno-
lic hydroxyl groups of LFA/20 mM–100 °C was lower than that of
LC/40 mM–110 °C. Severe conditions during direct LiBr·3H2O
treatment led to a lignin condensation reaction.

For more insights into the structural information about the
isolated lignin fractions, the 2D HSQC NMR analysis technique
was conducted to examine the detailed chemical structure.
The main visible subunits (i.e., S, G, and H) of lignin and the
interunit linkages are presented in Table S3.† EMAL was
selected to investigate the impact of the chosen pretreatment
on the chemical substructures of lignin. The 2D HSQC NMR
spectra of the lignin samples together with the main linkages
and structural units are presented in Fig. 7. The relative abun-
dance of various units in the lignin samples was estimated
using semiquantitative analysis, as presented in Table 3.

As shown in Fig. 7(a), EMAL had abundant β-O-4 (A) units,
in agreement with reported studies.42 After LiBr·3H2O treat-
ment, the signals of the β-O-4 structure were attenuated and
some new chemical structures, including Hibbert’s ketone
(HK) and benzodioxane (BD) moieties, appeared. In particular,
HK and BD are regarded as novel uncondensed lignin depoly-
merization products. The assignment of HK was made from
the cross peaks at δC/δH of 44.5/3.67 ppm (α-position) and
67.1/4.19 ppm (γ-position), and the assignment of BD was
made from the cross peak at δC/δH of 76.0/4.81 ppm.42 The

signal of β-O-4 in LC/40 mM–110 °C disappeared, and the abun-
dance of β-O-4 in LFA/30 mM–100 °C was 15.84%. The results indi-
cated that FA–LiBr·3H2O treatment could effectively preserve a
higher proportion of β-O-4 ether bonds in comparison to
direct LiBr·3H2O treatment. An increased retention rate of
β-O-4 ether bonds indicated that milder conditions (lower reac-
tion temperature and reduced acidity) can effectively minimize
the condensation of lignin, thereby preserving its natural
structure more efficiently. Concurrently, we detected a higher
signal for cellulose and xylan in Fig. 7(b1), which was consist-
ent with the lignin purity observed in Table S2.†

Antioxidant properties of isolated lignin

To evaluate the antioxidant properties of the isolated lignin, a
comparison was conducted with the commercial antioxidant
BHT. The DPPH scavenging curves of lignin samples are pre-
sented in Fig. 8. It could be observed that LFA/30 mM–100 °C had
the lowest IC50 value (1.4 μg mL−1) among all the test
samples. The IC50 values of LC/40 mM–110 °C and EMAL were
determined to be 2.2 and 3.2 μg mL−1, respectively, which were
higher than the IC50 value of BHT (1.7 μg mL−1). A lower IC50
value represents higher antioxidant activity. Therefore, the
results indicated that LFA/30 mM–100 °C exhibited superior anti-
oxidant properties. Previous research43 has demonstrated that
the presence of free phenolic hydroxyl groups is crucial for
antioxidant activity. Together with the data in Table 3, we con-
firmed that the higher antioxidant properties of
LFA/30 mM–100 °C could be attributed to the presence of a higher
number of phenolic hydroxyl groups. By contrast, EMAL con-

Fig. 8 DPPH free radical scavenging capacity of isolated lignin samples.

Table 3 Quantitative characteristics of the lignin from the quantitative
2D HSQC NMR method

Lignin samples

Linkages (% per 100 Ar)

β-O-4 BD HK

EMAL 63.44 — —
LC/40 mM–110 °C — 2.27 —
LFA/30 mM–100 °C 15.84 — 17.82

Fig. 7 2D-HSQC NMR spectra of lignin samples and identified main
structures.
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tained the highest number of aliphatic hydroxyl groups and
the lowest number of phenolic hydroxyl groups, which resulted
in it having the poorest antioxidant properties. The results
above also indicate that LFA/30 mM–100 °C has potential appli-
cations as a commercial antioxidant.

Biorefining mass balance

On the basis of the above results, the optimal conditions for
FA–MSH pretreatment demonstrated the highest efficacy in
deconstructing the various components of poplar biomass,
including xylose, glucose, glucan oligomers, and lignin. The
mass balance was performed using 100 kg of dried poplar
feedstock under these optimal conditions. As shown in Fig. 9,
64.19 kg of solid was recovered after FA pretreatment, which
contained 45.16 kg of glucan, 1.16 kg of xylan, and 17.87 kg of
lignin. Simultaneously, 13.52 kg of xylose and 3.7 kg of acetic
acid could be obtained in the filtrate. The result suggested that
xylan was degraded after FA pretreatment. The subsequent
MSH pretreatment yielded 18.91 kg of glucose and 19.27 kg of
glucan oligomers that could be converted into fuels and
chemicals. During the two-step treatment, FA treatment
resulted in a significant lignin loss of 30.5 wt% (based on the
lignin quality), primarily due to the dissolution of lignin in
formic acid.39 In comparison, the lignin loss resulting from
MSH treatment was nearly indiscernible. Finally, 17.08 kg of
lignin (64.0 wt%) was isolated, which could be used for the
preparation of antioxidant materials. The three main com-
ponents of poplar feedstock were effectively deconstructed and
converted. In summary, the FA–MSH pretreatment presented
an upgraded approach for the high-value utilization of
biomass feedstock.

Evaluation of the reuse of MSH

The recovered MSH was further utilized to treat the residues
after FA treatment. Detailed data can be found in Table 4.

After two cycles, the conversion rate of cellulose remained over
80%. In addition, we observed that the cellulose conversion
rate decreased to less than 80% during the third cycle.
Nevertheless, the lignin content during these cycles main-
tained a relatively constant level. These results showed that the
MSH system had good reusability.

Conclusions

In this study, a synergetic pretreatment process based on
formic acid and LiBr molten salt hydrate was performed to
efficiently generate xylose, glucose, glucan oligomers, and less-
condensed lignin from poplar. It was found that 71.63% of
xylose, 41.87% of glucose, 42.68% of glucan oligomers, and
95.57% purity of lignin could be obtained under the optimal
conditions (FA pretreatment: 12 wt%, 160 °C, 1 h; LiBr·3H2O
MSH pretreatment: 30 mM HCl, 100 °C, 30 min). The fractio-
nated lignin exhibited a β-O-4 bond content of 25% of the
theoretical maximum yield, along with the presence of HK
moieties (as novel uncondensed lignin depolymerization pro-
ducts). This study provides a new stepwise method for the
effective deconstruction of poplar into single components,
which will facilitate the current highly available biorefinery.
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this study are available within the article and its ESI.†Fig. 9 Mass balance of the proposed pretreatment process.

Table 4 Recovery of LiBr–MSH and hydrolysis performance of
carbohydrates

Sample
Glucose yielda

(%)
Glucan oligomers
yielda (%)

Lignin contentb

(wt%)

MSH
fresh

41.87 42.68 27.96

1st reuse 43.49 40.83 26.06
2nd
reuse

42.27 38.46 27.28

3rd reuse 37.86 37.32 28.39

a Based on the content of cellulose in the residues after FA treatment.
b Based on the weight of the residues after FA treatment.
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