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Ammonia serves as a viable medium for hydrogen storage owing to its significant hydrogen content and

elevated energy density, and the absence of carbon dioxide emissions during ammonia-to-hydrogen

production has inspired more research on ammonia decomposition. Despite growing interest, a significant

gap persists between the depth of existing studies and the practical approach to on-the-spot hydrogen

generation using ammonia decomposition. The creation of effective and accessible catalysts to feed

ammonia decomposition is a critical step in addressing this daunting challenge. This paper systematically

summarizes four key catalyst design strategies, including size effect, alkalinity modulation, metal–support

interactions, and alloying, informed by experimental and theoretical investigations into ammonia

decomposition. Each strategy's underlying mechanism for enhancing ammonia decomposition is

elucidated in detail. Moreover, the paper categorizes catalysts employed in existing ammonia

decomposition reactors to guide future catalyst development. The influence of diverse energy sources and

reactor configurations on catalyst performance is also discussed to provide a comprehensive framework

for advancing ammonia decomposition catalyst research.

Keywords: Ammonia decomposition reaction; Catalyst design; Particle size effect; Adjustment of alkalinity;

Strong metal–support interaction; Alloying effect.

1 Introduction

The pressing challenges of global energy and environmental
pollution have motivated the international community to
swiftly advance decarbonization efforts. The contradiction
between the growing global energy demand and the
escalating environmental impact has become more evident,
which highlights the important global demand for clean and
sustainable energy. To transition from fossil fuels to
renewable energy and mitigate the effects of pollution
emissions on the environment, green hydrogen energy serves
as an essential component in the comprehensive
decarbonization of the global energy system. As early as the
mid-twentieth century, liquid ammonia has received
widespread attention as a proven hydrogen energy carrier.1,2

Ammonia possesses a substantial hydrogen content (17.6
wt%) and energy density (3 kW h kg−1) along with the
capability to be stored and transported at room temperature

and 10 atmospheres. Furthermore, it is noteworthy that
hydrogen production does not result in carbon dioxide
emissions (Fig. 1a).3 Therefore, the process of ammonia
decomposition into hydrogen has garnered increased focus

Ind. Chem. Mater., 2025, 3, 311–331 | 311© 2025 The Author(s). Co‐published by the Institute of Process Engineering,
Chinese Academy of Sciences and the Royal Society of Chemistry

Tong Han

Tong Han is currently a PhD
candidate major in Materials and
Chemical Engineering at the
College of Materials Science and
Engineering, Beijing University of
Technology. She has been actively
engaged in groundbreaking
research under the mentorship of
Professor Jiguang Deng and
Professor Lu Wei since 2023. Her
research endeavors lie at the
forefront of environmental
catalysis, specifically focusing on
the optimization of catalysts for

ammonia decomposition. This pivotal area of study holds immense
potential for advancing sustainable energy technologies, as
ammonia decomposition offers a promising route for hydrogen
production. Her work exemplifies the intersection of materials
science, chemistry, and environmental engineering.

a Beijing Key Laboratory for Green Catalysis and Separation, Key Laboratory of

Beijing on Regional Air Pollution Control, Key Laboratory of Advanced Functional

Materials, Education Ministry of China, Beijing University of Technology, Beijing

100124, China. E-mail: weilu@bjut.edu.cn, jgdeng@bjut.edu.cn;

Fax: +86 10 6739 1983; Tel: +86 10 6739 6118
bDepartment of Chemical and Environmental Engineering, University of California,

Riverside, 900 University Ave, Riverside, CA 92521, USA

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
Ja

nu
ar

y 
20

25
. D

ow
nl

oa
de

d 
on

 1
/2

5/
20

26
 3

:5
0:

50
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.

View Article Online
View Journal  | View Issue

http://crossmark.crossref.org/dialog/?doi=10.1039/d4im00112e&domain=pdf&date_stamp=2025-05-21
http://orcid.org/0000-0001-9857-0260
http://orcid.org/0000-0001-7768-3688
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4im00112e
https://pubs.rsc.org/en/journals/journal/IM
https://pubs.rsc.org/en/journals/journal/IM?issueid=IM003003


312 | Ind. Chem. Mater., 2025, 3, 311–331 © 2025 The Author(s). Co‐published by the Institute of Process Engineering,
Chinese Academy of Sciences and the Royal Society of Chemistry

in recent years. The decomposition of ammonia presents a
viable method for on-site hydrogen synthesis, successfully
mitigating the significant problems associated with hydrogen
shipping and storing that impede the broad adoption of the
use of hydrogen (Fig. 1b).4 Although the kinetics and
mechanism of the ammonia decomposition reaction have
been widely and deeply studied at an early stage, there is still
no consensus on many important issues. In particular, the
structure-sensitive nature of ammonia decomposition leads
to different reaction mechanisms under varying conditions
and catalysts, which seriously limits the continuous
development, design, and application of the corresponding
catalysts and reactors.

Ammonia decomposition, as a reversible process of the
ammonia synthesis reaction, also shares common features in
the application of catalysts. Nowadays, iron nitride,5 Ru/
CNT,6 and Ni–CeO2 (ref. 7) catalysts for ammonia synthesis
by photo/electro/plasma catalysis at room temperature and
ambient pressure are also relevant in the field of ammonia
decomposition. Among them, the noble metal Ru-based
catalysts are recognized as the optimal catalysts with high
activity especially at low temperatures (below 500 °C).8 Ru,
the most studied element in ammonia decomposition
catalysts, has been shown to achieve optimal exposure of B5

sites with particle sizes ranging from 2 to 3 nanometers.9–11

This finding underscores the significance of precise particle

Fig. 1 (a) Density comparison of several kinds of hydrogen storage.3 Copyright 2023, Royal Society of Chemistry. (b) The four-cornered model
suggesting a hydrogen square.4 Copyright 2020, Elsevier.
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size control in optimizing the reaction effectiveness in Ru-
based materials towards ammonia decomposition. These
types of catalyst design methods have a substantial influence
on the catalytic performance of the target ammonia
decomposition catalyst. Rational design of ammonia
decomposition catalysts is one of the cornerstones to
achieving efficient ammonia decomposition for hydrogen
generation. However, the design and development of new
ammonia decomposition catalysts have not been summarized
in the literature.

In this review, several major catalyst design strategies are
summarized from the perspective of catalyst design and
development, including size effect, alkalinity modulation,
metal–support interaction and alloy effect. The microscopic
modulation mechanisms and mechanisms involved in each
design strategy are also elaborated in detail. In addition, the
applications of the catalysts in industrial reactors are also
summarized. This review is intended to assist in the design
and development of catalysts and reactors for hydrogen
production from ammonia decomposition.

2 Ammonia decomposition catalysis
technologies

Similar to ammonia synthesis technology, the catalytic
technologies for ammonia decomposition mainly include
thermal, photothermal, electrocatalytic, photoelectrocatalytic
and microwave catalytic technologies. Among them, thermal
catalysis is one of the many technologies widely studied
because of its strong stability and industrialization basis.
According to the results of the thermodynamic equilibrium
theory of ammonia decomposition reaction, high
temperature and low pressure are the necessary factors to
realize the high decomposition rate of ammonia, which can
reach 99% at 400 °C and ordinary pressure, but the
temperature is as high as 700 °C if ammonia is to be
completely decomposed.12 In addition, due to the influence
of external factors and the dynamic equilibrium of the

reaction, the actual thermal catalytic method to realize the
ammonia decomposition process often requires higher
temperatures. Therefore, the rationalization of ammonia
decomposition catalysts will effectively improve the
decomposition efficiency and reduce energy consumption.
Gong et al. prepared a series of nickel-based catalysts based
on zeolite Y with different cationic types and achieved 98%
NH3 decomposition at 600 °C.13 Han et al. used Co
nanoparticles modified with dual structural constraints of
LaCoOx to achieve nearly 100% ammonia decomposition at
600 °C.14 Whereas ruthenium-based catalysts tend to show
better low-temperature catalytic activity than other ammonia
decomposition catalysts, e.g., Ru/CeO2NR achieves a
decomposition of 91.29% at 450 °C, but it fails to achieve
complete decomposition at 500 °C or even higher
temperatures corresponding to decomposition greater than
99%.15 Among the many literature reports, Fang et al. used
Ru/MgO(111) to thermally catalyze ammonia decomposition,
which can achieve full decomposition at about 450 °C
(Fig. 2a and b),16 which is the best performance achieved by
a single thermally catalytic technology in the field of
ammonia decomposition at present.

Typical microwave-assisted breakdown of ammonia with
iron-based catalysts becomes analogous to the minimal
degradation temperatures documented for thermal
catalysis.18 There is a growing interest in utilizing microwave
field conditions to stimulate various catalysts to feed
ammonia decomposition under lower temperatures. Through
continuous refinement of the catalyst support and active
components, a hybrid packing comprising Ni@Al2O3–carbon
has achieved a remarkable decomposition efficiency of 99%
at 400 °C in a pure ammonia stream.19 Compared with
conventional thermal catalysis, microwave catalysis can
achieve significantly higher decomposition values due to
selective heating and also provides an important basis for
advancing the practical application of ammonia
decomposition. In addition, the photothermal synergistic
technology on SA–Co/CeO2 catalysts showed ammonia

Fig. 2 Hydrogen diffusion over (a) Ru/MgO(111) and (b) Ru/MgO(100) exhibits distinct characteristics.16 Copyright 2023, Nature Publishing Group.
(c) Illustration of the cooperative action of charge carriers and photo-induced thermal energy in accelerating the removal of ammonia on Ru NPs/
GaN NWs/Si.17 Copyright 2024, Nature Publishing Group.
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decomposition performance with a H2 production rate of 29.1
mmol g−1 min−1 at 450 °C.20 Li et al. demonstrated that 0.15
mmol cm−2 h−1 hydrogen was produced at 270 °C under natural
light irradiation and an external heating system (Fig. 2c).17

Existing photothermal synergistic technologies use a certain
mass fraction of ammonia solution as the ammonia feedstock,
so there is still much room for development in the estimation of
the actual decomposition rate and subsequent applications.

Ammonia decomposition technologies related to
electrocatalysis are broadly divided into two directions: the
advancement of ammonia decomposition in conjunction
with fuel cells and the development of more efficient low-
temperature catalytic methods. Ammonia-fueled solid oxide
fuel cells (SOFCs) can achieve more than 90% ammonia
decomposition at temperatures above 700 °C.21 The NH3

decomposition rates of four low-cost metals as SOFC anodes
were investigated by Zheng et al.22 Lim and colleagues
employed Cs enhanced Ru/CNT as a thermal decomposition
catalyst to build CsH2PO4 mixed on carbon black into an
electrochemical cell, obtaining a hydrogen generation rate of
1.48 molH2

gcat
−1 h−1 at 0.4 V bias and 250 °C.23 SOFCs

applied to NH3 decomposition will facilitate faster
achievement of ammonia–hydrogen hybrid engine goals.
Łuczak et al. achieved a hydrogen production rate of 6.2 kgH2

100 kg−1 solution at 20 °C by electrocatalytic ammonia
decomposition using a nickel-based catalyst.24 Dzíbelová
et al. demonstrated that 2D hexagonal ferrite alloys
impregnated with Ru can absorb visible light and synergize
electrochemical properties to achieve a small amount of
hydrogen production from NH3 decomposition at 24 °C.25

These results show a trend toward lower temperature and
even room temperature for ammonia decomposition, but
how to maintain an efficient hydrogen production rate at
lower temperature remains a difficulty to address. Because
different catalytic technologies transfer energy in different
ways, their catalyst types and catalytic efficacy are also
different (see Table 1 for a full comparison). Either way, the
advancement will be more favorable to the practical
application of ammonia decomposition.

3 Theoretical studies on ammonia
decomposition

In order to promote the development of ammonia
decomposition, relevant basic theoretical research is

indispensable. However, different catalytic technologies and
catalysts have important influences on the catalytic process
of ammonia decomposition, and thus a completely unified
mechanism of ammonia decomposition has yet to be formed.
For photocatalytic and electrocatalytic technologies, the
existing studies have used aqueous ammonia solution as the
ammonia source, and supplemented with NaOH and other
modifiers to participate in the decomposition reaction, which
makes the intermediate process of the reaction more
complicated and the study of the mechanism more difficult.
On the other hand, thermal catalytic technology, as a
relatively stable and mature technology in the field of
ammonia decomposition, involves only a gas–solid reaction
in the reaction process, which also better reflects the reaction
characteristics of NH3. Therefore, we will focus on the
theoretical study of thermally catalyzed ammonia
decomposition.

3.1 Mechanism of ammonia decomposition

Thermally catalyzed NH3 decomposition for hydrogen
generation exemplifies the reaction characteristics associated
with ammonia decomposition, which is a relatively simple
reaction system with weak overall heat uptake and volume
increase. Recent research indicates an amount of H2

suppresses the process. Hence, the reactivity rate is
contingent upon the concentrations of ammonia and
hydrogen.26 However, since the kinetics of the single-step
reaction varies with the reaction factors, including reaction
temperature, reactant coverage across the catalyst surface,
and overall catalyst itself, the rate-controlling step of the
reaction also varies with the reaction conditions.27 At present,
two primary mechanistic models, Tamaru and Temkin–
Pyzhev, were developed for ammonia decomposition
processes.

The Tamaru mechanism was obtained under the
assumption that NH3 adsorption and N2 desorption are
jointly the rate-controlling steps of the reaction, and the
reaction rate equation was obtained as:28

r ¼ kpαNH3
kpβ

H2
kpγN2

(1)

where α, β and γ represent the numbers of reaction stages (α
>0, β and γ <0), k is the reaction rate constant, and PNH3

, PH2

and PN2
are the partial pressures of NH3, H2 and N2,

respectively. Normally the reaction is a zero-level reaction for

Table 1 Summary of different technologies and ammonia decomposition performance

Catalysis technology
type Catalyst

Catalyst
support

Reaction temperature
(°C)

NH3 conversion
(%) H2 production Ref.

Thermal Ni-based catalysts Zeolite Y 600 98 — 13
Ru-based catalyst CeO2 450 91 — 15

MgO 450 100 — 16
Microwave Ni@Al2O3 Carbon 400 99 — 19
Photothermal Ru NPs/GaN NWs/Si 270 — 0.15 mmol cm−2 h−1 17
Electrochemical Ni–Cu catalyst Nickel felt 20 — 6.2 kgH2

100 kg−1 solution 24
Photoelectrochemical RuO2 nanoparticles 2D hematene 24 — ∼28 mmol H2 mg−1 25
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N2 and H2, so the reaction rate is related only to the partial
pressure of ammonia and the reaction rate equation can be
written as:

r ¼ kpαNH3
(2)

The Temkin–Pyzhev mechanism posits that nitrogen atom
binding desorption is the controlling step, and the resulting
kinetic expression for the reaction rate is:29

r ¼ k
p2NH3

p3H2

� �β

− pN2

k2ep

p3H2

p2NH3

� �1−β" #
(3)

The reaction constant k can be estimated using the Arrhenius
equation:

k = k0 × e−Ea/RT (4)

where r is the reaction rate, k is the reaction rate
constant, PNH3

, PH2
, and PN2

are the partial pressures of
NH3, H2, and N2, respectively; β is a constant related to
the surface of the catalyst, k0 and Ea are the pre-finger
factor and the activation energy, respectively; R is the gas
constant (8.314 kJ mol−1 K−1), and T is the reaction
temperature.

The first term in eqn (3) is the rate of the NH3

decomposition reaction, with N2 exerting no influence on the
reaction, so the effect of N2 partial pressure can be ignored;
the subsequent term denotes the rate of ammonia synthesis,
which occurs minimally and thus may be neglected.

Fig. 3 Determining the exact order of reaction for (a) N2, (b) NH3, and (c) H2 using kinetics graphs.31 Copyright 2023, Elsevier. (d) Results from a
mathematical model of ammonia decomposition on 2.5Ni0.5Ru/CeO2 under different temperatures and interaction periods with dry ammonia.32

Copyright 2021, Elsevier.
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Consequently, the Temkin–Pyzhev model is able simplified
toward the following equation:30

r ¼ k0 exp
−Ea

RT

� �
pαNH3

pβ
H2

α > 0; β < 0ð Þ (5)

where α and β are the reaction levels of NH3 and H2,
respectively, where the reaction level of H2 is negative,
indicating that H2 inhibits the ammonia decomposition
reaction.

He et al. developed a bimetallic NixCo10−x/CeO2 ammonia
decomposition catalyst suitable for medium temperatures
(700 °C), and their kinetic studies showed that the ammonia
decomposition reaction on the catalyst's surface followed the
Temkin–Pyzhev mechanism, and the related kinetic
calculations are shown in Fig. 3a–c.31

However, the actual reaction mechanism during NH3

decomposition for hydrogen production still cannot be fully
elucidated by a particular mechanism. Oyama33 investigated
the kinetic mechanism of the ammonia decomposition
reaction on vanadium nitride, noting that the kinetic
variations were attributed to the switch of the Temkin–Pyzhev
mechanism to the Tamar mechanism with increasing
temperature. Lucentini showed that the adsorbed ammonia
dehydrogenation reaction constituted the rate-controlling
step of the ammonia decomposition process on Ni–Ru/CeO2

by using a kinetic model for evaluating the hydrogen
generation rate across various operating conditions (the
corresponding calculations correspond to Fig. 3d).32 A lot of
literature explores the influence of various ammonia
decomposition catalysts (including supports and promoters)
and reaction factors (such as temperature and pressure) on
reaction kinetics34–36 and indicates that the decomposition is
influenced by reaction temperature and reactant surface
species, which poses a challenge to the development of
related catalysts and reactors.

3.2 Theoretical calculations reveal ammonia decomposition

Ammonia synthesis catalysts are often referenced in the
design of NH3 decomposition materials. However, highly
active ammonia decomposition catalysts are not correlated to
the best ammonia synthesis catalysts. Consequently, the
creation of high-performance ammonia decomposition
catalysts is inevitably dependent on the theoretical
calculations that shed light on the reaction mechanism.
Logadottir and others proposed a methodology to explain the
movement between ammonia synthesis catalysts' ability and
transition metal catalysts.37 Because the equilibrium state for
its primary surface components and the activation energy of
the rate-controlling step are determined by the free
chemisorption energy, which has a linear relation via the
Brønsted–Evans–Polanyi connection, the metal's activity in
ammonia synthesis is determined by this energy. Since the
model is in line with the microscopic reversibility principle,
it might have been utilized to analyze the ammonia
decomposition trend at concentrations higher than the
equilibrium value. For ammonia production and ammonia
decomposition circumstances, Fig. 4a shows the trend
forecasts (volcano curves) based on this model.38 To further
demonstrate the model's applicability to ammonia
decomposition reactions, kinetic checks were performed
experimentally and theoretically by calculating the kinetics of
the reaction in combination with different ammonia
decomposition catalysts. These findings obtained from
calculations based on density functional theory (DFT) are
presented in Fig. 4b. The results obtained from DFT
calculations were plotted as a function of ammonia
decomposition rate and nitrogen binding energy for different
monometallics.39 The volcano plots show that ruthenium
metal has the best performance. In contrast to the volcano
curves used for ammonia synthesis, the best decomposition

Fig. 4 (a) The ammonia decomposition turnover frequency is depicted as a function of the free N2 adsorption reaction energy at 0.02, 20 (dashed
line), and 99% decomposition at circumstances of 773 K, 1 bar, and a 3 : 1 H2/N2 ratio. (b) Rates of ammonia decomposition were experimentally
determined for different catalysts at a temperature of 773 K, with a pressure of 1 bar, a hydrogen-to-nitrogen ratio of 3 : 1, and an ammonia
concentration set at 20%.38 Copyright 2005, Elsevier. (c) An arbitrary metal catalyst's Fermi level in relation to the ammonia decomposition
reaction rate. On each side of the rate maximum are the antibonding LUMOs of ammonia and nitrogen species that have been adsorbed. The rate-
limiting step is RLS.41 Re-drawing from ref. 41. Copyright 2020, American Chemical Society.
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catalysts are those with weaker nitrogen binding, and
similarly, the optimal position for the volcano curves in NH3

decomposition is significantly influenced by the reaction
circumstances. In addition, it can be seen that it is necessary
to employ catalysts of different nitrogen binding energies
toward optimum ammonia decomposition.40 The theoretical
and computational studies establish a foundation for
continued in-depth investigation of NH3 decomposition
reactions and the design of their corresponding catalysts.

The literature identifies two potential rate-limiting steps
in ammonia decomposition: NH3 adsorption and N2

desorption, both affected by the catalyst's metal composition
and process parameters.42 The N2 desorption step is the one
that limits the rate at low temperatures.43 Based on this,
when designing a catalyst for ammonia decomposition, the
right metal–N-binding energy is a crucial factor.44 The
equilibrium fraction of the adsorbed material in various
chemisorption states is contingent upon the energy
differential caused by the Fermi level of the catalyst and the
antibonding LUMOs of the adsorbate. The reaction rate
demonstrates the correlation between the Fermi level and the
volcanic profile. The rivalry among the exponential term of
the catalyst Fermi level separation and the antibonding
LUMO of adsorbed NH3 and N2 is illustrated by the volcano
profile of the Fermi levels across several metals. Fig. 4c
provides a simple illustration; a downward shift of the Fermi
level traversing the antibonding LUMO of ammonia favors
strong adsorption of ammonia molecules, whereas an
upward trend approaching the antibonding LUMO of N2

promotes the desorption of neutral ZN2
0 species.41 Obviously,

the Fermi energy level alignment of the catalyst is optimal
amid the antibonding LUMO state of NH3 and N2 adsorbed
species. This location can anticipate the rate-determining
step and the predominant surface species; the left side of the
center leads to the constraint in N2 desorption, while the
right side of the center points to the limitation in NH3

adsorption. It aligns with the traditional qualitative Sabatier

principle and the quantitative theoretical findings about
optimum binding energy suggested by Nørskov and
associates.45

With the continuous improvement of theoretical models,
more and more studies have been conducted to reveal the
reaction mechanism of NH3 decomposition on specific
catalysts using theoretical calculations. Duan et al.
thoroughly examined the reaction mechanism of NH3

decomposition on the close-packed surfaces of late 3d
transition metals, utilizing DFT as the primary theoretical
tool. This investigation specifically focused on the Fe(110),
Co(111), and Ni(111) surfaces, where they determined the
adsorption geometries and corresponding adsorption
energies of the intermediates involved in the NH3

decomposition process. The precise configuration of these
intermediates and their energetic interactions with the
surfaces are illustrated schematically in Fig. 5a, providing a
clear visual representation of the underlying chemical
phenomena.46 Fang et al. demonstrated through a
combination of experiments and DFT calculations that Ru on
polar MgO(111) has a strong metal–carrier interaction that
inhibits hydrogen poisoning of the Ru surface during
ammonia decomposition, leading to better heterolytic NH3

activation and facilitating N–N recombination (as shown in
Fig. 5b), with a catalytic activity that is at least four times
higher than that of the (100) and (110) surfaces at a low
temperature of 450 °C.16 Notably, this supported surface can
produce atomically dispersed Ru, which outperforms Ru
nanoparticles in NH3 decomposition. Pathak and colleagues
thoroughly elucidated the electronic nature of the catalyst
through rigorous first-principles calculations involving Bader
charge, density of state (DOS), and crystal orbital
Hamiltonian population (COHP) calculations. Their findings
revealed that the incorporation of Mo dopants onto the
surface of Fe3N(111) results in a notable transfer of electrons
to the surface, thereby profoundly modifying the overall
electronic landscape of the catalytic material. This

Fig. 5 (a) Fe(110), Co(111) and Ni(111) surfaces exhibit the most stable NHx (x = 0–3) and H adsorption arrangements.46 Re-drawing from ref. 46.
Copyright 2012, Elsevier. (b) At MgO-supported twin Ru single atoms, energy patterns and their related optimized intermediate structures for
ammonia decomposition and N–N recombination routes to generate N2 are shown.16 Copyright 2023, Nature Publishing Group.
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comprehensive investigation provides a deep understanding
of the electronic interactions and structural modifications
induced by Mo doping, offering valuable insights into the
catalytic performance and potential of the modified Fe3N
system. The activation energy of the intermediate step of NH3

decomposition on the Mo-doped Fe3N surface is greatly
reduced compared with that of the undoped Fe3N.

47

Combined with theoretical calculations, the effect of the
microscopic changes on the catalyst surface and the rapid
control step on the overall reaction rate of the ammonia
decomposition reaction can be further clarified, which also
provides guidance for the rational and effective design and
development of ammonia decomposition catalysts.

4 Design of ammonia decomposition
catalysts

Based on the above characteristics of the NH3 decomposition
reaction, how to design and develop efficient ammonia
decomposition catalysts has become one of the urgent
problems. The existing catalysts for ammonia decomposition
are summarized and sorted out, which can be roughly
classified into four main catalyst design strategies: size effect,
alkalinity modulation, metal–support interaction, and alloy
effect (Fig. 6). The following subsections are a detailed
description of each strategy in the context of the existing
literature.

4.1 Particle size effect

It is widely acknowledged that the decomposition of
ammonia is a microstructure-dependent reaction, wherein
extensive experimental and theoretical investigations have

elucidated the pivotal roles played by the particle sizes of
both the metallic active phase and the supporting carrier in
modulating the kinetics and mechanisms of the NH3

decomposition process.48,49 As the most active metal in the
NH3 decomposition process, Ru has been experimentally and
theoretically demonstrated to have a size effect, with the Ru
B5-type site being the main active site and the Ru size being
no larger than 5 nm (generally 2–3 nm is dominant).50 For
the transition metal Fe, it has also been demonstrated that
smaller particle sizes are favorable for aminolysis.51 For the
transition metal Ni, it has been demonstrated that smaller
particle sizes are favorable for ammonia decomposition, and
DFT calculations have consistently verified the existence of a
close relationship between the particle size and the reactivity
of transition metals (Fig. 7f).52 In addition, there are relevant
theoretical and experimental studies reporting the size effect
of multicomponent nanoparticles of commonly used
transition metals, such as NiCo, FeMo, CoMo, etc.53

Not only that, the morphology and size of the carrier also
bring significant effects on the overall activity of NH3

decomposition catalysts.57 Specifically, when MgAl2O4 is
utilized as the carrier, the reduced particle size of Ru on Ru/
MgAl2O4 significantly enhances the exposure of the B5 site of
Ru, thereby favoring catalytic activity (Fig. 7a and b).54

Furthermore, the utilization of the ion exchange method for
depositing nano- and sub-nano-sized Ru particles within
molecular sieves with precisely designed pore size structures
results in size-controlled Ru particles that demonstrate
exceptional catalytic activity (Fig. 7e).56 Additionally,
confining Ru within the 13X zeolite structure further
amplifies its catalytic performance.58 In parallel,
experimental studies on microencapsulated reactions
involving nanoparticles encapsulated in a Ni–Ru core–shell
structure have also highlighted the influence of carrier
morphology on the size effect, emphasizing the significance
of these factors in optimizing catalytic performance.59 The
same size effect was observed in transition metal oxides
when employed as stand-alone catalysts. For instance,
alumina particles with a size of 1 mm exhibited a larger
surface area, leading to an increased residence time for
ammonia decomposition, thereby enhancing catalytic
performance (Fig. 7c and d).55 The size effect in the design of
ammonia decomposition catalysts converges the two key
strategies of spatially confining domains and crafting
interfaces. Moreover, it offers a pivotal reference point for the
design and innovation of analogous catalysts tailored for the
catalysis of small-molecule gases, thereby advancing the field
towards more efficient and targeted catalysis.

4.2 Adjustment of alkalinity

Alkalinity enhancement of a material's surface can often help
to enhance its ability to donate electrons. Therefore,
increasing the surface alkalinity of catalysts is beneficial to
modulate the electronic states around their reactive centers.
The most typical method for modulating the surfaceFig. 6 Design strategies for ammonia decomposition catalysts.
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alkalinity of ammonia decomposition catalysts is alkaline
doping. Among them, the most commonly used are alkali
metals (Li, K, Cs, etc.), which are widely recognized as basic
promoters for NH3 decomposition catalysts due to their
ability to facilitate product desorption.60,61 At the same time,
they are also effective adjuvants to prevent the sintering of
Ru or Fe.62,63 Whether it is loaded catalysts or one-piece
catalysts, alkaline doping effectively enhances the overall
catalytic activity of the catalysts.60 In the context of Ru-based

supported catalysts, a prevalent approach in the literature
involves doping the carrier with alkali and alkaline earth
metals to enhance the alkalinity of the catalyst surface in
contact with NH3, thereby affecting the complex desorption
kinetics of the nitrogen atoms on the surface64 and
accelerating the process of the N atoms coming out of the
surface of the catalyst.65 As for the monolithic catalysts, few
studies have been reported. Recently, it has been
demonstrated that doping typical alkali metal Na into Co3O4

Fig. 7 (a) Ru/MgAl2O4 and (b) Ru/Si3N4 are shown in TEM pictures.54 Copyright 2000, Elsevier. Images of the catalytic reactor featuring alumina:
(c) the particle dimension of Al2O3 is 1 mm, (d) the particle dimension of Al2O3 is 2 mm.55 Copyright 2020, Elsevier. (e) Diagram showing extremely
monodisperse nano- and sub-nano-Ru particles trapped in base-exchanged zeolite Y.56 Copyright 2021, Elsevier. (f) The Ni19, Ni44, Ni85 and Ni146
nanoclusters' most stable combinations and the stability of those configurations.52 Re-drawing from ref. 52. Copyright 2017, Elsevier.

Fig. 8 (a) Comparison of ammonia decomposition rates via Na-doped Co3O4 and Co3O4–CA. (b) Diagrammatic representation of the catalyst
surface ammonia decomposition process.66 Copyright 2023, Elsevier. Ni/La2O3 (c) and Ni/Sr–La2O3 (d) structural models and Hirshfeld charge of
multiple O atoms.67 Copyright 2020, Elsevier.
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catalysts with different ratios can also significantly enhance
their catalytic activities, with the best catalysts showing an
activity enhancement of about 20% compared with single
Co3O4 catalysts (Fig. 8a and b).66

In addition to the well-known alkali or rare earth metals,
their related compounds also have a wide range of
applications in ammonia decomposition (Fig. 8c and d).67

The promotion of ammonia decomposition over Ru-based
catalysts has been reported by a series of alkali metal amides,
and the order of their activities was Ru–Ba(NH2)2 > Ru–
Ca(NH2)2 > Ru–Mg(NH2)2, which showed that alkaline earth
metal amides provided the NHx-rich environment to facilitate
the coupling of NHx adsorbed on Ru to release N2 and H2.

68

The incorporation of alkali hydroxides and the subsequent in
situ formation of alkali aluminates during the synthesis of
ammonia decomposition catalysts with supported active sites
constitute a pivotal modification to the carrier material. This
modification can be harnessed to significantly enhance the
overall catalytic activity, achieving an improvement factor of
up to 6.5 times compared to the pristine catalyst.69 In
addition, there is a cycling facilitation effect between the
related nitrides and hydrides and transition metals.70 The
use of vanadium as a catalyst for NH3 decomposition has
been shown to be a significant contributor to the
development of the NHx-rich environment in Ru. In the case
of vanadium, for example, it can be inferred that the 3d state
of vanadium strongly interacts with the 2p state of carbon,
thereby altering the electron density at the Fermi energy level
and forming an electronic structure similar to that of the
noble metals. Typically, the C and N in the metal carbides
and metal nitrides occupy interstitial sites between the larger
metal atoms, thereby altering the electronic properties of the
surface and thereby reducing the surface ammonia
decomposition activation energy.8 Taken together, it can be
hypothesized that regulating the alkalinity of the catalyst
surface is primarily a way to modulate the microenvironment
around the reaction sites of the catalyst, thereby improving
performance.

4.3 Metal–support interaction

Most studies have shown that moderate N–H binding
strength and nitrogen desorption are essential for promoting
NH3 decomposition.71 To augment the population of electron
donors available to the active metal site, thereby intricately
modulating the pivotal N–N bond, and given the ubiquitous
utilization of supported catalysts in ammonia decomposition
reactions, the metal–support interactions emerge as a pivotal
strategy. This can be achieved by strategically selecting
different carrier materials and subsequently optimizing the
dispersion of metal particles on the carrier surface to
construct optimal interfaces for catalytic enhancement.
Metal–support interaction is considered to be the key to
controlling the reducibility, and it also accelerates the
electrical charge jump between the active metal particles and

the support, which improves the activity and durability
effects of the support and promoter.72

It has been reported that the chemical state of ruthenium
in loaded catalysts is determined by interactions with the
carrier and promoter, and that a carrier with higher
electronegativity will stabilize the oxidation state of
ruthenium to a greater extent thereby contributing to the
reduction of its catalytic activity.73 Therefore, the ideal carrier
should have a high surface area, low electronegativity, and
excellent thermal and chemical stability.74 The
electronegativity of carbon is less than that of the
conventional carrier alumina, and the Ru/C catalyst is
correspondingly more active than the classical catalyst Ru/
Al2O3.

75 Due to its superior electrical conductivity and
remarkable specific surface area, the carbon-based material
enhances electron transfer to the Ru active site, thereby
serving as an outstanding catalytic support for ammonia
decomposition.76 Different carbon carrier materials have
different effects on the catalytic activity of Ru-based catalysts.
For example, carbon nanotubes (CNTs) as the carrier of Ru
catalysts showed good performance; N doping into carbon
improved the metal–N bond strength, providing more active
sites for N single bonding, H–bond cleavage, and N
conjugation desorption, and thus improved the catalytic
activity.77 At the same time, because of the high dispersibility
of the Ru particles and the high electronic conductivity of the
carbon-based carriers, it is possible to change the electronic
state of the Ru particles.78 The catalytic activities of Ru-based
catalysts were also affected by different carbon carriers.
Graphene oxide obtained by the pre-reduction of graphene
(GO) with 2-chloroethylamine hydrochloride has a more
favorable electronic conductivity and higher alkalinity, which
promotes the catalytic stability of the catalyst.79 Porous
silicon carbide (β-SiC), renowned for its exceptional electrical
resistivity, remarkable thermal conductivity, and chemical
inertness, has been successfully employed as a support
matrix for Ru-catalyzed ammonia decomposition, facilitating
intensified reactant–catalyst interactions through its intricate
pore architecture and superior heat dissipation properties, as
depicted in Fig. 9a–c.80 In addition, the related derivatives,
MWCNTs, also exhibit excellent catalytic activity, and their
special electronic properties facilitate the transfer of
electrons from the active sites on the carriers.81 This suggests
that the modulation of the Ru active centers by different
carriers through strong metal–support interactions can
promote the ammonia decomposition reaction at the surface
of the catalysts.

Table 2 summarizes the typical loaded catalysts for
ammonia decomposition. Recent studies have underscored
the ability of the Mg1−xNixO solid solution to facilitate Ni
migration to the surface upon high-temperature hydrogen
activation, yielding Ni/MgO catalysts with enhanced Ni
particle dispersion. Notably, the attainment of higher Ni
dispersion and loading within these catalysts significantly
boosts their catalytic activity for ammonia decomposition
reactions. This correlation between structural features and
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catalytic performance is meticulously examined through
complementary in situ characterization techniques, which
also provide insights into the intricate metal–support
interactions.83 In addition to MgO, various metal oxide
materials such as SiO2, La2O3, CeO2, Y2O3, Al2O3, etc.

84–86 are
also often applied as carriers for the preparation of nickel-
based catalysts, and among these oxide carriers, CeO2, due to
the advantages of large oxygen storage and abundant surface
defect, exhibits modifiable metal-supported interaction.87

Constructing different nanostructures might enhance the
metal–support interactions between Ni and CeO2. Jiang et al.
designed CeO2 morphologies including rods (R), spheres,
and spindles and found that the Ni/CeO2–R catalyst exhibited
the best performance, which could be attributed to the
formation of the smaller Ni particles (3.3 nm) on the rod-like
CeO2 support.88 The influence of CeO2 supports fabricated
via distinct preparation methodologies exhibits different
metal–support interactions within Ni/CeO2 systems. Notably,

Ni–CeO2 nanocomposites synthesized through the innovative
approach, incorporating silica sol templates during colloidal
solution combustion in the synthesis process, feature
uniformly dispersed, small-sized Ni nanoparticles embedded
within the CeO2 nanoparticle matrix. This unique
configuration fosters enhanced interactions and enriched Ni–
CeO2 interface, enabling the modulation of metal–support
interactions for further augmentation of catalytic activity
(Fig. 9d).82 Furthermore, the primary metal–support
interactions for the Ni-based catalysts supported on
carbonaceous materials share similarities with that observed
in Ru-based catalysts. Both systems harness the high specific
surface area to elevate metal particle dispersion and leverage
the exceptional electrical conductivity of carbon materials to
expedite electron transport at the catalyst surface, thereby
contributing to enhanced catalytic performance.89 Similarly,
Fe-based and Co-based catalysts are also included. Strong
metal–support interactions are the most used design

Fig. 9 Ru catalysts supported by SiC. (a) 2.5 Ru/SiC, (b) 2.5Ru/SiC and (c) 5Ru/SiC reduced at 673 K are shown in TEM pictures.80 Re-drawing from
ref. 80. Copyright 2021, Elsevier. (d) Modelling of the structures of Ni–CeO2(CSCS-3.0), Ni/mCeO2(IMP), and Ni/cCeO2(IMP).82 Copyright 2023,
Elsevier.

Table 2 Summary of previously reported typical loaded catalysts and their applications in ammonia decomposition reactions

Active phase Wt (%) Support WHSV (mL g−1 h−1) GHSV (h−1) NH3 inlet flow (%) T (°C) Conv (%) Ea (kJ mol−1) TOF (s−1) Ref.

Ru 4.8 TiO2 30 000 100 450 61 3.1 90
Ru 2 ZrO2 240 000 80 000 50 500 98 91
Ru 1.9 Al2O3 30 000 100 500 85 80 92
Ru 3.5 MgO 36 000 100 450 87 58 93
Ru 25 C 30 000 100 400 42 54 94
Ru 5 AC 30 000 100 450 40 95
Ru 5 CNTs 30 000 100 500 88 69 96
Ru 4.7 MWCNT 9000 100 400 31 97
Ru 0.8 N-CNTs 42 000 100 550 61 18.8 98
Ni 30 CeO2 12 000 100 500 60 0.7 99
Ni 6 MgO 1800 100 650 88 100
Fe 28 MgO 120 000 3 450 24 70 101
Fe 5 CNTs 6000 100 500 15 142 102
Co 5 Al2O3 36 000 100 500 21 103
Co 5 CNTs 6000 100 500 61 93 102
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approach in existing ammonia decomposition catalysts. The
existing literature reports show that the activities of
transition metals combined with different carriers have been
improved to a certain extent, but there is still a gap compared
with the optimal Ru-based catalysts, so further optimization
of the catalyst design is needed.

4.4 Alloying effect

While Ru has garnered recognition as the most potent
catalyst, its prohibitively high cost has posed significant
barriers to widespread industrial adoption. Consequently,
countless researchers have begun extensive studies of various
non-precious metal alternatives.104,105 In the search for
innovative active centers capable of matching the
performance of Ru nanoparticles, a number of studies have
emphasized the critical importance of alloying effects in the
development of novel highly active catalytic sites. These
findings highlight the potential for alloy-based catalysts to
offer cost-effective solutions while maintaining or even
surpassing the catalytic performance of their noble metal
counterparts.106 Alloy catalysts for ammonia decomposition
consist of two main categories: poly (binary/ternary) alloys
and high-entropy alloys (HEAs).

4.4.1 Poly alloys. Compared to existing monometallic
catalysts, such as Fe,107,108 Ni,97 and Co109 ammonia
decomposition catalysts, alloyed catalysts that consist of two
or more metals have the advantage of higher catalytic activity,
which is mainly reflected in the alloying effect.110 Periodic
table interpolation theory suggests that the N-binding
energies of the alloys are linear combinations of the parent
metals.111 Therefore, by alloying a variety of metals with
different N-binding energies, optimized intermediate binding
energies can be formed (resulting in Ru-like intermediate
metal–N-binding energies), which can contribute to the
improvement of ammonia decomposition catalytic capability.

Bimetallic alloy catalysts have been widely studied in the
field of ammonia decomposition, including Fe–Ni,112 Fe–
Co,113 Co–Mo,114 and Co–Re.115 With the continuous
development of bimetallic alloy catalysts, the combination of
DFT calculations and scanning tunneling microscopy studies
has shown that surface microstructures, defects, or detached
metal atoms may have a significant impact on the
reaction.116 For the nickel-related alloy catalysts, the N*–N*
(two neighboring surface N atoms) conjugation process is
more favorable for the reaction in the uncoordinated ladder/
edge sites than in the step sites.117 Therefore, this effect was
taken into account in the design of Pt–Ni bimetallic catalysts
by constructing rational core–shell nanoparticle models, the

Fig. 10 The bimetallic surface simulated by AIMD at 600 K, a high temperature. (a) Fe–Au–Au(111) devoid of N*; (b) Fe–Au–Au(111) supplemented
with 1 mL N*; (c) Fe–Ir–Ir(111) devoid of N*; (d) Fe–Ir–Ir(111) augmented with 1 mL N*. Observe the atomic structures from all angles in the insets in
(a)–(d). The atoms of N are shown by the red spheres.119 Re-drawing from ref. 119. Copyright 2021, American Chemical Society. (e–g) Diagrams of
Ni patches on Pt (111) showing the (110) and (100) stages, with forms ranging from hexagonal to all-edge and stripe Ni clusters. The ratio of terrace
and step sites changes in (e) or stays constant in (f) and (g) when the Ni loading is changed.118 Copyright 2015, Nature Publishing Group.
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ideal bimetallic surface (Ni–Pt–Pt), and the patched
bimetallic surface on Pt with different Ni loadings (as shown
in Fig. 10e–g). To gain insight into the structural sensitivity
and active sites, Guo et al. showed through multiscale steady-
state simulations that dual sites formed around adequately
small guest metal clusters, hence augmenting catalytic
activity.118 Inspired by this, Wu et al. screened a variety of
transition metal–precious metal alloy catalysts for NH3

decomposition. The NH3 decomposition volcano diagrams
showed that Ni–Au–Au(111), Fe/Ni–Ag–Ag(111), Fe–Ir–Ir(111),
Fe/Ni–Pd–Pd(111), and Fe/Co/Ni–Pt–Pt(111) were the micro-
interfacial catalysts with better structural modulation of N*-
covered surfaces. The ab initio molecular dynamics (AIMD)
simulated structural evolutions of Fe–Au–Au(111) and Fe–Ir–
Ir(111) surfaces were selected as examples for illustration, as
shown in Fig. 10a–d. The AIMD simulated structural
evolutions indicate that bonding interactions between N*
and guest atoms are favorable for regulating the stability of
bimetallic sheets of different configurations.119 These studies
provide guidance for the modulation of various polymetallic
surfaces in the field of NH3 decomposition.

4.4.2 High-entropy alloys. Although bimetallic alloy
catalysts have been widely used in ammonia decomposition,
they are still limited by a large immiscible gap, which
restricts the continuous adjustment of component ratios.120

In contrast, HEAs break the immiscible gap among elements,
facilitate robust control of elemental concentrations, and
promote optimization of catalytic properties.121 Therefore,
some researchers have used HEAs as ammonia
decomposition catalysts. The HEA CoMoFeNiCu
nanoparticles could robustly regulate the Co/Mo ratio, break
the miscibility limitation of the traditional bimetallic Co–Mo
catalysts, and the catalytic activity over the novel catalyst was
even more than 20 times that over the single Ru catalyst.
Fig. 11a shows the NH3 degradation on the HEA
CoMoFeNiCu running continuously at 500 °C for 50 h; the
catalytic activity basically remains unchanged. The catalysts
after such a long durability test are characterized by
elemental mapping (see inset in Fig. 11a), with almost no
change in the alloy homogeneity or surface composition,
which confirms the durability and stability. Based on
Sabatier's principle, the more cobalt-rich catalyst binds too

Fig. 11 (a) Evaluation of the HEA–Co25Mo45 catalyst's stability at 500 °C. Featured image: catalyst element map after stability test; scale bar = 10
nm. (b) Visual representation of the parameters that restrict the rate of NH3 decomposition. A balance between the two processes is achieved on
an intermediate composition (HEA–Co25Mo45) when the rate is restricted by the activation or dehydrogenation of NH3 on a Co-rich surface (left)
and by the recombinative desorption of *N on a Mo-rich surface.122 Copyright 2019, Nature Publishing Group. (c) An overview of the adsorption
configurations for several chemical species on a typical HEA fcc (111) surface. (d) The energy landscape of ammonia decomposition for CoxMoy-
Fe10Ni10Cu10 related to varying amounts of Co and Mo. To facilitate comparison, the relevant Ru(0001) values are shown. On the slab, an empty
adsorption site is shown by an asterisk (*), whereas a site filled by species A is indicated by A*.123 Copyright 2021, American Chemical Society.
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weakly to N and thus produces a rather high kinetic barrier
to dehydrogenation (NH3 → *NH2 → *NH → *N), while the
more molybdenum-rich binds too strongly to N and gives
recombined species desorbed from the surface (2*N → N2),
and the tradeoff between these two factors produces the
optimal intermediate binding energy for the reaction
(Fig. 11b). This finding can be further correlated with the
dependence of ΔEN on the number of reaction stages. In
addition, this study proposes that the catalytic activity and
kinetics of the HEA catalysts mainly depend on the hybrid
surface site mechanism, which also corresponds to the
aforementioned micro-surface structure modulation of the
bimetallic catalysts. By rationally adjusting the composition
and geometry of HEAs, it is possible to obtain high-entropy
alloy-based catalysts with higher modulation activity.122

Hence, on the basis of the above study, Saidi et al. performed
high-throughput DFT calculations of nitrogen adsorption of
various components on the surface of CoMoFeNiCu HEA(111)
and found that the strongest nitrogen adsorption was
observed at the hexagonal close-packed (hcp) sites (Fig. 11c).
Computational modeling and machine learning were applied

to further optimize the ratios of metal elements in the
CoMoFeNiCu HEA catalysts. By comparing the full energy
paths of the HEA and Ru(0001) with different ratios in the
dehydrogenation step of NH3 (Fig. 11d), it was found that the
HEA binds the intermediates more strongly than Ru, and the
stability of NH2 intermediates was significantly higher than
that over Ru(0001) in the optimal doping range.123 The above
study provides new ideas for the development and
optimization of other HEA catalysts and expands the
application of the alloying effect in ammonia decomposition
reactions.

The above four commonly used methods are the key
considerations in the design of ammonia decomposition
catalysts. There are complementarities and constraints
among the methods, which require careful consideration of
the equilibrium among the elements of the whole catalyst
system, the three-dimensional structural distribution, and
the structural modulation of the reaction micro interfaces in
order to achieve a good balance of NH3 adsorption and N/H
shedding on the surface active sites and then to promote the
ammonia decomposition reaction.

Fig. 12 (a) The membrane reactor for separating and purifying hydrogen from NH3 gas is shown schematically.124 Copyright 2022, Elsevier.(b) The
ammonia-based hydrogen generation system is put up for experimental purposes.131 Copyright 2022, Elsevier.

Industrial Chemistry & MaterialsReview

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
Ja

nu
ar

y 
20

25
. D

ow
nl

oa
de

d 
on

 1
/2

5/
20

26
 3

:5
0:

50
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4im00112e


Ind. Chem. Mater., 2025, 3, 311–331 | 325© 2025 The Author(s). Co‐published by the Institute of Process Engineering,
Chinese Academy of Sciences and the Royal Society of Chemistry

5 Catalysts for different ammonia
decomposition reactors

The application of NH3 decomposition for the production of
hydrogen energy fuels generally requires two steps, namely
the decomposition of ammonia to produce hydrogen and
nitrogen and the separation and purification of hydrogen.124

Of these, catalysts for NH3 decomposition, not limited to the
catalysts mentioned above, are under development. In order
to facilitate the second H2 separation and purification step,
the design of catalysts also needs to be integrated with
industrial reactors.125–127 For example, V–Fe alloy membranes
and Ru/Cs2O/Pr6O11 catalysts were employed in the
membrane reactors (Fig. 12a).124 Carbon nanofiber-loaded
Fe, Mo, and Co catalysts were applied in microwave
reactors.128,129 MgAl2O4 catalysts were used as ammonia
decomposition catalysts under plasma-excited reaction
conditions to produce hydrogen.130 However, the
composition and structure of ammonia decomposition
catalysts still need to be further integrated with the reactor in
order to ensure the high performance of the catalysts in real
applications.

The present reactors applied to on-site H2 production
from NH3 decomposition are dominated by membrane
reactors, which are considered to be the most efficient from
the point of energy consumption and operating costs.132 The
membrane reactors are very compact because the ammonia
decomposition and hydrogen separation are integrated into a
single reactor, while the catalysts and membranes might
interact in the same reaction field.124 Consequently,
improving the decomposition rate of NH3 could be achieved
by membrane separation of H2 during the NH3

decomposition process. Cechetto et al. used a double-layer
Pd–Ag membrane, 2 wt% Ru/Al2O3 catalyst, and 13X
molecular sieves in a membrane reactor to improve the
hydrogen purity and production efficiency by adjusting the
thickness of the alloy membranes (more than 6 μm) (Fig. 12b
).131 In recent years, the application of plasma and microwave
in catalytic reactions has received great attention.133,134 The
hydrogen production rate in the plasma reactor mainly
depends on the plasma type, catalyst type, discharge
frequency, and NH3 flow rate (Table 3).134 The main plasma
types include dielectric barrier discharge (DBD), alternating
current (AC) arc, and gliding arc discharge (GAD). Hayakawa
et al. designed a new plasma membrane reactor (PMR) with a
Pd0.60–Cu0.40 alloy film as the H2 separation membrane, 10

wt% Ni/Al2O3 as the catalyst, and plasma excitation as the
supply energy for the separation of high-purity H2 from NH3

decomposition gases.135 For NH3 decomposition microwave
reactors, the key point for better energy absorption and
transfer is to load the catalyst bed on the materials (e.g.,
carbon) with high microwave-absorbing properties.18,129

Yildiz et al. used a 1 : 1 physical mixture of Mo/Al2O3 catalyst
and mesoporous carbon in a microwave reactor, achieving a
98% ammonia decomposition rate at 350 °C.136 Although a
range of catalysts has been incorporated into the reactor, the
ongoing development of catalysts tailored for various
application scenarios remains crucial to facilitate the
widespread adoption of NH3 decomposition for hydrogen
production.

6 Summary and perspective

Hydrogen production by ammonia decomposition is an
efficient, convenient, green, and low-carbon method that has
attracted much attention. However, the depth and breadth of
the existing studies are far from the practical needs of
application to hydrogen production. In this review, by
summarizing the existing literature to illustrate the main
difficulties in the continuous advancement of the ammonia
decomposition reaction. Focusing on the urgent challenge of
designing and developing efficient ammonia decomposition
catalysts, we summarize the four major design strategies of
catalysts, i.e., the size effect, alkalinity modulation, metal–
support interactions, and alloying effect. Based on these, the
catalysts involved in existing ammonia decomposition
reactors were divided. Literature analysis shows that despite
significant progress in the study of ammonia decomposition
catalysts, great efforts are still needed in the aspects related
to the design of ammonia decomposition catalysts. There are
still many challenges in the field of ammonia decomposition
that need to be addressed, such as the following. (1) Due to
the special nature of the ammonia decomposition reaction,
which is sensitive to the micro-reaction environment and
external conditions such as temperature and pressure, the
existing kinetic and theoretical calculations cannot accurately
describe the specific course of the catalyst micro-reaction
interface under the actual reaction conditions, and it is still
necessary to explore a more scientific and perfect theoretical
calculation model. (2) The studies on the reaction
mechanisms of ammonia decomposition on different catalyst
surfaces are not perfect enough, and the interaction

Table 3 Summary of previously reported catalysts and their applications in ammonia decomposition plasma reactors

Plasma Reactor Catalyst
Catalyst
support

NH3 conversion
(%) H2 production Ref.

DBD Plasma-catalytic plate reactor Al2O3 83 137
Plasma-catalytic plate microreactor Ru and SiO2 Al2O3 85 138
DBD plasma-catalytic reactor Fe-based catalyst 99 80 mol L−1 h−1 139
Catalytic decomposition reactor (CDR) and PMR Ni/Al2O3 99 120 L h−1 135

AC arc plasma AC arc discharge reactor SS, Ni, and Cu electrodes >99% 140
Arc plasma Nonthermal arc reactor NiO Al2O3 ∼35% 141
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conditions corresponding to various mechanisms and the
constitutive relationship of catalytic materials are not clear
yet. (3) All four catalyst design strategies need to be
considered in a balanced manner, but the correlation and
constraints among the strategies have not been clarified,
which is an obvious obstacle to the design and development
of catalysts. (4) Currently, most of the studies have explored
only the performance of catalysts under conventional thermal
field conditions, and few studies have been conducted on the
combination of different reaction conditions and reactor
configurations involved in actual on-site hydrogen production
applications, which is not conducive to the application of
ammonia decomposition catalysts. (5) There are few in situ
characterization means for real-time measurement of the
catalyst during the reaction process. Due to the wide
temperature window of the ammonia decomposition reactor
during practical application, it is difficult to confirm the
changes of the catalyst during the reaction process, which is
also an important difficulty hindering its practical
application. For these reasons, the employment of DFT,
numerical modeling and machine learning simulations holds
significant potential in expediting the research endeavor by
verifying the underlying mechanisms of ammonia
decomposition. This approach not only simulates ammonia
decomposition reactions across diverse reaction conditions
but also reinforces experimental design strategies, thereby
facilitating the experimental validation of theoretical
hypotheses. Furthermore, the integration of advanced in situ
characterization and testing methodologies into the
experimental protocol of ammonia decomposition
underscores a bidirectional momentum, propelling
continuous advancements in this technology both
theoretically and practically.
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