
RSC
Applied Interfaces

REVIEW

Cite this: RSC Appl. Interfaces, 2025,

2, 1558

Received 7th July 2025,
Accepted 28th September 2025

DOI: 10.1039/d5lf00191a

rsc.li/RSCApplInter

Research progress in enhanced water production
strategies for solar-driven interface evaporation
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Solar-driven interfacial evaporation technology (SDIE) has shown considerable potential in addressing

global water scarcity, thanks to its eco-friendly, efficient, and versatile nature. By refining light

management, thermal management, and water management within SDIE systems, it is possible to

attain high evaporation rates, yet there remains room for improving water production capabilities in

practical applications. Against this backdrop, this paper offers an comprehensive review of the latest

strategies to enhance water production within SDIE systems. It explores the underlying principles,

benefits, limitations, and practical applications of various strategies, including rapid steam

condensation, latent heat recovery, and light concentration, and highlights the common challenges

encountered by current enhancement strategies. Based on the analysis above, this paper synthesizes

the critical research directions necessary for transitioning solar distillation water systems into practical

applications, with the aim of offering guiding recommendations for the development of the next

generation of SDIE systems.

1 Introduction

The issue of global water scarcity is intensifying, particularly
in impoverished and arid regions.1–3 According to a 2021
World Meteorological Organization (WMO) report, more
than 2 billion individuals are currently without access to
clean water resources, a figure expected to nearly double to
5 billion by 2050.4 This trend poses not only significant
challenges to society but also raises critical questions about
environmental sustainability.5–7 Environmental degradation,
including glacier melt and altered precipitation patterns
due to global warming, further impacts terrestrial water
reserves and river flows, with water scarcity directly
endangering the health and well-being of communities.8–10

In this context, the advancement of desalination
technologies has become increasingly critical.11,12 Presently,
desalination technologies are predominantly thermal, such
as low-temperature multi-effect distillation (LT-MED)13,14

and multi-stage flash (MSF),15 and membrane-based, like
reverse osmosis (RO).16–18 While these methods are

industrially utilized, thermal desalination contends with
high energy demands, and membrane desalination grapples
with frequent maintenance and membrane replacement due
to fouling.19–21 In contrast, solar-driven interfacial
evaporation (SDIE), powered by sunlight, presents
substantial benefits, including its low-carbon, eco-friendly
nature. SDIE focuses heat at the air–water interface through
photothermal conversion, efficiently circumventing
substantial energy transmission losses and significantly
enhancing energy conversion efficiency. This positions it as
a leading technology for the sustainable production of
potable water.22 The implementation of SDIE in
desalination offers a sustainable solution to the global water
crisis and actively supports environmental conservation and
climate change mitigation efforts.

Research on SDIE spans various dimensions, including
light, heat, and water management. These studies aim to
optimize the system's core performance indicators such as
light absorption rate, photothermal conversion efficiency,
and heat loss, in order to enhance the evaporation
rate.23–27 Recent research achievements have shown that
through detailed porous structure design and water state
regulation for the evaporator,28–34 it is possible to
significantly reduce the enthalpy of evaporation and
potentially surpass the thermodynamic evaporation limit
(TEL). Nonetheless, the core objective of SDIE systems is to
achieve efficient collection of fresh water. Previous studies
have primarily focused on improving evaporation
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performance, with relatively less discussion on strategies to
enhance water production. Indeed, the efficiency of
freshwater collection is another critical factor. Given that
the water production capacity of SDIE systems is influenced
by a multitude of factors, including the evaporation flux
and vapor-to-water conversion efficiency, effectively
converting the enhanced evaporation rate into an actual
water production rate presents certain challenges.

Defining and determining key performance indicators is
crucial for comparing the evaporation and water collection
capabilities of SDIE systems. A critical parameter in this
regard is the vapor to water efficiency, alternatively known
as the water collection efficiency (WCE). This efficiency is a
measure of the SDIE system's ability to condense steam
back into liquid water. The formula to express this
efficiency is:

ηvtw ¼ mwpr

mwer
(1)

In the formula, mwpr and mwer represent the water
production rate (WPR) and the water evaporation rate (WER)
under an open system, respectively.

The solar to water efficiency is used to represent the water
production performance of the SDIE system and is defined
as:

ηstw ¼ mwprhfg
AabsId

(2)

hfg, Aabs, and Id represent the enthalpy of brine, the light
absorption area, and the solar radiation intensity,
respectively. The above equation can be understood as the
gain output ratio (GOR),35–37 and in this paper, the solar to
water efficiency ηstw is used uniformly.

Fig. 1 Enhanced water production strategy in solar-driven interface evaporation.
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Over the past decade, SDIE technology has flourished,
with numerous reviews published on enhancing water
evaporation, yet only a limited number have focused on
enhancing water production. This paper offers a systematic
review of the diverse strategies used to boost water
production and delivers a thorough evaluation of their
effectiveness. Recent research has placed greater emphasis
on the conversion of evaporation rates into actual freshwater
output. By providing a comprehensive assessment of these
strategies, this review aims to offer new perspectives for the
practical application of SDIE technologies. It begins by
exploring strategies designed to expedite vapor condensation,
encompassing the optimization of condensation surface
structures, the development of inverted evaporation
structures, the implementation of forced convection, the
creation of subcooled condensation surfaces, and
modifications to condensation surfaces as key methodologies
(Fig. 1). Furthermore, the paper delves into the latest
research progress in latent heat recovery, all-day water
production strategies and light concentration technologies,
which are pivotal for increasing water production efficiency.
Identifying the critical tasks for future enhancement of water
production, this article provides invaluable insights and
guidance for the practical application of SDIE technology.

2 Rapid vapor condensation

Conventional solar-driven interfacial evaporation (SDIE)
systems typically feature an enclosed container capped with a
transparent cover and equipped with a photothermal
component within. The transparent top surface plays a dual
role: it transmits solar radiation and facilitates both vapor
condensation and the transportation of condensed water.
Sunlight passes through the transparent cover, heating the
saltwater at the air–water interface and prompting
evaporation. The resulting vapor ascends to the top cover,
where it condenses into liquid due to the temperature
gradient between the environment and the steam, then it
flows along the inclined surface to a collection area. These
single-stage interfacial evaporation devices, favored for their
simplicity and low cost, are well-suited for deployment in
remote regions with abundant solar resources to mitigate
local water scarcity. Nonetheless, they encounter limitations,
including significant light reflection, suboptimal evaporation
efficiency, and inadequate water collection.38–41 These
limitations primarily arise from three key factors: firstly, the
top surface, often constructed from polymers or glass with
high light transmittance and low thermal conductivity,
exhibits significant thermal resistance that impacts the vapor
condensation efficiency; secondly, the vapor accumulated
within the closed system and the condensed water on the
transparent top surface reflect incident sunlight, resulting in
a reduced light absorption rate of the photothermal material;
and lastly, the temperature of the transparent cover that aids
condensation rises during extended operation, diminishing
the temperature differential and consequently the vapor

condensation rate. To mitigate these challenges, strategies
such as optimizing the device structure, introducing
additional configurations, and harnessing supplementary
energy sources can be employed, including adjusting the
transparent condensation surface structure, constructing
subcooled surfaces, and introducing forced convection.
Overall, to enhance water collection efficiency, designers
need to conduct a thorough matching of evaporation and
condensation capabilities, ensuring that the system is
tailored to maximize water production efficiency under
various environmental conditions.

2.1 Optimization of condensation surface structure

Some small and medium-sized single-stage evaporation
devices feature a transparent top cover that serves both light
transmission and condensation functions. By altering the
geometric structure of the transparent condensation surface,
the light absorption rate and water collection efficiency can
be significantly enhanced. Typically, the transparent
condensation surface is designed with specific angles and
curvatures to facilitate the collection of condensed water and
the incidence of light. Wang et al.42 designed the first
condensation water collection device for interfacial
evaporation (Fig. 2a), which uses a partition to separate the
device into an evaporation chamber and a condensation
chamber. The device is topped with a transparent single-
slope cover, and the evaporation chamber bottom has a
floating hydrophobic photothermal film that is in contact
with seawater. The interfacial water in the evaporation
chamber is heated and evaporates, and a solar fan generates
airflow to drive the steam towards the condensation
chamber. After condensation, the water flows along the
single-slope panel in the direction of the tilt until it is
collected in the condensation chamber. The experimental
results demonstrate that the device has an evaporation rate
of 0.92 kg m−2 h−1 under one sun's intensity. However, during
a five-hour outdoor test, the total water production rate is
relatively low, at 0.75 kg m−2 d−1. Designs that utilize a
single-slope transparent panel as the condensation surface,
such as this one, have been widely adopted by researchers.
Nevertheless, the water production efficiency of such designs
is quite low and may not meet the daily fresh water
requirements for an individual. Considering the dynamic
changes in the angle of solar incidence, designers have
developed devices with symmetrical condensation surfaces.
The symmetrical design allows the condensation surface to
absorb incident light at all angles, maintaining a high
absorption rate even with large-angle oblique incidence.
Moreover, symmetrical condensation surfaces typically have a
larger contact area, which enables more effective heat
exchange with steam, contributing to improved condensation
efficiency. Typical structures include double-slope, conical,
hemispherical, concave dome, and pyramidal tops, among
others43–47 (Fig. 2b1–5). In such devices, steam usually
condenses on the top surface and then flows along the wall
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to the water collection chamber located at the bottom of the
device. A typical conical water collection device is shown in
Fig. 2b1, where Zhang et al.43 constructed an integrated
sealed device with a conical condensation surface using
homemade Janus graphene@silicone sponge as the
photothermal material. After seawater is heated and
evaporates, vapor forms condensate droplets on the conical
condensation surface and flows down the conical slope to the
annular water storage chamber. In the first two hours of
initial evaporation, there are not many droplets on the
conical condensation surface. As the evaporation process
progresses, the condensation driving force gradually
decreases, and a large number of droplets gather on the
conical surface. Light reflection further reduces the efficiency
of evaporation and water collection. Under the condition of 1
sun illumination with an additional 5 V voltage, the water

production rate of the device reached 1.97 kg m−2 h−1, which
is significantly lower than the evaporation rate of 6.53 kg m−2

h−1 under the same conditions in an open state. Its vapor to
water efficiency is only 30.17%, which explains why, despite
the device having a very high open evaporation rate, it only
produced 9.65 kg m−2 of water in a 12 hour outdoor
experiment, and even when the outdoor natural light
intensity did not reach 1 sun illumination, this water
production efficiency is still unsatisfactory. Some SDIE
systems with excellent evaporation rates have also shown
similar issues in outdoor water production experiments.
Despite their theoretical potential for rapid water production,
their actual water production capabilities are limited by the
low vapor to water efficiency43–51 (Table 1). The above results
indicate that the mismatch between the condensation rate
and evaporation rate is a key factor limiting the water

Fig. 2 a) Single-slope condensation surface seawater desalination interfacial evaporation device;42 b1) cone-top condensation surface electricity-
assisted solar interfacial evaporation device;43 b2) concave dome condensation surface interfacial evaporation device;44 b3) pyramid-top
condensation surface interfacial evaporation device;45 b4) double-slope condensation surface interfacial evaporation device;46 b5) sphere-top
condensation surface interfacial evaporation device;47 c1–4) schematic diagrams of light reflection of different geometrically shaped condensation
surfaces.52
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collection rate. The different geometric structures of
symmetric condensation surfaces also affect the
condensation rate of vapor. Que et al.52 conducted a
study on the water collection efficiency of solar
evaporation devices with different symmetric condensation
surfaces (Fig. 2c1–4). Indoor experimental results under
the same light intensity show that when using a
hemispherical top as the condensation device, the
droplets are smallest, but the droplet distribution density
is large, and vapor tends to condense on the top surface
rather than the side surfaces, thus being more prone to
reflect light under vertical illumination. In comparison,
when using a flat top or a small-radius hemispherical
top, the condensate is more distributed on the side
surfaces, and the water collection efficiency is about
38.1% higher than that of the hemispherical top. When
using a medium-radius hemispherical top, the device's
vapor condensation rate is faster, and the water collection
efficiency is further significantly improved, being about

58.8% higher than that of the hemispherical top. It is
worth noting that the author's experiments were
conducted indoors under vertical light conditions, not
under dynamically changing natural light. By changing
the geometric structure of the transparent top cover, the
light absorption rate and vapor condensation efficiency
can be improved, thereby enhancing the water collection
rate. In summary, the water production rate is
constrained by the evaporation rate and condensation
efficiency. Although some advanced photothermal
evaporation materials have high evaporation rates, the
outdoor water production rate is much lower than the
evaporation rate under open conditions due to unresolved
key issues such as vapor aggregation, light reflection, and
reduced condensation driving force during the evaporation
process, which are crucial factors affecting condensation
efficiency. Simultaneously increasing the evaporation rate
and focusing on enhancing the condensation efficiency of
steam, thereby improving the water production capacity,

Table 1 Rapid vapor condensation strategies and performance summary

Rapid vapor condensation strategy
Photothermal/substrate
materials

Indoor evaporation performance
(1 sun)

Outdoor water production
performance

Ref.

WER kg m−2 h−1/vapor to water
efficiency %/solar to water
efficiency %

Natural light
intensity W m−2

WPR kg
m−2 d−1

— GO/silicone sponge 0.92 — 0.75 (5 h) 42
Structural optimization of condensing
surfaces

Activated carbon/PVA hydrogel 6.53/30.17/141 40–490 9.65 (12 h) 43
rGO foam 2.60 ∼580 14.5 (12 h) 44
Hydrophilic black cellulose
fabric/white cellulose fabric

2.40 ∼560 7.92 (6 h) 45

GO hydrogel 2.10 ∼600 0.8 kg m−2 h−1 34
CB/PVA hydrogel 0.82 0–900 2.5 (15 h) 46
CB/PVA hydrogel 3.52 0–570 9.5 (12 h) 47
CNT/chitosan hydrogel 3.39 0–560 8.8 (12 h) 48
MXene-based aerogel 1.46/51.37/99.3 — — 92
CuS-rGO/chitosan-gelatin
hydrogel

3.86 400–1150 20.6 (8 h) 51

CNT/PVA hydrogel 3.62 100–1100 25.24 (10 h) 93
GO/silicone sponge 2.09 150–800 13.0 (11 h) 94

Inverted evaporation structure +
condensation surface modification

TiNOX coated aluminium
sheets/hydrophilic fabrics

1.063/70/51 0–866 5.4 (12 h) 53

Inverted evaporation structure MoC/chitosan hydrogel 2.19 0–890 13.68 (9 h) 54
Inverted evaporation structure +
condensation surface modification

Copper foil/chitosan with PVA
gel

2.21/88/132 400–600 6.5 (5 h) 55

Forced convection CB/PVA hydrogel 3.40 (0.75 m s−1)/80/185 — — 60
GO/PVA hydrogel 4.18 (40 mL min−1)/93.5/266 150–800

(natural wind)
22 (10 h) 61

CNT/air-laid paper 5.55 (5 m s−1) 0–800 (natural
wind)

14.85 (24 h) 62

rGo/PVAP 16.22 (2.5 m s−1) — — 63
CG/chitosan aerogel 5.98 (6 m s−1) — — 66
Biomass mesoporous
carbon/geopolymer

7.55 (3 m s−1) — — 67

CB/PVA hydrogel 1.54 (0.6 bar)/92.86/97 ∼840 9.5 (7 h) 68
Subcooled condensing surfaces λ-Ti3O5/cellulose membrane 6.09/52.38/217 ∼820 15.3 (6 h) 29
Forced convection + subcooled
condensing surfaces

ppy/PDA sponge 2.18 7.6–7.8 kW h
m−2

15.9–19.4 kg
kW−1 h−1 m−2

70

Subcooled condensing surfaces +
condensation surface modification

SSA/cotton paper 1.23 0–340 0.87 71

Condensation surface modification Black TA-Fe3+ complex/balsa
wood

1.69/75.7/87 300–900 8.09 (8 h) 77
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is key to the large-scale promotion and application of
SDIE technology.

2.2 Inverted evaporation structure

The reversal of vapor flow direction and the construction of
an inverted evaporation structure is an effective measure to
avoid light loss. As shown in Fig. 3(a), the inverted single-
stage solar evaporator device and its schematic diagram
designed by Zhu et al.53 consist of a transparent flow
restrictor, a photothermal material, a water supply fabric, a
porous breathable layer, and a bottom honeycomb-shaped
condenser from top to bottom. Sunlight passes through the
restrictor and is absorbed by the photothermal material,
which converts it into heat energy. This heat energy is
transferred downward to the saline water in the water supply
fabric, driving the evaporation of water at the interface. The
resulting vapor, driven by the pressure gradient, passes
through the porous breathable layer downward and finally
condenses in the bottom condenser. Compared to traditional

solar evaporators, the most significant feature of this device
is the reverse flow and condensation of vapor, which avoids
light loss. Additionally, the condensation surface of the
device has been modified with a hydrophobic nanostructure
to enhance the condensation process, and the vapor
condensation device at the bottom is made of copper with a
high thermal conductivity coefficient, which is more
beneficial for the transfer of condensation latent heat to the
external environment. This inverted evaporation structure
not only avoids light loss caused by vapor condensation but
also strengthens the condensation process. Based on this,
the device achieves a water production rate of 1.063 kg m−2

h−1 under one standard sunlight intensity, with a water
collection efficiency of up to 70%, producing a total of 5.4 kg
m−2 of water in a 12 hour outdoor experiment. To further
improve condensation efficiency, some studies have assisted
vapor condensation through bulk water. As shown in Fig. 3b,
the inverted evaporation structure designed by Wang et al.54

uses bulk water stored at the bottom of the device to
accelerate vapor condensation, increasing the temperature of

Fig. 3 a) Solar inverted evaporator with hydrophobic modification of the bottom condensing surface;53 b) inverted evaporator with condensate
tubes at the bottom;54 c) Janus-interface solar steam generator (J-SSG) surface structure and transfer principle, and evaporator based on the
J-SSG integration.55
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the water to be evaporated and promoting efficient interfacial
evaporation, achieving the recovery of vapor latent heat. The
design uses a chitosan-based carbon hydrogel as the
photothermal material, which not only achieves
photothermal conversion but also reduces the evaporation
enthalpy of water, accelerating the evaporation rate. A
hydrophilic non-woven fabric is used as a continuous water
supply channel, and a PVDF membrane is used as a
hydrophobic layer to isolate the saline water in the non-
woven fabric from the condensed water at the bottom. Due to
the pressure difference of vapor on both sides of the
hydrophobic membrane, this pressure difference drives the
vapor to flow to the bottom condensation tube, where it
undergoes heat exchange with the bulk water outside the
tube and condenses into water. The latent heat released
during the condensation process is used to heat the bulk
water for evaporation. Experimental results show that the
open evaporation rate of the device under one sunlight
intensity is 2.19 kg m−2 h−1, and the fresh water collection
capacity reaches 13.86 kg m−2 in a 9 hour outdoor experiment
from 8:00 to 17:00 during the day. It should be noted that as
the vapor condensation process progresses, the gradual
release of latent heat will inevitably cause the temperature of
the bulk water to rise and the condensation temperature
difference to decrease. Therefore, using the bulk water to be
evaporated to promote condensation should ensure sufficient
condensation area or enough bulk water. Qu et al.55 leveraged
Janus-interface engineering to design a structure with lateral
vapor flow, which exhibits an impressive vapor to water
efficiency (Fig. 3c). The most notable feature of this design
is the construction of a Janus-interface solar-steam
generator (J-SSG), with the photothermal side and the
evaporation side distributed on opposite sides of the J-SSG.
The J-SSG is skeletonized by copper foil/foam, where the
copper foil side acts as the photothermal side, and its
surface is processed into a pyramid-shaped micro–nano
hybrid structure using rapid laser processing to enhance
light absorption; the copper foam side is composed of a
porous evaporation side made of a mixed membrane of
chitosan and PVA aerogel. The team then constructed a
seawater desalination water production system to verify the
feasibility of the J-SSG material. The J-SSG is placed
vertically, with the photothermal side facing outward to
absorb light and the evaporation side facing inward for
water supply and evaporation. The system includes a water
tank for storing seawater, and the evaporation side
continuously absorbs water from the tank. On the
evaporation side, an inclined condensation surface made of
ultra-hydrophobic metal is set up, and the other side of the
inclined condensation surface is in contact with a large
amount of seawater to accelerate vapor condensation. The
condensed water flows along the inclined condensation
surface and is ultimately stored in a water collection
chamber. Thanks to the high light absorption rate, low-loss
photothermal conversion capability, and excellent
condensation ability, the system achieves an open

evaporation rate of 2.21 kg m−2 h−1, a water production rate
of 1.95 kg m−2 h−1, and a vapor to water efficiency of 88%,
producing a total of 6.5 kg m−2 of water in a 5 hour outdoor
experiment from 10:00 to 15:00. The team's dual-interface
design and multiple strategies to promote vapor
condensation significantly enhance the system's evaporation
and vapor to water efficiency.

The inverted evaporation structure, which separates the
evaporation and condensation surfaces, is an excellent
strategy to avoid interference between incident light and
condensed water with vapor by keeping them in different
areas. With this design approach, the vapor to water
efficiency is significantly improved compared to traditional
designs. The vapor to water conversion efficiencies in ref. 53
and 55 reached 70% and 88%, respectively, compared to the
high open evaporation rate of traditional solar interfacial
evaporation devices, which is only 30.17%.43 The inverted
evaporation structure has excellent water collection
efficiency, and in future work, more consideration can be
given to designing three-dimensional structure evaporators to
enhance the evaporation rate. Furthermore, by widely
applying photothermal materials in the inverted structure
that can reduce the evaporation enthalpy by forming
intermediate water or promoting the evaporation of clustered
water molecules, the evaporation rate can be increased,
thereby enhancing water production capacity.

2.3 Forced convection

In recent years, numerous studies have confirmed that
introducing a forced convection mechanism into closed solar
evaporation systems can significantly enhance the
evaporation rate and water collection efficiency. The
principles underlying this improvement can be summarized
in three key points: firstly, as dictated by classical gas
dynamics, the rate of evaporation is governed by two
sequential processes: phase transition and vapor diffusion.56

Although previous research has predominantly concentrated
on enhancing the phase transition rate by reducing the
enthalpy of evaporation and optimizing the management of
light, heat, and water, the influence of vapor diffusion on the
rate of evaporation has been largely overlooked. In reality,
resistance to vapor diffusion could be a critical factor
constraining the evaporation rate. By employing forced
convection to stimulate the movement of vapor, the pressure
and humidity at the evaporation interface can be reduced,
leading to a marked increase in the evaporation rate.57,58

Secondly, forced convection is capable of directing the vapor
accumulated within the evaporation chamber towards the
condensation area in a controlled flow. This not only
expedites the interaction between the vapor and the
condensation surface, thereby promoting the condensation
process, but also separates the evaporation and
condensation. This separation prevents the light reflection
issues that can arise from the aggregation and condensation
of vapor within the evaporation chamber. Thirdly, when
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rapidly moving air encounters slow-moving vapor, forced
convection is initiated, imparting momentum to the vapor.
Based on thermal boundary layer theory, increasing the
velocity of the vapor flow helps to reduce the thermal
boundary layer between the vapor and the condensation
surface, which in turn intensifies the heat transfer during
condensation.59 Moreover, the flowing fluid can expedite the
shedding of droplets from the condensation surface,
increasing the contact area between the vapor and the
condensation plate and facilitating rapid condensation.

Yu et al.60 devised an air-assisted SDIE system where the
airflow passage is confined between the transparent glass
panel and the photothermal material's evaporative surface

(Fig. 4a). By manipulating the airflow velocity, the team
explored the interplay between evaporation and water
production rates. Their research identified an optimal airflow
speed; achieving a peak water production rate of 2.7 kg m−2

h−1 and an impressive vapor to water efficiency of 80% when
the airflow was set at 0.75 m s−1, coupled with additional
cooled water to expedite condensation. This underscores the
potency of forced convection in reinforcing steam
condensation.

In the SDIE system designed by Zong et al.61 (Fig. 4b), a
hydrogel was used as the photothermal material, achieving
an open evaporation rate of 4.18 kg m−2 h−1 under one sun
intensity.

Fig. 4 a) Schematic diagram of the airflow-enhanced HUM solar interfacial evaporation device, and the evaporation and water collection
performance under different airflow conditions;60 b) principle and device diagram of the SPJH-based solar interfacial evaporator, and the water
collection performance of the device under different airflow conditions;61 c) schematic diagram of the 3D wavy evaporator enhanced by using a
fan;62 d) 3D hydrogel-based outdoor evaporation system enhanced by using a fan;63 e) schematic diagram of the SLIDS low-pressure evaporation
system, the outdoor experimental water collection device and the water collection performance;68 f) principle and physical diagram of the low-
pressure solar water collection system, and the evaporation and water collection performance under different pressures.69
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However, within a closed system, the water production
rate was comparatively modest at 2.60 kg m−2 h−1. To
mitigate this, the study introduced horizontally flowing air
into the evaporation chamber to diminish the hydrogel's
surface humidity. With an airflow assistance of 40 mL min−1,
the water production rate was boosted to 3.91 kg m−2 h−1,
and the freshwater collection efficiency saw a significant rise
from 62.2% to 93.5%. Hu62 and Yan63 enhanced the
evaporation and water production performance of a three-
dimensional evaporator through the introduction of forced
convection, as depicted in Fig. 4c and d. Both studies
highlighted that, beyond the effects mentioned, forced
convection also fosters the “evaporation cooling” effect in
evaporators. This phenomenon can lower the evaporator's
surface temperature below the ambient level, enabling the
photothermal material to harness additional energy from the
surroundings and thus increasing the evaporation rate. For
further insights into similar findings, refer to other
studies.56,57,64–67 Researchers have also explored interfacial
evaporation processes under low-pressure conditions. Liu68

designed a low-vacuum solar evaporation system, as
illustrated in Fig. 4e, where the evaporator floats within the
chamber, and vapor is guided into a spiral pipe condenser by
a vacuum pump for condensation. This design prevents vapor
condensation within the evaporation chamber and
concurrently reduces internal humidity. Experimental
outcomes revealed that the incorporation of low-vacuum
conditions enhanced the water collection efficiency of this
device by 41.6%, with a water production capacity of 9.5 kg
m−2 achieved during a continuous 7 hour outdoor test. It has
been demonstrated that under vacuum conditions, even in
the absence of induced forced convection, the decrease in
pressure propels the phase change of water molecules to
vapor, thereby accelerating evaporation and water production
rates. Fan et al.69 validated this using an enclosed solar
evaporation device with adjustable vacuum levels, as shown
in Fig. 4f. When the device's pressure was regulated to
approximately 0.17 atm, the water collection efficiency
improved by 52% under ambient pressure conditions.

While the aforementioned studies have convincingly
showcased the potential of forced convection in boosting the
efficiency of water collection, the majority have not yet
undertaken a comprehensive evaluation of the additional
investments or operational expenses that come with
implementing forced convection—such as the cost of
acquiring extra solar photovoltaic components and fans, or
the electricity required to directly power fans or vacuum
pumps. Consequently, when considering the introduction of
additional energy sources, it is imperative to develop and
advocate for appropriate methods of assessing energy
consumption, given the necessity of considering energy
return on investment. The act of introducing more energy
without taking into account operational costs, in an effort to
enhance the solar evaporation and water production process
indefinitely, is counterproductive. Moreover, the possibility of
harnessing the abundant and complimentary wind resources

from nature should not be overlooked. Establishing criteria
for assessing energy consumption will facilitate the
comparison of various water collection strategies within this
domain. For large-scale industrial seawater desalination, a
rational assessment of energy consumption is also more
beneficial for comparing SDIE technology with other
desalination methods, thereby underscoring its advantages
and fostering its commercialization.

2.4 Subcooled condensation surface

As the evaporation process proceeds, the temperature
differential between the condensation surface and the vapor
diminishes, resulting in a weakened condensation driving
force for the vapor and consequently a decrease in vapor to
water efficiency. To counteract this challenge, the
implementation of a subcooled surface to bolster vapor
condensation proves to be an effective strategy for enhancing
the efficiency of water collection.

To enhance condensation efficiency, Zuo et al.29

incorporated a subcooled condensation surface below
ambient temperature within a single-slope condensation
surface evaporation device (Fig. 5a). This surface was
circulated with cooling water at approximately 10 °C to
intensify vapor condensation. Under one sun's intensity, the
device registered an open evaporation rate of 6.09 kg m−2

h−1, while the closed system yielded a water production rate
of 3.19 kg m−2 h−1, with a vapor-to-water conversion efficiency
of about 52.38%. During outdoor experiments, with an
average sunlight intensity of 820 W m−2 over a 12 hour
period, the water output reached 15.3 kg m−2 h−1. Although
this exceeded the water collection efficiency of traditional
single-stage evaporators without enhanced condensation
measures, the improvement was not markedly significant.
Studies have demonstrated that forced convection and
subcooled surfaces synergistically accelerate vapor
condensation. Cheng's team70 leveraged both forced
convection and subcooled surfaces to strengthen vapor
condensation (Fig. 5b). In their single-slope condensation
surface evaporation device, a baffle separated the evaporation
and condensation chambers, with a fan installed to direct
vapor to the condensation chamber. A low-temperature
condensation plate was installed inside, powered by solar
photovoltaic panels. The team's findings indicated that using
the condenser alone, without the fan, had minimal impact
on the system's water collection efficiency, resulting in a low
water production rate of 1.7 to 2.8 kg m−2, primarily due to
the substantial mass transfer distance between the vapor and
the condensation chamber, hindering rapid vapor diffusion
to the condenser. Utilizing the fan without the condenser
increased the water production rate to 3.2 to 3.9 kg m−2,
aligning with high evaporation rates under forced convection
conditions. However, when both the fan and the
condensation plate were employed together, the humidity in
the condensation chamber could be swiftly reduced,
substantially enhancing the water production rate to 5.1 to
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6.8 kg m−2. Importantly, to compare the outdoor water
production performance of the device under varying solar
total fluxes, the study introduced a new metric, NWPR (kg
kW−1 h−1 m−2), representing the water production per square
meter of evaporation surface under equal solar input. The
designed NWPR achieved 15.9 to 19.4 kg kW−1 h−1 m−2.
Radiative cooling technology is also employed to create
subcooled surfaces. Chen et al.71 utilized a transparent
radiative polymer (PDMS film) as the vapor condensation
surface for an all-weather water production device (see
Fig. 5c). Thanks to the radiative cooling effect, the PDMS film
could attain a subcooled temperature approximately 7 °C
below ambient temperature, enhancing condensation and
dew collection,72 with an outdoor water production of 0.87 kg
d−1. While constructing condensation surfaces is
straightforward and somewhat effective, its contribution to
improving water collection efficiency is limited. Combining
this method with other strategies could potentially achieve
superior actual water production performance under
fluctuating environmental conditions. Recent research
indicates that a lower condensation temperature does not
invariably translate to higher condensation efficiency.
Although reducing the condensation temperature can
decrease the overall system temperature and direct energy
loss to the environment, it also amplifies the temperature
difference between the evaporation surface and the
condensation surface, leading to increased internal heat
transfer losses. Appropriately raising the condensation
surface temperature can actually improve condensation
efficiency.73 Therefore, when designing subcooled surfaces, it

is essential to meticulously consider the cooling system's
configuration based on the device's specific structure and
operational conditions to optimize water production
performance.

2.5 Condensation surface modification

When vapor encounters a surface, the surface's structure and
free energy can influence the condensation patterns of
droplets.74–76 On hydrophilic surfaces, vapor is more prone to
nucleate, and as droplets grow, they tend to spread into a
film along the solid surface, a phenomenon referred to as
film-wise condensation (FWC), as depicted in
Fig. 6a1 and c1. Wang et al.77 leveraged the tendency of vapor
to nucleate on hydrophilic surfaces by employing a
hydrophilic-modified aluminum plate as the condensation
surface (as shown in Fig. 6b). Their research revealed that the
water collection efficiency of the hydrophilic aluminum plate
outperformed that of the unmodified and hydrophobic-
modified aluminum plates by 1.5 and 1.8 times, respectively.
Under one sun's intensity, the device achieved a water
production rate of approximately 1.28 kg m−2 h−1, with a
water collection efficiency reaching up to 75.7%. Over an 8
hour outdoor experiment from 9:00 to 17:00, a total of 8.09
kg m−2 of water was produced, showcasing excellent water
production performance. Xu's team78 coated PET plastic with
a superhydrophilic layer for the condensation surface during
the solar interfacial evaporation process. While the uncoated
PET surface became blurry within 30 minutes (Fig. 6d1), the
superhydrophilic coated PET surface remained transparent

Fig. 5 a) Schematic and outdoor physical view of a single slope condensing surface evaporation unit with cooling water passed through the
sidewalls;29 b) schematic and outdoor physical view of a single slope condensing surface evaporation unit synergistically enhanced by forced
convection and subcooled surfaces;70 c) schematic of a radiatively-cooled PDMS-based membrane used to build process surfaces and their
subcooled temperatures under outdoor conditions.71
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for 6 hours (Fig. 6d2), with a vapor-to-water conversion
efficiency that was about 37% higher. Although hydrophilic
condensation surfaces can facilitate vapor condensation,
once a liquid film covers the condensation surface, the
thermal resistance increases, which is detrimental to
condensation during extended solar evaporation
processes.79,80 Consequently, current research favors
modifying the condensation surface to be hydrophobic. On
hydrophobic surfaces, vapor condensation tends to form

droplets rather than a film, known as drop-wise condensation
(DWC), as illustrated in Fig. 6a2 and c2. DWC primarily
involves four steps: nucleation, growth, coalescence, and
sliding of droplets. DWC mode features a slower nucleation
rate, but once droplets coalesce into larger droplets, they are
more likely to slide off the surface, refreshing the
condensation surface for the subsequent condensation cycle
and thus enhancing condensation efficiency. There are
currently two main methods to achieve DWC mode: one is to

Fig. 6 a) Schematic diagrams of film-wise condensation and drop-wise condensation;75 b) hydrophilic modified aluminum plate used for the solar
evaporation device;77 c) vapor condensation morphology on hydrophilic versus hydrophobic surfaces;91 d1 and 2) laws of change of surface
hydrophobically modified versus unmodified PET condensation surfaces with the evaporation process;78 e) experimental setup diagrams of
hydrophobically modified surface versus unmodified glass cover plate used for condensation;81 f) law of the effect of different hydrophobically
modified areas on the amount of water collected.82
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use low surface energy coatings, and the other is to create
micro–nano scale surface features.75 As mentioned in a
previous literature report,53 a hydrophobic surface was
constructed by creating micro–nano scale features on the
condensation surface to promote water collection, while in
ref. 55 and 71, low surface energy coatings were applied to
the condensation surface (as shown in Fig. 3a and c and 5c).
Khanmohammadi et al.81 used plasma coating technology to
modify the surface of a glass cover, and experiments found
that the contact angle with droplets increased after
modification, enhancing the surface hydrophobicity.
Moreover, the authors conducted comparative experiments
on solar evaporation and water collection using hydrophobic-
modified and unmodified glass covers as condensation
surfaces (Fig. 6e). The results indicated that the freshwater
output of the evaporation system increased by 25.7% after
ion coating, significantly improving water collection
efficiency. In contrast to the aforementioned homogeneous
modification of the entire condensation surface, Sabri et al.82

proposed a mixed wettability surface method to improve
water collection efficiency, where part of the condensation
surface is hydrophobically modified and the other part
remains hydrophilic (Fig. 6f). This design utilizes the
hydrophilic surface to promote droplet nucleation,
accelerating the condensation rate, while the hydrophobic
surface speeds up droplet detachment, increasing the
renewal rate of the condensation surface, thereby enhancing
water collection efficiency. The study also explored the
impact of different modification areas on water collection
efficiency and found that when the coated surface area
reached 30%, the freshwater production was maximized;
excessive low surface energy coatings could increase light
reflection, reducing the light absorption capacity of the
photothermal material.

Dropwise condensation boosts condensation heat transfer
but faces durability challenges in industrial use. For SDIE
systems, achieving stable DWC alongside efficient heat
conduction is key to ensuring water production efficiency.
Traditional polymer coatings (like fluorinated acrylics and
parylene), which are low-cost and effective at lowering surface
energy, typically range in thickness from 10 nm to 10 μm.
Thicker coatings enhance durability. However, due to their
low thermal conductivity (K ≈ 0.1–1 W m−1 K−1), it is
essential to minimize coating thickness to cut thermal
resistance.83,84 Yet studies show coatings thinner than 5 μm
are prone to pinholes, causing blistering and delamination
during condensation and triggering a shift to FWC, which
undermines durability.85 A promising solution to improve
polymer coating durability is eliminating pinholes. For
instance, conformal deposition techniques86 or dynamic
network-based self-healing polymers87 can significantly
prolong DWC stability.

Ion implantation injects ions like N+, Cr+, and Ar+ into the
substrate surface, forming an amorphous alloy layer about 1
nm thick. This reduces surface energy without adding
thermal resistance, offering high thermal conductivity and

excellent durability. Such coatings can maintain stable
dropwise condensation (DWC) for over 15 600 hours, as
reported.88 However, the high material costs limit their use
on large-scale condensation surfaces like solar distiller tops.
Self-assembled monolayers (SAMs), with their minimal 1–2
nm thickness and negligible thermal resistance, show strong
adhesion on copper or gold substrates and have maintained
DWC for nine months in reports.89,90 Yet, SAMs are prone to
molecular desorption in steamy environments, challenging
their long-term stability and scalability. Beyond coating
delamination, the condensation environment also
significantly impacts surface performance stability. Volatile
organic compounds (VOCs) and diverse microorganisms in
seawater pose extra durability challenges for SDIE system
condensation surfaces. VOCs can be absorbed by droplets
during condensation and act as preferential heterogeneous
nucleation sites, disrupting DWC maintenance. Bacterial
adhesion can lead to biofilm formation, reducing heat
transfer efficiency and potentially impacting water quality.
These complex real-world factors highlight the urgent need
for enhanced durability of condensation surfaces in SDIE
systems.

Upon examining the current strategies for water collection
in solar evaporators, it becomes evident that straightforward
and cost-effective alterations to the wettability of
condensation surfaces to expedite droplet nucleation and
detachment constitute an efficient approach to accelerating
steam condensation. Such modifications to condensation
surfaces are not only facile to implement but also highly
adaptable, presenting substantial potential for application
within the realm of solar interfacial evaporation. While
surface modifications do entail additional costs, it is crucial
to keep these expenses to a minimum, all the while
augmenting the system's ability to collect water.

To sum up, Table 1 provides a comprehensive overview of
rapid vapor condensation strategies in solar evaporation
processes and their performance over recent years. Numerous
researchers have meticulously engineered photothermal
conversion systems, allowing many solar evaporation systems
to exceed the theoretical thermal limit of 1.47 kg m−2 h−1.
However, due to constraints in condensation capabilities, the
solar to water efficiency and outdoor water production
performance are still relatively low. Thus, it is not advisable
to rely solely on increasing evaporation rates to boost water
production capacity. Given the challenges that current SDIE
systems face in enhancing water production capabilities,
future research and development strategies should
concentrate on creating low-cost and efficient composite
condensation systems. These systems are designed to
optimize the condensation process through innovative design
and material selection, breaking through existing
technological barriers. On another note, the dynamic
variations in outdoor light intensity, influenced by regional
differences and weather changes, make comparing the water
production performance of different studies quite
challenging. Hence, the adoption of the NWPR (kg kW−1 h−1
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m−2) proposed by Cheng et al.70 to characterize water
production capacity under outdoor conditions is encouraged.
This method offers a more unified and comparable
benchmark for evaluating the performance of various SDIE
systems in practical applications. The recyclability of SDIE
evaporative materials represents another critical focus for
future research. For instance, most synthetic hydrogels, such
as those based on PAAm or PEG, are neither renewable nor
readily biodegradable after their service life, posing a
potential risk of microplastic pollution. However, if materials
are designed to degrade, this may compromise the long-term
stability of the system—a key trade-off that must be carefully
addressed. Future studies should therefore prioritize the
development of recyclable or biodegradable hydrogels that
minimize end-of-life environmental impact without
sacrificing performance. Furthermore, the introduction of
comprehensive life cycle assessment (LCA) is essential to
evaluate the total environmental footprint, from material
synthesis to device disposal, thereby truly validating the
sustainability of solar-driven desalination systems. With
these comprehensive research endeavors, it is anticipated
that significant progress in SDIE technology will be made in
the near future, providing innovative solutions to combat the
global freshwater scarcity.

3 Latent heat recovery

In single-stage systems, the latent heat released during the
condensation of water vapor is often dissipated into the
atmosphere without being harnessed effectively.
Acknowledging the significance of latent heat recovery, multi-
stage interfacial evaporation systems have been developed
and have attracted extensive research interest.19,95,96 In these
multi-stage configurations, the initial stage is commonly
outfitted with photothermal absorption materials that absorb
sunlight and transform it into thermal energy, which propels
the evaporation of saltwater and the generation of vapor. In
this process, the condensation latent heat from the vapor in
the first stage is employed not only to induce evaporation in
the subsequent stage but also to collect condensate water
and recuperate latent heat at the current stage, a cycle that
persists until the final stage of the system. Consequently,
multi-stage systems markedly boost the water production rate
compared to their single-stage counterparts. Within multi-
stage systems, vapor is generally transported horizontally or
downward, effectively circumventing the light reflection
issues stemming from water accumulation on transparent
condensation surfaces, thus enhancing the system's light
absorption efficiency. It should be noted that in multi-stage
systems, while the first stage of interfacial evaporation is
directly powered by solar energy, the evaporation in
subsequent stages depends on the temperature and pressure
differential between the vapor from the upper stage and the
saltwater in the lower stage.35,95,97–100 Given that temperature
losses are inherent in the transfer process, the evaporation
efficiency tends to diminish as the number of stages

increases. Hence, the judicious allocation of water
production capacity and costs for each stage is vital for the
widespread adoption and practical application of multi-stage
devices.

Recognizing the substantial potential for recovering latent
heat during steam condensation, multi-stage evaporation
devices capable of harnessing this energy have been
developed. Zhou et al.101 designed the inaugural multi-stage
evaporation system, comprising two stages (Fig. 7a). In the
initial stage, a photothermal absorption layer is tightly
integrated with a hydrophilic PVA sponge that functions as a
water supply layer, transporting saltwater to the evaporation
surface. A hydrophobic PVDF-HFP layer is strategically woven
onto the sponge's reverse to prevent saltwater bypass. The
photothermal layer conveys heat to the water supply layer,
and the ensuing steam descends through the hydrophobic
membrane to the condensation surface, accomplishing the
collection of condensate water and the recovery of latent heat
for the first stage. The condensation surface of the first stage
is in proximity to the water supply layer of the second stage,
supplying heat for its evaporation. Under one sun's
illumination, this two-stage system achieved a water
collection rate of 1.02 kg m−2 h−1, a notable enhancement
from the 0.727 kg m−2 h−1 rate of a single-stage system.
Furthermore, during a 9 hour outdoor water production
experiment on a cloudy day, the system yielded a total of 3.67
kg m−2 of water. By recuperating the latent heat of steam, this
two-stage evaporation structure effectively amplified the
overall water production, underscoring the significant
potential of multi-stage evaporation in seawater desalination.
Asinari et al.102 delved deeper into the correlation between
the number of stages and water production in multi-stage
systems (Fig. 7b). The findings revealed that, due to the
limitations in temperature and pressure differentials between
the first and last stages, there is no direct proportionality
between the number of stages and water output. While the
three-stage configuration of this system produced
approximately three times more water than the single-stage
setup, the ten-stage configuration only managed six times the
output of the single-stage setup. This suggests that there are
diminishing returns in increasing the overall number of
stages with respect to boosting total water production. At a
light intensity of 900 W m−2, the ten-stage configuration
achieved a total water production of 3 kg m−2 h−1,
demonstrating exceptional water production performance.
Given that the salt concentration in the water supply layer
increases over the course of the day, potentially leading to a
decrease in water production rate and blockage of the
evaporation device due to oversaturation, the researchers
proposed a salt-resistance strategy involving high water level
backwashing of the water supply layer at night to ensure the
evaporation system operates efficiently during the day. Due
to the meticulous design of the structural parameters of the
multi-stage device, the water production efficiency of the ten-
stage evaporation device crafted by Wang98 saw a significant
enhancement (Fig. 7c). The condensation plate of the final
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Fig. 7 a) Schematic diagram of a two-stage solar desalination unit, and outdoor water harvesting performance under cloudy weather;101 b) solar-
powered multistage evaporation unit, and total water harvesting at different number of stages;102 c) ten-stage solar evaporation unit, and variation
of water harvesting at different number of stages;98 d) the relationship between vapor flux and vapor pressure gradient in a single-stage distiller,
as well as the relationship between vapor pressure and the salinity and temperature of water;102 e) the distance between the layers of each
distillation unit and the optimal mass transfer layer distance;103 f) three-stage solar evaporation unit classified into dead-end and cross-flow
modes, and comparison of water harvesting in the two modes;99 g) three-stage solar evaporation device used to verify the Marangoni effect;100 h)
salt resistance and water harvesting performance of the thermohaline convection-enhanced solar evaporation system;35 i) multi-stage evaporation
system with three-dimensional folded structure, water collection capacity at different number of stages;104 g) multi-stage evaporation system
combined with hydrogel photothermal material, outdoor water collection capacity of the device;105 k) schematic diagram of improving the
performance of a multi-stage evaporation system by heating the condenser, water collection performance of a multi-stage evaporation system at
different heat injections.108
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stage is in direct contact with bulk water, serving as a heat
sink to maintain a substantial temperature gradient between
stages. This ten-stage configuration achieved a total water
production of 5.78 kg m−2 h−1 under one sun illumination,
with the first three stages accounting for 45% of the total
water output. The device, which also lacks a specialized salt-
resistance method, is designed for daytime operation,
employing a mode of operation that prevents the
accumulation of high-concentration saltwater in the water
supply layer through the automatic diffusion of saltwater at
night. The total water production of a multi-stage system is
closely related to the thermal resistance between stages,
which consists primarily of conductive thermal resistance
from physical spacing (e.g., air gaps, hydrophobic
membranes) and phase-change resistance during mass
transfer. As concluded by Asinari,102 the vapor flux at each
stage is proportional to the vapor pressure gradient across
that stage. This gradient results from the competing effects
of temperature and salinity gradients (Fig. 7d). Therefore, a
certain amount of interstage thermal resistance is necessary
to maintain the temperature difference. On the other hand,
excessively high thermal resistance limits the heat flux,
restricting evaporation and condensation rates at each stage
and ultimately constraining the overall system's water
production performance. In the work of Xiong et al.,103 the
interstage thermal resistance was explicitly modeled to
include conduction through the mass transfer layer thickness
dmass and sidewall heat losses, among other components
(Fig. 7e). Through theoretical and experimental analysis, they
found that dmass is a key factor controlling the interstage
thermal resistance. There exists an optimal mass transfer
layer thickness that maximizes efficiency. For a ten-stage
device, the optimal thickness decreases from 3 mm (for a
single stage) to 1 mm. This is because, as the number of
stages increases, the available temperature difference per
stage decreases, necessitating lower thermal resistance to
ensure sufficient heat flux. This finding directly corroborates
that interstage thermal resistance is a central variable in
system design.

In practical multi-stage evaporator operations, the
continuous increase in seawater salinity creates a salinity
gradient. This leads to salt accumulation and crystallization
at the evaporation interface, significantly raising the risk of
interface blockage. Such salt-blocking phenomena hinder
effective water vapor diffusion, severely restricting the
evaporator's long-term stable operation. Consequently,
achieving excellent salt-resistance has become a crucial
technological challenge that multi-stage evaporators must
overcome to progress toward engineering applications. To
bolster the performance of multi-stage evaporators under
high-salinity conditions, Wang et al.99 engineered a three-
stage solar membrane distillation device capable of operating
in both dead-end and cross-flow modes, contingent upon the
water supply flow pattern (Fig. 7f). In the dead-end mode,
saltwater is conveyed to the water supply layer via capillary
action, a straightforward and viable design that may

encounter long-term challenges such as escalating salt
concentration and accumulation within the water supply
layer, akin to the issues faced by Asinari102 and Wang.98

Conversely, the cross-flow mode employs gravity or pumps to
remove saltwater from the system prior to saturation, thereby
mitigating the salt accumulation associated with prolonged
operation, albeit with a minor loss of sensible heat. This
design achieved a water production rate of 2.08 kg m−2 h−1 in
dead-end mode and a peak rate of 1.93 kg m−2 h−1 in cross-
flow mode. Asinari et al.100 suggested harnessing the
Marangoni effect to augment the convection of salt solutions,
thereby enhancing salt resistance, and confirmed the efficacy
of this approach in bolstering salt resistance and water
production efficiency with a self-made three-stage solar
evaporation device (Fig. 7g). Outdoor water production
experiments demonstrated that under irradiation below one
sun intensity, the water production rate of this three-stage
system reached about 2 kg m−2 h−1. Xu et al.35 introduced an
innovative method by confining a thin layer of saltwater
between a hydrophobic membrane and a photothermal
material, maintaining a consistent liquid level within the
system to ensure a steady water supply, thus replacing the
hydrophilic materials traditionally utilized in multi-stage
setups (Fig. 7h). During operation, heat is transferred from
the photothermal material to the enclosed thin layer of
saltwater, propelling the saltwater to evaporate through the
hydrophobic membrane. The temperature and salt
concentration disparities create a density gradient within the
enclosed saltwater layer, and by appropriately tilting the
device, a thermohaline convection effect is initiated,
generating circulation within the sealed saltwater layer and
significantly enhancing heat and mass transfer, thereby
markedly improving the system's salt resistance and water
production capabilities. The water production rates in pure
water, 3.5% saltwater, 10% saltwater, and 20% saltwater were
as high as 4.74, 3.82, 2.86, and 1.78 kg m−2 h−1, respectively.
Xiong's team103 proposed a water layer-based reverse
evaporation method akin to Xu's35 design, the core concept
of which is to employ head-driven water supply—a thin layer
of saltwater—instead of the passive water supply by
hydrophilic materials to intensify convection and enhance
the system's salt resistance and water production
capabilities.

To enhance the water production rate and stability of solar
evaporation systems, researchers have not only focused on
improving the system's salt-resistance capabilities but also
optimized the structure of multi-stage evaporation systems to
enhance overall water production performance. Cheng
et al.104 proposed an innovative folded multi-stage
evaporation structure aimed at strengthening the diffusion of
steam (Fig. 7i). Compared to traditional planar structures,
this three-dimensional folded structure not only has superior
light absorption capabilities but also significantly enhances
the convection between the evaporation surface and the
condensation surface, increasing the average speed of steam
by three orders of magnitude. By adjusting the folding angle
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to optimize water production performance, experimental
results showed that under single sun illumination, the seven-
stage folded evaporation system designed by the team
achieved a water production rate of 3.22 kg m−2 h−1, and it
could stably operate even in 20% concentrated saltwater. Gu

et al.105 designed a structurally simple new type of multi-
stage evaporation device, the innovation of which lies in the
integration of hydrogel materials that can reduce the
enthalpy of evaporation with multi-stage evaporation
modules (Fig. 7j). Using the high-efficiency evaporation

Fig. 8 a) Schematic of fog collection;117 b) schematic of dew collection; c) atmospheric water harvesting using adsorbent materials;117 d) photo-
electrothermal joule heating-enhanced water production performance of Ti4O7 nanofiber membranes;141 e) comparison of surface temperatures
of membranes under different power levels of joule heating versus pure photothermal heating;130 f) the p-GS sponge with photothermal and
electrothermal effects for efficient interfacial solar evaporation;43 g) integrated phase change microcapsules into a double-layered aerogel for
enhanced night-time evaporation rate;135 h1) the Cppy-O evaporator enabling continuous all-day evaporation;136 h2) outdoor setup for all-day
water production using the integrated Cppy-O evaporator;136 i) solar distillation system combining an external solar collector with phase change
materials.137
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performance of hydrogel photothermal materials to generate
a large amount of steam, and by setting up a multi-stage
evaporation module on the side of the device without
photothermal materials and directly configuring a
condensation surface, a directed flow of steam and a
continuous multi-stage condensation process were achieved.
Due to the introduction of hydrogel materials, the freshwater
production of the first stage of the system was significantly
improved. Outdoor test results showed that under an average
light intensity of 1070 W m−2, the total water production rate
of this ten-stage system reached 4.5 kg m−2 h−1. This design
effectively combines hydrogel materials commonly used in
single-stage solar evaporation with multi-stage evaporation
systems, significantly increasing the water production rate
and paving a new way for the application of high-
performance evaporation materials in multi-stage
configurations. In multi-stage evaporation systems, the
evaporation driving force of each stage usually comes from
the temperature and pressure difference between two stages,
so it is common to maintain a lower temperature at the last
stage, and a common practice is to set up an effective heat
sink at the last stage.35,100,102,106,107 Wang et al.108 believed
that the distillation rate between two stages depends on the
transmission of wet steam from the high-temperature side to
the low-temperature side, and a lower temperature would
result in a reduced maximum content of steam in the air,
thereby weakening the system's water production rate.
Therefore, they designed the condensation layer in the
reverse direction, enhancing the temperature and pressure
gradient between stages by increasing the surface
temperature of the last two condensers, thereby enhancing
the steam transmission rate (Fig. 7k). Under single sun
illumination, when an additional heat flux density of 250 W
m−2 was injected (a total heat flux density of 1500 W m−2),
the water production reached 9 kg m−2 h−1, much higher
than the 6.5 kg m−2 h−1 without additional energy injection.
However, when a heat flux density of 500 W m−2 was injected
(a total heat flux density of 2000 W m−2), the water
production slightly decreased to 8.4 kg m−2 h−1. This
indicates that reasonably heating the last-stage condenser
can increase the system's total water production rate. The
study proposed a new reverse design principle for the
condenser of multi-stage evaporation systems, significantly
enhancing the system's water production capacity while not
requiring high temperatures for the input heat, providing
new possibilities for the reuse of industrial low-temperature
waste heat and waste heat.

Multi-stage evaporation systems, capable of recovering
latent heat, significantly surpass single-stage systems in water
production performance. Moreover, these systems can
incorporate strategies for rapid steam condensation, such as
modifying condensation surfaces98,109 or employing advanced
condenser structures, thereby further enhancing their water
production capabilities. However, most performance
evaluations of multi-stage evaporation systems are conducted
under high light intensity in clear weather, lacking long-term

stability data under variable weather or diverse climatic
conditions. The feasibility of employing solar multi-stage
evaporation systems as a reliable water source still requires
further validation.19,35,96,103–105,108,110,111

4 All-day water production strategies

The integration of all-weather water production strategies
into solar interfacial distillation systems is of significant
importance for achieving continuous freshwater supply under
conditions of insufficient sunlight or overcast weather.
Specifically, all-weather systems are designed to maintain
stable and efficient freshwater production even during
nighttime or under low solar irradiation conditions such as
cloudy days. One major strategy involves coupling
atmospheric water harvesting (AWH) technologies with
conventional solar stills,116,117 including fog collection,118

dew collection,71,72 and sorption-based atmospheric water
capture.119–122 These approaches share the common goal of
extracting moisture from the air and converting it into liquid
water under low-light or dark conditions. As illustrated in
Fig. 8a, fog collection relies on the collision of fog droplets
with the collector surface to achieve water vapor enrichment.
A typical fog collector consists of a fine mesh structure that
captures suspended micro-droplets in the air, with collected
water channeled into a storage unit via gravity. This method
is highly dependent on environmental conditions and is
mostly suitable for high-humidity regions such as
mountainous areas. In contrast, dew collection exhibits
broader geographical applicability. Dew formation requires
the condensing surface to be cooler than the dew point of
the air to facilitate phase change condensation (Fig. 8b). For
condensation to occur, water molecules must overcome an
energy barrier arising from the newly formed interfaces when
a liquid nucleus appears. Therefore, hydrophobic
modification of the condensing surface can effectively reduce
the nucleation energy barrier, thereby enhancing water
collection efficiency. Compared to the two methods above,
sorbent-based atmospheric water harvesting enables
moisture capture and release even at relatively low humidity
levels. The working principle is shown in Fig. 8c: hygroscopic
materials adsorb atmospheric moisture during the night, and
then release it through a solar-driven thermal desorption
process during daytime. The released vapor is subsequently
condensed into liquid water. Sorbent materials are crucial to
AWH systems, as they fundamentally determine the efficiency
of water extraction from the atmosphere. Ideal adsorbent
materials should possess high adsorption capacity, fast
adsorption/desorption kinetics, and good cycling stability.
Promising examples reported in the literature include metal–
organic frameworks (MOFs),123 covalent organic frameworks
(COFs),124 hygroscopic salt-based composites,125,126 and
polymeric hydrogels.122 However, the practical water
production capacity remains limited by the adsorbent
loading mass and ambient conditions. Although atmospheric
water harvesting is operationally simple and widely
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applicable, its water production strongly depends on
environmental temperature and relative humidity. Overall,
the productivity of such systems remains relatively low to
date.

Photo-electrothermal Joule heating is another measure to
intensify the evaporation rate and can be integrated into
solar distillation systems as an all-day water production
strategy.43,127,128 In SDIE systems, photo-electrothermal Joule
heating can maintain the system's evaporation and water
production functions by providing thermal energy through
electrical input to the absorber during nighttime or when
sunlight is insufficient. The advantage of this method is its
independence from solar energy, enabling water production
at any time. Qiu et al.129 developed a novel Ti4O7 nanofiber
membrane with synergistic photothermal and electrothermal
effects. Via interfacial engineering, they rendered the
membrane surface hydrophobic and added a thermal
insulation layer at the membrane bottom, optimizing
photothermal conversion and thermal management (Fig. 8d).
This self-floating bilayer membrane achieved an evaporation
rate of 1.86 kg m−2 h−1 under 1 kW m−2 sunlight. With 3 V
electrical assistance, the rate increased to 7.51 kg m−2 h−1,
demonstrating excellent all-weather operability. Similarly,
Huang et al.130 designed a trilayer composite membrane
comprising PVDF, MWCNT, and PDMS layers for a self-
heated membrane distillation (SHMD) system. Experiments
showed that joule heating outperformed pure photothermal
heating in temperature rise rate and final temperature. At
0.25 sun, the membrane surface reached 38.5 °C, whereas
with 0.4 W electrical input, joule heating raised it to 71.6 °C
(Fig. 8e). This structure effectively combined photothermal
and joule heating mechanisms, enhancing system stability
and water production. Despite significant progress in
boosting evaporation efficiency and stability, further
increasing evaporation rates while reducing energy
consumption remains a key challenge. Liu et al.131 proposed
a biomass-derived porous carbon (MPC)-based artificial
blackbody device for high-speed interfacial evaporation via
low-voltage input. The experimental setup, a modular model
using graphite electrodes and MPC as joule heaters,
assembled multiple MPC units in a PTFE mold. Direct
contact between MPC and a thin water layer in the mold
confined the heat, minimizing loss. Results showed an
evaporation rate of 98.7 kg m−2 h−1 at 9 V, surpassing natural
evaporation (0.224 kg m−2 h−1) and conventional
photothermal evaporation. In practical applications, all-
weather operation and anti-salinity capabilities are also
crucial. Zhang et al.43 utilized a Janus-structured
graphene@silicone sponge (p-GS sponge), combining
photothermal and electrothermal effects, to develop an
efficient and salt-resistant interfacial evaporator. The
experimental setup included an integrated enclosed device
for water collection via interfacial evaporation, incorporating
the p-GS sponge to drive evaporation through photothermal
and electrothermal effects (Fig. 8f). At 1 sun and 5 V from a
solar cell, the evaporation rate reached 6.53 kg m−2 h−1, and

even in darkness, it remained at 1.51 kg m−2 h−1. This study
demonstrates that material design and optimization of
energy conversion mechanisms can significantly enhance all-
weather operation and anti-salinity performance.

The third strategy involves integrating phase change
materials (PCMs) into solar stills. PCMs can absorb solar
energy and store it as thermal energy during the day and
release this energy during nighttime or when sunlight is
lacking, supporting the distillation process. This
characteristic makes PCMs an ideal choice for enhancing the
water production capability of solar stills during non-
sunlight hours. During the day, PCMs absorb and store
solar energy, and at night, they gradually release the stored
heat, providing the necessary thermal energy for the
distillation process, thus enabling continuous freshwater
supply.132–134 As shown in Fig. 8g, Guo et al.135 designed a
bilayer aerogel structure based on molybdenum disulfide/
montmorillonite (MoS2/MMT). The upper layer incorporates
paraffin@SiO2 phase change microcapsules (latent heat:
177.85 J g−1) for photothermal conversion and thermal
storage, while the lower layer consists of MMT aerogel,
which is responsible for water supply and thermal
insulation. Experiments demonstrated that under 1 kW m−2

irradiation, the evaporator achieved an evaporation rate of
1.32 kg m−2 h−1 with an efficiency of 86.22%. Even after 20
minutes without illumination, it maintained an evaporation
rate of 0.71 kg m−2 h−1 and an efficiency of 44.36%, which
is approximately 1.89 times higher than that of the control
group without phase change materials during nighttime
operation, significantly outperforming evaporators without
phase change microcapsules. Similarly, aiming to enhance
the efficiency and all-weather operational capability of solar
evaporation systems, Geng et al.136 proposed an all-weather
solar interfacial evaporator. This evaporator uses
polypyrrole-impregnated nylon thread (PNT) as the
photothermal layer and an octadecane/carbonized
polypyrrole nanotube aerogel composite as the
photothermal energy storage unit (Fig. 8h1). Under 1 kW
m−2 solar irradiation, the evaporator exhibited a high
evaporation rate of 2.62 kg m−2 h−1 with an efficiency of
92.7%. Benefiting from the internal phase change energy
storage material, experimental results obtained with a self-
built outdoor device (Fig. 8h2) showed that the evaporator
could produce 8.42 L m−2 of water during the daytime and
1.22 L m−2 at night, achieving continuous evaporation
around the clock. Furthermore, Al-Harahsheh et al.137

investigated a solar distillation system integrated with an
external solar collector and phase change materials (PCMs),
using sodium salts (STP, SAT) and paraffin (PWAX) as PCMs
(Fig. 8i). Experimental data from May indicated that the
daily water production using only the solar still (SS) was 2.1
L m−2, while the combination of the solar still with an
external solar collector (SSC) significantly increased the
output to 9.7 L m−2. When PCM was further incorporated
into the system, forming the SSCP mode, the productivity
increased by nearly 400% compared to the SS mode. These
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studies consistently demonstrate that the incorporation of
phase change materials significantly enhances the energy
utilization efficiency and nighttime continuous water
production capacity of solar evaporation systems.

The implementation of these strategies will undoubtedly
significantly expand the application scope of solar stills and
enhance their operational efficiency. In addition to improving
water collection capabilities, multi-stage systems also show
great potential in water-electricity cogeneration19,95,96,111,114,138

and water-salt cogeneration,106,107,109,110,139,140 providing new
directions for increasing the overall resource output rate of
solar evaporation systems.

5 Light concentration

Typically, the water production capacity of solar interfacial
distillation systems is closely related to the limited incident
light intensity, which is primarily influenced by various
external factors such as altitude, weather conditions, and
atmospheric transparency.142,143 For instance, under cloudy
conditions, the incident light intensity diminishes,
significantly reducing the water production capability. To
address this issue, researchers have proposed a series of
concentration methods aimed at enhancing the heat flux of
SDIE and have achieved certain results. The principles
behind the enhancement of SDIE water production
performance through light concentration can be summarized
in two points: first, after solar energy is concentrated, the
heat flux used for interfacial evaporation increases, which
directly raises the evaporation flux and is undoubtedly
beneficial for boosting water production.144–147 Second, due
to the increased heat flux density input to the evaporation
interface, the temperature of the evaporation surface will
significantly increase, meaning that the temperature of the
steam will also rise accordingly. This increases the
temperature difference between the steam and the external
environment (or condensation surface), thereby enhancing
the condensation rate of the steam.35,103 For multi-stage
systems, the increased temperature difference between the
steam and the heat sink will strengthen the evaporation and
condensation driving force at each level, significantly
enhancing the overall system's water production
capacity.113,115 Currently, light concentration is achieved by
using planar mirrors or high concentration ratio parabolic
mirrors to focus light on the photothermal material surface
of SDIE. After photothermal conversion, the heat flux density
of the distillation system is substantially increased.

For instance, during cloudy conditions, the intensity of
incident light decreases, which significantly diminishes the
capability for water production. To tackle this challenge,
researchers have introduced a variety of concentration
techniques to boost the heat flux of SDIE, achieving notable
outcomes. The enhancement of SDIE water production
performance through light concentration is based on two key
principles: firstly, once solar energy is concentrated, the heat
flux directed towards interfacial evaporation rises, which

directly amplifies the evaporation flux and is unequivocally
advantageous for water production.144–147 Secondly, the
increased heat flux density at the evaporation interface leads
to a substantial increase in the temperature of the
evaporation surface, consequently elevating the temperature
of the steam. This amplifies the temperature gradient
between the steam and the external environment (or
condensation surface), thereby augmenting the steam's
condensation rate.35,103 In multi-stage systems, this
heightened temperature differential between the steam and
the heat sink intensifies the driving force for evaporation and
condensation at each stage, markedly enhancing the system's
overall water production capacity.35,103 Presently, light
concentration is executed by utilizing planar mirrors or high
concentration ratio parabolic mirrors to direct light onto the
photothermal material surface of SDIE. Post-conversion, the
heat flux density of the distillation system is considerably
heightened.

Deng et al.148 have harnessed an automatic sun-tracking
mirror concentrator system for a single-stage SDIE, as
depicted in Fig. 9a. This concentrator system, positioned
above the evaporation device, is composed of two
components: a light reflection system and a sun-tracking
mechanism. The light reflection system, made up of four flat
mirrors, is engineered to direct sunlight onto the evaporation
surface coated with photothermal materials. The sun-
tracking system employs photo-sensitive sensors that detect
changes in light intensity, adjusting the direction and angle
of the reflectors to automatically track the sun's path. This
concentrator system's ingenious design has led to a
remarkable increase in radiation on the photothermal
material surface by 80% under concentrated conditions, and
a corresponding boost in the evaporation rate of
approximately 68.3% under one sun illumination. The
temperature of the absorber surface also saw a rise from 50.2
°C to 62.8 °C. In an outdoor water production experiment
spanning from 10 a.m. to 8 p.m., the device impressively
yielded 16.867 kg m−2 of water. Contrasting with parabolic
mirrors that focus light to a single point, flat mirrors lack
inherent concentrating properties; thus, to amplify the total
radiation, a substantial area of flat mirrors is required to
reflect sunlight.149 This requirement results in limited
portability for the entire system and certain constraints on
the temperature increase at the evaporation surface.148,150,151

Consequently, parabolic concentrators with high
concentration ratios have been integrated into SDIE. Huang
et al.152 leveraged a ring Fresnel solar concentrator, boasting
a concentration ratio of up to 62.4, in conjunction with
circular Fresnel lenses, to direct sunlight onto the
photothermal material surface of a single-stage SDIE device,
significantly amplifying its water production capacity
(Fig. 9b). The device also integrated advanced strategies for
expedited steam condensation, including forced convection
via a blower and the establishment of subcooled surfaces
with additional condensers. Thanks to the high
concentration ratios and supplementary condensation tactics,
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Fig. 9 a) Planar mirror concentrating solar distillation device with a light-tracking system;148 b) solar distillation unit with a high-power
concentrator;152 c) five-stage solar steam generation system coupled with a compound parabolic concentrator;154 d) a floating planting system
based on a concentrated solar multi-stage distillation device;155 e) a parabolic concentrator-coupled multistage solar still with concentrators
designed based on local geographic locations;156 f) bionics-based corolla-shaped concentrator-coupled solar multi-stage distillation device.157
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the device showcased remarkable water production
performance in outdoor trials. Within a mere 4 hours and
under natural light intensities varying from 380 to 500 W
m−2, the device achieved a noteworthy water output of 21.25
kg m−2, with an average hourly rate of about 5.3 kg m−2, and
the absorber surface temperature escalated to 81.53 °C.
However, the light-to-water conversion efficiency remained
relatively modest at its peak of 27.1%, a consequence of the
high concentration ratio and extensive lens area. It's crucial
to acknowledge that the increased evaporation flux and
uneven concentration heighten the requirements for water
transport capacity and the speed of steam condensation;
failing to meet these can result in a water production
capability that falls short of the potential provided by high-
power solar radiation. While this design demonstrated
superior water production capabilities, the intricacy of high-
concentration device design and the ancillary costs of
concentrators are pivotal considerations. Furthermore, the
loss of latent heat during the direct condensation of high-
temperature steam represents a significant waste of energy. A
more substantial temperature differential can foster the
creation of a pronounced temperature gradient within the
device, thereby enhancing heat and mass transfer
processes.153 Based on this, some researchers have initiated
investigations into the application of concentrators in multi-
stage systems, aiming to optimize water production rates to
their fullest potential. Wei et al.154 have successfully
integrated a concentrator system with a multi-stage solar
evaporation setup specifically for desalination applications,
as illustrated in Fig. 9c. They positioned a truncated
compound parabolic concentrator (CPC) along the side of the
multi-stage device, which effectively redirected light onto the
primary solar absorber, harnessing the power of
concentration. Within this concentrated lighting
arrangement, the team conducted three comparative
experiments that spanned a spectrum of increasing
temperature gradients, labeled as case 1, case 2, and case 3.
The findings from these experiments revealed that a
heightened temperature gradient notably boosted the rates of
water production and the efficiencies of solar to water
efficiency.

The optical efficiency of a system is defined by the
proportion of radiative energy captured by the absorber
surface relative to the total solar energy the system receives.
To boost this efficiency, certain studies have concentrated on
refining the structural design of concentrator devices, aiming
to amplify the absorber's energy capture and, by extension,
the water production capabilities. In this domain, Zheng's
team has achieved significant breakthroughs,146,147,155–157

culminating in the development of an integrated multi-stage
distillation floating cultivation system harnessing
concentrated solar energy155 (Fig. 9d). This innovative system
seamlessly integrates a solar concentration system, a four-
stage evaporation setup, and a hydroponic system into a
single unit. By meticulously adjusting the inclination angle of
the reflection panels, the system achieves precise control over

the angle of reflected light, optimizing the light path and
enhancing optical efficiency. In their study, the optical
efficiency peaked at 66% when the secondary reflection
panel was angled at 25°. Indoor experiments revealed that
under a solar irradiance of 900 W m−2, the system could
achieve a water production rate of 2.25 kg m−2 h−1, with an
impressive light-to-water conversion efficiency of up to
170%. In the concentrator's design process, it is crucial to
take into account the geographical characteristics of the
installation site, particularly when designing the geometric
contour of the parabolic concentrator based on the
minimum annual solar incidence angle, ensuring that all
sunlight reflected by the concentrator is efficiently absorbed
by the photothermal surface of the multi-stage distiller.
Guided by this design philosophy, the team's concentrator,
when combined with a solar six-stage distillation device,
achieved an average optical efficiency of up to 67%156

(Fig. 9e). Under an irradiance of 700 W m−2, the
temperature of the photothermal absorber surface of the
device could rise to 87.1 °C, with a water production rate
and light-to-water conversion efficiency reaching 1.94 kg
m−2 h−1 and 203%, respectively. In another study by Zheng
et al., a novel biomimetic coronet-shaped concentrator was
designed157 (Fig. 9f). The optimization of the concentrator
structure enabled a light reception rate of 75% at an
incidence angle of 20°. As a result, this seven-stage
distillation system with concentrated solar energy
showcased exceptional performance, with the photothermal
absorber surface temperature nearing 100 °C under an
irradiance of 900 W m−2, and the water production rate and
light-to-water conversion efficiency reaching as high as 6.5
kg m−2 h−1 and 480%, respectively. The cost of freshwater
from concentrated solar evaporation devices is $1–18 per m3

(Table 3), higher than RO ($0.45–1.72 per m3), MSF ($0.52–8
per m3), and MED ($0.56–1.75 per m3).158 On the other
hand, SDIE technology can operate independently of the
electrical grid and fossil fuels, offering irreplaceable value
in remote and off-grid areas. It shows strong potential for
small-scale, distributed emergency water supply and
household-level applications. The future research focus
should not be to compete with RO, MSF, or MED on cost,
but rather to advance ultra-low-cost materials, design highly
efficient condensation systems, and improve operational
lifetime and stability—making the technology economically
viable within these specific application scenarios.

6 Conclusion and prospect

SDIE, with its eco-friendly and versatile advantages, holds
significant promise for tackling water shortages. Despite this,
refining water production strategies is a central challenge.
The implementation of rapid steam condensation, latent heat
recovery, and light concentration has notably improved the
water production and energy efficiency of solar interfacial
evaporation systems.
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Some single-stage solar distillation systems with rapid
steam condensation strategies have matched the water
production efficiency of multi-stage systems (Fig. 10),
highlighting the importance of rapid condensation in
boosting water output. While symmetrical condensation

surface designs have improved light absorption and
condensation efficiency in single-stage setups, their benefits
are limited by issues like light reflection and reduced
condensation force. Inverting the structure in single-stage
systems can enhance water collection, but the gain is
constrained by low evaporation rates. Future research
should aim to increase input energy or lower evaporation
enthalpy to raise the evaporation rate. Introducing forced
convection not only boosts water collection efficiency but
also increases total water production by elevating the
evaporation rate, though it must account for additional
energy use. Harnessing natural wind energy could mitigate
this issue. Additionally, creating sub-ambient temperature
condensation surfaces can enhance condensation force, but
the cooling system's reverse design is crucial, as lower
temperatures do not invariably equate to higher water
production efficiency. Modifying condensation surfaces is a
broadly applicable method to strengthen condensation in
solar distillation systems, with significant implications for
water collection efficiency. Future studies should
concentrate on optimizing and integrating these strategies
to develop more efficient and economical solar distillation
systems.

Table 2 Summary of water production performance of multistage solar evaporation systems

Materials Total
stage
number

Light
intensity
W m−2

WPR kg
m−2 h−1

Solar to
water
efficiency % Ref.

Solar
absorbance Water supply layer Vapor diffusion layer Condenser

∼95% PVA sponge PVDF-HFP nanofibers Multi-fin aluminum
plate

2 1000 1.02 69 101

85% Cotton layer PTFE membranes Aluminum plate 4 1000 1.11 76 111
∼86% Hydrophilic quartz glass

fibrous membrane
Electrospun porous
polystyrene membrane

Hydrophilic quartz glass
fibrous membrane

3 1000 2.08
(dead-end)

141
(dead-end)

99

1.93
(cross-flow)

131
(cross-flow)

∼95% Synthetic microfiber Air gap Aluminum plate 3 950 1.9 136 100
93% Air-laid paper Air gap Aluminum foil 7 1000 2.21 150 112
93.5% Cotton layer Air gap Cooper tube 6 1000 2.2 150 113
95% Water gap Air gap Aluminum plate 3 1000 2.23 152 107
94.1% Paper towel Air gap Cooper plate 7 1000 2.26 154 114
98.24% Air-laid paper Air gap Hydrophilic aluminum

plate
7 1000 3.22 219 104

89% Non-woven fabrics PTFE membranes Stainless steel mesh 5 750 2.45 222 110
∼95% Synthetic microfiber Air gap or PTFE

membranes
Aluminum plate 10 ∼900 3 227 102

92.4% Hydrophilic paper Air gap Hydrophobic aluminum
plate

5 1000 3.53 232 115

89% R-paper Polypropylene
membrane

R-paper 8 1000 3.61 246 97

— Fibrous paper Air gap Hydrophobic aluminum
plate

10 1070 4.5 280 105

— Confined saline PTFE membranes Aluminum plate 10 1000 4.74
(pure water)

322
(pure water)

35

3.82 260
∼93% Paper towel Air gap Hydrophobic aluminum

plate
10 1000 5.78

(pure water)
385
(pure water)

98

91.4% Confined saline PTFE and PP
membranes

Hydrophobic aluminum
plate

10 1000 5.88
(pure water)

400
(pure water)

103

5.20 354
99% Water gap Air gap CNT + FPTS membrane 8 1000 6.5 442 108

9.0 408

Fig. 10 Solar to water efficiency at different stages based on Tables 1–3.
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Multi-stage evaporation systems, with their ability to
recover latent heat, substantially outperform single-stage
solar stills in water production capacity. To further enhance
the performance of solar distillation systems, future efforts
can focus on the following areas: (i) as observed from
Table 3, many multi-stage systems use fibrous materials like
hydrophilic paper for water supply. These materials have a
relatively low evaporation rate compared to those that can
reduce evaporation enthalpy. Utilizing such materials in the
initial or any stage of a multi-stage setup could be beneficial,
given that latent heat can be recovered. (ii) Innovative
approaches to rapid steam condensation should be explored,
such as employing forced convection to boost evaporation
and condensation, or creating subcooled surfaces at the final
heat sink to increase the driving force. Techniques like light
concentration or electric fields to elevate the evaporation
temperature of the first stage, thereby increasing the overall
temperature gradient and driving force, are also worth
considering. (iii) Leveraging phase change materials or joule
heating for all-weather water production strategies can be
integrated into multi-stage systems to capitalize on low light
intensity steam, thereby enhancing water production. (iv)
Light concentration technology, which not only amplifies the
system's energy input but also establishes a larger
temperature gradient, is a cost-effective method to enhance
water production. It is crucial to address potential issues like
uneven photothermal material surface temperatures due to
refracted light spots, necessitating rapid water transport
materials or advanced salt resistance measures. By refining
and integrating these strategies, the efficiency and water
production capacity of multi-stage interfacial evaporation
systems can be significantly improved, offering more viable
solutions for practical applications.

The advancement of water production strategies in SDIE
confronts unresolved common issues that impede progress.
First, fluctuations in outdoor light intensity complicate the
correlation between absorbed solar energy and water output

across various experiments, hindering effective performance
comparisons between studies. Thus, standardizing
performance metrics under consistent solar input is crucial.
Second, to bolster the commercial viability of SDIE technology,
considerations of investment, operational costs, and return on
investment are essential, particularly for systems incorporating
additional energy sources or components like concentrators.
Lastly, integrating water and electricity co-production, along
with water and salt recovery—especially the extraction of
valuable metals like lithium from marine resources—enhances
the resource yield of solar distillation systems, boosting their
economic and resource utilization efficiency. Addressing these
issues systematically, standardizing performance metrics, and
refining economic models are vital for advancing solar
interfacial evaporation technology towards practical, efficient,
and commercially viable solutions.
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