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Towards additive manufacturing of
semiconducting polymers: hot-melt
extrusion of PCL:P3HT blends†

Jiayi Chen, Nahel Blanc and Audrey Laventure *

Additive manufacturing of organic p-conjugated compounds via dry processing remains an ongoing

challenge due to the unique thermo-mechanical properties of these materials. In this study, we propose

the use of poly(e-caprolactone) (PCL), a thermoplastic polymer well-suited for hot-melt extrusion, as a

matrix to facilitate the extrusion of poly(3-hexylthiophene-2,5-diyl) (P3HT). We investigate the PCL–

P3HT blends as a model to better understand its behavior during hot-melt extrusion. Thermal and

rheological characterizations enable us to identify a ‘‘printability window’’, defined as the temperature

range (80–140 1C) where the blends exhibit optimal rheological properties for extrusion. Within this

temperature range, the blends demonstrate shear thinning and thixotropic behavior, ensuring suitable

printability and high print fidelity. The blends exhibit a composite-like behavior, with P3HT maintaining

its aggregated state throughout the processing within this temperature range. The microstructure of the

extruded architectures is characterized using UV-visible spectroscopy, revealing characteristic bands at

520, 580, and 610 nm, indicative of aggregated P3HT. Further confirmation of the P3HT aggregation

state is provided by optical and fluorescence microscopy, as well as AFM-IR analyses conducted on

both the surface and cross-section of the extruded architectures highlighting the sub-micron-scale

phase separation between PCL and P3HT. Our results demonstrate the effectiveness of blending an

organic p-conjugated compound, traditionally challenging to process via dry processing, with a

thermoplastic matrix commonly used in hot-melt extrusion. This approach successfully combines the

flexibility and ease of processing offered by PCL with the semiconducting properties of P3HT, thereby

paving the way for the fabrication of more complex and functional 3D-printed optoelectronic devices.

Introduction

Organic p-conjugated materials, especially semiconducting
ones, are increasingly valued for their advantages over their
traditional inorganic counterparts for specific applications
where lightness and conformability stand as targeted proper-
ties. As a result, they have become indispensable in applica-
tions such as organic photovoltaics (OPVs),1,2 organic light-
emitting diodes (OLEDs),3,4 and organic field-effect transistors
(OFETs).5,6 However, despite these benefits, the processing of
organic semiconductors into active layers in functional devices
remain challenging, encouraging the scientific community to
explore innovative strategies to improve their processability.

As a matter of fact, p-conjugated materials are inherently
difficult to process due to their rigid molecular structures and
low solubility in most common organic solvents. These char-
acteristics result in a limited range of processability, even with
conventional manufacturing techniques. A commonly used
method is solvent casting,7,8 such as spin-coating, blade-
coating and slot-die coating, which has shown good perfor-
mance in processing p-conjugated materials into thin films for
active layers of devices. These methods often rely on harsh
halogenated solvents for the dissolution of the p-conjugated
materials. However, the properties of the solutions prepared
using p-conjugated materials for solvent casting-based meth-
ods, such as its low viscosity,9,10 makes difficult the transition
towards less conventional processing techniques requiring
higher viscosity values, such as 3D printing. While inkjet
printing11 and direct-ink writing12–14 have been used to print
the active layer of some organic optoelectronic devices as a
proof-of-concept, these methods are not commonly used.
Moreover, the relatively high melting points and (semi)crystal-
line nature of the p-conjugated compounds limit their use in
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the context of melt-based 3D printing, further restricting their use
in freeform design processing methods. This situation creates a
bottleneck for designing complex architectures for advanced
applications involving organic p-conjugated compounds.

To address these challenges, various strategies have been
employed. One approach involves redesigning the molecular
structure of the p-conjugated materials to introduce moieties
that reduce their melting point and/or promote an amorphous
phase.15 Such synthetic modifications improve the solution-
based and/or melt processability of these compounds. Melt-
processing techniques such as melt-drawing,16 melt-pressing17

and channel-die pressing18 eliminate the need for the use of
harsh solvents. However, these methods are generally limited to
the formation of simple architectures, failing to support free-
form and complex three-dimensional (3D) design. To overcome
these limitations, the use of a thermoplastic polymer as a matrix
for the p-conjugated component19,20 has emerged as a versatile
solution. Numerous examples report the blending of a thermo-
plastic polymer and a p-conjugated compound, allowing for
increased formulation viscosity contributing to the widening
of the processability window, enhanced resulting mechanical
properties, along with charge mobilities close to that observed
for thin films of pristine p-conjugated compound.21–23

Preserving the semiconductor’s charge mobility after blending
it with a thermoplastic matrix opens several promising practical
applications discussed above, including optoelectronics.
Moreover, thermoplastic materials offer excellent processability,
as they can be easily moulded or extruded under controlled
thermal conditions, making them compatible with a wide range
of manufacturing techniques. Among these polymers, poly(e-
caprolactone) (PCL) stands out as a particularly promising
matrix. Widely utilized in biomedical applications, PCL is fre-
quently employed for 3D printing scaffolds using hot-melt
extrusion (HME) due to its biodegradability, biocompatibility,
and ease of processing.24 These characteristics make it an
attractive candidate for integrating p-conjugated materials into
it to lead to freeform and/or complex designs using hot-melt
extrusion.

Herein, we explore the use of poly(e-caprolactone) (PCL) as a
matrix to enhance the printability of p-conjugated materials.
More specifically, we focus on model system comprised of a
benchmark organic semiconductor, i.e. poly(3-hexylthiophene)
(P3HT), to integrate it into a PCL matrix, allowing for the 3D
printing of this blend using a solvent free approach, i.e. hot-
melt extrusion. To assess the effectiveness of this approach, we
employ several characterization techniques to better under-
stand the physical and chemical properties of the PCL–P3HT
blend, to subsequently optimize its printability for 3D printing
applications. First, thermal analyses are conducted to evaluate
the thermal behavior of the blends to identify an appropriate
printability window. Then, rheology tests, such as shear thin-
ning and thixotropy, are carried out to identify appropriate
printing conditions and thus ensure appropriate printability
during the HME process. To evaluate whether the 3D printed
architectures maintain the intended dimensions, print fidelity
tests are performed using stereomicroscopy and profilometry,

allowing to highlight a correlation between the print fidelity and
the thixotropic behavior of the formulations. Print fidelity thus
serves as a witness of the material printability. Finally, UV-vis
spectroscopy, combined to atomic force microscopy coupled to
infrared spectroscopy (AFM-IR) analyses provided insights into
the microstructure of the resulting 3D printed architectures.

Results and discussion
Formulation of the PCL–P3HT blends

The term ‘‘hot melt extrusion’’ (HME) generally refers to any
process where heat and mechanical forces are used to melt and
push material through a die. A common HME method employs
a twin-screw extruder, where the mechanical turning of screws
generates shear forces and pushes the material to be extruded.
Compressed air can also be used in certain HME processes to
assist in material transport through a die. This methodology
offers advantages such as a uniform pressure application and a
precise control of the material flow, while minimizing material
degradation due to low shear. HME also allows to print solvent-
free formulations, which means that the solidification process of
the formulation after its extrusion does not involve the solvent
evaporation kinetics aspect as it is the case in direct-ink
writing.25–27 The model system studied herein for HME consist
of a semiconducting polymer, poly(3-hexylthiophene) (P3HT),
blended within a polymer matrix, poly(e-caprolactone) (PCL), at
concentrations ranging from 0.1 to 10 wt% P3HT, labeled herein
as PCL–P3HT-X where X corresponds to the P3HT wt%. Fig. 1
shows the HME processing of the PCL–P3HT blends, where the
formulation, contained in a heated stainless-steel syringe, is
extruded though a nozzle via compressed air technology.

The initial blending involves the solubilization of the indi-
vidual components of the blends, PCL and P3HT, in chloroform
to ensure the homogeneity of the mixture. The chloroform is
evaporated after the blending process of the two solutions. The
solidified blended polymer film is cut into small pieces to be
used for printing. Fig. S1 (ESI†) illustrates the step-by-step

Fig. 1 Schematic illustration of the hot-melt extrusion of the P3HT-PCL blend.
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formulation process of the PCL–P3HT blend Fig. S2 (ESI†)
presents the optical images of the P3HT solution and the
PCL–P3HT dry film, demonstrating that P3HT dissolves well
in chloroform and is evenly distributed within the film. Ther-
mogravimetric analyses (TGA) are performed on all the differ-
ent blends to verify the traces of residual solvent in the pieces
(Fig. S3, ESI†). There is almost no observable weight loss before
350 1C, which means that the solvent is mostly evaporated
during the formulation process, before the printing step. The
first dramatic weight loss occurring at 350 1C is attributed to
the decomposition of the PCL under a nitrogen atmosphere.

Thermal behavior of the PCL–P3HT blends

Understanding the thermal behavior of the PCL–P3HT blends
is critical in the context of HME, in which, by definition, the
formulation is printed in its melt state. The first step to ensure
that the blend is not subject to decomposition upon printing is
to proceed to the thermogravimetric analyses of the PCL–P3HT
blends under air atmosphere. As shown in Fig. 2A, the PCL
decomposes at a lower temperature than the P3HT, 300 1C and
450 1C respectively, which means that the upper printing
temperature limit of this formulation is defined by the PCL.
To further investigate the thermal stability of the formulation,
isothermal TGA experiments of the pristine PCL, which is the
compound having the lower degradation temperature of the
blend, were conducted under different temperatures within
the 100–250 1C temperature range. The experimental conditions,
including temperature, atmosphere, and isothermal time, are
chosen to replicate the environment experienced by the material
during the HME process. Fig. 2B shows that after 60 min of
isotherm at 220 1C, the PCL begins to decompose (3–4% weight
loss). Therefore, 220 1C is the temperature at which decomposi-
tion begins, as per the detection limit of the TGA, and the printing
process should ideally be conducted below this temperature. It is
important to note that an HME experiment conducted during this

study usually takes 60 minutes in the 80–140 1C temperature
range, which is an amount of time that is well below the time at
which decomposition was observed for these temperatures.

Fig. 3 shows the differential scanning calorimetry (DSC) of
the pristine PCL and P3HT, along with the PCL–P3HT-1, -4 and
-10 blends. Since PCL and P3HT are semi-crystalline polymers,
they both present a melting and a crystallization event upon
heating and cooling, respectively. In the HME context, identify-
ing the melting temperature of the formulation is important as
it impacts it rheology and thus, its printability. In the context of
the PCL–P3HT blends, the melting temperature of PCL is the
most relevant one because P3HT melts around 237 1C, which is
already beyond the decomposition temperature of PCL under
an air atmosphere. Thus, the lower printing temperature limit
of the formulation is defined by the melting temperature of the
PCL which is around 60 1C. The DSC traces of the different
PCL–P3HT blends are very similar to the DSC trace of the
pristine PCL because the amount of P3HT is relatively low,
making the detection of the P3HT thermal events difficult
using DSC. A 50 wt% P3HT blend was prepared to detect the
transition temperatures of P3HT in the PCL–P3HT blend
(Fig. S4, ESI†). For this blend, the transition peaks for P3HT
are much more visible than for the other blends containing a
lower P3HT content. These peaks remain at the same place as
those of the pristine P3HT. This observation stands as a first
piece of evidence that there is a phase separation between the
PCL and the P3HT in the blends.

According to the melting temperature of the PCL observed
by DSC, a range of printing temperature for the blends can be
defined, referred to as the printability window. The lower limit
of this window is theoretically 60 1C, corresponding herein to
the melting temperature of PCL, but 80 1C, a temperature well
above the melting point of PCL, it needed to ensure a minimal
adequate flowability (vide infra for rheology results and discus-
sion). The upper limit is 200 1C, as no decomposition was

Fig. 2 (A) Thermogravimetric analyses of PCL and P3HT. (B) Isothermal thermogravimetric analyses under air atmosphere of PCL at different
temperatures for 60 min.
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observed at this temperature after 1 h in the TGA isothermal
experiment (Fig. 2B). One needs to note that TGA primarily
detects degradation via mass loss, meaning that other mechan-
isms leading to degradation, such as chain scission, oxidation
and/or cross-linking, are not fully captured. DSC and rheology
measurements (vide infra) conducted on our system did not
indicate significant changes in thermal transitions or rheo-
logical properties, suggesting that, although non-mass-loss
degradation processes can occur, their impact is minimal in
our system. One feature of these PCL–P3HT blends that need to
be taken into consideration is that the printing must be done at
a temperature lower than the melting point of P3HT to avoid
the decomposition of the PCL. Printing at this temperature
means that P3HT aggregates can clog the printing nozzle, even
at percentage of P3HT as low as 10 wt% An easy way around this
situation is to use a printing nozzle with a larger diameter.
However, as reported by Reichmanis et al.,28 blends prepared
using a poly(dimethylsiloxane) (PDMS) matrix and a semicon-
ducting polymer such as P3HT can contain as little as 0.25 wt%
P3HT and still present charge mobility values close to that of
pristine P3HT in organic field-effect transistors. A similar trend
was observed in the work of Sirringhaus et al.,29 where blends
incorporating a semicrystalline matrix like HDPE achieved
charge mobility values comparable to that of pristine P3HT in
organic field-effect transistors with only B2 wt% of P3HT.
Printing a blend in which the semiconducting component is
not melted can present a few unexpected yet interesting advan-
tages. It means that the aggregation process of the P3HT can be
controlled at the solidification step of the formulation process
without being perturbed significantly upon printing. Since the
aggregation impacts the charge mobility of the semiconducting
component, having the possibility of controlling it before
printing via formulation simplifies the control of the

solidification process of the 3D printed sample, which, in this
case, would involve the crystallization kinetics of both the PCL
and the P3HT.

Assessing the printability of the PCL–P3HT blends using
rheology

The printability of the PCL–P3HT blends can be assessed using
variable-temperature rheology. Rheology is an essential step to
define the lower and the upper temperatures of the printability
window identified using TGA and DSC with the constraints of
rheology. First, shear thinning tests were conducted on PCL
and the PCL–P3HT-1, PCL–P3HT-4, and PCL–P3HT-10 blends
across a temperature range of 80 1C to 140 1C, in 20 1C
increments, as illustrated in Fig. 4. As discussed in the previous
section, 80 1C is established as the lower temperature limit to
ensure sufficient flowability of the material. The upper tem-
perature limit is 140 1C because at this temperature, the
viscosity of the blend becomes too low, causing the material
to flow even under minimal pressure. This low viscosity makes
it challenging to maintain consistent print reproducibility. In
Fig. 4, for all systems under study, it is observed, as expected,
that viscosity increases at lower temperatures. Therefore, at low
temperatures, a low shear rate is sufficient to induce the shear
thinning effect, in line with the fact that a polymer material
undergoes shear thinning once the shear rate applied is faster
than the chain relaxation time. For example, PCL at 80 1C
undergoes shear thinning at a shear rate of ca. 40 s�1 (Fig. 4A).
In contrast, at higher temperatures, the polymer chains have
greater mobility,30 leading to lower viscosity and faster relaxa-
tion times. As a result, a higher shear rate is required to observe
the shear thinning effect. For instance, PCL at 140 1C under-
goes shear thinning at a shear rate of ca. 200 s�1 (Fig. 4A). The
same behavior is observed in Fig. 4B–D for the PCL–P3HT-1, -4
and -10 blends. Indeed, for PCL–P3HT-10 at 80 1C, shear
thinning occurs at a shear rate of ca. 100 s�1 and ca. 400 s�1

at 140 1C (Fig. 4D).
Two additional observations can be made in Fig. 4. First, a

slightly negative slope in the zero-shear plateau is observed in
Fig. 4B–D. The slope also increases with the P3HT ratio, from
1 wt% to 10 wt%. Second, the viscosity of the formulation tends
to increase as the P3HT content increases. These observations
can be linked to the presence of P3HT aggregates in the
formulation. Indeed, within the examined temperature range,
P3HT remains aggregated, leading the blends to exhibit
composite-like behavior. Anisotropic particles, such as carbon
nanotubes (1D) and clays (2D), have a greater impact on the
nonlinearity of the viscoelastic properties of polymer compo-
sites compared to spherical particles (3D).31 Nonlinear behavior
is characterized by a reduction in viscosity under high deforma-
tion, leading to curvature in the viscosity curve as the shear rate
increases. In the formulations studies herein, P3HT generally
behaves like 1D anisotropic particles, like nanofibers and/or
nanowires.32,33 The observed nonlinear behavior at low shear
rates is primarily due to the reorganization of the material’s
microstructure, particularly the alignment of P3HT aggregates
under shear. As deformation increases, the aggregates reorient,

Fig. 3 Differential scanning calorimetry (DSC) analyses of PCL, P3HT and
the PCL–P3HT-1, -4 and -10 blends. The wider temperature range
corresponding to the printability window defined by DSC and TGA is
shaded in orange while the printability window defined by rheology is
shaded in blue.
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altering the composite’s viscoelastic properties and resulting
in nonlinear stress response behavior. The viscosity flow
curves presented in Fig. 4 informs on the printability of the
formulations. As mentioned above, the viscosity of a molten
polymer increases as the temperature decreases. During
printing, this rise in viscosity reduces the shear rate experi-
enced by the polymer. Although polymers exhibit relatively low
shear-viscosity under printing conditions due to their shear
thinning nature, a decrease in printing temperature can still
increase their viscosity. At a certain point, this increased
viscosity requires more energy to overcome resistance and drive
flow, ultimately hindering the printing process. The same effect
is observed with pressure: at a constant temperature, reducing
the applied pressure leads to an increase in shear-viscosity.
This reduction in pressure also lowers the shear rate experi-
enced by the polymer, making flow more difficult and requiring
greater energy to sustain the printing process. This is why the
prints at 80 1C, with printing pressures of 400 and 500 kPa was
not possible as can be seen in Tables S1–S3 (ESI†). Returning to
the ‘‘printability window’’ in Fig. 3, the lower temperature limit
is also delimited by the rheology tests. For the formulations
studied herein, this lower limit is approximately 80 1C.
However, it is important to note that this printability window
is determined from the parameters of the printer: if the instru-
ment can achieve higher printing pressures and/or if a nozzle
with a larger diameter is used, this limit could be reduced
even further.

Thixotropy tests are then conducted on pristine PCL and the
PCL–P3HT blends. This rheological test measures the viscosity
of the material at a fixed shear rate during a certain amount of
time to reproduce the sequence that is being experienced by the
formulation upon printing. A typical thixotropy test has three
steps. The first step at low shear rate reproduces what happens
in the syringe when the molten material is at rest. The second
step at high shear rate rather reproduces what happens at the
level of the printing nozzle where the material passes through a
small orifice undergoing a shearing force. The third step comes
back at the low shear rate, reproducing what happens once the
material is extruded on the print bed. This test was first
conducted on pristine PCL across the printability window from
80 1C to 140 1C (Fig. S5, ESI†), demonstrating consistent and
reliable viscosity recovery after the application of these shear
cycles. For the blends, all thixotropy tests are performed at
120 1C (Fig. 5), as this temperature provides the optimal print
fidelity (vide infra). The applied shear rate is represented in gray
in Fig. 5, and each plateau of the applied shear rate corre-
sponds to a step in the shear cycle. The shear rate at rest is
theoretically 0 s�1, but for conducting the thixotropy tests, the
low shear rate value is set to 1 s�1 (because a rheometer
requires a nonzero shear rate to measure viscosity) but this
value is low enough to approximate the formulation’s behavior
in a near-rest environment. The shear rate range for the
extrusion method is between 100–103 s�1.34 To highlight the
thixotropic effect of our system and to replicate the shearing

Fig. 4 Viscosity flow curves of (A) PCL, (B) PCL–P3HT-1, (C) PCL–P3HT-4 and (D) PCL–P3HT-10 blends measured at 80, 100, 120 and 140 1C. The drop
of the viscosity with increasing shear rate shows that all formulations exhibit a shear thinning behavior.
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environment experienced by the material during the HME
process, the high shear rate value is set at 103 s�1.

All the thixotropy tests have a total of seven steps, which
includes two full cycles of the three steps described above. The
first three steps are the most important, and the remaining
ones are for reproducibility and properties retention assess-
ment purposes. Indeed, some material exhibits irreversible
thixotropy, meaning that the material does not fully recover
its original viscosity even after the applied shear stress is
removed. In such cases, the material’s internal structure under-
goes some permanent changes due to the shear stress and they
are often referred to as ‘‘shear history dependent’’35 or ‘‘shear
degraded’’36 materials.

As observed in Fig. 5, an increase in viscosity is observed as a
function of the P3HT content in step 1. However, for all
samples, this viscosity value drops to a very low value of
approximately B10 Pa s when a shear rate of 103 s�1 is applied.
The viscosity values can be directly correlated with those
reported in Fig. 4 at shear rates from 1 s�1 to 1000 s�1. Due
to instrument instability at these high shear rates, the viscosity
measurements show some fluctuations. Low-viscosity samples
such as PCL, PCL–P3HT-1, and PCL–P3HT-4 exhibit even
greater instability compared to PCL–P3HT-10. This is because
the low torque generated during shear makes the measured
signal more sensitive to noise and external disturbances. In
contrast, PCL–P3HT-10, which has a higher inherent viscosity,

shows a more stable viscosity variation under high shear
condition.

According to these thixotropy tests, all the formulations have
reversible thixotropy after several low-shear and high-shear
cycles, meaning that the extruded materials do not experience
major shear history dependency. The quantification of the
recovery percentage of the viscosity is calculated using the
results of the third step. For an average, the value is also taken
at the 6th step and the 9th step. Moreover, it is worth noting
that each thixotropy measurement are made in triplicate.
Table 1 shows the recovery percentage of the materials during
2 min, calculated at a 30 s interval. The stars in Fig. 5A illustrate
the viscosity values that were used to calculate the viscosity
recovery 30 s (red star), 60 s (green star), 90 s (black star) and
120 s (yellow star) after shear has been applied. The viscosity
recovery percentage after 60 s for PCL–P3HT-10 at 120 1C is
86%, attributed to its relatively high viscosity (B315 Pa s) and
its composite-like behavior. A similar phenomenon is observed
with PCL at 80 1C, where the viscosity recovery after 60 s is 91%,
owing to its higher viscosity (B550 Pa s). The recovery percen-
tage is less for PCL–P3HT-10 at 120 1C than for pristine PCL at
80 1C because the addition of P3HT not only increases the
overall viscosity of the blend, but somehow hinders the re-
arrangement of the PCL polymer chains. In Table 1, a trend can
be observed for the average recovery percentage at 30 s for the
PCL. At 140 1C, the recovery is faster by about 18% compared to

Fig. 5 Thixotropy tests at 120 1C for (A) PCL, (B) PCL–P3HT-1, (C) PCL–P3HT-4, (D) PCL–P3HT-10 blends. In (A), the red star indicates the viscosity
recovery 30 s after shear, the green star 60 s after shear, the black star 90 s after shear and the yellow star 120 s after shear.
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that at 80 1C. Thus, a higher temperature increases the recovery
rate for a same formulation. Lower percentage of P3HT con-
tributes to increase the recovery percentage as well. The average
recovery percentage increases from 56% to 83% for PCL–P3HT-
10 and PCL–P3HT-1 respectively, at 120 1C, 30 s after shear has
been applied. This trend is maintained for the average recovery
percentage at 60 s. However, beyond 60 s, the average recovery
percentage nearly converges to 100% for all samples. Values
greater than 100% are primarily due to measurement uncertain-
ties, but the theoretical value of 100% falls within the uncer-
tainty range for all values exceeding 100%. Since PCL–P3HT-1
and PCL–P3HT-4 are both low in terms of P3HT content, the
recovery percentage at any time after the application of the high
shear rate step is similar to that of PCL at 120 1C. The time
associated to specific recovery percentages informs on the time
one should wait for printing another layer on top of the previous
layer to obtain a self-supporting structure. Indeed, the first layer
must have already recovered most of its initial viscosity not to
collapse following the addition of the second layer and so on.

Print fidelity assessments of the 3D printed samples

Assessing the print fidelity in 3D printing is essential for
ensuring that the dimensions of the printed sample match
the digital design. Print fidelity depends on many printing
parameters like the extrusion pressure, the print bed tempera-
ture, the syringe temperature, the nozzle size, and the print
speed, and it also depends on the properties of the printed
materials. For instance, different rheological properties also
lead to different extrudability. In HME, print fidelity can be
quantified using uniformity parameter (U):37

U ¼ W

ND
(1)

and roundness (R):38

R ¼ H

W
(2)

where W and H correspond to the filament width and height,
respectively, and ND to the nozzle diameter. The prints
reported herein are performed within a temperature range of
80 to 140 1C and a pressure range of 400 to 700 kPa. The nozzle
diameter is maintained at 200 mm, with a printing speed of
4 mm s�1 and an angle of 01. Tables S1–S3 (ESI†) summarize all
the parameters used for printing the formulations (PCL, PCL–
P3HT-1 and PCL–P3HT-4), along with their roundness and
uniformity parameter calculated from the filament height and
width, measured herein by profilometry. Their corresponding
stereomicroscopy images are shown in the Fig. S6, S7 and S8
(ESI†) respectively.

Stereomicroscopy, along with optical microscopy, stand as
useful techniques to assess the overall morphology of the 3D
printed sample. As it can be seen in the stereomicroscopy
pictures in Fig. 6A–C, for the same printing parameters
120 1C_700 kPa_4 mm s�1 but different P3HT content, the
overall appearance of the printed filament is different. The
addition of P3HT in the blend exacerbates discontinuities in
the 3D printed filament up to certain breaking points as it can
be observed in the PCL–P3HT-4 sample in Fig. 6C. These
breaking points may occur in regions containing a greater
amount of P3HT. Considering that P3HT is not melted, the
aggregates can potentially cause clogging in the printing noz-
zle. As the viscosity of the formulation increases with higher
P3HT content, such as in PCL–P3HT-1, PCL–P3HT-4, and PCL–
P3HT-10, the printing process becomes progressively more
challenging.

Table 1 Viscosity recovery percentages at different times (30, 60, 90 and 120 s) for various samples. The 0 s is set at the beginning of the third step of the
thixotropy curves. All results are made in triplicates

Samples
Recovery percentage
at 30 s (%)

Recovery percentage
at 60 s (%)

Recovery percentage
at 90 s (%)

Recovery percentage
at 120 s (%)

PCL_80 1C 66 � 7 91 � 8 96 � 6 98 � 4
PCL_100 1C 82 � 1 96 � 3 96 � 3 97 � 4
PCL_120 1C 82 � 3 97 � 1 101 � 4 102 � 5
PCL_140 1C 84 � 1 99 � 4 101 � 4 101 � 3
PCL–P3HT-1_120 1C 83 � 5 94 � 3 96 � 2 97 � 0
PCL–P3HT-4_120 1C 84 � 1 95 � 3 99 � 3 100 � 2
PCL–P3HT-10_120 1C 56 � 6 86 � 1 97 � 1 102 � 2

Fig. 6 Stereomicroscopy images of (A) PCL, (B) PCL–P3HT-1 and (C) PCL–P3HT-4 digital snakes printed using the 120 1C_700 kPa_4 mm s�1

parameters. Scale bars are 4 mm. (D) Profilometry 3D mapping of the sample presented in (A).
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The discontinuity caused by the addition of P3HT, when
aggregated, significantly affects its mechanical properties. As a
proof-of-concept, Fig. S9 (ESI†) presents the stress–strain curves
of PCL, PCL–P3HT-1, and PCL–P3HT-4 printed using
100 1C_500 kPa_4 mm s�1, while Table S4 (ESI†) summarizes
their Young’s modulus, ultimate tensile strength (UTS), and
elongation at break values. The reported values are in the
concordance with other mechanical properties assessment
conducted on PCL samples (compression molded samples
and electrospun fibers, 80 kg mol�1).39 It shows that PCL,
PCL–P3HT-1, and PCL–P3HT-4 have similar Young’s modulus
values, indicating that they exhibit comparable stiffness under
elastic deformation. However, both the UTS and elongation at
break decrease progressively from PCL to PCL–P3HT-4, suggesting
that the blend becomes mechanically weaker with increasing
P3HT content. This could be attributed to the phase separation
within the blend, leading to the creation of weak interfacial
regions, further compromising mechanical strength. Additionally,
PCL–P3HT-4 exhibits a significantly lower elongation at break,
one order of magnitude lower, likely due to the presence of large
P3HT aggregates, which introduce non-uniformity in the system
and act as stress concentration points, increasing the probabilities
of fracture in the printed filament. Interestingly, the mechanical
behavior of these 3D printed materials is similar to that observed
for films of p-conjugated compound blended in a thermoplastic
matrix40 or in a diblock copolymer system, as reported, for
example, for P3HT-poly(ethylene),41 in which the brittle behavior
is associated to the p-conjugated moiety.

The optical microscopy images presented in Fig. S10 (ESI†)
do not provide more information, but are helpful to better
understand the fluorescence images, since P3HT is fluorescent.
These images indicate an appropriate distribution of P3HT at
the micron scale within the filament for all the blends. When it
comes to the PCL–P3HT-10 blend (Fig. S10, ESI†), it gets hard to
print. Extreme conditions of temperature and pressure become
necessary to extrude the formulation. The parameters used
for printing PCL–P3HT-10 are 140 1C_700 kPa_4 mm s�1 with
a 400 mm nozzle diameter (compared to 200 mm nozzle dia-
meter for the other blends) to avoid the clogging of the printing
nozzle. It is for this reason that printing PCL–P3HT-10 with the
same parameters as those used for PCL, PCL–P3HT-1 and PCL–
P3HT-4 is not possible. Therefore, the profilometry results of
the PLC-P3HT-10 prints are not discussed below. Fig. 6D pre-
sents an example of profilometry, showcasing a 3D mapping of
PCL printed at 120 1C_700 kPa_4 mm s�1. Compared to
stereomicroscopy, profilometry provides greater accuracy and
reproducibility for calculating the uniformity (eqn (1)) and
roundness (eqn (2)) parameters, reported in Tables S1–S3
(ESI†). In most cases, the width average of the printed PCL,
PCL–P3HT-1 and PCL–P3HT-4 follows an increasing trend with
increasing printing temperature and pressure (ex: from 179 mm
at 100 1C_400 kPa to 277 mm at 120 1C_700 kPa). Uniformity
parameter takes only the width of the sample into account, the
print fidelity is better evaluated referring to the roundness.
Even if this parameter is called ‘‘roundness’’, the value of 1 does
not necessarily mean that the printed filament is perfectly

round: it can be a different shape, for instance a cuboid or
another complex structure.

By comparing PCL with PCL–P3HT-1 and PCL–P3HT-4, it is
observed that filaments printed from blends with higher P3HT
content appear to be similar in width or even wider than PCL.
For example, at 120 1C_700 kPa_4 mm s�1, the filament width
is 288 mm for PCL–P3HT-1 compared to 277 mm for PCL. This
result is counterintuitive, as the viscosity increases with higher
P3HT content, which should result in less material being
extruded. This phenomenon can be attributed to differences
in thixotropic behavior. Indeed, the filament height (H) must
also be considered for the roundness evaluation. Under the
same conditions (120 1C_700 kPa_4 mm s�1), the height is
159 mm for PCL–P3HT-1 and 167 mm for PCL. Using eqn (2),
the roundness values are calculated as 0.55 for PCL–P3HT-1
and 0.60 for PCL, the latter being closer to the ideal value of 1.
The roundness can tell us to which extent the filament sags on
itself. As it can be observed in Tables S1–S3 (ESI†), all the
roundness values are lower than 1, which means that all the
filaments sag due to the gravity, and the sag rate depends on
the thixotropic behavior of the materials. It can be observed
that the roundness is relatively larger for higher temperature
within the 80 1C to 140 1C range and it can be correlated to the
values of viscosity recovery in Table 1. The average recovery
percentage of PCL at 30 s is significantly higher at 140 1C
compared to lower temperatures, with approximately 18%
greater recovery than at 80 1C. The same trend is observed for
the PCL–P3HT blends printed at 120 1C, but because the P3HT
content is only 1 and 4 wt%, the change is not obvious when
comparing the recovery percentage at 30 s, so it is necessary to
also have a look at the recovery percentage at 60 s in Table 1.
The viscosity is higher for the PCL–P3HT-1 compared to PCL at
120 1C (B170 Pa s for PCL–P3HT-1 and B160 Pa s for PCL), and
the recovery percentage at 60 s is lower (94% for PCL–P3HT-1
and 97% for PCL), so the roundness is smaller of about 0.05 at
120 1C_700 kPa (Tables S1 and S2, ESI†).

From the above discussion, it can be concluded that it is
challenging to identify an ideal set of printing parameters to
optimize the print fidelity of the blended formulations. While
the optimal uniformity parameter of 1 is achieved for PCL
printed at 100 1C and 500 kPa, the addition of P3HT increases
viscosity, shifting the optimal parameters to 100 1C and 500–
600 kPa. However, roundness should also be considered.
According to our measurements, a moderate printing speed
of 4 mm s�1 is selected as it leads to the best roundness. The 1,
2 and 3 mm s�1 speeds were also tested, and as theoretically
expected, a slower printing speed results in wider filaments,
leading to worse uniformity parameters. A speed greater than
4 mm s�1 yields much thinner filaments which also deviate
from the ideal value of 1.

Microstructure analysis of the 3D printed samples

The hot-melt extruded samples are digital snake shaped archi-
tectures, and they are very opaque even for blends containing
1 wt% of P3HT due to the high extinction coefficient of P3HT,
but also because of the opacity of PCL, stemming from its
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semi-crystallinity. The specific shape and lack of transmission
of these samples make the study of their optical properties
challenging. This is the reason why the UV-vis spectra of the
samples are collected in diffuse reflectance mode instead of
conventional transmission. Despite this selected mode, the
sample containing 1 wt% of P3HT still led to a saturated signal,
so the ratio of P3HT was further reduced to 0.4 wt% to observe
the P3HT characteristic bands. Fig. 7 shows the UV-vis diffu-
sion spectra of the PCL–P3HT sample printed using the
140 1C_700 kPa_4 mm s�1 parameters, along with the spectrum
of P3HT in solution and that of a drop-cast P3HT film. P3HT
solubilized in chloroform exhibits an orange color with a single
band around 460 nm. Upon solvent evaporation, the P3HT
color transitions from orange to dark purple, indicating aggre-
gation. The processing method plays a significant role in
influencing the aggregation of P3HT, which in turn impacts
its charge mobility properties.39 The ratio of the 580 and
610 nm bands observed in the UV-vis spectra of the P3HT drop
cast film, corresponding to the A0-1 and A0-0 transitions, respec-
tively, can be used to assess the type of interactions leading to
the P3HT aggregation. The spectrum of the 3D printed samples
is similar to that of the P3HT drop cast film, showing the typical
vibronic bands of P3HT in aggregate form, i.e. the 520, 580 and
610 nm bands. The stronger absorption observed at wave-
lengths shorter than 520 nm is attributed to unaggregated
molecules. The band at 520 nm acts as a boundary band,
representing a mixture of contributions from aggregates and
disordered P3HT chains, while the bands at 580 and 610 nm
are linked to interchain coupling and ordered aggregates.42,43

This result indicates that the aggregation can be controlled
during the formulation process, prior to the printing, as it is
not dramatically perturbed by the HME processing.

Another experiment was conducted to assess if the aggregation
of P3HT could be controlled via one of the printing parameters,

i.e. temperature. For instance, conducting the printing at high
temperature using the 250 1C_150 kPa_4 mm s�1 set of para-
meters for the PCL–P3HT-0.4 blend led to the disappearance of
the vibronic bands of the P3HT. This result indicates that after the
melting of the P3HT crystals at 250 1C during the HME, the P3HT
could not come back to its initial aggregated form: the P3HT
chains are mainly non aggregated which is represented by the
band at 520 nm in the UV-visible spectrum of the sample
(Fig. S11, ESI†).44 In this specific case, P3HT struggles to reorga-
nize and aggregate within the crystallizing PCL matrix. P3HT
remains in a disorganized form which has less charge mobility
than its intermolecular aggregate counterparts.45 In addition, the
printing of the sample at 250 1C was done in less than 10 min.
According to the isothermal TGA at 250 1C in Fig. 2, it corresponds
to a decomposition lower than 5 wt%, which is acceptable. While
we have shown that the resulting microstructure of the formula-
tions differs when being printed below and above the melting
temperature of P3HT, printing beyond the decomposition tem-
perature of the thermoplastic matrix is not recommended.

The microstructure of the 3D printed samples, and more
specifically phase separation between the components of the
blend, can also be studied using atomic force microscopy
(AFM). However, AFM alone is agnostic to chemical composi-
tion. While it provides high-resolution topographical mapping,
it does not inherently distinguish chemical differences between
phases. In contrast, AFM-IR, combining atomic force micro-
scopy with infrared spectroscopy, enables the detection of
chemical composition through the identification of functional
groups. This combination makes AFM-IR particularly useful for
studying phase separation,46 as it provides both spatially
resolved topographical data and chemical information, allow-
ing for a more comprehensive understanding of the material’s
microstructure and the distribution of components like P3HT
within the PCL matrix. Before analyzing the samples with AFM-
IR, FTIR was performed on pristine PCL compressed film and
pristine P3HT drop-cast film to identify analyzable and distin-
guishable bands for both polymers (Fig. S12, ESI†). Indeed, a
band for each polymer of the blend that does not overlap with
the bands of the other is necessary to observe the distribution
of each component within the sample. P3HT does not exhibit
many bands that are distinguishable from those of PCL in the
1900–900 cm�1 range. The only relatively intense band that
does not overlap with the PCL is the band at 1508 cm�1 which is
assigned to asymmetric thiophene ring stretching vibration.47

On the other hand, PCL shows a band at 1728 cm�1 which is
assigned to the stretching vibration of the CQO carbonyl
group. The high intensity of this band allows for a good
contrast in the IR chemical mapping. Of note, the IR resolution
of AFM-IR is determined by the probe of the AFM, allowing it to
provide more detailed information compared to conventional
FTIR. Notably, the carbonyl vibration band observed at
1728 cm�1 in conventional FTIR appears as a single band,
whereas AFM-IR spectra reveal a splitting into two distinct bands:
one at 1724 cm�1, attributed to crystalline PCL, and another at
1732 cm�1, associated with amorphous PCL. Typically, the band
at 1732 cm�1 exhibits greater intensity than the band at

Fig. 7 Transmission UV-visible spectra of a P3HT solution in CHCl3 and
drop cast P3HT film combined with the diffuse reflectance UV-vis spec-
trum of PCL–P3HT-0.4 digital snake printed at 140 1C.
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1724 cm�1, so all the IR chemical mappings are realized at this
wavenumber.

Fig. 8 consists of three distinct panels for the PCL–P3HT-1
material prepared using the 120 1C_700 kPa_4 mm s�1 para-
meters for both the surface of the filament and its cross-
section. The left panel shows a high-resolution topographical
image showing the surface morphology of the sample. It
provides detailed information about the height variations and
surface topology. The center panel provides infrared (IR)
chemical mapping focused on the characteristic absorption
band at 1732 cm�1, corresponding to the carbonyl group in
PCL. This mapping highlights the chemical composition and
distribution of PCL within the sample. Colors ranging from red
to yellow represent a PCL-rich domain, while the color blue
indicates a PCL-poor domain. The right panel corresponds to
the IR spectra collected on specific spots on the sample, high-
lighting PCL-rich domain (green spectrum and spot) and PCL-
poor domain (blue spectrum and spot).

Together, these results provide a comprehensive analysis of
the physical and chemical characteristics of the PCL–P3HT-1
sample. Of note, for the pristine PCL in Fig. S13 (ESI†), the IR
chemical mappings depend on its surface topography. In this
context, the colors ranging from red to yellow corresponds to
domains with a greater height, which leads to a relatively
higher thermal expansion: the yellow zone is the highest,
followed by the red zone, and with the blue zone being the
lowest. A uniform response is expected for pristine PCL when
1732 cm�1 is used for IR chemical mapping, but due to the
variations in surface heights, it seems that there are different

domains. However, at this scale, the PCL is considered to be
uniform,48 the height images correlate well with the IR map-
ping, showing that greater heights correspond to a stronger
thermal response of the PCL. This trend is no longer true as the
P3HT ratio increases: it is no longer simply a height effect that
dictates the IR mapping images, it is rather the phase separa-
tion that causes PCL rich and poor domains. This is particularly
evident with PCL–P3HT-10, where there is no longer a clear
correlation between the height image and the IR mapping, and
where the characteristic band of P3HT at 1508 cm�1 becomes
noticeable in Fig. S14 (ESI†). The domain differences observed
in PCL–P3HT-1 in Fig. 8 are likely a result of the combined
influence of the presence of P3HT and height variations. The
1508 cm�1 band of P3HT lacks sufficient intensity to be
detected in the IR spectra of PCL–P3HT-1 and PCL–P3HT-4.
However, in a drop-cast sample of a PCL–P3HT-50 blend
prepared using our formulation method (Fig. S15, ESI†), the
1508 cm�1 band is visible. Multiple IR spectra collected ran-
domly across different spots on the image exhibit similar band
intensities, indicating that P3HT is well distributed in the
system despite phase separation, which is in agreement with
the observation in fluorescence microscopy.

Overall, these analyses confirmed that the PCL–P3HT result-
ing materials undergo phase separation at the sub-micron scale
and that the aggregated state of P3HT is largely preserved
during the HME process. In the context of charge mobility in
OFET devices for example, we can hypothesize that these
phenomena would be beneficial. The sub-micron scale phase
separation would help to minimize discontinuous charge

Fig. 8 AFM height images and chemical mapping at 1732 cm�1 for PCL–P3HT-1 (printed at 120 1C and 700 kPa) on the filament surface or its cross-
section. Blue and green dots on these images represent the location where the FTIR spectra are taken.

Paper Materials Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
M

ay
 2

02
5.

 D
ow

nl
oa

de
d 

on
 1

0/
28

/2
02

5 
9:

32
:5

7 
PM

. 
 T

hi
s 

ar
tic

le
 is

 li
ce

ns
ed

 u
nd

er
 a

 C
re

at
iv

e 
C

om
m

on
s 

A
ttr

ib
ut

io
n-

N
on

C
om

m
er

ci
al

 3
.0

 U
np

or
te

d 
L

ic
en

ce
.

View Article Online

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5ma00326a


4814 |  Mater. Adv., 2025, 6, 4804–4816 © 2025 The Author(s). Published by the Royal Society of Chemistry

transport pathways with insulating domains. Additionally, the
preservation of the P3HT aggregation promotes effective p–p
stacking interactions, which contributes to the charge mobility
in a device.49 Additional methods, such as Time-of-Flight
Secondary Ion Mass Spectrometry (ToF-SIMS),50 and grazing
incidence wide-angle X-ray scattering (GIWAXS)51,52 could be
used to further our understanding of the phase separation and
molecular organization, respectively, of the resulting materials.
This behavior makes possible the printing of an organic
semiconductor, P3HT, without the use of solvent and in a
non-molten state, up to 10 wt% using a 400 mm nozzle, upon
its blending with PCL acting as a thermoplastic matrix.

Conclusions

The study conducted on the PCL–P3HT model system enabled
an in-depth exploration of the behavior of blends composed of
a thermoplastic matrix and a p-conjugated compound in the
context of hot-melt extrusion. Thermal and rheological char-
acterizations were used to identify the lower and upper tem-
perature limits for hot-melt extrusion, referred to as the
printability window. Rheological studies within this tempera-
ture range revealed that PCL–P3HT blends exhibit composite-
like behavior, attributed to the P3HT remaining in its aggre-
gated state. Additionally, the blends demonstrated shear thin-
ning and thixotropic properties, which are crucial for ensuring
printability. Print fidelity tests further established a correlation
between the uniformity and roundness parameters of the
extruded architectures and the thixotropic behavior of the
blends. UV-visible spectroscopy, combined with optical and
fluorescence microscopy, provided insights into the micro-
structure of the blends, particularly the size and distribution
of P3HT aggregates within the PCL matrix. These analyses
confirmed a phase separation between PCL and P3HT at the
sub-micron scale and demonstrated that the aggregated state
of P3HT is largely preserved during the hot-melt extrusion
process. These findings contribute to advance the field of
the additive manufacturing of p-conjugated compound by
highlighting that the phase separation and aggregation state
of a p-conjugated compound, induced herein during the pre-
paration of the blend, can be retained upon additive manufac-
turing, provided that the thermoplastic matrix containing the
p-conjugated compound can be extruded at lower temperatures
than the melting temperature of the p-conjugated compound.
This strategy can be used advantageously to transition
from conventional to unconventional architectures while pre-
serving their function, which is dictated by the molecular
organization of the p-conjugated compound within the thermo-
plastic matrix. Overall, these findings represent a significant
advancement in understanding the structure–processing–prop-
erty relationships of semiconducting polymer blends in the
context of additive manufacturing. They highlight that employ-
ing a suitable thermoplastic matrix for hot-melt extrusion is an
effective strategy to enable the 3D printing of p-conjugated
compounds.

Experimental section
Materials

Highly regioregular poly(3-hexylthiophene) (P3HT) (97.3% RR,
Mw B74 kg mol�1) was purchased from Ossila. Poly(e-capro-
lactone) (PCL) (Mw B45 kg mol�1) was supplied by Millipore-
Sigma. Chloroform (CHCl3) was purchased from Fisher Chemical.
All materials were used as received without further purification.

PCL–P3HT blends

For the preparation of the PCL–P3HT-X blends, where X corre-
sponds to the weight percent of P3HT blended in PCL (in the
following example, X = 1 wt%), 1 g of PCL was dissolved in
CHCl3 in a round-bottom flask and stirred at room temperature
for 1 h. In a separate round bottom flask, 10 mg of P3HT were
dissolved in CHCl3 and stirred at 50 1C for 20 min. The two
solutions were blended in a round bottom flask and mixed for
10 min at room temperature. The solution was transferred to a
Teflon Petri dish and heated on a hot plate at 90 1C for 2 h. The
Petri dish was then transferred in a dynamic vacuum for 15 min
and left under static vacuum for 48 h. The resulting film was
cut into small pieces and stored in a desiccator until printing
and characterization. These steps were repeated with the
adjusted quantities of materials for PCL–P3HT blends contain-
ing 0.1, 0.4, 4 and 10 wt% of P3HT.

Characterization

Thermal gravimetric analysis (TGA). Decomposition tem-
peratures of PCL and P3HT were determined using a TGA
Q600 (TA Instruments) from 25 1C to 500 1C under an air
atmosphere at a heating rate of 10 1C min�1. A 1 h isotherm
experiment was done at specific temperatures from 100 1C to
250 1C to check for signs of PCL decomposition. TGA were also
performed from 25 1C to 500 1C under a nitrogen atmosphere at
a heating rate of 10 1C min�1 to obtain the decomposition
temperature to determine the temperature range of the DSC
measurements.

Differential scanning calorimetry (DSC). Transition tem-
peratures (glass transition (Tg), crystallization (Tc) and melting
(Tm) temperatures) were determined using a DSC Q1000 (TA
Instruments) from �70 to 250 1C using a heating and cooling
rate of 10 1C min�1 under a nitrogen atmosphere. A calibration
using indium was run before the measurements.

Rheology. PCL pellets or PCL–P3HT blend films were placed
between two silicone sheets from Hoskin Scientific. A Carver
press was preheated to 65 1C and the sheets containing the
sample were inserted into it when the temperature was stabi-
lized. First, the pressure applied on the sample was 5 tons for 1
min. The pressure was then released, and the sample was left to
cool on the bench for 1 min. The sample was compressed again
at 6 1C using 0.5 tons for 5 s. The pressure was released, and the
sample was left to cool on the bench for 5 min. The films
obtained were cut by a hollow punch fitting the testing geome-
tries of the rheometer (20 mm diameter and 300 mm thickness).
Rheology measurements were performed with a Discovery HR-3
rheometer (TA Instruments). Flow curves were conducted from
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80 1C to 140 1C using a shear rate ranging from 1 s�1 to
2000 s�1. Thixotropy tests were conducted from 80 1C to
140 1C for PCL and at 120 1C for the PCL–P3HT blends. For
the thixotropy test, a constant shear rate of 1000 s�1 (high shear
rate) was applied for 60 s to the sample, then the shear rate was
decreased to 0.1 s�1 (low shear rate) for 120 s to observe the
recovery time of viscosity at rest; the test was repeated 4 times
for the same sample.

Hot-melt extrusion (HME). The computer-assisted design
(CAD) files (in the shape of a digital snake, 20 mm � 20 mm)
were designed with Autodesk Fusion 360. Files were converted
to a G-Code using the NewCreatorK software (version 1.57.71)
from the hot-melt extrusion 3D printer (4D2, ROKIT INVIVO
Corp., South Korea). Extrusion conditions were set to 10% infill
and a layer height of 0.1 mm. The printing speed was varied
from 1 mm s�1 to 11 mm s�1 using a nozzle size of 200 mm or
400 mm along with various air pressures, ranging from 400 kPa
to 700 kPa, powered by an air dispenser at nozzle temperature
from 80 1C to 250 1C, and printing bed temperature from 10 1C
to 50 1C. The print parameters are shown as follows in this
paper: printing temperature_printing pressure_printing speed
(ex. 140 1C_700 kPa_4 mm s�1).

Profilometry. The height and width of the printed samples
snakes were measured using a stylus profilometer (DektakXT,
Bruker).

Optical microscopy. The samples were placed in a Zeiss
MC-80 optical microscope equipped with a camera system
and in transmission mode. For fluorescence images, an
HBO 100 source was used; lirr: 540–560 nm along with a
rhodamine filter.

Mechanical properties. Mechanical tests were performed
using an Instron series 5565. A single strand from the printed
digital snake was fixed between pneumatic grips with sandpa-
per glued over the ends to minimize grips slip. The printing
parameters of the filaments were 100 1C_500 kPa_4 mm s�1,
and the mechanical properties of the filaments are showed in
the Table S4 (ESI†). The samples were stretched at a rate of
200%/min.

UV-visible (UV-vis) spectroscopy. Transmission UV-vis mea-
surements were performed on Cary 60 for solution and drop
casted films. Diffuse reflectance UV-vis measurements of 3D
printed samples were performed on a Cary Series UV-Vis-NIR
Spectrophotometer (Agilent Technologies) using Diffuse Reflec-
tance mode equipped with an integrating sphere.

Infrared spectroscopy (IR). IR spectra were obtained using a
Nicolet 4700 FT-IR (Thermo Electron Corporation) equipped
with a DTGS detector and an ATR diamond Spectra-Tech
accessory. An average of 40 background and sample scans were
collected at a resolution of 4 cm�1.

Atomic force microscopy coupled to Infrared spectroscopy
(AFM-IR). AFM-IR measurements were performed on a Nano-
IR2 system (Anasys Instruments, USA) in contact mode, with a
rate line of 0.7 Hz, using a gold-plated silicon nitride probe with
an elastic constant of about 0.5 N m�1 and nominal radius of
10 nm. The IR spectrum was collected directly on sample
surfaces, within the 1900–912 cm�1 range (QCL laser) at a

spectral resolution of 1 cm�1 and 128 co-averages. Reported
IR spectra are averages of 5 measurements. The chemical
images were recorded at a scan rate of 0.5 Hz, a resolution of
512 � 512 pixels, and 128 co-averages, at a laser power limit
within 1–5% and at a frequency of 170–220 Hz. For compressed
film measurements, the same film preparation method is used as
for rheology samples. For surface filament measurements, the
printed PCL–P3HT filaments are affixed to a sample holder using
double-sided adhesive and measured directly using AFM-IR. For
cross-section measurements, the printed PCL–P3HT filaments are
placed in a mold to be cross-linked in an epoxy block. The epoxy
block containing the cross-section of the filament that shows up
upon slicing with a rotary microtome Leica HistoCore Nanocut R
is then used for AFM-IR measurements.
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