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Very high temperature annealing of Cu2O
obtained by the bifacial oxidation of free-standing
Cu foils

Matthew Zervos, *a George M. Georgiadis,a Ioannis Paschos, bc

Matin Ashurov bc and Pavlos Savvidisbcd

Cu2O has been obtained via the thermal oxidation of free-standing Cu foils with a thickness of 127 mm

under Ar and O2 at 1020 1C followed by controlled cooldown at �5 1C at low pressure under an inert

flow of Ar. We obtain single crystal grains of Cu2O with sizes of B500 � 500 mm2 which have a cubic

crystal structure, but these extend only halfway through the bulk down to a layer of Kirkendall voids due

to the bifacial oxidation of the Cu. The voids are nearly eliminated by annealing between 1120 1C and

1160 1C under Ar which also leads to grain growth. However, the out diffusion of the voids through the

single crystal Cu2O grains is accompanied by the formation of holes at the surface. We show that the

layer of voids can be removed by polishing the Cu2O down to B10 mm in order to preserve the single

crystal nature of the grains obtained at 1020 1C while keeping the thermal budget to a minimum and

discuss the limitations in exploiting the Cu2O obtained in this way for the fabrication of devices.

1. Introduction

Cu2O is a p-type metal oxide semiconductor that has a cubic
crystal structure and a direct energy band gap of 2.1 eV. It is an
archetype for the study of excitons that were observed for the
first time in Cu2O by Gross et al.1 It has also been suggested to
be suitable as a solar cell absorber given that it has a high
absorption coefficient of a B 105 in the visible2 but so far solar
cell device efficiencies have been limited to less than 10%.3 In
addition, Cu2O has been shown to have very good photocata-
lytic properties for water splitting4 but also for CO2 reduction.5

Consequently, Cu2O is still an active topic of ongoing
investigation that attracted even more attention after the
observation of giant Rydberg excitons with principal quantum
numbers up to n = 25 by Kazimierczuk et al.6 which in turn
instigated further interest into the possibility of adding long-
range interactions to the physics of exciton–polaritons that
were recently detected in a SiO2/Ta2O5/Cu2O/Ta2O5/SiO2

Fabry–Pérot cavity by Orfanakis et al.7 Giant Rydberg excitons

are attractive as solid-state counterparts of Rydberg atoms that
are used in quantum computers, but so far, giant Rydberg
excitons with n 4 10 and polaritons have only been observed in
naturally occurring crystals of Cu2O. It is necessary then to grow
high crystal quality Cu2O on par with that occurring in nature.

In the past, Cu2O has been obtained by many different
methods such as molecular beam epitaxy (MBE),8 atomic layer
deposition (ALD)9 pulsed laser deposition (PLD)10 electrodepo-
sition (ELD)11 aerosol assisted chemical vapor deposition
(AACVD)12 successive ionic layer adsorption-reaction (SILAR)13

and e-beam evaporation (EB)14 but the crystal quality and phase
purity of the Cu2O obtained using most of the methods listed
above is not comparable to that of naturally occurring single
crystals. Only Steinhauer et al.14 observed Rydberg excitons up
to n = 6 in Cu2O crystals obtained by thermal oxidation of
700 nm Cu deposited by e-beam evaporation (EB) on Si. Ryd-
berg excitons with higher principal quantum numbers up to
n = 10 have only been observed in (a) free standing Cu2O prepared
by thermal oxidation of Cu foils and (b) Cu2O ingots grown by the
optical float zone method using Cu2O feed and seed rods obtained
by thermal oxidation of 3–7 mm diameter Cu rods.

Early efforts in obtaining single crystal Cu2O by thermal
oxidation of Cu date back to the 1950’s15–18 but these were not
always successful and polycrystalline Cu2O with small grains
were obtained. Interestingly, high crystal quality Cu2O was
successfully and consistently obtained in the 1960’s by Toth
et al.19 via the high temperature oxidation of Cu foils in air
between 1020 1C and 1040 1C followed by annealing at higher
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temperatures between 1085 1C and 1115 1C for times ranging
between 5 and 150 h. The average annealing temperature for
0.76 mm thick Cu was 1085 1C while that used for 0.38 mm Cu
was 1115 1C. The Cu2O was retracted rapidly in less than 10 s at
the end of annealing and the CuO that formed on top of the
Cu2O was removed in HNO3 (aq) or by the use of abrasives.
Large grains of 160 mm2 were obtained from 0.203 mm and
0.254 mm thick Cu after oxidation at 1035 1C for 60 min and
annealing at 1120 1C for 5 h. In contrast the Cu2O obtained
from 0.762 mm thick Cu had to be annealed for 100 h.19

After the breakthrough of Toth et al.19 subsequent investiga-
tions focused mostly on the growth of single crystal ingots of
Cu2O by the optical, float zone method which allows one to cut
wafers with a specific thickness that are flat. More specifically,
Cu2O was obtained in the 1970’s by Brower et al.20 via the
floating zone method using Cu2O feed rods prepared by ther-
mal oxidation of Cu rods with diameters of 6.3 mm in air at
1050 1C for 96–100 h. A few years later Schmidt et al.21 also
obtained Cu2O by the floating zone method that was subse-
quently annealed in air between 900 1C to 1050 1C. Many years
later Chang et al.22 prepared Cu2O feed and seed rods via the
thermal oxidation of high purity Cu rods with diameters
between 4 and 7 mm that were oxidized in air for 3 days at
1045 1C. Cu2O was grown by the optical float zone method and
was cut into wafers with a thickness of B1 mm and diameters
of 7 mm after which they were annealed in air at 1045 1C for
1 to 4 days at one day intervals.22 Similarly, Frazer et al.23

prepared polycrystalline feed and seed rods of Cu2O by thermal
oxidation of copper metal rods at 1045 1C for 3 days. These were
used to grow single crystal Cu2O ingots by the floating zone
method. Finally, Lynch et al.24 prepared Cu2O seed rods via the
thermal oxidation of 5 mm Cu metal rods at 1100 1C for
40 hours in air that were used to grow single crystal Cu2O by
the optical float zone method and observed excitons with
principal quantum numbers up to n = 10.

It should be emphasized at this point that all previous
efforts into the growth of Cu2O crystals via the optical float
zone method were carried out using Cu2O feed and seed rods
prepared by the thermal oxidation of Cu rods in air up to
temperatures of 1100 1C. The Cu rods had diameters up to
7 mm, so the Cu2O ingots also had small diameters. The Cu2O
wafers were annealed between 1000 1C and 1050 1C and the
time taken to obtain high crystal quality Cu2O was of the order
of many tens of hours i.e. days. It should also be noted that
Cu2O has not been grown by the Czochralski method due to the
lack of suitable crucibles.

Besides all of the ongoing efforts into the growth of Cu2O via
the optical float zone method the thermal oxidation of Cu foils is
also an active topic of ongoing investigation. For instance, Mani
et al.25 investigated the thermal oxidation of Cu (99.9%) foils with a
thickness of B0.12 mm at 1050 1C in air at atmospheric pressure
for 1 h. The Cu2O was annealed at 1130 1C for 15 h in air by
increasing the temperature at a rate of 0.1 1C min�1. After anneal-
ing the Cu2O was cooled at 0.1 1C min�1 between plateaus of 1100,
1080, and 1050 1C, which were maintained for B20 h each. For
temperatures below 1050 1C, the pressure was adjusted to maintain

the Cu2O phase. Finally, at 700 1C the sample was quenched using
a flow of cold Ar.24 More recently Xiao et al.26 showed that during
oxidation of Cu the Cu2O grains undergo rapid diffusion and move
preferentially in the vertical growth direction to release the strain
through the generation of Frank partial dislocations which grow by
absorbing VCu and penetrate through the bulk. The Frank partial
dislocations tend to slip along the lattice plane with the densest
atoms, and the crystal rotates on the sliding surface, triggering
grains to orient in a specific direction. Xiao et al.26 showed that
(111)-oriented Cu2O with small grains are obtained by surface
energy-dominated growth while the (110) oriented Cu2O is obtained
by strain-energy-driven grain growth.

Very recently we showed that high crystal quality and phase
purity Cu2O may be obtained in a controlled way via the
thermal oxidation of Cu at 1020 1C under Ar and O2 after
annealing the Cu under H2 which is very effective in reducing
the bulk content of CuO in the Cu2O.27 After oxidation the
Cu2O was annealed for 60 min at 1040 1C resulting into B500�
500 mm2 single crystal grains. The entire process lasted
B6 hours. The Cu2O crystals obtained in this way consisted
of (110) and (220) high index grains like those of Xiao et al.26

but the Cu2O crystal was retracted from the heated zone at
800 1C under a flow of Ar. The surface of the Cu2O was covered
by a semi-transparent layer of 10 nm CuO that acts as a natural
passivation layer preventing the oxidation of the underlying
Cu2O upon exposure to air.27 However, the single crystal grains
of Cu2O obtained in this way do not extend throughout the bulk
due to the formation of a Kirkendall void layer (KVL) at the
middle of the foil that was first identified but not directly
observed by Toth et al. in the 1960’s.19 Recently Xiao et al.26

observed this irregular KVL in Cu2O by scanning electron
microscopy (SEM). However, the Cu2O of Xiao et al.26 was
derived by thermal oxidation of a 200 mm thick Cu foil at
1040 1C up to 3 h in air after which it was held at 1050 1C for
2 h under Ar but the Cu was in direct contact and constrained
with corundum slides (Al2O3). The KVL must be removed as this
will limit the lifetime of Rydberg excitons with large radii.
Moreover, these voids are detrimental for devices e.g. p–n
junction solar cells since there are allot of crystallographic
imperfections in their vicinity with deep states residing in the
energy gap of Cu2O that will inevitably lead to the recombina-
tion of the photogenerated electron–hole pairs and which in
turn will reduce the efficiency of solar cells.

Here we aim to obtain free standing Cu2O with large single
crystal, high purity grains via the oxidation of Cu foils in a time
and cost-effective manner that can be used for the subsequent
observation of Rydberg excitons. We show that annealing the Cu2O
above 1100 1C leads to grain growth and the elimination of the
KVL but also to the formation of holes on the surface of the Cu2O
due to the out diffusion of the vacancies and voids. We argue that
it is better to remove the KVL by polishing in order to preserve the
single crystal nature of the Cu2O grains residing above the KVL
and keep the thermal budget to a minimum which in turn will
make it feasible to isolate a single crystal grain for the purpose of
optical spectroscopy. We also discuss the limitations in exploiting
the Cu2O obtained in this way for the fabrication of devices.
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2. Methods

Cu foils with a thickness of 127 � 4 mm and technical grade
purity of 99.99% were cut and trimmed into rectangular pieces
having different length to width ratios as shown in Fig. 1(a). All
of the Cu foils had a width of 10 mm and were trimmed in such
a way so that the grain direction due to rolling ran parallel to
the long side. The length of the Cu foils was 20, 30 and 40 mm.
Both sides of the Cu foil were polished to remove the ridges due
to rolling after which they were flattened out between clean
glass slides and their corners bent to form supports as shown
in Fig. 1(b). Subsequently, the Cu was cleaned in isopropanol
under ultrasonic vibration for 10 min in order to remove
particles that got embedded into the Cu, dried with N2 and
annealed under a flow of Ar and H2 in a 100 hot wall, chemical
vapor deposition (CVD) reactor capable of reaching 1200 1C,
that was fed by a manifold consisting of four mass flow
controllers connected to Ar, NH3, O2 and H2. The reactor was
initially purged with Ar and H2 at room temperature for 10 min
in order to remove traces of air after which the temperature was
ramped up to 1000 1C at 30 1C min�1. Upon reaching 1000 1C
the same flow of Ar and H2 was maintained for 180 min to
reduce all oxides and promote grain growth. Cool-down was
carried out under the same flow of Ar and H2 all the way down
to room temperature. A constant flow of 100 ml min�1 Ar and
100 ml min�1 H2 at 10 mbar was maintained throughout the
entire process. The Cu foils were removed at room temperature
after purging with Ar and stored under vacuum in a desiccator
with silica gel. The Cu foils with an overall length of 30 or
40 mm exhibited concave bending as shown in Fig. 1(c).

The Cu was converted into Cu2O in a different 100 hot wall
reactor capable of reaching 1100 1C which was initially purged
at room temperature for 10 min using a flow of 100 ml min�1 Ar
and 100 ml min�1 H2 to remove air after which the temperature
was ramped up to 900 1C at 30 1C min�1 by maintaining the
same flow of Ar and H2 at 1 atm. At 900 1C the ramp rate was

reduced to 10 1C min�1 until 1020 1C in order to prevent a
temperature overshoot. Cu has a melting point of 1085 1C. At
1020 1C the same flow of Ar and H2 was maintained for a further
30 min at 1 atm after which the flow of H2 was interrupted and a
flow of 100 ml min�1 Ar was maintained for 15 min in order to
purge the H2 and admit O2. Subsequently the Cu foil was
oxidized for 30 min under a flow of 100 ml min�1 Ar and
10 ml min�1 O2. After oxidation the Cu2O was cooled down in
a controlled fashion at �5 1C min�1 under a flow of 100 Ar at
10�2 mbar all the way down to room temperature. A schematic
illustration of the thermal oxidation of Cu at 1020 1C under Ar
and O2 is illustrated schematically in Fig. 2.

Finally, the Cu2O crystals obtained in this way were
annealed in a different 100 hot wall reactor capable of reaching
1500 1C, that was fed by a manifold also connected to Ar, O2 and
H2. In this case the reactor was initially purged with 100 ml min�1

Ar at room temperature for 10 min in order to remove traces of
air after which the temperature was ramped up to 1140 1C at
30 1C min�1 and 1 atm. Upon reaching 1140 1C the same flow of
Ar was maintained for 1, 2, 3 and 4 hours at 1 atm. Cool-down was
carried out under the same flow of Ar at �5 1C min�1 all the way
down to room temperature. In addition, Cu2O crystals were
annealed at 1120, 1140 and 1160 1C for 60 min employing the
same flows, ramp rate and cool down conditions.

The Cu2O was inspected by optical transmission microscopy
before and after annealing; the surface and section of the Cu2O
was also inspected by scanning electron microscopy (SEM) in
order to identify the extent of the KVL while the crystal
structure and phase purity was measured by X-ray diffraction
(XRD) using a Rigaku Miniflex in the Bragg–Brentano y–2y
geometry with a Cu K-a source and wavelength of 1.54Å at scan
rate of 11 min�1.

Finally, the KVL in the Cu2O with no annealing was removed
by polishing from the back side; this was achieved by using
sapphire as a holder for the brittle Cu2O crystal that was

Fig. 1 Schematic diagram of (a) Cu foil with l = 20, 30 and 40 mm;
w = 10 mm and t = 127 mm laid flat on a quartz boat (b) Cu with l0B 16 mm;
w0 B 6 mm and t = 127 mm standing on bent point corners (c) Cu with
l0 B 36 mm; w0 B 6 mm and t = 127 mm showing the bending s = 3 mm
that occurs after annealing under Ar and H2 at 1000 1C.

Fig. 2 Schematic representation of the process used for the growth of
Cu2O by thermal oxidation of Cu under Ar: O2 (a) temperature ramp (b)
short reduction and anneal of Cu under Ar: H2 (c) purging of hydrogen (d)
and (e) thermal oxidation and (f) controlled cool down.
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covered by solid transparent wax. The wax on top of the Cu2O
was heated in a VT 6060P Thermo Scientific drying oven at
100 1C and 100 mbar in order to remove bubbles that formed
during the melting of wax which upon cooling fixed the crystal
in position. The Cu2O was polished from the back side down to
10 mm using an Allied Opti Prep Precision Polishing System
with B0.5 mm diamond lapping surface. The structural proper-
ties of the Cu2O obtained in this way were also investigated on
section by SEM.

3. Results and discussion

We will begin by considering the preparation and properties of
Cu which is important in obtaining high crystal quality and
purity Cu2O. A typical SEM image of a 127 mm thick Cu (99.99%)
foil, as received, is shown in Fig. 3(a). The surface is not flat,
and ridges run along the rolling direction that were removed by
polishing as shown in Fig. 3(b). The Cu consists of small grains
with sizes of 5 to 10 mm as shown in Fig. 3(c) and exhibited clear
and well resolved peaks in the XRD corresponding to the (111),
(200) and (311) crystallographic planes of the face centered
cubic (fcc) crystal structure of Cu as shown in Fig. 4(a). We did
not detect any peaks corresponding to CuO or Cu2O. However,

traces of oxides exist on the surface and inside the bulk Cu
which must be eliminated in order to obtain high crystal
quality and phase purity Cu2O. Previous investigations have
shown that a large flow of H2 is very effective in reducing CuO
and Cu2O into metallic Cu. CuO is reduced to Cu2O by H2 at
approximately 60 1C while complete reduction from Cu2O to
metallic Cu occurs at 480 1C.28 Consequently, the Cu was
annealed under Ar and H2 at 1000 1C and 10 mbar for 3 hours
to reduce all oxides and remove oxygen but also to promote
grain growth. A typical SEM image of the 120 mm Cu foil after
annealing is shown in Fig. 3(d) and (e). The Cu consists of
grains as large as 200 mm and the surface is flattened to an
extent due to the sublimation of Cu that occurs under the flow
of Ar and H2 at 10 mbar and 1000 1C which is lower than the
melting point of Cu i.e. 1085 1C. The Cu exhibited clear peaks in
the XRD after annealing as shown in Fig. 4(a) corresponding to
the (111), (200) and (311) crystallographic planes of the fcc
crystal structure of Cu. We find that annealing promotes the
intensity of the peak corresponding to Cu grains with the (200)
crystallographic orientation. The improvement in the crystal
quality of the Cu is due to the fact that H2 dissociates cataly-
tically into H on the surface of Cu and penetrates into the Cu
lattice promoting grain growth and eventually the formation of
a single crystal. It has been shown that polycrystalline Cu, Ni,

Fig. 3 SEM image of (a) Cu as-received showing the direction of rolling (b) Cu after polishing (c) Cu after fine polishing revealing grains with sizes up to
10 mm (d) and (e) Cu after annealing under Ar: H2 at 1000 1C for 3 h showing the formation of grains with sizes 4200 mm (f) Cu2O after thermal oxidation
at 1020 1C consisting of grains with sizes 4200 mm (g) and (h) higher magnification images of Cu2O showing that the surface is considerably flatter than
that of Cu (i) section of Cu2O showing the Kirkendall void layer at the middle extending over 50 mm at places.
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and Co foils can’t be converted into single crystals during
annealing at high temperatures under Ar without H2.29 The Cu
foils with lengths of 30 and 40 mm exhibited bending along their
length as shown in Fig. 2(c). This is attributed to a reduction in
the dislocation density and vacancies which in turn results in a
crystal lattice with lower internal strain and an increase in
ductility. This is not desirable as the Cu may come into contact
and react with the underlying quartz during oxidation. Further-
more, the Cu2O will also be bent, strained and difficult to process
further. As such the length of the free-standing Cu foils must be
limited to less than 30 mm in order to obtain relatively flat Cu2O.

Recently we showed that in order to obtain high crystal
quality and phase purity Cu2O it is necessary to prevent the
thermal oxidation of the Cu during the temperature ramp just
prior to the thermal oxidation by using Ar and H2 as illustrated
schematically in Fig. 2(a)–(c).27 The thermal oxidation of the Cu
at 1020 1C occurs at the top and bottom surfaces as shown in
Fig. 2(d) and is completed in 30 min as shown schematically in
Fig. 2(e). However, the growth of high crystal quality and phase
purity Cu2O is also dependent on the conditions used for cool-
down. In the past we removed the Cu2O crystal rapidly from the
heated zone under a flow of Ar after the temperature reached
800 1C similar to Toth et al.19 who obtained Cu2O from Cu that
was subsequently annealed between 1085 1C and 1130 1C for
times ranging between 5 and 150 h; the Cu2O was retracted
rapidly in less than 10 s at the end of annealing and the CuO
that formed on top of the Cu2O was removed in HNO3 (aq) or by
the use of abrasives. Others like, Mani et al.25 obtained Cu2O by
thermal oxidation of Cu in air at 1050 1C for 60 min and 1 atm
and quenched using a flow of cold Ar at 700 1C.25

Here we employed a slow cool down rate to suppress the
formation of CuO in Cu2O as illustrated schematically in
Fig. 2(f). More specifically after the completion of thermal
oxidation the temperature was reduced from 1020 1C down to
820 1C in a controlled fashion at �5 1C min�1 under a flow of
100 ml min�1 Ar at 10�2 mbar in order to suppress a transition
through the CuO/Cu2O phase-boundary at low and intermedi-
ate temperatures which would lead to the precipitation of CuO
inside the bulk of the Cu2O. This is consistent with Chang
et al.22 who prepared an ingot of Cu2O by the optical float zone
method that was cut into wafers with a thickness of B1 mm
and diameters up to 7 mm after which the Cu2O wafers were
annealed in air at 1045 1C for 1 to 4 days at one day intervals.
The Cu2O was removed from the furnace and cooled in air; it
reached room temperature in 10 min, but this quenching led to
the formation of CuO.22 It was shown that the density of the Cu
vacancies was reduced by slow cooling at �5 1C min�1 which
also led to a suppression of the formation of CuO on top of the
Cu2O.21 Similarly, Frazer et al.23 prepared Cu2O ingots by the
floating zone method. Crystal slices of Cu2O were annealed in a
box furnace at 1045 1C for one to five days and cooled to room
temperature at a rate of 5 1C min�1. The formation of CuO was
suppressed by annealing and slow cooling, which resulted in an
increase of phase purity by a factor of 540 � 70. Consequently,
the elimination of O2 by maintaining a flow of Ar at 10�2 mbar
during cool down at �5 1C min�1 prevents the precipitation of
CuO inside the bulk of Cu2O.

A typical image of the Cu2O obtained here is shown in
Fig. 5(a). The red-ruby Cu2O observed in transmission is very
similar to a naturally occurring red ruby crystal of Cu2O which

Fig. 4 XRD of (a) Cu as received and Cu after annealing under Ar: H2 at 1000 1C for 3 h; inset shows the fcc crystal structure of Cu. (b) Cu2O after
annealing at 1120 1C, 1140 1C and 1160 1C for 3 h. (c) Cu2O after annealing at 1140 1C, for 2, 3 and 4 h. (d) Crystal structure of Cu2O.
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is shown in Fig. 5(b) but a semi-transparent layer of CuO is
expected to form on top of the red-ruby Cu2O. This may be
understood as follows: the basic starting point for oxidation of
copper to cuprous oxide is 4Cu(s) + 2O2 (g) - 2Cu2O(s) after
which the Cu2O will be inevitably react with O2 at the surface
according to 2Cu2O (s) + O2 (g) - 4CuO(s) leading to the
formation of CuO. The surface layer of CuO is semi-transparent
for otherwise we would not be able to see through the Cu2O
crystals of this work under an optical transmission microscope.
As such we suggest that the CuO has a thickness of the order of
a few tens of nm’s similar to what we found previously by TEM/
HRTEM.27

A typical SEM image of the Cu2O crystal is shown in Fig. 3(f)–
(h). We find that the Cu2O consists of grains that have sizes up
to B500 � 500 mm2. Interestingly the surface of the Cu2O is
flatter than the Cu after annealing. The Cu2O exhibited strong
peaks in the XRD corresponding to the (111), (110) and (220)
crystallographic planes of the cubic crystal structure of Cu2O.
According to Xiao et al.26 strain-driven growth leads to the
formation of the (110) and (220) oriented crystallographic
planes of Cu2O but (111) oriented Cu2O with small grains are
obtained by surface energy-dominated growth. It is important
to note however that Xiao et al.26 applied strain by constraining
the Cu between corundum (Al2O3) slides in contrast to the free
standing Cu2O obtained in this work. Despite the fact that we
obtain large, single crystal grains of Cu2O they do not extend all
the way through the bulk. The bifacial thermal oxidation of Cu
at 1020 1C occurs on the front and back side of the Cu and leads
to the formation of a KVL halfway below the surface. A typical
SEM image of the KVL is shown on section in Fig. 3(i). We
suggest that vacancies and voids are generated at the interface
between Cu and Cu2O due to the large difference in the lattice
constants of Cu2O i.e. a = 4.2696 Å and that of Cu, a = 3.615 Å.
The voids grow larger as the two oxidation fronts move into the
bulk of Cu. This KVL was originally identified by Toth et al.19 in
an indirect way i.e. by measuring the resistance along a section
but was observed directly by SEM only recently by Xiao et al.26

Consequently, the crystal from top to bottom consists of (i) a
compact, semi-transparent thin layer of CuO (ii) single crystal
grains of Cu2O (iii) a layer of Kirkendall voids (iv) single crystal
grains of Cu2O and finally (v) a CuO layer on the back as
depicted schematically in Fig. 3(f). Obviously the KVL and the
semi-transparent surface layer of CuO must be eliminated.

We have tried to remove the KVL by annealing the Cu2O at
1120 1C, 1140 1C and 1160 1C for 60 min; SEM images on plan
and section are shown in Fig. 6(A) to (C) respectively. We also
annealed the Cu2O at 1140 1C under Ar for 2, 3 and 4 hours;
plan view images are shown in Fig. 7(A) to (C) respectively. One
may observe the formation of well defined, steps and holes in
Fig. 6(A) after annealing the Cu2O at 1120 1C for 60 min; the
formation of the holes at the surface is attributed to the out-
diffusion of copper vacancies and Kirkendall voids during
recrystallization so that the energy of the crystal is minimized.
The circular holes after annealing at 1120 1C are empty and
have a diameter of B1 mm. We find that the areal density of the
holes exhibits a strong increase after annealing at 1140 1C as
shown in Fig. 6(B). The holes appear as black dots in optical
transmission. Interestingly we observe that most of the holes
are filled up with individual lamellas that are oriented in
various directions and protrude above the surface as shown
in Fig. 6(B) and the Kirkendall voids do not form an extended
layer as shown in Fig. 3(i). The Kirkendall voids are nearly
eliminated after annealing at 1160 1C as shown in Fig. 6(C) but
the diameter of the holes has increased up to B10 mm. We
estimate that the diffusion coefficient is of the order of 10�10 at
1160 1C which is quite high, taking a vacancy migration
activation energy of B1.0 eV and D0 B 10�6 m2 s�1. In short,
the KVL can be reduced significantly by annealing above
1200 1C but this inevitably leads to the formation of holes in
the vicinity of the surface.

In addition to varying the temperature of annealing we also
varied the time of annealing. Typical SEM images of the Cu2O
annealed at 1140 1C for 2, 3 and 4 h. are shown in Fig. 7(A) to
(C) respectively. One may again observe the formation of holes

Fig. 5 Typical images of Cu2O obtained by optical transmission microscopy (a) as grown at 1020 1C (b) natural crystal (c), (d), (e), (f) Cu2O after annealing
at 1140 1C for 1, 2, 3 and h. respectively.
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on the surface of the Cu2O crystal, some of which are hollow, and
others filled with individual lamellas that are oriented in various
directions and protrude above the surface as shown in Fig. 7(A).
The recrystallization of these lamellas occurs with increasing time
and ordered facets develop as shown in Fig. 7(B) and (C) after
annealing at 1140 1C for 3 and 4 h respectively. In addition, one
may observe the filling of the empty holes. In all cases

recrystallization has led to the formation of steps on the surface.
Before elaborating further, it is interesting to point out that these
spherical protrusions extend downwards into the bulk Cu2O up to
30 mm as shown by the SEM section images of the Cu2O after
annealing at 1040 1C up to 4 h in Fig. 8(A) and (B). All of the Cu2O
crystals annealed between 1120 and 1160 1C for 1 h exhibited clear
peaks in the XRD as shown in Fig. 4(b); one may observe only
peaks corresponding to the (110), (220) and (111) crystallographic
orientations of Cu2O annealed at 1120 1C for 1 h and the
emergence of peaks corresponding to the (111), (200) and (220)
crystallographic orientations of Cu upon annealing at 1140 1C and
1160 1C for 1 h. The high temperature annealing was carried out
under inert Ar to prevent the reaction of the Cu2O with O2 which
would lead to the formation of CuO. The use of Ar translates into a
lack of oxygen, so the Cu2O is losing oxygen and Cu is precipitating
into the voids above its melting point i.e. 1085 1C that’s why we
observe semi-spherical protrusions on the surface and peaks
corresponding to Cu in the XRD. Similar trends are observed after
annealing the Cu2O at 1140 1C for 2, 3 and 4 h. Moreover, we find
that the Cu2O is compressively strained, and the strain is B0.94%
before annealing but is reduced to B0.46% after annealing. The
strain in the Cu2O during thermal oxidation of Cu occurs due to
the difference in the lattice constants as well as thermal expansion
coefficients of Cu and Cu2O.

From the above it is evident that the KVL must be removed
by polishing not by annealing in order to preserve the single
crystal nature of the Cu2O grains. This may be achieved by
polishing the Cu2O crystal from the back side. However, the
Cu2O crystal is brittle and not easy to cleave in straight lines
due to the fact that it consists of interlocked polygon grains. In

Fig. 6 SEM images of Cu2O annealed at 1120 1C, 1140 1C and 1160 1C for 1 h under a flow of Ar shown in panels A, B and C respectively; also shown for
completeness corresponding images of Cu2O obtained by optical transmission microscopy showing the red-ruby Cu2O. (a) Empty pinholes and steps
appear on the surface after annealing at 1120 1C for 1 h. (b) The density of the pinholes is larger after annealing at 1140 1C for 1 h; some of the pinholes are
filled with crystals having a lamella crystal structure and some are empty; also shown the KVL on section showing voids that have a size of B5 mm
(c) Similar pinholes are observed after annealing at 1160 1C for 1 h; the KVL has been nearly eliminated as shown on section.

Fig. 7 SEM images of Cu2O annealed at 1140 1C for 2, 3 and 4 h under a
flow of Ar at 1 atm shown in panels A, B and C respectively; different
magnifications are shown top to bottom as indicated by the arrows in each
case. One may observe the occurrence of partially and completely filled
pinholes as well as steps on the surface in all three cases.
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addition, the Cu2O crystal is not perfectly flat. In general, the
Cu2O crystals obtained via the thermal oxidation of free-
standing Cu with a length to width ratio 42 exhibited bowing
and were bent along the lateral direction. The Cu2O crystals
obtained from Cu with l/w = 1 were bent along all sides.

In order to obtain a relatively flat piece of crystal from the
Cu2O we had to remove the corner supports and then apply
pressure between two glass slides. The Cu2O broke into irregular
pieces similar to the natural red-ruby Cu2O crystal fragments
that were used by Kazimierczuk et al.6 for the observation of
giant Rydberg excitons as well as Orfanakis et al.7 who integrated
them into a SiO2/Ta2O5/Cu2O/Ta2O5/SiO2 Fabry–Pérot cavity. The
natural Cu2O crystals in both of these cases had dimensions of
B3 mm � 3 mm.6,7 The Cu2O pieces that we obtained have
similar dimensions of B5 mm � 5 mm. A section of the Cu2O
after polishing is depicted in Fig. 8(C) showing that the KVL has
been removed successfully without annealing.

Finally, the semi-transparent layer of CuO at the surface also
has to be removed by polishing. CuO is a p-type metal-oxide
semiconductor that has an indirect energy gap of 1.4 eV and will
absorb photons bouncing back and forth between the mirrors of
a cavity. The CuO will absorb photons and also act as a sink for
the photogenerated electron and holes which will recombine in a
non-radiative fashion in the near vicinity of the surface especially
via deep states in the energy gaps of the CuO and Cu2O that are
related to crystallographic imperfections that form due to the
difference in their lattice constants. Nevertheless, it is important
to keep in mind that this layer of CuO acts as an excellent
passivation layer for the underlying red ruby Cu2O so it can be
stored for extended periods of time under ambient conditions.

Considering that the Cu2O crystals are very brittle especially
after removing the KVL by polishing down to a few tens of mm,

it is difficult to use them as substrates for the subsequent
deposition of other n-type oxides e.g. ZnO and processing to
make p–n junction solar cell devices. One way of overcoming
these difficulties is to bond them onto a rigid substrate after
removing the voids which would allow subsequent processing
to be carried out, but the Cu2O would have to be doped during
growth with a suitable p-type impurity in order to increase its
conductivity and reduce resistance as the Cu2O crystals in our
case did not contain any intentional p-type impurities. Never-
theless, we must point out that the free standing Cu2O crystals
obtained using the method described here is not cost effective
or justified for the fabrication of competitive solar cell devices.
Lower cost methods such as reactive sputtering of Cu2O are
more suitable as described by Shibasaki et al.3 who fabricated
an all-oxide solar cell with an efficiency of B10%.

4. Conclusions

Cu2O has been obtained via the thermal oxidation of Cu under Ar
and O2 at 1020 1C followed by controlled cooldown at�5 1C at 10�2

mbar under an inert flow of Ar. We obtain single crystal grains of
Cu2O with sizes of B500 � 500 mm2 which have a cubic crystal
structure and extend down to a layer of Kirkendall voids that form
in the middle due to the bifacial oxidation of the Cu in B6 hours
without annealing the Cu2O. Annealing between 1120 1C and
1160 1C leads to a significant reduction of the Kirkendall voids
and grain growth up to 3 � 3 mm2 but also the formation of
10–20 mm deep holes due to the extensive out diffusion of the
Kirkendall voids that are gradually filled with Cu upon increasing
the annealing temperature due to a transition through the Cu2O/Cu
phase boundary. The growth of the free standing Cu2O carried out in
this way uses a high thermal budget but one may isolate individual
Cu2O grains after removing the KVL by polishing for the purpose of
optical spectroscopy without the need for extensive, long annealing,
thereby minimizing as much as possible the thermal budget. The
Cu2O crystals obtained in this way are not cost effective for the
fabrication of competitive, all-oxide, solar cell devices for which
lower cost methods such as reactive sputtering are more suitable.
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Fig. 8 SEM images of Cu2O on section after annealing at 1140 1C for 4 h.
(A) A reduction in the extent of the KVL layer and isolated spherical voids
are observed (B) section showing filled up holes below and above the
surface (C) a section of the polished Cu2O obtained at 1120 1C with no
post growth annealing.
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