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cal and thermoelectric properties
of electrodeposited Bi1−xSbx nanowire networks by
thermal annealing†

Luc Piraux, *a Nicolas Marchal, a Pascal Van Velthem, a Tristan da Câmara
Santa Clara Gomes, a Flavio Abreu Araujo, a Etienne Ferain, ab

Jean-Paul Issi a and Vlad-Andrei Antohe *ac

Arrays of thermoelectric nanowires embedded in organic films are attracting increasing interest to fabricate

flexible thermoelectric devices with adjustable dimensions and complex shapes, useful for sustainable

power sources of portable electronic devices and wireless sensor networks. Here, we report the

electrochemical synthesis of interconnected bismuth-antimony (Bi1−xSbx) nanowires (with 0.06 < x <

0.15) within the branched cylindrical nanopores of polycarbonate membranes. The influence of

temperature and magnetic field on the electrical and thermoelectric properties was studied by

considering electric and thermal currents flowing in the plane of the films. We show that short annealing

times with temperature up to 250 °C of the nanowire-based nanocomposite lead to a large increase in

the thermoelectric power, reaching values up to −80 mV K−1 at room temperature, which are

comparable to those of bulk Bi-Sb alloys. In addition, we report Hall effect measurements on crossed

nanowires, made possible for the first time by the remarkable electrical connectivity of the nanowire

network. These measurements, combined with variations in temperature and under the magnetic field of

the electrical resistance, indicate that the interconnected networks of Bi1−xSbx nanowires after thermal

annealing behave like n-type, narrow band gap semiconductors. Overall, the electrical and

thermoelectric properties near the ambient temperature of the heat-treated Bi1−xSbx nanowire networks

are similar to those of bulk polycrystalline Bi-Sb alloys, which are well-known thermoelectric materials

exhibiting optimal performance near and below room temperature.
1 Introduction

Bulk bismuth-antimony (Bi1−xSbx) is a narrow-gap semi-
conductor for 0.06 < x < 0.2, with attractive and optimal ther-
moelectric properties near and below ambient temperature.1–3

At room temperature, polycrystalline Bi1−xSbx alloys exhibit
a broad maximum of the gure of merit, i.e., ZT = S2T/rk ∼ 0.3
for x ∼ 0.12,4,5 where S, r and k are the Seebeck coefficient (or
thermopower), electrical resistivity and thermal conductivity,
respectively, at temperature T. It has also been predicted theo-
retically that nanostructuring Bi-Sb alloys through the synthesis
of nanowires (NWs), thin lms and nanocomposites could lead
to a higher ZT due to the quantum connement effect.6
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On the other hand, the development of lightweight and
exible thermoelectric materials7,8 obtained by integrating
thermoelectric NWs into organic hosts is attracting a great deal
of interest because they are likely to harness the thermal energy
of hot surfaces with complex geometries, or even of the human
body, thus offering innovative prospects in the context of
sustainable development and the powering of miniature,
lightweight and functional portable electronic devices.9–11 In
this context, the electrochemical synthesis of three-dimensional
(3D) networks of interconnected NWs in cross-pore polymer
membranes a few tens of micrometers thick opens up new
prospects in the eld of exible thermoelectricity, as recently
demonstrated in the case of magnetic NWs.8,12,13 Indeed, unlike
parallel arrays of NWs where thermal and electric current can
only be applied in the direction parallel to the axis of the NWs,
i.e., along the direction normal to the membrane lm, the 3D
NW structure allows also measurements to be made in the
macroscopic direction of the lm plane, taking advantage of the
excellent electrical connectivity.8,12,13 This unique architecture of
crossed NWs (CNWs) embedded within organic polymer
membranes not only makes it possible to considerably increase
the thermoelectric output signal, but also to exploit the
© 2025 The Author(s). Published by the Royal Society of Chemistry

http://crossmark.crossref.org/dialog/?doi=10.1039/d4na00735b&domain=pdf&date_stamp=2024-12-14
http://orcid.org/0000-0003-0684-4338
http://orcid.org/0000-0001-8150-7214
http://orcid.org/0000-0002-9998-5406
http://orcid.org/0000-0002-5214-0377
http://orcid.org/0000-0001-7157-3197
http://orcid.org/0000-0002-2421-7904
http://orcid.org/0000-0003-0276-156X
http://orcid.org/0000-0003-2298-0719
https://doi.org/10.1039/d4na00735b
http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d4na00735b
https://pubs.rsc.org/en/journals/journal/NA
https://pubs.rsc.org/en/journals/journal/NA?issueid=NA007001


Paper Nanoscale Advances

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

2 
O

ct
ob

er
 2

02
4.

 D
ow

nl
oa

de
d 

on
 1

0/
18

/2
02

5 
12

:4
4:

44
 A

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
advantages of transverse thermoelectricity, as recently demon-
strated by Nernst measurements carried out on 3D arrays of
pure Bi CNWs.14 It is worth noting that interconnected arrays of
thermoelectric nanomaterials have been synthesized by elec-
trodeposition within 3D porous anodic alumina (AAO)
templates.15 However, although such 3D scaffolds including
thermoelectric NWs can be produced on a large scale, the
fragility of the inorganic AAO host makes this technology
unsuitable for the preparation of exible thermoelectric
devices.

To date, little work has been done on the electrochemical
synthesis of Bi-Sb alloy NWs16–22 and even less on studying their
thermoelectric properties.21,22 For as-prepared Bi-Sb NWs, it
appears that the Seebeck coefficients measured on parallel
arrays of NWs22 or single NWs21 are signicantly lower than
those of bulk materials. In addition, the thermoelectric
measurement performed on a single Bi0.92Sb0.08 NW aer
annealing at 180 °C under a nitrogen (N2) atmosphere led to
a slight reduction in the Seebeck coefficient.21 In contrast, it was
recently shown that both the resistivity and thermopower
properties of 100 nm-thick Bi-Sb alloy lms are enhanced with
the overall microstructural quality, which improves with
annealing temperature until close to the melting point.23

In this work, we report on the electrochemical synthesis and
the effect of annealing on the electrical and thermoelectric
properties of 230 nm diameter Bi1−xSbx alloy CNWs (with 0.06 <
x < 0.15) embedded in 3D porous polycarbonate (PC)
membranes. Taking advantage of the interconnected structure
of the NW network featuring an excellent electrical connectivity,
Hall effect measurements were carried out for the rst time on
such a NW system, enabling the type and density of charge
carriers to be determined. Such Hall effect measurements,
which provide important information for electronic transport,
are obviously not feasible to carry out on parallel NW arrays
made by template-free or -assisted approaches. So far, previous
Hall effect measurements have only been carried out on single
InAs and InP semiconductor NWs grown by bottom-up
techniques.24–27 In this work, it was found that aer short
annealing times with temperature up to 250 °C, the Bi1−xSbx
CNWs behave like n-type narrow-gap semiconductors and the
Seebeck coefficients near room temperature, up to −80 mV K−1,
are very close to those obtained in bulk polycrystalline Bi-Sb
alloys and well above the thermopower values of Bi-Sb NWs
reported to date.

2 Materials and methods
2.1 Sample preparation

In this work, 3D networks of CNWs made up of Bi1−xSbx, where
x is 0.06, 0.10 and 0.15, have been obtained through electro-
chemical deposition (ECD) within PC templates featuring
interconnected cylindrical pores. Such 3D porous PC
membranes with a thickness of 28 mm have been prepared by
track-etching technology,28 following a well-known
procedure.12,14,29–33 For this study, the PC lms were subjected
to a two-step irradiation process with heavy ions at angles of
±25° with respect to the normal to the surface, followed by
© 2025 The Author(s). Published by the Royal Society of Chemistry
a chemical dissolution of the latent tracks in a NaOH-based
etchant. In this process, PC templates with an average pore
diameter of 230 nm and an estimated porosity of about 20%
were obtained. Subsequently, the as-prepared PC templates
were covered onto one side by electron-beam evaporation (EBE),
with a chromium (Cr, ∼15 nm)/copper (Cu, ∼2 mm) bi-layer to
cover the nanopores and serve as a cathode during the subse-
quent Bi-Sb ECD process.

In a second step, Bi1−xSbx CNWs (x is 0.06, 0.10 and 0.15)
were grown by ECD using a PAR 263A Potentiostat following
a protocol slightly modied from that used for the growth of
pure polycrystalline Bi CNWs.14 In particular, SbCl3 (antimony
chloride) was added to an aqueous electrolyte commonly used
for Bi growth and containing: 0.1 M BiCl3 (bismuth chloride),
1 M HCl (hydrochloric acid fuming, 37%), 0.3 M C4H6O6 (tar-
taric acid), 1 M NaCl (sodium chloride) and 1 M C3H8O3 (glyc-
erol). The different Sb content in the Bi1−xSbx deposit was
adjusted by varying the jSbj/jBij molar ratio in the electrolyte to
0.4, 0.6 and 0.8, respectively. Bi1−xSbx CNWs were grown at
room temperature by pulsed chronoamperometry in order to
secure a uniform lling of the PC template. In this regard,
−0.30 V was applied for 10 ms to electrochemically reduce the
cations inside the pores close to the working electrode surface
with a platinum (Pt) auxiliary electrode, followed by a potential
of about−0.14 V for 90ms to facilitate ion diffusion through the
pores in the vicinity of the electrode between repetitive reduc-
tion steps. The latter potential value was always slightly
adjusted to be close to the open circuit potential (OCP) of the
cell to avoid electrochemical reduction during these relaxation
periods. All the potentials were applied versus a silver/silver
chloride (Ag/AgCl) reference electrode. Similar electrolyte
compositions and electrochemical procedure were previously
used to prepare Bi1−xSbx thin lms,34,35 as well as NWs or
nanotubes (NTs) within AAO membranes.19,20 For each of the
samples prepared, the total duration of the ECD process was
regulated by controlling the deposition charge, to ensure
similar volumetric lling of the PC templates used. For the
electrical measurements, the electrochemical growth of the
NWs was restricted so that they did not emerge at the PC lm
surface and form macroscopic caps. For this series of samples,
the porous membranes were partially lled and the thickness of
the CNWs lm was estimated to be 20 mm. Herewith, networks
of CNWs made up of Bi0.94Sb0.06, Bi0.90Sb0.10 and Bi0.85Sb0.15,
have been synthesized. The as-prepared samples were then
rinsed with ultra-pure deionized water (DIW), dried out under
a so N2 gas ow and kept under room ambient conditions
until further manipulation.

The PC–Bi1−xSbx CNW nanocomposites were then subjected
to a thermal annealing process at 250 °C under an N2 atmo-
sphere in a lab furnace, with a ramp rate of 10 °C min−1. Once
the maximum temperature was reached, the samples were
cooled down to room temperature following approximately the
same temperature ramp. It should be noted that the annealing
temperature far exceeds the PC's glass transition temperature of
about 150 °C. Under the usual conditions, this amorphous
polymer soens gradually above this temperature and ows,
which for the membranes used in this work leads to the rapid
Nanoscale Adv., 2025, 7, 124–132 | 125
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elimination of the porous structure. Interestingly, the 3D
structure of the highly packed Bi-Sb CNW networks ensures the
stability of the nanocomposites, whose mechanical properties
are preserved. This is no longer the case if the annealing
temperature reaches the melting temperature of Bi1−xSbx
CNWs, which is very close to the melting point of Bi, i.e., at
271.5 °C.36 Also, as the annealing temperature is well below this
point, no contamination of the Bi1−xSbx CNWs should occur
due to the PC template.
2.2 Sample characterization

To perform electrical and thermoelectric measurements on
Bi1−xSbx CNWs, the metal cathode was locally removed through
a mechanical mask by galvanostatic electrochemical etching in
a commercially available Cu electrolyte, at a current density of 0.5
A cm−2, as described previously.14 This fabrication process, fol-
lowed by a simple scissor cut of the nanocomposite lm, allows
the geometry of the sample to be adapted to the experimental
measurement concerned. While the parallel arrays of NWs tradi-
tionally studied in porous AAO or polymer membranes do not
allow the Hall effect to be measured, it is worth pointing out that
Hall measurements can be made in our system thanks to the
branched NW structure. Fig. 1a and b show a drawing and
a photograph, respectively, of a Hall bar arrangement used to
combine measurements of electrical resistance and Hall effect.
The current was directly injected into the rectangular Hall bar
(about 2 cm long) from the unetched sections of the metallic
cathode, where electrical contacts weremade by Ag paint. The two
contacts used to measure the Hall voltage are also seen in Fig. 1b.
Fig. 1 (a and b) Schematic representation (a) and photograph (b) of the
layers for measurements of the electrical resistance and Hall coefficient o
up for Seebeck coefficient measurements with the heat flow (Q) in the
microscope (SEM) images at two different magnifications showing the s
diameter of 230 nm and a 20% packing density. The SEM micrographs
template in dichloromethane. (e) Photograph of the flexible Bi1−xSbx CN

126 | Nanoscale Adv., 2025, 7, 124–132
Typical resistance values of the prepared specimens were in the
range of a few tens of ohms. Measurements of the electrical
resistance, magnetoresistance and Hall effect of Bi1−xSbx CNWs
with a diameter of 230 nm were carried out between 15 K and 300
K and up to a magnetic eld of 0.8 T applied along the out-of-
plane direction of the CNW lms. Thermopower was measured
between 110 K and 320 K under vacuum conditions using the set-
up recently developed for pure Bi CNWs.14 In this case, heat ow
in the plane of the CNW lm was generated by a resistive heater
anchored on a Cu block at one end of the sample, the other end
being in good thermal contact with a heat sink, as shown in
Fig. 1c. The application of a temperature difference (DT) results in
a thermoelectric voltage (DV). The voltage leads were made of thin
chromel P wires and the temperature difference was measured
with a small diameter type E differential thermocouple.

The morphological and elemental characterizations of the
interconnected networks of Bi1−xSbx CNWs were performed
using a JEOL 7600F eld-emission scanning electron micro-
scope (SEM) equipped with an energy-dispersive X-ray (EDX)
detector. For this purpose, the PC templates were completely
removed in dichloromethane and the self-supported CNW
samples were aerwards placed on silicon (Si) wafers with the
cathode-side facing downwards. The free-standing networks of
CNWs were thick and dense enough to minimize the inuence
of the signals eventually emanating from the Si substrate and
cathode layers during the local EDX spectroscopic analysis.
Fig. 1d shows the SEM images of Bi1−xSbx CNWs with a diam-
eter of 230 nm aer the complete chemical dissolution of the
polymer membrane. The CNW network exhibits the replicated
four-probe electrode design obtained by local etching of the cathode
f the 3D networks of Bi1−xSbxCNWs. (c) Design of the experimental set-
plane of the film made up of Bi1−xSbx CNWs. (d) Scanning electron

elf-supported network of interconnected Bi0.94Sb0.06 CNWs, with the
were taken after the complete dissolution of the polycarbonate (PC)
W sample as-prepared for thermoelectric measurements.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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complex branching morphology of the porous template and is
mechanically robust and self-standing. The inset of Fig. 1d
reveal the NW branched structure at higher magnication.
Fig. 1e shows the PC-CNW nanocomposite lm, highlighting
the exibility of the macroscopic sample and the ease of its
handling.

In addition, the crystalline structure of the electrodeposited
Bi1−xSbx CNWs was evaluated by X-ray diffraction (XRD) using
a Bruker D8 Advance diffractometer equipped with a Lynxeye
XE-T detector, operating with Cu Ka radiation (l = 1.54 Å) at 1.2
kW. XRD data were acquired in a symmetric Bragg–Brentano
geometry, in the range of 2q = 25°–70°, with an angular step of
0.015° and an integration time of 0.15 s. For this purpose, the
cathode layers from one side of the PC templates were
completely removed by electrochemical etching as already
explained, and subsequently the samples were carefully glued
on a Si crystal sample holder. The EVA soware package
(Bruker) was employed for data acquisition and post-
processing, whilst the AMCSD (American Mineralogist Crystal
Structure Database) was used for phase identication. For dis-
playing purpose, the Cu Ka2 contribution was stripped out and
the amorphous background given by the PC templates was
extracted from the XRD patterns.
3 Results and discussion
3.1 Elemental and structural investigation

Fig. 2a shows the EDX spectra of the Bi1−xSbx CNWs with
different Sb content. As can be noticed, the EDX analysis indi-
cates only the presence of the constitutive elements, i.e., Bi and
Fig. 2 (a) Energy dispersive X-ray (EDX) analysis of the 3D interconn
percentage of Sb, respectively. The spectra were obtained after complet
corresponding quantitative compositional charts. (b) X-ray diffraction (X
templates. The data are normalized and the amorphous background give
powder diffraction data of Bi (AMCSD 0012839) and Sb (AMCSD 000973

© 2025 The Author(s). Published by the Royal Society of Chemistry
Sb, with no other contaminant traces present in the electro-
deposited samples. In addition, the insets of Fig. 2a represent
corresponding quantitative elemental calculation charts,
demonstrating an Sb atomic percentage in the Bi1−xSbx alloy of
approximately 6%, 10% and 15%, respectively, with increasing
jSbj/jBij molar ratios in the electrolyte during the CNW elec-
trochemical growth.

Fig. 2b shows the XRD patterns of the various Bi1−xSbx CNWs
obtained aer an annealing process of the samples at 250 °C.
For convenience, the AMCSD reference diffraction peaks data of
Bi and Sb, both corresponding to the rhombohedral crystal
system, are given at the bottom of the plots in blue and orange,
respectively. As can be observed, the normalized XRD patterns
include multiple peaks and all of them could be indexed to the
same space group (R-3m) for all samples, with the most intense
peak being reected from the (012) planes of the trigonal unit
cell. Clearly, the XRD data obtained conrm the polycrystalline
nature of the Bi1−xSbx CNWs, with a weak preferential growth
overall. It can also be noticed from Fig. 2b that the diffraction
angle values (2q) of all the identied peaks are between the
expected positions for pure Bi and Sb, according to the AMCSD
0012839 and AMCSD 0009736 cards, respectively (see the
reference patterns and 2q values mentioned in Fig. 2b), indi-
cating the formation of a Bi-Sb solid compound with no sepa-
rated phase complexes. It can thus be concluded that Sb is
progressively introduced within the Bi trigonal crystal system,
causing its distortion that evolves with increasing the Sb
content. Indeed, the ionic radius of Sb3+ (∼2.06 Å) is smaller
than that of Bi3+ (∼2.30 Å).37 In consequence, if Bi3+ ions are
more and more substituted by Sb3+, the lattice constant
ected Bi1−xSbx CNWs, with approximately 6%, 10% and 15% atomic
e dissolution of the PC templates in dichloromethane. The insets show
RD) patterns acquired on the various Bi1−xSbx CNWs embedded in PC
n by the PC template was removed from the XRD patterns. Reference
6) are shown at the bottom in blue and orange, respectively.

Nanoscale Adv., 2025, 7, 124–132 | 127
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decreases causing a progressive shi towards higher diffraction
angles, as observed in all the acquired XRD patterns. Similar
results were reported elsewhere, too, for electrodeposited Bi-Sb
alloys of different elemental compositions.19,34,35 It should be
noted that a variation in the crystallite size of the Bi1−xSbx
CNWs following the annealing step was not evidenced, as
shown by the XRD patterns acquired on the as-deposited (not
annealed) samples (see Fig. S1 in the ESI le†).
3.2 Electrical and thermoelectric measurements

The temperature dependence of the electrical resistance of the
as-prepared and annealed Bi1−xSbx CNWs is shown in Fig. 3a
and b, respectively. For all samples, the data have been
normalized to the resistance value at room temperature. For the
as-prepared samples, the variations of resistance between 15 K
and 300 K are very small, showing a slight rise in resistance
below room temperature followed by a small continuous
decrease below T = 175–225 K. Noteworthily, the lower the Sb
Fig. 3 (a and b) Temperature dependence of the electrical resistance
of the as-prepared (a) and annealed (b) Bi1−xSbx CNWs. The data are
normalized to values obtained at room temperature. The inset of (b)
shows the variation of the logarithm of the normalized resistance
versus the inverse of temperature for the annealed samples.

128 | Nanoscale Adv., 2025, 7, 124–132
concentration, the more pronounced the decrease in electrical
resistance at low temperature. Overall, the results of Fig. 3a are
in good agreement with those previously reported for electro-
deposited Bi-Sb NWs of comparable composition and
diameter.21,22

In contrast, the annealed Bi1−xSbx CNWs exhibit semi-
conducting behavior similar to that reported on bulk poly-
crystalline Bi-Sb alloys,38–40 lms prepared by evaporation,41 and
NWs made by introducing molten Bi-Sb alloys into the pores of
AAO templates42 and glass capillaries.43 It should be empha-
sized that the temperature variation of the resistivity of narrow-
gap semiconductors results from the opposing contributions of
the charge carrier density, which increases monotonically with
temperature and mobility, which in turn decreases with
temperature due to the increase in electron–phonon collisions.
While the temperature dependence of resistivity is dominated
by electron mobility in Bi-Sb single crystals, giving rise to
metallic behavior overall, semiconducting behavior is oen
observed in low-mobility polycrystalline materials (see the work
of B. Lenoir et al.2 and references therein). For Bi1−xSbx CNWs
the temperature evolution of the electrical resistance reported
in Fig. 3b shows that it is dominated by the temperature
evolution of the carrier concentration. In the high temperature
range, the electrical resistance of the samples exhibits semi-
conducting behavior with an exponential temperature depen-
dence, i.e., R(T) f exp(3g/2 kT), with 3g being the band gap.44

Therefore, plotting the logarithm of the normalized resistance
versus the inverse of temperature allows the evaluation of 3g (see
the inset of Fig. 3b). The band gap values thus obtained for the
three Bi1−xSbx CNW samples (3g = 58 meV, 56 meV and 40 meV,
for x = 6%, 10% and 15%, respectively) agree with the values
previously reported for nanostructured Bi-Sb alloys and thin
lms,40,41,43,45,46 but they are 2–3 times larger than for bulk
alloys.2,4,44 Attempts have been made to explain these discrep-
ancies by invoking connement effects in nanometric-sized
grains47,48 and strain modied band structure.45,46

Hall effect measurements were performed at different
temperatures between T = 15 K and T = 300 K, as shown in
Fig. 4a–c. For all Bi1−xSbx CNWs, the variations in Hall resis-
tance as a function of magnetic eld show linear curves with
negative slopes. This behavior indicates that conduction is
dominated by electrons whose mobility is signicantly higher
than that of holes, in agreement with results obtained on bulk
materials.45,49,50 Fig. 4d shows the temperature variation of the
electron carrier concentration (n) of Bi1−xSbx CNWs. The n
values were estimated from the Hall resistance data in Fig. 4a–c,
by considering the Bi-Sb alloys as one-type carrier systems.
Therefore, the slopes of the Hall resistance versusmagnetic eld
curves directly provide 1/ned where e is the electron charge and
d ∼ 20 mm is the thickness of the CNWs. Both the n values and
temperature dependences shown in Fig. 4d are very similar to
those previously reported for bulk Bi-Sb alloys and thin
lms,45,49,50 reecting the classical behavior of narrow-gap
semiconductors. For Bi1−xSbx CNWs, a continuous increase in
electron carrier concentration is observed with increasing Sb
content in the alloy. At room temperature, n reaches values
between 5 and 12 × 1018 cm−3 depending on the Sb
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 (a–c) Magnetic field dependence of the Hall resistance of the annealed Bi1−xSbx CNWs at different temperatures for x = 0.06 (a), x = 0.10
(b) and x = 0.15 (c). (d) Temperature dependence of the carrier concentration of the annealed Bi1−xSbx CNWs.
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concentration. Values of n lowered by a factor of 4 to 7 are-
obtained at T = 15 K.

Low-eld magnetoresistance measurements (B# 0.8 T) were
carried out on these same samples at identical temperatures, as
shown in Fig. 5a–c. The magnetoresistance, i.e., MR = 100 ×

[R(B) − R(B = 0)]/R(B = 0), is expressed in %. All Bi1−xSbx CNWs
show a quadratic variation of MR with magnetic eld, due to the
classical Lorentz force contribution to the charge carrier scat-
tering. By tting the experimental data to the MR = AB2 law, the
A coefficient was extracted for the various Bi1−xSbx CNWs at
different temperatures, as shown in Fig. 5d. Since the units of
the A coefficient at T−2 are those of the square of the electron
mobility, the decrease in A with increasing Sb concentration is
due to the increased impurity scattering. For the Bi1−xSbx
CNWs, the decrease in electron mobility above T= 100 K results
from collisions between electrons and phonons. For T < 100 K, A
varies little with temperature, indicating dominant electron
scattering by impurities and static defects. For polycrystalline
Bi-Sb alloys, it has been shown that grain size decreases with Sb
concentration.39 This could explain the evolution of the A
coefficient with Sb concentration shown in Fig. 5d. As the
relative decreases in the square root of A between T= 15 K and T
= 300 K (between 1.8 and 2.2, depending on the alloy compo-
sition) are signicantly smaller than the increases in charge
© 2025 The Author(s). Published by the Royal Society of Chemistry
carrier concentration over the same temperature range (see
Fig. 4d), the electrical resistance of Bi1−xSbx CNWs exhibits the
overall semiconductor behavior shown in Fig. 3b.

The temperature variation of the thermoelectric power
between 110 K and 320 K of the as-prepared and annealed
Bi1−xSbx CNWs is shown in Fig. 6. For comparison, previously
measured values of the thermopower of a pure Bi CNW sample
with the same wire diameter of 230 nm are also reported in the
temperature range investigated (the dashed line in Fig. 6).14 For
all samples, the thermoelectric power is negative, due to the
higher mobilities of electrons compared to those of holes. The
thermopower of the as-prepared samples decreases progres-
sively with the Sb concentration in the alloy, from −70 mV K−1

for Bi0.94Sb0.06 to −28 mV K−1 for Bi0.85Sb0.15 at room tempera-
ture. Annealing leads to a sharp rise in the absolute values of the
thermopower over the entire temperature range. At room
temperature, the absolute values of the thermopower of the
annealed Bi0.90Sb0.10 and Bi0.85Sb0.15 CNWs are approximately
twice as high as the values for the as-prepared samples, while
the increase in the Seebeck coefficient is signicantly less for
Bi0.94Sb0.06 CNWs. For Bi0.94Sb0.06 and Bi0.90Sb0.10 CNWs, the
thermopower reaches −80 mV K−1 at room temperature, which
is much higher than the thermopower of pure Bi CNWs (see
Fig. 6) and bulk polycrystalline Bi,51–53 close to −60 mV K−1. It is
Nanoscale Adv., 2025, 7, 124–132 | 129
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Fig. 5 (a–c) Magnetoresistance of annealed Bi1−xSbx CNWs at different temperatures for x = 0.06 (a), x = 0.10 (b) and x = 0.15 (c). (d)
Temperature dependence of the amplitude of the magnetoresistance coefficient (A), fitted in a range of ±0.8 T.

Fig. 6 Temperature dependence of the Seebeck coefficient of the as-
prepared and annealed Bi1−xSbxCNWs. The dashed line shows the data
obtained on a pure Bi CNW sample with the same diameter of
230 nm.14
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stressed that the thermopower values in Fig. 6 obtained for
annealed Bi1−xSbx CNWs are much higher than those reported
to date for Bi-Sb NWs prepared by ECD21,22 and by injecting the
130 | Nanoscale Adv., 2025, 7, 124–132
molten alloy into the pores of AAO templates.42 Indeed, the
room-temperature thermopower of single electrodeposited
Bi0.90Sb0.10 NWs with a diameter of 220 nm reached −52 mV K−1

for the as-prepared samples and −45 mV K−1 for the annealed
wires at 180 °C for 15 h.21 Also, previous measurements per-
formed on parallel arrays of Bi1−xSbx NWs synthesized by ECD
in polymer membranes with a diameter of 80 nm and 0.1 < x <
0.33 showed a continuous decrease in thermopower with
increasing Sb concentration and values between −32 mV K−1 (x
= 0.1) and −8 mV K−1 (x = 0.33) at room temperature.22 In
addition, the Seebeck coefficient at T = 300 K for Bi-Sb NW
arrays made by melt injection in AAO was found to be between
−50 mV K−1 and −60 mV K−1.42 The observed improvement in
the electrical and thermoelectric properties of the Bi1−xSbx
CNWs following annealing can be attributed to a more homo-
geneous distribution of Sb atoms in the NWs. It is also inter-
esting to note that the thermopower values obtained at room
temperature on annealed Bi1−xSbx CNWs are very close to those
of bulk alloys and thin lms prepared by evaporation, i.e.,
around −90 mV K−1.2,38,41,45,49,54 However, there are marked
differences in the temperature dependence of thermopower
when the samples are cooled to low temperatures. For bulk and
thin lm Bi-Sb alloys, the thermopower increases signicantly
up to T = 50–200 K, reaching values as high as −120 mV K−1,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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before decreasing at lower temperatures.2,38,41,45,49,50,54 In
contrast, the thermopower of annealed Bi1−xSbx CNWs
decreases continuously with cooling below T = 300 K (see
Fig. 6). A very similar behavior of the temperature dependence
of the thermopower has been reported for Bi-Sb NW composites
made using a wet-chemical method.50

4 Conclusions

In this work, we report on the synthesis and characterization of
interconnected NW networks of Bi1−xSbx alloys of controlled
composition (0.06 < x < 0.15) obtained by ECD in 3D porous PC
membranes. We demonstrated that short annealing times with
temperature up to 250 °C of the PC-Bi1−xSbx nanocomposite
lm considerably improve its electrical and thermoelectric
properties while preserving the physical integrity of the nano-
composite lm thanks to the highly-packed NW networks. For
all Bi1−xSbx CNWs, the Seebeck coefficient aer annealing
increases sharply compared with the values measured on the as-
prepared samples, reaching values of−80 mV K−1 for Bi0.94Sb0.06
and Bi0.90Sb0.10 CNWs, close to those obtained in bulk materials
and well above the thermopower values of Bi-Sb NWs reported
to date. The temperature dependence of the thermopower,
measured between T = 320 K and T = 10 K, shows a broad
plateau near room temperature followed by a gradual decrease
at lower temperatures. In addition, we also report for the rst
time Hall effect measurements on interconnected NW
networks, made possible by the remarkable electrical connec-
tivity within the Bi-Sb NWs. The charge carrier densities and
their temperature evolution extracted from Hall effect
measurements agree with previously reported data for bulk Bi-
Sb alloys and thin lms. Overall, the electrical measurements
as a function of temperature and magnetic eld carried out on
Bi1−xSbx CNWs are consistent with the behavior of an n-type
narrow-gap semiconductor. Finally, the possibility of making
transverse magneto-transport measurements in these inter-
connected NW network lms also offers new prospects for
applications in the eld of exible sensors and exible trans-
verse thermoelectric devices based on the Nernst effect, as
recently shown for pure Bi CNWs.14
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