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vestigations of As-doped
tetragonal boron nitride nanosheets for toxic gas
sensing applications

Kamal Hossain,a Mohammad Tanvir Ahmed, *b Rabeya Akter Rabuc

and Farid Ahmedd

Pristine and arsenic-doped tetragonal boron nitride nanosheets (BNNS and As-BNNS) have been reported

as potential candidates for toxic gas sensing applications. We have investigated the adsorption behavior of

BNNS and As-BNNS for CO2, H2S, and SO3 gas molecules using first-principles density functional theory

(DFT). Both BNNS and As-BNNS possess negative cohesive energies of −8.47 and −8.22 eV, respectively,

which indicates that both sheets are energetically stable. Successful adsorption is inferred from the

negative adsorption energy and structural deformation in the vicinity of the adsorbent and adsorbate. As-

doping results in a significant increase in adsorption energies from −0.094, −0.175, and −0.462 eV to

−2.748, −2.637, and 3.057 eV for CO2, H2S and SO3 gases, respectively. Due to gas adsorption, the

electronic bandgap in As-BNNS varies by approximately 32% compared to a maximum of 24% in BNNS.

A notable fluctuation in the energy gap and electrical conductivity is seen, with ambient temperature

being the point of maximal sensitivity. For SO3, the maximum charge transfer during adsorption in BNNS

and As-BNNS is determined to be 0.08jej and 0.25jej, respectively. Due to the interaction with gases, all

structures exhibit an extremely high absorption coefficient on the order of 104 cm−1 with minimal peak

shifting. Additionally, doping an As atom on BNNS' surface remarkably improved its ability to sense CO2,

H2S, and SO3 gasses.
1. Introduction

In today's cities, rapid industrialization has led to substantial
pollution from byproducts such as hazardous gasses and heavy
metals, among others. Toxic gases and other vapor constituents
can be identied with the help of gas-detecting technologies.
The gas sensor device applications include pollution control,
public and military safety, production, agriculture, tracking the
environment, and healthcare diagnosis.1–4 Scientists report the
presence of very poisonous gases, such as CH4, CO, SO2, CO2,
NO, NH3, CH3OH, H2S, O3, PH3, and COCl2.5–8 Among these,
H2S is a poisonous, explosive, and acidic gas that can seriously
and irreversibly damage the nervous system.9 SO3 vapor is the
most harmful to breathe in and can seriously burn the stomach,
esophagus, and mouth.10 Furthermore, CO2 impacts human
health due to its basic asphyxiant properties and is only slightly
harmful when inhaled.11 The atmospheric pollutant CO2 is
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largely created by the ongoing expansion of vehicles and busi-
nesses, and it has a detrimental effect on our way of life and
health.12 Different adsorbents have been employed to study the
sensing mechanism of CO2, H2S, and SO3 gases.13–16

Gas sensing technology is therefore greatly impacted by the
search for more affordable, ecologically safe, and effective
sensors. Many materials, including conducting, semi-
conducting, and nanomaterials like graphene, have been
proposed by research groups as possible gas sensors.17–22 Since
the discovery of graphene, two-dimensional (2D) materials have
drawn a lot of attention. However, because of its poor sensi-
tivity, we must discover new substitute 2D materials for gas
sensing.23 For gas sensing applications, graphene 2D sheets
with various crystalline structures—such as hexagonal and
tetragonal—are readily accessible and oen utilized.24–27 Similar
to graphene, boron nitride (BN) may exist in phases like the
recently created tetragonal BN and hexagonal graphene-type BN
(g-BN or h-BN).28,29 The h-BN nanosheets, sometimes called
white graphene, show great promise due to their ability to sense
gases.30–33 BN layers have generally been synthesized in the
hexagonal phase and used as gas sensors because of their
extraordinary structural and chemical properties, huge band
gap, and amazing thermal stability.32–34 Numerous gas mole-
cules, including NO2, NO, NH3, CO, CH4, H2, and others, have
been studied for their adsorption on the surface of h-BN using
© 2025 The Author(s). Published by the Royal Society of Chemistry
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both computational and experimental approaches.35–40

However, intrinsic 2D h-BN has limited reactivity for some inert
gases.41

The most common method of improving the sensing
performance on BN layers is element doping. Al and Ga-doped
BN sheets have shown good halomethane sensitivity, whereas Al
and Ga-doped BN nanotubes had substantial contact with NH3

gas.42,43 Higher adsorption energy has been observed in Co and
Mn-doped BN layers when they interact more strongly with the
gases CH4, H2S, NH3, O3, PH3, and SO2.5 For the adsorption of
common SF6 decomposition gases, such as H2S, SO2, SOF2, and
SO2F2, Sheng-Yuan Xia et al. suggested a Rh-doped h-BN (Rh-
BN) monolayer as the perfect sensor.44 Moladoust et al. have
created an Al and Si-doped BN nanostructure that exhibited
greater adsorption energy for phosgene gas than a pure BN
structure.45 An As-doped BN monolayer for SO2F2 gas molecules
demonstrated good adsorption specicity, high sensitivity, and
a short recovery time, as demonstrated by Yunfeng Long et al.46

Tetragonal BN nanosheets (BNNS) are one of the boron nitride
allotropes whose physical and adsorption properties have been
studied the least. Sakib et al. used DFT to study the adsorption
properties of BNNS in the tetragonal phase and discovered
negative adsorption energy for thioguanine, an anticancer
drug.47 Tetragonal BNNS has a large semiconducting bandgap,
which has been observed, and it has been shown that electrical
conductivity changes by 8% under compressive stress.48

Signicant research attention has been drawn to the novel
applications of an emerging class of 2D materials for ecologi-
cally hazardous gas sensing applications. We investigated As-
doped tetragonal boron nitride nanosheets as a new kind of
adsorbent for use in gas sensing. Due to the scarcity of studies
on how the adsorption properties are affected by As atom
doping in pure BNNS, we have selected this dopant. Using the
DFT approach, we have computed the structural, adsorption,
and optoelectronic characteristics of As-doped BNNS and pris-
tine BNNS for CO2, H2S, and SO3 gas adsorption.

2. Computational framework

Using DFT and the Cambridge Serial Total Energy Package
(CASTEP) algorithm, rst-principles calculations of the
geometrical, optical, and electronic response of pristine BNNS
and As-BNNS during the adsorption of CO2, H2S, and SO3 gas
molecules were performed in this study.49 Using the Broyden–
Fletcher–Goldfarb–Shanno (BFGS) minimization technique, all
atoms can be relaxed during the optimization process.50 The
wave function of valence electrons is simulated by the CASTEP
algorithm using a combination of plane wave basis sets with
kinetic energy less than the cut-off energy.51 The exchange–
correlation potential is considered in the Perdew–Burke–Ern-
zerhof (PBE) functional of the Generalized Gradient Approxi-
mation (GGA-PBE)52 functional.

Optimizing the pristine BNNS structure, the impact of many
plane-wave cutoff energies—350 eV, 400 eV, 450 eV, and 500
eV—was investigated; the lowest energy was reached at 500 eV.
Subsequently, ultra-so pseudo-potentials52 with a kinetic
energy cutoff of 500 eV were employed throughout the
© 2025 The Author(s). Published by the Royal Society of Chemistry
simulation. Here, we have performed Brillouin zone integration
for structural optimization of unit cells using a 6 × 6 × 1 mesh
Monkhorst–Pack grid.53 To have enough space for adsorption of
gas molecules, we built a 3 × 2 × 1 supercell with a 20 Å
vacuum space along the BNNS structure's z-direction. This
allowed us to sample the Brillouin zone using a 2 × 3 × 1 k-
point Monkhorst–Pack mesh. In the whole study, Grimme's
dispersion correction scheme has been employed to take the
long-range van der Waals interaction into account.54 For all
geometric optimizations, the convergence tolerance conditions
are set at ne quality. The self-consistent estimation relies on
the self-consistent convergence of the total energy of 1 ×

10−5 eV per atom, the maximum force on the atom of 0.03 eV
Å−1, the maximum ionic displacement within 0.001 Å, and the
maximum stress within 0.05 GPa.

Electronic band structure, density of states, electronic
density difference, Mulliken charge population, and optical
characteristics were all carefully examined to thoroughly char-
acterize optoelectronic responses. The B-2s2 2p1, N-2s2 2p3, H-
1s1, S-3s2 3p4, As-4s2 4p3, C-2s2 2p2, and O-2s2 2p4 valence
electron congurations were employed for pseudo atomic
calculations. To compute optical properties, the complex
dielectric constant was evaluated using the Kramer–Kronig
relationship.55 Since it provides access to new optical parame-
ters, the complex dielectric function is a crucial component of
optical properties. To study the sensitivity of the nanosheets
toward gas molecules, the adsorption energy (Eads) was calcu-
lated using the following equation56

Eads = EBNNS+gas − EBNNS − Egas (1)

where the energy of the gas-adsorbed nanosheet, the nanosheet
(without the gas molecule), and the gasmolecule is represented,
respectively, by the symbols EBNNS+gas, EBNNS, and Egas. The
negative adsorption energy33 conrms the stability of the
adsorbed gas on the nanosheets. Nonetheless, the adsorption
locator module was utilized to achieve the steady adsorption
conguration.39–41

Pristine BNNS and As-BNNS stability was examined by
calculating their binding energy or cohesive energy using the
following equation57

Ecoh ¼ EðBNNS=As-BNNSÞ � ðEB þ EN þ EAsÞ
n

(2)

where EBNNS/As-BNNS, EB, EN, EAs, and n are the energy of BNNS or
As-BNNNS, isolated boron, isolated nitrogen, isolated arsenic
atom, and the total number of atoms respectively.
3. Results and discussion
3.1 Geometry analysis

The optimized BNNS, As-BNNS, and gas adsorbed-BNNNS
structures are shown in Fig. 1 in both side and top views.
Table 1 lists the average bond lengths for gas molecules, As-
BNNS, and pure BNNS. The B–N bond length in pristine
BNNS is stated to be 1.449 Å, which is similar to the earlier
nding.47 With 48 atoms, the 2D pure BNNS forms 8 hexagons
Nanoscale Adv., 2025, 7, 354–369 | 355
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Fig. 1 Optimized structures (side and top views) of pristine BNNS, As-BNNS, and gas adsorbed BNNS and As-BNNS.

Table 1 Bond length (Å) and cohesive energy (Ecoh) of the optimized
structures

Molecules

Bond lengths

Ecoh (eV)B–N As–B C]O H–S S]O

BNNS 1.449 — — — — −8.47
As-BNNS 1.508 1.867, 1.794 — — — −8.22
CO2 — — 1.181 — — —
H2S — — — 1.351 — —
SO3 — — — — 1.438 —
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across the layers. We observed modications in the bond length
due to arsenic doping instead of nitrogen. The lengths of the
As–B bonds are 1.867 Å and 1.794 Å. This might result from the
interaction of the arsenic atom with its varied size and charge
distribution.46 The bond lengths in CO2, H2S, and SO3 opti-
mized gas molecules are 1.181 Å, 1.351 Å, and 1.438 Å for C]O,
H–S, and S]O respectively. These ndings are consistent with
the earlier research.12,58–62 We observed a slight alteration in the
bond length of both the gas molecules and BNNS following the
356 | Nanoscale Adv., 2025, 7, 354–369
gas adsorption. The length of the B–N bond varies from 1.79%
to 4.07%, which might be a key sign of how interactive BNNS is
with these gas molecules. In CO2 + BNNS, H2S + BNNS, and SO3

+ BNNS, the B–N bond lengths are 1.475 Å, 1.477 Å, and 1.508 Å,
in that order. The measured modications in gas molecules are
1.352 Å and 1.442 Å for the H–S and S]O bonds, respectively.
The change in the average bond length of the adsorbent and
adsorbate signies the interaction between them.62,63 Compared
to H2S and CO2, a greater interaction with SO3 is shown by the
greater alteration in the B–N bonds caused by SO3 adsorption.
The gas adsorption in the instance of As-BNNSmodies the B–N
bond length from 2.01% to 2.12%. This demonstrates that As-
BNNS is interactive with gas molecules. However, because of
the 8.78% to 9.75% increase in As–B bond length, the interac-
tion is higher in the presence of an arsenic atom when
compared to BNNS. We measured the C]O, H–S, and S]O
bond lengths in gas-adsorbed As-BNNS to be 1.181 Å, 1.351 Å,
and 1.446 Å, respectively.

This suggests that a greater variation in the S]O bond
length causes As-BNNS to interact more with SO3. One of the
primary issues was the geometrical stability following the
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Table 3 Adsorption energy (Ead) and adsorption length of the BNNS
and As-BNNS sheets for gas molecules

Adsorbed
gas

Ead (eV) Adsorption length (Å)

BNNS As-BNNS BNNS As-BNNS

CO2 −0.094 −2.748 3.858 3.092
H2S −0.175 −2.637 2.562 3.184
SO3 −0.462 −3.057 2.448 2.594
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arsenic doping in the pure BNNS layer. Using eqn (2), we have
determined the cohesive energy of the adsorbents to elucidate
the stability. The energetic stability of BNNS and As-BNNS is
shown by the negative values of Ecoh, which were determined to
be −8.47 and −8.22 eV, respectively. Hence, the tetragonal
BNNS remains stable aer As-doping with a slight distortion in
the geometrical structure.46

A traditional method for investigating the adsorption
performance and longer lifespan of any sensor device is the
deformation study of the adsorbent layer. As a result, we use the
following equation (eqn (3)) to determine the deformation of
the BNNS and As-BNNS layers caused by gas adsorption by
measuring the energy of the adsorbents that are deformed and
undeformed.

Edef ¼ EDeformed � EUndeformed

n
(3)

where EUndeformed is the energy of the adsorbent layer and
EDeformed is the energy of the deformed adsorbent aer gas
adsorption. Aer gas adsorption we removed the gas molecules
and the energy of the deformed adsorbent has been calculated.
A sensor device with a longer lifespan is more suitable the less
the adsorbent deforms when there is an adsorbate present.
When CO2 is adsorbed, the pristine BNNS shows the least
amount of deformation. When H2S and SO3 are adsorbed, the
deformation tends to increase and is greatest for SO3. This
suggests that, in comparison to alternative options, using BNNS
as a CO2 gas sensor is adequate. The SO3 adsorption in the As-
BNNS instance demonstrates the least amount of base layer
deformation, with a deformation energy of 0.051 eV. The As-
BNNS experiences a comparable deformation with a deforma-
tion energy of 0.053 eV when CO2 and H2S are adsorbed. This
suggests that As-BNNS is a suitable and longer-lasting SO3 gas
sensor. It is observed that in the presence of gas molecules, the
deformation of BNNS is smaller and varies more than that of As-
BNNS.
3.2 Adsorption of CO2, H2S and SO3 gases

When it has a negative value, adsorption energy describes the
direct interaction of base layers with gas molecules.64 All of the
gas molecules are physically adsorbed without creating covalent
bonds with the adsorbent, as shown in Fig. 1 and Table 2. We
have obtained the adsorption energy and adsorption length as
shown in Table 3. All of the gas molecules show negative
Table 2 Bond length (Å) in optimized gas adsorbed BNNS and As-BNNS

Elements

Bond length

B–N As–B C

CO2 + BNNS 1.475 — 1.
H2S + BNNS 1.477 — —
SO3 + BNNS 1.508 — —
CO2 + As-BNNS 1.476 2.049, 1.990 1.
H2S + As-BNNS 1.476 2.042, 1.984 —
SO3 + As-BNNS 1.477 2.031, 1.971 —

© 2025 The Author(s). Published by the Royal Society of Chemistry
adsorption energy in BNNS, suggesting that they have success-
fully adsorbed on the material.

Following adsorption, the BNNS planar structure is retained
with less deformation. These ndings are comparable to
research on deformation energy. Comparatively, SO3 with
a maximum adsorption energy of −0.462 eV shows that SO3 gas
is adsorbed more strongly than the others. The adsorption
energy nding is followed by the minimum adsorption length
for SO3. For CO2, H2S, and SO3 gas molecules, however, the
comparable adsorption energy and adsorption length indicated
that BNNS is an effective adsorbent.

The BNNS layer's planar structure is somewhat distorted
when one arsenic atom is doped. Furthermore, the adsorption
of gas molecules enhances this deformation, brought about by
Table 2's higher deformation energy. Table 3 demonstrates how
arsenic doping improved the adsorption characteristics in As-
BNNS relative to BNNS, with greater adsorption energy. As-
BNNS, like BNNS, shows maximum adsorption for SO3 gas at
a minimum adsorption length of 2.594 Å and a higher negative
value of Ead of −3.057 eV. Overall, the BNNS and As-BNNS are
suitable adsorbents for CO2, H2S, and SO3 gas molecules.

We have investigated the recovery time by following the
equation for BNNS and As-BNNS aer the CO2, H2S, and SO3 gas
adsorption.65

s ¼ 1

fo
e
�Ead

KT (4)

where K, T, and fo stand for Boltzmann's constant, temperature
and UV radiation frequency (1012 to 3 × 1014 Hz), respectively.
One of the most important factors in enhancing the effective-
ness of gas-sensing devices is quick recovery. Aer the gas
adsorption, the adsorbent is typically recovered by chemical
exposure and irradiation with high-intensity electromagnetic
radiation. It is possible to recover the weak or intermediate-level
, and deformation energy (Edef) per atom

Edef (eV per atom)]O S–H S]O

181 — — 2.6 × 10−6

1.352 — 9.75 × 10−6

— 1.442 3.08 × 10−3

181 — — 0.053
1.351 — 0.053
— 1.446 0.051

Nanoscale Adv., 2025, 7, 354–369 | 357
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Table 4 Recovery time s (s) for different adsorbates in the BNNS and
As-BNNS

Adsorbed
gas

BNNS As-BNNS

fo = 1012 fo = 3 × 1014 fo = 1012 fo = 3 × 1014

CO2 3.94 × 10−11 1.31 × 10−25 3.03 × 1034 1.01 × 1020

H2S 9.03 × 10−10 3.01 × 10−24 3.92 × 1032 1.30 × 1018

SO3 6.40 × 10−5 2.13 × 10−19 5.02 × 1039 1.67 × 1025
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interaction between gas molecules using UV light. Chemical
reactions involving reagents including HCl, NaOH, HNO3, and
NaHCO3 work better for heavy adsorption in recovering the
adsorbent for use in subsequent processes.66–69 Table 4 shows
that while the As-BNNS layer has a longer recovery time than the
BNNS layer, the greater adsorption results in a longer recovery
time. Sensing CO2, H2S, and SO3 gases will be simpler with
BNNS as a sensor than As-BNNS. However, the chemical reac-
tion can be employed in the event of hard adsorption and
extended recovery time for As-BNNS.
3.3 Electronic properties

The produced electronic band structure, which is based on the
accumulated adsorbate molecules in the adsorbed system,
describes the clear variations in the energy gap between the
valence band and conduction band. To gain a comprehensive
understanding of their electrical response, we carried out elec-
tronic band structure (EBS) analysis for the pristine and As-
doped BNNS structures as well as the gas-adsorbed pristine
and As-doped BNNS structures which shed light on their optical
properties. To examine the exchange–correlation potential for
electronic structure analysis using CASTEP, we concentrated on
GGA-PBE schemes. A range of physicochemical factors, such as
the kind of conductor, the electrochemical potential of various
species, and the activity of surface reactions, may be explained
by the EBS concerning the Fermi level.70 Fig. 2 provides
a detailed depiction of the adsorbent and adsorption system's
EBS series of energetic lines along high symmetry points as G–
X–M–Y–G. Due to their symmetry with spin polarization, all of
the band structures are only depicted for up-spin
circumstances.

Pure BNNS and gas-adsorbed BNNS structures have an
indirect band gap, with the valence band maximum (VBM) at
point M in K-space and the conduction band minimum (CBM)
between the G and X points. The calculated bandgaps along
with Fermi energy for the investigated structures are tabulated
in Table 5. The prohibited passage of electrons from the valence
band to the conduction band is described by the enormous
bandgap of 4.098 eV seen in pristine BNNS, which is compar-
atively smaller than that of the h-BN monolayer,71 making the
tetragonal phase more suitable for numerous optoelectronic
studies. The CO2, H2S, and SO3 adsorbed pristine BNNS had
electronic bandgaps of 4.088 eV, 4.035 eV, and 3.114 eV,
respectively. We have reported the minimum and maximum
variation of bandgaps between pristine and gas-adsorbed BNNS
358 | Nanoscale Adv., 2025, 7, 354–369
is found to be 0.2% and 24% respectively. This might indicate
that gas molecules have been adsorbed, causing an insulator-to-
semiconductor transition. The dispersion of the energy band
and the change in bandgap energy during gas adsorption
demonstrate the high interaction of pure BNNS to gas
molecules.

In the case of As-BNNS, we observed an indirect semi-
conducting bandgap of 2.708 eV with the VBM between G and
X points and CBM at M points. However, all the gas-adsorbed
As-BNNS exhibit a direct band gap nature with the CBM and
VBM atM point. The bandgaps for CO2, H2S, and SO3 adsorbed
As-BNNS are found to be 3.576 eV, 3.567 eV, and 3.066 eV
respectively. In this case, the minimum and maximum varia-
tions are 13% and 32% respectively. The semiconducting
bandgap of As-BNNS increases with the adsorption of gas
molecules. This indicates the opposite interaction of gas
molecules with As-BNNS compared to the pure BNNS layer.
This may result from the increase of bandgap in the presence
of gas molecules.

Overall, the change in the EBS suggested that the pristine
BNNS and As-BNNS have strong interaction with the CO2, H2S,
and SO3 gas molecules. However, this interaction is stronger in
the case of As-BNNS resulting from the large variation in
bandgaps than BNNS. In addition to EBS, a material's DOS and
PDOS are employed to determine its electronic nature. The nal
clue as to whether a material is an insulator, conductor, or
semiconductor is the presence of electron states close to the
Fermi level EF. The contribution and interactions of the orbital
electrons determine the type and creation of EBS. With the
signicance of DOS and PDOS in mind, we computed the total
DOS and PDOS for gas-adsorbed BNNS and As-BNNS structures
as well as BNNS and As-BNNS structures throughout the energy
range of −10 eV to 10 eV, as shown in Fig. 3.

We observed that DOS is absent in BNNS throughout a wide
energy range indicating BNNS's broad bandgap compared to
others. The bandgap was decreased and the valence and
conduction bands moved in the direction of the Fermi level as
a result of the gas adsorption in BNNS. We have found that in
BNNS, B-2p and N-2p orbital electrons predominate in the
valence band and conduction band, following the PDOS.
Along with B-2p and N-2p, the O-2p orbital electrons in CO2-
BNNS contribute signicantly to the valence and conduction
bands, compared to C-2p. The addition of S-3p orbital elec-
trons mostly drove the energy bands toward the Fermi level in
the H2S-BNNS instance, reducing the bandgap simulta-
neously. More than half-occupied O-2p and S-3p orbital elec-
trons have been shown to contribute signicantly to the
greatest shi of the valence band and conduction band
observed in SO3-BNNS.

Doping allowed us to see the semiconducting bandgap and
electron states that were very close to the Fermi level. However,
energy bands in gas-adsorbed As-BNNS moved out from the
Fermi level, creating a larger bandgap. The As-4p orbital elec-
trons predominate in the VBM and CBM, but all of the gas
molecules in As-BNNS and their valence orbitals follow almost
identical laws to those in BNNS. BNNS and As-BNNS, however,
exhibit high interaction for the studied gas molecules,
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 Electronic band structures of BNNS, As-BNNS, gas adsorbed BNNS and As-BNNS structures.
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according to the electronic response revealed by the study of
DOS and PDOS. This interaction is increased by doping the As
atom in pure BNNS.
© 2025 The Author(s). Published by the Royal Society of Chemistry
The variation in the bandgap energy of any material inu-
ences the electrical conductivity. In semiconducting materials,
the electrical conductivity reduces with increasing electronic
Nanoscale Adv., 2025, 7, 354–369 | 359
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Table 5 Calculated bandgap (Eg), Fermi energy (EF), work function (F), electrical conductivity (s) and sensitivity of the adsorbents and their gas-
adsorbed complexes

Elements Eg (eV) EF (eV) F (eV) DF (eV)

s (A × ohm−1 m−1)

300 K 400 K 500 K

BNNS 4.098 −1.131 1.1313 — 0.924 0.942 0.954
CO2 + BNNS 4.088 −4.129 4.1288 2.997 0.924 0.942 0.954
H2S + BNNS 4.035 −4.230 4.2302 3.099 0.925 0.943 0.954
SO3 + BNNS 3.114 −2.163 2.1628 1.032 0.942 0.956 0.965
As-BNNS 2.708 −1.375 1.3752 — 0.949 0.961 0.969
CO2 + As-BNNS 3.576 −1.350 1.3501 0.025 0.933 0.949 0.959
H2S + As-BNNS 3.567 −1.496 1.4962 0.121 0.933 0.950 0.959
SO3 + As-BNNS 3.066 −2.523 2.5227 1.148 0.942 0.956 0.965
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bandgap. Semiconducting materials have a positive tempera-
ture coefficient of conductivity. Such variation of electrical
conductivity with bandgap and temperature can be observed in
the following equation:72

s ¼ Ae
� Eg

2KBT (5)

where A is a constant term which has not been determined yet
since the structures are not synthesized experimentally. Hence
only the exponential term was calculated to show the variation
of electrical conductivity with respect to Eg. Therefore, the unit
of s has been written as A × ohm−1 m−1. Table 5 lists all of the
computed electrical conductivity values for the compositions
under investigation. We have observed that as bandgap energy
decreases, electrical conductivity rises exponentially. When gas
Fig. 3 The density of states (DOS) and projected density of states (PDO

360 | Nanoscale Adv., 2025, 7, 354–369
adsorption occurs on BNNS, the minimum bandgap and
maximum conductivity are displayed by SO3 + BNNS. The
adsorbent layer As-BNNS exhibits the lowest bandgap and
highest conductivity during gas adsorption, and conductivity
also decreases aer gas adsorption. Overall, BNNS's electrical
conductivity rises with gas adsorption, but As-BNNS exhibits the
opposite behavior. Table 5 shows the opposite trend to the
bandgap uctuation based on the temperature change of elec-
trical conductivity. Electrical conductivity rises as we go from
300 K to 500 K temperature. The As-BNNS structure's highest
conductivity is discovered at 500 K. By displaying changes in
electrical conductivity and resistivity when gas is present near
the adsorbent, the gas sensor can identify the presence of gas
molecules.
S) of BNNS, As-BNNS, gas-adsorbed BNNS and As-BNNS structures.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 Sensitivity of gas adsorbed BNNS and As-BNNS structures at
different temperatures.

Table 6 Average Mulliken charge distribution of pristine BNNS and
gas-adsorbed BNNS

Elements BNNS BNNS + CO2 BNNS + H2S BNNS + SO3

B 0.87 0.869 0.867 0.873
N −0.87 −0.87 −0.868 −0.868
H — — 0.17 —
C — 0.97 — —
O — −0.49 — −0.80
P — — — —
S — — −0.36 2.32
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Any adsorbent's uctuation in electrical conductivity is
determined by the work function F, which gives a probability
that charge carriers will be transported from the adsorbent
surface. As a result, we noticed that the work function of
adsorbent materials varied depending on whether gas mole-
cules were present or not as follows:73

F = jVN − EFj (6)

where VN refers to the potential at an innite distance from the
adsorbent surface which is considered as zero. Table 5 presents
the work function-derived values in an ordered manner.

In comparison to the As-BNNS structure, the BNNS structure
has a maximum charge escape probability and a minimum F.
Following gas adsorption, As-BNNS is responsible for CO2

adsorption while BNNS has a minimal work function during
SO3 adsorption. The gas adsorption resulted in a signicant
change in F which can be utilized to build work function-based
sensors, where F of the complexes can be measured experi-
mentally via the Kelvin method based on these variations in
work function.60 The sensor can be calibrated with reference
values of F, which can not only sense the presence of selected
gases but also identify the type of toxic gas. The mathematical
relation between the variation of conductivity and F is the
Richardson–Dushman relation74 as follows:

JR ¼ BRT
2e

� F
KBT (7)

where BR and JR stand for the Richardson constant and the
density of released charge carriers, respectively. According to
the aforementioned equation, the number of escaping charge
carriers rises exponentially as F decreases. Based on Table 5's
observation of F uctuation, the BNNS layers have a very high
surface conductivity.

The sensitivity of any adsorbent for certain gas molecules
can be observed by detecting the variation of electrical
conductivity in the presence and absence of gas molecules,
which can be formulated as:75

Sensitivity ¼
�
�sadsorbent � sadsorbentþgas

�
�

sadsorbent

(8)

where sadsorbent and sadsorbent+gas are the conductivity of the
adsorbent layers and adsorbent with gas respectively. The
variation of sensitivity with the variation of gas molecules and
temperature is illustrated in Fig. 4. The As-BNNS has the highest
sensitivity to SO3 at 300 K out of all the gas adsorption struc-
tures. Furthermore, when the temperature rises from 300 K to
500 K, the sensitivity falls. Consequently, the As-BNNS may be
effectively employed as a sensor medium for the adsorption of
SO3 gas under ambient conditions.

We conducted Mulliken bond population analysis (MPA),76,77

a widely used method for learning more about a molecule's
bonding activity. The calculated Mulliken charges in BNNS and
gas-adsorbed BNNS are given in Table 6. As seen in Fig. 5,
electron density difference (EDD) mapping provides a clear
image of the uctuation in electron density caused by gas
adsorption. The yellow zone denotes an electron shortage, while
the blue region indicates an electron buildup. The partially
© 2025 The Author(s). Published by the Royal Society of Chemistry
ionic nature of the B–N bonds in the pristine BNNS is indicated
by charge analysis using MPA, which shows that an average of
0.87jej charge is transferred from the B atoms to their
neighboring N atoms within the sheet due to the N atom's
higher electronegativity.

Following Mulliken charges in Table 7, there is only a little
shi in the charges of B and N. H and C exhibit their charac-
teristic electropositive nature in the gas adsorption structures,
whereas O exhibits an electronegative nature. On the other
hand, S has an electropositive character when O is present and
an electronegative character when H is present.

This may result from the S-3p4 orbital's behavior to receive or
leave electronic charge to make a stable conguration. The
comparison shows that SO3 > H2S > CO2 is the overall charge
transfer from gas molecules to the adsorbent based on the total
Mulliken charge of both the gas and the adsorbent. The EDD
mapping result from the dispersion of charge density towards
gas molecules follows this outcome. Though the quantity of
charge transfer in As-BNNS is more than that of BNNS, charge
transfer between the gasmolecules and adsorbent still occurs in
the same sequence.

Given the greater dispersion of the isosurfaces toward gas
molecules, the EDD mapping is consistent with these
Nanoscale Adv., 2025, 7, 354–369 | 361
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Fig. 5 EDD mapping of gas adsorbed BNNS and As-BNNS structures
at different temperatures.

Table 7 Mulliken charge distribution of As-BNNS and gas adsorbed
BNNS

Elements As-BNNS
As-BNNS +
CO2

As-BNNS +
H2S

As-BNNS +
SO3

B 0.808 0.820 0.820 0.828
N −0.854 −0.861 −0.861 −0.861
As 0.27 0.12 0.16 0.19
H — — 0.16
C — 0.94 — —
O — −0.48 — −0.83
P — — — —
S — — −0.35 2.24

362 | Nanoscale Adv., 2025, 7, 354–369
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observations. It is noted that the As-BNNS and gas-adsorbed As-
BNNS structures exhibit comparatively greater changes in the
partial charges of B and N. As, an electropositive element,
exhibits partial positive charges in the structures of As-BNNS
and gas-adsorbed As-BNNS. Following gas adsorption, the As
atom primarily loses its charge to the BN sheet and the elec-
tronegative components of gas molecules. This being said, there
is consistency between the EDD analysis and Mulliken charge.
The main determinant of material interaction is charge trans-
portation. This idea can help explain how gas molecules
interact with the adsorbent layers. Fig. 6 illustrates the charge
transfer between the adsorbent and gases. It is evident that
during gas adsorption, the adsorbent layer leaves charge
carriers behind, which act as donors and gas molecules as
receivers. A maximum charge transfer of −0.08e is seen in the
SO3 + BNNS structure. The As-BNNS structure has demonstrated
similar outcomes in the charge transfer pattern. It can be shown
from Fig. 6 that the doping of the As atom enhances the charge
transfer from the adsorbent to gas. Overall, the interaction
between the adsorbent layer and the gas molecules was
improved by As atom doping.

3.4 Optical properties

3.4.1. Dielectric constants. In gas sensing research, the
study of the pure layer's and gas-adsorbed layer's optical prop-
erties aids in determining a layer's sensitive features. DFT is
a valuable theoretical technique applied to many-body systems
using the principles of quantum mechanics. All the frequency-
dependent optical parameters of pure and gas adsorbed layers
are depicted in Fig. 7–9. The optical characteristics mentioned
above are mainly ascribed to the computation of the complex
dielectric function 3(u) = 31(u) + i32(u), where the imaginary
part 32(u) represents the energy lost through electronic
absorption, and the real part 31(u) is related to the dielectric
constant and describes the electronic-polarizability of the
material.76 The polarized optical constants along the [100]
direction of the plane have been estimated with Gaussian
smearing of 0.5 eV, and Drude damping of 0.05 eV. The
Fig. 6 Charge transfer between the host layers and gas molecules.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 The real part of dielectric constant 31(u), refractive index n(u), and conductivity s1(u) from top to bottom.

Fig. 8 The imaginary part of dielectric constant 32(u), refractive index k(u), and conductivity s2(u) from top to bottom.

© 2025 The Author(s). Published by the Royal Society of Chemistry Nanoscale Adv., 2025, 7, 354–369 | 363
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Fig. 9 The calculated absorption coefficient a(u), reflectivity R(u), and loss function L(u).
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observed real and imaginary components of the optical dielec-
tric constant are displayed in the uppermost layers of Fig. 7 and
8, respectively.

For BNNS, CO2 + BNNS, H2S + BNNS, and SO3 + BNNS, the
real component of the dielectric tensors at zero photon energy
31(0) was determined to be 1.676, 1.712, 1.693, and 1.714,
respectively. Regarding As-BNNS, 31(0) has been determined to
be 1.778, 1725, 1.697, and 1.714 for As-BNNS, CO2 + As-BNNS,
H2S + As-BNNS, and SO3 + As-BNNS. It shows that during gas
adsorption, 31(0) of BNNS and As-BNNS revealed moderate
alterations. As-BNNS and BNNS nearly always retain a similar
route with distinct values as a function of energy in their
depicted lines of 31(u). For both BNNS and As-BNNS, the highest
value of 31(u) was determined to be 2.43 and 2.18 respectively.
Following gas adsorption, we discovered that the 31(u) values for
SO3 + BNNS, H2S + BNNS, and CO2 + BNNS are, respectively,
2.47, 2.43, and 2.42. We also determined 31(u) to be 2.46, 2.40,
and 2.36 for CO2 + As-BNNS, H2S + As-BNNS, and SO3 + As-
BNNS, respectively. The sensitive nature of gas molecules is
implied by this shi in the maximum values of 31(u) caused by
gas adsorption. The doping of As in the pure BNNS layer
improves the gas sensitivity resulting from the greater chance in
31(u) in As-BNNS. The dielectric tensor 32(u) in BNNS shows
peaks with maxima at around 3.78 eV and stays at zero from
0.0 eV to 1.91 eV when it starts to rapidly rise. This might be
explained by charge carriers' intraband transition. Up to 7.5 eV,
there is very little movement in the 32(u) for the gas-adsorbed
BNNS. The gas adsorption in As-BNNS has been reported to
cause a signicant change of 32(u) of about 1.9 eV. For BNNS,
364 | Nanoscale Adv., 2025, 7, 354–369
CO2 + BNNS, H2S + BNNS, and SO3 + BNNS, the highest 32(u)
values are 1.50, 1.51, 1.48, and 1.45 respectively. As-BNNS, CO2 +
As-BNNS, SO3 + As-BNNS, and H2S + As-BNNS are calculated to
be 1.37, 1.47, 1.38, and 1.38 in As-BNNS, respectively. These
results are a prime indicator of a shi in 32(u) due to gas
adsorption by BNNS and As-BNNS.

3.4.2. Refractive index. The spectra of the real component
of the refractive index, n(u), in both the gas adsorbed and host
layers closely resemble the 31(u) tensor seen in Fig. 7's middle
layer for both BNNS and As-BNNS. The highest values of n(u)
exhibit variation throughout the energy range of 1.9 eV to
4.33 eV, with a decline beginning at 12.0 eV aer two-fold peaks.
The square root value of the dielectric function 31(u) is
comparable to the term “refractive index n(u)”, as we saw, and
as a result, the graphs for these two parameters resembled one
another. As shown in the top and middle layers of Fig. 8, the
imaginary component of the refractive index, k(u), and incident
photon attenuation consisted of 32(u). The number of occupied
states and photon attenuation are closely correlated. As a result
of this process, the number of occupied states increases,
increasing the dielectric constant and the attenuation of light
photons. A means of identifying the deposited gas might be the
uctuation in refractive index, which indicates that the speed of
the photon in the medium varies aer gas adsorption.

3.4.3. Absorption coefficient and optical conductivity. To
ascertain a 2D layer's sensitivity to gas molecules, the absorp-
tion coefficient and optical conductivity analysis may be the
most crucial and comprehensible components. The electrical
conductivity of a material resulting from electromagnetic
© 2025 The Author(s). Published by the Royal Society of Chemistry
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radiation is known as optical conductivity, and the percentage
of light intensity attenuation per unit of distance that light
travels through a medium is known as the absorption
coefficient.

The optical conductivity is represented by the real compo-
nent s1, while the absorption loss is represented by the imagi-
nary part s2, which is related to 32(u). We may achieve a very
similar pattern of optical conductivity s1(u) and absorption
coefficient a(u) as seen in Fig. 7 and 9. The rst peaks of s1(u)
and s2(u) were made up of the ndings from the EBS investi-
gation, and the nonzero values of a(u) and s1(u) for a certain
energy range indicate the presence of a bandgap as shown in
EBS analysis. The As doping and gas adsorption cause a change
in the beginning point of s1(u) and a(u). These changes are
more pronounced in As-BNNS than in pure BNNS and are
attributed to gas adsorption. They are comparable to how
bandgap analysis has changed. Remarkably, neither conduction
nor absorption took place at lower energies as they are not
strong enough to excite electrons; instead, they help molecules
vibrate. Both s1(u) and a(u) show amaximal number of electron
transitions at the higher energy range, around 11.4 eV to
17.5 eV, as a result of the wider and bigger spectra. For BNNNS/
As-BNNS and gas-adsorbed BNNS/As-BNNS, the highest values
of s1(u) and a(u) are obtained at 12.1 eV and 12.5 eV, respec-
tively. It is evident from the spectra of s1(u) and a(u) that the
gas adsorption causes a rise in their maximum values. A slight
peak shi in the absorption spectra is observed due to gas
adsorption which can be utilized to identify the type of associ-
ated toxic gas.78

3.4.4. Reectivity. The adsorbed gas type may be identied
by examining the variance in the reected energy spectra.78 The
middle layer of Fig. 9 shows the reectivity spectra of virgin and
gas-adsorbed structures. As is well known, some photons are
absorbed, some are transmitted, and others are reected when
they collide with a substance. Since absorption is weaker in the
low-energy zone, all structures had greater reectivity values. As-
BNNS has a maximum loss of 6.6% of photon energy at 4.6 eV,
whereas BNNS shows a maximum reectivity of 7.48% of inci-
dent photon energy at 4.77 eV. Primarily the image illustrates
that the maximum reectance shis as a result of gas adsorp-
tion. Because of the strong absorption in the UV zone, reec-
tance tends to zero there. Low-energy reectivity spectra show
a redshi following gas adsorption in BNNS, whereas high-
energy region reectivity spectra show a blueshi. But gas
adsorption in the case of As-BNNS results in a blue shi in the
reectivity spectrum at all energies. The shiing in reection
peaks may result in a slight change in the color of the adsorbent
due to gas adsorption which can be calibrated to identify the
type of toxic gas present in a chamber.62

3.4.5. Loss function. One of the most signicant peaks in
the energy loss function spectrum is the plasmon peak. Con-
nected to this peak are the reectivity peaks and the imaginary
component of the dielectric function, 32(u). The highest peaks
are referred to as plasmon peaks and the matching frequency is
referred to as the plasma frequency because of their collective
oscillations. The material becomes transparent to light if the
incident light's frequency is higher than the plasma frequency.
© 2025 The Author(s). Published by the Royal Society of Chemistry
We noticed a slight blue shi in the plasmon peaks from the
bottom layers of Fig. 9 as a result of gas adsorption. Following
the dielectric function 32(u) the loss peaks were found to be
high within the 11.4 eV to 17.5 eV range.
4. Conclusions

A tetragonal BN layer has been designed and doped with an As
atom to explore their adsorption properties using DFT calcula-
tions. Toxic gas molecules such as CO2, H2S, and SO3 are
adsorbed successfully with a signicant increase in adsorption
energy via As-doping. Through geometry optimization and the
determination that the cohesive energy is negative, the ener-
getically stable conguration of the doped and undoped BNNS
layers has been achieved. Greater variations in the bond lengths
of the adsorbent and adsorbate suggest a comparatively strong
interaction between As-BNNS and selected gases. Compared to
CO2 and SO3, the adsorbent layers interact more with SO3, and
As-doping enhances this BNNS interaction signicantly. As
evidenced by the conductivity research, DOS, and EBS results,
pristine BNNS is naturally insulating. Gas adsorption reduces
the band gap and promotes conductivity. During SO3 adsorp-
tion, an almost insulator-to-semiconductor transition takes
place. In contrast, gas adsorption broadens the bandgap and As-
doping turns BNNS into a semiconductor. The adsorbent
materials' sensitivity to adsorbates was reinforced by the change
in conductivity brought about by the adsorption of gas mole-
cules. The BNNS and As-BNNS exhibit low refractive index and
strong UV absorption coefficients, indicating their promise as
optoelectronic research materials. These adsorbent layers can
function as gas sensors, as demonstrated by the shi in peak
positions of reectivity and absorption throughout the gas
adsorption process. A notable alteration in the reection
spectra implies that color changes may be used to identify the
adsorbed gases. A thorough examination of the geometrical and
optoelectronic characteristics reveals that As-BNNS outper-
forms BNNS as a gas sensor.
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