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rity of Gd-doped VSe2 nanoflowers
for photonic device applications†
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and Ramakanta Naik *a

The nonlinear optical characteristics of semiconductor nanoparticles play an important role in

optoelectronic devices. In this regard, we study the linear and nonlinear optical properties, along with

the electrical, structural, and morphological properties of Gd-doped VSe2 nanoflowers. Herein, we

successfully synthesized V1−xGdxSe2 (x = 0, 0.1, 0.2, and 0.3) nanoflowers using a simple hydrothermal

technique. Structural analysis shows the pure VSe2 phase and peak shifting due to the doping of Gd. The

prepared samples show a nano flower-like morphology, which is uniformly distributed throughout the

sample. EDX analysis confirms all the constituents and doped elements in the prepared samples. In the

optical analysis, the Kubelka–Munk equation is used to calculate the bandgap values, which show high

bandgap values of 2.6–3.6 eV for the prepared samples. The electrical measurement shows a higher

conducting ability for the VSe2 sample. The nonlinear optical Z-scan investigation showed that the RSA

behavior and peak-valley pattern had negative n2 values, indicating a self-defocusing effect. Here, VSe2
exhibits better nonlinear properties. The third-order nonlinear optical NLO susceptibility c(3) values

indicate that the VSe2 material could be used for future NLO applications.
1. Introduction

Two-dimensional materials with various layered architectures
are known as transition metal dichalcogenides (TMDs). These
structures remain intact by interlayer van der Waals (vdW)
interactions and strong intralayer ionic covalent connections.
Because of their varied crystalline phases and chemical
compositions, TMDs exhibit a range of electrical characteristics,
such as semiconducting, metallic, and semi-metallic behaviors.
Numerous opportunities for better efficiency of nanoscale
electronic gadgets have been presented by these compounds.
TMDs exhibiting semiconductor properties include materials
such as MoS2, MoSe2, and WSe2, with bandgaps between 0.4
and 2.3 eV.1 The electrical and optical properties of these band
formations can be altered by applying mechanical strain or
external electric elds. This makes them attractive options for
creating ultrathin eld-effect transistors with very high
rials Physics, Institute of Chemical
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performance.2 Vanadium-based compounds can undergo
multiple phases, each with distinct electrical and structural
properties. Vanadium oxides and selenides exhibit strong
anisotropic behavior and optical characteristics that change
notably based on their phase and structure. The compounds of
vanadium have strong interactions with light that increase the
ability of the photodetector to absorb light, thus enhancing its
capability.3 However, VSe2, another metallic member of the
TMD group, exhibits a strong light interaction. Though the
system as a whole displays paramagnetism, individual layers
exhibit ferromagnetism even at ambient temperature.4 The low-
temperature charge density wave (CDW) order in VSe2 is note-
worthy. At 106 Sm−1,5 its conductivity is exceptionally high.
These characteristics make it a suitable material for electronic
gadgets and spinning.6

The qualities of VSe2, such as electron transport-related
characteristics and high conductivity, could enable the devel-
opment of independent, low-power, fast-responding photode-
tectors. Broadband photodetectors are in high demand in
various elds, including multispectral detection, optical
communications, imaging, and sensing.7,8 Nonetheless, the
spectrum response ranges of commercial semiconductor
materials are still limited, and they frequently face issues such
as low operating temperatures, complicated fabrication tech-
niques, and high production prices.9,10 Two-dimensional
materials, notably 2H-phase TMDs, can address these difficul-
ties owing to their unique optical11,12 and electrical
properties.13–15 VSe2 possesses outstanding linear optical
Nanoscale Adv., 2025, 7, 3281–3292 | 3281
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properties, which are principally due to its typical layered
structure and metallic crystal phase.16 Its crystalline structure
allows for great light absorption and transmission, making it an
ideal contender for various optical applications. The large
surface area of VSe2 facilitates improved light–matter interac-
tions, resulting in remarkable optical reactions. The capacity of
a material to have tunable optical properties enhances its utility
by allowing alterations in its optical features based on external
stimuli such as temperature and applied electric elds. In
addition to its linear optical performance, VSe2 exhibits inter-
esting nonlinear optical features that are essential for laser
technology and optical data processing.17 The nonlinear optical
response of VSe2 is governed by its electronic band structure,
which enables two-photon absorption and third-harmonic
generation.18,19 This makes VSe2 an ideal material for creating
novel photonic devices because it can efficiently transfer
frequencies and generate harmonic signals through nonlinear
interactions.20,21 Recently, there have been several studies
regarding nonlinear properties22 and their relative applications
in various elds, such as photonics,23,24 modulator,25 ber laser,
and IR applications.26 Gadolinium (Gd) doping of metal chal-
cogenides is an important area of research that focuses on
improving the optical characteristics of materials for various
applications. Specic investigations on Gd-doped VSe2 are rare,
and insights can be gained from research on similar materials.
The optical and electrical properties of VSe2 may be altered by
the addition of Gd, which can be used in different applica-
tions.27 According to previous studies, adding Gd to materials
such as bismuth vanadate (BiVO4) increases the mobility of
charge carriers. Gd doping causes lattice distortions that
promote charge transport, which is responsible for this
improvement.28 It has been demonstrated that doping VSe2 with
substances such as reduced graphene oxide improves ultrafast
third-order nonlinear optical responses, which are essential for
all-optical data processing and optical switching applications.18

This implies that Gd doping may also improve the nonlinear
optical characteristics of VSe2, enabling its use in sophisticated
photonic applications.

Doping transition metal dichalcogenides (TMDs) with
different elements to improve their characteristics has been
investigated in recent studies. Gd3+-doped WS2 nanoakes have
demonstrated promise in cancer theranostics by providing
combined photothermal and radiation therapy as well as
multimodal imaging.29 The functionalization of TMDs with
metallic nanoparticles, especially MoS2, has shown promise for
gas sensing applications and notable doping effects.30 The
ability to manipulate magnetic and optical properties has been
demonstrated by rst-principles studies of lanthanide substi-
tutional doping in MoS2 monolayers. Gd, Eu, and Tm dopants
have been shown to induce signicant magnetization and rene
optical responses.31 These developments in TMD doping have
created new opportunities for a range of elds, such as
biomedicine, electronics, and optoelectronics. Optical investi-
gations have shown that Gd doping has a considerable effect on
the photoluminescence (PL) properties of ZnO. As Gd concen-
trations grow, the intensity ratio of visible emissions grows,
indicating an increase in oxygen vacancies. As Gd concentration
3282 | Nanoscale Adv., 2025, 7, 3281–3292
increases, the band gap energy decreases from 3.31 to 3.23 eV,
indicating that Gd inuences the electrical structure of ZnO.32

This makes Gd-doped ZnO an attractive choice for optoelec-
tronic applications notably because of its improved photo-
catalytic characteristics.32 The increased optical characteristics
of Gd-doped metal chalcogenide make it suitable for a wide
range of optoelectronic applications. Researchers have identi-
ed possible applications in sensors, LEDs, and photovoltaics.
Specically, Gd-doped ZnO has been found to increase the
effectiveness of photocatalytic reactions, which are critical for
environmental remediation.32,33 Furthermore, the distinctive
optical reactions caused by Gd doping open up new possibilities
in domains such as UV sterilization and biological detection.34

To determine their use in optoelectronics and different appli-
cations, it is crucial to investigate optical nonlinearities in
nanostructured semiconductor materials.

Here, we synthesize pure VSe2 and Gd-doped VSe2 samples.
Examining innovative compounds, such as VGdSe2, expands
our basic knowledge of materials science and improves the
various materials available for optoelectronic applications. Our
current study used the hydrothermal process to demonstrate
a simple one-pot synthesis methodology for the Gd-doped VSe2
material. This method allowed us to successfully prepare the
Gd-doped VSe2 composition using a simple and easy way.
Several characterizations were used to investigate the nature of
the sample. X-ray diffraction (XRD) was utilized to study the
material's phase and crystallinity formation. Morphological
analysis was performed using a eld emission scanning elec-
tron microscope (FESEM) and transmission electron micros-
copy (TEM). To explore the structural properties, pictures were
acquired using high-resolution transmission electron micros-
copy (HRTEM) and selected area electron diffraction (SAED).
UV-visible spectroscopy was used to measure reectance data,
which made it easier to calculate the optical bandgap value.
2. Experimental
2.1. Chemicals and materials

We used ammonium metavanadate (NH4VO3, 98%, Fisher
Scientic), gadolinium(III) nitrate hexahydrate [Gd (NO3)3 6H2O]
(99%, Sigma Aldrich), oxalic acid (C2H2O4$2H2O), and selenium
powder (99%, Alfa Aesar) as the vanadium, gadolinium, and
selenium, sources, respectively, to prepare the samples.
2.2. Synthesis method

Here, samples were prepared using the conventional hydro-
thermal method, with the sources of vanadium, gadolinium,
and selenium being NH4VO3, [Gd (NO3)3$6H2O], and selenium
powder, respectively. A common hydrothermal method was
used to produce ower-like VSe2. First, 40 ml of DI water was
taken in a beaker with the stochiometric amounts of 1 mmol of
NH4VO3, 2 mmol of Se powder, and 9.5 mmol of C2H2O4$2H2O
and then mixed in the beaker. To prepare the solution, it was
subjected to stirring for 1 h. Aer that, the solution was kept in
a 50 ml autoclave, and the autoclave was placed in a hot air oven
at 200 °C for 24 h. Aer that, the synthesized product was
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 1 Preparation method of V1−xGdxSe2 samples using the hydrothermal technique.
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washed three times in DI water and ethanol; then, the collected
precipitate was dried in a vacuum at 60 °C for 24 h. The same
hydrothermal synthesis method was then used three times to
dope Gd (0.1, 0.2, and 0.3 mmol). The corresponding samples
were called VS (pure VSe2), GVS-1 (Gd doped 0.1 mmol), GVS-2
(Gd doped 0.2 mmol), and GVS-3 (Gd doped 0.3 mmol)
throughout this paper. Aer that, the sample was collected. A
schematic diagram of the synthesis procedure is depicted in
Fig. 1.
2.3. Characterization

Multiple processes are utilized to examine the morphological,
optical, and structural changes in the prepared sample. A
Bruker D8 Advance diffractometer was used for the XRD
measurements. During the measurements, an incident beam of
Cu Ka (l = 1.54 Å) operating at 30 kV and 40 mA was used,
spanning an angular range of 10°–70°. Raman measurements
were taken by utilizing RENISHAW in Via Raman Microscopy
(Model-RE 04). Using TEM (JEOL, TEM-2100 Plus) and FESEM
(JEOL, JSM-7601FPLUS), the sample's surface morphology was
investigated. Energy-dispersive X-ray spectroscopy (EDX)
measurements were performed to analyze the elemental
composition of the samples. The reectance data in the wave-
length range of 250–800 nm were taken by applying a UV-Vis-
NIR spectrophotometer (JASCO-660). The Z-Scan measure-
ments technique is used to conduct NLO analyses of the
samples. A Z-Scan system (Model-HO-ED-LOE-03) from HOL-
MARC is used to perform the Z-scan measurement. It has
a 150mm linear translation stage with a step size of 0.1 mm and
a 100 mW 532 nm (diode-pumped solid-state) DPSS continuous-
wave (CW) laser source. Samples with a sufficient sample length
of 1 mm are prepared as lms on glass surfaces using the drop-
cast technique. The open aperture (OA) and close aperture (CA)
Z-scanmeasurements were carried out parallelly using a linearly
polarized 532 nm laser beam.
© 2025 The Author(s). Published by the Royal Society of Chemistry
3. Results and discussion
3.1. XRD and Raman analysis

The XRD study of the material provides detailed insight into its
structural properties. Fig. 2(a) illustrates the XRD patterns of
the as-prepared VSe2 and Gd-doped VSe2. The XRD pattern
shows eight signicant peaks. It could be readily indexed to the
standard (JCPDS card no: 01-89-1641) corresponding to VSe2.
The reection peaks localized at 14.6°, 29.2°, 30.8°, 34.1°, 42.8°,
54.6°, 60.7° and 66.09° corresponding to (0 0 1), (0 0 2), (1 0 0), (0
1 1), (1 0 2), (1 1 0), (0 0 4), and (2 0 1) planes, respectively.35

Fig. S1 of the ESI† shows that the peaks shied to lower angles
aer doping gadolinium (Gd). This might be due to the larger
ionic radius of Gd compared to vanadium (V) or selenium (Se),
which are constituent elements of VSe2.36 When Gd is incor-
porated into the VSe2 crystal structure, the atomic size
mismatch can cause local lattice distortions. This leads to
a change in the interatomic spacing, which results in a shi in
the XRD peaks.36 In this case, the peak shis to lower angles,
and doping leads to the expansion of the lattice and increases
the interplanar spacing (d-spacing).

Raman spectroscopy was used to analyze the structural
alterations in the prepared samples. A spectroscopic study in
the 100–500 cm−1 range was performed at room temperature, as
illustrated in Fig. 2(b). The Raman spectra make it easier to
understand the vibrations linked to changes in polarizability
and the resulting changes in molecule structure. They also
provide information about chemical bonding and atomic
congurations. There are three measure peaks found at 140,
280, and 405 cm−1. The vibration modes of E1g and A1g can be
attributed to VSe2 at 310 and 435 cm−1, respectively.37,38 The
Raman spectra of the prepared composite clearly display the
VSe2 Raman bands. The bands at 280 and 405 cm−1, respec-
tively, reect the E2g and A1g vibration modes of VSe2, respec-
tively.39,40 According to Naja et al., the E2g and A1g bands of 1T-
VSe2 are responsible for the two peaks in the bulk VSe2 observed
Nanoscale Adv., 2025, 7, 3281–3292 | 3283

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5na00057b


Fig. 2 (a) XRD pattern and (b) Raman spectra of VS and GVS samples.
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at 140 and 210 cm−1, respectively.41,42 The peak at 140 cm−1

shied towards the higher wavenumber for the GVS-3 sample
owing to the Gd doping.
3.2. FESEM, EDX, and TEM analyses

The variation in morphology in the nanocomposite produced
with varying vanadium and gadolinium levels can be observed
in the FESEM study. The morphology of pure VSe2 is shown in
Fig. 3. Fig. 3(a) demonstrates that the hydrothermally synthe-
sized VSe2 produces several ower-like structures. A structure
resembling a ower is created by the accumulation of thin
sheets. The structure of marigold owers is comparable to that
of microowers. The prepared samples show nanoower-like
morphology, which is again accumulated to form micro
sphere-like shapes in the range of 1.7–2.5 mm that uniformly
spread throughout the sample. Fig. 3(b) depicts the micrometer
view of the prepared pure VS sample. These FESEM images of
the sample are taken within two different magnications, which
are at 100 nm scale and 1 mm scale, which shows that the
particle is in a nano sphere-like structure.
Fig. 3 FESEM image of pure VSe2 sample: (a) nanometer scale and (b) m

3284 | Nanoscale Adv., 2025, 7, 3281–3292
Fig. 4 shows the magnied images of the Gd-doped samples,
and the micrometer view images of the Gd-doped samples are
presented in Fig. S2 of the ESI le.† The thickness of the thin
sheets is calculated using ImageJ soware. We observe that the
thickness increases with the Gd doping from 26.9 nm, 32.4 nm,
and 33.3 nm to 35.4 nm for VS, GVS1, GVS2, and GVS3,
respectively. Fig. 5 illustrates the EDX spectra of the prepared
composition, showing the existence of constituent elements in
the material. The VS sample is a pure VSe2 composition with
elemental composition V and Se in the EDX spectra, while the
doped samples show the Gd peak in the EDX spectra. The
elemental mapping images of all the constituent elements of
the GVS-3 sample are presented in Fig. S3 of the ESI.†

The particle size and crystalline behavior can be understood
with the help of HR-TEM and SAED studies. As shown in
Fig. 6(a), the TEM image of the VS sample displays nanosheets
organized as owers. The HRTEM pictures are used to calculate
the lattice spacing value, and Fig. 6(b) shows the corresponding
lattice plane. The spacing value is found to be approximately 0.3
and 0.26 nm, respectively, representing the (0 0 2) and (0 1 1)
lattice planes. These outcomes are consistent with the prepared
icrometer scale.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 4 FESEM images of (a) GVS-1, (b) GVS-2, and (c) GVS-3 at a nanometer scale.

Fig. 5 EDX spectra of (a) VS, (b) GVS-1, (c) GVS-2, and (d) GVS-3 samples.
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sample's XRD data. The sample's crystallinity is represented by
the SAED patterns, as depicted in Fig. 6(c). The SAED image has
certain ring patterns made up of bright spots that help deter-
mine the crystalline properties. Overall, the structural study,
which includes SAED, HRTEM, and XRD, demonstrates that all
of the ndings are in agreement and consistent.
3.3. Optical analysis

The synthesized VS and GVS sample's optical reectance
spectra at wavelengths ranging from 250 to 800 nm are shown in
© 2025 The Author(s). Published by the Royal Society of Chemistry
Fig. 7(a). In semiconductor materials, the energy difference
between an electron's high and low energy levels is enhanced as
it shis from valence to the conduction band. The basic
absorption edge shis toward low wavelengths as the sample's
Gd doping rises. With increasing Gd doping, the intensity of the
reectance spectra rises, reaching its maximum for the GVS-3
sample. The Kubelka–Munk approach was used to evaluate
the band gap value of the material.43 The Kubelka–Munk theory
can apply to this situation. This equation can be expressed as
follows:44
Nanoscale Adv., 2025, 7, 3281–3292 | 3285
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Fig. 6 (a) TEM image of the GVS-3 samples, (b) HRTEM image, and (c) SAED pattern of the GVS-3 sample.

Nanoscale Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
M

ar
ch

 2
02

5.
 D

ow
nl

oa
de

d 
on

 1
1/

3/
20

25
 2

:1
4:

48
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
K

S
¼ ð1� RNÞ2

2RN

hFðRNÞ; (1)

where F(R) is known as the Kubelka–Munk function and RN is
the diffuse reectance. The absorption coefficient is associated
with the Tauc relation and the optical band gap values Eg. The
relationship can be stated as follows:7

ahv = A(hv − Eg)
m (2)

where A is the proportionality constant, n is the light frequency,
and a is the absorption coefficient. To determine the direct
band gap for the crystalline materials, the value of “m” is
assumed to be 1/2. Absorption ‘K’ is equal to 2a when the
incoming light is subject to perfect diffuse scattering. The
scattering coefficient ‘S’ is regarded as constant in this instance.
Consequently, the F(R) and the absorption coefficient “K” are
proportional. According to the theory of Kubelka and Munk
presented in 1931, reectance spectra can be transformed into
corresponding absorption spectra by applying the Kubelka–
Munk function (F(RN)):

FðRNÞ ¼ K

S
¼ ð1� RNÞ

2RN

;

where ‘K’ denotes the absorption coefficient and S denotes the
scattering coefficient.43 K and S depend on the intrinsic
absorption ‘a’ and scattering ‘s’ coefficients of the material such

that
a

s
f

K
S
: The denition of F(RN) involves the K–M coefficients

(K and S) to avoid possible confusion with the a and s
coefficients.

Eqn (2) allows us to obtain the following equation:
3286 | Nanoscale Adv., 2025, 7, 3281–3292
[F(RN)hv]2 = A(hv − Eg). (3)

The bandgap of the synthesized material can be assessed by
plotting the (F(RN)ℎn)2 vs. ℎn. Fig. 7(b–e) shows the calculated
bandgaps of the prepared samples. The composition with
a larger Gd doping concentration has a larger bandgap than the
undoped VSe2 sample. Table 1 displays the calculated bandgap
values. According to the calculation, the bandgap value of VS is
2.6 eV, and for the GVS-3 sample, it increases to 3.6 eV as the Gd
doping amount rises. The increase in the band gap aer doping
Gd on VSe2 can be attributed to the complex interplay between
charge carrier localization, modication of the Fermi level,
spin–orbit coupling, and charges in the electronics structure
owing to the presence of a dopant (Gd).45 Each of these factors
can contribute to widening the electronic gap between the
valence and conduction bands in the doped material.46

We reported similar results in our previous work, where the
samples with Mo doping in VSe2 show higher bandgap values.47

Yi et al. reported that the high bandgap values and the values
increased with the Gd doping concentration.45 Variations in
bandgap values were also found using the Kubelka Munk
function for the calculation.48 Optical and electrical parameters
of semiconducting materials can be understood by refractive
index parameters. This attribute, along with the optical
bandgap, characterizes the possible usage of compounds in the
production of electronic devices. Generally, compounds with
a shorter bandgap and a larger refractive index offer a wide
range of applications, including detectors, solar cells, and
waveguides. A useful method for determining the refractive
index of the current sample is to use the Dimitrov and Sakka
formula. As given below, this entails adding the optical bandgap
data to the Dimitrov and Sakka equation below :49
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 7 (a) Reflectance curve of V1−xGdxSe2 samples, (b) bandgap of VS, (c) bandgap of GVS-1, (d) bandgap of GVS-2, and (e) bandgap of GVS-3
sample.

Table 1 Optical parameters of the VS and GVS samples

Estimated optical parameters VS GVS-1 GVS-2 GVS-3

Direct optical bandgap (Eg) (eV) 2.62 3.13 3.6 3.69
Refractive index (n) 2.50 2.36 2.25 2.23
Dielectric constant (3) 6.28 5.58 5.07 4.98
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n2 � 1

n2 þ 1
¼ 1�

�
Eg

20

�1
2

: (4)

The refractive index (n) values are given in Table 1. The
dielectric constant, which is the ratio of a substance's permit-
tivity to that of free space, shows how well a material can
concentrate electric ux. Furthermore, the equation (3= n2) can
be used to obtain the dielectric constant using the refractive
index (n). The obtained values of ‘n’ and ‘3’ are shown in Table 1.
It is discovered that the bandgap values exhibit opposing
© 2025 The Author(s). Published by the Royal Society of Chemistry
behaviour for both n and ‘3’ values. Shkir et al. reported a vari-
ation of refractive index in the range of 1.87–3.81 and similar
dielectric constant values that change with Gd doping concen-
tration.50 Similar values of refractive index and dielectric
constant have been reported for different compounds that are
used for application in optoelectronic devices, optical TCE, and
photo electrocatalytic devices in the future.51,52
3.4. XPS study

The XPS study aims to examine the oxidation states of the
components in the present samples. XPS is a surface science
technique that can be used to determine the elemental
composition and binding states of a material's surface. Here,
a GVS-3 sample was used for the XPS analysis. This investigation
aims to examine variations in the element's core-level energies.
Fig. 8 shows the XPS spectra of V-2p, Gd-3d, and Se-3d. The
survey scan shown in Fig. 8(a) depicts the existence of each
compositional element. The standardization of elemental peaks
Nanoscale Adv., 2025, 7, 3281–3292 | 3287

http://creativecommons.org/licenses/by-nc/3.0/
http://creativecommons.org/licenses/by-nc/3.0/
https://doi.org/10.1039/d5na00057b


Nanoscale Advances Paper

O
pe

n 
A

cc
es

s 
A

rt
ic

le
. P

ub
lis

he
d 

on
 2

8 
M

ar
ch

 2
02

5.
 D

ow
nl

oa
de

d 
on

 1
1/

3/
20

25
 2

:1
4:

48
 P

M
. 

 T
hi

s 
ar

tic
le

 is
 li

ce
ns

ed
 u

nd
er

 a
 C

re
at

iv
e 

C
om

m
on

s 
A

ttr
ib

ut
io

n-
N

on
C

om
m

er
ci

al
 3

.0
 U

np
or

te
d 

L
ic

en
ce

.
View Article Online
was based on the carbon peak at 285 eV. The produced nano-
material has two notable peaks, V 2p3/2 and V 2p1/2, at binding
energies of 517 and 524.5 eV, respectively, as shown in Fig. 8(b).
The presence of the V4+ of vanadium is indicated by a peak at
about 517 eV.53 Fig. 8(c) shows that the Gd peaks at 143 and
148.7 eV are attributed to the +3 oxidation state.54 Additionally,
the XPS analysis of Se 3d is shown in Fig. 8(d). Selenium's −2
oxidation state is responsible for the distinct two peaks in the
spectra: Se 3d5/2 at 55 eV and Se 3d3/2 at 56.3 eV.55 These
outcomes demonstrate that the GVS composite samples were
successfully synthesized.

The reference V2p3/2 binding energies of the V0+, V2+, V3+,
V4+, and V5+ states of vanadium oxides are almost equivalent to
511∼512 eV, 512∼513 eV, 515.7–8 eV, 516 eV, and 516.6–
517.7 eV, respectively. The +4-valance state of the VSe2 sample is
represented by the V2p3/2 state observed at 517 eV. Similar
ndings for vanadium 2p have also been reported by Vijaya-
kumar et al.56
Fig. 9 I–V characteristics of VS and GVS samples.
3.5. Electrical study

To evaluate the capability of compounds to be used in opto-
electronic devices, their electrical characteristics were investi-
gated. The I–V test was carried out at ambient temperature with
a DC voltage that was scanned from −10 to 10 V. The charac-
teristics plot of the prepared samples is shown in Fig. 9. The
linear and symmetrical I–V curves show their ohmic character-
istics. The ohmic properties are indicated by the symmetric and
linear I–V curves. The gure indicates that the electrical
Fig. 8 XPS spectra of (a) GVS-3, (b) V 2p, (c) Gd 3d, and (d) Se 3d of GV

3288 | Nanoscale Adv., 2025, 7, 3281–3292
characteristics of the samples are good. The electrical behaviour
of the sample decreases with increasing Gd doping. Higher
resistance and lower current are found in the sample with
a higher concentration of Gd. The GVS-3 sample has a low
current of about 4 nA; however, the compound VS displays
a higher current of about 17 mA. The GVS-2 sample has a current
of about 130 nA, which is very low compared to the VS sample.
Therefore, in the comparative IV plot, both GVS-2 and GVS-3
seem to overlap, as shown in Fig. 9. Similar ndings from our
earlier research, where VSe2 exhibits superior electrical prop-
erties over the doped samples, were also discovered.47 Fig. S4 of
the ESI le† displays the individual I–V curves for the light and
dark currents for each sample. For comparative analysis, all the
I–V plots of each sample in light and darkmodes are shown. The
S-3 samples.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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GVS-3 sample with the highest doping shows the lowest current
of about 4 nA among the prepared samples. Subsequently, the
GVS-3 sample did not show a photo response; therefore, the
light and dark current overlapped, as shown in Fig. S4(d).† It is
clear from this that the light current is always higher than the
dark current.57 This increase in photocurrent in comparison to
the dark current is caused by the separation of charges and light
and matter interactions.
3.6. Z-scan study

The Z-scan method is used to measure the absorption coeffi-
cient (b), refractive index (n2), and third-order NLO suscepti-
bility (c(3)). This study helps to understand the optical
nonlinearity of the VS and GVS samples.

3.6.1 Open aperture (OA) – nonlinear absorption. The
nonlinear absorption parameters associated with saturable
absorption are investigated using the OA Z-scan data. The data
for OA are measured directly at photodetector-1 (PD1), while the
data for CA are measured at photodetector-2 (PD2) with an
aperture. Reverse saturation absorption (RSA) and saturable
absorption (SA) can be distinguished at the focal point by
observing their nature. The RSA appears as a valley, whereas the
SA appears as a peak at Z = 0. Negative refraction takes place in
the opposite peak-valley conguration (n2 < 0), while positive
refraction arises in the case of valley-peak conguration (n2 >
0).58

The OA graphs depicted in Fig. 10(b and d) show the RSA
behavior of the VS and GVS-3 samples. Following
Fig. 10 (a and c) CA Z-Scan fitting and (b and d) OA Z-Scan fitting of th

© 2025 The Author(s). Published by the Royal Society of Chemistry
normalization, the OA results are tted using the transmittance
formula below based on the material's nonlinear absorption
characteristic:59

TðZÞ ¼ 1� bI0Leff�
1þ Z2

ZR
2

�
2

ffiffiffi
2

p ; (5)

where Leff is the lm's effective length, T(Z) is the normalized
transmittance, I0 is the beam intensity at focus, and ZR is the
Rayleigh range. The Leff can be determined using the following
formula: Leff = (1 − e−aL)/a, where a and L denote the absorp-
tion coefficient and thickness of the sample, respectively. It is
observed that the transmittance value decreases near the focal
point, and the valley declines at increasing intensities, indi-
cating induced absorption in thin lms, according to the OA
results. According to the calculations, the b values for the VS
and GVS-3 samples are around 0.848 and 0.392 cm W−1,
respectively. The VS sample was found to have the highest
b value with intrinsic RSA. Pure VSe2 exhibits greater b values
and intrinsic RSA likely owing to its unaltered electronic
structure, allowing for effective nonlinear absorption processes.
Doping with Gd causes alterations that may impair these
processes, resulting in reduced nonlinear optical responses. As
we also found in the electrical study, the sample's electrical
behavior decreases with increasing Gd doping. Research on
VSe2 hybridized with CoSe2 nanoparticles shows higher third-
order nonlinear optical responses owing to increased charge
transfer states enabled by metal ions.60
e VS and GVS-3 samples, respectively.

Nanoscale Adv., 2025, 7, 3281–3292 | 3289
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Table 2 Parameters found in the Z-scan analysis

Samples b (cm W−1) n2 × 10−6 (cm2 W−1) cR
(3) × 10−2 (e.s.u) cIm

(3) × 10−2 (e.s.u) c(3) × 10−2 (e.s.u)

VS 0.848 8.668 13.749 57.03 58.664
GVS-3 0.392 8.187 10.332 20.994 23.399
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3.6.2 Closed aperture – nonlinear refraction (NLR). The CA
mode helps to examine the nonlinear refraction response of the
VS and GVS-3 compositions, as depicted in Fig. 10(a and c). The
pre-focal transmittance maximum (peak) signature is followed
by a post-focal transmittance minimum (valley) in the CA Z-scan
curves for both lms. It is evident from the curve's structure that
this peak-valley conguration suggests a negative phase shi of
n2, conrming the self-defocus tendency of the sample. The
nonlinear refraction characteristic of the material yields the
following equation, which ts the CA results:59

TðZÞ ¼ 1�
4� Z

ZR

� D4

�
1þ Z2

ZR
2

��
9þ Z2

ZR
2

� ; (6)

where the nonlinearly induced phase shi is denoted by DF.
The value of n2 is evaluated by the following equation:

n2 ¼ lDF0

2pI0Leff

; (7)

where l is the wavelength of the incoming laser beam. The
evaluated n2 values of the VS and GVS-3 samples are 8.66× 10−6

cm2 W−1 and 8.01 × 10−6 cm2 W−1, respectively. In intensity-
dependent focusing response, the VS sample had a maximum
n2 value. Here, it is evident that as the amount of Gd doping
increases, the n2 values for the GVS-3 samples decrease. These
materials are thoroughly examined to determine the precise
cause of this event. As we have discussed above, doping with Gd
causes alterations that may impair these processes, resulting in
reduced nonlinear optical responses. Therefore, the nonlinear
refractive index also decreases for the GVS samples. From the
linear optical analysis, we also found that the bandgap
increases and the refractive index decreases with the Gd
doping.

The following equations link the real and imaginary
components of third-order NLO susceptibility c(3) to n2 and b:61

Re cð3ÞðesuÞ ¼ 10�430C2n0
2

p
n2
�
cm2 W�1�; (8)

Im cð3ÞðesuÞ ¼ 10�230C2n0
2l

4p2
b
�
cm W�1�; (9)

where 30 represents the electrical permittivity of free space with
a value of 8.85 × 10 −14 F cm−1, n0 is the linear refractive index,
and c is the light velocity in a vacuum.

The electronic polarizability of a substance is shown by its
nonlinear susceptibility. The third-order nonlinear suscepti-
bility jc(3)j is evaluated by utilizing the real and imaginary c(3)

value. The equation given below describes the nonlinear
3290 | Nanoscale Adv., 2025, 7, 3281–3292
susceptibility of a material showing simultaneous nonlinear
refraction and nonlinear absorption:62

jc(3)j = [(Re[c(3)])2 + (Im[c(3)])2]1/2 (esu) (10)

The nonlinear results found from the Z-scan experiment,
such as b, n2, and c(3) values, are presented in Table 2. All the
samples had positive NLO parameter values, with the VS sample
having higher overall values than the GVS-3 sample. This
material property may be used in various optoelectronic
devices, such as modulating devices and optical switching.

There are various factors affecting the physical-based
nonlinearity such as 2 PA, thermal effect, and nonlinear scat-
tering effect. According to theory, 2 PA requires band gaps in the
2.65–2.78 eV range, where Eg/2# hy# Eg.63 In this instance, the
energy of the incoming beam, or “hy,” is 2.33 eV. The 2 PA
process can be regarded as the cause of the nonlinearity
because the prepared samples satisfy the necessary require-
ments. Every sample has an Im c(3) higher than Re c(3), indi-
cating that the compound reacts in an absorptive way rather
than a refractive way to incident light. When employing a CW
laser, the Im c(3) works better than the Re c(3) because of
nonlinear interactions, a strong absorption nature, and thermal
effects from continuous energy input. Continuous use of a CW
laser may cause localized heating of the material, where every
particle acts as a heating center.61 This heating alters the
material's electronic structure by populating higher vibrational
states that absorb lighter. The optical properties are altered by
high temperature, increasing absorption and raising the
imaginary part of susceptibility. This creates a feedback loop in
which the higher temperature boosts absorption and solidies
the dominance of the imaginary component.
4. Conclusion

In conclusion, VSe2 and Gd-doped VSe2 samples were synthe-
sized utilizing a simple hydrothermal process. This is a low-
cost, simple approach for making such compounds in bulk,
with numerous benets. The crystallographic study reveals that
the prepared samples are crystalline and have a pure VSe2
phase. The XRD peaks shied towards the lower angle owing to
the Gd doping. Raman analysis also shows similar structural
information, where Raman peaks shied towards higher wave
numbers with doping. XPS analysis conrmed the presence of
Gd content in the V1−xGdxSe2 samples with a proper oxidation
state. The optical analysis shows that the prepared samples
have high bandgap values ranging from 2.6 to 3.6 eV, and these
values increase as the Gd doping amount increases. The
prepared samples show a nanoower-like morphology, which
© 2025 The Author(s). Published by the Royal Society of Chemistry
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agglomerates to form micro sphere-like shapes that are
uniformly spread throughout the sample. The I–V characteris-
tics of the VSe2 sample were found to be better than those of the
doped samples, showing a maximum current of around 17 mA.
The nonlinear investigation showed that the RSA behaviour and
peak-valley pattern had negative n2 values, indicating a self-
defocusing effect. The two-photon absorption process controls
the material's NLO characteristics. Here, VSe2 shows better
nonlinear properties. Future NLO applications may employ
VSe2 material owing to its higher nonlinear values. No studies,
such as those on optical and nonlinear responses related to the
Gd-doped VSe2 compound, have been reported. Therefore, in
the present study, we attempted to explore the optical, elec-
trical, and nonlinear responses of the compound. Although the
pure VSe2 samples show better nonlinear responses, the Gd-
doped sample shows higher bandgap values. Therefore, GVS
samples with high-bandgap values can be used in photovoltaic
applications.
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