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hosphorus enriched inorganic–
organic hybrid material for electrochemical
detection of selenium(IV) ions†

Arun Kumar, ‡ Prakriti Thakur, ‡ Nisha Dhiman, Sachin Balhara
and Paritosh Mohanty *

A heteroatom (nitrogen and phosphorus) enriched pyridinic bridged inorganic–organic hybrid material

(HPHM) was synthesized by polycondensing phosphonitrilic chloride trimer (PNC) and 2,6-

diaminopyridine in DMSO at 140 °C. The synthesized material was used as an efficient electrode material

for the electrochemical detection of selenium(IV) ions [Se(IV)] in aqueous solution. The HPHM electrode

(active mass loading of 4.1 mg cm−2) achieves a detection range of 5–50 ppb at a deposition potential

of −1.2 V and a deposition time of 170 s with a lower limit of detection (LOD) of 2.18 ppb. This LOD is

significantly below the World Health Organization's (WHO) recommended maximum level for selenium

in drinking water. Moreover, the electrode material maintains high selectivity for Se(IV) ions in the

presence of various interfering ions and high sensitivity over 200 cycles with only a minimal (∼6.83%)

decline in current density response. The higher Se(IV) ion detection capability is attributed to the strategic

incorporation of nitrogen and phosphorus heteroatoms, enhancing the material's electrochemical

properties.
1. Introduction

Selenium (Se) is a non-metallic element that can be sporadically
found in about 0.05 to 0.2 mg kg−1 in the Earth's crust.1 It
predominantly exists in its elemental form or as a constituent of
pure ore complexes.2–4 Notably, it is a signicant environmental
pollutant, commonly found in various metallic ores and
sulphide minerals.4,5 Both natural occurrences, such as the
weathering of Se-containing rocks and volcanic explosions,
along with some anthropogenic activities, such as the mining of
seleniferous ores and the burning of fossil fuels, contribute to
its atmospheric release in the form of selenide (H2Se), selenate
(SeO4

2−), selenite (SeO3
2−), etc. Selenium can quickly accumu-

late in food chains, making it a potential hazard to aquatic
organisms and the environment.6 This dual impact from
natural and anthropogenic sources underscores the urgency of
understanding and mitigating selenium pollution.7–10 The
different valence states of selenium are elemental selenium
(Se0), selenide (Se2−), selenite [Se(IV), SeO3

2−], and selenate
[Se(VI), SeO4

2−]. Se(IV) and Se(VI) are the most prevalent forms in
water bodies. Among the different forms of selenium, Se(IV) is
ent of Chemistry, Indian Institute of

Uttarakhand-247667, India. E-mail:

tion (ESI) available. See DOI:

6–2633
the most hazardous and the sole electroactive form.9–13 In an
acidic environment, Se(IV) gets reduced to selenium (Se) and
selenium hydride (H2Se), using 10 H+ and 10 e−. The H2Se
further reacts with sodium selenate (Na2SeO3) via a compro-
portionation reaction, leading to the production of red sele-
nium (Se).11,12,14 Selenium is also a micronutrient found in
numerous enzymes, such as selenocysteine (modied amino
acid), whose moderate amounts are essential for human well-
being.15–21 It is a constituent of glutathione peroxidase (GSHPx),
peroxidase, and thioredoxin reductases, which prevent oxida-
tive damage of tissues, assist in thyroid hormone metabolism,
and break intramolecular disulphide bonds.22–26 However,
excessive selenium intake can lead to selenosis, resulting in
adverse health effects. The interaction of selenium with thiols
can disrupt the activity of DNA and cause toxicity. Symptoms of
selenium poisoning include lung congestion, gastrointestinal
issues, changes in nail and hair structure, and other structural
abnormalities.26–30

Recognizing the potential dangers associated with elevated
selenium levels, the World Health Organization (WHO) has
established a permissible limit of 10 and 40 parts per billion
(ppb) for selenium in drinking and groundwater, respectively.31

Therefore, it is essential to perform precise, selective, on-the-
spot detection of selenium in different environmental
matrices, such as sources of drinking water, groundwater, and
rivers.26 Various characterization techniques are available for
quantifying the selenium concentration, such as ame
absorption spectroscopy (FAAS, 10–8200 mg L−1) and graphite
© 2025 The Author(s). Published by the Royal Society of Chemistry
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furnace atomic absorption spectroscopy (GFAAS, 0–50 mg L−1).
However, each method has its own limitations, such as sensi-
tivity, response time, and narrow range of linear response.21,32

The more advanced inductively coupled plasma mass spec-
trometry (ICP-MS, 0.1 mg L−1) has a very high sensitivity32–36 but
is associated with an operational cost. Moreover, these methods
involve the requirement of initial preparatory steps, the use of
premium reagents and standards, reliance on skilled workers,
labor-intensive sample preparation, and processing procedures.
These limitations also limit their use in lab settings and make it
more challenging to automate them for routine, on-site, and
real-time assessments of Se(IV) ions in water bodies. Addition-
ally, during different phases of sample collection, transit,
storage, and preparation, the physicochemical properties of the
samples may also be compromised. Electroanalytical method-
ologies such as square wave voltammetry (SWV), adsorptive
cathodic stripping voltammetry (CSV), anodic stripping vol-
tammetry (ASV), and differential pulse voltammetry (DPV) have
been explored as alternatives. These methods have several
advantages, such as simple instrumentation, the possibility of
downsizing, portability, ease of use, and speedy analysis.37–39

Nonetheless, the analytical properties of the electrode or sensor
material have a signicant impact on the efficacy of these
electroanalytical methods.

Several metal-based electrochemical sensors have been
utilized for selenium detection, such as modied electrodes
made up of bismuth and mercury and macro-electrodes made
up of Hg, Pt, Ag, Au, etc., to attain the desired levels of cost-
effectiveness, reproducibility, sensitivity, and selectivity.26,40,41

Rodrigo et al.42 reported electrochemical detection of Se(IV)
using glassy carbon electrode modied with Au nanoparticles
and the LOD was found to be 120 ppb. However, metal-free
sensors ought to be utilized to eliminate the environmental
issues associated with the leaching of metal from the metal-
based electrodes in the electrochemical sensor. Tanaka et al.
used diamino naphthalene (DAN) for modication of the elec-
trochemical sensor surface for the detection of selenium due to
the chelation of the nitrogen atom of DAN with Se(IV) with
a limit of detection (LOD) of 0.788 ppb.43 Further, Ashournia
et al. employed TMF/GCE in an acidic environment to detect
selenium utilizing 4-nitro-1,2-phenylenediamine (NoPD).44 A
complex named 5-nitropiazselenol was formed between the
selenium(IV) and nitrogen atoms of 4-nitro-1,2-
phenylenediamine (NoPD). Selenium(IV) was effectively detec-
ted in natural water samples up to 0.06 ppb using this method.44

Thus, the development of effective heteroatom enriched mate-
rials which have higher complex forming ability with selenium
is essential.

Heteroatoms like oxygen, sulphur, and nitrogen have
a specic ability to chelate, which makes the modier-based
electrodes that contain some heteroatom ligands a suitable
complexing agent for detecting trace elements.45–49 Therefore,
a heteroatom-enriched (N and P) material denoted as HPHM50

has been synthesized by a conventional heating method using
2,6-diaminopyridine and phosphonitrilic chloride and used for
electrochemical detection of Se(IV) ions. The active mass
loading, deposition potential (DP), deposition time (DT), and
© 2025 The Author(s). Published by the Royal Society of Chemistry
concentration were optimized to design an electrochemical
sensor with enhanced performance for Se(IV) ion detection.

2. Experimental section
2.1. Materials

Phosphonitrilic chloride trimer (PNC, Cl6N3P3, 99% Sigma-
Aldrich, UK), 2,6-diaminopyridine (DAP, C5H7N3, 98% Alfa
Aesar, India) and dimethyl sulfoxide (DMSO, C2H6SO, SRL,
India) are used for the synthesis of HPHM. Sodium selenite
(Na2SeO3, 99% Avra Synthesis Pvt. Ltd, India) was used to
prepare the stock solution (1 mM) of Se(IV) ions. Nitric acid
(HNO3, 99%, Rankem) was used as the supporting electrolyte.
The active electrode material coated on a graphite sheet
(∼0.1 mm thickness, Nickunj Eximp Emtp. India) was used as
a current collector. Polyvinylidene uoride (PVDF), N-methyl-
pyrrolidone (NMP, C5H9NO, 99%, HiMedia Laboratories Pvt.
Ltd), and activated carbon (AC, Super P, Alfa Aesa, India) were
used for the preparation of the active electrode material.

2.2. Synthesis of HPHM

The synthesis of HPHMwas carried out using polycondensation
of PNC and DAP, as per our previous report.47,50 The reaction has
been carried out by conventionally heating the precursors dis-
solved in DMSO at 140 °C for 18 h. The detailed synthesis
procedure is provided in the ESI.†

2.3. Fabrication of electrodes for electrochemical
investigations

The HPHM was used as an active material for the fabrication of
electrodes for electrochemical detection of Se(IV) ions. To
prepare the HPHM electrode, 3 mg of PVDF was dissolved
completely in 150 mL of NMP in a 5 mL culture tube. In a mortar
and pestle, 3 mg of AC was ground properly with 14 mg of
HPHM. The powdered mixture was then transferred into the
culture tube containing PVDF dissolved in NMP. The resulting
dispersion was stirred for 48 h at RT to get a homogeneous
mixture, which was uniformly drop-casted on a graphite sheet
(1× 1 cm2). The fabricated electrode was nally kept in a hot air
oven for 12 h at 60 °C before employing it for electrochemical
studies.

2.4. Electrochemical measurements

A three-electrode cell conguration was utilized for the elec-
trochemical detection of Se(IV) ions. Ag/AgCl was used as the
reference electrode, and Pt wire was used as the counter elec-
trode. The fabricated HPHM electrode of 1 × 1 cm2 was used as
a working electrode (Fig. 1). To evaluate the electrochemical
performance of the electrode, cyclic voltammetry (CV) and
electrochemical impedance spectroscopy (EIS) were performed.
A solution of 0.1 M nitric acid (HNO3) containing 0.1 M
[Fe(CN)6]

3−/4− was used for the electrochemical measurements.
The CV was scanned from −0.2 to 0.8 V from 5 to 100 mV s−1.
The EIS was performed from 0.1 to 105 Hz at an amplitude of the
applied potential of 10 mV. To examine the response for the
Se(IV) ion sensing, differential pulse voltammetry (DPV) was
Nanoscale Adv., 2025, 7, 2626–2633 | 2627
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Fig. 1 Schematic representation of the electrochemical setup for the detection of Se(IV) ions.
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conducted under specic sensing parameters viz., deposition
potential (DP) of −1.2 V, deposition time (DT) of 170 s at 10 mV
s−1. A supporting electrolyte of 0.1 M HNO3 was used for elec-
trochemical measurements. A Multi Autolab/M204 electro-
chemical workstation (Metrohm Autolab B.V., Netherlands) was
used to carry out all electrochemical measurements. The limit
of detection (LOD) was calculated using the following equation:

LOD = 3.3 × (SD/m) (1)

where SD = standard deviation of the intercept and m = the
slope of the curve. Furthermore, the HPHM electrode was used
to detect the Se(IV) ions in the tap water sample.
3. Results and discussion
3.1. Structural, microstructural and textural
characterizations

The successful synthesis of HPHM47,50 was conrmed by state-
of-the-art characterization techniques such as FT-IR, XRD,
FESEM, TEM, and N2 sorption measurements. The FT-IR
spectra of the HPHM, along with the reactants, i.e., DAP and
PNC, are given in Fig. S1a.† The observation of a broad band in
HPHM around 3400 cm−1 instead of multiple bands between
3116 and 3405 cm−1 of the primary amine, as seen in the DAP,
conrms the polymerization (Fig. S1a†).47,48,50 The stretching
frequencies of pyridine rings are also observed in HPHM near
1600 [vs. (C]N)], 1570 [ vs. (C]C)], and 1290 cm−1 [vs. (C–N)].
Additionally, stretching frequencies near 1370 and 1220 cm−1

[vs. P]N–P], 1000–960 cm−1 [vs. (P]NH–C)], and 860 cm−1 [P–
N ring vibrations] conrm the presence of cyclophosphazene
moieties in HPHM.47,48,50 Importantly, the absence of the P–Cl
band in HPHM (600–500 cm−1) shows the successful conden-
sation of DAP and PNC to form the polymeric framework.50

Furthermore, X-ray diffraction (XRD) analysis of HPHM
exhibited a broad halo indicating the amorphous nature of the
material as shown in Fig. S1b.† The textural properties were
2628 | Nanoscale Adv., 2025, 7, 2626–2633
analyzed by N2 sorption analysis measured at 77 K (−196 °C).
The N2 sorption isotherm is shown in Fig. S2a.† A type-II
isotherm could be seen with very little uptake at the low-
pressure region. The estimated specic surface area using the
BET equation (SABET) was found to be 7 m2 g−1. The BET plot is
shown in the Fig. S2b† inset. The pore size distribution (PSD),
estimated by density functional theory with kernel “N2 at 77 K
on carbon: Slit Pores, QSDFT equilibrium model”, shows that
predominant pores are centered at 1.8 nm, with the tail
extended for multimodal PSD (Fig. S2b†). A total pore volume of
0.016 cm3 g−1 was estimated at a relative pressure (P/Po) of 0.99.
Microstructural analysis of the HPHMwas performed by FESEM
and TEM (Fig. S3a and b†). A non-uniformmicrostructure of the
HPHM with various shapes and sizes was observed from
FESEM, as shown in Fig. S3a.† Moreover, the TEM image of the
HPHM reveals that different sizes of pores ranging from 5 to
20 nmwere present (Fig. S3b†), which was also conrmed by the
PSD from N2 sorption measurements (Fig. S2b†). The selected-
area electron diffraction pattern (SAED) (Inset Fig. S3b†) of the
HPHM represents the amorphous nature of the specimen,
which further corroborated the XRD ndings (Fig. S1b†).
3.2. Electrochemical characterizations

The electrochemical properties of the HPHM electrode in 0.1 M
HNO3 with [Fe (CN)6]

3−/4− were studied using cyclic voltam-
metry (CV). The CV curves of the HPHM electrode were plotted
at various scan rates ranging from 5 to 100 mV s−1, as shown in
Fig. 2a. It was observed that the peak current (ip) increased
gradually with an increase in the scan rate. Furthermore, the ip
of both anodic and cathodic peaks was linearly dependent on
the square root of the scan rate, and their respective correlation
coefficient was calculated (Fig. 2b). The R2 for HPHM at the
anodic (ipa) region and cathodic region (ipc) was found to be
0.99027 and 0.9881, respectively. This demonstrated that
a diffusion-controlled mass transfer process occurred at the
interface of the HPHM electrode. The electrochemical active
© 2025 The Author(s). Published by the Royal Society of Chemistry
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Fig. 2 (a) CV of HPHM electrodes from 5 to 100mV s−1 in 0.1 M HNO3

solution containing 0.1 M [Fe (CN)6]
3−/4−, (b) the linear relationship

between the redox peak current and square root of scan rate, (c) EIS
spectra of the HPHM and blank graphite electrode.

Fig. 3 (a) DPV response of Se(IV) with electrodes having different
active material masses at 10 mV s−1 (b) The effect of the mass of the
active material on the detection of Se(IV), (c) and (d) optimization of the
DP, and (e) and (f) optimization of DT with standard deviation. (DT =

170 s, DP = −1.2 V, mass loading = 4.1 mg).
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surface area (EASA) of the electrode materials can have
a signicant impact on the electrochemical performance.
Therefore, EASA was calculated, and it was found to be 0.1 cm2

for the HPHM electrode. Furthermore, EIS was performed to
investigate the interfacial properties of the HPHM electrode and
compare it with a blank graphite sheet electrode (Fig. 2c). The
charge transfer resistance for the HPHM electrode was found to
be ∼6.32 U. A lower bulk resistance (Rb) of ∼1.5 U was observed
in the case of HPHM than for the blank graphite sheet (∼5.3 U)
which indicates better interfacial kinetics of HPHM. The
diffusion coefficient was also calculated from the EIS (eqn (3))
and found to be 1.66 × 10−10 cm2 s−1, indicating a slow diffu-
sion of the electroactive species.

Although HPHM possesses a low surface area, the presence
of heteroatoms (nitrogen and phosphorus) in its polymeric
framework, as well as its high electrochemically active surface
area (EASA), makes HPHM a promising electrode material for
detecting selenium(IV) ions. The electrochemical detection of
the Se(IV) ion was performed using DPV in the potential range of
−0.1 to 1.1 V at 10 mV s−1 in 0.1 M HNO3 electrolyte. All the
electrochemical detection experiments were repeated four
times to get the reproducibility of the detection measurements.
Initially, the electrodes of HPHM were fabricated by varying the
mass of the active material, and DPV was subsequently
measured.

As shown in Fig. 3a, the observation of a sharp peak at 0.32 V
in all the DPVs indicated the electrochemical detection of the
Se(IV) ions. Se(IV) ions present in the acidic medium were
reduced to Se and H2Se by following the two pathways when the
potential was applied to it, as per eqn (2) and (3).51,52 The
reduction of Se(IV) occurs at potentials ranging from 0.25 to
0.4 V (vs. Ag/AgCl). Further, as the potential is increased, the
formation of H2Se takes place [eqn (3) and (4)]. In the acidic
medium, H2Se can react with Na2SeO3 to undergo
© 2025 The Author(s). Published by the Royal Society of Chemistry
a comproportionation reaction [eqn (5)].51,52 This reaction leads
to the formation of red selenium, which is a substance that has
distinct red coloration.51,52 The electrochemical reduction of
Se(IV) ions is represented as follows:

Na2SeO3 + 4H+ + 4e− / Se + H2O + 2NaOH (2)

Na2SeO3 + 6H+ + 6e− / H2Se + H2O + 2NaOH (3)

Se + 2H+ + 2e− / H2Se (4)

Na2SeO3 + 2H2Se / 3Se (Red) + H2O + 2NaOH (5)
3.3. Optimization of the electrochemical measurement

To determine the ideal mass loading for the efficient sensing of
selenium, electrodes of dimensions 1 × 1 cm2 were fabricated
using HPHM active mass loadings of 2.2, 2.9, 3.6, 4.1, 4.5, and
5.1 mg, keeping all other fabrication conditions identical. These
electrodes are utilized at a xed potential of 0.32 V. The current
response increased with an increase in mass loading until it
reached a maximum value of 0.62 mA at a mass loading of
4.1mg, and aerward, it began to decrease with further increase
in the mass loading (Fig. 3a and b). The initial current response
increases up to the electrode mass of 4.1 mg due to an increase
in the overall active mass, which provides a greater number of
active sites for the electrochemical reaction to occur and effec-
tive electron transfer between the active electrode material and
Nanoscale Adv., 2025, 7, 2626–2633 | 2629
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the current collector. This leads to an increase in the probability
of extensive interaction between a substantial portion of the
electrode material with the current collector and the analyte.53,54

Therefore, it can lead to a more signicant number of electrons
being transferred and, hence, a higher current response.
However, decreases in the current response at a higher mass
loading could be attributed to the additional particles of the
active material hindering the analyte's access to all the active
sites and increasing the resistance for electron transfer from the
electrode material to the current collector.50,55 Therefore, 4.1 mg
was selected as the optimized mass of the HPHM electrode for
Se(IV) ion detection. This further suggests that the active mass
loading of the electrode plays a crucial role and signicantly
impacts the electrochemical performance.

DT is also an important parameter. The current response was
measured by varying the DT from 80 to 230 s at a constant DP of
−1.2 V (Fig. 3c). The current response trend is similar to the
trend observed in the variation of the active mass loading. A
maximum response current of 0.6 mA was observed at 170 s
(Fig. 3d). The increase in peak current occurred because
a longer DT allowed for more contact between the electrode
surface and the electroactive species in the electrolyte.56 As
a result, the reaction rate was increased, and a higher number of
Se(IV) ions started to accumulate at the electrode surface.57,58

However, a further increase in the DT led to a decrease in the
current due to the saturation of the analyte species on the
electrode surface or the microstructural changes affecting
electron transfer, and further deposition could not contribute to
an increase in current.59,60 The FESEM image of the electrode
surface beyond 170 s shows signicant changes in the micro-
structure of the electrode surface (Fig. S4c and d†). The elec-
trode surface exhibited a occulent (uffy) microstructure with
agglomerated particles, indicating the excessive accumulation
of selenium. Therefore, 170 s was selected as the optimized DT
Fig. 4 (a) DPV response of increasing Se(IV) concentration on the HPHM e
rate = 10 mV s−1, DP = −1.2 V, DT = 170 s and mass of active material =

2630 | Nanoscale Adv., 2025, 7, 2626–2633
for Se(IV) ion detection by the HPHM electrode. To obtain an
optimal electrochemical response for Se(IV) ion sensing, the DP
was varied, keeping all other experimental conditions identical
(Fig. 3e). With an increase in the potential from −0.8 to −1.2 V,
there was an increase in the response current from 0.57 to 0.63
mA. On further increase in the DP, the current was decreased
(Fig. 3f).

The increase in current can be explained by a faster rate of
electron transfer at the interface of the electrodes and the
electrolyte. As the DP increased up to −1.2 V, there was an
increase in the reaction rate, because of which more Se(IV) ions
started to accumulate at the surface of the electrode. There-
fore, the observed increase in the response current can be
explained by the combined effect of faster electron transfer
and the accumulation of Se(IV) ions on the HPHM electrode
surface.47,50,61 On further increasing the DP beyond −1.2 V, the
response current began to decrease. This could be attributed to
the formation of a barrier in the ow of the current due to the
saturation of the electrode surface.48,62 As a result, the access of
the ions to the active sites was now limited, causing a decline
in the response current. Moreover, a higher negative potential
also causes structural changes on the fabricated electrode
surface (Fig. S4e and f†).48 At higher potential, water splitting
led to evolution of H2 gas at the electrode which led to the
swelling of the graphite sheet. In fact, the evolution of gas
could detach the active material from the current collector
(graphite sheet) which can diminish the electrochemical
performance. Further, FESEM analysis of the electrode surface
was carried out aer the DP of −1.4 V. FESEM analysis reveals
the change in the microstructure of the electrode surface,
where agglomerated selenium particles can be seen (Fig. S4e
and f†). Keeping all of this in mind, −1.2 V was chosen as the
optimized DP.
lectrode (b) calibration curve for Se(IV) at different concentrations (scan
4.1 mg) and (c) repeatability towards detection of the Se(IV) ions.

© 2025 The Author(s). Published by the Royal Society of Chemistry
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The Se(IV) ion concentration in 0.1MHNO3 was varied from 5
to 50 ppb, and the response current was measured at 170 s
(Fig. 4a). The current at the peak rises linearly up to 50 ppb with
the peak linear regression's correlation value found to be 0.997
indicating a better linear relationship between current and
concentration (Fig. 4b). Moreover, the limit of detection of
HPHM was calculated using eqn (1) and found to be 2.18 ppb.
The obtained lower LOD indicates the high performance of the
HPHM, which can be a highly valuable sensor for the electro-
chemical detection of Se(IV) ions. Each of the experiments was
carried out four times to improve the reproducibility of the
results. To ensure the reproducibility of the HPHM electrode,
ve separate electrodes were fabricated with the same mass
loading. Each electrode was subjected to ve cycles at 10 mV s−1

(Fig. 5a). The RSD value was found to be 4.1%. This observation
indicates that the HPHM electrode as an electrochemical sensor
for Se(IV) ions is highly reproducible. Furthermore, to access the
reusability of the HPHM electrodes for prolonged cycles, DPV
was conducted for up to 200 cycles (Fig. 5b) and the RSD value
was found to be 3.9%, further validating the HPHM's long-term
stability and reusability. The polymeric framework of HPHM,
enriched with heteroatoms such as N and P, plays a signicant
role in maintaining stability and preventing degradation. The
presence N and P enhances the electrochemical performance
and selectivity towards detection of Se(IV) ions. Moreover, there
is negligible interference from common ions (this has been
conrmed in the interference study, as discussed later), sug-
gesting the electrode material resists contamination and
fouling, which contributes to its high stability. The electrode
maintained its structural stability over extended use, as only
∼6.83% fading in current was observed even aer 200 cycles,
indicating the robust nature of the material (Fig. 5b). The ob-
tained results demonstrated that the developed electrochemical
sensor HPHM provides excellent performance in terms of
reproducibility and reusability. However, FESEM analysis aer
200 cycles revealed microstructural changes, with agglomerated
Fig. 5 (a) Reproducibility, (b) reusability of the HPHM electrode, (c)
photographs of the electrode before and after the experiment, and (d)
DPV response of 10 ppb Se(IV) ions in the presence of various inter-
fering ions (100 ppb).

© 2025 The Author(s). Published by the Royal Society of Chemistry
selenium particles deposited on the surface of the electrode
aer repeated cycles (Fig. S4g and h†).

3.4. Effect of interfering ions

The effectiveness of the HPHM electrode in detecting Se(IV) ions
in the presence of other commonly found interfering ions in
water has been investigated. To achieve this, various cations
such as Fe(III), Cu(II), Zn(II), As(III), Cd(II), and Pb(II), and an
anion (Br−) were studied at a higher concentration of inter-
fering ions (100 ppb) under optimized conditions (Fig. 5d). The
results revealed that the current response remained almost
identical for the high concentrations of Fe(III) and Zn(II), indi-
cating the high selectivity of Se(IV) ions even in the presence of
both cations. However, a slight decrease in the detection
current response was observed in the presence of 100 ppb of
As(III), Cd(II), Cu(II), and Pb(II), indicating that these ions may
interfere in the detection of Se(IV) ions. However, it is worth
mentioning that this amount of different cation concentrations
along with Se(IV) in real water samples is negligible. Therefore,
the HPHM electrode can effectively detect the Se(IV) in real water
samples.

3.5. Se(IV) detection in tap water

Applicability of HPHM for Se detection has been further
extended to evaluation using 10 ppb Se(IV) (corresponding to the
allowed limit in drinking water as set by WHO) in tap water.
Additionally, a control experiment was also conducted to
compare using tap water without adding Se(IV) salt. The former
has exhibited a peak in DPV curve indicating successful detec-
tion of Se(IV) (Fig. S5†), while the latter specimen did not show
any detectable peak, indicating the absence of Se(IV) in tap water
at measurable levels.

4. Conclusion

A heteroatom (N and P) enriched pyridinic bridged inorganic–
organic hybrid material (HPHM) was synthesized by a conven-
tional polycondensation method. The synthesized HPHM was
explored for the electrochemical sensor to detect toxic Se(IV)
ions. The electrodes fabricated using HPHM as the active
material were highly efficient towards electrochemical detection
of Se(IV) ions owing to the presence of heteroatoms (N and P) in
the polymeric framework. The optimized conditions for Se(IV)
detection were an active mass loading of 4.1 mg cm−2, DP of
−1.2 V, and DT of 170 s. Under optimized conditions, the
HPHM electrode could detect Se(IV) ions at concentrations of 5
to 50 ppb with a lower value of the limit of detection (LOD) of
2.18 ppb. In the present study, the LOD achieved by the HPHM
was far below the allowed limit set by the WHO. Only ∼6.83%
fading in the current was observed aer 200 cycles indicating
the higher stability of the electrode material towards Se(IV) ion
detection. Additionally, the HPHM electrode material was
found to be highly selective, showing negligible interference
from other ionic species in real water. These ndings suggest
that HPHM can act as an excellent, highly durable, and highly
selective electrochemical sensor for Se(IV) ion detection.
Nanoscale Adv., 2025, 7, 2626–2633 | 2631
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