
Nanoscale

PAPER

Cite this: Nanoscale, 2025, 17, 11353

Received 13th December 2024,
Accepted 13th March 2025

DOI: 10.1039/d4nr05272b

rsc.li/nanoscale

Thin films based on nanocomposites of crumpled
graphene fully decorated with Prussian blue:
a new material for aqueous battery systems†

Vitor H. N. Martins, a Monize M. Silva, a,b Maria K. Ramos, c Maria H. Verdan, a

Eduardo G. C. Neiva, d Aldo J. G. Zarbin c and Victor H. R. Souza *a

This study involves synthesizing thin films through an interfacial method, which relies on composites of

Prussian blue nanoparticles and nanostructures derived from graphene, known as crumpled graphene.

The resulting compounds were subjected to evaluation for potential applications in aqueous battery-type

energy storage systems. Considering the importance of structure–property relationships and applications,

the carbon nanostructures were previously processed to assess their morphological characteristics and

electrochemical performance for the growth of Prussian blue nanocubes. To this end, the spray-pyrolysis

method was employed, resulting in crumpled graphene infused with β-FeOOH and Fe2O3 (β-iron(III) oxy-
hydroxide and iron (III) oxide) species. Composites of crumpled graphene and Prussian blue were syn-

thesized through the electrodeposition method via cyclic voltammetry, which formed Prussian blue

nanocubes on the surface of crumpled graphene with sizes ranging from 48 to 153 nm depending on the

number of cycles. Specific capacity values varied based on the compound structure, with the highest

recorded value of 50.4 mA h g−1 at a rate of 500 mA g−1 for the PB_10 composite achieved in an aqueous

electrolyte of 0.1 mol L−1 KCl vs. Ag|AgCl (3.0 mol L−1 KCl). The PB_10 electrode was further studied

using different electrochemical techniques and employed in a coin cell battery system, demonstrating a

discharge capacity of 25.0 mA h g−1 at 250 mA g−1. Additionally, the device retained 97% of its capacity

after cycling at various current densities, highlighting its stability.

1. Introduction

The current globalized world system, faced with increasing
energy demand and the need for actions to mitigate climate
change and the risks we are exposed to, has caused rapid aware-
ness and accelerated the transition from fossil fuels to a clean
and renewable energy production system.1 The growing environ-
mental concern regarding carbon emissions, river pollution,
and climate change brings the need for increasingly safe,
efficient, and – from an ecological point of view – more friendly
energy storage and conversion technologies. Energy production
through renewable sources, such as wind and solar, is an
alternative that is considered sustainable.2 However, intermit-

tent energy sources require the advancement of innovative
energy storage and conversion technologies to ensure reliable
and efficient power supply. Batteries are up-and-coming devices
for the efficient storage of electrical energy.3–5

Among devices, current lithium-based batteries (LIBs) have
stood out since their advent in the late 1990s due to their
characteristics such as high energy density, stability over
several use cycles, and energy efficiency. However, in contrast
to the high demand and scarcity of lithium, the abundant
resources of sodium and potassium in nature make them
strong candidates for developing low-cost and sustainable
technologies for aqueous battery-type devices. Due to their low
cost and abundant resources, developing nanomaterial-based
cathodes offers a promising future for sodium and potassium
batteries. The use of conventional organic electrolytes is also a
factor to consider since most are toxic, flammable, and envir-
onmentally unfriendly substances. These characteristics affect
safety and limit their application in specific cases.6,7

Compared to organic electrolytes, aqueous electrolytes offer a
good alternative to overcome the challenges of developing
environmentally friendly products. In addition to being low-
cost, this class of electrolytes is also safer and easy to make,
offering exceptional characteristics such as high ionic conduc-
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tivity. Therefore, finding materials suitable for aqueous potass-
ium and sodium batteries has become an aim in materials
science and the industrial sector.8–10 In addition, there are a
growing number of studies involving the development of cath-
odes from nanocomposites that could intercalate these ions,
as in the case of hexacyanometallates (HCMs).

Prussian blue (PB – Fe3+4[Fe
2+(CN)6]3·nH2O), also known as

iron(III) hexacyanoferrate(II), is the most well-known material in
the HCM class due to its electrochemical properties.
Specifically, PB is composed of high-spin Fe3+ atoms and low-
spin Fe2+ atoms coordinated to cyano ligand units so that the
ferrous species coordinate to carbon and the ferric species
coordinate to nitrogen.11–15 Because of its structure, PB is
recognized as a typical blue pigment. Its characteristics, such
as high surface area and biocompatibility, make it an attractive
material for applications in energy storage and electrochemical
sensors.15–17 One of its most notable properties is the ability to
act as a reversible electron mediator, allowing this material to
be applied in various ways. Its electrochemical properties,
reported by Neff in 1978,18 brought notoriety, and this material
became the target of numerous studies, being studied mainly
as an electrochemical sensor of hydrogen peroxide (H2O2). Its
porous and small-sized structure, with interstitial sites with a
diameter of approximately 3.2 Å,19 allows the insertion and
removal of small cations and molecules. Its reversible redox
behavior makes PB a target of studies for the most varied
applications, including batteries,11 electrochromic devices,12

and sensors,15 among others. PB’s main characteristic is
different oxidation states. Its most reduced form is known as
Everitt’s salt or Prussian white (PW), and it only has sites with
ferrous species, which are colourless. In its most oxidized
form, the material has a greenish coloration known as Berlin
green (BG). This colour variation can be explained by the poss-
ible internal transitions of the metal–ligand–metal type

between the Fe2+ and Fe3+ species and the cyano bridge
ligands.11,12,15 Despite all the potential, HCMs have several
limitations, including low electrochemical activity and their
semiconductor characteristics. On the other hand, if limited to
the isolated use of HCMs, studies show that the formation of
composites with nanostructured carbon materials such as
carbon nanotubes11,15 and graphene derivatives (GO and
rGO)12 reduce the electrochemical instability and increase the
conductivity. In general, electrical energy storage systems based
on composites of nanostructured carbon materials and
Prussian blue nanoparticles offer a promising platform, mainly
for aqueous systems of potassium ions. The processing of gra-
phene and its derivatives can also become a challenge when
considering the stacking effects of graphene layers, which result
in a series of obstacles for manufacture and application. This
occurs due to the interactions between graphene layers, which
tend to stack in a disordered manner because of van der Waals
forces.20 This effect causes loss of the material’s active area and
the formation of agglomerates above the nanometer scale.

New strategies capable of circumventing the stacking effects
of graphene-based materials have emerged; among these new
strategies is the development of composites21 and the modifi-
cation of the two-dimensional structure.20 A new strategy con-
sists of a three-dimensional material with a morphology similar
to crumpled paper balls, preserving the chemical structure of
graphene and its properties. This new material is called
crumpled graphene (CG).20,22–27 Due to its unique properties,
crumpled graphene has gained interest in new technology
development. Combining CG and other materials allows the
production of new materials with synergism between the
characteristics of each component, being one of the strategies
adopted for tuning properties. Transition metal oxides are good
examples of materials with electrochemical activity that can
contribute to the formation of composites with improved
electrochemical response. Recently, composites of CG and tran-
sition metal species have been reported in the literature and
demonstrated fine-tuning of the CG properties, enabling the
application of this carbon nanostructure as an electrochemical
sensor22,23,25–27 and in electrical energy storage.22 However, the
ability to process materials is as important as the capacity to
produce them. In recent years, the production of thin films of
various materials using the LLIR (liquid–liquid interfacial route)
has increased, where thin, transparent, and multifunctional
films based on nanomaterials can be stabilized at the interface
of immiscible liquids.11,12,14 Specifically, some of us have taken
advantage of the LLIR to prepare nanocomposite thin films
based on carbon nanostructures (nanotubes or graphene),
Prussian blue and Prussian blue analogues with excellent per-
formance as cathodes for aqueous potassium or sodium ion
batteries.11,12,14,28–31 Husmann et al. presented a strategy based
on obtaining carbon nanotubes filled with iron oxide and sub-
sequent electrodeposition of PB nanoparticles.15 Herein, we
demonstrate an innovative LLIR-based strategy to produce thin
films based on crumpled graphene decorated with Prussian
blue nanoparticles and the application of this novel nano-
composite as a cathode for aqueous potassium batteries.
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2. Experimental
2.1. Synthesis of crumpled graphene (CG)/Fe nanocomposites

We synthesized new composites based on crumpled graphene
fully decorated with iron-based nanoparticles using the method-
ology detailed in the previous literature.22 Scheme 1 shows the
method applied to prepare the composite of CG and iron-based
nanoparticles. Briefly, graphene oxide (1 mg mL−1) and iron III
chloride (FeCl3) were dispersed in ultrapure water. Then, 100 mL
of the dispersion was nebulized into a quartz tube heated at
400 °C, with a purge flow of 1 L min−1 of nitrogen. At the end of
the quartz tube, all the crumpled graphene already decorated
with nanoparticles in a single step was collected using a
polytetrafluoroethylene (PTFE) filter system. Finally, the material
was washed with acetone and dried in an oven at 60 °C (CG/Fe).

2.2. Interfacial thin film electrodes based on crumpled
graphene and Prussian blue

The CG/Fe films were prepared using the LLIR, as described
elsewhere for films based on carbon nanotubes and
graphene.32,33 Scheme 2 shows this process. First, 5 mL of CG/
Fe in toluene (0.5 mg mL−1) was dispersed for 3 minutes using
an ultrasonic bath. The resulting dispersion was transferred to a
round-bottom flask (25 mL capacity) containing 5 mL of ultra-
pure water. The system was maintained under magnetic stirring
(1500 rpm) for 120 min at room temperature. Subsequently, the
magnetic stirring was stopped. The thin film was stabilized at
the organic/aqueous interface. Both phases were replaced three

times with pure solvents (water and toluene). Finally, the inter-
facial film was transferred to a similar biphasic system in a
beaker containing an indium tin oxide-coated glass (ITO) sub-
strate (9 mm × 25 mm) fixed on a copper hast. The electrode
was then produced by lifting the ITO substrate toward the CG/
Fe film. The electrode with the stabilized film was immediately
dried in an oven at 60 °C for 60 min.

Afterwards, the area of the film deposited on the ITO sub-
strate was adjusted to 1.8 cm2. The electrochemical deposition
of Prussian blue nanocubes on CG/Fe thin films was carried out
using an interfacial film electrode as the working electrode
(WE), Ag|AgCl (3 mol L−1 KCl) as the reference electrode (RE),
and a platinum plate as the counter electrode (CE). Cyclic vol-
tammetry (CV) with a sweep potential from −0.3 to 1.4 V at a
sweep rate of 50 mV s−1 in 0.1 mol L−1 KCl electrolyte and
1 mmol L−1 K3[Fe(CN)6] was performed for electrodeposition.
Different electrodeposition cycles were adopted to produce
materials with different characteristics, namely PB_2, PB_5,
PB_10, PB_25, and PB_50, for films with 2, 5, 10, 25, and 50 vol-
tammetric cycles, respectively. Fig. S1† shows the photographs
of all the thin and transparent films synthesized herein.

2.3. Materials characterization

The crystalline structure of the nanocomposites was determined
using a Shimadzu XRD-6000 instrument with Cu Kα radiation
(λ = 1.5418 Å) and an incident angle of 0.1°. A SEM-FEG/TESCAN
(MIRA-3) was used for morphology investigation at an accelerat-
ing voltage of 10.0 kV and a working distance of approximately
5 mm. The energy-dispersive X-ray spectroscopy (EDS) spectrum
was recorded using a SEM-FEG. The thin films over the ITO sub-
strate were used for SEM analysis. Transmission electron
microscopy (TEM) images were obtained using a JEOL
JEM-1200 microscope with a voltage of 120 kV. Dispersions of
pure crumpled graphene and crumpled graphene decorated
with iron-based nanoparticles in isopropanol were deposited by
drop-casting on copper grids. Raman spectroscopy analyses
were carried out using WiTec equipment (Oxford Instruments
Alpha300 R) with a 633 nm laser and an accumulation time of
10 seconds, with 20 accumulations per spectrum in a spectral
range from 250 to 3100 cm−1. Fourier transform infrared spec-
troscopy analysis was performed using an Invenio-R (Bruker) in
transmittance mode in the range of 380–4000 cm−1 with a
resolution of 2 cm−1 and 256 accumulations. X-ray photo-
electron spectroscopy analysis was performed using a K-alpha
XPS (Thermo Scientific) with an Al monochromatic source
(1486 eV). Data acquisition of CG/Fe and CG decorated with the
PB nanoparticle samples was carried out using their powder
and their thin films on ITO substrates, respectively.

2.4. Electrochemical measurements

All experimental procedures were conducted within a glass
electrochemical cell (30.0 mL) employing a three-electrode
system. An ITO decorated with the composite’s substrate with
a well-defined geometric surface area of 1.8 cm2 was used as
the WE, a platinum plate (surface area of 2.5 cm2) was used as
the CE and Ag|AgCl (3.0 mol L−1 KCl) was used as the RE. The

Scheme 1 Synthetic scheme of the CG/Fe composite.

Scheme 2 Experimental step to prepare CG/Fe films at the liquid–
liquid interface.
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modified electrode was covered with 10 μL of Nafion®–isopro-
panol at a concentration of 10.00% (w/v). Electrochemical
measurements were performed using a portable µ-Autolab
Type III potentiostat/galvanostat (Metrohm Autolab) employ-
ing Nova 2.1 software. Electrochemical impedance spec-
troscopy (EIS) measurements were performed using a portable
EmStat 4s potentiostat/galvanostat (Palm Sens) in the fre-
quency range of 104–10−2 Hz and an amplitude of 10 mV in an
open circuit potential.

2.5. Battery testing

The PB_10 sample was investigated by assembling CR2032
coin cells. A schematic representation is presented in Fig. S2.†
The CG/Fe films were deposited on 16 mm gold-coated current
collector discs. Similarly, the reference and counter electrodes
based on the bare_CG sample were deposited on 16 mm gold-
coated current collector discs. An aqueous potassium chloride
solution (0.5 mol L−1) was used as the electrolyte. Glass fiber
(TOB – China) in 19 mm diameter discs was used as the solid
separator. The results were obtained considering the total
mass of the electrodes.

3. Results and discussion
3.1. Morphological and structural characterization

Designing materials as films by fully adjusting their chemical
and physical properties is not easy. Among different sophisti-
cated methods, the liquid–liquid interfacial route (LLIR) stands
out for its quality and fine adjustment of the properties of
materials as thin and transparent films. In addition, the pro-
duction of electrodes based on thin films goes beyond the depo-
sition of the same on substrates with good capacity to conduct
electrons, as in the case of ITO.34,35 The aspects of the interface
active material/electrolyte are important. The search for materials
with potential for application in electrical energy storage systems,
such as batteries, which replace traditional organic solvents and

have reduced dependence on elements such as lithium is a
recent subject of great environmental and economic importance.
Here, we describe the use of thin films based on crumpled gra-
phene decorated with iron-based nanoparticles, which will be
used as a precursor for the electrodeposition of Prussian blue,
and the investigation of the resulting CG/PB materials as electro-
des in potassium-aqueous coin-cell battery devices.

The synthesis of CG by the spray pyrolysis of the mixture of
GO and the metal precursor dispersion into a heated quartz
tube at 400 °C is an effective method for producing three-
dimensional nanocomposites of crumpled graphene and
metal-based nanoparticles. This synthesis method incorpor-
ates the simultaneous formation of metal-based species within
the crumpled graphene structure by isotropic compression of
confined GO sheets in water droplets.28 CG structures deco-
rated with iron-based nanoparticles (CG/Fe) are shown in
Fig. 1(a), and the new structure is a three-dimensional material
from CG. Fig. S3(a and b)† shows the classic morphology of
the bare crumpled graphene. This process results in a three-
dimensional graphene-based material (CG) with structural
modification that provides well-defined ridges and vertices to
support the iron-based nanoparticles, as shown in Fig. 1(b-i).
At higher magnifications, the SEM micrographs showed the
composite CG/Fe morphology with iron-based nanoparticles
on CG’s surface. Similarly, the iron-based nanoparticles were
observed in the backscattered electron (BSE) micrograph
(Fig. 1(b-ii)). The distribution of iron species all over CG
showed the elemental mapping obtained from EDS in Fig. 1(c).

The oxygen species in the elemental mapping of the nano-
composite suggests (i) functional groups remaining from GO,
(ii) iron oxide-based nanoparticles, or (iii) a combination of
these two factors. In the first case, the temperature adopted in
the tubular furnace may be insufficient to fully reduce GO to
CG. Secondly, the formation of iron hydroxides and oxyhydrox-
ides is common through acid hydrolysis of the metal. Finally,
this observation suggests that the material has functional
groups from GO and iron oxide-based nanoparticles. The

Fig. 1 SEM micrographs of the CG/Fe nanocomposite: secondary electrons (a), (b-i), and backscattered electrons (b-ii); (c) EDS mapping of the CG/
Fe composite with the presence of carbon (C), oxygen (O), and (Fe) iron species.
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method developed here produces the CG/Fe composite and
based on thermogravimetric analysis (TGA) (Fig. S3(d)†), per-
centages of 17.5% (100–350 °C) for functional groups and
30.8% of iron species from the residue were observed.

Among several methodologies for synthesizing PB, electro-
chemical deposition through the heterogeneous reaction
between iron species confined in carbon-based materials
(carbon nanotubes and graphene) can fine-tune the size and
amount of PB and its electrochemical response. This approach
is based on the gradual release of iron ions (or metals such as
cobalt, nickel and copper for the case of Prussian blue ana-
logues (PBA)) throughout the voltammetric cycles, allowing the
electrodeposition of nanoparticles from the coordination
between the released metal and the [Fe(CN)6]

3− species in
solution.15,29,36

Fig. 2(a) shows the electrodeposition profile of PB over the
CG surface for 50 cyclic voltammetric (CV) cycles at 50 mV s−1

in 1 mmol L−1 K3[Fe(CN)6]/0.1 mol L−1 KCl aqueous solution.
The voltammogram displays two redox pairs ranging from
−0.10/0.50 V to 0.55/1.10 V (vs. Ag| AgCl, 3 mol L−1 KCl),
corresponding to different redox processes. The first process is
related to the conversion of Fe3+/Fe2+ species in solution.36 At
higher potentials, the second redox pair is noticeable. This
pair is the KFeIII[FeII(CN)6]/Fe

III[FeIII(CN)6] redox pair in the
PB/GB structure.37 For this, the iron species confined into the
crumpled graphene act as a precursor of PB nanocubes. First,
the iron species leached from the CG structure are reduced
and the [Fe(CN)6]

3− species react with Fe2+ to form the nano-
cubes of PB. With consecutive CV cycles, more PB was formed
and deposited onto the surface of the carbon nanostructure.
The deposition of nanocubes was measured by the increase of
the cathodic peak current between 0.90 and 0.55 V, as shown
in Fig. 2(b).

The 50-cycle scan (red line in Fig. 2(b)) showed an increase
in peak current from the second to about the eighth consecu-
tive cycle, and then it slightly decreased. Knowing this, compo-
sites with different numbers of PB electrodeposition cycles
were developed to investigate the growth of PB and the influ-
ence of the number of voltammetric cycles on the electro-
chemical performance, structure, and morphology of the nano-
composites. Fig. S4† shows the electrodeposition voltammo-
grams of the PB_2, PB_5, PB_10, PB_25, and PB_50 electrodes
modified with 2, 5, 10, 25, and 50 CV electrodeposition cycles
of PB, respectively. The behavior of the composite curves pre-
sents a common profile in the first electrodeposition cycles. A
pronounced current increase between the first two cycles of
about 150 μA is common for all composites. This may indicate
that the heterogeneous reaction for the formation of Prussian
blue occurs, facilitated in the first two voltammetric cycles.
Subsequently, a less intense increase in current was recorded
for the following cycles for all electrodes until around the
eighth cycle, when the loss of current for the pair began. The
electrochemical profiles presented in Fig. 2(c) show capacitive
characteristics for the CG/Fe and bare CG film electrodes, with
only one discrete redox process being observed for the CG/Fe
film in the range between 0.0 and 0.4 V. This corresponds to

the oxidation–reduction of the iron species confined in the
CG/Fe sample. On the other hand, when observing the profiles
of the composites, all present two redox processes typical of
Prussian blue. The first process between 0.0 and 0.4 V, corres-
ponding to the high-spin iron species coordinated to nitrogen,
is related to the transition between PB and PW ((I)
KFeIII[FeII(CN)6]/ (II) K2Fe

II[FeII(CN)6]), and a second process
between 0.6 and 1.0 V, corresponding to the low-spin
iron species coordinated to carbon, is related to the
conversion between GB and PB ((III) FeIII[FeIII(CN)6]/ (IV)

Fig. 2 Electrodeposition of PB nanocubes performed in fifty cycles at a
scan rate of 50 mV s−1 in 0.1 mol L−1 KCl electrolyte and 0.1 mmol L−1

K3[Fe(CN)6] for the PB_50 sample (a). Cathodic peak (between 0.90 and
0.55 V) current intensity as a function of the voltammetric cycles (b).
Cyclic voltammograms for the modified electrodes: CG/Fe (black line)
and pure CG (pink line) films before electrodeposition (c).
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KFeIII[FeII(CN)6]).
36,37 The respective pairs are represented in

the following equations:

KFe3þ Fe2þðCNÞ6
� �ðsÞ þ e� þ KþðaqÞ

PB
ÐII
I
K2Fe2þ Fe2þðCNÞ6

� �
sð Þ

PW

ð1Þ

Fe3þ Fe3þðCNÞ6
� �ðsÞ þ e� þ KþðaqÞ

GB
ÐIV
III

KFe3þ Fe2þðCNÞ6
� �ðsÞ

PB

ð2Þ
In addition, a rise in current was observed according to an

increase in electrodeposition cycles, indicating that as more
voltammetric cycles occur, a higher amount of Prussian blue
was deposited on the film. This behavior is accompanied by a
potential shift generating greater hysteresis in systems with
more electrochemically deposited PB.

3.2. Structural and vibrational characterization using XRD,
XPS, and Raman analysis

The structural and vibrational characterization (XRD, XPS, and
Raman analysis) was performed on CG/Fe films before and
after the electrodeposition of PB. XRD analysis of the CG/Fe
sample (Fig. 3(a)) shows specific peaks for the β-FeOOH
species as the 11.6° (110), 16.6° (200), 26.7° (310), 34.1° (400),
35.2° (211), 39.3° (301), and 46.3° (411) planes (PDF 34-1266,
β-FeOOH). This reveals that the synthesis of CG with the
addition of the iron precursor (as described in section 3) led to
the formation of β-FeOOH nanoparticles decorating the
carbon nanostructure. The formation mechanism for the
β-FeOOH species can proceed through the hydrolysis of an
acidic FeCl3 solution, where the needed conditions for
β-FeOOH are favored.38 The proposed mechanism in Scheme 3
represents the formation of β-FeOOH nanoparticles. Fig. 3(a)
also confirms the presence of PB nanoparticles. The peaks of
the CG/PB nanocomposites and the peak characteristics of PB
(PDF 73-0687, Fe4[Fe(CN)6]3) are shown at 17.3° (200), 24.6°
(220), and 35.3° (400) for the samples after electrodeposition.
The peaks for the (110) and (310) planes are not clearly visible
after the electrochemical modification of the electrodes,
suggesting a release of the β-FeOOH species during the electro-
deposition process of PB.11,12,36

The Raman spectra obtained from the film samples
(Fig. 3(b)) show characteristic profiles for graphitic materials
such as CG. The D band at 1335 cm−1 is associated with the
breaking of symmetry between carbons in the structure of the
rGO sheets composing CG. This occurs due to portions with
different sp2 hybridization and also the “defects” located at
the edges. In addition, the G band at 1597 cm−1 is character-
istic of the stretching modes of CvC; D′ at 1620 cm−1 and G′
at 2677 cm−1 are attributed to graphitic materials and are
related to the organization of the structure; and the G + D
band at 2937 cm−1 is present in the spectrum of the CG/Fe
sample (black line).36,37,39

In addition to these, a set of bands that are characteristic
vibrational modes of HCMs in 2090 and 2153 cm−1 are attribu-
ted to the stretching of the CN units of ligands.

Another band characteristic of HCMs appears at a lower
wavelength, 530 cm−1, and is attributed to the vibrational
modes of the Fe–CuN portion.36,37 Fig. S5† presents comp-
lementary characterization studies by Fourier-transform infra-

Fig. 3 X-ray diffractograms (a) and Raman spectra (λ = 633 nm) (b) of
the CG/Fe (black line), PB_2 (orange line), PB_5 (blue line), PB_10 (green
line), PB_25 (purple line), and PB_50 (red line) samples. XPS spectra of
the CG/Fe and PB_10 samples (c).
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red spectroscopy (FTIR), followed by the detailed assignment
of all bands. Bands corresponding to the epoxide, carboxylic
acid, and hydroxyl groups of CG were observed at 1230, 1724,
and 3320 cm−1, respectively. Besides, the CN band at
2088 cm−1 is observed for the CG/PB samples. The CG samples
do not exhibit any apparent change in the region from 1600 to
1640 cm−1, typical of interstitial water, except for the PB_50
sample, which showed a discrete alteration in the profile.
Thus, the interaction between PB nanoparticles and crumpled
graphene may directly influence the performance of the CG/PB
composites rather than the presence of interstitial water.

Fig. 3(c) exhibits the XPS survey spectra of the CG/Fe (black
line) and PB_10 (green line) samples and Table S1† depicts the
atomic percentages, peak positions, and the elements identi-
fied in both samples. Peaks related to carbon (C 1s), oxygen (O
1s), and iron (Fe 2p) were identified in the two samples. The
peak corresponding to chlorine (Cl 2p) is only observed in CG/
Fe, which may be attributed to the chloride residue from the
iron precursor. Instead, a peak corresponding to nitrogen (N
1s) is noticed in the PB_10 sample, which indicates effective-
ness in the electrodeposition of Prussian blue over crumpled
graphene. All peaks assigned with an asterisk are related to
indium (In) and tin (Sn) coming from the ITO/glass substrate.

The insets in Fig. 3(c) show the high-resolution XPS spectra
of the carbon and iron regions, which provide a better under-
standing of the chemical environment before and after the PB
electrodeposition. The C 1s high-resolution spectrum of the
CG/Fe sample shows a peak corresponding to CvC at 285.0
eV. This indicates an effective restoration of the aromatic sp2

bonds from GO to crumpled graphene throughout the spray-
pyrolysis process. Peaks related to C–O, CvO, and O–CvO at
286.6, 288.3, and 289.5 eV, respectively, denote that the gra-
phene-based material is not completely reduced. Still, in the C
1s region, it is worth noting that the PB_10 spectrum shows a
small contribution of FeII–CN at 285.4 eV, indicating the pres-
ence of Prussian blue in the composite.40 The Fe 2p high-
resolution spectrum of CG/Fe shows a peak at 712.3 eV, con-
firming the presence of FeOOH on crumpled graphene, as
observed from the XRD results. Moreover, a contribution of
710.8 eV is attributed to the Fe2O3 species, although this crys-
talline structure was not observed in XRD. This is a reasonable
result since XPS is a surface-sensitive technique and the co-
existence of iron oxide species with similar crystallographic
planes to those of FeOOH is feasible since the formation of
Fe2O3 is the final step of an acidic FeCl3 solution hydrolysis.
Finally, the Fe 2p high-resolution spectrum of PB_10 exhibits a
peak at 708.7 eV related to the FeII σ-bonded to carbon in the
Prussian blue structure, confirming again the electrodeposi-
tion. A higher contribution of a FeII species is a consequence

of the electrochemical process since the cyclic voltammetry
finishes at a negative potential.41

The morphology of the thin films prepared showed an evol-
ution of the morphology as a function of the number of cycles
of PB electrodeposition. For the PB_2 sample (Fig. 4(a)), many
CG structures are observed over the surface of the ITO elec-
trode. However, at higher magnifications (Fig. 4(b)), the PB_2
film contains PB nanocubes distributed only on the surface of
CG. The formation of cubes on the CG structure indicates the
composite formation of CG and PB nanocubes through the
electrochemical deposition technique.

These results corroborate with the results of previous XRD,
Raman, and XPS analyses. Furthermore, increasing the
number and size of the PB cubes toward more CV cycles is
straightforward, accompanied by the cube agglomeration ten-
dency, especially in the PB_25 and PB_50 samples.

For the 2-cycle sample in Fig. 4(a), a rough film mor-
phology was observed, with CG structures homogeneously
distributed over most of the ITO substrate. This feature is
also evident for the PB_5, and PB_10 films presented in Fig. 4
(c and d), respectively. However, for the PB_25 and PB_50
samples shown in Fig. 4(e and f ), the formation of agglomer-
ates and an increase in empty regions (film defects) were
observed, exposing the ITO substrate completely. In addition,
cubic nanostructures are present in these defects, which were
not previously observed for the PB_2, PB_5, and PB_10
samples. Although not evenly distributed over the film at
higher magnifications, the presence of cubic structures with
an average size of 48 ± 16 nm on the surface of the PB_2 film
is evident. Similarly, the surface of the PB_5 film (Fig. 4(c))
presents cubic structures with a particle size around 70 ±
30 nm in addition to a higher quantity and better distri-
bution of nanoparticles. It is observed that in both compo-
sites, no electrodeposited nanoparticles are present in the
defective regions of the film. This can indicate that during
the initial electrodeposition cycles, growth occurs predomi-
nantly on the surface of the CG film.

The histogram of the particle size of the PB cube is shown
in Fig. S6.† The PB_10 film (Fig. 4(d)) presents a homogeneous
distribution of nanocubes with a size of 82 ± 31 nm on the CG
surface. For the PB_25 and PB_50 films, as shown in Fig. 4(e)
and (f), respectively, an increase in the number of nano-
particles and their size was recorded, 121 ± 58 nm for the
PB_25 film and 153 ± 62 nm for the PB_50 film. Generally, an
increase in the number of voltammetric cycles contributes to
morphological and structural changes in the film, resulting in
different sizes of electrodeposited PB nanoparticles and for
the PB_25 and PB_50 samples, the emergence of agglomerates.
Electrochemical deposition proved to be efficient and a tool
capable of controlling the morphology of the composite.
Furthermore, the electrochemical results and morphological
images indicate that the nucleation of nanoparticles occurs
preferentially on the surface of the CG film between the
second and fifth voltammetric cycles. Scheme 4 depicts the
mechanism for the electrodeposition of PB nanocubes over the
CG surface.

Scheme 3 Formation of β-FeOOH nanoparticles by hydrolysis of an
acidic FeCl3 solution.
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The electrosynthesis kinetics of PB nanoparticles from
metallic species encapsulated in materials such as carbon
nanotubes (CNT) and freestanding rGO/PAni films is a process
that involves three crucial steps: (i) diffusion of the stabilized
species in the carbon nanostructure, followed by the steps of
(ii) nucleation and (iii) growth. The anodic direction of the vol-
tammogram initiates the diffusion of the Fe3+ species originat-
ing from the β-FeOOH and Fe2O3 nanoparticles of the CG/Fe
sample, setting the stage for the subsequent steps.15,36,37 As
the working electrode undergoes inversion polarization in the
second step, reduction of the iron species released occurs at
the electrode/electrolyte interface to Fe2+, creating nucleation

points for PB nanoparticles, due to the abundance of [Fe
(CN)6]

2− species in solution. This establishes the ground for
the growth of pre-existent PB nanoparticles and the formation
of new nucleation points until the end of the electrodeposition
experiment. It is driven by the high concentration of [Fe
(CN)6]

3− in solution and the constant release of iron from the
β-FeOOH and the Fe2O3 species of the CG/Fe sample.

3.3. Electrochemical behavior in different electrolytes and
galvanostatic charge/discharge measurements

The intercalation of cations in the HCM structure is a critical
aspect of the redox processes within these materials. It arises
from the inherent properties of the metallic centers, playing a
crucial role in maintaining the chemical structure’s charge
balance. When examining the intercalation process, it is essen-
tial to carefully consider factors such as the hydrated radius of
the cation. The diffusion of these charge-carrying species
directly and significantly impacts the electrochemical pro-
perties, particularly the stability of the HCM and electro-
chemical activity. Introducing cations with a large hydrated
radius, such as Li+, into inadequately sized interstices can
reduce electrochemical activity. Additionally, during the oxi-
dation of the PB structure (and analogues), minor defor-
mations can hinder or prevent the cations from leaving the
HCM structure.42 Therefore, the electrochemical performance
of PB relies heavily on the nature of the cation and structural
characteristics, such as the coordination of water molecules

Fig. 4 SEM micrographs of the (a and b) PB_2, (c) PB_5, (d) PB_10, (e) PB_25, and (f ) PB_50 samples.

Scheme 4 Representative scheme of PB electrodeposition on thin
films of crumpled graphene decorated with iron species.
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and defects in the structures. For these reasons, a comprehen-
sive analysis of various cations is imperative when considering
the use of PB in electrochemically active materials for energy
storage devices, like aqueous-based batteries.21

Thus, the voltammetric stability of the PB_10 electrode
was evaluated in 0.1 mol L−1 KCl, 0.1 mol L−1 NaCl, and
0.1 mol L−1 LiCl over 25 CV cycles at pH 5.0 in a similar
system to that used for the electrodeposition of PB. For Li+,
Na+, and K+ ions, the material showed a current drop below
70% of the anodic peak current intensity (IpA) and the catho-
dic peak current intensity (IpC) at the end of the 25th voltam-
metric cycle, as shown in Fig. 5(a). The voltammetric profiles
can be found in Fig. S7.† It is possible to observe similar be-
havior for Li+ and Na+ ions. Both present a drop in IpA and
IpC in the initial cycles (2nd cycle for Li+ and 6th cycle for
Na+). This electrochemical behavior is directly related to the
PB cell and the size of the hydrated radius of the species.
Having a smaller unit cell size than those of its analogues,

for example, the ruthenium analogue – known as Prussian
purple – with 10.42 Å, Prussian blue (10.16 Å) has a certain
limitation for electrolytes, with potassium electrolytes gener-
ally being used given the small hydrated radius (1.25 Å) when
compared to Na+ (1.83 Å) and Li+ (2.37 Å).42 Thus, the inser-
tion of Na+ and Li+ cations causes the breakage of the intersti-
tial sites of PB, leading to the loss of the electrochemical
activity of the films. For the K+ ion electrolyte, an increase in
the intensities of IpA and IpC of around 135% was observed
in the first cycle. There was some stability at this step until
the 10th voltammetric cycle. This behavior, contrary to the
others, is strong evidence of the compatibility of the K+ ions
with the PB structure, followed by an accommodation event
of the structure. Fig. 5(b) shows the electrochemical profile of
each electrolyte. For the K+ electrolyte, the redox pair of Fe2+/
Fe3+ (typical of the PW/PB redox transitions) was observed
between 0.0 and 0.4 V and the redox pair for PB/GB between
0.6 and 1.0 V. The intensities and definition of pairs are

Fig. 5 Stability of the peak current as a function of CV over 25 CV cycles (a) and voltammetric profiles in 0.1 mol L−1 KCl (black line), 0.1 mol L−1

NaCl (red line), and 0.1 mol L−1 LiCl (purple line) (b) – measurements were taken at 50 mV s−1; galvanostatic charge–discharge curves at 500 mA g−1

in 0.1 mol L−1 KCl (c); and specific capacities of the electrodes at different current densities in 0.1 mol L−1 KCl (d).
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other important evidence of the affinity of PB nanocubes with
the potassium electrolyte.

Furthermore, the stability of the films was evaluated at
different hydrogen potential values of the 0.1 mol L−1 KCl elec-
trolytic solution in CV. As shown in Fig. S8,† an interesting be-
havior of the PB_10 composite was observed between the pH
range of 4.0 and 7.0. For this purpose, films of the PB_10
sample were subjected to 50 voltammetric cycles in a potential
range of −0.1 to 1.1 V at 50 mV s−1 by varying the pH of the
potassium electrolyte. The relative current intensity between
the 2nd and 50th voltammetric cycles was evaluated for the
cathodic peak between 0.0 and 0.2 V, corresponding to the
redox process of the Fe2+/Fe3+ species of PB. Different beha-
viors were observed when scanning at pH values of 4.0, 5.0,
6.0, 7.0, and 8.7. The composite of CG and PB showed high
stability in acidic electrolytes with a peak intensity loss of
current less than 10%, indicating a small loss of electroactive
PB. In contrast, the scanning at pH 8.7 showed a significant
decrease (∼75% of current loss), indicating the breakdown of
the PB structure.

Charge/discharge measurements were performed for all
materials for a preliminary study of application in potassium-
aqueous battery systems. The presence of plateaus in the
charge and discharge profiles for all composites of CG and PB
can be observed in Fig. 5(c). Although not a symmetrical
profile, there is a clear difference in the electrochemical per-
formance of the composite samples and a typical pseudo-
capacitive electrochemical behavior for the bare_CG and CG/
Fe films in Fig. S9.† Notably, the presence of plateaus is evi-
dence of the battery-type mechanism, which is characteristic
of potassium ion diffusion processes in the PB structure.43

The charge/discharge profiles for all composites at a current
density of 500 mA g−1 and the potential range between 0.05
and 0.65 V showed different specific capacities among them-
selves, 23.1, 36.3, 50.4, 41.8, and 39.6 mA h g−1 for the PB_2,
PB_5, PB_10, PB_25, and PB_50 composites, respectively. All
electrodes were evaluated at different current densities and the
specific capacity values are shown in Fig. 5(d) and Table S2.†
An increase in the specific capacity of the composites was
observed as they were manufactured with a greater number of
CV cycles when comparing the materials PB_2, PB_5, and
PB_10, reflecting the influence of large amounts of PB and the
size of these nanocubes. However, lower specific capacity
values were observed for the PB_25 and PB_50 composites,
which may reflect the negative effects of nanoparticle aggrega-
tion observed in the micrographs of the samples in Fig. 4(e
and f). The specific capacity results obtained in this work
(Fig. 5(d)), although presenting lower values when compared
to other electrodes based on different carbon nanostructures
such as rGO and CNTs, reveal great potential given the ease of
processing the CG/PB-based composites, without the need for
dispersing agents and binders, among others. It should be
noted that our study is the pioneering work in developing a
nanocomposite based on crumpled graphene and the HCM
class, specifically PB. Table 1 presents a short comparison of
the PB_5 and PB_10 electrodes with other works.

The PB_10 composite was analyzed for its stability. First, we
performed a study at different current densities, as shown in
Fig. 6(a), through consecutive cycles of charge/discharge per
current density. A significant and linear decrease in discharge
capacity was observed when the current density increased to
2000 mA g−1, explained by the internal resistance of the com-
posite that regulates the speed of the K+ ion diffusion process
in the PB structure. Values of 43.1, 36.1, 29.6, 24.8, 21.5, and
19.5 mA h g−1 were obtained at rates of 250, 350, 500, 750,
1000, and 2000 mA g−1, respectively. By expanding the range of
replicates analyzed, we performed a stability analysis of the
material by subjecting it to 500 consecutive charge/discharge
cycles at a current density of 2000 mA g−1. The stability of
specific capacity is remarkable until around the 200th cycle,
where the capacity remains at 40.0 mA h g−1. It was followed
by a subtle and constant drop until the 500th cycle, as shown
in Fig. 6(b and c), where the electrode showed a specific
capacity of about 25.0 mA h g−1. On the other hand, the cou-
lombic efficiency of the composite remains above 90% for the
entire period, demonstrating the high reversibility of the redox
process between PW and PB. Commonly, at high rates, such as
2000 mA g−1, the intercalation process in the structure of PB
nanoparticles occurs less efficiently due to factors such as
diffusional limitation and irreversible structural damage.11

EIS was performed to understand the reaction kinetics of
the CG/Fe and PB_10 electrodes. The Nyquist diagram in
Fig. S10† shows different behaviors for both materials. For the
interpretation and fitting of the EIS curves, two equivalent cir-
cuits were adopted to analyze three main surface phenomena:
(i) the charge transfer resistance (CTR) in the high-frequency
region; (ii) the diffusion of species in the electric double layer
in the intermediary frequency region; and (iii) a second
diffusion resistance at low frequency related to the diffusion of
species throughout the pores of the material. For the CG/Fe
sample, a high resistance (2.2 kΩ) was observed in the low-fre-
quency region, indicating low diffusion kinetics in the regions
where the electrolyte accesses the cavities of the CG structure.
Contrary to this, an easy electronic transport performed by the
surface of the CG/Fe is observed, with a CTR in the high-fre-
quency region of 6.2 Ω. For the PB_10 electrode, an increase in
the CTR at a high frequency (29.9 Ω) compared to CG/Fe was
recorded due to the electrochemical deposition of PB nano-
particles over CG. Moreover, the resistance in the low-fre-
quency region increased (3.3 kΩ) as an extra diffusion resis-

Table 1 Comparison of the specific capacities of different PB-based
electrodes

Working
electrode Electrolyte

Current
density
(mA g−1)

Capacity
(mA h g−1) Ref.

CNT/PB Aqueous K-ion 400 142.0 11
GO/PB Aqueous K-ion 25 115.7 44
rGO/PB Aqueous K-ion 25 127.0 44
KPBNPs Nonaqueous K-ion 400 36.0 45
PB_5 Aqueous K-ion 500 36.3 This work
PB_10 Aqueous K-ion 500 50.4 This work
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tance imposed by the PB nanoparticles. These results suggest
a significant change in the electrochemical interface of the
CG/Fe-based electrodes after modification with Prussian blue
nanoparticles.

3.4. Coin-cell battery-type system

We demonstrate the application of thin films based on
crumpled graphene and Prussian blue as cathodes for potass-

ium-aqueous electrolyte batteries. As a proof of concept, the
optimized PB_10 sample (cathode) was integrated into a coin-
cell system with bare_CG as an anode and 0.5 mol L−1 KCl as
an electrolyte. Fig. 7(a) shows the cyclic voltammograms
recorded at 0.05 mV s−1 in the range from 0.2 to 1.0 V to stabil-
ize the system. In the 2nd cycle, only one redox pair is observed
between 0.5 and 0.9 V, corresponding to the typical redox

Fig. 6 Measurements of the PB_10 sample. (a) Discharge profiles at
different rate, (b) stability test at 2000 mA g−1, and (c) charge/discharge
stability test profiles.

Fig. 7 Measurements of the coin cell battery device using the PB_10
sample as a cathode and bare_CG as an anode. (a) Cyclic voltammetry
profiles at 50 mV s−1, (b) charge/discharge profiles, and (c) rate handling
performance.
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process of PB previously discussed. The 10th voltammetric
cycle presents a drop in the anodic process and a sudden rise
in current during the cathodic process. The 12th cycle presents
some stability for the redox pair. This behavior is mainly
associated with activating the electrochemically active area of
the electrodes. Before the charge and discharge studies, the
cell was cycled three times at a density of 100 mA g−1 for stabi-
lization. Fig. 7(b) shows the discharge profiles, where the cell
presented a capacity of 25 mA h g−1 at a current density of
250 mA g−1. The high coulombic efficiency reflects the non-
optimized anode based on the bare_CG sample.

In Fig. 7(c), the cell exhibits stable behavior with a gradual
decrease in specific capacity as the current density increases.
However, reasonable performance and coulombic efficiency of
almost 100% are observed for rates above 750 mA g−1, showing
a good performance of the porous cathode based on CG/PB.
Coulombic efficiency above 100% is a phenomenon commonly
observed in the HCM class and recent studies suggest a direct
relationship with the presence of [Fe(CN)6]

3− moieties that are
not part of the PB structure and come from the synthesis.46 It
is important to note that after scanning at different current
densities, when cycled again at 250 mA g−1, the device showed
97% capacity recovery, reflecting its stability.

4. Conclusions

This study successfully synthesized films based on composites
of crumpled graphene (CG) and Prussian blue (PB) nano-
particles using a simple processing methodology. This
approach involved the liquid–liquid interface route (LLIR) for
film fabrication and cyclic voltammetry for the electrodeposi-
tion of PB nanoparticles, providing a composite with tuneable
properties suitable for use as a cathode in aqueous potassium-
ion battery energy storage systems.

The fine-tuning of composite properties resulted in signifi-
cant differences in the electrochemical activity of the syn-
thesized materials, with specific capacity values varying
according to the amount and size of PB nanoparticles formed.
This highlights the direct relationship between the quantity
and size of PB nanoparticles and the energy storage perform-
ance of the composites.

Moreover, the CG/PB nanocomposite demonstrated con-
siderable promise in real coin-cell test systems. It combined
the excellent processability of crumpled graphene with the
favourable electrochemical properties of PB, as evidenced in
coin-cell systems using aqueous K+-ion electrolytes. These
characteristics present exceptional advantages, showcasing the
ease of electrode fabrication for rechargeable battery systems
and a lower environmental impact due to the use of aqueous
electrolytes.
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